UNITAINER Trading GmbH
Schluisgrove 1
21107 Hamburg
Germany

Tel.: +49 (0) 40 - 300 898 - 0
Fax: +49 (0) 40 - 300 898 - 10
E-mail: info@UNITAINER.de
Internet: www.UNITAINER.de

PRODUCT OVERVIEW:

20 x 8' x 8'6" ISO Dry Cargo Container 22G1
20° x 8" x 9'6" ISO Dry Cargo Container High cube 25G1
40" x 8" x 8'6“ ISO Dry Cargo Container 42G1
40" x 8° x 9'6" ISO Dry Cargo Container High cube 45G1
20" x 8' x 8'6" ISO Dry Cargo Container Double doors 22G1
20° x 8' x 8'6* ISO Dry Cargo Container Full side access 22G2
20" x 8" x 9'6* ISO Dry Cargo Container High cube; full side access 25G2
20°x 8' x 8'6" ISO Dry Cargo Container Hard top open top 22U0
20" x 8° x 8'6" ISO Dry Cargo Container Open top (tarpaulin) 22U1
40° x 8' x 8'6" ISO Dry Cargo Container Double doors 42G1
40' x 8 x 8'6" ISO Dry Cargo Container Open top (tarpaulin) 42U1
20 x 8" x 8'6" ISO Refrigerated Container 22RA1

40° x 8" x 9'6" ISO Refrigerated Container High cube 45R1



UNITAINER

20‘ x 8 x 86“ 1ISO DRY CARGO CONTAINER
(22G1)

FULL CORTEN STEEL

Manufactured according to ISO standards
Certification by internationally recognized Classification Society
Plywood or bamboo floor
Door opening 270°
Approvals: CSC, UIC, T.I.R, Australian Timber Treatment

Dimensions:

Width 2438 m 8’
Height 2.591 m 8'6”
Width 2.350 m 77
Height 2.392m 7’8"
Height 2277 m 74"
Max. gross 30,480 kg 67,200 Ibs
Max. payload 28,350 kg 62,505 Ibs
Tare 2,130 kg 4,695 Ibs
Cubic Capacity 33.2m? 1173itt
Stacking weight per post 86,400 kg 190,476 Ibs

Production tolerances may cause variations in measurements.
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20" x 8'x 96" ISO DRY CARGO CONTAINER

(25G1)

FULL CORTEN STEEL
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Manufactured according to ISO standards
Certification by internationally recognized Classification Society

Plywood or bamboo floor
Door opening 270°

Approvals: CSC, T.I.R, Australian Timber Treatment

Door opening

Cubic Capacity

Stacking weight per post

Dimensions:
Length 6.058 m 20’
Width 2.438 m 8
Height 2.896 m 9'6”
Length 5.898 m 19'4”
Width 2.352 m 7’8"
Height 2.700 m 8'10”
Width 2.340 m 78"
Height 2.585 m 8'5”
Max. gross 30,480 kg 67,200 Ibs
Max. payload 28,165 kg 62,100 Ibs
Tare 2,315 kg 5,100 Ibs
374 m? 1,322 1t*
86,400 kg 190,476 Ibs

Production tolerances may cause variations in measurements.
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40' x 8' x 8'6“ ISO DRY CARGO CONTAINER
(42G1)

FULL CORTEN STEEL
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Manufactured according to ISO standards
Certification by internationally recognized Classification Society
Plywood floor
Door opening 270°
Gooseneck tunnel
Approvals: CSC, UIC, T.I.R, Australian Timber Treatment

Width 2438 m 8
Height 2591 m 8'6”
Width 2.352 m 78
Height 2.395 m 710"
Height 2.280 m 7’5"
[ Weight  [EEEEVENENERNS 30,480 kg 67,200 Ibs
Max. payload 26,740 kg 58,955 Ibs
Tare 3,740 kg 8,245 Ibs
Cubic Capacity 67.8 m? 2,394 ft?
Stacking weight per post 86,400 kg 190,476 Ibs

Production tolerances may cause variations in measurements.



40° x 8 x 9'6" ISO DRY CARGO CONTAINER
(45G1)

Manufactured according to ISO standards

FULL CORTEN STEEL

Certification by internationally recognized Classification Society

Plywood floor

Door opening 270°
Gooseneck tunnel
Approvals: CSC, UIC, T.I.R, Australian Timber Treatment

Dimensions:

Door opening

Cubic Capacity

Stacking weight per post

Length
Width
Height

Length
Width
Height

Width
Height

Max. gross
Max. payload

Tare

12.192 m
2438 m
2.896 m

12.031 m
2.352 m
2.700 m

2.340 m
2.585m

30,480 kg
26,590 kg
3,890 kg

76.4 m3

86,400 kg

40’

g’
9!6"
39'6”
78’
810"
7!8”
8’5"

67,200 lbs

58,625 Ibs
8,575 Ibs

2,698 ft*

190,476 Ibs

Production tolerances may cause variations in measurements.



20" x 8" x 86" ISO DRY CARGO CONTAINER - DOUBLE DOORS

Manufactured according to ISO standards

(22G1)

FULL CORTEN STEEL

Certification by internationally recognized Classification Society

Plywood floor
Door opening 270°
Approvals: CSC, UIC, T.I.R, Australian Timber Treatment

Dimensions:

Length
Width
Height

Length
Width
Height

Width
Height

Max. gross
Max. payload

Tare

6.058 m
2438 m
2591 m

5.844 m
2.352 m
2.395 m

2.340 m
2.280m

30,480 kg
28,140 kg
2,340 kg

32.9m?

86,400 kg

20°

g

8'6”
19'32
7’8"
710"
78"
7’5"

67,200 lbs

62,040 Ibs
5,160 Ibs

1.161 ft*

190,476 Ibs

Production tolerances may cause variations in measurements.



20° x 8' x 8'6“ ISO DRY CARGO CONTAINER — FULL SIDE ACCESS
(22G2)

FULL CORTEN STEEL

Manufactured according to ISO standards
Certification by internationally recognized Classification Society
Plywood floor
Door opening 270°
Approvals: CSC, UIC, T.I.R, Australian Timber Treatment

Dimensions:

Width 2438 m 8’
Height 2.591 m 8'6”
Width 2.287m 7'6”
Height 2.299 m 76"
Height 2169 m Taile
Door opening — side Width 5702 m 18'8”
Height 2154 m i
| Weight  [EEEEVENIPIEIN 24,000 kg 52,910 Ibs
Max. payload 20,820 kg 45,900 Ibs
Tare 3,180 kg 7,010 Ibs
Cubic Capacity 31 m? 1,095 ft*
Stacking weight per post 86,400 kg 190,476 Ibs

Production tolerances may cause variations in measurements.



20° x 8' x 9'6" ISO DRY CARGO CONTAINER — FULL SIDE ACCESS
(25G2)

FULL CORTEN STEEL

Certification by internationally recognized Classification Society
Plywood floor
Door opening 270°
Approvals: CSC, UIC, T.I.R, Australian Timber Treatment

Dimensions:

Width 2438 m 8’
Height 2.896 m 9'6”
Width 2.287 m 76"
Height 2.604 m 8'6
Height 2474 m 8'1”
Door opening — side Width 5702 m 18’8’
Height 2459 m 8
m Max. gross 24,000 kg 52,910 Ibs
Max. payload 20,500 kg 45,190 Ibs
Tare 3,500 kg 7,720 Ibs
Cubic Capacity 35m? 1.240 ft?
Stacking weight per post 86,400 kg 190,476 Ibs

Production tolerances may cause variations in measurements.
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20'x 8" x 8’6" ISO DRY CARGO CONTAINER HARD TOP OPEN TOP

(22U0)
FULL CORTEN STEEL
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Manufactured according to ISO standards
Certification by internationally recognized Classification Society
Plywood floor
Door opening 270°
2 sets of fork lift pockets
Approvals: CSC, UIC, T.I.R, Australian Timber Treatment

Dimensions:

Width 2438 m 8
Height 2.591 m 8'6”
Width 2.332m e
Height 2.339m 7'8”
Height 2.265m T
Roof opening Length 5416 m 179"
Width 2130 m 6'11”
[ Weight = [EEEEVEVRRNS 30,480 kg 67,200 Ibs
Max. payload 27,200 kg 59,970 Ibs
Tare 3,280 kg 7,230 lbs
Cubic Capacity 322 m? 1.136 ft*
Stacking weight per post 86,400 kg 190,476 Ibs

Production tolerances may cause variations in measurements.



20° x 8‘ x 8'6* ISO DRY CARGO CONTAINER — OPEN TOP
(22U1)

FULL CORTEN STEEL
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Manufactured according to ISO standards
Certification by internationally recognized Classification Society
Plywood floor
Door opening 270°
Approvals: CSC, UIC, T.I.R, Australian Timber Treatment

Dimensions:

Width 2438 m 8
Height 2591 m 8'6”
Width 2.352 m 78"
Height 2.366 m 7'9°
Height 2.280m 75"
Roof opening Length 5.765 m 18117
Width 2.232m 737
[ Weight = [EEEEVEORRSSS 30,480 kg 67,200 Ibs
Max. payload 28,080 kg 61,910 Ibs
Tare 2,400 kg 5,290 Ibs
Cubic Capacity 32.8 m? 1,159 ft*
Stacking weight per post 86,400 kg 190,476 Ibs

Production tolerances may cause variations in measurements.



40° x 8 x 8'6* ISO DRY CARGO CONTAINER — DOUBLE DOORS
(42G1)

FULL CORTEN STEEL
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Manufactured according to ISO standards
Certification by internationally recognized Classification Society
Plywood floor
Door opening 270°
Gooseneck tunnel
Approvals: CSC, UIC, T.I.R, Australian Timber Treatment

Width 2438 m 8
Height 2.591 m 8'6”
Width 2.352 m 7'8”
Height 2.390 m 710"
Height 2.280 m s
Weight Max. gross 30,480 kg 67,200 Ibs
Max. payload 26,430 kg 58,270 Ibs
Tare 4,050 kg 8,930 lbs
Cubic Capacity 67.3 m? 2.378 ft*
Stacking weight per post 86,400 kg 190,476 Ibs

Production tolerances may cause variations in measurements.
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40° x 8° x 8'6* ISO DRY CARGO CONTAINER — OPEN TOP
(42U1)

FULL CORTEN STEEL
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Manufactured according to ISO standards
Certification by internationally recognized Classification Society
Plywood floor
Swinging removable header [not all models]

Door opening 270°
Approvals: CSC, UIC, T.I.R, Australian Timber Treatment

Dimensions:

Width 2438 m 8
Height 2.591 m 8'6”
Width 2.352m 7'8”
Height 2.348 m 787
Height 2.280m feon
Roof opening Length 11.798 m 38'8”
Width 2.232 m I8
[ Weight  [EEEEVEVERHS 30,480 kg 67,200 Ibs
Max. payload 26,480 kg 58,380 lbs
Tare 4,000 kg 8,820 Ibs
Cubic Capacity 66.4 m? 2,365 ft*
Stacking weight per post 86,400 kg 190,476 Ibs

Production tolerances may cause variations in measurements.
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20° x 8 x 8'6* ISO REFRIGERATED CONTAINER
(22R1)
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Manufactured according to ISO standards
Certification by internationally recognized Classification Society
Door opening 270°, Hollow floor
Thermal insulation strips on rolling track inside doors
Refrigeration unit Thermo King MAGNUM with R404A refrigerant
Approvals: CSC, UIC, T.I.R, certified by GL

Width 2438 m 8

Height 2591 m 8'6”

Width 2294 m 76"

Height 2.268 m T

Height 2.264 m 5

Cargo access height 2210 m 73F
m Max. gross 30,480 kg 67,200 Ibs
Max. payload 27,560 kg 60,760 Ibs
Tare incl. Reefer unit 2,920 kg 6,440 lbs
Tare 2,500 kg 5,510 Ibs

Cubic Capacity 284 m? 1.003 ft*
Stacking weight per post 97,200 kg 214,286 Ibs

Thickness (mm) Overall Density (kg/m®) Core Density (kg/m?)

Roof 80 50 40
Side walls 60 70 55
Door panels 73 65 50
Floor 76/110 60 45

Production tolerances may cause variations in measurements.



40°x 8" x 96" ISO REFRIGERATED CONTAINER

Manufactured according to ISO standards
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Certification by internationally recognized Classification Society

Door opening 270°, Gooseneck tunnel, Hollow floor
Thermal insulation strips on rolling track inside doors

Refrigeration unit Thermo King MAGNUM with R404A refrigerant

Approvals: CSC, UIC, T.I.R, certified by GL

Door opening

Cubic Capacity

Stacking weight per post

Roof
Side walls

Door panels
Floor

Dimensions:

Length
Width
Height

Length
Width
Height

Width
Height

Cargo access height

Max. gross
Max. payload
Tare incl. Reefer unit

Tare

Thickness (mm)

80

60

74
80/114

Production tolerances may cause variations in measurements.

12.192 m
2.438 m
2.896 m

11.590 m
2.294 m
2.574 m

2.290 m
2.569 m
2.522 m

34,000 kg
29,300 kg
4,700 kg
4,280 kg

68.4 m?
97,200 kg

Overall Density (kg/m®)

50
55
60
55

40’
8!
9’6"
38’
76"
7’5"
7’6"
8!5"
8’3"
74,960 Ibs
64,600 Ibs
10,360 Ibs
9,436 Ibs

24151t
214,286 Ibs

Core Density (kg/m?)

40
45
50
45



Other container types available on request

Please contact us directly for further information!

Tel.: +49 (0) 40 - 300 898 - 0
Fax: +49 (0) 40 - 300 898 - 10
E-mail: info@UNITAINER.de
Internet: www.UNITAINER.de

UNITAINER Trading GmbH
Schluisgrove 1
21107 Hamburg
Germany



