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HEAT-UP 
AND RELAX 

THERMISCHE IN-SITU-SANIERUNG

THERMALLY ENHANCED IN-SITU-REMEDIATION



ANWENDUNGSGEBIETE

•  HERDSANIERUNG UND 

„SITE-CLOSURE“ STRATEGIEN

•  SAND, SCHLUFF, LEHM, MERGEL, TON

•  UNGESÄTTIGTE UND GESÄTTIGTE BODENZONE, 

GRUNDWASSERSANIERUNG

•  VORNEHMLICHE SCHADSTOFFE: 

LEICHT- BIS MITTELFLÜCHTIGE SCHADSTOFFE, 

Z.B. CHLORIERTE KOHLENWASSERSTOFFE (LHKW, CKW), 

BENZOL, TOLUOL, ETHYLBENZOL, XYLOL (BTEX),

MINERALÖLKOHLENWASSERSTOFFE (MKW)

•  VERBESSERTE ÖLPHASENRÜCKGEWINNUNG

•  SANIERUNG AUCH NEBEN ODER UNTER 

GEBÄUDEN MÖGLICH

VORTEILE

•  SCHNELLE IN-SITU-SANIERUNG BINNEN

WENIGER WOCHEN / MONATE

•  FLEXIBLE ANPASSUNG DURCH 

 VERFAHRENS KOMBINATION

•  SANIERUNG BEI ERHALT DER 

GEBÄUDENUTZUNG  MÖGLICH

•  INTERNATIONALE PROJEKTREFERENZEN

•  GEGENÜBER KONVENTIONELLEN SANIERUNGEN 

(Z.B. „KALTE“ BODENLUFTABSAUGUNG) 

 • ERHEBLICH KÜRZERE SANIERUNGSZEIT 

 • SIGNIFIKANT GERINGERER ENERGIEVERBRAUCH 

 • GERINGERE GESAMTKOSTEN

THERMISCHE IN-SITU-SANIERUNG MIT TUBA UND THERIS

TUBA
DAMPF- (LUFT-) INJEKTION
STEAM- (AIR-) INJECTION

BODENLUFT-
ABSAUGUNG  (BLA)

SOIL VAPOUR 
 EXTRACTION (SVE)

SAND BIS GROBSCHLUFF

SAND TO COARSE SILT

DAMPF- (LUFT-)
INJEKTION

STEAM- (AIR-) 
INJECTION

UNGESÄTTIGTE ZONE (UZ)

UNSATURATED ZONE (UZ)

GESÄTTIGTE ZONE (GZ)

SATURATED ZONE (SZ)



FIELDS OF APPLICATION

• SOURCE REMOVAL AND “SITE-CLOSURE” STRATEGIES

• SAND, SILT, LOAM, MARL, CLAY

•  UNSATURATED AND SATURATED ZONE, 

GROUNDWATER REMEDIATION

•  PRIMARILY TREATED CONTAMINANTS:

VOLATILE TO SEMI VOLATILE CONTAMINANTS, 

E.G. CHLORINATED HYDROCARBONS (CHC), 

BENZENE, TOLUENE, ETHYLBENZENE, XYLENE (BTEX),

PETROLEUM HYDROCARBONS

•  ENHANCED OIL RECOVERY (FREE PHASE RECOVERY)

•  POSSIBLE REMEDIATION AS WELL NEXT TO OR 

BENEATH BUILDINGS 

BENEFITS

•  RAPID IN-SITU-REMEDIATION WITHIN 

A FEW WEEKS / MONTHS

•  FLEXIBLE DESIGN BY TREATMENT TRAIN STRATEGIES

•  REMEDIATION DURING CONTINUED OCCUPANCY

•  INTERNATIONAL PROJECT REFERENCES

•  COMPARED WITH CONVENTIONAL REMEDIATIONS 

(E.G. ‘COLD’ SOIL VAPOUR EXTRACTION)

 • SHORTER REMEDIATION TIME

 • SIGNIFICANT LESS ENERGY CONSUMPTION

 • LOWER TOTAL REMEDIATION COSTS

THERMALLY ENHANCED IN-SITU-REMEDIATION WITH TUBA AND THERIS

FESTE WÄRMEQUELLEN

HEATER WELLS

Z.B. LEHM       

E.G. LOAM

GRUNDWASSER 
GROUNDWATER

THERIS
FESTE WÄRMEQUELLEN

HEATER WELLS
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