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Es gibt kaum etwas 
in der Welt...

...das nicht irgend jemand

ein wenig schlechter machen 

kann und etwas billiger verkaufen könnte.

Und die Menschen,

die sich nur am Preis orientieren,

werden die gerechte Beute 

solcher Machenschaften.

John Ruskin (1819-1900) 
Englischer Sozialphilosoph
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Abk. Beschreibung

Ø Durchmesser
1~AC 1 Phase alternate currency; Wechselstrom
3~AC 3 Phasen alternate currency; Wechselstrom
a außen
AC alternate currency; Wechselstrom
Al Aluminium
AZVD Automatik-Zapfventil für Diesel
BM Bodenmontage
°C Grad Celsius
CR Chloropren-Kautschuk
CTS Container-Tank, Set
dB (A) Dezibel, A-gewichteter Schallpegel (bezogen auf den geräuschlosen Zustand)
DC direct currency; Gleichstrom
DIN Deutsche Industrienorm
DM Deckenmontage
DN Innendurchmesser
ED Einschaltdauer
EF eichfähig
EN Europanorm
EPDM Ethylen-Propylen-Dien-Kautschuk
EZP Elektrozahnradpumpe
FKM Fluor-Kautschuk
G Whitworth-Rohrgewinde zylindrisch ISO 228 (DIN 259)
i innen 
IP Schutzart
kg Kilogramm
KTS Kunststofftank, transparent, Set
KW Kilowatt
LxBxH Länge x Breite x Höhe, alle Angaben in mm
LW lichte Weite
M metrisches Gewinde zylindrisch DIN 13
m Meter
mm Millimeter
mPa s Millipascalsekunde
NBR Acrylnitril-Butadien-Kautschuk
ND Nenndruck
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ABKÜRZUNGSVERZEICHNIS
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A

Abk. Beschreibung

NEF nicht eichfähig
NW Nennweite = Innendurchmesser
PN Nenndruck bzw. Betriebsdruck
PTB Physikalisch Technische Bundesanstalt
R Whitworth-Rohrgewinde kegelig angelehnt an DIN 3858;

die Verbindung ist selbstdichtend
SK Schnellkupplung
SRL Saugrohrlänge; Angaben immer in mm
SW Schlüsselweite
TR transportabel
TRBF Technische Richtlinie brennbarer Flüssigkeiten
V Volt
VA Voltampère
WHG Wasserhaushaltsgesetz
WML Wandmontage links
WMR Wandmontage rechts
X Edelstahl, Niro
ZVD Zapfventil für Diesel



Durch Werkstoffwahl geringes Gewicht und 
außerordentliche Lebensdauer.

Pumpengehäuse aus AlSi12 gegossen:

• Dieser Werkstoff zeichnet sich durch Seewasserfestigkeit aus,

das heißt, das Gehäuse ist extrem korrosionsbeständig.

Stator (Laufring) aus Grauguss: hohe Verschleißfestigkeit

Flügel aus PEI: dieser Werkstoff vereint folgende Vorteile:

• Hohe Festigkeit und Steifigkeit

• Hohe Zähigkeit auch bei Kälte

• Hohe Dimensionsstabilität

• Selbstverlöschend

Sehr kleine Toleranzen zwischen Flügel und Pumpenraum 

ermöglichen hohe Saug- und Druckleistung bei bestem 

Wirkungsgrad.

Kraftvolle Motoren

Gehäuse der Zapfstellen DIESELFIxx und DIESELMAxx

sind mit Duracryl beschichtet.

Diese harte und kratzfeste Oberfläche ist gleichzeitig 

licht-, wärme-, wetter- und lösungsmittelbeständig und 

weist Anti-Graffitieigenschaften auf.
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen
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Alle Verbindungen über
O-Ringe abgedichtet,
keine Klebestellen, somit
einfache Demontage
und absolute Dichtigkeit
gewährleistet!

seewasserbeständig

Toleranzen im Pumpenraum
± 2,50/100 mm, erzielt
durch Werkstoffabstimmung
und Fertigungstechnik
(Motor wird nach der
Montage zwischen Spitzen
plangedreht!). Somit sehr
hoher Wirkungsgrad und
maximale Pumpleistung
möglich.

PEI – ein thermisch stabiles Polymer
Dauergebrauchstemperatur 200 °C (POM: 100 °C)
Selbstverlöschend
Hochtemperaturbeständig
Abschleifwiderstand 10 mg/1000 Zyklen nach
ASTM D1044 (POM: 1000 mg/1000 Zyklen)
In 4/100 Toleranz hergestellt
Härte Rockwell: R125 (POM: 56 % weniger)

Laufflächen aus Grauguss
mit Lamellengraphit,
dadurch extrem gute
Gleiteigenschaften.
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen

Technische Daten

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass

• Ein- und Ausschalter

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Montage Durchlaufzähler NUMERIxx
3 (23 193) möglich

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert 

Formstabilität der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.
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Technische Daten
Hydraulische Daten

Förderleistung: 56 l/min,

bei freiem Auslauf

Förderdruck: 1,8 bar

Motordaten

Stromaufnahme: 2,4 A

Leistung: 0,37 KW

Drehmoment: 1,27 Nm

Drehzahl: 2800 U/min

Maße Pumpe 

LxBxH (mm): 250 x 115 x 170

Gewicht Motor 

und Pumpwerk (kg): 6,3

Verpackung
Abmessung LxBxH (mm): 350 x 170 x 225

Gewicht (kg): 6,8 

Technische Daten
Hydraulische Daten

Förderleistung: 100 l/min,

bei freiem Auslauf

Förderdruck: 2,5 bar 

Motordaten

Stromaufnahme: 3,2 A

Leistung: 0,5 KW

Drehmoment: 4,1 Nm

Drehzahl: 1400 U/min

Maße Pumpe 

LxBxH (mm): 320 x 180 x 195

Gewicht Motor 

und Pumpwerk (kg): 10,7

Verpackung
Abmessung LxBxH (mm): 360 x 175 x 225

Gewicht (kg): 11,3

Art.-Nr.

23 034

23 036

Dieselpumpe 60 l/min
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 100 l/min
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 034

Abb. 23 036

B
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150

Gewicht Motor

und Pumpwerk (kg): 3,5

Anschlusskabel: 3 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 35 l/min, bei freiem Auslauf

Förderdruck: 1,6 bar

Saughöhe: 3 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Sicherung: 25 A Stecksicherung

Einschaltdauer: Dauerbetrieb

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI 30

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Verpackung
Abmessung LxBxH (mm): 220 x 170 x 170

Gewicht (kg): 4,0

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass

• Ein- und Ausschalter

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Montage Durchlaufzähler NUMERIxx
3 (23 193) möglich

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.
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Technische Daten
Motordaten

Spannung: 12 V DC

Stromaufnahme: 18 A

Leistung: 0,22 KW

Drehmoment: 0,38 Nm

Drehzahl: 3300 U/min

Technische Daten
Motordaten

Spannung: 24 V DC

Stromaufnahme: 13 A

Leistung: 0,32 KW

Drehmoment: 0,6 Nm

Drehzahl: 3500 U/min

Art.-Nr.

23 012

23 012 824

MOBIFIxx 35 l/min
12 V, DC, Abgreifklemmen

MOBIFIxx 35 l/min
24 V, DC, Abgreifklemmen

Abb. 23 012

Abb. 23 012 824

B
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150

Gewicht Motor

Pumpwerk (kg): 4,0

Anschlusskabel: 3 m 

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 60 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 3 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Sicherung: 40 A

Einschaltdauer: 30 min

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Verpackung
Abmessung LxBxH (mm): 220 x 170 x 170

Gewicht (kg): 4,5

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass

• Ein- und Ausschalter

• Sicherung 

• Abgreifklemmen, 3 m Kabel

• Montage Durchlaufzähler NUMERIxx
3 (23 193) möglich

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert 

Formstabilität der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.
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Technische Daten
Motordaten

Spannung: 12 V DC

Stromaufnahme: 32 A

Leistung: 0,38 KW

Drehmoment: 0,66 Nm

Drehzahl: 2500 U/min

Technische Daten
Motordaten

Spannung: 24 V DC

Stromaufnahme: 28 A

Leistung: 0,67 KW

Drehmoment: 0,8 Nm

Drehzahl: 3500 U/min

Art.-Nr.

23 008

23 008 824

MOBIMAxx 60 l/min
12 V, DC, Abgreifklemmen

MOBIMAxx 60 l/min
24 V, DC, Abgreifklemmen

Abb. 23 008

Abb. 23 008 824

B

R
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 126 x 180 x 255

Gewicht Motor 

und Pumpwerk (kg): 6,2

Anschlusskabel: 2 m

Anschluss Behälter: G 2'' a, Fassverschraubung

Anschluss druckseitig: G 1" a

Hydraulische Daten

Bauart Pumpe: Drehschieber, selbstansaugend

Förderleistung: 50 l/min, bei freiem Auslauf

Förderdruck: 1,7 bar

Saughöhe: 2,5 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 2,1 A

Leistung: 0,4 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 0,7 Nm

Drehzahl: 2850 U/min

Bauform: MEC 63 Standard

Schutzart: IP 54

Werkstoff Pumpen-

gehäuse und Pumpwerk: GG

Verpackung 
Abmessung LxBxH (mm): 350 x 350 x 300

Gewicht (kg): 13

Spezifikation

• Saugschlauch, 1,6 m, mit Filter, Fußventil

• Fassverschraubung, G 2'' a 

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Für 200 bis 1000 l Behälter

• Abgabeschlauch, 4 m G 1'' a

• Integrierter Bypass

• Eurostecker, 2 m Kabel

• Ein- und Ausschalter

• Verkaufsverpackung, in hochwertiger Ausführung
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Spezifikation 
• Standard-Zapfventil, Kunststoff

Spezifikation 
• Standard-Zapfventil, Kunststoff

• Einbauzähler, mechanisch, 3 Ziffern,

kann genullt werden, Gesamtzählwerk,

mit 6 Ziffern

Spezifikation 
• Automatik-Zapfventil, mit Bauartzulassung

Spezifikation 
• Automatik-Zapfventil, mit Bauartzulassung

• Einbauzähler, mechanisch, 3 Ziffern,

kann genullt werden, Gesamtzählwerk,

mit 6 Ziffern

Spezifikation 
• Automatik-Zapfventil

Spezifikation 
• Automatik-Zapfventil

• Einbauzähler, mechanisch, 3 Ziffern,

kann genullt werden, Gesamtzählwerk,

mit 6 Ziffern

Art.-Nr.

23 931

23 932

23 934

23 935

23 937

23 938

ROTAxx, 50 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

ROTAxx, 50 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

ROTAxx, 50 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

ROTAxx, 50 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

ROTAxx, 50 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

ROTAxx, 50 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

C

Abb. 23 931

Abb. 23 932
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 202 x 126 x 138

Gewicht Motor 

und Pumpwerk (kg): 4 

Anschlusskabel: 2 m

Anschluss Behälter: G 2'' a, Fassverschraubung

Anschluss druckseitig: G 1" a

Hydraulische Daten

Bauart Pumpe: Drehschieber, selbstansaugend

Förderleistung: 38 l/min, bei freiem Auslauf

Förderdruck: 1,1 bar

Saughöhe: 2 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 12 V

Sicherung 25 A

Stromaufnahme: 22 A

Leistung: 0,26 KW

Einschaltdauer: 30 min/h

Drehmoment: 0,4 Nm

Drehzahl: 2900 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff Pumpen-

gehäuse und Pumpwerk: GG / Edelstahl

Verpackung
Abmessung LxBxH (mm): 350 x 350 x 300

Gewicht (kg): 12

Spezifikation

• Saugschlauch, 1,6 m, mit Filter, Fußventil

• Fassverschraubung, G 2'' a 

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Für 200 bis 1000 l Behälter

• Abgabeschlauch, 4 m G 1'' a

• Integrierter Bypass

• Eurostecker, 2 m Kabel

• Ein- und Ausschalter

• Verkaufsverpackung, in hochwertiger Ausführung
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Spezifikation 
• Standard-Zapfventil, Kunststoff

Spezifikation 
• Standard-Zapfventil, Kunststoff

• Einbauzähler, mechanisch, 3 Ziffern,

kann genullt werden, Gesamtzählwerk,

mit 6 Ziffern

Spezifikation 
• Automatik-Zapfventil, mit Bauartzulassung

Spezifikation 
• Automatik-Zapfventil, mit Bauartzulassung

• Einbauzähler, mechanisch, 3 Ziffern,

kann genullt werden, Gesamtzählwerk,

mit 6 Ziffern

Spezifikation 
• Automatik-Zapfventil

Spezifikation 
• Automatik-Zapfventil

• Einbauzähler, mechanisch, 3 Ziffern,

kann genullt werden, Gesamtzählwerk,

mit 6 Ziffern

Art.-Nr.

23 911

23 912

23 914

23 915

23 917

23 918

ROTAxx, 38 l/min, Set
12 V, DC, Abgreifklemmen

ROTAxx, 38 l/min, Set
12 V, DC, Abgreifklemmen

ROTAxx, 38 l/min, Set
12 V, DC, Abgreifklemmen

ROTAxx, 38 l/min, Set
12 V, DC, Abgreifklemmen

ROTAxx, 38 l/min, Set
12 V, DC, Abgreifklemmen

ROTAxx, 38 l/min, Set
12 V, DC, Abgreifklemmen

C

Abb. 23 911

Abb. 23 912
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 202 x 126 x 138

Gewicht Motor 

und Pumpwerk (kg): 4

Anschlusskabel: 2 m

Anschluss Behälter: G 2'' a, Fassverschraubung

Anschluss druckseitig: G 1" a

Hydraulische Daten

Bauart Pumpe: Drehschieber, selbstansaugend

Förderleistung: 40 l/min, bei freiem Auslauf

Förderdruck: 1,2 bar

Saughöhe: 2 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 24 V

Sicherung 15 A

Stromaufnahme: 11 A

Leistung: 0,3 KW

Einschaltdauer: 30 min/h

Drehmoment: 0,4 Nm

Drehzahl: 2900 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff Pumpen-

gehäuse und Pumpwerk: GG / Edelstahl

Verpackung
Abmessung LxBxH (mm): 350 x 350 x 300

Gewicht (kg): 9

Spezifikation

• Saugschlauch, 1,6 m, mit Filter, Fußventil

• Fassverschraubung, G 2'' a 

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Für 200 bis 1000 l Behälter

• Abgabeschlauch, 4 m G 1'' a

• Integrierter Bypass

• Eurostecker, 2 m Kabel

• Ein- und Ausschalter

• Verkaufsverpackung, in hochwertiger Ausführung
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Spezifikation 
• Standard-Zapfventil, Kunststoff

Spezifikation 
• Standard-Zapfventil, Kunststoff

• Einbauzähler, mechanisch, 3 Ziffern,

kann genullt werden, Gesamtzählwerk,

mit 6 Ziffern

Spezifikation 
• Automatik-Zapfventil, mit Bauartzulassung

Spezifikation 
• Automatik-Zapfventil, mit Bauartzulassung

• Einbauzähler, mechanisch, 3 Ziffern,

kann genullt werden, Gesamtzählwerk,

mit 6 Ziffern

Spezifikation 
• Automatik-Zapfventil

Spezifikation 
• Automatik-Zapfventil

• Einbauzähler, mechanisch, 3 Ziffern,

kann genullt werden, Gesamtzählwerk,

mit 6 Ziffern

Art.-Nr.

23 921

23 922

23 924

23 925

23 927

23 928

ROTAxx, 40 l/min, Set
24 V, DC, Abgreifklemmen

ROTAxx, 40 l/min, Set
24 V, DC, Abgreifklemmen

ROTAxx, 40 l/min, Set
24 V, DC, Abgreifklemmen

ROTAxx, 40 l/min, Set
24 V, DC, Abgreifklemmen

ROTAxx, 40 l/min, Set
24 V, DC, Abgreifklemmen

ROTAxx, 40 l/min, Set
24 V, DC, Abgreifklemmen

C

Abb. 23 921

Abb. 23 922
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 250 x 115 x 170

Gewicht Motor 

und Pumpwerk (kg): 6,3

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 56 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 2,4 A

Leistung: 0,37 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 1,27 Nm

Drehzahl: 2800 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320

Gewicht (kg): 13,0

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 034)

• Ein- und Ausschalter

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Abgabeschlauch, 4 m, DN 19, G 1" a, G 1" i (23 155 957)

• Automatik-Zapfventil AZVD (23 168) mit Bauartzulassung 

und Drehgelenk

• Saugschlauch, 1,6 m, G 1" a, G 1" i, DN 25 (23 156)

• Fussventil mit Saugkorb (19 890)

• Universal-Zapfventilhalter (23 174)

• Fassverschraubung G 2" a, G 1" a (19 514)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.
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Spezifikation 
• Montage Durchlaufzähler NUMERIxx

3

(23 193) möglich

Spezifikation 
• Durchlaufzähler NUMERIxx

3 (23 193)

Art.-Nr.

23 082

23 083

Dieselpumpe 60 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 60 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 082

Abb. 23 083

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 320 x 180 x 195

Gewicht Motor 

und Pumpwerk (kg): 10,7

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 100 l/min, bei freiem Auslauf

Förderdruck: 2,5 bar 

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 3,2 A

Leistung: 0,5 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 4,1 Nm

Drehzahl: 1400 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320

Gewicht (kg): 19,5

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 036)

• Ein- und Ausschalter

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Abgabeschlauch, 4 m, G 1'' a, G 1'' i, DN 25 (23 155 950)

• Automatik-Zapfventil AZVD (23 160) mit Bauartzulassung 

und Drehgelenk

• Saugschlauch, 1,6 m, G 1" a, G 1" i, DN 25 (23 156)

• Fußventil mit Saugkorb (19 890)

• Universal-Zapfventilhalter (23 174)

• Fassverschraubung G 2" a, G 1" a (19 514)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert 

Formstabilität der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.
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Spezifikation 
• Montage Durchlaufzähler NUMERIxx

3

(23 193) möglich

Spezifikation 
• Durchlaufzähler NUMERIxx

3 (23 193)

Art.-Nr.

23 084

23 085

Dieselpumpe 100 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 100 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 084

Abb. 23 085

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150 mm

Gewicht Motor 

und Pumpwerk (kg): 3,5

Anschlusskabel: 3 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 35 l/min, bei freiem Auslauf

Förderdruck: 1,6 bar

Saughöhe: 3 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 12 V DC

Stromaufnahme: 18 A

Leistung: 0,22 KW

Sicherung: 25 A Stecksicherung

Einschaltdauer: Dauerbetrieb

Drehmoment: 0,38 Nm

Drehzahl: 3300 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI 30

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Verpackung
Abmessung LxBxH (mm): 520 x 410 x 330

Gewicht (kg): 11,8

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 012)

• Ein- und Ausschalter

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Automatik-Zapfventil AZVD (23 176) mit Drehgelenk

• Universal-Zapfventilhalter (23 174)

• Fußventil mit Saugkorb (19 890)

• Abgabeschlauch, 4 m, DN 19, G 1" a, G 1" i (23 155 957)

• Saugschlauch, 1,6 m, G 1" a, G 1" i, DN 25 (23 156)

• Fassverschraubung G 2" a, G 1" a (19 514)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.
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Spezifikation 
• Montage Durchlaufzähler NUMERIxx

3

(23 193) möglich

Spezifikation 
• Durchlaufzähler NUMERIxx

3 (23 193)

Art.-Nr.

23 090

23 091

MOBIFIxx 35 l/min, Set
12 V, DC, Abgreifklemmen

MOBIFIxx 35 l/min, Set
12 V, DC, Abgreifklemmen

Abb. 23 090

Abb. 23 091

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150

Gewicht Motor 

und Pumpwerk (kg): 4,0

Anschlusskabel: 3 m 

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 60 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 3 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 12 V DC

Stromaufnahme: 32 A

Leistung: 0,38 KW

Sicherung: 40 A

Einschaltdauer: 30 min

Drehmoment: 0,66 Nm

Drehzahl: 2500 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Verpackung
Abmessung LxBxH (mm): 520 x 410 x 330

Gewicht (kg): 12,5

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 008)

• Ein- und Ausschalter

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Automatik-Zapfventil AZVD (23 176) mit Drehgelenk

• Universal-Zapfventilhalter (23 174)

• Fußventil mit Saugkorb (19 890)

• Abgabeschlauch, 4 m, DN 19, G 1" a, G 1" i (23 155 957)

• Saugschlauch, 1,6 m, G 1" a, G 1" i, DN 25 (23 156)

• Fassverschraubung G 2" a, G 1" a (19 514)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.
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Spezifikation 
• Montage Durchlaufzähler NUMERIxx

3

(23 193) möglich

Spezifikation 
• Durchlaufzähler NUMERIxx

3 (23 193)

Art.-Nr.

23 092

23 093

MOBIMAxx 60 l/min, Set
12 V, DC, Abgreifklemmen

MOBIMAxx 60 l/min, Set
12 V, DC, Abgreifklemmen

Abb. 23 092

Abb. 23 093

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150

Gewicht Motor 

und Pumpwerk (kg): 3,5

Anschlusskabel: 3 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 35 l/min, bei freiem Auslauf

Förderdruck: 1,6 bar

Saughöhe: 3 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 24 V DC

Stromaufnahme: 13 A

Leistung: 0,32 KW

Sicherung: 25 A Stecksicherung

Einschaltdauer: Dauerbetrieb

Drehmoment: 0,6 Nm

Drehzahl: 3500 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI 30

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Verpackung
Abmessung LxBxH (mm): 520 x 410 x 330

Gewicht (kg): 11,8

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 012 824)

• Ein- und Ausschalter

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Automatik-Zapfventil AZVD (23 176) mit Drehgelenk

• Universal-Zapfventilhalter (23 174)

• Fußventil mit Saugkorb (19 890)

• Abgabeschlauch, 4 m, DN 19, G 1" a, G 1" i (23 155 957)

• Saugschlauch, 1,6 m, G 1" a, G 1" i, DN 25 (23 156)

• Fassverschraubung G 2" a, G 1" a (19 514)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.



29

Spezifikation 
• Montage Durchlaufzähler NUMERIxx

3

(23 193) möglich

Spezifikation 
• Durchlaufzähler NUMERIxx

3 (23 193)

Art.-Nr.

23 086

23 087

MOBIFIxx 35 l/min, Set
24 V, DC, Abgreifklemmen

MOBIFIxx 35 l/min, Set
24 V, DC, Abgreifklemmen

Abb. 23 086

Abb. 23 087

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150

Gewicht Motor 

und Pumpwerk (kg): 4,0

Anschlusskabel: 3 m 

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 60 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 3 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 24 V DC

Stromaufnahme: 28 A

Leistung: 0,67 KW

Sicherung: 40 A

Einschaltdauer: 30 min

Drehmoment: 0,8 Nm

Drehzahl: 3500 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Verpackung
Abmessung LxBxH (mm): 520 x 410 x 330

Gewicht (kg): 12,5

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 012 824)

• Ein- und Ausschalter

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Automatik-Zapfventil AZVD (23 176) mit Drehgelenk

• Universal-Zapfventilhalter (23 174)

• Fußventil mit Saugkorb (19 890)

• Abgabeschlauch, 4 m, DN 19, G 1" a, G 1" i (23 155 957)

• Saugschlauch, 1,6 m, G 1" a, G 1" i, DN 25 (23 156)

• Fassverschraubung G 2" a, G 1" a (19 514)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.
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Spezifikation 
• Montage Durchlaufzähler NUMERIxx

3

(23 193) möglich

Spezifikation 
• Durchlaufzähler NUMERIxx

3 (23 193)

Art.-Nr.

23 088

23 089

MOBIMAxx 60 l/min, Set
24 V, DC, Abgreifklemmen

MOBIMAxx 60 l/min, Set
24 V, DC, Abgreifklemmen

Abb. 23 088

Abb. 23 089

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets zur Wandmontage

Technische Daten

Maße Set (mm): 405 x 460 x 205

Gewicht Set (kg): 13,7

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 56 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 2,4 A

Leistung: 0,37 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 1,27 Nm

Drehzahl: 2800 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 034)

• Ein- und Ausschalter

• Auf Grundplatte zur Wandmontage vormontiert

• Universal-Zapfventilhalter (23 174)

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Bei dem Set zur Wandmontage sind alle Fittings über 

Flansche verbunden und mit O-Ringen abgedichtet.

Somit ist ein hoher Grad an Dichtheit bei leichter 

Demontage gewährleistet.
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Spezifikation 
• Abgabeschlauch, 4 m, DN 19, G 1" a,

G 1" i (23 155 957)

• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320

Gewicht (kg): 18,3

Spezifikation 
• Abgabeschlauch, 6 m, DN 19, G 1" a,

G 1" i (23 155 958)

• Automatik-Zapfventil AZVD (23 176) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320

Gewicht (kg): 19,8

Art.-Nr.

23 014

23 014 390

Dieselpumpe 60 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 60 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 014

Abb. 23 014 390

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets zur Wandmontage

Technische Daten

Maße Set LxBxH (mm): 555 x 405 x 205

Gewicht Set (kg): 16

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 56 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten   

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 2,4 A

Leistung: 0,37 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 1,27 Nm

Drehzahl: 2800 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 034)

• Ein- und Ausschalter

• Auf Grundplatte zur Wandmontage vormontiert

• Universal-Zapfventilhalter (23 174)

• Abgabeschlauch, 6 m, DN 19, G 1" a, G 1" i (23 155 958)

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Diesel-Wechselfilter, 30 µm (23 202)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Bei dem Set zur Wandmontage sind alle Fittings über 

Flansche verbunden und mit O-Ringen abgedichtet.

Somit ist ein hoher Grad an Dichtheit bei leichter 

Demontage gewährleistet.

• Der Diesel-Wechselfilter hält Partikel größer gleich 30 µm 

zurück und absorbiert im Diesel enthaltenes Wasser bis zu 

einer Gesamtmenge von 130 ml.
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Spezifikation 
• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 510 x 410 x 300 

Gewicht (kg): 21,8 

Spezifikation 
• Automatik-Zapfventil AZVD (23 176) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 510 x 410 x 300

Gewicht (kg): 22,3 

Art.-Nr.

23 014 396

23 014 397

Dieselpumpe 60 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 60 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 014 396

Abb. 23 014 397

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets zur Wandmontage

Technische Daten

Maße Set LxBxH (mm): 405 x 460 x 205

Gewicht Set (kg): 13,7

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 56 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten   

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 2,4 A

Leistung: 0,37 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 1,27 Nm

Drehzahl: 2800 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 034)

• Ein- und Ausschalter

• Auf Grundplatte zur Wandmontage vormontiert

• Universal-Zapfventilhalter (23 174)

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Bei dem Set zur Wandmontage sind alle Fittings über 

Flansche verbunden und mit O-Ringen abgedichtet.

Somit ist ein hoher Grad an Dichtheit bei leichter 

Demontage gewährleistet.
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Spezifikation 
• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

• Abgabeschlauch, 6 m, DN 19, G 1" a,

G 1" i (23 155 958)

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320 

Gewicht (kg): 19,3

Spezifikation 
• Automatik-Zapfventil AZVD (23 176) 

mit Drehgelenk

• Abgabeschlauch, 4 m, DN 19, G 1" a,

G 1" i (23 155 957)

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320 

Gewicht (kg): 18,8 

Art.-Nr.

23 014 398

23 014 951

Dieselpumpe 60 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 60 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 014 398

Abb. 23 014 951

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets zur Wandmontage

Technische Daten

Maße Set LxBxH (mm): 555 x 405 x 205

Gewicht Set (kg): 16

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 56 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 2,4 A

Leistung: 0,37 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 1,27 Nm

Drehzahl: 2800 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 034)

• Ein- und Ausschalter

• Auf Grundplatte zur Wandmontage vormontiert

• Universal-Zapfventilhalter (23 174)

• Abgabeschlauch, 4 m, DN 19, G 1" a, G 1" i (23 155 957)

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Diesel-Wechselfilter, 30 µm (23 202)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Bei dem Set zur Wandmontage sind alle Fittings über 

Flansche verbunden und mit O-Ringen abgedichtet.

Somit ist ein hoher Grad an Dichtheit bei leichter 

Demontage gewährleistet.

• Der Diesel-Wechselfilter hält Partikel größer gleich 30 µm 

zurück und absorbiert im Diesel enthaltenes Wasser bis zu 

einer Gesamtmenge von 130 ml.
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Spezifikation 
• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 510 x 410 x 300 

Gewicht (kg): 20,8 

Spezifikation 
• Automatik-Zapfventil AZVD (23 168) 

mit Bauartzulassung und Drehgelenk

Verpackung
Abmessung LxBxH (mm): 510 x 410 x 300 

Gewicht (kg): 21,3 

Art.-Nr.

23 014 955

23 014 957

Dieselpumpe 60 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 60 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 014 955

Abb. 23 014 957

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets zur Wandmontage

Technische Daten

Maße Set LxBxH (mm): 405 x 460 x 230

Gewicht Set (kg): 18,7

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 100 l/min, bei freiem Auslauf

Förderdruck: 2,5 bar 

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 3,2 A

Leistung: 0,5 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 4,1 Nm

Drehzahl: 1400 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 036)

• Ein- und Ausschalter

• Auf Grundplatte zur Wandmontage vormontiert

• Universal-Zapfventilhalter (23 174)

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Bei dem Set zur Wandmontage sind alle Fittings über 

Flansche verbunden und mit O-Ringen abgedichtet.

Somit ist ein hoher Grad an Dichtheit bei leichter 

Demontage gewährleistet.
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Spezifikation 
• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

• Abgabeschlauch, 4 m, DN 25, G 1" a,

G 1" i (23 155 950)

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320 

Gewicht (kg): 24,3

Spezifikation 
• Automatik-Zapfventil AZVD (23 178) 

mit Drehgelenk

• Abgabeschlauch, 6 m, DN 25, G 1" a,

G 1" i (23 155 956)

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320 

Gewicht (kg): 36,3

Art.-Nr.

23 017

23 017 390

Dieselpumpe 100 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 100 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 017

Abb. 23 017 390

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets zur Wandmontage

Technische Daten

Maße Set LxBxH (mm): 555 x 405 x 230

Gewicht Set (kg): 21

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 100 l/min, bei freiem Auslauf

Förderdruck: 2,5 bar 

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 3,2 A

Leistung: 0,5 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 4,1 Nm

Drehzahl: 1400 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 036)

• Ein- und Ausschalter

• Auf Grundplatte zur Wandmontage vormontiert

• Universal-Zapfventilhalter (23 174)

• Abgabeschlauch, 6 m, DN 25, G 1" a, G 1" i (23 155 956)

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Diesel-Wechselfilter, 30 µm (23 202)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Bei dem Set zur Wandmontage sind alle Fittings über 

Flansche verbunden und mit O-Ringen abgedichtet.

Somit ist ein hoher Grad an Dichtheit bei leichter 

Demontage gewährleistet.

• Der Diesel-Wechselfilter hält Partikel größer gleich 30 µm 

zurück und absorbiert im Diesel enthaltenes Wasser bis zu

einer Gesamtmenge von 130 ml.
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Spezifikation 
• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 510 x 410 x 300

Gewicht (kg): 27,8

Spezifikation 
• Automatik-Zapfventil AZVD (23 178) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 510 x 410 x 300

Gewicht (kg): 28,8

Art.-Nr.

23 017 392

23 017 393

Dieselpumpe 100 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 100 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 017 392

Abb. 23 017 393

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets zur Wandmontage

Technische Daten

Maße Set LxBxH (mm): 405 x 460 x 230

Gewicht Set (kg): 18,7

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 100 l/min, bei freiem Auslauf

Förderdruck: 2,5 bar 

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 3,2 A

Leistung: 0,5 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 4,1 Nm

Drehzahl: 1400 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320

Gewicht (kg): 25,3

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 036)

• Ein- und Ausschalter

• Auf Grundplatte zur Wandmontage vormontiert

• Universal-Zapfventilhalter (23 174)

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Bei dem Set zur Wandmontage sind alle Fittings über 

Flansche verbunden und mit O-Ringen abgedichtet.

Somit ist ein hoher Grad an Dichtheit bei leichter 

Demontage gewährleistet.
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Spezifikation 
• Abgabeschlauch, 6 m, DN 25, G 1" a,

G 1" i (23 155 956)

• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

Spezifikation 
• Abgabeschlauch, 4 m, DN 25, G 1" a,

G 1" i (23 155 950)

• Automatik-Zapfventil AZVD (23 160) 

mit Bauartzulassung und Drehgelenk

Art.-Nr.

23 017 398

23 017 953

Dieselpumpe 100 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 100 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 017 398

Abb. 23 017 953

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / Sets zur Wandmontage

Technische Daten

Maße Set LxBxH (mm): 555 x 405 x 230

Gewicht Set (kg): 21

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 100 l/min, bei freiem Auslauf

Förderdruck: 2,5 bar 

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 3,2 A

Leistung: 0,5 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 4,1 Nm

Drehzahl: 1400 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 036)

• Ein- und Ausschalter

• Auf Grundplatte zur Wandmontage vormontiert

• Universal-Zapfventilhalter (23 174)

• Abgabeschlauch, 4 m, DN 25, G 1" a, G 1" i (23 155 950)

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Diesel-Wechselfilter, 30 µm (23 202)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Bei dem Set zur Wandmontage sind alle Fittings über 

Flansche verbunden und mit O-Ringen abgedichtet.

Somit ist ein hoher Grad an Dichtheit bei leichter 

Demontage gewährleistet.

• Der Diesel-Wechselfilter hält Partikel größer gleich 30 µm 

zurück und absorbiert im Diesel enthaltenes Wasser bis zu 

einer Gesamtmenge von 130 ml.
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Spezifikation 
• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 510 x 410 x 300

Gewicht (kg): 26,8

Spezifikation 
• Automatik-Zapfventil AZVD (23 160) 

mit Bauartzulassung und Drehgelenk

Verpackung
Abmessung LxBxH (mm): 510 x 410 x 300

Gewicht (kg): 27,8

Art.-Nr.

23 017 955

23 017 959

Dieselpumpe 100 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Dieselpumpe 100 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 017 955

Abb. 23 017 959

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / mobile Sets

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150

Gewicht Motor 

und Pumpwerk (kg): 3,5

Anschlusskabel: 3 m

Anschluss saugseitig: G 1“ i

Anschluss druckseitig: G 1“ i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 35 l/min, bei freiem Auslauf

Förderdruck: 1,6 bar

Saughöhe: 3 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 12 V DC

Stromaufnahme: 18 A

Leistung: 0,22 KW

Sicherung: 25 A Stecksicherung

Einschaltdauer: Dauerbetrieb

Drehmoment: 0,38 Nm

Drehzahl: 3300 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI 30

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 012)

• Ein- und Ausschalter

• Abgabeschlauch, 4 m, DN 19, G 1" a, G 1" i (23 155 957)

• Saugschlauch, 1,6 m, DN 25, G 1" a, G 1" i (23 156)

• Fußventil mit Saugkorb (19 890)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Montage Durchlaufzähler NUMERIxx
3 (23 193) möglich

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.
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Spezifikation 
• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 180 

Gewicht (kg): 8,0 

Spezifikation 
• Automatik-Zapfventil AZVD (23 168) 

mit Bauartzulassung und Drehgelenk

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 180 

Gewicht (kg): 8,4

Art.-Nr.

23 015

23 006

MOBIFIxx 35 l/min, Set
12 V, DC, Abgreifklemmen

MOBIFIxx 35 l/min, Set
12 V, DC, Abgreifklemmen

Abb. 23 015

Abb. 23 006

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / mobile Sets

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150

Gewicht Motor 

und Pumpwerk (kg): 4,0

Anschlusskabel: 3 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 60 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 3 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 12 V DC

Stromaufnahme: 32 A

Leistung: 0,38 KW

Sicherung: 40 A

Einschaltdauer: 30 min

Drehmoment: 0,66 Nm

Drehzahl: 2500 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 008)

• Ein- und Ausschalter

• Abgabeschlauch, 4 m, DN 19, G 1" a, G 1" i (23 155 957)

• Saugschlauch, 1,6 m, DN 25, G 1" a, G 1" i (23 156)

• Fußventil mit Saugkorb (19 890)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Montage Durchlaufzähler NUMERIxx
3 (23 193) möglich

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.
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Spezifikation 
• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 180 

Gewicht (kg): 8,5

Spezifikation 
• Automatik-Zapfventil AZVD (23 168) 

mit Bauartzulassung und Drehgelenk

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 180 

Gewicht (kg): 9,0

Art.-Nr.

23 009

23 007

MOBIMAxx 60 l/min, Set
12 V, DC, Abgreifklemmen

MOBIMAxx 60 l/min, Set
12 V, DC, Abgreifklemmen

Abb. 23 009

Abb. 23 007

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / mobile Sets

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150

Gewicht Motor 

und Pumpwerk (kg): 3,5

Anschlusskabel: 3 m

Anschluss saugseitig: G 1“ a

Anschluss druckseitig: G 1“ a

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 35 l/min, bei freiem Auslauf

Förderdruck: 1,6 bar

Saughöhe: 3 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 24 V DC

Stromaufnahme: 13 A

Leistung: 0,32 KW

Sicherung: 25 A Stecksicherung

Einschaltdauer: Dauerbetrieb

Drehmoment: 0,6 Nm

Drehzahl: 3500 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI 30

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 012 824)

• Ein- und Ausschalter

• Abgabeschlauch, 4 m, DN 19, G 1" a, G 1" i (23 155 957)

• Saugschlauch, 1,6 m, DN 25, G 1" a, G 1" i (23 156)

• Fußventil mit Saugkorb (19 890)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Montage Durchlaufzähler NUMERIxx
3 (23 193) möglich

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.
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Spezifikation 
• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 180 

Gewicht (kg): 8,5

Spezifikation 
• Automatik-Zapfventil AZVD (23 168) 

mit Bauartzulassung und Drehgelenk

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 180 

Gewicht (kg): 8,4

Art.-Nr.

23 015 824

23 006 824

MOBIFIxx 35 l/min, Set
24 V, DC, Abgreifklemmen

MOBIFIxx 35 l/min, Set
24 V, DC, Abgreifklemmen

Abb. 23 015 824

Abb. 23 006 824

C



54

DIESELPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen Sets / mobile Sets

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150

Gewicht Motor 

und Pumpwerk (kg): 4,0

Anschlusskabel: 3 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 60 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 3 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten 

Spannung: 24 V DC

Stromaufnahme: 28 A

Leistung: 0,67 KW

Sicherung: 40 A

Einschaltdauer: 30 min

Drehmoment: 0,8 Nm

Drehzahl: 3500 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 012 824)

• Ein- und Ausschalter

• Abgabeschlauch, 4 m, DN 19, G 1" a, G 1" i (23 155 957)

• Saugschlauch, 1,6 m, DN 25, G 1" a, G 1" i (23 156)

• Fußventil mit Saugkorb (19 890)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Montage Durchlaufzähler NUMERIxx
3 (23 193) möglich

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.
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Spezifikation 
• Standard-Zapfventil ZVD (23 171) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 180 

Gewicht (kg): 8,5

Spezifikation 
• Automatik-Zapfventil AZVD (23 168) 

mit Bauartzulassung und Drehgelenk

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 180 

Gewicht (kg): 9,0

Art.-Nr.

23 009 824

23 007 824

MOBIMAxx 60 l/min, Set
24 V, DC, Abgreifklemmen

MOBIMAxx 60 l/min, Set
24 V, DC, Abgreifklemmen

Abb. 23 009 824

Abb. 23 007 824

C
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Dieselzapfstellen und -säulen / Zapfstellen ohne Filter

Technische Daten

Maße Gehäuse 

LxBxH (mm): 410 x 595 x 365

Gewicht Gehäuse 

mit Pumpwerk (kg): 18

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 56 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 2,4 A

Leistung: 0,37 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 1,27 Nm

Drehzahl: 2800 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 034)

• Ein- und Ausschalten über Entnahme des Zapfventils

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Ansaugschlauch entsprechend Montage erforderlich:

1,6 m (23 156)

2,0 m (23 158 959)

4,0 m (23 155 950)

6,0 m (23 155 956)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Oberflächen beschichtet mit Duracryl (sehr gute Licht-,

Wärme- und Wetterbeständigkeit, harte und kratzfeste 

Oberfläche, sehr gute Lösungsmittelbeständigkeit,

Anti-Graffitieigenschaften).

• Sehr formschönes Gehäuse.

• Kann direkt an die Wand geschraubt oder mit 

Säule (23 070) als Zapfsäule freistehend montiert werden.
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Spezifikation 
• Abgabeschlauch, 4 m, DN 19, G 1" a,

G 1" i (23 155 957)

• Automatik-Zapfventil AZVD (23 168) mit

Bauartzulassung und Drehgelenk

Verpackung
Abmessung LxBxH (mm): 590 x 380 x 480

Gewicht (kg): 22,0

Spezifikation 
• Abgabeschlauch, 6 m, DN 19, G 1" a,

G 1" i (23 155 958)

• Automatik-Zapfventil AZVD (23 176) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 590 x 380 x 480 

Gewicht (kg): 22,5

Art.-Nr.

23 072

23 076

DIESELFIxx 60 l/min
230 V, 1~AC, 50 Hz, EU-Stecker

DIESELFIxx 60 l/min
230 V, 1~AC, 50 Hz, EU-Stecker Abb. 23 072

D
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Dieselzapfstellen und -säulen / Zapfstellen ohne Filter

Technische Daten

Maße Gehäuse 

LxBxH (mm): 410 x 595 x 365

Gewicht Gehäuse 

und Pumpwerk (kg): 21,5

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 100 l/min, bei freiem Auslauf

Förderdruck: 2,5 bar 

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 3,2 A

Leistung: 0,5 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 4,1 Nm

Drehzahl: 1400 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 036)

• Ein- und Ausschalten über Entnahme des Zapfventils

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Ansaugschlauch entsprechend Montage erforderlich:

1,6 m (23 156)

2,0 m (23 158 959)

4,0 m (23 155 950)

6,0 m (23 155 956)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Oberflächen beschichtet mit Duracryl (sehr gute Licht-,

Wärme- und Wetterbeständigkeit, harte und kratzfeste 

Oberfläche, sehr gute Lösungsmittelbeständigkeit,

Anti-Graffitieigenschaften).

• Formschönes Gehäuse.

• Kann direkt an die Wand geschraubt oder mit 

Säule (23 070) als Zapfsäule freistehend montiert werden.
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Spezifikation 
• Abgabeschlauch, 4 m, DN 25, G 1" a,

G 1" i (23 155 950)

• Automatik-Zapfventil AZVD (23 160) mit

Bauartzulassung und Drehgelenk

Verpackung
Abmessung LxBxH (mm): 590 x 380 x 480 

Gewicht (kg): 28,0

Spezifikation 
• Abgabeschlauch, 6 m, DN 25, G 1" a,

G 1" i (23 155 956)

• Automatik-Zapfventil AZVD (23 178) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 590 x 380 x 480

Gewicht (kg): 29,0

Art.-Nr.

23 074

23 078

DIESELMAxx 100 l/min
230 V, 1~AC, 50 Hz, EU-Stecker

DIESELMAxx 100 l/min
230 V, 1~AC, 50 Hz, EU-Stecker Abb. 23 074

D
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Dieselzapfstellen und -säulen / Zapfstellen mit Filter

Technische Daten

Maße Gehäuse 

LxBxH (mm): 410 x 595 x 365

Gewicht Gehäuse 

und Pumpwerk (kg): 19

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 56 l/min, bei freiem Auslauf

Förderdruck: 1,8 bar

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 2,4 A

Leistung: 0,37 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 1,27 Nm

Drehzahl: 2800 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 034)

• Ein- und Ausschalten über Entnahme des Zapfventils

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Diesel-Wechselfilter, 30 µm (23 202)

• Ansaugschlauch entsprechend Montage erforderlich:

1,6 m (23 156)

2,0 m (23 158 959)

4,0 m (23 155 950)

6,0 m (23 155 956)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Oberflächen beschichtet mit Duracryl (sehr gute Licht-,

Wärme- und Wetterbeständigkeit, harte und kratzfeste 

Oberfläche, sehr gute Lösungsmittelbeständigkeit,

Anti-Graffitieigenschaften).

• Formschönes Gehäuse.

• Kann direkt an die Wand geschraubt oder mit 

Säule (23 070) als Zapfsäule freistehend montiert werden.

• Der Diesel-Wechselfilter hält Partikel größer gleich 30 µm 

zurück und absorbiert im Diesel enthaltenes Wasser bis zu

einer Gesamtmenge von 130 ml.
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Spezifikation 
• Abgabeschlauch, 4 m, DN 19, G 1" a,

G 1" i (23 155 957)

• Automatik-Zapfventil AZVD (23 168) 

mit Bauartzulassung und Drehgelenk

Verpackung
Abmessung LxBxH (mm): 590 x 380 x 480

Gewicht (kg): 23,0

Spezifikation 
• Abgabeschlauch, 6 m, DN 19, G 1" a,

G 1" i (23 155 958)

• Automatik-Zapfventil AZVD (23 176) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 590 x 380 x 480

Gewicht (kg): 23,5

Art.-Nr.

23 073

23 077

DIESELFIxx 60 l/min
230 V, 1~AC, 50 Hz, EU-Stecker

DIESELFIxx 60 l/min
230 V, 1~AC, 50 Hz, EU-Stecker Abb. 23 073

D
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Dieselzapfstellen und -säulen / Zapfstellen mit Filter

Technische Daten

Maße Gehäuse 

LxBxH (mm): 410 x 595 x 365

Gewicht Gehäuse 

und Pumpwerk (kg): 22,5

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderleistung: 100 l/min, bei freiem Auslauf

Förderdruck: 2,5 bar 

Saughöhe: 4 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 3,2 A

Leistung: 0,5 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 4,1 Nm

Drehzahl: 1400 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 034)

• Ein- und Ausschalten über Entnahme des Zapfventils

• Fußventil mit Saugkorb (19 890)

• Durchlaufzähler NUMERIxx
3 (23 193)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Diesel-Wechselfilter, 30 µm (23 202)

• Ansaugschlauch entsprechend Montage erforderlich:

1,6 m (23 156)

2,0 m (23 158 959)

4,0 m (23 155 950)

6,0 m (23 155 956)

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Oberflächen beschichtet mit Duracryl (sehr gute Licht-,

Wärme- und Wetterbeständigkeit, harte und kratzfeste 

Oberfläche, sehr gute Lösungsmittelbeständigkeit,

Anti-Graffitieigenschaften).

• Formschönes Gehäuse.

• Kann direkt an die Wand geschraubt oder mit 

Säule (23 070) als Zapfsäule freistehend montiert werden.

• Der Diesel-Wechselfilter hält Partikel größer gleich 30 µm 

zurück und absorbiert im Diesel enthaltenes Wasser bis zu

einer Gesamtmenge von 130 ml.
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Spezifikation 
• Abgabeschlauch, 4 m, DN 25, G 1" a,

G 1" i (23 155 950)

• Automatik-Zapfventil AZVD (23 160) 

mit Bauartzulassung und Drehgelenk

Verpackung
Abmessung LxBxH (mm): 590 x 380 x 480

Gewicht (kg): 29,0

Spezifikation 
• Abgabeschlauch, 6 m, DN 25, G 1" a,

G 1" i (23 155 956)

• Automatik-Zapfventil AZVD (23 178) 

mit Drehgelenk

Verpackung
Abmessung LxBxH (mm): 590 x 380 x 480

Gewicht (kg): 30,0

Technische Daten
Maße Gehäuse 

LxBxH (mm): 260 x 480 x 1040

Gewicht (kg): 22

Bemerkung
• Sehr fomschönes Gehäuse, passend zu 

(23 072) bis (23 079)

• Oberflächen beschichtet mit Duracryl 

(sehr gute Licht-,Wärme- und Wetterbe-

ständigkeit, harte und kratzfeste Oberfläche,

sehr gute Lösungsmittelbeständigkeit,

Anti-Graffitieigenschaften)

Art.-Nr.

23 075

23 079

23 070

DIESELMAxx 100 l/min
230 V, 1~AC, 50 Hz, EU-Stecker

DIESELMAxx 100 l/min
230 V, 1~AC, 50 Hz, EU-Stecker

Säule für DIESELFIxx /
DIESELMAxx

Abb. 23 075

Abb. 23 070

D

Zapfsäule
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Axialradpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 90 x 120 x 300

Anschluss Behälter: G 2'' a, Fassverschraubung

Anschluss druckseitig: G 1'' a

Gewicht 

Motor + Pumpwerk (kg): 2,5

Hydraulische Daten

Bauart Pumpe: Axialrad, nicht 

selbstansaugend

Bauart Pumpe: 52 l/min, bei freiem Auslauf

Saughöhe: 2 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 1,8 A

Leistung: 0,32 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehzahl: 7500 U/min bei 0,5 bar Gegendruck

Bauform: IMB5

Schutzart: IP 44

Werkstoff Pumpen-

gehäuse und Pumpwerk: PA

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 4,5

Spezifikation

• Saugschlauch, 1,6 m, mit Filter

• Abgabeschlauch, 4 m, mit Knickschutzfeder, G 1'' a, G 1'' i

• Für 200 bis 1000 l Behälter

• Fassverschraubung, G 2'' a und M 64 x 4 a

• Heberschutz nach WHG  (Wasserhaushaltsgesetz),

ständig wirksam

• Motor, mit Thermoschutzschalter, selbstrücksetzend

• Beleuchteter Ein- und Ausschalter

• Verkaufsverpackung, in hochwertiger Ausführung
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Spezifikation
• Standard-Zapfventil, Kunststoff

• Eurostecker, 2 m Kabel

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 4,5

Spezifikation
• Standard-Zapfventil, Kunststoff

• Schweizer Stecker, 2 m Kabel

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 4,5

Spezifikation
• Automatik-Zapfventil

• Eurostecker, 2 m Kabel

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 5,4

Spezifikation
• Automatik-Zapfventil

• Schweizer Stecker, 2 m Kabel

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 5,4

Spezifikation
• Automatik-Zapfventil, mit 

Bauartzulassung

• Eurostecker, 2 m Kabel

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 5,4

Art.-Nr.

23 731

23 731 939

23 737

23 737 939

23 734

PREMAxx, 52 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

PREMAxx, 52 l/min, Set
230 V, 1~AC, 50 Hz, CH-Stecker

PREMAxx, 52 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

PREMAxx, 52 l/min, Set
230 V, 1~AC, 50 Hz, CH-Stecker

PREMAxx, 52 l/min, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 731

Abb. 23 737 939

E
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Axialradpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 90 x 120 x 300

Gewicht Motor 

und Pumpwerk (kg): 2,5

Anschlusskabel: 2 m

Anschluss Behälter: G 2'' a, Fassverschraubung

Anschluss druckseitig: G 1" a

Hydraulische Daten

Bauart Pumpe: Axialrad, nicht 

selbstansaugend

Förderleistung: 38 l/min, bei freiem Auslauf

Saughöhe: 2 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 12 V

Sicherung: keine

Stromaufnahme: 14 A

Leistung: 0,18 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehzahl: 6950 U/min bei 0,5 bar Gegendruck

Bauform: IMB5

Schutzart: IP 44

Werkstoff Pumpen-

gehäuse und Pumpwerk: PA

Spezifikation

• Saugschlauch, 1,6 m, mit Filter

• Abgabeschlauch, 4 m, mit Knickschutzfeder, G 1'' a, G 1'' i

• Fassverschraubung, G 2'' a und M 64 x 4 a

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Motor, mit Thermoschutzschalter, selbstrücksetzend

• Beleuchteter Ein- und Ausschalter

• Abgreifklemmen, 3 m Kabel

• Verkaufsverpackung, in hochwertiger Ausführung
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Spezifikation
• Standard-Zapfventil, Kunststoff

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 4,5

Spezifikation
• Automatik-Zapfventil

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 5,4

Spezifikation
• Automatik-Zapfventil, mit Bauartzulassung

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 5,4

Art.-Nr.

23 711

23 717

23 714

PREMAxx, 38 l/min, Set
12 V, DC, Abgreifklemmen

PREMAxx, 38 l/min, Set
12 V, DC, Abgreifklemmen

PREMAxx, 38 l/min, Set
12 V, DC, Abgreifklemmen

Abb. 23 711

Abb. 23 714

E
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Axialradpumpen Sets / Sets mit Fassverschraubung

Technische Daten

Maße Pumpe 

LxBxH (mm): 90 x 120 x 300

Gewicht Motor 

und Pumpwerk (kg): 2,5

Anschlusskabel: 2 m

Anschluss Behälter: G 2'' a, Fassverschraubung

Anschluss druckseitig: G 1" a

Hydraulische Daten

Bauart Pumpe: Axialrad, nicht 

selbstansaugend

Förderleistung: 43 l/min, bei freiem Auslauf

Saughöhe: 2 m

Fördermedium: Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 24 V

Sicherung: keine

Stromaufnahme: 10 A

Leistung: 0,24 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehzahl: 7800 U/min bei 0,5 bar Gegendruck

Bauform: IMB5

Schutzart: IP 44

Werkstoff Pumpen-

gehäuse und Pumpwerk: PA

Spezifikation

• Saugschlauch, 1,6 m, mit Filter

• Abgabeschlauch, 4 m, mit Knickschutzfeder, G 1'' a, G 1'' i

• Fassverschraubung, G 2'' a und M 64 x 4 a

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Motor, mit Thermoschutzschalter, selbstrücksetzend

• Beleuchteter Ein- und Ausschalter

• Abgreifklemmen, 3 m Kabel

• Verkaufsverpackung, in hochwertiger Ausführung
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Spezifikation
• Standard-Zapfventil, Kunststoff

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 4,5

Spezifikation
• Automatik-Zapfventil

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 5,4

Spezifikation
• Automatik-Zapfventil, mit Bauartzulassung

Verpackung
Abmessung LxBxH (mm): 400 x 400 x 220

Gewicht (kg): 5,4

Art.-Nr.

23 721

23 727

23 724

PREMAxx, 43 l/min, Set
12 V, DC, Abgreifklemmen

PREMAxx, 43 l/min, Set
12 V, DC, Abgreifklemmen

PREMAxx, 43 l/min, Set
12 V, DC, Abgreifklemmen Abb. 23 721

Abb. 23 727

E
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Zubehör / Saug- und Druckschläuche Fixlängen

Technische Daten

Innendurchmesser (inch): 3/4"

Innendurchmesser (mm): 19

Außendurchmesser (mm): 31

Karkasse: zwei dehnungsarme Textilgeflechte 

Seele (innen): NBR quellfest, auslaugungs-

beständig und kälteflexibel, nicht

verhärtend, entspricht Werkstoff 

NBR 1 der EN 12115

Seele (Decke): SBR hervorragend abriebfest und

absolut witterungsbeständig

Farbe Seele und Decke: schwarz

Unterdruck: max. 0,6 bar

Betriebsdruck: max. 10 bar

Anschluss 1: G 1" a

Anschluss 2: G 1" i mit Überwurfmutter

Werkstoff der Anschlüsse: AlSi 12 (seewasserbeständig)

Werkstoff Dichtung: NBR 70

Art der Dichtung: O-Ring

Spezifikation

• Kennzeichnung: Beschriftung nach DIN 

Bemerkung

• Schlauchverbindung über Überwurfmutter, dadurch 

bequemes Anschrauben möglich.



71

Technische Daten
Gesamtlänge (m): 4

Gewicht (kg): 2,6

Technische Daten
Gesamtlänge (m): 6

Gewicht (kg): 3,8

Technische Daten
Gesamtlänge (m): 10

Gewicht (kg): 6,2

Art.-Nr.

23 155 957

23 155 958

23 157 953

Schlauchleitung, für Diesel
4 m, G 1" a, G 1" i, DN 19

Schlauchleitung, für Diesel
6 m, G 1" a, G 1" i, DN 19

Schlauchleitung, für Diesel
10 m, G 1" a, G 1" i, DN 19

Abb. 23 155 957

F
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Zubehör / Saug- und Druckschläuche Fixlängen

Technische Daten

Innendurchmesser (inch): 1"

Innendurchmesser (mm): 25

Außendurchmesser (mm): 37

Karkasse: zwei dehnungsarme Textilgeflechte 

Seele (innen): NBR quellfest, auslaugungs-

beständig und kälteflexibel, nicht

verhärtend, entspricht Werkstoff 

NBR 1 der EN 12115

Seele (Decke): SBR hervorragend abriebfest und

absolut witterungsbeständig

Farbe Seele und Decke: schwarz

Unterdruck: max. 0,5 bar

Betriebsdruck: max. 10 bar

Anschluss 1: G 1" a

Anschluss 2: G 1" i mit Überwurfmutter

Werkstoff der Anschlüsse: AlSi 12 (seewasserbeständig)

Werkstoff Dichtung: NBR 70

Art der Dichtung: O-Ring

Spezifikation

• Kennzeichnung: Beschriftung nach DIN 

Bemerkung

• Schlauchverbindung über Überwurfmutter, dadurch 

bequemes Anschrauben möglich.
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Technische Daten
Gesamtlänge (m): 1,6 

Gewicht (kg): 1,5

Technische Daten
Gesamtlänge (m): 2

Gewicht (kg): 1,8

Technische Daten
Gesamtlänge (m): 4

Gewicht (kg): 3,4

Technische Daten
Gesamtlänge (m): 6

Gewicht (kg): 5,0

Technische Daten
Gesamtlänge (m): 10

Gewicht (kg): 8,2

Art.-Nr.

23 156

23 158 959

23 155 950

23 155 956

23 157 950

Schlauchleitung, für Diesel
1,6 m, G 1" a, G 1" i, DN 25

Schlauchleitung, für Diesel
2 m, G 1" a, G 1" i, DN 25

Schlauchleitung, für Diesel
4 m, G 1" a, G 1" i, DN 25

Schlauchleitung, für Diesel
6 m, G 1" a, G 1" i, DN 25

Schlauchleitung, für Diesel
10 m, G 1" a, G 1" i, DN 25

Abb. 23 156

F
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Zubehör / Dieselsaugschläuche

Technische Daten

Innendurchmesser (inch): 1"

Innendurchmesser (mm): 25

Außendurchmesser (mm): 37

Karkasse: zwei dehnungsarme Textilgeflechte 

Seele (innen): NBR quellfest, auslaugungs-

beständig und kälteflexibel, nicht

verhärtend, entspricht Werkstoff 

NBR 1 der EN 12115

Seele (Decke): SBR hervorragend abriebfest und 

absolut witterungsbeständig

Farbe Seele und Decke: schwarz

Unterdruck: max. 0,5 bar

Betriebsdruck: max. 10 bar

Anschluss 1: G 1" a

Anschluss 2: G 1" i mit Überwurfmutter

Werkstoff der Anschlüsse: AlSi 12 (seewasserbeständig)

Werkstoff Dichtung: NBR 70

Art der Dichtung: O-Ring

Spezifikation

• Kennzeichnung: Beschriftung nach DIN 

Bemerkung

• Schlauchverbindung über Überwurfmutter, dadurch 

bequemes Anschrauben möglich.
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Technische Daten
Gesamtlänge (m): 2

Gewicht (kg): 1,8

Spezifikation
• Filter und Fußventil

Technische Daten
Gesamtlänge (m): 0,5

Gewicht (kg): 0,6

Art.-Nr.

23 158 950

23 154

Diesel-Ansaugschlauch, G 1" i
2 m, DN 25, Filter, Fußventil

Diesel-Ansaugschlauch
0,5 m, G 1" a, G 1" i, DN 25

Abb. 23 158 950

F
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Zubehör

Technische Daten
Anschluss 1: G 1" i  

Anschluss 2: G 2" a,

Fassverschraubung

Spezifikation
• Fußventil mit Saugkorb und 

Fassverschraubung

Bemerkung
• Zur Verbindung Saugrohr / Dieselpumpe

(23 158 959) erforderlich

Technische Daten
Länge (mm): 1600

Anschluss 1: G 1" i  

Anschluss 2: G 2" a,

Fassverschraubung

Spezifikation
• Saugschlauch, Saugrohr, Fußventil mit 

Saugkorb und Fassverschraubung

Bemerkung
• Zur Verbindung Saugrohr / Dieselpumpe

• Für Tankmontage

Art.-Nr.

23 177

23 177 950

23 177 952

23 177 954

Saugrohr, G 1" i, G 2" a
SRL 860, 200/220 l, Behälter

Länge (mm): 860

Saugrohr, G 1" i, G 2" a
SRL 1600, für Tankmontage

Länge (mm): 1600

Saugrohr, G 1" i, G 2" a
SRL 2100, für Tankmontage

Länge (mm): 2100

Ansaugset, G 1" i, G 2" a
SRL 1600, für Tankmontage

Dieselsaugrohre

Abb. 23 177

Dieselsaugrohre, Set
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Technische Daten
Anschluss: G 1" i

Werkstoff: Messing

Medium: Öle, Wasser

Spezifikation 
• Mit langem Gewinde

Technische Daten
Anschluss: G 1" a

Werkstoff: Messing

Medium: Öle, Wasser

Gewicht (kg): 0,06

Maschenweite: 30 µm

Technische Daten
Anschluss: G 1" i

Durchflussmenge: max. 80 l/min

Werkstoff: Polypropylen

Abschaltung: manuell

Gewicht (kg): 0,3

Technische Daten
Anschluss: G 1" i, Drehgelenk

Durchflussmenge: max. 100 l/min

Werkstoff: Aluminium

Abschaltung: manuell

Gewicht (kg): 0,8

Art.-Nr.

19 890

19 892

23 180

23 161

23 171

Fußventil mit Saugkorb
G 1'' i

Abmessung LxBxH (mm):

48 x 48 x 115

Gewicht (kg): 0,3

Fußventil
G 1" i, G 1" i

Abmessung LxBxH (mm):

48 x 48 x 59

Gewicht (kg): 0,238

Saugkorb
G 1" a

Abmessung LxBxH (mm):

40 x 40 x 63

ZVD, G 1" i, 80 l/min
Polypropylen

ZVD, G 1" i, 100 l/min
Aluminium

Fußventile und Saugkörbe

Abb. 19 890

Abb. 23 180

Abb. 23 171

F

Dieselzapfventile und Drehgelenke



78

DIESELPROGRAMM - PUMPEN UND SYSTEME
Zubehör

Technische Daten
Anschluss: G 1" i, Drehgelenk

Durchflussmenge: max. 60 l/min

Werkstoff: Aluminium

Abschaltung: automatisch

Technische Daten
Anschluss: G 1" i, Drehgelenk

Durchflussmenge: max. 100 l/min

Werkstoff: Aluminium

Abschaltung: automatisch

Technische Daten
Anschluss 1: G 1" i

Anschluss 2: G 1" a

Werkstoff Hülsen: Stahl

Werkstoff Flachdichtung: Viton

Gewicht (kg): 0,3

Technische Daten
Anschluss 1: G 1" i

Anschluss 2: G 3/4" a

Werkstoff Hülsen: Stahl

Werkstoff Flachdichtung: Viton

Gewicht (kg): 0,25

Art.-Nr.

23 168

23 176

23 160

23 178

87 501

87 628

AZVD, G 1" i, 60 l/min
Aluminium, Bauartzulassung

Gewicht (kg): 1,2

AZVD, G 1" i, 60 l/min
Aluminium

Gewicht (kg): 1,1

AZVD, G 1" i, 100 l/min
Aluminium, Bauartzulassung

Gewicht (kg): 1,6

AZVD, G 1" i, 100 l/min
Aluminium

Gewicht (kg): 1,5

Drehgelenk
G 1'' i, G 1'' a

Drehgelenk
G 1'' i, G 3/4'' a

Dieselzapfventile und Drehgelenke

Abb. 23 168

Abb. 23 176

Abb. 87 501



Abb. 23 193
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Technische Daten
Maße LxBxH (mm): 405 x 50 x 120

Gewicht (kg): 1,15

Material: Stahl

Beschichtung: Lackiert 

RAL 3011

Bemerkung
• Formschöner Zapfventilhalter zur Montage 

an Fass oder Tank mit beigelegtem 

Befestigungsmaterial

• Geeignet für ZVD (23 171) und AZVD 

(23 168, 23 176, 23 178, 23 160)

Technische Daten
Außenmaß LxBxH (mm): 195 x 155 x 135

Abstand Ein-/

Auslassflansch: 175 mm

Gewicht (kg): 1,9

Anschluss beidseitig: G 1" i

Messstoffe: selbstschmierende 

dünnflüssige Medien

Durchfluss min: 20 l/min

Durchfluss max: 120 l/min

Zulässige Messstoff-

temperatur: max. 40 °C

Zulässige Umgebungs-

temperatur: +10 °C bis +50 °C

Nenndruck: 3,5 bar

Berstdruck: 28 bar

Messgenauigkeit: + - 1 %

Spezifikation
• Gesamtzähler sechsstellig, Zählschritt

literweise

• Nach 999 999 l startet der Gesamtzähler 

mit Null

Bemerkung
• Einbaulage beliebig

Art.-Nr.

23 174

23 193

23 194

Universal-Zapfventilhalter
für Fass- und Tankmontage

NUMERIxx
3, G 1" i, G 1" i

Schwingscheibenzähler

Zählwerk:

Tageszähler dreistellig,

rückstellbar, Teilung 100 ml

NUMERIxx
4, G 1" i, G 1" i

Schwingscheibenzähler

Zählwerk:

Tageszähler vierstellig,

rückstellbar, Teilung 100 ml

Abb. 23 174

F
Zähler

Zapfventilhalter
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DIESELPROGRAMM - PUMPEN UND SYSTEME
Zubehör

Technische Daten
Maße LxBxH (mm): 145 x 110 x 55

Anschluss 1: G 1'' a

Anschluss 2: G 1" i

Durchfluss: 10 bis 55 l/min

Temperaturbereich: -10 °C bis +60 °C

Max. Druck: 2 bar

Berstdruck: 4 bar

Werkstoff Gehäuse: POM

Anzeige: 4 - stellig,

mit 2 Dezimalstellen

Teilsumme: 9 verschiedene 

Teilsummen einzel 

abrufbar, jede Teil-

summe kann genullt

werden

Gesamtsumme: wird literweise 

durchgezählt und 

bei 99 999 l Start 

mit Null, mit 

1 Dezimalstelle

Messgenauigkeit: +/- 1 %

Zählwerk: kalibierbar (werk-

seitig auf PREMAxx

eingestellt)

Einbaulage: horizontal

Batterien: Lithium SeZe AA,

3,6 V

Gewicht (kg): 0,29

Spezifikation
• Nicht eichfähig

• Geeignet für PREMAxx-Dieselpumpen oder 

Elektro-Dieselpumpen

Art.-Nr.

23 287 Einbauzähler, digital
Flügelrad, G 1" i, G 1" a

Zähler

Abb. 23 287 
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Technische Daten
Maße (mm): 98 x 98 x 140

Gewicht (kg): 0,6

Anschluss: G 1 1/2" i

Durchfluss: max. 100 l/min

Arbeitsdruck: max. 3,4 bar

Filter: 30 µm

Gesamtmenge aufge-

nommenes Wasser: 130 ml

Spezifikation 
• Filtert Partikel >30 µm

• Absorbiert Wasser bis zu einer Gesamtmenge 

von 130 ml

Technische Daten
Werkstoff: PA und Messing

Gewicht (kg): 0,181

Spezifikation 
• Zur Montage von Saugleitungen, mit 

Anschlussgewinde außen

Technische Daten
Anschluss 1: G 2" a

Anschluss 2: G 1" a mit Dichtring

Anschluss 3: G 1" i

Werkstoff: Stahl / Aluminium

Gewicht (kg): 0,56

Spezifikation 
• Für Gebinde mit G 2" Innengewinde

• Im Polybeutel verpackt

Art.-Nr.

23 209

23 198 

19 514

Diesel-Wechselfilter, 30 µm
100 l/min, 1 1/2" i

Kunststofffilter
G 1" i, G 1" i

Fassverschraubung
G 2" a, G 1" a

Filter und Adapter

Abb. 23 209

Abb.19 154

F

Abb. 23 198
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ÖLPROGRAMM - PUMPEN UND SYSTEME
Zahnradpumpen

Funktionsprinzip Zahnradpumpe

Bei der sogenannten Innenzahnradpumpe wird das Ritzel -

auch als Läuferrad bezeichnet - von der Antriebswelle des 

Motors angetrieben. Durch das Eingreifen der Zähne in das 

Außenzahnrad dreht sich dieses mit.

Bei der Rotation werden Zahnlücken frei, der Verdränger-

raum vergrößert und dadurch Medium angesaugt

(Abb. 1).

Das Medium wird in den Zahnlücken zur Druckseite 

transportiert. Die Sichel dient dabei zur Abdichtung 

zwischen Saug- und Druckraum 

(Abb. 2).

Beim Eintreten des Zahns in die Zahnlücke wird der 

Verdrängerraum verkleinert und das Medium zum 

Pumpenausgang verdrängt 

(Abb. 3).
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G
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ÖLPROGRAMM - PUMPEN UND SYSTEME
Zahnradpumpen

Technische Daten

Maße Pumpe 

LxBxH (mm): 310 x 195 x 205

Gewicht Motor 

und Pumpwerk (kg): 13

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 3/4'' a

Anschluss druckseitig: G 1/2'' a

Hydraulische Daten

Bauart Pumpe: Zahnradpumpe selbstansaugend

Förderleistung: 10 l/min

Förderdruck: 10 bar

Saughöhe: 3,5 m

Fördermedium: Öle bis SAE 90

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 5,5 A

Leistung: 0,5 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 2 Nm

Drehzahl: 1450 U/min

Bauform: IMB3

Schutzart: IP 54

Verpackung
Abmessung LxBxH (mm): 380 x 230 x 265

Gewicht (kg): 13,5

Spezifikation

• Nicht eichfähig

• Einstellbarer Bypass (voreingestellt auf 7 bar)

• Mit Entlüftungsventil

• Nach TRBF

• Mit  Ein- und Ausschalter, 1,8 m Kabel mit Eurostecker

Bemerkung

• Pumpe für Tank- und Fassmontage.
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Art.-Nr.

23 337Ölpumpe 10 l/min
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 337

G
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ÖLPROGRAMM - PUMPEN UND SYSTEME
Zahnradpumpen-Sets / nicht eichfähige Sets

Technische Daten

Maße Pumpe 

LxBxH (mm): 310 x 320 x 205

Gewicht Motor 

und Pumpwerk (kg): 13

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 3/4'' a

Anschluss druckseitig: G 1/2'' a

Hydraulische Daten

Bauart Pumpe: Zahnradpumpe selbstansaugend

Saughöhe: 3,5 m

Fördermedium: Öle bis SAE 90

Motordaten

Frequenz: 50 Hz

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Bauform: IMB3

Schutzart: IP 54

Spezifikation

• Nicht eichfähig

• Einstellbarer Bypass

• Mit Entlüftungsventil

• Nach TRBF

• Ein- und Ausschalter, Membrandruckschalter,

1,8 m Kabel

Bemerkung

• Pumpe für Tank- und Wandmontage.

• Pumpe kann in Rohrleitungssysteme bis zu 70 m Länge,

abhängig vom Leitungsquerschnitt, eingesetzt werden.

• Erforderliches Zubehör für Wandmontage:

19 512 und 19 522, 19 523, 19 523 001.
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Technische Daten
Hydraulische Daten

Förderleistung: 10 l/min

Förderdruck: 10 bar

Motordaten

Spannung: 230 V

Stromaufnahme: 5,5 A

Leistung: 0,5 KW

Drehmoment: 2 Nm

Drehzahl: 1450 U/min

Verpackung
Abmessung LxBxH (mm): 380 x 360 x 250

Gewicht (kg): 16,0

Technische Daten
Hydraulische Daten

Förderleistung: 10 l/min

Förderdruck: 16 bar

Motordaten

Spannung: 400 V

Stromaufnahme: 1,7 A

Leistung: 0,5 KW

Drehmoment: 3,5 Nm

Drehzahl: 1450 U/min

Verpackung
Abmessung LxBxH (mm): 380 x 360 x 250

Gewicht (kg): 15,0

Art.-Nr.

23 321

23 322

Ölpumpe 10 l/min, Set, NEF
230 V, 1~AC, 50 Hz, EU-Stecker

Ölpumpe 10 l/min, Set, NEF
400 V, 3~AC

Abb. 23 321

Abb. 23 322

H
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ÖLPROGRAMM - PUMPEN UND SYSTEME
Zahnradpumpen-Sets / eichfähige Sets

Technische Daten

Maße Pumpe 

LxBxH (mm): 310 x 320 x 205

Gewicht Motor 

und Pumpwerk (kg): 13

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 3/4" a

Anschluss druckseitig: G 1/2" a

Hydraulische Daten

Bauart Pumpe: Zahnradpumpe selbstansaugend

Saughöhe: 3,5 m

Fördermedium: Öle bis SAE 90

Motordaten

Frequenz: 50 Hz

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Bauform: IMB3

Schutzart: IP 54

Spezifikation

• Eichfähig

• Luftmessverhütungseinrichtung

• Einstellbarer Bypass, Überströmventil mit externer 

Rücklaufleitung 2 m

• Mit Entlüftungsventil

• Nach TRBF

• Ein- und Ausschalter, Membrandruckschalter, 1,8 m Kabel

Bemerkung

• Pumpe für Tank- und Wandmontage.

• Pumpe kann in Rohrleitungssysteme bis zu 70 m Länge,

abhängig vom Leitungsquerschnitt, eingesetzt werden.

• Erforderliches Zubehör für Wandmontage:

19 512 und 19 522, 19 523, 19 523 001.
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Technische Daten
Hydraulische Daten

Förderleistung: 10 l/min

Förderdruck: 10 bar

Motordaten

Spannung: 230 V

Stromaufnahme: 5,5 A

Leistung: 0,5 KW

Drehmoment: 2 Nm

Drehzahl: 1450 U/min

Verpackung
Abmessung LxBxH (mm): 380 x 360 x 250

Gewicht (kg): 16,5

Technische Daten
Hydraulische Daten

Förderleistung: 10 l/min

Förderdruck: 16 bar

Motordaten

Spannung: 400 V

Stromaufnahme: 1,7 A

Leistung: 0,5 KW

Drehmoment: 3,5 Nm

Drehzahl: 1450 U/min

Verpackung
Abmessung LxBxH (mm): 380 x 360 x 250

Gewicht (kg): 15,5

Art.-Nr.

23 321 030

23 322 030

Ölpumpe 10 l/min, Set, EF
230 V, 1~AC, 50 Hz, EU-Stecker

Ölpumpe 10 l/min, Set, EF
400 V, 3~AC

Abb. 23 321 030

Abb. 23 322 030
H
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RAPSÖLPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen-Sets

Technische Daten

Maße Pumpe 

LxBxH (mm): 320 x 180 x 195

Gewicht Motor 

und Pumpwerk (kg): 10,7

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderdruck: 2,5 bar

Saughöhe: 1,6 m

Fördermedium: Rapsöl, Heizöl und Dieselkraftstoffe

Motordaten 

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 3,2 A

Leistung: 0,5 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 4,1 Nm

Drehzahl: 1400 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 036)

• Ein- und Ausschalter

• Abgabeschlauch 4 m, G 1" a, G 1" i, DN 25 (23 155 950)

• Standard-Zapfventil ZVD (23 171) mit Drehgelenk

• Saugschlauch, 1,6 m G 1" a, G 1" i, DN 25 (23 156)

• Universal-Zapfventilhalter (23 174)

• Fassverschraubung G 2" a, G 1" a (19 514)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

• Montage Zahnradzähler digital (19 728 396) möglich

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Ausreichende Fließfähigkeit des Produktes wird 

vorausgesetzt (Rapsöl).
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Technische Daten
Förderleistung:

80 l/min 20° C, bei freiem Auslauf

66 l/min 20° C, mit 4 m Schlauch und Zapfventil

45 l/min 10° C, mit 4 m Schlauch und Zapfventil

25 l/min   5° C, mit 4 m Schlauch und Zapfventil

Technische Daten
Förderleistung:

80 l/min 20° C, bei freiem Auslauf

55 l/min 20° C, mit 4 m Schlauch,

Zählwerk und Zapfventil

37 l/min 10° C, mit 4 m Schlauch,

Zählwerk und Zapfventil

20 l/min 5° C, mit 4 m Schlauch,

Zählwerk und Zapfventil

Art.-Nr.

23 084 880

23 085 881

Rapsölpumpe, Set
230 V, 1~AC, 50 Hz, EU-Stecker

Rapsölpumpe, Set, Zähler
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 084 880

Abb. 23 085 881

I
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RAPSÖLPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen-Sets / Sets zur Wandmontage

Technische Daten

Maße Pumpe

LxBxH (mm): 320 x 180 x 195

Gewicht Motor

und Pumpwerk (kg): 10,7

Anschlusskabel: 1,8 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderdruck: 2,5 bar

Saughöhe: 1,6 m

Fördermedium: Rapsöl, Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 230 V

Frequenz: 50 Hz

Stromaufnahme: 3,2 A

Leistung: 0,5 KW

Thermoschutz: selbstrücksetzend

Einschaltdauer: Dauerbetrieb

Drehmoment: 4,1 Nm

Drehzahl: 1400 U/min

Bauform: IMB3

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25 

Werkstoff Flügel: PEI

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 036)

• Ein- und Ausschalter

• Abgabeschlauch 4 m, G 1" a, G 1" i, DN 25 (23 155 950)

• Standard- Zapfventil ZVD (23 171) mit Drehgelenk

• Saugschlauch, 1,6 m G 1" a, G 1" i, DN 25 (23 156)

• Universal-Zapfventilhalter (23 174)

• Fassverschraubung G 2" a, G 1" a (19 514)

• Zahnradzähler digital (19 728 396)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Ausreichende Fließfähigkeit des Produktes wird 

vorausgesetzt (Rapsöl).
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Technische Daten
Förderleistung:

80 l/min 20° C, bei freiem Auslauf

55 l/min 20° C, mit 4 m Schlauch,

Zählwerk und Zapfventil

37 l/min 10° C, mit 4 m Schlauch,

Zählwerk und Zapfventil

20 l/min 5° C, mit 4 m Schlauch,

Zählwerk und Zapfventil

Art.-Nr.

23 017 381Rapsölpumpe, Set, Zähler 
230 V, 1~AC, 50 Hz, EU-Stecker

Abb. 23 017 381

I
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RAPSÖLPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen-Sets / mobile Sets

Technische Daten

Maße Pumpe

LxBxH (mm): 200 x 150 x 150

Gewicht Motor 

und Pumpwerk (kg): 3,5

Anschlusskabel: 3 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderdruck: 1,6 bar

Saughöhe: 1,6 m

Fördermedium: Rapsöl, Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 12 V DC

Stromaufnahme: 18 A

Leistung: 0,22 KW

Sicherung: 25 A Stecksicherung

Einschaltdauer: Dauerbetrieb

Drehmoment: 0,38 Nm

Drehzahl: 3300 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI 30

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 012)

• Ein- und Ausschalter

• Abgabeschlauch, 4 m, DN 25, G 1" a, G 1" i (23 155 950)

• Standard-Zapfventil ZVD (23 171) mit Drehgelenk

• Saugschlauch, 1,6 m, DN 25, G 1" a, G 1" i (23 156)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert 

Formstabilität der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest 

eingesetzt werden.

• Ausreichende Fließfähigkeit des Produktes wird 

vorausgesetzt (Rapsöl).

• Für alle Bereiche, in denen nur eine Stromversorgung 

durch Batterie zur Verfügung steht, wie z.B. auf der 

Baustelle, in der Landwirtschaft, auf Booten usw.
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Technische Daten
Förderleistung:

25 l/min 20° C, bei freiem Auslauf

20 l/min 10° C, mit 4 m Schlauch und Zapfventil

18 l/min 5° C, mit 4 m Schlauch und Zapfventil

Spezifikation 
• Montage Zahnradzähler digital (19 728 395) 

möglich

Technische Daten
Förderleistung

25 l/min 20° C, bei freiem Auslauf, Zählwerk

18 l/min 10° C, mit 4 m Schlauch,

Zählwerk und Zapfventil

16 l/min 5° C, mit 4 m Schlauch,

Zählwerk und Zapfventil

Spezifikation
• Zahnradzähler digital (19 728 395)

Art.-Nr.

23 015 880

23 015 881

Rapsölpumpe, Set
12 V, DC, Abgreifklemmen

Rapsölpumpe, Set, Zähler
12 V, DC, Abgreifklemmen

Abb. 23 015 880

Abb. 23 015 881

I



RAPSÖLPROGRAMM - PUMPEN UND SYSTEME
Flügelzellenpumpen-Sets / mobile Sets

Technische Daten

Maße Pumpe 

LxBxH (mm): 200 x 150 x 150

Gewicht Motor 

und Pumpwerk (kg): 3,5

Anschlusskabel: 3 m

Anschluss saugseitig: G 1" i

Anschluss druckseitig: G 1" i

Hydraulische Daten

Bauart Pumpe: Flügelzellenpumpe,

selbstansaugend

Förderdruck: 1,6 bar

Saughöhe: 1,6 m

Fördermedium: Rapsöl, Heizöl und Dieselkraftstoffe

Motordaten

Spannung: 24 V DC

Stromaufnahme: 13 A

Leistung: 0,32 KW

Sicherung: 25 A Stecksicherung

Einschaltdauer: Dauerbetrieb

Drehmoment: 0,6 Nm

Drehzahl: 3500 U/min

Bauform: IMB5

Schutzart: IP 54

Werkstoff 

Pumpengehäuse: AlSi 12 (seewasserbeständig)

Werkstoff Stator: GG 25

Werkstoff Flügel: PEI 30

Toleranz Flügel-

Pumpenraum (mm): ± 0,025

Spezifikation

• Flügelzellenpumpe, mit integriertem Bypass (23 012)

• Ein- und Ausschalter

• Abgabeschlauch, 4 m, DN 25, G 1" a, G 1" i (23 155 950)

• Standard-Zapfventil ZVD (23 171) mit Drehgelenk

• Saugschlauch, 1,6 m, DN 25, G 1" a, G 1" i (23 156)

• Heberschutz nach WHG (Wasserhaushaltsgesetz),

ständig wirksam

Bemerkung

• Durch enge Toleranzen wird hohe Saug- und 

Druckleistung bei bestem Wirkungsgrad erzielt.

• Die Materialpaarung Flügel-Stator garantiert Formstabilität 

der Flügel bis 200° C.

• Durch Werkstoffwahl geringes Gewicht und 

außerordentliche Lebensdauer.

• Die Pumpe kann sowohl mobil als auch ortsfest eingesetzt 

werden.

• Ausreichende Fließfähigkeit des Produktes wird 

vorausgesetzt (Rapsöl).

• Für alle Bereiche, in denen nur eine Stromversorgung durch 

Batterie zur Verfügung steht, wie z.B. auf der Baustelle, in der 

Landwirtschaft, auf Booten usw.
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Technische Daten
Förderleistung:

25 l/min 20° C, bei freiem Auslauf

20 l/min 10° C, mit 4 m Schlauch und 

Zapfventil

18 l/min 5° C, mit 4 m Schlauch und

Zapfventil

Verpackung 
Abmessung LxBxH (mm): 420 x 420 x 320

Gewicht (kg): 11,5

Technische Daten
Förderleistung:

25 l/min 20° C, bei freiem Auslauf, Zählwerk

18 l/min 10° C, mit 4 m Schlauch, Zählwerk

und Zapfventil

16 l/min 5° C, mit 4 m Schlauch, Zählwerk 

und Zapfventil

Verpackung 
Abmessung LxBxH (mm): 420 x 420 x 320

Gewicht (kg): 13,5

Art.-Nr.

23 015 882

23 015 883

Rapsölpumpe, Set
24 V, DC, Abgreifklemmen

Rapsölpumpe, Set
24 V, DC, Abgreifklemmen

Abb. 23 015 882

Abb. 23 015 883

I
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RAPSÖLPROGRAMM - PUMPEN UND SYSTEME
Pneumatische Pumpen-Sets

Technische Daten

Länge Saugschlauch (mm): 1600

Anschluss saugseitig: G 1" a

Anschluss druckseitig: G 1" a

Anschluss Behälter: G 2" a, Fassverschraubung

Druckluftanschluss: Für Kupplung Rectus, Typ 26

NW: 7,2 mm

Spezifikation

• Nicht eichfähig

• Saugschlauch, 1,6 m, DN 25, G 1" a, G 1" i (23 156)

• Abgabeschlauch, 4 m, DN 25, G 1" a, G 1" i (23 155 950)

• Füllventil für Diesel/ Öl  mit Drehgelenk (19 701)

• Fassverschraubung, G 2" a 

Bemerkung

• Ausreichende Fließfähigkeit des Produktes wird 

vorausgesetzt (Rapsöl).

• Pneumatik- Pumpe mit Wartungsgerät (20 218 950) 

betreiben.
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Technische Daten
Förderleistung:

40 l/min 0° C, 6 bar, mit 4 m Schlauch und 

Zapfventil

36 l/min 0° C, 4 bar, mit 4 m Schlauch und 

Zapfventil

48 l/min 10° C, 6 bar, mit 4 m Schlauch und 

Zapfventil

42 l/min 10° C, 4 bar, mit 4 m Schlauch und 

Zapfventil

54 l/min 20° C, 6 bar, mit 4 m Schlauch und 

Zapfventil

42 l/min 20° C, 4 bar, mit 4 m Schlauch und 

Zapfventil

Spezifikation 
• Montage Zahnradzähler digital ( 19 728 395) 

möglich

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320

Gewicht (kg): 11,5

Technische Daten
Förderleistung:

33 l/min 0° C, 6 bar, mit 4 m Schlauch,

Zählwerk und Zapfventil

26 l/min 0° C, 4 bar, mit 4 m Schlauch,

Zählwerk und Zapfventil

40 l/min 10° C, 6 bar, mit 4 m Schlauch,

Zählwerk und Zapfventil

30 l/min 10° C, 4 bar, mit 4 m Schlauch,

Zählwerk und Zapfventil

48 l/min 20° C, 6 bar, mit 4 m Schlauch,

Zählwerk und Zapfventil

40 l/min 20° C, 4 bar, mit 4 m Schlauch,

Zählwerk und Zapfventil

Spezifikation 
• Zahnradzähler digital (19 728 395)

Verpackung
Abmessung LxBxH (mm): 420 x 420 x 320

Gewicht (kg): 13,5

Art.-Nr.

19 135 880

19 135 881

Rapsölpumpe, Set 
Pneumatikpumpe 1:1 NEF

Rapsölpumpe, Set, Zähler
Pneumatikpumpe 1:1 NEF

Abb. 19 135 880

Abb. 19 135 881

J



RAPSÖLPROGRAMM - PUMPEN UND SYSTEME
Zubehör

Technische Daten
Außenmaß LxBxH (mm): 90 x 166 x 80

Abstand Ein-/

Auslassflansch: 112

Anschluss beidseitig: G 1" i

Messstoffe: Rapsöl, Heizöl und 

Dieselkraftstoffe

Zulässige Messstoff-

temperatur: max. 60 °C

Zulässige Umgebung-

stemperatur: -20 °C bis +70 °C

Strömungsverlust: 0,3 bar

Viskositätsbereich: 2 bis 2000 cSt

Messgenauigkeit: ± 0,5 %

Wiederholbarkeit: 0,2 %

Spezifikation 
• Tageszähler fünfstellig mit Gleitkomma,

rückstellbar, Teilung 0,000 bis 99999

• Gesamtzähler sechsstellig mit Gleitkomma,

Teilung 0,0 bis 999999

• Aufgrund der hohen Viskositätsunterschiede 

von Rapsöl bei niedrigen Temperaturen ist 

für den Betrieb für eine ausreichende 

Fließfähigkeit des Mediums zu sorgen.

Art.-Nr.

19 728 395

19 728 396

Ovalradzähler, 60 l/min
G 1" i, G 1" i

Gewicht (kg): 0,5

Durchfluss min: 5 l/min

Durchfluss max: 60 l/min

Nenndruck: 70 bar

Berstdruck: 140 bar

Verpackung
Abmessung LxBxH (mm):

225 x 130 x 150

Gewicht (kg): 0,8

Ovalradzähler, 100 l/min
G 1" i, G 1" i

Gewicht (kg): 0,7

Durchfluss min: 10 l/min

Durchfluss max: 100 l/min

Nenndruck: 30 bar

Berstdruck: 60 bar

Verpackung
Abmessung LxBxH (mm):

225 x 130 x 150

Gewicht (kg): 1

Zähler

Abb. 19 728 396

100



101

K



102

ALLGEMEINE
GESCHÄFTSBEDINGUNGEN

FMT Fluid Management Technologies Swiss AG

Allgemeine Verkaufs- und Lieferbedingungen

Bestellungsannahme
Die Annahme der Bestellung erfolgt durch Auslieferung der Ware oder durch unsere 

schriftliche Bestätigung. Änderungen der allgemeinen Verkaufs- und Lieferbedingungen 

bleiben vorbehalten.

Preise 
Die Preise sind freibleibend. Wir behalten uns vor, diese ohne vorherige Anzeige anzupassen.

Offertpreise gelten bei sofortiger Zusage und für die angebotenen Mengen.

Zahlung
30 Tage netto

Verpackung
Verpackungsmaterialien werden zu Selbstkosten berechnet und nicht zurückgenommen.

Versand 
Der Transport erfolgt in jedem Fall auf die Gefahr des Bestellers.

Lieferfrist 
Die vereinbarten Lieferfristen werden nach Möglichkeit eingehalten: sie sind jedoch unverbindlich.

Bei nicht Einhalten der Lieferfristen kann der Besteller in keinem Fall Schadenersatz beanspruchen.

Abschlüsse 
Feste Abschlüsse werden nur auf eine bestimmte Zeitdauer getätigt. Werden die bestellten Mengen

innerhalb der vorgeschriebenen Frist nicht abgerufen, so steht uns das Recht zu, den Rest nach

Ablauf der Bezugsfrist unter Fakturierung zur Ablieferung zu bringen.

Sonderartikel 
Für Anfertigungen nach vorgelegten Mustern oder Zeichnungen bleibt der Auftraggeber in allen

Teilen haftbar. Eine Mehr- oder Minderlieferung bis zu 10% bleibt vorbehalten. Speziell angefertigte

Artikel können nicht zurückgenommen werden.

Werkzeuge
Werkzeuge sowie Vorrichtungen bleiben Eigentum des Verkäufers, auch wenn der Käufer die Kosten

hierfür ganz oder teilweise übernommen hat.
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Annullierung
Fest erteilte Aufträge und Rückstände können nicht annulliert werden.

Beanstandungen und Reklamationen
Beanstandungen und Reklamationen über Gewicht, Stückzahl oder Beschaffenheit der gelieferten

Waren sind innert 8 Tage nach Erhalt der Sendung beim Lieferanten anzubringen. Unsere Leistung 

bei berechtigten Beanstandungen beschränkt sich ausnahmslos auf eine einwandfreie

Ersatzlieferung.

Garantie 
Für Garantieansprüche sind die Bestimmungen des Vereins Schweiz. Maschinenindustrieller (VSM)

massgebend.

Warenumtausch 
Ersatzlieferungen, die auf Grund falscher Bestellungsangaben notwendig sind, bedürfen unseres vor-

herigen Einverständnisses und werden mit einer Umtriebsentschädigung von mindestens 10% bela-

stet.

Technische Daten 
Sämtliche technischen Daten, Gewichte und Abbildungen sind unverbindlich.

Konstruktionsänderungen bleiben vorbehalten.

Erfüllungsort, Gerichtsstand
Erfüllungsort für Lieferungen und Zahlungen ist Steinhausen. Als Gerichtsstand gilt Zug. Im übrigen

gelten die Bestimmungen des Schweizerischen Rechts.

FMT Swiss AG

Mai 2006
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INHALTSVERZEICHNIS
nach Artikelnummern

19 025 390 65

19 025 391 67

19 025 392 65

19 135 880 149

19 135 881 149

19 514 127

19 698 138

19 698 950 138

19 699 138

19 728 395 150

19 728 396 150

19 890 123

19 892 123

23 006 49

23 006 824 53

23 007 51

23 007 824 55

23 008 13

23 008 824 13

23 009 51

23 009 824 55

23 012 11

23 012 824 11

23 014 33

23 014 390 33

23 014 396 35

23 014 397 35

23 014 398 37

23 014 951 37

23 014 955 39

23 014 957 39

23 015 49

23 015 824 53

23 015 880 145

23 015 881 145

23 015 882 147

23 015 883 147

23 017 41

23 017 381 143

23 017 390 41

23 017 392 43

23 017 393 43

23 017 398 45

23 017 953 45

23 017 955 47

23 017 959 47

23 034 9

23 036 9

23 060 69

23 061 69

23 062 71

23 063 71

23 064 69

23 065 71

23 070 63

23 072 57

23 073 61

23 074 59

23 075 63

23 076 57

23 077 61

23 078 59

23 079 63

23 082 21

23 083 21

23 084 23

23 084 880 141

23 085 23

23 085 881 141

23 086 29

23 087 29

23 088 31

23 089 31

23 090 25

23 091 25

23 092 27

23 093 27

23 154 121

23 155 950 119

23 155 956 119

23 155 957 117

23 155 958 117

23 156 119

23 157 950 119

23 157 953 117

23 158 950 121

23 158 959 119

23 160 124

23 161 123

23 168 124

23 171 123

23 174 125

23 176 124

23 177 122

23 177 950 122

23 177 952 122

23 177 954 122

23 178 124

23 180 123

23 193 125

23 194 125

23 198 127

23 209 127

23 213 128

23 214 128

23 215 129

23 287 126

23 321 135

23 321 030 137

23 322 135

23 322 030 137

23 337 133

23 500 91

23 502 93

23 504 93

23 506 95

23 508 95

23 512 97

23 514 97

23 516 99

23 518 99

23 522 101

23 524 101

23 526 103

23 528 103

23 530 91

23 532 105

23 534 105

23 536 107

23 538 107

23 542 109

23 544 109

23 546 111

23 548 111

23 552 113

23 554 113

23 556 115

23 558 115

23 631 75

23 632 75

23 633 75

23 634 75

23 635 77

23 636 77

23 637 77

23 638 77

23 639 79

23 640 79

23 641 79

23 642 79

23 643 81

23 644 81

23 645 81

23 646 81

23 690 129

23 711 85

Art. Nr. Seite Art. Nr. Seite Art. Nr. Seite Art. Nr. Seite



105

M

23 714 85

23 717 85

23 721 87

23 724 87

23 727 87

23 731 83

23 731 939 83

23 734 83

23 737 83

23 737 939 83

23 911 17

23 912 17

23 914 17

23 915 17

23 917 17

23 918 17

23 921 19

23 922 19

23 924 19

23 925 19

23 927 19

23 928 19

23 931 19

23 932 15

23 934 15

23 935 15

23 937 15

23 938 15

87 501 124

87 628 124

Art. Nr. Seite Art. Nr. Seite Art. Nr. Seite Art. Nr. Seite
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Im Rudersport sind Leidenschaft, Teamgeist, Leistungsbereitschaft und Spaß am
Wettbewerb wichtige Eigenschaften für den Erfolg – Eigenschaften, die auch im
Unternehmen für das gemeinsame Erreichen eines Ziels von großer Bedeutung sind.

Uns ist die Nachwuchsförderung wichtig, sowohl innerhalb unseres Unternehmens
als auch außerhalb. Nur so können Kontinuität und Erfolg auch in Zukunft gesichert
werden.

Deshalb unterstützt die PRESSOL Schmiergeräte GmbH die Junioren des Ruderclubs
Bodan e.V. in Überlingen am Bodensee.

powered
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…das nicht irgend jemand 

ein wenig schlechter machen 

und etwas billiger verkaufen könnte, 

und die Menschen 

die sich nur am Preis orientieren 

werden eine gerechte Beute 

solcher Machenschaften.“

John Ruskin (1819-1900)
Englischer Sozialphilosoph

Es gibt kaum etwas 
auf dieser Welt… 

AKTUELLE PRODUKTDATEN FINDEN SIE UNTER 

www.pressol.com
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…ist eine Sache. 

Zukünftige Kosten und Risiken 

ausschalten ist eine andere:    

PRESSOL liefert Komponenten 

und Systeme für die Werkstatt, 

die keinen Preis-/Leistungsvergleich 

zu scheuen brauchen. 

PRESSOL liefert Perspektiven, 

die mehr wert sind als Geld.

Kostendenken und   
Kostensenken…
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KUNDENINFORMATION

WWW.PRESSOL.COM
Da wir immer Kundenwünsche umsetzen und die Qualität

verbessern, unterliegen unsere Produkte in ihrer technischen

Ausprägung einem permanenten Wandel. Mit dem Ihnen

vorliegenden Druckmedium ist demzufolge eine aktuelle

Wiedergabe der Produktdaten nicht möglich. Aktuelle

Daten zu unseren Produkten finden Sie im Internet unter

www.pressol.com. Hier finden Sie alle Produktinformationen

wie Photos, Produktdaten, Betriebsanleitungen und

Leistungskurven. Als Kunde können Sie Ihre Bestellung über 

die Warenkorbfunktion aufgeben. Ihre Identität wird über ein

Passwortsystem geschützt.

AUSLIEFERUNG IHRER BESTELLUNG
Beachten Sie bei Abgabe Ihrer Bestellung: 95 % unserer

Lieferungen erfolgen innerhalb 1 Stunde und 12 Stunden,

nachdem Sie bei uns bestellt haben.

Bestelländerungen sind demzufolge nicht möglich.

Auftragsergänzungen oder Änderungen betrachten wir als

neuen Auftrag (ausgenommen Großaufträge ab

EUR 20.000,– und Aufträge, die kundenbezogen gefertigt

werden).

QUALITÄTSPHILOSOPHIE
Unser Ziel ist es, in kurzen Zeitabständen immer

leistungsfähigere Produkte in bester Qualität zu günstigen

Preisen einem globalen Markt anzubieten. Dies fordert von

uns einen ständigen Wandel unserer Unternehmensprozesse

in Verbindung mit einem hohen Qualitätsanspruch, den

wir über unsere Zertifizierung nach DIN ISO 9001

dokumentieren.

SERVICE
Sollte wider Erwarten ein Problem auftreten, wenden Sie

sich bitte direkt an Herrn Erwin Kaiser:

Telefon +49 9462 17-210

Telefax +49 9462 1063

erwin.kaiser@pressol.com
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Abkürzungsverzeichnis
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ABKÜRZUNGSVERZEICHNIS ALLGEMEIN

a ....................außen
ABM...............Abmessungen
AD..................Außendurchmesser, Angaben in Millimeter
ALH................Ablasshahn
BA..................Backen
BHHP .............Betonsanierpresse als Handhebelpresse ausgeführt
BSF.................British Standard Fine / Whitworth-Gewinde, Qualität: fein
D1 ..................Trichterschmiernippel, 180°, gerade
D1 a ..............Trichterschmiernippel, 180°, gerade, Einschlagnippel
DIN ................Deutsches Institut für Normung e.V.
DLFP...............Druckluftfettpresse
DN .................Innendurchmesser, Angaben in Millimeter
DW ................doppelt wirkend
DWMP ...........doppelt wirkende Messingpumpe
EAN-Code......Europäisches Artikel-Nummerierungssystem (Strichcode)
EF ...................eichfähig
EHFP ..............Einhandfettpresse
EP...................Extreme-Pressure-Schmierstoffe
ESN ................Einschlagnippel
EWKP ............einfach wirkende Kunststoffpumpe
EWMP............einfach wirkende Messingpumpe
EWZP.............einfach wirkende Zinkdruckgusspumpe
FA ..................flache Ausführung
FLA.................flexibler Auslauf
FLMA .............flexibler Metallauslauf
G....................Whitworth-Rohrgewinde, zylindrisch, ISO 228 (DIN 259)
GDE................Gebinde
GS..................geprüfte Sicherheit
H1..................Kegelschmiernippel, 180°, gerade
H1 a ..............Kegelschmiernippel, 180°, gerade, Einschlagnippel
H2..................Kegelschmiernippel, 45°
H2 a ..............Kegelschmiernippel, 45°, Einschlagnippel
H3..................Kegelschmiernippel, 90°
H3 a ..............Kegelschmiernippel, 90°, Einschlagnippel
HD .................Hochdruck
HHFP .............Handhebelfettpresse
HHFP-DG .......Handhebelfettpresse mit geschlossenem Deckel, nicht demontierbar
HHÖP ............Ölpresse als Handhebelpresse ausgeführt
i......................innen
ILN .................internationale Lokationsnummer
ISO VG ..........International Organization for Standardization
K1 ..................Kugelschmiernippel, 180°, gerade
KK..................Kunststoffkanister
KØ .................Kopfdurchmesser
LBH ................Länge x Breite x Höhe, Angaben in Millimeter
LGA................Landesgewerbeamt Bayern, Nürnberg
M ...................metrisches Gewinde zylindrisch DIN 13
M1 .................Flachschmiernippel, 16 mm, Rundkopf
M22 ...............Flachschmiernippel, 22 mm, Rundkopf
M4 .................Flachschmiernippel, 10 mm, Rundkopf
MU.................Mundstück
NEF ................nicht eichfähig
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NLGI ..............steht für Viskositätsklasse 000 bis 6, definiert vom 
National Lubricating Grease Institute, USA

NPS................National Straight Pipe, nicht dichtendes und druckfestes 
zylindrisches Rohrgewinde

NPSF..............National Straight Pipe, dichtendes und druckfestes zylindrisches Rohrgewinde
NPT................National Taper Pipe, nicht dichtendes und druckfestes konisches Rohrgewinde
NPTF ..............National Taper Pipe Fuel and Oil, dichtendes und druckfestes 

konisches Rohrgewinde
ÖDT ...............Öldosen-Trichter
PTF .................Pipe Taper Fuel and Oil, dichtendes und druckfestes kegeliges Rohrgewinde
R ....................Whitworth-Gewinde, kegelig, angelehnt an DIN 3858
RST.................besondere Bezeichnung für eine hochwertige Stahlqualität
S.....................Stärke
SAE ................Einteilung der Viskositätsklassen für Kfz-Schmierstoffe nach 

Society of Automotive Engineers
SB ..................Selbstbedienung
SF...................Schlüsselfläche
SFG ................Selbstformgewinde
SK ..................Sechskant
SKK................Sechskantkopf
SRL.................Saugrohrlänge, nachfolgende Angaben immer in Millimeter
STAK ..............Stahlauslaufkrümmer
SW .................Schlüsselweite
T1/B ..............Flachschmiernippel, 16 mm, Sechskantkopf
TÜV................Technischer Überwachungsverein
UN .................Vereinte Nationen (United Nations)
UNF ...............Einheits-Feingewinde (Unified Fine Thread)
Ust.-IdNr. ......Umsatzsteuer-Identifikationsnummer
UV..................ultraviolett
VE ..................Verpackungseinheit
VK..................Vierkant
VZ..................verzinkt
WAL ...............Winkelauslauf
WHIT .............Whitworth-Gewinde
ZBH ...............Zubehör
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Alu .................Aluminium
CSM ...............Hypalon®
E-CTFE ............Ethylen-Chlortrifluorethylen (Halar®)
EPDM .............Ethylen-Propylen
FCKW.............Fluorchlorkohlenwasserstoffe
FEP .................Tetrafluorethylen-Perfluorpropylen (Teflon® FEP)
FKM ...............Viton®
FPM ...............Fluor-Polymer (Viton®)
GG .................Grauguss
HDPE..............Polyethylen hoher Dichte
Hytrel®..........Hytrel® ist ein eingetragenes Warenzeichen der Firma Du Pont
LDPE...............Polyethylen niedriger Dichte
Me .................Messing
MoS2..............Molybdändisulfid
NBR ...............Acrylnitril-Butadien-Kautschuk (Perbunan®)
NEOP .............Neopren
PA ..................Polyamid
PC ..................Polycarbonat
PE...................Polyethylen
PFA ................Perfluoralkoxy (Teflon® PFA)
PMP ...............Polymethylpenten (TPX®)
POM ..............Acetalhomopolymer
PP ..................Polypropylen
PS ..................Polystyrol
PSF.................Polysulfon
PTFE ...............Polytetrafluorethylen (Teflon®)
PVC................Polyvinylchlorid
PVDF..............Polyvinylidenfluorid
SAN ...............Styrol-Acrylnitril
SI ...................Silikon-Kautschuk
St ...................Stahl
VA ..................Edelstahl rostfrei
VSTB ..............verzinktes Stahlblech
ZDG ...............Zinkdruckguss
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Öler
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SPEZIAL Pumpöler 250 ml
Höhe: 295 mm
Grundfläche 
Länge: 125 mm / Breite: 70 mm

Industrieöler 200 ml, ZDG,
EWMP, Spritzrohr 135 mm,
Höhe: 270 mm
Grundfläche
Länge: 120 mm / Breite: 60 mm

Industrieöler 300 ml, ZDG,
EWMP, Spritzrohr 165 mm,
Höhe: 320 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

Industrieöler 500 ml, ZDG,
EWMP, Spritzrohr 165 mm,
Höhe: 350 mm
Grundfläche
Länge: 135 mm / Breite: 80 mm

12

Artikel-Nr.

SPEZIAL PUMPÖLER

Öler

Technische Daten
Werkstoff Behälter: Weißblech
Werkstoff Pumpwerk: Polyethylen
Länge Spritzrohr: 165 mm
Werkstoff Spritzrohr: Aluminium

Spezifikation
• großer Füllstutzen mit nicht 

verlierbarer Verschraubung 
• da die Ölpumpe beim Füllen im

Behälter bleibt, wird diese nicht 
verschmutzt 

• ölen ist in jeder Lage möglich 
• massives Aluminium-Spritzrohr 
• Dosiereinheit ermöglicht Tropfen-

abgabe 
• Pumpwerk mit 2 Kugelventilen 
• mit EAN-Code 

Technische Daten
Werkstoff Behälter: Zinkdruckguss

Z 410, DIN 1743
Lackierung Behälter: grau metallic
Hubvolumen 
Pumpwerk: 1 ml/hub
Werkstoff Spritzrohr: Aluminium

Spezifikation
• schlagfest und robust
• ergonomische Bauform
• einfach wirkende Messingpumpe
• durch kugelgelagerte und schwer-

kraftgeführte Ansauglanze nahezu
vollständige Behälterentleerung 

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe 

• alle Ventilsätze sind als Kugelventile
ausgeführt 

• Verschlussmechanismus mit 
Tropfenauffangschale 

• hohe Oberflächenqualität 
• mit EAN-Code 

01 112

03 802

03 803

03 805

INDUSTRIEÖLER AUS ZINKDRUCKGUSS

EINFACH WIRKENDE MESSINGPUMPE UND SCHWERKRAFTGEFÜHRTE
ANSAUGLANZE

01 112

03 802
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Artikel-Nr.

Technische Daten
Werkstoff Behälter: Zinkdruckguss 

Z 410, DIN 1743
Lackierung Behälter: grau metallic
Hubvolumen 
Pumpwerk: 1 ml/hub
Werkstoff Spritzrohr: Aluminium

Spezifikation
• schlagfest und robust 
• ergonomische Bauform 
• doppelt wirkende Messingpumpe 
• durch kugelgelagerte und schwerkraft-

geführte Ansauglanze nahezu voll-
ständige Behälterentleerung 

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe 

• alle Ventilsätze sind als Kugelventile 
ausgeführt 

• Verschlussmechanismus mit Tropfen-
auffangschale 

• hohe Oberflächenqualität 
• mit EAN-Code 

Technische Daten
Werkstoff Behälter: Zinkdruckguss 

Z 410, DIN 1743
Lackierung Behälter: grau metallic
Hubvolumen 
Pumpwerk: 1 ml/hub
Werkstoff Spritzrohr: Aluminium

Spezifikation
• die Alternative zu Spraydosen mit 

Treibgas
• mikrofeine Zerstäubung dünnflüssiger 

Öle und selbstschmierender nicht 
aggressiver Medien 

• schlagfest und robust 
• ergonomische Bauform 
• doppelt wirkende Messingpumpe 
• durch kugelgelagerte und schwerkraft-

geführte Ansauglanze nahezu voll-
ständige Behälterentleerung 

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe 

• alle Ventilsätze sind als Kugelventile 
ausgeführt 

• Verschlussmechanismus mit Tropfen-
auffangschale 

• hohe Oberflächenqualität 
• mit EAN-Code 

Industrieöler 200 ml, ZDG,
DWMP, Spritzrohr 135 mm,
Höhe: 270 mm
Grundfläche
Länge: 120 mm / Breite: 60 mm

Industrieöler 300 ml, ZDG,
DWMP, Spritzrohr 165 mm
Höhe: 320 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

Industrieöler 500 ml, ZDG,
DWMP, Spritzrohr 165 mm
Höhe: 350 mm
Grundfläche
Länge: 135 mm / Breite: 80 mm

Industrieöler 300 ml, ZDG,
DWMP, Zerstäuberdüse (05 069)
Länge Spritzrohr 
mit Zerstäuberdüse: 115 mm
Höhe: 270 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

03 902

03 903

03 905

03 903 867

03 902

03 903 867

DOPPELT WIRKENDE MESSINGPUMPE UND SCHWERKRAFTGEFÜHRTE
ANSAUGLANZE
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Industrieöler 300 ml, ZDG,
DWMP, Pinselaufsatz (05 070)
Länge Spritzrohr
mit Pinselaufsatz: 135 mm
Höhe: 280 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

Industrieöler 300 ml, ZDG,
DWMP, Flexrohr transparent (01 136)
Länge Flexrohr: 150 mm
Höhe: 320 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

Technische Daten
Werkstoff Behälter: Zinkdruckguss 

Z 410, DIN 1743
Lackierung Behälter: grau metallic
Hubvolumen 
Pumpwerk: 1 ml/hub
Werkstoff Spritzrohr: Aluminium
Pinselqualität: Naturborsten

Spezifikation
• zum Auftragen eines gleichmäßigen 

und flächigen Schmierfilms 
• schlagfest und robust 
• ergonomische Bauform 
• doppelt wirkende Messingpumpe 
• durch kugelgelagerte und schwer-

kraftgeführte Ansauglanze nahezu 
vollständige Behälterentleerung 

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe 

• alle Ventilsätze sind als Kugelventile 
ausgeführt 

• Verschlussmechanismus mit Tropfen-
auffangschale 

• hohe Oberflächenqualität 
• mit EAN-Code

Technische Daten
Werkstoff Behälter: Zinkdruckguss

Z 410, DIN 1743
Lackierung Behälter: grau metallic
Hubvolumen 
Pumpwerk: 1 ml/hub

Spezifikation
• schlagfest und robust
• ergonomische Bauform 
• doppelt wirkende Messingpumpe 
• durch kugelgelagerte und schwer-

kraftgeführte Ansauglanze nahezu 
vollständige Behälterentleerung 

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe 

• alle Ventilsätze sind als Kugelventile 
ausgeführt 

• Verschlussmechanismus mit Tropfen-
auffangschale 

• hohe Oberflächenqualität 
• mit EAN-Code

03 903 868

03 903 869

Artikel-Nr.

DOPPELT WIRKENDE MESSINGPUMPE UND SCHWERKRAFTGEFÜHRTE
ANSAUGLANZE

03 903 869

03 903 868
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Technische Daten
Werkstoff Behälter: Zinkdruckguss

Z 410, DIN 1743
Lackierung Behälter: grau metallic
Hubvolumen 
Pumpwerk: 1 ml/hub

Spezifikation
• die Alternative zu Spraydosen mit

Treibgas
• hohe Oberflächenqualität
• schlagfest und robust
• ergonomische Bauform
• doppelt wirkende Messingpumpe
• durch kugelgelagerte und schwerkraft-

geführte Ansauglanze nahezu vol-
ständige Behälterentleerung

• Pumpwerk, ermöglicht dosierte
Tropfenabgabe

• alle Ventilsätze sind als Kugelventile
ausgeführt

• Verschlussmechanismus, mit 
Tropfenauffangschale

• Spritzrohr gebogen (00 220)

Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent
Hubvolumen 
Pumpwerk: 1 ml/hub
Werkstoff Spritzrohr: Aluminium

Spezifikation
• schlagfest und robust
• ergonomische Bauform
• einfach wirkende Messingpumpe
• durch kugelgelagerte und schwerkraft-

geführte Ansauglanze nahezu voll-
ständige Behälterentleerung

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe

• alle Ventilsätze sind als Kugelventile
ausgeführt

• Verschlussmechanismus mit Tropfen-
auffangschale

• hohe Oberflächenqualität
• mit EAN-Code

Industrieöler Schmierset, 300 ml
Spritzrohr: 165 mm
Spritzrohr mit
Pinselaufsatz: 135 mm
Spritzrohr mit 
Zerstäuberdüse: 115 mm
Werkstoff Spritzrohr: Aluminium
Werkstoff Pinsel: Naturborsten
Werkstoff Zerstäuberdüse: Messing
Höhe mit Spritzrohr: 320 mm
Höhe mit Pinselaufsatz: 280 mm
Höhe mit Zerstäuberdüse: 270 mm

• Spritzrohr mit Pinselaufsatz (05 070)
zum Auftragen eines flächigen und
gleichmäßigen Schmierfilms

• Spritzrohr mit Zerstäuberdüse 
(05 069) zur mikrofeinen
Zerstäubung dünnflüssiger Öle und 
selbstschmierender nicht agressiver 
Medien

• Polybeutel unbedruckt,
mit EAN-Code

Werkstattöler 200 ml, PE,
weiß, EWMP, Spritzrohr 135 mm
Höhe: 270 mm
Grundfläche
Länge: 120 mm / Breite: 60 mm

Werkstattöler 300 ml, PE,
weiß, EWMP, Spritzrohr 165 mm
Höhe: 320 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

Werkstattöler 500 ml, PE,
weiß, EWMP, Spritzrohr 165 mm
Höhe: 350 mm
Grundfläche
Länge: 135 mm / Breite: 80 mm

03 903 950

04 802 

04 803

04 805

Artikel-Nr.

INDUSTRIEÖLER AUS POLYETHYLEN

EINFACH WIRKENDE MESSINGPUMPE UND SCHWERKRAFTGEFÜHRTE
ANSAUGLANZE

04 802

03 903 950
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Werkstattöler 200 ml, PE,
weiß, DWMP, Spritzrohr 135 mm
Höhe: 270 mm
Grundfläche
Länge: 120 mm / Breite: 60 mm

Werkstattöler 300 ml, PE,
weiß, DWMP, Spritzrohr 165 mm
Höhe: 320 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

Werkstattöler 500 ml, PE,
weiß, DWMP, Spritzrohr 165 mm
Höhe: 350 mm
Grundfläche
Länge: 135 mm / Breite: 80 mm

Werkstattöler 300 ml, PE, weiß
DWMP, Zerstäuberdüse (05 069)
Länge Spritzrohr 
mit Zerstäuberdüse: 115 mm
Höhe: 270 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent
Hubvolumen 
Pumpwerk: 1 ml/hub
Werkstoff Spritzrohr: Aluminium

Spezifikation
• schlagfest und robust 
• ergonomische Bauform 
• doppelt wirkende Messingpumpe
• durch kugelgelagerte und schwer-

kraftgeführte Ansauglanze nahezu 
vollständige Behälterentleerung 

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe 

• alle Ventilsätze sind als Kugelventile 
ausgeführt 

• Verschlussmechanismus mit Tropfen-
auffangschale

• hohe Oberflächenqualität
• mit EAN-Code 

Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent
Hubvolumen 
Pumpwerk: 1 ml/hub
Werkstoff Spritzrohr: Aluminium

Spezifikation
• die Alternative zu Spraydosen mit 

Treibgas
• mikrofeine Zerstäubung dünnflüssiger 

Öle und selbstschmierender nicht 
aggressiver Medien 

• schlagfest und robust 
• ergonomische Bauform 
• doppelt wirkende Messingpumpe 
• durch kugelgelagerte und schwer-

kraftgeführte Ansauglanze nahezu 
vollständige Behälterentleerung 

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe 

• alle Ventilsätze sind als Kugelventile 
ausgeführt 

• Verschlussmechanismus mit Tropfen-
auffangschale 

• hohe Oberflächenqualität 
• mit EAN-Code

04 902

04 903

04 905 

04 903 867

Artikel-Nr.
DOPPELT WIRKENDE MESSINGPUMPE UND SCHWERKRAFTGEFÜHRTE
ANSAUGLANZE

04 902

04 903 867
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Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent
Hubvolumen 
Pumpwerk: 1 ml/hub
Werkstoff Spritzrohr: Aluminium
Pinselqualität: Naturborsten

Spezifikation
• zum Auftragen eines gleichmäßigen

und flächigen Schmierfilms 
• schlagfest und robust 
• ergonomische Bauform 
• doppelt wirkende Messingpumpe 
• durch kugelgelagerte und schwer-

kraftgeführte Ansauglanze nahezu 
vollständige Behälterentleerung 

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe 

• alle Ventilsätze sind als Kugelventile 
ausgeführt 

• Verschlussmechanismus mit Tropfen-
auffangschale 

• hohe Oberflächenqualität 
• mit EAN-Code

Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent
Hubvolumen 
Pumpwerk: 1 ml/hub

Spezifikation
• schlagfest und robust 
• ergonomische Bauform 
• doppelt wirkende Messingpumpe 
• durch kugelgelagerte und schwer-

kraftgeführte Ansauglanze nahezu 
vollständige Behälterentleerung 

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe 

• alle Ventilsätze sind als Kugelventile 
ausgeführt 

• Verschlussmechanismus mit Tropfen-
auffangschale 

• hohe Oberflächenqualität 
• mit EAN-Code

Werkstattöler 300 ml, PE, weiß
DWMP, Pinselaufsatz (05 070)
Länge Spritzrohr
mit Pinselaufsatz: 135 mm
Höhe: 280 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

Werkstattöler 300 ml, PE, weiß
DWMP, Flexrohr transparent (01 136)
Länge Flexrohr: 150 mm
Höhe: 320 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

04 903 868

04 903 869

Artikel-Nr.

04 903 868

04 903 869
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Heimwerkeröler 150 ml, PE, weiß
EWKP, Spritzrohr 105 mm
Höhe: 215 mm
Grundfläche
Länge: 90 mm / Breite: 50 mm

Standardöler 350 ml, PE, weiß
EWKP, Alu-Spritzrohr 135 mm
Höhe: 135 mm
Grundfläche
Länge: 130 mm / Breite: 75 mm

Standardöler 500 ml, PE, weiß
EWKP, Alu-Spritzrohr 135 mm
Höhe: 150 mm
Grundfläche
Länge: 140 mm / Breite: 80 mm

Standardöler 350 ml, PE, weiß
EWKP, Flexrohr transparent (01 130)
Länge Flexrohr: 210 mm
Höhe: 135 mm
Grundfläche
Länge: 130 mm / Breite: 75 mm

Standardöler 500 ml, PE, weiß
EWKP, Flexrohr transparent (01 130)
Länge Flexrohr: 210 mm
Höhe: 150 mm
Grundfläche
Länge: 140 mm / Breite: 80 mm

Technische Daten
Behälterinhalt: 150 ml
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent
Werkstoff Spritzrohr: Aluminium

Spezifikation
• ergonomische Bauform 
• einfach wirkende Kunststoffpumpe 
• Pumpwerk ermöglicht dosierte 

Tropfenabgabe 
• alle Ventilsätze sind als Kugelventile 

ausgeführt 
• hohe Oberflächenqualität 
• mit EAN-Code

Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent

Spezifikation
• ergonomische Bauform 
• einfach wirkende Kunststoffpumpe 
• Pumpwerk ermöglicht dosierte 

Tropfenabgabe 
• alle Ventilsätze sind als Kugelventile 

ausgeführt 
• hohe Oberflächenqualität 
• mit EAN-Code

04 111

05 118

05 119

05 138

05 139

Artikel-Nr.

04 111

HEIMWERKERÖLER AUS POLYETHYLEN,
EINFACH WIRKENDE KUNSTSTOFFPUMPE

STANDARDÖLER AUS POLYETHYLEN,
EINFACH WIRKENDE KUNSTSTOFFPUMPE

05 118

05 138
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Technische Daten
Werkstoff Behälter: Stahl
Farbe Behälter: rot, RAL 3000
Werkstoff Pumpwerk: Polyethylen
Werkstoff Spritzrohr: Aluminium

Spezifikation
• ergonomische Bauform 
• abgewinkelte Spritzrohrverbindung 

ermöglicht das Ölen an schwer 
zugänglichen Stellen 

• einfach wirkende Kunststoffpumpe 
• robustes Pumpwerk ermöglicht 

dosierte Tropfenabgabe 
• alle Ventilsätze sind als Kugelventile 

ausgeführt 
• hohe Oberflächenqualität, 

Lackierung mittels umweltfreund-
lichem Wasserlack 

• mit EAN-Code

Technische Daten
Werkstoff Behälter: Stahl
Farbe Behälter: rot, RAL 3000
Werkstoff Pumpwerk: Polyethylen
Werkstoff Spritzrohr: Aluminium

Spezifikation
• ergonomische Bauform 
• abgewinkelte Spritzrohrverbindung 

ermöglicht das Ölen an schwer 
zugänglichen Stellen 

• einfach wirkende Kunststoffpumpe 
• robustes Pumpwerk ermöglicht 

dosierte Tropfenabgabe 
• alle Ventilsätze sind als Kugelventile 

ausgeführt 
• hohe Oberflächenqualität, 

Lackierung mittels umweltfreund-
lichem Wasserlack 

• mit EAN-Code

Standardöler 125 ml, St, rot
EWKP, Spritzrohr 105 mm
Höhe: 110 mm
Grundfläche
Länge: 90 mm / Breite: 50 mm

Standardöler 175 ml, St, rot
EWKP, Spritzrohr 105 mm
Höhe: 130 mm
Grundfläche
Länge: 90 mm / Breite: 50 mm

Standardöler 250 ml, St, rot
EWKP, Spritzrohr 135 mm
Höhe: 110 mm
Grundfläche
Länge: 135 mm / Breite: 70 mm

Standardöler 350 ml, St, rot
EWKP, Spritzrohr 135 mm
Höhe: 120 mm
Grundfläche
Länge: 145 mm / Breite: 85 mm

Standardöler 500 ml, St, rot
EWKP, Spritzrohr 135 mm
Höhe: 150 mm
Grundfläche
Länge: 145 mm / Breite: 85 mm

05 111

05 112

05 113

05 114

05 115

Artikel-Nr.

05 111

STANDARDÖLER AUS METALL

EINFACH WIRKENDE KUNSTSTOFFPUMPE UND STARRES ROHR

05 114



b

Öler

20

Standardöler 125 ml, St, rot
EWKP, Flexrohr transparent (01 136)
Länge Flexrohr: 150 mm
Höhe: 110 mm
Grundfläche
Länge: 90 mm / Breite: 50 mm

Standardöler 175 ml, St, rot
EWKP, Flexrohr transparent (01 136)
Länge Flexrohr: 150 mm
Höhe: 130 mm
Grundfläche
Länge: 90 mm / Breite: 50 mm

Standardöler 250 ml, St, rot
EWKP, Flexrohr transparent (01 130)
Länge Flexrohr: 210 mm
Höhe: 110 mm
Grundfläche
Länge: 135 mm / Breite: 70 mm

Standardöler 350 ml, St, rot
EWKP, Flexrohr transparent (01 130)
Länge Flexrohr: 210 mm
Höhe: 120 mm
Grundfläche
Länge: 145 mm / Breite: 85 mm

Standardöler 500 ml, St, rot
EWKP, Flexrohr transparent (01 130)
Länge Flexrohr: 210 mm
Höhe: 150 mm
Grundfläche
Länge: 145 mm / Breite: 85 mm

Technische Daten
Werkstoff Behälter: Stahl
Farbe Behälter: rot, RAL 3000
Werkstoff Pumpwerk: Polyethylen

Spezifikation
• ergonomische Bauform 
• einfach wirkende Kunststoffpumpe 
• robustes Pumpwerk ermöglicht 

dosierte Tropfenabgabe 
• alle Ventilsätze sind als Kugelventile 

ausgeführt 
• hohe Oberflächenqualität, 

Lackierung mittels umweltfreund-
lichem Wasserlack 

• mit EAN-Code

Technische Daten
Werkstoff Behälter: Stahl
Farbe Behälter: rot, RAL 3000
Werkstoff Pumpwerk: Polyethylen

Spezifikation
• ergonomische Bauform 
• einfach wirkende Kunststoffpumpe 
• robustes Pumpwerk ermöglicht 

dosierte Tropfenabgabe 
• alle Ventilsätze sind als Kugelventile 

ausgeführt 
• hohe Oberflächenqualität, Lackierung 

mittels umweltfreundlichem Wasser-
lack 

• mit EAN-Code

05 121

05 122

05 133

05 134

05 135

Artikel-Nr.

05 121

EINFACH WIRKENDE KUNSTSTOFFPUMPE UND FLEXROHR

05 134
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Technische Daten
Werkstoff Behälter: Stahl
Farbe Behälter: rot, RAL 3000
Werkstoff Pumpwerk: Polyethylen
Werkstoff Spritzrohr: Aluminium

Spezifikation
• ergonomische Bauform 
• einfach wirkende Kunststoffpumpe 
• robustes Pumpwerk ermöglicht 

dosierte Tropfenabgabe 
• alle Ventilsätze sind als Kugelventile 

ausgeführt 
• hohe Oberflächenqualität, 

Lackierung mittels umweltfreund-
lichem Wasserlack 

• abgewinkelte Spritzrohrverbindung 
ermöglicht das Ölen an schwer 
zugänglichen Stellen. 

• Flexrohr transparent 
• mit EAN-Code

Standardöler 125 ml, St, rot
EWKP, Flexrohr und Spritzrohr
Länge Flexrohr: 150 mm
Länge Spritzrohr: 105 mm
Höhe: 110 mm
Grundfläche
Länge: 90 mm / Breite: 50 mm

Standardöler 175 ml, St, rot
EWKP, Flexrohr und Spritzrohr
Länge Flexrohr: 150 mm
Länge Spritzrohr: 105 mm
Höhe: 130 mm
Grundfläche
Länge: 90 mm / Breite: 50 mm

Standardöler 250 ml, St, rot
EWKP, Flexrohr und Spritzrohr
Länge Flexrohr: 210 mm
Länge Spritzrohr: 135 mm
Höhe: 110 mm
Grundfläche
Länge: 135 mm / Breite: 70 mm

Standardöler 500 ml, St, rot
EWKP, Flexrohr und Spritzrohr
Länge Flexrohr: 210 mm
Länge Spritzrohr: 135 mm
Höhe: 150 mm
Grundfläche
Länge: 145 mm / Breite: 85 mm

05 111 950

05 112 950

05 133 950

05 135 950

Artikel-Nr.

05 111 950

EINFACH WIRKENDE KUNSTSTOFFPUMPE, STARRES ROHR UND FLEXROHR
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Standardöler 250 ml, St, blau,
EWMP, Flexrohr und Spritzrohr
Höhe: 110 mm
Grundfläche
Länge: 135 mm / Breite: 70 mm

Standardöler 350 ml, St, blau,
EWMP, Flexrohr und Spritzrohr
Höhe: 120 mm
Grundfläche
Länge: 145 mm / Breite: 85 mm

Standardöler 500 ml, St, blau,
EWMP, Flexrohr und Spritzrohr
Höhe: 150 mm
Grundfläche
Länge: 145 mm / Breite: 85 mm

Standardöler 750 ml, St, blau,
EWMP, Flexrohr und Spritzrohr
Höhe: 200 mm
Grundfläche
Länge: 150 mm / Breite: 100 mm

Standardöler 350 ml, St, blau,
EWMP, Pinselaufsatz (05 070) 
Länge Spritzrohr 
mit Pinselaufsatz: 135 mm
Höhe: 120 mm
Grundfläche
Länge: 145 mm / Breite: 85 mm

Technische Daten
Werkstoff Behälter: Stahl
Farbe Behälter: blau, RAL 5010
Werkstoff Pumpwerk: Messing
Länge Spritzrohr: 135 mm
Werkstoff Spritzrohr: Aluminium
Länge Flexrohr: 210 mm

Spezifikation
• ergonomische Bauform 
• einfach wirkende Messingpumpe 
• robustes Pumpwerk ermöglicht 

dosierte Tropfenabgabe 
• alle Ventilsätze sind als Kugelventile 

ausgeführt 
• hohe Oberflächenqualität, Lackierung

mittels umweltfreundlichem Wasser-
lack 

• abgewinkelte Spritzrohrverbindung 
ermöglicht das Ölen an schwer 
zugänglichen Stellen 

• Flexrohr transparent 
• mit EAN-Code

Technische Daten
Werkstoff Behälter: Stahl
Farbe Behälter: blau, RAL 5010
Werkstoff Pumpwerk: Messing
Werkstoff Spritzrohr: Aluminium
Pinselqualität: Naturborsten

Spezifikation
• ergonomische Bauform 
• zum Auftragen eines flächigen und 

gleichmäßigen Schmierfilms
• einfach wirkende Messingpumpe 
• robustes Pumpwerk ermöglicht 

dosierte Tropfenabgabe 
• alle Ventilsätze sind als Kugelventile 

ausgeführt 
• hohe Oberflächenqualität, Lackierung 

mittels umweltfreundlichem Wasser-
lack 

• abgewinkelte Spritzrohrverbindung 
mit Pinselaufsatz ermöglicht das Ölen 
an schwer zugänglichen Stellen 

• mit EAN-Code

05 223

05 224

05 225

05 226

05 224 001

Artikel-Nr.

EINFACH WIRKENDE MESSINGPUMPE, STARRES ROHR UND FLEXROHR

05 223

05 226

05 224 001

EINFACH WIRKENDE MESSINGPUMPE UND SPRITZROHR 
MIT PINSELAUFSATZ
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Spritzrohr Alu, gebogen,
105 mm

Spritzrohr Alu, gebogen,
135 mm

Spritzrohr Alu, gebogen,
165 mm

Flexrohr transparent,
210 mm

Flexrohr transparent,
150 mm

Spritzrohr mit Zerstäuberdüse,
115 mm, zur mikrofeinen 
Zerstäubung dünnflüssiger Öle und
selbstschmierender nicht aggressiver
Medien

Spritzrohr mit Pinselaufsatz,
135 mm, zum Auftragen eines
flächigen und gleichmäßigen
Schmierfilms

01 070

01 071

00 220

01 130

01 136

05 069

05 070

Artikel-Nr.

01 070

05 069 05 070

01 130

ERSATZROHRE UND ZUBEHÖR
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Öler 20 ml, PE, transparent
Höhe: 115 mm
Grundfläche
Länge: 50 mm / Breite: 18 mm

Öler 50 ml, PE, transparent
Höhe: 120 mm
Grundfläche
Länge: 50 mm / Breite: 24 mm

Öler 125 ml, PE, transparent
Höhe: 175 mm
Grundfläche
Durchmesser: 45 mm
mit EAN-Code

Öler 250 ml, PE, transparent
Höhe: 200 mm
Grundfläche
Durchmesser: 60 mm
mit EAN-Code

Öler 500 ml, PE, transparent
Höhe: 245 mm
Grundfläche
Durchmesser: 70 mm
mit EAN-Code

Öler 60 ml, PE, transparent
Höhe: 120 mm
Grundfläche
Länge: 50 mm / Breite: 27 mm
mit EAN-Code

Öler 100 ml, PE, transparent
Höhe: 160 mm
Grundfläche
Länge: 65 mm / Breite: 27 mm

Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent

Spezifikation
• öl-, benzin-, säurebeständig 
• Kunststoffspritzrohr mit Verschluss-

kappe 
• standfest 
• hohe Oberflächenqualität 

06 061

06 062

06 064

06 065

06 066

06 068

06 122

Artikel-Nr.

ÖLER AUS POLYETHYLEN

06 061

06 064

06 068

06 122

06 062
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Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent
Werkstoff Spritzrohr: Messing

Spezifikation
• öl-, benzin-, säurebeständig 
• Messingspritzrohr mit Drehverschluss 

an der Spitze 
• standfest 
• hohe Oberflächenqualität 
• mit EAN-Code

Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent
Werkstoff Breitdüse: Polyethylen 

Spezifikation
• öl-, benzin-, säurebeständig 
• Breitdüse (4 Leimspendedüsen) 
• standfest 
• hohe Oberflächenqualität 
• mit EAN-Code

Werkzeugtaschenöler 50 ml, PE,
transparent, Messing-Spritzrohr
Länge Spritzrohr: 48 mm
Höhe: 130 mm
Grundfläche
Länge: 40 mm / Breite: 20 mm

Öler 125 ml, PE, transparent,
Messing-Spritzrohr, ausziehbar
Länge Spritzrohr: von 36 mm - 115 mm
Höhe: 160 mm
Grundfläche
Durchmesser: 45 mm

Öler 250 ml, PE, transparent,
Messing-Spritzrohr, ausziehbar
Länge Spritzrohr: von 36 mm - 145 mm
Höhe: 185 mm
Grundfläche
Durchmesser: 60 mm

Öler 500 ml, PE, transparent,
Messing-Spritzrohr, ausziehbar
Länge Spritzrohr: von 36 mm - 180 mm
Höhe: 230 mm
Grundfläche
Durchmesser: 70 mm

Leimflasche 125 ml, PE,
transparent, mit Breitdüse
Höhe: 140 mm
Grundfläche
Durchmesser: 45 mm

Leimflasche 250 ml, PE,
transparent, mit Breitdüse
Höhe: 165 mm
Grundfläche
Durchmesser: 60 mm

Leimflasche 500 ml, PE,
transparent, mit Breitdüse
Höhe: 210 mm
Grundfläche
Durchmesser: 70 mm

06 863

06 864

06 865

06 866

06 964

06 965

06 966

Artikel-Nr.

06 863

06 864

06 964

LEIMFLASCHEN AUS POLYETHYLEN
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Spritzflasche 500 ml, PE,
transparent, PE-Spritzrohr, ausziehbar
Länge Spritzrohr: 115 - 260 mm
Höhe: 310 mm
Grundfläche
Durchmesser: 70 mm

Haushaltszerstäuber 750 ml, PE 
für wasserlösliche nicht aggressive 
Medien
Farbe Behälter: orange
Höhe: 280 mm
Grundfläche 
Durchmesser: 100 mm

Haushaltszerstäuber 750 ml, PE 
für den Haushalt, Wasser und 
destilliertes Wasser
Farbe Behälter: weiß, transparent
Höhe: 280 mm
Grundfläche 
Durchmesser: 100 mm

Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent
Werkstoff Spritzrohr: Polyethylen

Spezifikation
• Labor- und Dosierflasche 
• geeignet zum Befüllen von 

Autobatterien 
• öl-, benzin-, säurebeständig 
• abgewinkeltes Polyethylenspritzrohr 

mit feiner Spenderdüse 
• standfest 
• hohe Oberflächenqualität 
• mit EAN-Code

Technische Daten
Werkstoff Behälter: Polyethylen

Spezifikation
• aufgeschraubter Pumpzerstäuber 
• Zerstäuberkopf mit verstellbarer und 

schließbarer Kunststoffdüse 
• standfeste konische Flaschenform 
• mit EAN-Code

06 766

06 266

06 266 820

Artikel-Nr.

SPRITZFLASCHE AUS POLYETHYLEN

06 766

06 266

06 266 820

HAUSHALTSZERSTÄUBER
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Technische Daten
Hubvolumen 
Pumpwerk: 1 ml/hub
Länge Spritzrohr
mit Zerstäuderdüse: 115 mm
Werkstoff Spritzrohr: Aluminium

Spezifikation
• die Alternative zu Spraydosen mit 

Treibgas 
• mikrofeine Zerstäubung dünnflüssiger 

Öle und selbstschmierender nicht 
aggressiver Medien 

• schlagfest und robust 
• ergonomische Bauform 
• doppelt wirkende Messingpumpe 
• durch kugelgelagerte und schwer-

kraftgeführte Ansauglanze nahezu 
vollständige Behälterentleerung 

• Pumpwerk ermöglicht dosierte 
Tropfenabgabe 

• alle Ventilsätze sind als Kugelventile
ausgeführt 

• Verschlussmechanismus mit Tropfen-
auffangschale 

• hohe Oberflächenqualität 
• mit EAN-Code

Industrieöler 300 ml, ZDG,
DWMP, Zerstäuberdüse (05 069)
Werkstoff Behälter: Zinkdruckguss 
Z 410, DIN 1743
Lackierung Behälter: grau metallic
Höhe: 270 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

Werkstattöler 300 ml, PE, weiß
DWMP, Zerstäuberdüse (05 069)
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent
Höhe: 270 mm
Grundfläche
Länge: 125 mm / Breite: 70 mm

03 903 867

04 903 867

Artikel-Nr.

WERKSTATTZERSTÄUBER

03 903 867

04 903 867
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Spritzrohr mit Zerstäuberdüse
115 mm

Zerstäuberkopf
für 06 267, 06 267 820

Zerstäuberkopf
für 06 266

Zerstäuberkopf
für 06 267 956

Zerstäuberkopf
für 06 266 820

Zerstäuberkopf
für 06 142

Pumpzerstäuber 100 ml, PE 
Farbe Behälter: weiß, transparent
Höhe: 145 mm
Grundfläche
Länge: 65 mm / Breite: 27 mm

Spezifikation
• zur mikrofeinen Zerstäubung

dünnflüssiger Öle und 
selbstschmierender nicht
aggressiver Medien

Technische Daten
Werkstoff Behälter: Polyethylen

Spezifikation
• besonders geeignet für Rostlöser und 

dünnflüssige selbstschmierende 
Medien 

• aufgeschraubter Pumpzerstäuber 

05 069

00 258

00 291

06 100

06 101

00 956

06 142

Artikel-Nr.
ZUBEHÖR UND ERSATZTEILE FÜR HAUSHALTS- UND
WERKSTATTZERSTÄUBER

05 069

06 101 00 956

00 258

INDUSTRIEZERSTÄUBER

06 142
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Technische Daten
Werkstoff Behälter: Polyethylen

Spezifikation
• geeignet für verschiedene 

Chemikalien, z.B. Wasch-, Lösungs-
und Reinigungsmittel 

• nicht geeignet für Azeton, Glykol,
Ammoniak, Bremsreiniger und
Säuren, z.B. Ameisen- und
Essigsäure

• aufgeschraubter Pumpzerstäuber 
• Zerstäuberkopf mit verstellbarer und 

schließbarer Düse 
• standfeste konische Flaschenform 
• mit EAN-Code

Industriezerstäuber 750 ml, PE 
mit Kunststoffdüse
Farbe Behälter: orange
Höhe: 290 mm
Grundfläche
Durchmesser: 100 mm

Industriezerstäuber 750 ml, PE 
mit Kunststoffdüse
Farbe Behälter: weiß, transparent
Höhe: 290 mm
Grundfläche
Durchmesser: 100 mm

Industriezerstäuber 750 ml, PE 
mit Messingdüse
Farbe Behälter: orange
Höhe: 290 mm
Grundfläche
Durchmesser: 100 mm

06 267

06 267 820

06 267 956

Artikel-Nr.

06 267

06 267 820
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POMPAxx Industriezerstäuber
1000 ml, PE, weiß, transparent
Höhe: 285 mm
Grundfläche
Länge: 220 mm / Breite: 125 mm

POMPAxx Industriezerstäuber
2 l, PE, Spritzrohr
Höhe: 300 mm
Grundfläche
Länge: 260 mm / Breite: 125 mm

POMPAxx Industriezerstäuber
5 l, PE, Sprühlanze,
Verbindungsschlauch 1,2 m,
in verkaufsförderndem Schaukarton
Höhe: 520 mm
Grundfläche
Länge: 200 mm / Breite: 200 mm

POMPAxx Industriezerstäuber
10 l, PE, Sprühlanze,
Verbindungsschlauch 1,2 m,
in verkaufsförderndem Schaukarton
Höhe: 570 mm
Grundfläche
Länge: 220 mm / Breite: 220 mm

Technische Daten
Werkstoff Behälter: Polyethylen

Spezifikation
• für verschiedene Chemikalien, 

z.B. Wasch-, Lösungs- und 
Reinigungsmittel

• nicht geeignet für Azeton, Glykol,
Ammoniak, Bremsreiniger und
Säuren, z.B. Ameisen- und
Essigsäure

• manueller Druckaufbau 
• Zerstäuberkopf mit verstellbarer und 

schließbarer Messingdüse 
• standfeste konische Flaschenform 
• mit EAN-Code

Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent

Spezifikation
• empfohlen für die Einsatzbereiche 

Reinigung und Desinfektion, 
Maschinen- und Fahrzeugreinigung 
und zum Versprühen von Schalöl, 
soweit die eingesetzten Dichtungen 
gegen diese Medien beständig sind

• nicht geeignet für Azeton, Glykol, 
Ammoniak, Bremsenreiniger und
Säuren, z.B. Ameisen- und Essigsäure 

• Dichtungen aus Viton®
• manueller Druckaufbau 
• Sicherheitsventil 
• Zerstäuberkopf mit verstellbarer und 

schließbarer Messingdüse 
• formstabil bis 10 bar, UV-beständig 
• standfeste konische Flaschenform 
• mit EAN-Code

06 178

06 902

06 905

06 910

Artikel-Nr.

POMPAXX INDUSTRIEZERSTÄUBER

06 178

06 902

06 905
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Dichtungssatz
Ersatzteil für 06 902
Dichtungen aus Viton®

Düsenrohr
Ersatzteil für 06 902

Pumpe
Ersatzteil für 06 902

Dichtungssatz
Ersatzteil für 06 905, 06 910
Dichtungssatz aus Viton®

Tragriemen
Ersatzteil für 06 905, 06 906, 06 910

Pumpe
Ersatzteil für 06 905, 06 910

Düse 60°, Flachstrahl
Ersatzteil für 06 905, 06 910

Dreifachdüse
Zubehör für 06 905, 06 910

Sprühlanze
Ersatzteil für 06 905, 06 910

06 931

06 932

06 933

06 934

06 935

06 936

06 937

06 938

06 939

Artikel-Nr.

ZUBEHÖR UND ERSATZTEILE FÜR POMPAXX INDUSTRIEZERSTÄUBER

06 931

06 932

06 933

06 934

06 935

06 936

06 939

06 938

06 937
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POMPAxx Standardzerstäuber
2 l, PE, Spritzrohr
Höhe: 300 mm
Grundfläche
Länge: 260 mm / Breite: 125 mm

POMPAxx Standardzerstäuber
5 l, PE, Sprühlanze,
Verbindungsschlauch 1,2 m,
in verkaufsförderndem Schaukarton
Höhe: 520 mm
Grundfläche
Länge: 200 mm / Breite: 200 mm

Dichtungssatz NBR
Ersatzteil für (06 903)
Dichtungssatz aus Perbunan

Düsenrohr
Ersatzteil für (06 903)

Pumpe
Ersatzteil für (06 903)

Dichtungssatz NBR
Ersatzteil für (06 906)
Dichtungssatz aus Perbunan

Technische Daten
Werkstoff Behälter: Polyethylen
Farbe Behälter: weiß, transparent

Spezifikation
• empfohlen für die Einsatzbereiche 

Pflanzenschutzmittel, Dünge- und 
Schädlingsbekämpfungsmittel auf 
Wasserbasis, soweit die eingesetzten 
Dichtungen gegen diese Medien 
beständig sind

• Dichtungen aus Perbunan 
• manueller Druckaufbau 
• Sicherheitsventil 
• Zerstäuberkopf mit verstellbarer und 

schließbarer Kunststoffdüse 
• formstabil bis 10 bar, UV-beständig
• standfeste Flaschenform 
• mit EAN-Code

06 903

06 906

06 951

06 952

06 953

06 954

Artikel-Nr.

POMPAXX STANDARDZERSTÄUBER

06 903

06 906

06 951

06 952

06 954

06 953

ZUBEHÖR UND ERSATZTEILE FÜR POMPAXX STANDARDZERSTÄUBER
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Tragriemen
Ersatzteil für (06 905), (06 906),
(06 910)

Pumpe
Ersatzteil für (06 906)

Düse 60°, Flachstrahl
Ersatzteil für (06 906)

Dreifachdüse
Zubehör für (06 906)

Sprühlanze
Ersatzteil für (06 906)

Überdruckventil
Ersatzteil für (06 905), (06 906),
(06 910)

Schlauch
Ersatzteil für (06 905), (06 906),
(06 910)

06 935

06 956

06 957

06 958

06 959

06 960

06 961

Artikel-Nr.

06 959

06 958

06 957

06 956

06 935

06 960

06 961
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Trichter aus Weißblech
Ø 160 mm, Inhalt 1,3 l
Höhe: 220 mm
Grundfläche
Länge: 205 mm / Breite: 160 mm

Trichter aus Weißblech
Ø 200 mm, Inhalt 3,2 l
Höhe: 280 mm
Grundfläche
Länge: 240 mm / Breite: 210 mm

Trichter aus VSTB
Ø 160 mm, Inhalt 1,3 l
Höhe: 220 mm
Grundfläche
Länge: 205 mm / Breite: 160 mm

Trichter aus VSTB
Ø 200 mm, Inhalt 3,2 l
Höhe: 280 mm
Grundfläche
Länge: 240 mm / Breite: 210 mm

Technische Daten
Werkstoff: Weißblech 
Durchmesser- 
Auslauf a: 22 mm

Spezifikation
• für den besonderen Einsatz in

Industrie und Werkstatt 
• hoher Überlaufrand bewirkt 

Spritzschutz 
• ergonomischer und sicherer Handgriff
• auswechselbares Feinsieb aus 

Messing 
• Luftnuten zum Entlüften 
• hohe Durchlaufmenge 
• Sicherheitsauslauf aus Polyethylen 
• Oberfläche konserviert 
• mit EAN-Code

Technische Daten
Werkstoff: Stahlblech verzinkt
Durchmesser- 
Auslauf a: 22 mm

Spezifikation
• für den besonderen Einsatz in

Industrie und Werkstatt 
• hoher Überlaufrand bewirkt

Spritzschutz 
• ergonomischer und sicherer Handgriff
• auswechselbares Feinsieb aus 

Messing 
• Luftnuten zum Entlüften 
• hohe Durchlaufmenge 
• Sicherheitsauslauf aus Polyethylen 
• mit EAN-Code 

02 342

02 344

02 352

02 354

Artikel-Nr.

TRICHTER AUS WEIßBLECH, AUSLAUF GERADE

TRICHTER AUS VERZINKTEM STAHLBLECH, 
AUSLAUF GERADE

02 342

02 344

02 352

02 354
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Technische Daten
Farbe : orange
Werkstoff: Polyethylen

Spezifikation
• öl-, benzin- und säurebeständig 
• gerader Auslauf mit Entlüftungsrippen
• mit Grifflasche und integrierter 

Aufhängeöse 
• mit EAN-Code 

Trichter aus PE
Ø 50 mm, Inhalt 0,05 l
Durchmesser-Auslauf a: 8,5 mm
Höhe: 80 mm
Grundfläche
Länge: 65 mm / Breite: 55 mm

Trichter aus PE
Ø 75 mm, Inhalt 0,09 l
Durchmesser-Auslauf a: 9 mm
Höhe: 110 mm
Grundfläche
Länge: 85 mm / Breite: 75 mm

Trichter aus PE
Ø 100 mm, Inhalt 0,25 l
Durchmesser-Auslauf a: 10 mm
Höhe: 130 mm
Grundfläche
Länge: 110 mm / Breite: 100 mm

Trichter aus PE
Ø 120 mm, Inhalt 0,27 l
Durchmesser-Auslauf a: 15 mm
Höhe: 160 mm
Grundfläche
Länge: 135 mm / Breite: 120 mm

Trichter aus PE
Ø 150 mm, Inhalt 0,7 l
Durchmesser-Auslauf a: 15 mm
Höhe: 180 mm
Grundfläche
Länge: 190 mm / Breite: 150 mm

02 361

02 362

02 363

02 364

02 365

Artikel-Nr.

TRICHTER AUS POLYETHYLEN, AUSLAUF GERADE

02 361

02 362

02 364

02 365
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Trichter aus PE
Ø 200 mm, Inhalt 2,9 l
Höhe: 220 mm
Grundfläche
Länge: 240 mm / Breite: 210 mm

Trichter aus PE
Ø 200 mm, Inhalt 2,9 l,
auswechselbares Feinsieb aus Messing
Höhe: 220 mm
Grundfläche
Länge: 240 mm / Breite: 210 mm

Trichter aus PE
Ø 250 mm, Inhalt 3,2 l
Höhe: 255 mm
Grundfläche
Länge: 285 mm / Breite: 255 mm

Trichter aus PE
Ø 250 mm, Inhalt 3,2 l,
auswechselbares Feinsieb aus Messing
Höhe: 255 mm
Grundfläche
Länge: 285 mm / Breite: 255 mm

Trichter aus PE
Ø 160 mm, Inhalt 1,2 l
Höhe: 205 mm
Grundfläche
Länge: 200 mm / Breite: 160 mm

Technische Daten
Farbe: orange
Durchmesser- 
Auslauf a:  24,5 mm

Spezifikation
• öl-, benzin- und säurebeständig 
• hoher Überlaufrand bewirkt

Spritzschutz 
• gerader Auslauf mit Entlüftungsrippen
• mit Grifflasche und integrierter 

Aufhängeöse 
• hohe Durchlaufmenge 
• mit EAN-Code

Technische Daten
Farbe: orange
Durchmesser- 
Auslauf a:  27 mm

Spezifikation
• öl-, benzin- und säurebeständig 
• hoher Überlaufrand bewirkt

Spritzschutz 
• gerader Auslauf mit Entlüftungsrippen
• mit Grifflasche und integrierter 

Aufhängeöse 
• hohe Durchlaufmenge 
• mit EAN-Code

Technische Daten
Farbe: orange
Durchmesser- 
Auslauf a:  21,5 mm

Spezifikation
• für den besonderen Einsatz in 

Industrie und Werkstatt
• öl-, benzin- und säurebeständig 
• hoher Überlaufrand bewirkt 

Spritzschutz 
• ergonomischer und sicherer Handgriff 
• auswechselbares Feinsieb aus 

Messing 
• Luftnuten zum Entlüften 
• hohe Durchlaufmenge 
• Sicherheitsauslauf aus Polyethylen 
• mit EAN-Code

02 366

02 366 017

02 367

02 367 020

02 372

Artikel-Nr.

TRICHTER AUS POLYETHYLEN, AUSLAUF GERADE

02 366

02 367 020

02 372
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Technische Daten
Farbe: weiß, transparent
Durchmesser- 
Auslauf a:  31 mm

Spezifikation
• öl-, benzin- und säurebeständig 
• hoher Überlaufrand bewirkt

Spritzschutz 
• gerader Auslauf 
• hohe Durchlaufmenge 
• mit EAN-Code

Technische Daten
Farbe: grau
Werkstoff: Polyethylen
Durchmesser- 
Auslauf a:  30 mm

Spezifikation
• öl-, benzin- und säurebeständig 
• hoher Überlaufrand bewirkt

Spritzschutz 
• auswechselbares Messing-Feinsieb
• gerader Auslauf 
• hohe Durchlaufmenge 
• mit EAN-Code

Technische Daten
Material: Messing
Durchmesser: 65,7 mm

Trichter aus PP
Ø 350 mm, Inhalt 10 l
Höhe: 435 mm
Grundfläche
Durchmesser: 355 mm

Traktor-Trichter aus PE, grau
280 x 190 (rechteckig), 4 l
Höhe: 300 mm
Grundfläche
Länge: 280 mm / Breite: 190 mm

Messing-Feinsieb
Ersatzteil für 02 370

02 369

02 370

02 371

Artikel-Nr.

TRICHTER AUS POLYPROPYLEN, AUSLAUF GERADE

02 369

02 370

02 371

TRAKTOR-TRICHTER AUS POLYETHYLEN
UND ERSATZTEIL
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Öldosen-Trichter aus PE
Ø 120 mm, Inhalt 1 l
Höhe: 160 mm
Grundfläche
Länge: 150 mm / Breite: 120 mm

Trichtersatz aus PE
Ø 50, 75, 100, 120 mm
0,05 l, 0,09 l, 0,25 l, 0,27 l
Höhe: 160 mm
Grundfläche
Länge: 135 mm / Breite: 120 mm

Trichtersatz aus PE
Ø 50, 75, 100, 120, 150 mm
0,05 l, 0,09 l, 0,25 l, 0,27 l, 0,7 l
Höhe: 180 mm
Grundfläche
Länge: 190 mm / Breite: 150 mm

Trichtersatz aus PE
Ø 50, 75, 100, 120, 150, 160 mm,
0,05 l, 0,09 l, 0,25 l, 0,27 l, 0,7 l, 1,2 l
Trichter Ø 160 mm mit heraus-
nehmbarem Messingsieb
Höhe: 205 mm
Grundfläche
Länge: 200 mm / Breite: 160 mm

Technische Daten
Farbe: orange
Werkstoff: Polyethylen
Durchmesser- 
Auslauf a:  27 mm

Spezifikation
• öl-, benzin- und säurebeständig 
• Füllstutzen passt in den Einfüllstutzen 

eines Motors 
• Grifflasche mit Spitze zum Öffnen 

der Dichtfolie von Öldosen 
• mit EAN-Code

Technische Daten
Farbe: orange
Werkstoff: Polyethylen

Spezifikation
• öl-, benzin- und säurebeständig 
• Grifflasche für den bequemen 

Gebrauch 
• vielseitige Anwendungsmöglichkeiten
• mit EAN-Code

02 671

02 360

02 360 954

02 372 043

Artikel-Nr.

ÖLDOSEN-TRICHTER AUS POLYETHYLEN

02 671d

02 360

02 372 043

TRICHTERSÄTZE AUS POLYETHYLEN
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Technische Daten
Anschluss: G 2" a 

Fassverschraubung
Farbe Trichter: rot
Farbe Deckel: schwarz

Spezifikation
• zur Altöl- und Chemiekalien-

entsorgung 
• passend für handelsübliche 60 l 

oder 200 l Fässer 
• absperrbarer Deckel 
• hohe Durchlaufmenge

Technische Daten
Anschluss: Ø 60 mm, Rund-

gewinde innen
Farbe Trichter: rot
Farbe Deckel: schwarz

Spezifikation
• zur Altöl- und Chemiekalien-

entsorgung 
• für Kunststoffgebinde
• absperrbarer Deckel 
• hohe Durchlaufmenge 

Technische Daten
Länge Auslauf: 330 mm
Farbe: orange
Durchmesser Aus-
lauf zweistufig a: 13 oder 19 mm

Spezifikation
• für den besonderen Einsatz in 

Industrie und Werkstatt 
• öl-, benzin- und säurebeständig 
• passend für Treibstofföffnungen bei 

PKW mit Katalysator und anderen 
Einfüllöffnungen mit geringem 
Durchmesser 

• mit zweistufigem Flexauslauf 
(abtrennbar) 

• hoher Überlaufrand bewirkt 
Spritzschutz

• mit sicherem Handgriff 
• mit EAN-Code

Trichter aus PE
Ø 250 mm, Inhalt 3,2 l
Höhe: 210 mm
Grundfläche
Länge: 320 mm / Breite: 265 mm

Trichter aus PE
Ø 250 mm, Inhalt 3,2 l
Höhe: 210 mm
Grundfläche
Länge: 320 mm / Breite: 265 mm

Trichter aus PE
Ø 160, Inhalt 1,2 l
Höhe: 470 mm
Grundfläche
Länge: 195 mm / Breite: 160 mm

02 568

02 569

02 662

Artikel-Nr.
TRICHTER ZUR ALTÖL- UND CHEMIKALIEN-
ENTSORGUNG AUS POLYETHYLEN

02 568

02 569

02 662

TRICHTER AUS POLYETHYLEN MIT FLEXAUSLAUF 
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Trichter aus PE mit FLA
Ø 150 mm, Inhalt 0,7 l
Höhe: 490 mm
Grundfläche
Länge: 185 mm / Breite: 160 mm

Katalysator-Trichter aus PE
Ø 160 mm, Inhalt 1,2 l
Höhe: 470 mm
Grundfläche
Länge: 195 mm / Breite: 160 mm

Technische Daten
Werkstoff: Polyethylen
Farbe: orange
Durchmesser- 
Auslauf a:  17 mm
Länge Auslauf: 330 mm

Spezifikation
• für den besonderen Einsatz in 

Industrie und Werkstatt 
• öl-, benzin- und säurebeständig 
• mit flexiblem, abtrennbaren Auslauf 
• mit Grifflasche und integrierter 

Aufhängeöse 
• mit EAN-Code

Technische Daten
Werkstoff: Polyethylen
Farbe: orange
Durchmesser Aus-
lauf zweistufig a: 13 oder 19 mm
Länge Auslauf: 330 mm

Spezifikation
• für den besonderen Einsatz in 

Industrie und Werkstatt 
• öl-, benzin- und säurebeständig 
• passend für Treibstofföffnungen bei 

PKW mit Katalysator und anderen 
Einfüllöffnungen mit geringem 
Durchmesser 

• mit zweistufigem Flexauslauf 
(abtrennbar) 

• mit auswechselbarem Messing-
Feinsieb

• hoher Überlaufrand bewirkt 
Spritzschutz

• mit sicherem Handgriff 
• mit EAN-Code

02 665

02 674

Artikel-Nr.

TRICHTER AUS POLYETHYLEN MIT FLEXAUSLAUF 

02 665

02 674
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Technische Daten
Werkstoff: Polyethylen
Farbe: orange

Spezifikation
• für den besonderen Einsatz in 

Industrie und Werkstatt 
• öl-, benzin- und säurebeständig 
• mit auswechselbarem Messing-

Feinsieb 
• hoher Überlaufrand bewirkt

Spritzschutz
• mit EAN-Code

Technische Daten
Werkstoff: Weißblech
Werkstoff Auslauf: Metall
Durchmesser- 
Auslauf a: 18 mm
Länge Auslaufrohr: 300 mm

Spezifikation
• für den besonderen Einsatz in 

Industrie und Werkstatt 
• öl-, benzin- und säurebeständig 
• flexibler Metallauslauf (abnehmbar),

Sicherheitsauslauf aus PE 
• mit auswechselbarem Messing-

Feinsieb 
• hoher Überlaufrand bewirkt

Spritzschutz
• Oberfläche konserviert 
• im Polybeutel verpackt 
• mit EAN-Code

Kombitrichter aus PE mit WAL
Ø 160 mm, Inhalt 1,2 l
Winkelrohr, Sicherheitsauslauf aus PE
Durchmesser-Auslauf a: 20 mm
Länge Auslauf ab Mitte Trichter: 200 mm
Höhe: 260 mm
Grundfläche
Länge: 195 mm / Breite: 160 mm

Kombitrichter aus PE mit FLMA
Ø 160 mm, Inhalt 1,2 l
flexibler Metallauslauf (abnehmbar),
Sicherheitsauslauf aus PE, 
Durchmesser-Auslauf a: 18 mm
Länge Metallauslauf: 300 mm
im Polybeutel verpackt
Höhe: 160 mm
Grundfläche
Länge: 250 mm / Breite: 230 mm

Kombitrichter aus Weißblech
FLMA , Ø 160 mm, Inhalt 1,3 l
Höhe: 165 mm
Grundfläche
Länge: 225 mm / Breite: 200 mm

Kombitrichter aus Weißblech
FLMA , Ø 200 mm, Inhalt 3,2 l
Höhe: 200 mm
Grundfläche
Länge: 285 mm / Breite: 250 mm

02 562

02 675

02 645

02 344 950

Artikel-Nr.
KOMBITRICHTER AUS POLYETHYLEN ODER 
WEIßBLECH

02 562

d

02 675

02 645

02 344 950
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Flexibles Auslaufrohr aus PE
für Trichter aus Polyethylen

Messing-Feinsieb

Messing-Feinsieb
Ersatzteil für 02 370

Flexibles Auslaufrohr
aus Metall

Technische Daten
Durchmesser Aus-
lauf zweistufig a: 13 oder 19 mm
Länge Auslaufrohr: 330 mm
Farbe: orange
Durchmesser: 45 mm

Spezifikation
• für den besonderen Einsatz in 

Industrie und Werkstatt 
• öl-, benzin- und säurebeständig 
• zweistufig 
• für (02 372), (02 662), (02 674)

Technische Daten
Werkstoff: Messing
Durchmesser: 58 mm

Spezifikation
• für Trichter aus Metall und 

Polyethylen (02 342), (02 344), 
(02 352), (02 354), (02 366),
(02 367), (02 372), (02 562),
(02 645), (02 662), (02 674),
(02 675) und Varianten 
dieser Artikel

Technische Daten
Material: Messing
Durchmesser: 65,7 mm

Technische Daten
Werkstoff: Metall
Durchmesser- 
Auslauf a:  18 mm
Länge Auslaufrohr: 300 mm
Durchmesser: 40 mm

Spezifikation
• für den besonderen Einsatz in 

Industrie und Werkstatt
• öl-, benzin- und säurebeständig 
• für Trichter aus Metall und 

Polyethylen (02 342), (02 344), 
(02 344 950), (02 352), (02 354), 
(02 372), (02 645), (02 675)

00 238

01 172

02 371

02 640

Artikel-Nr.

ZUBEHÖR UND ERSATZTEILE FÜR TRICHTER

00 238

d

01 172

02 640

02 371
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Messbecher aus PP
0,25 l, transparent
Skaleneinteilung: 5 ml
Höhe: 120 mm
Grundfläche
Länge: 111 mm / Breite: 75 mm

Messbecher aus PP
0,5 l, transparent
Skaleneinteilung: 10 ml
Höhe: 135 mm
Grundfläche
Länge: 145 mm / Breite: 100 mm

Messbecher aus PP
0,5 l, transparent
Skaleneinteilung 1: 10 ml
Skaleneinteilung 2: 
Prozentskale für Mischverhältnis
2%, 3%, 5%, 8%
Höhe: 135 mm
Grundfläche
Länge: 145 mm / Breite: 100 mm

Messbecher aus PP
1 l, transparent
Skaleneinteilung: 10 ml
Höhe: 170 mm
Grundfläche
Länge: 180 mm / Breite: 125 mm

Messbecher aus PP
2 l, transparent
Skaleneinteilung: 20 ml
Höhe: 215 mm
Grundfläche
Länge: 210 mm / Breite: 150 mm

Messbecher aus PP
3 l, transparent
Skaleneinteilung: 50 ml
Höhe: 240 mm
Grundfläche
Länge: 235 mm / Breite: 170 mm

Messbecher aus PP
5 l, transparent
Skaleneinteilung: 100 ml
Höhe: 270 mm
Grundfläche
Länge: 290 mm / Breite: 215 mm

Technische Daten
Werkstoff: Polypropylen
Farbe Behälter: transparent
Einsatzbereich: -10 °C bis max. 

+120 °C

Spezifikation
• öl- und säurebeständig 
• lebensmittelecht 
• Skala eingefärbt und erhaben
• bruchsicher und standfest 
• ergonomischer Handgriff 
• stapelbar 
• sicheres Ausgießen 
• mit EAN-Code

07 060

07 061

07 061 390

07 062

07 063

07 064

07 065

Artikel-Nr.
MESSBECHER AUS POLYPROPYLEN MIT  
MAßEINTEILUNG, TRANSPARENT

07 061

07 064
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Technische Daten
Werkstoff: Polypropylen
Farbe Behälter: transparent
Einsatzbereich: -10 °C bis max. 

+120 °C
Höhe: 245 mm
Grundfläche
Länge: 210 mm
Breite: 150 mm

Spezifikation
• öl- und säurebeständig 
• lebensmittelecht 
• Skala eingefärbt und erhaben
• bruchsicher und standfest 
• ergonomischer Handgriff 
• stapelbar 
• sicheres Ausgießen 
• Messbecher, 0,5 l (07 061)
• Messbecher, 1 l (07 062)
• Messbecher, 2 l (07 063)
• komplett im Polybeutel verpackt
• mit EAN-Code

Messbechersatz aus PP
dreiteilig 0,5 l, 1 l, 2 l

07 071

Artikel-Nr.

e

07 071
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Messzylinder aus PP
0,025 l, transparent
Skaleneinteilung: 0,5 ml
Messgenauigkeit: ± 0,5 ml
Höhe: 170 mm
Durchmesser: 50 mm

Messzylinder aus PP
0,05 l, transparent
Skaleneinteilung: 1 ml
Messgenauigkeit: ± 1 ml
Höhe: 200 mm
Durchmesser: 60 mm

Messzylinder aus PP
0,1 l, transparent
Skaleneinteilung: 1 ml
Messgenauigkeit: ± 1 ml
Höhe: 255 mm
Durchmesser: 70 mm

Messzylinder aus PP
0,25 l, transparent
Skaleneinteilung: 2 ml
Messgenauigkeit: ± 2 ml
Höhe: 310 mm
Durchmesser: 90 mm

Messzylinder aus PP
0,5 l, transparent
Skaleneinteilung: 5 ml
Messgenauigkeit: ± 5 ml
Höhe: 345 mm
Durchmesser: 100 mm

Messzylinder aus PP
1 l, transparent
Skaleneinteilung: 10 ml
Messgenauigkeit: ± 10 ml
Höhe: 415 mm
Durchmesser: 120 mm

Technische Daten
Werkstoff: Polypropylen
Farbe Behälter: transparent
Einsatzbereich: -10 °C bis max. 

+120 °C

Spezifikation
• öl- und säurebeständig 
• lebensmittelecht 
• bruchsicher und mit breitem Standfuß 
• sicheres Ausgießen 
• zum Mischen und Messen von 

Flüssigkeiten 
• mit EAN-Code

07 160

07 161

07 162

07 163

07 164

07 165

Artikel-Nr.

e

MESSZYLINDER AUS POLYPROPYLEN 
MIT MAßEINTEILUNG, TRANSPARENT

07 162

07 163

07 165

07 164

07 160

07 161
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Technische Daten
Werkstoff: Polyethylen
Farbe Behälter: weiß, transparent
Einsatzbereich: -10 °C bis max. 

+110 °C

Spezifikation
• öl-, säure- und kraftstoffbeständig 
• ergonomisches Design 
• Auslauf in Trichterform ausgeführt 
• bruchsicher und standfest 
• deutsche, englische und 

amerikanische Skaleneinteilung 
• Montage eines flexiblen Auslaufs 

optional 
• mit EAN-Code

Messbecher aus PE
0,5 l, weiß, transparent
Skaleneinteilung: 0,25 l
Höhe: 190 mm
Grundfläche
Länge: 160 mm / Breite: 70 mm

Messbecher aus PE
1 l, weiß, transparent
Skaleneinteilung: 0,25 l
Höhe: 230 mm
Grundfläche
Länge: 190 mm / Breite: 85 mm

Messbecher aus PE
2 l, weiß, transparent
Skaleneinteilung: 0,5 l
Höhe: 290 mm
Grundfläche
Länge: 230 mm / Breite: 105 mm

Messbecher aus PE
3 l, weiß, transparent
Skaleneinteilung: 0,5 l
Höhe: 335 mm
Grundfläche
Länge: 265 mm / Breite: 130 mm

Messbecher aus PE
5 l, weiß, transparent
Skaleneinteilung:
0,5 l bei 1 l beginnend
Höhe: 380 mm
Grundfläche
Länge: 300 mm / Breite: 135 mm

07 500

07 501

07 502

07 503

07 505

Artikel-Nr.

e

07 505

07 500

MESSBECHER AUS POLYETHYLEN
MIT MAßEINTEILUNG, TRANSPARENT
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Messbecher mit Deckel, PE
0,5 l, weiß, transparent
Skaleneinteilung: 0,25 l
Höhe: 190 mm
Grundfläche
Länge: 160 mm / Breite: 70 mm

Messbecher mit Deckel, PE
1 l, weiß, transparent
Skaleneinteilung: 0,25 l
Höhe: 230 mm
Grundfläche
Länge: 190 mm / Breite: 85 mm

Messbecher mit Deckel, PE
2 l, weiß, transparent
Skaleneinteilung: 0,5 l
Höhe: 290 mm
Grundfläche
Länge: 230 mm / Breite: 105 mm

Messbecher mit Deckel, PE
3 l, weiß, transparent
Skaleneinteilung: 0,5 l
Höhe: 335 mm
Grundfläche
Länge: 265 mm / Breite: 130 mm

Messbecher mit Deckel, PE
5 l, weiß, transparent
Skaleneinteilung:
0,5 l bei 1 l beginnend
Höhe: 380 mm
Grundfläche
Länge: 300 mm / Breite: 135 mm

Technische Daten
Werkstoff: Polyethylen
Farbe Behälter: weiß, transparent
Einsatzbereich: -10 °C bis max. 

+110 °C

Spezifikation
• öl-, säure- und kraftstoffbeständig 
• ergonomisches Design 
• Auslauf in Trichterform ausgeführt
• mit Schutzdeckel und Schutzkappe

am Auslauf
• bruchsicher und standfest 
• deutsche, englische und 

amerikanische Skaleneinteilung 
• Montage eines flexiblen Auslaufs 

optional 
• mit EAN-Code

07 520

07 521

07 522

07 523

07 525

Artikel-Nr.
MESSBECHER AUS POLYETHYLEN
MIT MAßEINTEILUNG, TRANSPARENT

07 520

07 522
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Technische Daten
Werkstoff: Polyethylen
Farbe Behälter: weiß, transparent
Einsatzbereich: -10 °C bis max. 

+110 °C

Spezifikation
• öl-, säure- und kraftstoffbeständig 
• ergonomisches Design 
• Auslauf in Trichterform ausgeführt 
• Flexauslauf 
• bruchsicher und standfest 
• deutsche, englische und 

amerikanische Skaleneinteilung 
• mit EAN-Code

Messbecher mit FLA, PE
0,5 l, weiß, transparent
Skaleneinteilung: 0,25 l
Länge Flexauslauf: 160 mm
Höhe: 190 mm
Grundfläche
Länge: 160 mm / Breite: 70 mm

Messbecher mit FLA, PE
1 l, weiß, transparent
Skaleneinteilung: 0,25 ml
Länge Flexauslauf: 160 mm
Höhe: 230 mm
Grundfläche
Länge: 190 mm / Breite: 85 mm

Messbecher mit FLA, PE
2 l, weiß, transparent
Skaleneinteilung: 0,5 l
Länge Flexauslauf: 160 mm
Höhe: 290 mm
Grundfläche
Länge: 230 mm / Breite: 105 mm

Messbecher mit FLA, PE
3 l, weiß, transparent
Skaleneinteilung: 0,5 l
Länge Flexauslauf: 330 mm
Höhe: 335 mm
Grundfläche
Länge: 265 mm / Breite: 130 mm

Messbecher mit FLA, PE
5 l, weiß, transparent
Skaleneinteilung: 
0,5 l bei 1 l beginnend
Länge Flexauslauf: 330 mm
Höhe: 380 mm
Grundfläche
Länge: 300 mm / Breite: 135 mm

07 600

07 601

07 602

07 603

07 605

Artikel-Nr.

07 600

07 602
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Messbecher mit Deckel, PE, FLA
0,5 l, weiß, transparent
Skaleneinteilung: 0,25 l
Länge Flexauslauf: 160 mm
Höhe: 190 mm
Grundfläche
Länge: 160 mm / Breite: 70 mm

Messbecher mit Deckel, PE, FLA
1 l, weiß, transparent
Skaleneinteilung: 0,25 ml
Länge Flexauslauf: 160 mm
Höhe: 230 mm
Grundfläche
Länge: 190 mm / Breite: 85 mm

Messbecher mit Deckel, PE, FLA
2 l, weiß, transparent
Skaleneinteilung: 0,5 l
Länge Flexauslauf: 160 mm
Höhe: 290 mm
Grundfläche
Länge: 230 mm / Breite: 105 mm

Messbecher mit Deckel, PE, FLA
3 l, weiß, transparent
Skaleneinteilung: 0,5 l
Länge Flexauslauf: 330 mm
Höhe: 335 mm
Grundfläche
Länge: 265 mm / Breite: 130 mm

Messbecher mit Deckel, PE, FLA
5 l, weiß, transparent
Skaleneinteilung: 
0,5 l bei 1 l beginnend
Länge Flexauslauf: 330 mm
Höhe: 380 mm
Grundfläche
Länge: 300 mm / Breite: 135 mm

Technische Daten
Werkstoff: Polyethylen
Farbe Behälter: weiß, transparent
Einsatzbereich: -10 °C bis max. 

+110 °C

Spezifikation
• öl-, säure- und kraftstoffbeständig 
• ergonomisches Design 
• Auslauf in Trichterform ausgeführt
• mit Schutzdeckel
• Flexauslauf 
• bruchsicher und standfest 
• deutsche, englische und 

amerikanische Skaleneinteilung 
• mit EAN-Code

07 620

07 621

07 622

07 623

07 625

Artikel-Nr.

e

MESSBECHER AUS POLYETHYLEN
MIT MAßEINTEILUNG, TRANSPARENT

07 620

07 622

?
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Technische Daten
Werkstoff: Polyethylen
Einsatzbereich: -10 °C bis max. 

+110 °C

Spezifikation
• öl-, säure- und kraftstoffbeständig

Flexibles Auslaufrohr aus PE
160 mm, transparent, 
für 07 500, 07 501
mit Dichtungsring
Länge Flexauslauf: 160 mm
Höhe: 160 mm
Durchmesser: 30 mm

Flexibles Auslaufrohr aus PE
160 mm, transparent, 
für 07 502
Länge Flexauslauf: 160 mm
Höhe: 160 mm
Durchmesser: 30 mm

Flexibles Auslaufrohr aus PE
330 mm, weiß, transparent,
für 07 503, 07 505
Länge Flexauslauf: 330 mm
Höhe: 330 mm
Durchmesser: 45 mm

00 328

00 328 950

00 238 820

Artikel-Nr.

e

00 328

00 238 820

ZUBEHÖR UND ERSATZTEILE FÜR MESSBECHER AUS POLYETHYLEN
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Messbecher aus Weißblech
0,5 l, eichfähig
Höhe: 230 mm
Grundfläche
Länge: 170 mm / Breite: 70 mm

Messbecher aus Weißblech
1 l, eichfähig
Höhe: 270 mm
Grundfläche
Länge: 190 mm / Breite: 90 mm

Messbecher aus Weißblech
2 l, eichfähig
Höhe: 320 mm
Grundfläche
Länge: 210 mm / Breite: 115 mm

Messbecher aus Weißblech
0,5 l, geeicht
Höhe: 230 mm
Grundfläche
Länge: 170 mm / Breite: 70 mm

Messbecher aus Weißblech
1 l, geeicht
Höhe: 270 mm
Grundfläche
Länge: 190 mm / Breite: 90 mm

Messbecher aus Weißblech
2 l, geeicht
Höhe: 320 mm
Grundfläche
Länge: 210 mm / Breite: 115 mm

Technische Daten
Werkstoff Behälter: Weißblech
Werkstoff Auslauf: Polyethylen

Spezifikation
• Sicherheitsauslauf 
• ergonomischer Handgriff 
• standfest 
• Oberfläche konserviert
• mit EAN-Code

Technische Daten
Werkstoff Behälter: Weißblech
Werkstoff Auslauf: Polyethylen

Spezifikation
• Sicherheitsauslauf 
• ergonomischer Handgriff 
• Oberfläche konserviert
• standfest 
• mit EAN-Code

07 341

07 342

07 343

07 341 831

07 342 831

07 343 831

Artikel-Nr.

07 341

07 343

MESSBECHER AUS WEIßBLECH

07 343 831

07 341 831
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Technische Daten
Werkstoff Auslauf: Metall
Länge Auslauf: 230 mm

Spezifikation
• flexibler Metallauslauf 
• ergonomischer Handgriff 
• standfest 
• Oberfläche konserviert
• mit EAN-Code

Messbecher aus Weißblech
1 l, NEF, mit FLMA
Höhe: 370 mm
Grundfläche
Länge: 320 mm / Breite: 90 mm

Messbecher aus Weißblech
2 l, NEF, mit FLMA
Höhe: 410 mm
Grundfläche
Länge: 330 mm / Breite: 115 mm

07 642

07 643

Artikel-Nr.

07 643
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Messeimer aus Weißblech
5 l, NEF
Höhe: 400 mm
Länge Auslauf: 100 mm
Grundfläche
Länge: 300 mm / Breite: 170 mm

Messeimer aus Weißblech
10 l, NEF
Höhe: 475 mm
Länge Auslauf: 130 mm
Grundfläche
Länge: 390 mm / Breite: 220 mm

Messeimer, Stahlblech verzinkt 
5 l, eichfähig
Skalenteilung: 0,5 l bei 3 l beginnend
Höhe: 435 mm
Grundfläche
Länge: 330 mm / Breite: 190 mm

Messeimer, Stahlblech verzinkt 
10 l, eichfähig
Skalenteilung: 1 l bei 5 l beginnend
Höhe: 520 mm
Grundfläche
Länge: 360 mm / Breite: 240 mm

Messeimer, Stahlblech verzinkt 
20 l, eichfähig
Skalenteilung: 5 l bei 10 l beginnend
Höhe: 630 mm
Grundfläche
Länge: 470 mm / Breite: 300 mm

Technische Daten
Werkstoff Behälter: Weißblech
Werkstoff Auslauf: Metall

Spezifikation
• Metall-Trichterauslauf 
• Handgriff 
• schwenkbarer Tragbügel

Technische Daten
Werkstoff Behälter: verzinktes 

Stahlblech
Werkstoff Auslauf: Metall
Messskala: innenliegend
Länge Auslauf: 100 mm
Ausführung: eichfähig

Spezifikation
• Metall-Trichterauslauf 
• Handgriff 
• schwenkbarer Tragbügel 
• für den Einsatz in Handwerk, 

Industrie und KFZ-Handwerk

07 805

07 810

08 062

08 063

08 069

Artikel-Nr.

MESSEIMER

07 805

08 062

08 069
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Technische Daten
Werkstoff Behälter: verzinktes 

Stahlblech
Werkstoff Auslauf: Metall
Messskala: innenliegend
Länge Auslauf: 100 mm
Ausführung: geeicht

Spezifikation
• Metall-Trichterauslauf 
• Handgriff 
• schwenkbarer Tragbügel 
• für den Einsatz in Handwerk, 

Industrie und KFZ-Handwerk

Messeimer, Stahlblech verzinkt
5 l, geeicht
Skalenteilung: 0,5 l bei 3 l beginnend
Höhe: 435 mm
Grundfläche
Länge: 330 mm / Breite: 190 mm

Messeimer, Stahlblech verzinkt
10 l, geeicht
Skalenteilung: 1 l bei 5 l beginnend
Höhe: 520 mm
Grundfläche
Länge: 360 mm / Breite: 240 mm

Messeimer, Stahlblech verzinkt
20 l, geeicht
Skalenteilung: 5 l bei 10 l beginnend
Höhe: 630 mm
Grundfläche
Länge: 470 mm / Breite: 300 mm

08 062 831

08 063 831

08 069 831

Artikel-Nr.

08 062 831

08 069 831
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Vorratskannen aus Weißblech, 3 l
Höhe: 225 mm
Grundfläche
Länge: 300 mm / Breite: 170 mm

Vorratskannen aus Weißblech, 5 l
Höhe: 310 mm
Grundfläche
Länge: 300 mm / Breite: 170 mm

Vorratskannen aus Weißblech, 10 l
Höhe: 350 mm
Grundfläche
Länge: 350 mm / Breite: 230 mm

Vorratskanne, 5 l 
Stahlblech verzinkt
Höhe: 310 mm
Grundfläche
Länge: 300 mm / Breite: 170 mm

Vorratskanne, 10 l
Stahlblech verzinkt
Höhe: 350 mm
Grundfläche
Länge: 350 mm / Breite: 230 mm

Vorratskanne, 15 l
Stahlblech verzinkt
Höhe: 500 mm
Grundfläche
Länge: 350 mm / Breite: 230 mm

Technische Daten
Werkstoff: Weißblech

Spezifikation
• für den Einsatz in Industrie und 

Werkstatt
• doppelt gebördelter Boden, 

geschweißte Naht und standfeste 
Form

• Scharnierdeckel, abgewinkeltes 
Ausgießrohr, verschließbar, 
Verschluss gegen Verlust gesichert

• kräftiger Tragbügel und Handgriff
• mit EAN-Code

Technische Daten
Werkstoff: verzinktes 

Stahlblech

Spezifikation
• für den Einsatz in Industrie und 

Werkstatt
• doppelt gebördelter Boden, 

geschweißte Naht und standfeste 
Form

• Scharnierdeckel, abgewinkeltes 
Ausgießrohr, verschließbar, 
Verschluss gegen Verlust gesichert

• kräftiger Tragbügel und Handgriff
• mit EAN-Code

08 041

08 042

08 043

08 052

08 053

08 054

Artikel-Nr.

VORRATSKANNEN AUS WEISSBLECH

08 042

VORRATSKANNEN AUS VERZINKTEM STAHLBLECH

08 052
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Technische Daten
Werkstoff: Stahlblech
Farbe: oliv

Spezifikation
• für alle Fahrzeugtypen
• innen lackiert
• für flüssige Kraftstoffe geeignet
• geschweißte Ausführung
• sicherer Verschluss
• TÜV / UN-zugelassen

Technische Daten
Werkstoff: Stahlblech
Farbe: oliv
Länge Auslaufrohr: 170 mm
Durchmesser: 30 mm

Spezifikation
• mit EAN-Code

Technische Daten
Werkstoff: Stahlblech, 

verzinkt
Länge Auslaufrohr: 285 mm
Durchmesser: 16 mm

Spezifikation
• mit EAN-Code

Spezifikation
• für 21 050, 21 055, 

21 060 950

Spezifikation
• für 21 070, 21 080

Kraftstoffkanister, 5 l
Metall
Höhe: 280 mm
Grundfläche
Länge: 220 mm / Breite: 125 mm

Kraftstoffkanister, 10 l
Metall
Höhe: 400 mm
Grundfläche
Länge: 280 mm / Breite: 125 mm

Kraftstoffkanister, 20 l
Metall
Höhe: 480 mm
Grundfläche
Länge: 360 mm / Breite: 160 mm

Starres Auslaufrohr
Metall, lackiert
Höhe: 290 mm
Grundfläche
Länge: 120 mm / Breite: 65 mm

Flexibles Auslaufrohr
Metall, verzinkt
Höhe: 380 mm
Grundfläche
Länge: 120 mm / Breite: 65 mm

Gummidichtung, für Kanister
Höhe: 5 mm
Grundfläche
Länge: 60 mm / Breite: 50 mm

Gummidichtung
Höhe: 5 mm
Grundfläche
Länge: 55 mm / Breite: 50 mm

21 050

21 055

21 060 950

21 070

21 080

99 826 450

99 826 451

Artikel-Nr.

KRAFTSTOFFKANISTER AUS METALL 

21 050
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Kraftstoffkanister, 5 l
aus PE, FLA
Länge Auslaufrohr: 175 mm
Höhe: 237 mm
Grundfläche
Länge: 331 mm / Breite: 185 mm

Kraftstoffkanister, 10 l
aus PE, FLA
Länge Auslaufrohr: 195 mm
Höhe: 319 mm
Grundfläche
Länge: 329 mm / Breite: 195 mm

Kraftstoffkanister, 20 l
aus PE, FLA
Länge Auslaufrohr: 195 mm
Höhe: 410 mm
Grundfläche
Länge: 385 mm / Breite: 229 mm

Doppel - Kraftstoffkanister
5 l/2,5 l, aus PE
Inhalt Kammer 1: 5 l
Inhalt Kammer 2: 2,5 l
Höhe: 320 mm
Grundfläche
Länge: 310 mm / Breite: 140 mm

Technische Daten
Werkstoff Kanister: HDPE
Farbe Kanister: rot, RAL 3001
Werkstoff 
Verschlusskappe 
und Auslaufrohr: PP
Farbe Verschluss-
kappe und Auslauf-
rohr: eisengrau

RAL 7011
Durchmesser Auslauf: 20 mm

Spezifikation
• Auslaufrohr wird im Kanister 

aufbewahrt
• mit flexiblem Auslaufrohr
• Auslaufrohr mit integrierter Entlüftung
• Verschlusskappe mit Fixierband 

gegen Verlust gesichert
• robust und unempfindlich gegen

Schlageinwirkung
• TÜV geprüft, UN/BAM- Zulassung
• für flüssige Kraftstoffe geeignet
• mit EAN-Code

Technische Daten
Werkstoff Kanister: PE
Farbe Kanister: rot
Länge Auslaufrohr: 90 mm

Spezifikation
• mit starrem Auslaufrohr
• TÜV und GS - zugelassen und 

geprüft nach deutschen Vorschriften
• für flüssige Kraftstoffe geeignet
• robust und unempfindlich gegen

Schlageinwirkung
• mit EAN-Code

21 131

21 133

21 137

21 030

Artikel-Nr.

KRAFTSTOFFKANISTER AUS POLYETHYLEN

21 030

21 137

21 131
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Technische Daten
Werkstoff Kanister: HDPE
Farbe Kanister: weiß, transparent
Werkstoff 
Verschlusskappe 
und Ablasshahn: PP
Farbe 
Verschlusskappe 
und Ablasshahn: eisengrau, 

RAL 7022

Spezifikation
• lebensmittelecht
• mit Ablasshahn, zerlegbar, einfach 

zu reinigen
• robust und unempfindlich gegen

Schlageinwirkung
• Verschlusskappe mit Fixierband 

gegen Verlust gesichert
• mit EAN-Code

Technische Daten
Werkstoff Kanister: HDPE
Farbe Kanister: weiß, transparent
Werkstoff 
Verschlusskappe 
und Ablasshahn: PP
Farbe 
Verschlusskappe 
und Ablasshahn: eisengrau, 

RAL 7022

Spezifikation
• lebensmittelecht
• mit Ablasshahn, zerlegbar, einfach 

zu reinigen
• robust und unempfindlich gegen

Schlageinwirkung
• Verschlusskappe mit Fixierband 

gegen Verlust gesichert
• mit EAN-Code

Wasserkanister, 10 l
aus PE, ALH
Höhe: 319 mm
Grundfläche
Länge:348 mm / Breite: 174 mm

Wasserkanister, 15 l
aus PE, ALH
Höhe: 418 mm
Grundfläche
Länge: 352 mm / Breite: 175 mm

Wasserkanister, 20 l
aus PE, ALH
Höhe: 408 mm
Grundfläche
Länge: 416 mm / Breite: 203 mm

Wasserkanister, 35 l
PE, ALH
Höhe: 537 mm
Grundfläche
Länge: 415 mm / Breite: 248 mm

Wasserkanister, 10 l
aus PE, ALH, FLA
Höhe: 319 mm
Grundfläche
Länge: 348 mm / Breite: 174 mm

Wasserkanister, 15 l
aus PE, ALH, FLA
Höhe: 418 mm
Grundfläche
Länge: 352 mm / Breite: 175 mm

Wasserkanister, 20 l
aus PE, ALH, FLA
Höhe: 408 mm
Grundfläche
Länge: 416 mm / Breite: 203 mm

21 163

21 165

21 167

21 169

21 163 952

21 165 952

21 167 952

Artikel-Nr.

21 163

21 165

21 163 952

21 167 952

KANISTER AUS POLYETHYLEN FÜR WASSER, 
LEBENSMITTELECHT
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Wasserkanister, 5 l
aus PE, FLA
Höhe: 251 mm
Grundfläche
Länge: 330 mm / Breite: 150 mm

Wasserkanister, 10 l
aus PE, FLA
Höhe: 342 mm
Grundfläche
Länge: 330 mm / Breite: 171 mm

Wasserkanister, 20 l
aus PE, FLA
Höhe: 431 mm
Grundfläche
Länge: 383 mm / Breite: 203 mm

Kanister, 5 l, ECO bleu
aus PE, FLA
Höhe: 251 mm
Grundfläche
Länge: 329 mm / Breite: 152 mm

Kanister, 10 l, ECO bleu
aus PE, FLA
Höhe: 341 mm
Grundfläche
Länge: 329 mm / Breite: 172 mm

Kanister, 20 l, ECO bleu
aus PE, FLA
Höhe: 433 mm
Grundfläche
Länge: 381 mm / Breite: 201 mm

Technische Daten
Werkstoff Kanister: HDPE
Farbe Kanister: weiß, transparent
Werkstoff Verschluss-
kappe und Auslauf-
rohr: PP
Farbe Verschluss-
kappe und Auslauf-
rohr:: eisengrau,

RAL 7011
Länge Auslaufrohr: 195 mm
Durchmesser Auslauf: 20 mm

Spezifikation
• lebensmittelecht
• Auslaufrohr wird im Kanister

aufbewahrt
• mit flexiblem Auslaufrohr
• Auslaufrohr mit integrierter Entlüftung
• Verschlusskappe mit Fixierband 

gegen Verlust gesichert
• robust und unempfindlich gegen

Schlageinwirkung
• mit EAN-Code

Technische Daten
Werkstoff Kanister: HDPE
Frabe Kanister: blau,

Pantone 294 C
Werkstoff Verschluss-
kappe und Auslauf-
rohr: PP
Farbe Verschluss-
kappe und Auslauf-
rohr:: eisengrau,

RAL 7011
Länge Auslaufrohr: 195 mm
Durchmesser Auslauf: 20 mm

Spezifikation
• Auslaufrohr wird im Kanister 

aufbewahrt
• mit flexiblem Auslaufrohr
• Auslaufrohr mit integrierter Entlüftung
• Verschlusskappe mit Fixierband 

gegen Verlust gesichert
• robust und unempfindlich gegen

Schlageinwirkung
• lebensmittelecht
• nicht für Kraftstoffe
• mit EAN-Code

21 151

21 153

21 157

21 141

21 143

21 147

Artikel-Nr.
KANISTER AUS POLYETHYLEN FÜR WASSER, 
LEBENSMITTELECHT

KANISTER AUS POLYETHYLEN, UNIVERSAL

21 151

21 153

21 141

21 143



67

Technische Daten
Werkstoff: PE
Farbe: eisengrau,

RAL 7011

Spezifikation
• für Wasserkanister mit ALH 

(21 163), (21 165), (21 167), 
(21 169), (21 163 952),
(21 165 952), (21 167 952)

• mit NBR-Dichtung
• mit EAN-Code

Technische Daten
Werkstoff: PE
Farbe: eisengrau,

RAL 7011

Spezifikation
• für Kraftstoffkanister (21 131), 

(21 133), (21 137)
• für ECO Bleu Kanister (21 141),

(21 143), (21 147)
• für Wasserkanister (21 151),

(21 153), (21 157)
• für Wasserkanister mit ALH 

(21 163 952), (21 165 952),
(21 167 952)

• mit NBR-Dichtung
• Schraubadapter für Kraftstoff- und 

Wasserkanister
• Verschlusskappe mit Fixierband
• mit EAN-Code

Technische Daten
Farbe: schwarz

Spezifikation
• mit Verschlusskappe und Filter
• für Wasser geeignet
• lebensmittelecht
• mit EAN-Code

Ablasshahn
für Wasserkanister
Abmessungen LBH (mm):
65 x 46 x 69

Flexibles Auslaufrohr
für Kraftstoff- und Wasserkanister
Abmessungen LB (mm)
250 x 67

Kühlwasserkanne, 11 l
aus PE
Höhe: 320 mm
Grundfläche
Länge: 650 mm / Breite: 200 mm

21 088

21 089

21 090

Artikel-Nr.

KÜHLWASSERKANNE

ZUBEHÖR UND ERSATZTEILE FÜR KANISTER 
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Das Öl, das alles kann
Spraydose 200 ml
Sprachen:
Deutsch, Französisch, Holländisch
Höhe: 170 mm
Durchmesser: 50 mm

Das Öl, das alles kann
Spraydose 200 ml
Sprachen:
Englisch, Italienisch, Polnisch
Höhe: 170 mm
Durchmesser: 50 mm

Das Öl, das alles kann
Spraydose 200 ml
Sprachen:
Spanisch, Portugiesisch, Griechisch
Höhe: 170 mm
Durchmesser: 50 mm

Rostlöser
Spraydose 400 ml
Höhe: 200 mm
Durchmesser: 65 mm

Motorreiniger
Spraydose 400 ml
Höhe: 200 mm
Durchmesser: 65 mm

Spezifikation
• schmiert Türscharniere und -schlösser,

Fahrräder, Mopeds, Rollläden,
Schubladen

• schützt Türschlösser vor dem 
Zufrieren, Garten- und Sportgeräte

• pflegt Gummidichtungen, Kunststoffe
im Auto, Fahrräder, Mopeds, Metalle
aller Art

• unterkriecht Wasser bei Zündanlagen,
elektrischen Schaltern, Kabeln

• löst Rost, Schmutz, Teerflecken
• Sprachen: Französisch, Deutsch,

Englisch
• mit EAN-Code

Spezifikation
• zersetzt den Rost durch Unterkriechen

und verhindert neuen Rost
• schmiert und verdrängt Wasser, ist

also auch bei elektrischen Kontakten
einsetzbar

• reinigt, pflegt, schützt Chrom
• Sprachen: Französisch, Deutsch,

Englisch
• mit EAN-Code

Spezifikation
• eliminiert zuverlässig, schnell und 

äußerst schonend Fett-, Asphalt- und 
Teerflecken an Motor, Fahrwerk, 
Getriebe und der Karosserie von
Autos, Campingwagen, Motor- und
Fahrrädern

• beseitigt frische Farbe
• Sprachen: Deutsch, Englisch,

Französisch
• mit EAN-Code 

09 096

09 096 924

09 096 936

09 102

09 104

Artikel-Nr.

DAS ÖL, DAS ALLES KANN

SPRAYDOSEN MIT UMWELTVERTRÄGLICHEM TREIBGAS

09 096 

09 102

09 104
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Spezifikation
• verbessert den Stromfluss in allen 

elektrischen Anlagen, z.B. bei der 
Kraftfahrzeug-Zündung

• beseitigt Kriechströme und 
Spannungsverluste 

• verhindert Rost durch Unterwandern 
und Verdrängen von Feuchtigkeit an
Kontakten, Sicherungen, Relais usw. 

• Sprachen: Deutsch, Englisch,
Französisch

• mit EAN-Code 

Technische Daten
Länge Spritzrohr: 145 mm

Spezifikation
• steigert die Kraftübertragung des 

Keilriemens um bis zu 300 % 
• durch die erhöhte Geschmeidigkeit 

wird der Kontakt zu den 
Riemenscheiben deutlich verbessert 

• verlängert die Lebensdauer des
Keilriemens, schützt, pflegt und
imprägniert 

• Sprachen: Deutsch, Englisch,
Französisch

• mit EAN-Code 

Technische Daten
Länge Spritzrohr: 145 mm

Spezifikation
• das universelle Gleitmittel für fast 

jeden Werkstoff 
• Einsatz im Haushalt, wo 

Verschmutzung durch Fette uner-
wünscht ist: Scharniere, Schlösser,
elektrische Schalter usw.

• Profianwendung: Textil- und
Holzverarbeitung, Kugellager, 
Gleitschienen, Ketten und Gewinde 

• Sprachen: Deutsch, Englisch,
Französisch

• mit EAN-Code 

Elektro-Kontakt-Spray
Spraydose 200 ml
Höhe: 170 mm
Durchmesser: 50 mm

Keilriemen-Spray
Spraydose 400 ml, Spritzrohr 
Höhe: 200 mm
Durchmesser: 65 mm

PTFE-Trockengleit-Spray
Spraydose 400 ml, Spritzrohr
Höhe: 200 mm
Durchmesser: 65 mm

09 106

09 108

09 110

Artikel-Nr.

g

09 106

09 108

09 110
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Universalöl-Spray
Spraydose 200 ml
Höhe: 170 mm
Durchmesser: 50 mm

Haft-Fett-Spray
Spraydose 400 ml, Spritzrohr 
Höhe: 200 mm
Durchmesser: 65 mm

Schmierfett (weiß)
Spraydose 400 ml, Spritzrohr 
Höhe: 200 mm
Durchmesser: 65 mm

Spezifikation
• schmiert und löst bis zu -30 °C alle 

schwergängigen Teile 
• ideal bei Scharnieren, Schrauben, 

Bolzen, Ventilen, Zahnrädern und
Autoschlössern 

• imprägniert und schützt vor Rost 
• in der Feinmechanik, für Wälzlager,

Pumpen und Schmierung bei tiefen
Temperaturen, Büro- und
Computertechnik 

• Sprachen: Deutsch, Englisch,
Französisch

• mit EAN-Code 

Technische Daten
Länge Spritzrohr: 145 mm

Spezifikation
• bringt alle Arten von Ketten, 

Drahtseilen, Rollen, Kugellagern,
Zahnrädern, Gelenken und 
Kupplungen wieder zum Laufen 

• an Türscharnieren und -schlössern
genauso anwendbar wie beim Auto, 
z.B. am Bremsgestänge 

• verdrängt Feuchtigkeit, schützt vor 
Rost und ist extrem haftend 

• Sprachen: Deutsch, Englisch,
Französisch

• mit EAN-Code 

Technische Daten
Länge Spritzrohr: 145 mm

Spezifikation
• schmiert alles am Auto, Motorrad und

Gartengerät (von Ketten, Seilen, 
Getrieben und Kupplungen, bis zu 
Blattfedern und Kabelzügen)

• speziell für Langzeitschmierung ent-
wickelt, haftet extrem gut 

• verdrängt Feuchtigkeit und schützt 
vor Rost 

• Sprachen: Deutsch, Englisch,
Französisch

• mit EAN-Code 

09 112

09 114

09 116

Artikel-Nr.

SPRAYDOSEN MIT UMWELTVERTRÄGLICHEM TREIBGAS

09 112

09 114

09 116
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Spezifikation
• schmiert und pflegt Lenkungen, 

Ruder, Motorblöcke und 
Kabelverbindungen 

• verbessert die Gleiteigenschaften 
an Schubladen und Scharnieren 

• ausgezeichnete Gleiteigenschaften
auf fast allen Untergründen 

• isoliert durch hohen elektrischen
Widerstand Schalter und Drähte 

• Sprachen: Deutsch, Englisch,
Französisch

• mit EAN-Code 

Spezifikation
• die ideale Rostschutzgrundierung für

alle metallischen Oberflächen, z.B. 
Karosserieteile, Dachrinnen, 
Garagentore usw. 

• hoch witterungsbeständig 
• Sprachen: Deutsch, Englisch,

Französisch
• mit EAN-Code 

Spezifikation
• bestmögliche Rostschutzgrundierung

für alle reinmetallischen Oberflächen,
die hoher thermischer Beanspruchung
und Witterungseinflüssen standhalten 
müssen, z.B. Auspuffanlagen

• eignet sich hervorragend zur 
Nachbehandlung von Schweißnähten

• Sprachen: Deutsch, Englisch,
Französisch

• mit EAN-Code

Silikon-Fett-Spray
Spraydose 200 ml
Höhe: 170 mm
Durchmesser: 50 mm

Zink-Spray (hell)
Spraydose 400 ml
Höhe: 200 mm
Durchmesser: 65 mm

Zink-Spray (grau)
Spraydose 400 ml
Höhe: 200 mm
Durchmesser: 65 mm

09 118

09 120

09 122

Artikel-Nr.

09 118

09 120
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Silikon-Spray
Spraydose 400 ml, Spritzrohr
Höhe: 200 mm
Durchmesser: 65 mm

Bremsenreiniger
Spraydose 500 ml
Höhe: 335 mm
Durchmesser: 65 mm

1K-Primer
Spraydose 400 ml
Höhe: 200 mm
Durchmesser: 65 mm

Technische Daten
Länge Spritzrohr: 145 mm

Spezifikation
• imprägniert und pflegt alle Kunststoff- 

und Gummiteile, z.B. am Auto:
Stoßstangen, Faltdächer, Reifen, 
Kühlerschläuche

• schützt vor Versprödung und Anfrieren 
• wirkt antistatisch, schützt

Elektrokontakte vor Feuchtigkeit 
• beseitigt und verhindert lästige

Quietschgeräusche 
• schmiert Schiebedachschienen
• Sprachen: Deutsch, Englisch,

Französisch
• mit EAN-Code 

Spezifikation
• entfernt schnell, sicher und absolut

rückstandsfrei Öl, Schmutz und
Belagabrieb von Scheibenbremsen,
Bremsklötzen und Bremsbelägen

• eignet sich bestens zum Reinigen und 
Entfetten von Glas, Keramik und allen
Metallen und entfernt auch 
Silikonreste 

• Sprachen: Deutsch, Englisch,
Französisch

• mit EAN-Code 

Spezifikation
• spezieller Haftprimer und 

Grundierfüller zur Reparaturlackierung
• schnelltrocknend, haftet sehr gut, 

schützt vor Rost, auch an kritischen 
Randzonen von Schleif- und 
Spachtelstellen 

• Sprachen: Deutsch, Englisch,
Französisch

• mit EAN-Code 

09 124

09 126

09 128

Artikel-Nr.

SPRAYDOSEN MIT UMWELTVERTRÄGLICHEM TREIBGAS
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09 128
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Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: weiß

Spezifikation
• für den universellen Einsatz in Haus,

Garten und Garage
• schmiert Türscharniere und -schlösser,

Fahrräder, Mopeds, Rollläden,
Schubladen

• schützt Türschlösser vor dem 
Zufrieren, Garten- und Sportgeräte

• pflegt Gummidichtungen, Kunststoffe
im Auto, Fahrräder, Mopeds, Metalle

• löst Rost durch Unterkriechen und
verhindert Korrosion

• zum Hängen und Stellen
• dicht durch auslaufsichere 

Verschlusskappe
• Verpackungseinheit im verkaufs-

fördernden Schaukarton
• mit EAN-Code

Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: weiß

Spezifikation
• harz- und säurefrei 
• für den universellen Einsatz in Haus, 

Garten und Garage 
• verhindert das Zufrieren von 

Autotüren 
• schützt Gummi vor Frostschäden 

und Sprödigkeit 
• konserviert Fahrrad- und Mopedteile 
• ideal zum Einfetten von Laufschienen, 

Scharnieren, Dachflachfenstern oder 
zur Pflege von Sportgeräten 

• zum Hängen und Stellen 
• dicht durch auslaufsichere 

Verschlusskappe 
• genaue Dosierung möglich 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton 
• mit EAN-Code

Das Öl, das alles kann
100 ml
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Technische Vaseline
80 g
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

09 540

10 560

Artikel-Nr.
SCHMIERSTOFFE FÜR DEN HEIMWERKER, 
MIT PRAKTISCHEM AUFHÄNGER

10 560

09 540
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Öl für Druckluftwerkzeuge
100 ml
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Allzweckfett
80 g
harz- und säurefrei, schmiert dauerhaft 
Gewinde, Scharniere und Schlösser,
schützt Metalle vor Korrosion, haftet 
zuverlässig, tropft nicht
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Akku-Polfett
80 g
schützt elektrische Anschlüsse vor 
Korrosion, verbessert die Leitfähigkeit
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Kugellager-Abschmierfett
80 g
leistungsfähiges Mehrzweckfett für alle 
Gleit- und Wälzlager, säurefrei und
wasserbeständig, Einsatz von -30 °C 
bis + 120 °C, für dauergeschmierte 
Lager von -30 °C bis +80 °C
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: weiß

Spezifikation
• harz- und säurefrei 
• für die Wartung und Pflege von 

Druckluftwerkzeugen (Pumpen, 
Schlagschrauber usw.) und pneu-
matischen Steuerungen (Zylinder, 
Ventile usw.) 

• zum Hängen und Stellen 
• dicht durch auslaufsichere 

Verschlusskappe 
• genaue Dosierung möglich 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton 
• mit EAN-Code

Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: weiß

Spezifikation
• zum Hängen und Stellen 
• dicht durch auslaufsichere 

Verschlusskappe 
• genaue Dosierung möglich 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton 
• mit EAN-Code

10 562

10 564

10 565

10 566

Artikel-Nr.
SCHMIERSTOFFE FÜR DEN HEIMWERKER, 
MIT PRAKTISCHEM AUFHÄNGER

10 562

10 564

10 566

10 565
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Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: weiß

Spezifikation
• zum Bohren, Drehen, Fräsen und 

Sägen aller metallischen Stoffe 
• ermöglicht hohe Schnittgeschwindig-

keit bei geringem Werkzeugverschleiß 
• dicht durch auslaufsichere 

Verschlusskappe 
• zum Hängen und Stellen 
• genaue Dosierung möglich 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton 
• mit EAN-Code

Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: weiß

Spezifikation
• harz- und säurefrei 
• reinigt Waffen aller Art 
• löst Harz und alte Verschmutzungen 
• kriecht auch in die kleinsten Ritzen 
• schützt vor Korrosion 
• wirkt wasserabweisend 
• zum Hängen und Stellen 
• genaue Dosierung möglich 
• dicht durch auslaufsichere

Verschlusskappe
• Verpackungseinheit im verkaufs-

fördernden Schaukarton 
• mit EAN-Code

Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: weiß

Spezifikation
• löst Schmutz und alte Schmierfilme 
• schützt Ketten vor Korrosion und 

erhöht die Lebensdauer 
• zum Hängen und Stellen 
• dicht durch auslaufsichere 

Verschlusskappe 
• genaue Dosierung möglich 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton 
• mit EAN-Code

Schneid- und Bohröl
100 ml
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Waffenöl
100 ml
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Ketten-Spezialöl
100 ml
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

10 571

10 573

10 574

Artikel-Nr.

10 571

10 573

10 574
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Talkum
50 g
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Graphit
50 g
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: weiß

Spezifikation
• die perfekte Gummipflege 
• schützt Gummi vor Frostschäden und 

verhindert das Zufrieren von 
Autotüren 

• schmiert Schubladen und 
Schiebefenster 

• wirkt geruchlos und nicht fettend 
• zum Hängen und Stellen 
• dicht durch auslaufsichere 

Verschlusskappe 
• genaue Dosierung möglich 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton
• mit EAN-Code

Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: schwarz

Spezifikation
• fein vermahlener Naturgraphit, fettfrei 

und geruchlos 
• schmiert trockene Auto- und 

Zylinderschlösser, Scharniere und 
Verriegelungen 

• beseitigt langfristig Quietschen und 
Knarren 

• verhindert das Zufrieren von 
Schlössern 

• zum Hängen und Stellen 
• dicht durch auslaufsichere 

Verschlusskappe 
• genaue Dosierung möglich 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton 
• mit EAN-Code

10 588

10 589

Artikel-Nr.
SCHMIERSTOFFE FÜR DEN HEIMWERKER, 
MIT PRAKTISCHEM AUFHÄNGER

10 588

10 589
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Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: weiß

Spezifikation
• zum Hängen und Stellen 
• dicht durch auslaufsichere 

Verschlusskappe 
• genaue Dosierung möglich 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton 
• mit EAN-Code

Haftöl
100 ml
schmiert Rasenmäher, Häcksler,
Fräsen und Fahrräder, haftet fest 
und läuft nicht ab
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Spezialöl für Nähmaschinen
100 ml
harz- und säurefreies Feinmechanikeröl
für Nähmaschinen, Kugellager,
Fahrräder und Inlineskates
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Mineralöl für Präzisionsgeräte
100 ml
besonders hochwertiges Öl für alle 
feinmechanischen Apparate, gute 
Alterungsstabilität, zuverlässiger 
Korrosionsschutz
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Heimwerkeröl
100 ml
harz- und säurefrei, schmiert dauerhaft
Gewinde, Scharniere und Schlösser,
schützt Metalle vor Korrosion
Höhe (mit Aufhänger): 190 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

10 593

10 595

10 596

10 597

Artikel-Nr.

10 593

10 595

10 596

10 597



g

Do it yourself

80

Öl für Pneumatikgeräte
50 ml
Farbe Flasche: weiß, transparent
Höhe: 120 mm
Grundfläche
Länge: 50 mm / Breite: 25 mm

Öl
100 ml
hochwertiges, harz- und säurefreies
Universalöl, für alle Anwendungen in
Haus, Garten und Hobby-Bereich,
reinigt, schmiert und schützt
Farbe Flasche: weiß, transparent
Höhe: 160 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Talkum
50 g
schützt Gummi vor Frostschäden und 
verhindert das Zufrieren von Autotüren,
schmiert Schubladen und Schiebe-
fenster, wirkt geruchlos und nicht 
fettend
Farbe Flasche: weiß
Höhe: 160 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Graphit
50 g
fein vermahlener Naturgraphit, fettfrei 
und geruchlos, schmiert trockene Auto-
und Zylinderschlösser, Scharniere und
Verriegelungen, beseitigt langfristig
Quietschen und Knarren, verhindert 
das Zufrieren von Schlössern
Farbe Flasche: schwarz
Höhe: 160 mm
Grundfläche
Länge: 70 mm / Breite: 25 mm

Technische Daten
Werkstoff: Polyethylen

Spezifikation
• harz- und säurefrei 
• vielseitig einsetzbar, z.B. als 

Schmier- und Kühlöl für Lager, 
Getriebe, Führungsbahnen, 
Transmissionen, Pumpen in
Haushalt, Werkstatt und Hof

• dicht durch auslaufsichere 
Verschlusskappe 

• genaue Dosierung möglich
• nachfüllbar 
• mit EAN-Code

Technische Daten
Werkstoff: Polyethylen

Spezifikation
• dicht durch auslaufsichere 

Verschlusskappe
• genaue Dosierung möglich 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton 
• mit EAN-Code

10 062

10 097

10 098

10 099

Artikel-Nr.

SCHMIERSTOFFE FÜR DEN HEIMWERKER

10 097

10 098

10 099

10 062
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Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: weiß

Spezifikation
• harz- und säurefrei
• schmiert dauerhaft Gewinde, 

Scharniere und Schlösser 
• schützt Metalle vor Korrosion 
• dicht durch auslaufsichere 

Verschlusskappe 
• genaue Dosierung möglich 
• in praktischer Faltbalgflasche aus 

Polyethylen 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton

Technische Daten
Werkstoff: Polyethylen
Farbe Flasche: schwarz

Spezifikation
• fein vermahlener Naturgraphit,

fettfrei und geruchlos 
• schmiert trockene Auto- und 

Zylinderschlösser, Scharniere und 
Verriegelungen 

• beseitigt langfristig Quietschen und 
Knarren 

• verhindert das Zufrieren von 
Schlössern 

• dicht durch auslaufsichere 
Verschlusskappe 

• genaue Dosierung möglich 
• in praktischer Faltenbalgflasche 

aus Polyethylen 
• Verpackungseinheit im verkaufs-

fördernden Schaukarton

Heimwerker-Schmierfett
im Schaukarton, 25 Stück à 40 g
haftet zuverlässig, tropft nicht
Höhe: 130 mm
Grundfläche Schaukarton
Länge: 290 mm / Breite: 150 mm

Heimwerkeröl
im Schaukarton, 25 Stück à 60 ml
Höhe: 130 mm
Grundfläche Schaukarton
Länge: 290 mm / Breite: 150 mm

Graphit
im Schaukarton, 25 Stück à 18 g
Höhe: 130 mm
Grundfläche Schaukarton
Länge: 290 mm / Breite: 150 mm

10 164

10 167

10 189

Artikel-Nr.

SCHMIERSTOFFE IM SCHAUKARTON Á 25 STÜCK

10 164

10 167

10 189
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Schmiermittel-Set 
Graphit, Talkum, Heimwerkeröl
Höhe (mit Aufhänger): 250 mm
Grundfläche
Länge: 230 mm / Breite: 25 mm

Mehrzweckwanne
6 l, aus PE
Höhe: 100 mm
Grundfläche
Länge: 360 mm / Breite: 360 mm

Technische Daten
Inhalt: Graphit 50 g, 

Talkum 50 g, 
Heimwerkeröl 100 ml

Werkstoff: Polyethylen

Spezifikation
• bestehend aus 10 588, 10 589, 

10 597 
• dicht durch Verschlusskappe 
• genaue Dosierung möglich 
• verkaufsfördernde Verpackung 
• Polybeutel mit Kopfkarte, zum 

Hängen 
• mit EAN-Code

Technische Daten
Werkstoff: Polyethylen
Farbe: schwarz

Spezifikation
• bruchsicher 
• mit stabilen Tragegriffen 
• für den Ölwechsel oder die Reinigung 

von Teilen 
• sicheres Ausgießen durch rund-

umlaufenden Überlaufrand und 
Ausgießer 

• mit Höcker zum Auflegen von 
verschmutzten Teilen 

• der Ölfilter kann abtropfen 
• die Wannen sind ineinander 

stapelbar 
• mit EAN-Code

10 830

24 110

Artikel-Nr.

SCHMIERMITTEL-SET

10 830

24 110
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Technische Daten
Werkstoff: PE
Farbe Wanne: schwarz
Farbe Deckel: grün

Spezifikation
• bruchsicher 
• mit stabilen Tragegriffen 
• Kombination von Mehrzweckwanne 

und Sammel-Transportbehälter 
• für den Ölwechsel oder die Reinigung 

von Teilen 
• verschließbarer Ausguss 
• der Ölfilter kann abtropfen 
• mit EAN-Code

Spezifikation
• Katalysator-Trichter (02 674)
• Heimwerkeröler 150 ml (04 111)
• Messbecher 1 l (07 501)
• Mehrzweckwanne (24 110)
• komplett im Polybeutel verpackt 
• mit EAN-Code

Spezifikation
• Messbecher 1 l (07 501)
• Flexauslauf (00 328) für 07 501
• Mehrzweckwanne (24 110)
• komplett im Polybeutel verpackt 
• mit EAN-Code

Ölauffangbehälter
7 l, aus PE
Höhe: 130 mm
Grundfläche
Länge: 500 mm / Breite: 300 mm

Heimwerker-Set
vierteilig
Höhe: 150 mm
Grundfläche
Länge: 360 mm / Breite: 360 mm

Ölwechsel-Set
dreiteilig
Höhe: 100 mm
Grundfläche
Länge: 360 mm / Breite: 360 mm

24 115

30 027

30 029

Artikel-Nr.

24 115

30 027

30 029
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Kupferdichtring-Set, 540 Teile
30 Abmessungen, Ø 4-33 mm i
Abmessungen LBH (mm):
255 x 185 x 50 

Perbunan-O-Ring-Set, 210 Teile
18 ABM, 7,65 x 1,78 bis 
31,34 x 3,53 mm
Abmessungen LBH (mm):
220 x 135 x 40 

Gummi-Dichtring-Set, 278 Teile
10 Abmessungen, Ø 4-33 mm i
Abmessungen LBH (mm):
220 x 135 x 40 

Technische Daten
Innendurchmesser: 4-33 mm
Temperaturbereich: -150 °C bis

+300 °C
Druck: bis 160 bar

Spezifikation
• für Verschraubungen in der Mechanik,

bei Motoren, Pumpen, Kompressoren 
usw. 

• mit EAN-Code

Technische Daten
Abmessungen 
(Zollmaße): 7,65 x 1,78 bis

31,34 x 3,53 mm
Temperaturbereich: -40 °C bis 

+135 °C
Shore-Härte statisch: bis 70 bar
Shore-Härte 
dynamisch: bis 200 bar

Spezifikation
• für die Bereiche Hydraulik, Pneumatik 

und Maschinenbau 
• für Hydrauliköle und Mineral-Fette, 

Petroleum, Wasser 
• mit EAN-Code

Technische Daten
Innendurchmesser: 4-33 mm
Temperaturbereich: -10 °C bis

+100 °C
Druck: bis 10 bar

Spezifikation
• für Wasser warm, kalt und Gas 
• für Verschraubungen in der Mechanik,

bei Motoren, Pumpen, Kompressoren 
usw. 

• mit EAN-Code

73 005

73 077

73 080

Artikel-Nr.

DICHTUNGSSORTIMENTSKÄSTEN

73 005

73 077

73 080
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Technische Daten
Abmessungen
(metrisch): 3 x 1,5 bis 

30,3 x 3 mm
Temperaturbereich: -40 °C bis 

+135 °C
Shore-Härte statisch: bis 70 bar
Shore-Härte 
dynamisch: bis 200 bar

Spezifikation
• für die Bereiche Hydraulik, Pneumatik 

und Maschinenbau 
• für Hydrauliköle und Mineral-Fette, 

Petroleum, Wasser warm und kalt 
• mit EAN-Code

Perbunan-O-Ring-Set, 425 Teile
30 ABM, 3 x 1,5 bis 30,3 x 3 mm
Abmessungen LBH (mm):
270 x 215 x 40 

73 089

Artikel-Nr.

73 089
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PNEUMAxx, FETTFÖRDERUNG IN DEN FETTPRESSENKOPF  96 - 101
MITTELS DRUCKLUFT

ZUBEHÖR FÜR PNEUMAxx FETTPRESSEN 102 -103

INDUSTRIEFETTPRESSE „ELITE K9“, 104 - 105
FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS FEDERKRAFT

INDUSTRIEFETTPRESSE 1, 106 - 111
FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS FEDERKRAFT

INDUSTRIEFETTPRESSE 2, 112 - 121
FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS FEDERKRAFT

STANDARDFETTPRESSE, 122 - 135
FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS FEDERKRAFT

EINHANDFETTPRESSE, 136 - 139
FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS FEDERKRAFT

ÖLPRESSE 140 - 141

BETONSANIER-HEBELPRESSE 142 - 143
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KUPPLUNGEN UND SCHNELLWECHSELANSCHLÜSSE 152 - 155

MUNDSTÜCKE 155 - 158

DÜSENROHRE 158 - 160

HOCHDRUCK-PANZERSCHLÄUCHE NACH DIN 1283 160 - 169

FETTPRESSEN-ZUBEHÖR-SET IN SB-VERPACKUNG 169
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VARIO SYSTEM
Wandstärke Fettpressenrohr 1,0 mm oder 1,5 mm
Deutsches Patent Nr.: 0 004 663
Europäisches Patent Nr.: 2 815 699

VARIABLE STROKE SYSTEM 123
Das „Variable Stroke System“ ermöglicht auch bei zähem Fett oder bei starkem
Gegendruck, z.B. durch verharzte Schmierstellen, eine Fettförderung zur
Schmierstelle. Bei sehr geringer Handhebelöffnung wird zuverlässig Fett angesaugt
bzw. mittels Federkraft in den Fettpressenkopf gefördert. Dadurch können auch
schwer zugängliche Stellen mit geringem Kraftaufwand abgeschmiert werden.

Handhebelstellung zur Überwin-

dung von extrem hohem Gegen-

druck, z.B. bei verharzter

Schmierstelle.

Handhebelstellung für maximale

Fördermenge (ca. 1,4 cm3 pro Hub).
Die Bauart des Fetteinlassventils ermög-

licht auch die Verwendung von 

zähem oder kaltem Fett ohne Funktions-

einschränkung.

Keine Scheinschmierung

Absolute Abschmiersicherheit! 

Dichtring 3.1 und Ventilkugel 3.2 

verhindern das Zurückweichen im

Höchstdruckbereich.

POSI LOK
DIE FÜNF SCHLÜSSELVORTEILE UNSERER KONSTRUKTION:

1. Voll zerlegbar, dadurch problemlose Reinigung und Wartung.

2. Die patentierte PRESSOL-Konstruktion mit losem Deckel und Klemmstück erlaubt eine manuelle Unterstützung der Federkraft in 
jeder Position zur Kompression von losem Fett oder zum Einpressen der Manschette in beschädigte Kartuschen.

3. Drei Füllmöglichkeiten: loses Fett, 400-g-Fettkartusche oder Fettfüllgerät.

4. Der Fettraum kann mit einer halben Drehung am Pumpenkopf entlüftet werden.

5. Einfache Entfernung von beschädigten Kartuschen.

1 2 3
3.1 3.2 BE

SC
HN

IT
T

h

Variable Stroke
System

»Posi Lok«
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PNEUMAXX HHFP, EHFP, DLFP
Fettförderung in den Fettpressenkopf mittels Druckluft

BETONSANIER-HEBELPRESSE, BHHP ÖLPRESSE, HHÖP

INDUSTRIEFETTPRESSE „ELITE K9“
Fettförderung in den Fettpressenkopf mittels Federkraft

Fettpressenanschluss über
Metalladapter 
G 1/8" oder M 10 x 1

Füllnippel M 10 x 1

Kolbendurchmesser
zur Fettförderung: 8 mm

Fettförderung mittels
Handhebel

Wandstärke
Fettpressenrohr: 1,5 mm

graublau lackiert

Ladepumpe

Füllvolumen: 
500 cm3

1

2

3

5

6

7

8

9

4

Pressenanschluss über
Metalladapter M 10 x 1

Kolbendurchmesser
zur Förderung: 8 mm

Förderung mittels 
Handhebel

Wandstärke
Pressenrohr: 1,0 mm

alle Teile aus Stahl 
sind verzinkt

geschraubter Deckel

Vakuum Luftventil

Füllvolumen: 
1000 cm3

1

2

3

5

6

7

8

9

4

Fettpressenanschluss über
Metalladapter 
G 1/8" oder M 10 x 1

Füllnippel M 10 x 1

Kolbendurchmesser
zur Fettförderung: 9 mm

Fettförderung mittels
Handhebel

Wandstärke
Fettpressenrohr: 1,5 mm

alle Teile aus Stahl 
sind verzinkt

loser Deckel

T-Griff

Füllvolumen: 
500 cm3 oder 750 cm3

1

2

3

5

6

7

8

9

4

Ölpressenanschluss mit
Metalladapter M 10 x 1

Kolbendurchmesser
zur Ölförderung: 9 mm

Ölförderung mittels
Handhebel

Wandstärke
Ölpressenrohr: 1,0 mm

silber lackiert

geschraubter Deckel

Füllvolumen: 
500 cm3

1

2

3

5

6

7

8

9

4

1
2

4

5

6

8

9

7

3

1

4

5

6

9

7
8

3

1

4

5

9

6

7
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INDUSTRIEFETTPRESSE 1
Fettförderung in den Fettpressenkopf mittels Federkraft

INDUSTRIEFETTPRESSE 2
Fettförderung in den Fettpressenkopf mittels Federkraft

EINHANDFETTPRESSE, EHFP
Fettförderung in den Fettpressenkopf mittels Federkraft

Fettpressenanschluss über
Metalladapter 
G 1/8" oder M 10 x 1

Füllnippel M 10 x 1

Kolbendurchmesser
zur Fettförderung: 9 mm

Fettförderung mittels
Handhebel

Wandstärke
Fettpressenrohr: 1,0 mm

schwarz lackiert oder alle
Teile aus Stahl sind verzinkt

loser Deckel

L-Griff

Füllvolumen: 
500 cm3

1

2

3

5

6

7

8

9

4

Fettpressenanschluss über
Metalladapter 
G 1/8" oder M 10 x 1

Füllnippel M 10 x 1

Kolbendurchmesser
zur Fettförderung: 9 mm

Fettförderung mittels
Handhebel

Wandstärke
Fettpressenrohr: 1,5 mm

graphitgrau lackiert

loser Deckel oder
fester Deckel

T-Griff

Füllvolumen: 
300 cm3, 500 cm3,
750 cm3 oder 1000 cm3

1

2

3

5

6

7

8

9

4

Fettpressenanschluss 
G 1/8" oder M 10 x 1

Füllnippel M 10 x 1

Kolbendurchmesser
zur Fettförderung: 8 mm

Fettförderung mittels
Druckgriff

Wandstärke
Fettpressenrohr: 1 mm

silber lackiert

loser Deckel 

L-Griff

Füllvolumen: 
500 cm3

1

2

3

5

6

7

8

9

4

12

4

5

6

8

7

9

3

1

2

4

5

6
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9

7
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STANDARDFETTPRESSE 
Förderung in den Fettpressenkopf mittels Federkraft

DRUCKLUFTFETTPRESSE, DLFP
Fettförderung in den Fettpressenkopf mittels Federkraft

Fettpressenanschluss M 10 x 1

mit Füllnippel M 10 x 1 
oder ohne Füllnippel

Kolbendurchmesser
zur Fettförderung: 6 mm

Fettförderung mittels 
Druckluft, Einzelhub- oder 
kontinuierliche Fettförderung

Wandstärke
Fettpressenrohr: 1,0 mm

graphitgrau oder
silber lackiert

Loser Deckel 

L-Griff

Füllvolumen: 500 cm3 

Druckluftanschluss für Schnell-
verschlusskupplung, Rectus 
Typ 26, oder Gewindetülle 
6 mm, für Schlauch DN 6

1

2

3

5

6

7

8

9

10

4

Fettpressenanschluss 
G 1/8" oder M 10 x 1

mit Füllnippel M 10 x 1
oder ohne Füllnippel

Kolbendurchmesser
zur Fettförderung: 8 mm

Fettförderung mittels
Handhebel

Wandstärke Fettpressenrohr: 
1,5 mm oder 1,0 mm

graphitgrau oder
silber lackiert

loser Deckel oder
fester Deckel

T-Griff oder L-Griff

Füllvolumen: 
300 cm3, 500 cm3,
750 cm3 oder 1000 cm3

1

2

3

5

6

7

8

9

4

1
2

4

5

6

8

9

7

3
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9
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6

8

7
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Artikel-Nr. Bezeichnung Füllvolumen POSI LOK Innenmechanik Variable DOUBLE  
geschlossen Stroke LOCK

System

PNEUMAxx-Fettpressen

12 824 PNEUMAxx HHFP, M 10 x 1, ohne ZBH 500 cm3 •
12 824 125 PNEUMAxx HHFP, G 1/8", ohne ZBH 500 cm3 •
12 826 PNEUMAxx HHFP, M 10 x 1, mit ZBH 500 cm3 •
12 826 125 PNEUMAxx HHFP, G 1/8", mit ZBH 500 cm3 •

Industriefettpressen "ELITE K9"

12 676 Industriefettpresse Elite K9, HHFP, M 10 x 1 / G1/8", mit ZBH 500 cm3 • • •
12 676 040 Industriefettpresse Elite K9, HHFP, G 1/8, mit ZBH 500 cm3 • • •
12 676 302 Industriefettpresse Elite K9, HHFP, M 10 x 1,mit ZBH 500 cm3 • • •
12 678 Industriefettpresse Elite K9, HHFP, M 10 x 1 / G1/8", mit ZBH 750 cm3 • • •

Industriefettpressen

12 695 Industriefettpresse 2, HHFP, M 10 x 1, ohne ZBH 500 cm3 • • •
12 675 Industriefettpresse 2, HHFP, M 10 x 1, mit ZBH 500 cm3 • • •
12 675 125 Industriefettpresse 2, HHFP, G 1/8", mit ZBH 500 cm3 • • •
12 679 Industriefettpresse 2, HHFP, M 10 x 1, mit ZBH 500 cm3 • • •
12 698 Industriefettpresse 2, HHFP, M 10 x 1, mit ZBH 500 cm3 • • •
12 698 125 Industriefettpresse 2, HHFP, G 1/8", mit ZBH 500 cm3 • • •

Industriefettpressen - geschlossene Innenmechanik

12 684 780 Industriefettpresse 2, HHFP, M 10 x 1, ohne ZBH 300 cm3 • • •
12 684 790 Industriefettpresse 2, HHFP, G 1/8", ohne ZBH 300 cm3 • • •

12 638 780 Industriefettpresse 2, HHFP, M 10 x 1, ohne ZBH 500 cm3 • • •
12 638 790 Industriefettpresse 2, HHFP, G 1/8", ohne ZBH 500 cm3 • • •
12 638 778 Industriefettpresse 2, HHFP, M 10 x 1, mit ZBH 500 cm3 • • •
12 638 793 Industriefettpresse 2, HHFP, G 1/8", mit ZBH 500 cm3 • • •
12 638 794 Industriefettpresse 2, HHFP, G 1/8", mit ZBH 500 cm3 • • •
12 638 799 Industriefettpresse 2, HHFP, M 10 x 1, mit ZBH 500 cm3 • • •

12 685 780 Industriefettpresse 2, HHFP, M 10 x 1, ohne ZBH 750 cm3 • • •
12 685 790 Industriefettpresse 2, HHFP, G 1/8",ohne ZBH 750 cm3 • • •
12 685 783 Industriefettpresse 2, HHFP, M 10 x 1, mit ZBH 750 cm3 • • •

12 686 780 Industriefettpresse 2, HHFP, M 10 x 1, ohne ZBH 1000 cm3 • • •
12 686 790 Industriefettpresse 2, HHFP, G 1/8", ohne ZBH 1000 cm3 • • •

Industriefettpressen

12 637 Industriefettpresse 1, HHFP, M 10 x 1, ohne ZBH 500 cm3 • • •
12 637 125 Industriefettpresse 1, HHFP, G 1/8", ohne ZBH 500 cm3 • • •
12 637 101 Industriefettpresse 1, HHFP, M 10 x 1, mit ZBH 500 cm3 • • •

12 636 Industriefettpresse 1, HHFP, M 10 x 1, ohne ZBH 500 cm3 • • •
12 636 125 Industriefettpresse 1, HHFP, G 1/8", ohne ZBH 500 cm3 • • •
12 636 100 Industriefettpresse 1, HHFP, M 10 x 1, mit ZBH 500 cm3 • • •
12 636 101 Industriefettpresse 1, HHFP, M 10 x 1, mit ZBH 500 cm3 • • •
12 636 102 Industriefettpresse 1, HHFP, G 1/8", mit ZBH 500 cm3 • • •
12 636 103 Industriefettpresse 1, HHFP, G 1/8", mit ZBH 500 cm3 • • •
12 736 128 Industriefettpresse 1, HHFP, G 1/8", mit ZBH 500 cm3 • • •

Standardfettpressen

12 638 Standardfettpresse, HHFP, M 10 x 1, ohne ZBH 500 cm3 •
12 638 125 Standardfettpresse, HHFP, G 1/8", ohne ZBH 500 cm3 •

12 538 Standardfettpresse, HHFP, M 10 x 1, ohne ZBH 500 cm3 •
12 538 125 Standardfettpresse, HHFP, G 1/8", ohne ZBH 500 cm3 •

12 630 Standardfettpresse, HHFP, M 10 x 1, mit ZBH 500 cm3 •
12 630 125 Standardfettpresse, HHFP, G 1/8", mit ZBH 500 cm3 •
12 630 950 Standardfettpresse, HHFP, M 10 x 1, mit ZBH 500 cm3 •

Fettpressen und Zubehör
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DIN 1283 Wandstärke Lackierung Hochdruck- Hochdruck- Düsenrohr Präzisions- Hydraulik- Füllnippel Verkaufs- Polybeutel
Fettpressen- Panzerschlauch Panzerschlauch mundstück mundstück verpackung

rohr 11 x 300 mm 8 x 300 mm

angelehnt 1,5 mm grau • •
angelehnt 1,5 mm grau • •
angelehnt 1,5 mm grau 12 655 12 635 12 643 (2x) • •
angelehnt 1,5 mm grau 12 755 12 735 12 743 (2x) • •

• 1,5 mm verzinkt • •
• 1,5 mm verzinkt 12 755 12 735 12 743 (2x) • •
• 1,5 mm verzinkt 12 655 12 631 • •

1,5 mm verzinkt • •

• 1,5 mm graphitgrau • •
• 1,5 mm graphitgrau 12 635 12 643 • •
• 1,5 mm graphitgrau 12 735 12 743 • •
• 1,5 mm graphitgrau 12 655 12 643 • •
• 1,5 mm graphitgrau 12 655 12 635 12 643 (2x) • •
• 1,5 mm graphitgrau 12 755 12 735 12 743 (2x) • •

1,5 mm graphitgrau • •
1,5 mm graphitgrau • •

• 1,5 mm graphitgrau • •
• 1,5 mm graphitgrau • •
• 1,5 mm graphitgrau 12 635 12 631 • •
• 1,5 mm graphitgrau 12 735 12 743 • •
• 1,5 mm graphitgrau 12 755 12 743 • •
• 1,5 mm graphitgrau 12 655 12 643 • •

1,5 mm graphitgrau • •
1,5 mm graphitgrau • •
1,5 mm graphitgrau 12 655 (500 mm) 12 643 • •

1,5 mm graphitgrau • •
1,5 mm graphitgrau • •

• 1,0 mm verzinkt • •
• 1,0 mm verzinkt • •
• 1,0 mm verzinkt 12 655 12 631 • •

• 1,0 mm schwarz • •
• 1,0 mm schwarz • •
• 1,0 mm schwarz 12 635 12 631 • •
• 1,0 mm schwarz 12 655 12 631 • •
• 1,0 mm schwarz 12 735 12 731 • •
• 1,0 mm schwarz 12 755 12 731 • •
• 1,0 mm schwarz 12 755 12 735 12 731 (2x) • •

• 1,0 mm silber •
• 1,0 mm silber •

• 1,5 mm silber •
• 1,5 mm silber •

• 1,0 mm silber 12 656 12 631 •
• 1,0 mm silber 12 756 12 731 •
• 1,0 mm silber 12 666 (500 mm) 12 631 • •

93
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Artikel-Nr. Bezeichnung Füllvolumen POSI LOK Innenmechanik Variable DOUBLE  
geschlossen Stroke LOCK

System

Standardfettpressen 

12 633 Standardfettpresse, HHFP, M 10 x1, mit ZBH 500 cm3 •
12 633 125 Standardfettpresse, HHFP, G 1/8", mit ZBH 500 cm3 •
12 633 950 Standardfettpresse, HHFP, M 10 x1, mit ZBH 500 cm3 •
12 733 804 Standardfettpresse, HHFP, G 1/8", mit ZBH 500 cm3 •

12 632 Standardfettpresse, HHFP, M 10 x 1, mit ZBH 500 cm3 •
12 632 125 Standardfettpresse, HHFP, G 1/8", mit ZBH 500 cm3 •
12 632 950 Standardfettpresse, HHFP, M 10 x 1, mit ZBH 500 cm3 •
12 634 Standardfettpresse, HHFP, M 10 x1, mit ZBH 500 cm3 •
12 634 125 Standardfettpresse, HHFP, G 1/8", mit ZBH 500 cm3 •
12 634 950 Standardfettpresse, HHFP, M 10 x1, mit ZBH 500 cm3 •
12 734 804 Standardfettpresse, HHFP, G 1/8", mit ZBH 500 cm3 •

Standardfettpressen - geschlossene Innenmechanik

12 684 782 Standardfettpresse, HHFP, M 10 x 1, ohne ZBH 300 cm3 •
12 684 792 Standardfettpresse, HHFP, G 1/8", ohne ZBH 300 cm3 •

12 638 782 Standardfettpresse, HHFP, M 10 x 1, ohne ZBH 500 cm3 •
12 638 792 Standardfettpresse, HHFP, G 1/8", ohne ZBH 500 cm3 •
12 638 776 Standardfettpresse, HHFP, M 10 x 1, mit ZBH 500 cm3 •
12 638 796 Standardfettpresse, HHFP, G 1/8", mit ZBH 500 cm3 •
12 638 797 Standardfettpresse, HHFP, G 1/8", mit ZBH 500 cm3 •

12 685 782 Standardfettpresse, HHFP, M 10 x 1, ohne ZBH 750 cm3 •
12 685 792 Standardfettpresse, HHFP, G 1/8", ohne ZBH 750 cm3 •

12 686 782 Standardfettpresse, HHFP, M 10 x 1, ohne ZBH 1000 cm3 •
12 686 792 Standardfettpresse, HHFP, G 1/8“, ohne ZBH 1000 cm3 •

Einhandfettpressen

12 226 Einhand-Fettpresse EHFP, M 10 x 1 mit ZBH 125 cm3 •
12 276 Einhand-Fettpresse EHFP, G 1/8“ mit ZBH 125 cm3 •

12 250 Einhand-Fettpresse EHFP, M 10 x 1 mit ZBH 500 cm3 •
12 270 Einhand-Fettpresse EHFP, G 1/8", mit ZBH 500 cm3 •
12 250 950 Einhand-Fettpresse EHFP, M 10 x 1, mit ZBH 500 cm3 •
12 254 Einhand-Fettpresse EHFP, M 10 x 1 mit ZBH 500 cm3 •
12 274 Einhand-Fettpresse EHFP, G 1/8", mit ZBH 500 cm3 •

12 282 PNEUMAxx Einhandfettpresse, EHFP, M 10 x 1, mit ZBH 500 cm3 •
12 282 125 PNEUMAxx Einhandfettpresse, EHFP, G 1/8“, mit ZBH 500 cm3 •

Druckluftfettpressen

18 066 PNEUMAxx, DLFP Automatik, M 10x1, mit ZBH 500 cm3 •
18 066 125 PNEUMAxx, DLFP Automatik, G 1/8", mit ZBH 500 cm3 •

18 071 Druckluft-Fettpresse DLFP, M 10 x 1, mit ZBH 500 cm3 •
18 072 Druckluft-Fettpresse DLFP, M 10 x 1, mit ZBH 500 cm3 •
18 073 Druckluft-Fettpresse DLFP Automatik, M 10 x 1, mit ZBH 500 cm3 •
18 073 125 Druckluft-Fettpresse DLFP Automatik, G 1/8", mit ZBH 500 cm3 •
18 074 Druckluft-Fettpresse DLFP + Kopf für HHFP, M 10x1, mit ZBH 500 cm3 •
18 077 Druckluft-Fettpresse DLFP Automatik, M 10 x 1, mit ZBH 500 cm3 •

AKKU-Fettpresse / Betonsanier-Hebelpresse

18 070 AKKU – Fettpresse mit ZBH 500 cm3 •

12 688 Betonsanier-Hebelpresse , BHHP, M 10 x 1, ohne ZBH 1000 cm3 •

Handhebel Ölpressen

12 602 Ölpresse HHÖP, M 10 x 1, mit ZBH 500 cm3 •
12 602 125 Ölpresse HHÖP, G 1/8", mit ZBH 500 cm3 •

Fettpressen und Zubehör
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DIN 1283 Wandstärke Lackierung Hochdruck- Hochdruck- Düsenrohr Präzisions- Hydraulik- Füllnippel Verkaufs- Polybeutel
Fettpressen- Panzerschlauch Panzerschlauch mundstück mundstück verpackung

rohr 11 x 300 mm 8 x 300 mm

• 1,0 mm silber 12 656 12 631 •
• 1,0 mm silber 12 756 12 731 •
• 1,0 mm silber 12 656 12 631 • •
• 1,0 mm silber 12 756 12 731 • •

• 1,0 mm silber 12 635 12 631 •
• 1,0 mm silber 12 735 12 731 •
• 1,0 mm silber 12 635 12 003 •
• 1,0 mm silber 12 635 12 631 •
• 1,0 mm silber 12 735 12 731 •
• 1,0 mm silber 12 635 12 631 • •
• 1,0 mm silber 12 735 12 731 • •

1,0 mm graphitgrau • •
1,0 mm graphitgrau • •

• 1,0 mm graphitgrau • •
• 1,0 mm graphitgrau • •
• 1,0 mm graphitgrau 12 635 12 631 • •
• 1,0 mm graphitgrau 12 735 12 731 • •
• 1,0 mm graphitgrau 12 755 12 731 • •

1,0 mm graphitgrau • •
1,0 mm graphitgrau • •

1,0 mm graphitgrau • •
1,0 mm graphitgrau • •

1,0 mm silber 12 435 12 631 • •
1,0 mm silber 12 475 12 731 • •

angelehnt 1,0 mm silber 12 435 12 631 • •
angelehnt 1,0 mm silber 12 475 12 731 • •
angelehnt 1,0 mm silber 12 656 12 435 12 631 • •
angelehnt 1,0 mm silber 12 655 12 435 12 631 (2x) • •
angelehnt 1,0 mm silber 12 755 12 475 12 731 (2x) • •

1,5 mm grau 12 655 12 435 12 643 (2x) • •
1,5 mm grau 12 755 12 475 12 743 (2x) • •

1,5 mm grau 12 655 12 435 12 643 (2x) • •
1,5 mm grau 12 755 12 475 12 743 (2x) • •

1,0 mm silber 12 635 12 631 •
1,0 mm silber 12 655 12 643 • •
1,0 mm graphitgrau 12 435 12 643 • •
1,0 mm graphitgrau 12 475 12 743 • •
1,0 mm silber 12 656 12 635 12 631 (2x) • •
1,0 mm graphitgrau 12 665 (500 mm) 12 435 12 643 12 631 • •

1,0 mm verzinkt 9 x 610 mm 4-Backen • •

1,0 mm verzinkt Entlüftungsnippel •

1,0 mm silber 12 635 12 642 •
1,0 mm silber 12 735 12 642 •

95
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Technische Daten

Fettpressenanschluss
druckseitig über 
Metalladapter: M 10 x 1
Füllnippel und
Entlüftungsventil: M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder 400-g-Ein-
schraubkartusche (Länge inkl.
Gewinde 250 mm - Ø 53 mm),
mit Adapter, separat zu bestellen
unter 12 091

Fettförderung in den
Fettpressenkopf: mittels Druckluft
Förderdruck (Ladedruck
in den Fettpressenkopf): 4 bar
Druckbeaufschlagung
(Ladedruck): mittels Handpumpe
Druckentlastung
(Ladedruck): mittels Ablass- und

Überdruckventil
Durchmesser Fett-Pumpkolben: 8 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: 1,2 cm3

Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Wandstärke Fettpressenrohr: 1,5 mm
Lackierung Fettpressenkörper: fenstergrau, seidenmatt, 

RAL 7040
Verpackung: Verkaufsverpackung mit

EAN-Code
Abmessungen
Verpackung LBH (mm): 530 x 170 x 75

Besondere Merkmale

• zum Verarbeiten von Schmierfetten bis NLGI 3, 
Fetttemperatur bis -10 °C

• fördert alle Hochleistungsschmiermittel für den
Industriebereich und zäheste BIO-Fette bis NLGI 3,
Fetttemperatur bis -10 °C

• pneumatische Fettförderung in den Fettpressenkopf
mittels 4 bar Luftdruck

• herkömmliche Förderung mittels Kompressionsfeder
wird durch pneumatische Förderung ersetzt, Störanfälligkeit
wird auf ein Minimum reduziert, es gelangt kein Fett hinter
die Manschette

• mittels Überdruck- und Druckablassventil kann die Fettpresse
druckfrei gelagert werden

• geringer Kraftaufwand beim Abschmieren durch optimale
Hebelverhältnisse

• Leistung nach 5000 Arbeitsspielen unverändert

• präzise Passgenauigkeit von Pumpkolben und Zylinder
(keine Scheinschmierung)

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• abrutschsicherer Handgriff am Fettpressenhebel

• Patent-Nrn.: EP 0 883 773 B1, USA 6,068,164,
Kanada 2 245 787

PNEUMAXX, FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS DRUCKLUFT

PNEUMAXX, HHFP (HANDHEBELFETTPRESSEN)
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Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

11 x 300 mm 
• mit 1 Düsenrohr gebogen M 10 x 1, 

150 mm 
• mit 2 Präzisionsmundstücken 4 BA, 

M 10 x 1

Spezifikation
• mit 1 Panzerschlauch G 1/8", 

11 x 300 mm 
• mit 1 Düsenrohr gebogen G 1/8", 

150 mm 
• mit 2 Präzisionsmundstücken 4 BA, 

G 1/8"

PNEUMAxx HHFP
Anschluss M 10 x 1

PNEUMAxx HHFP
Anschluss G 1/8"

PNEUMAxx HHFP
mit ZBH, Anschluss M 10 x 1

PNEUMAxx HHFP
mit ZBH, Anschluss G 1/8"

12 824

12 824 125

12 826

12 826 125

Artikel-Nr.

12 824

12 826
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Technische Daten

Fettpressenanschluss 
druckseitig über 
Metalladapter: M 10 x 1
Füllnippel und 
Entlüftungsventil: M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 400-g-Fettkartusche DIN 1284, 
Fettfüllgerät oder 400-g-Ein-
schraubkartusche (Länge inkl.
Gewinde 250 mm - Ø 53 mm),
mit Adapter, separat zu bestellen
unter 12 091

Fettförderung in den
Fettpressenkopf: mittels Druckluft
Förderdruck (Ladedruck
in den Fettpressenkopf): 4 bar
Druckbeaufschlagung
(Ladedruck): mittels Handpumpe
Druckentlastung
(Ladedruck): mittels Ablass- und

Überdruckventil
Durchmesser Fett-Pumpkolben: 8 mm
Betätigung Fett-Pumpkolben: manuell, mittels Druckgriff
Fördervolumen/Hub: 0,8 cm3

Förderdruck: bis 260 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Wandstärke Fettpressenrohr: 1,5 mm
Lackierung Fettpressenkörper: fenstergrau, seidenmatt,

RAL 7040
Farbe Druckpumpe: blau, Pantone 294 C
Verpackung: Verkaufsverpackung mit

EAN-Code
Abmessungen
Verpackung LBH (mm): 530 x 170 x 75

Besondere Merkmale

• zum Verarbeiten von Schmierfetten bis NLGI 3, 
Fetttemperatur bis -10 °C

• fördert alle Hochleistungsschmiermittel für den
Industriebereich und zäheste BIO-Fette bis NLGI 3,
Fetttemperatur bis -10 °C

• pneumatische Fettförderung in den Fettpressenkopf
mittels 4 bar Luftdruck

• herkömmliche Förderung mittels Kompressionsfeder
wird durch pneumatische Förderung ersetzt, Störanfälligkeit
wird auf ein Minimum reduziert, es gelangt kein Fett hinter
die Manschette

• mittels Überdruck- und Druckablassventil kann die Fettpresse
druckfrei gelagert werden

• geringer Kraftaufwand beim Abschmieren durch optimale
Hebelverhältnisse

• Leistung nach 5000 Arbeitsspielen unverändert

• präzise Passgenauigkeit von Pumpkolben und Zylinder
(keine Scheinschmierung)

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• Patent-Nrn.: EP 0 883 773 B1, USA 6,068,164

PNEUMAXX, EHFP (EINHANDFETTPRESSEN)

Fettpressen und Zubehör
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Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

11 x 300 mm 
• mit 1 Düsenrohr gerade M 10 x 1, 

150 mm 
• mit 2 Präzisionsmundstücken 4 BA, 

M 10 x 1

Spezifikation
• mit 1 Panzerschlauch G 1/8", 

11 x 300 mm 
• mit 1 Düsenrohr gerade G 1/8",

150 mm
• mit 2 Präzisionsmundstücken 4 BA,

G 1/8"

PNEUMAxx EHFP
mit ZBH, Anschluss M 10 x 1

PNEUMAxx EHFP
mit ZBH, Anschluss G 1/8"

12 282

12 282 125

Artikel-Nr.

12 282 125

12 282
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Technische Daten

Fettpressenanschluss
druckseitig über
Metalladapter: M 10 x 1
Füllnippel und
Entlüftungsventil: M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder 400-g-Ein-
schraubkartusche (Länge inkl.
Gewinde 250 mm - Ø 53 mm),
mit Adapter, separat zu bestellen
unter 12 091

Übersetzungsverhältnis: 50:1
Fettförderung in den
Fettpressenkopf: mittels Druckluft
Förderdruck (Ladedruck in
den Fettpressenkopf): 4 bar
Druckbeaufschlagung
(Ladedruck): mittels Handpumpe
Druckentlastung
(Ladedruck): mittels Ablass- und

Überdruckventil
Durchmesser Fett-Pumpkolben: 6 mm
Betätigung Fett-Pumpkolben: kontinuierliche Fettförderung

mittels Druckluftmotor
Fördervolumen/Hub: 0,8 cm3

Arbeitsdruck Druckluftantrieb: 6 bar
Mindestdruck
(Druckluftantrieb): 2 bar
max. Luftdruck
(Druckluftantrieb): 8 bar
Druckluftanschluss: Schnellkupplung Rectus, Typ 26
Förderdruck zur Schmierstelle: 100 bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Wandstärke Fettpressenrohr: 1,5 mm
Lackierung Fettpressenkörper: fenstergrau, seidenmatt,

RAL 7040
Farbe Druckpumpe: blau, Pantone 294 C
Verpackung: Verkaufsverpackung mit

EAN-Code
Abmessungen
Verpackung LBH (mm): 530 x 170 x 75

Besondere Merkmale

• zum Verarbeiten von Schmierfetten bis NLGI 3, 
Fetttemperatur bis -10 °C

• fördert alle Hochleistungsschmiermittel für den
Industriebereich und zäheste BIO-Fette bis NLGI 3,
Fetttemperatur bis -10 °C

• pneumatische Fettförderung in den Fettpressenkopf
mittels 4 bar Luftdruck

• herkömmliche Förderung mittels Kompressionsfeder
wird durch pneumatische Förderung ersetzt, Störanfälligkeit
wird auf ein Minimum reduziert, es gelangt kein Fett hinter
die Manschette

• mittels Überdruck- und Druckablassventil kann die Fettpresse
druckfrei gelagert werden

• Leistung nach 5000 Arbeitsspielen unverändert

• präzise Passgenauigkeit von Pumpkolben und Zylinder
(keine Scheinschmierung)

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• Patent-Nrn.: EP 0 883 773 B1, USA 6,068,164

PNEUMAXX, DLFP (DRUCKLUFTBETRIEBENE FETTPRESSEN)
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Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

11 x 300 mm 
• mit 1 Düsenrohr gerade M 10 x 1,

150 mm
• mit 2 Präzisionsmundstücken 4 BA,

M 10 x 1 
• mit Aufhängeöse

Spezifikation
• mit 1 Panzerschlauch G 1/8", 

11 x 300 mm
• mit 1 Düsenrohr gerade G 1/8", 

150 mm 
• mit 2 Präzisionsmundstücken 4 BA, 

G 1/8"
• mit Aufhängeöse

PNEUMAxx DLFP
mit ZBH, Anschluss M 10 x 1

PNEUMAxx DLFP
mit ZBH, Anschluss G 1/8"

18 066

18 066 125

Artikel-Nr.

18 066
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Adapter
für PNEUMAxx Fettpressen

Folgekolben
für Kartuschen DIN 1284

Technische Daten
Werkstoff: Aluminium
Durchmesser: 64,0 mm
Länge: 33,6 mm

Spezifikation
• für alle PNEUMAxx Fettpressen
• der Adapter ist zwischen Fettpressen-

rohr und Fettpressenkopf einzubauen,
um 400-g-Einschraubkartuschen
verwenden zu könnnen

• bei Adapterverwendung können 
Kartuschen (Länge inkl. Gewinde 
250 mm - Ø 53 mm) 
eingeschraubt werden

Technische Daten
Werkstoff: PVC
Durchmesser: 52,4 mm
Länge: 16,5 mm

Spezifikation
• für alle PNEUMAxx Fettpressen
• mit Kette, Länge 220 mm

12 091

12 094

Artikel-Nr. ZUBEHÖR FÜR PNEUMAXX FETTPRESSEN
BZW. INDUSTRIEFETTPRESSEN

i

12 091

12 094



103

Technische Daten
Werkstoff: Aluminium/Stahl
Durchmesser: 65 mm
Länge: 225 mm

Spezifikation
• Für alle Industriefettpressen
• bei der Industriefettpresse ist das

komplette Fettpressenrohr mit
Schubstange und Feder auszubauen

• der Adapter wird zusammen mit dem
Rohr eingeschraubt, um 500-g-
Einschraubkartuschen verwenden zu
können

• das Rohr verhindert eine
Beschädigung der Kartusche

• bei der Industriefettpresse wird bei
Betätigung des Handhebels Fett 
angesaugt, da ein Vakuum im 
Fettpressenkopf entsteht

• im Polybeutel verpackt

Technische Daten
Werkstoff: PP
Farbe: weiß
Bedruckung: schwarz
Norm: DIN 1284
Durchmesser: 52 mm
Länge: 240 mm

Spezifikation
• nur für PNEUMAxx-Fettpressen

einsetzbar
• mit Pull-off-Abreißboden
• ohne Stülpdeckel
• mit EAN-Code

Adapter für
500-g-Einschraubkartuschen
für Industriefettpressen

Leerkartusche 400 g
für PNEUMAxx-Fettpressen

12 090

12 519

Artikel-Nr.

12 090

i

12 519
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Technische Daten

Fettpressenanschluss druck-
seitig über Metalladapter: M 10 x 1 bzw. G 1/8"
Füllnippel und Entlüftungsventil: M 10 x 1
Füllmöglichkeiten: 400-g-Fettkartusche DIN 1284

Fettfüllgerät 
loses Fett

Durchmesser
Fett-Pumpkolben: 9 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: proportional zum Handhebel-

weg, max. 1,4 cm3

Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über T-Griff
Verschlussdeckel: lose
Wandstärke Fettpressenrohr: 1,5 mm
Oberflächenbehandlung: alle Teile aus Stahl sind

verzinkt
Verpackung: Verkaufsverpackung mit

EAN-Code

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• konzipiert für den rauen Einsatz, Wandstärke 
Fettpressenrohr 1,5 mm

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder

• keine Scheinschmierung, Dichtungssystem: O-Ring und 
Ventilkugel verhindern das Zurückweichen des im
Fettpressenkopf komprimierten Fettes

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• ergonomischer Handgriff der Schubstange erleichtert
die Überwindung der Federkraft

• abrutschsicherer Handgriff am Fettpressenhebel

• ermöglicht auch bei starkem Gegendruck einen variablen
Abschmierdruck bei gleichmäßigem Kraftaufwand

• Schwer zugängliche Stellen können erreicht werden, da bei
der geringsten Hebelöffnung Fett zuverlässig angesaugt wird
und zur Schmierstelle gepumpt werden kann.

• Loser Deckel mit Klemmstück erlaubt eine manuelle Unter-
stützung der Federkraft in jeder Position zur Kompression
von losem Fett oder zum Einpressen der Manschette in
beschädigte Kartuschen.

• Schnellentlüftung durch eine halbe Drehung des
Fettpressenrohres

INDUSTRIEFETTPRESSE „ELITE K9“,
FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS FEDERKRAFT

INDUSTRIEFETTPRESSE „ELITE K9“, HHFP (HANDHEBELFETTPRESSE)
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Spezifikation
• mit Reduzierung M 10 x 1 a auf 

G 1/8" i

Spezifikation
• mit 1 Panzerschlauch, M 10 x 1,

11 x 300 mm
• mit 1 Mundstück, 4 BA,

M 10 x 1

Spezifikation
• mit 1 Panzerschlauch G 1/8", 

11 x 300 mm 
• mit 1 Düsenrohr gebogen G 1/8", 

150 mm
• mit 2 Präzisionsmundstücken 4 BA, 

G1/8"

Besondere
Merkmale
• zusätzliche Füllmöglichkeit

500-g-Fettkartusche

Spezifikation
• mit Reduzierung M 10 x 1 a auf 

G 1/8" i

Industriefettpresse „ELITE K9“, HHFP
mit ZBH, Anschluss M 10 x 1, G 1/8"
Füllvollumen: 500 cm3

Abmessungen Verpackung LBH (mm):
400 x 170 x 75

Industriefettpresse „ELITE K9“, HHFP
mit ZBH, Anschluss M 10 x 1
Füllvollumen: 500 cm3

Abmessungen Verpackung LBH (mm): 
400 x 170 x 75

Industriefettpresse „ELITE K9“, HHFP
mit ZBH, Anschluss G 1/8"
Füllvollumen: 500 cm3

Abmessungen Verpackung LBH (mm): 
400 x 170 x 75

Industriefettpresse „ELITE K9“, HHFP
mit ZBH, Anschluss M 10 x 1, G 1/8"
Füllvollumen: 750 cm3

Abmessungen Verpackung LBH (mm): 
530 x 170 x 75

12 676

12 676 302

12 676 040

12 678

Artikel-Nr.

12 676

12 678

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

12 676 040
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Technische Daten

Fettpressenanschluss druck-
seitig über Metalladapter: M 10 x 1 bzw. G 1/8"
Füllnippel und Entlüftungsventil: M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 400-g-Fettkartusche DIN 1284
Fettfüllgerät 
loses Fett

Durchmesser
Fett-Pumpkolben: 9 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: proportional zum Handhebel-

weg, max. 1,4 cm3

Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über L-Griff
Verschlussdeckel: lose
Wandstärke Fettpressenrohr: 1,0 mm
Oberflächenbehandlung: alle Teile aus Stahl sind verzinkt
Verpackung: Verkaufsverpackung mit

EAN-Code
Abmessungen Verpackung
LBH (mm): 400 x 140 x 75

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder

• keine Scheinschmierung, Dichtungssystem: O-Ring und 
Ventilkugel verhindern das Zurückweichen des im
Fettpressenkopf komprimierten Fettes

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• sicherer Handgriff an der Schubstange 

• abrutschsicherer Handgriff am Fettpressenhebel

• ermöglicht auch bei starkem Gegendruck einen variablen 
Abschmierdruck bei gleichmäßigem Kraftaufwand

• Schwer zugängliche Stellen können erreicht werden, da bei 
der geringsten Hebelöffnung Fett zuverlässig angesaugt wird
und zur Schmierstelle gepumpt werden kann.

• Loser Deckel mit Klemmstück erlaubt eine manuelle Unter-
stützung der Federkraft in jeder Position zur Kompression 
von losem Fett oder zum Einpressen der Manschette in 
beschädigte Kartuschen.

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

INDUSTRIEFETTPRESSE 1,
FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS FEDERKRAFT

INDUSTRIEFETTPRESSE 1, HHFP (HANDHEBELFETTPRESSE), VERZINKT
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Spezifikation
• mit 1 Panzerschlauch, M 10 x 1,

11 x 300 mm
• mit 1 Mundstück, 4 BA,

M 10 x 1

Industriefettpresse 1, HHFP
Anschluss M 10 x 1

Industriefettpresse 1, HHFP
Anschluss G 1/8"

Industriefettpresse 1, HHFP
Anschluss M 10 x 1

12 637

12 637 125

12 637 101

Artikel-Nr.

12 637

12 637 101

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System
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Technische Daten

Fettpressenanschluss druck-
seitig über Metalladapter: M 10 x 1 bzw. G 1/8"
Füllnippel und Entlüftungsventil: M 10 x 1
Füllvolumen: 500 cm3

Durchmesser
Fett-Pumpkolben: 9 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: proportional zum Handhebel-

weg, max. 1,4 cm3

Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über L-Griff
Verschlussdeckel: lose
Wandstärke Fettpressenrohr: 1,0 mm
Lackierung: schwarz 
Verpackung: Verkaufsverpackung mit

EAN-Code
Abmessungen Verpackung
LBH (mm): 400 x 140 x 75

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder

• keine Scheinschmierung, Dichtungssystem: O-Ring und 
Ventilkugel verhindern das Zurückweichen des im
Fettpressenkopf komprimierten Fettes

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

•Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• sicherer Handgriff an der Schubstange 

• abrutschsicherer Handgriff am Fettpressenhebel

• ermöglicht auch bei starkem Gegendruck einen variablen 
Abschmierdruck bei gleichmäßigem Kraftaufwand

• Schwer zugängliche Stellen können erreicht werden, da bei 
der geringsten Hebelöffnung Fett zuverlässig angesaugt wird
und zur Schmierstelle gepumpt werden kann.

• Loser Deckel mit Klemmstück erlaubt eine manuelle Unter-
stützung der Federkraft in jeder Position zur Kompression 
von losem Fett oder zum Einpressen der Manschette in 
beschädigte Kartuschen.

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

INDUSTRIEFETTPRESSE 1, HHFP (HANDHEBELFETTPRESSE), SCHWARZ LACKIERT



12 616

12 636

12 636 125

12 614

12 616

12 636 100
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Industriefettpresse 1, HHFP
Anschluss M 10 x 1
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett

Industriefettpresse 1, HHFP
Anschluss G 1/8"
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett

4-Wege-Industriefettpresse 1,
HHFP M 10 x 1
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät, loses Fett und 
400 g Schraubkartusche

4-Wege-Fettpresse 1, HHFP M 10 x 1
400-g-Fettkartusche DIN 1284,
Fettfüllgerät, loses Fett und
500-g-Einschraubkartusche

Industriefettpresse 1, HHFP
mit ZBH, Anschluss M 10 x 1
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett

Spezifikation
• mit Adapter für 400 g Einschraub-

kartusche

Spezifikation
• mit Adapter für 500-g-Einschraub-

kartusche Ø 62 mm

Spezifikation
• mit 1 Düsenrohr gebogen M 10 x 1,

150 mm
• mit 1 Mundstück 4 BA, M 10 x 1
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12 636 100

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

12 614

12 636
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12 636 102

12 636 101
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Industriefettpresse 1, HHFP
mit ZBH, Anschluss G 1/8"
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett

Industriefettpresse 1, HHFP
mit ZBH, Anschluss M 10 x 1
Füllmöglichkeiten:
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett

Spezifikation
• mit 1 Düsenrohr gebogen G 1/8", 

150 mm 
• mit 1 Mundstück 4 BA,  G 1/8"

Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

11 x 300 mm 
• mit 1 Mundstück 4 BA, M 10 x 1

12 636 102

12 636 101

Artikel-Nr.

INDUSTRIEFETTPRESSE 1, HHFP (HANDHEBELFETTPRESSE), SCHWARZ LACKIERT

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System
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Spezifikation
• mit 1 Panzerschlauch G 1/8", 

11 x 300 mm 
• mit 1 Mundstück 4 BA,  G 1/8"

Spezifikation
• mit 1 Panzerschlauch G 1/8", 

11 x 300 mm 
• mit 1 Düsenrohr gebogen G 1/8", 

150 mm 
• mit 2 Mundstücken 4 BA,  G 1/8"

Industriefettpresse 1, HHFP
mit ZBH, Anschluss G 1/8"
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett

Industriefettpresse 1, HHFP
mit ZBH, Anschluss G 1/8"
Füllmöglichkeiten:
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett

12 636 103

12 736 128

Artikel-Nr.

12 736 128

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

12 636 103
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Technische Daten

Fettpressenanschluss druck-
seitig über Metalladapter: M 10 x 1 bzw. G 1/8"
Füllnippel und Entlüftungsventil: M 10 x 1
Füllvolumen: 500 cm3

Durchmesser
Fett-Pumpkolben: 9 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: proportional zum Handhebel-

weg, max. 1,4 cm3

Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über T-Griff
Verschlussdeckel: lose
Wandstärke Fettpressenrohr: 1,5 mm
Lackierung: graphitgrau
Verkaufsverpackung: Verkaufsverpackung mit 

EAN-Code
Abmessungen Verpackung 
LBH (mm): 400 x 140 x 75

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• konzipiert für den rauen Einsatz, Wandstärke Fett-
pressenrohr 1,5 mm

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder

• keine Scheinschmierung, Dichtungssystem: O-Ring und 
Ventilkugel verhindern das Zurückweichen des im
Fettpressenkopf komprimierten Fettes

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• abrutschsicherer Handgriff am Fettpressenhebel

• ergonomischer Handgriff an der Schubstange 
erleichtert die Überwindung der Federkraft

• ermöglicht auch bei starkem Gegendruck einen variablen 
Abschmierdruck bei gleichmäßigem Kraftaufwand

• Schwer zugängliche Stellen können erreicht werden, da bei 
der geringsten Hebelöffnung Fett zuverlässig angesaugt wird
und zur Schmierstelle gepumpt werden kann.

• Loser Deckel mit Klemmstück erlaubt eine manuelle Unter-
stützung der Federkraft in jeder Position zur Kompression 
von losem Fett oder zum Einpressen der Manschette in 
beschädigte Kartuschen.

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

INDUSTRIEFETTPRESSE 2,
FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS FEDERKRAFT

INDUSTRIEFETTPRESSE 2, HHFP (HANDHEBELFETTPRESSE), VERSCHLUSSDECKEL LOSE
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Spezifikation
• mit 1 Düsenrohr gebogen M 10 x 1, 

150 mm 
• mit 1 Präzisionsmundstück 4 BA,

M 10 x 1

Industriefettpresse 2, HHFP
Anschluss M 10 x 1

Industriefettpresse 2, HHFP
mit ZBH, Anschluss M 10 x 1

12 695

12 675

Artikel-Nr.

12 695

12 675

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System
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Industriefettpresse 2, HHFP
mit ZBH, Anschluss M 10 x 1

Industriefettpresse 2, HHFP
mit ZBH, Anschluss M 10 x 1

Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

11 x 300 mm 
• mit 1 Präzisionsmundstück 4 BA,

M 10 x 1

Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

11 x 300 mm 
• mit 1 Düsenrohr gebogen M 10 x 1, 

150 mm 
• mit 2 Präzisionsmundstücken 4 BA,

M 10 x 1

12 679

12 698

Artikel-Nr.
IINDUSTRIEFETTPRESSE 2, HHFP (HANDHEBELFETTPRESSE), 
VERSCHLUSSDECKEL LOSE

12 679

12 698

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System
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Spezifikation
• mit 1 Düsenrohr, gebogen G 1/8", 

150 mm
• mit 1 Präzisionsmundstück, 

4 BA G 1/8"

Spezifikation
• mit 1 Panzerschlauch, G 1/8",

11 x 300 mm
• mit 1 Düsenrohr, gebogen, 

G 1/8", 150 mm
• mit 2 Präzisionsmundstücke, 4 BA,

G 1/8"

Industriefettpresse 2, HHFP
mit ZBH, Anschluss G 1/8"

Industriefettpresse 2, HHFP
mit ZBH, Anschluss G 1/8"

12 675 125

12 698 125

Artikel-Nr.

12 675 125

i

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System
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Fettpressen und Zubehör

Technische Daten

Fettpressenanschluss druck-
seitig über Metalladapter: M 10 x 1 bzw. G 1/8"
Füllnippel und Entlüftungsventil: M 10 x 1
Durchmesser
Fett-Pumpkolben: 9 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: proportional zum Handhebel-

weg, max. 1,4 cm3

Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über T-Griff
Verschlussdeckel: fest
Wandstärke Fettpressenrohr: 1,5 mm
Lackierung: graphitgrau

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• konzipiert für den rauen Einsatz, Wandstärke Fett-
pressenrohr 1,5 mm

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283 (bei Füllvollumen 500 cm3)

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder

• keine Scheinschmierung, Dichtungssystem: O-Ring und 
Ventilkugel verhindern das Zurückweichen des im
Fettpressenkopf komprimierten Fettes

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• ergonomischer Handgriff an der Schubstange 
erleichtert die Überwindung der Federkraft

• abrutschsicherer Handgriff am Fettpressenhebel

• ermöglicht auch bei starkem Gegendruck einen variablen 
Abschmierdruck bei gleichmäßigem Kraftaufwand

• Schwer zugängliche Stellen können erreicht werden, da bei 
der geringsten Hebelöffnung Fett zuverlässig angesaugt wird
und zur Schmierstelle gepumpt werden kann.

• fester Deckel mit Klemmstück 

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

INDUSTRIEFETTPRESSE 2, HHFP (HANDHEBELFETTPRESSE), VERSCHLUSSDECKEL FEST, 

116
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Verpackung
• Verkaufsverpackung mit

EAN-Code

Verpackung
• Verkaufsverpackung mit

EAN-Code

Verpackung
• Polybeutel, unbedruckt,

EAN-Code

Verpackung
• Polybeutel, unbedruckt,

EAN-Code

Industriefettpresse 2, HHFP
Anschluss M 10 x 1
Füllvolumen: 300 cm3

Füllmöglichkeiten: 
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
310 x 125 x 70

Industriefettpresse 2, HHFP
mit ZBH, Anschluss G 1/8"
Füllvolumen: 300 cm3

Füllmöglichkeiten: 
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
400 x 140 x 75

Industriefettpresse 2, HHFP
Anschluss M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
380 x 125 x 70

Industriefettpresse 2, HHFP
mit ZBH, Anschluss G 1/8"
Füllvolumen: 500 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
400 x 140 x 75

12 684 780

12 684 790

12 638 780

12 638 790

Artikel-Nr.

12 684 780

12 638 780

Variable Stroke
System

Variable Stroke
System

Variable Stroke
System

Variable Stroke
System
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Industriefettpresse 2, HHFP
Anschluss M 10 x 1
Füllvolumen: 750 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
500-g-Fettkartusche,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
510 x 125 x 70

Industriefettpresse 2, HHFP
Anschluss G 1/8"
Füllvolumen: 750 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
500-g-Fettkartusche,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
510 x 125 x 70

Industriefettpresse 2, HHFP
mit ZBH, Anschluss M 10 x 1
Füllvolumen: 750 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
500-g-Fettkartusche,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
510 x 125 x 70

Verpackung
• Polybeutel, unbedruckt

Verpackung
• Polybeutel, unbedruckt

Spezifikation
• mit 1 Panzerschlauch M 10 x 1,

11 x 500 mm
• mit 1 Präzisionsmundstück, 4 BA,

M 10 x 1

Verpackung
• Polybeutel, unbedruckt

12 685 780

12 685 790

12 685 783

Artikel-Nr.
INDUSTRIEFETTPRESSE 2, HHFP (HANDHEBELFETTPRESSE), VERSCHLUSSDECKEL FEST,
IM POLYBEUTEL

i

Variable Stroke
System

Variable Stroke
System

Variable Stroke
System

12 685 780

12 685 783
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Verpackung
• Polybeutel, unbedruckt

Verpackung
• Polybeutel, unbedruckt

Industriefettpresse 2, HHFP
Anschluss M 10 x 1
Füllvolumen: 1000 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
500-g-Fettkartusche,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
600 x 125 x 70

Industriefettpresse 2, HHFP
Anschluss G 1/8"
Füllvolumen: 1000 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
500-g-Fettkartusche,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
600 x 125 x 70

12 686 780

12 686 790

Artikel-Nr.

i

Variable Stroke
System

Variable Stroke
System

12 686 780
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Technische Daten

Fettpressenanschluss druck-
seitig über Metalladapter: M 10 x 1 bzw. G 1/8"
Füllnippel und Entlüftungsventil: M 10 x 1
Durchmesser
Fett-Pumpkolben: 9 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: proportional zum Handhebel-

weg, max. 1,4 cm3

Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über T-Griff
Verschlussdeckel: fest
Wandstärke Fettpressenrohr: 1,5 mm
Lackierung: graphitgrau
Verpackung: in Verkaufsverpackung

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• konzipiert für den rauen Einsatz, Wandstärke Fett-
pressenrohr 1,5 mm

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder

• keine Scheinschmierung, Dichtungssystem: O-Ring und 
Ventilkugel verhindern das Zurückweichen des im
Fettpressenkopf komprimierten Fettes

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• ergonomischer Handgriff an der Schubstange 
erleichtert die Überwindung der Federkraft

• abrutschsicherer Handgriff am Fettpressenhebel

• ermöglicht auch bei starkem Gegendruck einen variablen 
Abschmierdruck bei gleichmäßigem Kraftaufwand

• Schwer zugängliche Stellen können erreicht werden, da bei 
der geringsten Hebelöffnung Fett zuverlässig angesaugt wird
und zur Schmierstelle gepumpt werden kann.

• fester Deckel mit Klemmstück 

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

INDUSTRIEFETTPRESSE 2, HHFP (HANDHEBELFETTPRESSE), VERSCHLUSSDECKEL FEST,
IN VERKAUFSVERPACKUNG
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12 638 778

i

Spezifikation
• mit 1 Düsenrohr, gebogen, M 10 x 1, 

150 mm
• mit 1 Mundstück, 4 BA, M 10 x 1

Spezifikation
• mit 1 Düsenrohr, gebogen, G 1/8", 

150 mm
• mit 1 Präzisionsmundstück, 4 BA, 

G 1/8"

Spezifikation
• mit 1 Panzerschlauch G 1/8",

11 x 300 mm
• mit 1 Präzisionsmundstück, 4 BA,

G 1/8"

Spezifikation
• mit 1 Panzerschlauch M 10 x 1,

11 x 300 mm
• mit 1 Präzisionsmundstück, 4 BA,

M 10 x 1

Industriefettpresse 2, HHFP
mit ZBH, Anschluss M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
400 x 140 x 75

Industriefettpresse 2, HHFP
mit ZBH, Anschluss G 1/8"
Füllvolumen: 500 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
400 x 140 x 75

Industriefettpresse 2, HHFP
mit ZBH, Anschluss G 1/8"
Füllvolumen: 500 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
400 x 140 x 75

Industriefettpresse 2, HHFP
mit ZBH, Anschluss, M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
400 x 140 x 75

12 638 778

12 638 793

12 638 794

12 638 799

Artikel-Nr.

12 638 794

12 638 799

Variable Stroke
System

Variable Stroke
System

Variable Stroke
System

Variable Stroke
System
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Technische Daten

Fettpressenanschluss 
druckseitig: M 10 x 1 bzw. G 1/8"
Füllvolumen: 500 cm3

Füllmöglichkeiten: 400-g-Fettkartusche DIN 1284
loses Fett

Durchmesser
Fett-Pumpkolben: 8 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: 1,2 cm3 bei 400 bar 

Gegendruck
Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über L-Griff
Verschlussdeckel: lose
Wandstärke Fettpressenrohr: 1,5 mm
Lackierung: silber
Verpackung: Polybeutel bedruckt, mit

EAN-Code
Abmessungen Verpackung 
LBH (mm): 380 x 125 x 70

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• konzipiert für den rauen Einsatz, Wandstärke 
Fettpressenrohr 1,5 mm

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• sicherer Handgriff an der Schubstange 

• abrutschsicherer Handgriff am Fettpressenhebel

• Loser Deckel mit Klemmstück erlaubt eine manuelle Unter-
stützung der Federkraft in jeder Position zur Kompression 
von losem Fett oder zum Einpressen der Manschette in 
beschädigte Kartuschen.

• geringer Kraftaufwand beim Abschmieren durch
optimale Hebelverhältnisse

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

STANDARDFETTPRESSE,
FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS FEDERKRAFT

STANDARDFETTPRESSE, HHFP (HANDHEBELFETTPRESSE) IM POLYBEUTEL, VERSCHLUSSDECKEL LOSE,
1,5 MM ROHRSTÄRKE
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Standardfettpresse, HHFP
Anschluss M 10 x 1

Standardfettpresse, HHFP
Anschluss G 1/8"

12 538

12 538 125

Artikel-Nr.

12 538

»Posi Lok«

»Posi Lok«
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Technische Daten

Fettpressenanschluss
druckseitig: M 10 x 1 bzw. G 1/8"
Füllvolumen: 500 cm3

Füllmöglichkeiten: 400-g-Fettkartusche DIN 1284
oder loses Fett

Durchmesser
Fett-Pumpkolben: 8 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: 1,2 cm3 bei 400 bar

Gegendruck
Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über L-Griff
Verschlussdeckel: lose
Wandstärke Fettpressenrohr: 1,0 mm
Lackierung: silber
Verpackung: Polybeutel bedruckt, mit

EAN-Code
Abmessungen Verpackung 
LBH (mm): 380 x 125 x 70

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• sicherer Handgriff an der Schubstange 

• abrutschsicherer Handgriff am Fettpressenhebel

• Loser Deckel mit Klemmstück erlaubt eine manuele 
Unterstützung der Federkraft in jeder Position zur
Kompression von losem Fett oder zum Einpressen der
Manschette in beschädigte Kartuschen.

• geringer Kraftaufwand beim Abschmieren durch optimale
Hebelverhältnisse

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

STANDARDFETTPRESSE, HHFP (HANDHEBELFETTPRESSE) IM POLYBEUTEL, VERSCHLUSSDECKEL LOSE,
1,0 MM ROHRSTÄRKE
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Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

8 x 300 mm 
• mit 1 Mundstück 4 BA, M 10 x 1

Spezifikation
• mit 1 Panzerschlauch G 1/8",

8 x 300 mm 
• mit 1 Mundstück 4 BA, G 1/8"

Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

8 x 500 mm
• mit Füllnippel im Fettpressenkopf

M 10 x 1 a, Ø 9 mm
• mit 1 Mundstück 4 BA,

M 10 x1

Spezifikation
• mit 1 Düsenrohr gebogen M 10 x 1,

150 mm 
• mit 1 Mundstück 4 BA, M 10 x 1

Spezifikation
• mit 1 Düsenrohr 30° gebogen,

G 1/8", 150 mm
• mit 1 Mundstück 4 BA, G 1/8"

Spezifikation
• mit 1 Düsenrohr 30°gebogen,

M 10 x 1,
150 mm 

• mit 1 Spitzmundstück, M 10 x 1 i

Standardfettpresse, HHFP
Anschluss M 10 x 1

Standardfettpresse, HHFP
Anschluss G 1/8"

Standardfettpresse, HHFP
mit ZBH, Anschluss M 10 x 1

Standardfettpresse, HHFP
mit ZBH, Anschluss G 1/8"

Standardfettpresse, HHFP
mit ZBH, Anschluss M 10 x 1

Standardfettpresse, HHFP
mit ZBH, Anschluss M 10 x 1

Standardfettpresse, HHFP
mit ZBH, Anschluss G 1/8"

Standardfettpresse, HHFP
mit ZBH, Anschluss M 10 x 1

12 638

12 638 125

12 630

12 630 125

12 630 950

12 632

12 632 125

12 632 950

Artikel-Nr.

»Posi Lok«

»Posi Lok«

»Posi Lok«

»Posi Lok«

»Posi Lok«

»Posi Lok«

»Posi Lok«

»Posi Lok«

12 638

12 632

12 630
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Technische Daten

Fettpressenanschluss
druckseitig: M 10 x 1 bzw. G 1/8"
Füllvolumen: 500 cm3

Durchmesser
Fett-Pumpkolben: 8 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: 1,2 cm3 bei 400 bar

Gegendruck
Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über L-Griff
Verschlussdeckel: lose
Wandstärke Fettpressenrohr: 1,0 mm
Lackierung: silber
Verpackung: Verkaufsverpackung mit

EAN-Code
Abmessungen Verpackung 
LBH (mm): 400 x 140 x 75

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• sicherer Handgriff an der Schubstange 

• abrutschsicherer Handgriff am Fettpressenhebel

• Loser Deckel mit Klemmstück erlaubt eine manuelle 
Unterstützung der Federkraft in jeder Position zur
Kompression von losem Fett oder zum Einpressen der
Manschette in beschädigte Kartuschen.

• geringer Kraftaufwand beim Abschmieren durch optimale
Hebelverhältnisse

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

STANDARDFETTPRESSE, HHFP (HANDHEBELFETTPRESSE) IN VERKAUFSVERPACKUNG, VERSCHLUSSDECKEL LOSE,
1,0 MM ROHRSTÄRKE
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Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

8 x 300 mm 
• mit 1 Mundstück 4 BA, M 10 x 1

Spezifikation
• mit 1 Panzerschlauch G 1/8", 

8 x 300 mm
• mit 1 Mundstück 4 BA, G 1/8"

Technische Daten
Füllnippel und 
Entlüftungsventil: M 10 x 1

Besondere Merkmale
• separates Befüll- und Entlüftungsventil 

im Fettpressenkopf

Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

8 x 300 mm 
• mit 1 Mundstück 4 BA, M 10 x 1

Technische Daten
Füllnippel und 
Entlüftungsventil: M 10 x 1

Besondere Merkmale
• separates Befüll- und Entlüftungsventil 

im Fettpressenkopf

Spezifikation
• mit 1 Panzerschlauch G 1/8", 

8 x 300 mm 
• mit 1 Mundstück 4 BA, G 1/8"

Standardfettpresse, HHFP
mit ZBH, Anschluss M 10 x 1
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284 oder
loses Fett

Standardfettpresse, HHFP
mit ZBH, Anschluss G 1/8"
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284 oder
loses Fett

Standardfettpresse, HHFP
mit ZBH, Anschluss M 10 x 1
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
loses Fett oder
Fettfüllgerät

Standardfettpresse, HHFP
mit ZBH, Anschluss G 1/8"
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
loses Fett oder
Fettfüllgerät

12 633

12 633 125

12 633 950

12 733 804

Artikel-Nr.

12 633 950

12 733 804

»Posi Lok«

»Posi Lok«

»Posi Lok«

»Posi Lok«
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Standardfettpresse, HHFP
mit ZBH, Anschluss M 10 x 1
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284 oder
loses Fett

Standardfettpresse, HHFP
mit ZBH, Anschluss G 1/8"
Füllmöglichkeiten:
400-g-Fettkartusche DIN 1284 oder
loses Fett

Standardfettpresse, HHFP
mit ZBH, Anschluss M 10 x 1
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder loses Fett

Spezifikation
• mit 1 Düsenrohr gebogen M 10 x 1, 

150 mm 
• mit 1 Mundstück 4 BA, M 10 x 1

Spezifikation
• mit 1 Düsenrohr gebogen G 1/8", 

150 mm
• mit 1 Mundstück 4 BA, G 1/8"

Spezifikation
• mit 1 Düsenrohr, gebogen, M 10 x 1, 

150 mm
• mit 1 Mundstück, 4 BA, M 10 x 1
• mit 1 Füll- und Entlüftungsnippel

12 634 

12 634 125

12 634 950

Artikel-Nr.
STANDARDFETTPRESSE, HHFP (HANDHEBELFETTPRESSE) IN VERKAUFSVER-
PACKUNG, VERSCHLUSSDECKEL LOSE, 1,0 MM ROHRSTÄRKE

12 634 
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Technische Daten
Füllnippel und 
Entlüftungsventil: M 10 x 1

Besondere Merkmale
• separates Befüll- und Entlüftungsventil 

im Fettpressenkopf

Spezifikation
• mit 1 Düsenrohr gebogen G 1/8", 

150 mm
• mit 1 Mundstück 4 BA, G 1/8"

Standardfettpresse, HHFP
mit ZBH, Anschluss G 1/8"
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
loses Fett oder
Fettfüllgerät

12 734 804

Artikel-Nr.

12 734 804

»Posi Lok«



i

Fettpressen und Zubehör

130

Technische Daten

Fettpressenanschluss
druckseitig: M 10 x 1
Füllnippel und Entlüftungsventil: M 10 x 1
Durchmesser
Fett-Pumpkolben: 8 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: 1,2 cm3 bei 400 bar

Gegendruck
Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über T-Griff
Verschlussdeckel: fest
Wandstärke Fettpressenrohr: 1,0 mm
Lackierung: graphitgrau

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283 (bei Füllvolumen 500 cm3)

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• abrutschsicherer Handgriff am Fettpressenhebel

• fester Deckel mit Klemmstück 

• geringer Kraftaufwand beim Abschmieren durch optimale
Hebelverhältnisse

• ergonomischer Handgriff an der Schubstange 
erleichtert die Überwindung der Federkraft

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

STANDARDFETTPRESSE, HHFP (HANDHEBELFETTPRESSE), VERSCHLUSSDECKEL FEST,
1,0 MM ROHRSTÄRKE
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Verpackung
• Verkaufsverpackung mit

EAN-Code

Verpackung
• Verkaufsverpackung mit

EAN-Code

Verpackung
• Polybeutel, unbedruckt,

mit EAN-Code

Verpackung
• Polybeutel, unbedruckt,

mit EAN-Code

Standardfettpresse, HHFP-DG
Anschluss M 10 x 1
Füllvolumen: 300 cm3

Füllmöglichkeiten: 
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
310 x 125 x 70

Standardfettpresse, HHFP-DG
Anschluss M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
380 x 125 x 70

Standardfettpresse, HHFP-DG
Anschluss M 10 x 1
Füllvolumen: 750 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
500-g-Fettkartusche,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
510 x 125 x 70

Standardfettpresse, HHFP-DG
Anschluss M 10 x 1
Füllvolumen: 1000 cm3

Füllmöglichkeiten:
400-g-Fettkartusche DIN 1284,
500-g-Fettkartusche
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
600 x 125 x 70

12 684 782

12 638 782

12 685 782

12 686 782

Artikel-Nr.

12 684 782

12 638 782

12 685 782
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Technische Daten

Fettpressenanschluss
druckseitig: G 1/8"
Durchmesser
Fett-Pumpkolben: 8 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: 1,2 cm3 bei 400 bar

Gegendruck
Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über T-Griff
Verschlussdeckel: fest
Wandstärke Fettpressenrohr: 1,0 mm
Lackierung: graphitgrau

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283 (bei Füllvolumen 500 cm3)

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• abrutschsicherer Handgriff am Fettpressenhebel

• fester Deckel mit Klemmstück 

• geringer Kraftaufwand beim Abschmieren durch optimale
Hebelverhältnisse

• ergonomischer Handgriff an der Schubstange 
erleichtert die Überwindung der Federkraft

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

STANDARDFETTPRESSE, HHFP (HANDHEBELFETTPRESSE), VERSCHLUSSDECKEL FEST,
1,0 MM ROHRSTÄRKE
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Verpackung
• Verkaufsverpackung mit

EAN-Code

Verpackung
• Verkaufsverpackung mit

EAN-Code

Verpackung
• Polybeutel, unbedruckt,

mit EAN-Code

Verpackung
• Polybeutel, unbedruckt,

mit EAN-Code

Standardfettpresse, HHFP-DG
Anschluss G 1/8"
Füllvolumen: 300 cm3

Füllmöglichkeiten: 
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
310 x 125 x 70

Standardfettpresse, HHFP-DG
Anschluss G 1/8"
Füllvolumen: 500 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
380 x 125 x 70

Standardfettpresse, HHFP-DG
Anschluss G 1/8"
Füllvolumen: 750 cm3

Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
500-g-Fettkartusche,
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
510 x 125 x 70

Standardfettpresse, HHFP-DG
Anschluss G 1/8"
Füllvolumen: 1000 cm3

Füllmöglichkeiten:
400-g-Fettkartusche DIN 1284,
500-g-Fettkartusche
Fettfüllgerät oder
loses Fett
Abmessungen Verpackung LBH (mm): 
600 x 125 x 70

12 684 792

12 638 792

12 685 792

12 686 792

Artikel-Nr.

12 684 792

12 638 792

12 685 782
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Technische Daten

Fettpressenanschluss
druckseitig: M 10 x 1 bzw. G 1/8"
Füllnippel und Entlüftungsventil: M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 400 g, Fettkartusche, DIN 1284,
Fettfüllgerät oder loses Fett

Durchmesser
Fett-Pumpkolben: 8 mm
Betätigung Fett-Pumpkolben: mittels Handhebel
Fördervolumen/Hub: 1,2 cm3 bei 400 bar

Gegendruck
Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über T-Griff
Verschlussdeckel: fest
Wandstärke Fettpressenrohr: 1,0 mm
Lackierung: graphitgrau
Verpackung: Verkaufsverpackung,

mit EAN-Code
Abmessungen
Verpackung LBH (mm): 400 x 140 x 75

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• nach DIN 1283

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• abrutschsicherer Handgriff am Fettpressenhebel

• fester Deckel mit Klemmstück 

• geringer Kraftaufwand beim Abschmieren durch optimale
Hebelverhältnisse

• ergonomischer Handgriff an der Schubstange 
erleichtert die Überwindung der Federkraft

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

STANDARDFETTPRESSE, HHFP (HANDHEBELFETTPRESSE) IN VERKAUFSVERPACKUNG, VERSCHLUSSDECKEL FEST,
1,0 MM ROHRSTÄRKE
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Spezifikation
• mit 1 Düsenrohr gebogen, M 10 x 1,

150 mm
• mit 1 Mundstück, 4 BA, M 10 x 1

Spezifikation
• mit 1 Düsenrohr gebogen, G 1/8",

150 mm
• mit 1 Mundstück, 4 BA, G 1/8"

Spezifikation
• mit 1 Panzerschlauch G 1/8", 

11 x 300 mm
• mit 1 Mundstück, 4 BA, G 1/8"

Standardfettpresse, HHFP-DG
mit ZBH, Anschluss M 10 x 1

Standardfettpresse, HHFP-DG
mit ZBH, Anschluss G 1/8"

Standardfettpresse, HHFP-DG
mit ZBH, Anschluss G 1/8"

12 638 776

12 638 796

12 638 797

Artikel-Nr.

12 638 776

12 638 797
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Technische Daten

Fettpressenanschluss
druckseitig: M 10 x 1 bzw. G 1/8"
Füllnippel mit 
Entlüftungsventil: M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 400-g-Fettkartusche DIN 1284
loses Fett
Fettfüllgerät

Durchmesser
Fett-Pumpkolben: 8 mm
Betätigung Fett-Pumpkolben: manuell mittels Druckgriff
Fördervolumen/Hub: 0,8 cm3 

Förderdruck: bis 260 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über L-Griff
Wandstärke Fettpressenrohr: 1,0 mm
Lackierung: silber
Verschlussdeckel: lose
Verpackung: Verkaufsverpackung mit

EAN-Code
Abmessungen Verpackung 
LBH (mm): 400 x 140 x 75

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• an DIN 1283 angelehnt

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• sicherer Handgriff an der Schubstange

• Loser Deckel mit Klemmstück erlaubt eine manuelle
Unterstützung der Federkraft in jeder Position zur
Kompression von losem Fett oder zum Einpressen
der Manschette in beschädigte Kartuschen.

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

EINHANDFETTPRESSE,
FETTFÖRDERUNG IN DEN FETTPRESSENKOPF MITTELS FEDERKRAFT

EINHANDFETTPRESSE, EHFP IN VERKAUFSVERPACKUNG, VERSCHLUSSDECKEL LOSE,
1,0 MM ROHRSTÄRKE



i

137

Spezifikation
• mit 1 Düsenrohr gerade M 10 x 1, 

150 mm 
• mit 1 Mundstück 4 BA, M 10 x 1

Spezifikation
• mit 1 Panzerschlauch, M 10 x 1,

8 x 300 mm
• mit 1 Düsenrohr, gerade, M 10 x 1,

150 mm
• mit 1 Mundstück, 4 BA, M 10 x 1

Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

11 x 300 mm 
• mit 1 Düsenrohr gerade M 10 x 1, 

150 mm 
• mit 2 Mundstücken 4 BA, M 10 x 1

Spezifikation
• mit 1 Düsenrohr gerade G 1/8", 

150 mm 
• mit 1 Mundstück 4 BA, G 1/8"

Spezifikation
• mit 1 Panzerschlauch G 1/8", 

11 x 300 mm 
• mit 1 Düsenrohr gerade G 1/8", 

150 mm 
• mit 2 Mundstücken 4 BA, G 1/8"

Einhandfettpresse, EHFP
mit ZBH, Anschluss M 10 x 1

Einhandfettpresse, EHFP
mit ZBH, Anschluss M 10 x 1

Einhandfettpresse, EHFP
mit ZBH, Anschluss M 10 x 1

Einhandfettpresse, EHFP
mit ZBH, Anschluss G 1/8"

Einhandfettpresse, EHFP
mit ZBH, Anschluss G 1/8"

12 250

12 250 950

12 254

12 270

12 274

Artikel-Nr.

12 250

12 254

»Posi Lok«

»Posi Lok«

»Posi Lok«

»Posi Lok«

»Posi Lok«
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Technische Daten

Fettpressenanschluss
druckseitig: M 10 x 1 bzw. G 1/8"
Füllnippel mit 
Entlüftungsventil: M 10 x 1
Füllvolumen: 125 cm3

Füllmöglichkeiten: Fettfüllgerät oder
loses Fett

Durchmesser
Fett-Pumpkolben: 8 mm
Betätigung Fett-Pumpkolben: manuell, mittels Druckgriff
Fördervolumen/Hub: 0,4 cm3 

Förderdruck: bis 550 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über L-Griff
Wandstärke Fettpressenrohr: 1,0 mm
Verschlussdeckel: lose
Lackierung: silber
Verpackung: Verkaufsverpackung mit

EAN-Code
Abmessungen Verpackung 
LBH (mm): 280 x 120 x 55

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• Fettpressenkopf aus Zinkdruckguss Z 410

• sicherer Handgriff an der Schubstange

• Loser Deckel mit Klemmnut erlaut eine manuelle
Unterstützung der Federkraft in jeder Position zur
Kompression von losem Fett.

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

EINHANDFETTPRESSE, EHFP IN VERKAUFSVERPACKUNG, VERSCHLUSSDECKEL LOSE,
1,0 MM ROHRSTÄRKE
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Spezifikation
• mit 1 Düsenrohr gerade M 10 x 1, 

150 mm
• mit 1 Mundstück 4 BA, M 10 x 1

Spezifikation
• mit 1 Düsenrohr gerade G 1/8", 

150 mm
• mit 1 Mundstück 4 BA, G 1/8"

Einhandfettpresse, EHFP
mit ZBH, Anschluss M 10 x 1

Einhandfettpresse, EHFP
mit ZBH, Anschluss G 1/8"

12 226

12 276

Artikel-Nr.

12 276
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Technische Daten

Ölpressenanschluss 
druckseitig über 
Metalladapter: M 10 x 1 bzw. G 1/8"
Füllvolumen: 500 cm3

Füllmöglichkeiten: über Verschlusskappe
Durchmesser
Öl-Druckkolben: 9 mm
Betätigung Öl-Druckkolben: manuell mittels Handhebel
Fördervolumen/Hub: proportional zum Hand-

hebelweg, max. 1,4 cm3 

Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Ölpressenkopf): 1200 bar
Wandstärke Rohr: 1,0 mm
Lackierung: silber
Verpackung: Polybeutel unbedruckt,

mit EAN-Code
Abmessungen Verpackung 
LBH (mm): 340 x 125 x 70

Besondere Merkmale

• mit Doppelmanschette mit dichtem Sitz für Öle und 
Fließfette

• Rückführung der Doppelmanschette über Kette

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder

• keine Scheinschmierung, Dichtungssystem: O-Ring und 
Ventilkugel verhindern das Zurückweichen des im 
Ölpressenkopf komprimierten Öls

• Leistung nach 5000 Arbeitsspielen unverändert

• Ölpressenkopf und Verschlusskappe aus 
Zinkdruckguss Z 410

• abrutschsicherer Handgriff am Ölpressenhebel

• Schwer zugängliche Stellen können erreicht werden, da bei 
der geringsten Hebelöffnung Öl zuverlässig angesaugt wird 
und zur Schmierstelle gepumpt werden kann.

• ermöglicht auch bei starkem Gegendruck einen variablen 
Abschmierdruck bei gleichmäßigem Kraftaufwand

ÖLPRESSE

ÖLPRESSE, HHÖP (HANDHEBELPRESSE FÜR ÖL) IM POLYBEUTEL
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Spezifikation
• mit 1 Düsenrohr gebogen M 10 x 1, 

150 mm 
• mit 1 Mundstück 4 BA, M 10 x 1, 

mit Kugelventil

Spezifikation
• mit 1 Düsenrohr, gebogen, G 1/8",

150 mm
• mit 1 Mundstück, 4 BA, G 1/8",

mit Kugelventil

Ölpresse, HHÖP
mit ZBH, Anschluss M 10 x 1

Ölpresse, HHÖP
mit ZBH, Anschluss G 1/8"

12 602

12 602 125

Artikel-Nr.

12 602
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Technische Daten

Pressenanschluss
druckseitig über 
Metalladapter: M 10 x 1
Füllvolumen: 1000 cm3

Füllmöglichkeiten: über Verschlusskappe
Durchmesser
Pumpkolben: 8 mm
Betätigung Pumpkolben: mittels Handhebel
Fördervolumen/Hub: 1,2 cm3 bei 400 bar

Gegendruck
Förderdruck: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Pressenkopf): 1200 bar
Wandstärke Pressenrohr: 1,0 mm
Oberflächenbehandlung: alle Teile aus Stahl sind verzinkt
Verpackung: Polybeutel unbedruckt
Abmessungen Verpackung 
LBH (mm): 540 x 125 x 70

Besondere Merkmale

• zum Sanieren von Rissen im Beton mit Flüssigharzen

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• Pressenkopf aus Zinkdruckguss Z 410

• abrutschsicherer Handgriff am Pressengriff

• geringer Kraftaufwand beim Abschmieren durch optimale
Hebelverhältnisse

• Verschlusskappe aus Kunststoff mit Vakuum-Luftventil

BETONSANIER-HEBELPRESSE

BETONSANIER-HEBELPRESSE, BHHP (HANDHEBELPRESSE ZUR BETONSANIERUNG) IM POLYBEUTEL
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Betonsanier-Hebelpresse, BHHP
Anschluss M 10 x 1

12 688

Artikel-Nr.

12 688
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Technische Daten

Fettpressenanschluss
druckseitig: M 10 x 1
Füllvolumen: 500 cm3

Übersetzungsverhältnis: 50:1
Fettförderung in den
Fettpressenkopf: mittels Federkraft
Durchmesser Fett-Pumpkolben: 6 mm
Betätigung Fett-Pumpkolben: Einzelhub-Fettförderung
Fördervolumen/Hub: 0,8 cm3

Arbeitsdruck Druckluftantrieb: 6 bar
Mindestdruck
(Druckluftantrieb): 2 bar
max. Luftdruck 
Druckluftantrieb): 8 bar
Druckluftanschluss: Gewindetülle, 6 mm, 

für Schlauch, DN 6 (20 132)
Förderdruck zur
Schmierstelle: 100 bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über L-Griff
Verschlussdeckel: lose
Wandstärke Fettpressenrohr: 1,0 mm
Lackierung: silber

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder 
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• sicherer Handgriff an der Schubstange

• Loser Deckel mit Klemmstück erlaubt eine manuelle 
Unterstützung der Federkraft in jeder Position zur 
Kompression von losem Fett oder zum Einpressen der 
Manschette in beschädigte Kartuschen.

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

DRUCKLUFTFETTPRESSEN

DRUCKLUFTFETTPRESSE, DLFP, FETTFÖRDERUNG ZUR SCHMIERSTELLE MITTELS DRUCKLUFT
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Technische Daten
Druckluftanschluss: Gewindetülle 

6 mm, für 
Schlauch DN 6
(20 132)

Spezifikation
• mit 1 Düsenrohr gebogen M 10 x 1,

150 mm 
• mit 1 Mundstück 4 BA, M 10 x 1
• im Polybeutel unbedruckt
• mit EAN-Code

Technische Daten
Druckluftanschluss: Schnellverschluss-

kupplung 
Rectus Typ 26

Füllnippel und 
Entlüftungsventil: M 10 x 1

Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

11 x 300 mm 
• mit 1 Präzisionsmundstück 4 BA,

M 10 x 1
• in Verkaufsverpackung 
• mit EAN-Code

Druckluftfettpresse, DLFP
mit ZBH, Anschluss M 10 x 1
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284 oder
loses Fett
Abmessungen Verpackung LBH (mm): 
380 x 190 x 70

Druckluftfettpresse, DLFP
mit ZBH, Anschluss M 10 x 1
Füllmöglichkeiten: 
400-g-Fettkartusche DIN 1284,
Fettfüllgerät oder loses Fett 
Abmessungen Verpackung LBH (mm):
400 x 170 x 75

18 071

18 072

Artikel-Nr.

18 071

18 072

»Posi Lok«
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Technische Daten

Fettpressenanschluss 
druckseitig: M 10 x 1
Füllnippel und Entlüftungs-
ventil DLFP: M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten DLFP: 400 g, Fettkartusche, DIN 1284, 
Fettfüllgerät oder loses Fett

Füllmöglichkeiten HHFP: 400 g, Fettkartusche, DIN 1284,
loses Fett

Übersetzungsverhältnis DLFP: 50:1
Fettförderung in den 
Fettpressenkopf: mittels Federkraft
Durchmesser
Fett-Pumpkolben DLFP: 6 mm
Betätigung
Fett-Pumpkolben DLFP: Einzelhub-Fettförderung
Fördervolumen/Hub DLFP: 0,8 cm3

Arbeitsdruck Druckluftantrieb: 6 bar
Mindestdruck (Druckluftantrieb): 2 bar
max. Luftdruck 
(Druckluftantrieb): 8 bar
Druckluftanschluss: Gewindetülle, 6 mm,

für Schlauch, DN 6 (20 132)
Förderdruck zur
Schmierstelle DLFP: 100 bis 400 bar
Durchmesser
Fett-Pumpkolben HHFP: 8 mm
Betätigung 
Fett-Pumpkolben HHFP: mittels Handhebel
Fördervolumen/Hub HHFP: 1,2 cm3, bei 400 bar 

Gegendruck
Förderdruck HHFP: bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über L-Griff
Verschlussdeckel: lose
Wandstärke Fettpressenrohr: 1,0 mm
Lackierung: silber
Verpackung: Verkaufsverpackung mit 

EAN-Code
Abmessungen 
Verpackung LBH (mm): 400 x 170 x 75

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett
oder Kartusche

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder 
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im 
Fettpressenkopf, DLFP

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• sicherer Handgriff an der Schubstange

• loser Deckel mit Klemmstück erlaubt eine manuelle 
Unterstützung der Federkraft in jeder Position zur 
Kompression von losem Fett oder zum Einpressen der
Manschette in beschädigte Kartuschen

• geringer Kraftaufwand beim Abschmieren durch 
optimale Hebelverhältnisse, HHFP

• Schnellentlüftung durch eine halbe Drehung des
Fettpressenrohres

• mit zusätzlichem Fettpressenkopf zum Umbau auf
Hebelbetätigung

DRUCKLUFTFETTPRESSE, DLFP IN VERKAUFSVERPACKUNG, FETTFÖRDERUNG ZUR SCHMIERSTELLE
MITTELS DRUCKLUFT, KOMBI
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Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

8 x 300 mm 
• mit 1 Düsenrohr gebogen M 10 x 1,

150 mm 
• mit 2 Mundstücken 4 BA, M 10 x 1

Druckluftfettpresse DLFP
mit ZBH, Anschluss M 10 x 1

18 074

Artikel-Nr.

18 074

»Posi Lok«
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Technische Daten

Fettpressenanschluss druckseitig:M 10 x 1
Füllnippel und Entlüftungsventil: M 10 x 1
Füllvolumen: 500 cm3

Füllmöglichkeiten: 400 g, Fettkartusche, DIN 1284,
Fettfüllgerät oder loses Fett

Übersetzungsverhältnis: 50:1
Fettförderung in den
Fettpressenkopf: mittels Federkraft
Durchmesser Fett-Pumpkolben: 6 mm
Betätigung Fett-Pumpkolben: kontinuierliche Fettförderung

mittels Druckluftmotor
Fördervolumen/Hub: 0,8 cm3

Arbeitsdruck Druckluftantrieb: 6 bar
Mindestdruck 
(Druckluftantrieb): 2 bar
max. Luftdruck 
(Druckluftantrieb): 8 bar
Druckluftanschluss: Schnellkupplung Rectus, Typ 26
Förderdruck zur Schmierstelle: 100 bis 400 bar
Berstdruck (System): 850 bar
Berstdruck (Fettpressenkopf): 1200 bar
Schubstangenbetätigung: über L-Griff
Verschlussdeckel: lose
Wandstärke Fettpressenrohr: 1,0 mm
Verpackung: Verkaufsverpackung mit 

EAN-Code
Abmessungen 
Verpackung LBH (mm): 400 x 170 x 75

Besondere Merkmale

• das Gerät verarbeitet Fette bis NLGI 2

• Formmanschette mit dichtem Sitz bei losem Fett oder 
Kartusche

• Pumpkolben mit hoher Passgenauigkeit zum Zylinder 
(keine Scheinschmierung)

• Leistung nach 5000 Arbeitsspielen unverändert

• separates Befüll- und Entlüftungsventil im Fettpressenkopf

• sicherer Handgriff an der Schubstange

• Fettpressenkopf aus Zinkdruckguss Z 410

• durch starke Rändel sicherer Griff

• Loser Deckel mit Klemmstück erlaubt eine manuelle 
Unterstützung der Federkraft in jeder Position zur 
Kompression von losem Fett oder zum Einpressen der 
Manschette in beschädigte Kartuschen.

• Schnellentlüftung durch eine halbe Drehung des 
Fettpressenrohres

AUTOMATIK DRUCKLUFTFETTPRESSE IN VERKAUFSVERPACKUNG
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Spezifikation
• mit 1 Düsenrohr gerade M 10 x 1, 

150 mm 
• mit 1 Präzisionsmundstück 4 BA, 

M 10 x 1

Spezifikation
• mit 1 Düsenrohr, gerade, G 1/8", 

150 mm
• mit 1 Präzisionsmundstück, 4 BA,

G 1/8"

Spezifikation
• mit 1 Panzerschlauch M 10 x 1, 

11 x 500 mm 
• mit 1 Düsenrohr gerade M 10 x 1, 

150 mm 
• mit 1 Präzisionsmundstück 4 BA, 

M 10 x 1 
• mit 1 Mundstück 4 BA, M 10 x 1

Druckluft-Fettpresse, Automatik
DLFP mit ZBH, Anschluss M 10 x 1

Druckluft-Fettpresse, Automatik
DLFP mit ZBH, Anschluss G 1/8"

Druckluft-Fettpresse, Automatik
DLFP mit ZBH, Anschluss M 10 x 1

18 073

18 073 125

18 077

Artikel-Nr.

18 073

18 077

»Posi Lok«

»Posi Lok«

»Posi Lok«
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AKKU-Fettpresse mit ZBH
Koffer und Ladegerät
Füllmöglichkeiten: 
400 g-Fettkartusche, DIN 1284
oder loses Fett
Abmessungen Verpackung LBH (mm):
580 x 365 x 105

Technische Daten
Fettförderung in
den Fettpressenkopf: mittels Federkraft
Durchmesser 
Fett-Pumpkolben: 6 mm
Betätigung 
Fett-Pumpkolben: kontinuierliche

Fettförderung
mittels 12 V
Elektromotor

Fördervolumen/Hub: 0,8 cm3

Fördermenge: ca. 65 g/min.
(~ 76 cm3) bei
Gegendruck von
69 bar

Fördermenge/
Akku-Ladung: zwei 400-g-

Kartuschen
(abhängig vom
Gegendruck)

Betriebsdruck: 414 bar
Maximaler Druck: 517 bar
Schnell-Ladezeit 
Akku: 1 Stunde
Hochleistungs-
batterie: 1300 mAh
Fettförderschlauch: 11 x 610 mm
Schubstangen-
betätigung: über T-Griff
Verschlussdeckel: geschraubt
Wandstärke 
Fettpressenrohr: 1,6 mm
Gewicht Akku-
Fettpresse (leer): 3,4 kg

Spezifikation
• mit 1 Hochdruck-Fettförderschlauch 

mit Knickschutzfeder 11 x 610 mm
• mit 1 4-Backen-Hydraulikmundstück
• mit 1 Batterieladegerät (230 V)
• mit 1 Akku 12 V

Besondere Merkmale
• das Gerät verarbeitet Fette bis NLGI 2
• Formmanschette mit dichtem Sitz bei

losem Fett oder Kartuschen
• separates Entlüftungsventil im

Fettpressenkopf
• durch starke Rändel sicherer Griff
• sicherer Handgriff an der

Schubstange
• stabile Konstruktion

18 070

Artikel-Nr.

AKKU-FETTPRESSE

18 070

i
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Technische Daten
Kapazität: 1300 mAh
Spannung: 12 V
Akku: NiCd

Spezifikation
• für AKKU-Fettpresse (18 070)
• in verkaufsfördernder Verpackung

zum Hängen

AKKU
für Akku-Fettpresse (18 070)
12 Volt
Abmessung Verpackung LBH (mm):
90 x 165 x 215

18 069

Artikel-Nr.

18 069

i
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Schiebekupplung, slide-on-Typ
M 10 x 1 i, 
für Flachschmiernippel 16 mm
Abmessungen LBH (mm): 
29 x 21 x 16

Schiebekupplung, slide-on-Typ
G 1/8" i, 
für Flachschmiernippel 16 mm
Schlüsselweite: 13 mm
Abmessungen LBH (mm): 
44 x 21 x 16

Schiebekupplung M 10 x 1 i
für Flachschmiernippel 16 mm
Abmessungen LBH (mm): 
32 x 20 x 23

Schiebekupplung G 1/8" i
für Flachschmiernippel 16 mm
Abmessungen LBH (mm): 
32 x 20 x 23

Schiebekupplung M 10 x 1 i, FA
für Flachschmiernippel 16 mm
Abmessungen LBH (mm): 
30 x 22 x 20

Schiebekupplung G 1/8" i, FA
für Flachschmiernippel 16 mm
Abmessungen LBH (mm): 
30 x 22 x 20

Technische Daten
Anschluss 1: Schiebekupplung 

für Flachschmier-
nippel, 16 mm / 
0,62", DIN 3404,
M1 + T1

Anordnung 
der Kupplung: entgegen der 

Verschraubung
Werkstoff: Stahl verzinkt

Technische Daten
Anschluss 1: Schiebekupplung 

für Flachschmier-
nippel, 16 mm / 
0,62", DIN 3404,
M1 + T1

Schlüsselweite: 12 mm
Werkstoff: Stahl verzinkt

Technische Daten
Anschluss 1: Schiebekupplung 

für Flachschmier-
nippel, flache Aus-
führung, 16 mm / 
0,62", DIN 3404,
M1 + T1

Werkstoff: Stahl verzinkt

12 001

12 001 125

12 004

12 074

12 004 950

12 074 950

Artikel-Nr.

KUPPLUNGEN UND SCHNELLWECHSELANSCHLÜSSE

SCHIEBEKUPPLUNGEN

12 001

12 001 125

12 004

12 004 950
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Technische Daten
Anschluss 1: Schiebekupplung 

für Flachschmier-
nippel 22 mm / 
0,86", DIN 3404

Werkstoff: Stahl verzinkt
Schlüsselweite: 30 mm

Technische Daten
Anschluss 1: Schiebekupplung 

für Flachschmier-
nippel, 10 mm / 
0,39", DIN 3404,
M4

Werkstoff: Stahl verzinkt

Technische Daten
Anschluss 1: für alle Bajonett-

schmiernippel 
Kopfdurchmesser
9,9 mm

Werkstoff: Stahl verzinkt
Schlüsselweite: 14 mm

Technische Daten
Anschluss 1: für Hydraulik- 

mundstück
Werkstoff: Stahl verzinkt
Schlüsselweite: 12 mm

Schiebekupplung M 10 x 1 i
für Flachschmiernippel 22 mm
Abmessungen LBH (mm): 
30 x 30 x 35

Schiebekupplung G 1/8" i
für Flachschmiernippel 22 mm
Abmessungen LBH (mm): 
45 x 30 x 35

Schiebekupplung M 10 x 1 i
für Flachschmiernippel 10 mm
Schlüsselweite: 12 mm
Abmessungen LBH (mm): 
32 x 20 x 26

Schiebekupplung G 1/8" i
für Flachschmiernippel 10 mm
Schlüsselweite: 13 mm
Abmessungen LBH (mm): 
46 x 20 x 26

Bajonettkupplung M 10 x 1 i
Durchmesser: 20 mm
Länge: 41 mm

Bajonettkupplung G 1/8" i
Durchmesser: 20 mm
Länge: 41 mm

Schnellkupplung
M 10 x 1 i
Durchmesser: 18 mm
Länge: 31 mm

Schnellkupplung
G 1/8" i
Durchmesser: 18 mm
Länge: 41 mm

12 011

12 011 125

12 052

12 053

12 013

12 023

12 006

12 006 125

Artikel-Nr.

12 052

12 053

12 013

12 006 125

12 006

12 011 125

BAJONETTKUPPLUNGEN

SCHNELLWECHSELANSCHLÜSSE - OHNE ZUBEHÖR
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Schnellwechselanschluss
Hohl-/Universalmundstück für
Kugelschmiernippel DIN 3402
Durchmesser: 18 mm
Länge: 184 mm

Schnellwechselanschluss
Spitzmundstück für 
Trichterschmiernippel DIN 3405
Durchmesser: 18 mm
Länge: 184 mm

Schnellwechselanschluss
Schiebekupplung für 
Flachschmiernippel 16 mm / 0,63"
DIN 3404, M1 + T1
Abmessungen LBH (mm):
202 x 23 x 20

Schnellwechselanschluss
Schiebekupplung für 
Flachschmiernippel 22 mm / 0,86" 
DIN 3404, M22 
Abmessungen LBH (mm):
203 x 35 x 30

Schnellwechselanschluss
Schiebekupplung für 
Flachschmiernippel 22 mm / 0,86" 
DIN 3404, M22
gebogenes Düsenrohr, 150 mm
Abmessungen LBH (mm):
210 x 30 x 60

Schnellwechselanschluss
Schiebekupplung für 
Flachschmiernippel 10 mm / 0,39"
DIN 3404, M4
Abmessungen LBH (mm):
205 x 20 x 26

Technische Daten
Anschluss 1: Schnellwechsel-

anschluss 
M 10 x 1 i

Werkstoff: Stahl verzinkt

Spezifikation
• Schnellwechselkupplung mit 

Überwurfsicherung zum Anschluss 
an das 4-BA-Mundstück 

• gerades Düsenrohr, 150 mm

Technische Daten
Anschluss 1: Schnellwechsel-

anschluss 
M 10 x 1 i

Werkstoff: Stahl verzinkt

Spezifikation
• für Hochdruckfettpistolen (18 104),

(18 108)
• Schnellwechselkupplung mit 

Überwurfsicherung zum Anschluss 
an das 4-BA-Mundstück 

• gerades Düsenrohr, 150 mm

12 042

12 043

12 044

12 054

12 057

12 055

Artikel-Nr.

SCHNELLWECHSELANSCHLÜSSE MIT MONTIERTEM ZUBEHÖR

12 042

12 043

12 055

12 044 12 054

12 057
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Technische Daten
Anschluss 1: Schnellwechselan-

schluss M 10 x 1 i
Anschluss 2: Mundstück für 

H Nippel

Spezifikation
• Schnellwechselkupplung mit Über-

wurfsicherung (12 006) zum 
Anschluss an das 4-BA-Mundstück
(12 643)

• Präzisionsmundstück, 4 BA,
M 10 x 1 i (12 643)

Technische Daten
Anschluss 1: für H- und 

K-Nippel
Werkstoff: Stahl verzinkt

Technische Daten
Anschluss 1: für D-Nippel
Werkstoff: Stahl verzinkt

Schnellwechselanschluss
für H-Nippel
Panzerschlauch 11 x 300 mm, 
M 10 x 1 a (12 655)
Durchmesser: 18 mm
Länge: 360 mm

Schnellwechselanschluss
Präzisionsmundstück
Panzerschlauch 11 x 500 mm, 
M 10 x 1 a (12 665)
Durchmesser: 18 mm
Länge: 560 mm

Schnellwechselanschluss, 
Präzisionsmundstück
gebogenes Düsenrohr, 150 mm, 
(12 635)
Durchmesser: 18 mm
Länge: 210 mm

Hohl-/Universalmundstück, 
M 10 x 1 i für H- und K-Nippel
Durchmesser: 12 mm
Länge: 8 mm

Hohl-/Universalmundstück, 
G 1/8" i für H- und K-Nippel
Durchmesser: 12 mm
Länge: 8 mm

Spitzmundstück, M 10 x 1 i
für D-Nippel
Durchmesser: 12 mm
Länge: 14 mm

Spitzmundstück, G 1/8" i
für D-Nippel
Durchmesser: 12 mm
Länge: 14 mm

12 048

12 049

12 056

12 002

12 072

12 003

12 073

Artikel-Nr.
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MUNDSTÜCKE

12 072
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Präzisionsmundstück M 10 x 1 i
mit SF, Ø 13 mm
Durchmesser: 13 mm
Länge: 42 mm

Präzisionsmundstück G 1/8" i
mit SF, Ø 13 mm
Durchmesser: 13 mm
Länge: 42 mm

Präzisionsmundstück M 10 x 1 i
mit SF, Ø 13 mm, SB-Verpackung
Durchmesser: 13 mm
Länge: 42 mm
Abmessungen Verpackung LBH (mm): 
150 x 70 x 13

Präzisionsmundstück G 1/8" i
mit SF, Ø 13 mm, SB-Verpackung
Durchmesser: 13 mm
Länge: 42 mm
Abmessungen Verpackung LBH (mm): 
150 x 70 x 13

Präzisionsmundstück M 10 x 1 i
mit SF, Ø 15 mm
Durchmesser: 15 mm
Länge: 36 mm

Präzisionsmundstück G 1/8" i
mit SF, Ø 15 mm
Durchmesser: 15 mm
Länge: 36 mm

Technische Daten
Anwendung: für schwer zu-

gängliche Stellen
Anschluss 1: für H-Nippel
Ausführung: 4 BA, gedreht
Schlüsselweite: 13 mm
Werkstoff: Stahl verzinkt

Technische Daten
Anwendung: für schwer zu-

gängliche Stellen
Anschluss 1: für H-Nippel
Ausführung: 4 BA, gedreht
Schlüsselweite: 13 mm
Werkstoff: Stahl verzinkt
Verpackung: SB-Verkaufsver-

packung mit 
Kopfkarte und 
EAN-Code

Technische Daten
Anschluss 1: für H-Nippel
Ausführung: 4 BA, gedreht
Schlüsselweite: 13 mm
Werkstoff: Stahl verzinkt

12 626

12 726

12 150

12 151

12 643

12 743

Artikel-Nr.

PRÄZISIONSMUNDSTÜCKE

12 626

12 150

12 643

12 743
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Technische Daten
Anschluss 1: für H-Nippel
Ausführung: 4 BA, gedreht
Schlüsselweite: 13 mm
Werkstoff: Stahl verzinkt
Durchmesser: 15 mm
Länge: 36 mm
Verpackung: SB-Verkaufsver-

packung mit 
Kopfkarte und 
EAN-Code

Technische Daten
Anschluss 1: für H-Nippel
Ausführung: 4 BA, gestanzt
Schlüsselweite: 13 mm
Werkstoff: Stahl verzinkt

Technische Daten
Anschluss 1: für H-Nippel
Ausführung: 4 BA, gestanzt
Schlüsselweite: 13 mm
Werkstoff: Stahl verzinkt
Durchmesser: 15 mm
Länge: 36 mm
Verpackung: SB-Verkaufsver-

packung mit 
Kopfkarte und 
EAN-Code

Präzisionsmundstück M 10 x 1 i
mit SF, Ø 15 mm, SB-Verpackung
Abmessungen Verpackung LBH (mm): 
150 x 70 x 15

Präzisionsmundstück G 1/8" i
mit SF, Ø 15 mm, SB-Verpackung
Abmessungen Verpackung LBH (mm): 
150 x 70 x 15

Hydraulikmundstück M 10 x 1 i
mit SF, Ø 15 mm
Durchmesser: 15 mm
Länge: 36 mm

Hydraulikmundstück G 1/8" i
mit SF, Ø 15 mm
Durchmesser: 15 mm
Länge: 36 mm

Hydraulikmundstück M 10 x 1 i
mit SF, Ø 15mm, SB-Verpackung
Abmessungen Verpackung LBH (mm): 
150 x 70 x 15

Hydraulikmundstück G 1/8" i
mit SF, Ø 15mm, SB-Verpackung
Abmessungen Verpackung LBH (mm): 
150 x 70 x 15

12 156

12 157

12 631

12 731

12 152

12 153

Artikel-Nr.
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Hydraulikmundstück M 10 x 1 i
mit SF, Ø 15 mm, mit Ventil
Durchmesser: 15 mm
Länge: 40 mm

Hydraulikmundstück M 10 x 1 i
mit SF, Ø 15 mm, SB-Verpackung
Abmessungen Verpackung LBH (mm): 
15 x 70 x 15

Universalmundstück M 10 x 1
für Stoßpressen
Durchmesser: 12 mm
Länge: 14 mm

Düsenrohr gerade M 10 x 1 a, 150 mm
Durchmesser: 10 mm
Länge: 150 mm

Düsenrohr gerade G 1/8" a, 150 mm
Durchmesser: 10 mm
Länge: 150 mm

Technische Daten
Anschluss 1: für H-Nippel
Ausführung: 4 BA, gestanzt,

mit Ventil
Schlüsselweite: 13 mm
Werkstoff: Stahl verzinkt

Technische Daten
Anschluss 1: für H-Nippel
Ausführung: 4 BA, gestanzt,

mit Ventil
Schlüsselweite: 13 mm
Werkstoff: Stahl verzinkt
Durchmesser: 15 mm
Länge: 40 mm
Verpackung: SB-Verkaufsver-

packung mit 
Kopfkarte und 
EAN-Code

Technische Daten
Anschluss 1: für H-Nippel
Werkstoff: Stahl verzinkt

Technische Daten
Werkstoff: Stahl verzinkt

Spezifikation
• für (12 902), (12 907), (12 908),

(12 910)

12 642

12 154

12 071

12 435

12 475

Artikel-Nr.

HYDRAULIKMUNDSTÜCKE

12 642

i

12 154

12 071

12 435

UNIVERSALMUNDSTÜCK

DÜSENROHRE GERADE

DÜSENROHRE
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Technische Daten
Werkstoff: Stahl verzinkt

Technische Daten
Anschluss Düsen-
rohr (12 635): M 10 x 1 a
Anschluss 
Hydraulik-
mundstück 
(12 631): für H-Nippel
Werkstoff: Stahl verzinkt

Technische Daten
Anschluss Düsen-
rohr (12 735): G 1/8" a
Anschluss 
Hydraulik-
mundstück 
(12 731): für H-Nippel
Werkstoff: Stahl verzinkt

Technische Daten
Anschluss Düsen-
rohr (12 635): M 10 x 1 a
Anschluss Hohl-/
Universalmund-
stück (12 002): für H- und 

K-Nippel
Werkstoff: Stahl verzinkt

Düsenrohr gebogen M 10 x 1 a, 150 mm
Durchmesser: 10 mm
Länge: 150 mm

Düsenrohr gebogen G 1/8" a, 150 mm
Durchmesser: 10 mm
Länge: 150 mm

Düsenrohr gebogen M 10 x 1 a
mit 4-BA-Hydraulikmundstück
Durchmesser: 15 mm
Länge: 180 mm

Düsenrohr gebogen G 1/8" a
mit 4-BA-Hydraulikmundstück
Durchmesser: 15 mm
Länge: 180 mm

Düsenrohr gebogen M 10 x 1 a
mit Hohl-/Universalmundstück
Durchmesser: 12 mm
Länge: 155 mm

12 635

12 735

12 635 810

12 735 810

12 635 814

Artikel-Nr.

DÜSENROHRE GEBOGEN

12 635

12 635 810

12 735 810

12 635 814

DÜSENROHRE GEBOGEN, MIT ZUBEHÖR



i

Fettpressen und Zubehör

160

Düsenrohr gebogen G 1/8" a
mit Hohl-/Universalmundstück
Durchmesser: 12 mm
Länge: 155 mm

Düsenrohr gebogen M 10 x 1 a
mit Spitzmundstück
Durchmesser: 12 mm
Länge: 155 mm

Düsenrohr gebogen G 1/8" a
mit Spitzmundstück
Durchmesser: 12 mm
Länge: 155 mm

Panzerschlauch M 10 x 1 a,
8 x 230 mm
Durchmesser: 11 mm
Länge: 230 mm

Panzerschlauch G 1/8" a,
8 x 230 mm
Durchmesser: 11 mm
Länge: 230 mm

Panzerschlauch M 10 x 1 a,
8 x 300 mm
Durchmesser: 11 mm
Länge: 300 mm

Panzerschlauch G 1/8" a,
8 x 300 mm
Durchmesser: 11 mm
Länge: 300 mm

Technische Daten
Anschluss Düsen-
rohr (12 735): G 1/8" a
Anschluss Hohl-/
Universalmundstück 
(12 072): für H- und 

K-Nippel
Werkstoff: Stahl verzinkt

Technische Daten
Anschluss Düsen-
rohr (12 635): M 10 x 1 a
Anschluss Spitz-
mundstück (12 003): für D-Nippel

Technische Daten
Anschluss Düsen-
rohr (12 735): G 1/8" a
Anschluss Spitz-
mundstück (12 073): für D-Nippel

Technische Daten
Berstdruck: 900 bar
Außendurchmesser: 8 mm
Ausführung: nach DIN 1283

12 735 814

12 635 816

12 735 816

12 753 123

12 753

12 656

12 756

Artikel-Nr.

DÜSENROHRE GEBOGEN, MIT ZUBEHÖR

12 735 814

12 635 816

12 735 816

12 753

12 656

HOCHDRUCK-PANZERSCHLÄUCHE NACH DIN 1283
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Technische Daten
Berstdruck: 900 bar
Außendurchmesser: 8 mm
Ausführung: nach DIN 1283

Technische Daten
Berstdruck: 900 bar
Außendurchmesser: 11 mm
Schlüsselweite: 15 mm
Ausführung: nach DIN 1283

Panzerschlauch M 10 x 1 a,
8 x 500 mm
Durchmesser: 11 mm
Länge: 500 mm

Panzerschlauch G 1/8" a,
8 x 500 mm
Durchmesser: 11 mm
Länge: 500 mm

Panzerschlauch M 10 x 1 a,
11 x 230 mm
Durchmesser: 15 mm
Länge: 230 mm

Panzerschlauch G 1/8" a,
11 x 230 mm
Durchmesser: 15 mm
Länge: 230 mm

Panzerschlauch M 10 x 1 a,
11 x 300 mm
Durchmesser: 15 mm
Länge: 300 mm

Panzerschlauch G 1/8" a,
11 x 300 mm
Durchmesser: 15 mm
Länge: 300 mm

Panzerschlauch M 10 x 1 a,
11 x 500 mm
Durchmesser: 15 mm
Länge: 500 mm

Panzerschlauch G 1/8" a,
11 x 500 mm
Durchmesser: 15 mm
Länge: 500 mm

12 666

12 766

12 751 123

12 751

12 655

12 755

12 665

12 765

Artikel-Nr.

12 666

12 751 123

12 655

12 665
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Panzerschlauch M 10 x 1 a,
8 x 300 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 330 mm

Panzerschlauch M 10 x 1 a,
8 x 300 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 330 mm

Panzerschlauch G 1/8" a,
8 x 300 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 330 mm

Panzerschlauch M 10 x 1 a,
8 x 500 mm, mit Mundstück
Durchmesser: 11 mm
Länge: 530 mm

Panzerschlauch G 1/8" a,
8 x 500 mm, mit Mundstück
Durchmesser: 11 mm
Länge: 530 mm

Technische Daten
Anschluss Panzer-
schlauch (12 656): M 10 x 1 a
Anschluss Präzisions-
mundstück (12 643): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 656): M 10 x 1 a
Anschluss Hydraulik-
mundstück (12 631): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 756): G 1/8" a
Anschluss Hydraulik-
mundstück (12 731): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 666): M 10 x 1 a
Anschluss Hydraulik-
mundstück (12 631): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 766): G 1/8" a
Anschluss Hydraulik-
mundstück (12 731): für H-Nippel
Berstdruck: 900 bar

12 656 809

12 656 810

12 756 810

12 666 810

12 766 810

Artikel-Nr.
HOCHDRUCK-PANZERSCHLÄUCHE NACH DIN 1283, 
MIT ZUBEHÖR

i
12 656 810

12 666 810
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Technische Daten
Anschluss Panzer-
schlauch (12 655): M 10 x 1 a
Anschluss Präzisions-
mundstück (12 643): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 755): G 1/8" a
Anschluss Präzisions-
mundstück (12 743): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 655): M 10 x 1 a
Anschluss Hydraulik-
mundstück (12 631): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 755): G 1/8" a
Anschluss Hydraulik-
mundstück (12 731): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 655): M 10 x 1 a
Anschluss Schiebe-
kupplung (12 004): für Flachschmier-

nippel 16 mm / 
0,63" DIN 3404, 
M1 + T1

Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 755): G 1/8" a
Anschluss Schiebe-
kupplung (12 074): für Flachschmier-

nippel 16 mm / 
0,63" DIN 3404, 
M1 + T1

Berstdruck: 900 bar

Panzerschlauch M 10 x 1 a,
11 x 300 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 330 mm

Panzerschlauch G 1/8" a,
11 x 300 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 330 mm

Panzerschlauch M 10 x 1 a,
11 x 300 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 330 mm

Panzerschlauch G 1/8" a,
11 x 300 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 330 mm

Panzerschlauch M 10 x 1 a,
11 x 300 mm, mit Schiebekupplung
Abmessungen LBH (mm): 
325 x 20 x 23

Panzerschlauch G 1/8" a,
11 x 300 mm, mit Schiebekupplung
Abmessungen LBH (mm): 
325 x 20 x 23

12 655 809

12 755 809

12 655 810

12 755 810

12 655 818

12 755 818

Artikel-Nr.

i

12 655 810

12 655 818
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Panzerschlauch M 10 x 1 a,
11 x 300 mm, mit Schiebekupplung
Abmessungen LBH (mm):
325 x 30 x 35

Panzerschlauch G 1/8" a,
11 x 300 mm, mit Schiebekupplung
Abmessungen LBH (mm):
335 x 30 x 35

Panzerschlauch M 10 x 1 a,
11 x 500 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 530 mm

Panzerschlauch G 1/8" a,
11 x 500 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 530 mm

Technische Daten
Anschluss Panzer-
schlauch (12 655): M 10 x 1 a
Anschluss Schiebe-
kupplung (12 011): für Flachschmier-

nippel 22 mm / 
0,86" DIN 3404,
M22

Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 755): G 1/8" a
Anschluss Schiebe-
kupplung
(12 011 125): für Flachschmier-

nippel 22 mm / 
0,86" DIN 3404,
M22 

Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 665): M 10 x 1 a
Anschluss Präzisions-
mundstück (12 643): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 765): G 1/8" a
Anschluss Präzisions-
mundstück (12 743): für H-Nippel
Berstdruck: 900 bar

12 655 819

12 755 819

12 665 809

12 765 809

Artikel-Nr.
HOCHDRUCK-PANZERSCHLÄUCHE NACH DIN 1283, 
MIT ZUBEHÖR

12 655 819

12 665 810
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Technische Daten
Anschluss Panzer-
schlauch (12 665): M 10 x 1 a
Anschluss Hydraulik-
mundstück (12 631): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 765): G 1/8" a
Anschluss Hydraulik-
mundstück (12 731): für H-Nippel
Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 665): M 10 x 1 a
Anschluss Schiebe-
kupplung (12 004): für Flachschmier-

nippel 16 mm / 
0,63" DIN 3404, 
M1 + T1

Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 765): G 1/8" a
Anschluss Schiebe-
kupplung (12 074): für Flachschmier-

nippel 16 mm / 
0,63" DIN 3404, 
M1 + T1

Berstdruck: 900 bar

Technische Daten
Anschluss Panzer-
schlauch (12 665): M 10 x 1 a
Anschluss Schiebe-
kupplung (12 011): für Flachschmier-

nippel 22 mm / 
0,86" DIN 3404,
M22

Berstdruck: 900 bar

Panzerschlauch M 10 x 1 a,
11 x 500 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 530 mm

Panzerschlauch G 1/8" a,
11 x 500 mm, mit Mundstück
Durchmesser: 15 mm
Länge: 530 mm

Panzerschlauch M 10 x 1 a,
11 x 500 mm, mit Schiebekupplung
Abmessungen LBH (mm): 
520 x 20 x 23

Panzerschlauch G 1/8" a,
11 x 500 mm, mit Schiebekupplung
Abmessungen LBH (mm): 
520 x 20 x 23

Panzerschlauch M 10 x 1 a,
11 x 500 mm, mit Schiebekupplung
Abmessungen LBH (mm): 
520 x 30 x 35

12 665 810

12 765 810

12 665 818

12 765 818

12 665 819

Artikel-Nr.

12 765 810

12 765 818

12 665 819
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Panzerschlauch G 1/8" a,
11 x 500 mm, mit Schiebekupplung
Abmessungen LBH (mm): 
530 x 30 x 35

Technische Daten
Anschluss Panzer-
schlauch (12 765): G 1/8" a
Anschluss Schiebe-
kupplung 
(12 011 125): für Flachschmier-

nippel 22 mm / 
0,86" DIN 3404,
M22

Berstdruck: 900 bar

12 765 819

Artikel-Nr.
HOCHDRUCK-PANZERSCHLÄUCHE NACH DIN 1283,
MIT ZUBEHÖR

12 765 819
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Technische Daten
Berstdruck: 900 bar
Außendurchmesser: 8 mm
Ausführung: nach DIN 1283
Verpackung: SB-Verkaufsver-

packung mit 
EAN-Code

Technische Daten
Berstdruck: 900 bar
Außendurchmesser: 11 mm
Schlüsselweite: 15 mm
Ausführung: nach DIN 1283
Verpackung: SB-Verkaufsver-

packung mit 
EAN-Code

Panzerschlauch G 1/8" a,
8 x 230 mm, SB-Verpackung
Anschluss beidseitig (12 753): G 1/8"
Abmessungen Verpackung LBH (mm): 
380 x 50 x 9

Panzerschlauch M 10 x 1 a,
8 x 300 mm, SB-Verpackung
Anschluss beidseitig (12 656): 
M 10 x 1 a"
Abmessungen Verpackung LBH (mm): 
380 x 50 x 9

Panzerschlauch G 1/8" a,
8 x 300 mm, SB-Verpackung
Anschluss beidseitig (12 756): G 1/8"
Abmessungen Verpackung LBH (mm): 
380 x 50 x 9

Panzerschlauch M 10 x 1 a,
8 x 500 mm, SB-Verpackung
Anschluss beidseitig (12 666): 
M 10 x 1 a"
Abmessungen Verpackung LBH (mm): 
570 x 50 x 9

Panzerschlauch G 1/8" a,
8 x 500 mm, SB-Verpackung
Anschluss beidseitig (12 766): G 1/8"
Abmessungen Verpackung LBH (mm): 
570 x 50 x 9

Panzerschlauch G 1/8" a,
11 x 230 mm, SB-Verpackung
Anschluss beidseitig (12 751): G 1/8"
Abmessungen Verpackung LBH (mm): 
380 x 50 x 16

Panzerschlauch M 10 x 1 a
11 x 300 mm, SB-Verpackung
Anschluss beidseitig (12 655): 
M 10 x 1 a"
Abmessungen Verpackung LBH (mm): 
380 x 50 x 16

12 852

12 857

12 757

12 859

12 759

12 752

12 855

Artikel-Nr.
HOCHDRUCK-PANZERSCHLÄUCHE NACH DIN 1283,
IN SB-VERPACKUNG

12 852

12 857

12 752

12 859

12 855
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Panzerschlauch G 1/8" a,
11 x 300 mm, SB-Verpackung
Anschluss beidseitig (12 755): G 1/8"
Abmessungen Verpackung LBH (mm): 
380 x 50 x 16

Panzerschlauch M 10 x 1 a,
11 x 500 mm, SB-Verpackung
Anschluss beidseitig (12 665): 
M 10 x 1 a"
Abmessungen Verpackung LBH (mm): 
570 x 50 x 16

Panzerschlauch G 1/8" a,
11 x 500 mm, SB-Verpackung
Anschluss beidseitig (12 765): G 1/8"
Abmessungen Verpackung LBH (mm): 
570 x 50 x 16

Panzerschlauch M 10 x 1 a,
8 x 300 mm, mit MU, SB-Verpackung
Abmessungen Verpackung LBH (mm): 
380 x 50 x 9

Panzerschlauch G 1/8" a,
8 x 300 mm, mit MU, SB-Verpackung
Abmessungen Verpackung LBH (mm): 
380 x 50 x 9

Panzerschlauch G 1/8" a,
11 x 300 mm, mit MU, SB-Verpackung
Abmessungen Verpackung LBH (mm): 
380 x 50 x 16

Technische Daten
Berstdruck: 900 bar
Außendurchmesser: 11 mm
Schlüsselweite: 15 mm
Ausführung: nach DIN 1283
Verpackung: SB-Verkaufsver-

packung mit 
EAN-Code

Technische Daten
Anschluss Panzer-
schlauch (12 656): M 10 x 1 a
Anschluss Hydraulik-
mundstück (12 631): für H-Nippel
Berstdruck: 900 bar
Verpackung: SB-Verkaufsver-

packung mit 
EAN-Code

Technische Daten
Anschluss Panzer-
schlauch (12 756): G 1/8" a
Anschluss Hydraulik-
mundstück (12 731): für H-Nippel
Berstdruck: 900 bar
Verpackung: SB-Verkaufsver-

packung mit 
EAN-Code

Technische Daten
Anschluss Panzer-
schlauch (12 755): G 1/8" a
Anschluss Hydraulik-
mundstück (12 731): für H-Nippel
Berstdruck: 900 bar
Verpackung: SB-Verkaufsver-

packung mit 
EAN-Code

12 875

12 861

12 761

12 858

12 758

12 760

Artikel-Nr.
HOCHDRUCK-PANZERSCHLÄUCHE NACH DIN 1283,
IN SB-VERPACKUNG

12 875

12 861

12 858

HOCHDRUCK-PANZERSCHLÄUCHE NACH DIN 1283, 
MIT ZUBEHÖR, IN SB-VERPACKUNG
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Technische Daten
Anschluss Panzer-
schlauch (12 655): M 10 x 1 a
Anschluss Hydraulik-
mundstück (12 631): für H-Nippel
Berstdruck: 900 bar
Verpackung: SB-Verkaufsver-

packung mit 
EAN-Code

Technische Daten
Verpackung: SB-Verpackung

mit Kopfkarte und
EAN-Code

Spezifikation
• 1 Panzerschlauch DIN 1283, 

M 10 x 1 a (12 656) 
• 1 Düsenrohr gebogen M 10 x 1 a, 

150 mm (12 635) 
• 1 Mundstück 4 BA, M 10 x 1 i 

(12 631) 
• 1 Hohl-/Universalmundstück für 

H- und K-Nippel, M 10 x 1 i
(12 002) 

• 1 Spitzmundstück für D-Nippel,
M 10 x 1 i (12 003)

Technische Daten
Verpackung: SB-Verpackung

mit Kopfkarte und
EAN-Code

Spezifikation
• 1 Panzerschlauch DIN 1283, 

G 1/8" a (12 756) 
• 1 Düsenrohr gebogen G 1/8" a, 

150 mm (12 735) 
• 1 Mundstück 4 BA, G 1/8" i

(12 731) 
• 1 Hohl-/Universalmundstück für 

H- und K-Nippel, G 1/8" i
(12 072) 

• 1 Spitzmundstück für D-Nippel,
G 1/8" i (12 073)

Panzerschlauch M 10 x 1 a,
11 x 300 mm, mit MU, SB-Verpackung
Abmessungen Verpackung LBH (mm): 
380 x 50 x 16

Zubehör-Set M 10 x 1
SB-Verpackung
Abmessungen Verpackung LBH (mm): 
410 x 70 x 16

Zubehör-Set G 1/8"
SB-Verpackung
Abmessungen Verpackung LBH (mm): 
410 x 70 x 16

12 860

12 110

12 111

Artikel-Nr.

12 860

12 110

FETTPRESSEN-ZUBEHÖR-SET IN SB-VERPACKUNG
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Winkel 90°, M 10 x 1 i, M 10 x 1 a
Abmessungen LBH (mm): 
29 x 15 x 15

Winkel 90°, G 1/8" i, G 1/8" a
Abmessungen LBH (mm): 
29 x 15 x 15

Drehgelenk 1 x 360°,
M 10 x 1 a, M 10 x 1 i
Durchmesser: 13 mm
Länge: 65 mm

Drehgelenk 1 x 360°,
G 1/8" a, G 1/8" i
Durchmesser: 13 mm
Länge: 33 mm

Reduzierstück
G 1/8" i, M 10 x 1 a
Innendurchmesser: 5 mm
Länge: 23 mm

Reduzierstück
R 1/8" a, M 10 x 1 i
Innendurchmesser: 5 mm
Länge: 23 mm

Muffe
M 10 x 1 i, M 10 x 1 i
Länge: 24 mm

Muffe
G 1/8" i, G 1/8" i
Länge: 24 mm

Technische Daten
Werkstoff: Stahl verzinkt
Schlüsselweite: 15 mm

Technische Daten
Werkstoff: Stahl verzinkt
Schlüsselweite: 13 mm

Technische Daten
Werkstoff: Stahl verzinkt
Schlüsselweite: 13 mm

Technische Daten
Werkstoff: Stahl verzinkt
Schlüsselweite: 15 mm

12 035

12 035 805

18 080 950

18 080

12 016

12 086

18 016

18 017

Artikel-Nr.

WINKEL

12 035 12 035 805

18 080 950 18 080

12 016 12 086

18 016 18 017

DREHGELENKE

REDUZIERSTÜCKE

VERBINDUNGSMUFFEN
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Technische Daten
Außendurchmesser: 60 mm
Innendurchmesser: 48 mm
Stärke: 2 mm
Werkstoff: Perbunan,

60+/-5 shore A"
Farbe: schwarz

Technische Daten
Anschluss 1: M 10 x 1 a
Anschluss 2: Außendurchmesser 

12,3 mm
Schlüsselweite: 13 mm
Durchmesser: 13 mm
Länge: 27 mm
Werkstoff: 11SMnPb30+C
Kugeldurchmesser (mm): 5
Gewindelänge (mm): 4
Länge (mm): 27

Technische Daten
Anschluss 1: M 10 x 1 a
Anschluss 2: Außendurchmesser

9 mm
Schlüsselweite: 11 mm

Spezifikation
• für PRESSOL-Fettfüllgeräte

Technische Daten
Anschluss 1: M 10 x 1 a
Anschluss 2: Außendurchmesser

9 mm
Schlüsselweite: 11 mm

Spezifikation
• für PRESSOL-Fettfüllgeräte

Technische Daten
Werkstoff: Stahl verzinkt

Spezifikation
• für alle PNEUMAxx Fettpressen,

Druckluftfettpressen, Handhebel-
fettpressen sowie für die Ölpresse 
und Betonsanierpresse

• für Einhandfettpressen (12 250), 
(12 254), (12 270), (12 274)

• für Saug- und Druckspritzen (12 902)
bis (12 910) mit Rohraußenmaß 
Ø 57 mm

Dichtung
für Fettpressenköpfe

Füllnippel für Fettpressenkopf
M 10 x 1 a, Ø = 12,3 mm

Spezifikation
• für Fettfüllgeräte von Fremdfabrikaten
• als Ersatzteil oder Zubehör zu verwenden
• 6 kant
• fest montiert
• mit Feder
• ohne Hinterstich
• Zapfen 5,5 mm gebördelt

Füllnippel für Fettpressenkopf
Durchmesser: 11 mm
Länge: 20 mm

Füllnippel für Fettpressenkopf
M 10 x 1 a, Ø = 9 mm Kugelventil
Durchmesser: 11 mm
Länge: 20 mm

Wandhalter für Fettpressen
Abmessungen LBH (mm): 
66 x 40 x 50

00 442

12 669

12 670

12 672 

12 699

Artikel-Nr.
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Standard-Zubehörsatz M 10 x 1
Abmessungen LBH (mm): 
320 x 130 x 57

Spezifikation
• 1 stabiler Blechkasten,

mit EAN-Code (00 126)
• 2 Hydraulikmundstücke 

4 BA, M 10 x 1 i (12 631) 
• 1 Hohl-/Universalmundstück 

M 10 x 1 i für H- und K-Nippel
(12 002)

• 1 Spitzmundstück M 10 x 1 i für
D-Nippel (12 003) 

• 1 Schiebekupplung für Flachschmier-
nippel 16 mm / 0,62" DIN 3404, 
M1 + T1, M 10 x 1 i (12 004) 

• 1 Panzerschlauch M 10 x 1 a, 
11 x 300mm (12 655) 

• 3 Düsenrohre gebogen M 10 x 1a, 
150 mm (12 635) 

• 1 Düsenrohr gerade M 10 x 1 a, 
150 mm (12 435) 

• 1 Winkel 90° M 10 x 1 i,
M 10 x 1a (12 035) 

• 1 Schnellkupplung
M 10 x 1 i (12 006) 

• 1 Reduzierstück R 1/8" a, 
M 10 x 1 i (12 086) 

• je 3 Kegelschmiernippel H1:
M 6 x 1 (15 007), 
M 8 x 1 (15 009), 
M 10 x 1 (15 013), 
G 1/8" a (15 037) 

• je 3 Kegelschmiernippel H2: 
M 6 x 1 (15 107 140),
M 8 x 1 (15 109 140)

17 020

Artikel-Nr.

SONSTIGES ZUBEHÖR FÜR FETTPRESSEN

17 020
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Spezifikation
• 1 stabiler Blechkasten,

mit EAN-Code (00 126)
• 2 Hydraulikmundstücke 

4 BA, G 1/8" i (12 731) 
• 1 Hohl-/Universalmundstück 

R 1/8" i für H- und K-Nippel 
(12 072) 

• 1 Spitzmundstück G 1/8" i für 
D-Nippel (12 073) 

• 1 Schiebekupplung für Flachschmier-
nippel 16 mm / 0,62" DIN 3404, 
M1 + T1, G 1/8" i (12 074) 

• 1 Panzerschlauch G 1/8" a, 
11 x 300 mm (12 755) 

• 3 Düsenrohre gebogen G 1/8" a, 
150 mm (12 735) 

• 1 Düsenrohr gerade G 1/8" a, 
150 mm (12 475) 

• 1 Winkel 90° G 1/8" i, G 1/8" a 
(12 035 805) 

• 1 Schnellkupplung G 1/8" i 
(12 006 125) 

• 1 Reduzierstück G 1/8" i, 
M 10 x 1 a (12 016) 

• je 3 Kegelschmiernippel H1: 
M 6 x 1 (15 007), 
M 8 x 1 (15 009), 
M 10 x 1 (15 013),
G 1/8" a (15 037)

• je 3 Kegelschmiernippel H2: 
M 6 x 1 (15 107 140), 
M 8 x 1 (15 109 140)

Standard-Zubehörsatz G 1/8"
Abmessungen LBH (mm): 
320 x 130 x 57

17 020 125

Artikel-Nr.

17 020 125
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Industrie-Zubehörsatz M 10 x 1
Abmessungen LBH (mm): 
375 x 320 x 65

Spezifikation
• 1 MULTIBOxx 050, mit EAN-Code
• 1 Schiebekupplung für Flachschmier-

nippel 22 mm / 0,86" DIN 3404, 
M22, M 10 x 1 i (12 011) 

• 3 Schiebekupplungen, slide-on-Type,
für Flachschmiernippel 16 mm /0,62"
DIN 3404, M1 + T1, M 10 x 1 i 
(12 001) 

• 3 Schiebekupplungen für Flachschmier-
nippel 16 mm / 0,62" DIN 3404, 
M1 + T1, M 10 x 1 i (12 004) 

• 3 Schiebekupplungen für Flachschmier-
nippel 10 mm / 0,39" DIN 3404, 
M4, M 10 x 1 i (12 052) 

• 5 Hydraulikmundstücke 
4 BA, M 10 x 1 i (12 631) 

• 5 Präzisionsmundstücke 
4 BA, M 10 x 1 i (12 643) 

• 5 Hohl-/Universalmundstücke 
M 10 x 1 i für H- und K-Nippel (12 002)

• 5 Spitzmundstücke M 10 x 1 i für 
D-Nippel (12 003) 

• 5 Füllnippel für Fettpressenkopf 
M 10 x 1 a, Ø 9 mm (12 670) 

• 3 Winkel 90° M 10 x 1 i, 
M 10 x 1 a (12 035) 

• 5 Universalmundstücke für Stoß-
pressen M 10 x 1 i (12 071) 

• 5 Reduzierstücke G 1/8" i, 
M 10 x 1 a (12 016) 

• 5 Reduzierstücke R 1/8" a, 
M 10 x 1 i (12 086) 

• 5 Düsenrohre gerade M 10 x 1 a, 
150 mm (12 435) 

• 5 Düsenrohre gebogen M 10 x 1 a, 
150 mm (12 635) 

• 1 Wandhalter für Fettpressen (12 699)
• 1 Stoßpresse 80 ml, Stahl, Set, 

für H-, K- und D-Nippel (12 362) 
• 5 Dichtungen für Fettpressenkopf, 

Ø1=60,2 mm, Ø2=48 mm,
S=2 mm (00 442) 

• 5 Panzerschläuche M 10 x 1 a, 
11 x 230 mm (12 751 123) 

• 5 Schnellkupplungen M 10 x 1 i
(12 006) 

• 5 Muffen, M 10 x 1 i, M 10 x 1 i 
(18 016) 

• 3 Drehgelenke 1 x 360° M 10 x 1 a, 
M 10 x 1 i (18 080 950)

17 023

Artikel-Nr.
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Spezifikation
• 1 MULTIBOxx 050, mit EAN-Code
• 1 Schiebekupplung für Flachschmier-

nippel 22 mm / 0,86" DIN 3404, 
M22, G 1/8" i (12 011 125) 

• 3 Schiebekupplungen, slide-on-Type, 
für Flachschmiernippel 16 mm / 0,62"
DIN 3404, M1 + T1, G 1/8" i
(12 001 125) 

• 3 Schiebekupplungen für Flachschmier-
nippel 16 mm / 0,62" DIN 3404, 
M1 + T1, G 1/8" i (12 074) 

• 3 Schiebekupplungen für Flachschmier-
nippel 10 mm / 0,39" DIN 3404, 
M4, G 1/8" i (12 053) 

• 5 Hydraulikmundstücke 
4 BA, G 1/8" i (12 731) 

• 5 Präzisionsmundstücke 
4 BA, G 1/8" i (12 743) 

• 5 Hohl-/Universalmundstücke 
R 1/8" a für H- und K-Nippel
(12 072) 

• 5 Spitzmundstücke R 1/8" i für 
D-Nippel (12 073) 

• 5 Füllnippel für Fettpressenkopf 
M 10 x 1 a, Ø 9 mm (12 670) 

• 3 Winkel 90° G 1/8" i, G 1/8" a
(12 035 805) 

• 5 Universalmundstücke für Stoß-
pressen M 10 x 1 i (12 071) 

• 5 Reduzierstücke G 1/8" i, 
M 10 x 1 a (12 016) 

• 5 Reduzierstücke R 1/8" a, 
M 10 x 1 i (12 086) 

• 5 Düsenrohre gerade G 1/8" a, 
150 mm (12 475) 

• 5 Düsenrohre gebogen G 1/8" a, 
150 mm (12 735) 

• 1 Wandhalter für Fettpressen (12 699)
• 1 Stoßpresse 80 ml, Stahl, Set, 

für H-, K- und D-Nippel (12 362) 
• 5 Dichtungen für Fettpressenkopf, 

Ø1=60,2 mm, Ø2=48 mm, 
S=2 mm (00 442) 

• 5 Panzerschläuche G 1/8" a, 
11 x 230 mm (12 751) 

• 5 Schnellkupplungen M 10 x 1 i
(12 006 125) 

• 5 Muffen, G 1/8" i, G 1/8" i
(18 017) 

• 3 Drehgelenke 1 x 360° G 1/8" a, 
G 1/8" i (18 080)

Industrie-Zubehörsatz G 1/8"
Abmessungen LBH (mm): 
375 x 320 x 65

17 023 125

Artikel-Nr.

17 023 125
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Fettdose 1 kg
Mehrzweckfett
Durchmesser: 100 mm
Länge: 185 mm
Verpackung: Metalldose, mit EAN-Code

Fettkartusche 400 g
Mehrzweckfett
Durchmesser: 52 mm
Länge: 240 mm
Verpackung: Kartusche, mit EAN-Code

Fettkartusche 500 g
Mehrzweckfett
für 750 cm3 Fettpressen
Durchmesser: 52 mm
Länge: 290 mm
Verpackung: Kartusche, unbedruckt

Fettkartusche 400 g
Mehrzweckfett mit Graphit
Durchmesser: 52 mm
Länge: 240 mm
Verpackung: Kartusche, mit EAN-Code

Technische Daten
Mehrzweckfett: DIN 51 502: K2K-30
NLGI-Klasse: 2
Temperaturbereich (°C):von -30 / +120,

für dauergeschmierte
Lager von -30 °C 
bis +80 °C

Tropfpunkt (°C): >190

Spezifikation
• Mehrzweckfett zur Gleit- und 

Wälzlagerschmierung bei hoher
Belastung, wasserbeständig, säurefrei

Technische Daten
Fettkartusche: DIN 1284
Mehrzweckfett: DIN 51 502: K2K-30
NLGI-Klasse: 2
Temperaturbereich (°C):von -30 / +120,

für dauergeschmierte
Lager von -30 °C 
bis +80 °C

Tropfpunkt (°C): >190

Spezifikation
• Mehrzweckfett zur Gleit- und 

Wälzlagerschmierung bei hoher
Belastung, wasserbeständig, säurefrei

Technische Daten
Fettkartusche: DIN 1284
Mehrzweckfett 
mit Graphit: DIN 51 502: KF2K-30
NLGI-Klasse: 2
Temperaturbereich (°C):von -30 / +120,

für dauergeschmierte
Lager von -30 °C 
bis +80 °C

Tropfpunkt (°C): >190

Spezifikation
• Mehrzweckfett mit Graphit zur 

Schmierung größerer Gleit- und 
Wälzlager oder Zahngetriebe, u. a. 
von stark belasteten Gleitflächen

12 501

12 511

12 505 785

12 507

Artikel-Nr.
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Technische Daten
Fettkartusche: DIN 1284
Hochtemperaturfett: DIN 51 502:

KP2N-30
NLGI-Klasse: 2
Temperaturbereich (°C):von -35 / +150
Tropfpunkt (°C): >220

Spezifikation
• Hochtemperaturfett zur Schmierung

von Wälz- und Gleitlagern an
Generatoren, Elektromotoren, Lüftern
usw.

• auch in Radnaben und Ausrücklagern
von Kupplungen verwendbar

Technische Daten
Fettkartusche: DIN 1284
Hochtemperaturfett: DIN 51 502:

KP3N-20
NLGI Klasse: 3
Temperaturbereich (°C):von -25 / +150
Tropfpunkt: >220 °C

Spezifikation
• Hochtemperaturfett zur Schmierung

von mechanischen hochbelasteten
Wälz- und Gleitlagern, wie
Radnaben und Ausrücklager von
Kupplungen

• speziell für subtropische, tropische
und heiße Länder

Fettkartusche 400 g
Hochtemperaturfett
Durchmesser: 52 mm
Länge: 240 mm
Verpackung: Kartusche, mit EAN-Code

Fettkartusche 400 g
Hochtemperaturfett
Durchmesser: 52 mm
Länge: 240 mm
Verpackung: Kartusche, mit EAN-Code

12 516

12 517

Artikel-Nr.

12 517

12 516
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Fettkartusche 400 g
Gleitlagerfett mit MoS2

Durchmesser: 52 mm
Länge: 240 mm
Verpackung: Kartusche, mit EAN-Code

Technische Daten
Fettkartusche: DIN 1284
Gleitlagerfett
mit MoS2: DIN 51 502: 

KPF2K-30
NLGI-Klasse: 2
Temperaturbereich (°C):von -35 / +130
Tropfpunkt (°C): 190

Spezifikation
• hochbelastbares, wasserbeständiges

und universell einsetzbares Silizium-
Seifenfett

• ein Festschmierstoffzusatz verbessert
das Druckaufnahmevermögen und
vermittelt Notlaufeigenschaften, deshalb
auch bei stoßweißer Belastung, 
Schwingungen und oszillierenden
Bewegungen anwendbar

• zur Schmierung von mechanischen
Wälz- und Gleitlagern, auch mit 
hohem Gleitreibungsanteil

• in Kraftfahrzeugen, Bau-, Industrie-
und landwitschaftlichen Maschinen
einsetzbar

12 518

Artikel-Nr.

SCHMIERSTOFFE UND KARTUSCHEN
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Stoßpresse 65 ml, Kunststoff
für D-Nippel
Durchmesser: 40 mm
Länge: 210 mm

Stoßpresse 150 ml, Kunststoff
für D-Nippel
Durchmesser: 50 mm
Länge: 210 mm

Stoßpresse 65 ml, Kunststoff
für H- und K-Nippel
Durchmesser: 40 mm
Länge: 210 mm

Stoßpresse 150 ml, Kunststoff
für H- und K-Nippel
Durchmesser: 50 mm
Länge: 210 mm

Stoßpresse 65 ml, Kunststoff, Set
für H-, K- und D-Nippel
Abmessungen Verpackung LBH (mm): 
300 x 40 x 90 

Technische Daten
Medium: Fett
Gehäusewerkstoff: Kunststoff
Mundstück: Spitzmundstück
Anschluss: für Trichter-

schmiernippel 
DIN 3405

Druck: 20 bar

Technische Daten
Medium: Fett
Gehäusewerkstoff: Kunststoff
Mundstück: Hohl-/Universal-

mundstück
Anschluss: für Kegel- 

und Kugel-
schmiernippel
DIN 71412,
DIN 3402

Druck: 20 bar

Technische Daten
Medien: Fett und Öl
Gehäusewerkstoff: Kunststoff
Mundstück: Spitz- und Hohl-/

Universalmund-
stück

Anschluss: für Kegel- 
und Kugel-
schmiernippel
DIN 71412,
DIN 3402, für
Trichterschmier-
nippel DIN 3405

Druck: 20 bar
Menge Fettkissen: 50 g

Spezifikation
• Stoßpresse mit Fettkissen 50 g
• SB-Verkaufsverpackung mit

Kopfkarte
• mit EAN-Code

12 321

12 322 

12 331

12 332

12 112

Artikel-Nr.
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Technische Daten
Lithium-Schmierfett: DIN 51 826:

GP00-30G
Farbe Fett: braun
NLGI-Klasse: 00
Flammpunkt (°C): >200
Tropfpunkt (°C): >100

Spezifikation
• sehr geschmeidig, vielseitig

verwendbar
• für Lager, Gleitstellen und sonstige

Bauteile, die geschützt und
beweglich bleiben sollen

• zum Befüllen von Stoßpressen
aus Metall und Kunststoff

Technische Daten
Medium: Fett und Öl
Gehäusewerkstoff: Stahl verzinkt
Mundstück: Spitz- und Hohl-/

Universalmund-
stück

Anschluss: für Kegel- 
und Kugel-
schmiernippel 
DIN 71412,
DIN 3402, für 
Trichterschmier-
nippel 
DIN 3405

Druck: 60 - 80 bar

Spezifikation
• im Einzelkarton verpackt 
• mit EAN-Code

Fettkissen 50 g
Lithium-Schmierfett
Verpackung:
Folie, transparent, mit Beschriftung
Abmessung Verpackung (mm):
130 x 40 x 25

Stoßpresse 80 ml, Stahl, Set
für H-, K- und D-Nippel
Abmessungen Verpackung LBH (mm): 
155 x 45 x 45

Stoßpresse 150 ml, Stahl, Set
für H-, K- und D-Nippel
Abmessungen Verpackung LBH (mm):
220 x 45 x 45

Stoßpresse 300 ml, Stahl, Set
für H-, K- und D-Nippel
Abmessungen Verpackung LBH (mm):
265 x 55 x 55

01 141

12 362

12 363

12 365

Artikel-Nr.
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Technische Daten

Ansaugvolumen: 100 %
Medien: Öle bis SAE 150, Scheibenklar,

Kühlflüssigkeit, Petroleum,
Bremsflüssigkeit, Wasser bis 
80 °C, Seewasser, Heizöl, Diesel

Durchmesser Rohr a: 56 mm
Rohrstärke: 1 mm
Durchmesser Saugrohr a: 13 mm
Länge Saugrohr: 270 mm
Durchmesser Flexschlauch a: 13 mm
Länge Flexschlauch: 470 mm
Oberflächenbehandlung: alle Teile aus Stahl und Zink sind

hochwertig vernickelt

Werkstoffe medienberührende Teile
Werkstoff Gehäuse: Stahl vernickelt
Werkstoff Deckel: Zink vernickelt
Werkstoff Doppelmanschette: LDPE (Polyethylen niedriger

Dichte)
Werkstoff Stützscheibe: PAGF 30 (Polyamid 

glasfaserverstärkt)
Werkstoff Saugrohr: Stahl vernickelt
Werkstoff Flexschlauch: PVC
Abmessungen Verpackung 
LBH (mm): 590 x 90 x 100

Besondere Merkmale

• auch nach 30.000 Füll- und Entleervorgängen 
100 % Saugleistung

• die Doppelmanschette gewährleistet ein sicheres
Ansaugen der Flüssigkeit

• ergonomischer T-Griff

• starke Rändel bewirken sichere Handhabung

• alle mit Medien in Kontakt kommenden Werkstoffe
sind hochwertig vernickelt

SAUG- UND DRUCKSPRITZE
INDUSTRIEAUSFÜHRUNG VERNICKELT
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Spezifikation
• transparenter Flexschlauch (12 954)
• Saugrohr (12 944)
• Doppelmanschette (12 955)
• Verkaufsverpackung, mit EAN - Code

Saug- und Druckspritze, 500 ml
Industrieausführung vernickelt
Füllvolumen: 500 ml

Saug- und Druckspritze, 1000 ml
Industrieausführung vernickelt
Füllvolumen: 1000 ml

12 931

12 932

Artikel-Nr.
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Saug- und Druckspritze 500 ml
mit Kunststoffdeckel
Abmessungen Verpackung LBH (mm):
365 x 80 x 80 

Saug- und Druckspritze 500 ml
verzinkt, mit Zinkdeckel
Abmessungen Verpackung LBH (mm):
365 x 80 x 80

Saug- und Druckspritze 1000 ml
verzinkt, mit Zinkdeckel
Abmessungen Verpackung
Länge: 480 mm
Durchmesser: 60 mm

Saug- und Druckspritze 500 ml
silber lackiert, Zinkdeckel
Abmessungen Verpackung LBH (mm):  
365 x 80 x 80

Saug- und Druckspritze 500 ml
silber lackiert, Zinkdeckel
Abmessungen Verpackung LBH (mm):
365 x 80 x 80

Technische Daten
Flexschlauch: 350 mm
Werkstoff Gehäuse: Stahl
Lackierung: blau

Spezifikation
• transparenter Flexschlauch (12 951)
• Verkaufsverpackung mit

EAN-Code

Technische Daten
Flexschlauch: 350 mm
Werkstoff Gehäuse: Stahl verzinkt
Werkstoff Deckel: Zink

Spezifikation
• transparenter Flexschlauch (12 951)
• Verkaufsverpackung mit

EAN-Code

Technische Daten
Flexschlauch: 350 mm
Werkstoff Gehäuse: Stahl
Lackierung: silber
Werkstoff Deckel: Zink

Spezifikation
• transparenter Flexschlauch (12 951)
• Verkaufsverpackung mit

EAN-Code

Technische Daten
Flexschlauch: 350 mm
Werkstoff Gehäuse: Stahl
Lackierung: silber
Werkstoff Deckel: Zink

Spezifikation
• transparenter Flexschlauch (12 951)
• Düsenrohr, gerade (12 435)
• Düsenrohr, gebogen (12 635)
• Verkaufsverpackung mit

EAN-Code

12 902

12 907

12 908

12 910

12 910 952

Artikel-Nr.
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j
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Technische Daten
Saugrohrlänge: 130 mm
Medien: Kraftstoffe, Öle, 

Scheibenklar, 
Kühlflüssigkeit

Werkstoff Gehäuse: Messing, poliert
Werkstoff Deckel: Zink

Spezifikation
• mit gebogenem Rohr 
• im Polybeutel verpackt 
• mit EAN-Code

Technische Daten
Länge Flexschlauch: 660 mm
Skalaeinteilung: 50 ml auf- und

absteigend
Medien: Öle, Schmierstoffe
Werkstoff Gehäuse: POM
Werkstoff Deckel: Zink

Spezifikation
• mit Flexschlauch mit gebogenem 

Auslauf 
• zum Befüllen von Getrieben und 

schwer zugänglichen Stellen 
• im Einzelkarton verpackt 
• mit EAN-Code

Saug- und Druckspritze 500 ml
Messing poliert, Zinkdeckel
Abmessungen Verpackung
Durchmesser: 55 mm
Länge: 340 mm

Saug- und Druckspritze 1000 ml
Messing poliert, Zinkdeckel
Abmessungen Verpackung LBH (mm):
460 x 60 x 95

Saug- und Druckspritze 500 ml
Behälter transparent, POM
Abmessungen Verpackung LBH (mm):
330 x 120 x 70

Saug- und Druckspritze 1000 ml
Behälter transparent, POM
Abmessungen Verpackung LBH (mm):
540 x 120 x 70

12 935

12 936

12 937

12 938

Artikel-Nr.
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Saug- und Druckspritze 500 ml
doppelt wirkend, Aluminium
Abmessungen Verpackung LBH (mm): 
390 x 100 x 65

Düsenrohr gerade M 10 x 1 a
Länge: 150 mm
Durchmesser: 10 mm

Düsenrohr gebogen M 10 x 1 a
Länge: 150 mm
Durchmesser: 10 mm

Saugrohr M 10 x 1 a
Länge: 220 mm
Durchmesser: 10 mm

Saugrohr, M 13 x 1 a
Länge: 270 mm 
Durchmesser: 13 mm

Technische Daten
Länge Flexschlauch: 500 mm
Medien: Kraftstoffe, Öle, 

Scheibenklar, 
Kühlflüssigkeit

Werkstoff Gehäuse: Aluminium, poliert

Spezifikation
• zwei transparente Flexschläuche 
• im Einzelkarton verpackt 
• mit EAN-Code

Technische Daten
Werkstoff: Stahl verzinkt

Spezifikation
• für (12 902), (12 907), (12 908), 

(12 910), (12 910 952)

Technische Daten
Werkstoff: Stahl vernickelt

Spezifikation
• für (12 931), (12 932)

12 940

12 435

12 635

12 942

12 944

Artikel-Nr.
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Technische Daten
Anschluss: M 10 x 1
Werkstoff 
Flexschlauch: PVC

Spezifikation
• für (12 902), (12 907), (12 908), 

(12 910), (12 910 952)

Technische Daten
Anschluss: M 13 x 1
Werkstoff 
Flexschlauch: PVC
Anschluss
Drehteil: vernickelt

Spezifikation
• für (12 931) und (12 932)

Technische Daten
Werkstoff 
Doppelmanschette: LDPE (Polyethylen

niedriger Dichte)
Werkstoff
Stützscheibe: PAGF30 (Polyamid

glasfaserverstärkt)
Werkstoff Adapter: Stahl, vernickelt
Durchmesser a: 54 mm

Spezifikation
• für (12 931) und (12 932)
• im Polybeutel verpackt
• mit EAN-Code

Flexschlauch, transparent
Länge: 350 mm
Durchmesser: 10 mm

Flexschlauch, transparent
Länge: 470 mm
Durchmesser: 13 mm

Doppelmanschette

12 951

12 954

12 955

Artikel-Nr.

12 955 

12 951

12 954 
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Gerätetyp Inhalt Behälter Behälter Ø Innen

Handbetriebene Abschmiersysteme 5 kg 180 - 210 mm
10 kg 210 - 240 mm
15 kg 240 - 270 mm
15 kg 270 - 290 mm
JOKEY 18 kg 240 - 290 mm
20 kg 270 - 310 mm
25 kg 310 - 335 mm
konisch 25 kg 300 - 350 mm
50 kg 335 - 385 mm

Handbetriebene Hochdruck-Fettpumpen 15 kg 240 - 270 mm
15 kg 240 - 270 mm
20 kg 270 - 310 mm
JOKEY 18 kg 240 - 290 mm

Fettfüllgeräte 5 kg 180 - 210 mm
10 kg 210 - 240 mm
15 kg 240 - 270 mm
15 kg 240 - 270 mm
15 kg 270 - 290 mm
JOKEY 18 kg 240 - 290 mm
20 kg 270 - 310 mm
25 kg 310 - 335 mm
konisch 25 kg 300 - 350 mm
50 kg 335 - 385 mm

Füllgeräte für Zentralschmieranlagen 5 kg 180 - 210 mm
10 kg 210 - 240 mm
15 kg 240 - 270 mm
15 kg 240 - 270 mm
JOKEY 18 kg 240 - 290 mm
20 kg 270 - 310 mm
25 kg 310 - 335 mm
konisch 25 kg 300 - 350 mm
konisch 25 kg 300 - 350 mm
50 kg 335 - 385 mm

Getriebeölpumpen rund 20 l 180 - 310 mm
rund 20 l 180 - 310 mm
rechteckig 20 l und 55/60 l Metallbehälter 210 - 340 mm
rechteckig 20 l und 55/60 l Metallbehälter 210 - 340 mm
Metallbehälter max. 60 l 210 - 340 mm

Schmiersysteme, Fettfüllgeräte, Wagen
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Pumpenrohrlänge Fettfolgekolben Behälterbefestigung Staubdeckel Pumpe komplett

510 mm 17 195 17 197 17 171 17 605
510 mm 17 230 17 197 17 171 17 610
510 mm 17 265 17 197 17 176 17 615
510 mm 17 285 17 197 17 176 17 617
510 mm 17 275 17 197 17 176 17 618
510 mm 17 300 17 197 17 176 17 620
680 mm 17 320 17 199 17 194 17 625
680 mm 17 325 17 199 17 194 17 632
680 mm 17 380 17 199 17 198 17 660

475 mm 17 265 17 197 17 172 17 693
475 mm 17 265 --- 17 181 17 693 698
475 mm 17 300 17 197 17 176 17 694
475 mm 17 275 17 197 17 176 17 694 950

510 mm 17 195 17 197 17 171 17 805
510 mm 17 230 17 197 17 171 17 810
510 mm 17 265 17 197 17 176 17 815
510 mm 17 265 17 197 17 176 17 815 653
510 mm 17 285 17 197 17 176 17 817
510 mm 17 275 17 197 17 176 17 818
510 mm 17 300 17 197 17 176 17 820
680 mm 17 320 17 199 17 194 17 825
680 mm 17 325 --- 17 184 17 825 950
680 mm 17 380 17 199 17 198 17 850

510 mm 17 195 17 197 17 171 17 034
510 mm 17 230 17 197 17 171 17 036
510 mm 17 265 17 197 17 176 17 012
510 mm 17 265 17 197 17 176 17 012 952
510 mm 17 275 17 197 17 176 17 012 950
510 mm 17 300 17 197 17 176 17 037
680 mm 17 320 17 199 17 194 17 014
680 mm 17 325 17184 17 014 950
680 mm 17 325 17 199 17 194 17 014 954
680 mm 17 380 17 199 17 198 17 038

500 mm --- 17 197 17190 17 018
500 mm --- 17 197 17 176 17 018 010
500 mm --- 17191 --- 17 019
500 mm --- 17191 --- 17 019 950
650 mm --- 17 196 --- 17 024

191
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Technische Daten

Fördermedium: Schmierfette bis NLGI 2
Fördervolumen zum Befüllen 
der Fettpresse / Hub: 30 cm3

Förderschlauchlänge: 1500 mm
Fettförderung in die 
Einhandfettpresse: mittels Handhebel
Lackierung Staubdeckel: blau, Pantone 294c
Verbindung Schlauch / 
Einhandfettpresse: Schnellkupplung Rectus Typ 26 

(17 601), mit Rückschlagventil
Pumpenkörper: Rohrstahl
Fördervolumen EHFP/ Hub: 0,4 cm3

Förderdruck: bis 550 bar
Berstdruck EHFP: 850 bar
Berstdruck Fettpressenkopf: 1200 bar
Füllvolumen EHFP: 125 cm3

Fettpressenanschluss 
druckseitig: M 10 x 1
Betätigung Fett-Pumpkolben: manuell mittels Druckgriff
Oberflächenbehandlung: alle Teile aus Stahl sind verzinkt
Werkstoff Pumpenköpfe: schlagfester Zinkdruckguss

Besondere Merkmale

Vorteil 1: Durch hochschiebbaren Deckel (es sind keine 
Schrauben zu lösen) jederzeit Einblick in die noch im Behälter 
befindliche Fettmenge. Deckel schützt vor Schmutz und Staub.

Vorteil 2: Großer Griff ermöglicht ein bequemes Herausnehmen
des Fettfolgekolbens.

Vorteil 3: Unser Sternbefestigungssystem: eine angepasste 
Fixierung der Fettförderpumpe an verschiedene Behälterdurch-
messer, ohne Vorteil 1 zu beeinträchtigen.

Vorteil 4: Die Vorteile 1, 2 und 3 ermöglichen bei allen hand-
und druckluftbetriebenen Fettförder- und Abschmiersystemen
eine einfache und saubere Handhabung der Geräte.

Der Abstand Handhebel zum Staubdeckel gewährleistet 
ein sicheres Arbeiten.

Spezifikation
• Handpumpe zum Befüllen der Einhandfettpresse 
• Pumpwerk 
• Saugrohr 
• Einhandfettpresse EHFP, Anschluss M 10 x 1 (17 600)
• Düsenrohr gerade M 10 x 1, 150 mm (12 435)
• Mundstück 4 BA, M 10 x 1 (12 631 005) 
• Förderschlauch (17 003)
• im Einzelkarton verpackt

HANDBETRIEBENE ABSCHMIERSYSTEME

Abschmiersystem, handbetätigt
5 kg GDE, Ø 180-210 mm
Fettfolgekolben: für 5 kg Gebinde
Ø Fettfolgekolben: 180-210 mm
Saugrohrlänge: 510 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Abschmiersystem, handbetätigt
10 kg GDE, Ø 210-240 mm
Fettfolgekolben: für 10 kg Gebinde
Ø Fettfolgekolben: 210-240 mm
Saugrohrlänge: 510 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Spezifikation
• Staubdeckel (17 171), 

Behälterbefestigung (17 197) 
und Fettfolgekolben (17 195)

Spezifikation
• Staubdeckel (17 171), 

Behälterbefestigung (17 197) 
und Fettfolgekolben (17 230)

17 605

17 610

17 605
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Spezifikation
• Staubdeckel (17 176), 

Behälterbefestigung (17 197) 
und Fettfolgekolben (17 265)

Spezifikation
• Staubdeckel (17 176), 

Behälterbefestigung (17 197) 
und Fettfolgekolben (17 285)

Spezifikation
• Staubdeckel (17 176),

Behälterbefestigung (17 197) und
Fettfolgekolben (17 275)

Spezifikation
• Staubdeckel (17 196), 

Behälterbefestigung (17 197) 
und Fettfolgekolben (17 300)

Spezifikation
• Staubdeckel (17 194), 

Behälterbefestigung (17 199) 
und Fettfolgekolben (17 320)

Spezifikation
• Staubdeckel (17 194), 

Behälterbefestigung (17 199) 
und Fettfolgekolben (17 325)

Abschmiersystem, handbetätigt
15 kg GDE, Ø 240-270 mm
Fettfolgekolben: für 15 kg Gebinde
Ø Fettfolgekolben: 240-270 mm
Saugrohrlänge: 510 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Abschmiersystem, handbetätigt
15 kg GDE, Ø 270-290 mm
Fettfolgekolben: für 20 kg Gebinde
Ø Fettfolgekolben: 270-290 mm
Saugrohrlänge: 510 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Abschmiersystem, handbetätigt
18 kg GDE, Ø 240 mm - 290 mm
Fettfolgekolben: 
für 18 kg Gebinde, Typ JOKEY
Ø Fettfolgekolben: 240-290 mm
Saugrohrlänge: 510 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Abschmiersystem, handbetätigt
20 kg GDE, Ø 270-310 mm
Fettfolgekolben: für 20 kg Gebinde
Ø Fettfolgekolben: 270-310 mm
Saugrohrlänge: 510 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Abschmiersystem, handbetätigt
25 kg GDE, Ø 310-335 mm
Fettfolgekolben: für 25 kg Gebinde
Ø Fettfolgekolben: 310-335 mm
Saugrohrlänge: 680 mm
Abmessungen Verpackung LBH (mm):
800 x 480 x 100

Abschmiersystem, handbetätigt
25 kg GDE, Ø 300-350 mm
Fettfolgekolben: 
für konische 25 kg Kunststoffgebinde
Ø Fettfolgekolben: 300-350 mm
Saugrohrlänge: 680 mm
Abmessungen Verpackung LBH (mm):
800 x 480 x 100

17 615

17 617

17 618

17 620

17 625

17 632

Artikel-Nr.

17 615
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Abschmiersystem, handbetätigt
50 kg GDE, Ø 335-385 mm
Fettfolgekolben: für 50 kg Gebinde
Ø Fettfolgekolben: 335-385 mm
Saugrohrlänge: 680 mm
Abmessungen Verpackung LBH (mm):
800 x 480 x 100

Verschlusskupplung Rectus
Typ 26, Anschluss 13 mm a
Durchmesser: 26 mm
Länge: 60 mm

Förderschlauch DN 13, 20 mm a
NBR, 1500 mm, 10 bar
Durchmesser: 20 mm
Länge: 1500 mm

Förderschlauch DN 13, 20 mm a
NBR, 2000 mm, 10 bar
Durchmesser: 20 mm
Länge: 2000 mm

Förderschlauch DN 13, 20 mm a
NBR, 3000 mm, 10 bar
Durchmesser: 20 mm
Länge: 3000 mm

Spezifikation
• Staubdeckel (17 198), 

Behälterbefestigung (17 199) 
und Fettfolgekolben (17 380)

Technische Daten
Anschluss 1: Kupplung 

Rectus Typ 26
Anschluss 2: für Schläuche 

DN 13
Funktion: einseitig 

absperrend
Dichtung: Perbunan
Nennweite: 7,2 mm
Schlüsselweite: 21 mm
Temperaturbereich: -20 °C bis +100 °C
Druckbereich: 0–35 bar, sowie

Grobvakuum
Werkstoff: Messing

Technische Daten
Werkstoff: NBR mit Textilein-

lage 13 x 3,5 mm
Betriebsdruck: 10 bar
Berstdruck: 40 bar
Temperatur-
beständigkeit: -10 °C bis +50 °C

17 660

17 601

17 003

17 003 001

17 003 002

Artikel-Nr.
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Technische Daten
Fettpressenanschluss 
druckseitig: M 10 x 1
Anschluss Füllseite: Stecknippel für 

Kupplung Rectus 
Typ 26

Füllvolumen: 125 cm3

Durchmesser
Fett-Pumpkolben: 8 mm
Betätigung 
Fett-Pumpkolben: manuell mittels 

Druckgriff
Fördervolumen/Hub: 0,4 cm3

Förderdruck: bis 550 bar
Berstdruck (System): 850 bar
Berstdruck 
(Fettpressenkopf): 1200 bar
Wandstärke 
Fettpressenrohr: 1 mm
Oberfläche: verzinkt

Besondere Merkmale
• das Gerät verarbeitet Fette bis 

NLGI 2 
• Pumpkolben mit hoher Passgenauig-

keit zum Zylinder
• Leistung nach 5000 Arbeitsspielen 

unverändert
• Fettpressenkopf aus Zinkdruckguss 

Z 410
• Schnellentlüftung durch eine halbe

Drehung des Fettpressenrohres

Spezifikation
• für (17 605), (17 610), (17 615), 

(17 617), (17 618) (17 620),
(17 625), (17 632), (17 660)

• Düsenrohr gerade M 10 x 1, 
150 mm (12 435) 

• Mundstück 4 BA, M 10 x 1 (12 631)
• im Polybeutel verpackt
• mit EAN-Code

Einhandfettpresse EHFP
Stecknippel für Rectus Typ 26
Abmessungen Verpackung LBH (mm):
280 x 140 x 44

17 600

Artikel-Nr.

k

17 600
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Technische Daten

Fördermedium: Schmierfette bis NLGI 2
Fördervolumen zum Befüllen 
der Fettpresse / Hub: 3,8 cm3

Saugrohrlänge: 475 mm
Förderschlauch: Panzerschlauch 11 x 1500 mm
Fettförderung: mittels Handhebel
Förderdruck: 200 bar
Oberflächenbehandlung: alle Teile aus Stahl sind verzinkt
Pumpenkörper: Rohrstahl
Pumpenkopf: schlagfester Zinkdruckguss
Lackierung Staubdeckel: blau, Pantone 294c

Besondere Merkmale

Vorteil 1: Durch hochschiebbaren Deckel (es sind keine 
Schrauben zu lösen) jederzeit Einblick in die noch im Behälter
befindliche Fettmenge. Deckel schützt vor Schmutz und Staub.

Vorteil 2: Großer Griff ermöglicht ein bequemes Herausnehmen
des Fettfolgekolbens.

Vorteil 3: Unser Sternbefestigungssystem: eine angepasste
Fixierung der Fettförderpumpe an verschiedene Behälter-
durchmesser, ohne Vorteil 1 zu beeinträchtigen.

Vorteil 4: Die Vorteile 1, 2 und 3 ermöglichen bei allen 
hand- und druckluftbetriebenen Fettförder- und Abschmier-
systemen eine einfache und saubere Handhabung der Geräte.

Der Abstand Handhebel zum Staubdeckel gewährleistet 
ein sicheres Arbeiten.

Spezifikation
• Handpumpe zur Fettförderung
• Pumpwerk 
• Saugrohr 
• Hochdruck-Panzerschlauch G 1/8", 11 x 1500 mm

(12 769 601)
• Düsenrohr gebogen G 1/8", 150 mm (12 735) 
• Mundstück 4 BA, G 1/8" (12 731)
• stabiler Tragegriff
• im Einzelkarton verpackt

HANDBETRIEBENE HOCHDRUCK-FETTPUMPEN

Handbetriebene HD-Fettpumpe
15 kg GDE, Ø 240-270 mm
Fettfolgekolben: für 15 kg Gebinde
Ø Fettfolgekolben: 240-270 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Handbetriebene HD-Fettpumpe
20 kg GDE, Ø 270-310 mm
Fettfolgekolben: für 20 kg Gebinde
Ø Fettfolgekolben: 270-310 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Spezifikation
• Staubdeckel (17 172), 

Behälterbefestigung (17 197) 
und Fettfolgekolben (17 265)

Spezifikation
• Staubdeckel (17 176), 

Behälterbefestigung (17 197) 
und Fettfolgekolben (17 300)

17 693

17 694

17 693
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Spezifikation
• Staubdeckel, mit integrierter 

Pumpenbefestigung, Befestigungs-
schrauben (17 181) und Fettfolge-
kolben (17 265)

• Hochdruck-Panzerschlauch,
11 x 1200 mm

Spezifikation
• Staubdeckel (17 176), Behälter-

befestigung (17 197) und Fettfolge-
kolben (17 275)

• Hochdruck-Panzerschlauch,
11 x 1500 mm (12 765 601

Handbetriebene HD-Fettpumpe
15 kg GDE, Ø 240-270 mm
Fettfolgekolben: für 15 kg Gebinde
Ø Fettfolgekolben: 240-270 mm
Saugrohrlänge: 475 mm

Handbetriebene HD-Fettpumpe
18 kg, Behälter, Ø 342 mm
Behälter: Typ JOKEY
Fettfolgekolben: für 18 kg Gebinde
Ø Fettfolgekolben: 240-290 mm
Saugrohrlänge: 475 mm

17 693 698

17 694 950

Technische Daten

Fördermedium: Schmierfette bis NLGI 2
Fördervolumen zum Befüllen 
der Fettpresse / Hub: 3,8 cm3

Fettförderung: mittels Handhebel
Fettfolgekolben: für 15 kg Gebinde
Ø Fettfolgekolben: 240-270 mm
Förderdruck: 200 bar
Oberflächenbehandlung: alle Teile aus Stahl sind verzinkt
Pumpenkörper: Rohrstahl
Pumpenkopf: schlagfester Zinkdruckguss
Lackierung Staubdeckel: blau, Pantone 294 C
Abmessungen 
Verpackung LBH (mm): 670 x 420 x 100

Besondere Merkmale

Vorteil 1: Deckel schützt vor Schmutz und Staub.

Vorteil 2: Großer Griff ermöglicht ein bequemes 
Herausnehmen des Fettfolgekolbens.

Vorteil 3: Der Abstand Handhebel zum Staubdeckel 
gewährleistet ein sicheres Arbeiten.

Spezifikation
• Handpumpe zur Fettförderung
• Pumpwerk 
• Saugrohr
• Düsenrohr gebogen G 1/8", 150 mm (12 735) 
• Mundstück 4 BA, G 1/8" (12 731)
• stabiler Tragegriff
• im Einzelkarton verpackt

17 693 698
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Ölabgabegerät, fahrbar
16 l Behälter, handbetrieben
Abmessungen LBH (mm): 
500 x 260 x 600

Technische Daten
Fördermedium: Öle bis SAE 40
Fördervolumen/Hub :85 cm3

Ölförderung: über Handpumpe
Behälter-
durchmesser: 220 mm
Behälterhöhe: 380 mm
Befüllung: manuell, über 

abnehmbare 
Pumpe

Auslauf: über Abgabe-
schlauch und 
Stahlauslauf

Oberflächen-
behandlung: alle Teile aus Stahl 

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Lackierung Behälter 
und Deckel: RAL 7040, fenster-

grau seidenmatt

Spezifikation
• Öle bis SAE 40, selbstschmierende 

nicht aggressive Medien 
• Abgabeschlauch 2000 mm mit 

Stahlauslauf 
• zwei feste Räder und Fußraster 
• Lackierung ölresistent 
• tragbar mit stabilem Handgriff
• Saugrohr mit Pumpwerk 
• Behälterdeckel mit Tropföffnung

17 790

Artikel-Nr.
HANDBETRIEBENE ÖL- UND FETTABGABEGERÄTE,
FAHRBAR

17 790
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Technische Daten
Fördermedium: Schmierfette bis 

NLGI 2
Fördervolumen/Hub: 10 cm3

Förderdruck: 25 bar
Fettförderung: über Handpumpe
Behälter-
durchmesser: 220 mm
Behälterhöhe: 380 mm
Befüllung: manuell, über 

abnehmbare 
Pumpe

Förderschlauch: Panzerschlauch 
11 x 1500 mm

Oberflächen-
behandlung: alle Teile aus Stahl 

sind verzinkt
Pumpenkopf: schlagfester

Zinkdruckguss
Lackierung Behälter 
und Deckel: RAL 7040, fenster-

grau seidenmatt

Spezifikation
• Hochdruck-Panzerschlauch 

11 x 1500 mm 
• Düsenrohr gebogen M 10 x 1, 

150 mm 
• Mundstück 4 BA, M 10 x 1 
• Absperrventil 
• 2 feste Räder und Fußraster 
• Lackierung ölresistent 
• tragbar mit stabilem Handgriff
• Pumpwerk 
• Saugrohr mit Fettfolgekolben

Fettabgabegerät, fahrbar
16 kg Behälter, handbetrieben
Abmessungen LBH (mm): 
500 x 260 x 600

17 792

Artikel-Nr.
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Ölabgabegerät, fahrbar
24 l Behälter, handbetrieben
Stellmaß LBH (mm):
350 x 350 x 850
Abmessungen Verpackung LBH (mm):
960 x 400 x 400

Ölabgabegerät, fahrbar
24 l, pneumatische Förderung
Stellmaß LBH (mm):
350 x 350 x 750
Abmessungen Verpackung LBH (mm):
850 x 400 x 400

Technische Daten
Fördermedium: Öle bis SAE 90
Fördervolumen/Hub: 250 cm3

Ölförderung: über Handpumpe
Auslauf: über Abgabe-

schlauch und Stahl-
auslaufkrümmer

Befüllung: über 1 1/2" 
Verschlusskappe

Oberflächen-
behandlung: alle Teile aus Stahl 

sind verzinkt
Pumpengehäuse: Stahl
Lackierung Behälter: RAL 7040, fenster-

grau seidenmatt

Spezifikation
• für Öle bis SAE 90, selbstschmieren-

de nicht aggressive Medien 
• Abgabeschlauch transparent,

2000 mm 
• Stahlauslaufkrümmer 105° gebogen 
• Zapfventilhalterung mit Tropfbecher,

in der Verschlussklappe integriert 
• stabiler Fahrgriff 
• 2 feste Räder 
• Lackierung ölresistent
• im Einzelkarton verpackt

Technische Daten
Fördermedien: Motoren- und 

Schmieröle, 
Getriebeöle

Druckluftanschluss: für Kupplung 
Rectus Typ 26

Nennweite: 7,2 mm
Ölförderung: über Druckluft-

polster max. 7 bar
Befüllung: 1 1/2" Ver-

schlusskappe
Abgabe: Handventil
Lackierung: RAL 7040, fenster-

grau seidenmatt

Spezifikation
• Abgabeschlauch 2 m 
• Zapfventil mit Stahlauslaufkrümmer 
• Zapfventilhalterung mit Tropfbecher 
• Sicherheitsventil 
• 2 feste Räder 
• Lackierung ölresistent
• im Einzelkarton verpackt

17 794

17 796
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Technische Daten
Fördermedium: Öle bis SAE 40
Fördervolumen/Hub: 85 cm3

Ölförderung: über Handpumpe
Befüllung: manuell, über 

abnehmbare 
Pumpe

Auslauf: über Abgabe-
schlauch und 
Stahlauslauf

Oberflächen-
behandlung: alle Teile aus Stahl 

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Lackierung Behälter 
und Deckel: RAL 7040, fenster-

grau seidenmatt

Spezifikation
• Öle bis SAE 40, selbstschmierende 

nicht aggressive Medien 
• Abgabeschlauch 2000 mm mit 

Stahlauslauf 
• mit Fußraster 
• Lackierung ölresistent 
• tragbar mit stabilem Handgriff
• Saugrohr mit Pumpwerk 
• Behälterdeckel mit Tropföffnung

Ölabgabegerät, tragbar
8 l Behälter, handbetrieben
Behälterdurchmesser: 145 mm
Behälterhöhe: 380 mm
Abmessungen LBH (mm): 
480 x 160 x 600

Ölabgabegerät, tragbar
12 l Behälter, handbetrieben
Behälterdurchmesser: 185 mm
Behälterhöhe: 380 mm
Abmessungen LBH (mm): 
480 x 200 x 600

Ölabgabegerät, tragbar
16 l Behälter, handbetrieben
Behälterdurchmesser: 220 mm
Behälterhöhe: 380 mm
Abmessungen LBH (mm): 
500 x 260 x 600

17 781

17 783

17 785
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Fettabgabegerät, tragbar
8 kg Behälter, handbetrieben
Behälterdurchmesser: 145 mm
Behälterhöhe: 380 mm
Abmessungen LBH (mm): 
480 x 160 x 600

Fettabgabegerät, tragbar
12 kg Behälter, handbetrieben
Behälterdurchmesser: 185 mm
Behälterhöhe: 380 mm
Abmessungen LBH (mm):
480 x 200 x 600

Fettabgabegerät, tragbar
16 kg Behälter, handbetrieben
Behälterdurchmesser: 220 mm
Behälterhöhe: 380 mm
Abmessungen LBH (mm):
500 x 260 x 600

Technische Daten
Fördermedium: Schmierfette bis 

NLGI 2
Fördervolumen/Hub: 10 cm3

Förderdruck: 25 bar
Fettförderung: über Handpumpe
Befüllung: manuell, über 

abnehmbare 
Pumpe

Förderschlauch: Panzerschlauch 
11 x 1500 mm

Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Lackierung Behälter 
und Deckel: RAL 7040, fenster-

grau seidenmatt

Spezifikation
• Hochdruck-Panzerschlauch 

11 x 1500 mm 
• Düsenrohr gebogen M 10 x 1, 

150 mm 
• Mundstück 4 BA, M 10 x 1 
• Absperrventil 
• mit Fußraster 
• Lackierung ölresistent 
• tragbar mit stabilem Handgriff 
• Pumpwerk 
• Saugrohr mit Fettfolgekolben

17 786

17 788

17 791
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Technische Daten
Fördermedium: Schmierfette bis 

NLGI 2
Förderschlauch: Panzerschlauch 

11 x 1500 mm
Fettförderung: über Fußpumpe
Fördervolumen/Hub: 8 cm3

Förderdruck: 150 bar
Befüllung: manuell, über 

abnehmbaren 
Befülldeckel

Behälter-
durchmesser: 220 mm
Behälterhöhe: 380 mm
Pumpenkopf: Stahl
Pumpenkörper: Aluminium
Lackierung Behälter: RAL 7040, fenster-

grau seidenmatt

Spezifikation
• Hochdruck-Panzerschlauch 

11 x 1500 mm 
• Düsenrohr gebogen M 10 x 1, 

150 mm 
• Mundstück 4 BA, M 10 x 1 
• manuelles Absperrventil 
• 2 feste Räder und stabiler Stellfuß 
• Lackierung ölresistent 
• Pumpwerk, Fettfolgekolben mit Feder
• stabiler Griff
• im Einzelkarton verpackt

Fettabschmiergerät, fahrbar
15 kg Behälter, Fußpumpe
Abmessungen Verpackung LBH (mm): 
380 x 360 x 700

17 793

Artikel-Nr.
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Abschmiersystem, Fußfederpresse
5 kg GDE, Ø 180 - 205 mm
Fettförderung: 
über Fußfederpresse
Werkstoff Behälter: Polypropylen
Saugrohrlänge: 195 mm
Behälterdurchmesser: 95 mm
Behälterhöhe: 210 mm
Befüllung: 
manuell, über abnehmbare Pumpe
Oberflächenbehandlung:
alle Teile aus Stahl sind verzinkt

Abschmiersystem, Fußfederpresse
5 kg GDE, Ø 180 - 205 mm
Saugrohrlänge: 250 mm
Befüllung:
manuell, über abnehmbare Pumpe
Oberflächenbehandlung:
alle Teile aus Stahl sind verzinkt

Technische Daten
Saughöhe: Schmierfette,

bis NLGI 2
Fördervolumen/
Hub hohes Volumen: 1,35 cm3

Förderdruck
hohes Volumen: max: 170 bar
Fördervolumen/
Hub niedriges
Volumen: 0,5 cm3

Förderdruck
niedriges Volumen: max: 690 bar
Behälterinhalt: 5 kg

Spezifikation
• Förderschlauch 1500 mm/ NBR mit

Textileinlage
• Tragegriff
• Pumpwerk mit Fußfederpresse, 

Folgekolben, Staubdeckel und
Befestigungsschrauben

• Voreinstellbare Hochdruck-
Einhandfettpistole mit Doppel-
fördersystem, hohes Volumen
1,35 cm3, max. 170 bar, niedriges 
Volumen 0,5 cm3, max. 690 bar

• Kugeldrehgelenk
• gebogenes Düsenrohr mit Mundstück
• im Einzelkarton verpackt

Bemerkungen
• Manuell aus größerem Behälter

befüllbar

17 505

17 505 390
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Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 5 kg 

Gebinde
Ø Fettfolgekolben: 180-210 mm

Spezifikation
• Staubdeckel (17 171), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 195)

Fettfüllgerät, handbetätigt
5 kg GDE, Ø 180-210 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

17 805

Artikel-Nr.

k

Technische Daten

Fördermedium: Schmierfette bis NLGI 2
Saugrohrlänge: 510 mm
Anschluss druckseitig: für Fettpressen mit Füllnippel
Fettförderung: mittels Handpumpe
Fördervolumen / Hub : 30 cm3

Förderdruck: 8 bar
Anwendung: zur Befüllung von Fettpressen
Oberflächenbehandlung: alle Teile aus Stahl sind verzinkt
Pumpenkopf: schlagfester Zinkdruckguss
Pumpenkörper: Rohrstahl
Lackierung Staubdeckel: blau, Pantone 294 C

Besondere Merkmale

Vorteil 1: Durch hochschiebbaren Deckel (es sind keine 
Schrauben zu lösen) jederzeit Einblick in die noch im Behälter
befindliche Fettmenge. Deckel schützt vor Schmutz und Staub.

Vorteil 2: Füllkupplung ist schräg aufgesetzt. Es können deshalb
auch Fettpressen mit schräg eingesetztem Füllnippel problemlos 
befüllt werden. Füllkupplung ist mit Abschlussventil ausgerüstet.

Vorteil 3: Großer Griff ermöglicht ein bequemes Heraus-
nehmen des Fettfolgekolbens.

Vorteil 4: Unser Sternbefestigungssystem: Eine angepasste 
Fixierung der Fettförderpumpe an verschiedene Behälter-
durchmesser ohne Vorteil 1 zu beeinträchtigen.

Vorteil 5: Die Vorteile 1, 3 und 4 ermöglichen bei allen 
hand- und druckluftbetriebenen Fettförder- und Abschmier-
systemen eine einfache und saubere Handhabung der Geräte.

Der Abstand vom Handhebel zum Staubdeckel gewährleistet 
ein sicheres Arbeiten.

Spezifikation
• Pumpwerk 
• Saugrohr 
• Füllnippel M 10 x 1 (12 670), lose beiliegend, zum 

Umrüsten von Fettpressen anderer Fabrikate 
• Staubkappe an Füllkupplung mit Kette gesichert
• im Einzelkarton verpackt

FETTFÜLLGERÄTE

17 805
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17 810

17 820

Fettfüllgerät, handbetätigt
10 kg GDE, Ø 210-240 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Fettfüllgerät, handbetätigt
15 kg GDE, Ø 240-270 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Fettfüllgerät, handbetätigt
15 kg GDE, Ø 270-290 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Fettfüllgerät, handbetätigt
18 kg, Behälter, Ø 240-290 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Fettfüllgerät, handbetätigt
20 kg GDE, Ø 270-310 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 10 kg Gebinde
Ø Fettfolgekolben: 210-240 mm

Spezifikation
• Staubdeckel (17 171), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 230)

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 15 kg Gebinde
Ø Fettfolgekolben: 240-270 mm

Spezifikation
• Staubdeckel (17 176), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 265)

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 15 kg Gebinde
Ø Fettfolgekolben: 270-290 mm

Spezifikation
• Staubdeckel (17 176), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 285)

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 18 kg Gebinde
Ø Fettfolgekolben: 240-290 mm

Spezifikation
• Staubdeckel (17 176), Behälter-

befestigung (17 197) und Fettfolge-
kolben (17 275)

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 20 kg Gebinde
Ø Fettfolgekolben: 270-290 mm

Spezifikation
• Staubdeckel (17 176), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 300)

17 810

17 815

17 817

17 818

17 820
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Technische Daten
Saugrohrlänge: 680 mm
Fettfolgekolben: für 25 kg 

Gebinde
Ø Fettfolgekolben: 310-335 mm

Spezifikation
• Staubdeckel (17 194), Behälter-

befestigung (17 199) und Fett-
folgekolben (17 320)

Technische Daten
Saugrohrlänge: 680 mm
Fettfolgekolben: für 50 kg 

Gebinde
Ø Fettfolgekolben: 335-385 mm

Spezifikation
• Staubdeckel (17 198), Behälter-

befestigung (17 199) und Fett-
folgekolben (17 380)

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 15 kg Gebinde
Ø Fettfolgekolben: 240-270 mm

Spezifikation
• Staubdeckel (17 176), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 265)

• Standardfettpresse, HHP mit ZBH,
Anschluss G 1/8" (12 734 804)

Fettfüllgerät, handbetätigt
25 kg GDE, Ø 310-335 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Fettfüllgerät, handbetätigt
50 kg GDE, Ø 335-385 mm
Abmessungen Verpackung LBH (mm):
800 x 420 x 100

Fettfüllgerät, handbetätigt
15 kg GDE, Ø 240-270 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

17 825

17 850

17 815 653
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Fettfüllgerät, handbetätigt
25 kg GDE, Ø 300-350 mm

17 825 950

Artikel-Nr.

FETTFÜLLGERÄTE

Technische Daten

Fördermedium: Schmierfette bis NLGI 2
Saugrohrlänge: 680 mm
Anschluss druckseitig: für Fettpressen mit Füllnippel
Fettförderung: mittels Handpumpe
Fettfolgekolben: für konische Kunststoffgebinde

25 kg
Ø Fettfolgekolben: 300-350 mm
Fördervolumen / Hub : 30 cm3

Förderdruck: 8 bar
Anwendung: zur Befüllung von Fettpressen
Oberflächenbehandlung: alle Teile aus Stahl sind verzinkt
Pumpenkopf: schlagfester Zinkdruckguss
Pumpenkörper: Rohrstahl
Lackierung Staubdeckel: blau, Pantone 294 C
Abmessungen 
Verpackung LBH (mm): 670 x 420 x 100

Besondere Merkmale

Vorteil 1: Deckel schützt vor Schmutz und Staub.

Vorteil 2: Füllkupplung ist schräg aufgesetzt. Es können deshalb
auch Fettpressen mit schräg eingesetztem Füllnippel problemlos 
befüllt werden. Füllkupplung ist mit Abschlussventil ausgerüstet.

Vorteil 3: Großer Griff ermöglicht ein bequemes Heraus-
nehmen des Fettfolgekolbens.

Der Abstand vom Handhebel zum Staubdeckel gewährleistet 
ein sicheres Arbeiten.

Spezifikation
• Pumpwerk 
• Saugrohr 
• Staubdeckel mit integrierter Pumpenbefestigung, Be-

festigungsschrauben (17 184) und Fettfolgekolben (17 325)
• Füllnippel M 10 x 1 (12 670), lose beiliegend, zum 

Umrüsten von Fettpressen anderer Fabrikate 
• Staubkappe an Füllkupplung mit Kette gesichert
• im Einzelkarton verpackt

17 825 950
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Technische Daten
Anschluss 1: M 20 x 1 a
Anschluss 2: für Füllnippel 

(12 670)
Oberflächen-
behandlung: Stahl verzinkt

Spezifikation
• für Fettfüllgeräte (17 805), (17 810), 

(17 815), (17 815 653), (17 817), 
(17 820), (17 825), (17 825 950), 
(17 850)

Technische Daten
Saugrohrlänge: 510 mm
Fördermedium: Schmierfette bis

NLGI 2
Anschluss 
druckseitig: für Fettpressen mit

Füllnippel
Fettförderung: mittels

Handpumpe
Fördervolumen Hub: 30 cm3

Förderdruck: 8 bar
Anwendung: zur Befüllung von

Fettpressen
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Pumpenkörper: Rohrstahl

Spezifikation
• passend für PRESSOL-Staubdeckel, 

Behälterbefestigungen und
Fettfolgekolben

• für Füllgeräte (17 805), (17 810), 
(17 810), (17 815 653), (17 815),
(17 818), (17 815 653)

Füllkupplung
für Fettfüllgeräte
Durchmesser: 24 mm
Länge: 90 mm

Fettpumpe, handbetätigt
für Fettfüllgeräte 5 - 20 kg

00 816

17 015
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Füllgerät für Zentralschmieranlagen,
5 kg GDE, Ø 180-210 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Füllgerät für Zentralschmieranlagen,
10 kg GDE, Ø 210-240 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 5 kg 

Gebinde
Ø Fettfolgekolben: 180-210 mm

Spezifikation
• Staubdeckel (17 171), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 195)

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 10 kg 

Gebinde
Ø Fettfolgekolben: 210-240 mm

Spezifikation
• Staubdeckel (17 171), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 230)

17 034

17 036

Technische Daten

Fördermedium: Schmierfette bis NLGI 2
Anschluss druckseitig: Kupplung Rectus Typ 72 für 

Stecknippel (17 044)
Schlauchlänge: 1500 mm
Fettförderung: mittels Handhebel
Fördervolumen / Hub : 30 cm3

Förderdruck: 8 bar
Anwendung: zur Befüllung von Zentral-

schmieranlagen
Oberflächenbehandlung: alle Teile aus Stahl sind verzinkt
Pumpenkopf: schlagfester Zinkdruckguss
Pumpenkörper: Rohrstahl
Lackierung Staubdeckel: blau, Pantone 294 C

Besondere Merkmale

Vorteil 1: Durch hochschiebbaren Deckel (es sind keine 
Schrauben zu lösen) jederzeit Einblick in die noch im Behälter
befindliche Fettmenge. Deckel schützt vor Schmutz und Staub.

Vorteil 2: Großer Griff ermöglicht ein bequemes Heraus-
nehmen des Fettfolgekolbens.

Vorteil 3: Unser Sternbefestigungssystem: Eine angepasste 
Fixierung der Fettförderpumpe an verschiedene Behälter-
durchmesser ohne Vorteil 1 zu beeinträchtigen.

Vorteil 4: Die Vorteile 1, 2 und 3 ermöglichen bei allen 
hand- und druckluftbetriebenen Fettförder- und Abschmier-
systemen eine einfache und saubere Handhabung der Geräte.

Der Abstand vom Handhebel zum Staubdeckel gewährleistet 
ein sicheres Arbeiten.

Spezifikation
• Pumpwerk 
• Saugrohr 
• Förderschlauch (17 003) mit Kupplung 

Rectus Typ 72 (01 297)
• im Einzelkarton verpackt

FÜLLGERÄTE FÜR ZENTRALSCHMIERANLAGEN MIT ANSCHLUSSKUPPLUNG

17 034
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Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 15 kg 

Gebinde
Ø Fettfolgekolben: 240-270 mm

Spezifikation
• Staubdeckel (17 176), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 265)

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 15 kg 

Gebinde
Ø Fettfolgekolben: 240-270 mm

Spezifikation
• Pumpwerk
• Saugrohr
• Staubdeckel (17 176), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 265)

• Fettförderschlauch (17 003) mit
Kupplung Rectus, Typ 72 (01 297)

• Düsenrohr, gerade, G1/8'' a,
150 mm (12 475)

• 16 mm Schiebekupplung (12 074)
• Stecknippel (17 044)
• Reduzierung (18 093)
• Düsenrohr, Schiebekupplung, Stecker

und Reduzierung montiert
• im Einzelkarton verpackt

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 18 kg 

Gebinde,
Typ JOKEY

Ø Fettfolgekolben: 240-290 mm

Spezifikation
• Pumpwerk
• Saugrohr
• Staubdeckel (17 176), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 275)

• Fettförderschlauch (17 003) mit 
Kupplung Rectus, Typ 72 (01 297)

• im Einzelkarton verpackt

Füllgerät für Zentralschmieranlagen,
15 kg GDE, Ø 240-270 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Füllgerät für Zentralschmieranlagen,
15 kg GDE, Ø 240-270 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Füllgerät für Zentralschmieranlagen,
18 kg, Behälter, Ø 240-290 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

17 012

17 012 952

17 012 950

Artikel-Nr.
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Füllgerät für Zentralschmieranlagen,
20 kg GDE, Ø 270-310 mm
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Füllgerät für Zentralschmieranlagen,
25 kg GDE, Ø 310-355 mm
Abmessungen Verpackung LBH (mm):
800 x 420 x 100

Füllgerät für Zentralschmieranlagen,
25 kg GDE, Ø 300-350 mm
Abmessungen Verpackung LBH (mm):
800 x 420 x 100

Technische Daten
Saugrohrlänge: 510 mm
Fettfolgekolben: für 20 kg 

Gebinde
Ø Fettfolgekolben: 270-310 mm

Spezifikation
• Staubdeckel (17 176), Behälter-

befestigung (17 197) und Fett-
folgekolben (17 300)

Technische Daten
Saugrohrlänge: 680 mm
Fettfolgekolben: für 25 kg 

Gebinde
Ø Fettfolgekolben: 310-335 mm

Spezifikation
• Staubdeckel (17 194), Behälter-

befestigung (17 199) und Fett-
folgekolben (17 320)

Technische Daten
Saugrohrlänge: 680 mm
Fettfolgekolben: für konische 25 kg

Kunststoffgebinde
Ø Fettfolgekolben: 300-350 mm

Spezifikation
• Staubdeckel (17 194), Behälter-

befestigung (17 199) und Fett-
folgekolben (17 325)

17 037

17 014

17 014 950
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Technische Daten
Saugrohrlänge: 680 mm
Fettfolgekolben: für konische 25 kg

Kunststoffgebinde
Ø Fettfolgekolben: 300-350 mm

Spezifikation
• Staubdeckel (17 194), Behälter-

befestigung (17 199) und Fett-
folgekolben (17 325)

• Düsenrohr gerade G 1/8" a, 
150 mm (12 475)

• 16 mm Schiebekupplung (12 074) 
• Stecknippel (17 044) 
• Reduzierstück (18 093) 
• Düsenrohr, Schiebekupplung, Steck-

nippel und Reduzierstück montiert

Technische Daten
Saugrohrlänge: 680 mm
Fettfolgekolben: für 50 kg Gebinde
Ø Fettfolgekolben: 335-385 mm

Spezifikation
• Staubdeckel (17 198), Behälter-

befestigung (17 199) und Fett-
folgekolben (17 380)

Füllgerät für Zentralschmieranlagen,
25 kg GDE, Ø 300-350 mm
Abmessungen Verpackung LBH (mm):
800 x 420 x 100

Füllgerät für Zentralschmieranlagen,
50 kg GDE, Ø 335-385 mm
Abmessungen Verpackung LBH (mm):
800 x 420 x 100

17 014 954

17 038
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Stecknippel G 1/4" i
für Typ 72, mit 2 Adaptern

Spezifikation
• zum Anschluss an

Zentralschmieranlage
• Stecknippel G 1/4" i,

für Typ 72 (17 044)
• Adapter G 1/4" a, M 10 x 1 a

(88 296)
• Adapter G 1/4" a, M 12 x 1,5 a

(88 297)
• im Polybeutel verpackt
• mit EAN-Code

Stecknippel, 
G 1/4" i, Typ 72
Durchmesser: 19 mm
Länge: 39 mm

Kupplung Rectus, 
Typ 72, G 1/4" i
Durchmesser: 29 mm
Länge: 58 mm

Förderschlauch DN 13, 20 mm a
NBR, 1500 mm, 10 bar
Durchmesser: 20 mm
Länge: 1500 mm

Förderschlauch DN 13, 20 mm a
NBR, 2000 mm, 10 bar
Durchmesser: 20 mm
Länge: 2000 mm

Förderschlauch DN 13, 20 mm a
NBR, 3000 mm, 10 bar
Durchmesser: 20 mm
Länge: 3000 mm

Technische Daten
Anschluss 1, 
Stecknippel: für Kupplung

Rectus, Typ 72
Anschluss 2,
Stecknippel: G 1/4" i
Anschluss 3,
Adapter: M 10 x 1 a
Anschluss 4,
Adapter: M 12 x 1,5 a
Material: Messing
Durchmesser 
Stecknippel (mm): 19
Länge
Stecknippel (mm): 38,4
Durchmesser
je Adapter (mm): 17
Länge je 
Adapter (mm): 24

Technische Daten
Werkstoff: Messing

Spezifikation
• zum Anschluss an Zentral-

schmieranlage

Technische Daten
Werkstoff: NBR mit Textilein-

lage 13 x 3,5 mm
Betriebsdruck: 10 bar
Berstdruck: 40 bar
Temperatur-
beständigkeit: -10 °C bis +50 °C

17 044 950

17 044

01 297

17 003

17 003 001

17 003 002

Artikel-Nr.

ZUBEHÖR FÜR ZENTRALSCHMIERANLAGEN MIT ANSCHLUSSKUPPLUNG

17 044 950

17 003

17 044 01 297
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Technische Daten
Anschluss: für Kupplung 

Rectus Typ 72

Spezifikation
• Stecknippel (17 044)
• zum Anschluss an Kupplung Rectus 

(01 297)
• für Zentralschmieranlagen ohne 

Standard-Befüllstecker

Spezifikation
• vier Räder, lenkbar

Spezifikation
• zwei Räder

Spezifikation
• Wagen der Spitzenklasse mit 

leichtem und leisem Lauf 
• zwei Räder 
• Gurtband (17 000)
• Schlauchaufhängung

Technische Daten
Anschluss beidseitig: G 1/8'' a
Berstdruck (bar): 900
Außendurch-
messer (mm): 11
Schlüsselweite (mm): 15 mm
Ausführung: nach DIN 1283
Durchmesser (mm): 15 mm
Länge (mm): 1500 mm

Stahlauslaufkrümmer
Stecknippel für Rectus Typ 72
Abmessungen LBH (mm):
215 x 80 x 20

Gurtband
für Wagen (17 008)
Abmessungen LBH (mm): 
800 x 35 x 35

Wagenkreuz
für Fässer, max. Ø 560 mm
Abmessungen LBH (mm):
560 x 560 x 175

Wagen für Behälter
5, 10, 15 kg
Abmessungen LBH (mm): 
200 x 350 x 1000

Wagen für Behälter
5, 10, 15, 25, 50 kg
Abmessungen LBH (mm): 
550 x 500 x 1000

Panzerschlauch, G 1/8'' a
11 x 1500 mm

17 045

17 000

17 021

17 004

17 008

12 765 601

Artikel-Nr.

17 000

17 004

12 765 601

17 008

WAGEN UND ZUBEHÖR

17 021

17 045
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Fettfolgekolben
für 5 kg Behälter, Ø 180-210 mm

Fettfolgekolben
für 10 kg Behälter, Ø 210-240 mm

Fettfolgekolben
für 15 kg Behälter, Ø 240-270 mm

Fettfolgekolben
für 18 kg Behälter, Ø 240-290 mm

Fettfolgekolben
für 20 kg Behälter, Ø 270-290 mm

Fettfolgekolben
für 20 kg Behälter, Ø 270-310 mm

Fettfolgekolben
für 25 kg Behälter, Ø 310-335 mm

Fettfolgekolben, konisch
für 25 kg Behälter, Ø 300-350 mm

Fettfolgekolben
für 30 kg Behälter, Ø 335-360 mm

Fettfolgekolben
für 50 kg Behälter, Ø 335-385 mm

Fettfolgekolben
für 60 kg Behälter, Ø 385-405 mm

Technische Daten
Werkstoff: Metall
Innendurchmesser: 35,5 mm

Spezifikation
• rundumlaufende Gummidichtlippe

17 195

17 230

17 265

17 275

17 285

17 300

17 320

17 325

17 350

17 380

17 400

Artikel-Nr.

17 195

ZUBEHÖR FÜR HAND- UND DRUCKLUFTBETRIEBENE
ABSCHMIERSYSTEME, FETTFÜLLGERÄTE

FETTFOLGEKOLBEN, INNENDURCHMESSER CA. 35,5 MM

17 325
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Technische Daten
Werkstoff: Metall
Innendurchmesser: 35,5 mm

Spezifikation
• auf unterschiedliche Behältergrößen 

einstellbar 
• Klemmvorrichtung mit Flügelschraube

zur Befestigung des Pumpenrohres

Technische Daten
Werkstoff: Metall
Innendurchmesser: 35,5 mm
Lackierung: blau,

Pantone 294 C

Spezifikation
• Halterung für Fettpistole

Behälterbefestigung
für 5-20 kg, Ø 180-310 mm
Abmessungen LBH (mm):
250 x 210 x 55

Behälterbefestigung
für 25 - 60 kg, Ø 310-405 mm
Abmessungen LBH (mm):
350 x 300 x 55

Staubdeckel
für 5-10 kg Behälter, Ø 252 mm

Staubdeckel
für 5-10 kg Behälter, Ø 282 mm

Staubdeckel
für 15-20 kg Behälter, Ø 342 mm

Staubdeckel
für 25-60 kg Behälter, Ø 385 mm

Staubdeckel
für 50-60 kg Behälter, Ø 450 mm

Staubdeckel, konisch
für 25 kg Behälter, Ø 385 mm
mit G 2" a Fassverschraubung
und Befestigungsschrauben

17 197

17 199

17 171

17 172

17 176

17 194

17 198

17 184

Artikel-Nr.

17 197

BEFESTIGUNGSSYSTEME

STAUBDECKEL

17 171

17 184
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KEGELSCHMIERNIPPEL H1, GERADE, 180°, NACH DIN 71412, 220 - 222
GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H1, GERADE, 180°, NACH DIN 71412, 222
EDELSTAHL ROSTFREI, SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H1 A, GERADE, 180°, RUND, NACH DIN 71412, 223
GEHÄRTET, VERZINKT, EINSCHLAGNIPPEL

KEGELSCHMIERNIPPEL H2, 45°, NACH DIN 71412, 223 - 225
GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H2, 45°, NACH DIN 71412, 225 - 226
GEHÄRTET, VERZINKT, VIERKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H2, 45°, EDELSTAHL ROSTFREI, 226
SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H2 A, 45°, RUND, GEHÄRTET, 227
VERZINKT, SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H3, 90°, NACH DIN 71412, 227 - 228
GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H3, 90°, NACH DIN 71412, 228 - 229
GEHÄRTET, VERZINKT, VIERKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H3, 90°, EDELSTAHL ROSTFREI, 229 - 230
SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H3, 90°, EDELSTAHL ROSTFREI, 230
SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H3 A, 90°, RUND, GEHÄRTET, 230
VERZINKT, EINSCHLAGNIPPEL

SCHUTZKAPPEN FÜR KEGELSCHMIERNIPPEL 230

KUGELSCHMIERNIPPEL K1, GERADE, NACH DIN 71412, (VORMALS 230 - 231
DIN 3402), GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG

TRICHTERSCHMIERNIPPEL D1, GERADE, DIN 3405, 231 -232
GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG

FLACHSCHMIERNIPPEL M1, KOPFDRUCKMESSER 16 MM, DIN 3404, 232 - 233
GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG, RUNDKOPF

FLACHSCHMIERNIPPEL T1/B, KOPFDURCHMESSER 16 MM, 233
DIN 3404, GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG,
SECHSKANTKOPF

FLACHSCHMIERNIPPEL M22, KOPFDURCHMESSER 22 MM, 234
DIN 3404, GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG,
RUNDKOPF

SCHMIERNIPPEL-SORTIMENTSKÄSTEN 234 - 235
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KLASSIFIZIERUNG SCHMIERNIPPEL

H1 H1 LANG H2 VK

H2 SK H3 VK H3 SK

H1 ESN H2 ESN H3 ESN

K D D ESN

M T1/B D: Trichterschmiernippel
ESN: Einschlagnippel
H1: Kegelschmiernippel, 180°
H2: Kegelschmiernippel, 45°
H3: Kegelschmiernippel, 90°
K: Kugelschmiernippel
M: Flachschmiernippel, Rundkopf 
SK: Sechskant
T1/B: Flachschmiernippel, Sechskantkopf
VK: Vierkant

219

Schmiernippel
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Kegelschmiernippel H1, gerade
1/4" BSF, VZ, SK, SW 7

Kegelschmiernippel H1, gerade
M 6 x 1, VZ, SK, SW 7

Kegelschmiernippel H1, gerade
M 6 x 1, VZ, SK, SW 7

Kegelschmiernippel H1, gerade
M 8 x 1, VZ, SK, SW 9

Kegelschmiernippel H1, gerade
M 8 x 1,5, VZ, SK, SW 9

Kegelschmiernippel H1, gerade
M 10 x 1, VZ, SK, SW 11

Kegelschmiernippel H1, gerade
M 10 x 1,25, VZ, SK, SW 11

Kegelschmiernippel H1, gerade
M 10 x 1,5, VZ, SK, SW 11

Kegelschmiernippel H1, gerade
M 12 x 1,5, VZ, SK, SW 14

Kegelschmiernippel H1, gerade
M 12 x 1,75, VZ, SK, SW 14

Kegelschmiernippel H1, gerade
M 14 x 1,5, VZ, SK, SW 14

Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Technische Daten
Maß A: 29,5 mm
Maß B: 6 mm
Maß C Ø: 7 mm
Maß D: 19 mm

Technische Daten
Maß A: 15 mm
Maß B: 5,5 mm

Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Technische Daten
Maß A: 17,5 mm
Maß B: 5,5 mm

Technische Daten
Maß A: 17 mm
Maß B: 6 mm

15 000

15 007

15 007 001

15 009

15 010

15 013

15 014

15 015

15 017 004

15 018 098

15 021 003

Artikel-Nr.
KEGELSCHMIERNIPPEL H1, GERADE, 180°, 
NACH DIN 71412, GEHÄRTET, VERZINKT, 
SECHSKANTAUSFÜHRUNG

15 000

15 009

15 007 001
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Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Technische Daten
Maß A: 17 mm
Maß B: 6 mm

Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Technische Daten
Maß A: 16 mm
Maß B: 5 mm

Technische Daten
Maß A: 19 mm
Maß B: 6,5 mm

Technische Daten
Maß A: 15,5 mm
Maß B: 5 mm

Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Kegelschmiernippel H1, gerade
1/4" WHIT, VZ, SK, SW 7

Kegelschmiernippel H1, gerade
1/8" NPT, VZ, SK, SW 11

Kegelschmiernippel H1, gerade
1/8" PTF, VZ, SK, SW 11

Kegelschmiernippel H1, gerade
G 1/4", B, VZ, SK, SW 14

Kegelschmiernippel H1, gerade
G 1/8", VZ, SK, SW 11

Kegelschmiernippel H1, gerade
G 1/4", VZ, SK, SW 14

Kegelschmiernippel H1, gerade
G 3/8", VZ, SK, SW 17

Kegelschmiernippel H1, gerade
1/4" NF (SAE), VZ, SK, SW 7

Kegelschmiernippel H1, gerade
3/8" WHIT, VZ, SK,SW 11

Kegelschmiernippel H1, gerade
G 5/16" BSF, VZ, SK, SW 9

15 025

15 026

15 026 007

15 027 005

15 037

15 038

15 039 004

15 062

15 067

15 069

Artikel-Nr.

15 025
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Kegelschmiernippel H1, gerade
F 6 x 1, SFG, VZ, SK, SW 7

Kegelschmiernippel H1, gerade
F 8 x 1, SFG, VZ, SK, SW 9

Kegelschmiernippel H1, gerade
F 10 x 1, SFG, VZ, SK, SW 11

Kegelschmiernippel H1, gerade
M 6 x 1, VA, SK, SW 7

Kegelschmiernippel H1, gerade
M 8 x 1, VA, SK, SW 9

Kegelschmiernippel H1, gerade
M 10 x 1, VA, SK, SW 11

Kegelschmiernippel H1, gerade
1/8" NPT, VA, SK, SW 11

Kegelschmiernippel H1, gerade
G 1/8", VA, SK, SW 11

Kegelschmiernippel H1, gerade
G 1/4", VA, SK, SW 14

Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Technische Daten
Maß A: 16 mm
Maß B: 5 mm

Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Technische Daten
Maß A: 15,5 mm
Maß B: 5 mm

Technische Daten
Maß A: 17 mm
Maß B: 5,5 mm

Technische Daten
Maß A: 17 mm
Maß B: 5,5 mm

Technische Daten
Maß A: 15 mm
Maß B: 5 mm

Technische Daten
Maß A: 17,5 mm
Maß B: 6 mm

15 071

15 072

15 073

15 907

15 909

15 913

15 926

15 937

15 938

Artikel-Nr.
KEGELSCHMIERNIPPEL H1, GERADE, 180°, NACH DIN
71412, GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H1, GERADE, 180°, NACH DIN
71412, EDELSTAHL ROSTFREI, SECHSKANTAUSFÜHRUNG

15 071
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Technische Daten
Maß A: 15 mm
Maß B: 5 mm
Maß C Ø: 8 mm

Technische Daten
Maß A: 15 mm
Maß B: 4,5 mm
Maß C Ø: 10 mm

Technische Daten
Maß A: 15 mm
Maß B: 5 mm
Maß C Ø: 11 mm

Technische Daten
Maß A: 24 mm
Maß B: 5 mm
Maß C: 11 mm

Technische Daten
Maß A: 24 mm
Maß B: 5 mm
Maß C: 10,5 mm

Technische Daten
Maß A: 24 mm
Maß B: 5 mm
Maß C: 10 mm

Kegelschmiernippel H1 a, rund
gerade, Ø 6 mm, VZ, ESN

Kegelschmiernippel H1 a, rund
gerade, Ø 8 mm, VZ, ESN

Kegelschmiernippel H1 a, rund
gerade, Ø 10 mm, VZ, ESN

Kegelschmiernippel H2, 45°
1/4" BSF, VZ, SK, SW 9

Kegelschmiernippel H2, 45°
M 6 x 1, VZ, SK, SW 9

Kegelschmiernippel H2, 45°
M 8 x 1, VZ, SK, SW 9

15 003

15 004

15 005

15 100 140

15 107 140

15 109 140

Artikel-Nr.

15 003

15 100 140

KEGELSCHMIERNIPPEL H1 A, GERADE, 180°, 
RUND, NACH DIN 71412, GEHÄRTET, VERZINKT, 
EINSCHLAGNIPPEL

KEGELSCHMIERNIPPEL H2, 45°, NACH DIN 71412, 
GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG
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Kegelschmiernippel H2, 45°
M 8 x 1,25, VZ, SK, SW 9

Kegelschmiernippel H2, 45°
M 10 x 1, VZ, SK, SW 11

Kegelschmiernippel H2, 45°
M 10 x 1,5, VZ, SK, SW 11

Kegelschmiernippel H2, 45°
M 12 x 1,5, VZ, SK, SW 14

Kegelschmiernippel H2, 45°
M 12 x 1,75, VZ, SK, SW 14

Kegelschmiernippel H2, 45°
G 1/8", VZ, SK, SW 11

Kegelschmiernippel H2, 45°
G 1/4", VZ, SK, SW 14

Kegelschmiernippel H2, 45°
G 3/8", VZ, SK, SW 17

Technische Daten
Maß A: 24,5 mm
Maß B: 5 mm
Maß C: 10 mm

Technische Daten
Maß A: 26 mm
Maß B: 5 mm
Maß C: 10,5 mm

Technische Daten
Maß A: 25,5 mm
Maß B: 5 mm
Maß C: 11 mm

Technische Daten
Maß A: 29 mm
Maß B: 6,5 mm
Maß C: 12 mm

Technische Daten
Maß A: 29,5 mm
Maß B: 6,5 mm
Maß C: 12 mm

Technische Daten
Maß A: 26 mm
Maß B: 5,5 mm
Maß C: 11 mm

Technische Daten
Maß A: 23 mm
Maß B: 6 mm
Maß C: 12 mm

Technische Daten
Maß A: 25 mm
Maß B: 6 mm
Maß C: 13 mm

15 110 140

15 113 140

15 115 140

15 117 004

15 118

15 137 140

15 138

15 139 004

Artikel-Nr.
KEGELSCHMIERNIPPEL H2, 45°, NACH DIN 71412, 
GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG

15 110 140
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Technische Daten
Maß A: 24 mm
Maß B: 5 mm
Maß C: 11 mm

Technische Daten
Maß A: 18 mm
Maß B: 5 mm
Maß C: 14 mm

Technische Daten
Maß A: 18 mm
Maß B: 5 mm
Maß C: 14 mm

Technische Daten
Maß A: 20 mm
Maß B: 5 mm
Maß C: 11 mm

Technische Daten
Maß A: 20 mm
Maß B: 5 mm
Maß C: 10 mm

Technische Daten
Maß A: 20,5 mm
Maß B: 5 mm
Maß C: 9 mm

Technische Daten
Maß A: 20,5 mm
Maß B: 5 mm
Maß C: 10 mm

Kegelschmiernippel H2, 45°
1/4" NF (SAE) VZ, SK, SW 9

Kegelschmiernippel H2, 45°
F 6 x 1, SFG, VZ, VK, SW 9

Kegelschmiernippel H2, 45°
F 8 x 1, SFG, VZ, VK, SW 9

Kegelschmiernippel H2, 45°
F 10 x 1, SFG, VZ, VK, SW 11

Kegelschmiernippel H2, 45°
1/4" BSF, VZ, VK, SW 9

Kegelschmiernippel H2, 45°
M 6 x 1, VZ, VK, SW 9

Kegelschmiernippel H2, 45°
M 8 x 1, VZ, VK, SW 9

Kegelschmiernippel H2, 45°
M 8 x 1,25, VZ, VK, SW 9

15 162 140

15 171 003

15 172

15 173

15 100

15 107

15 109

15 110

Artikel-Nr.

15 162 140

15 171 003

KEGELSCHMIERNIPPEL H2, 45°, NACH DIN 71412,
GEHÄRTET, VERZINKT, VIERKANTAUSFÜHRUNG
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Kegelschmiernippel H2, 45°
M 10 x 1, VZ, VK, SW 11

Kegelschmiernippel H2, 45°
M 10 x 1,5, VZ, VK, SW 11

Kegelschmiernippel H2, 45°
G 1/8", VZ, VK, SW 11

Kegelschmiernippel H2, 45°
G 1/4" NF (SAE), VZ, VK, SW 9

Kegelschmiernippel H2, 45°
M 6 x 1, VA, SK, SW 9

Kegelschmiernippel H2, 45°
M 8 x 1, VA, SK, SW 9

Kegelschmiernippel H2, 45°
M 10 x 1, VA, SK, SW 11

Kegelschmiernippel H2, 45°
G 1/8", VA, SK, SW 11

Kegelschmiernippel H2, 45°
G 1/4", VA, SK, SW 14

Technische Daten
Maß A: 20,5 mm
Maß B: 5 mm
Maß C: 11 mm

Technische Daten
Maß A: 20,5 mm
Maß B: 5 mm
Maß C: 11 mm

Technische Daten
Maß A: 24 mm
Maß B: 5 mm
Maß C: 10,5 mm

Technische Daten
Maß A: 24 mm
Maß B: 5 mm
Maß C: 10 mm

Technische Daten
Maß A: 26 mm
Maß B: 5 mm
Maß C: 10,5 mm

Technische Daten
Maß A: 26 mm
Maß B: 5 mm
Maß C: 11 mm

Technische Daten
Maß A: 23 mm
Maß B: 5 mm
Maß C: 12 mm

15 113

15 115

15 137

15 162

15 940

15 941

15 943

15 947

15 949

Artikel-Nr.
KEGELSCHMIERNIPPEL H2, 45°, NACH DIN 71412, 
GEHÄRTET, VERZINKT, VIERKANTAUSFÜHRUNG

15 113

KEGELSCHMIERNIPPEL H2, 45°, EDELSTAHL ROSTFREI,
SECHSKANTAUSFÜHRUNG

15 940
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Technische Daten
Maß A: 20,5 mm
Maß B: 5 mm
Maß C: 9 mm
Maß D: 10 mm

Technische Daten
Maß A: 20 mm
Maß B: 5 mm
Maß C: 11 mm
Maß D: 10 mm

Technische Daten
Maß A: 18,5 mm
Maß B: 5 mm
Maß C: 13 mm

Technische Daten
Maß A: 18 mm
Maß B: 5 mm
Maß C: 12 mm

Technische Daten
Maß A: 20 mm
Maß B: 5 mm
Maß C: 14 mm

Technische Daten
Maß A: 24 mm
Maß B: 6,5 mm
Maß C: 14 mm

Kegelschmiernippel H2 a, rund
Ø 6 mm, VZ, ESN 45°

Kegelschmiernippel H2 a, rund
Ø 8 mm, VZ, ESN 45°

Kegelschmiernippel H2 a, rund
Ø 10 mm, VZ, ESN 45°

Kegelschmiernippel H3, 90°
1/4" BSF, VZ, SK, SW 9

Kegelschmiernippel H3, 90°
M 6 x 1, VZ, SK, SW 9

Kegelschmiernippel H3, 90°
M 8 x 1, VZ, SK, SW 9

Kegelschmiernippel H3, 90°
M 8 x 1,25, VZ, SK, SW 9

Kegelschmiernippel H3, 90°
M 10 x 1, VZ, SK, SW 11

Kegelschmiernippel H3, 90°
M 10 x 1,5, VZ, SK, SW 11

Kegelschmiernippel H3, 90°
M 12 x 1,5, VZ, SK, SW 14

15 103

15 104

15 105

15 200 140

15 207 140

15 209 140

15 210 140

15 213 140

15 215 140

15 217

Artikel-Nr.

15 103

KEGELSCHMIERNIPPEL H3, 90°, NACH DIN 71412,
GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H2 A, 45°, RUND, 
GEHÄRTET, VERZINKT, EINSCHLAGNIPPEL

15 200 140
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Kegelschmiernippel H3, 90°
M 12 x 1,75, VZ, SK, SW 14

Kegelschmiernippel H3, 90°
G 1/8", VZ, SK, SW 11

Kegelschmiernippel H3, 90°
G 1/4", VZ, SK, SW 14

Kegelschmiernippel H3, 90°
1/4" NF (SAE), VZ, SK, SW 9

Kegelschmiernippel H3, 90°
1/4" BSF, VZ, VK, SW 9

Kegelschmiernippel H3, 90°
M 6 x 1, VZ, VK, SW 9

Technische Daten
Maß A: 19,5 mm
Maß B: 6 mm
Maß C: 17,5 mm

Technische Daten
Maß A: 20,5 mm
Maß B: 5 mm
Maß C: 14 mm

Technische Daten
Maß A: 21,5 mm
Maß B: 6 mm
Maß C: 16 mm

Technische Daten
Maß A: 18 mm
Maß B: 5 mm
Maß C: 12,5 mm

Technische Daten
Maß A: 18 mm
Maß B: 5 mm
Maß C: 13 mm

15 218

15 237 140

15 238

15 262 140

15 200

15 207

Artikel-Nr.
KEGELSCHMIERNIPPEL H3, 90°, NACH DIN 71412, 
GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG

15 218

KEGELSCHMIERNIPPEL H3, 90°, NACH DIN 71412, 
GEHÄRTET, VERZINKT, VIERKANTAUSFÜHRUNG

15 200
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Technische Daten
Maß A: 18 mm
Maß B: 5 mm
Maß C: 13 mm

Technische Daten
Maß A: 18 mm
Maß B: 5 mm
Maß C: 13,5 mm

Technische Daten
Maß A: 18 mm
Maß B: 5 mm
Maß C: 15 mm

Technische Daten
Maß A: 18 mm
Maß B: 5 mm
Maß C: 13 mm

Technische Daten
Maß A: 18 mm
Maß B: 5 mm
Maß C: 12 mm

Technische Daten
Maß A: 20 mm
Maß B: 5 mm
Maß C: 14 mm

Kegelschmiernippel H3, 90°
M 8 x 1, VZ, VK, SW 9

Kegelschmiernippel H3, 90°
M 8 x 1,25, VZ, VK, SW 9

Kegelschmiernippel H3, 90°
M 10 x 1, VZ, VK, SW 11

Kegelschmiernippel H3, 90°
M 10 x 1,5, VZ, VK, SW 11

Kegelschmiernippel H3, 90°
G 1/8", VZ, VK, SW 11

Kegelschmiernippel H3, 90°
1/4" NF (SAE), VZ, VK, SW 9

Kegelschmiernippel H3, 90°
M 6 x 1, VA, SK, SW 9

Kegelschmiernippel H3, 90°
M 8 x 1, VA, SK, SW 9

Kegelschmiernippel H3, 90°
M 10 x 1, VA, SK, SW 11

15 209

15 210

15 213

15 215

15 237

15 262

15 967

15 968

15 973

Artikel-Nr.

15 209

KEGELSCHMIERNIPPEL H3, 90°, 
EDELSTAHL ROSTFREI, SECHSKANTAUSFÜHRUNG

15 967
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Kegelschmiernippel H3, 90°
G 1/8", VA, SK, SW 11

Kegelschmiernippel H3, 90°
G 1/4", VA, SK, SW 14

Kegelschmiernippel H3 a, Rund
90°, Ø 8 mm, VZ, ESN

Schutzkappe mit Haltelasche
für Kegelschmiernippel
Durchmesser: 13 mm
Länge: 40 mm

Schutzkappe
für Kegelschmiernippel
Durchmesser: 13 mm
Länge: 9 mm

Kugelschmiernippel K1, gerade
M 6 x 1, VZ, SK, SW 7

Kugelschmiernippel K1, gerade
M 8 x 1, VZ, SK, SW 9

Kugelschmiernippel K1, gerade
M 8 x 1,25, VZ, SK, SW 9

Technische Daten
Maß A: 22,5 mm
Maß B: 5 mm
Maß C: 14 mm

Technische Daten
Maß A: 21,5 mm
Maß B: 6 mm
Maß C: 16 mm

Technische Daten
Maß A: 18 mm
Maß B: 5,5 mm
Maß C: 9 mm
Maß D: 14 mm

Technische Daten
Farbe: rot

Technische Daten
Maß A: 14 mm
Maß B: 5 mm

Technische Daten
Maß A: 14 mm
Maß B: 4,5 mm

15 976

15 977

15 204

63 905

63 906

15 307

15 309

15 310

Artikel-Nr.
KEGELSCHMIERNIPPEL H3, 90°, 
EDELSTAHL ROSTFREI, SECHSKANTAUSFÜHRUNG

15 976

KUGELSCHMIERNIPPEL K1, GERADE, NACH DIN 71412
(VORMALS DIN 3402), GEHÄRTET, VERZINKT, 
SECHSKANTAUSFÜHRUNG

KEGELSCHMIERNIPPEL H3 A, 90°, RUND, GEHÄRTET,
VERZINKT, EINSCHLAGNIPPEL

SCHUTZKAPPEN FÜR KEGELSCHMIERNIPPEL

63 905

63 906

15 204

15 307



m

231

Technische Daten
Maß A: 14 mm
Maß B: 5 mm

Technische Daten
Maß A: 9 mm
Maß B: 5,5 mm

Technische Daten
Maß A: 9,5 mm
Maß B: 6 mm

Technische Daten
Maß A: 10 mm
Maß B: 6 mm

Technische Daten
Maß A: 10 mm
Maß B: 6 mm

Technische Daten
Maß A: 10 mm
Maß B: 5,5 mm

Technische Daten
Maß A: 9,5 mm
Maß B: 6 mm

Technische Daten
Maß A: 11,5 mm
Maß B: 7 mm

Kugelschmiernippel K1, gerade
M 10 x 1, VZ, SK, SW 11

Trichterschmiernippel D1,
gerade, M 6 x 1, VZ, SK, SW 7

Trichterschmiernippel D1,
gerade, M 8 x 1, VZ, SK, SW 9

Trichterschmiernippel D1,
gerade, M 8 x 1,25, VZ, SK, SW 9

Trichterschmiernippel D1,
gerade, M 10 x 1, VZ, SK, SW 11

Trichterschmiernippel D1,
gerade M 10 x 1,5, VZ, SK, SW 11

Trichterschmiernippel D1,
gerade, G 1/8", VZ, SK, SW 11

Trichterschmiernippel D1,
gerade, G 1/4", VZ, SK, SW 14

15 313

15 607

15 609

15 610

15 613

15 615

15 637

15 638

Artikel-Nr.

15 313TRICHTERSCHMIERNIPPEL D1, GERADE, DIN 3405,
GEHÄRTET, VERZINKT, SECHSKANTAUSFÜHRUNG

15 607
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Trichterschmiernippel D1 a,
gerade, Ø 6 mm, VZ, ESN

Trichterschmiernippel D1 a,
gerade, Ø 8 mm, VZ, ESN

Flachschmiernippel M1, KØ 16 mm
M 6 x 1, VZ, SK, SW 17

Flachschmiernippel M1, KØ 16 mm
M 8 x 1, VZ, SK, SW 17

Flachschmiernippel M1, KØ 16 mm
M 8 x 1,25, VZ, SK, SW 17

Flachschmiernippel M1, KØ 16 mm
M 10 x 1, VZ, SK, SW 17

Flachschmiernippel M1, KØ 16 mm
M 10 x 1,5, VZ, SK, SW 17

Flachschmiernippel M1, KØ 16 mm
M 12 x 1,5, VZ, SK, SW 17

Technische Daten
Maß A: 7,5 mm
Maß B: 5 mm
Maß C Ø: 8 mm

Technische Daten
Maß A: 9 mm
Maß B: 9 mm
Maß C Ø: 10 mm

Technische Daten
Maß A: 18 mm
Maß B: 6,5 mm
Maß C: 16 mm

Technische Daten
Maß A: 17 mm
Maß B: 5,5 mm
Maß C: 16 mm

Technische Daten
Maß A: 17,5 mm
Maß B: 6,5 mm
Maß C: 16 mm

Technische Daten
Maß A: 17 mm
Maß B: 5 mm
Maß C: 16 mm

Technische Daten
Maß A: 17 mm
Maß B: 5,5 mm
Maß C: 16 mm

15 603

15 604

57 807

57 809

57 810

57 813

57 815

57 817

Artikel-Nr.
TRICHTERSCHMIERNIPPEL D1 A, GERADE, RUND,
DIN 3405, GEHÄRTET, VERZINKT, EINSCHLAGNIPPEL

FLACHSCHMIERNIPPEL M1, KOPFDURCHMESSER 16 MM,
DIN 3404, GEHÄRTET, VERZINKT, 
SECHSKANTAUSFÜHRUNG, RUNDKOPF

57 807

15 603
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Technische Daten
Maß A: 17 mm
Maß B: 5 mm
Maß C: 16 mm

Technische Daten
Maß A: 17 mm
Maß B: 5,5 mm
Maß C: 16 mm

Technische Daten
Maß A: 16 mm
Maß B: 5,5 mm
Maß C: 16,5 mm

Technische Daten
Maß A: 16 mm
Maß B: 6 mm
Maß C: 16,5 mm

Technische Daten
Maß A: 16 mm
Maß B: 6 mm
Maß C: 16,5 mm

Flachschmiernippel M1, KØ 16 mm
G 1/8", VZ, SK, SW 17

Flachschmiernippel M1, KØ 16 mm
G 1/4", VZ, SK, SW 17

Flachschmiernippel T1/B, KØ 16 mm
M 6 x 1, VZ, SK, SW 15 SKK

Flachschmiernippel T1/B, KØ 16 mm
M 8 x 1, VZ, SK, SW 15 SKK

Flachschmiernippel T1/B, KØ 16 mm
M 8 x 1,25, SK, VZ, SW 15 SKK

Flachschmiernippel T1/B, KØ 16 mm
M 10 x 1, SK, VZ, SW 15 SKK

Flachschmiernippel T1/B, KØ 16 mm
M 10 x 1,5, SK, VZ, SW 15 SKK

Flachschmiernippel T1/B, KØ 16 mm
G 1/8", SK, VZ, SW 15 SKK

Flachschmiernippel T1/B, KØ 16 mm
G 1/4", SK, SW 15 SKK

57 837

57 838

55 807

55 809

55 810

55 813

55 815

55 837

55 838

Artikel-Nr.

FLACHSCHMIERNIPPEL T1/B, KOPFDURCHMESSER 
16 MM, DIN 3404, GEHÄRTET, VERZINKT, 
SECHSKANTAUSFÜHRUNG, SECHSKANTKOPF

57 837

55 807
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Flachschmiernippel M22, KØ 22 mm
M 16 x 1,5, VZ, SK SW 22

Flachschmiernippel M22, KØ 22 mm
G 1/4", VZ, SK, SW 22

Flachschmiernippel M22, KØ 22 mm
G 3/8", VZ, SK, SW 22

Schmiernippel-Sortimentskasten
140 Stück
Abmessungen LBH (mm): 
215 x 135 x 40

Technische Daten
Maß A: 32 mm
Maß B: 12 mm
Maß C: 22 mm

Technische Daten
Maß A: 22 mm
Maß B: 7,5 mm
Maß C: 22 mm

Technische Daten
Maß A: 21 mm
Maß B: 7,5 mm
Maß C: 22 mm

Technische Daten
Verpackung: Verkaufsver-

packung mit 
EAN-Code

Spezifikation
• 25 Stück H1 M 6 x 1 (15 007)
• 25 Stück H1 M 8 x 1 (15 009)
• 15 Stück H1 M 10 x 1 (15 013)
• 15 Stück H1 G 1/8" (15 037)
• 10 Stück H2 M 6 x 1 (15 107 140)
• 10 Stück H2 M 8 x 1 (15 109 140)
• 5 Stück H2 M 10 x 1 (15 113 140)
• 5 Stück H2 G 1/8" (15 137 140)
• 10 Stück H3 M 6 x 1 (15 207 140)
• 10 Stück H3 M 8 x 1 (15 209 140)
• 5 Stück H3 M 10 x 1 (15 213 140)
• 5 Stück H3 G 1/8" (15 237 140)

57 523

57 538

57 539

16 090

Artikel-Nr.
FLACHSCHMIERNIPPEL M22, KOPFDURCHMESSER 
22 MM, DIN 3404, GEHÄRTET, VERZINKT, 
SECHSKANTAUSFÜHRUNG, RUNDKOPF

SCHMIERNIPPEL-SORTIMENTSKÄSTEN

16 090

57 523
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Technische Daten
Verpackung: Verkaufsver-

packung mit 
EAN-Code

Spezifikation
• 10 Stück H1 M 6 x 1 (15 007)
• 10 Stück H1 M 8 x 1 (15 009)
• 10 Stück H1 M 10 x 1 (15 013)
• 10 Stück H1 G 1/8" (15 037)
• 5 Stück H2 M 6 x 1 (15 107 140)
• 5 Stück H2 M 6 x 1 (15 109 140)
• 5 Stück H2 M 10 x 1 (15 113 140)
• 5 Stück H3 M 6 x 1 (15 207 140)
• 5 Stück H3 M 8 x 1 (15 209 140)
• 5 Stück H3 M 10 x 1 (15 213 140)

Schmiernippel-Sortimentskasten
70 Stück
Abmessungen LBH (mm): 
175 x 120 x 35

16 092

Artikel-Nr.

16 092
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Schmiernippel-Sortimentskasten
387 Stück
Abmessungen LBH (mm): 
300 x 245 x 55

Technische Daten
Verpackung: Verkaufsver-

packung mit 
EAN-Code

Spezifikation
• 25 Stück H1 G 1/8" (15 037)
• 15 Stück H2 G 1/8" (15 137 140)
• 15 Stück H3 G 1/8" (15 237 140)
• 15 Stück H1 G 1/4" (15 038)
• 5 Stück H3 G 1/4" (15 238)
• 5 Stück H1 a, 6 mm (15 003)
• 10 Stück H1 a, 8 mm (15 004)
• 25 Stück H1 PTF 1/8" (15 026 007)
• 10 Stück H3 PTF 1/8" (15 226 007)
• 35 Stück H1 NF (SAE) 1/4" (15 062)
• 10 Stück H2 NF (SAE) 1/4" (15 162)
• 10 Stück H3 NF (SAE) 1/4" (15 262)
• 25 Stück H1 M 6 x 1 (15 007)
• 10 Stück H1 M 6 x 1 (15 007 001)
• 15 Stück H3 M 6 x 1 (15 207 140)
• 15 Stück H1 WHIT 1/4" (15 025)
• 5 Stück H1 WHIT 3/8" (15 067)
• 15 Stück H1 M 8 x 1 (15 009)
• 10 Stück H2 M 8 x 1 (15 109 140)
• 10 Stück H3 M 8 x 1 (15 209 140)
• 15 Stück H1 M 8 x 1,25 (15 010)
• 10 Stück H1 1/4" - 28 SAE
• 10 Stück H2 M 8 x 1,25 

(15 110 140)
• 10 Stück H3 M 8 x 1,25 

(15 210 140)
• 20 Stück H1 M 10 x 1 (15 013)
• 10 Stück H2 M 10 x 1 (15 113 140)
• 10 Stück H3 M 10 x 1 (15 213 140)
• 5 Stück 4-BA-Mundstück G 1/8"

(12 731)
• 10 Stück 4-BA-Präzisionsmundstück 

G 1/8" (12 743)
• 1 Stück Schmiernippel-Werkzeug 

(16 102)

16 099

Artikel-Nr.

SCHMIERNIPPEL-SORTIMENTSKÄSTEN

16 099
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Technische Daten
Werkstoff: Stahl verzinkt

Technische Daten
Verpackung: Polybeutel mit

EAN-Code

Schmiernippel-Werkzeug
zum Gewindeschneiden 1/8" PTF, 
Entfernen von abgerissenen und 
intakten Schmiernippeln, 
H1, H2, H3, K1, K2, K3,
Schlüsselweite 8 und 9 mm
Abmessungen LBH (mm): 
68 x 45 x 15

Schmiernippel-Werkzeug
zum Gewindeschneiden 1/4" NF (SAE),
Entfernen von abgerissenen und 
intakten Schmiernippeln, 
H1, H2, H3, K1, K2, K3,
Schlüsselweite 10 und 11 mm
Abmessungen LBH (mm): 
85 x 51 x 18

Kegelschmiernippel H1a gerade
25 Stück rund Ø 6 mm, VZ, ESN
Abmessungen Verpackung LBH (mm): 
80 x 120 x 7

Kegelschmiernippel H1a gerade
25 Stück rund Ø 8 mm, VZ, ESN
Abmessungen Verpackung LBH (mm): 
80 x 120 x 7

Kegelschmiernippel H1 gerade
25 Stück M 6 x 1, VZ, SK, SW 7
Abmessungen Verpackung LBH (mm): 
80 x 120 x 7

Kegelschmiernippel H1 gerade
25 Stück M 8 x 1, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
80 x 120 x 10

Kegelschmiernippel H1 gerade
25 Stück M 8 x 1,25, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
80 x 120 x 10

16 100

16 102

16 003

16 004

16 007

16 009

16 010

SCHMIERNIPPEL-WERKZEUGE

16 100

16 007

SCHMIERNIPPEL IN SB-VERPACKUNG

H1, GERADE, 25 STÜCK IM POLYBEUTEL

16 010
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Kegelschmiernippel H1 gerade
25 Stück M 10 x 1, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H1 gerade
25 Stück M 10 x 1,5, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H1 gerade
25 Stück G 1/8", VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H1 gerade
25 Stück G 3/8", VZ, SK, SW 14
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H1 gerade
25 Stück G 1/4 NF (SAE)", VZ, SK,
SW 7
Abmessungen Verpackung LBH (mm): 
80 x 120 x 7

Kegelschmiernippel H2a 45°
25 Stück rund Ø 6 mm, ESN
Abmessungen Verpackung LBH (mm): 
80 x 120 x 7

Kegelschmiernippel H2a 45°
25 Stück rund Ø 8 mm, ESN
Abmessungen Verpackung LBH (mm): 
80 x 120 x 7

Kegelschmiernippel H2 45°
25 Stück M 6 x 1, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
80 x 120 x 7

Technische Daten
Verpackung: Polybeutel mit

EAN-Code

Technische Daten
Verpackung: Polybeutel mit

EAN-Code

16 013

16 015

16 037

16 038

16 062

16 103

16 104

16 107

Artikel-Nr.

H1, GERADE, 25 STÜCK IM POLYBEUTEL

H2, 45°, 25 STÜCK IM POLYBEUTEL

m

16 037

16 038

16 104
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Technische Daten
Verpackung: Polybeutel mit

EAN-Code

Technische Daten
Verpackung: Polybeutel mit

EAN-Code

Kegelschmiernippel H2 45°
25 Stück M 8 x 1, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
80 x 120 x 10

Kegelschmiernippel H2 45°
25 Stück M 8 x 1,25, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
80 x 120 x 10

Kegelschmiernippel H2 45°
25 Stück M 10 x 1, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H2 45°
25 Stück M 10 x 1,5, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H2 45°
25 Stück G 1/8", VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H2 45°
25 Stück G 3/8", VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H3a 90°
25 Stück rund Ø 6 mm, ESN
Abmessungen Verpackung LBH (mm): 
80 x 120 x 7

Kegelschmiernippel H3a 90°
25 Stück rund Ø 8 mm, ESN
Abmessungen Verpackung LBH (mm): 
80 x 120 x 7

16 109

16 110

16 113

16 115

16 137

16 138

16 203

16 204

Artikel-Nr.

H3, 90°, 25 STÜCK IM POLYBEUTEL

m

16 109

16 113

16 137
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Kegelschmiernippel H3 90°
25 Stück M 6 x 1, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
80 x 120 x 7

Kegelschmiernippel H3 90°
25 Stück M 8 x 1, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
80 x 120 x 10

Kegelschmiernippel H3 90°
25 Stück M 8 x 1,25, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
80 x 120 x 10

Kegelschmiernippel H3 90°
25 Stück M 10 x 1, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 10

Kegelschmiernippel H3 90°
25 Stück M 10 x 1,5, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H3 90°
25 Stück G 1/8", VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H3 90°
25 Stück G 3/8", VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Technische Daten
Verpackung: Polybeutel mit

EAN-Code

16 207

16 209

16 211

16 213

16 215

16 237

16 238

Artikel-Nr.

H3, 90°, 25 STÜCK IM POLYBEUTEL

16 209

16 213

16 237

m
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Technische Daten
Verpackung: Polybeutel mit

EAN-Code

Technische Daten
Verpackung: SB-Verpackung 

mit Kopfkarte 
und EAN-Code

Flachschmiernippel M1, KØ 16 mm
25 Stück M 8 x 1, VZ, SK, SW 17
Abmessungen Verpackung LBH (mm): 
80 x 120 x 10

Flachschmiernippel M1, KØ 16 mm
25 Stück M 10 x 1, VZ, SK, SW 17
Abmessungen Verpackung LBH (mm): 
80 x 120 x 10

Flachschmiernippel M1, KØ 16 mm
25 Stück G 1/8", VZ, SK, SW 17
Abmessungen Verpackung LBH (mm): 
80 x 120 x 12

Kegelschmiernippel H1 gerade
10 Stück M 6 x 1, VZ, SK, SW 7
Abmessungen Verpackung LBH (mm): 
135 x 70 x 7

Kegelschmiernippel H1 gerade
10 Stück M 8 x 1, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
135 x 70 x 10

Kegelschmiernippel H1 gerade
10 Stück M 8 x 1,25, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
135 x 70 x 10

Kegelschmiernippel H1 gerade
10 Stück M 10 x 1, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
135 x 70 x 12

16 809

16 813

16 837

16 400

16 402

16 403

16 404

Artikel-Nr.

M1, KOPFDURCHMESSER, Ø 16 MM, GERADE, 25 STÜCK IM POLYBEUTEL

16 400

16 404

SCHMIERNIPPEL IN SB-VERPACKUNG

H1, GERADE, 10 STÜCK IM POLYBEUTEL MIT KOPFKARTE

16 813
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Kegelschmiernippel H1 gerade
10 Stück M 10 x 1,5, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
135 x 70 x 12

Kegelschmiernippel H1 gerade
10 Stück G 1/8", VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
135 x 70 x 12

Kegelschmiernippel H2 45°
5 Stück M 6 x 1, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
135 x 70 x 10

Kegelschmiernippel H2 45°
5 Stück M 8 x 1, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
135 x 70 x 10

Kegelschmiernippel H2 45°
5 Stück M 8 x 1,25, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
135 x 70 x 10

Kegelschmiernippel H2 45°
5 Stück M 10 x 1, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
135 x 70 x 12

Kegelschmiernippel H2 45°
5 Stück M 10 x 1,5, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
135 x 70 x 12

Kegelschmiernippel H2 45°
5 Stück G 1/8", VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
135 x 70 x 12

Technische Daten
Verpackung: SB-Verpackung 

mit Kopfkarte 
und EAN-Code

Technische Daten
Verpackung: SB-Verpackung 

mit Kopfkarte 
und EAN-Code

16 405

16 409

16 430

16 432

16 433

16 434

16 435

16 439

Artikel-Nr.

H1, GERADE, 10 STÜCK IM POLYBEUTEL MIT KOPFKARTE

H2, 45°, 5 STÜCK IM POLYBEUTEL MIT KOPFKARTE16 409

16 430

16 435
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Technische Daten
Verpackung: SB-Verpackung 

mit Kopfkarte 
und EAN-Code

Kegelschmiernippel H3 90°
5 Stück M 6 x 1, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
135 x 70 x 10

Kegelschmiernippel H3 90°
5 Stück M 8 x 1, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
135 x 70 x 10

Kegelschmiernippel H3 90°
5 Stück M 8 x 1,25, VZ, SK, SW 9
Abmessungen Verpackung LBH (mm): 
135 x 70 x 10

Kegelschmiernippel H3 90°
5 Stück M 10 x 1, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
135 x 70 x 12

Kegelschmiernippel H3 90°
5 Stück M 10 x 1,5, VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
135 x 70 x 12

Kegelschmiernippel H3 90°
5 Stück G 1/8", VZ, SK, SW 11
Abmessungen Verpackung LBH (mm): 
135 x 70 x 12

16 460

16 462

16 463

16 464

16 465

16 469

Artikel-Nr.

16 460

16 464

16 469

H3, 90°, 5 STÜCK IM POLYBEUTEL MIT KOPFKARTE
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Chemikalienpumpe INOX / FKM
SRL 600, 0,4 l/Hub
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und
Kanistern
Abmessungen Verpackung LBH (mm):
820 x 155 x 115

Chemikalienpumpe PP / FKM
SRL 940, 0,2 l/Hub
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und
Kanistern
Geeignet für Frostschutzmittel, 
Scheibenklar, leichte Säuren, 
Lösungsmittel, Reiniger und Öle 
Werkstoff Dichtungen: Viton, FKM
Abmessungen Verpackung LBH (mm): 
625 x 100 x 75

Chemikalienpumpe PP / EPDM
SRL 940, 0,2 l/Hub
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und
Kanistern
Werkstoff Dichtungen: 
Ethylen-Propylen, EPDM
Abmessungen Verpackung LBH (mm): 
625 x 100 x 75

Chemikalienpumpe PP / NEOP
SRL 940, 0,2 l/Hub
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und
Kanistern
Werkstoff Dichtungen: 
Neopren, NEOP
Abmessungen Verpackung LBH (mm): 
625 x 100 x 75

Technische Daten
Werkstoff medien-
benetzte Teile: 1.4571 und 

1.4305 (INOX)
Werkstoff Dichtungen: Viton, FKM
Förderleistung 
(l/Hub): 0,4 (ca. 20 l/min)
Medienbeständigkeit: siehe Beständig-

keitsliste Seite 263
Einsatz: für max. 60 l 

Einwegfässer
Auslauf: drehbar, 

abschraubbar
Fassverschraubung: G 2" a

Spezifikation
• im Einzelkarton verpackt

Technische Daten
Werkstoff medien-
benetzte Teile: Polypropylen
Förderleistung 
(l/Hub): 0,2 (ca. 20 l/min)
Medienbeständigkeit: siehe Beständig-

keitsliste 
Seite 264, 265

Einsatz: Behälter für 
60/200/220 l

Auslauf: drehbar,
abschraubbar

Fassverschraubung: G 2" a, 
2" a Buttres

Gewindeadapter: 2" i auf 70 x 6 a

Spezifikation
• zweiteiliges Saugrohr 
• über Fassverschraubung höhen-

verstellbar
• im Einzelkarton verpackt
• mit EAN-Code

13 005

13 009

13 009 954

13 009 956

Artikel-Nr.

CHEMIKALIENPUMPEN
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13 009

13 009 954

13 009 956
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Technische Daten
Werkstoff medien-
benetzte Teile: Polypropylen
Werkstoff Dichtungen: Neopren, NEOP
Förderleistung
(l/Hub): 0,2 (ca. 20 l/min)
Medienbeständigkeit: siehe Beständig-

keitsliste Seite 263
Einsatz: Behälter für 

60/200/220 l
Länge 
Auslaufschlauch: 1500 mm
Fassverschraubung: G 2" a

Spezifikation
• für Frostschutzmittel, Scheibenklar, 

leichte Säuren, Laugen, Seifen, 
Universalverdünner (pur oder mit
Wasser verdünnt)

• zweiteiliges Saugrohr
• über Fassverschraubung höhen-

verstellbar 
• im Einzelkarton verpackt
• mit EAN-Code

Technische Daten
Fördermedien: Öle bis SAE 90
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,72 (ca. 20 l/min)
Medienbeständigkeit: siehe Tabelle

Seite 262
Einsatz: Behälter für 

60/200/220 l
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Pumpenkörper: Rohrstahl
Fassverschraubung: G 2" a und 

M 64 x 4 a

Spezifikation
• für Öle bis SAE 90, selbstschmierende 

nicht aggressive Medien, Frostschutz 
unverdünnt, Heizöl, Diesel, Petroleum

• über Fassverschraubung höhenver-
stellbar (19 526)

• im Einzelkarton verpackt

Chemikalienpumpe PP
SRL 885 mm, 0,2 l/Hub
zum Befüllen von Messeimern,
Messbechern, Vorratskannen und
Kanistern
Auslauf: transparenter Auslaufschlauch
Abmessungen Verpackung LBH (mm): 
760 x 135 x 90

Stahlrohr-Fasspumpe
SRL 840 mm, 20 l/min
Auslauf: Kunststoffauslaufkrümmer, 
mit Überwurfmutter befestigt
Abmessungen Verpackung LBH (mm):
1100 x 85 x 85

13 009 950

13 010

Artikel-Nr.

13 009 950

13 010

STAHLROHR-FASSPUMPEN
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Stahlrohr-Fasspumpe
SRL 480-900 mm, ca. 16 l/min
Auslauf: Stahlauslaufkrümmer mit 
Überwurfmutter gesichert
Abmessungen Verpackung LBH (mm):
800 x 90 x 90

Stahlrohr-Fasspumpe mit ZBH
SRL 480-900 mm, ca. 16 l/min
zum Befüllen von Getrieben und schwer
zugänglichen Stellen
Auslauf: über Abgabeschlauch 
1500 mm und Stahlauslaufkrümmer 
mit Kugelhahn, mit Anbausatz für 
Getriebeölbefüllung (13 070)
Abmessungen Verpackung LBH (mm):
800 x 90 x 90

Stahlrohr-Fasspumpe mit ZBH
SRL 480-900 mm, ca. 16 l/min
Auslauf: Stahlauslaufkrümmer mit
Antitropfmundstück, durch Überwurf-
mutter gesichert
Abmessungen Verpackung LBH (mm):
800 x 90 x 90

Technische Daten
Fördermedien: Öle bis SAE 90
Werkstoff Dichtungen: PVC/NBR
Förderleistung 
(l/Hub): 0,3 (ca. 16 l/min)
Medienbeständigkeit: siehe Tabelle

Seite 262
Einsatz: Behälter für 

60/200/220 l
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Pumpenkörper: Rohrstahl
Saugrohr: Teleskoprohr
Fassverschraubung: G 2" a und 

2" a Buttres
Verpackung: Verkaufsverpackung

mit EAN-Code

Spezifikation
• für Öle bis SAE 90, selbstschmierende 

nicht aggressive Medien, Frostschutz 
unverdünnt, Heizöl, Diesel, Petroleum

13 012

13 012 952

13 012 954

Artikel-Nr.

STAHLROHR-FASSPUMPEN

13 012

13 012 952

13 012 954



n

249

Technische Daten
Fördermedien: Öle bis SAE 140
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,1 (ca. 10 l/min)
Medienbeständigkeit: siehe Tabelle

Seite 262
Einsatz: Behälter für 

60/200/220 l
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Pumpenkörper: Rohrstahl
Fassverschraubung: G 2" a und 

M 64 x 4 a

Spezifikation
• für Öle bis SAE 140, selbst-

schmierende nicht aggressive Medien 
• über Fassverschraubung, höhen-

verstellbar (19 526)
• im Einzelkarton verpackt

Stahlrohr-Fasspumpe
SRL 840 mm, 10 l/min
Auslauf: Kunststoffauslaufkrümmer mit 
Überwurfmutter befestigt
Abmessungen Verpackung LBH (mm):
1100 x 85 x 85

Stahlrohr-Fasspumpe
SRL 840 mm, 10 l/min, STAK
Auslauf: Stahlauslaufkrümmer
mit EAN-Code
Abmessungen Verpackung LBH (mm):
1100 x 85 x 80

Stahlrohr-Fasspumpe
SRL 840 mm, 10 l/min, STAK
Auslauf: Kunststoffauslaufkrümmer mit 
Überwurfmutter befestigt oder über
PVC-Schlauch, 1000 mm, mit Kunst-
stoffauslauf
mit Schlauchgarnitur (13 099)
mit EAN-Code
Abmessungen Verpackung LBH (mm):
1100 x 85 x 80

13 015

13 016

13 017

Artikel-Nr.

13 015

13 016

13 017
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Hebelzylinderpumpe mit ZBH
SRL 1200 mm, ca. 12 l/min
Auslauf: über PVC-Abgabeschlauch
1000 mm mit Kunststoffauslauf
zweiteiliges Saugrohr, kann 
abgelängt werden
Abmessungen Verpackung LBH (mm):
590 x 100 x 90

Hebelzylinderpumpe mit ZBH
SRL 1500 mm, ca. 12 l/min
Auslauf: über PVC-Abgabeschlauch
1000 mm mit Kunststoffauslauf
zusätzlicher Einsatz: für Tanks
dreiteiliges Saugrohr, kann 
abgelängt werden
Abmessungen Verpackung LBH (mm):
590 x 100 x 90

Hebelzylinderpumpe mit ZBH
SRL 1200 mm, ca. 18 l/min
Auslauf: über PVC-Abgabeschlauch
1000 mm mit Kunststoffauslauf
Abmessungen Verpackung LBH (mm):
590 x 100 x 90

Technische Daten
Fördermedien: Öle bis SAE 50
Werkstoff Dichtungen: NBR
Förderleistung
(l/Hub): 0,12 (ca. 12 l/min)
Medienbeständigkeit: siehe Tabelle

Seite 262
Einsatz: Behälter für 

60/200/220 l
Pumpengehäuse: schlagfester 

Zinkdruckguss
Fassverschraubung: G 2" a und 

M 64 x 4 a
Verpackung: Verkaufsver-

packung mit 
EAN-Code

Spezifikation
• für Öle bis SAE 50, selbstschmierende 

nicht aggressive Medien, Frostschutz 
unverdünnt, Heizöl, Diesel, Petroleum

Technische Daten
Fördermedien: Öle bis SAE 50
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,14 (ca. 18 l/min)
Medienbeständigkeit: siehe Tabelle

Seite 262
Einsatz: Behälter für 

60/200/220 l
Pumpengehäuse: schlagfester 

Zinkdruckguss
Fassverschraubung: G 2" a und 

M 64 x 4 a
Verpackung: Verkaufsver-

packung mit 
EAN-Code

Spezifikation
• für Öle bis SAE 50, selbstschmierende 

nicht aggressive Medien, Frostschutz 
unverdünnt, Heizöl, Diesel, Petroleum

• zweiteiliges Saugrohr, kann abgelängt 
werden

13 020

13 028

13 030 

Artikel-Nr.

HEBELZYLINDERPUMPEN

13 020

13 030
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Technische Daten
Fördermedien: Öle bis SAE 50
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,36 (ca. 35 l/min)
Medienbeständigkeit: siehe Tabelle

Seite 262
Einsatz: Behälter für 

200/220 l
Pumpengehäuse: schlagfester 

Aluminium-
druckguss

Lackierung: silber
Fassverschraubung: G 2" a und 

M 64 x 4 a

Spezifikation
• für Öle bis SAE 50, selbst-

schmierende nicht aggressive 
Medien, Frostschutz unverdünnt, 
Heizöl, Diesel, Petroleum

• im Einzelkarton verpackt

Technische Daten
Fördermedien: Öle bis SAE 50
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,36 (ca. 35 l/min)
Medienbeständigkeit: siehe Tabelle

Seite 262
Einsatz: Behälter für 

60/200/220 l
Pumpengehäuse: schlagfester 

Aluminium-
druckguss

Lackierung: silber
Saugrohr: Teleskoprohr
Fassverschraubung: G 2" a und 

M 64 x 4 a

Spezifikation
• für Öle bis SAE 50, selbst-

schmierende nicht aggressive 
Medien, Frostschutz unverdünnt, 
Heizöl, Diesel, Petroleum

• mit Knickschutzfeder und zwei 
Schlauchschellen

• im Einzelkarton verpackt

Hebelzylinderpumpe mit ZBH
SRL 840 mm, ca. 35 l/min
Auslauf: über Perbunan-Abgabe-
schlauch 1000 mm mit Stahlauslauf
Abmessungen Verpackung LBH (mm):
820 x 155 x 115

Hebelzylinderpumpe mit ZBH
SRL 840 mm, ca. 35 l/min
Auslauf: über Perbunan-Abgabe-
schlauch 1000 mm mit Stahlauslauf,
Knickschutzfeder, zwei Schlauchschellen
Abmessungen Verpackung LBH (mm):
820 x 155 x 115

Hebelzylinderpumpe mit ZBH
SRL 480-930 mm, ca. 35 l/min
Auslauf: über Perbunan-Abgabe-
schlauch 1000 mm mit Stahlauslauf
Abmessungen Verpackung LBH (mm):
820 x 155 x 115

13 040

13 042

13 041

Artikel-Nr.

13 040
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Hebelzylinderpumpe mit ZBH
SRL 508-980 mm, ca. 25 l/min
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und
Kanistern
Auslauf: gebogen mit Antitropf-
mundstück
Abmessungen Verpackung LBH (mm):
820 x 155 x 115

Getriebeölpumpe
SRL 650 mm, ca. 25 l/min, DW
zur Direktbefüllung von Getrieben 
und schwer zugänglichen Stellen, 
für max. 60 l Einwegfässer
Auslauf: über Abgabeschlauch mit 
Stahlauslaufkrümmer und Kugelhahn
Abmessungen Verpackung LBH (mm):
820 x 155 x 115

Technische Daten
Fördermedien: Öle bis SAE 90
Werkstoff Dichtungen:NBR
Förderleistung 
(l/Hub): 0,25 (ca. 25 l/min)
Medienbeständigkeit:siehe Tabelle

Seite 262
Einsatz: Behälter für 

60/200/220 l
Pumpengehäuse: schlagfester 

Zinkdruckguss
Lackierung: silber
max. Stellhöhe 
für Messbecher: 300 mm
Abstand Pumpen-
körper/Mitte
Auslauf: 120 mm
Saugrohr: Teleskoprohr
Fassverschraubung: G 2" a und 

M 64 x 4 a

Spezifikation
• für Öle bis SAE 90, selbst-

schmierende nicht aggressive Medien
• mit Überwurfmutter zur Fixierung
• im Einzelkarton verpackt

Technische Daten
Fördermedien: Öle bis SAE 140
Werkstoff Dichtungen:NBR
Förderleistung 
(l/Doppelhub): 0,25 (ca. 25 l/min)
Medienbeständigkeit:siehe Tabelle

Seite 262
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: aus Vollmaterial
Pumpenkörper: Rohrstahl
Fassverschraubung: G 2" a und 

M 64 x 4 a

Spezifikation
• für Öle bis SAE 140, selbst-

schmierende nicht aggressive Medien 
• Abgabeschlauch 1500 mm, 

NBR mit Textileinlage (17 003) 
• Stahlauslaufkrümmer mit Kugelhahn 

(13 096) 
• über Fassverschraubung höhen-

verstellbar (19 526)
• im Einzelkarton verpackt

13 049

17 026

Artikel-Nr.

HEBELZYLINDERPUMPEN

13 049

17 026

GETRIEBEÖLPUMPEN
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Technische Daten
Fördermedien: Öle bis SAE 140
Werkstoff Dichtungen:NBR
Förderleistung 
(l/Doppelhub): 0,25 (ca. 25 l/min)
Medienbeständigkeit:siehe Tabelle

Seite 262
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: aus Vollmaterial
Pumpenkörper: Rohrstahl
Fassverschraubung: G 2" a und 

M 64 x 4 a

Spezifikation
• für Öle bis SAE 140, selbst-

schmierende nicht aggressive Medien 
• Abgabeschlauch 1500 mm, 

NBR mit Textileinlage (17 003) 
• Stahlauslaufkrümmer mit Kugelhahn 

(13 096) 
• über Fassverschraubung höhen-

verstellbar (19 526)
• im Einzelkarton verpackt

Technische Daten
Fördermedien: Öle bis SAE 140
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,05 (ca. 6 l/min)
Medienbeständigkeit: siehe Tabelle

Seite 262
Einsatz: max. 60 l 

Einwegfässer
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Pumpenkörper: Rohrstahl

Spezifikation
• für Öle bis SAE 140, selbst-

schmierende nicht aggressive Medien 
• Abgabeschlauch 1500 mm, 

NBR mit Textileinlage (17 003) 
• Stahlauslaufkrümmer mit Kugelhahn 

(13 096) 
• über Behälterbefestigung höhen-

verstellbar (17 196)
• im Einzelkarton verpackt

Getriebeölpumpe mit Wagen
SRL 650 mm, ca. 25 l/min, DW
zur Direktbefüllung von Getrieben 
und schwer zugänglichen Stellen, 
für Behälter von 5 l bis max. 60 l
Einwegfässer
Auslauf: über Abgabeschlauch mit 
Stahlauslaufkrümmer und Kugelhahn,
Wagen mit zwei Rädern und Stellfuß, 
Tropfbecher mit Aufhängung und
Pumpenhalterung (17 008 950)
Lackierung Wagen:
blau, Pantone 294 C
Abmessungen Verpackung LBH (mm):
820 x 480 x 300

Getriebeölpumpe
SRL 650 mm, ca. 6 l/min
zur Direktbefüllung von Getrieben und
schwer zugänglichen Stellen
Auslauf: über Abgabeschlauch, 
Stahlauslaufkrümmer und Kugelhahn,
Abmessungen Verpackung LBH (mm):
800 x 480 x 100

17 028

17 024

Artikel-Nr.

17 024
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Getriebeölpumpe mit Wagen
SRL 650 mm, ca. 6 l/min
zur Direktbefüllung von Getrieben und
schwer zugänglichen Stellen
Auslauf: über Abgabeschlauch, 
Stahlauslaufkrümmer und Kugelhahn,
Abmessungen Verpackung LBH (mm):
800 x 480 x 300

Technische Daten
Fördermedien: Öle bis SAE 140
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,05 (ca. 6 l/min)
Medienbeständigkeit: siehe Tabelle

Seite 262
Einsatz: für Behälter von

5 l bis max.60 l 
Einwegfässer

Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Pumpenkörper: Rohrstahl
Fassverschraubung: G 2" a und 

M 64 x 4 a
Lackierung Wagen: blau,

Pantone 294 C

Spezifikation
• für Öle bis SAE 140, selbst-

schmierende nicht aggressive Medien 
• Abgabeschlauch 1500 mm, 

NBR mit Textileinlage (17 003) 
• Stahlauslaufkrümmer mit Kugelhahn 

(13 096) 
• Wagen mit zwei Rädern und 

Stellfuß, Tropfbecher mit Auf-
hängung und Pumpenhalterung 
(19 708 950)

• Fassverschraubung höhenverstellbar 
(19 526)

• im Einzelkarton verpackt

17 024 950

Artikel-Nr.

GETRIEBEÖLPUMPEN

17 024 950



n

255

Technische Daten
Fördermedien: Öle bis SAE 140
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,05 (ca. 6 l/min)
Medienbeständigkeit: siehe Tabelle

Seite 262
Einsatz: 20 l Eimer
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Pumpenkörper: Rohrstahl
Durchmesser 
Staubdeckel: 342 mm
Lackierung 
Staubdeckel: blau,

Pantone 294 C

Spezifikation
• für Öle bis SAE 140, selbst-

schmierende nicht aggressive Medien 
• Perbunan-Abgabeschlauch 1500 mm
• Behälterbefestigung (17 197) 
• Staubdeckel mit Tropföffnung 
• im Einzelkarton verpackt

Technische Daten
Fördermedien: Öle bis SAE 140
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,05 (ca. 6 l/min)
Medienbeständigkeit:siehe Tabelle

Seite 262
Einsatz: 20 l Kunststoff-

kanister
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Pumpenkörper: Rohrstahl
Rundgewinde Fass-
verschraubung: M 60 x 5 i

Spezifikation
• für Öle bis SAE 140, selbst-

schmierende nicht aggressive 
Medien 

• transparenter Abgabeschlauch 
1500 mm mit Stahlauslaufkrümmer 

Getriebeölpumpe
SRL 500 mm, ca. 6 l/min
zur Direktbefüllung von Getrieben 
und schwer zugänglichen Stellen
Auslauf: über Abgabeschlauch mit 
Stahlauslaufkrümmer
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Getriebeölpumpe mit Kugelhahn
SRL 500 mm, ca. 6 l/min
zur Direktbefüllung von Getrieben 
und schwer zugänglichen Stellen
Auslauf: über Abgabeschlauch, 
Stahlauslaufkrümmer und Kugelhahn
(13 096)
Abmessungen Verpackung LBH (mm):
670 x 420 x 100

Getriebeölpumpe für KK
SRL 500 mm, ca. 6 l/min
zur Direktbefüllung von Getrieben 
und schwer zugänglichen Stellen
Auslauf: über Abgabeschlauch,
Stahlauslaufkrümmer
Abmessungen Verpackung LBH (mm):
600 x 100 x 90

• Fassverschraubung für Kunststoff-
gebinde, höhenverstellbar (19 529)

• im Einzelkarton verpackt

17 018

17 018 010

Artikel-Nr.
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13 053

Kurbelpumpe, Kst., Chemikalien
SRL 980 mm, ca. 25 l/min.
zum Befüllen von Maßgefäßen,
Messbechern, Vorratskannen und
Kanistern
Abmessungen Verpackung LBH (mm):
340 x 160 x 155

Kurbelpumpe, Kst., Mineralöle
SRL 980 mm, ca. 25 l/min.
zum Befüllen von Maßgefäßen,
Messbechern, Vorratskannen und
Kanistern
Abmessungen Verpackung LBH (mm):
340 x 160 x 155

Technische Daten
Fördermedien: Medien auf

Wasserbasis,
Chemikalien

Medienbeständigkeit: siehe Tabelle
Seite 262

Werkstoffe der 
medienberührenden Teile
Dichtungen: Viton®, FKM
Auslauf: PP
Pumpengehäuse: PP, glasfaser-

verstärkt

Spezifikation
• ür Medien auf Wasserbasis, 

Emulsionen, Kühlerfrostschutz, 
Scheibenklar, Harnstoff, Säuren,
Chemikalien

Technische Daten
Fördermedien: Medien auf 

Wasserbasis,
Mineralöle

Medienbeständigkeit: siehe Tabelle
Seite 262

Werkstoffe der 
medienberührenden Teile
Dichtungen: Viton®, FKM
Auslauf: Kunststoff
Pumpengehäuse: Kunststoff

Spezifikation
• ür Medien auf Wasserbasis, 

Emulsionen, Kühlerfrostschutz, 
Scheibenklar, Diesel, Heizöl

13 053

13 054

KURBELPUMPEN

Technische Daten

Einsatz: Behälter für 60 / 200 / 220 l
Förderleistung (l/Umdrehung): ca. 0,25 l
Länge Saugrohr: 980 mm
Fassverschraubung: G 2" a, Fassverschraubung

Spezifikationen

• mit Ansaugfilter
• leichtgängiger Handkurbelbetrieb, für den 

einfachen Gebrauch
• über Fassverschraubung höhenverstellbar
• im Karton verpackt
• mit EAN-Code
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Technische Daten
Fördermedien: Öle, bis SAE 90
Medienbeständigkeit: siehe Tabelle

Seite 262

Werkstoffe der 
medienberührenden Teile
Dichtungen: NBR
Auslauf: Stahlauslauf-

krümmer
Pumpengehäuse: Grauguss GG 25
Lackierung: blau, 

Pantone 294 C

Spezifikation
• für Öle, bis SAE 90, selbst-

schmierende, nicht aggressive
Medien, Heizöl, Diesel, Petroleum

Technische Daten
Fördermedien: Öle, bis SAE 90
Medienbeständigkeit: siehe Tabelle

Seite 262

Werkstoffe der 
medienberührenden Teile
Dichtungen: NBR
Auslauf: Stahlauslauf-

krümmer oder über 
Abgabeschlauch,
mit Stahlauslauf

Pumpengehäuse: Stahlguss
Lackierung: blau, 

Pantone 294 C

Spezifikation
• für Öle, bis SAE 90, selbst-

schmierende, nicht aggressive
Medien, Heizöl, Diesel, Petroleum

Kurbelpumpe
SRL 980 mm, ca. 25 l/min.
zum Befüllen von Maßgefäßen,
Messbechern, Vorratskannen und
Kanistern
Abmessungen Verpackung LBH (mm):
340 x 160 x 155

Kurbelpumpe, mit ZBH
SRL 980 mm, ca. 25 l/min
zum Befüllen von Maßgefäßen,
Messbechern, Vorratskannen und
Kanistern sowie zur Betankung
Abmessungen Verpackung LBH (mm):
380 x 360 x 270

13 055

13 056

Artikel-Nr.

13 056

13 055
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Kanisterpumpe mit BS
SRL 500 mm, ca. 6 l/min
Einsatz: rechteckige 20 l Original-
kanister, zur Direktbefüllung von Ge-
trieben und schwer zugänglichen Stellen
Auslauf: über Abgabeschlauch mit 
Stahlauslaufkrümmer und Kugelhahn
Abmessungen Verpackung LBH (mm):
675 x 420 x 100

Kanisterpumpe mit FS
SRL 500 mm, ca. 6 l/min
Einsatz: rechteckige 20 l Kunststoff-
kanister,zur Direktbefüllung von Ge-
trieben und schwer zugänglichen Stellen
Auslauf: über Abgabeschlauch mit 
Stahlauslaufkrümmer und Kugelhahn
Abmessungen Verpackung LBH (mm):
675 x 420 x 100

Technische Daten
Fördermedien: Öle bis SAE 140
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,05 (ca. 6 l/min)
Medienbeständigkeit:siehe Tabelle

Seite 262
Pumpengehäuse: Stahlguss
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Pumpenkörper: Rohrstahl

Spezifikation
• für Öle bis SAE 140, selbst-

schmierende nicht aggressive Medien 
• Abgabeschlauch 1500 mm, NBR mit 

Textileinlage (17 003) 
• über Behälterbefestigung höhen-

verstellbar (17 196)
• Stahlauslaufkrümmer mit Kugelhahn 

(13 096)
• im Einzelkarton verpackt

Technische Daten
Fördermedien: Öle bis SAE 140
Werkstoff Dichtungen: NBR
Förderleistung 
(l/Hub): 0,05 (ca. 6 l/min)
Medienbeständigkeit:siehe Tabelle

Seite 262
Pumpengehäuse: Stahlguss
Oberflächen-
behandlung: alle Teile aus Stahl

sind verzinkt
Pumpenkopf: schlagfester 

Zinkdruckguss
Pumpenkörper: Rohrstahl
Rundgewinde Fass-
verschraubung: M 62,5 x 4 i

Spezifikation
• für Öle bis SAE 140, selbst-

schmierende nicht aggressive Medien 
• Abgabeschlauch 1500 mm, NBR mit 

Textileinlage (17 003) 
• Fassverschraubung für Kunststoff-

gebinde, höhenverstellbar (19 519)
• Stahlauslaufkrümmer mit Kugelhahn 

(13 096)
• im Einzelkarton verpackt

17 019

17 019 950

Artikel-Nr.

KANISTERPUMPEN

17 019

17 019 950
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Technische Daten
Fördermedien: Heizöl, Diesel, 

Petroleum
Werkstoff Dichtungen: NBR
Einsatz: Behälter und Tanks

für 200/220 l
Pumpenkörper: Stahlguss
Lackierung: blau,

Pantone 294 C

Spezifikation
• Handgriff aus Holz 
• Zubehör erforderlich

Handpumpe DW, 15 l/min
Anschluss saugseitig: 1/2" i,
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und 
Kanistern sowie zur Betankung
Abmessungen LBH (mm): 
310 x 150 x 170

Handpumpe DW, 25 l/min
Anschluss saugseitig: 3/4" i,
zum Befüllen von Messeimern,
Messbechern, Vorratskannen und
Kanistern sowie zur Betankung
Abmessungen LBH (mm): 
310 x 190 x 190

Handpumpe DW, 35 l/min
Anschluss saugseitig: 1" i,
zum Befüllen von Messeimern,
Messbechern, Vorratskannen und
Kanistern sowie zur Betankung
Abmessungen LBH (mm): 
380 x 200 x 200

Handpumpe DW, 45 l/min
Anschluss saugseitig: 1 1/4" i,
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und
Kanistern sowie zur Betankung
Abmessungen LBH (mm): 
380 x 240 x 240

Handpumpe DW, 85 l/min
Anschluss saugseitig: 1 1/2" i,
zum Befüllen von Messeimern,
Messbechern, Vorratskannen und 
Kanistern sowie zur Betankung
Abmessungen LBH (mm): 
600 x 300 x 300

13 253

13 256

13 259

13 262

13 268

Artikel-Nr.

HANDPUMPEN - DOPPELT WIRKEND

13 253

13 259

13 268
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Handpumpe DW, 15 l/min
SRL 920 mm, mit Zubehör
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und 
Kanistern sowie zur Betankung
Auslauf: Stahlauslaufkrümmer oder 
über Abgabeschlauch mit Stahlauslauf
Saugrohr Ø: 3/4" a
Abmessungen LBH (mm): 
1600 x 150 x 170

Handpumpe DW, 25 l/min
SRL 920 mm, mit Zubehör
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und 
Kanistern sowie zur Betankung
Auslauf: Stahlauslaufkrümmer oder 
über Abgabeschlauch mit Stahlauslauf
Saugrohr Ø: 3/4" a
Abmessungen LBH (mm): 
1600 x 190 x 190

Handpumpe DW, 35 l/min
SRL 920 mm, mit Zubehör
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und 
Kanistern sowie zur Betankung
Auslauf: Stahlauslaufkrümmer oder 
über Abgabeschlauch mit Stahlauslauf
Saugrohr Ø: 1" a
Abmessungen LBH (mm): 
1600 x 200 x 200

Handpumpe DW, 45 l/min
SRL 920 mm, mit Zubehör
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und 
Kanistern sowie zur Betankung
Auslauf: Stahlauslaufkrümmer oder 
über Abgabeschlauch mit Stahlauslauf
Saugrohr Ø: 1" a
Abmessungen LBH (mm): 
1700 x 240 x 240

Technische Daten
Fördermedien: Heizöl, Diesel, 

Petroleum
Werkstoff Dichtungen: NBR
Einsatz: Behälter für 

200/220 l
Fassverschraubung: G 2" a
Pumpenkörper: Stahlguss
Lackierung: blau,

Pantone 294 C

Spezifikation
• Handgriff aus Holz 
• Saugrohr, Stahlauslauf, Fassver-

schraubung, Abgabeschlauch NBR, 
Ø 32,5 mm a, Länge 2000 mm

Technische Daten
Fördermedien: Heizöl, Diesel, 

Petroleum
Werkstoff Dichtungen: NBR
Einsatz: Behälter für 

200/220 l
Fassverschraubung: G 2" a
Pumpenkörper: Stahlguss
Lackierung: blau,

Pantone 294 C

Spezifikation
• Handgriff aus Holz 
• Saugrohr, Stahlauslauf, Fassver-

schraubung, Abgabeschlauch NBR, 
Ø 39 mm a, Länge 2000 mm

13 253 950

13 256 950

13 259 950

13 262 950

Artikel-Nr.

HANDPUMPEN - DOPPELT WIRKEND, MIT ZUBEHÖR

13 262 950

13 259 950

13 253 950
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Technische Daten
Fördermedien: Heizöl, Diesel, 

Petroleum
Werkstoff Dichtungen: NBR
Einsatz: Behälter für 

200/220 l
Fassverschraubung: G 2" a
Pumpenkörper: Stahlguss
Lackierung: blau,

Pantone 294 C

Spezifikation
• Handgriff aus Holz 
• Saugrohr, Stahlauslauf, Fassver-

schraubung, Abgabeschlauch NBR, 
Ø 39 mm a, Länge 2000 mm

Handpumpe DW, 85 l/min
SRL 920 mm, mit Zubehör
zum Befüllen von Messeimern, 
Messbechern, Vorratskannen und 
Kanistern sowie zur Betankung
Auslauf: Stahlauslaufkrümmer oder 
über Abgabeschlauch mit Stahlauslauf
Saugrohr Ø: 1" a
Abmessungen LBH (mm): 
1700 x 300 x 300

13 268 950

Artikel-Nr.

13 268 950
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Frostschutz Heizöl / Petroleum    Motorenöl Getriebeöl Getriebeöl Maschinenöl Schneideöl ml / Hub*
unverdünnt Diesel SAE 5W - SAE 75 W - SAE 75W -

SAE 50 SAE 90 SAE 140

• • • • • • 720
• • • • • • • 300
• • • • • • • 300
• • • • • • • 300

• • • • • • 100
• • • • • • • 100
• • • • • • • 100
• • • • • • • 100

• • • • • • 120
• • • • • • 120
• • • • • • 140
• • • • • • 360
• • • • • • 360
• • • • • • 360

• • • • • • 250

• • • • • • 250
• • • • • • 250

• • • • • 50
• • • • • 50
• • • • • 50
• • • • • 50
• • • • • 50
• • • • • 50
• • • • • 50
• • • • • 250
• • • • • 250

Artikel-Nr.

13 010
13 012
13 012 952
13 012 954
13 013
13 015
13 016
13 017
13 020
13 028
13 030
13 040
13 041
13 042
13 049
13 053
13 054
13 055
13 056
17 016
17 018
17 018 010
17 019
17 019 950
17 024
17 024 950
17 026
17 028

BESTÄNDIGKEITSTABELLE PRESSOL-HANDPUMPEN

*Fördermenge in Milliliter pro Hub oder pro Umdrehung (medienabhängig) ca. Angaben

bei 20 °C Umgebungstemperatur
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Adipinsäure B
Adipinsäure, wässrig B
Äthylalkohol, rein A
Äthylenalkohol, wässrig A
Äthylenglykol A
Akkusäure B
Aluminiumchlorid, wässrig B
Ameisensäure, wässrig B
Ammoniumsulfat, wässrig B
Apfelsäure, wässrig A
Apfelwein A
Bleichlauge B
Borax A
Borsäure A
Calziumoxyd A
Chloramin, wässrig A
Chlor, wässrig A
Dichloressigsäure B
Diesel A
Erdöl A
Essig A
Essigsäure, wässrig A
Ethylen A

Fettsäure A
Foto-Emulsion A
Foto-Entwickler/Fixierer A
Getriebeöl A
Glucose, wässrig A
Glyzerin, wässrig B
Glycol B
Heizöl A
Kaliumborat, wässrig B
Kaliumchlorid A
Kochsalz, wässrig A
Kupfersalze, wässrig A
Milchsäure, wässrig B
Mineralöl A
Natriumcarbonat A
Natronlauge, wässrig B
Ölsäure B
Olivenöl A
Paraffin A
Pentanol B
Petroleum A
Pflanzenöle A
Rapsöl A

Salmiak A
Seewasser A
Seifenlösung A
Siliconöl A
Schwefelchlorid A
Trichloressigsäure B
Spiritus B
Terpentin A
Trafoöl A
Wasser (destill.) bis 60 °C A
Wasserstoffsuperoxyd B
Weinsäure A

BESTÄNDIGKEITSLISTE (13 009 950)
A = gute Beständigkeit / B = beständig

Medium                             Beständigkeit Medium                             Beständigkeit Medium                             Beständigkeit

BESTÄNDIGKEITSLISTE (13 005)
A = gute Beständigkeit / B = beständig

Medium                             Beständigkeit Medium                             Beständigkeit Medium                             Beständigkeit

Aero Shell a AC A
ASTM Prüfkraftstoff A
ATF Öl A
Benzol B
Bleichlauge A
Borsäure A
Calciumoxyd A
Chlor A
Diesel A
Erdöl A
Ethylen A
Fettsäure A
Flugmotorenkraftstoff A
Getriebeöl A
Glyzerin B
Glycol B
Heizöl A

IP 3 Treibstoff A
Kaliumchlorid A
Kerosin A
Leinsamenöl A
Mineralöl A
Natriumcarbonat A
Ölsäure B
Olivenöl A
Paraffin A
Pentanol B
Petroleum A
Pflanzenöle A
Rapsöl A
Salmiak A
Salzsäure verdünnt A
Schwefelchlorid A
Siliconöl/fett A

Spiritus B
Terpentin A
Trafoöl A
Tripen A
Venylchlorid A
Wasser bis 80°C B
Xylamon A
Zitronensäure A
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Acid Benzoic Solution
Acid Carbolc (Phenol)
Acid Hydrochloric or Muriatic 50% conc.
Acid Nahtenic
Acid Nitric – 10%. Conc
Acid Oleic
Aldehyde Acetaldehyde
Amyl Chloride
Benzol Acid
Benzvl Chloride
Butadeine
Chromic Acid 80’/.Conc.
DDT Solutions (Toluene, Solvent)
Diethyl Benzene

Diethyl Carbonate
Diphenyl Chlorinated
Divinyl Benzene
Dinitrochlorobenzene
Dowtherm A/E
Ethylene Bromide
Ethylene Dibromide
Gallic Acid
Glaubers Salts
Hydrogen Flouride
Hydrogen Peroxide 80%
Methvl Bromide
Methyl Chlopentane
Methylen Dichloride

Monochloro Benzene
Monowitro
ChloroBenzene Muriatic Acid
Nitric Acid 10% conc.
Nitrobenzene
Pentachloro Phenol
Perchlorethylene
Propylene Dichloride
Silver Cyanide Solution
Sulphuric Acid – 60%
Tetrachloroethane
Toluene (Toluel)
Trichloro Benzene

Acetal Hyde
Actate Solvents
Aectic Acid
Acetic Acid Glacial
Acetylene Tetrabromide
Acid Copper Solution
Acid Fluosilicic
Acid Fomic
Acid Hydmbromic
Acid Hydrocyanic
Acid Hydrofluosilicic
Acid Hydroxy Acetic
Acid Maleic
Acid Nitric – 10%.conc.
Acid Oxalic
Acid Phosphoric
Acid Sulphuric 50% conc.
Acrolein
Alcohol Octyl
Aldehyde
Acetaldiehyde
Alkyl Arylsulphoric Acid
Allyl Ketone
Ammonia Anhydrous
Ammonia Aqueous Sol.
Ammonia Carbonate Sol.
Ammonia Hydroxide Sol.
Aniline Liquid
Aniline Hydrochloride

Bichloride of Mercury Sol.
Black Sulphate Liquor
Bleaching Powder Sol.
Borax Solutions
Butlylene
Caustic Soda
Cellubes
Chloratic Acid
Chloroacetalhyde
Copper Ammonium Acet.
Copper Plating Solution
Cresois Crestic Acid
Crontonaidehyde
Cyclohexylamine
Cuprous Ammonia Acet.
Cyanic Acid Solution
Cyanic Compounds
Cyanogen
Diacetone Alcohol
Diamylamine
Dibutyl Phthalate
Diethanolamine
Diethyl Aniline
Diethyl Fomaldehyde
Diethyl Hydrazine
Diethyl Maleate
Diethyl Sulphate
Diethylene Triamine
DI-Isobuthylene Ketone

Dimethyl Aniline
Dioctyl Amine
Dioctyl Phthalate
Dioxane
Dimethyl Terephthlate
Dowanois
Ethanolamine
Ethyl Bromide
Ethyl Mercaptan
Ethyl Pyridine
Ethyl Sulphate
Ethylene Diamine
Film Dope
Glaecal Acetic Acid
Hexamine
Hexachloro Acetone
Hexone
Hydrazine Anhydrous
Hydrobromic Acid
Hydrocyanic Acid
Hydrogen Bromide Anhydrous
Hydroxy Acetic Acid
lodine
lodoform
Iron Pyritic Acid
Iso-Butyl Methyl Ketone
Iso-Butyraidehyde
Iso Cyanate
Iso Propyl Acetate

Iso Propyl Alcohot
Lacquer With Ketone Sol.
Magnesiurn Acetate Sol.
Maleic Acid
Melamine Resins
Mercaptans
Methyl Acetate
Methyl Acrelate
Methyl Cellosolve
Methyl Ethyl Ketone
Methyl Fomate
Monochloracetic Acid
Monoethanolamine
Nitrating Salts
Nitro Methane
Nitrous Oxide
Phthalic Anhydride
Picoline Alpha
Polyvinyl Acetates
Propion Aldehyde
Pyridine
Sodium Acetate Sol.
Sodiumn Hypochlorite Sol.
Sulphur Dioxide Liquid
Tricresyl Phosphate
Triethanolamine
Triethylanine
Tri-Nomal-Butyl
Phosphate

BESTÄNDIGKEITSLISTE (13 009)

BESTÄNDIGKEITSLISTE (13 009 954)
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Acid Arsenic Solution
Acid Boric Solution
Acid Citric Solution
Acid Lactic
Acid Oleic
Acid Palmitic
Acid Picric Solution
Acid Propionic
Acid Tannic
Alcohol Methyl
Alcohol Isopropyl
Alkyate Light
Aluminium Solution
Aluminium Chloride Sol.
Aluminium Sulphate Sol.
Aluminium Nitrate Sol.
Ammonium Sulphate Sol.
Aniline Liquid
Antimony Salts
Aromatic Fuels 50%
Arsenic Acid
Autom. Transm. Fluids
Barium Chloride
Solufion Barium
Hydroxide Sol.
Barium Nitrate Solution
Barium Sulphide Sol.
Beer
Beer Wort
Beer Sugar Liquors
Bordeaux Mixtures
Boric Acid
Buttermilk
Butyl Alcohol
Cabinol
Calcium Carbonate Slurry
Calciurn Chloride 50% conc
Calcium Hydroxide Sol.
Calcium Nitrate
Solution Calcium

Phosphate Slurry
Calishe Liquors
Cane Sugar Liquors
Carbonic Acid
Castor Oil
Casean
China Wood Oils
Citric Acid Solution 10%
Clay Slurry
Coconut Oil
Cod Liver Oil
Coffee Extract
Copper Chloride
Solution Copper
Cyanide
Copper Sulphate Sol.
Com Oil
Cottonseed Oil
Creosote Creosote
Cutting Oil
Detergent Water
Developing Fluid
Dextron
Diesel Synthetic Lubric.
Diesel Fuel
Diethylene Glycoi
Disobutylene
Dipentene
Embalming Fluid
Epoxy Resin
Ethane Ethy Alcohol
Ethychloride
Ethylene
Ethylene Glycot
Fatty Acids
Ferric Chloride
Ferric Nitrate
Fish Oil
Flourobic Acid
Flourosilic

Fumatic Acid
Gas oil
Gallic Acid
Gelatin
Glucose
Glue
Glycerine
Glycerol
Glycol’s
Grain Mash
Heptane
Hexy Alcohol
Hydro Carbons Light
Hydrosulfite
Hydrcholros Acid 30%
lon Sulphate Solution
lso Butane
lso Butylene
Iso Pentane
Iso Propyl Alcohot
Kerosene
Ketchup
Lactic Acid
Lard
Latex
Lead Nitrate Solution
Linseed Oil
Lime Bleach
Lithiurn Chloride
Magnesiurn Chloride Sol.
Magnenese Chloride
Magnesium Sulphate
Malt Beverage
Mayonnaise
Nickel Sulphate Saturat.
Oil Diesel
Oil Fuel
Oil Mineral
Oil Nut
Oil Olive

Öil Palm-
Oil Paraffin
Oil Peanut
Oil Silicone
Oil Soya Bean
Oil Tall
Oil Vegetable
Palmic Acid
Palm Oil
Paraffin Oil
Pectin Oil
Pectin Liquor
Pentane
Polyglycols
Potassiurn
Bicarbonate
Potassium Cyanidic
Potassium Silicate
Potassiurn Sulphate
Propanol
Propionic Acid
Rapeseed Oil Sol.
Ammoniac
Silver Nitrate Solution
Sodium Bicarbonate Sol.
Sodium Hydrosulfite Sol.
Sodiurn Metaphosphate
Stannic Chloride Sol.
Sugar Solutions
Tannic Acid
Trisodium Phosphate Sol.
Turpentine
Ucon Hydrolubes
Vegetable Oils
Water with Soluble Oil
Wine
Zinc Chloride Solutions

Die benannten PRESSOL-Handpumpen sind entsprechend der Beständigkeitslisten gegen Chemikalien und eine Vielzahl ähnlicher Flüssigkeiten beständig. Da
jedoch die Verwendung der Pumpe außerhalb unseres Einflusses liegt - besonders hinsichtlich des Einsatzes mit wechselnden Medien und des Einsatzes von
Chemikalien mit vom Standard abweichenden Temperaturen und Konzentrationen – kann eine Garantieleistung im Sinne des Gesetzes nicht übernommen wer-
den. Vor einer generellen Verwendung empfehlen wir dringend einen eingehenden Verträglichkeitstest mit dem zu verpumpenden Medium. Unsere Angaben hin-
sichtlich der Verträglichkeit sind ausschließlich Empfehlungen ohne Gewähr, ein Rechtsanspruch kann aus den gemachten Angaben nicht abgeleitet werden. Alle
Angaben beziehen sich auf eine Medientemperatur von 20 °C.

BESTÄNDIGKEITSLISTE (13 009 956)
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Gurtband
für Wagen (17 008)
Abmessungen LBH (mm):
800 x 35 x 35

Wagenkreuz
für Fässer, max. Ø 560 mm
Abmessungen LBH (mm):
560 x 560 x 175

Wagen für Behälter
5, 10, 15, 25, 50 kg
Abmessungen LBH (mm): 
550 x 500 x 1000

Wagen für Behälter
5 bis 60 kg
Abmessungen LBH (mm): 
500 x 500 x 750

Wagen für Behälter
200 kg
Abmessungen LBH (mm):
870 x 610 x 1000

Spezifikation
• vier Räder, lenkbar

Spezifikation
• Wagen der Spitzenklasse mit 

leichtem und leisem Lauf 
• zwei Räder 
• Gurtband (17 000)
• Schlauchaufhängung

Technische Daten
Belastung: bis 60 kg
Lackierung: blau,

Pantone 294 C

Spezifikation
• zwei Räder mit Stellfuß, Haltegriff 
• Aufnahme für 2" Fassverschraubung 
• Tropfbecher mit Aufhängung und

Pumpenhalterung
• Staubschutzkappe 
• für Behälter von 5 kg bis max.

60 kg Einwegfässer

Spezifikation
• Wagen der Spitzenklasse mit leichtem

und leisem Lauf 
• drei Räder
• feststellbares Lenkrad
• Schlauchaufhängung
• geeignet zur Montage von Schlauch-

aufrollern, Elektro-Ölpumpen und
Pneumatik-Pumpen

• am Haltegriff integrierte Abtropf-
schale mit Entleerungsschraube und
herausnehmbarem Siebeinsatz

17 000

17 021

17 008

17 008 950

17 009

Artikel-Nr.

ZUBEHÖR

WAGEN UND ZUBEHÖR

17 000

17 021

17 008

17 008 950

17 009
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Spezifikation
• drei Räder 
• feststellbares Lenkrad 
• Zapfpistolenhalter mit Tropfbecher

Technische Daten
Werkstoff: schlagfester 

Zinkdruckguss
Innendurchmesser 
Behälterbefestigung: 35,5 mm

Spezifikation
• für rechteckige 20 l Orginalkanister

und 55 bis 60 l Einwegfässer
• auf unterschiedliche Behältergrößen 

einstellbar 
• Klemmvorrichtung mit Flügelschrauben 

zur Befestigung des Pumpenrohres 

Technische Daten
Werkstoff: Stahl verzinkt
Anschluss 1: G 2" i
Anschluss 2: für Rohr 

Ø 35,5 mm

Spezifikation
• für Kunststoffkanister 20 l bis 30 l,

mit integriertem Tragegriff
• Klemmplatten mit Flügelschrauben

zum Befestigen am Behälter
• für PRESSOL-Handpumpen (13 005,

(13 009), (13 009 950),
(13 009 954), (13 009 956),
(17 016), (17 019), (17 024)
und (17 026)

• mit stabilem Tragegriff
• über Fassverschraubung höhen-

verstellbar (19 526)

Wagen für Behälter
200 kg
Abmessungen LBH (mm):
700 x 800 x 1113

Behälterbefestigung für
rechteckige 20 l Originalkanister 
Abmessungen LBH (mm):
340 x 210 x 55

Behälterbefestigung für
20 l GDE, 55 l, 60 l Ölfässer,
Abmessungen LBH (mm):
340 x 210 x 55

Pumpenhalter für
20 l bis 30 l Kunststoffkanister
Abmessungen Verpackung LBH (mm):
320 x 125 x 70

17 009 390

17 191

17 196

17 095

Artikel-Nr.

17 009 390

17 196

17 095

BEHÄLTERBEFESTIGUNG / PUMPENHALTER
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Stahlauslaufkrümmer M 20 x 1 a
Ø 20 mm a
Abmessungen LBH (mm): 
280 x 110 x 20

Stahlauslaufkrümmer
Ø 18 mm a
Abmessungen LBH (mm): 
160 x 65 x 18

Kunststoff-Auslaufkrümmer
Ø 18 mm a, PE
Abmessungen LBH (mm): 
165 x 45 x 18

Kunststoff-Auslaufkrümmer
Ø 15 mm a, PE
Abmessungen LBH (mm): 
200 x 55 x 23

PVC-Schlauch 1000 mm,
Ø 15 mm i
Durchmesser: 19 mm a 
Länge: 1000 mm

Perbunan-Schlauch 1000 mm
Ø 15 mm i
Durchmesser: 20 mm a 
Länge: 1000 mm

Spezifikation
• für (13 012), (13 013), (13 016)

Spezifikation
• für (13 017), (13 020), (13 028), 

(13 030), (13 040)

Spezifikation
• für (13 020), (13 028), (13 030)

Spezifikation
• für (13 010), (13 015)

Spezifikation
• für (13 020), (13 028), (13 030)

Spezifikation
• für (13 020), (13 028), (13 030), 

(13 040), (13 041), (13 042)

00 239

00 844

01 018

01 051

01 017

01 052

Artikel-Nr.

AUSLAUFKRÜMMER

SCHLÄUCHE

00 239

01 018 01 051

01 017

01 052

00 844
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Technische Daten
Anschluss: G 2" und 

M 64 x 4 a
Schlüsselweite: 50 mm

Spezifikation
• zweistufiges Gewinde
• Klemmschraube
• für Metallfässer mit Gewinde

G 2" i

Technische Daten
Anschluss: G 2" und

M 64 x 4 a
Schlüsselweite: 50 mm

Spezifikation
• zweistufiges Gewinde
• Klemmschraube
• für Metallfässer, mit Gewinde G 2" i

Technische Daten
Anschluss: G 2" und

M 64 x 4 a
Schlüsselweite: 50 mm

Spezifikation
• zweistufiges Gewinde
• Klemmschraube
• für Metallfässer, mit Gewinde G 2" i

Technische Daten
Anschluss: M 60 x 5 i

Spezifikation
• Klemmschrauben
• für Kunststofffässer mit Außengewinde

Technische Daten
Anschluss: M 62,5 x 4 i

Spezifikation
• Klemmschraube
• für Kunststofffässer mit Außengewinde

Technische Daten
Anschluß 1: G 2" i
Anschluß 2: Tri-sure 2" a

Spezifikation
• für 200 l Kunststoffgebinde

Fassverschraubung
für Rohr, Ø 32 mm 
Durchmesser: 66 mm
Länge: 36 mm

Fassverschraubung
für Rohr, Ø 35,5 mm 
Durchmesser: 66 mm
Länge: 36 mm

Fassverschraubung
für Rohr, Ø 40 mm

Fassverschraubung
für Rohr, Ø 27,5 mm

Fassverschraubung
für Rohr, Ø 35,5 mm 
Abmessungen LBH (mm):
105 x 85 x 45

Fassverschraubung
für Rohr, Ø 35,5 mm 
Durchmesser: 85 mm
Länge: 45 mm

Fassverschraubung für
200 l Kunststoffgebinde
Farbe: blau verzinkt
Material: PA

13 080

19 526

19 527

19 528

19 529

19 519

13 083

Artikel-Nr.

19 529

19 519

13 083

FASSVERSCHRAUBUNGEN

13 080

19 526
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Kunststoff-Saugrohr G 3/8" 
Abmessungen LBH (mm):
540 x 35 x 20

Teleskoprohr, 480-930 mm
G 1/2" a
Durchmesser: 30 mm
Länge: 480 mm

Teleskoprohr, 480-930 mm
G 3/8" a
Durchmesser: 23 mm
Länge: 550 mm

Kunststoff-Überwurfmutter, PE
Durchmesser: 32 mm
Länge: 14 mm

Getriebeölanbausatz
mit 1500 mm Schlauch
Abmessungen LBH (mm): 
500 x 430 x 30

Spezifikation
• für 13 020, 13 028, 13 030
• zweiteiliges Saugrohr

Technische Daten
Werkstoff: Stahl verzinkt

Spezifikation
• für 13 040, 13 041, 13 042

Technische Daten
Werkstoff: Stahl

Spezifikation
• für 13 020, 13 030

Spezifikation
• für 01 051

Technische Daten
Anschluss: M 20 x 1 a

Spezifikation
• für 13 012 
• Getriebeölanbausatz, 

1500 mm Schlauch, Stahlauslauf-
krümmer mit Kugelhahn

01 019

13 091

13 092

01 057

13 070

Artikel-Nr.

SONSTIGES ZUBEHÖR

n

01 057

13 070

01 019

13 091

13 092

SAUGROHRE, TELESKOPROHRE
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Spezifikation
• für Schläuche mit Außendurchmesser 

20 mm
• im Polybeutel verpackt

Technische Daten
Durchmesser 
Auslauf: 10 mm a
Auslauf: 105° gebogen
Anschluss: für Schläuche bis 

15 mm i

Spezifikation
• für 17 019, 17 019 950

Spezifikation
• für 13 010, 13 013
• im Polybeutel verpackt

Technische Daten
Anschluss Schlauch: 27 mm i

Spezifikation
• für 13 055 
• Abgabeschlauch PVC, 32 mm a, 

Länge 2000 mm, 2 Schlauchschellen, 
Knickschutzfeder und Stahlauslauf 

• im Polybeutel verpackt
• mit EAN-Code

Knickschutzfeder mit
2 Schlauchschellen, Ø 12-20 mm
Abmessungen Verpackung LBH (mm): 
200 x 50 x 30

Stahlauslaufkrümmer
mit Kugelhahn
Abmessungen LBH (mm): 
260 x 120 x 25

Kunststoffschlauch 1000 mm,
Ø 15 mm i
mit Kunststoffauslauf Ø 15 mm a
Abmessungen Verpackung LBH (mm): 
55 x 40 x 20

Schlauchsatz
Abmessungen Verpackung LBH (mm): 
390 x 360 x 150

13 089

13 096

13 099

13 075

Artikel-Nr.

SONSTIGES ZUBEHÖR

n

13 089

13 096

13 099

13 075
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Fassablassventil G 3/4" a
Messing
Abmessungen LBH (mm): 
70 x 38 x 80

Fassablassventil G 3/4" a, PE
Abmessungen LBH (mm): 
80 x 35 x 60

Fassablassventil G 3/4" a, PE
mit Adapter G 2" a auf G 3/4" i
Abmessungen LBH (mm): 
80 x 60 x 60

Technische Daten
Anschlussgewinde: G 3/4" a
Werkstoff: Messing
Ventilausführung: Selbstschlussventil

Technische Daten
Anschlussgewinde: G 3/4" a
Werkstoff: Polyethylen
Ventilausführung: über Drehknopf

13 090

13 088

13 088 950

Artikel-Nr.

FASSABLASSVENTILE

13 090

13 088

13 088 950
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LAUFZEIT UND WECHSELINTERVALLE

LUBRIFIxx ist an vielen Schmierstellen einsetzbar, an denen sehr unterschiedlicher Schmierstoffbedarf bestehen kann. Aus diesem
Grund ist LUBRIFIxx in vier Versionen erhältlich. Die vier Versionen sind durch die verschiedenen Farben der Startdeckel und
Aktivierungsschrauben kenntlich gemacht. Spendelaufzeit und Spendemenge von LUBRIFIxx sind abhängig von der jeweiligen durch-
schnittlichen Umgebungstemperatur. Ist der Schmierstoffbedarf und die vorherrschende Umgebungstemperatur ermittelt, lässt sich in
der Tabelle einfach ablesen, welche Version die jeweilige Schmierstoffstelle optimal versorgt.

Versionen 01W (1Monat) 03B (3 Monate) 06R (6 Monate) 12G (12 Monate)

Umgebungs- Laufzeit Schmierstoff- Laufzeit Schmierstoff- Laufzeit Schmierstoff- Laufzeit Schmierstoff-
temperatur in abgabe in abgabe in abgabe in abgabe

Monaten in g/Tag Monaten in g/Tag Monaten in g/Tag Monaten in g/Tag

65 °C 0,5 8 1 3,6 2 1,8
55 °C 0,3 12 1,0 3,6 2 1,8 4 0,9
45 °C 0,5 7,3 1,5 2,3 3 1,7 6 0,6
35 °C 0,7 5,2 2,5 1,5 4,5 0,8 9 0,4
25 °C 1 3,6 3 1,2 6 0,6 12 0,3
15 °C 1,5 2,3 4,5 0,8 9 0,4 18 0,2
5 °C 2 1,8 6 0,6 14 0,26 28 0,13
-5 °C 4 0,9 12 0,3 24 0,15 48 0,08

-15 °C 6 0,6 18 0,2 36 0,1
-25 °C 9 0,4 27 0,13

ERFOLGREICH IM EINSATZ

• Lebensmittel- und Getränkeindustrie
• Förder-, Verlade- und Verkehrstechnik
• Wasser- und Abwassertechnik
• Bergbau- und Energiewirtschaft
• Hebe- und Aufzugstechnik
• Maschinen- und Gerätebau
• Drucktechnik
• und viele weitere

OPTIMALER SCHMIERSTOFF

LUBRIFIxx ist ein vollautomatischer und sehr robuster Schmierstoffgeber, der die unterschiedlichsten Schmierstellen über einen festen
Zeitraum selbstständig und zuverlässig mit Schmierstoff versorgt. Zeitaufwändiges Kontrollieren und Nachschmieren ist nicht mehr
erforderlich.
Der Antrieb von LUBRIFIxx erfolgt durch eine chemische Reaktion, die durch Eindrehen der Aktivierungsschraube in Gang gesetzt
wird.



p

275

Für LUBRIFIxx haben wir ausschließlich hochwertige Schmierstoffe mit großen Leistungsreserven ausgewählt. In der Tabelle finden Sie
die Auswahl unserer Standardschmierstoffe. Mit diesen Schmierstoffen decken Sie die meisten Anwendungen ab. Wir beraten Sie
gerne bei der Auswahl des richtigen Schmierstoffs und stehen Ihnen jederzeit für Auskünfte bezüglich Sonderabfüllungen mit dem
Schmierstoff Ihrer Wahl zur Verfügung.

Ausführliche Schmierstoff-Spezifikationsblätter sind auf Anfrage erhältlich.

Schmierstoff- Bezeichnung Schmierstoff- Temperatur- Schmierstoff- Schmierstoff-
Code Basis bereich °C Tropfpunkt °C Beschreibung

F 001 Universalfett EP Li, Ca -30° bis +120° 155° Universal-DIN KP2K-30
NLGI 2

F 002 Hochtemperaturfett Polyharn- -30° bis +120° 215° Langzeitschmierung, Verwendung
NLGI 1/2 stoff kurzfristig +170° bei hohen Temperaturen -

DIN KP2P-30
F 003 Universalfett Li, Ca -30° bis +120° 150° Verwendung bei hoher 

+MoS2 Beanspruchung mit Notlauf-
NLGI 2 eigenschaften - DIN KPF2-30

F 004 Hochtemperaturfett Plyharn- -30° bis +150° 220° Langzeitschmierung bei sehr
+MoS2 stoff kurzfristig +170° hoher Beanspruchung und hohen

Temperaturen, Notlaufeigenschaften
DIN KP2P-30

F 006 Getriebefließfett EP Na -20° bis +120° 175° Zahnradgetriebe, Kettengetriebe
NLGI 0 DIN GPOM-20

F 100 Hochleistungsfett Al- -20° bis +120° >250° Nahrungsmittelmaschinen,
für die Lebensmittel- Komplex Abfüll- und Verpackungsanlagen

industrie DIN KF2K-20, USDA-H1

O 001 Spindelöl CL/HL Mineral- ISO VG 10 Spindellager an Hochleistungs-
öl textil- und Präzisionsmaschinen

O 004 Maschinenöl CLP Mineral- ISO VG 68 Hoch belastete Lager, 
öl ausgezeichneter Verschleiß-

und Korrosionsschutz
O 015 Haftöl Mineral- ISO VG 320 Haftöl zur Schmierung von

öl Ketten, Bolzen, Stößel, 
Gelenken und Lagern

O 100 Hochleistungsöl Synthese- ISO VG 220 Extrem druckaufnahmefähiger
öl Haftschmierstoff, kriechfähig und

heißwasserbeständig
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LUBRIFIxx Schmierstoffgeber
M1, F 001
Laufzeit: 1 Monat
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 3,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 5,2 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M3, F 001
Laufzeit: 3 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 1,2 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 1,5 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M6, F 001
Laufzeit: 6 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,8 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M12, F 001
Laufzeit: 12 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,3 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,4 g
Durchmesser: 70 mm
Länge: 110 mm

Technische Daten
Schmierstoffmenge: 120 cm3

Schmierstoffart 
(F 001): Universalfett EP, 

NLGI 2
Schmierstoff-Basis: Li, Ca
Temperatur-
bereich: -30 °C bis 

+120 °C
Schmierstoff-
Tropfpunkt: 155 °C
Schmierstoff-
Beschreibung: Universal

DIN KP2K-30
Schmierstoffabgabe: automatisch ohne 

externe Energie-
versorgung

Anschlussgewinde: G 1/4" a

33 101

33 121

33 141

33 161

Artikel-Nr.

LUBRIFIXX SCHMIERSTOFFGEBER, F 001

AUTOMATISCHE SCHMIERSTOFFGEBER

33 101

33 121

33 141

33 161
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Technische Daten
Schmierstoffmenge: 120 cm3

Schmierstoffart 
(F 002): Hochtemperaturfett 

NLGI 1/2
Schmierstoff-Basis: Polyharnstoff
Temperatur-
bereich: -30 °C bis 

+150 °C,
kurzfristig 170 °C

Schmierstoff-
Tropfpunkt: 215 °C
Schmierstoff-
Beschreibung: Langzeit-

schmierung, 
Verwendung 
bei hohen 
Temperaturen
DIN KP2P-30

Schmierstoffabgabe: automatisch ohne 
externe Energie-
versorgung

Anschlussgewinde: G 1/4" a

LUBRIFIxx Schmierstoffgeber
M1, F 002
Laufzeit: 1 Monat
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 3,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 5,2 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M3, F 002
Laufzeit: 3 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 1,2 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 1,5 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M6, F 002
Laufzeit: 6 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,8 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M12, F 002
Laufzeit: 12 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,3 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,4 g
Durchmesser: 70 mm
Länge: 110 mm

33 102

33 122

33 142

33 162

Artikel-Nr.

LUBRIFIXX SCHMIERSTOFFGEBER, F 002

33 102

33 122

33 142

33 162



p

Schmierstoffgeber

278

LUBRIFIxx Schmierstoffgeber
M1, F 003
Laufzeit: 1 Monat
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 3,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 5,2 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M3, F 003
Laufzeit: 3 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 1,2 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 1,5 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M6, F 003
Laufzeit: 6 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,8 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M12, F 003
Laufzeit: 12 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,3 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,4 g
Durchmesser: 70 mm
Länge: 110 mm

Technische Daten
Schmierstoffmenge: 120 cm3

Schmierstoffart 
(F 003): Universalfett 

+ MoS2 NLGI 2
Schmierstoff-Basis: Li, Ca
Temperatur-
bereich: -30 °C bis 

+120 °C,
Schmierstoff-
Tropfpunkt: 150 °C
Schmierstoff-
Beschreibung: Verwendung bei 

hoher Bean-
spruchung mit 
Notlaufeigen-
schaften
DIN KPF2K-30

Schmierstoffabgabe: automatisch ohne 
externe Energie-
versorgung

Anschlussgewinde: G 1/4" a

33 103

33 123

33 143

33 163

Artikel-Nr.

LUBRIFIXX SCHMIERSTOFFGEBER, F 003

33 103

33 123

33 143

33 163



p

279

Technische Daten
Schmierstoffmenge: 120 cm3

Schmierstoffart 
(F 004): Hochtemperaturfett 

+ MoS2 NLGI 1/2
Schmierstoff-Basis: Polyharnstoff
Temperatur-
bereich: -30 °C bis 

+150 °C,
kurzfristig 170 °C

Schmierstoff-
Tropfpunkt: 220 °C
Schmierstoff-
Beschreibung: Langzeit-

schmierung bei 
sehr hoher Bean-
spruchung und 
hohen Tempera-
turen, Notlauf-
eigenschaften
DIN KPF2P-30

Schmierstoffabgabe: automatisch ohne 
externe Energie-
versorgung

Anschlussgewinde: G 1/4" a

LUBRIFIxx Schmierstoffgeber
M1, F 004
Laufzeit: 1 Monat
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 3,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 5,2 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M3, F 004
Laufzeit: 3 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 1,2 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 1,5 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M6, F 004
Laufzeit: 6 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,8 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M12, F 004
Laufzeit: 12 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,3 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,4 g
Durchmesser: 70 mm
Länge: 110 mm

33 104

33 124

33 144

33 164

Artikel-Nr.

LUBRIFIXX SCHMIERSTOFFGEBER, F 004

33 104

33 124

33 144

33 164
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LUBRIFIxx Schmierstoffgeber
M1, F 006
Laufzeit: 1 Monat
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 3,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 5,2 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M3, F 006
Laufzeit: 3 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 1,2 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 1,5 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M6, F 006
Laufzeit: 6 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,8 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M12, F 006
Laufzeit: 12 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,3 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,4 g
Durchmesser: 70 mm
Länge: 110 mm

Technische Daten
Schmierstoffmenge: 120 cm3

Schmierstoffart 
(F 006): Getriebefließfett 

EP NLGI 0
Schmierstoff-Basis: Na
Temperatur-
bereich: -20 °C bis 

+120 °C,
Schmierstoff-
Tropfpunkt: 175 °C
Schmierstoff-
Beschreibung: Zahnradgetriebe, 

Kettengetriebe
DIN GPOM-20

Schmierstoffabgabe: automatisch ohne 
externe Energie-
versorgung

Anschlussgewinde: G 1/4" a

33 106

33 126

33 146

33 166

Artikel-Nr.

LUBRIFIXX SCHMIERSTOFFGEBER, F 006

33 106

33 126

33 146

33 166
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Technische Daten
Schmierstoffmenge: 120 cm3

Schmierstoffart 
(F 100): Hochleistungsfett 

für die Lebens-
mittelindustrie
NLGI 2

Schmierstoff-Basis: Al-Komplex
Temperatur-
bereich: -20 °C bis 

+120 °C
Schmierstoff-
Tropfpunkt: > 250 °C
Schmierstoff-
Beschreibung: Nahrungsmittel-

maschinen, Abfüll--
und Verpackungs-
anlagen 
DIN KF2K-20, 
USDA-H1

Schmierstoffabgabe: automatisch ohne 
externe Energie-
versorgung

Anschlussgewinde: G 1/4" a

LUBRIFIxx Schmierstoffgeber
M1, F 100
Laufzeit: 1 Monat
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 3,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 5,2 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M3, F 100
Laufzeit: 3 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 1,2 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 1,5 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M6, F 100
Laufzeit: 6 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,8 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M12, F 100
Laufzeit: 12 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,3 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,4 g
Durchmesser: 70 mm
Länge: 110 mm

33 109

33 129

33 149

33 169

Artikel-Nr.

LUBRIFIXX SCHMIERSTOFFGEBER, F 100

33 109

33 129

33 149

33 169
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LUBRIFIxx Schmierstoffgeber
M1, O 001
Laufzeit: 1 Monat
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 3,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 5,2 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M3, O 001
Laufzeit: 3 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 1,2 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 1,5 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M6, O 001
Laufzeit: 6 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,8 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M12, O 001
Laufzeit: 12 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,3 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,4 g
Durchmesser: 70 mm
Länge: 110 mm

Technische Daten
Schmierstoffmenge: 120 cm3

Schmierstoffart 
(O 001): Spindelöl CL/HL
Schmierstoff-Basis: Mineralöl
Temperaturbereich/
Tropfpunkt: ISO VG 10
Schmierstoff-
Beschreibung: Spindellager an 

Hochleistungstextil- 
und Präzisions-
maschinen

Schmierstoffabgabe: automatisch ohne 
externe Energie-
versorgung

Anschlussgewinde: G 1/4" a

33 111

33 131

33 151

33 171

Artikel-Nr.

LUBRIFIXX SCHMIERSTOFFGEBER, O 001

33 111

33 131

33 151

33 171
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Technische Daten
Schmierstoffmenge: 120 cm3

Schmierstoffart 
(O 004): Maschinenöl CLP
Schmierstoff-Basis: Mineralöl
Temperaturbereich/
Tropfpunkt: ISO VG 68
Schmierstoff-
Beschreibung: hoch belastete 

Lager, ausge-
zeichneter Ver-
schleiß und 
Korrosionsschutz

Schmierstoffabgabe: automatisch ohne 
externe Energie-
versorgung

Anschlussgewinde: G 1/4" a

LUBRIFIxx Schmierstoffgeber
M1, O 004
Laufzeit: 1 Monat
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 3,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 5,2 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M3, O 004
Laufzeit: 3 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 1,2 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 1,5 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M6, O 004
Laufzeit: 6 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,8 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M12, O 004
Laufzeit: 12 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,3 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,4 g
Durchmesser: 70 mm
Länge: 110 mm

33 114

33 134

33 154

33 174
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LUBRIFIxx Schmierstoffgeber
M1, O 015
Laufzeit: 1 Monat
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 3,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 5,2 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M3, O 015
Laufzeit: 3 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 1,2 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 1,5 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M6, O 015
Laufzeit: 6 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,8 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M12, O 015
Laufzeit: 12 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,3 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,4 g
Durchmesser: 70 mm
Länge: 110 mm

Technische Daten
Schmierstoffmenge: 120 cm3

Schmierstoffart 
(O 015): Haftöl
Schmierstoff-Basis: Mineralöl
Temperaturbereich/
Tropfpunkt: ISO VG 320
Schmierstoff-
Beschreibung: Haftöl zur 

Schmierung von 
Ketten, Bolzen, 
Stößel, Gelenken 
und Lagern

Schmierstoffabgabe: automatisch ohne 
externe Energie-
versorgung

Anschlussgewinde: G 1/4" a

33 118

33 138

33 158

33 178

Artikel-Nr.

LUBRIFIXX SCHMIERSTOFFGEBER, O 015

33 118

33 138

33 158

33 178
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Technische Daten
Schmierstoffmenge: 120 cm3

Schmierstoffart
(O 100): Hochleistungsöl
Schmierstoff-Basis: Syntheseöl
Temperaturbereich/
Tropfpunkt: ISO VG 220
Schmierstoff-
Beschreibung: extrem druckauf-

nahmefähiger 
Haftschmierstoff, 
kriechfähig und
heißwasser-
beständig

Schmierstoffabgabe: automatisch ohne 
externe Energie-
versorgung

Anschlussgewinde: G 1/4" a

LUBRIFIxx Schmierstoffgeber
M1, O 100
Laufzeit: 1 Monat
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 3,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 5,2 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M3, O 100
Laufzeit: 3 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 1,2 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 1,5 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M6, O 100
Laufzeit: 6 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,6 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,8 g
Durchmesser: 70 mm
Länge: 110 mm

LUBRIFIxx Schmierstoffgeber
M12, O 100
Laufzeit: 12 Monate
Abgabemenge pro Tag bei 25 °C
Umgebungstemperatur: 0,3 g
Abgabemenge pro Tag bei 35 °C
Umgebungstemperatur: 0,4 g
Durchmesser: 70 mm
Länge: 110 mm

33 119

33 139

33 159

33 179

Artikel-Nr.
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Reduzierstück
G 1/4" i, M 6 x 1 a
Durchmesser: 17 mm
Länge: 20 mm

Reduzierstück
G 1/4" i, M 8 x 1 a
Durchmesser: 17 mm
Länge: 20 mm

Reduzierstück
G 1/4" i, M 8 x 1,25 a
Durchmesser: 17 mm
Länge: 22 mm

Reduzierstück
G 1/4" i, M 10 x 1 a
Durchmesser: 18 mm
Länge: 18 mm

Reduzierstück
G 1/4" i, M 10 x 1,5 a
Durchmesser: 17 mm
Länge: 22 mm

Reduzierstück
G 1/4" i, M 12 x 1,75 a
Durchmesser: 17 mm
Länge: 22 mm

Reduzierstück
G 1/4" i, M 14 x 2 a
Durchmesser: 17 mm
Länge: 25 mm

Reduzierstück
G 1/4" i, M 12 x 1,5 a
Durchmesser: 19 mm
Länge: 22 mm

Technische Daten
Schlüsselweite: 17 mm
Werkstoff: Stahl verzinkt

Technische Daten
Schlüsselweite: 17 mm
Werkstoff: Messing

Technische Daten
Werkstoff: Stahl verzinkt

Technische Daten
Schlüsselweite: 17 mm
Werkstoff: Messing

Technische Daten
Schlüsselweite: 19 mm
Werkstoff: Messing

63 736

63 737

63 738

63 739

63 740

63 741

63 745

63 743

Artikel-Nr.

REDUZIERSTÜCKE FÜR LUBRIFIXX

63 736

p

63 737

63 738 63 739

63 740 63 741

63 745

63 743
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Technische Daten
Schlüsselweite: 19 mm
Werkstoff: Messing

Technische Daten
Schlüsselweite: 17 mm
Werkstoff: Messing

Technische Daten
Schlüsselweite: 19 mm
Werkstoff: Messing

Technische Daten
Schlüsselweite: 22 mm
Werkstoff: Messing

Technische Daten
Werkstoff Gehäuse: Messing vernickelt
Werkstoff Dichtungen: PTFE
Innendurchmesser: 7 mm

Technische Daten
Werksoff medien-
berührende Teile: Messing
Frequenz: 50 Hz
Schutzart: IP 64

Spezifikation
• im Einzelkarton verpackt

Reduzierstück
G 1/4" i, M 16 x 1,5 a
Durchmesser: 19 mm
Länge: 22 mm

Reduzierstück
G 1/4" i, G 1/8" a
Durchmesser: 17 mm
Länge: 26 mm

Reduzierstück
G 1/4" i, G 3/8" a
Durchmesser: 19 mm
Länge: 30 mm

Reduzierstück
G 1/4" i, G 1/2" a
Durchmesser: 22 mm
Länge: 16 mm

Kugelhahn mit Drehgriff
G 1/4" i, G 1/4" a
Abmessungen LBH (mm): 
40 x 24 x 40

Magnetventil 220 V
G 1/8" i, G 1/8" i
Abmessungen Verpackung LBH (mm): 
110 x 60 x 80

Magnetventil 24 V
G 3/8" i, G 3/8" i
Abmessungen Verpackung LBH (mm): 
110 x 60 x 80

63 747

63 732

63 735

63 731

63 950

63 951

63 952

Artikel-Nr.

63 747 63 732

63 735 63 731

63 950

63 951

ZUBEHÖR FÜR LUBRIFIXX 
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Adapter
G 1/4" i, G 1/4" a
Durchmesser: 17 mm
Länge:  25 mm

Doppelnippel
G 1/4" a, R 1/4" a
Länge: 35 mm

T-Stück
G 1/4" i, G 1/4" i, R 1/4" a
Abmessungen LBH (mm): 
51 x 17 x 31

Rückschlagventil
G 1/4" i, R 1/4" a
für LUBRIFIxx mit Öl
Durchmesser: 17 mm
Länge: 31 mm

Schmierpinsel aus Kunststoff
50 x 30 mm, G 1/4" i
Abmessungen LBH (mm):
55 x 30 x 50

Winkel 45°, G 1/4" i, G 1/4" a
Abmessungen LBH (mm):
47 x 21 x 21

Winkel 90° G 1/4" i, G 1/4" a
Abmessungen LBH (mm): 
32 x 17 x 32

Technische Daten
Schlüsselweite: 17 mm
Werkstoff: Messing

Technische Daten
Anschluss 1: G 1/4" a, 

60° Dichtkonus
Anschluss 2: R 1/4" a, 

DIN 2999
Innendurchmesser: 5,5 mm
Schlüsselweite: 18 mm
Werkstoff: Stahl verzinkt

Technische Daten
Werkstoff: Messing

Technische Daten
Schlüsselweite: 17 mm
Werkstoff: Stahl verzinkt

Technische Daten
Werkstoff: Stahl

Technische Daten
Werkstoff: Stahl 

63 789

18 085

02 791

63 954

63 955

63 750

87 055

Artikel-Nr.
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Technische Daten
Werkstoff: Polyamid

Technische Daten
Werkstoff: Polyamid

Technische Daten
Werkstoff: Polyethylen,

transparent
Durchmesser außen: 8 mm
Durchmesser innen: 6 mm

Technische Daten
Werkstoff: Stahl verzinkt
Anschluss: Verschraubung 

für Schlauch 
NW 6 x 1

Technische Daten
Werkstoff: Stahl verzinkt
Anschluss: Verschraubung 

für Schlauch 
NW 6 x 1

Technische Daten
Werkstoff: Stahl

Halteschelle für LUBRIFIxx
Abmessungen LBH (mm): 
70 x 23 x 87

Halteschelle für Rückschlagventil
Abmessungen LBH (mm):
70 x 30 x 70

Kunststoffschlauch NW 6 x 1
Länge 1000 mm

Schlauchanschluss G 1/4" i, NW 6 x 1
für LUBRIFIxx
Schlüsselweite: 17 mm
Durchmesser: 17 mm
Länge: 32 mm

Schlauchanschluss G 1/4" a, NW 6 x 1
für LUBRIFIxx
Schlüsselweite: 18 mm
Durchmesser: 18 mm
Länge: 27 mm

Schlauchanschluss G 1/8" a, NW 6 x 1
für LUBRIFIxx
Schlüsselweite: 15 mm
Durchmesser: 15 mm
Länge: 25 mm

Metallverlängerung 30 mm
R 1/4" a, R 1/4" a
Durchmesser: 14 mm
Länge: 30 mm

Metallverlängerung 80 mm
R 1/4" a, R 1/4" a
Durchmesser: 14 mm
Länge: 80 mm

63 956

63 957

80 203

63 763

87 430

03 497

63 773

63 958

Artikel-Nr.

63 956
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63 763
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63 773
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63 958
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Technische Daten
Werkstoff: Stahl

Technische Daten
Werkstoff: Stahl verzinkt
Schlüsselweite: 17 mm

Technische Daten
Schlüsselweite: 12 mm
Schmierstoffinhalt: 4 g

Technische Daten
Schlüsselweite : 17 mm
Schmierstoffinhalt: 6 g

Technische Daten
Schlüsselweite : 17 mm
Schmierstoffinhalt: 10 g

Technische Daten
Schlüsselweite : 17 mm
Schmierstoffinhalt: 23 g

Technische Daten
Schlüsselweite : 17 mm
Schmierstoffinhalt: 40 g

63 959

63 772

60 137

60 238

60 338

60 438

60 538

Artikel-Nr.

63 959 63 772

Metallverlängerung 120 mm
R 1/4" a, R 1/4" a
Durchmesser: 14 mm
Länge: 120 mm

Muffe G 1/4" i, G 1/4" i
Durchmesser: 17 mm
Länge: 22 mm

Stauffer Schmierstoffgeber
Größe 1, Ø 17 mm, 4 g, G 1/8" a
Durchmesser: 17 mm
Länge: 33 mm

Stauffer Schmierstoffgeber
Größe 2, Ø 23 mm, 6 g, G 1/4" a
Durchmesser : 23 mm
Länge: 43 mm

Stauffer Schmierstoffgeber
Größe 3, Ø 31 mm, 10 g, G 1/4" a 
Durchmesser : 31 mm
Länge: 45 mm

Stauffer Schmierstoffgeber
Größe 4, Ø 37 mm, 23 g, G 1/4" a 
Durchmesser : 37 mm
Länge: 47 mm

Stauffer Schmierstoffgeber
Größe 5, Ø 49 mm, 40 g, G 1/4" a
Durchmesser : 49 mm
Länge: 53 mm

60 137

60 238

60 338

60 438

60 538

STAUFFER SCHMIERSTOFFGEBER, STAHL
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Technische Daten
Schlüsselweite : 17 mm
Schmierstoffinhalt: 65 g

Technische Daten
Schlüsselweite : 17 mm
Schmierstoffinhalt: 90 g

Stauffer Schmierstoffgeber
Größe 6, Ø 57 mm, 65 g, G 1/4" a
Durchmesser : 57 mm
Länge: 55 mm

Stauffer Schmierstoffgeber
Größe 7, Ø 66 mm, 90 g, G 3/8" a
Durchmesser : 66 mm
Länge: 62 mm

60 638

60 739

Artikel-Nr.
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Ölstandsaugen
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Ölstandsauge, Dural, G 1/4" a
Schlüsselweite: 17 mm
Durchmesser: 19 mm
Länge: 15 mm

Ölstandsauge, Dural, G 3/8" a
Schlüsselweite: 22 mm
Durchmesser: 24 mm
Länge: 16 mm

Ölstandsauge, Dural, G 1/2" a
Schlüsselweite: 27 mm
Durchmesser: 29 mm
Länge: 16 mm

Ölstandsauge, Dural, G 3/4" a
Schlüsselweite: 32 mm
Durchmesser: 34 mm
Länge: 20 mm

Ölstandsauge, Dural, G 1" a
Schlüsselweite: 41 mm
Durchmesser: 44 mm
Länge: 23 mm

Ölstandsauge, Dural, G 1 1/4" a
Schlüsselweite: 50 mm
Durchmesser: 54 mm
Länge: 23 mm

Ölstandsauge, Dural, G 1 1/2" a
Schlüsselweite: 55 mm
Durchmesser: 59 mm
Länge: 24 mm

Ölstandsauge, Dural, G 2" a
Montagewerkzeug: 
Stirnlochschlüssel 40-80 mm, 
Zapfen 3,9 mm
Durchmesser: 70 mm
Länge: 20 mm

Technische Daten
Temperaturbereich: max. 100 °C
Druck: 10 bar
Werkstoff Schauglas: Glas
Werkstoff Gehäuse: Aluminium

75 038

75 039

75 040

75 041

75 042

75 043

75 044

75 045

Artikel-Nr.

ÖLSTANDSAUGEN
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Handbuch

Handbuch

Prospekt

Prospekt

Technisches Handbuch

Schmiertechnik 2008

Werkstattbedarf 2007

Öler

Schmierstoffgeber LUBRIFIxx

Schmierstoffgeber LUBRIFIxx

90 965

90 966

90 990

90 991

90 992

INFORMATIONEN ZU PRESSOL-PRODUKTEN

Artikel-Nr.
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Einbauanleitung

Prospekt

Prospekt

Prospekt

Prospekt

Schmierstoffgeber LUBRIFIxx

Saug- und Druckspritze

Industrieausführung vernickelt

Fettpressen PNEUMAxx

Drucksprüher POMPAxx

Vorratskannen und Kanister

90 993

90 994

90 923

90 997

90 999

Artikel-Nr.



s

Allgemeine Geschäftsbedingungen

298

1. Unsere Geschäftsbedingungen gelten für alle gegenwärtigen und zukünftigen Geschäftsbeziehungen zu
unseren Kunden, insbesondere für unsere Lieferungen und Leistungen. Abweichende, entgegenstehende
oder ergänzende Allgemeine Geschäftsbedingungen unserer Kunden werden, selbst wenn wir hiervon
Kenntnis haben, nicht Bestandteil der Geschäftsbeziehung, es sei denn, wir haben ihrer Geltung ausdrück-
lich zugestimmt.

2. Kunden im Sinne unserer Geschäftsbedingungen sind ausschließlich Unternehmer, also natürliche oder juri-
stische Personen oder rechtsfähige Personengesellschaften, die bei Aufnahme der Geschäftsbeziehung in
Ausübung ihrer gewerblichen oder selbstständigen beruflichen Tätigkeit handeln.

1. Unsere Angebote sind freibleibend. Technische Änderungen sowie Änderungen in Form, Farbe und/oder
Gewicht bleiben im Rahmen des Zumutbaren vorbehalten.

2. Mit der Bestellung der Ware erklärt der Kunde verbindlich, die bestellte Ware erwerben zu wollen. Wir
sind berechtigt, das in der Bestellung liegende Angebot innerhalb von zwei Wochen nach Eingang bei uns
anzunehmen. Die Annahme kann entweder schriftlich oder durch Auslieferung der Ware an den Kunden
erklärt werden.

1. Wir sind jederzeit zu Teillieferungen bzw. Teilleistungen berechtigt, es sei denn, die Teillieferung bzw.
Teilleistung ist für den Kunden nicht von Interesse.

2. Lieferfristen sind nur verbindlich, wenn sie von uns ausdrücklich als verbindlich bestätigt worden sind. Eine
Lieferfrist ist eingehalten, wenn die Ware unser Werk/Lager innerhalb der Frist verlassen hat. Verzögert sich
der Versand oder die Abholung aus Gründen, die wir nicht zu vertreten haben, so gilt die Frist als einge-
halten, wenn wir die Versandbereitschaft dem Kunden innerhalb der vereinbarten Frist mitgeteilt haben.

3. Ist die Nichteinhaltung einer Lieferfrist auf Streik oder Aussperrung - auch bei unseren Zulieferanten - oder
auf nicht richtige oder nicht rechtzeitige Belieferung durch unsere Zulieferanten oder auf Mobilmachung,
Krieg, Aufruhr oder auf andere unvorhergesehene Hindernisse, die außerhalb unseres Willens liegen,
zurückzuführen, so verlängert sich die Lieferfrist für die Dauer des Hindernisses. 

4. Unsere Lieferpflicht ruht, solange der Kunde mit einer fälligen Zahlung in Verzug ist. Ist die Ware innerhalb
eines bestimmten Zeitraumes nach und nach abzunehmen, so ist die Abnahme gleichmäßig über den
gesamten Zeitraum zu verteilen.

1. Die Zahlungsbedingungen sowie die Behandlung der Verpackung und der Frachtbelastung werden durch
unsere jeweilig geltenden Preislisten und Konditionsblätter geregelt, die insoweit Bestandteil dieser
Geschäftsbedingungen sind. Ist nichts anderes vereinbart, so gehen Verpackungs- und Frachtkosten zu
Lasten des Kunden.

2. Die am Tag der Lieferung geltende Umsatzsteuer tritt zum vereinbarten Preis hinzu.

3. Der Kunde verpflichtet sich, nach Erhalt der Ware innerhalb von 10 Tagen den Kaufpreis zu bezahlen.
Nach Ablauf dieser Frist kommt der Kunde in Zahlungsverzug. Der Kunde hat während des Verzuges die
Geldschuld in Höhe von 8 % über dem Basiszinssatz zu verzinsen. Wir behalten uns jedoch vor, einen
höheren Verzugsschaden nachzuweisen und geltend zu machen.

4. Zahlungsfristen gelten als eingehalten, wenn wir innerhalb der Frist über den zu zahlenden Betrag verfügen
können. Skontozusagen stehen unter dem Vorbehalt des Ausgleichs aller fälligen Forderungen. Wechsel
nehmen wir nur nach Vereinbarung erfüllungshalber an. Spesen trägt der Kunde.

5. Gegenüber unseren Forderungen kann der Kunde nur dann aufrechnen, wenn seine Gegenforderung unbe-
stritten oder rechtskräftig festgestellt ist. Ein Zurückbehaltungsrecht kann ein Kunde nur dann ausüben, wenn
sein Gegenanspruch auf dem selben Vertragsverhältnis beruht.

6. Stellt der Kunde seine Zahlungen ein, liegt eine Überschuldung vor oder wird die Eröffnung eines
Insolvenzverfahrens beantragt oder kommt der Kunde mit der Einlösung fälliger Wechsel oder Schecks in
Verzug, so werden sämtliche Forderungen, die uns gegenüber dem Kunden zustehen, sofort zur Zahlung
fällig. Dasselbe gilt bei einer sonstigen wesentlichen Verschlechterung der wirtschaftlichen Verhältnisse des
Kunden. Wir sind in diesen Fällen berechtigt, ausreichende Sicherheitsleistung zu verlangen oder vom
Vertrag zurückzutreten.

2. VERTRAGSABSCHLUSS

1. GELTUNGSBEREICH

3. LIEFERUNG

4. ZAHLUNG
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1. Die Gefahr (Transport- und Vergütungsgefahr) geht auf den Kunden spätestens über, sobald die Ware an
die den Transport ausführende Person übergeben worden ist oder zwecks Versendung unser Werk/Lager
verlassen hat. Wird die Versendung auf Wunsch des Kunden oder aufgrund von Umständen, welche der
Kunde zu vertreten hat, verzögert, geht die Gefahr mit der Meldung unserer Versandbereitschaft auf ihn
über.

2. Die Wahl des Versandweges und der Beförderung erfolgt nach unserem Ermessen, ohne Gewähr für die
billigste Verfrachtung.

3. Auf Verlangen des Kunden wird für eine Lieferung die vom Kunden gewünschte Versicherung auf seine
Kosten abgeschlossen.

1. Wir behalten uns gegenüber dem Kunden das Eigentum an der Ware bis zur vollständigen Erfüllung aller
uns zustehenden Forderungen aus der Geschäftsbeziehung vor. 

2. Der Kunde ist verpflichtet, die Ware bestimmungsgemäß und pfleglich zu behandeln. Sofern Wartungs- und
Inspektionsarbeiten erforderlich sind, hat der Kunde diese auf eigene Kosten regelmäßig durchzuführen.

3. Der Kunde ist verpflichtet, uns einen Zugriff Dritter auf die Ware sowie etwaige Beschädigungen oder die
Vernichtung der Ware unverzüglich mitzuteilen. Einen Besitzwechsel der Ware sowie den eigenen
Wohnsitzwechsel hat uns der Kunde unverzüglich anzuzeigen.

4. Wir sind berechtigt, bei vertragswidrigem Verhalten des Kunden, insbesondere bei Zahlungsverzug oder
bei Verletzung einer Pflicht nach Absatz 2. und/oder 3. dieser Bestimmung vom Vertrag zurückzutreten und
die Ware herauszuverlangen.

5. Soweit der Kunde die Ware umbildet oder verarbeitet, erfolgt dies stets im Namen und im Auftrag für uns.
Wird die Verarbeitung bzw. Umbildung mit anderen, uns nicht gehörenden Gegenständen vorgenommen,
so erwerben wir an der neuen Sache das Miteigentum im Verhältnis des objektiven Wertes unserer Ware
zu den anderen verarbeiteten Gegenständen zur Zeit der Verarbeitung. Dasselbe gilt, wenn die Ware mit
anderen, uns nicht gehörenden Gegenständen vermischt wird.

6. Der Kunde ist berechtigt, die Ware im ordentlichen Geschäftsgang weiterzuveräußern oder zu vermieten.
Er tritt uns bereits jetzt alle Forderungen in Höhe des mit uns vereinbarten Faktura-Endbetrages (einschließ-
lich Mehrwertsteuer) ab, die ihm durch die Weiterveräußerung oder Vermietung gegen andere erwachsen.
Dies gilt unabhängig davon, ob der Kunde die Ware ohne oder nach Verarbeitung, Vermischung bzw.
Umbildung weiterveräußert oder vermietet hat. Wir nehmen die Abtretung an. Nach der Abtretung bleibt
der Kunde zur Einziehung der Forderung ermächtigt. Unsere Befugnis, die Forderung selbst einzuziehen
bleibt hiervon unberührt. Wir verpflichten uns jedoch, die Forderung nicht einzuziehen,solange der Kunde
seinen Zahlungsverpflichtungen uns gegenüber ordnungsgemäß nachkommt und nicht in Zahlungsverzug
gerät. Ferner verpflichten wir uns, die uns zustehenden Sicherheiten auf Verlangen des Kunden insoweit frei-
zugeben, als der realisierbare Wert unserer Sicherheiten die zu sichernden Forderungen um mehr als 20
% übersteigt; die Auswahl der freizugebenden Sicherheiten obliegt uns.

1. Für Mängel der Ware leisten wir dem Kunden zunächst nach seiner Wahl Nacherfüllung durch
Nachbesserung oder Ersatzlieferung. Wir sind jedoch berechtigt, die Art der gewählten Nacherfüllung zu
verweigern, wenn sie nur mit unverhältnismäßigen Kosten möglich ist und die andere Art der Nacherfüllung
ohne erhebliche Nachteile für den Kunden bleibt.

2. Schlägt die Nacherfüllung fehl, kann der Kunde nach seiner Wahl insbesondere Herabsetzung der
Vergütung (Minderung) oder Rückgängigmachung des Vertrages (Rücktritt) verlangen. Bei einer nur gering-
fügigen Vertragswidrigkeit, insbesondere bei nur geringfügigen Mängeln, steht dem Kunden jedoch kein
Rücktrittsrecht zu.

3. Der Kunde muss offensichtliche Mängel der Ware innerhalb einer Frist von 2 Wochen ab Empfang der
Ware uns gegenüber schriftlich anzeigen; andernfalls ist die Geltendmachung etwaiger Mängelansprüche,
insbesondere auf Nacherfüllung, Minderung oder Rücktritt ausgeschlossen. Zur Fristwahrung genügt die
rechtzeitige Absendung. Den Kunden trifft die volle Beweislast für sämtliche Anspruchsvoraussetzungen, ins-
besondere für den Mangel selbst, für den Zeitpunkt der Feststellung des Mangels und für die Rechtzeitigkeit
der Mängelrüge.

4. Wählt der Kunde wegen eines Mangels der Ware nach gescheiterter Nacherfüllung den Rücktritt vom
Vertrag, steht ihm daneben kein Schadensersatzanspruch wegen des Mangels zu. Wählt der Kunde nach
gescheiterter Nacherfüllung Schadensersatz, verbleibt die Ware beim Kunden, wenn ihm dies zumutbar ist.
Der Schadensersatz beschränkt sich auf die Differenz zwischen Kaufpreis und Wert der mangelhaften
Sache. Dies gilt nicht, wenn wir die Vertragsverletzung arglistig verursacht haben.

5. GEFAHRÜBERGANG

6. EIGENTUMSVORBEHALT

7. MÄNGELANSPRÜCHE
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Allgemeine Geschäftsbedingungen

5. Soweit der Kunde die Ware selber gebraucht oder die Ware ausschließlich an Unternehmer weiterverkauft
wird, beträgt die Verjährungsfrist für Mängelansprüche - unter dem Vorbehalt, dass der Kunde uns den
Mangel gemäß Absatz 3. dieser Bestimmung rechtzeitig anzeigte - ein Jahr ab Ablieferung der Ware.

6. Bei Zahlungsverzug und Kreditverfall des Kunden können wir die Erfüllung von Mängelansprüchen verwei-
gern, bis der Kunde seine Zahlungspflicht in dem Umfang erfüllt hat, die dem Rechnungswert unserer gelie-
ferten Ware abzüglich einer vorhandenen Mängeln entsprechenden Kaufpreisminderung entspricht.

7. Die vorstehenden Absätze 1. bis 6. dieser Bestimmung stellen keine Garantieerklärungen von unserer Seite
dar. Etwaige Ansprüche der Kunden aufgrund der von uns gesondert abgegebenen Garantieerklärungen
bleiben unberührt.

1. Bei leicht fahrlässigen Pflichtverletzungen beschränkt sich unsere Haftung auf den nach der Art der Ware
vorhersehbaren, vertragstypischen, unmittelbaren Durchschnittsschaden. Dies gilt auch bei leicht fahrlässi-
gen Pflichtverletzungen unserer gesetzlichen Vertreter oder Erfüllungsgehilfen.

2. Die vorstehenden Haftungsbeschränkungen betreffen nicht Ansprüche der Kunden aus Produkthaftung.
Weiter gelten die Haftungsbeschränkungen nicht bei uns zurechenbaren Körper- und Gesundheitsschäden
oder bei Verlust des Lebens des Kunden.

3. Schadensersatzansprüche des Kunden wegen eines Mangels verjähren nach einem Jahr ab Ablieferung der
Ware. Dies gilt nicht, wenn uns Arglist vorwerfbar ist.

Der Kunde darf Forderungen, die ihm aus der Geschäftsbeziehung gegenüber uns zustehen, ohne unsere vorhe-
rige ausdrückliche schriftliche Zustimmung weder abtreten noch verpfänden.

Der ausschließliche Gerichtsstand für alle Streitigkeiten aus der Geschäftsbeziehung ist Nürnberg. Dasselbe gilt,
wenn der Kunde keinen allgemeinen Gerichtsstand in Deutschland hat oder Wohnsitz oder gewöhnlicher
Aufenthalt im Zeitpunkt der Klageerhebung nicht bekannt sind. Wir sind jedoch berechtigt, jedes gesetzlich zustän-
dige Gericht anzurufen.

Es gilt ausschließlich das Recht der Bundesrepublik Deutschland. Die Haager Konvention vom 01.07.1964 betref-
fend Einheitliche Gesetze über den internationalen Kauf und das Übereinkommen der Vereinten Nationen vom
11.04.1980 über Verträge über den internationalen Kauf beweglicher Sachen (UN-Kaufrecht) finden keine
Anwendung.

Stand: 18.08.2002

7. MÄNGELANSPRÜCHE

8. HAFTUNGS-
BESCHRÄNKUNGEN

9. ABTRETUNGS- UND
VERPFÄNDUNGSVERBOT

10. GERICHTSSTAND

11. ANZUWENDENDES
RECHT
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DIN-Normen / Konsistenzklassen

KONSISTENZKLASSEN

DIN-NORMEN

Konsistenzklasse Walkpenetration Struktur
DIN 51818 DIN ISO 2137
(NLGI) (0,1 mm)

000 445 bis 475 fließend
00 400 bis 430 fast fließend
0 355 bis 385 äußerst weich
1 310 bis 340 sehr weich
2 265 bis 295 weich
3 220 bis 250 mittel
4 175 bis 205 fest
5 130 bis 160 sehr fest
6 85 bis 115 äußerst fest

DIN 1283 Schmierpressen; Handhebelpresse und Zubehör,
Ausgabe 1990-11

DIN 1284 Schmierpressen; Fettkartuschen für Handhebelfett-
pressen; Hauptmaße, Ausgabe 1990-11

DIN 3404 Flachschmiernippel, Ausgabe 1988-01
DIN 3405 Trichterschmiernippel, Ausgabe 1986-05
DIN 71412 Kegelschmiernippel, Ausgabe 1987-11
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Artikel-Nr. EAN- Seite VE Abmessungen VE Gewicht VE Abmessungen Gewicht
Code LBH (mm) (kg) Einzelartikel Einzelartikel

LBH (mm) (kg)

00 220 - 23 - - - Ø 6 x 165 0,008
00 238 4103810002380 46 - - - Ø 45 x 340 0,035
00 238 820 - 55 - - - Ø 40 x 330 0,035
00 239 - 268 - - - 280 x 110 x 20 0,230
00 258 - 30 - - - 300 x 110 x 35 0,044
00 291 - 30 - - - 300 x 100 x 35 0,037
00 328 - 55 - - - Ø 30 x 160 0,014
00 328 950 - 55 - - - Ø 30 x 160 0,013
00 442 - 171 - - - Ø 60,2 x 48 0,003
00 816 - 209 - - - Ø 24 x 90 0,110
00 844 - 268 - - - 160 x 65 x 18 0,090
00 956 - 30 - - Ø 32 x 163 0,006
01 017 - 268 - - - Ø 19 x 1000 0,140
01 018 - 268 - - - 165 x 45 x 18 0,012
01 019 - 270 - - - 540 x 35 x 20 0,140
01 051 - 268 - - - 200 x 55 x 23 0,017
01 052 - 268 - - - Ø 20 x 1000 0,200
01 057 - 270 - - - Ø 32 x 4 0,040
01 070 - 23 - - Ø 6 x 105 0,005
01 071 - 23 - - Ø 6 x 135 0,007
01 112 4103810011122 12 12 330 x 245 x 180 2,300 125 x 70 x 295 0,165
01 130 - 23 - - - Ø 11 x 210 0,013
01 136 - 23 - - - Ø 11 x 150 0,011
01 141 - 181 - - - 130 x 40 x 25 0,056
01 172 - 46 - - - Ø 58 x 4 0,006
01 297 - 214 - - - Ø 29 x 58 0,149
02 342 4103810023422 38 6 355 x 355 x 260 1,750 205 x 160 x 220 0,250
02 344 4103810023446 38 6 500 x 330 x 300 2,750 240 x 210 x 280 0,450
02 344 950 4103810023446 45 4 500 x 355 x 300 3,100 285 x 250 x 200 0,620
02 352 4103810023521 38 6 355 x 355 x 260 2,500 205 x 160 x 220 0,350
02 354 4103810023545 38 6 500 x 330 x 300 3,700 240 x 210 x 280 0,530
02 360 4103810023606 42 10 330 x 245 x 180 0,920 135 x 120 x 160 0,070
02 360 954 4103810023651 42 1 330 x 245 x 180 1,400 190 x 150 x 180 0,120
02 361 4103810023613 39 10 190 x 100 x 55 0,060 65 x 55 x 80 0,005
02 362 4103810023620 39 10 250 x 170 x 75 0,120 85 x 75 x 110 0,011
02 363 4103810023637 39 10 280 x 200 x 100 0,220 110 x 100 x 130 0,020
02 364 4103810023644 39 10 330 x 270 x 120 0,325 135 x 120 x 160 0,030
02 365 4103810023651 39 - - - 190 x 150 x 180 0,050
02 366 4103810023668 40 - - - 240 x 210 x 220 0,165
02 366 017 4103810420405 40 - - - 240 x 210 x 220 0,170
02 367 4103810023675 40 - - - 285 x 255 x 255 0,210
02 367 020 4103810420412 40 - - - 285 x 255 x 255 0,215
02 369 - 41 - - - Ø 355 x 435 0,485
02 370 4103810023705 41 - - - 280 x 190 x 300 0,355
02 371 - 46 - - - - -
02 372 4103810023729 40 5 330 x 245 x 180 0,830 200 x 160 x 205 0,120
02 372 043 4103810023736 42 5 330 x 275 x 215 1,450 200 x 160 x 205 0,245
02 562 4103810025624 45 10 500 x 330 x 300 1,900 195 x 160 x 260 0,140
02 568 4103810025686 43 1 330 x 275 x 215 0,570 320 x 265 x 210 0,470
02 569 4103810025693 43 1 330 x 275 x 215 0,660 320 x 265 x 210 0,560
02 640 4103810026409 46 - - - Ø 40 x 300 0,170
02 645 4103810026454 45 10 500 x 330 x 300 4,600 225 x 200 x 165 0,400
02 662 4103810026621 43 12 500 x 330 x 300 1,980 195 x 160 x 470 0,130
02 665 4103810026652 44 - - - 185 x 160 x 490 0,110

Artikelnummern – Abmessungen – Gewichte
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Artikel-Nr. EAN- Seite VE Abmessungen VE Gewicht VE Abmessungen Gewicht
Code LBH (mm) (kg) Einzelartikel Einzelartikel

LBH (mm) (kg)

02 671 4103810026713 42 10 300 x 240 x 160 0,820 150 x 120 x 160 0,064
02 674 4103810026744 44 12 500 x 330 x 300 2,000 195 x 160 x 470 0,130
02 675 4103810026751 45 10 500 x 330 x 300 3,500 250 x 230 x 160 0,310
02 791 - 288 - - - 51 x 17 x 31 0,051
03 497 - 289 - - - Ø 15 x 25 0,020
03 802 4103810038020 12 12 330 x 245 x 180 5,500 120 x 60 x 270 0,445
03 803 4103810038037 12 12 330 x 245 x 180 6,150 125 x 70 x 320 0,503
03 805 4103810038051 12 6 430 x 260 x 120 3,900 135 x 80 x 350 0,620
03 902 4103810039027 13 12 330 x 245 x 180 5,500 120 x 60 x 270 0,445
03 903 4103810039034 13 12 330 x 245 x 180 6,150 125 x 70 x 320 0,503
03 903 867 4103810421372 13 12 330 x 245 x 180 6,150 125 x 70 x 270 0,503
03 903 867 4103810421372 29 12 330 x 245 x 180 6,150 125 x 70 x 270 0,503
03 903 868 4103810421389 14 12 330 x 245 x 180 6,150 125 x 70 x 280 0,503
03 903 869 4103810427015 14 12 330 x 245 x 180 6,150 125 x 70 x 320 0,503
03 903 950 4103810421341 15 12 330 x 260 x 200 6,655 125 x 70 x 320 0,534
03 905 4103810039058 13 6 430 x 260 x 120 3,900 135 x 80 x 350 0,620
04 111 4103810041112 18 12 280 x 220 x 135 1,600 90 x 50 x 215 0,120
04 802 4103810048029 15 12 330 x 245 x 180 3,300 120 x 60 x 270 0,260
04 803 4103810048036 15 12 330 x 245 x 180 3,500 125 x 70 x 320 0,275
04 805 4103810048050 15 6 430 x 260 x 120 2,000 135 x 80 x 350 0,300
04 902 4103810049026 16 12 330 x 245 x 180 3,300 120 x 60 x 270 0,260
04 903 4103810049033 16 12 330 x 245 x 180 3,500 125 x 70 x 320 0,275
04 903 867 4103810421433 16 12 330 x 245 x 180 3,500 125 x 70 x 270 0,275
04 903 868 4103810421440 17 12 330 x 245 x 180 3,500 125 x 70 x 280 0,275
04 903 869 4103810427046 17 12 330 x 245 x 180 3,500 125 x 70 x 320 0,275
04 905 4103810049057 16 6 430 x 260 x 120 2,000 135 x 80 x 350 0,300
05 069 - 23 - - - Ø 11 x 115 0,014
05 070 - 23 - - - Ø 15 x 135 0,012
05 111 4103810051111 19 24 330 x 220 x 170 3,100 90 x 50 x 110 0,120
05 111 950 4103810051111 21 24 330 x 220 x 170 3,400 90 x 50 x 110 0,130
05 112 4103810051128 19 24 330 x 270 x 210 3,600 90 x 50 x 130 0,140
05 112 950 4103810051128 21 24 330 x 270 x 210 3,700 90 x 50 x 130 0,150
05 113 4103810051135 19 12 330 x 245 x 180 2,640 135 x 70 x 110 0,210
05 114 4103810051142 20 12 330 x 270 x 210 2,950 145 x 85 x 120 0,225
05 115 4103810051159 20 12 330 x 270 x 210 3,170 145 x 85 x 150 0,250
05 118 4103810051180 18 12 330 x 270 x 210 1,900 130 x 75 x 135 0,140
05 119 4103810051197 18 12 330 x 270 x 210 2,200 140 x 80 x 150 0,160
05 121 4103810051210 20 24 330 x 220 x 170 3,300 90 x 50 x 110 0,120
05 122 4103810051227 20 24 330 x 270 x 210 3,900 90 x 50 x 130 0,140
05 133 4103810051333 20 12 330 x 245 x 180 2,620 135 x 70 x 110 0,210
05 133 950 4103810051333 21 12 330 x 245 x 180 2,770 135 x 70 x 110 0,220
05 134 4103810051340 20 12 330 x 270 x 210 3,010 145 x 85 x 120 0,225
05 135 4103810051357 20 12 330 x 270 x 210 3,300 145 x 85 x 150 0,250
05 135 950 4103810051357 21 12 330 x 270 x 210 3,360 145 x 85 x 150 0,260
05 138 4103810051388 18 12 330 x 270 x 210 1,950 130 x 75 x 135 0,140
05 139 4103810051395 18 12 330 x 270 x 210 2,200 140 x 80 x 150 0,160
05 223 4103810052231 22 12 330 x 245 x 180 3,020 135 x 70 x 110 0,240
05 224 4103810052248 22 12 330 x 270 x 210 3,320 145 x 85 x 120 0,260
05 224 001 4103810052200 22 12 330 x 270 x 210 3,200 145 x 85 x 120 0,250
05 225 4103810052255 22 12 330 x 270 x 210 3,700 145 x 85 x 150 0,260
05 226 4103810052262 22 6 330 x 270 x 210 2,170 150 x 100 x 200 0,330
06 061 4103810060618 24 10 150 x 100 x 60 0,110 50 x 18 x 115 0,010
06 062 - 24 10 130 x 130 x 50 0,130 50 x 24 x 120 0,012
06 064 4103810060649 24 20 280 x 210 x 140 0,630 Ø 45 x 175 0,020
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06 065 4103810060656 24 20 330 x 220 x 170 0,900 Ø 60 x 200 0,035
06 066 4103810060663 24 10 330 x 220 x 170 0,700 Ø 70 x 245 0,045
06 068 4103810060687 24 10 150 x 150 x 50 0,132 50 x 27 x 120 0,012
06 100 - 30 - - - 300 x 120 x 35 0,047
06 101 - 30 - - - 300 x 120 x 35 0,047
06 122 - 24 - - - 65 x 27 x 160 0,022
06 142 - 30 - - - 65 x 27 x 145 0,025
06 178 4103810061783 32 12 480 x 350 x 310 5,400 220 x 125 x 285 0,340
06 266 4103810062667 28 12 340 x 310 x 210 1,560 Ø 100 x 280 0,110
06 266 820 4103810428067 28 12 340 x 310 x 210 1,560 Ø 100 x 280 0,110
06 267 4103810062674 31 12 340 x 310 x 210 1,600 Ø 100 x 290 0,120
06 267 820 4103810428074 31 12 340 x 310 x 210 1,600 Ø 100 x 290 0,120
06 267 956 4103810427503 31 12 340 x 310 x 210 1,600 Ø 100 x 290 0,120
06 766 4103810067662 28 10 320 x 220 x 170 0,700 Ø 70 x 310 0,050
06 863 4103810068638 25 20 165 x 155 x 90 0,560 40 x 20 x 130 0,022
06 864 4103810068645 25 20 280 x 210 x 140 0,960 Ø 45 x 160 0,040
06 865 4103810068652 25 20 330 x 220 x 170 1,230 Ø 60 x 185 0,050
06 866 4103810068669 25 10 320 x 220 x 170 0,830 Ø 70 x 230 0,065
06 902 4103810069024 32 - - - 260 x 125 x 300 0,420
06 903 4103810069031 34 - - - 260 x 125 x 300 0,420
06 905 4103810069055 32 1 200 x 200 x 520 2,120 - -
06 906 4103810069062 34 1 200 x 200 x 520 2,120 - -
06 910 4103810069109 32 1 220 x 220 x 570 2,500 - -
06 931 4103810069314 33 - - - 100 x 70 x 5 0,008
06 932 - 33 - - - 110 x 26 x 26 0,014
06 933 - 33 - - - 300 x 255 x 65 0,207
06 934 - 33 - - - 145 x 93 x 30 0,027
06 935 - 33 - - - 195 x 120 x 15 0,048
06 936 - 33 - - - 390 x 130 x 70 0,361
06 937 - 33 - - - 48 x 32 x 32 0,019
06 938 - 33 - - - 87 x 105 x 30,5 0,019
06 939 - 33 - - - 615 x 60 x 29 0,140
06 951 - 34 - - - 115 x 95 x 6 0,008
06 952 - 34 - - - 110 x 26 x 26 0,014
06 953 - 34 - - - 300 x 255 x 65 0,207
06 954 - 34 - - - 145 x 93 x 30 0,027
06 956 - 35 - - - 390 x 130 x 70 0,361
06 957 - 35 - - - 48 x 32 x 32 0,019
06 958 - 35 - - - 87 x 105 x 30,5 0,019
06 959 - 35 - - - 615 x 60 x 29 0,140
06 960 35 - - - Ø 30 x 40 0,015
06 961 35 - - - Ø 1 x 1250 0,085
06 964 4103810069642 25 20 280 x 220 x 140 0,650 Ø 45 x 140 0,020
06 965 4103810069659 25 20 330 x 220 x 170 0,750 Ø 60 x 165 0,035
06 966 4103810069666 25 10 330 x 220 x 170 0,950 Ø 70 x 210 0,045
07 060 4103810070600 48 12 320 x 110 x 90 0,480 111 x 75 x 120 0,030
07 061 4103810070617 48 12 400 x 120 x 140 0,930 145 x 100 x 135 0,060
07 061 390 4183014420160 48 12 400 x 120 x 110 0,930 145 x 100 x 135 0,060
07 062 4103810070624 48 6 300 x 160 x 140 0,900 180 x 125 x 170 0,110
07 063 4103810070631 48 6 370 x 180 x 160 1,500 210 x 150 x 215 0,187
07 064 4103810070648 48 6 400 x 210 x 180 1,900 235 x 170 x 240 0,250
07 065 4103810070655 48 6 440 x 220 x 250 2,800 290 x 215 x 270 0,400
07 071 4103810070716 49 1 210 x 150 x 245 0,370 210 x 150 x 245 0,370
07 160 - 50 12 220 x 155 x 130 0,360 Ø 50 x 170 0,022
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07 161 - 50 12 270 x 200 x 110 0,580 Ø 60 x 200 0,037
07 162 - 50 12 370 x 180 x 170 0,890 Ø 70 x 255 0,060
07 163 - 50 6 370 x 180 x 170 0,810 Ø 90 x 310 0,106
07 164 - 50 6 360 x 320 x 18 1,500 Ø 100 x 345 0,200
07 165 - 50 6 460 x 300 x 200 2,200 Ø 120 x 415 0,310
07 341 4103810073410 56 10 438 x 240 x 200 2,000 170 x 70 x 230 0,180
07 341 831 4103810073410 56 10 435 x 240 x 200 2,000 170 x 70 x 230 0,180
07 342 4103810073427 56 10 500 x 280 x 240 2,800 190 x 90 x 270 0,240
07 342 831 4103810073427 56 10 500 x 280 x 240 2,800 190 x 90 x 270 0,240
07 343 4103810073434 56 5 350 x 350 x 260 2,140 210 x 115 x 320 0,350
07 343 831 4103810073434 56 5 350 x 350 x 260 2,140 210 x 115 x 320 0,350
07 500       4103810075001 51 - - - 160 x 70 x 190 0,063
07 501       4103810075018 51 - - - 190 x 85 x 230 0,100
07 502       4103810075025 51 - - - 230 x 105 x 290 0,180
07 503      4103810075032 51 - - - 265 x 130 x 335 0,220
07 505     4103810075056 51 - - - 300 x 135 x 380 0,360
07 520 4103810075209 52 - - - 160 x 70 x 190 0,078
07 521 4103810075216 52 - - 190 x 85 x 230 0,115
07 522 4103810075223 52 - - 230 x 105 x 290 0,195
07 523 4103810075230 52 - - 265 x 130 x 335 0,235
07 525 4103810075254 52 - - 300 x 135 x 380 0,375
07 600 4103810076008 53 - - - 160 x 70 x 190 0,078
07 601 4103810076015 53 - - - 190 x 85 x 230 0,117
07 602 4103810076022 53 - - - 230 x 105 x 290 0,190
07 603 4103810076039 53 - - - 265 x 130 x 335 0,260
07 605 4103810076053 53 - - - 300 x 135 x 380 0,400
07 620 4103810076206 54 - - 160 x 70 x 190 0,088
07 621 4103810076213 54 - - 190 x 85 x 230 0,127
07 622 4103810076220 54 - - 230 x 105 x 290 0,200
07 623 4103810076237 54 - - 265 x 130 x 335 0,270
07 625 4103810076251 54 - - 300 x 135 x 380 0,410
07 642 4103810076428 57 6 350 x 350 x 260 2,400 320 x 90 x 370 0,330
07 643 4103810076435 57 6 500 x 280 x 240 3,200 330 x 115 x 410 0,460
07 805 - 59 - - - 300 x 170 x 400 0,650
07 810 - 59 - - - 390 x 220 x 475 1,000
08 041 4103810080418 62 5 500 x 300 x 340 3,400 300 x 170 x 225 0,580
08 042 4103810080425 62 2 350 x 350 x 260 1,800 300 x 170 x 310 0,700
08 043 4103810080432 62 2 500 x 370 x 260 2,600 350 x 230 x 350 1,100
08 052 4103810080524 62 2 350 x 350 x 260 1,950 300 x 170 x 310 0,760
08 053 4103810080531 62 2 500 x 370 x 260 2,750 350 x 230 x 350 1,130
08 054 4103810080548 62 - - - 350 x 230 x 500 1,400
08 062 - 58 - - - 390 x 190 x 435 1,800
08 062 831 - 59 - - - 330 x 190 x 435 1,800
08 063 - 58 - - - 360 x 240 x 520 2,550
08 063 831 - 59 - - - 360 x 240 x 520 2,550
08 069 - 58 - - - 470 x 300 x 630 3,850
08 069 831 - 59 - - - 470 x 300 x 630 3,850
09 096 4103810090967 70 12 235 x 180 x 180 3,070 Ø 50 x 170 0,240
09 096 924 4103810420962 70 12 235 x 180 x 180 3,070 Ø 50 x 170 0,240
09 096 936 4103810420979 70 12 235 x 180 x 180 3,070 Ø 50 x 120 0,240
09 102       4103810091025 70 12 285 x 220 x 215 5,550 Ø 65 x 200 0,430
09 104        4103810091049 70 12 285 x 220 x 215 4,720 Ø 65 x 200 0,380
09 106        4103810091063 71 12 235 x 180 x 180 3,080 Ø 50 x 170 0,230
09 108        4103810091087 71 12 285 x 220 x 215 4,850 Ø 65 x 200 0,390
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09 110        4103810091100 71 12 285 x 220 x 215 4,450 Ø 65 x 200 0,350
09 112        4103810091124 72 12 235 x 180 x 180 2,620 Ø 50 x 170 0,200
09 114        4103810091148 72 12 285 x 220 x 215 4,750 Ø 65 x 200 0,380
09 116        4103810091162 72 12 285 x 220 x 215 4,750 Ø 65 x 200 0,380
09 118        4103810091186 73 12 235 x 180 x 180 2,750 Ø 50 x 170 0,210
09 120        4103810091209 73 12 285 x 220 x 215 5,500 Ø 65 x 200 0,450
09 122        4103810091223 73 12 285 x 220 x 215 6,050 Ø 65 x 200 0,480
09 124 4103810091247 74 12 285 x 220 x 215 4,750 Ø 65 x 200 0,380
09 126 4103810091261 74 12 285 x 220 x 350 5,600 Ø 65 x 335 0,480
09 128 4103810091285 74 12 285 x 220 x 215 5,400 Ø 65 x 200 0,420
09 540 4103810095405 75 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 062 4103810100628 80 25 290 x 150 x 130 1,700 50 x 25 x 120 0,050
10 097 4103810100970 80 10 150 x 150 x 200 1,180 70 x 25 x 160 0,100
10 098 4103810100987 80 10 165 x 150 x 90 0,820 60 x 25 x 155 0,075
10 099 4103810100994 80 10 165 x 150 x 90 0,820 70 x 25 x 160 0,075
10 164 - 81 1 290 x 150 x 130 1,460 - -
10 167 - 81 1 290 x 150 x 130 1,700 - -
10 189 - 81 1 290 x 150 x 130 0,900 - -
10 560 4103810105609 75 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 562 4103810105623 76 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 564 4103810105647 76 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 565 4103810105654 76 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 566 4103810105661 76 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 571 4103810105715 77 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 573 4103810105739 77 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 574 4103810105746 77 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 588 4103810105883 78 10 150 x 150 x 200 0,900 70 x 25 x 190 0,080
10 589 4103810105890 78 10 150 x 150 x 200 0,900 70 x 25 x 190 0,080
10 593 4103810105937 79 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 595 4103810105951 79 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 596 4103810105968 79 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 597 4103810105975 79 10 150 x 150 x 200 1,180 70 x 25 x 190 0,100
10 830 4103810108303 82 10 330 x 215 x 170 2,950 230 x 25 x 250 0,275
12 001 - 152 - - - 29 x21 x 16 0,028
12 001 125 - 152 - - - 44 x 21 x 16 0,071
12 002 - 155 - - - Ø 12 x 8 0,003
12 003 - 155 - - - Ø 12 x 14 0,003
12 004 - 152 - - - 32 x 20 x 23 0,040
12 004 950 - 152 - - - 30 x 22 x 20 0,032
12 006 - 153 - - - Ø 18 x 31 0,034
12 006 125 - 153 - - - Ø 18 x 31 0,034
12 011 - 153 - - - 30 x 30 x 35 0,160
12 011 125 - 153 - - - 45 x 30 x 35 0,170
12 013 - 153 - - - Ø 20 x 41 0,050
12 016 - 170 - - - Ø 15x23 0,012
12 023 - 153 - - - Ø 20x41 0,050
12 035 - 170 - - - 29 x 15x 15 0,032
12 035 805 - 170 - - - 29 x 15 x 15 0,032
12 042 - 154 - - - Ø 18 x 184 0,072
12 043 - 154 - - - Ø 18 x 188 0,160
12 044 - 154 - - - 202 x 23 x 20 0,160
12 048 - 155 - - - Ø 18 x 360 0,132
12 049 - 155 - - - Ø 18 x 560 0,128
12 052 - 153 - - - 32 x 20 x 26 0,050
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12 053 - 153 - - - 46 x 20 x 26 0,060
12 054 - 154 - - - 203 x 35 x 30 0,226
12 055 - 154 - - - 205 x 20 x 26 0,117
12 056 - 155 - - - Ø 18 x 210 0,095
12 057 - 154 - - - 210 x 30 x 60 0,226
12 071 - 158 - - - Ø 12 x 14 0,060
12 072 - 155 - - - Ø 12 x 8 0,003
12 073 - 155 - - - Ø 12 x 14 0,003
12 074 - 152 - - - 32 x 20 x 23 0,040
12 074 950 - 152 - - - 35 x 25 x 17 0,032
12 086 - 170 - - - Ø 15 x 23 0,012
12 090 103 1 226 x 65,5 0,770 Ø 65,8 x 225 0,760
12 091 - 102 - - - Ø 64 x 33,6 0,140
12 094 - 102 1 - - Ø 52,4 x 16,5 0,030
12 110 4103810121104 169 10 400 x 140 x 75 1,240 410 x 70 x 16 0,110
12 111 4103810121111 169 10 400 x 140 x 75 1,240 410 x 70 x 16 0,110
12 112 4103810121128 180 10 270 x 170 x 120 1,500 300 x 40 x 90 0,140
12 150 4103810121500 156 5 160 x 100 x 65 0,160 150 x 70 x 13 0,030
12 151 4103810121517 156 5 160 x 100 x 65 0,160 150 x 70 x 13 0,030
12 152 4103810121524 157 5 160 x 100 x 65 0,170 150 x 70 x 15 0,036
12 153 4103810121531 157 5 160 x 100 x 65 0,170 150 x 70 x 15 0,036
12 154 4103810121548 158 5 160 x 100 x 65 0,170 150 x 70 x 15 0,036
12 156 4103810121562 157 5 160 x 100 x 65 0,170 150 x 70 x 15 0,036
12 157 4103810121579 157 5 160 x 100 x 65 0,170 150 x 70 x 15 0,036
12 226 - 139 1 285 x 120 x 55 0,650 - -
12 250 4103810122507 137 1 400 x 140 x 75 1,300 - -
12 250 950 4103810423246 137 1 400 x 140 x 75 1,400 - -
12 254 4103810122545 137 1 400 x 140 x 75 1,400 - -
12 270 - 137 1 400 x 140 x 75 1,300 - -
12 274 - 137 1 400 x 140 x 75 1,400 - -
12 276 4103810122767 139 1 285 x 120 x 55 0,650 - -
12 282 4103810122828 99 1 530 x 170 x 75 1,700 - -
12 282 125 4103810429033 99 1 530 x 170 x 75 1,700 - -
12 321 - 180 - - - Ø 40 x 210 0,070
12 322 - 180 - - - Ø 50 x 210 0,090
12 331 - 180 - - - Ø 40 x 210 0,070
12 332 - 180 - - - Ø 50 x 210 0,090
12 362 4103810123627 181 1 155 x 45 x 45 0,320 - -
12 363 4103810123634 181 1 220 x 45 x 45 0,470 - -
12 365 4103810123658 181 1 265 x 55 x 55 0,670 - -
12 435 - 158 - - - Ø 10 x 150 0,032
12 475 - 158 - - - Ø 10 x 150 0,032
12 501 4103810125010 176 - - - Ø 100 x 185 1,160
12 505 785 - 176 25 340 x 230 x 300 13,600 Ø 52 x 290 0,530
12 507 4103810125072 176 20 285 x 250 x 230 9,200 Ø 52 x 240 0,430
12 511 4103810125065 176 20 285 x 250 x 230 9,200 Ø 52 x 240 0,430
12 516 4103810125164 177 20 285 x 250 x 230 9,200 Ø 52 x 240 0,430
12 517 4103810125171 177 20 285 x 250 x 230 9,200 Ø 52 x 240 0,430
12 518 4103810125188 178 20 285 x 250 x 230 9,200 Ø 52 x 240 0,430
12 519 4103810125195 103 - - - Ø 52 x 240 0,034
12 538 4103810125386 123 10 400 x 360 x 145 14,700 380 x 125 x 70 1,400
12 538 125 4103810420368 123 10 400 x 360 x 145 14,700 380 x 125 x 70 1,400
12 602 4103810126024 141 10 400 x 360 x 145 12,700 340 x 125 x 70 1,200
12 602 125 4103810429941 141 10 400 x 360 x 145 12,700 340 x 125 x 70 1,200
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12 614 4103810126147 109 1 400 x 140 x 75 1,480 - -
12 616 4103810126161 109 1 400 x 140 x 75 2,140 - -
12 626 - 156 100 160 x 100 x 65 3,160 Ø 13 x 42 0,025
12 630 4103810126307 125 10 400 x 360 x 145 13,200 380 x 125 x 70 1,250
12 630 125 4103810127304 125 10 400 x 360 x 145 13,200 380 x 125 x 70 1,250
12 630 950 4103810421303 125 10 400 x 360 x 145 13,200 380 x 125 x 70 1,250
12 631 - 157 100 160 x 100 x 65 3,160 Ø 15 x 36 0,030
12 632 4103810126321 125 10 400 x 360 x 145 13,200 380 x 125 x 70 1,250
12 632 125 4103810127328 125 10 400 x 360 x 145 13,200 380 x 125 x 70 1,250
12 632 950 4103810427077 125 10 400 x 360 x 145 13,200 380 x 125 x 70 1,250
12 633 4103810126338 127 1 400 x 140 x 75 1,350 - -
12 633 125 4103810126338 127 1 400 x 140 x 75 1,350 - -
12 633 950 4103810126338 127 1 400 x 140 x 75 1,350 - -
12 634 4103810126345 128 1 400 x 140 x 75 1,350 - -
12 634 125 4103810126345 128 1 400 x 140 x 75 1,350 - -
12 634 950 4103810421327 128 1 400 x 140 x 75 1,350 - -
12 635 - 159 - - - Ø 10 x 150 0,032
12 635 810 - 159 - - - Ø 15 x 180 0,063
12 635 814 - 159 - - - Ø 12 x 155 0,036
12 635 816 - 160 - - - Ø 12 x 166 0,037
12 636 4103810126369 109 1 400 x 140 x 75 1,340 - -
12 636 100 4103810129803 109 1 400 x 140 x 75 1,400 - -
12 636 101 4103810129810 110 1 400 x 140 x 75 1,450 - -
12 636 102 4103810129827 110 1 400 x 140 x 75 1,400 - -
12 636 103 4103810129834 111 1 400 x 140 x 75 1,450 - -
12 636 125 4103810126369 101 1 400 x 140 x 75 1,340 - -
12 637 4103810126376 107 1 400 x 140 x 75 1,340 - -
12 637 101 4103810423239 107 1 400 x 140 x 75 1,430 - -
12 637 125 4103810126376 107 1 400 x 140 x 75 1,340 - -
12 638 4103810126383 125 10 400 x 360 x 145 12,600 380 x 125 x 70 1,200
12 638 125 4103810427091 125 10 400 x 360 x 145 12,600 380 x 125 x 70 1,200
12 638 776 4103810423215 135 1 400 x 140 x 75 1,350 - -
12 638 778 4103810423222 121 1 400 x 140 x 75 1,600 - -
12 638 780 4103810429408 117 1 400 x 140 x 75 1,450
12 638 782 4103810429873 131 10 400 x 140 x 75 1,340
12 638 790 4103810429583 117 1 400 x 140 x 75 1,450
12 638 792 4103810429590 133 1 400 x 140 x 75 1,340 - -
12 638 793 4103810429385 121 1 400 x 140 x 75 1,600 - -
12 638 794 4103810429514 121 1 400 x 140 x 75 1,640 - -
12 638 796 4103810429392 135 1 400 x 140 x 75 1,350 - -
12 638 797 4103810423260 135 1 400 x 140 x 75 1,400 - -
12 638 799 4103810423420 121 1 400 x 140 x 75 1,640 - -
12 642 - 158 100 160 x 100 x 65 3,700 Ø 15 x 36 0,038
12 643 - 156 100 160 x 100 x 65 3,160 Ø 15 x 36 0,030
12 655 - 161 - - - Ø 15 x 300
12 655 809 - 163 - - - Ø 15 x 330 0,100
12 655 810 - 163 - - - Ø 15 x 330 0,100
12 655 818 - 163 - - - 325 x 20 x 23 0,110
12 655 819 - 164 - - - 325 x 30 x 35 0,230
12 656 - 160 - - - Ø 11 x 300 0,033
12 656 809 - 162 - - - Ø 15 x 330 0,064
12 656 810 - 162 - - - Ø 15 x 330 0,064
12 665 - 161 - - - Ø 15 x 500
12 665 809 - 164 - - - Ø 15 x 530 0,150
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12 665 810 - 165 - - - Ø 15 x 530 0,150
12 665 818 - 165 - - - 520 x 20 x 23 0,130
12 665 819 - 165 - - - 520 x 20 x 35 0,240
12 666 - 161 - - - Ø 11 x 500 0,042
12 666 810 - 162 - - - Ø 11 x 530 0,073
12 669 - 171 - - - Ø 13 x 27 0,017
12 670 - 171 - - - Ø 11 x 20 0,006
12 672 - 171 - - - Ø 11 x 20 0,007
12 675 4103810126758 113 1 400 x 140 x 75 1,640 - -
12 675 125 4103810429330 115 1 400 x 140 x 75 1,640 - -
12 676 4103810126765 105 1 400 x 170 x 75 1,670 - -
12 676 040 4103810427749 105 1 400 x 170 x 75 18,000 - -
12 676 302 4103810429309 105 1 400 x 170 x 75 1,750 - -
12 678 4103810126789 105 1 530 x 170 x 75 2,050 - -
12 679 4103810126796 114 1 400 x 140 x 75 1,680 - -
12 684 780 4103810423314 117 1 400 x 140 x 75 1,100 - -
12 684 782 4103810423321 131 10 400 x 140 x 75 1,156 - -
12 684 790 4103810429606 117 1 400 x 140 x 75 1,400 - -
12 684 792 4103810429613 133 1 400 x 140 x 75 1,156 - -
12 685 780 - 118 1 510 x 125 x 70 1,840 - -
12 685 782 4103810423338- 131 1 -510 x 125 x 70 1,500 - -
12 685 783 - 118 1 510 x 125 x 70 1,940 - -
12 685 790 4103810429620 118 1 510 x 125 x 70 1,840 - -
12 685 792 4103810429637 133 1 510 x 125 x 70 1,500 - -
12 686 780 - 119 1 600 x 125 x 70 2,100 - -
12 686 782 41038104223352 131 1 600 x 125 x 70 1,650 - -
12 686 790 119 1 600 x 125 x 70 2,100 - -
12 686 792 4103810429651 133 1 600 x 125 x 70 1,650 - -
12 688 - 143 1 540 x 125 x 70 1,200 - -
12 695 4103810126956 113 1 400 x 140 x 75 1,600 - -
12 698 4103810126987 114 1 400 x 140 x 75 1,730 - -
12 698 125 4103810429880 115 1 400 x 140 x 75 1,730 - -
12 699 - 171 - - - 66 x 40 x 50 0,114
12 726 - 156 100 160 x 100 x 65 3,160 Ø 13 x 42 0,025
12 731 - 157 100 160 x 100 x 65 3,160 Ø 15 x 36 0,030
12 733 804 4103810427206 127 1 400 x 140 x 75 1,350 - -
12 734 804 4103810427213 129 1 400 x 140 x 75 1,350 - -
12 735 - 159 - - - Ø 10 x 150 0,032
12 735 810 - 159 - - - Ø 15 x 180 0,063
12 735 814 - 160 - - - Ø 12 x 155 0,036
12 735 816 - 160 - - - Ø 12 x 155 0,037
12 736 128 4103810126369 111 1 400 x 140 x 75 1,550 - -
12 743 - 156 100 160 x 100 x 65 3,160 Ø 15 x 36 0,030
12 751 - 161 - - - Ø 15 x 230 0,060
12 751 123 - 161 - - - Ø 15 x 230 0,060
12 752 4103810127526 167 10 400 x 140 x 75 0,800 380 x 50 x 16 0,070
12 753 - 160 - - - Ø 11 x 230 0,023
12 753 123 - 160 - - - Ø 11 x 230 0,023
12 755 - 161 - - - Ø 15 x 300 -
12 755 809 - 163 - - - Ø 15 x 330 0,100
12 755 810 - 163 - - - Ø 15 x 330 0,100
12 755 818 - 163 - - - 325 x 20 x 23 0,110
12 755 819 - 164 - - - 335 x 30 x 35 0,240
12 756 - 160 - - - Ø 11 x 300 0,033
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12 756 810 - 162 - - - Ø 15 x 330 0,064
12 757 4103810127571 167 10 400 x 140 x 75 0,520 380 x 50 x 9 0,040
12 758 4103810127588 168 10 400 x 140 x 75 0,800 380 x 50 x 9 0,070
12 759 4103810127595 167 10 580 x 85 x 100 0,610 570 x 50 x 9 0,050
12 760 4103810127601 168 10 400 x 140 x 75 1,200 380 x 50 x 16 0,105
12 761 4103810127618 168 10 580 x 85 x 100 1,080 570 x 50 x 16 0,090
12 765 - 161 - - - Ø 15 x 500 0,082
12 765 601 - 215 - - - Ø 15 x 1500 0,166
12 765 809 - 164 - - - Ø 15 x 530 0,150
12 765 810 - 165 - - - Ø 15 x 530 0,150
12 765 818 - 165 - - - 520 x 20 x 23 0,130
12 765 819 - 166 - - - 530 x 20 x 35 0,250
12 766 - 161 - - - Ø 11 x 500 0,042
12 766 810 - 162 - - - Ø 11 x 530 0,073
12 824 4103810128240 97 1 530 x 170 x 75 1,600 - -
12 824 125 4103810429040 97 1 530 x 120 x 75 1,600 - -
12 826 4103810128264 97 1 530 x 120 x 75 1,800 - -
12 826 125 4103810429057 97 1 530 x 120 x 75 1,800 - -
12 852 4103810128523 167 10 400 x 140 x 75 0,480 380 x 50 x 9 0,036
12 855 4103810128554 167 10 400 x 140 x 75 0,840 380 x 50 x 16 0,075
12 857 4103810128578 167 10 400 x 140 x 75 0,520 380 x 50 x 9 0,040
12 858 4103810128585 168 10 400 x 140 x 75 0,800 380 x 50 x 9 0,070
12 859 4103810128592 167 10 580 x 85 x 100 0,610 570 x 50 x 9 0,050
12 860 4103810128608 169 10 400 x 140 x 75 1,200 380 x 50 x 16 0,105
12 861 4103810128615 168 10 580 x 85 x 100 1,080 570 x 50 x 16 0,090
12 875 4103810128752 168 10 400 x 140 x 75 0,840 380 x 50 x 16 0,075
12 902 4103810129025 184 1 365 x 80 x 80 0,750 - -
12 907 4103810129070 184 1 365 x 80 x 80 0,900 - -
12 908 4103810129087 184 1 590 x 90 x 100 1,205 - -
12 910 4103810129100 184 1 365 x 80 x 80 0,900 - -
12 910 952 4103810423468 184 1 365 x 80 x 80 0,964 - -
12 931 4103810129315 183 1 590 x 90 x 100 1,221 - -
12 932 4103810129322 183 1 590 x 90 x 100 1,470 - -
12 935 4103810129353 185 1 Ø 65 x 340 0,630 - -
12 936 4103810129360 185 1 Ø 97 x 460 0,965 - -
12 937 4103810129377 185 1 330 x 90 x 95 0,650 - -
12 938 4103810129384 185 1 530 x 90 x 100 0,885 - -
12 940 4103810129407 186 1 390 x 105 x 65 0,725 - -
12 942 - 186 - - - Ø 10 x 220 0,046
12 944 - 186 - - - Ø 13 x 270 0,119
12 951 - 187 - - - Ø 10 x 350 0,036
12 954 - 187 - - - Ø 13 x 470 0,054
12 955 4103810129551 187 1 90 x 70 x 40 0,092 Ø 55 x 23 0,090
13 005 4103810130052 246 1 820 x 155 x 115 2,100 - -
13 009 4103810130090 246 1 625 x 100 x 75 0,800 - -
13 009 950 4103810420573 247 1 760 x 135 x 90 0,580 - -
13 009 954 4103810429156 246 1 625 x 100 x 75 0,800 - -
13 009 956 4103810429163 246 1 625 x 100 x 75 0,800 - -
13 010 4103810130106 247 1 1100 x 85 x 85 1,600 - -
13 012 4103810130120 248 1 800 x 90 x 90 1,900 - -
13 012 952 4103810459170 248 1 800 x 90 x 90 2,600 - -
13 012 954 4103810421020 248 1 800 x 90 x 90 1,800 - -
13 015 4103810130151 249 1 1100 x 85 x 85 1,800 - -
13 016 4103810130168 249 1 1100 x 85 x 85 2,200 - -
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13 017 4103810130175 249 1 1100 x 85 x 85 2,100 - -
13 020 4103810130205 250 1 590 x 100 x 90 1,100 - -
13 028 4103810130281 250 1 590 x 100 x 90 1,150 - -
13 030 4103810130304 250 1 590 x 100 x 90 1,400 - -
13 040 4103810130403 251 1 820 x 155 x 115 2,700 - -
13 041 4103810130410 251 1 820 x 155 x 115 3,100 - -
13 042 4103810130427 251 1 820 x 155 x 115 2,800 - -
13 049 4103810130496 252 1 820 x 155 x 115 3,400 - -
13 053 256 340 x 160 x 155 2,500 - -
13 054 256 340 x 160 x 155 2,500 - -
13 055 4103810130557 257 5 1100 x 170 x 170 26,700 980 x 200 x 130 5,200
13 056 4103810130564 257 1 980 x 380 x 240 6,600 - -
13 070 - 270 1 - - 500 x 400 x 30 0,700
13 075 4103810130755 271 1 390 x 360 x 150 1,600 - -
13 080 - 269 - - - Ø 66 x 36 0,160
13 083 - 269 - - - 70 x 70 x 44 0,060
13 088 - 272 1 - - 80 x 35 x 60 0,020
13 088 950 - 272 1 - - 80 x 60 x 60 0,050
13 089 - 271 - - - 200 x 50 x 30 0,070
13 090 - 272 1 - - 70 x 38 x 80 0,200
13 091 - 270 - - - Ø 30 x 480 1,020
13 092 - 270 - - - Ø 23 x 550 1,010
13 096 - 271 - - - 260 x 120 x 25 0,230
13 099 - 271 - - - 55 x 40 x 20 0,140
13 253 - 259 1 - - 310 x 150 x 170 5,000
13 253 950 - 260 1 - - 1600 x 150 x 170 8,000
13 256 - 259 1 - - 310 x 190 x 190 6,000
13 256 950 - 260 1 - - 1600 x 190 x 190 10,000
13 259 - 259 1 - - 380 x 200 x 200 8,000
13 259 950 - 260 1 - - 1600 x 200 x 200 12,500
13 262 - 259 1 - - 380 x 240 x 240 11,200
13 262 950 - 260 1 - - 1700 x 240 x 240 12,500
13 268 - 259 1 - - 600 x 300 x 300 15,500
13 268 950 - 261 1 - - 1700 x 300 x 300 22,500
15 000 - 220 100 90 x 70 x 40 0,284 Ø 7 x 15 0,003
15 003 - 223 100 90 x 70 x 40 0,400 Ø 9 x 15 0,004
15 004 - 223 100 90 x 70 x 40 0,500 Ø 10 x 15 0,005
15 005 - 223 100 90 x 70 x 40 0,575 Ø 12 x 15 0,007
15 007 - 220 100 90 x 70 x 40 0,315 Ø 7 x 15 0,003
15 007 001 - 220 100 90 x 70 x 40 0,410 Ø 7 x 29 0,004
15 009 - 220 100 90 x 70 x 40 0,410 Ø 9 x 15 0,004
15 010 - 220 100 90 x 70 x 40 0,405 Ø 9 x 15 0,004
15 013 - 220 100 90 x 70 x 40 0,610 Ø 11 x 15 0,006
15 014 - 220 100 90 x 70 x 40 0,610 Ø 11 x 15 0,006
15 015 - 220 100 90 x 70 x 40 0,610 Ø 11 x 15 0,006
15 017 004 - 220 100 90 x 70 x 85 1,130 Ø 14 x 18 0,011
15 018 098 - 220 100 90 x 70 x 85 1,130 Ø 14 x 18 0,011
15 021 003 - 220 100 90 x 70 x 85 1,130 Ø 14 x 18 0,011
15 025 - 221 100 90 x 70 x 40 0,315 Ø 7 x 15 0,003
15 026 - 221 100 90 x 70 x 40 0,610 Ø 11 x 15 0,006
15 026 007 - 221 100 90 x 70 x 40 0,610 Ø 11 x 15 0,006
15 027 005 - 221 100 90 x 70 x 85 1,015 Ø 14 x 18 0,010
15 037 - 221 100 90 x 70 x 40 0,610 Ø 11 x 15 0,006
15 038 - 221 100 90 x 70 x 85 1,015 Ø 14 x 15 0,010
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15 039 004 - 221 100 160 x 100 x 65 1,920 Ø 17 x 19 0,019
15 062 - 221 100 90 x 70 x 40 0,315 Ø 7 x 15 0,003
15 067 - 221 100 90 x 70 x 40 0,610 Ø 11 x 15 0,006
15 069 - 221 100 90 x 70 x 40 0,610 Ø 9 x 15 0,006
15 071 - 222 100 90 x 70 x 40 0,315 Ø 7 x 15 0,003
15 072 - 222 100 90 x 70 x 40 0,410 Ø 9 x 15 0,004
15 073 - 222 100 90 x 70 x 40 0,610 Ø 11 x 15 0,006
15 100 - 225 100 90 x 70 x 85 0,950 20 x 15 x 9 0,010
15 100 140 - 223 100 90 x 70 x 40 0,650 23 x 17 x 9 0,007
15 103 - 227 100 90 x 70 x 40 0,680 20 x 15 x 9 0,007
15 104 - 227 100 90 x 70 x 85 0,980 20 x 15 x 9 0,010
15 105 - 227 100 90 x 70 x 85 1,150 20 x 15 x 9 0,012
15 107 - 225 100 90 x 70 x 40 0,950 20 x 15 x 9 0,010
15 107 140 - 223 100 90 x 70 x 40 0,650 23 x 17 x 9 0,007
15 109 - 225 100 90 x 70 x 40 0,950 20 x 15 x 9 0,010
15 109 140 - 223 100 90 x 70 x 40 0,820 25 x 17 x 9 0,009
15 110 - 225 100 90 x 70 x 85 0,950 20 x 15 x 9 0,010
15 110 140 - 224 100 90 x 70 x 40 0,820 23 x 17 x 9 0,008
15 113 - 226 100 90 x 70 x 85 0,950 20 x 15 x 11 0,012
15 113 140 - 224 100 90 x 70 x 85 1,260 25 x 17 x 11 0,012
15 115 - 226 100 90 x 70 x 85 1,150 20 x 15 x 11 0,012
15 115 140 - 224 100 90 x 70 x 85 1,260 25 x 17 x 11 0,012
15 117 004 - 224 100 160 x 100 x 65 1,900 29 x 20 x 14 0,019
15 118 - 224 100 160 x 100 x 65 1,900 29 x 20 x 14 0,019
15 137 - 226 100 90 x 70 x 85 1,250 20 x 15 x 11 0,013
15 137 140 - 224 100 90 x 70 x 85 1,260 25 x 17 x 11 0,012
15 138 - 224 50 90 x 70 x 40 0,810 25 x 20 x 14 0,016
15 139 004 - 224 100 160 x 100 x 65 2,800 25 x 23 x 17 0,028
15 162 - 226 100 90 x 70 x 40 0,750 20 x 15 x 9 0,008
15 162 140 - 225 100 90 x 70 x 40 0,680 23 x 17 x 9 0,007
15 171 003 - 225 100 90 x 70 x 40 0,680 20 x 15 x 9 0,007
15 172 - 225 100 90 x 70 x 85 0,980 18 x 19 x 9 0,010
15 173 - 225 100 90 x 70 x 85 0,950 20 x 15 x 11 0,010
15 200 - 228 50 90 x 70 x 40 0,480 18 x 18 x 9 0,010
15 200 140 - 227 50 90 x 70 x 40 0,680 19 x 17 x 9 0,007
15 204 - 230 50 90 x 70 x 40 0,480 18 x 19 x 9 0,010
15 207 - 228 100 90 x 70 x 85 0,960 18 x 18 x 9 0,010
15 207 140 - 227 100 90 x 70 x 40 0,680 19 x 17 x 9 0,007
15 209 - 229 100 90 x 70 x 85 1,120 18 x 18 x 9 0,012
15 209 140 - 227 100 90 x 70 x 40 0,680 19 x 17 x 9 0,007
15 210 - 229 100 90 x 70 x 85 1,120 18 x 18 x 9 0,012
15 210 140 - 227 100 90 x 70 x 40 0,680 19 x 17 x 9 0,007
15 213 - 229 100 90 x 70 x 85 1,450 18 x 21 x 11 0,015
15 213 140 - 227 100 90 x 70 x 85 1,250 20 x 19 x 11 0,013
15 215 - 229 100 90 x 70 x 85 1,450 18 x 21 x 11 0,015
15 215 140 - 227 100 160 x 100 x 65 1,900 20 x 19 x 11 0,019
15 217 - 227 100 160 x 100 x 65 1,850 24 x 21 x 14 0,019
15 218 - 228 100 160 x 100 x 65 2,150 20 x 16 x 14 0,022
15 237 - 229 100 90 x 70 x 85 1,450 18 x 21 x 11 0,015
15 237 140 - 228 100 90 x 70 x 85 1,150 20 x 19 x 11 0,012
15 238 - 228 50 90 x 70 x 85 1,100 21 x 24 x 14 0,022
15 262 - 229 100 90 x 70 x 85 0,960 18 x 21 x 9 0,010
15 262 140 - 228 100 90 x 70 x 40 0,680 19 x 17 x 9 0,007
15 307 - 230 100 90 x 70 x 40 0,280 Ø 7 x 14 0,003
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15 309 - 230 100 90 x 70 x 40 0,450 Ø 9 x 14 0,005
15 310 - 230 100 90 x 70 x 40 0,450 Ø 9 x 14 0,005
15 313 - 231 100 90 x 70 x 40 0,450 Ø 11 x 14 0,005
15 603 - 232 100 90 x 70 x 40 0,180 Ø 8 x 8 0,002
15 604 - 232 100 90 x 70 x 40 0,250 Ø 10 x 9 0,003
15 607 - 231 100 90 x 70 x 40 0,180 Ø 7 x 9 0,002
15 609 - 231 100 90 x 70 x 40 0,320 Ø 9 x 9 0,003
15 610 - 231 100 90 x 70 x 40 0,250 Ø 9 x 9 0,003
15 613 - 231 100 90 x 70 x 40 0,450 Ø 11 x 9 0,005
15 615 - 231 100 90 x 70 x 40 0,450 Ø 11 x 9 0,005
15 637 - 231 100 90 x 70 x 40 0,450 Ø 10 x10 0,005
15 638 - 231 100 90 x 70 x 40 1,150 Ø 14 x 11 0,010
15 907 - 222 100 90 x 70 x 40 0,280 Ø 7 x 15 0,003
15 909 - 222 100 90 x 70 x 40 0,500 Ø 9 x 15 0,005
15 913 - 222 100 90 x 70 x 40 0,620 Ø 11 x 15 0,006
15 926 - 222 100 90 x 70 x 40 0,620 Ø 11 x 15 0,006
15 937 - 222 100 90 x 70 x 40 0,620 Ø 11 x 15 0,006
15 938 - 222 100 90 x 70 x 85 1,000 Ø 14 x 15 0,010
15 940 - 226 - - - 20 x 15 x 9 0,010
15 941 - 226 - - - 20 x 15 x 9 0,010
15 943 - 226 - - - 20 x 15 x 11 0,012
15 947 - 226 - - - 20 x 15 x 11 0,013
15 949 - 226 - - - 20 x 15 x 9 0,008
15 967 - 229 - - - 18 x 18 x 9 0,010
15 968 - 229 - - - 18 x 18 x 9 0,012
15 973 - 229 - - - 18 x 21 x 11 0,015
15 976 - 230 - - - 18 x 21 x 11 0,015
15 977 - 230 - - - 18 x 21 x 9 0,010
16 003 4103810160035 237 25 95 x 60 x 5 0,069 Ø 9 x 15 0,004
16 004 4103810160042 237 25 95 x 60 x 7 0,104 Ø 10 x 15 0,005
16 007 4103810160073 237 25 135 x 80 x 5 0,070 Ø 7 x 15 0,003
16 009 4103810160097 237 25 140 x 80 x 8 0,102 Ø 9 x 15 0,004
16 010 4103810160103 237 25 140 x 80 x 8 0,097 Ø 9 x 15 0,004
16 013 4103810160134 238 25 135 x 80 x 12 0,137 Ø 11 x 15 0,006
16 015 4103810160158 238 25 140 x 80 x 10 0,131 Ø 11 x 15 0,006
16 037 4103810160370 238 25 140 x 80 x 8 0,133 Ø 11 x 15 0,006
16 038 4103810160387 238 25 140 x 80 x 13 0,224 Ø 14 x 15 0,010
16 062 4103810160622 238 25 135 x 80 x 5 0,070 Ø 7 x 15 0,003
16 090 4103810160905 234 1 215 x 135 x 40 1,038 - -
16 092 4103810160929 235 1 175 x 120 x 35 0,560 - -
16 099 4103810160998 236 1 300 x 245 x 55 2,950 - -
16 100 - 237 1 - - 68 x 45 x 15 0,043
16 102 - 237 1 - - 85 x 51 x 18 0,072
16 103 4103810161032 238 25 95 x 60 x 15 0,181 20 x 15 x 9 0,007
16 104 4103810161049 238 25 140 x 80 x 8 0,165 20 x 15 x 9 0,010
16 107 4103810161070 238 25 140 x 80 x 8 0,165 20 x 15 x 9 0,010
16 109 4103810161094 239 25 95 x 60 x 15 0,186 20 x 15 x 9 0,010
16 110 4103810161100 239 25 95 x 60 x 12 0,186 20 x 15 x 9 0,010
16 113 4103810161131 239 25 100 x 60 x 20 0,280 20 x 15 x 11 0,012
16 115 4103810161155 239 25 85 x 60 x 20 0,277 20 x 15 x 11 0,012
16 137 4103810161377 239 25 135 x 80 x 15 0,275 20 x 15 x 11 0,013
16 138 4103810161384 239 25 125 x 65 x 30 0,425 25 x 20 x 14 0,016
16 203 4103810162039 239 25 95 x 60 x 20 0,235 18 x 19 x 9 0,010
16 204 4103810162046 239 25 140 x 80 x 12 0,228 18 x 19 x 9 0,010
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16 207 4103810162077 240 25 140 x 80 x 12 0,228 18 x 18 x 9 0,010
16 209 4103810162091 240 25 95 x 60 x 20 0,240 18 x 18 x 9 0,012
16 211 4103810162114 240 25 100 x 60 x 20 0,240 18 x 18 x 9 0,012
16 213 4103810162138 240 25 140 x 80 x 20 0,351 18 x 21 x 11 0,015
16 215 4103810162152 240 25 140 x 80 x 20 0,351 18 x 21 x 11 0,015
16 237 4103810162374 240 25 140 x 80 x 20 0,348 18 x 21 x 11 0,015
16 238 4103810162381 240 25 140 x 80 x 20 0,348 21 x 24 x 14 0,022
16 400 4103810164002 241 10 160 x 100 x 65 0,350 135 x 70 x 7 0,031
16 402 4103810164026 241 10 160 x 100 x 65 0,510 135 x 70 x 10 0,043
16 403 4103810164033 241 10 160 x 100 x 65 0,450 135 x 70 x 10 0,042
16 404 4103810164040 241 10 160 x 100 x 65 0,450 135 x 70 x 10 0,042
16 405 4103810164057 242 10 160 x 100 x 65 0,590 135 x 70 x 12 0,057
16 409 4103810164095 242 10 160 x 100 x 65 0,590 135 x 70 x 12 0,057
16 430 4103810164309 242 10 160 x 100 x 65 0,370 135 x 70 x 10 0,035
16 432 4103810164323 242 10 160 x 100 x 65 0,390 135 x 70 x 10 0,037
16 433 4103810164330 242 10 160 x 100 x 65 0,390 135 x 70 x 10 0,037
16 434 4103810164347 242 10 160 x 100 x 65 0,620 135 x 70 x 12 0,060
16 435 4103810164354 242 10 160 x 100 x 65 0,620 135 x 70 x 12 0,060
16 439 4103810164392 242 10 160 x 100 x 65 0,620 135 x 70 x 12 0,060
16 460 4103810164606 243 10 160 x 100 x 65 0,370 135 x 70 x 10 0,035
16 462 4103810164620 243 10 160 x 100 x 65 0,370 135 x 70 x 10 0,037
16 463 4103810164637 243 10 160 x 100 x 65 0,370 135 x 70 x 10 0,037
16 464 4103810164644 243 10 160 x 100 x 65 0,620 135 x 70 x 12 0,060
16 465 4103810164651 243 10 160 x 100 x 65 0,620 135 x 70 x 12 0,060
16 469 4103810164699 243 10 160 x 100 x 65 0,620 135 x 70 x 12 0,060
16 809 4103810168093 241 25 140 x 80 x 20 0,224 Ø 17 x 18 0,016
16 813 4103810168130 241 25 140 x 80 x 20 0,224 Ø 17 x 18 0,016
16 837 4103810168376 241 25 140 x 80 x 20 0,224 Ø 17 x 18 0,016
17 000 - 215 - - - 800 x 35 x 35 0,160
17 003 - 194 - - - Ø 20 x 1500 0,370
17 003 001 - 194 - - - Ø 20 x 2000 0,490
17 003 002 - 194 - - - Ø 20 x 3000 0,735
17 004 - 215 - - - 200 x 350 x 1000 3,940
17 008         - 215 - - - 550 x 500 x 1000 9,300
17 008 950 - 266 - - - 570 x 530 x 200 7,800
17 009 - 266 - - - 870 x 610 x 1000 35,000
17 009 390   - 267 - - - 700 x 800 x 1113 15,100
17 012 - 211 1 670 x 420 x 100 4,800 - -
17 012 950 - 211 1 670 x 420 x 100 5,250 - -
17 012 952 - 211 1 670 x 420 x 100 5,355 - -
17 014 - 212 1 800 x 420 x 100 6,300 - -
17 014 950   - 212 1 800 x 420 x 100 6,400 - -
17 014 954 - 213 1 800 x 480 x 105 6,291 - -
17 015 - 209 1 1100 x 85 x 85 - - -
17 016 - 255 1 600 x 100 x 90 2,000 - -
17 018 - 255 1 670 x 420 x 100 4,300 - -
17 018 010 - 255 1 670 x 420 x 100 4,400 - -
17 019 - 258 1 675 x 420 x 100 3,200 - -
17 019 950 - 258 1 675 x 420 x 100 3,100 - -
17 020 4103810170201 172 1 320 x 130 x 57 1,300 - -
17 020 125 4103810429118 173 1 320 x 130 x 57 1,300 - -
17 021 - 215 - - - 560 x 515 x 175 6,200
17 023 4103810170232 174 1 375 x 320 x 65 2,950 - -
17 023 125 4103810429125 175 1 375 x 320 x 65 2,950 - -
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17 024 - 253 1 800 x 480 x 100 3,600 - -
17 024 950 - 254 1 800 x 480 x 300 10,100 - -
17 026 - 252 1 820 x 155 x 115 2,100 - -
17 028 - 253 1 820 x 480 x 300 8,600 - -
17 034 - 210 1 670 x 420 x 100 4,300 - -
17 036 - 210 1 670 x 420 x 100 4,400 - -
17 037 - 212 1 670 x 420 x 100 4,900 - -
17 038 - 213 1 800 x 420 x 100 7,300 - -
17 044 - 214 - - - Ø 19 x 38,4 0,039
17 044 950 4103810426599 214 1 45 x 40 x 20 0,086
17 045 - 215 - - - 215 x 80 x 22 0,120
17 095 - 267 - 380 x 125 x 70 2,700 - -
17 171 - 217 - - - Ø 280 x 55 0,850
17 172 - 217 - - - Ø 310 x 55 1,250
17 176 - 217 - - - Ø 365 x 65 1,380
17 184 - 217 - - - Ø 430 x 88 1,430
17 191 - 267 1 360 x 210 x 55 0,537 - -
17 194 - 217 - - - Ø 415 x 80 1,370
17 195 - 216 - - - Ø 220 x 30 0,650
17 196 - 267 - - - 340 x 210 x 55 0,560
17 197 - 217 - - - 250 x 210 x 55 0,550
17 198 - 217 - - - Ø 480 x 80 1,663
17 199 - 217 - - - 350 x 300 x 55 0,600
17 230 - 216 - - - Ø 245 x 30 0,800
17 265 - 216 - - - Ø 275 x 30 1,070
17 275 - 216 - - - Ø 295 x 30 1,080
17 285 - 216 - - - Ø 290 x 30 1,340
17 300 - 216 - - - Ø 315 x 30 1,270
17 320 - 216 - - - Ø 340 x 30 1,640
17 325 - 216 - - - Ø 365 x 30 1,360
17 350 - 216 - - - Ø 360 x 30 1,820
17 380 - 216 - - - Ø 390 x 30 2,000
17 400 - 216 - - - Ø 410 x 30 2,030
17 505 - 204 1 470 x 255 x 240 4,358 - -
17 505 390 - 204 1 470 x 255 x 240 3,851 - -
17 600 4103810176005 195 1 280 x 140 x 44 0,617 - -
17 601 - 194 - - - Ø 26 x 60 0,092
17 605 - 192 1 670 x 420 x 100 4,100 - -
17 610 - 192 1 670 x 420 x 100 4,900 - -
17 615 - 193 1 670 x 420 x 100 5,300 - -
17 617 - 193 1 670 x 420 x 100 5,500 - -
17 618 - 193 1 670 x 420 x 100 5,230 - -
17 620 - 193 1 670 x 420 x 100 5,500 - -
17 625 - 193 1 800 x 480 x 100 6,700 - -
17 632 - 193 1 800 x 480 x 100 6,800 - -
17 660 - 194 1 800 x 480 x 100 7,800 - -
17 693 - 196 1 670 x 420 x 100 5,400 - -
17 693 698 - 197 1 670 x 420 x 100 4,900 - -
17 694 196 1 670 x 420 x 100 5,800 - -
17 694 950 - 197 1 670 x 420 x 100 5,800 - -
17 781 - 201 2 500 x 190 x 560 10,300 480 x 160 x 600 4,800
17 783 - 201 2 530 x 230 x 560 11,200 480 x 200 x 600 5,200
17 785 - 201 2 570 x 250 x 560 15,300 500 x 260 x 600 6,900
17 786 - 202 2 500 x 190 x 560 10,300 480 x 160 x 600 4,800
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17 788 - 202 2 530 x 230 x 560 12,100 480 x 200 x 600 5,500
17 790 - 198 2 600 x 500 x 270 15,500 500 x 260 x 600 7,100
17 791 - 202 2 570 x 250 x 560 14,200 500 x 260 x 600 6,500
17 792 - 199 2 600 x 500 x 270 15,000 500 x 260 x 600 7,100
17 793 - 203 1 380 x 360 x 700 11,900 - -
17 794 - 200 1 900 x 400 x 400 11,200 - -
17 796 - 200 1 850 x 400 x 400 9,800 - -
17 805 - 205 1 670 x 420 x 100 3,800 - -
17 810 - 206 1 670 x 420 x 100 3,900 - -
17 815 - 206 1 670 x 420 x 100 4,300 - -
17 815 653 - 207 1 670 x 420 x 100 5,600 - -
17 817 - 206 1 670 x 420 x 100 4,500 - -
17 818 - 206 1 670 x 420 x 100 4,774 - -
17 820 - 206 1 670 x 420 x 100 4,800 - -
17 825 - 207 1 670 x 420 x 100 5,400 - -
17 825 950 - 208 1 670 x 420 x 100 5,200 - -
17 850 - 207 1 670 x 420 x 100 6,500 - -
18 016 - 170 - - - Ø 17 x 24 0,023
18 017 - 170 - - - Ø 17 x 24 0,022
18 066 4103810180668 101 1 530 x 170 x 75 2,450 - -
18 066 125 4103810429064 101 1 530 x 170 x 75 2,450 - -
18 069 - 151 1 90 x 165 x 215 0,640 - -
18 070 - 150 1 580 x 365 x 105 6,332 - -
18 071 4103810180712 145 1 380 x 190 x 70 1,850 - -
18 072 4103810180729 145 1 400 x 170 x 75 2,100 - -
18 073 4103810180736 149 1 400 x 170 x 75 2,100 - -
18 073 125 4103810424892 149 1 400 x 170 x 75 2,100 - -
18 074 4103810180743 147 1 400x 170 x 75 2,550 - -
18 077 4103810180774 149 1 400 x 170 x 75 2,200 - -
18 080 - 170 - - - Ø 13 x 33 0,021
18 080 950 - 170 - - - Ø 13 x 65 0,044
18 085 - 288 - - - Ø 18 x 35 0,033
19 519 - 269 - - - Ø 85 x 45 0,171
19 526 - 269 - - - 80 x 66 x 37 0,162
19 527 - 269 - - - 80 x 66 x 37 0,150
19 528 - 269 - - - 80 x 66 x 37 0,173
19 529 - 269 - - - 105 x 85 x 45 0,260
21 030 4007228825008 64 4 420 x 320 x 480 3,800 310 x 140 x 320 0,820
21 050 - 63 6 750 x 230 x 280 10,800 220 x 125 x 280 1,700
21 055 - 63 4 670 x 290 x 400 15,000 280 x 125 x 400 2,900
21 060 950 - 63 4 670 x 360 x 480 18,300 360 x 160 x 480 4,400
21 070 4103810210709 63 - 120 x 65 x 290 0,450 120 x 65 x 290 0,450
21 080 4103810210808 63 1 70 x 60 x 300 0,260 70 x 60 x 300 0,260
21 088 4103810210884 67 1 65 x 46 x 69 65 x 46 x 69 0,022
21 089 4103810210891 67 1 250 x 67 250 x 67 0,094
21 090 - 67 - - - 650 x 200 x 320 0,600
21 131 4103810211317 64 - 331 x 185 x 237 0,621
21 133 4103810211331 64 - 329 x 195 x 319 0,831
21 137 4103810211379 64 - 385 x 229 x 410 1,261
21 141 4103810211416 66 - 329 x 152 x 251 0,449
21 143 4103810211430 66 - 329 x 172 x 341 0,595
21 147 4103810211478 66 - 381 x 201 x 433 0,968
21 151 4103810211515 66 - 330 x 150 x 251 0,442
21 153 4103810211539 66 - 330 x 171 x 342 0,581
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21 157 4103810211577 66 - 383 x 203 x 431 1,062
21 163 4103810211638 65 - - - 348 x 174 x 319 0,550
21 163 952 4103810426179 65 - - - 348 x 174 x 319 0,603
21 165 4103810211652 65 - - - 352 x 175 x 418 0,811
21 165 952 4103810426186 65 - - - 352 x 175 x 418 0,864
21 167 4103810211676 65 - - - 416 x 203 x 408 0,935
21 167 952 4103810426193 65 - - - 416 x 203 x 408 0,988
21 169 4103810211690 65 - - - 415 x 248 x 537 1,363
24 110 4103810241109 82 - - - 360 x 360 x 100 0,260
24 115 4103810241154 83 - - - 500 x 300 x 130 1,105
30 027 4103810300271 83 1 360 x 360 x 150 0,660 - -
30 029 4103810300295 83 1 360 x 360 x 100 0,410 - -
33 101 - 276 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 102 - 277 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 103 - 278 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 104 - 279 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 106 - 280 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 109 - 281 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 111 - 282 20 360 x 300 x105 6,700 Ø 70 x 110 0,320
33 114 - 283 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 118 - 284 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 119 - 285 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 121 - 276 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 122 - 277 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 123 - 278 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 124 - 279 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 126 - 280 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 129 - 281 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 131 - 282 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 134 - 283 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 138 - 284 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 139 - 285 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 141 - 276 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 142 - 277 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 143 - 278 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 144 - 279 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 146 - 280 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 149 - 281 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 151 - 282 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 154 - 283 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 158 - 284 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 159 - 285 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 161 - 276 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 162 - 277 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 163 - 278 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 164 - 279 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 166 - 280 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 169 - 281 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 171 - 282 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 174 - 283 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 178 - 284 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
33 179 - 285 20 360 x 300 x 105 6,700 Ø 70 x 110 0,320
55 807 - 233 100 90 x 70 x 85 1,340 Ø 15 x 16 0,013
55 809 - 233 100 90 x 70 x 85 1,340 Ø 15 x 16 0,013
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55 810 - 233 100 90 x 70 x 85 1,340 Ø 15 x 16 0,013
55 813 - 233 50 90 x 70 x 85 0,680 Ø 15 x 16 0,013
55 815 - 233 50 90 x 70 x 85 0,760 Ø 15 x 16 0,015
55 837 - 233 50 90 x 70 x 85 0,760 Ø 15 x 16 0,015
55 838 - 233 50 90 x 70 x 85 0,920 Ø 15 x 16 0,018
57 523 - 234 50 160 x 100 x 65 3,100 Ø 22 x 32 0,062
57 538 - 234 50 160 x 100 x 65 1,750 Ø 22 x 22 0,034
57 539 - 234 50 160 x 100 x 65 1,420 Ø 22 x 22 0,028
57 807 - 232 100 160 x 100 x 65 1,500 Ø 17 x 18 0,016
57 809 - 232 100 160 x 100 x 65 1,500 Ø 17 x 18 0,016
57 810 - 232 100 160 x 100 x 65 1,500 Ø 17 x 18 0,016
57 813 - 232 50 90 x 70 x 85 0,800 Ø 17 x 18 0,016
57 815 - 232 50 90 x 70 x 85 0,800 Ø 17 x 18 0,016
57 817 - 232 50 90 x 70 x 85 0,800 Ø 17 x 18 0,016
57 837 - 233 50 90 x 70 x 85 0,800 Ø 17 x 18 0,016
57 838 - 233 50 90 x 70 x 85 0,910 Ø 17 x 18 0,019
60 137 - 290 - - - Ø 17 x 33 0,016
60 238 - 290 - - - Ø 23 x 43 0,030
60 338 - 290 - - - Ø 31 x 45 0,041
60 438 - 290 - - - Ø 37 x 47 0,055
60 538 - 290 - - - Ø 49 x 53 0,084
60 638 - 291 - - - Ø 57 x 55 0,115
60 739 - 291 - - - Ø 66 x 62 0,170
63 731 - 287 - - - Ø 22 x 16 0,029
63 732 - 287 - - - Ø 17 x 26 0,024
63 735 - 287 - - - Ø 19 x 30 0,040
63 736 - 286 - - - Ø 17 x 20 0,017
63 737 - 286 - - - Ø 17 x 20 0,017
63 738 - 286 - - - Ø 17 x 22 0,018
63 739 - 286 - - - Ø 18 x 18 0,016
63 740 - 286 - - - Ø 17 x 22 0,020
63 741 - 286 - - - Ø 17 x 22 0,022
63 743 - 286 - - - Ø 19 x 22 0,030
63 745 - 286 - - - Ø 17 x 25 0,027
63 747 - 287 - - - Ø 19 x 22 0,035
63 750 - 288 - - - 47 x 21 x 21 0,035
63 763 - 289 - - - Ø 17 x 32 0,032
63 772 - 290 - - - Ø 17 x 22 0,021
63 773 - 289 - - - Ø 14 x 30 0,016
63 789 - 288 - - - Ø 17 x 25 0,021
63 905 - 230 100 160 x 100 x 65 0,095 Ø 13 x 40 0,001
63 906 - 230 100 160 x 100 x 65 0,095 Ø 13 x 9 0,001
63 950 - 287 - - - 40 x 24 x 40 0,090
63 951 - 287 1 110 x 60 x 80 0,380 - -
63 952 - 287 1 110 x 60 x 80 0,390 - -
63 954 - 288 - - - Ø 17 x 31 0,036
63 955 - 288 - - - 55 x 30 x 50 0,046
63 956 - 289 - - - 70 x 23 x 87 0,033
63 957 - 289 - - - 70 x 30 x 70 0,017
63 958 - 289 - - - Ø 14 x 80 0,050
63 959 - 290 - - - Ø 14 x 120 0,075
73 005 4103810730054 84 - - - 255 x 185 x 50 1,270
73 077 4103810730771 84 - - - 220 x 135 x 40 0,325
73 080 4103810730801 84 - - - 220 x 135 x 40 0,380
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73 089 4103810730894 85 - - - 270 x 215 x 40 0,570
75 038 - 292 - - - Ø 19 x 15 0,006
75 039 - 292 - - - Ø 24 x 16 0,008
75 040 - 292 - - - Ø 29 x 16 0,011
75 041 - 292 - - - Ø 34 x 20 0,019
75 042 - 292 - - - Ø 44 x 23 0,035
75 043 - 292 - - - Ø 54 x 33 0,047
75 044 - 292 - - - Ø 59 x 24 0,057
75 045 - 292 - - - Ø 70 x 20 0,088
80 203 - 289 - - - Ø 8 x 1000 0,022
87 055 - 288 - - - 32 x 17 x 32 0,035
87 430 - 289 - - - Ø 18 x 27 0,025
90 923 - 295 - - - DIN A 4 0,011
90 965 - 294 - - - DIN A 4 1,062
90 966 - 294 - - - DIN A 4 0,839
90 990 - 294 - - - DIN A 4 0,105
90 991 - 294 - - - DIN A 4 0,020
90 992 - 294 - - - DIN A 4 0,067
90 993 - 295 - - - DIN A 4 0,006
90 994 - 295 - - - DIN A 4 0,005
90 997 - 295 - - - DIN A 4 0,010
90 999 - 295 - - - DIN A 4 0,059
99 826 450 - 63 - - - 60 x 50 x 5 0,007
99 826 451 - 63 - - - 50 x 55 x 5 0,010
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VERTRIEB
NIEDERLANDE

VERTRETUNG
SCHWEIZ

Hamburg, Schleswig-Holstein:
Gerhard Maaß
Hamelskamp 16B
21465 Reinbek
Tel: 04104 902005
Fax: 04104 902100
gerhard.maass@superkabel.de

Mecklenburg-Vorpommern:
Appelhagen & Kolberg
Handelsvertretungen
Unterbaustraße 5
17087 Altentreptow
Tel: 03961 2125-71
Fax: 03961 2125-72
appelhagen-kolberg@t-online.de

Niedersachsen, Bremen,
nördliches Sachsen-Anhalt:
Karl Fedden
Auf dem Esch 22
28832 Achim
Tel.: 04202 629-50
Fax.: 04202 629-66
fedden-tools@t-online.de

Berlin und Brandenburg:
Wolfgang Kumpf
Thurbrucher Steig 47
13503 Berlin-Heiligensee
Tel.: 030 46125-25
Fax: 030 46125-24
w.kumpf@t-online.de

Thüringen,
südliches Sachsen-Anhalt:
Udo Wendelmuth
Erfurter Straße 61
99195 Schwansee
Tel.: 036204 50409
Fax: 036204 51589
info@wendelmuth.de

Sachsen:
Frank Papperitz
Industrievertretungen
Söbrigener Straße 44
01796 Pirna
Tel: 03501 4607-51
Fax: 03501 4607-52
frank@hvpapperitz.de

Nordrhein-Westfalen
Fa. Hast GmbH
Schallbruch 1
42781 Haan
Tel: 02129 2017
Fax: 02129 2018
hastgmbh@hastgmbh.de

Hessen, Rheinland-Pfalz,
Saarland:
Walter Hermes 
Werksvertretungen KG
Pfingstbornstraße 5
61352 Bad Homburg/ Ober-Eschbach
Tel.: 06172 13889-60
Fax: 06172 13889-69
walter-hermes-kg@t-online.de

Baden-Württemberg:
Frank Hagen
Industrievertretung
Fehrbellinerstraße 25
70499 Stuttgart
Tel.: 0711 13869-77
Fax: 0711 13869-78
pressol@vertretunghagen.de

Nord-Bayern:
Dietz OHG
Neulandstraße 56
90469 Nürnberg
Tel.: 0911 425005/06
Fax: 0911 421206
Dieter Dietz: d.dietz@dietz-ohg.de
Michael Dietz: m.dietz@dietz-ohg.de

Süd-Bayern:
Karl-Ludwig Petersen
Oberer Leitenweg 22
82418 Murnau
Tel.: 08841 90349
Fax: 08841 49723
petersenmurnau@aol.com

PRESSOL TEAM
WERKSTATTBEDARF,
ANLAGENBAU

Bayern
Finkenzeller Werkstattausrüstungs GmbH
Hauptstraße 35
86666 Illdorf
Tel.: 08432 1633
Fax: 08432 8584
info@finkenzellerwa-gmbh.de

Paul Beumer
Molenstaat 21
NL - 6961 Eerbeek
Tel.: +31 313 6500-95
Fax: +31 313 6500-75
paul.beumer@pressol.de

e+h Services AG
Industriestrasse 14
CH - 4658 Daeniken
Tel.: +41 622 886-111
Fax: +41 622 886-106
info@eh-services.ch

ANLAGENBAU 
ÖSTERREICH

ATP Kastner Ges.b.b.H
Trientlgasse 24
A - 6020 Innsbruck
Tel.: +43 51 23312-0
Fax: +43 51 23312-32
office@atp-kastner.at

VERTRETUNGEN DEUTSCHLAND
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BESTELLADRESSE:

PRESSOL Schmiergeräte GmbH
Bartholomäusstraße 26 C • D - 90489 Nürnberg
Tel. +49 911 32441-0 • Fax +49 911 32441-53 
info@pressol.com • www.pressol.com
ILN 41 03810 00000 3 • USt.-IdNr.: DE 133533558 

VERSAND-, ANLIEFER- UND SERVICEADRESSE:

PRESSOL Schmiergeräte GmbH 
Parkstraße 7 • D - 93167 Falkenstein
Tel. +49 9462 17-0 • Fax +49 9462 17-208 
info@pressol.com • www.pressol.com

90965 A428
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Im Rudersport sind Leidenschaft, Teamgeist, Leistungsbereitschaft und Spaß am
Wettbewerb wichtige Eigenschaften für den Erfolg - Eigenschaften, die auch im
Unternehmen für das gemeinsame Erreichen eines Ziels von großer Bedeutung sind.

Uns ist die Nachwuschsförderung wichtig, sowohl innerhalb unseres Unternehmens
als auch außerhalb. Nur so können Kontinuität und Erfolg auch in Zukunft gesichert
werden.

Deshalb unterstützt die PRESSOL Schmiergeräte GmbH die Junioren des Ruderclubs
Bodan e.V. in Überlingen am Bodensee.

powered
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…das nicht irgend jemand 

ein wenig schlechter machen 

und etwas billiger verkaufen könnte, 

und die Menschen 

die sich nur am Preis orientieren 

werden eine gerechte Beute 

solcher Machenschaften.“

John Ruskin (1819-1900)
Englischer Sozialphilosoph

Es gibt kaum etwas 
auf dieser Welt… 

AKTUELLE PRODUKTDATEN FINDEN SIE UNTER 

www.pressol.com



PRESSOL KUNDENINFORMATION
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„…ist eine Sache. 

Zukünftige Kosten und Risiken 

ausschalten, ist eine andere:    

PRESSOL liefert Komponenten 

und Systeme für die Werkstatt, 

die keinen Preis-, Leistungsvergleich 

zu scheuen brauchen. 

PRESSOL liefert Perspektiven, 

die mehr wert sind als Geld.“

Kostendenken und   
Kostensenken…
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1910 ertüftelte Jakob Pressl die erste mittels

Pumpwerk betriebene Ölkanne. Wenig später

wurde dem Erfinder vom österreichisch-unga-

rischen Kaiserhaus das Patent erteilt. Im Jahr

2006 wurden bei PRESSOL 85 Millionen

Einzelteile für 2300 Endprodukte gefertigt.

Basis unseres Qualitätsdenkens ist es, neben

den geäußerten Kundenwünschen, die unaus-

gesprochenen Bedürfnisse unserer Kunden

herauszufinden. Fehlerfreie Produkte sind die

Voraussetzung unseres Handelns. 

Einen Großteil unserer Gewinne verwenden

wir für die Entwicklung neuer Produkte und die

Optimierung bestehender Produktgruppen.

Das technische Wissen unserer Mitarbeiter ist

unser  größtes Kapital. Entgegen dem allge-

meinen Branchentrend haben wir immer noch

einen Eigenfertigungsanteil von 80 %.

Alle Katalogartikel liefern wir innerhalb von

48 Stunden nach Eingang der schriftlichen

Bestellung (ausgenommen Großaufträge).

ERFAHRUNG

QUALITÄT      

PRODUKTENTWICKLUNG

VERSAND NOCH HEUTE



PRESSOL KUNDENINFORMATION
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Abkürzungsverzeichnis

ABKÜRZUNGSVERZEICHNIS ALLGEMEIN

Ø Durchmesser
1~AC 1 Phase alternate currency; Wechselstrom
3~AC 3 Phasen alternate currency; Wechselstrom
a außen
AC alternate currency; Wechselstrom
B Baugröße
BD Betriebsdruck
°C Grad Celsius
dB (A) Dezibel, A-gewichteter Schalldruckpegel 

(bezogen auf den geräuschlosen Zustand)
D Deckenmontage
DC Direct currency; Gleichstrom
DH Doppelhübe
DIN Deutsche Industrienorm
DN Innendurchmesser
DW doppelt wirkend
DL Druckluft
ED Einschaltdauer
EF eichfähig
EN Europanorm
EZP Elektrozahnradpumpe
G Whitworth-Rohrgewinde, zylindrisch ISO 228 (DIN 259)
GDA geschlossen, Drehgelenk außen
GDI geschlossen, Drehgelenk innen
H Mundstück ist für Kegelschmiernippel nach DIN 71 412 ausgebildet
i innen
IP Schutzart
kg Kilogramm
KW Kilowattstunden
LBH Länge x Breite x Höhe, Angaben immer in Millimeter
LW Lichte Weite
M Metrisches Gewinde zylindrisch DIN 13
m Meter
mm Millimeter
mPa s Millipascalsekunde
my 10-6 Meter
ND Nenndruck
NEF nicht eichfähig
NLGI steht für Viskositätsklasse 000 bis 6, 

definiert vom National Lubrificating Grease Institute, USA
NW Nennweite = Innendurchmesser
O offen
PN Nenndruck bzw. Betriebsdruck
PNP Pneumatik-Pumpe
PTB Physikalische technische Bundesanstalt
Q Wärmeträgeröl
R Whitworth-Rohrgewinde, keglig angelehnt an DIN 3858; 

die Verbindung ist selbstdichtend
1 SN Hochdruckschlauch, DIN 20 022 (EN 853), 

Teil 3 entsprechend SAE 100 R 1 T mit einer Drahtgeflecht-Einlage
2 SN Hochdruckschlauch, DIN 20 022 (EN 853), 

Teil 4 entsprechend SAE 100 R 2 T mit zwei Drahtgeflecht-Einlagen

8



SAR Schlauchaufroller
SRL Saugrohrlänge, Angaben immer in mm
SW Schlüsselweite
TRBF Technische Richtlinie brennbarer Flüssigkeiten
TW Tankwagen
V Volt
VA Voltampere
WB Wand- und Bodenmontage
WHG Wasserhaushaltsgesetz

ABKÜRZUNGSVERZEICHNIS WERKSTOFFE

CSM Hypalon®
E–CTFE Äthylen – Chlortrifluoretyhlen (Halar®)
EPDM Äthylen-Propylen
FEP Tetrafluorethylen – Perfluorpropylen (Teflon® FEP)
FKM Viton®
FPM Fluor-Polymer (Viton®)
GG Grauguss
HDPE Polyethylen hoher Dichte
Hytrel® Hytrel® ist ein eingetragenes Warenzeichen der Firma Du Pont
LDPE Polyethylen niedriger Dichte
NBR Perbunan®
PA Polyamid
PC Polycarbonat
PFA Perfluoralkoxy (Teflon® PFA)
PMP Polymethylpenten (TPX®)
POM Acetalhomopolymer
PP Polypropylen
PS Polystyrol
PSF Polysulfon
PTFE Polytetrafluorethylen (Teflon®)
PVC Polyvinylchlorid
PVDF Polyvinylidenfluorid
SAN Styrol-Acrylnitril
SI Silikon-Kautschuk

9
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Übersicht Pumpen

Nicht umsonst garantieren wir 
5 Jahre optimale Leistung…



PNEUMATIK-ÖL- UND DIESELPUMPE 1:1

Länge: Motor / komplett
Maximaler Durchmesser
Gewicht: Motor / komplett
Übersetzungsverhältnis
Maximaler Luftdruck
Minimaler Luftdruck
Empfohlener Luftdruck
Hubraum Motor
Hubraum Pumpe
Anzahl der Hübe bei 8 bar (freier Auslauf)
Pumpenleistung bei 8 bar (freier Auslauf) 
Pumpendruck bei 8 bar Druckluft
Luftverbrauch bei 8 bar Druckluft
Förderleitungslänge
Maximale Saughöhe
Druckluftanschluss
Ölanschluss saugseitig
Ölanschluss druckseitig
Lautstärke im Leerlauf nach ISO 9614-2
Lautstärke unter Belastung nach ISO 9614-2
Allgemeine Anwendung

Klassischer Einsatz

Viskosität des Fördermediums
Klassisches Fördermedium
Testkurve

Dauer für 1 Fassentleerung à 200 Liter Diesel

Lackierung

Anmerkung

375 mm / 1215 mm
130 mm

4,3 kg / 6,8 kg
1 : 1

10 bar
2 bar
8 bar

220 cm3

220 cm3

240 /min
66 l/min
8 bar

450 l/min
wird anlagenabhängig ermittelt

6 m, G 1" Ansaugrohr
G 1/4" i
G 1" i
G 3/4" a
78db (A)   (2 m Entfernung)
77db (A)   (2 m Entfernung)

Pumpe zum Fördern von dünnflüssigen, selbst-
schmierenden Medien, wie Diesel, Heizöl,
Motoröl aus Originalgebinden oder Tanks.
Als Fasspumpe (200 Liter Fass) mit 900 mm
Saugrohr, 4 m Förderschlauch und Zapfpistole.

Öl bis ISO VG 15 SAE 5
Diesel und Öl

Luftdruck: 8 bar
Testmedium: Diesel
Temperatur Testmedium: 15 °C
Saugleitung: 1 m / G 1"
Druckleitung: 0,2 m / G 3/4"

3 Minuten

Pantone 294c blau seidenmatt

Pneumatik-Pumpe mit Wartungsgerät 
20 218 950 betreiben

TECHNISCHE DATEN, PNEUMATIK-ÖL- UND DIESELPUMPE 1:1
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Pumpenleistung: l/min
Luftverbrauch: l/min



Länge: Motor / komplett
Maximaler Durchmesser
Gewicht: Motor / komplett
Übersetzungsverhältnis
Maximaler Luftdruck
Minimaler Luftdruck
Empfohlener Luftdruck
Hubraum Motor
Hubraum Pumpe
Anzahl der Hübe bei 8 bar (freier Auslauf)
Pumpenleistung bei 8 bar (freier Auslauf) 
Pumpendruck bei 8 bar Druckluft
Luftverbrauch bei 8 bar Druckluft
Förderleitungslänge
Maximale Saughöhe
Druckluftanschluss
Ölanschluss saugseitig
Ölanschluss druckseitig
Lautstärke im Leerlauf nach ISO 9614-2
Lautstärke unter Belastung nach ISO 9614-2
Allgemeine Anwendung

Klassischer Einsatz

Viskosität des Fördermediums
Klassisches Fördermedium
Testkurve

Dauer für 1 Fassentleerung à 200 Liter Öl

Lackierung

Anmerkung

360 mm / 1200 mm
130 mm

3,8 kg / 5,2 kg
3 : 1

10 bar
2 bar
8 bar

220 cm3

70 cm3

260 /min
22 l/min
24 bar

470 l/min
wird anlagenabhängig ermittelt

6 m, G 3/4" Ansaugrohr
G 1/4" i
G 3/4" i
G 1/2" a

78 db (A) (2 m Entfernung)
77 db (A) (2 m Entfernung)

Pumpe zum Fördern von Motor- und Hydrauliköl
aus Originalgebinden oder Tanks.
Als Pumpe für Wandmontage mit Sauggarnitur,
Ansaugschlauch für 200 Liter Fass,
Schlauchaufroller und Handdurchlaufzähler.

Öl bis SAE 90
Motor- und Getriebeöl

Luftdruck: 8 bar
Testmedium: SAE 15 W 40
Temperatur Testmedium: 15 °C
Saugleitung: 1 m / G 3/4"
Druckleitung: 0,2 m / G 1/2" 

9 Minuten

Pantone 294c blau seidenmatt

Pneumatik-Pumpe mit Wartungsgerät 
20 218 950 betreiben

TECHNISCHE DATEN, PNEUMATIK-ÖLPUMPE 3:1

PNEUMATIK-ÖLPUMPE 3:1

Übersicht Pumpen
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Pumpenleistung: l/min
Luftverbrauch: l/min
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Länge: Motor / komplett
Maximaler Durchmesser
Gewicht: Motor / komplett
Übersetzungsverhältnis
Maximaler Luftdruck
Minimaler Luftdruck
Empfohlener Luftdruck
Hubraum Motor
Hubraum Pumpe
Anzahl der Hübe bei 8 bar (freier Auslauf)
Pumpenleistung bei 8 bar (freier Auslauf) 
Pumpendruck bei 8 bar Druckluft
Luftverbrauch bei 8 bar Druckluft
Förderleitungslänge
Maximale Saughöhe
Druckluftanschluss
Ölanschluss saugseitig
Ölanschluss druckseitig
Lautstärke im Leerlauf nach ISO 9614-2
Lautstärke unter Belastung nach ISO 9614-2
Allgemeine Anwendung

Klassischer Einsatz

Viskosität des Fördermediums
Klassisches Fördermedium
Testkurve

Dauer für 1 Fassentleerung à 200 Liter Öl

Lackierung

Anmerkung

360 mm / 1200 mm
130 mm
4 kg / 5,4 kg

5 : 1
10 bar
2 bar
8 bar

220 cm3

70 cm3

270 /min
20 l/min
40 bar

470 l/min
wird anlagenabhängig ermittelt

6 m, G 3/4" Ansaugrohr
G 1/4" i
G 3/4" i
G 1/2" a

78 db (A) (2 m Entfernung)
77 db (A) (2 m Entfernung)

Doppelt wirkende Pumpe zum Fördern von
Motor-, Hydraulik- und Getriebeöl aus Original-
gebinden oder Tanks. 
Speziell zur Fernölversorgung.
Als Pumpe montiert auf 1000 Liter Schmierstoff-
tank, bestückt mit Anschlussschlauch,
Schlauchaufroller und Handdurchlaufzähler.

Öl bis SAE 140
Motor- und Getriebeöl

Luftdruck: 8 bar
Testmedium: SAE 15  W 40
Temperatur Testmedium: 15 °C
Saugleitung: 1 m / G 3/4"
Druckleitung: 0,2 m / G 1/2"

14 Minuten

Pantone 294c blau seidenmatt

Pneumatik-Pumpe mit Wartungsgerät 
20 218 950 betreiben

PNEUMATIK-ÖLPUMPE 5:1 – DOPPELTWIRKEND

TECHNISCHE DATEN, PNEUMATIK-ÖLPUMPE 5:1 – DOPPELTWIRKEND

Pumpenleistung: l/min
Luftverbrauch: l/min



Länge: Motor / komplett
Maximaler Durchmesser
Gewicht: Motor / komplett
Übersetzungsverhältnis
Maximaler Luftdruck
Minimaler Luftdruck
Empfohlener Luftdruck
Hubraum Motor
Hubraum Pumpe
Anzahl der Hübe bei 8 bar (freier Auslauf)
Pumpenleistung bei 8 bar (freier Auslauf)
Pumpendruck bei 8 bar Druckluft
Luftverbrauch bei 8 bar Druckluft
Förderleitungslänge
Maximale Saughöhe
Druckluftanschluss
Fettanschluss saugseitig
Fettanschluss druckseitig
Lautstärke im Leerlauf nach ISO 9614-2
Lautstärke unter Belastung nach ISO 9614-2
Allgemeine Anwendung

Klassischer Einsatz

Viskosität des Fördermediums
Klassisches Fördermedium
Testkurve

Dauer für 1 Fassentleerung
Besondere Merkmale

Lackierung

Anmerkung

225 mm / 820 mm
130 mm

3,4 kg / 6,7 kg
50 : 1
10 bar
2 bar
8 bar

220 cm3

8 cm3

220 /min
1100 g/min
400 bar
400 l/min

wird anlagenabhängig ermittelt
Pumpwerk im Ansaugpunkt

G 1/4" i
Ø 35 mm
G 1/4" a
78 db (A) (2 m Entfernung)
77 db (A) (2 m Entfernung)  

Pumpe zum Fördern von Schmier- und
Mehrzweckfetten von NLGI 0 bis NLGI 2, aus
Originalgebinden, z.B. Fette für Zentral-
schmieranlagen.
Als Pumpe für 50 kg Behälter, bestückt mit 4 m
Abgabeschlauch, Z-Gelenk und Schmierpistole,
montiert auf Transportwagen.

Fett bis Konsistenzgrad 2 nach NLGI
Schmierfette

Luftdruck: 8 bar
Testmedium: Rinolit LZR2
Temperatur Testmedium: 15 °C
Druckleitung: 0,2 m /G 1/4"

50 kg Fett in 50 Minuten
Pumpwerk ist für Reinigungszwecke leicht 
zerlegbar.

Pantone 294c blau seidenmatt

Pneumatik-Pumpe mit Wartungsgerät 
20 218 950 betreiben

TECHNISCHE DATEN, FETTPUMPE 50:1

PNEUMATIK-FETTPUMPE 50:1
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Übersicht Pumpen

Pumpenleistung: l/min
Luftverbrauch: l/min
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Fettversorgungssysteme

Ob klassischer Einsatz 
oder individuelle 

Lösung - so läuft´s 
wie geschmiert…



16

Artikel-Nr.

FETT-SYSTEME, STATIONÄR

Fettversorgungssysteme

Fett-System, stationär

2 m Hochdruckschlauch (18 022)
für 5 kg Behälter, Ø 180 - 210 mm
für 20 kg Behälter, Ø 270 - 310 mm
für 25 kg Behälter, Ø 310 - 335 mm

4 m Hochdruckschlauch (18 024)
für 50 kg Behälter, Ø 335 - 385 mm
für 200 kg Behälter, Ø 540 - 590 mm

6 m Hochdruckschlauch (18 026)
für 25 kg Behälter, Ø 310 - 335 mm
für 50 kg Behälter, Ø 335 - 385 mm
für 200 kg Behälter, Ø 540 - 590 mm

Fett-System, fahrbar

2 m Hochdruckschlauch (18 022)
und Wagen (17 004)
für 10 kg Behälter, Ø 210 - 240 mm
für 15 kg Behälter, Ø 240 - 270 mm
für 20 kg Behälter, Ø 270 - 310 mm

2 m Hochdruckschlauch (18 022)
und Wagen (17 008)
für 25 kg Behälter, Ø 310 - 335 mm

4 m Hochdruckschlauch (18 024)
und Wagen (17 008)
für 25 kg Behälter, Ø 310 - 335 mm
für 50 kg Behälter, Ø 335 - 385 mm

Technische Daten
Druckluft-
anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Mundstück: für Kegelschmiernippel 

DIN 71 412

Spezifikation
• Pneumatik-Fettpumpe 50:1
• Schöpfwerk
• Staubdeckel, Fettfolgekolben 

und Behälterbefestigung
• Hochdruck-Fettpistole (18 104)
• Z-Drehgelenk (18 082)
• Hochdruckschlauch
• Druckreduzierventil (auf 8 bar 

fest eingestellt)
• Stecknippel (20 062)

Technische Daten
Druckluft-
anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Mundstück: für Kegelschmiernippel 

DIN 71 412

Spezifikation
• Pneumatik-Fettpumpe 50:1
• Schöpfwerk
• Staubdeckel, Fettfolgekolben 

und Behälterbefestigung
• Hochdruck-Fettpistole (18 104)
• Z-Drehgelenk (18 082)
• Hochdruckschlauch
• Druckreduzierventil (auf 8 bar 

fest eingestellt)
• Stecknippel (20 062)
• Wagen

18 405 051
18 419 051
18 421 051

18 764 051
18 785 051

18 421 056
18 764 056
18 785 056

18 410 051
18 415 051
18 417 051

18 425 051

19 000 530
18 766 051

FETT-SYSTEME, FAHRBAR

18 419 051

18 415 051

18 766 051
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Artikel-Nr.

Technische Daten
Druckluft-
anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Mundstück: für Kegelschmiernippel 

DIN 71 412

Spezifikation
• Pneumatik-Fettpumpe 50:1
• Schöpfwerk
• Staubdeckel, Fettfolgekolben 

und Behälterbefestigung
• Hochdruck-Fettpistole (18 104)
• Z-Drehgelenk (18 082)
• Hochdruckschlauch bzw. Schlauch-

aufroller bei 18 788 051
• Druckreduzierventil (auf 8 bar 

fest eingestellt)
• Stecknippel (20 062)
• Wagen

Technische Daten
Druckluft-
anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Mundstück: Kupplung Rectus Typ 72

Spezifikation
• Pneumatik-Fettpumpe 50:1
• Schöpfwerk
• Staubdeckel, Fettfolgekolben 

und Behälterbefestigung
• Hochdruck-Schmierpistole mit 

Universal-Anschlusskupplung 
(18 105)

• Z-Drehgelenk (18 082)
• Hochdruckschlauch
• Druckreduzierventil (auf 8 bar 

fest eingestellt)
• Stecknippel (20 062)
• Wagen

Technische Daten
Anschluss 1: G 1/4“ i
Anschluss 2: für Kupplung Rectus Typ 72
Werkstoff: Messing

Spezifikation
• Zum Anschluss an Zentral-

schmieranlagen

Fett-System, fahrbar

4 m Hochdruckschlauch (18 024)
und Wagen (17 009)
für 200 kg Behälter, Ø 540 - 590 mm

6 m Hochdruckschlauch (18 026)
und Wagen (17 008)
für 25 kg Behälter, Ø 310 - 335 mm

6 m Hochdruckschlauch (18 026)
und Wagen (17 008)
für 50 kg Behälter, Ø 335 - 385 mm

6 m Hochdruckschlauch (18 026)
und Wagen (17 009)
für 200 kg Behälter, Ø 540 - 590 mm

Schlauchaufroller, O, WB, 10 m
(29 242) und Wagen (17 009)
für 200 kg Behälter, Ø 540 - 590 mm

Fett-System, fahrbar, ZSA

4 m Hochdruckschlauch (18 024)
und Wagen (17 008)
für 50 kg Behälter, Ø 335 - 385 mm

6 m Hochdruckschlauch (18 026)
und Wagen (17 008)
für 50 kg Behälter, Ø 335 - 385 mm

Stecknippel, G 1/4 " i, Typ 72

18 786 051

19 000 533

18 766 950

18 786 056

18 788 051

19 000 532

19 000 535

17 044

18 786 051

FETT-SYSTEME, FAHRBAR, FÜR ZENTRALSCHMIERANLAGEN

19 000 532

ZUBEHÖR FÜR 19 000 532

17 044



Artikel-Nr.

Fettversorgungssysteme
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Kupplung Rectus, Typ 72, G 1/4“ i

Metallkrümmer, Rectus-Stecker, 
Rectus Typ 72

Fett-System, fahrbar 

4 m Hochdruckschlauch (18 024)
für 50/60 kg Behälter, Ø 335 - 385 mm

6 m Hochdruckschlauch (18 026)
für 50/60 kg Behälter, Ø 335 - 385 mm

Technische Daten
Anschluss 1: G 1/4“ i
Anschluss 2: Kupplung Rectus Typ 72
Werkstoff: Messing

Spezifikation
• Zum Anschluss an Zentral-

schmieranlagen

Technische Daten
Anschluss: für Kupplung Rectus Typ 72

Spezifikation
• Rectus-Stecker (17 044)
• Zum Anschluss an Kupplung Rectus 

(01 297)
• Für Zentralschmieranlagen ohne 

Standard-Befüllstecker

Technische Daten
Höhe Fass-
verkleidung: 700 mm
Durchmesser: 400 mm
Druckluft-
anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Mundstück: für Kegelschmiernippel 

DIN 71 412
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt

Spezifikation
• Pneumatik-Fettpumpe 50:1
• Schöpfwerk
• Fettfolgekolben
• Fassverkleidung zum Schutz des 

Fetteimers, abnehmbar
• Hochdruck-Fettpistole (18 104)
• Z-Drehgelenk (18 082)
• Hochdruckschlauch
• Druckreduzierventil (auf 8 bar fest 

eingestellt)
• Stecknippel (20 062)
• Auch für kleinere Behälter geeignet, 

in diesem Fall Fettfolgekolben mit 
geringerem Durchmesser bestellen

• Schlauchaufhängung
• Tropfbecher

01 297

17 045 

27 846

27 846 056

ZUBEHÖR FÜR 19 000 532

FETT-SYSTEME, FAHRBAR

01 297

17 045

27 846



Inhalt Behälter Behälter Ø Innen   Pumpenrohrlänge Fettfolgekolben     Behälterbefestigung Staubdeckel Pumpe komplett

5 - 15 kg – 400 mm –     –    –    18 710 950
10 - 20 kg – 468 mm –     –    –    18 710 051
20 - 30 kg – 600 mm –     –    –    18 711 051
25 - 60 kg – 700 mm    –    –    –    18 713 051

200 kg – 1000 mm    –     –    –   18 716 051

5 kg 180 - 210 mm 400 mm 17 195  17 197  17 171  18 700 051
10 kg 210 - 240 mm 468 mm 17 230  17 197  17 171  18 720 051
15 kg 240 - 270 mm 468 mm 17 265  17 197  17 172  18 730 051

20/30 kg 270 - 310 mm 600 mm 17 300  17 197  17 176 18 740 051
25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194  18 750 051
50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198  18 760 051

200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 780 051

10 kg 210 - 240 mm 468 mm 17 230  17 197  17 171  18 410 051
15 kg 240 - 270 mm 468 mm 17 265  17 197  17 172  18 415 051
20 kg 270 - 310 mm 600 mm 17 300  17 197  17 176  18 417 051
25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194  18 425 051
25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194 19 000 530
25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194  19 000 533
50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198 18 766 051
50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198  18 766 950

200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 786 051
200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 786 056
200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 788 051

5 kg 180 - 210 mm 400 mm 17 195  17 197  17 171  18 405 051
20 kg 270 - 310 mm 600 mm 17 300  17 197  17 176  18 419 051
25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194  18 421 051
25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194  18 421 056
50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198  18 764 051
50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198  18 764 056

200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 785 051
200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 785 056 

50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198    19 000 532
50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198    19 000 535

50/60 kg 335 - 385 mm 700 mm 17 380  –      –        27 846
50/60 kg 335 - 385 mm 700 mm 17 380  –      –        27 846 056     

Gerätetyp

Pneumatik-Fettpumpen 50:1,

Fett-Systeme

Fett-Systeme, fahrbar

Fett-Systeme, stationär

Fett-Systeme, fahrbar, für
Zentralschmieranlagen

Mobile Fettabschmiergeräte

ÜBERSICHT FETTFOLGEKOLBEN, BEHÄLTERBEFESTIGUNGEN UND STAUBDECKEL 
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Wartungsgerät 20 218

Artikel-Nr.

WARTUNGSGERÄTE

Technische Daten
Anschluss 1: G 1/4" i
Anschluss 2: G 1/4" i 
max. Vordruck: 10 bar
max. Arbeitsdruck: 0,5 - 10 bar
Normal-Nenn-
durchfluss*: 6,3 l/sek
Filterfeinheit: 40 my
Kondensatmenge: 0,017 l
Temperaturbereich: 0 °C bis +50 °C
Werkstoff Gehäuse: Zinkdruckguss

* bei Vordruck 10 bar, 
Arbeitsdruck 6 bar und Δp=1bar 

Spezifikation
• Druckreduzierventil mit Manometer, 

Wasserabscheider und Leitungsöler

1

20 218
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Wartungsgerät, Komplettset

Stecknippel, G 1/4" a
für Kupplung Rectus Typ 26

Doppelnippel, G 1/4" a, G 1/4" a

Technische Daten
Anschluss 1: G 1/4" a
Anschluss 2: für Kupplung

Rectus Typ 26 
NW: 7,2 mm
max. Vordruck: 10 bar
max. Arbeitsdruck: 0,5 - 10 bar
Normal-Nenn-
durchfluss*: 6,3 l/sek
Filterfeinheit: 40 my
Kondensatmenge: 0,017 l
Temperaturbereich: 0 °C bis +50 °C
Werkstoff Gehäuse: Zinkdruckguss

* bei Vordruck 10 bar, 
Arbeitsdruck 6 bar und Δp = 1 bar

Spezifikation
• Druckreduzierventil mit Manometer, 

Wasserabscheider und Leitungsöler
• Gewinde- und Stecknippel

Technische Daten
Anschluss 1: G 1/4" a
Anschluss 2: für Kupplung Rectus 

Typ 26
NW: 7,2 mm
Schlüsselweite: 12 mm
Werkstoff: Messing

Spezifikation
• Zur Verwendung bei der Montage des 

Wartungsgerätes (20 218)

Technische Daten
Anschluss beidseitig: G 1/4" a, 

60° Dichtkonus
NW: 7,5 mm
SW: 17 mm
Druck: - 0,95 bis 15 bar
Temperaturbereich: - 10 °C bis 70 °C
Werkstoff: Messing

Spezifikation
• Zur Verwendung bei der Montage des 

Wartungsgerätes (20 218)
• mit Innenkonus nach DIN EN 560

20 218 950

20 062

20 112

Artikel-Nr.

20 218 950

DRUCKLUFT-ZUBEHÖR

20 062

20 112

WARTUNGSGERÄTE
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Technische Daten
Schlauchlänge: 5 m
Anschluss 1: Schnellverschluss-

kupplung Typ 26
Anschluss 2: für Kupplung Rectus 

Typ 26
NW: 7,2 mm
Dynamischer 
Betriebsdruck: 17 bar

Spezifikation
• Zur Verbindung Druckluftleitung / 

Druckluftwerkzeuge

Technische Daten
Druckluftanschluss: G 1/4" i

Spezifikation
• Pneumatik-Pumpe 50:1
• Schöpfwerk
• Saugrohr
• Staubdeckel, Behälterbefestigung  

und Fettfolgekolben
• Druckreduzierventil (auf 8 bar fest 

eingestellt)

Spezifikation
• zwei Räder

Spezifikation
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf
• zwei Räder
• Gurtband (17 000)
• Schlauchaufhängung

Spiralschlauch 5 m

Fett-System

SRL 400
für 5 kg Behälter, Ø 180 - 210 mm

SRL 468
für10 kg Behälter, Ø 210 - 240 mm
für 15 kg Behälter, Ø 240 - 270 mm

SRL 600
für 20/30 kg Behälter, Ø 270 - 310 mm
für 25 kg Behälter, Ø 310 - 335 mm

SRL 700
für 50 kg Behälter, Ø 335 - 385 mm

SRL 1000
für 200 kg Behälter, Ø 540 - 590 mm

Wagen für 5, 10, 15 kg Behälter

Wagen für 5, 10, 15, 25  
und 50 kg Behälter

20 185

18 700 051

18 720 051
18 730 051

18 740 051
18 750 051

18 760 051

18 780 051

17 004

17 008

Artikel-Nr.

20 185

FETT-SYSTEME2

WAGEN UND ZUBEHÖR

18 750 051

2a

17 004

17 008
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Wagen für 200 kg Behälter

Wagen für 200 kg Behälter

Wagen für 200 kg Behälter

Gurtband für Wagen 17 008

Wagenkreuz
für Fässer, max. Ø 560 mm 

Pneumatikpumpe 50:1

SRL 400
für 5 - 15 kg Behälter

SRL 468
für 10 - 20 kg Behälter

Spezifikation
• Wagen der Spitzenklasse mit 

leichtem und leisem Lauf
• drei Räder
• feststellbares Lenkrad
• Schlauchaufhängung
• Geeignet zur Montage von 

Schlauchaufrollern, Elektropumpen 
und Pneumatik-Pumpen

• Am Haltegriff integrierte Abtropf-
schale mit Entleerungsschraube und 
herausnehmbarem Siebeinsatz

Spezifikation
• drei Räder
• feststellbares Lenkrad
• Zapfpistolenhalter mit Tropfbecher

Spezifikation
• drei Räder
• feststellbares Lenkrad
• Geeignet zur Montage von 

Schlauchaufrollern
• Zapfpistolenhalter mit Tropfbecher

Technische Daten
Länge: 770 mm

Spezifikation
• vier Räder, lenkbar

Technische Daten
Druckluftanschluss: G 1/4" i

Spezifikation
• Schöpfwerk
• Saugrohr
• Druckreduzierventil (auf 8 bar fest 

eingestellt)

17 009

17 009 390

17 009 950

17 000

17 021

18 710 950

18 710 051

Artikel-Nr.

WAGEN UND ZUBEHÖR

17 009

17 009 950

17 000

17 021

PNEUMATIK-FETTPUMPEN 50:13

18 710 950

17 009 390
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Technische Daten
Druckluftanschluss: G 1/4" i

Spezifikation
• Schöpfwerk
• Saugrohr
• Druckreduzierventil (auf 8 bar fest 

eingestellt)

Technische Daten
Werkstoff: Metall
Innendurchmesser: 35,5 mm
Lackierung: Pantone 294c blau

seidenmatt

Spezifikation
• Halterung für Fettpistole

Technische Daten
Anschluss: G 2" a Fassver-

schraubung
Werkstoff: Metall
Innendurchmesser: 35,5 mm
Lackierung: Pantone 294c blau

seidenmatt

Spezifikation
• Befestigungsschrauben
• Halterung für Fettpistole

Technische Daten
Werkstoff: Metall
Innendurchmesser: 35,5 mm

Spezifikation
• Auf unterschiedliche Behältergrößen 

einstellbar
• Klemmvorrichtung mit Flügelschraube 

zur Befestigung des Pumpenrohres

Pneumatikpumpe 50:1

SRL 600
für 20 - 30 kg Behälter

SRL 700
für 25 - 60 kg Behälter

SRL 1000
für 200 kg Behälter

Staubdeckel

für 5 - 10 kg  Behälter, Ø 252 mm
für 5 - 10 kg  Behälter, Ø 282 mm
für 15 - 20 kg  Behälter, Ø 342 mm
für 25 - 60 kg  Behälter, Ø 385 mm
für 50 - 60 kg  Behälter, Ø 450 mm
für 200 kg  Behälter, Ø 600 mm

Staubdeckel 
für 25 kg  Behälter, Ø 385 mm, konisch

Behälterbefestigung

für 5 - 20 kg Behälter, Ø 180 – 310 mm
für 25 - 60 kg Behälter, Ø 310 – 405 mm
für 200 kg Behälter, Ø 500 – 600 mm

18 711 051

18 713 051

18 716 051

17 171
17 172
17 176
17 194
17 198
17 200

17 184

17 197
17 199
17 201

Artikel-Nr.

18 713 051

STAUBDECKEL3a

BEHÄLTERBEFESTIGUNGEN3b

17 194

17 199

17 184
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Fettfolgekolben

für 5 kg  Behälter, Ø 180 – 210 mm
für 10 kg  Behälter, Ø 210 – 240 mm
für 15 kg  Behälter, Ø 240 – 270 mm
für 18 kg  Behälter, Ø 240 – 290 mm
für 20 kg  Behälter, Ø 270 – 290 mm
für 20 kg  Behälter, Ø 270 – 310 mm
für 25 kg  Behälter, Ø 310 – 335 mm
für 25 kg  Behälter, Ø 300 – 350 mm,
konisch
für 30 kg  Behälter, Ø 335 – 360 mm
für 50 kg  Behälter, Ø 335 – 385 mm  
für 60 kg  Behälter, Ø 385 – 405 mm

für 200 kg  Behälter, Ø 540 – 590 mm

Schlauchleitung, für Fett
1,5 m lang, mit 90° Rohrbogen

Sicherheitsventil

Technische Daten
Werkstoff: Metall
Innendurchmesser: 35,5 mm

Spezifikation
• rundumlaufende Gummidichtlippe

Technische Daten
Werkstoff: Metall
Innendurchmesser: 35,5 mm
Druckluftanschluss: handelsübliches 

Reifenfüllventil

Spezifikation
• rundumlaufende Gummidichtlippe
• Der am Behälterboden festgesaugte 

Fettfolgekolben kann mittels Druckluft-
beaufschlagung gelöst werden

Technische Daten
Anschluss 1: G 1/4" i 60° Dichtkonus
Anschluss 2: G 1/4" i 60° Dichtkonus
Schlauchinnen-
durchmesser: 6 mm
Betriebsdruck: 400 bar 

Spezifikation
• Zur Verbindung Pneumatik-

Fettpumpe / Rohrleitungssystem

Technische Daten
Betriebsdruck: 400 bar
Innendurchmesser: 20 mm

Spezifikation
• Für den Einbau in stationäre 

Rohrleitungen, direkt hinter die 
Pneumatik-Fettpumpe

• beidseitig Schneidringverschraubung

17 195
17 230
17 265
17 275
17 285
17 300
17 320
17 325

17 350
17 380
17 400

17 401

18 050

18 103

Artikel-Nr.

FETTFOLGEKOLBEN3c

SCHLAUCHLEITUNG / KUGELHÄHNE4

SICHERHEITSVENTIL

17 320

18 050

18 103

SCHLAUCHLEITUNG

17 401
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Technische Daten
Betriebsdruck: 400 bar
Anschluss beidseitig: G 1/4" i
NW: 6 mm
Werkstoff: Stahl
Medium: Fett

Technische Daten
Betriebsdruck: 400 bar
Innendurchmesser: 13 mm
Anschluss 1: Schneidring für 

Rohr 20 x 3 
Anschluss 2: G 1/4" a
Werkstoffe:
Kugeldichtung: Polyamid
Wellendichtung: NBR
Gehäuse: Stahl
Medium: Fett

Technische Daten
Anschluss 1: G 1/4" i 60° Dichtkonus
Anschluss 2: G 1/4" a 60° Dichtkonus
Schlauchinnen-
durchmesser: 6 mm
Betriebsdruck: 400 bar 

Technische Daten
Maße LBH: 348 x 144 x 257
Gewicht: 1,3 kg
Werkstoff: Aluminium-Druckguss

Spezifikation
• für Wandmontage

Block-Kugelhahn, G 1/4" i, G 1/4" i

Muffenkugelhahn mit Verbindungsset

Schlauchleitung, für Fett

1 m, G 1/4" i, G 1/4" a
2 m, G 1/4" i, G 1/4" a
3 m, G 1/4" i, G 1/4" a
4 m, G 1/4" i, G 1/4" a
5 m, G 1/4" i, G 1/4" a
6 m, G 1/4" i, G 1/4" a
8 m, G 1/4" i, G 1/4" a

10 m, G 1/4" i, G 1/4" a
15 m, G 1/4" i, G 1/4" a

Schlauchhalter
große Ausführung

18 095

18 099

18 021
18 022
18 023
18 024
18 025
18 026
18 028
18 030
18 035

19 669

Artikel-Nr.

KUGELHÄHNE

SCHLAUCHLEITUNGEN FÜR FETT5

18 099

18 022

19 669

18 095
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Schlauchaufroller, Fett

O, WB, 400 bar, DN 6, 10 m,
(16,8 kg)

O, WB, 400 bar, DN 6, 15 m,
(18,8 kg)

Schlauchaufroller, Fett

O, D, 400 bar, DN 6, 10 m,
(20,4 kg)

O, D, 400 bar, DN 6, 15 m,
(22,4 kg)

Technische Daten
Maße LBH: 472 x 152 x 498
Anschluss 
Abgabeschlauch: G 1/4" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/4" i
Schlauchinnen-
durchmesser: 6 mm
Betriebsdruck: 400 bar 

Technische Daten
Maße LBH: 475 x 158 x 520
Anschluss 
Abgabeschlauch: G 1/4" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/4" i
Schlauchinnen-
durchmesser: 6 mm
Betriebsdruck: 400 bar 

29 242

29 243

29 252

29 253

Artikel-Nr.

SCHLAUCHAUFROLLER FÜR FETT

Produktmerkmale

• Komplett mit 1 m Anschlussschlauch 
G 1/4“ i.

• Die Pressol Schlauchaufroller sind 
äußerst robust und zeichnen sich 
durch ihre kompakte Bauweise aus.

• Alle Blechteile sind phosphatiert, 
grundiert und decklackiert 
(Schwenkarm: RAL 7040 fenstergrau 
seidenmatt, Trommel: Pantone 294c 
blau seidenmatt, Gehäuse: RAL 7040 
fenstergrau seidenmatt, 
Montageplatte: Pantone 294c blau 
seidenmatt).

• Die anspruchsvolle Oberflächenbe-
handlung aller Stahlteile gewährt 
einen hohen Schutz vor Korrosion.

• Achse (Ø 40 mm) in Zinkdruckguss-
ausführung. Die von unseren 
Ingenieuren gewählten Dimensionen 
garantieren fast unbeschränkte 
Lebensdauer.

• Sowohl die Materialpaarung Achse/ 
Lager wie auch das Federpaket sind 
wartungsfrei.

• Für Wand-, Boden- oder 
Deckenmontage geeignet.

• Sehr montagefreundlich, da das 
Gewicht des Schlauchaufrollers 
während der Montage nicht gehalten 
werden muss.

• Alle Drehgelenke sind kugelgelagert. 

• Hohe Drücke im Versorgungssystem 
beeinträchtigen den Kraftaufwand 
zum Drehen der Trommel nicht.

• Mit Schlauchstopper.
• Pro 1/4 -Umdrehung kann der 

Schlauch eingerastet werden.

Abkürzungen

D Deckenmontage
GDA Geschlossen, Drehgelenk außen
GDI Geschlossen, Drehgelenk innen
O Schlauchaufroller offen
WB Wand- und Bodenmontage

SCHLAUCHAUFROLLER6

OFFEN, ZUR WAND- /BODENMONTAGE

OFFEN, ZUR DECKENMONTAGE29 242

29 252
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Technische Daten
Maße LBH: 495 x 158 x 508
Anschluss 
Abgabeschlauch: G 1/4" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/4" i
Schlauchinnen-
durchmesser: 6 mm
Betriebsdruck: 400 bar 

Technische Daten
Maße LBH: 495 x 170 x 508
Anschluss 
Abgabeschlauch: G 1/4" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/4" i
Schlauchinnen-
durchmesser: 6 mm
Betriebsdruck: 400 bar 

Technische Daten
Maße LBH: 495 x 158 x 520
Anschluss 
Abgabeschlauch: G 1/4" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/4" i
Schlauchinnen-
durchmesser: 6 mm
Betriebsdruck: 400 bar 

Technische Daten
Maße LBH: 495 x 170 x 520
Anschluss 
Abgabeschlauch: G 1/4" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/4" i
Schlauchinnen-
durchmesser: 6 mm
Betriebsdruck: 400 bar 

Schlauchaufroller, Fett

GDA, WB, 400 bar, DN 6, 10 m,
(23,4 kg)

GDA, WB, 400 bar, DN 6, 15 m,
(25,4 kg)

Schlauchaufroller, Fett

GDI, WB, 400 bar, DN 6, 10 m,
(23,8 kg)

GDI, WB, 400 bar, DN 6, 15 m,
(25,8 kg)

Schlauchaufroller, Fett

GDA, D, 400 bar, DN 6, 10 m,
(23,6 kg)

GDA, D, 400 bar, DN 6, 15 m,
(25,6 kg)

Schlauchaufroller, Fett

GDI, D, 400 bar, DN 6, 10 m,
(23,2 kg)

GDI, D, 400 bar, DN 6, 15 m,
(25,2 kg)

29 272

29 273

29 262

29 263

29 292

29 293

29 282

29 283

Artikel-Nr.

GESCHLOSSEN, ZUR WAND-/BODENMONTAGE, MIT DREHGELENK AUSSEN

GESCHLOSSEN, ZUR WAND-/BODENMONTAGE, MIT DREHGELENK INNEN

GESCHLOSSEN, ZUR DECKENMONTAGE, MIT DREHGELENK AUSSEN

GESCHLOSSEN, ZUR DECKENMONTAGE, MIT DREHGELENK INNEN

29 262

29 282

29 272

29 292



Baukasten Fettversorgung

32

Wandkonsole, schwenkbar 90°

Schlauchstopper 1/4"

Zapfpistolenhalter, 
für eine Pistole
(170 x 170 x 650 mm), 2,3 kg

Zapfpistolenhalter,
für zwei Pistolen
(340 x 170 x 650 mm), 4,1 kg

Montagewinkel

Z-Drehgelenk, 3 x 360°, 
G 1/8" a, G 1/4" i

Drehgelenk, 2 x 360°, 
G 1/8" a, G 1/4" i

Drehgelenk, 1 x 360°, 
G 1/8" a, G 1/4" i

Drehgelenk, 1 x 360°, 
G 1/8" a, G 1/8" i

Drehgelenk, 1 x 360°, 
G 1/4" a, G 1/4" i

Technische Daten
Maße LBH: 170 x 105 x 220
Schwenkbereich: 2 x 45°
Werkstoff: Stahl
Gewicht: 1,8 kg
Lackierung: Pantone 294c blau seidenmatt

Spezifikation
• schwenkbare Wandkonsole für 

Schlauchaufroller (alle Typen)

Technische Daten
Werkstoff: Polyamid
Farbe: RAL 8001 braun 

Spezifikation
• für Schläuche mit 13,5 mm Außendurchmesser
• für Fettschläuche geeignet

Technische Daten
Werkstoff: Stahl
Lackierung: RAL 7040 fenstergrau seidenmatt

Spezifikation
• Auffangschale mit Ablassschraube 

und herausnehmbarem Siebeinsatz
• zur Wandmontage

Technische Daten
Lackierung: Pantone 294c blau seidenmatt
Werkstoff: Stahl

Spezifikation
• Ermöglicht seitlichen Anbau des 

Schlauchaufrollers (z.B. für Arbeitsgruben)

Technische Daten
Werkstoff: Stahl
Oberfläche: gelb verzinkt
Betriebsdruck: 400 bar

Spezifikation
• Gelenke kugelgelagert und somit bei 

hohem Druck leicht beweglich
• Dichtung über O-Ring
• für Hochdruck-Fettpistolen (18 104 / 18 105)

29 930

29 976

29 980

29 981

29 940

18 082

18 083

18 081

18 080

18 084

Artikel-Nr.

ZUBEHÖR FÜR SCHLAUCHAUFROLLER

DREHGELENKE 7

29 930

29 976

29 980

18 082

18  083

18 081

29 940
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Technische Daten
max. Betriebsdruck:550 bar
Betriebstemperatur: +60 °C
Anschluss 1: G 1/8" i
Anschluss 2: Mundstück für Kegel-

schmiernippel 
DIN 71412

Einsatzbereich: Fette NLGI Klasse 2

Spezifikation
• gebogenes Düsenrohr
• 4-Backen-Mundstück G 1/8" 

(12 743), Präzisionsausführung, 
gedreht und geschlitzt

• ergonomischer Handgriff, rutschsicher

Technische Daten
max. Betriebsdruck: 550 bar
Betriebstemperatur: +60 °C
Anschluss 1: G 1/8" i
Anschluss 2: Kupplung Rectus 

Typ 72
Einsatzbereich: Fette NLGI Klasse 2

Spezifikation
• Zum Befüllen von Zentral-

schmieranlagen
• gerades Düsenrohr
• Kupplung Rectus Typ 72 (01 297)
• ergonomischer Handgriff, rutschsicher

Technische Daten
max. Betriebsdruck:550 bar
Betriebstemperatur: +60 °C
Anschluss 1: G 1/8" i
Anschluss 2: Mundstück für Kegel-

schmiernippel 
DIN 71412

Einsatzbereich: Fette NLGI Klasse 2
Messgenauigkeit: + /- 1%
Maßeinheit: Gramm

Spezifikation
• 4-Backen-Mundstück G 1/8" 

(12 743), Präzisionsausführung, 
gedreht und geschlitzt

• Panzerschlauch 11 x 300 mm (12 755)
• ergonomischer Handgriff
• Zählwerk mit vier Ziffern, zurückstellbar
• Gesamtzählwerk vier Ziffern, 

nicht zurückstellbar

Fettpistole, 
G 1/8" i, Mundstück H,
manuelle Druckerhöhung 100 bar

Fettpistole, 
G 1/8" i, Typ 72,
manuelle Druckerhöhung 100 bar

Fettpistole, 
G 1/8" i, Mundstück H,
Digital- Zählwerk

18 104

18 105

18 108

Artikel-Nr.

HOCHDRUCK-SCHMIERPISTOLEN 8

18 104

18 105

18 108
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Fettpistole,
G 1/8" i, G 1/8" i,
Digital-Zählwerk

Hohl-Universalmundstück für
Kugelschmiernippel DIN 3402

Spitzmundstück für
Trichterschmiernippel DIN 3405

Schiebekupplung für Flachschmiernippel
16 mm / 0,63“ DIN 3404

Schiebekupplung für Flachschmiernippel
22 mm / 0,86“ DIN 3404

Panzerschlauch 11 x 300 mm, 
M 10 x 1 a

Panzerschlauch 11 x 500 mm, 
M 10 x 1 a

gebogenes Düsenrohr 150 mm,
M 10 x 1 a

Technische Daten
max. Betriebsdruck: 550 bar
Betriebstemperatur: + 60 °C
Anschluss beidseitig: G 1/8" i
Einsatzbereich: Fette NLGI Klasse 2
Messgenauigkeit: + /- 1%
Maßeinheit: Gramm

Spezifikation
• ergonomischer Handgriff
• Zählwerk mit vier Ziffern, 

zurückstellbar
• Gesamtzählwerk vier Ziffern, 

nicht zurückstellbar

Technische Daten
Anschluss: Schnellwechselanschluss 

M 10 x 1 i

Spezifikation
• für Hochdruck-Fettpistole 

(18 104 / 18 108)
• Schnellwechselkupplung mit Über-

wurfsicherung (12 006) zum 
Anschluss an das 
4-Backen-Mundstück (12 643)

• gerades Düsenrohr, 150 mm

Technische Daten
Anschluss 1: Schnellwechselanschluss 

M 10 x 1 i
Anschluss 2: Mundstück für H-Nippel

Spezifikation
• für Hochdruck-Fettpistole 

(18 104 / 18 108)
• Schnellwechselkupplung mit Über-

wurfsicherung (12 006) zum 
Anschluss an das 
4-Backen-Mundstück (12 643)

• 4-Backen-Mundstück M 10 x 1 
(12 643), Präzisionsausführung, 
gedreht und geschlitzt

18 108 155

12 042

12 043

12 044

12 054

12 048

12 049

12 056

Artikel-Nr.

HOCHDRUCK-SCHMIERPISTOLEN 

18 108 155

SCHNELLWECHSELANSCHLÜSSE9

12 044

12 043
12 042

12 048

12 056



Technische Daten
Anschluss 1: Schnellwechselanschluss M 10 x 1 i
Anschluss 2: Flachschmiernippel 22 mm

0,86" DIN 3404

Spezifikation
• für Hochdruck-Fettpistole (18 104 / 18 108)
• Schnellwechselkupplung mit Überwurfsicherung 

(12 006) zum Anschluss an das 
4-Backen-Mundstück (12 643)

• gebogenes Düsenrohr 150 mm
• Schiebekupplung für Flachschmiernippel

Schiebekupplung für
Flachschmiernippel 22 mm /
0,86“ DIN 3404

12 057

Artikel-Nr.

12 057

35
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Mobile oder stationäre Frischölversorgung ?
Wir haben die Lösung !
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Technische Daten
Saugrohrlänge: 570 mm
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung

Spezifikation
• nicht eichfähig
• Pneumatik-Ölpumpe 3:1
• Saugrohr G 3/4" a
• Förderschlauch 4 m, G 1/2" i/a

Pneumatik-Pumpe mit Wartungsgerät
(20 218 950) betreiben

Technische Daten
Saugrohrlänge: 860 mm
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung

Spezifikation
• nicht eichfähig
• Pneumatik-Ölpumpe 3:1
• Saugrohr G 3/4" a
• Förderschlauch 4 m, G 1/2" i/a

Pneumatik-Pumpe mit Wartungsgerät
(20 218 950) betreiben

Öl-System stationär, NEF
SRL 570, für 60 l Behälter

mit Füllventil (19 718)

mit Handdurchlaufzähler digital 
(19 707 950)

mit Handdurchlaufzähler digital 
(19 707)

Öl-System stationär, NEF
SRL 860, für 200/220 l Behälter

mit Füllventil (19 718)

mit Handdurchlaufzähler digital 
(19 707 950)

mit Handdurchlaufzähler digital 
(19 707)

19 211

19 212

19 212 551

19 241

19 242

19 242 551

Artikel-Nr.

ÖL-SYSTEME, STATIONÄR

19 211

19 242 551
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Öl-System stationär, NEF
SRL 860/1600, 
Wandmontage 

mit Handdurchlaufzähler digital 
(19 707 950), Drehgelenk,
Antitropfauslauf

mit Handdurchlaufzähler digital 
(19 707), Drehgelenk,
Antitropfauslauf

Technische Daten
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung
Saugrohrlänge: 860 mm und 1600 mm

Spezifikation
• nicht eichfähig
• Pneumatik-Ölpumpe 3:1
• Pumpenwandhalterung
• Saugrohr sowohl für 200 / 220 l Behälter 

als auch für Tanks
• Verbindungsschlauch 2 m, Pneumatik-Pumpe/ 

Saugrohr
• Verbindungsschlauch 1 m, Pneumatik-Pumpe/ 

Schlauchaufroller
• Schlauchaufroller, O, WB, 10 m (29 142)

Pneumatik-Pumpe mit Wartungsgerät 
(20 218 950) betreiben

19 000 330

19 000 955

Artikel-Nr.

ÖL-SYSTEME ZUR WANDMONTAGE

19 000 330
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Technische Daten
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung
Saugrohrlänge: 860 mm und 1600 mm

Spezifikation
• nicht eichfähig
• Pneumatik-Ölpumpe 3:1
• Pumpenwandhalterung
• Saugrohr sowohl für 200 / 220 l Behälter 

als auch für Tanks
• Verbindungsschlauch 2 m, Pneumatik-Pumpe/

Saugrohr
• Verbindungsschlauch 1 m, Pneumatik-Pumpe/

Schlauchaufroller
• Schlauchaufroller, GDA, WB, 10 m 

(29 172)

Pneumatik-Pumpe mit Wartungsgerät 
(20 218 950) betreiben

Technische Daten
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung
Saugrohrlänge: 860 mm und 1600 mm

Spezifikation
• eichfähig
• Pneumatik-Ölpumpe 3:1
• Pumpenwandhalterung
• Saugrohr sowohl für 200 / 220 l Behälter 

als auch für Tanks
• Verbindungsschlauch 2 m, Pneumatik-Pumpe/ 

Saugrohr
• Verbindungsschlauch 1 m, Pneumatikpumpe/ 

Schlauchaufroller
• Handdurchlaufzähler digital (19 709), 

Drehgelenk, Antitropfauslauf

Pneumatik-Pumpe mit Wartungsgerät
(20 218 950) betreiben

Öl-System stationär, NEF
SRL 860/1600, Wandmontage 

mit Handdurchlaufzähler digital 
(19 707 950), Drehgelenk,
Antitropfauslauf

mit Handdurchlaufzähler digital 
(19 707), Drehgelenk,
Antitropfauslauf

Öl-System, EF 
SRL 860/1600, Wandmontage

mit Luftmessverhütungseinrichtung 
(19 285 030) und
Schlauchaufroller, O, WB, 10 m
(29 142) 
Ausführung gemäß österreichi-
schem Eichgesetz (19 012 135)

mit Luftmessverhütungseinrichtung 
(19 285 030) und
Schlauchaufroller, GDA, WB, 10 m
(29 172) 
Ausführung gemäß österreichi-
schem Eichgesetz (19 013 135)

mit Schwimmerventiltechnik
Schlauchaufroller, O, WB, 10 m
(29 142) 

19 000 332

19 000 957

19 000 331

19 000 333

19 000 959

Artikel-Nr.

19 000 331

19 000 332
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Ölanlage
SRL 860/1600 , Wandmontage

mit Elektropumpe (23 322) und
Handdurchlaufzähler digital
(19 707 950), nicht eichfähig

mit Elektropumpe mit
Luftmessverhütungs-
einrichtung (23 322 030) und
Handdurchlaufzähler digital
(19 709), eichfähig

Technische Daten
Saugrohrlänge: 860 mm und 1600 mm
Anschluss: G 2" a

Fassverschraubung
Bauart Pumpe: Zahnradpumpe 

selbstansaugend
Förderleistung 
bei freiem Auslauf: 10 l
Max. Förderdruck: 16 bar
Spannung: 400 V
Leistung: 0,5 KW
Stromanschluss: Cekon-Stecker

mit Phasenwandler

Spezifikation
• Pumpenwandhalterung
• Ein- und Ausschalter, Membrandruckschalter, 

1,8 m Kabel
• Saugrohr sowohl für 200 / 220 l Behälter 

als auch für Tanks
• Verbindungsschlauch 2 m, Elektropumpe/ 

Saugrohr
• Verbindungsschlauch 1 m, Elektropumpe/ 

Schlauchaufroller
• Schlauchaufroller, offen, 10 m (29 142)
• Handdurchlaufzähler digital, Drehgelenk, 

Antitropfauslauf

23 322 950

23 322 955

Artikel-Nr.

ÖL-SYSTEME ZUR WANDMONTAGE

23 322 950
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Technische Daten
Länge: 0,5 m 
Anschluss 1: G 1/2" i 60° Dichtkonus, 

90° Rohrbogen
Anschluss 2: G 1/2" i 60° Dichtkonus
Schlauchinnen-
durchmesser: 12 mm
Betriebsdruck: 100 bar 

Spezifikation
• zur Verbindung Pumpe / Rohrleitungssystem
• beidseitig Überwurfmutter

Spezifikation
• zur Verbindung Ölpumpe / Rohrleitung im 

nicht sichtbaren Bereich
• nach TRBF 231 T 1
• Reduzierung 1" i, 3/4" a (19 627)
• Kugelhahn G 3/4" i, G 3/4" i (19 763)
• Doppelnippel G 3/4" a, G 3/4" a (19 637)
• Flexible Rohrverbindung 3/4" i, 0,5 m (19 666)
• Adapter G 3/4" a 60° Dichtkonus, G 1/2" i 

(87 965)

Spezifikation
• zur Verbindung Ölpumpe / Rohrleitung im 

nicht sichtbaren Bereich
• nach TRBF 231 T 1
• Reduziernippel G 1 1/4" i, G 3/4" a (19 629)
• Kugelhahn G 3/4" i, G 3/4" i (19 763)
• Doppelnippel G 3/4" a, G 3/4" a (19 637)
• Flexible Rohrverbindung 3/4" i, 0,5 m (19 666)
• Adapter G 3/4" a 60° Dichtkonus, G 1/2" i 

(87 965)

Spezifikation
• zur Verbindung Rohrleitung / Schlauchaufroller 

oder flexibler Öl-Förderschlauch
• Reduziernippel G 1" i, G 3/4" a (19 627)
• Kugelhahn G 3/4" i, G 3/4" a (19 778)
• Schmutzfänger G 3/4" i, G 3/4" i (19 761)
• Doppelnippel G 1/2" a, G 3/4" a (19 636)

Spezifikation
• zur Verbindung Rohrleitung / Schlauchaufroller 

oder flexibler Öl-Förderschlauch
• Reduziernippel G 1 1/4" i, G 3/4" a (19 629)
• Kugelhahn G 3/4" i, G 3/4" a (19 778)
• Schmutzfänger G 3/4" i, G 3/4" i (19 761)
• Doppelnippel G 1/2" a, G 3/4" a (19 636)

Schlauchleitung für Öl
0,5 m, G 1/2” i, G 1/2” i 

Verbindungsset 
für Rohrleitung G 1" a

Verbindungsset 
für Rohrleitung G 1 1/4" a

Verbindungsset 
für Rohrleitung G 1" a

Verbindungsset 
für Rohrleitung G 1 1/4" a

19 580 001

19 640

19 641

19 642

19 643

Artikel-Nr.

19 640

19 642

19 580 001

ZUBEHÖR
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Öl-System fahrbar, NEF
SRL 570, für 60 l Behälter

mit Füllventil (19 718)

mit Handdurchlaufzähler digital 
(19 707 950)

mit Handdurchlaufzähler digital 
(19 707)

Öl-System fahrbar, NEF
SRL 870, für 200/220 l Behälter 

mit Füllventil (19 718)

mit Handdurchlaufzähler digital 
(19 707 950)

mit Handdurchlaufzähler digital 
(19 707)

Öl-System fahrbar, NEF
SRL 860, für 200/220 l Behälter

mit Füllventil (19 718)

mit Handdurchlaufzähler digital 
(19 707 950)

mit Handdurchlaufzähler digital 
(19 707)

Technische Daten
Maße LBH: 500 x 500 x 1000 
Saugrohrlänge: 570 mm
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung
Belastung Wagen: 60 kg

Spezifikation
• nicht eichfähig
• Pneumatik-Ölpumpe 3:1
• Saugrohr G 3/4" a
• Förderschlauch 4 m, G 1/2" i/a
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf (17 008)
Pneumatik-Pumpe mit Wartungsgerät 
(20 218 950) betreiben

Technische Daten
Maße LBH: 1000 x 730 x 1370 
Saugrohrlänge: 870 mm
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung
Belastung Wagen: 200 kg

Spezifikation
• nicht eichfähig
• Pneumatik-Ölpumpe 3:1
• Saugrohr G 3/4" a
• Förderschlauch 4 m, G 1/2" i/a
• Wagen der Spitzenklasse mit leichtem und 

leisem Lauf (17 009)
Pneumatik-Pumpe mit Wartungsgerät 
(20 218 950) betreiben

Technische Daten
Maße LBH: 1000 x 730 x 1370 
Saugrohrlänge: 860 mm
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung
Belastung Wagen: 200 kg

Spezifikation
• nicht eichfähig
• Pneumatik-Ölpumpe 3:1
• Saugrohr G 3/4" a
• Schlauchaufroller GDA, WB, 10 m (29 172)
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf (17 009)
Pneumatik-Pumpe mit Wartungsgerät 
(20 218 950) betreiben

19 213

19 214

19 214 551

19 243

19 244

19 244 551

19 246

19 248

19 248 551

Artikel-Nr.

ÖL-SYSTEME, FAHRBAR

19 213

19 246

19 244 551
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Technische Daten
Maße LBH: 1000 x 730 x 1370 
Saugrohrlänge: 860 mm
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung
Belastung Wagen: 200 kg

Spezifikation
• nicht eichfähig
• Pneumatik-Ölpumpe 3:1
• Saugrohr G 3/4" a
• Schlauchaufroller O, WB, 10 m (29 142)
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf (17 009)
Pneumatik-Pumpe mit Wartungsgerät 
(20 218 950) betreiben

Technische Daten
Maße LBH: 1000 x 730 x 1370 
Saugrohrlänge: 860 mm
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung
Belastung Wagen: 200 kg

Spezifikation
• nicht eichfähig
• Pneumatik-Ölpumpe 3:1
• Wartungsgerät (20 218 950)
• Saugrohr mit Bogen G 3/4" i
• Fußventil
• Saugschlauch 2 m, G 3/4" i/a
• Förderschlauch 5 m, G 1/2" i/a
• Handdurchlaufzähler digital (19 707)
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf  (17 009)

Technische Daten
Maße LBH: 1000 x 730 x 1370 
Saugrohrlänge: 860 mm
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung
Belastung Wagen: 200 kg

Spezifikation
• eichfähig
• Schwimmerventiltechnik
• Pneumatik-Ölpumpe 3:1
• Saugrohr G 3/4" a
• Schlauchaufroller O, WB, 10 m (29 142)
• Handdurchlaufzähler digital EF (19 709)
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf (17 009)
Pneumatik-Pumpe mit Wartungsgerät
(20 218 950) betreiben

Öl-System fahrbar, NEF
SRL 860, für 200/220 l Behälter

mit Handdurchlaufzähler digital 
(19 707 950)

mit Handdurchlaufzähler digital 
(19 707)

Öl-System fahrbar, NEF
SRL 860, für 200/220 l Behälter

Öl-System fahrbar, EF
SRL 860, für 200/220 l Behälter

19 257

19 257 551

19 000 960

19 000 950

Artikel-Nr.

19 257

19 000 960

19 000 950
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Öl-System fahrbar, EF
SRL 860, für 200/220 l Behälter

Ausführung gemäß österreichi-
schem Eichgesetz (19 000 135)

Öl-System fahrbar, NEF
SRL 860, für 200/220 l Behälter

Technische Daten
Maße LBH: 1000 x 730 x 1370 
Saugrohrlänge: 860 mm
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Anschluss: G 2" a Fassverschraubung
Belastung Wagen: 200 kg

Spezifikation
• eichfähig
• Luftmessverhütungseinrichtung
• Pneumatik-Ölpumpe 3:1
• Wartungsgerät (20 218 950)
• Saugrohr mit Bogen G 3/4" i
• Fußventil
• Saugschlauch 2 m, G 3/4" i/a
• Förderschlauch 5 m, G 1/2" i/a
• Handdurchlaufzähler digital EF (19 709)
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf (17 009)

Technische Daten
Maße LBH: 1000 x 730 x 1370 
Saugrohrlänge: 860 mm
Anschluss: G 2" a Fassverschraubung
Ölförderung: Ölpumpe 400 V
Spannung: 400 V
Anschlussleistung: 0,5 KW
Stromanschluss: Cekon-Stecker mit Phasen-

wender mit 2 m Kabel
Förderleistung bei 
freiem Auslauf: 10 l/min
Max. Förderdruck: 16 bar
Belastung Wagen: 200 kg

Spezifikation
• nicht eichfähig
• Elektro-Ölpumpe (23 322), 2 m Kabel
• Saugrohr mit Bogen G 3/4" i
• Fußventil
• Saugschlauch 2 m, G 3/4" i/a
• Förderschlauch 5 m, G 1/2" i/a
• Handdurchlaufzähler digital (19 707 950)
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf (17 009)

19 000 961

23 000 960

Artikel-Nr.

ÖL-SYSTEME, FAHRBAR

19 000 961

23 000 960
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Technische Daten
Maße LBH: 1000 x 730 x 1370 
Saugrohrlänge: 860 mm
Anschluss: G 2" a Fassverschraubung
Ölförderung: Ölpumpe 400 V
Spannung: 400 V
Anschlussleistung: 0,5 KW
Stromanschluss: Cekon-Stecker mit 

Phasenwender mit 
2 m Kabel

Förderleistung bei 
freiem Auslauf: 10 l/min
Max. Förderdruck 16 bar

Spezifikation
• eichfähig
• Elektro-Ölpumpe mit Luftmessverhütungs-

einrichtung (23 322 030), 2 m Kabel
• Saugrohr mit Bogen G 3/4" a
• Fußventil
• Saugschlauch 2 m, G 3/4" i/a
• Förderschlauch 5 m, G 1/2" i/a
• Handdurchlaufzähler digital EF (19 709)
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf (17 009)

Technische Daten
Saugrohrlänge: 860 und 1600 mm
Anschluss: G 2" a Fassverschraubung 
Spannung: 230 V
Anschlussleistung: 0,5 KW
Stromanschluss: Eurostecker
Bypass: regelbar
Pumpenleistung: 10 l/min
Max. Förderdruck: 10 bar

Spezifikation
• nicht eichfähig
• Elektro-Ölpumpe (23 337)
• Eurostecker, 1,8 m Kabel
• Saugrohr mit Bogen G 3/4" i
• Fußventil
• Saugschlauch 2 m, G 3/4" i/a
• Förderschlauch 2 m, G 1/2" i/a
• Drehgelenk
• Füllventil mit manueller Abschaltung

(19 718)
• Antitropfmundstück, automatisch schließend

Öl-System fahrbar, EF
SRL 860, für 200/220 l Behälter

Ausführung gemäß österreichi-
schem Eichgesetz (23 001 135) 

Öl-System stationär, NEF
SRL 1600/860, 
für 200/220 l Behälter

23 000 961

23 337 390

Artikel-Nr.

ÖL-SYSTEM, STATIONÄR

23 000 961

23 337 390
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Ölabgabegerät fahrbar, NEF
75 l, handbetrieben

Ölabgabegerät fahrbar
75 l, pneumatisch betrieben

mit Handdurchlaufzähler digital 
(19 709 950), nicht eichfähig

mit Schwimmerventiltechnik und
mit Handdurchlaufzähler digital 
(19 709), eichfähig

Technische Daten
Maße LBH: 560 x 600 x 1200 
Behälterinhalt: 75 l
Ölförderung: manuell betätigte Pumpe
Anschluss: G 2" a 

Fassverschraubung
Abgabe: Handventil
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt
Medien: Motoren- und 

Schmieröle, Getriebeöle

Spezifikation
• nicht eichfähig
• handbetriebene Ölpumpe
• Abgabeschlauch 1,5 m
• Metallauslaufkrümmer mit Kugelhahn 
• Zapfventilhalterung mit Tropfbecher
• Schwimmerfüllstandsanzeige
• 2 feste und 2 bewegliche Räder
• Lackierung mit Wasserlack, ölresistent

Technische Daten
Maße LBH: 560 x 600 x 1200 
Behälterinhalt: 75 l
Ölförderung: pneumatisch
Druckluft-
anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Abgabe: digitaler Handdurchlauf-

zähler
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt
Medien: Motoren- und Schmieröle, 

Getriebeöle

Spezifikation
• Pneumatik-Pumpe 3:1
• Abgabeschlauch 2 m, G 1/2" i/a
• Handdurchlaufzähler digital 
• Zapfventilhalterung mit Tropfbecher
• Schwimmerfüllstandsanzeige
• 2 feste und 2 bewegliche Räder
• Lackierung mit Wasserlack, ölresistent

Pneumatik-Pumpe mit Wartungsgerät 
(20 218 950) betreiben

27 832

27 859

27 859 951

Artikel-Nr.

FAHRBARE ÖLABGABEGERÄTE

27 832

27 859
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Technische Daten
Maße LBH: 350 x 350 x 750 
Behälterinhalt: 24 l
Druckluft-
anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Ölförderung: über Druckluftpolster 

max. 7 bar
Befüllung: 1 1/2" Verschlußkappe
Abgabe: Handventil
Lackierung: RAL 7040 fenstergrau 

seidenmatt
Medien: Motoren- und Schmieröle, 

Getriebeöle

Spezifikation
• Abgabeschlauch 2 m
• Zapfventil mit Stahlauslaufkrümmer
• Zapfventilhalterung mit Tropfbecher
• Sicherheitsventil
• zwei feste Räder
• Lackierung ölresistent

Technische Daten
Maße LBH: 350 x 350 x 900 
Behälterinhalt: 24 l
Druckluft-
anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Befüllung: G 1" i mit Aufsatztrichter
Ölförderung: über Druckluftpolster 

max. 7 bar
Abgabe: Handventil
Lackierung: RAL 7040 fenstergrau 

seidenmatt
Medien: dünnflüssige Öle, selbst-

schmierende Flüssigkeiten 
z.B. Schalungsöle

Spezifikation
• Manometer
• Spiralschlauch
• Sprühlanze mit Zerstäuberkopf
• Tropfbecher
• zwei feste Räder
• Lackierung ölresistent

Ölabgabegerät fahrbar
24 l, pneumatische Förderung

Sprühgerät fahrbar
24 l, pneumatische Förderung

17 796

19 768

Artikel-Nr.

19 768

17 796
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AUFFANGWANNEN FÜR 60/200 L BEHÄLTER

FASSREGAL

19 815

Frischölversorgungssysteme

48

Auffangwanne

für zwei 200 l Behälter
(LBH: 1340 x 850 x 340), 76 kg

für vier 200 l Behälter
(LBH: 2680 x 850 x 236), 122,2 kg

für vier 200 l Behälter
(LBH: 1200 x 1200 x 340), 90 kg

Fassregal zur Lagerung von 
3 x 60 l oder 2 x 200 l Behältern

Technische Daten
Werkstoff: 3,5 mm Stahlblech
Lackierung: Pantone 294c 

blau seidenmatt

Spezifikation
• verzinkte Gitterroste
• standfest
• vierseitig einfahrbar 

(Bodenfreiheit 100 mm)
• für 200 l Behälter
• Zur oberirdischen Lagerung von 

Diesel, Frisch- und Altölen bekannter 
Herkunft der Gefahrenklasse AIII in 
Behältern bis 200/220 l

• wasserrechtliche Bauartzulassung 
gemäß § 19 WHG (LGA überwacht)

• Bei Lagerung in Wasserschutzgebieten
fragen Sie Ihr Wasserwirtschaftsamt

Technische Daten
Maße LBH: 1370 x 650 x 850
Werkstoff: Stahl 
Lackierung: Pantone 294c 

blau seidenmatt

Spezifikation
• zur Selbstmontage
• freistehend
• nur in Verbindung mit Ölauffang-

wanne (19 808 / 19 802)
• erweiterbar auf 2 Lagerebenen 

übereinander (Stecksystem), 700 mm 
und 1500 mm

19 802

19 804

19 808

19 815

Artikel-Nr.



Technische Daten
Maße LBH: 850 x  800 x 1400
Hub: 450 mm
Werkstoff: Stahl
Gewicht: 65 kg
Lackierung: Pantone 294c 

blau seidenmatt

Spezifikation
• zum Transport von Fässern bis 

zu 200/220 l
• hydraulischer Hebemechanismus
• lenkbarer Wagen
• vier Räder
• Das Anheben auf Höhe der 

Auffangwannen ist durch spezielle 
Klemm- und Haltevorrichtungen 
problemlos möglich

Fassheber

FASSHEBER

19 816

19 816

49

Artikel-Nr.
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Kompaktanlage 1000 l, NEF,
PNP 3:1

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1370 x 800 x 1950),
ca. 342 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1370 x 800 x 2070),
ca. 356 kg

Technische Daten
Behälterinhalt: 1000 l
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Ölförderung: Pneumatik-Pumpe 3:1
Befüllung: 2" Füllstutzen
Abgabe: digitaler Handdurchlaufzähler
Anwendung: zur oberirdischen Lagerung von 

Frischölen der Gefahrenklasse 
A III

Anschlüsse: G 1/2"

Spezifikation
• nicht eichfähig
• Pneumatik-Pumpe 3:1 (19 266)
• Tank 1000 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 010)
• Wartungsgerät (20 218 950)
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, Tropfbecher

19 003 350

19 003 351

• Grau lackiert.
• Tank und Auffangbehälter aus 

Stahl geschweißt.
• Mit 5 Anschlussstutzen G 2“ i zur 

Montage von Füll-, Entnahme-, Entlüf-
tungs- und Überfüllsicherungsarmaturen.

• Mit mechanischer Schwimmerfüll-
standsanzeige.

• Mit optischer Leckanzeige. 
• Mit 4 Stellfüßen aus Stahl geschweißt. 

Von allen Seiten unter Last befahrbar.

• Abmessungen 750 l Tank
(L x B x H: 1200 x 800 x 1230 mm).

• Abmessungen 1000 l Tank
(L x B x H: 1200 x 800 x 1570 mm).

• Zur oberirdischen Lagerung von 
Frischölen der Gefahrenklasse A III.

• Mit Bauartzulassung.
• TÜV geprüft.
• EU-Zertifikat.
• Anschlüsse G 1/2“.
• Andere Tankausführungen 

auf Anfrage.

Abkürzungen

O Schlauchaufroller offen
NEF Nicht eichfähig
PNP Pneumatik-Pumpe
SAR Schlauchaufroller
WB Wand- und Bodenmontage

KOMPAKTANLAGEN 

TANKS, 1000 L, NICHT EICHFÄHIG

19 003 351
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Technische Daten
Behälterinhalt: 1000 l
Ölförderung: Ölpumpe 400 V
Spannung: 400 V
Stromaufnahme: 5 A
Leistung: 0,55 KW
Anschluss: Cekon-Stecker mit Phasenwender, 

2 m Kabel
Befüllung: 2" Füllstutzen
Abgabe: digitaler Handdurchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der Gefahrenklasse
A III

Anschlüsse: G 1/2"

Spezifikation
• nicht eichfähig
• Ölpumpe (23 319)
• Tank 1000 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 010)
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, Tropfbecher

Technische Daten
Behälterinhalt: 1000 l
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Ölförderung: Pneumatik-Pumpe 3:1
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• eichfähig
• Pneumatik-Pumpe 3:1 mit 

Schwimmerventiltechnik (19 265 951)
• Tank 1000 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 010)
• Wartungsgerät (20 218 950)
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, 

Tropfbecher

Kompaktanlage 1000 l, NEF,
Ölpumpe 400 V

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1370 x 800 x 1950),
ca. 345 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1370 x 800 x 2070),
ca. 359 kg

Kompaktanlage 1000 l, EF,
PNP 3:1

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1370 x 800 x 1950),
ca. 343 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1370 x 800 x 2070),
ca. 357 kg

23 003 350

23 003 351 

19 003 355

19 003 356

Artikel-Nr.

23 003 351

TANKS, 1000 L, NICHT EICHFÄHIG

TANKS, 1000 L, EICHFÄHIG

19 003 355
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Kompaktanlage 1000 l, EF,
Ölpumpe 400 V

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1370 x 800 x 1950),
ca. 346 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1370 x 800 x 2070),
ca. 360 kg

Kompaktanlage 750 l, NEF,
PNP 3:1 

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1370 x 1160 x 1660),
ca. 301 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1370 x 800 x 1730),
ca. 314 kg

Technische Daten
Behälterinhalt: 1000 l
Ölförderung: Ölpumpe 400 V
Spannung: 400 V
Stromaufnahme: 5 A
Leistung: 0,55 KW
Anschluss: Cekon-Stecker mit Phasen-

wender, 2 m Kabel
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• eichfähig
• Ölpumpe mit Schwimmerventiltechnik 

(23 319 951)
• Tank 1000 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 010)
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, 

Tropfbecher

Technische Daten
Behälterinhalt: 750 l
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Ölförderung: Pneumatik-Pumpe 3:1
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• nicht eichfähig
• Pneumatik-Pumpe 3:1 (19 265)
• Wartungsgerät 20 218 950
• Tank 750 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 014)
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, 

Tropfbecher

23 003 355

23 003 356

19 003 250

19 003 251

Artikel-Nr.

TANKS, 1000 L, EICHFÄHIG

TANKS, 750 L, NICHT EICHFÄHIG

23 003 356

19 003 251
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Technische Daten
Behälterinhalt: 750 l
Ölförderung: Ölpumpe 400 V
Spannung: 400 V
Stromaufnahme: 5 A
Leistung: 0,55 KW
Anschluss: Cekon-Stecker mit Phasen-

wender, 2 m Kabel
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• nicht eichfähig
• Ölpumpe (23 319)
• Tank 750 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 014)
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, 

Tropfbecher

Technische Daten
Behälterinhalt: 750 l
Druckluft-
anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Ölförderung: Pneumatik-Pumpe 3:1
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• eichfähig
• Pneumatik-Pumpe 3:1 mit Schwimmer-

ventiltechnik (19 265 951)
• Wartungsgerät (20 218 950)
• Tank 750 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 014)
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, 

Tropfbecher

Kompaktanlage 750 l, NEF
Ölpumpe 400 V

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1370 x 1160 x 1660),
ca. 296 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1370 x 800 x 1730),
ca. 310 kg

Kompaktanlage 750 l, EF
PNP 3:1

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1370 x 800 x 1660),
ca. 302 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1370 x 800 x 1730),
ca. 315 kg

23 003 250

23 003 251

19 003 255

19 003 256

Artikel-Nr.

23 003 251

19 003 255

TANKS, 750 L, EICHFÄHIG
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Kompaktanlage 750 l, EF
Ölpumpe 400 V

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1370 x 800 x 1660),
ca. 297 kg

mit SAR 10 m, O, WB, (29 142)
(LBH: 1370 x 800 x 1730),
ca. 316 kg

Laufzeitbegrenzer für 
pneumatische Frischölanlagen

Laufzeitbegrenzer für 
elektrische Frischölanlagen

Technische Daten
Behälterinhalt: 750 l
Ölförderung: Ölpumpe 400 V
Spannung: 400 V
Stromaufnahme: 5 A
Leistung: 0,55 KW
Anschluss: Cekon-Stecker mit Phasen-

wender, 2 m Kabel
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• eichfähig
• Ölpumpe mit Schwimmerventiltechnik 

(23 319 951)
• Tank 750 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 014)
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, 

Tropfbecher

Technische Daten
Maße LBH: 200 x 180 x 200 

Spezifikation
• gebrauchsfertig montiert
• Sicherheitsabschaltung für unter 

permanentem Druck stehende 
Frischölanlagen mit Starttaste und 
Schützsteuerung

• Magnetventil zur automatischen 
Unterbrechung der Druckluftzufuhr

Technische Daten
Maße LBH: 200 x 200 x 200 

Spezifikation
• gebrauchsfertig montiert
• Sicherheitsabschaltung für unter 

permanentem Druck stehende
Frischölanlagen mit Starttaste und 
Schützsteuerung

23 003 255

23 003 256

19 413 472

19 413 473

Artikel-Nr.

TANKS, 750 L, EICHFÄHIG

23 003 256

ZUBEHÖR

19 413 472

19 413 473
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Technische Daten
Behälterinhalt: 1000 l
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Ölförderung: Pneumatik-Pumpe 3:1
Befüllung: 2" Füllstutzen
Abgabe: digitaler Handdurchlaufzähler
Anwendung: zur oberirdischen Lagerung von 

Frischölen der Gefahrenklasse 
A III

Anschlüsse: G 1/2"

Spezifikation
• nicht eichfähig
• Pneumatik-Pumpe 3:1 (19 266)
• Tank 1000 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 100)
• Montageplatte
• Wartungsgerät (20 218 950)
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, Tropfbecher

Kompaktanlage 1000 l, NEF,
PNP 3:1

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1450 x 760 x 1720),
ca. 125 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1450 x 760 x 1920),
ca. 136,5 kg

19 000 350

19 000 351

Artikel-Nr.
TANKS, 1000 L, NICHT EICHFÄHIG

KOMPAKTANLAGEN 

• Doppelwandiger Lagerbehälter.
• Mit Palettenfuß und Füllstandsanzeige.
• Mit Sauggarnitur.
• Mit Pistolenhalterung und Tropfbecher.
• Mit digitalem Handdurchlaufzähler.
• Abmessungen 1000 l Tank

(L x B x H: 1280 x 760 x 1420 mm).
• Abmessungen 750 l Tank

(L x B x H: 980 x 760 x 1420 mm).

• Komplett montiert auf fester 
Montageplatte (87 178).

• Zur oberirdischen Lagerung von 
Frischölen der Gefahrenklasse A III.

• TÜV geprüft.
• Europa-Zertifikat
• Anschlüsse G 1/2“.

Abkürzungen

NEF Nicht eichfähig
O Schlauchaufroller offen
PNP Pneumatik-Pumpe
SAR Schlauchaufroller
WB Wand- und Bodenmontage

19 000 351
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Kompaktanlage 1000 l, NEF,
Ölpumpe 400 V

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1450 x 760 x 1720),
ca. 137,5 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1450 x 760 x 1920),
ca. 148,5 kg

Kompaktanlage 1000 l, EF,
PNP 3:1

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1450 x 760 x 1720),
ca. 125 kg
Ausführung gemäß öster-
reichischem Eichgesetz 
(19 014 135)

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1450 x 760 x 1920),
ca. 136,5 kg
Ausführung gemäß öster-
reichischem Eichgesetz 
(19 015 135)

Technische Daten
Behälterinhalt: 1000 l
Ölförderung: Ölpumpe 400 V
Spannung: 400 V
Stromaufnahme: 5 A
Leistung: 0,55 KW
Anschluss: Cekon-Stecker mit Phasenwender, 

2 m Kabel
Befüllung: 2" Füllstutzen
Abgabe: digitaler Handdurchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der Gefahrenklasse A III
Anschlüsse: G 1/2"
Spezifikation
• nicht eichfähig
• Ölpumpe (23 319)
• Tank 1000 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 100)
• Montageplatte
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, Tropfbecher

Technische Daten
Behälterinhalt: 1000 l
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Ölförderung: Pneumatik-Pumpe 3:1
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• eichfähig
• Pneumatik-Pumpe 3:1 mit 

Schwimmerventiltechnik (19 265 951)
• Tank 1000 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 100)
• Montageplatte
• Wartungsgerät (20 218 950)
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, 

Tropfbecher

23 000 350

23 000 351 

19 000 355

19 000 356

Artikel-Nr.

TANKS, 1000 L, NICHT EICHFÄHIG

TANKS, 1000 L, EICHFÄHIG

23 000 350

19 000 356
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Technische Daten
Behälterinhalt: 1000 l
Ölförderung: Ölpumpe 400 V
Spannung: 400 V
Stromaufnahme: 5 A
Leistung: 0,55 KW
Anschluss: Cekon-Stecker mit Phasen-

wender, 2 m Kabel
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• eichfähig
• Ölpumpe mit Schwimmerventiltechnik 

(23 319 951)
• Tank 1000 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 100)
• Montageplatte
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, 

Tropfbecher

Technische Daten
Behälterinhalt: 750 l
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Ölförderung: Pneumatik-Pumpe 3:1
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• nicht eichfähig
• Pneumatik-Pumpe 3:1 (19 265)
• Wartungsgerät 20 218 950
• Tank 750 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 101)
• Montageplatte 
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, 

Tropfbecher

Kompaktanlage 1000 l, EF
Ölpumpe 400 V

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1450 x 760 x 1720),
ca. 137,5 kg
Ausführung gemäß öster-
reichischem Eichgesetz 
(23 000 135)

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1450 x 760 x 1920),
ca. 148,5 kg
Ausführung gemäß öster-
reichischem Eichgesetz 
(23 005 135)

Kompaktanlage 750 l, NEF,
PNP 3:1 

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1150 x 760 x 1720),
ca. 90 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1150 x 760 x 1920),
ca. 100 kg

23 000 355

23 000 356

19 000 250

19 000 251

Artikel-Nr.

TANKS, 750 L, NICHT EICHFÄHIG

23 000 356

19 000 250
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Kompaktanlage 750 l, NEF,
Ölpumpe 400 V

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1150 x 760 x 1720),
ca. 104 kg

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1150 x 760 x 1920),
ca. 115 kg

Kompaktanlage 750 l, EF,
PNP 3:1

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1150 x 760 x 1720),
ca. 90 kg
Ausführung gemäß öster-
reichischem Eichgesetz 
(19 016 135)

mit SAR 10 m, O, WB, 
(29 142)
(LBH: 1150 x 760 x 1920),
ca. 100 kg
Ausführung gemäß öster-
reichischem Eichgesetz 
(19 017 135)

Technische Daten
Behälterinhalt: 750 l
Ölförderung: Ölpumpe 400 V
Spannung: 400 V
Stromaufnahme: 5 A
Leistung: 0,55 KW
Anschluss: Cekon-Stecker mit Phasen-

wender, 2 m Kabel
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• nicht eichfähig
• Ölpumpe (23 319)
• Tank 750 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 101)
• Montageplatte 
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, Tropfbecher

Technische Daten
Behälterinhalt: 750 l
Druckluft-
anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Ölförderung: Pneumatik-Pumpe 3:1
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• eichfähig
• Pneumatik-Pumpe 3:1 mit Schwimmer-

ventiltechnik (19 265 951)
• Wartungsgerät (20 218 950)
• Tank 750 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 101)
• Montageplatte 
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, Tropfbecher

23 000 250

23 000 251

19 000 255

19 000 256

Artikel-Nr.

TANKS, 750 L, NICHT EICHFÄHIG

TANKS, 750 L, EICHFÄHIG

19 000 256

23 000 251
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Technische Daten
Behälterinhalt: 750 l
Ölförderung: Ölpumpe 400 V
Spannung: 400 V
Stromaufnahme: 5 A
Leistung: 0,55 KW
Anschluss: Cekon-Stecker mit Phasen-

wender, 2 m Kabel
Befüllung: 2" Füllstutzen
Abgabe: digitaler Hand-

durchlaufzähler
Anwendung: zur oberirdischen Lagerung 

von Frischölen der 
Gefahrenklasse A III

Anschlüsse: G 1/2"

Spezifikation
• eichfähig
• Ölpumpe mit Schwimmerventiltechnik 

(23 319 951)
• Tank 750 l mit Füllstandsanzeige und 

optischer Leckanzeige (45 101)
• Montageplatte 
• Sauggarnitur
• Handdurchlaufzähler digital
• Halterung für Handdurchlaufzähler, 

Tropfbecher

Kompaktanlage 750 l, EF,
Ölpumpe 400 V

mit Abgabeschlauch 8 m 
und Schlauchhalter
(LBH: 1150 x 760 x 1720),
ca. 104 kg
Ausführung gemäß österreichi-
schem Eichgesetz (23 006 135)

mit SAR 10 m, O, WB, (29 142)
(LBH: 1150 x 760 x 1920),
ca. 115 kg
Ausführung gemäß österreichi-
schem Eichgesetz (23 007 135)

23 000 255

23 000 256

Artikel-Nr.

23 000 255
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Technische Daten
Werkstoff
Außenbehälter: Stahl, geschweißt
Werkstoff
Innenbehälter: Stahl, geschweißt
Oberflächen-
behandlung: entfettet, 

phosphatiert, 
grundiert und 
decklackiert

Lackierung: RAL 7040 
fenstergrau 
seidenmatt

Anschlüsse: 5 x G 2" i

Spezifikation
• Europa–Zertifikat
• mechanische Schwimmer-

füllstandsanzeige
• optische Leckanzeige
• vier Eckfüße
• vierseitig einfahrbar
• unter Last bewegbar
• geeignet zur 3-seitigen Montage 

von Schlauchaufrollern, Elektro- 
und Pneumatik-Pumpen

• Zur oberirdischen Lagerung in 
geschlossenen Räumen

Technische Daten
Werkstoff 
Außenbehälter: Stahlblech, 

feuerverzinkt
Werkstoff 
Innenbehälter: Kunststoff
Anschlüsse: 4 x G 2" i

Spezifikation
• Europa–Zertifikat 
• mechanische Schwimmer-

füllstandsanzeige
• optische Leckanzeige
• Palettenfuß
• Zur oberirdischen Lagerung in 

geschlossenen Räumen

Geeignet für: 
• Heizöl und Diesel
• gebrauchte Motoren- und Getriebeöle 

(Altöle) bekannter Herkunft der 
Gefahrenklasse A III

• Schmieröl L-AN nach DIN 51 501 
(die Schmieröle AN 5 und AN 7 sind 
nach VbF brennbare Flüssigkeiten der 
Gefahrenklasse A III)

• Motoren- und Schmieröle nach DIN 51 511
• Kraftfahrzeug-Getriebeöle nach DIN 51 512
• Hydrauliköle H, HL und HL-P nach 

DIN 51 524 / 51 525
• Wärmeträgeröle Q nach DIN 51 522
• voll- und teilsynthetische Öle
• Rapsöl-Methyl-Ester (RME)

Tank, Inhalt 750 l 
(LBH: 1200 x 800 x 1123)
Gewicht (Wanne + Tank): 279 kg

Tank, Inhalt 1000 l 
(LBH: 1200 x 800 x 1570)
Gewicht (Wanne + Tank): 328 kg

Tank, Inhalt 1420 l 
(LBH: 1200 x 800 x 2070)
Gewicht (Wanne + Tank): 415 kg

Geeignet für: 
• Heizöl und Diesel
• gebrauchte Motoren- und Getriebeöle 

(Altöle) bekannter Herkunft der 
Gefahrenklasse A III

• Schmieröl L-AN nach DIN 51 501 
(die Schmieröle AN 5 und AN 7 sind 
nach VbF brennbare Flüssigkeiten der 
Gefahrenklasse A III)

• Motoren- und Schmieröle nach DIN 51 511
• Kraftfahrzeug-Getriebeöle nach DIN 51 512
• Hydrauliköle H, HL und HL-P nach 

DIN 51 524 / 51 525
• Wärmeträgeröle Q nach DIN 51 522
• voll- und teilsynthetische Öle
• Rapsöl-Methyl-Ester (RME)

Tank, Inhalt 750 l 
(LBH: 980 x 760 x 1420), 66 kg

Tank, Inhalt 1000 l 
(LBH: 1280 x 760 x 1420), 89 kg

45 014

45 010

45 018

45 101

45 100

Artikel-Nr.

TANKS1

45 014

45 100

45 010
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Zapfpistolenhalterung 
mit Tropfbecher 

Halteplatte 
für Schlauchaufhängung

Schlauchhalter
große Ausführung

Dauerton-Signalgeber
für trockene Räume

Technische Daten
Maße LBH: 703 x 90 x 150
Werkstoff: Stahl
Lackierung: RAL 7040 fenstergrau 

seidenmatt
Gewicht: 1,57 kg

Spezifikation
• Tropfbecher
• Satz Befestigungsschrauben
• Nur für Tankmontage geeignet

Technische Daten
Maße LBH: 350 x 330 x 2
Werkstoff: Stahl
Lackierung: RAL 7040 fenstergrau

seidenmatt
Gewicht: 1,4 kg

Spezifikation
• Satz Befestigungsschrauben
• Nur für Tankmontage geeignet
• für Schlauchaufhängung (19 669)

Technische Daten
Maße LBH: 348 x 144 x 257
Gewicht: 1,3 kg
Werkstoff: Aluminium-Druckguss

Spezifikation
• für Wandmontage

Technische Daten
Schalldruckpegel: 90 dB (A) 

Abstand 1 m
Stromversorgung: AC 230 V
Leistungs-
aufnahme: 6 VA
Schutzart: IP 20
Gewicht: 0,18 kg

Spezifikation
• Zur akustischen Fernüberwachung 

von Tanks
• Anschluss an Überfüllsicherung 

(19 412)

19 402

19 403

19 669

19 407

Artikel-Nr.

ZUBEHÖR ZUR MONTAGE VON TANKS

19 402

19 403

19 669

19 407
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Technische Daten
Schalldruckpegel: 90 dB (A) Abstand 1 m
Stromversorgung: AC 230 V
Leistungs-
aufnahme: 10 VA
Schutzart: IP 33
Gewicht: 0,19 kg

Spezifikation
• Zur optischen und akustischen 

Fernüberwachung von Tanks
• Anschluss an Überfüllsicherung 

(19 412)

Technische Daten
Maße LBH: 163 x 97 x 62
Gewicht: 0,4 kg
Versorgungs-
spannung: 230 V AC, 50/60 Hz
Nennleistung: 5 VA
Netzsicherung: M 32 mA
Anschlussleitung: 1,2 m lang, 2 x 0,75 mm2

Ansprech-
verzögerung: keine
zus. Anschlüsse: 1 Ausgangsrelais 

(Wechsler)
Schaltvermögen 
Ausgangsrelais: max. 250 V, 2 A, 

ohmsche Last
zulässige Umge-
bungstemperatur: -10 °C bis +60 °C
Schutzklasse: II DIN 57 700

Spezifikation
• Einzubauen zwischen Innen- und 

Außenbehälter des Tanks
• Warnung ab 50 mm Flüssigkeitshöhe

Spezifikation
• Laufzeitbegrenzer 1 – 30 min
• für elektrische und pneumatische 

Frischölförderanlagen
• Bei pneumatischer Ölförderanlage 

Magnetventil (19 897)
mitbestellen

• Kann mit Schlüsselschalter (19 423)
verbaut werden

Warnlicht und Hupe
getrennt ansteuerbar

Optisches und akustisches
Öl-/Wasser-Leckwarngerät

Schützsteuerung
mit Laufzeitbegrenzer

19 408

19 406

19 421

Artikel-Nr.

19 408

19406

19 421
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Schlüsselschalter 
mit Kontrollleuchte

Magnetventil, G 1/4" i, G 1/4" i
2/2 Wege, Luft

Überfüllsicherung
A III nach WHG

Einsatzbereich:
brennbare Flüssigkeiten der
Gefahrenklasse A III; Diesel-
kraftstoff nach DIN 51 601,
Heizöl EL nach DIN 51 603, 
Teil 1, gebrauchte Getriebe- und
Motoröle

Tempergussreduzierung
G 3/4" i, G 2" a

Spezifikation
• Kontrollleuchte
• für Schützsteuerung (19 421)

Technische Daten
Maße LBH: 55 x 70 x 22
Medium: Luft
Anschlüsse: G 1/4" i
NW: 7,2 mm
Druckbereich: 0,3 – 10 bar
Umgebungs-
temperatur: 0 °C bis +60 °C
Nennspannung: 230 V / 50 Hz
Schutzart: IP 65
Einschaltdauer ED: 100 %
Dichtwerkstoff: NBR
Werkstoff: Messing

Spezifikation
• stromlos geschlossen
• Spulenteile epoxidharzumpresst

Technische Daten
Versorgungsspannung: AC 24 V, 110 V, 

230 V oder DC 24 V
Leistungsaufnahme: max. 3 VA bzw. 5 W
Maße 
Messumformer LBH: 163 x 97 x 62 
Schutzart: IP 30
Länge 
Niveaustandsgeber: 300 mm
Anschluss: G 3/4" a 
Werkstoff 
Niveaustandsgeber: Messing

Spezifikation
• optische und akustische Warnanzeige 

und Quittiermöglichkeit

Technische Daten
Anschluss 1: G 3/4" i
Anschluss 2: G 2" a
Werkstoff: Temperguss, verzinkt

Spezifikation
• Zur Montage des Niveaustandsgebers 

der Überfüllsicherung (19 412) auf Tanks

19 423

19 897

19 412

19 418

Artikel-Nr.

ZUBEHÖR ZUR MONTAGE VON TANKS

19 423

19 897

19 412

19 418
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Technische Daten
Anschluss: G 2" i

Spezifikation
• Montierbar als Abschluss der 

Entlüftungsleitung von Tanks

Technische Daten
Anschluss beidseitig: G 2" a
Werkstoff: Stahl verzinkt

Technische Daten
Anschluss 1: G 2" a
Anschluss 2: Tankwagen

Spezifikation
• Metalldeckel
• Tankwagenkupplung

Technische Daten
Anschluss: R 2" i
Werkstoff: Messing
Dichtung: Vulkollan

Spezifikation
• ohne Deckel

Technische Daten
Werkstoff: Leichtmetall
Dichtung: Perbunan

Spezifikation
• Stahlkette, vernickelt, 25 cm
• für Tankwagenkupplung (19 416)

Technische Daten
Anschluss: G 2" a

Spezifikation
• Einfüllarmatur (19 414 950)
• Entlüftungshaube (19 410)
• Entlüftungsrohr (87 563)

Technische Daten
Anschluss: G 2" a
Länge: 500 mm

Spezifikation
• zur Montage der Entlüftungshaube 

(19 410) für Tankentlüftung

Entlüftungshaube G 2" i,
mit Sieb, Polyamid 

Entlüftungshaube G 2" i, 
ohne Sieb, Messing

Befüllbogen 90°
G 2" a, G 2" a

Einfüllarmatur, G 2" a, 45°
TW Verschraubung

Tankwagenkupplung

Deckel für Tankwagenkupplung

Set Befüll- und Entlüftungsarmaturen
G 2" a

Entlüftungsrohr G 2" a, 500 mm

19 410

19 411

19 414

19 414 950

19 416

19 417

19 424

87 563

Artikel-Nr.
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Montageset 
Tankanbau

Montageplatte

Auffangwanne

für zwei 200 l Behälter
(LBH: 1340 x 850 x 340), 76 kg

für vier 200 l Behälter
(LBH: 2680 x 850 x 236), 122,2 kg

für vier 200 l Behälter
(LBH: 1200 x 1200 x 340), 90 kg

Spezifikation
• für den Anbau der Überfüllsicherung 

und Entlüftungsleitung 
• Gewindeadapter G 3/4" i, G 2" a
• T-Stück G 2" i, G 2"a
• Befüllbogen G 2" a
• Muffe G 2" i

Technische Daten
Maße LBH: 660 x 320 x 70 
Werkstoff: Stahl
Lackierung: RAL 7040

fenstergrau seidenmatt

Spezifikation
• Zur Montage von Pneumatik- oder 

Elektropumpen, Schlauchaufrollern 
und anderem Zubehör auf Tanks
(45 100 / 45 101) 

Technische Daten
Werkstoff: 3,5 mm Stahlblech
Lackierung: Pantone 294c 

blau seidenmatt

Spezifikation
• verzinkte Gitterroste
• standfest
• vierseitig einfahrbar 

(Bodenfreiheit 100 mm)
• für 200 l Behälter
• Zur oberirdischen Lagerung von Diesel,

Frisch- und Altölen bekannter Herkunft 
der Gefahrenklasse AIII in Behältern 
bis 200/220 l

• wasserrechtliche Bauartzulassung 
gemäß § 19 WHG (LGA überwacht)

• Bei Lagerung in Wasserschutzgebieten 
fragen Sie Ihr Wasserwirtschaftsamt

19 426

87 178

19 802

19 804

19 808

Artikel-Nr.

ZUBEHÖR ZUR MONTAGE VON TANKS

19 426

87 178

AUFFANGWANNEN FÜR 60/200 L BEHÄLTER2

19 802



Technische Daten
Maße LBH: 1370 x 650 x 850
Werkstoff: Stahl 
Lackierung: Pantone 294c 

blau seidenmatt

Spezifikation
• zur Selbstmontage
• freistehend
• nur in Verbindung mit Ölauffang-

wanne (19 808 / 19 802)
• erweiterbar auf 2 Lagerebenen 

übereinander (Stecksystem), 700 mm 
und 1500 mm

Technische Daten
Maße LBH: 850 x  800 x 1400
Hub: 450 mm
Werkstoff: Stahl
Gewicht: 65 kg
Lackierung: Pantone 294c 

blau seidenmatt

Spezifikation
• zum Transport von Fässern bis 

zu 200/220 l
• hydraulischer Hebemechanismus
• lenkbarer Wagen
• vier Räder
• Das Anheben auf Höhe der 

Auffangwannen ist durch spezielle 
Klemm- und Haltevorrichtungen 
problemlos möglich

Technische Daten
Saugrohrlänge: 860 mm
Anschluss Saugrohr: G 3/4" a
Anschluss je Behälter: G 2" a 

Fassverschraubung

Spezifikation
• zwei Saugrohre mit Fußventil
• zwei Saugschläuche 2 m, G 3/4" i/a
• 3-Wegehahn G 3/4" i
• Pumpenwandhalterung
• alle erforderlichen Adapter 

zur Montage
• für zwei 200/220 l Behälter

Fassregal zur Lagerung von 
3 x 60 l oder 2 x 200 l Behältern

Fassheber

Duo-Saugleitung, 2 m

19 815

19 816

19 511

69
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ZUBEHÖR FÜR AUFFANGWANNEN
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Schlauchleitung für Öl
2 m, G 3/4" i, G 3/4” a 

Wandhalterung 
für Pneumatik-Pumpen

Saugrohr G 3/4" i, G 2" a 
SRL 860, für 200/220 l Behälter

Saugrohr G 3/4" i, G 2" a 
SRL 860, für 200/220 l Behälter
mit Fußventil (mit Überdruckbohrung)

Saugrohr G 3/4" i, G 2” a
SRL 1600, für Tankmontage
mit Fußventil (mit Überdruckbohrung)

Umrüstset
SRL 860, für 200/220 l Behälter

Umrüstset
SRL 1600, für Tankmontage

Umrüstset
SRL 1600, für Tankmontage
90° Anschlusswinkel zur Verbindung 
mit Pneumatik-Pumpe
Zur Wandmontage ist eine
Schlauchleitung (19 512) und
Wandhalterung (19 521) notwendig

Technische Daten
Länge: 2 m
Anschluss 1: G 3/4" i 60° Dichtkonus
Anschluss 2: G 3/4" a 60° Dichtkonus
Schlauchinnen-
durchmesser: 20 mm
Betriebsdruck: 105 bar

Spezifikation
• große Durchlaufmenge
• nach EN 857

Technische Daten
Maße LBH: 155 x 48 x 127
Gewicht: 1,1 kg
Werkstoff: Stahl, verzinkt

Spezifikation
• für Pneumatik-Pumpen

Technische Daten
Anschluss 1: G 3/4" i
Anschluss 2: G 2" a Fassverschraubung

Spezifikation
• Zur Verbindung Saugrohr / 

Pneumatik-Pumpe ist die 
Schlauchleitung (19 512) erforderlich

Technische Daten
Anschluss : G 3/4" a

Spezifikation
• Zur direkten Montage an 

Pneumatik-Pumpe
• Komplett mit Schwimmerventil zur 

Umrüstung einer Standard-
Pneumatik-Pumpe 3:1 (19 285) in 
eine eichfähige Pneumatik-Pumpe

19 512

19 521

19 522

19 523

19 523 001

19 513 950

19 513 952

19 513 954

Artikel-Nr.

SAUGZUBEHÖR

19 512

19 522 19 523 001

19 513 950

19 521
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Technische Daten
Anschluss 1: G 1/4" a
Anschluss 2: für Kupplung Rectus Typ 26
NW: 7,2 mm
Schlüsselweite: 12 mm
Werkstoff: Messing

Spezifikation
• Zur Verwendung bei der Montage der 

Wartungseinheit (20 218)

Technische Daten
Anschluss beidseitig: G 1/4" a, 

60° Dichtkonus
NW: 7,5 mm
SW: 17
Druck: - 0,95 bis 15 bar
Temperaturbereich: - 10 °C bis 70 °C
Werkstoff: Messing

Spezifikation
• Zur Verwendung bei der Montage der 

Wartungseinheit (20 218)
• mit Innenkonus nach DIN EN 560

Technische Daten
Schlauchlänge: 5 m
Anschluss 1: Schnellverschlusskupplung 

Typ 26
Anschluss 2: für Kupplung Rectus Typ 26
NW: 7,2 mm
Dynamischer 
Betriebsdruck: 17 bar

Spezifikation
• Zur Verbindung Druckluftleitung / 

Druckluftwerkzeuge

Stecknippel, G 1/4" a
für Kupplung Rectus Typ 26

Doppelnippel, G 1/4" a, G 1/4" a

Spiralschlauch 5 m

20 062

20 112

20 185

Artikel-Nr.

DRUCKLUFTZUBEHÖR4

20 062

20 112

20 185
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Wartungsgerät

Wartungsgerät, Komplettset

Technische Daten
Anschluss 1: G 1/4" i
Anschluss 2: G 1/4" i 
max. Vordruck 10 bar
max. Arbeitsdruck: 0,5 - 10 bar
Normal Nenn-
durchfluss*: 6,3 l/sek
Filterfeinheit: 40 my
Kondensatmenge: 0,017 l
Temperaturbereich: 0 °C bis +50 °C
Werkstoff Gehäuse: Zinkdruckguss

* bei Vordruck 10 bar, 
Arbeitsdruck 6 bar und Δp=1bar 

Spezifikation
• Druckreduzierventil mit Manometer, 

Wasserabscheider und Leitungsöler

Technische Daten
Anschluss 1: G 1/4" a
Anschluss 2: Kupplung für 

Rectus Typ 26
NW: 7,2 mm 
max. Vordruck: 10 bar
max. Arbeitsdruck: 0,5 - 10 bar
Normal Nenn-
durchfluss*: 6,3 l/sek
Filterfeinheit: 40 my
Kondensatmenge: 0,017 l
Temperaturbereich: 0° C bis +50° C
Werkstoff Gehäuse: Zinkdruckguss

* bei Vordruck  10 bar, 
Arbeitsdruck 6 bar und Δp = 1 bar

Spezifikation
• Druckreduzierventil mit Manometer, 

Wasserabscheider und Leitungsöler
• Gewinde- und Stecknippel

20 218

20 218 950

Artikel-Nr.

WARTUNGSGERÄTE5

20 218

20 218 950
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Technische Daten
Anschluss druckseitig: G 3/4" a
Anschluss Behälter: G 2" a 

Fassverschraubung 
Max. Förderschlauchlänge: 10 m
Druckluftanschluss:    G 1/4" i

Spezifikation
• nicht eichfähig
• Saugrohr G 1" a
• Kann aufgrund hoher Förderleistung als

Betankungspumpe eingesetzt werden
• Nicht für Rohrleitungssysteme geeignet

Technische Daten
Anschluss saugseitig: G 3/4" a
Anschluss druckseitig: G 3/4" a
Max. Förderschlauchlänge: 10 m
Druckluftanschluss: G 1/4" i

Spezifikation
• nicht eichfähig
• Kann aufgrund hoher Förderleistung als

Betankungspumpe eingesetzt werden
• Nicht für Rohrleitungssysteme geeignet
• erforderliches Zubehör:

Saugschlauch 19 512, Wandhalterung 19 521,
Saugrohr 19 522 / 19 523 / 19 523 001

Technische Daten
Anschluss druckseitig: G 3/4" a
Anschluss Behälter:   G 2" a Fassverschraubung  
Dichtungen:             FKM (Viton®)
Fördermedium:         Scheibenwasser, 

Kühlflüssigkeit
Max. Förder-
schlauchlänge:         10 m
Druckluftanschluss:     G 1/4" i
Werkstoffe: Alle mit dem Förder-

medium in Berührung 
kommenden Teile sind aus
Stahl, Messing und Viton®

Spezifikation
• nicht eichfähig
• Saugrohr G 1" a

Pneumatik-Pumpe 1:1, NEF

SRL 860, für 200/220 l Behälter

SRL 1200, für Tankmontage

Pneumatik-Pumpe 1:1, NEF
für Wandmontage

Pneumatik-Pumpe1:1 Messing

NEF, SRL 860, 
für 200/220 l Behälter

NEF, SRL 1200, 
für Tankmontage

19 135

19 165

19 185

19 135 843

19 165 843

Artikel-Nr.

PNEUMATIK-ÖL- UND DIESELPUMPEN 1:1 

PUMPEN FÜR SCHEIBENKLAR

19 135 843

19 135
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Technische Daten
Anschluss saugseitig:  G 3/4" a
Anschluss druckseitig: G 3/4" a  
Dichtungen:             FKM (Viton®)
Fördermedium:         Scheibenwasser, 

Kühlflüssigkeit
Max. Förder-
schlauchlänge:         10 m
Druckluftanschluss:     G 1/4" i
Werkstoffe:              Alle mit dem Förder-

medium in Berührung 
kommenden Teile sind aus
Stahl, Messing und
Viton®.

Spezifikation
• nicht eichfähig
• erforderliches Zubehör:

Saugschlauch (19 512), 
Wandhalterung (19 521),
Saugrohr (19 522 / 19 523 / 19 523 001)

Technische Daten
Anschluss druckseitig: G 3/4" a
Anschluss Behälter: G 2" a 

Fassverschraubung  
Max. Förderschlauchlänge: 10 m
Druckluftanschluss:    für Kupplung Rectus 

Typ 26
NW:                   7,2 mm

Spezifikation
• nicht eichfähig
• Saugrohr G 1" a
• Wartungsgerät (20 218 950)
• Druckluftschlauch 2 m, DN 9 mit 

Stecknippel für Kupplung Rectus Typ 26
• Öl-Förderschlauch 2 m, DN 20,  

G 3/4" i/a und Muffenkugelhahn G 3/4" i 
zum direkten Anschluss an Rohrleitungen

• mit allen erforderlichen Adaptern 
zur Montage

Pneumatik-Pumpe1:1 Messing, 
NEF, für Wandmontage

Pneumatik-Pumpe 1:1, NEF 

Set, SRL 860, 
für 200/220 l Behälter

Set, SRL 1200,
für Tankmontage

19 185 843

19 135 600

19 165 600

Artikel-Nr.
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Pneumatik-Pumpe 1:1, NEF
Set, SRL 860, 
für Wandmontage

Pneumatik-Membranpumpe
60 l/min

Geeignet für:
• Altöle, Wasser
• Flüssigkeiten auf Wasser-

basis, gegen die Aluminium 
und Buna N/Hytrel resistent 
sind (z.B. Scheibenklar, 
Kühlerfrostschutz, verschie-
dene Chemikalien, leichte 
Säuren etc.)

Technische Daten
Anschluss druckseitig: G 3/4" a
Anschluss Behälter: G 2" a 

Fassverschraubung
Druckluftanschluss: für Kupplung Rectus 

Typ 26              
NW: 7,2 mm

Spezifikation
• nicht eichfähig
• Wandhalterung
• Saugrohr mit Bogen G 3/4" i
• Verbindungsschlauch DN 20 zur Verbindung 

Saugrohr / Pneumatik-Pumpe
• Wartungsgerät (20 218 950)
• Druckluftschlauch 2 m, DN 9 mit 

Stecknippel für Kupplung, Rectus Typ 26
• Öl-Förderschlauch 2 m, DN 20, G 3/4" i/a 

mit Muffenkugelhahn G 3/4" i zum direkten 
Anschluss an Rohrleitungen

• mit allen erforderlichen Adaptern zur Montage

Technische Daten
Maße LBH: 191 x 222 x 273
Pumpenleistung 
(freier Ausfluss): 60 l/min
max. Luftdruck: 7 bar
min. Luftdruck: 1,8 bar
max. Korngröße: 2,5 mm
max. Saughöhe (nass): 7 m
max. Saughöhe (trocken): 4,9 m 
max. Betriebstemperatur: 65 °C
Lautstärke bei 3,5 bar, 
50 DH/min: 75 dB (A)
Anschluss Luft: für Kupplung Rectus 

Typ 26
Anschluss Fördermedium 
Ein-/Auslass: G 1/2" a 

60° Dichtkonus
max. Luftverbrauch: 560 l/min
Werkstoff Pumpengehäuse: Aluminium
Werkstoff Membran: Buna-N
Werkstoff Kugel: Buna-N
Werkstoff Sitz: Acetal
Gewicht: 5 kg

Spezifikation
• Vorrichtung für Wandmontage
• erforderliches Zubehör (87 626)

19 185 600

19 060

PNEUMATIK-MEMBRANPUMPEN

19 060

Artikel-Nr.

19 185 600



Technische Daten
Maße LBH: 235 x 305 x 356
Pumpenleistung 
(freier Ausfluss): 159 l/min
max. Luftdruck: 8,4 bar
min. Luftdruck: 1,4 bar
max. Korngröße: 3,2 mm
max. Saughöhe 
(nass oder trocken): 5,8 m
max. Betriebstemperatur: 65 °C
Lautstärke bei 4,8 bar, 
50 DH/min: 78 dB (A)
Anschluss Luft: für Kupplung Rectus 

Typ 26
NW: 7,2 mm
Anschluss Fördermedium 
Ein-/Auslass: G 3/4" a 

60° Dichtkonus
max. Luftverbrauch: 1700 l/min
Werkstoff Pumpengehäuse: Aluminium
Werkstoff Membran: Hytrel®
Werkstoff Kugel: Acetal
Werkstoff Sitz: Hytrel®
Gewicht: 8,2 kg

Spezifikation
• Vorrichtung für Wandmontage
• erforderliches Zubehör (87 626)

Technische Daten
Länge: 0,5 m
Anschluss 1: G 3/4" i 60° Dichtkonus
Anschluss 2: G 3/4" i 60° Dichtkonus
Schlauchinnen-
durchmesser: 20 mm
Betriebsdruck: 45 bar 

Spezifikation
• große Durchlaufmenge
• nach DIN 20 021 (EN 854)

Technische Daten
Länge: 2 m
Anschluss 1: G 3/4" i 60° Dichtkonus
Anschluss 2: G 3/4" a 60° Dichtkonus
Schlauchinnen-
durchmesser: 20 mm
Betriebsdruck: 105 bar

Spezifikation
• große Durchlaufmenge
• nach EN 857

Pneumatik-Membranpumpe
159 l/min

Geeignet für:
• Altöle, Wasser
• Flüssigkeiten auf Wasser-

basis, gegen die Aluminium 
und Buna N/Hytrel resistent 
sind (z.B. Scheibenklar, 
Kühlerfrostschutz, verschie-
dene Chemikalien, leichte 
Säuren etc.)

Schlauchleitung für Öl 
0,5 m, G 3/4" i, G 3/4" i 

Schlauchleitung für Öl
2 m, G 3/4" i, G 3/4" a 

19 062

19 530

19 512

Artikel-Nr.
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Schlauchleitungen für Öl

1 m, G 3/4" i, G 3/4" a 
3 m, G 3/4" i, G 3/4" a 
4 m, G 3/4" i, G 3/4" a 
5 m, G 3/4" i, G 3/4" a 
8 m, G 3/4" i, G 3/4" a 

Schlauchleitung für Öl
1,5 m, G 3/4" i, G 3/4" i

Flexible Rohrverbindung
0,5 m, G 3/4" i, G 3/4" i

Schlauchhalter
große Ausführung

Wandhalter 
für Membranpumpen

Technische Daten
Anschluss 1: G 3/4" i 
Anschluss 2: G 3/4" a 60 ° Dichtkonus
Schlauchinnendurchmesser: 20 mm
Betriebsdruck: 105 bar 

Spezifikation
• große Durchlaufmenge
• nach DIN 20 022 (EN 853)

Technische Daten
Länge: 1,5 m
Anschluss 1: G 3/4" i
Anschluss 2: G 3/4" i, 90° Rohrbogen
Schlauchinnen-
durchmesser: 20 mm
Betriebsdruck: 105 bar 

Spezifikation
• zur Verbindung Pumpe / Rohrleitungssystem
• beidseitig Überwurfmutter
• nach DIN 20 022 (EN 853)

Technische Daten
Länge: 0,5 m
Anschluss beidseitig: G 3/4" i
Schlauchinnendurchmesser: 20 mm
Werkstoff Schlauch: Edelstahl (X6 CrNiTi 1810) 

mit einer Edelstahldraht-
umflechtung

Gewicht: 0,4 kg

Spezifikation
• nach TRBF 231 T1
• zur Verbindung Pumpe / Rohrleitungssystem im 

nicht sichtbaren Bereich
• beidseitig Überwurfmutter

Technische Daten
Maße LBH: 348 x 144 x 257
Gewicht: 1,3 kg
Werkstoff: Aluminium-Druckguss

Spezifikation
• für Wandmontage

Technische Daten
Maße LBH: 182 x 198 x 208
Gewicht: 1,8 kg
Werkstoff: Stahl verzinkt

Spezifikation
• für Membranpumpen (19 060 / 19 062)

19 531
19 533
19 534
19 535
19 538

19 550

19 666

19 669

87 626

Artikel-Nr.

19 533

19 666

19 550

87 626

19 669



Technische Daten
Maße LBH: 472 x 152 x 498
Schlauchlänge: 8 m
Anschluss Abgabeschlauch: G 3/4" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/4" i
Schlauchinnendurchmesser: DN 16
Betriebsdruck: 60 bar 
Gewicht: 18,7 kg

Technische Daten
Maße LBH: 475 x 158 x 520
Schlauchlänge: 8 m
Anschluss Abgabeschlauch: G 3/4" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/4" i
Schlauchinnendurchmesser: DN 16
Betriebsdruck: 60 bar 
Gewicht: 22,3 kg

Schlauchaufroller
O, WB, 60 bar, DN 16, 8 m

Schlauchaufroller
O, D, 60 bar, DN 16, 8 m

29 341

29 351

Artikel-Nr.
SCHLAUCHAUFROLLER FÜR ÖL
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Produktmerkmale

• Komplett mit 1 m Anschlussschlauch 
G 3/4“ i.

• Die Pressol Schlauchaufroller sind 
äußerst robust und zeichnen sich 
durch ihre kompakte Bauweise aus.

• Alle Blechteile sind phosphatiert, 
grundiert und decklackiert 
(Schwenkarm: RAL 7040 fenstergrau 
seidenmatt, Trommel: Pantone 294c 
blau seidenmatt, Gehäuse: RAL 7040 
fenstergrau seidenmatt, 
Montageplatte: Pantone 294c blau 
seidenmatt).

• Die anspruchsvolle Oberflächenbe-
handlung aller Stahlteile gewährt 
einen hohen Schutz vor Korrosion.

• Achse (Ø 40 mm) in Zinkdruckguss-
ausführung. Die von unseren 
Ingenieuren gewählten Dimensionen 
garantieren fast unbeschränkte 
Lebensdauer.

• Sowohl die Materialpaarung Achse/ 
Lager wie auch das Federpaket sind 
wartungsfrei.

• Für Wand-, Boden- oder 
Deckenmontage geeignet.

• Sehr montagefreundlich, da das 
Gewicht des Schlauchaufrollers 
während der Montage nicht gehalten 
werden muss.

• Alle Drehgelenke sind kugelgelagert. 

• Hohe Drücke im Versorgungssystem 
beeinträchtigen den Kraftaufwand 
zum Drehen der Trommel nicht.

• Mit Schlauchstopper.
• Pro 1/4 -Umdrehung kann der 

Schlauch eingerastet werden.

Abkürzungen

D Deckenmontage
GDA Geschlossen, Drehgelenk außen
GDI Geschlossen, Drehgelenk innen
O Schlauchaufroller offen
WB Wand- und Bodenmontage

SCHLAUCHAUFROLLER8

OFFEN, ZUR WAND-/ BODENMONTAGE

OFFEN, ZUR DECKENMONTAGE

29 351

29 341
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Schlauchaufroller
GDA, WB, 60 bar, DN 16, 8 m

Schlauchaufroller
GDI, WB, 60 bar, DN 16, 8 m

Schlauchaufroller
GDA, D, 60 bar, DN 16, 8 m

Schlauchaufroller
GDI, D, 60 bar, DN 16, 8 m

Technische Daten
Maße LBH: 495 x 158 x 508
Schlauchlänge: 8 m
Anschluss Abgabeschlauch: G 3/4" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/4" i
Schlauchinnendurchmesser: DN 16
Betriebsdruck: 60 bar 
Gewicht: 25,3 kg

Technische Daten
Maße LBH: 495 x 170 x 508
Schlauchlänge: 8 m
Anschluss Abgabeschlauch: G 3/4" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/4" i
Schlauchinnendurchmesser: DN 16
Betriebsdruck: 60 bar 
Gewicht: 25,7 kg

Technische Daten
Maße LBH: 495 x 158 x 520
Schlauchlänge: 8 m
Anschluss Abgabeschlauch: G 3/4" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/4" i
Schlauchinnendurchmesser: DN 16
Betriebsdruck: 60 bar 
Gewicht: 25,5 kg

Technische Daten
Maße LBH: 495 x 170 x 520
Schlauchlänge: 8 m
Anschluss Abgabeschlauch: G 3/4" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/4" i
Schlauchinnendurchmesser: DN 16
Betriebsdruck: 60 bar 
Gewicht: 25,1 kg

29 371

29 361

29 391

29 381

Artikel-Nr.
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Technische Daten
Maße LBH: 170 x 105 x 220
Schwenkbereich: 2 x 45°
Gewicht: 1,8 kg
Werkstoff: Stahl
Lackierung: Pantone 294c 

blau seidenmatt

Spezifikation
• schwenkbare Wandkonsole für 

Schlauchaufroller (alle Typen)

Technische Daten
Werkstoff: Polyamid
Farbe Stopper: RAL 8001 braun

Spezifikation
• für Schläuche mit 23,5 mm 

Außendurchmesser
• für Ölschläuche geeignet

Technische Daten
Werkstoff: Stahl
Lackierung: RAL 7040 fenstergrau 

seidenmatt

Spezifikation
• Auffangschale mit Ablassschraube 

und herausnehmbarem Siebeinsatz
• zur Wandmontage

Technische Daten
Lackierung: Pantone 294c 

blau seidenmatt
Werkstoff: Stahl

Spezifikation
• Ermöglicht seitlichen Anbau des 

Schlauchaufrollers (z.B. für 
Arbeitsgruben)

Wandkonsole, schwenkbar 90°

Schlauchstopper 5/8"

Zapfpistolenhalter, für eine Pistole
(170 x 170 x 650 mm), 2,3 kg

Zapfpistolenhalter, für zwei Pistolen
(340 x 170 x 650 mm), 4,1 kg

Montagewinkel

29 930

29 979

29 980

29 981

29 940

Artikel-Nr.
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Einbauzähler Digital, NEF
Turbinenrad, 
G 1" i, G 1" i

Ringkolbenzähler als 
Einbauzähler, Siemens

Füllventil für Diesel / Öl
G 1" i

Technische Daten
Maße LBH: 102 x 50 x 60 
Anschluss beidseitig: G 1" i
Messstoffe: nur für dünnflüsige Öle, 

z.B. Hydrauliköle
Durchfluss min: 10 l/min
Durchfluss max: 100 l/min
Temperaturbereich: -10 °C bis +50 °C
max. Druck: 10 bar
Werkstoff Gehäuse: Aluminium
Anzeige: vier Stellen ohne Dezimalstelle
Teilsumme: kann genullt werden
Gesamtsumme: wird literweise durchgezählt 

und bei 9999 l Start mit Null
Messgenauigkeit: +/- 2,5 %
Batterien: AAA Größe E92, 1,5 V
Spezifikation
• nicht eichfähig
• für Pneumatik-Pumpen 1:1 und Pneumatik-

Membranpumpen
• Zur direkten Montage an Diesel-Zapventil

Technische Daten
Maße LBH: 102 x 50 x 60 
Anschluss 1: G 3/4" i
Anschluss 2: G 3/4" i
Messstoffe: Schmieröle und andere Mess-

stoffe im Viskositätsbereich 
von 8 bis 2000 mPa s

Durchfluss: 1 – 50 l/min
Zul. Messstofftemperatur: max. 40° C
Zul. Umgebungstemperatur:10 °C – 50 °C
Nenndruck: 10 bar
Werkstoff Gehäuse: Zinkdruckguss
Anzeige: 1-100 l, kann genullt werden
Gesamtsumme: wird literweise durchgezählt 

und bei 9999 l Start mit Null
Messgenauigkeit: +/- 2 %
Einbaulage: beliebig

Technische Daten
Anschluss: G 1" i
Durchflussmenge: 60 l/min
max. Druck: 8 bar
Werkstoff : Aluminium und Kunststoff

Spezifikation
• manuelle Abschaltung
• Drehgelenk
• für Öl- und Dieselpumpen 1:1 und 

Pneumatik-Membranpumpen
• erforderliches Zubehör (03 419)

23 285

19 728

19 701

Artikel-Nr.

DURCHLAUFZÄHLER9

FÜLLVENTIL10

23 285

19 701

19 728
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Pneumatik-Pumpe 3:1, NEF

SRL 570, für 60 l Behälter

SRL 860, für 200/220 l Behälter

SRL 1200, für Tankmontage

SRL 1500, fürTankmontage

Pneumatik-Pumpe 3:1, NEF
für Wandmontage

Technische Daten
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a 

Fassverschraubung 
Druckluftanschluss: G 1/4" i

Spezifikation
• nicht eichfähig
• Saugrohr G 3/4" a
• Speziell für die Förderung von 

Motoren- und Getriebeöl (bis SAE 90) 
geeignet

• Ideal zum direkten Anschluss an 
Rohrleitungssysteme bis 70 m. Dabei 
ist die Montage eines Überströmventils 
(19 648, 16 bar oder 19 506, 
20 bar) dringend zu empfehlen.

• Mit mehreren Schlauchaufrollern 
problemlos kombinierbar

Technische Daten
Anschluss saugseitig: G 3/4" a
Anschluss druckseitig: G 1/2" a
Druckluftanschluss: G 1/4" i

Spezifikation
• nicht eichfähig
• Speziell für die Förderung von 

Motoren- und Getriebeöl (bis SAE 90) 
geeignet

• Ideal zum direkten Anschluss an 
Rohrleitungssysteme bis 70 m. Dabei 
ist die Montage eines Überströmventils
(19 648, 16 bar oder 19 506, 
20 bar) dringend zu empfehlen.

• Mit mehreren Schlauchaufrollern 
problemlos kombinierbar

• erforderliches Zubehör:
Saugschlauch (19 512)
Wandhalterung (19 521)
Saugrohr (19 522, 19 523, 
19 523 001)

19 205

19 235

19 265

19 266

19 285

Artikel-Nr.
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Technische Daten
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a 

Fassverschraubung 
Druckluftanschluss: für Kupplung 

Rectus Typ 26 
NW: 7,2 mm

Spezifikation
• eichfähig
• Luftmessverhütungseinrichtung
• Saugrohr G 3/4" a
• Überdruckleitung aus Kupfer, dadurch 

auch für nicht sichtbaren Bereich geeignet
• nach TRBF
• PTB-Zulassung
• Speziell für die Förderung von Motoren- 

und Getriebeöl (bis SAE 90) geeignet
• Ideal zum direkten Anschluss an 

Rohrleitungssysteme bis 70 m. Dabei ist die 
Montage eines Überströmventils (19 648, 
16 bar oder 19 506, 20 bar) dringend zu 
empfehlen.

• Mit mehreren Schlauchaufrollern 
problemlos kombinierbar

Technische Daten
Anschluss saugseitig: G 3/4" a
Anschluss druckseitig: G 1/2" a
Druckluftanschluss: für Kupplung 

Rectus Typ 26
NW: 7,2 mm

Spezifikation
• eichfähig
• Luftmessverhütungseinrichtung
• Überdruckleitung aus Kupfer, dadurch auch 

für nicht sichtbaren Bereich geeignet
• nach TRBF
• PTB-Zulassung
• Speziell für die Förderung von Motoren- 

und Getriebeöl (bis SAE 90) geeignet
• Ideal zum direkten Anschluss an 

Rohrleitungssysteme bis 70 m. Dabei ist die 
Montage eines Überströmventils (19 648, 
16 bar oder 19 506, 20 bar) dringend zu 
empfehlen.

• Mit mehreren Schlauchaufrollern 
problemlos kombinierbar

• auf Konsole montiert
• erforderliches Zubehör:

Saugschlauch (19 512)
Saugrohr (19 522, 19 523, 19 523 001)

Pneumatik-Pumpe 3:1, EF

SRL 860; für 200/220 l Behälter

SRL 1200; für Tankmontage

SRL 1500; für Tankmontage

Pneumatik-Pumpe 3:1, EF
für Wandmontage

Ausführung gemäß östrreichi-
schem Eichgesetz (19 285 135)

19 235 030

19 265 030

19 266 030

19 285 030
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Pneumatik-Pumpe 3:1, EF

SRL 860, für 200/220 l Behälter

SRL 1200, für Tankmontage

SRL 1500, für Tankmontage

Pneumatik-Pumpe 3:1, EF
Set, SRL 860, für Wandmontage

Technische Daten
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a 

Fassverschraubung 
Druckluftanschluss: G 1/4" i

Spezifikation
• eichfähig
• Schwimmerventiltechnik
• Saugrohr G 3/4" a
• PTB-Zulassung
• Speziell zur Förderung von Motoren- 

und Getriebeöl (bis SAE 90) geeignet
• Ideal zum direkten Anschluss an 

Rohrleitungssysteme bis 70 m. Dabei 
ist die Montage eines Überströmventils 
(19 648, 16 bar oder 19 506, 
20 bar) dringend zu empfehlen.

• Mit mehreren Schlauchaufrollern 
problemlos kombinierbar

Technische Daten
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a 

Fassverschraubung
Druckluftanschluss: G 1/4" i

Spezifikation
• eichfähig
• Schwimmerventiltechnik
• Saugrohr mit Bogen G 3/4" i
• Saugschlauch 2 m, G 3/4" i/a
• Wandhalterung
• PTB-Zulassung
• Speziell zur Förderung von Motoren- 

und Getriebeöl (bis SAE 90) geeignet
• Ideal zum direkten Anschluss an 

Rohrleitungssysteme bis 70 m. Dabei 
ist die Montage eines Überströmventils 
(19 648, 16 bar oder 19 506, 
20 bar) dringend zu empfehlen.

• Mit mehreren Schlauchaufrollern 
problemlos kombinierbar

19 235 951

19 265 951

19 266 951

19 285 951
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Technische Daten
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a

Fassverschraubung 
Druckluftanschluss: für Kupplung 

Rectus Typ 26 
NW: 7,2 mm

Spezifikation
• Saugrohr G 3/4" a
• Wartungsgerät (20 218 950)
• Druckluftschlauch 2 m, mit Stecknippel 

für Kupplung Rectus Typ 26
• Öl-Förderschlauch 2 m, G 1/2" i/a 

und Muffenkugelhahn G 1/2" i
• Ideal zum Anschluss an Rohrleitungs-

systeme bis max. 70 m. Dabei ist die 
Montage eines Überströmventils 
(19 648, 16 bar oder 19 506, 
20 bar) dringend zu empfehlen.

• Mit allen erforderlichen Adaptern zur 
Montage

Technische Daten
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a 

Fassverschraubung
Druckluftanschluss: für Kupplung 

Rectus Typ 26
NW: 7,2 mm

Spezifikation
• Saugrohr mit Bogen G 3/4" i
• Wandhalterung
• Verbindungsschlauch 2 m, G 3/4" i/a zur

Verbindung Saugrohr / Pneumatik-Pumpe
• Öl-Förderschlauch 2 m, G 1/2" i/a mit 

Muffenkugelhahn G 1/2" i, zum direkten 
Anschluss an Rohrleitungen

• Wartungsgerät (20 218 950) und 
Druckluftschlauch 2 m mit Stecknippel für 
Kupplung Rectus Typ 26

• Ideal zum Anschluss an Rohrleitungs-
systeme bis max. 70 m. Dabei ist die 
Montage eines Überströmventils 
(19 648, 16 bar oder 19 506, 
20 bar) dringend zu empfehlen.

• Mit allen erforderlichen Adaptern 
zur Montage

Pneumatik-Pumpe 3:1, NEF

Set, SRL 860, für 200/220 l Behälter

Set, SRL 860, für 200/220 l Behälter,
mit Schwimmerventiltechnik

Set, SRL 1200, für Tankmontage

Set, SRL 1200, für Tankmontage,
mit Schwimmerventiltechnik

Pneumatik-Pumpe 3:1, NEF

Set, SRL 1200, für Wandmontage

Set, SRL 1200, für Wandmontage,
mit Schwimmerventiltechnik

19 235 600

19 235 601

19 265 600

19 265 601

19 285 600

19 285 601

Artikel-Nr.

PNEUMATIK-ÖLPUMPEN, MIT ZUBEHÖR

19 235 600

19 285 600
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Technische Daten
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a 

Fassverschraubung 
Druckluftanschluss: G 1/4" i

Spezifikation
• Pumpe doppeltwirkend, d.h. kontinuier-

liche Förderung des Mediums
• nicht eichfähig
• Saugrohr G 3/4" a
• Zur Förderung von Motoren-, Hydraulik- 

und Getriebeöl aus Originalbehältern
• Speziell zur Ölversorgung über 

große Entfernungen
• Ideal zum Anschluss an lange Rohr-

leitungssysteme. Dabei ist die Montage 
eines Überströmventils (19 648, 16 bar 
oder 19 506, 20 bar) dringend zu 
empfehlen.

• Mit mehreren Schlauchaufrollern 
problemlos kombinierbar

Technische Daten
Anschluss saugseitig: G 3/4" a
Anschluss druckseitig: G 1/2" a
Druckluftanschluss: G 1/4" i

Spezifikation
• Pumpe doppeltwirkend, d.h. kontinuie-

liche Förderung des Mediums
• nicht eichfähig
• Rückschlagventil druckseitig
• Zur Förderung von Motoren-, Hydraulik- 

und Getriebeöl aus Originalbehältern
• Speziell zur Ölversorgung über 

große Entfernungen
• Ideal zum Anschluss an lange Rohr-

leitungssysteme. Dabei ist die Montage 
eines Überströmventils (19 648, 16 bar 
oder 19 506, 20 bar) dringend zu 
empfehlen.

• Mit mehreren Schlauchaufrollern 
problemlos kombinierbar

• erforderliches Zubehör: 
Saugschlauch (19 512)
Wandhalterung (19 521)
Saugrohr (19 522, 19 523, 
19 523 001)

Pneumatik-Pumpe 5:1 DW, NEF

SRL 570, für 60 l Behälter

SRL 860, für 200/220 l Behälter

SRL 1200, für Tankmontage

SRL 1500, für Tankmontage

Pneumatik-Pumpe 5:1 DW, NEF
für Wandmontage

19 305

19 335

19 365

19 366

19 385

Artikel-Nr.

PNEUMATIK-ÖLPUMPEN, NICHT EICHFÄHIG

PNEUMATIK-ÖLPUMPEN 5:1 – DOPPELTWIRKEND

19 305

19 385

Baukasten Frischölversorgung

12
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Pneumatik-Pumpe 5:1 DW, EF

SRL 860, für 200/220 l Behälter

SRL 1200, für Tankmontage

SRL 1500, für Tankmontage

Pneumatik-Pumpe 5:1 DW, EF
SRL 860, für Wandmontage

Technische Daten
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a 

Fassverschraubung 
Druckluftanschluss: G 1/4" i

Spezifikation
• Pumpe doppeltwirkend, d.h. kontinu-

ierliche Förderung des Mediums
• eichfähig
• Schwimmerventiltechnik
• Saugrohr G 3/4" a
• Zur Förderung von Motoren-, Hydraulik- 

und Getriebeöl aus Originalbehältern
• Speziell zur Ölversorgung über 

große Entfernungen
• Ideal zum Anschluss an lange Rohr-

leitungssysteme. Dabei ist die Montage 
eines Überströmventils (19 648, 16 bar 
oder 19 506, 20 bar) dringend zu 
empfehlen.

• Mit mehreren Schlauchaufrollern 
problemlos kombinierbar

Technische Daten
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a 

Fassverschraubung
Druckluftanschluss: G 1/4" i

Spezifikation
• Pumpe doppeltwirkend, d.h. kontinuier-

liche Förderung des Mediums
• eichfähig
• Schwimmerventiltechnik
• Saugrohr mit Bogen G 3/4" i
• 2 m Saugschlauch G 3/4" i/a
• Rückschlagventil druckseitig
• Wandhalterung
• Zur Förderung von Motoren-, Hydraulik- 

und Getriebeöl aus Originalbehältern
• Speziell zur Ölversorgung über 

große Entfernungen
• Ideal zum Anschluss an lange Rohr-

leitungssysteme. Dabei ist die Montage 
eines Überströmventils (19 648, 16 bar 
oder 19 506, 20 bar) dringend zu 
empfehlen.

• Mit mehreren Schlauchaufrollern 
problemlos kombinierbar

19 335 951

19 365 951

19 366 951

19 385 951

Artikel-Nr.

PNEUMATIK-ÖLPUMPEN, EICHFÄHIG

19 335 951

19 385 951



Technische Daten
Saugrohrlänge: 860 mm
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a 

Fassverschraubung 
Druckluftanschluss: für Kupplung 

Rectus Typ 26         
NW: 7,2 mm

Spezifikation
• Pumpe doppeltwirkend, d.h. kontinuie-

liche Förderung des Mediums
• Saugrohr, G 3/4" a
• Wartungsgerät (20 218 950)
• Druckluftschlauch 2 m, DN 9, mit 

Stecknippel für Kupplung Rectus Typ 26
• Öl-Förderschlauch 2 m, DN 12,  

G 1/2" i/a und Muffenkugelhahn 
G 1/2" i zum direkten Anschluss 
an Rohrleitungen

• Ideal zum Anschluss an lange Rohr-
leitungssysteme. Dabei ist die Montage 
eines Überströmventils (19 648, 16 bar 
oder 19 506, 20 bar) dringend zu 
empfehlen.

• Mit allen erforderlichen Adaptern 
zur Montage

Pneumatik-Pumpe 5:1 DW, NEF 
Set, SRL 860, für 200/220 l Behälter

Pneumatik-Pumpe 5:1 DW, EF
Set, SRL 860, für 200/220 l Behälter,
mit Schwimmerventiltechnik

Pneumatik-Pumpe 5:1 DW, NEF 
Set, SRL 1200, für Tankmontage

Pneumatik-Pumpe 5:1 DW, EF
Set, SRL 1200, für Tankmontage,
mit Schwimmerventiltechnik

19 335 600

19 335 601

19 365 600

19 365 601

Artikel-Nr.

PNEUMATIK-ÖLPUMPEN, MIT ZUBEHÖR

Baukasten Frischölversorgung
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19 335 601

19 335 600



89

Pneumatik-Pumpe 5:1 DW, NEF
Set, SRL 860, für Wandmontage

Pneumatik-Pumpe 5:1 DW, EF
Set, SRL 860, für Wandmontage,
mit Schwimmerventiltechnik

Technische Daten
Anschluss druckseitig: G 1/2" a
Anschluss Behälter: G 2" a 

Fassverschraubung
Druckluftanschluss: für Kupplung 

Rectus Typ 26 
NW: 7,2 mm

Spezifikation
• Pumpe doppeltwirkend, d.h. kontin-

ierliche Förderung des Mediums
• Saugrohr mit Bogen G 3/4" i
• Verbindungsschlauch 2 m, DN 20, 

G 3/4" i/a zur Verbindung Saugrohr/ 
Pneumatik-Pumpe

• Öl-Förderschlauch 2 m, DN 12, 
G 1/2" i/a mit Muffenkugelhahn 
G 1/2" i, zum direkten Anschluss 
an Rohrleitungen

• Wartungsgerät (20 218 950)
• Druckluftschlauch 2 m, DN 9 mit 

Stecknippel und Kupplung, 
Rectus Typ 26

• Wandhalterung
• Ideal zum Anschluss an lange Rohr-

leitungssysteme. Dabei ist die Montage 
eines Überströmventils (19 648, 16 bar 
oder 19 506, 20 bar) dringend zu 
empfehlen.

• Mit allen erforderlichen Adaptern 
zur Montage

19 385 600

19 385 601

Artikel-Nr.

19 385 600
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Technische Daten
Anschluss beidseitig: G 1/2" i

Spezifikation
• bei großen Temperaturunterschieden 

und langen Rohrleitungen
• bewirkt gleichmäßigen Medienfluss
• zum Schutz von Hand-

durchlaufzählern

Druckausgleichsgefäß
G 1/2" i, G 1/2" i

19 518

Artikel-Nr.

ZUBEHÖR FÜR PNEUMATIK-ÖLPUMPEN 3:1 UND 5:1

19 518
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Unsere Elektro-Ölpumpen sind speziell für die
Förderung von Motoren- und Getriebeöl (bis
SAE 90) geeignet. Sie haben die Wahl zwi-
schen eichfähiger Ausführung mit PTB-Zulassung
(für den Wiederverkauf) bzw. nicht eichfähiger 

Version (für den Eigenbedarf). Die zusätzliche
Verwendung von mehreren Schlauchaufrollern
ist problemlos möglich.

ELEKTRO-ÖLPUMPEN13

10

0

8

6

4

2

5 8 10 14

12

Artikel-Nr. 23 337 23 321 23 321 030 23 322 23 322 030

eichfähig • •
nicht eichfähig • • •
Spannung 230 V • • •
Spannung 400 V • •
Stromaufnahme 1,7 A • •
Stromaufnahme 5,5 A • • •
Drehmoment 2 Nm • • •
Drehmoment 3,5 Nm • •
Förderdruck 10 bar • • •
Förderdruck 16 bar • •
Ölanschluss saugseitig 3/4" • • • • •
Ölanschluss druckseitig 1/2" • • • • •
Allgemeine Anwendung Pumpe zum Fördern von Motor- und

Hydrauliköl aus Originalgebinden oder Tanks.

Klassischer Einsatz Pumpe für Pumpe für Tank- und Wandmontage, Pumpe kann in 
Tank- und Rohrleitungssysteme bis zu 70 m Länge, abhängig vom 
Fassmontage Leitungsquerschnitt, eingesetzt werden

Viskosität des Fördermediums Öle bis SAE 90

Klassisches Fördermedium Motor- und Getriebeöl

Testkurve Testmedium: SAE 15 W40
Temperatur 
Testmedium: 20 °C
Saugleitung: 1 m lang, G 3/4"
Druckleitung: 1 m lang, G 1/2"

Dauer für 
1 Fassentleerung à 200 l 20 min.

230 V
400 V

bar

l/min
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ELEKTRO-ÖLPUMPEN

Technische Daten
Maße Pumpe 
LxBxH (mm): 310 x 195 x 205
Gewicht Motor 
und Pumpwerk (kg): 13
Anschlusskabel: 1,8 m
Anschluss saugseitig: G 3/4" a
Anschluss druckseitig: G 1/2" a

Hydraulische Daten
Bauart Pumpe: Zahnradpumpe

selbstansaugend
Förderleistung: 10 l/min
Förderdruck: 10 bar
Saughöhe: 3,5 m
Fördermedium: Öle bis SAE 90

Motordaten
Spannung: 230 V
Frequenz: 50 Hz
Stromaufnahme: 5,5 A
Leistung: 0,5 KW
Thermoschutz: selbstrücksetzend
Einschaltdauer: Dauerbetrieb
Drehmoment: 2 Nm
Drehzahl: 1450 U/min
Bauform: IMB3
Schutzart: IP 54

Spezifikation
• Nicht eichfähig
• Einstellbarer Bypass 

(voreingestellt auf 7 bar)
• Mit Entlüftungsventil
• Nach TRBF
• Mit Ein- und Ausschalter, 

1,8 m Kabel mit Eurostecker

Bemerkung
• Pumpe für Tank- und Wandmontage 

Ölpumpe 10 l/min
230 V, 1~AC, 50 Hz, EU-Stecker

23 337

Artikel-Nr.

23 337
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Ölpumpe 10 l/min, Set, NEF
230 V, 1~AC, 50 Hz, EU-Stecker

Stromaufnahme: 5,5 A
Drehmoment: 2 Nm
Förderdruck: 10 bar

Ölpumpe 10 l/min, Set, NEF
400 V, 3~AC
Stromaufnahme: 1,7 A
Drehmoment: 3,5 Nm
Förderdruck: 16 bar

Technische Daten
Maße Pumpe 
LxBxH (mm): 310 x 320 x 205
Gewicht Motor 
und Pumpwerk (kg): 13
Anschlusskabel: 1,8 m
Anschluss saugseitig: G 3/4" a
Anschluss druckseitig: G 1/2" a

Hydraulische Daten
Bauart Pumpe: Zahnradpumpe 

selbstansaugend
Förderleistung: 10 l/min
Saughöhe: 3,5 m
Fördermedium: Öle bis SAE 90

Motordaten
Leistung: 0,5 KW
Drehzahl: 1450 U/min
Frequenz: 50 Hz
Thermoschutz: selbstrücksetzend
Einschaltdauer: Dauerbetrieb
Bauform: IMB3
Schutzart: IP 54

Spezifikation
• Nicht eichfähig
• Einstellbarer Bypass
• Mit Entlüftungsventil
• Nach TRBF
• Ein- und Ausschalter, Membrandruck-

schalter, 1,8 m Kabel

Bemerkung
• Pumpe für Tank- und Wandmontage 
• Pumpe kann in Rohrleitungssysteme bis 

zu 70 m Länge, abhängig vom Leitungs-
querschnitt, eingesetzt werden

• Erforderliches Zubehör für Wand-
montage: 
19 512 und 19 522, 19 523, 
19 523 001

Artikel-Nr.

23 321

23 322



23 321 030

23 322 030

Artikel-Nr.
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Technische Daten
Maße Pumpe 
LxBxH (mm): 310 x 320 x 205
Gewicht Motor 
und Pumpwerk (kg): 13
Anschlusskabel: 1,8 m
Anschluss saugseitig: G 3/4" a
Anschluss druckseitig: G 1/2" a

Hydraulische Daten
Bauart Pumpe: Zahnradpumpe 

selbstansaugend
Förderleistung: 10 l/min
Saughöhe: 3,5 m
Fördermedium: Öle bis SAE 90

Motordaten
Leistung: 0,5 KW
Drehzahl: 1450 U/min
Frequenz: 50 Hz
Thermoschutz: selbstrücksetzend
Einschaltdauer: Dauerbetrieb
Bauform: IMB3
Schutzart: IP 54

Spezifikation
• Eichfähig
• Luftmessverhütungseinrichtung
• Einstellbarer Bypass, Überström-

ventil mit externer Rücklaufleitung
2 m

• Mit Entlüftungsventil
• Nach TRBF
• Ein- und Ausschalter, Membrandruck-

schalter, 1,8 m Kabel

Bemerkung
• Pumpe für Tank- und Wandmontage 
• Pumpe kann in Rohrleitungssysteme bis 

zu 70 m Länge, abhängig vom Leitungs-
querschnitt, eingesetzt werden

• Erforderliches Zubehör für Wand-
montage: 
19 512 und 19 522, 19 523, 
19 523 001

Ölpumpe 10 l/min, Set, EF
230 V, 1~AC, 50 Hz, EU-Stecker

Stromaufnahme: 5,5 A
Drehmoment: 2 Nm
Förderdruck: 10 bar

Ölpumpe 10 l/min, Set, EF
400 V, 3~AC
Stromaufnahme: 1,7 A
Drehmoment: 3,5 Nm
Förderdruck: 16 bar

ELEKTRO-ÖLPUMPEN

23 321 030

23 322 030
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Wagen für 5, 10, 15, 25
und 50 kg Behälter

Gurtband
für Wagen (17 008)

Wagen für 200 kg Behälter

Wagen für 200 kg Behälter

Wagen für 200 kg Behälter

Fasswagen

Spezifikation
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf
• zwei Räder
• Gurtband (17 000)
• Schlauchaufhängung

Technische Daten
Länge: 770 mm

Spezifikation
• Wagen der Spitzenklasse mit leichtem 

und leisem Lauf
• drei Räder
• feststellbares Lenkrad
• Schlauchaufhängung
• Geeignet zur Montage von 

Schlauchaufrollern, Elektro-Ölpumpen 
und Pneumatik-Ölpumpen

• Am Haltegriff integrierte Abtropf-
schale mit Entleerungsschraube und 
herausnehmbarem Siebeinsatz

Spezifikation
• drei Räder
• feststellbares Lenkrad
• Zapfpistolenhalter mit Tropfbecher

Spezifikation
• drei Räder
• feststellbares Lenkrad
• geeignet zur Montage von 

Schlauchaufrollern
• Zapfpistolenhalter mit Tropfbecher

Technische Daten
Maße LBH: 500 x  500 x 750
Belastung: bis 60 kg
Lackierung: Pantone 294c

blau seidenmatt

Spezifikation
• zwei Räder mit Stellfuß, Fahrgriff
• Aufnahme für 2" Fassverschraubung
• Tropfbecher 
• Staubschutzkappe
• für Behälter 5 - 60 kg aus Kunststoff 

und Metall

17 008

17 000

17 009

17 009 390

17 009 950

17 008 950

Artikel-Nr.

WAGEN FÜR ÖLBEHÄLTER UND ZUBEHÖR

17 000

14

17 008

17 009

17 009 390

17 009 950

17 008 950



Technische Daten
Länge: 0,5 m
Schlauchinnen-
durchmesser: 20 mm
Werkstoff Schlauch: Edelstahl (X6 CrNiTi 1810) 

mit einer Edelstahldraht-
umflechtung

Spezifikation
• nach TRBF 231 T1
• zur Verbindung Pumpe / Rohrleitungssystem 

im nicht sichtbaren Bereich
• beidseitig Überwurfmutter

Technische Daten
Anschluss 1: G 1/2" i 60 ° Dichtkonus, 

90° Rohrbogen
Anschluss 2: G 1/2" i 60 ° Dichtkonus
Schlauchinnen-
durchmesser: 12 mm
Betriebsdruck: 100 bar 

Spezifikation
• zur Verbindung Pumpe / Rohrleitungssystem
• beidseitig Überwurfmutter

Technische Daten
Länge: 1,5 m
Anschluss 1: G 3/4" i
Anschluss 2: G 3/4" i 90° Rohrbogen
Schlauchinnen-
durchmesser: 20 mm
Betriebsdruck: 105 bar 

Spezifikation
• zur Verbindung Pumpe / Rohrleitungssystem
• beidseitig Überwurfmutter
• nach DIN 20 022 (EN 853)

Technische Daten
Anschluss beidseitig: G 1/2" i
Innendurchmesser: 12 mm
Baulänge: 63 mm
Betriebsdruck: 60 bar 
Werkstoff: Messing, vernickelt
Medium: Öle, Luft

Flexible Rohrverbindung

0,5 m, G 3/4" i, G 3/4" i, 0,4 kg
0,5 m, G 1/2" i, G 1/2" i, 0,25 kg

Schlauchleitungen für Öl

0,5 m, G 1/2" i, G 1/2" i 
1,5 m, G 1/2" i, G 1/2" i 

Schlauchleitung für Öl
1,5 m, G 3/4" i, G 3/4" i

Kugelhahn
G 1/2" i, G 1/2"

19 666
19 668

19 580 001
19 580 

19 550

19 762

Artikel-Nr.

ZUBEHÖR ZUR MONTAGE FESTER 
ROHRLEITUNGEN

ROHRVERBINDUNGEN

KUGELHÄHNE
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19 580 001

19 762

19 550

19 666
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Kugelhahn
G 3/4" i, G 3/4" i

Doppelnippel
R 1/2" a, G 1/2" a

Doppelnippel 
G 1/2" a, G 3/4" a

Doppelnippel 
R 3/4" a, G 3/4" a

Reduziernippel
G 1" i, G 3/4" a

Reduziernippel 
G 1 1/4" i, G 3/4" a

Technische Daten
Anschluss beidseitig: G 3/4" i
Innendurchmesser: 20 mm
Baulänge: 57 mm
Betriebsdruck: 30 bar 
Werkstoff: Messing, vernickelt
Medium: Öle, Luft

Technische Daten
Anschluss 1: R 1/2" a, DIN 2999
Anschluss 2: G 1/2" a 60° Dichtkonus 
Innendurchmesser: 12 mm
Schlüsselweite: 26 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss 1: G 1/2" a 60° Dichtkonus
Anschluss 2: G 3/4" a 60° Dichtkonus 
Innendurchmesser: 12 mm
Schlüsselweite: 32 mm
Werkstoff: Messing

Technische Daten
Anschluss 1: R 3/4" a, DIN 2999
Anschluss 2: G 3/4" a 60° Dichtkonus
Innendurchmesser: 16 mm
Schlüsselweite: 30 mm 
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss 1: G 1" i 
Anschluss 2: G 3/4" a
Innendurchmesser: 18 mm
Länge: 56,3 mm 
Werkstoff: Temperguss verzinkt

Technische Daten
Anschluss 1: G 1 1/4" i 
Anschluss 2: G 3/4" a
Innendurchmesser: 18 mm
Länge: 60,4 mm 
Werkstoff: Temperguss verzinkt

19 763

19 619

19 636

19 637

19 627

19 629

Artikel-Nr.

REDUZIERSTÜCKE/ADAPTER

19 763

19 619

19 636

19 637

19 627

19 629



Technische Daten
Maschenweite Sieb: 0,5 mm
Betriebsdruck: 16 bar
Werkstoff: Messing
Medium: Öl

Spezifikation
• zur Verbindung Ölpumpe / Rohrleitung im 

nicht sichtbaren Bereich
• nach TRBF 231 T 1
• Reduzierung 1" i, 3/4" a (19 627)
• Kugelhahn G 3/4" i, G 3/4" i (19 763)
• Doppelnippel G 3/4" a, G 3/4" a (19 637)
• Flexible Rohrverbindung 3/4" i, 0,5 m (19 666)
• Adapter G 3/4" a 60° Dichtkonus, G 1/2" i 

(87 965)

Spezifikation
• zur Verbindung Ölpumpe / Rohrleitung im 

nicht sichtbaren Bereich
• nach TRBF 231 T 1
• Reduziernippel G 1 1/4" i, G 3/4" a (19 629)
• Kugelhahn G 3/4" i, G 3/4" i (19 763)
• Doppelnippel G 3/4" a, G 3/4" a (19 637)
• Flexible Rohrverbindung 3/4" i, 0,5 m (19 666)
• Adapter G 3/4" a 60° Dichtkonus, G 1/2" i 

(87 965)

Spezifikation
• zur Verbindung Rohrleitung / Schlauchaufroller 

oder flexibler Öl-Förderschlauch
• Reduziernippel G 1" i, G 3/4" a (19 627)
• Kugelhahn G 3/4" i, G 3/4" a (19 778)
• Schmutzfänger G 3/4" i, G 3/4" i (19 761)
• Doppelnippel G 1/2" a, G 3/4" a (19 636)

Schmutzfänger, Sieb

G 1/2" i, G 1/2" i,
Innendurchmesser: 12 mm

G 3/4" i, G 3/4" i,
Innendurchmesser: 20 mm

G 1" i, G 1" i,
Innendurchmesser: 25 mm

Verbindungsset 
für Rohrleitung G 1" a

Verbindungsset 
für Rohrleitung G 1 1/4" a

Verbindungsset
für Rohrleitung G 1" a

19 760

19 761

19 769

19 640

19 641

19 642

Artikel-Nr.
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SCHMUTZFÄNGER

VERBINDUNGSSETS

19 760

19 640

19 642
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Verbindungsset 
für Rohrleitung G 1 1/4" a

Überströmventil 

16 bar

20 bar

Spezifikation
• zur Verbindung Rohrleitung / Schlauchaufroller 

oder flexibler Öl-Förderschlauch
• Reduziernippel G 1 1/4" i, G 3/4" a (19 629)
• Kugelhahn G 3/4" i, G 3/4" a (19 778)
• Schmutzfänger G 3/4" i, G 3/4" i (19 761)
• Doppelnippel G 1/2" a, G 3/4" a (19 636)

Technische Daten
Anschluss: G 1/2" i

Spezifikation
• zum druckseitigen Einbau in Rohrleitung G 1/2" i
• verhindert Druckaufbau
• Kupferrohr, 2 m, zum Rückführen der 

Überdruckflüssigkeit in den Tank

19 643

19 506

19 648

Artikel-Nr.

ÜBERSTRÖMVENTILE

19 648

19 643
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Technische Daten
Anschluss 1: G 1/2" a 60° Dichtkonus
Anschluss 2: G 1/2" i 60° Dichtkonus
Schlauchinnen-
durchmesser: 12 mm
Betriebsdruck: 100 bar 

Spezifikation
• nach DIN 20 022

Technische Daten
Anschluss 1: G 1/2" i 60 ° Dichtkonus, 

90° Rohrbogen
Anschluss 2: G 1/2" i 60 ° Dichtkonus
Schlauchinnen-
durchmesser: 12 mm
Betriebsdruck: 100 bar 

Spezifikation
• zur Verbindung Pumpe / Rohrleitungssystem
• beidseitig Überwurfmutter

Technische Daten
Maße LBH: 348 x 144 x 257
Gewicht: 1,3 kg
Werkstoff: Aluminium-Druckguss

Spezifikation
• für Wandmontage

Schlauchleitungen für Öl

1 m, G 1/2" i, G 1/2" a 
2 m, G 1/2" i, G 1/2" a
3 m, G 1/2" i, G 1/2" a
4 m, G 1/2" i, G 1/2" a
5 m, G 1/2" i, G 1/2" a
8 m, G 1/2" i, G 1/2" a

10 m, G 1/2" i, G 1/2" a
15 m, G 1/2" i, G 1/2" a

Schlauchleitungen für Öl

0,5 m, G 1/2" i, G 1/2" i 
1,5 m, G 1/2" i, G 1/2" i 

Schlauchhalter
große Ausführung

19 561
19 562
19 563
19 564
19 565
19 568
19 570
19 575

19 580 001
19 580 

19 669

Artikel-Nr.

Baukasten Frischölversorgung

SCHLAUCHLEITUNGEN FÜR ÖL16

19 561

19 580 001

19 669
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Technische Daten
Maße LBH: 472 x 152 x 498
Anschluss 
Abgabeschlauch: G 1/2" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnen-
durchmesser: DN 12
Betriebsdruck: 120 bar 

Technische Daten
Maße LBH: 475 x 158 x 520
Anschluss 
Abgabeschlauch: G 1/2" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnen-
durchmesser: DN 12
Betriebsdruck: 120 bar 

Schlauchaufroller, Öl/ Kühlmittel

O, WB, 120 bar, DN 12, 10 m,
(17,5 kg)

O, WB, 120 bar, DN 12, 15 m,
(19,5 kg)

Schlauchaufroller, Öl/ Kühlmittel

O, D, 120 bar, DN 12, 10 m,
(21,1 kg)

O, D, 120 bar, DN 12, 15 m,
(23,1 kg)

29 142

29 143

29 152

29 153

Artikel-Nr.

Produktmerkmale

• Komplett mit 1 m Anschlussschlauch 
G 1/2“ i.

• Die Pressol Schlauchaufroller sind 
äußerst robust und zeichnen sich 
durch ihre kompakte Bauweise aus.

• Alle Blechteile sind phosphatiert, 
grundiert und decklackiert 
(Schwenkarm: RAL 7040 fenstergrau 
seidenmatt, Trommel: Pantone 294c 
blau seidenmatt, Gehäuse: RAL 7040 
fenstergrau seidenmatt, 
Montageplatte: Pantone 294c blau 
seidenmatt).

• Die anspruchsvolle Oberflächenbe-
handlung aller Stahlteile gewährt 
einen hohen Schutz vor Korrosion.

• Achse (Ø 40 mm) in Zinkdruckguss-
ausführung. Die von unseren 
Ingenieuren gewählten Dimensionen 
garantieren fast unbeschränkte 
Lebensdauer.

• Sowohl die Materialpaarung Achse/ 
Lager wie auch das Federpaket sind 
wartungsfrei.

• Für Wand-, Boden- oder 
Deckenmontage geeignet.

• Sehr montagefreundlich, da das 
Gewicht des Schlauchaufrollers 
während der Montage nicht gehalten 
werden muss.

• Alle Drehgelenke sind kugelgelagert. 

• Hohe Drücke im Versorgungssystem 
beeinträchtigen den Kraftaufwand 
zum Drehen der Trommel nicht.

• Mit Schlauchstopper.
• Pro 1/4 -Umdrehung kann der 

Schlauch eingerastet werden.

Abkürzungen

D Deckenmontage
GDA Geschlossen, Drehgelenk außen
GDI Geschlossen, Drehgelenk innen
O Schlauchaufroller offen
WB Wand- und Bodenmontage

SCHLAUCHAUFROLLER17

SCHLAUCHAUFROLLER FÜR ÖL 

OFFEN, ZUR WAND-/ BODENMONTAGE

OFFEN, ZUR DECKENMONTAGE

29 142

29 152
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Schlauchaufroller, Öl/ Kühlmittel

GDA, WB, 120 bar, DN 12, 10 m,
(24,1 kg)

GDA, WB, 120 bar, DN 12, 15 m,
(26,1 kg)

Schlauchaufroller, Öl/ Kühlmittel

GDI, WB, 120 bar, DN 12, 10 m,
(24,5 kg)

GDI, WB, 120 bar, DN 12, 15 m,
(26,5 kg)

Schlauchaufroller, Öl/ Kühlmittel

GDA, D, 120 bar, DN 12, 10 m,
(24,3 kg)

GDA, D, 120 bar, DN 12, 15 m,
(26,3 kg)

Schlauchaufroller, Öl/ Kühlmittel

GDI, D, 120 bar, DN 12, 10 m,
(23,9 kg)

GDI, D, 120 bar, DN 12, 15 m,
(25,9 kg)

Technische Daten
Maße LBH: 495 x 158 x 508
Anschluss 
Abgabeschlauch: G 1/2" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnen-
durchmesser: DN 12
Betriebsdruck: 120 bar 

Technische Daten
Maße LBH: 495 x 170 x 508
Anschluss 
Abgabeschlauch: G 1/2" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnen-
durchmesser: DN 12
Betriebsdruck: 120 bar 

Technische Daten
Maße LBH: 495 x 158 x 520
Anschluss 
Abgabeschlauch: G 1/2" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnen-
durchmesser: DN 12
Betriebsdruck: 120 bar

Technische Daten
Maße LBH: 495 x 170 x 520
Anschluss 
Abgabeschlauch: G 1/2" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnen-
durchmesser: DN 12
Betriebsdruck: 120 bar 

29 172

29 173

29 162

29 163

29 192

29 193

29 182

29 183

Artikel-Nr.

GESCHLOSSEN, ZUR WAND-/BODENMONTAGE, MIT DREHGELENK AUSSEN

GESCHLOSSEN, ZUR WAND-/BODENMONTAGE, MIT DREHGELENK INNEN

GESCHLOSSEN, ZUR DECKENMONTAGE, MIT DREHGELENK AUSSEN

GESCHLOSSEN, ZUR DECKENMONTAGE, MIT DREHGELENK INNEN

29 162

29 192

29 182

29 172

SCHLAUCHAUFROLLER
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Technische Daten
Maße LBH: 472 x 152 x 498
Schlauchlänge: 10 m
Anschluss 
Abgabeschlauch: G 1/2" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnen-
durchmesser: DN 12
Betriebsdruck: 120 bar 

Spezifikation
• Schlauchaufroller (29 142)
• Zum direkten Anschluss an fest instal-

lierte Frischöl-Förderleitung (Gewinde-
anschluss reduziert auf G 1/2" a)

• Schlauchstopper
• Verbindungsschlauch, 1m
• Schmutzfänger G 1/2" i
• Muffenkugelhahn G 1/2" i
• Alle erforderlichen Adapter 

zur Montage

Technische Daten
Maße LBH: 472 x 152 x 498
Schlauchlänge: 15 m
Anschluss 
Abgabeschlauch: G 1/2" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnen-
durchmesser: DN 12
Betriebsdruck: 120 bar 

Spezifikation
• Schlauchaufroller (29 143)
• Zum direkten Anschluss an fest instal-

lierte Frischöl-Förderleitung (Gewinde-
anschluss reduziert auf G 1/2" a)

• Schlauchstopper
• Verbindungsschlauch, 1m
• Schmutzfänger G 1/2" i
• Muffenkugelhahn G 1/2" i
• Alle erforderlichen Adapter 

zur Montage

Schlauchaufroller für Öl, Set,
O, WB, 120 bar, DN 12, 10 m

mit Füllventil (19 718)

mit Digital-Handdurchlaufzähler 
(19 707 950)

mit mechanischem Handdurchlaufzähler
(19 723)

mit mechanischem Handdurchlaufzähler,
voreinstellbar (19 724)

mit digitalem, eichfähigem
Handdurchlaufzähler mit Vorprüfschein
(19 709)

Schlauchaufroller für Öl, Set,
O, WB, 120 bar, DN 12, 15 m

mit Füllventil (19 718)

mit Digital-Handdurchlaufzähler 
(19 707 950)

mit mechanischem Handdurchlaufzähler 
(19 723)

mit mechanischem Handdurchlaufzähler,
voreinstellbar (19 724)

mit digitalem, eichfähigem
Handdurchlaufzähler mit Vorprüfschein
(19 709)

29 142 600

29 142 601

29 142 602

29 142 603

29 142 604

29 143 600

29 143 601

29 143 602

29 143 603

29 143 604

Artikel-Nr.

SCHLAUCHAUFROLLER – KOMPLETTSETS 

29 142 601

29 143 602
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Schlauchaufroller für Öl, Set,
GDA, WB, 120 bar, DN 12, 10 m

mit Füllventil (19 718)

mit Digital-Handdurchlaufzähler 
(19 707 950)

mit mechanischem Handdurchlaufzähler 
(19 723)

mit mechanischem Handdurchlaufzähler,
voreinstellbar (19 724)

mit digitalem, eichfähigem
Handdurchlaufzähler mit Vorprüfschein
(19 709)

Schlauchaufroller für Öl, Set,
GDA, WB, 120 bar, DN 12, 15 m

mit Füllventil (19 718)

mit Digital-Handdurchlaufzähler 
(19 707 950)

mit mechanischem Handdurchlaufzähler 
(19 723)

mit mechanischem Handdurchlaufzähler,
voreinstellbar (19 724)

mit digitalem, eichfähigem
Handdurchlaufzähler mit Vorprüfschein
(19 709)

Technische Daten
Maße LBH: 495 x 158 x 508
Schlauchlänge: 10 m
Anschluss 
Abgabeschlauch: G 1/2" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnen-
durchmesser: DN 12
Betriebsdruck: 120 bar 

Spezifikation
• Schlauchaufroller (29 172)
• Zum direkten Anschluss an fest instal-

lierte Frischöl-Förderleitung (Gewinde-
anschluss reduziert auf G 1/2" a)

• Schlauchstopper
• Verbindungsschlauch, 1m
• Schmutzfänger G 1/2" i
• Muffenkugelhahn G 1/2" i
• Alle erforderlichen Adapter 

zur Montage

Technische Daten
Maße LBH: 495 x 158 x 508
Schlauchlänge: 15 m
Anschluss 
Abgabeschlauch: G 1/2" a
Schlauchlänge 
Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnen-
durchmesser: DN 12
Betriebsdruck: 120 bar 

Spezifikation:
• Schlauchaufroller (29 173)
• Zum direkten Anschluss an fest instal-

lierte Frischöl-Förderleitung (Gewinde-
anschluss reduziert auf G 1/2" a)

• Schlauchstopper
• Verbindungsschlauch, 1m
• Schmutzfänger G 1/2" i
• Muffenkugelhahn G 1/2" i
• Alle erforderlichen Adapter 

zur Montage

29 172 600

29 172 601

29 172 602

29 172 603

29 172 604

29 173 600

29 173 601

29 173 602

29 173 603

29 173 604

Artikel-Nr.

SCHLAUCHAUFROLLER – KOMPLETTSETS 

29 172 601

29 173 602
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Technische Daten
Maße LBH: 170 x 105 x 220
Schwenkbereich: 2 x 45°
Gewicht: 1,8 kg
Werkstoff: Stahl
Lackierung: Pantone 294c 

blau seidenmatt

Spezifikation
• schwenkbare Wandkonsole für 

Schlauchaufroller (alle Typen)

Technische Daten
Farbe Stopper: RAL 8001 braun
Werkstoff: Polyamid

Spezifikation
• für Schläuche mit 18,5 mm 

Außendurchmesser
• für Ölschläuche geeignet

Technische Daten
Werkstoff: Stahl
Lackierung: RAL 7040 fenstergrau 

seidenmatt

Spezifikation
• Auffangschale mit Ablassschraube 

und herausnehmbarem Siebeinsatz
• zur Wandmontage

Technische Daten
Lackierung: Pantone 294c 

blau seidenmatt
Werkstoff: Stahl

Spezifikation
• ermöglicht seitlichen Anbau des 

Schlauchaufrollers (z.B. für 
Arbeitsgruben)

Wandkonsole, schwenkbar 90°

Schlauchstopper 1/2"

Zapfpistolenhalter, für eine Pistole
(170 x 170 x 650 mm), 2,3 kg

Zapfpistolenhalter, für zwei Pistolen
(340 x 170 x 650 mm), 4,1 kg

Montagewinkel

29 930

29 978

29 980

29 981

29 940

Artikel-Nr.

ZUBEHÖR FÜR SCHLAUCHAUFROLLER

29 930

29 978

29 940

29 980
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Füllventil mit Drehgelenk 
G 1/2" i

Handdurchlaufzähler digital
Ovalräder, NEF, Piusi

Technische Daten
Anschluss: G 1/2" i
Betriebsdruck: 60 bar 
Werkstoff: Metall

Spezifikation
• Auslaufrohr
• Antitropfmundstück, automatisch 

schließend
• manuelle Abschaltung

Technische Daten
Maße LBH: 486 x 112 x 87 
Anschluss: G 1/2" i
Messstoffe: Schmieröle 
Durchfluss: 1 –  30 l/min
Nenndruck: 60 bar
Temperaturbereich: 0 °C bis +50 °C
Werkstoff Gehäuse: Aluminiumdruckguss
Messgenauigkeit: ± 0,5 %
Wiederholgenauigkeit: ± 0,2 %
Anzeige 1: LCD Teilwertanzeige, 4-stellig
Anzeige 2: LCD Gesamtwertanzeige, 

6-stellig, kann genullt werden
Gewicht: 1,5 kg
Abgabe: mittels Handbetätigung oder 

mit voreingestellter Menge
Batterien: 4 Stück, 1,5 VAA

Spezifikation
• nicht eichfähig
• automatische Abschaltung
• voreinstellbar von 0,1 - 99,9 l
• verschiedene Maßeinheiten einstellbar
• Auslaufrohr
• Antitropfmundstück, automatisch schließend
• Drehgelenk G 1/2" i

19 718

19 706

Artikel-Nr.

FÜLLVENTIL UND ZÄHLER18

19 718

19 706
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Technische Daten
Anschluss: G 1/2" i
Messstoffe: Schmieröle 
Durchfluss: 0 –  28 l/min
Viskosität: 8 – 2000 mPa s
Nenndruck: 70 bar
Temperaturbereich: - 10 °C bis +50 °C
Werkstoff Gehäuse: Aluminiumdruckguss
Genauigkeit: ± 0,5 %
Wiederholgenauigkeit: ± 0,3 %
Gewicht: 1,58 kg
Anzeige: digital mit drei Vorkomma- 

und zwei Nachkommastellen
Batterien: Lithium 1/2 AA
Lebensdauer Batterie: 7 Jahre / Durchflussmenge 

400.000 l
Spezifikation
• nicht eichfähig
• manuelle Abschaltung
• Antitropfmundstück
• Gummischutzring
• Drehgelenk G 1/2" i

Anmerkung
Andere Messstoffe, wie z. B. Frostschutz und
Scheibenreiniger, auf Anfrage.

Technische Daten
Anschluss: G 1/2" i
Messstoffe: Schmieröle 
Durchfluss, geeicht: 0 - 10 l/min
Durchfluss, nicht geeicht: 0 – 30 l/min
Viskosität: 8 – 2000 mPa s
Nenndruck: 70 bar
Temperaturbereich: - 10 °C bis +50 °C
Werkstoff Gehäuse: Aluminiumdruckguss
Genauigkeit: ± 0,3 %
Wiederholgenauigkeit: ± 0,3 %
Gewicht: 1,65 kg
Anzeige: digital mit drei Vorkomma- 

und zwei Nachkommastellen
Batterien: Lithium 1/2 AA
Lebensdauer Batterie: 7 Jahre / Durchflussmenge 

400.000 l

Spezifikation
• eichfähig
• Vorprüfschein 
• gebogenes Auslaufrohr
• Antitropfmundstück, automatisch schließend

Anmerkung
Andere Messstoffe, wie z. B. Frostschutz und
Scheibenreiniger, auf Anfrage.

Handdurchlaufzähler digital
Ovalräder, NEF

mit Auslaufschlauch, 
Winkelauslauf
Antitropfmundstück, 
manuell schließbar

mit gebogenem Auslaufrohr
Antitropfmundstück, 
automatisch schließend

Handdurchlaufzähler digital
Ovalräder, EF, Badger

Ausführung gemäß öster-
reichischem Eichgesetz 
(19 709 135)

19 707

19 707 950

19 709

Artikel-Nr.

19 709

19 707

19 707 950
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Handdurchlaufzähler 
mechanisch, Ringkolben,
NEF, Badger

mit Auslaufschlauch
Antitropfmundstück, 
manuell schließbar

mit Auslaufrohr
Antitropfmundstück, 
automatisch schließend

mit mechanischer
Mengenvorwahl 0 - 60 l
mit Auslaufrohr und
Antitropfmundstück, 
automatisch schließend

Handdurchlaufzähler 
mechanisch
Ringkolben, EF, Siemens

Technische Daten
Anschluss: G 1/2" i 
Messstoffe: dickflüssige Mineralöle und 

Fließfette, Motoröl SAE 5 bis 50, 
Getriebeöl SAE 80 – 240 

Viskosität: 50 – 5000 mPa s
Durchfluss: 1,5 – 15 l/min
Druckverlust bei
max. Durchfluss: 2 bar
Temperaturbereich: -10 °C bis +50 °C
max. Druck: 70 bar
Werkstoff Gehäuse: Aluminiumdruckguss
Messgenauigkeit: ± 0,5 %
Anzeige 1: 1/10 l, kann genullt werden
Anzeige 2: 1 l, kann genullt werden
Gesamtsumme: wird literweise durchgezählt 

und bei 9999 l Start mit Null
Gewicht: 1,6 kg

Spezifikation
• nicht eichfähig
• Drehgelenk G 1/2" i
• Antitropfmundstück

Technische Daten
Anschluss: G 1/2" i, DIN ISO 228/1
Messstoffe: Schmieröle und andere 

Messstoffe im 
Viskositätsbereich

Viskosität: 8 bis 2000 mPa s
Durchfluss: 1 – 15 l/min
Durchfluss bei Eichung: 10 l/min
Fehlergrenzen: ± 0,3 % des Istwerts
Zul. Messstofftemperatur: max. 40 °C
Zul. Umgebungstemperatur: 10 °C – 50 °C
Nenndruck: 40 bar
Nenndruck bei Eichung: 16 bar
Werkstoff Gehäuse: Zinkdruckguss
Anzeige 1: 1/100 l, 

kann genullt werden
Anzeige 2: 1/10 l, 

kann genullt werden
Gesamtsumme: wird literweise durch-

gezählt und bei 9999 l 
Start mit Null

Gewicht: 1,8 kg

Spezifikation
• eichfähig
• Drehgelenk 1/2" i
• Antitropfmundstück, automatisch schließend
• Vorprüfschein

19 714

19 723

19 724

19 735

Artikel-Nr.

FÜLLVENTIL UND ZÄHLER

19 714

19 724

19 735

19 723
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Technische Daten
Anschluss: G 1/2" i
Messstoffe: Schmieröle 
Durchfluss: 0 - 10 l/min, geeicht
Durchfluss: 0 – 30 l/min, nicht geeicht
Viskosität: 8 – 2000 m Pa s
Nenndruck: 70 bar
Temperaturbereich: - 10 °C bis +50 °C
Werkstoff Gehäuse: Aluminiumdruckguss
Genauigkeit: ± 0,3 %
Wiederholgenauigkeit: ± 0,3 %
Gewicht: 0,65 kg
Anzeige: digital mit drei Vorkomma- 

und zwei Nachkommastellen
Batterien: Lithium 1/2 AA
Lebensdauer Batterie: 7 Jahre / Durchflussmenge 

400.000 l

Spezifikation
• eichfähig
• Vorprüfschein 

Anmerkung
Andere Messstoffe, wie z. B. Frostschutz und
Scheibenreiniger, auf Anfrage.

Technische Daten
Anschluss: G 1/2" i
Messstoffe: Schmieröle 
Durchfluss: 0 – 35 l/min
Viskosität: 8 – 2000 mPa s
Nenndruck: 70 bar
Temperaturbereich: - 10 °C bis +50 °C
Werkstoff Gehäuse: Aluminiumdruckguss
Genauigkeit: ± 0,5 %
Wiederholgenauigkeit: ± 0,3 %
Gewicht: 0,65 kg
Anzeige: digital mit drei Vorkomma- 

und zwei Nachkommastellen
Batterien: Lithium 1/2 AA
Lebensdauer Batterie: 7 Jahre / Durchflussmenge 

400.000 l

Spezifikation
• nicht eichfähig

Anmerkung
Andere Messstoffe, wie z. B. Frostschutz und
Scheibenreiniger, auf Anfrage.

Einbauzähler digital
Ovalräder, EF, Badger

Ausführung gemäß öster-
reichischem Eichgesetz
(19 710 135)

Einbauzähler digital
Ovalräder, NEF

19 709 952

19 702

Artikel-Nr.

EINBAU-DURCHLAUFZÄHLER FÜR ÖL

19 709 952

19 702
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Einbauzähler mechanisch
Ringkolben, NEF, Badger

Drehgelenk 
G 1/2" i, G 1/2" a

Füllventil-Wandhalterung
Stahlblech

Gummischutzring

Auslaufrohr
G 1/2" a, M 16 x 1 i

gerade
30° gebogen
90° gebogen

Technische Daten
Anschluss: G 1/2" i
Messstoffe: dickflüssige Mineralöle und 

Fließfette, Motoröl SAE 5 bis 50, 
Getriebeöl SAE 80 – 240

Viskosität: 50 – 5000 mPa s
Durchfluss: 0 – 15 l/min
Druckverlust 
bei max. Durchfluss: 2 bar
Temperaturbereich: -10 °C bis + 70 °C
max. Druck: 70  bar
Werkstoff Gehäuse: Aluminiumdruckguss
Messgenauigkeit: ± 0,5 %
Anzeige 1: 1/10 l, kann genullt werden
Anzeige 2: 1 l, kann genullt werden
Gesamtsumme: wird literweise durchgezählt 

und bei 9999 l Start mit Null
Gewicht: 1,0 kg

Spezifikation
• nicht eichfähig

Technische Daten
Anschluss 1: G 1/2" i
Anschluss 2: G 1/2" a
Länge: 51,8 mm
Nenndruck: 70  bar
Werkstoff: Stahl, verzinkt

Spezifikation
• für Handdurchlaufzähler und Füllventil

Technische Daten
Maße LBH: 270 x 130 x 50
Werkstoff: Stahlblech, verzinkt

Spezifikation
• Entleerungsschraube

Spezifikation
• für Handdurchlaufzähler 19 714, 19 723 

und 19 724

Technische Daten
Anschluss 1: G 1/2" a
Anschluss 2: M 16 x 1 i
Außendurchmesser: 21 mm

19 729

19 616

19 715

19 721

19 740
19 741
19 742

Artikel-Nr.

FÜLLVENTIL UND ZÄHLER

EINBAU-DURCHLAUFZÄHLER FÜR ÖL

ZUBEHÖR FÜR HANDDURCHLAUFZÄHLER UND FÜLLVENTIL

19 729

19 616

19 715

19 721

19 740 19 741
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Technische Daten
Anschluss: G 1/2" a

Spezifikation
• Antitropfmundstück, automatisch schließend
• für Getriebeöl

Technische Daten
Länge: 270 mm
Anschluss 1: G 1/2" a
Anschluss 2: G 1/4" a

Spezifikation
• passend zu Antitropfmundstück (19 748)
• nach DIN 20 021 (EN 854)

Technische Daten
Schlauchlänge: 270 mm
Anschluss: G 1/2" a
Werkstoff Schlauch: PVC

Spezifikation
• Antitropfmundstück manuell schließbar
• langes, gebogenes 90° Auslaufrohr

Technische Daten
Anschluss 1: M 16 x 1 a
Außendurchmesser: 20 mm

Spezifikation
• automatisch schließend

Technische Daten
Anschluss: G 1/4 " i
Außendurchmesser: 12 mm

Spezifikation
• manuell schließbar
• für Auslaufschlauch (19 745)

Technische Daten
Anschluss: G 1/2" i

Spezifikation
• für eichfähigen Handdurchlaufzähler (19 735)

Technische Daten
Anschluss 1: G 1/2" i
Anschluss 2: G 1/2" a

Spezifikation
• für eichfähigen Handdurchlaufzähler (19 709)

und Einbau-Durchlaufzähler (19 709 952)
• nicht druckbeständig

Auslaufrohr 90° gebogen
G 1/2" a, Antitropfmundstück

Auslaufschlauch, 270 mm
G 1/2" a, G 1/4" a

Auslaufschlauch, Ø 10 mm
G 1/2" a, Antitropfmundstück

Antitropfmundstück
M 16 x 1 a, Ø 20 mm

Antitropfmundstück
G 1/4" i

Schauglas
G 1/2" i

Sichtstrecke
G 1/2" i, G 1/2" a

19 743

19 745

19 746

19 747

19 748

19 711

19 709 954

Artikel-Nr.

19 743

19 745

19 746

19 747

19 748

19 711

19 709 954
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Mit unserem Öl-Management-System, welches für die unterschiedlichsten Werkstattgrößen erhältlich
und auf die individuellen Kundenbedürfnisse konfigurierbar ist, bieten wir eine ideale Lösung für
diese Probleme. Die Investition eines solchen Systems amortisiert sich verhältnismäßig schnell
(abhängig vom Medienverbrauch).

Die PRESSOL Öl-Management-Systeme MDS 2000 sind sowohl in nicht eichfähiger als auch in 
eichfähiger Version (nach deutschen sowie österreichischen Eichzulassungen) lieferbar.

Eine Verbindung mit einem bereits existierenden PC in Lager oder Büro ist möglich und natürlich
sinnvoll. Der Betrieb des Systems ist jedoch ausschließlich über die Steuereinheit zu bewerkstelligen 
(nicht bei Version 36 402). Der Ausdruck aller Daten über einen handelsüblichen Drucker ist selbst-
verständlich ebenfalls möglich.

Das PRESSOL Öl-Management-System MDS 2000 ist vor allem für mittlere und größere Werkstätten
gut geeignet, da pro Steuereinheit bis zu 8 ( 4 ) Zapfstellen bzw. bis zu 8 ( 4 ) verschiedene
Flüssigkeiten kontrolliert und verwaltet werden können. Zudem ist es auf bis max. 64 ( 32 )
Zapfstellen erweiterbar. Somit können bis zu 8 ( 4 ) Steuereinheiten pro Werkstatt installiert werden.

Das PRESSOL Öl-Management-System 36 402 ist speziell für kleinere Werkstätten geeignet und dort,
wo ein PC-Anschluß nicht erforderlich ist. Es ist mit einem Belegdrucker ausgestattet. 
Die Spannungsversorgungseinheit, die Dateneingabetastatur sowie ein Display sind in diesem
Kompaktgerät bereits enthalten (im Gegensatz zu den Steuereinheiten des MDS 2000).
Pro Einheit können bis zu 4 Zapfstellen bzw. bis zu 4 verschiedene Flüssigkeiten kontrolliert und 
verwaltet werden.

(Die Zahlen in Klammern beziehen sich immer auf die eichfähige Version!)

Jede Werkstatt sieht sich heute beim Thema
„Öl- bzw. Flüssigkeitswechsel am Fahrzeug“ mit 
folgenden zwei Hauptproblemen konfrontiert:

1. Der relativ hohen Quote an Medienschwund.
Gemäß statistischer Erhebungen beträgt in jedem 
Betrieb der Medienschwund zwischen 10 - 30 %.

2. Der Schwierigkeit einer effektiven Bestands-
kontrolle und -verwaltung der verschiedenen 
Medien.

Besonders das erste Problem bedeutet für die
Werkstatt einen nicht zu unterschätzenden
finanziellen Schaden. 
Dies ist vor allem auf nicht autorisierte
Zapfvorgänge oder aber nicht fakturierte
Flüssigkeitsentnahmen zurückzuführen.

ÖL-MANAGEMENT-SYSTEME19
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• Registrierung der Gesamtmengen der abgegebenen Flüssigkeiten, nicht nur der fakturierten Mengen.
• Gleichzeitige Flüssigkeitsabgabe an verschiedenen Zapfstellen möglich.

• Verwaltung und Statistik aller Transaktionen pro Tag, Monat, Jahr
– als Einzel- oder Gesamtprotokoll pro Zapfstelle
– als Einzel- oder Gesamtprotokoll pro Medium 
– als Einzel- oder Gesamtprotokoll pro Mechaniker
– als Einzel- oder Gesamtprotokoll aller Transaktionen.

• Ausdruck von Abgabebelegen jedes einzelnen Zapfvorganges unter Angabe von Datum, 
Uhrzeit, abgegebener Menge und Inventur möglich.

• Verwaltung und Statistik aller Lagerbewegungen der verschiedenen Flüssigkeiten.
• Auftragsbericht unter Angabe der Auftragsnummer mit Datenvergleich möglich (nur über PC).
• Protokoll der jeweiligen Kfz-Nummern erstellbar (nur über PC).
• Protokoll und Ausdruck aller eingestellten Konfigurationen möglich (z. B. bei Kundendienstarbeiten).

• Einfache Bedienung.
• Gerade bei großen Werkstätten mit "weiten Wegen" kann durch Installation einer Bedieneinheit 

(Keypad) am Arbeitsplatz viel Zeit gespart werden, da der Mechaniker selbst den Zapfvorgang 
starten kann.

• Nur authorisiertes Personal kann Flüssigkeiten entnehmen; dies wird durch die erforderliche 
Eingabe einer persönlichen Geheimzahl oder durch das Lesen einer persönlichen 
Magnetstreifenkarte am Lesegerät (optional) vor jedem Zapfvorgang sichergestellt.

• Speicherung aller Daten auch im Falle eines Stromausfalles ist gewährleistet.
• Bei entsprechender Konfigurierung und Installation ist eine Alarmmeldung bei Erreichen 

eines festgelegten Mindestbestandes pro Tank möglich.

Netzwerk: 2 – Draht – Can – Bus

Stromversorgung: 24 VDC, Stromversorgungseinheit ist Teil des Systems 
(210 – 240 VAC, 50/60 Hz einphasig)

Systemspeicher: batteriegestützter RAM-Speicher mit Speicherkapazität von max. 
1.900 Flüssigkeitsabgaben

Ausdruck von Berichten: über externen Drucker mit max. 80 Zeichen/Zeile
über integrierten Drucker mit max. 40 Zeichen/Zeile 
(nur JUNIOR-Version)

Systemdaten MDS 2000: max. 8 ( 4 ) Steuereinheiten pro System
max. 64 ( 32 ) Keypads pro System
max. 64 ( 32 ) Absperrventil-/Impulsgebereinheiten pro System
max. 8 ( 4 ) Flüssigkeitssorten pro System
max. 99 Bedienernummern pro System

Systemdaten 36 402: max. 4 ( 2 ) Steuereinheiten pro System
max. 4 ( 2 ) Absperrventil-/Impulsgebereinheiten pro System
max. 4 ( 2 ) Flüssigkeitssorten pro System
max. 99 Bedienernummern pro System

VORTEILE DES PRESSOL ÖL-MANAGEMENT-SYSTEMS

TECHNISCHE DATEN
(Die Zahlen in Klammern beziehen sich immer auf die eichfähige Version.)

1. EFFIZIENZ

2. RENTABILITÄT

3. SCHNELLIGKEIT

4. SICHERHEIT
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Steuereinheit MDS 2000
NEF

Eingabetastatur MDS 2000
NEF

Spannungsversorgungseinheit
MDS 2000

LCD-Fernzählwerk MDS 2000
NEF

PC Anschlusskarte MDS 2000
NEF

Magnetventil MDS 2000
NEF, G 1/2" i, G 1/2" i

Spezifikation
• nicht eichfähig
• Anschlüsse für:

8 Impulsgeber (Öl-Sorten)
8 Magnetventile
8 Eingabetastaturen

Technische Daten
Stromversorgung: 24 VDC

Spezifikation
• nicht eichfähig
• Tastatur als Folientastatur
• serieller Druckeranschluss
• Eingabe alphanumerisch

Technische Daten
Eingang: 230 VAC
Ausgang: 24 VDC

Technische Daten
LCD-Anzeige: 56 mm, 5-stellig,

4 Vorkommastellen, 
1 Nachkommastelle

Spezifikation
• nicht eichfähig
• für Wandanbau

Spezifikation
• nicht eichfähig
• inkl. Managementsoftware für 

Windows
• nicht für Windows NT

Technische Daten
Druckbereich: 0 - 40 bar
Stromversorgung: 24 VDC, 8 Watt
Anschlüsse beidseitig: G 1/2" i
Innendurchmesser: 10 mm

36 100

36 110

36 120

36 130

36 140

36 150

Artikel-Nr.

ÖL-MANAGEMENT-SYSTEME

MDS 2000, NICHT EICHFÄHIG

36 100

36 110

36 130

36 120

36 140

36 150
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Technische Daten
Impulse / Liter: 100
Max. Druck: 70 bar
Anschluss beidseitig: G 1/2" i
Durchfluss: 0 – 30 l/min
Stromversorgung: 6 -24 V
Messstoffe: Schmieröle
Spezifikation
• nicht eichfähig
• Reedschalter

Anmerkung
Andere Messstoffe, wie z. B. Frostschutz
und Scheibenreiniger, auf Anfrage.

Spezifikation
• serielle Schnittstelle
• Epson Emulation
• passend für eichfähige und 

nicht eichfähige Systeme

Spezifikation
• eichfähig
• Anschlüsse für:

1 - 4 Impulsgeber (Öl-Sorten)
4 Doppelmagnetventile
4 Eingabetastaturen

Technische Daten
Stromversorgung: 24 V

Spezifikation
• eichfähig
• Tastatur als Folientastatur
• serieller Druckeranschluss
• Eingabe alphanumerisch

Technische Daten
Eingang: 230 VAC
Ausgang: 24 VDC

Impulsgeber MDS 2000
NEF, G 1/2" i, G 1/2” i

Drucker Epson LX 300 MDS 2000

Steuereinheit MDS 2000
EF
Ausführung gemäß österreichischem
Eichgesetz (36 200 135)

Eingabetastatur MDS 2000
EF
Ausführung gemäß österreichischem
Eichgesetz (36 210 135)

Spannungsversorgungseinheit
MDS 2000

36 160

36 170

36 200

36 210

36 220

Artikel-Nr.

MDS 2000, EICHFÄHIG

36 160

36 170

36 200

36 210

36 220
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LCD-Fernzählwerk MDS 2000
EF
Ausführung gemäß österreichi-
schem Eichgesetz (36 230 135)

PC Anschlusskarte MDS 2000
EF
Ausführung gemäß österreichi-
schem Eichgesetz (36 240 135)

Doppelblock-Magnetventil, EF
MDS 2000, G 3/4" i, G 3/4" i
Ausführung gemäß österreichi-
schem Eichgesetz (36 250 135)

Impulsgeber MDS 2000
EF, G 1/2" i, G 1/2" i
Ausführung gemäß österreichi-
schem Eichgesetz (36 260 135); 

Drucker Epson LX 300 MDS 2000

Technische Daten
LCD-Anzeige: 56 mm, 5-stellig, 

3 Vorkommastellen, 
2 Nachkommastellen

Spezifikation
• eichfähig
• für Wandanbau

Spezifikation
• eichfähig
• inkl. Managementsoftware für Windows
• nicht für Windows NT

Technische Daten
Druckbereich: 0 - 50 bar
Stromversorgung: 24 V 
Anschluss beidseitig: G 3/4" i
Innendurchmesser: 10 mm

Spezifikation
• eichfähig
• Drossel
• direktgesteuert

Technische Daten
Impulse / Liter: 200
Max. Druck: 70 bar
Anschluss beidseitig: G 1/2" i
Durchfluss: 0 – 10 l/min
Stromversorgung: 6 – 24 V
Messstoffe: Schmieröle

Spezifikation
• eichfähig

Anmerkung
Andere Messstoffe, wie z. B. Frostschutz und
Scheibenreiniger, auf Anfrage.

Spezifikation
• serielle Schnittstelle
• Epson Emulation
• passend für eichfähige und 

nicht eichfähige Systeme

36 230

36 240

36 250

36 260

36 170

Artikel-Nr.

ÖL-MANAGEMENT-SYSTEME

36 170

36 230

36 240

36 250

36 260
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Spezifikation
• nicht eichfähig
• für 1-4 Zapfstellen
• integrierter 40-Zeilendrucker
• Ausgang für seriellen A4-Drucker
• Menüführung über Grafikdisplay
• Mengenanzeige am Display
• Konfiguration über PC
• alphanumerische Tastatur

Technische Daten
Maße LBH: 497 x 470 x 650
Anschluss: G 1/2" a
NW: 12 mm
Lackierung: RAL 7040 fenstergrau seidenmatt
Spezifikation
• nicht eichfähig
• geeignet für Pneumatik-Pumpe 5:1 

oder Elektropumpe mit Druckreduzierventil
• Anschluss an eine festinstallierte 

Öl-Förderleitung
• Anschluss für insgesamt drei Zapfhähne
• Abtropfschale mit herausnehmbarem 

Gitterrost
• zum Befüllen von Messbechern
• Zapfhahn (19 812)

Technische Daten
Anschluss: G 1/2" a
NW: 12 mm

Spezifikation
• zum Einbau in die Ölbar (19 810)

Technische Daten
Länge: 1,5 m
Anschluss 1: G 1/2" i 60° Dichtkonus, 

90° Rohrbogen
Anschluss 2: G 1/2" i 60° Dichtkonus
Schlauchinnen-
durchmesser: 12 mm
Betriebsdruck: 100 bar 

Spezifikation
• zur Verbindung Pumpe / Rohrleitungssystem
• beidseitig Überwurfmutter

Öl-Management-System, NEF
1-4 Zapfstellen, mit Drucker

Ölbar, NEF, 1 Zapfhahn
Wandmontage

Zapfhahn für Ölbar

Schlauchleitung für Öl
1,5 m, G 1/2" i, G 1/2" i 

36 402

19 810

19 812

19 580

Artikel-Nr.

ÖLBAR20

ÖL-MANAGEMENT-SYSTEM, NICHT EICHFÄHIG

ZUBEHÖR

36 402

19 810

19 812

19 580 
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Altölentsorgung

Damit wird 
die Entsorgung schnell,
sauber 
und zuverlässig…
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Technische Daten
Durchmesser 
Auffangtrichter: 420 mm
Inhalt Auffangtrichter: 18 l
Entleerung: über Ölablasshahn
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt, 
Auffangtrichter Pantone 
294c blau seidenmatt

Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C;
nicht einsetzbar für Flüssigkeiten der
Gefahrenklasse A I, A II, B;

Spezifikation
• Schwimmerfüllstandsanzeige
• Entleerungshahn
• 2 feste Räder, 2 Lenkräder
• Auffangtrichter mit herausnehmbarem Sieb
• massiver Schiebegriff

Anmerkung
Erfolgt die Entleerung der Altölauffanggeräte
über eine Leitung in einen Ölsammeltank ist
nach WHG eine Überfüllsicherung vorzuse-
hen. Regionale Vorschriften und Richtlinien der
Länder sind zu beachten.

Altölauffanggerät,
fahrbar, mit Ablasshahn

75 l
(LBH: 600 x 580 x 1150)
Höhenbereich Auffangtrichter:
1180 mm – 1750 mm

95 l
(LBH: 600 x 580 x 1310)
Höhenbereich Auffangtrichter:
1340 mm – 1910 mm

27 030

27 030 890

Artikel-Nr.

• Die Geräte unterliegen der Druck-
behälterverordnung der Prüfgruppe 1 
(Maximale Druckbeaufschlagung, 
z.B. beim Entleeren von gefüllten 
Behältern, + 0,5 bar).

• Geeignet für Altöle der Gefahren-
klasse A III bekannter Herkunft mit 
einem Flammpunkt über 55 °C.

• Nicht einsetzbar für Flüssigkeiten der 
Gefahrenklassen A I, A II, B.

• Behälter aus 1,5 mm Stahlblech. 
• Mit Metallschürze zum Schutz vor 

Beschädigungen.
• Lackiert mit ölresistentem 

Hydrostruktur-Lack.
• Mit 2 fest montierten Rädern und 

2 Lenkrädern.
• Mit stabilem Schiebegriff.
• Mit höhenverstellbarem Ölauffang-

trichter oder absenkbarer Auffangwanne.
• Mit herausnehmbaren Siebeinsatz und

zusätzlichem Grobsieb.

ALTÖLAUFFANG- UND ABSAUGGERÄTE

• Achtung: Werden Altölauffanggeräte 
(mit Entleerungspumpe oder Druckent-
leerung) oder Altölabsauggeräte zum 
Entleeren mit einem stationären Alt-
ölsammeltank verbunden, ist die Mon-
tage einer Überfüllsicherung (19 412)
und anderer Sicherheitselemente laut 
WHG vorgeschrieben (für Regelungen 
außerhalb Deutschlands fragen Sie 
bitte bei lokalen Behörden nach).

ALTÖLAUFFANGGERÄTE1

27 030



Altölentsorgung

122

Altölauffanggerät,
fahrbar, mit
Hydraulikkupplung

75 l
(LBH: 600 x 580 x 1150)
Höhenbereich Auffangtrichter:
1180 mm – 1750 mm

95 l
(LBH: 600 x 580 x 1310)
Höhenbereich Auffangtrichter:
1340 mm – 1910 mm

Technische Daten
Durchmesser 
Auffangtrichter: 420 mm
Inhalt Auffangtrichter: 18 l
Anschluss Entleerung: Hydraulikkupplung 

Baugröße 4, G 3/4" i,
z.B. Anschluss an Altöl-
absauggerät (19 800)

Lackierung: Behälter RAL 7040 
fenstergrau seidenmatt, 
Auffangtrichter Pantone 
294c blau seidenmatt

Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C; nicht
einsetzbar für Flüssigkeiten der Gefahrenklasse A I,
A II, B;

Spezifikation
• Anschluss-Stecker Baugröße 4, G 3/4" i

(19 774)
• Schwimmerfüllstandsanzeige
• 2 feste Räder, 2 Lenkräder
• Auffangtrichter mit herausnehmbarem Sieb
• massiver Schiebegriff

Anmerkung
Erfolgt die Entleerung der Altölauffanggeräte über
eine Leitung in einen Ölsammeltank ist nach WHG
eine Überfüllsicherung vorzusehen. Regionale
Vorschriften und Richtlinien der Länder sind zu
beachten.

27 035

27 035 890

Artikel-Nr.

ALTÖLAUFFANGGERÄTE

27 035
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Technische Daten
Durchmesser 
Auffangtrichter: 420 mm
Inhalt Auffangtrichter: 18 l
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Entleerung: über Pneumatik-Pumpe 1:1
Anschluss Entleerung: Hydraulikkupplung 

Baugröße 4, G 3/4" i
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt, 
Auffangtrichter Pantone 
294c blau seidenmatt

Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C; nicht
einsetzbar für Flüssigkeiten der Gefahrenklasse A I,
A II, B;

Spezifikation
• Schwimmerfüllstandsanzeige
• Pneumatik-Pumpe 1:1 zum Entleeren des 

Altölauffanggerätes, Stecknippel Rectus Typ 26, 
NW 7,2 mm (20 062)

• Kugelhahn
• Abgabeschlauch 2 m mit Hydraulikkupplung 

Baugröße 4, G 3/4“ i (19 770), 
Gegenstück Anschluss-Stecker Baugröße 4, 
G 3/4" i (19 774) lose beiliegend für 
Anschluss an Rohrleitungssysteme oder 
Altölsammeltanks

• 2 feste Räder, 2 Lenkräder
• Auffangtrichter mit herausnehmbarem Sieb
• massiver Schiebegriff

Anmerkung
Erfolgt die Entleerung der Altölauffanggeräte über
eine Leitung in einen Ölsammeltank ist nach WHG
eine Überfüllsicherung vorzusehen. Regionale
Vorschriften und Richtlinien der Länder sind zu
beachten.

Altölauffanggerät,
fahrbar, Pneumatik-Pumpe 1:1

75 l
(LBH: 600 x 580 x 1150)
Höhenbereich Auffangtrichter:
1180 mm – 1750 mm

95 l
(LBH: 600 x 580 x 1310)
Höhenbereich Auffangtrichter:
1340 mm – 1910 mm

27 040

27 040 890

Artikel-Nr.

27 040
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Altölauffanggeräte, fahrbar,
mit Druckluftentleerung

75 l
(LBH: 600 x 580 x 1150)
Höhenbereich
Auffangtrichter:
1180 mm – 1750 mm

95 l
(LBH: 600 x 580 x 1310)
Höhenbereich
Auffangtrichter:
1340 mm – 1910 mm

Hydraulikkupplung 
Baugröße 4, G 3/4" i

Technische Daten
Durchmesser 
Auffangtrichter: 420 mm
Inhalt Auffangtrichter: 18 l
Entleerung: über Druckluft 
Anschluss: für Kupplung Rectus TYP 26 
NW: 7,2 mm
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt, 
Auffangtrichter Pantone 
294c blau seidenmatt

Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C; nicht
einsetzbar für Flüssigkeiten der Gefahrenklasse A
I, A II, B;

Spezifikation
• Sicherheitsüberdruckventil auf 0,5 bar fest 

eingestellt, mit Drosselventil
• Stecknippel Rectus TYP 26, NW 7,2 mm

(20 062)
• Kugelhahn, transparenter Abgabeschlauch 

mit Metall-Krümmer, 2 m
• 2 feste Räder, 2 Lenkräder
• Auffangtrichter mit herausnehmbarem Sieb
• Kugelhahn im Füllrohr
• massiver Schiebegriff
• Druckentleerung

Anmerkung
Erfolgt die Entleerung der Altölauffanggeräte über
eine Leitung in einen Ölsammeltank ist nach WHG
eine Überfüllsicherung vorzusehen. Regionale
Vorschriften und Richtlinien der Länder sind zu
beachten.

Technische Daten
Anschluss 1: Baugröße 4
Anschluss 2: G 3/4" i
Innendurchmessser: 20 mm
Schlüsselweite: 34 mm
Temperaturbereich: - 25 °C bis 125 °C
Dichtungswerkstoff: NBR
max. Druck: 250 bar
Werkstoff: hochfester Stahl verzinkt

Spezifikation
• für Anschluss-Stecker Baugröße 4 (19 774)

27 070

27 070 890

19 770

Artikel-Nr.

ALTÖLAUFFANGGERÄTE

ZUBEHÖR

27 070

19 770
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Technische Daten
Anschluss 1: Baugröße 4
Anschluss 2: G 3/4" i
Innendurchmessser: 20 mm
Schlüsselweite: 34 mm
Temperaturbereich: - 25 °C bis 125 °C
max. Druck: 250 bar
Werkstoff: hochfester Stahl verzinkt

Spezifikation
• für Hydraulikkupplung Baugröße 4 (19 770)

Technische Daten
Anschluss 1: G 1" a
Anschluss 2: G 1" i

Spezifikation
• für alle Altölauffanggeräte 

mit rundem Auffangtrichter
• zum Umrüsten in einen schwenkbaren Auffangtrichter

Technische Daten
Höhenbereich Auffangtrichter: 700 mm
Durchmesser Auffangtrichter: 420 mm
Inhalt Auffangtrichter: 18 l
Anschluss: Fassverschraubung 2" a
Lackierung: Pantone 294c blau 

seidenmatt

Spezifikation
• Füllstandsanzeige mit Verschraubung G 3/4" a
• Rohr L = 790 mm
• Auffangtrichter mit herausnehmbarem Sieb
• geeignet für Behälter mit Anschluss G 2" i

Anmerkung
Bei 200/220 l Behältern von 1150 mm bis 1850 mm 
einstellbar.

Technische Daten
Maße LBH: 463 x 263 x 100
Inhalt: 15 l
Anschluss: G 1" a
Lackierung: Pantone 294c blau seidenmatt

Spezifikation
• für alle Altölauffanggeräte der Artikelgruppe 27
• mit herausnehmbarem Sieb

Anschluss-Stecker
Baugröße 4, G 3/4" i

Winkelrohr mit
Drehgelenk
G 1" a, G 1" i

Auffangtrichter mit Rohr
Fassverschraubung 
G 2" a

Auffangwanne  
rechteckig, G 1" a

19 774

27 985

27 988

27 989

Artikel-Nr.

19 774

27 985

27 988

27 989
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Altölauffangwanne  
fahrbar, 95 l

Montageset für
Altölsammeltank
Stecker B 4, G 3/4" i

Montageset für 
Altölauffanggeräte
auf Abgabeschlauch

Technische Daten
Maße LBH: 1500 x 750 x 260 
Inhalt: 95 l
Anschluss 1 Entleerung: Anschluss-Stecker 

Baugröße 4, G 3/4" i
Anschluss 2 Entleerung: Ablasshahn
Lackierung: Pantone 294c blau seidenmatt

Spezifikation
• fahrbar
• Ablasshahn
• zum Gebrauch unter LKW, Busse o.ä.
• für Hydraulikkupplung Baugröße 4, 

G 3/4" i (19 770)
• Zur Entleerung empfehlen wir Altölabsauggerät 

(19 800)

Technische Daten
Anschluss 1: G 2" a Fassverschraubung
Anschluss 2: Anschluss-Stecker 

Baugröße 4 G 3/4" i

Spezifikation
• für alle Altölauffang- und Absauggeräte mit 

Druckentleerung oder Entleerung mittels 
Pneumatik-Pumpe

• nicht geeignet für 27 030, 27 035 und Varianten
• kompatibel mit 27 967
• Anschluss-Stecker Baugröße 4 (19 774)
• Gewindeadapter (19 418)

Technische Daten
Anschluss 1: Hydraulikkupplung Baugröße 4
Anschluss 2: für Schlauch 19 mm Innendurchmesser

Spezifikation
• zur Montage auf Abgabeschlauch
• für alle Altölauffang- und Absauggeräte mit Entleerung 

mittels Druckbeaufschlagung oder Pneumatik-Pumpe
• nicht geeignet für 27 030, 27 035, 

27 410 und Varianten
• kompatibel mit 27 966
• Hydraulikkupplung Baugröße 4 (19 770)
• Schlauchtülle G 3/4" a (02 803)
• Schlauchklemme (20 156)

19 857

27 966

27 967

Artikel-Nr.

ANSCHLUSSSETS ZUR DIREKTENTLEERUNG1a

27 967

27 966

ALTÖLAUFFANGWANNE

19 857
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Technische Daten
2 Druckluftanschlüsse: für Kupplung 

Rectus Typ 26
Empfohlener Luftdruck: 6 bar
Saugvolumen pro 
Vakuumaufbau: 45 - 50 l
Zeit pro Vakuumaufbau: 3 - 4 min
Saugleistung Sonde Ø 5 mm: 1,0 – 1,5 l/min
Saugleistung Sonde Ø 6 mm: 2,0 – 2,5 l/min
Saugleistung Sonde Ø 8 mm: 3,5 – 4,0 l/min
Öltemperatur min.: 70 °C
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt
Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C; nicht
einsetzbar für Flüssigkeiten der Gefahrenklasse A I,
A II, B;

Spezifikation
• Über Venturiblock wird mittels Druckluft im 

Behälter ein Vakuum aufgebaut
• Manometer/Vakuummeter zur Druck- und 

Unterdruckanzeige
• Öl-Absaugung erfolgt über Peilstaböffnung
• Füllstandsanzeige
• Sicherheitsüberdruckventil auf 0,5 bar fest 

eingestellt, mit Drosselventil
• Stecknippel Rectus Typ 26, NW 7,2 mm 

(20 062), Kugelhahn
• Saugschlauch 2 m mit Spiralfeder 
• Saugsonden Ø 5/6/8 mm
• mit Adapter für BMW, Mercedes, VW und Audi
• Sondenhalter
• massiver Schiebegriff
• transparenter Abgabeschlauch 2 m mit 

Metall-Krümmer, Kugelhahn
• 2 feste Räder, 2 Lenkräder
• Druckentleerung

Anmerkung
Erfolgt die Entleerung der Altölabsauggeräte über
eine Leitung in einen Ölsammeltank ist nach WHG
eine Überfüllsicherung vorzusehen. Regionale
Vorschriften und Richtlinien der Länder sind zu
beachten.

Venturi-Altölabsauggerät,
fahrbar

75 l
(LBH: 600 x 580 x 930)

75 l, mit Glasmesszylinder, 7 l
(LBH: 600 x 580 x 1360)

95 l
(LBH: 600 x 580 x 1090)

95 l, mit Glasmesszylinder, 7 l
(LBH: 600 x 580 x 1520)

27 622

27 632

27 622 890

27 632 890

Artikel-Nr.

ALTÖLABSAUGGERÄTE2

27 622

27 632
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Venturi-Ölabsauggerät, 24 l
fahrbar

Medien:
Für Altöle der
Gefahrenklasse A III
bekannter Herkunft mit einem
Flammpunkt über 55 °C;
nicht einsetzbar für
Flüssigkeiten der Gefahren-
klasse A I, A II, B

Elektro-Ölabsauggerät, 12 l
fahrbar

Medien:
Für Altöle der
Gefahrenklassse A III
bekannter Herkunft mit einem
Flammpunkt über 55 °C;
nicht einsetzbar für
Flüssigkeiten der Gefahren-
klasse A I, A II, B

Technische Daten
Maße LBH: 380 x 380 x 950
Behälterinhalt: 24 l
Druckluftanschluss: für Kupplung Rectus 

Typ 26
empfohlener Luftdruck: 6 bar
Saugvolumen pro 
Vakuumaufbau: 8 - 12 l
Zeit pro Vakuumaufbau: 1 – 2  min
Saugleistung Sonde Ø 5 mm: 1,0 – 1,5 l/min
Saugleistung Sonde Ø 6 mm: 2,0 – 2,5 l/min
Saugleistung Sonde Ø 8 mm: 3,5 – 4,0 l/min
Öltemperatur min.: 70 °C
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt

Spezifikation
• Über Venturiblock wird mittels Druckluft im 

Behälter ein Vakuum aufgebaut
• Manometer zur Druckanzeige
• Absaugung erfolgt über Peilstaböffnung
• Stecknippel Rectus Typ 26, NW 7,2 mm
• Saugsonden Ø 5/6/8 mm
• mit Adapter für BMW, Mercedes, VW und Audi
• Tragegriff
• zwei feste Räder
• Entleerung erfolgt über Verschlusskappe G 1 1/2"

Technische Daten
Maße LBH: 316 x 322 x 900
Behälterinhalt: 12 l
Spannung: 230 V
Stromaufnahme: 3,5 A
Leistung: 0,75 KW
Anschluss: Eurostecker 

1,5 m Kabel
Saugleistung Sonde Ø 5 mm: 1 – 1,5 l/min
Saugleistung Sonde Ø 8 mm: 3,5 – 4 l/min
Öltemperatur min.: 70 °C
Lackierung: RAL 7040 fenstergrau 

seidenmatt

Spezifikation
• Manometer zur Anzeige des Unterdrucks
• Absaugung erfolgt über Peilstaböffnung
• Sondenhalter
• 4 Saugsonden, je 2 Stück Ø 5/8 mm, 

starr und flexibel, Adapter 10 und 16 mm
• zwei feste Räder
• manuelle Entleerung des Altölbehälters

19 782

19 783

Artikel-Nr.

ALTÖLABSAUGGERÄTE

ELEKTRO-ABSAUGGERÄT

19 782

19 783
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Technische Daten
Anschluss 1: G 2" a Fassverschraubung
Anschluss 2: Anschluss-Stecker 

Baugröße 4 G 3/4" i

Spezifikation
• für alle Altölauffang- und Absauggeräte 

mit Druckentleerung oder Entleerung 
mittels Pneumatik-Pumpe

• nicht geeignet für 27 030, 27 035 und 
Varianten

• kompatibel mit 27 967
• Anschluss-Stecker Baugröße 4 (19 774)
• Gewindeadapter (19 418)

Technische Daten
Anschluss 1: Hydraulikkupplung 

Baugröße 4
Anschluss 2: für Schlauch 19 mm 

Innendurchmesser

Spezifikation
• zur Montage auf Abgabeschlauch
• für alle Altölauffang- und Absauggeräte 

mit Entleerung mittels Druckbeauf-
schlagung oder Pneumatik-Pumpe

• nicht geeignet für 27 030, 27 035, 
27 410 und Varianten

• kompatibel mit 27 966
• Hydraulikkupplung Baugröße 4 (19 770)
• Schlauchtülle G 3/4" a (02 803)
• Schlauchklemme (20 156)

Montageset für Altölsammeltank
Stecker B 4, G 3/4" i

Montageset für Altölauffanggeräte
auf Abgabeschlauch

27 966

27 967

Artikel-Nr.

ANSCHLUSSSETS ZUR DIREKTENTLEERUNG2a

27 967

27 966
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Altölauffang- und
Absauggerät, fahrbar, 
mit Pneumatik-Pumpe 1:1

75 l
(LBH: 600 x 580 x 1150)
Höhenbereich Auffangtrichter:
1180 mm – 1750 mm

95 l
(LBH: 600 x 580 x 1310)
Höhenbereich Auffangtrichter:
1340 mm – 1910 mm

Technische Daten
Durchmesser Auffangtrichter: 420 mm
Inhalt Auffangtrichter: 18 l
Druckluftanschluss: für Kupplung Rectus 

Typ 26
NW: 7,2 mm
Entleerung: über Pneumatik-

Pumpe 1:1
Anschluss Entleerung: Hydraulikkupplung 

Baugröße 4, G 3/4" i
Saugleistung Sonde Ø 5 mm: 1,0 – 1,5 l/min
Saugleistung Sonde Ø 6 mm: 2,0 – 2,5 l/min
Saugleistung Sonde Ø 8 mm: 3,5 – 4,0 l/min
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt, 
Auffangtrichter Pantone 
294c blau seidenmatt

Medien:
Für Altöle der Gefahrenklasse A III bekannter Herkunft
mit einem Flammpunkt über 55 °C; nicht einsetzbar
für Flüssigkeiten der Gefahrenklasse A I, A II, B

Spezifikation
• Schwimmerfüllstandsanzeige
• Pneumatik-Pumpe 1:1, mit saugseitigem 

Schmutzfänger, Stecknippel für 
Rectus Kupplung Typ 26 (20 062)

• 3-Wege Kugelhahn
• Saugschlauch 2 m mit Spiralfeder 
• Sondenhalter
• Saugsonden Ø 5/6/8 mm
• mit Adapter für BMW, Mercedes, VW und Audi
• Abgabeschlauch 2 m, 

mit Hydraulikkupplung Baugröße 4 (19 770) und 
Anschluss-Stecker Baugröße 4 (19 774) als 
Gegenstück am Behälter befestigt

• Anschluss-Stecker Baugröße 4 (19 774) lose 
beiliegend für Anschluss an Rohrleitungssysteme 
oder Altölsammeltanks

• Auffangtrichter mit herausnehmbarem Sieb
• massiver Schiebegriff
• 2 feste Räder, 2 Lenkräder

Anmerkung
Erfolgt die Entleerung der Altölauffanggeräte über
eine Leitung in einen Ölsammeltank ist nach WHG
eine Überfüllsicherung vorzusehen. Regionale
Vorschriften und Richtlinien der Länder sind zu 
beachten.

27 410

27 410 890

Artikel-Nr.

ALTÖLAUFFANG- UND ABSAUGGERÄTE3

27 410
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Technische Daten
Durchmesser Auffangtrichter: 420 mm
Inhalt Auffangtrichter: 18 l
2 Druckluftanschlüsse: für Kupplung Rectus 

Typ 26
empfohlener Luftdruck: 6 bar
Saugvolumen pro 
Vakuumaufbau: 45-50 l
Zeit pro Vakuumaufbau: 3 - 4 min
Saugleistung Sonde Ø 5 mm: 1,0 – 1,5 l/min
Saugleistung Sonde Ø 6 mm: 2,0 – 2,5 l/min
Saugleistung Sonde Ø 8 mm: 3,5 – 4,0 l/min
Öltemperatur min.: 70 °C
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt, 
Auffangtrichter Pantone 
294c blau seidenmatt

Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C; nicht
einsetzbar für Flüssigkeiten der Gefahrenklasse A I,
A II, B

Spezifikation
• Über Venturiblock wird mittels Druckluft im 

Behälter ein Vakuum aufgebaut
• Manometer/Vakuummeter zur Druck- und 

Unterdruckanzeige
• Öl-Absaugung erfolgt über Peilstaböffnung
• Füllstandsanzeige
• Sicherheitsüberdruckventil auf 0,5 bar fest 

eingestellt, mit Drosselventil
• Stecknippel Rectus Typ 26, NW 7,2 mm 

(20 062), Kugelhahn
• Saugschlauch 2 m mit Spiralfeder 
• Saugsonden Ø 5/6/8 mm
• mit Adapter für BMW, Mercedes, VW und Audi
• Sondenhalter
• transparenter Abgabeschlauch 2 m mit 

Metall-Krümmer, Kugelhahn
• Auffangtrichter mit herausnehmbarem Sieb
• massiver Schiebegriff
• 2 feste Räder, 2 Lenkräder
• Druckentleerung

Anmerkung
Erfolgt die Entleerung der Altölauffanggeräte über
eine Leitung in einen Ölsammeltank ist nach WHG
eine Überfüllsicherung vorzusehen. Regionale
Vorschriften und Richtlinien der Länder sind zu
beachten.

Altölauffang- und 
Absauggerät Venturi, 
fahrbar

75 l
(LBH: 600 x 580 x 930)
Höhenbereich Auffangtrichter:
1180 mm – 1750 mm

75 l, mit Glasmesszylinder, 7 l
(LBH: 600 x 580 x 1360)
Höhenbereich Auffangtrichter:
1180 mm – 1800 mm

95 l
(LBH: 600 x 580 x 1150)
Höhenbereich Auffangtrichter:
1550 mm – 2120 mm

95 l, mit Glasmesszylinder, 7 l
(LBH: 600 x 580 x 1520)
Höhenbereich Auffangtrichter:
1550 mm – 2120 mm

27 622 680

27 632 680

27 622 891

27 632 891

Artikel-Nr.

27 632 680

27 622 680
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Winkelrohr mit
Drehgelenk
G 1" a, G 1" i

Auffangwanne  
rechteckig, G 1" a

Altölauffang- und 
Absauggerät Venturi, 
fahrbar

80 l

80 l, 
mit Glasmesszylinder, 10 l

Medien:
Für Altöle der
Gefahrenklasse A III
bekannter Herkunft mit
einem Flammpunkt 
über 55 °C; nicht einsetz-
bar für Flüssigkeiten der 
Gefahrenklasse A I, 
A II, B;

Technische Daten
Anschluss 1: G 1" a
Anschluss 2: G 1" i
Spezifikation
• für alle Altölauffanggeräte mit rundem Auffangtrichter
• zum Umrüsten in einen schwenkbaren Auffangtrichter

Technische Daten
Maße LBH: 463 x 263 x 100 
Inhalt: 15 l
Anschluss: G 1" a
Lackierung: Pantone 294c blau seidenmatt

Spezifikation
• für alle Altölauffanggeräte der Artikelgruppe 27
• mit herausnehmbarem Sieb

Technische Daten
Maße LBH: 500 x 500 x 1700 
Behälterinhalt: 80 l
Wanneninhalt: 37 l
2 Druckluftanschlüsse: für Kupplung Rectus Typ 26
Empfohlener Luftdruck: 6 bar
Öltemperatur min.: 70 °C
Lackierung: Behälter RAL 7040 

fenstergrau seidenmatt
Auffangtrichter Pantone 294 c
blau seidenmatt

Spezifikation
• Über Venturiblock wird mittels Druckluft im Behälter 

ein Vakuum aufgebaut
• Manometer zur Druckanzeige
• Absaugung erfolgt über Peilstaböffnung
• Saugschlauch 2 m mit Spiralfeder 
• 4 Saugsonden je 2 Ø 5/8 mm
• mit Adapter für BMW, Mercedes, VW und Audi
• transparenter Abgabeschlauch 2 m, mit Metall-

Auslaufkrümmer
• Auffangwanne mit Siebeinsatz, zum Boden absenk-

bar, rechteckig, über Venturi-Technik entleerbar
• Druckentleerung
• Sicherheitsüberdruckventil  auf 0,5 bar fest eingestellt
• Stecknippel Rectus Typ 26, NW 7,2 mm
• Überfüllsicherung und Sondenhalter
• massiver Schiebegriff
• 2 feste Räder, 2 Lenkräder
Anmerkung
Erfolgt die Entleerung der Altölauffanggeräte über eine
Leitung in einen Ölsammeltank ist nach WHG eine Über-
füllsicherung vorzusehen. Regionale Vorschriften und
Richtlinien der Länder sind zu beachten.

27 985

27 989

19 793 301

19 793 391

Artikel-Nr.

ZUBEHÖR

27 985
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19 793 391
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Spezifikation
• zur Altölabsaugung
• Einführung über Peilstaböffnung
• Adapter passend für alle Altölabsauggeräte 

der Artikelgruppe 27

Spezifikation
• zur Altölabsaugung
• Adapter für Peilstaböffnung
• Adapter passend für alle Altölabsauggeräte 

der Artikelgruppe 27

Technische Daten
Anschluss 1: G 2" a Fassverschraubung
Anschluss 2: Anschluss-Stecker 

Baugröße 4 G 3/4" i
Spezifikation
• Für alle Altölauffang- und Absauggeräte mit 

Druckentleerung oder Entleerung mittels 
Pneumatik-Pumpe

• nicht geeignet für 27 030, 27 035 und Varianten
• kompatibel mit 27 967
• Anschluss-Stecker Baugröße 4 (19 774)
• Gewindeadapter (19 418)

Technische Daten
Anschluss 1: Hydraulikkupplung Baugröße 4
Anschluss 2: für Schlauch 19 mm 

Innendurchmesser
Spezifikation
• zur Montage auf Abgabeschlauch
• Für alle Altölauffang- und Absaug-

geräte mit Entleerung mittels Druckbeauf-
schlagung oder Pneumatik-Pumpe

• nicht geeignet für 27 030, 27 035, 
27 410 und Varianten

• kompatibel mit 27 966
• Hydraulikkupplung Baugröße 4 (19 770)
• Schlauchtülle G 3/4" a (02 803)
• Schlauchklemme (20 156)

Saugsonden 700 mm
Ø 5 mm, Kunststoff
Ø 6 mm, Kunststoff
Ø 8 mm, Kunststoff
Ø 5 mm, Kupfer
Ø 6 mm, Kupfer
Ø 8 mm, Kupfer

Saugsonden 1000 mm
Ø 6 mm, Kunststoff
Ø 8 mm, Kunststoff

Saugsonden 1500 mm
Ø 8 mm, Kupfer
Ø 8 mm, Kunststoff

Adapter für Peilstaböffnung
für VW/Audi, Ø 8 mm
für Mercedes, Ø 16 mm
für BMW, Ø 14 mm

Montageset für
Altölsammeltank
Stecker B 4, G 3/4" i

Montageset für 
Altölauffanggeräte
auf Abgabeschlauch

27 905
27 906
27 908
27 915
27 916
27 918

27 926
27 928

27 958
27 948

27 963
27 964
27 965

27 966

27 967

Artikel-Nr.
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Pneumatik-Membranpumpe
60 l/min

Geeignet für:
• Altöle, Wasser
• Flüssigkeiten auf Wasser-

basis, gegen die Aluminium 
und Buna N/Hytrel resistent 
sind (z.B. Scheibenklar, 
Kühlerfrostschutz, verschie
dene Chemikalien, leichte 
Säuren etc.)

Pneumatik-Membranpumpe
159 l / min

Geeignet für:
• Altöle, Wasser
• Flüssigkeiten auf Wasser-

basis, gegen die Aluminium 
und Buna N/Hytrel resistent 
sind (z.B. Scheibenklar, 
Kühlerfrostschutz, verschie
dene Chemikalien, leichte 
Säuren etc.)

Technische Daten
Maße LBH: 191 x 222 x 273
Pumpenleistung 
(freier Ausfluss): 60 l/min
max. Luftdruck: 7 bar
min. Luftdruck: 1,8 bar
max. Korngröße: 2,5 mm
max. Saughöhe (nass): 7 m
max. Saughöhe (trocken): 4,9 m 
max. Betriebstemperatur: 65 °C
Lautstärke bei 3,5 bar, 
50 DH/min: 75 dB (A)
Anschluss Luft: für Kupplung 

Rectus Typ 26
Anschluss Fördermedium 
Ein-/Auslass: G 1/2" a 60°

Dichtkonus
max. Luftverbrauch: 560 l/min
Werkstoff Pumpengehäuse: Aluminium
Werkstoff Membran: Buna-N
Werkstoff Kugel: Buna-N
Werkstoff Sitz: Acetal
Gewicht: 5 kg
Spezifikation
• Vorrichtung für Wandmontage
• erforderliches Zubehör (87 626)

Technische Daten
Maße LBH: 235 x 305 x 356 
Pumpenleistung 
(freier Ausfluss): 159 l/min
max. Luftdruck: 8,4 bar
min. Luftdruck: 1,4 bar
max. Korngröße: 3,2 mm
max. Saughöhe 
(nass oder trocken): 5,8 m
max. Betriebstemperatur: 65 °C
Lautstärke bei 4,8 bar, 
50 DH/min: 78 dB (A)
Anschluss Luft: für Kupplung 

Rectus Typ 26
NW: 7,2 mm
Anschluss Fördermedium 
Ein-/Auslass: G 3/4" a 60°

Dichtkonus
max. Luftverbrauch: 1700 l/min
Werkstoff Pumpengehäuse: Aluminium
Werkstoff Membran: Hytrel®
Werkstoff Kugel: Acetal
Werkstoff Sitz: Hytrel®
Gewicht: 8,2 kg
Spezifikation
• Vorrichtung für Wandmontage
• erforderliches Zubehör (87 626)

19 060

19 062

Artikel-Nr.
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Technische Daten
Druckluftanschluss: für Kupplung 

Rectus Typ 26
NW: 7,2 mm
Entleerung: über Pneumatik-

Pumpe 5:1
Saugleistung Sonde Ø 5 mm: 1,0 – 1,5 l/min
Saugleistung Sonde Ø 6 mm: 2,0 – 2,5 l/min
Saugleistung Sonde Ø 8 mm: 3,5 – 4,0 l/min
Anschluss druckseitig: G 3/4" a

Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C;
nicht einsetzbar für Flüssigkeiten der
Gefahrenklasse A I, A II, B

Spezifikation
• stationär, zur direkten Förderung über 

Rohrleitung zum Sammeltank
• zur Direktabsaugung aus Kraft- und 

Nutzfahrzeugen
• Pneumatik-Ölpumpe 5:1 mit Wandhalterung
• Schmutzfänger und Kugelhahn
• komplettes Zubehör zur Montage
• Schlauch druckseitig 4 m, 

Fassverschraubung G 2" a
• Saugsonden Ø 5/6/8 mm
• mit Adapter für BMW, Mercedes, VW 

und Audi
• Sondenhalter
• Kann mit Vakuumabschaltung (19 422) 

verbaut werden

Anmerkung
Altöl darf nicht im Arbeitsbereich gelagert wer-
den. Erfolgt die Entleerung über eine Leitung in
einen Ölsammeltank ist nach WHG eine Über-
füllsicherung vorzusehen. Regionale
Vorschriften und Richtlinien der Länder sind zu
beachten.

Altöl-Absaugsystem, stationär
PNP 5:1

mit Saugschlauch 5 m, davon 
2 m transparent als Sichtstrecke,
und Schlauchhalter (19669)

mit Schlauchaufroller, O, WB, 8 m
(29 341)
Kugelhahn am Schlauchaufroller
saugseitig montiert

19 900

19 901

Artikel-Nr.
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Altöl-Absaugsystem, stationär
PNP 5:1

Montageset für Altöl-
Rohrleitungen G 3/4" a

Auffangschale für Öltropfen,
mit Ablasshahn

Technische Daten
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Entleerung: über Pneumatik-

Pumpe 5:1
Anschluss Saugschlauch:Hydraulikkupplung 

Baugröße 4, G 3/4" i
Anschluss druckseitig: G 3/4" a
Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C; nicht
einsetzbar für Flüssigkeiten der Gefahrenklasse A I,
A II, B.

Spezifikation
• stationär, zur Entleerung der Altölauffanggeräte 

(27 035 / 27 035 890 / 19 857)
• zur direkten Förderung über Rohrleitung 

zum Sammeltank
• Pneumatik-Ölpumpe 5:1 mit Wandhalterung
• komplettes Zubehör zur Montage
• Saugschlauch 2 m mit Schmutzfänger und 

Hydraulikkupplung Baugröße 4, G 3/4" i 
(19 770), Anschluss-Stecker Baugröße 4, 
G 3/4" i (19 774) liegt lose bei

• für Grubenwannen geeignet

Anmerkung
Altöl darf nicht im Arbeitsbereich gelagert werden.
Erfolgt die Entleerung über eine Leitung in einen
Ölsammeltank ist nach WHG eine Überfüllsiche-
rung vorzusehen. Regionale Vorschriften und
Richtlinien der Länder sind zu beachten.

Technische Daten
Anschluss 1: G 3/4" i
Anschluss 2: Anschluss-Stecker Baugröße 4

Spezifikation
• komplett montiert
• Anschluss-Stecker Baugröße 4, G 3/4" i 

(19 774)
• Kugelhahn
• Rückschlagventil

Spezifikation
• für Altöl-Leitungen
• zur Wandbefestigung
• Ablasshahn

19 800

19 902

19 903

Artikel-Nr.

ALTÖL-ABSAUGSYSTEM

ZUBEHÖR

19 800

19 902

19 903
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Technische Daten
Spurbreite: 850 – 1200 mm
Anschluss: G 3/4" a
Werkstoff: Stahlblech
Lackierung: RAL 7040 fenstergrau seidenmatt

Spezifikation
• für alle Standard-Grubenprofile
• Siebeinsatz
• 4 Rollen

Technische Daten
Maße LBH: 750 x 465 x 290
Inhalt: 100 l
Spurbreite: 850 – 1200 mm
Anschluss: G 1" a
Werkstoff: Stahlblech
Lackierung: RAL 7040 fenstergrau seidenmatt

Spezifikation
• für alle Standard-Grubenprofile
• Siebeinsatz
• 4 Rollen

Technische Daten
LBH: 570 x 150 x 100
Anschluss: G 2" a
Behälterinhalt: 3,6 l
Gewicht: 3 kg
Lackierung: Pantone 294c blau seidenmatt

Spezifikation
• eingeschweißtes Grobsieb
• Montierbar in Arbeitsgruben auf 2" Altöl-

leitung zum Entleeren von Grubenwannen

Grubenwanne

40 l
H = 155 mm, G 3/4" a
(LBH: 750 x 465 x 155)

60 l
H = 200 mm, G 3/4" a
(LBH: 750 x 465 x 200)

Grubenwanne

100 l
H = 290 mm, G 1" a

Auffangtrichter
schwenkbar, 3,6 l

19 850

19 788

19 852

19 858

Artikel-Nr.
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Altölentsorgungssystem für
Montagegruben

mit Pneumatik-Pumpe 5:1 (19 385), 
20 l/min, mit Wandhalterung
geeignet für Rohrleitung bis 70 m
Saugleistung:
20 l/min bei freiem Auslauf

mit Membranpumpe (19 060), 
60 l/min
geeignet für Rohrleitung bis 20 m
Saugleistung:
60 l/min bei freiem Auslauf

Technische Daten
Druckluftanschluss: für Kupplung 

Rectus Typ 26
NW: 7,2 mm
Anschluss Druckschlauch: G 1/2" i 

60° Dichtkonus, 
90° Rohrbogen

Grubenwanne:
Maße LBH: 750 x 465 x 200
Inhalt: 60 l
Spurbreite: 850 – 1200 mm
Anschluss: G 3/4" a
Lackierung: RAL 7040 fenstergrau 

seidenmatt
Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C;
nicht einsetzbar für Flüssigkeiten der
Gefahrenklasse A I, A II, B.

Spezifikation
• für den gesamten Kraft- und 

Nutzfahrzeugbereich
• komplettes Zubehör zur Montage
• Saugschlauch 2 m, G 3/4" i/a
• Druckschlauch 1,5 m, G 1/2" i/a
• mit allen erforderlichen Kupplungen,

Adaptern etc.
• Wanne (19 788) passend für alle 

Standard-Grubenprofile

Anmerkung
Erfolgt die Rohrführung im nicht sichtbaren
Bereich, bitte Rohrverbindung (19 666) 
verwenden und entsprechend TRBF 
verlegen (z.B. Wanddurchbrüche).
Erfolgt die Entleerung über eine Leitung in
einen Ölsammeltank ist nach WHG eine
Überfüllsicherung vorzusehen. Regionale
Vorschriften und Richtlinien der Länder sind
zu beachten.

19 000 335

19 000 435

Artikel-Nr.

ALTÖLENTSORGUNGSSYSTEME FÜR MONTAGEGRUBEN
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19 000 435
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Bürstenabdeckung 
für Altöl-Ablaufrinne 
(27 991)

Technische Daten
Höhe: 475 mm
Breite: 140 mm
Gewicht: 30 kg/m
Anschluss: G 2" a
Werkstoff: Stahlblech, verzinkt

Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C; nicht
einsetzbar für Flüssigkeiten der Gefahrenklasse A I, 
A II, B

Spezifikation
• 2 Endstücke, Anschluss G 2"
• Nach der Montage noch im Gefälle justierbar
• Für mehrere Auffangwannen, um die Aufnahme 

von Ölen aus verschiedenen Ablassstellen 
zu gewährleisten

Anmerkung
Die Altöl-Ablaufrinne wird in Einzelstücken von 
2 - 3 m geliefert, die vor Ort zusammengeschweißt
werden. Bitte Ablaufrichtung der Rinne angeben.
Erfolgt die Entleerung der Altöl-Ablaufrinne über eine
Leitung in einen Ölsammeltank, ist nach WHG eine
Überfüllsicherung vorzusehen. Regionale Vorschriften
und Richtlinien der Länder sind zu beachten.

Spezifikation
• bestehend aus oberer und 

unterer Bürstenhälfte

Anmerkung
Die Bürstenabdeckung wird in Einzelstücken 
von 2 - 3 m geliefert. 

27 991

27 995

Artikel-Nr.

ALTÖL-PERMANENTENTSORGUNG
7

• Speziell für den Einsatz in Montage-
gruben von großen Pkw- oder Nutz-
fahrzeug-Werkstätten konzipiert.

• Aufgrund der Konstruktionsmerkmale 
können große Mengen Altöl, z.B. 
aus Nutzfahrzeugen, spritzfrei aufge-
fangen und mit optimaler Ablauf-
geschwindigkeit ohne Ablagerungen 
in einen Altölsammeltank 
weitergeleitet werden.

• Damit die Aufnahme von Ölen aus 
verschiedenen Ablassstellen gewähr-
leistet ist, können mehrere Auffang-
wannen montiert werden. 

• Die Rinne ist auch nach der Montage
in ihrem Gefälle justierbar.

• Geeignet für Altöle der Gefahren-
klasse A III bekannter Herkunft mit 
einem Flammpunkt über 55 °C.

27 991

27 995

139
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Artikel-Nr.
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Fahrwagen mit Sieb und
Altölauffangwanne

Altöl-Zwischenbehälter, 20 l
Pneumatik-Pumpe 3:1, 22 l/min 

Technische Daten
LBH Wanne: 463 x 263 x 100
Wanneninhalt: 15 l
Gewicht Wagen: 25 kg

Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C;
nicht einsetzbar für Flüssigkeiten der
Gefahrenklasse A I, A II, B

Spezifikation
• Auffangwanne, schwenkbar (Radius=900 mm),

über die ganze Länge der Ablaufrinne 
bewegbar und zweifach teleskopierbar

• höhenverstellbar um etwa 1050 mm

Technische Daten
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Entleerung: über Pneumatik-Pumpe 3:1
Saugleistung
bei freiem Auslauf: 22 l/min

Altöl-Zwischenbehälter:
Maße LBH: 750 x 465 x 200 
Inhalt: 20 l
Zulauf: G 2"
Werkstoff: Stahl, verzinkt

Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C;
nicht einsetzbar für Flüssigkeiten der
Gefahrenklasse A I, A II, B.

Spezifikation
• Pneumatik-Pumpe 3:1 (19 285)
• 2 Kammer-System
• 3 Schwimmerschalter zur Steuerung 

von Pneumatik-Pumpen
• Warnlichthupe
• Schmutzfänger und Rückschlagventile, 

komplett montiert

Anmerkung
Pneumatik-Pumpe mit Wartungsgerät 
(20 218 950) betreiben.
Erfolgt die Entleerung des Altöl-
Zwischenbehälters über eine Leitung in einen
Ölsammeltank ist nach WHG eine Überfüllsiche-
rung vorzusehen. Regionale Vorschriften und
Richtlinien der Länder sind zu beachten.

27 992

27 993

ALTÖL-PERMANENTENTSORGUNG
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Altöl-Zwischenbehälter, 20 l
mit Pneumatik-Pumpe 1:1, 
61 l/min 

Technische Daten
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Entleerung: über Pneumatik-Pumpe 1:1
Saugleistung
bei freiem Auslauf: 61 l/min 

Altöl-Zwischenbehälter:
Maße LBH: 750 x 465 x 200
Inhalt: 20 l
Zulauf: G 2"
Werkstoff: Stahl, verzinkt

Medien:
Für Altöle der Gefahrenklasse A III bekannter
Herkunft mit einem Flammpunkt über 55 °C;
nicht einsetzbar für Flüssigkeiten der
Gefahrenklasse A I, A II, B.

Spezifikation
• Pneumatik-Pumpe 1:1 (19 185)
• 2 Kammer-System
• 3 Schwimmerschalter zur Steuerung 

von Pneumatik-Pumpen
• Warnlichthupe
• Schmutzfänger und Rückschlagventile, 

komplett montiert

Anmerkung
Pneumatik-Pumpe mit Wartungsgerät 
(20 218 950) betreiben.
Erfolgt die Entleerung des Altöl-
Zwischenbehälters über eine Leitung in einen
Ölsammeltank ist nach WHG eine Überfüllsiche-
rung vorzusehen. Regionale Vorschriften und
Richtlinien der Länder sind zu beachten.

27 994



Altölentsorgung

Vakuumabschaltung
automatisch, Starttaste

Schlauchhalter
große Ausführung

Wandhalter 
für Membranpumpen

Schlauchleitung für Öl
1,5 m, G 3/4" i, G 3/4" i

Technische Daten
Anschluss 1: für Kupplung Rectus Typ 26
Anschluss 2: für Stecknippel Rectus Typ 26

Spezifikation
• Vakuumschlauch 2 m DN 5
• Kabel 2 m mit Eurostecker
• Vor- und Nachlaufsteuerung
• unterdruckgesteuert
• Zur automatischen Beendigung des 

Absaugvorganges von Altölen aus 
Fahrzeugen nach vollständiger Entleerung

• für Altölabsaugsystem (19 900 / 19 901)
• Manometer zum Einbau an die 

Pneumatik-Pumpe saugseitig

Technische Daten
Maße LBH: 348 x 144 x 257
Gewicht: 1,3 kg
Werkstoff: Aluminium-Druckguss

Spezifikation
• für Wandmontage

Technische Daten
Maße LBH: 182 x 198 x 208
Gewicht: 1,3 kg
Werkstoff: Stahl verzinkt

Spezifikation
• für Membranpumpen (19 060 / 19 062)

Technische Daten
Länge: 1,5 m
Anschluss 1: G 3/4" i
Anschluss 2: G 3/4" i, 90° Rohrbogen
Schlauchinnen-
durchmesser: 20 mm
Betriebsdruck: 105 bar 

Spezifikation
• zur Verbindung Pumpe / Rohrleitungssystem
• beidseitig Überwurfmutter
• nach DIN 20 022 (EN 853)

19 422

19 669

87 626

19 550

Artikel-Nr.
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19 422

19 669

87 626

19 550
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Technische Daten
Länge: 0,5 m
Anschluss beidseitig: G 3/4" i
Schlauchinnen-
durchmesser: 20 mm
Werkstoff Schlauch: Edelstahl (X6 CrNiTi 1810) 

mit einer Edelstahldraht-
umflechtung

Gewicht: 0,4 kg

Spezifikation
• nach TRBF 231 T1
• zur Verbindung Pumpe / Rohrleitungssystem 

im nicht sichtbaren Bereich
• beidseitig Überwurfmutter

Technische Daten
Anschluss 1: R 3/4" a, DIN 2999 
Anschluss 2: G 3/4" a 60° Dichtkonus 
Innendurchmesser: 16 mm
Schlüsselweite: 30 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss beidseitig: G 3/4" i
Innendurchmesser: 20 mm
Baulänge: 57 mm
Betriebsdruck: 30 bar 
Werkstoff: Messing, vernickelt
Medium: Öle, Luft

Flexible Rohrverbindung
0,5 m, G 3/4" i, G 3/4" i

Doppelnippel 
R 3/4" a, G 3/4" a

Kugelhahn
G 3/4" i, G 3/4" i

19 666

19 637

19 763

Artikel-Nr.
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19 666



Altölentsorgung

144

Stecknippel, G 1/4" a
für Kupplung Rectus Typ 26

Doppelnippel, 
G 1/4" a, G 1/4" a

Spiralschlauch 5 m

Technische Daten
Anschluss 1: G 1/4" a
Anschluss 2: für Kupplung Rectus Typ 26
NW: 7,2 mm
Schlüsselweite: 12 mm
Werkstoff: Messing

Spezifikation
• Zur Verwendung bei der Montage des 

Wartungsgerätes (20 218)

Technische Daten
Anschluss beidseitig: G 1/4" a 60° Dichtkonus
NW: 7,5 mm
Schlüsselweite: 17 mm
Druck: - 0,95 bis 15 bar
Temperaturbereich: - 10 °C bis 70 °C
Werkstoff: Messing

Spezifikation
• Zur Verwendung bei der Montage des 

Wartungsgerätes (20 218)
• mit Innenkonus nach DIN EN 560

Technische Daten
Schlauchlänge: 5 m
Anschluss 1: Schnellverschlusskupplung Typ 26
Anschluss 2: für Kupplung Rectus Typ 26
NW: 7,2 mm
Dynamischer 
Betriebsdruck: 17 bar

Spezifikation
• Zur Verbindung Druckluftleitung / 

Druckluftwerkzeuge

20 062

20 112

20 185

Artikel-Nr.
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20 062

20 112

20 185
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Technische Daten
Anschluss 1: G 1/4" i
Anschluss 2: G 1/4" i 
max. Vordruck: 10 bar
max. Arbeitsdruck: 0,5 - 10 bar
Normal Nenn-
durchfluss*: 6,3 l/sek
Filterfeinheit: 40 my
Kondensatmenge: 0,017 l
Temperaturbereich: 0 °C bis +50 °C
Werkstoff Gehäuse: Zinkdruckguss

* bei Vordruck 10 bar, 
Arbeitsdruck 6 bar und Δp=1bar 

Spezifikation
• Druckreduzierventil mit Manometer, 

Wasserabscheider und Leitungsöler

Technische Daten
Anschluss 1: G 1/4" a
Anschluss 2: für Kupplung

Rectus Typ 26 
NW: 7,2 mm
max. Vordruck: 10 bar
max. Arbeitsdruck: 0,5 - 10 bar
Normal Nenn-
durchfluss*: 6,3 l/sek
Filterfeinheit: 40 my
Kondensatmenge: 0,017 l
Temperaturbereich: 0 °C bis +50 °C
Werkstoff Gehäuse: Zinkdruckguss

* bei Vordruck 10 bar, 
Arbeitsdruck 6 bar und Δp = 1 bar

Spezifikation
• Druckreduzierventil mit Manometer, 

Wasserabscheider und Leitungsöler
• Gewinde- und Stecknippel

Wartungsgerät

Wartungsgerät, Komplettset

20 218

20 218 950

Artikel-Nr.

20 218

20 218 950
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Geeignet für: 
• Heizöl und Diesel
• gebrauchte Motoren- und Getriebeöle 

(Altöle) bekannter Herkunft der 
Gefahrenklasse A III

• Schmieröl L-AN nach DIN 51 501 
(die Schmieröle AN 5 und AN 7 sind 
nach VbF brennbare Flüssigkeiten der 
Gefahrenklasse A III)

• Motoren- und Schmieröle nach DIN 51 511
• Kraftfahrzeug-Getriebeöle nach DIN 51 512
• Hydrauliköle H, HL und HL-P nach 

DIN 51 524 / 51 525
• Wärmeträgeröle Q nach DIN 51 522
• voll- und teilsynthetische Öle
• Rapsöl-Methyl-Ester (RME)

Tank, Inhalt 750 l 
(LBH: 1200 x 800 x 1123)
Gewicht (Wanne + Tank): 279 kg

Tank, Inhalt 1000 l 
(LBH: 1200 x 800 x 1570)
Gewicht (Wanne + Tank): 328 kg

Tank, Inhalt 1420 l 
(LBH: 1200 x 800 x 2070)
Gewicht (Wanne + Tank): 415 kg

Geeignet für: 
• Heizöl und Diesel
• gebrauchte Motoren- und Getriebeöle 

(Altöle) bekannter Herkunft der 
Gefahrenklasse A III

• Schmieröl L-AN nach DIN 51 501 
(die Schmieröle AN 5 und AN 7 sind 
nach VbF brennbare Flüssigkeiten der 
Gefahrenklasse A III)

• Motoren- und Schmieröle nach DIN 51 511
• Kraftfahrzeug-Getriebeöle nach DIN 51 512
• Hydrauliköle H, HL und HL-P nach 

DIN 51 524 / 51 525
• Wärmeträgeröle Q nach DIN 51 522
• voll- und teilsynthetische Öle
• Rapsöl-Methyl-Ester (RME)

Tank, Inhalt 750 l 
(LBH: 980 x 760 x 1420), 66 kg

Tank, Inhalt 1000 l 
(LBH: 1280 x 760 x 1420), 89 kg

Technische Daten
Werkstoff
Außenbehälter: Stahl, geschweißt
Werkstoff
Innenbehälter: Stahl, geschweißt
Oberflächen-
behandlung: entfettet, 

phosphatiert, 
grundiert und 
decklackiert

Lackierung: RAL 7040
fenstergrau 
seidenmatt

Anschlüsse: 5 x G 2" i

Spezifikation
• Europa–Zertifikat
• mechanische Schwimmer-

füllstandsanzeige
• optische Leckanzeige
• vier Eckfüße
• vierseitig einfahrbar
• unter Last bewegbar
• geeignet zur 3-seitigen Montage 

von Schlauchaufrollern, Elektro- 
und Pneumatik-Pumpen

• Zur oberirdischen Lagerung in 
geschlossenen Räumen

Technische Daten
Werkstoff 
Außenbehälter: Stahlblech, 

feuerverzinkt
Werkstoff 
Innenbehälter: Kunststoff
Anschlüsse: 4 x G 2" i

Spezifikation
• Europa–Zertifikat 
• mechanische Schwimmer-

füllstandsanzeige
• optische Leckanzeige
• Palettenfuß
• Zur oberirdischen Lagerung in 

geschlossenen Räumen

45 014

45 010

45 018

45 101

45 100

Artikel-Nr.

TANKS10

45 014

45 100

45 010
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Technische Daten
Maße LBH: 163 x 97 x 62
Gewicht: 0,4 kg
Versorgungsspannung: 230 V AC, 50/60 Hz
Nennleistung: 5 VA
Netzsicherung: M 32mA
Anschlussleitung: 1,2 m lang, 2 x 0,75 mm2

Ansprechverzögerung: keine
zus. Anschlüsse: 1 Ausgangrelais (Wechsler)
Schaltvermögen 
Ausgangsrelais: max. 250 V, 2 A, 

ohmsche Last
zulässige 
Umgebungstemperatur: -10 °C bis +60 °C
Schutzklasse: II DIN 57 700

Spezifikation
• Einzubauen zwischen Innen- und 

Außenbehälter des Tanks
• Warnung ab 50 mm Flüssigkeitshöhe

Technische Daten
Schalldruckpegel: 90 dB (A) Abstand 1m
Stromversorgung: AC 230 V
Leistungsaufnahme: 6 VA
Schutzart: IP 20
Gewicht: 0,18 kg

Spezifikation
• Zur akustischen Fernüberwachung von Tanks
• Anschluss an Überfüllsicherung (19 412)

Technische Daten
Schalldruckpegel: 90 dB (A) Abstand 1 m
Stromversorgung: AC 230 V
Leistungsaufnahme: 10 VA
Schutzart: IP 33
Gewicht: 0,19 kg

Spezifikation
• Zur optischen und akustischen 

Fernüberwachung von Tanks
• Anschluss an Überfüllsicherung (19 412)

Technische Daten
Anschluss: G 2" i

Spezifikation
• Montierbar als Abschluss der 

Entlüftungsleitung von Tanks

Optisches und akustisches
Öl-/Wasser-Leckwarngerät

Dauerton-Signalgeber
für trockene Räume

Warnlicht und Hupe
getrennt ansteuerbar

Entlüftungshaube G 2" i,
mit Sieb, Polyamid 

Entlüftungshaube G 2" i, 
ohne Sieb, Messing

19 406

19 407

19 408

19 410

19 411

Artikel-Nr.

ZUBEHÖR FÜR TANKS
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Überfüllsicherung
A III nach WHG

Tempergussreduzierung
G 3/4" i, G 2" a

Befüllbogen 90°
G 2" a, G 2" a

Altölabsauglanze
G 2" a, 45°
TW Verschraubung

Montageset 
Tankanbau

Technische Daten
Versorgungsspannung: AC 24 V, 110 V, 

230 V oder DC 24 V
Leistungsaufnahme: max. 3 VA bzw. 5 W
Maße Messumformer LBH: 163 x 97 x 62 
Schutzart: IP 30
Länge Niveaustandsgeber: 300 mm
Anschluss: G 3/4" a 
Werkstoff Niveaustandsgeber: Messing

Spezifikation
• optische und akustische Warnanzeige 

und Quittiermöglichkeit
Einsatzbereich:
brennbare Flüssigkeiten der Gefahrenklasse A III;
Dieselkraftstoff nach DIN 51 601, Heizöl EL nach
DIN 51 603, Teil 1, gebrauchte Getriebe- und
Motoröle

Technische Daten
Anschluss 1: G 3/4" i
Anschluss 2: G 2" a
Werkstoff: Temperguss, verzinkt

Spezifikation
• Zur Montage des Niveaustandsgebers 

der Überfüllsicherung (19 412) auf Tanks

Technische Daten
Anschluss beidseitig: G 2" a
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss 1: G 2" a
Anschluss 2: TW
Länge: 1,60 m

Spezifikation
• Metalldeckel
• Tankwagenkupplung
• Zum Absaugen von Ölen aus Altölsammeltanks

Spezifikation
• für den Anbau der Überfüllsicherung 

und Entlüftungsleitung
• Gewindeadapter G 3/4" i, G 2" a
• T-Stück G 2" i, G 2"a
• Befüllbogen G 2" a
• Muffe G 2" i

19 412

19 418

19 414

19 419

19 426

Artikel-Nr.
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Technische Daten
Maße LBH: 650 x 350 x 100 
Anschluss: G 2" a Fassverschraubung
Werkstoff: Stahlblech, verzinkt

Spezifikation
• Deckel absperrbar
• Sieb herausnehmbar
• Befestigungsbügel
• Zur Montage auf Tanks 

(45 100 / 45 101)

Technische Daten
Inhalt: 3,2 l
Anschluss : G 2" a 

Fassverschraubung
Einfülldurchmesser: 250 mm
Material Trichter: PE
Material Deckel: PE
Farbe Trichter: rot
Farbe Deckel: schwarz

Spezifikation
• absperrbarer Deckel

Einfüllbehälter rechteckig, mit Deckel
(LBH 650 x 350 x 100)

Trichter 3,2 l, Ø 250 mm

27 987

02 568

Artikel-Nr.

27 987

02 568
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Platz sparende 
Komponenten -

perfekt konzipiert.



Benzin

• Anbohrgerät
• Saugsonden flexibel,

elektrisch leitend, 
Ø 6/8 mm, 
L = 1200 mm

• Hohldornnadel

20 l/min

in A I Ausführung
elektrisch leitend
6 m

406 x 900 x 2100 mm
406 x 900 x 50 mm

Diesel, Öl, Kühlflüssigkeit,
Scheibenreiniger
Diesel:
Anbohrgerät, Saugsonden flexibel, elek-
trisch leitend, Ø 6/8 mm, Hohldornnadel
Öl:
Öl-Auffanggerät, Anbohrgerät,
Druckluftmeisel
Kühlflüssigkeit/Scheibenreiniger:
Stechsonde V2A

Diesel/Öl: ca. 18 l/min
Kühlflüssigkeit/
Scheibenreiniger: ca. 20 l/min
in A III Ausführung
elektrisch leitend
6 m

406 x 900 x 2100 mm
406 x 900 x 50 mm

• Modulbauweise basierend auf zwei 
Grundmodulen (aufgebaut aus 
Standardkomponenten).

• Modulgehäuse aus Stahlblech, 
geschweißt.

• In das Gehäuse ist eine Bodenwanne 
mit begehbarem Gitterrost integriert.

• Medien: Vergaserkraftstoff, Diesel, 
Kühlflüssigkeit, Scheibenwasser 
oder Altöl.

• Als Einzelmodul oder in modularer 
Reihenbauweise installierbar.

• Modulgehäuse ermöglicht flexible 
Platzierung.

• Alle Module sind nach deutschen 
Vorschriften konstruiert und vom 
TÜV Bayern zertifiziert.

Modul 1 Modul 2

Medien

erforderliches Spezialwerkzeug

Pumpenleistung

Überfüllsicherung
Absaugstrecke
Schlauchaufroller
Außenabmessungen 
des Modulgehäuses (B x T x H)
Wannenabmessung (B x T x H)

MODULE

43 003
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Technische Daten
Maße LBH: 406 x 900 x 2100
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm

Spezifikation
• Modulgrundträger mit Auffangwanne aus Stahlblech
• Wartungsgerät (20 218 950)
• Schlauchaufroller 10 m, farbige 

Medienkennzeichnung

Bauweise:
Die Module für die KFZ- Trockenlegung basieren auf
zwei Grundeinheiten. Die Module sind in
Reihenbauweise und einzeln aufstellbar. Dadurch sind
flexible Aufstellungsmöglichkeiten gegeben.

KFZ-Trockenlegung 
Modul Druckluft

43 003

Artikel-Nr.
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KFZ-Trockenlegung 

Modul 1, Benzin
Überfüllsicherung in 
A I Ausführung
Medien:
Vergaserkraftstoffe

Modul 2, A III
Überfüllsicherung in 
A III Ausführung
Medien:
Diesel, Kühlflüssigkeit,
Scheibenwasser und Altöl

43 001

43 002

Artikel-Nr.

Technische Daten
Maße LBH: 406 x 900 x 2100
Druckluftanschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Förderung: über Pneumatik-Pumpe 1:1
Pumpenleistung
bei freiem Auslauf: 20 l/min

Spezifikation
• Modulgrundträger mit Auffangwanne 

aus Stahlblech
• Pneumatik-Pumpe 1:1
• Wartungsgerät (20 218 950)
• Schlauchaufroller 6 m, mit elektrisch leitendem

Schlauch und farbiger Medienkennzeichnung
• Überfüllsicherung
• Sichtstrecke elektrisch leitfähig, sicher 

gegen Vertrübung 
• Ansaugstrecke elektrisch leitend
• Erforderliches Spezialwerkzeug:

Anbohrgerät
Saugsonden flexibel, elektrisch leitend, 
Ø 6/8 mm, L=1200 mm,
Hohldornnadel

Bauweise:
Die Module für die KFZ-Trockenlegung basieren auf
zwei Grundeinheiten. Die Module sind in
Reihenbauweise und einzeln aufstellbar. Dadurch
sind flexible Aufstellungsmöglichkeiten gegeben.

43 001

43 002

MODULE
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Technische Daten
Druckluftanschluß: für Kupplung Rectus Typ 26
NW: 7,2 mm

Spezifikation
• zum Absaugen von Benzin, Diesel und Öl
• pneumatischer Druckluftbohrer
• Bohreinheit
• Emissionsschutzmanschette
• Zubehörkasten
• Adapter

Spezifikation
• Saugsonden elektrisch leitend für Diesel 

und Öl, Ø 6/8 mm
• Hohldornnadel zur Entnahme aus der 

Benzin- oder Dieselleitung
• Stechsonde zur Entnahme von Kühlflüssigkeit
• Saugsonden für Kühlflüssigkeit und 

Waschwasser Ø 5/6/8 mm, L=1200 mm

Technische Daten
Druckluftanschluß: für Kupplung Rectus Typ 26
NW: 7,2 mm

Spezifikation
• zur Absaugung von Ölen aus Stoßdämpfern
• pneumatischer Druckluftbohrer
• Bohrkopf mit Emissionsdichtung
• Entleerungsschlauch 2 m
• Druckluftverbindungsschlauch 2 m
• Steuereinheit (3-Wegesteuerung)
• Wartungsgerät

KFZ-Trockenlegung 
Bohreinheit

KFZ-Trockenlegung 
Zubehörsatz

KFZ-Trockenlegung 
Anbohrgerät

43 004

43 005

43 006

Artikel-Nr.

ZUBEHÖR

43 004

43 005

43 006
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Druckluft-/Wasserversorgung 

Die elementare Basis 
im täglichen Einsatz…
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Schlauchaufroller, Wasser/Luft

O, WB, 20 bar, DN 10, 10 m,
(17,2 kg)

O, WB, 20 bar, DN 10, 15 m,
(19,2 kg)

Schlauchaufroller, Wasser/Luft

O, D, 20 bar, DN 10, 10 m,
(20,8 kg)

O, D, 20 bar, DN 10, 15 m,
(22,8 kg)

Technische Daten
Maße LBH: 472 x 152 x 498
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 20 bar 

Technische Daten
Maße LBH: 472 x 158 x 520
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 20 bar 

29 442

29 443

29 452

29 453

Artikel-Nr.
SCHLAUCHAUFROLLER FÜR WASSER/LUFT

Produktmerkmale

• Komplett mit 1 m Anschlussschlauch 
G 3/8“ i.

• Die Pressol Schlauchaufroller sind 
äußerst robust und zeichnen sich 
durch ihre kompakte Bauweise aus.

• Alle Blechteile sind phosphatiert, 
grundiert und decklackiert
(Schwenkarm: RAL 7040 fenstergrau 
seidenmatt, Trommel: Pantone 294c 
blau seidenmatt, Gehäuse: RAL 7040 
fenstergrau seidenmatt, 
Montageplatte: Pantone 294c blau 
seidenmatt).

• Die anspruchsvolle Oberflächenbe-
handlung aller Stahlteile gewährt 
einen hohen Schutz vor Korrosion.

• Achse (Ø 40 mm) in Zinkdruckguss-
ausführung. Die von unseren 
Ingenieuren gewählten Dimensionen 
garantieren fast unbeschränkte 
Lebensdauer.

• Sowohl die Materialpaarung Achse/ 
Lager wie auch das Federpaket sind 
wartungsfrei.

• Für Wand-, Boden- oder 
Deckenmontage geeignet.

• Sehr montagefreundlich, da das 
Gewicht des Schlauchaufrollers 
während der Montage nicht gehalten 
werden muss.

• Alle Drehgelenke sind kugelgelagert. 

• Hohe Drücke im Versorgungssystem 
beeinträchtigen den Kraftaufwand 
zum Drehen der Trommel nicht.

• Mit Schlauchstopper.
• Pro 1/4 -Umdrehung kann der 

Schlauch eingerastet werden.

Abkürzungen

D Deckenmontage
GDA Geschlossen, Drehgelenk außen
GDI Geschlossen, Drehgelenk innen
O Schlauchaufroller offen
WB Wand- und Bodenmontage

SCHLAUCHAUFROLLER

OFFEN, ZUR WAND-/BODENMONTAGE

OFFEN, ZUR DECKENMONTAGE

29 452

29 442
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Technische Daten
Maße LBH: 495 x 158 x 508
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 20 bar 

Technische Daten
Maße LBH: 495 x 170 x 508
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 20 bar 

Technische Daten
Maße LBH: 495 x 158 x 520
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 20 bar 

Technische Daten
Maße LBH: 495 x 170 x 520
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 20 bar 

Schlauchaufroller, Wasser/Luft

GDA, WB, 20 bar, DN 10, 10 m,
(23,8 kg)

GDA, WB, 20 bar, DN 10, 15 m,
(25,8 kg)

Schlauchaufroller, Wasser/Luft

GDI, WB, 20 bar, DN 10, 10 m,
(24,2 kg)

GDI, WB, 20 bar, DN 10, 15 m,
(26,2 kg)

Schlauchaufroller, Wasser/Luft

GDA, D, 20 bar, DN 10, 10 m,
(24 kg)

GDA, D, 20 bar, DN 10, 15 m,
(26 kg)

Schlauchaufroller, Wasser/Luft

GDI, D, 20 bar, DN 10, 10 m,
(23,8 kg)

GDI, D, 20 bar, DN 10, 15 m,
(25,6 kg)

29 472

29 473

29 462

29 463

29 492

29 493

29 482

29 483

Artikel-Nr.

GESCHLOSSEN, ZUR WAND-/BODENMONTAGE, MIT DREHGELENK INNEN

GESCHLOSSEN, ZUR WAND-/BODENMONTAGE, MIT DREHGELENK AUSSEN

GESCHLOSSEN, ZUR DECKENMONTAGE, MIT DREHGELENK AUSSEN

GESCHLOSSEN, ZUR DECKENMONTAGE, MIT DREHGELENK INNEN

29 472

29 462

29 482

29 492
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Schlauchaufroller, Kühlmittel

O, WB, 120 bar, DN 12, 10 m,
(17,5 kg)

O, WB, 120 bar, DN 12, 15 m,
(19,5 kg)

Schlauchaufroller, Kühlmittel

O, D, 120 bar, DN 12, 10 m,
(21,1 kg)

O, D, 120 bar, DN 12, 15 m,
(23,1 kg)

Schlauchaufroller, Kühlmittel

GDA, WB, 120 bar, DN 12, 10 m,
(24,1 kg)

GDA, WB, 120 bar, DN 12, 15 m,
(26,1 kg)

Schlauchaufroller, Kühlmittel

GDI, WB, 120 bar, DN 12, 10 m,
(24,5 kg)

GDI, WB, 120 bar, DN 12, 15 m,
(26,5 kg)

Technische Daten
Maße LBH: 472 x 152 x 498
Anschluss Abgabeschlauch: G 1/2" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnendurchmesser: 12 mm
Betriebsdruck: 120 bar 

Technische Daten
Maße LBH: 475 x 158 x 520
Anschluss Abgabeschlauch: G 1/2" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnendurchmesser: 12 mm
Betriebsdruck: 120 bar 

Technische Daten
Maße LBH: 495 x 158 x 508
Anschluss Abgabeschlauch: G 1/2" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnendurchmesser: 12 mm
Betriebsdruck: 120 bar 

Technische Daten
Maße LBH: 495 x 170 x 508
Anschluss Abgabeschlauch: G 1/2" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnendurchmesser: 12 mm
Betriebsdruck: 120 bar 

29 542

29 543

29 552

29 553

29 572

29 573

29 562

29 563

Artikel-Nr.

SCHLAUCHAUFROLLER FÜR KÜHLMITTEL

OFFEN, ZUR WAND-/BODENMONTAGE

OFFEN, ZUR DECKENMONTAGE

GESCHLOSSEN, ZUR WAND-/BODENMONTAGE, MIT DREHGELENK INNEN

GESCHLOSSEN, ZUR WAND-/BODENMONTAGE, MIT DREHGELENK AUSSEN

29 542

29 552

29 562

29 572
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Technische Daten
Maße LBH: 495 x 158 x 520
Anschluss Abgabeschlauch: G 1/2" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnendurchmesser: 12 mm
Betriebsdruck: 120 bar 

Technische Daten
Maße LBH: 495 x 158 x 520
Anschluss Abgabeschlauch: G 1/2" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 1/2" i
Schlauchinnendurchmesser: 12 mm
Betriebsdruck: 120 bar 

Technische Daten
Maße LBH: 472 x 152 x 498
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 200 bar 
Wassertemperatur: bis 130 °C

Technische Daten
Maße LBH: 475 x 158 x 520
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 200 bar 
Wassertemperatur: bis 130 °C

Schlauchaufroller, Kühlmittel

GDA, D, 120 bar, DN 12, 10 m,
(24,3 kg)

GDA, D, 120 bar, DN 12, 15 m,
(26,3 kg)

Schlauchaufroller, Kühlmittel

GDI, D, 120 bar, DN 12, 10 m,
(23,9 kg)

GDI, D, 120 bar, DN 12, 15 m,
(25,9 kg)

Schlauchaufroller, Heißwasser

O, WB, 200 bar, DN 10, 10 m,
(17,2 kg)

O, WB, 200 bar, DN 10, 15 m,
(19,2 kg)

Schlauchaufroller, Heißwasser

O, D, 200 bar, DN 10, 10 m,
(20,8 kg)

O, D, 200 bar, DN 10, 15 m,
(22,8 kg)

29 592

29 593

29 582

29 583

29 742

29 743

29 752

29 753

Artikel-Nr.

GESCHLOSSEN, ZUR DECKENMONTAGE, MIT DREHGELENK AUSSEN

GESCHLOSSEN, ZUR DECKENMONTAGE, MIT DREHGELENK INNEN

OFFEN, ZUR DECKENMONTAGE

SCHLAUCHAUFROLLER FÜR WASSER/HEIßWASSER

OFFEN, ZUR WAND-/BODENMONTAGE

29 592

29 582

29 752

29 742
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Schlauchaufroller, Heißwasser

GDA, WB, 200 bar, DN 10, 10 m,
(23,8 kg)

GDA, WB, 200 bar, DN 10, 15 m,
(25,5 kg)

Schlauchaufroller, Heißwasser

GDI, WB, 200 bar, DN 10, 10 m,
(24,2 kg)

GDI, WB, 200 bar, DN 10, 15 m,
(26,2 kg)

Schlauchaufroller, Heißwasser

GDA, D, 200 bar, DN 10, 10 m,
(24 kg)

GDA, D, 200 bar, DN 10, 15 m,
(26 kg)

Schlauchaufroller, Heißwasser

GDI, D, 200 bar, DN 10, 10 m,
(23,6 kg)

GDI, D, 200 bar, DN 10, 15 m,
(25,6 kg)

Technische Daten
Maße LBH: 495 x 158 x 508
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 200 bar 
Wassertemperatur: bis 130 °C

Technische Daten
Maße LBH: 495 x 170 x 508
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 200 bar 
Wassertemperatur: bis 130 °C

Technische Daten
Maße LBH: 495 x 158 x 520
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 200 bar 
Wassertemperatur: bis 130 °C

Technische Daten
Maße LBH: 495 x 170 x 520
Anschluss Abgabeschlauch: G 3/8" a
Schlauchlänge Zuführung: 1000 mm
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 10 mm
Betriebsdruck: 200 bar
Wassertemperatur: bis 130 °C

29 772

29 773

29 762

29 763

29 792

29 793

29 782

29 783

Artikel-Nr.

SCHLAUCHAUFROLLER FÜR WASSER/HEIßWASSER

GESCHLOSSEN, ZUR WAND-/BODENMONTAGE, MIT DREHGELENK INNEN

GESCHLOSSEN, ZUR WAND-/BODENMONTAGE, MIT DREHGELENK AUSSEN

GESCHLOSSEN, ZUR DECKENMONTAGE, MIT DREHGELENK AUSSEN

GESCHLOSSEN, ZUR DECKENMONTAGE, MIT DREHGELENK INNEN

29 762

29 772

29 792

29 782
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Technische Daten
Maße LBH: 170 x 105 x 220 
Schwenkbereich: 2 x 45°
Werkstoff: Stahl
Gewicht: 1,8 kg
Lackierung: Pantone 294c blau seidenmatt

Spezifikation
• schwenkbare Wandkonsole für 

Schlauchaufroller (alle Typen)

Technische Daten
Werkstoff: Stahl
Lackierung: Pantone 294c blau seidenmatt

Spezifikation
• Ermöglicht seitlichen Anbau des

Schlauchaufrollers (z.B. für Arbeitsgruben)

Technische Daten
Werkstoff: Polyamid
Farbe: RAL 6018 grün (Wasserverwendung),

RAL 7001 grau (Luftverwendung)

Spezifikation
• Für Schläuche mit 17,5 mm Außendurchmesser
• Für Luft-/Wasserschläuche geeignet

Technische Daten
Maße LBH: 400 x 350 x 230 
Schlauchlänge: 16 m
Anschluss Abgabeschlauch: G 1/4" a
Anschluss Zuführung: G 3/8" i
Schlauchinnendurchmesser: 8 mm
Betriebsdruck: 15 bar
Werkstoff Gehäuse: PA
Gewicht: 7,8 kg

Spezifikation
• Schlauchstopper

Anmerkung
Druckseitig wird die Schnellverschlusskupplung 
(20 022) empfohlen

Wandkonsole, 
schwenkbar 90°

Montagewinkel

Schlauchstopper 3/8"

Schlauchaufroller, Druckluft
GDA, WD, 15 bar, DN 8,
16 m

29 930

29 940

29 977

29 036

Artikel-Nr.

ZUBEHÖR FÜR SCHLAUCHAUFROLLER

29 930

29 940

29 977

SCHLAUCHAUFROLLER – SONDERMODELLE

29 036

GESCHLOSSEN, ZUR WAND-/DECKENMONTAGE
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Elektrokabelaufroller
G, WD, 11,5 m, schwenkbar

Ausblaspistole Aluminium
Kurzdüse

Ausblaspistole Kunststoff
Rohr L=105 mm

Ausblaspistole Kunststoff
Rohr L=105 mm, G 1/4" i

Druckluft-Sprühpistole
1 l Behälter

Technische Daten
Maße LBH: 300 x 300 x 150 
Anschluss Spannung: 230 V
Anschluss Leistung aufgerollt: 3 KW
Anschluss Leistung abgerollt: 3 KW
Länge Anschlusskabel: 1,5 m
Anschlüsse 
Zuführung und Abgabe: Eurostecker
Kabellänge : 11,5 m
Sicherung: Thermoschutzschalter
Werkstoff Gehäuse: PA
Gewicht: 4,1 kg
Gütezeichen: TÜV und GS

Spezifikation
• Schlauchstopper

Spezifikation
• Stecknippel für Kupplung Rectus Typ 26, 

NW 7,2 mm
• auswechselbare Kurzdüse (Ausblasung 

gebündelter Luftstrahl)
• ideal zum Ausblasen von Sacklöchern

Spezifikation
• Stecknippel für Kupplung Rectus Typ 26, 

NW 7,2 mm
• Rohr aus Aluminium
• Zum Ausblasen von tiefen Löchern und 

schwer zugänglichen Stellen

Spezifikation
• Rohr aus Aluminium
• Zum Ausblasen von tiefen Löchern und 

schwer zugänglichen Stellen

Technische Daten
Medium:  dünnflüssige Öle

Spezifikation
• Stecknippel für Kupplung Rectus Typ 26, 

NW 7,2 mm
• 1 l Behälter

29 051

20 233

20 235

20 235 950

20 240

Artikel-Nr.

SCHLAUCHAUFROLLER – SONDERMODELLE

GESCHLOSSEN, ZUR WAND-/DECKENMONTAGE

LUFTPISTOLEN

SPRÜHPISTOLE

29 051

20 233

20 235

20 240
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Technische Daten
Betriebsdruck: max. 40 bar
Betriebstemperatur: 0 °C bis 90 °C
Anschluss: G 3/8" i
Medium: Wasser

Spezifikation
• Sprühstrahlregulierung über Regulierrad
• Handgriff aus Gummi
• für Schlauchaufroller geeignet

Technische Daten
Anschluss 1: G 1/4" i
Anschluss 2: G 1/4" i 
Max. Vordruck 10 bar
Max. Arbeitsdruck: 0,5 - 10 bar
Normal Nenndurchfluss*: 6,3 l/sek
Filterfeinheit: 40 my
Kondensatmenge: 0,017 l
Temperaturbereich: 0 °C bis +50 °C
Werkstoff Gehäuse: Zinkdruckguss

* bei Vordruck 10 bar, 
Arbeitsdruck 6 bar und Δp=1bar 

Spezifikation
• Druckreduzierventil mit Manometer, 

Wasserabscheider und Leitungsöler

Technische Daten
Anschluss 1: G 1/4" a
Anschluss 2: für Kupplung Rectus Typ 26 
NW: 7,2 mm
Max. Vordruck: 10 bar
Max. Arbeitsdruck: 0,5 - 10 bar
Normal Nenndurchfluss*: 6,3 l/sek
Filterfeinheit: 40 my
Kondensatmenge: 0,017 l
Temperaturbereich: 0 °C bis +50 °C
Werkstoff Gehäuse: Zinkdruckguss

* bei Vordruck  10 bar, 
Arbeitsdruck 6 bar und Δp = 1 bar

Spezifikation
• Druckreduzierventil mit Manometer, 

Wasserabscheider und Leitungsöler
• Gewinde- und Stecknippel

Waschpistole mit
Regulierrad
G 3/8" i

Wartungsgerät

Wartungsgerät,
Komplettset

20 250

20 218

20 218 950

Artikel-Nr.

WASCHPISTOLE

20 250

ZUBEHÖR

WARTUNGSGERÄTE

20 218 950

20 218
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Druckluft-Schlauchleitung
nach DIN 20 021 (EN 854)
Betriebsdruck: 20 bar

5 m, G 3/8" i, G 3/8" a 
8 m, G 3/8" i, G 3/8" a 

Druckluft-Schlauchleitung
nach DIN 20 022 (EN 853)
Betriebsdruck: 180 bar

10 m, G 3/8" i, G 3/8" a 
15 m, G 3/8" i, G 3/8" a 

Verschlusskupplungen Rectus

Typ 26, G 1/4 i, SW 22
Typ 26, G 3/8 i, SW 22
Typ 26, G 1/2 i, SW 24

Typ 26, G 1/4 a, SW 22
Typ 26, G 3/8 a, SW 22
Typ 26, G 1/2 a, SW 24

Verschlusskupplungen Rectus

Typ 26, Anschluss 6 mm a,
für Schläuche DN 6, SW 24

Typ 26, Anschluss 9 mm a,
für Schläuche DN 9, SW 21

Stecknippel,
für Kupplung Rectus Typ 26

G 1/4" i
Schlüsselweite: 17 mm

G 3/8" i
Schlüsselweite: 19 mm

Technische Daten
Anschluss 1: G 3/8" i 60 ° Dichtkonus
Anschluss 2: G 3/8" a 60 ° Dichtkonus
Schlauchinnen-
durchmesser: 10 mm

Technische Daten
Anschluss: Kupplung Rectus Typ 26
Funktion: einseitig absperrend
Dichtung: Perbunan
NW: 7,2 mm
Temperaturbereich: – 20 °C bis +100 °C
Druckbereich: 0 – 35 bar, sowie Grobvakuum
Werkstoff: Messing

Technische Daten
Anschluss: Kupplung Rectus Typ 26
Funktion: einseitig absperrend
Dichtung: Perbunan
NW: 7,2 mm
Temperaturbereich: -20 °C bis +100 °C
Druckbereich: 0 – 35 bar, sowie Grobvakuum
Werkstoff: Messing

Technische Daten
Anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Werkstoff: Messing

20 913
20 914

20 915
20 917

20 022
20 024
20 026

20 032
20 034
20 036

20 043

20 045

20 052

20 054

Artikel-Nr.

DRUCKLUFT-SCHLAUCHLEITUNGEN
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20 913

20 022

20 043

20 052

20 032
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Technische Daten
Anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Werkstoff: Messing

Technische Daten
Schlauchlänge: 5 m
Anschluss 1: Schnellverschlusskupplung 

Rectus Typ 26
Anschluss 2: für Kupplung Rectus Typ 26
NW: 7,2 mm
Dynamischer 
Betriebsdruck: 17 bar

Spezifikation
• Zur Verbindung Druckluftleitung/ 

Druckluftwerkzeuge

Technische Daten
Anschluss: für Kupplung Rectus Typ 26
NW: 7,2 mm
Werkstoff: Messing

Stecknippel,
für Kupplung Rectus Typ 26

G 1/4" a
Schlüsselweite: 17 mm
zur Verwendung bei der Montage
des Wartungsgerätes (20 218)

G 3/8" a
Schlüsselweite: 19 mm

G 1/2" a
Schlüsselweite: 22 mm

Spiralschlauch 5 m

Stecktüllen,
für Kupplung Typ 26

6 mm a
für Schläuche DN 6

9 mm a
für Schläuche DN 9

13 mm a
für Schläuche DN 13

20 062

20 064

20 066

20 185

20 073

20 075

20 077

Artikel-Nr.

20 062

SPIRALSCHLAUCH

20 185

STECKTÜLLEN

20 075



Druckluft-/Wasserversorgung 
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Doppelnippel,
60° Dichtkonus

G 1/4" a, G 1/4" a
NW: 7,2 mm, SW: 17 mm
Zur Verwendung bei der Montage des
Wartungsgerätes (20 218)

G 3/8" a, G 3/8" a
NW: 10 mm, SW: 19 mm

G 1/2" a, G 1/2" a
NW: 12 mm, SW: 24 mm

G 1" a, G 1" a
NW: 25 mm, SW: 34 mm
Zur Montage Zähler / Zapfventil mit
Anschlussgewinde G 1" i

Gewindetülle

SW 17 mm
6 mm, G 1/4" a, für Schläuche DN 6

SW 17 mm
9 mm, G 1/4" a, für Schläuche DN 9

SW 19 mm
6 mm, G 3/8" a, für Schläuche DN 6

SW 19 mm
9 mm, G 3/8" a, für Schläuche DN 9

SW 24 mm
12 mm, G 1/2" a, für Schläuche DN 12

SW 32 mm
19 mm, G 3/4" a, für Schläuche DN 19

Technische Daten
Druck: - 0,95 bis 15 bar
Temperaturbereich: - 10 °C bis 70 °C
Werkstoff: Messing

Spezifikation
• mit Innenkonus nach DIN EN 560

Technische Daten
Werkstoff: Messing

20 112

20 114

20 116

20 118

20 132

20 133

20 134

20 135

20 136

02 803

Artikel-Nr.

DOPPELNIPPEL

20 112

GEWINDETÜLLEN

20 133
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Technische Daten
Bandbreite: 9 mm
Werkstoff Band, Gehäuse: 1.4016 

(Edelstahl)

Technische Daten
Werkstoff: Stahl, chromglanzverzinkt

Technische Daten
Werkstoff: Messing

Technische Daten
Druck: 17 bar

Spezifikation
• transparent

Schneckengewindeschelle

Spannbereich 10 – 16 mm
Spannbereich 12 – 20 mm
Spannbereich 16 – 25 mm

Zweiohr-Schelle

Spannbereich 11 – 13 mm
Spannbereich 13 – 15 mm
Spannbereich 15 – 18 mm

Muffe 

G 1/2" i, G 1/2" i
G 3/4" i, G 3/4" i

PVC-Gewebeschlauch

DN 6
12 mm a, 20 m

DN 9
15 mm a, 20 m

DN 9
15 mm a, Meterware

20 152
20 154
20 156

20 162
20 164
20 166

20 120
20 121

20 192

20 194

20 193 
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Kugelhähne/Schmutzfänger/Adapter
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…und es gibt keine Verbindungsprobleme mehr.
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Technische Daten
Werkstoff: Messing

Technische Daten
Bandbreite: 9 mm
Werkstoff Band, Gehäuse: 1.4016

(Edelstahl)

Technische Daten
Werkstoff: Stahl, chromglanzverzinkt

Technische Daten
Farbe: weiß

Gewindetülle

SW 17 mm
6 mm, G 1/4" a, für Schläuche DN 6

SW 17 mm
9 mm, G 1/4" a, für Schläuche DN 9

SW 19 mm
6 mm, G 3/8" a, für Schläuche DN 6

SW 19 mm
9 mm, G 3/8" a, für Schläuche DN 9

SW 24 mm
12 mm, G 1/2" a, für Schläuche DN 12

SW 32 mm
19 mm, G 3/4" a, für Schläuche DN 19

Schneckengewindeschellen 

Spannbereich 10 – 16 mm
Spannbereich 12 – 20 mm
Spannbereich 16 – 25 mm

Zweiohr-Schellen 

Spannbereich 11 – 13 mm
Spannbereich 13 – 15 mm
Spannbereich 15 – 18 mm

Gewindeband PTFE
L=12 m, 12 mm  x 0,1 mm

20 132

20 133

20 134

20 135

20 136

02 803

20 152
20 154
20 156

20 162
20 164
20 166

20 178
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GEWINDETÜLLEN

SCHLAUCHSCHELLEN
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Kugelhähne/Schmutzfänger/Adapter

Schmutzfänger, Sieb

G 1/2" i, G 1/2" i,
Innendurchmesser: 12 mm

G 3/4" i, G 3/4" i,
Innendurchmesser: 20 mm

G 1" i, G 1" i,
Innendurchmesser: 25 mm

Block-Kugelhähne

G 1/4" i, G 1/4" i, NW: 6 mm
G 3/8" i, G 3/8" i, NW: 9 mm

Block-Kugelhahn
G 1/2" i, G 1/2" i, NW: 13 mm

Kugelhahn 
G 3/4" i, G 3/4" a

Kugelhähne 

G 1/4" i, G 1/4" i
Betriebsdruck: 50 bar 

G 3/8" i, G 3/8" i
Betriebsdruck: 60 bar 

Kugelhahn 
G 1/2" i, G 1/2" i

Technische Daten
Maschenweite Sieb: 0,5 mm
Betriebsdruck: 16 bar
Werkstoff: Messing
Medium: Öl

Technische Daten
Betriebsdruck: 400 bar
Werkstoff: Stahl
Medium: Fett

Technische Daten
Anschluss beidseitig: G 1/2" i
NW: 13 mm
Betriebsdruck: 500 bar
Werkstoff: Stahl
Medium: Fett

Technische Daten
Anschluss 1: G 3/4” i
Anschluss 2: G 3/4" a
Innendurchmesser: 20 mm
Baulänge: 80 mm
Betriebsdruck: 55 bar
Werkstoff: Messing, vernickelt
Medium: Öle, Luft

Spezifikation
• mit langem Gewinde

Technische Daten
Baulänge: 54 mm
Innendurchmesser: 10 mm
Werkstoff: Messing, vernickelt
Medium: Öle, Luft

Technische Daten
Anschluss beidseitig: G 1/2" i
Innendurchmesser: 12 mm
Baulänge: 63 mm
Betriebsdruck: 60 bar 
Werkstoff: Messing, vernickelt
Medium: Öle, Luft

19 760

19 761

19 769

18 095
18 096

18 097

19 778

19 764

19 765

19 762

Artikel-Nr.

SCHMUTZFÄNGER
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MUFFENKUGELHÄHNE

18 096

19 762

19 778

19 760



Technische Daten
Anschluss beidseitig: G 3/4" i
Baulänge: 57 mm
Innendurchmesser: 20 mm
Betriebsdruck: 30 bar 
Werkstoff: Messing, vernickelt
Medium: Öle, Luft

Technische Daten
Anschluss beidseitig: G 1" i
Baulänge: 85 mm
Innendurchmesser: 25 mm
Betriebsdruck: 50 bar 
Werkstoff: Messing, vernickelt
Medium: Öle, Luft

Technische Daten
Anschluss beidseitig: G 1 1/4" i
Baulänge: 100 mm
Innendurchmesser: 32 mm
Betriebsdruck: 45 bar 
Werkstoff: Messing, vernickelt
Medium: Öle, Luft

Technische Daten
Betriebsdruck: 40 bar 
Werkstoff Gehäuse/Kugel: Messing, vernickelt
Schaltwellendichtung: 2 Viton O-Ringe
Temperaturbereich: -20 °C bis +170 °C
Medium: Öle, Luft

Spezifikation
• mit langem Gewinde

Technische Daten
Arbeitsdruck: 16 bar
Werkstoff: Messing
Medium: Öle, Wasser

Spezifikation
• mit langem Gewinde

Technische Daten
Arbeitsdruck: 18 bar
Werkstoff: Messing
Medium: Öle, Wasser

Kugelhahn
G 3/4" i, G 3/4" i

Kugelhahn
G 1" i, G 1" i

Kugelhahn
G 1 1/4" i, G 1 1/4" i

Kugelhähne

G 1 1/2" i, G 1 1/2" i
Innendurchmesser: 40 mm
Baulänge: 120 mm

G 2" i, G 2" i
Innendurchmesser: 50 mm
Baulänge: 140 mm

Rückschlagventile

G 3/4" i, G 3/4" i
Baulänge: 53 mm

G 1" i, G 1" i
Baulänge: 58,5 mm

Rückschlagventile

G 1 1/4" i, G 1 1/4" i
Baulänge: 80 mm

G 1 1/2" i, G 1 1/2" i
Baulänge: 85,5 mm

G 2" i, G 2" i
Baulänge: 94 mm

19 763

19 767

19 771

19 772

19 773

19 891

19 892

19 893

19 894

19 895

Artikel-Nr.
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RÜCKSCHLAGVENTILE

19 773

19 892

19 895

19 763

19 797

19 771



Kugelhähne/Schmutzfänger/Adapter

Magnetventil, 
G 1/4" i, G 1/4" i
2/2 Wege, Luft

Muffen

M 10 x 1 i, M 10 x 1 i
G 1/8" i, G 1/8" i

Reduzierstück

G 1/8" i, M 10 x 1 a
R 1/8" a, M 10 x 1 i

Reduzierstück
G 1/4" a, G 1/8" i

Reduzierstück 
DIN EN 10242-N4
G 3/4" i, G 2" a

Technische Daten
Maße LBH: 55 x 70 x 22
Medium: Luft
Anschlüsse: G 1/4" i
NW: 7,2 mm
Druckbereich: 0,3 – 10 bar
Umgebungstemperatur: 0 °C bis +60 °C
Nennspannung: 230 V / 50 Hz
Schutzart: IP 65
Einschaltdauer ED: 100 %
Dichtwerkstoff: NBR
Werkstoff: Messing

Spezifikation
• stromlos geschlossen
• Spulenteile epoxidharzumpresst

Technische Daten
Länge: 24 mm
Schlüsselweite: 15 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Innendurchmesser: 5 mm
Länge: 23 mm
Schlüsselweite: 13 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss 1: G 1/4" a
Anschluss 2: G 1/8" i
Innendurchmesser: 5 mm
Länge: 28 mm
Schlüsselweite: 19 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss 1: G 3/4" i
Anschluss 2: G 2" a
Länge: 48,5 mm
Schlüsselweite: 65 mm
Werkstoff: Temperguss, verzinkt

Spezifikation
• zur Montage des Niveaustandsgebers der 

Überfüllsicherung (19 412) auf Frischöltank

19 897

18 016
18 017

12 016
12 086

18 093

19 418

Artikel-Nr.

RÜCKSCHLAGVENTILE
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REDUZIERSTÜCKE/ADAPTER

18 093

19 418

19 897

18 016

12 016



Technische Daten
Anschluss 1: G 1/2" a
Anschluss 2: G 3/4" i
Innendurchmesser: 15 mm
Baulänge: 30 mm
Werkstoff: Messing

Technische Daten
Werkstoff: Temperguss verzinkt
Innendurchmesser: 17,5 mm

Technische Daten
Werkstoff: Temperguss verzinkt

Technische Daten
Werkstoff: Messing

Technische Daten
Anschluss 1: G 1" a
Anschluss 2: G 3/4" i
Baulänge: 21 mm
Schlüsselweite: 36 mm
Werkstoff: Messing

Technische Daten
Anschluss 1: G 1/4" a 60° Dichtkonus
Anschluss 2: R 1/4" a, DIN 2999
Innendurchmesser: 5,5 mm
Baulänge: 35 mm
Schlüsselweite: 18 mm
Werkstoff: Stahl, verzinkt

Reduziermuffe
G 1/2" a, G 3/4" i

Reduziermuffen 
DIN EN 10242-M 4

G 1" i, R 3/4" a
Baulänge: 56,3 mm

G 1 1/4" i, R 3/4" a
Baulänge: 60,4 mm

Reduziermuffen 
DIN EN 10242-M2

G 1" i, G 3/4" i
Baulänge: 56,3 mm

G 1 1/4" i, G 3/4" i
Baulänge: 60,4 mm

Reduziernippel

G 1/4" i, G 3/8" a
Baulänge: 14 mm, SW 19 mm

G 3/8" i, G 1/2" a
Baulänge: 18 mm, SW 24 mm

G 1/2" i, G 3/4" a
Baulänge: 24,3 mm, SW 32 mm

Reduzierstück, kurz
G 1" a, G 3/4" i

Doppelnippel
G 1/4" a, R 1/4" a

19 626

19 627

19 629

19 628

19 630

20 122

20 124

20 126

03 419

18 085
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Kugelhähne/Schmutzfänger/Adapter
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Doppelnippel
G 1/4" a, R 1/2" a

Doppelnippel
G 3/8" a, R 1/2" a

Doppelnippel
G 3/8" a, G 3/8" a

Doppelnippel
R 1/2" a, G 1/2" a

Doppelnippel 
G 1/2" a, G 3/4" a

Doppelnippel
R 3/4" a, G 3/4" a

Adapter, SW 35 mm
R 1" a, G 3/4" a

Technische Daten
Anschluss 1: G 1/4" a 60° Dichtkonus
Anschluss 2: R 1/2" a, DIN 2999
Innendurchmesser: 5,5 mm
Baulänge: 42,9 mm
Schlüsselweite: 24 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss 1: G 3/8" a 60° Dichtkonus
Anschluss 2: R 1/2" a, DIN 2999
Innendurchmesser: 9,5 mm
Baulänge: 43,6 mm
Schlüsselweite: 24 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss beidseitig: G 3/8" a 60° Dichtkonus
Innendurchmesser: 9,5 mm
Baulänge: 32 mm
Schlüsselweite: 22 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss 1: R 1/2" a, DIN 2999
Anschluss 2: G 1/2" a 60° Dichtkonus 
Innendurchmesser: 12 mm
Schlüsselweite: 26 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss 1: G 1/2" a 60° Dichtkonus 
Anschluss 2: G 3/4" a 60° Dichtkonus 
Innendurchmesser: 12 mm
Schlüsselweite: 32 mm
Werkstoff: Messing

Technische Daten
Anschluss 1: R 3/4" a, DIN 2999
Anschluss 2: G 3/4" a 60° Dichtkonus 
Innendurchmesser: 16 mm
Schlüsselweite: 30 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss 1: R 1" a, DIN 2999
Anschluss 2: G 3/4" a 60° Dichtkonus
Innendurchmesser: 16,6 mm
Schlüsselweite: 35 mm
Werkstoff: Stahl, verzinkt

Spezifikation
• zur Montage eines Zählers an 

Zapfventile mit Anschlussgewinde 1"

18 086

18 087

18 088

19 619

19 636

19 637

19 638
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REDUZIERSTÜCKE/ADAPTER
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Technische Daten
Anschluss 1: G 1/4" a 60° Dichtkonus
Anschluss 2: G 1/8" a 60° Dichtkonus
Innendurchmesser:4,5 mm
Schlüsselweite: 18 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss 1: R 3/8" a, DIN 2999
Anschluss 2: G 1/2" a 60° Dichtkonus
Innendurchmesser:9 mm
Schlüsselweite: 24 mm
Werkstoff: Stahl, verzinkt

Technische Daten
Anschluss: G 2" und M 64 x 4 a
Schlüsselweite: 50 mm

Spezifikation
• zweistufiges Gewinde
• Klemmschraube
• für Metallfässer mit Gewinde G 2" i

Technische Daten
Anschluss: M 60 x 5 i

Spezifikation
• Klemmschrauben
• für Kunststofffässer mit Außengewinde

Technische Daten
Anschluss: M 62,5 x 4 i

Spezifikation
• Klemmschraube
• für Kunststofffässer mit Außengewinde

Doppelnippel
G 1/4" a, G 1/8" a

Adapter, SW 24
R 3/8" a, G 1/2" a

Fassverschraubung

für Rohr Ø 32 mm
für Rohr Ø 35,5 mm
für Rohr Ø 40 mm
für Rohr Ø 27,5 mm

Fassverschraubung
für Rohr Ø 35,5 mm

Fassverschraubung
für Rohr Ø 35,5 mm

20 111

20 251

13 080
19 526
19 527
19 528

19 529

19 519

Artikel-Nr.
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Geräte für die Werkstatt
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Selbst an die 
„kleinen Teile“ 

haben wir gedacht.
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Technische Daten
Arbeitsfläche: 780 mm x 530 mm
Höhe: 300 mm 
Gewicht: 20 kg
Spannung: 230 V
Anschluss: Eurostecker
Medien:
Für Reinigungsflüsssigkeiten mit einem 
Flammpunkt über 55 °C (65 °C – 70 °C), 
Gefahrenklasse A III, nach Vbf

Spezifikation
• Sicherheitsfußschalter, Reinigungspinsel, 

selbstansaugende Elektropumpe mit 
Thermoschutzschalter

• Kopfspundanschluss als Aufsatzeinheit 
für 200 l Normbehälter

• tiefgezogene Wanne (wird auf den Behälter 
aufgeschraubt)

• verzinktes Siebblech
• Spritzwand an drei Seiten mit Kantenschutz
• Anschlusskabel mit Eurostecker
• geeignet für 200 l Fässer
• bei wassergefährdenden Flüssigkeiten ist 

eine separate Auffangwanne (19 802 / 
19 804) erforderlich

Anmerkung:
Bei der Entsorgung beachten Sie bitte die 
nationalen und regionalen Vorschriften.

Technische Daten
Arbeitsfläche: 650 mm x 550 mm
Arbeitshöhe: 1060 mm 
Betriebsdruck: 0,5 bar
Gewicht:: 35 kg
Lackierung: RAL 7040 fenstergrau seidenmatt
Medien:
Für Reinigungsflüsssigkeiten mit einem 
Flammpunkt über 55 °C (65 °C – 70 °C), 
Gefahrenklasse A III, nach Vbf

Spezifikation
• 65 l Behälter mit Füllstandsanzeige und 

54 l Waschaufsatz mit Siebeinsatz aus 
rostfreiem Stahl

• Reinigungspinsel
• 2 feste Räder, 2 Lenkräder
• Ablasshahn, Druckminderer und Ausblaspistole

Anmerkung:
Bei der Entsorgung beachten Sie bitte die 
nationalen und regionalen Vorschriften.

Kleinteilereiniger
Elektropumpe

Kleinteilereiniger
pneumatisch betrieben

23 137

23 139

KLEINTEILEREINIGER

Artikel-Nr.

23 139

23 137



Geräte für die Werkstatt
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Entlüftungsgerät für Bremsen Technische Daten
Maße LBH: 240 x 310 x 620
Inhalt Luftkammer: 5 l
Betriebsdruck der Luftkammer: 10,5 bar
Betriebsdruck des 
Bremsflüssigkeitsbehälters: 2,5 bar
Inhalt des 
Bremsflüssigkeitsbehälters: 5 l

Spezifikation
• zum Entlüften von Bremsanlagen und 

Kupplungen von Fahrzeugen
• Innenmembran aus Gummi, die Luft und 

Bremsflüssigkeit zuverlässig voneinander trennt
• automatische Abschaltung bei 0,5 l
• Universaladapter

Anmerkung:
Nicht geeignet zur Aufnahme von Flüssigkeiten
der Gefahrenklasse AI, AII oder B. Nur die vom
Fahrzeughersteller empfohlene Bremsflüssigkeit
verwenden.

19 776

Artikel-Nr.

BREMSENENTLÜFTUNGSGERÄT

19 776
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Hinweisschilder

Ein Hinweis
erspart 
viele Erklärungen…



Hinweisschilder
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Schild, Störung Niveauschalter,
LB 100 x 50

Schild, Öllagerraum WGK II,
LB 210 x 150

Schild, Altöltank voll,
LB 210 x 150

Schild, Altölsammeltank
LB 210 x 150

Schild, Tankbefüllung
LB 210 x 150

Technische Daten
Material: 2-Schicht-Kunststoff, 

selbstklebend
Farbe: weiß
Schrift: rot

Spezifikation
• für die permanente Entsorgungsrinne

Technische Daten
Material: 2-Schicht-Kunststoff, 

selbstklebend
Farbe: weiß
Schrift: blau

Technische Daten
Material: 2-Schicht-Kunststoff, 

selbstklebend
Farbe: rot
Schrift: weiß

Technische Daten
Material: 2-Schicht-Kunststoff, 

selbstklebend
Farbe: rot
Schrift: weiß

Technische Daten
Material: 2-Schicht-Kunststoff, 

selbstklebend
Farbe: weiß
Schrift: rot

90 710

90 711

90 712

90 713

90 714

HINWEISSCHILDER UND ZUBEHÖR

Artikel-Nr.
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Spezifikation
• Universalhalter mit 

Kunststoffabdeckung, 
ohne Spannwand, verzinkt

• für Rohrleitungen

Spezifikation
• für Universalhalter zum Befestigen 

von Rohrleitungen

Spezifikation
• für Universalhalter (90 730)

Technische Daten
Farbe: weiß
Werkstoff: Kunststoff

Spezifikation
• Leerschild ohne Schriftleiste 

Spezifikation
• für Leerschild (90 745)

Technische Daten
Farbe: weiß
Schrift: schwarz
Schrifthöhe: 7 mm

Spezifikation
• für Leerschild (90 745)

Universalhalter
LB 105 x 56 mm

Spannband, aluminiert
Rolle 5 m

Kunststoffabdeckung
LB 105 x 56 mm

Leerschild
LB 100 x 50 mm

Leerleiste

Schriftleisten

Teilsynthetiköl

Vollsynthetiköl

Motorenöl

Getriebeöl

Hydrauliköl

Altöl A III bekannter Herkunft

90 730

90 731

90 732

90 745

90 746

90 760

90 761

90 762

90 763

90 764

90 765

Artikel-Nr.
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Zu einigen 
Produkten gibt es 
eben noch mehr zu sagen…
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90 980 A401: Prospekt

90 984 A401: Prospekt

90 998 A401: Prospekt

90 986: Prospekt

90 995 A402: Prospekt

Schlauchaufroller

Kfz-Trockenlegung

Pneumatikpumpen 

Werkstattprospekt

PREMAxx / ROTAxx

90 980

90 984

90 998

90 986

90 995

SPEZIALPROSPEKTE ZU PRESSOL-PRODUKTEN

Artikel-Nr.
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184

1.1 Unsere Lieferungen, Leistungen und Angebote erfolgen ausschließlich aufgrund dieser Geschäftsbedingungen. 
Abweichenden oder ergänzenden Bedingungen des Bestellers wird hiermit widersprochen. 

1.2 Unsere Angebote sind freibleibend. Unsere Muster, Proben und sonstige Angaben über die Beschaffenheit der 
Ware sind unverbindliche Rahmenangaben, sofern wir sie nicht ausdrücklich garantiert haben. Gleichwertige 
Änderungen unserer Ware bleiben vorbehalten

1.3 Der Besteller darf Forderungen, die ihm aus der Geschäftsbeziehung gegenüber uns zustehen, weder abtreten 
noch verpfänden.

2.1 Wir sind jederzeit zu Teillieferungen und Teilleistungen berechtigt, es sei denn die Teillieferung oder Teilleistung 
ist für den Besteller nicht von Interesse.

2.2 Lieferfristen sind nur verbindlich, wenn sie von uns ausdrücklich als verbindlich bestätigt worden sind. Eine 
Lieferfrist ist eingehalten, wenn die Ware unser Werk/Lager innerhalb der Frist verlassen hat. Verzögert sich 
der Versand oder die Abholung aus Gründen, die wir nicht zu vertreten haben, so gilt die Frist als eingehalten, 
wenn wir die Versandbereitschaft dem Besteller innerhalb der vereinbarten Frist mitgeteilt haben.

2.3 Ist die Nichteinhaltung einer Lieferfrist auf Streik oder Aussperrung – auch bei unseren Zulieferanten – oder auf 
nicht richtige oder nicht rechtzeitige Belieferung durch unsere Zulieferanten oder auf Mobilmachung, Krieg, 
Aufruhr oder auf andere unvorhergesehene Hindernisse, die außerhalb unseres Willens liegen, zurückzuführen, 
so verlängert sich die Lieferfrist für die Dauer des Hindernisses. 

2.4 Unsere Lieferpflicht ruht, solange der Bestelter mit einer fälligen Zahlung in Verzug ist. Ist die Ware innerhalb 
eines bestimmten Zeitraumes nach und nach abzunehmen, so ist die Abnahme gleichmäßig über den 
Gesamtzeitraum zu verteilen. 

2.5 Setzt uns der Besteller, nachdem wir bereits in Lieferverzug geraten sind, eine angemessene Nachfrist mit 
Ablehnungsandrohung, so ist der Besteller nach fruchtlosem Ablauf dieser Nachfrist berechtigt, unter 
Ausschluss weiterer Rechte vom Vertrag zurück zu treten oder Schadensersatz zu verlangen. 
Schadensersatzansprüche des Bestellers wegen Verzug oder Nichterfüllung sind jedoch der Höhe nach 
beschränkt auf den Rechnungswert der Warenmenge, die nicht oder nicht rechtzeitig geliefert worden ist. 
Dies gilt nicht, soweit in Fällen des Vorsatzes oder der groben Fahrlässigkeit, bei Zusicherungen oder bei 
Verletzung wesentlicher Vertragspflichten durch einfache Fahrlässigkeit für vertragstypisch vorhersehbare 
Schäden aus zwingenden rechtlichen Gründen unbeschränkt gehaftet wird.

3.1 Die Zahlungsbedingungen sowie die Behandlung der Verpackung und der Frachtbelastung werden durch 
unsere jeweilig geltenden Preislisten und Konditionsblätter geregelt, die insoweit Bestandteil dieser Geschäfts-
bedingungen sind. Ist nichts anderes vereinbart, so gehen Verpackungs- und Frachtkosten zu Lasten des Bestellers.

3.2 Zahlungsfristen gelten als eingehalten, wenn wir innerhalb der Frist über den zu zahlenden Betrag verfügen 
können. Skontozusagen stehen unter dem Vorbehalt des Ausgleichs aller fälligen Forderungen. Wechsel 
nehmen wir nur nach Vereinbarung erfüllungshalber an. Spesen trägt der Besteller.

3.3 Die am Tag der Lieferung geltende Umsatzsteuer tritt zum vereinbarten Preis hinzu.

3.4 Gegenüber unseren Forderungen kann der Besteller nur aufrechnen oder ein Zurückbehaltungsrecht geltend 
machen, wenn die Gegenforderung unbestritten oder rechtskräftig festgestellt ist.

3.5 Stellt der Besteller seine Zahlungen ein, liegt eine Überschuldung vor oder wird die Eröffnung eines Insolvenz-
verfahrens beantragt oder kommt der Besteller mit der Einlösung fälliger Wechsel oder Schecks in Verzug, so 
werden sämtliche Forderungen, die uns gegenüber dem Besteller zustehen, sofort zur Zahlung fällig. 
Dasselbe gilt bei einer sonstigen wesentlichen Verschlechterung der wirtschaftlichen Verhältnisse des Bestellers. 
Wir sind in diesen Fällen berechtigt, ausreichende Sicherheitsleistung zu verlangen oder vom Vertrag 
zurückzutreten.

4.1 Die Gefahr (Transport- und Vergütungsgefahr) geht auf den Besteller spätestens über, sobald die Ware an die 
den Transport ausführende Person übergeben worden ist oder zwecks Versendung unser Werk/Lager verlassen 
hat. Wird der Versand auf Wunsch des Bestellers oder aufgrund von Umständen, welche der Besteller zu ver-
treten hat, verzögert, geht die Gefahr mit der Meldung unserer Versandbereitschaft auf ihn über. 

4.2 Die Wahl des Versandweges und der Beförderung erfolgt nach unserem Ermessen, ohne Gewähr für billigste 
Verfrachtung.

4.3 Auf Verlangen des Bestellers wird für eine Lieferung die vom Besteller gewünschte Versicherung auf seine 
Kosten abgeschlossen.

2. LIEFERUNG

1. ALLGEMEINES

3. PREISE UND ZAHLUNG

4. GEFAHRÜBERGANG
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5.1 Wir behalten uns das Eigentum an der gelieferten Ware bis zur Erfüllung des Kaufpreises vor. 

5.2 Soweit der Besteller Unternehmer (§ 14 BGB) ist, gilt folgendes: 

5.2.1 Wir behalten uns das Eigentum an der gelieferten Ware bis zur Erfüllung aller Ansprüche, die uns
gegenüber dem Besteller aus der Geschäftsverbindung zustehen, vor. 

5.2.2 Die Verarbeitung oder Umbildung der Vorbehaltsware durch den Besteller wird stets für uns vorgenom-
men. Wird die Vorbehaltsware mit anderen, uns nicht gehörenden Gegenständen verarbeitet, so erwerben wir das
Miteigentum an der neuen Sache im Verhältnis des objektiven Wertes unserer Vorbehaltsware zu den anderen ver-
arbeiteten Gegenständen zur Zeit der Verarbeitung. 

5.2.3 Der Besteller tritt für den Fall der – im Rahmen des ordnungsgemäßen Geschäftsbetriebes zulässigen –
Weiterveräußerung oder Vermietung der Vorbehaltsware bereits jetzt alle Forderungen, die ihm aus der
Weiterveräußerung oder Vermietung erwachsen, in Höhe des mit uns vereinbarten Faktura-Endbetrages (einschließ-
lich Mehrwertsteuer) an uns ab. Dies gilt unabhängig davon, ob der Besteller die Vorbehaltsware ohne oder nach
Verarbeitung bzw. Umbildung weiterveräußert oder vermietet. Zur Einziehung dieser Forderungen bleibt der
Besteller auch nach der Abtretung ermächtigt. Unsere Befugnis, die Forderung selbst einzuziehen bleibt hiervon
unberührt. Wir verpflichten uns jedoch, die Forderung nicht einzuziehen, solange der Besteller seinen
Zahlungsverpflichtungen uns gegenüber ordnungsgemäß nachkommt und nicht in Zahlungsverzug gerät. Wir ver-
pflichten uns, die uns zustehenden Sicherheiten auf Verlangen des Bestellers insoweit freizugeben, als der realisier-
bare Wert unserer Sicherheiten die zu sichernden Forderungen um mehr als 20 % übersteigt; die Auswahl der frei-
zugebenden Sicherheiten obliegt uns.

6.1 Der Besteller kann Ansprüche wegen eines offenbaren Mangels der Ware nur binnen zwei Wochen geltend
machen. Bei Lieferung nach Probe oder Muster sind Gewährleistungsansprüche auch wegen verdeckter Mängel
ausgeschlossen, wenn die gelieferte Ware der Probe oder dem Muster entspricht.

6.2 Alle Mängelansprüche setzen voraus, dass der Mangel uns unverzüglich nach Feststellung gemeldet und eine
Probe der beanstandeten Ware zugesandt wird.

6.3 Die Gewährleistungsansprüche sind nach unserer Wahl auf Nachbesserung oder Ersatzlieferung beschränkt.
Bei fehlschlagender Nachbesserung oder Ersatzlieferung hat der Besteller das Recht, nach seiner Wahl
Herabsetzung der Vergütung oder Rückgängigmachung des Vertrages zu verlangen. Weitergehende Ansprüche,
insbesondere auf Schadenersatz, gleich aus welchem Rechtsgrund, sind ausgeschlossen. Dies gilt nicht, soweit nach
dem Produkthaftungsgesetz oder in Fällen des Vorsatzes der groben Fahrlässigkeit oder des Fehlens zugesicherter
Eigenschaften aus rechtlichen Gründen zwingend gehaftet wird. 

6.4 Bei Zahlungsverzug und Kreditverfall des Bestellers können wir die Gewährleistung verweigern, bis der
Besteller seine Zahlungspflicht in dem Umfang erfüllt hat, die dem Wert unserer Lieferung abzüglich einer vorhande-
nen Mängeln entsprechenden Kaufpreisminderung entspricht.

6.5 Etwaige Ansprüche des Bestellers aufgrund von uns abgegebenen Garantieerklärungen bleiben unberührt. 

Ist der Besteller Unternehmer (§ 14 BGB), so ist – auch für Scheck- und Wechselverfahren – Nürnberg ausschließli-
cher Gerichtsstand. Der gleiche Gerichtsstand gilt, wenn der Besteller im Zeitpunkt der Einleitung eines gerichtlichen
Verfahrens keinen Allgemeinen Gerichtsstand in der Bundesrepublik Deutschland hat. Wir sind jedoch berechtigt,
jedes gesetzlich zuständige Gericht anzurufen. 

Es gilt ausschließlich das Recht der Bundesrepublik Deutschland. Die Haager Konvention vom 01.07.1964 betref-
fend Einheitliche Gesetze über den internationalen Kauf und das Übereinkommen der Vereinten Nationen vom
11.04.1980 über Verträge über den internationalen Kauf beweglicher Sachen finden keine Anwendung. 

5. EIGENTUMSVORBEHALT

6. GEWÄHRLEISTUNG

7. GERICHTSSTAND

8. ANZUWENDENDES RECHT



Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

01 297 18 1 Ø    29 x 58  mm 0,149

02 568 149 1 (LxBxH) 330 x 275 x 215 mm 0,816

02 803 166 1 Ø    27 x 48  mm 0,055

03 419 173 1 Ø    42 x 21  mm 0,060

12 016 172 1 Ø    15 x 23  mm 0,012

12 042 34 1 Ø    18 x 184  mm 0,072

12 043 34 1 Ø    18 x 188  mm 0,071

12 044 34 1 (LxBxH) 202 x 23 x 20 mm 0,160

12 048 34 1 Ø    18 x 360  mm 0,132

12 049 34 1 Ø    18 x 560  mm 0,128

12 054 34 1 (LxBxH) 203 x 35 x 30 mm 0,226

12 056 34 1 Ø    18 x 210  mm 0,095

12 057 35 1 (LxBxH) 210 x 30 x 60 mm 0,226

12 086 172 1 Ø    15 x 23  mm 0,012

13 080 175 1 Ø    66 x 36  mm 0,165

17 000 26 1 (LxBxH) 800 x 35 x 35 mm 0,160

17 004 25 1 (LxBxH) 200 x 350 x 1004 mm 3,940

17 008 25 1 (LxBxH) 550 x 500 x 1000 mm 9,300

17 008 950 95 1 (LxBxH) 570 x 530 x 200 mm 7,800

17 009 26 1 (LxBxH) 870 x 610 x 1000 mm 35,100

17 009 390 26 1 (LxBxH) 700 x 800 x 1113 mm 15,100

17 009 950 26 1 (LxBxH) 760 x 750 x 1070 mm 13,200

17 021 26 1 (LxBxH) 560 x 515 x 175 mm 6,200

17 044 17 1 Ø    22 x 39  mm 0,039

17 045 18 1 (LxBxH) 215 x 80 x 22 mm 0,012

17 171 27 1 Ø    280 x 55  mm 0,850

17 172 27 1 Ø    310 x 55  mm 1,250

17 176 27 1 Ø    365 x 65  mm 1,430

17 184 27 1 Ø    430 x 88  mm 1,380

17 194 27 1 Ø    415 x 80  mm 1,370

17 195 28 1 Ø    220 x 30  mm 0,650

17 197 27 1 (LxBxH) 250 x 210 x 55 mm 0,550

17 198 27 1 Ø    480 x 80  mm 1,663

17 199 27 1 (LxBxH) 350 x 300 x 55 mm 0,600

17 200 27 1 Ø    630 x 30  mm 2,500

17 201 27 1 (LxBxH) 380 x 200 x 40 mm 0,680

17 230 28 1 Ø    245 x 30  mm 0,800

17 265 28 1 Ø    275 x 30  mm 1,080

17 275 28 1 Ø    295 x 30  mm 1,070

17 285 28 1 Ø    295 x 30  mm 1,340

17 300 28 1 Ø    315 x 30  mm 1,270

17 320 28 1 Ø    340 x 30  mm 1,640

17 325 28 1 Ø    365 x 30  mm 1,360

17 350 28 1 Ø    310 x 30  mm 1,820

17 380 28 1 Ø    390 x 30  mm 2,000

17 400 28 1 Ø    410 x 30  mm 2,030

17 401 28 1 Ø    600 x 30  mm 5,560

17 796 47 1 (LxBxH) 850 x 400 x 400 mm 9,800

18 016 172 1 Ø    17 x 24  mm 0,023

18 017 172 1 Ø    17 x 24  mm 0,022

18 021 29 1 (LxBxH) 300 x 300 x 22 mm 0,490

18 022 29 1 (LxBxH) 300 x 300 x 35 mm 0,815

Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

18 023 29 1 (LxBxH) 300 x 300 x 50 mm 1,160

18 024 29 1 (LxBxH) 300 x 300 x 50 mm 1,554

18 025 29 1 (LxBxH) 300 x 300 x 60 mm 1,844

18 026 29 1 (LxBxH) 300 x 300 x 60 mm 3,500

18 028 29 1 (LxBxH) 300 x 300 x 70 mm 3,230

18 030 29 1 (LxBxH) 350 x 350 x 70 mm 3,800

18 035 29 1 (LxBxH) 400 x 400 x 70 mm 5,800

18 050 28 1 (LxBxH) 300 x 300 x 35 mm 0,656

18 080 32 1 Ø    15 x 33  mm 0,021

18 081 32 1 (LxBxH) 150 x 60 x 20 mm 0,088

18 082 32 1 (LxBxH) 150 x 60 x 23 mm 0,244

18 083 32 1 (LxBxH) 150 x 60 x 23 mm 0,157

18 084 32 1 Ø    19 x 38  mm 0,050

18 085 173 1 Ø    21 x 34  mm 0,033

18 086 174 1 Ø    27 x 43  mm 0,063

18 087 174 1 Ø    27 x 44  mm 0,140

18 088 174 1 Ø    25 x 32  mm 0,052

18 093 172 1 Ø    22 x 28  mm 0,039

18 095 29 1 (LxBxH) 140 x 65 x 26 mm 0,360

18 096 170 (LxBxH) 145 x 80 x 32 mm 0,550

18 097 170 (LxBxH) 120 x 70 x 32 mm 0,650

18 099 29 1 (LxBxH) 165 x 35 x 68 mm 0,860

18 103 28 1 (LxBxH) 1044 x 36 x 102 mm 0,690

18 104 33 1 (LxBxH) 220 x 220 x 35 mm 0,897

18 105 33 1 (LxBxH) 220 x 210 x 35 mm 1,050

18 108 33 1 (LxBxH) 310 x 170 x 55 mm 1,278

18 108 155 34 1 (LxBxH) 310 x 170 x 55 mm 1,168

18 405 051 16 1 (LxBxH) 790 x 480 x 105 mm 10,850

18 410 051 16 1 (LxBxH) 1010 x 480 x 270 mm 14,640

18 415 051 16 1 (LxBxH) 1010 x 480 x 270 mm 13,450

18 417 051 16 1 (LxBxH) 1010 x 480 x 270 mm 11,300

18 419 051 16 1 (LxBxH) 1010 x 480 x 105 mm 10,980

18 421 051 16 1 (LxBxH) 1010 x 480 x 105 mm 10,200

18 421 056 16 1 (LxBxH) 1010 x 480 x 105 mm 10,800

18 425 051 16 1 (LxBxH) 1060 x 480 x 500 mm 23,900

18 700 051 25 1 (LxBxH) 770 x 190 x 180 mm 5,900

18 710 051 26 1 (LxBxH) 770 x 190 x 180 mm 7,900

18 710 950 26 1 (LxBxH) 770 x 190 x 180 mm 7,700

18 711 051 27 1 (LxBxH) 1000 x 180 x 180 mm 9,100

18 713 051 27 1 (LxBxH) 1000 x 180 x 180 mm 9,400

18 716 051 27 1 (LxBxH) 190 x 180 x 1310 mm 11,300

18 720 051 25 1 (LxBxH) 790 x 480 x 105 mm 8,500

18 730 051 25 1 (LxBxH) 790 x 480 x 105 mm 9,000

18 740 051 25 1 (LxBxH) 790 x 480 x 105 mm 9,500

18 750 051 25 1 (LxBxH) 1010 x 480 x 105 mm 12,100

18 760 051 25 1 (LxBxH) 1010 x 480 x 105 mm 13,000

18 764 051 16 1 (LxBxH) 1010 x 480 x 105 mm 16,000

18 764 056 16 1 (LxBxH) 1010 x 480 x 105 mm 16,600

18 766 051 16 1 (LxBxH) 1010 x 480 x 105 mm 22,700

18 766 950 17 1 (LxBxH) 1060 x 480 x 500 mm 25,000

18 780 051 25 1 (LxBxH) 650 x 130 x 1260 mm 21,300

18 785 051 16 1 (LxBxH) 650 x 130 x 1260 mm 24,300

Artikelnummern – Abmessungen – Gewichte
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Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

18 785 056 16 1 (LxBxH) 650 x 130 x 1310 mm 24,900

18 786 051 17 1 (LxBxH) 870 x 760 x 1420 mm 52,500

18 786 056 17 1 (LxBxH) 870 x 760 x 1420 mm 53,100

18 788 051 17 1 (LxBxH) 870 x 760 x 1420 mm 65,900

19 000 250 57 1 (LxBxH) 1250 x 700 x 1570mm 93,600

19 000 251 57 1 (LxBxH) 1250 x 700 x 1570mm 105,000

19 000 255 58 1 (LxBxH) 1250 x 700 x 1570mm 95,000

19 000 256 58 1 (LxBxH) 1250 x 700 x 1570mm 106,700

19 000 330 38 1 (LxBxH) 615 x 510 x 420 mm 35,000

19 000 331 39 1 (LxBxH) 615 x 510 x 420 mm 44,500

19 000 332 39 1 (LxBxH) 615 x 510 x 420 mm 34,000

19 000 333 39 1 (LxBxH) 615 x 510 x 420 mm 45,500

19 000 335 138 1 (LxBxH) 835 x 485 x 230 mm 35,000

19 000 350 55 1 (LxBxH) 1250 x 700 x 1960 mm 111,000

19 000 351 55 1 (LxBxH) 1250 x 700 x 1960 mm 122,000

19 000 355 56 1 (LxBxH) 1250 x 700 x 1960 mm 116,000

19 000 356 56 1 (LxBxH) 1250 x 700 x 1960 mm 124,000

19 000 435 138 1 (LxBxH) 835 x 485 x 300 mm 35,200

19 000 530 16 1 (LxBxH) 1060 x 480 x 500 mm 23,700

19 000 532 17 1 (LxBxH) 1060 x 480 x 500 mm 24,900

19 000 533 17 1 (LxBxH) 1060 x 480 x 500 mm 24,400

19 000 535 17 1 (LxBxH) 1060 x 480 x 500 mm 24,500

19 000 950 43 1 (LxBxH) 1040 x 760 x 870 mm 69,200

19 000 955 38 1 (LxBxH) 615 x 510 x 420 mm 35,200

19 000 957 39 1 (LxBxH) 615 x 510 x 420 mm 38,200

19 000 959 39 1 (LxBxH) 615 x 510 x 420 mm 27,800

19 000 960 43 1 (LxBxH) 1040 x 760 x 870 mm 49,323

19 000 961 44 1 (LxBxH) 1040 x 760 x 870 mm 57,000

19 003 250 52 1 (LxBxH) 1370 x 800 x 1660mm 301,000

19 003 251 52 1 (LxBxH) 1370 x 800 x 1730mm 314,000

19 003 255 53 1 (LxBxH) 1370 x 800 x 1660mm 302,000

19 003 256 53 1 (LxBxH) 1370 x 800 x 1730mm 315,000

19 003 350 50 1 (LxBxH) 1370 x 800 x 1900mm 342,000

19 003 351 50 1 (LxBxH) 1370 x 800 x 2000mm 356,000

19 003 355 51 1 (LxBxH) 1370 x 800 x 1900mm 343,000

19 003 356 51 1 (LxBxH) 1370 x 800 x 2000mm 357,000

19 060 75 1 (LxBxH) 300 x 275 x 205 mm 4,391

19 062 76 1 (LxBxH) 365 x 210 x 470 mm 10,183

19 135 73 1 (LxBxH) 190 x 195 x 1310 mm 6,850

19 135 600 74 1 (LxBxH) 195 x 190 x 1310 mm 11,000

19 135 843 73 1 (LxBxH) 190 x 195 x 1310 mm 9,200

19 165 73 1 (LxBxH) 190 x 195 x 1635 mm 7,610

19 165 600 74 1 (LxBxH) 190 x 195 x 1635 mm 12,300

19 165 843 73 1 (LxBxH) 190 x 195 x 1635 mm 7,600

19 185 73 1 (LxBxH) 400 x 360 x 150 mm 6,010

19 185 600 75 1 (LxBxH) 190 x 195 x 1000 mm 10,400

19 185 843 74 1 (LxBxH) 40 x 36 x 15 mm 6,364

19 205 82 1 (LxBxH) 1000 x 190 x 195 mm 6,680

19 211 37 1 (LxBxH) 1000 x 190 x 195 mm 9,600

19 212 37 1 (LxBxH) 1000 x 190 x 195 mm 10,800

19 212 551 37 1 (LxBxH) 1000 x 190 x 195 mm 10,800

19 213 42 1 (LxBxH) 1000 x 190 x 195 mm 19,000

Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

19 214 42 1 (LxBxH) 1000 x 190 x 195 mm 20,100

19 214 551 42 1 (LxBxH) 1000 x 190 x 195 mm 10,000

19 235 82 1 (LxBxH) 190 x 195 x 1310 mm 8,200

19 235 030 83 1 (LxBxH) 190 x 195 x 1310 mm 14,000

19 235 600 85 1 (LxBxH) 190 x 195 x 1310 mm 9,400

19 235 601 85 1 (LxBxH) 190 x 195 x 1310 mm 9,600

19 235 951 84 1 (LxBxH) 190 x 195 x 1310 mm 7,500

19 241 37 1 (LxBxH) 190 x 195 x 1310 mm 10,300

19 242 37 1 (LxBxH) 190 x 195 x 1310 mm 12,500

19 242 551 37 1 (LxBxH) 190 x 195 x 1310 mm 12,500

19 243 42 1 (LxBxH) 870 x 760 x 1400 mm 36,200

19 244 42 1 (LxBxH) 870 x 760 x 1400 mm 36,900

19 244 551 42 1 (LxBxH) 870 x 760 x 1400 mm 40,200

19 246 42 1 (LxBxH) 870 x 760 x 1400 mm 53,500

19 248 42 1 (LxBxH) 870 x 760 x 1400 mm 53,700

19 248 551 42 1 (LxBxH) 870 x 760 x 1400 mm 53,400

19 257 43 1 (LxBxH) 870 x 760 x 1400 mm 51,400

19 257 551 43 1 (LxBxH) 870 x 760 x 1400 mm 51,400

19 265 82 1 (LxBxH) 190 x 195 x 1635 mm 8,400

19 265 030 83 1 (LxBxH) 190 x 195 x 1635 mm 15,600

19 265 600 85 1 (LxBxH) 190 x 195 x 1635 mm 11,000

19 265 601 85 1 (LxBxH) 190 x 195 x 1635 mm 11,000

19 265 951 84 1 (LxBxH) 190 x 195 x 1635 mm 8,000

19 266 82 1 (LxBxH) 1000 x 190 x 195 mm 8,000

19 266 030 83 1 (LxBxH) 190 x 195 x 1310 mm 15,800

19 266 951 84 1 (LxBxH) 190 x 195 x 1310 mm 9,200

19 285 82 1 (LxBxH) 400 x 360 x 150 mm 5,500

19 285 030 83 1 (LxBxH) 610 x 415 x 415 mm 13,000

19 285 600 85 1 (LxBxH) 190 x 195 x 1310 mm 10,000

19 285 601 85 1 (LxBxH) 190 x 195 x 1310 mm 10,300

19 285 951 84 1 (LxBxH) 1100 x 315 x 400 mm 9,500

19 305 86 1 (LxBxH) 1100 x 190 x 195 mm 7,200

19 335 86 1 (LxBxH) 190 x 195 x 1310 mm 8,500

19 335 600 88 1 (LxBxH) 190 x 195 x 1310 mm 10,500

19 335 601 88 1 (LxBxH) 190 x 195 x 1310 mm 10,500

19 335 951 87 1 (LxBxH) 190 x 195 x 1310 mm 8,500

19 365 86 1 (LxBxH) 190 x 195 x 1310 mm 8,600

19 365 600 88 1 (LxBxH) 190 x 195 x 1635 mm 11,000

19 365 601 88 1 (LxBxH) 190 x 195 x 1635 mm 11,000

19 365 951 87 1 (LxBxH) 190 x 195 x 1635 mm 11,200

19 366 86 1 (LxBxH) 190 x 195 x 1310 mm 8,600

19 366 951 87 1 (LxBxH) 190 x 195 x 1310 mm 10,100

19 385 86 1 (LxBxH) 400 x 300 x 150 mm 5,760

19 385 600 89 1 (LxBxH) 190 x 195 x 1310 mm 10,000

19 385 601 89 1 (LxBxH) 190 x 195 x 1310 mm 10,100

19 385 951 87 1 (LxBxH) 1100 x 315 x 400 mm 9,700

19 402 64 1 (LxBxH) 760 x 120 x 100 mm 1,420

19 403 64 1 Ø    350 x 330  mm 1,608

19 406 65 1 (LxBxH) 235 x 225 x 80 mm 0,870

19 407 64 1 (LxBxH) 310 x 180 x 75 mm 0,218

19 408 65 1 (LxBxH) 195 x 145 x 90 mm 0,648

19 410 67 1 Ø    90 x 40  mm 0,568
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19 411 67 1 Ø    102 x 45  mm 0,561

19 412 66 1 (LxBxH) 625 x 135 x 80 mm 1,267

19 413 472 54 1 (LxBxH) 200 x 260 x 200 mm 2,300

19 413 473 54 1 (LxBxH) 200 x 260 x 200 mm 2,500

19 414 67 1 (LxBxH) 160 x 160 x 60 mm 1,335

19 414 950 67 1 (LxBxH) 140 x 220 x 100 mm 1,871

19 416 67 1 Ø    80 x 40  mm 0,334

19 417 67 1 Ø    110 x 45  mm 0,162

19 418 66 1 Ø    80 x 60  mm 0,373

19 419 148 1 (LxBxH) 150 x 90 x 1650 mm 7,000

19 421 65 1 (LxBxH) 250 x 220 x 130 mm 1,306

19 422 142 1 (LxBxH) 200 x 260 x 200 mm 2,800

19 423 66 1 (LxBxH) 120 x 70 x 95 mm 0,310

19 424 67 1 (LxBxH) 520 x 150 x 90 mm 3,853

19 426 68 1 (LxBxH) 250 x 230 x 70 mm 3,122

19 506 99 1 Ø    300 x 32  mm 0,700

19 511 69 1 (LxBxH) 190 x 195 x 1310 mm 11,000

19 512 70 1 Ø    450 x 80  mm 1,660

19 513 950 70 1 (LxBxH) 950 x 80 x 80 mm 1,770

19 513 952 70 1 (LxBxH) 950 x 80 x 80 mm 2,890

19 513 954 70 1 (LxBxH) 950 x 80 x 80 mm 3,710

19 518 90 1 (LxBxH) 270 x 50 x 61 mm 2,383

19 519 175 1 Ø    85 x 45  mm 0,171

19 521 70 1 (LxBxH) 145 x 105 x 50 mm 1,115

19 522 70 1 (LxBxH) 950 x 90 x 65 mm 1,990

19 523 70 1 (LxBxH) 1020 x 80 x 65 mm 1,930

19 523 001 70 1 (LxBxH) 950 x 80 x 80 mm 3,300

19 526 175 1 (LxBxH) 80 x 65 x 37 mm 0,162

19 527 175 1 (LxBxH) 80 x 65 x 35 mm 0,147

19 528 175 1 (LxBxH) 80 x 65 x 36 mm 0,175

19 529 175 1 (LxBxH) 105 x 85 x 45 mm 0,260

19 530 76 1 Ø    37 x 510  mm 0,596

19 531 77 1 Ø    370 x 70  mm 0,900

19 533 77 1 Ø    400 x 70  mm 1,780

19 534 77 1 Ø    450 x 80  mm 2,000

19 535 77 1 Ø    550 x 65  mm 2,360

19 538 77 1 Ø    450 x 110  mm 5,600

19 550 77 1 Ø    350 x 65  mm 1,560

19 561 100 1 Ø    250 x 50  mm 0,650

19 562 100 1 Ø    300 x 60  mm 1,082

19 563 100 1 Ø    300 x 70  mm 1,500

19 564 100 1 Ø    330 x 70  mm 1,978

19 565 100 1 Ø    350 x 60  mm 2,405

19 568 100 1 Ø    550 x 60  mm 3,520

19 570 100 1 Ø    400 x 85  mm 4,500

19 575 100 1 Ø    420 x 125  mm 6,500

19 580 96 1 Ø    300 x 55  mm 0,884

19 580 001 41 1 Ø    250 x 30  mm 0,900

19 616 110 1 Ø    29 x 52  mm 0,126

19 619 97 1 Ø    30 x 46  mm 0,090

19 626 173 1 Ø    32 x 29  mm 0,032

19 627 97 1 Ø    46 x 56  mm 0,136

Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

19 628 173 1 Ø    46 x 57  mm 0,180

19 629 97 1 Ø    54 x 60  mm 0,219

19 630 173 1 Ø    54 x 55  mm 0,210

19 636 97 1 Ø    37 x 36  mm 0,110

19 637 97 1 Ø    35 x 53  mm 0,123

19 638 174 1 Ø    40 x 58  mm 0,240

19 640 41 1 (LxBxH) 810 x 110 x 160 mm 1,900

19 641 41 1 (LxBxH) 810 x 110 x 160 mm 1,700

19 642 41 1 (LxBxH) 400 x 75 x 137 mm 1,300

19 643 41 1 (LxBxH) 400 x 75 x 137 mm 1,400

19 648 99 Ø    300 x 32  mm 0,700

19 666 77 1 Ø    37 x 515  mm 0,498

19 668 96 1 Ø    31 x 515  mm 0,297

19 669 29 1 (LxBxH) 348 x 144 x 257 mm 1,345

19 701 81 1 (LxBxH) 430 x 175 x 45 mm 0,870

19 702 109 1 (LxBxH) 280 x 210 x 140 mm 0,796

19 706 106 1 (LxBxH) 280 x 160 x 145 mm 1,786

19 707 107 1 (LxBxH) 550 x 120 x 165 mm 1,874

19 707 950 107 1 (LxBxH) 390 x 140 x 165 mm 1,556

19 709 107 1 (LxBxH) 385 x 145 x 165 mm 2,051

19 709 952 109 1 (LxBxH) 250 x 190 x 190 mm 0,897

19 709 954 111 1 (LxBxH) 250 x 190 x 110 mm 0,134

19 711 111 1 Ø    55 x 100  mm 0,080

19 714 108 1 (LxBxH) 270 x 170 x 100 mm 1,930

19 715 110 1 (LxBxH) 255 x 100 x 65 mm 1,036

19 718 106 1 (LxBxH) 300 x 120 x 30 mm 0,587

19 721 110 1 Ø    125 x 55  mm 0,222

19 723 108 1 (LxBxH) 270 x 170 x 100 mm 1,816

19 724 108 1 (LxBxH) 270 x 170 x 100 mm 1,925

19 728 81 1 (LxBxH) 120 x 120 x 170 mm 1,653

19 729 110 1 (LxBxH) 250 x 190 x 120 mm 1,500

19 735 108 1 (LxBxH) 350 x 110 x 215 mm 3,024

19 740 110 1 Ø    21 x 120  mm 0,176

19 741 110 1 (LxBxH) 126 x 21 x 35 mm 0,150

19 742 110 1 (LxBxH) 120 x 120 x 21 mm 0,240

19 743 111 1 (LxBxH) 220 x 100 x 21 mm 0,205

19 745 111 1 Ø    25 x 310  mm 0,250

19 746 111 1 (LxBxH) 25 x 120 x 25 mm 0,215

19 747 111 1 Ø    18 x 28  mm 0,025

19 748 111 1 Ø    20 x 58  mm 0,062

19 760 98 1 (LxBxH) 58 x 53 x 31 mm 0,152

19 761 98 1 (LxBxH) 70 x 66 x 38 mm 0,208

19 762 96 1 (LxBxH) 132 x 65 x 34 mm 1,001

19 763 97 1 (LxBxH) 135 x 75 x 42 mm 0,353

19 764 170 1 (LxBxH) 105 x 50 x 26 mm 0,142

19 765 170 1 (LxBxH) 105 x 50 x 26 mm 0,145

19 767 271 1 (LxBxH) 170 x 85 x 50 mm 0,584

19 768 47 1 (LxBxH) 950 x 400 x 400 mm 15,600

19 769 98 1 (LxBxH) 87 x 78 x 44 mm 0,399

19 770 124 1 Ø    45 x 85  mm 0,707

19 771 171 1 (LxBxH) 215 x 100 x 61 mm 0,986

19 772 171 1 (LxBxH) 220 x 100 x 70 mm 1,480
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19 773 171 1 (LxBxH) 235 x 125 x 86 mm 1,779

19 774 125 1 Ø    38 x 64  mm 0,492

19 776 178 1 (LxBxH) 710 x 350 x 270 mm 10,500

19 778 170 1 (LxBxH) 105 x 50 x 26 mm 0,156

19 782 128 1 (LxBxH) 380 x 360 x 950 mm 11,800

19 783 128 1 (LxBxH) 630 x 300 x 325 mm 22,100

19 788 137 1 (LxBxH) 830 x 480 x 230 mm 20,000

19 793 301 132 1 (LxBxH) 1700 x 600 x 600 mm 56,500

19 793 391 132 1 (LxBxH) 1700 x 600 x 600 mm 61,000

19 800 136 1 (LxBxH) 400 x 360 x 150 mm 10,500

19 802 48 1 (LxBxH) 1340 x 850 x 340 mm 77,000

19 804 48 1 (LxBxH) 2680 x 850 x 236 mm 124,000

19 808 48 1 (LxBxH) 1200 x 1200 x 340mm 86,800

19 810 117 1 (LxBxH) 700 x 560 x 300 mm 16,600

19 812 117 1 (LxBxH) 165 x 165 x 41 mm 1,000

19 815 48 1 (LxBxH) 650 x 900 x 1470 mm 60,400

19 816 49 1 (LxBxH) 450 x 200 x 1470 mm 58,000

19 850 137 1 (LxBxH) 750 x 465 x 155 mm 20,000

19 852 137 1 (LxBxH) 750 x 465 x 290 mm 25,000

19 857 126 1 (LxBxH) 1250 x 610 x 260 mm 45,000

19 858 137 1 (LxBxH) 570 x 150 x 200 mm 3,000

19 891 171 1 Ø    37 x 53  mm 0,200

19 892 171 1 Ø    44 x 59  mm 0,218

19 893 171 1 Ø    53 x 65  mm 0,320

19 894 171 1 Ø    63 x 71  mm 0,456

19 895 171 1 Ø    78 x 80  mm 0,715

19 897 66 1 (LxBxH) 122 x 67 x 33 mm 0,356

19 900 135 1 (LxBxH) 610 x 400 x 205 mm 12,700

19 901 135 1 (LxBxH) 610 x 580 x 365 mm 32,050

19 902 136 1 Ø    300 x 70  mm 0,862

19 903 136 1 (LxBxH) 200 x 200 x 240 mm 1,500

20 022 164 1 Ø    20 x 41  mm 0,099

20 024 164 1 Ø    25 x 41  mm 0,094

20 026 164 1 Ø    28 x 44  mm 0,100

20 032 164 1 Ø    25 x 41  mm 0,073

20 034 164 1 Ø    41 x 28  mm 0,090

20 036 164 1 Ø    25 x 44  mm 0,097

20 043 164 1 Ø    25 x 58  mm 0,084

20 045 164 1 Ø    27 x 60  mm 0,086

20 052 164 1 Ø    20 x 34  mm 0,024

20 054 164 1 Ø    20 x 34  mm 0,030

20 062 24 1 Ø    19 x 33  mm 0,020

20 064 165 1 Ø    19 x 33  mm 0,022

20 066 165 1 Ø    28 x 38  mm 0,051

20 073 165 1 Ø    12 x 48  mm 0,014

20 075 165 1 Ø    12 x 48  mm 0,018

20 077 165 1 Ø    15 x 48  mm 0,024

20 111 175 1 Ø    19 x 20  mm 0,016

20 112 24 1 Ø    19 x 25  mm 0,019

20 114 166 1 Ø    22 x 23  mm 0,023

20 116 166 1 Ø    28 x 30  mm 0,051

20 118 166 1 Ø    39 x 36  mm 0,103

Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

20 120 167 1 Ø    28 x 31  mm 0,066

20 121 167 1 Ø    32 x 34  mm 0,080

20 122 173 1 Ø    22 x 14  mm 0,010

20 124 173 1 Ø    28 x 18  mm 0,025

20 126 173 1 Ø    37 x 25  mm 0,063

20 132 166 1 Ø    19 x 35  mm 0,018

20 133 166 1 Ø    19 x 35  mm 0,018

20 134 166 1 Ø    22 x 36  mm 0,024

20 135 166 1 Ø    22 x 36  mm 0,025

20 136 166 1 Ø    27 x 46  mm 0,049

20 152 167 1 Ø    29 x 12  mm 0,010

20 154 167 1 Ø    32 x 13  mm 0,010

20 156 167 1 Ø    40 x 12  mm 0,010

20 162 167 1 Ø    19 x 7  mm 0,002

20 164 167 1 Ø    22 x 7  mm 0,003

20 166 167 1 Ø    26 x 7  mm 0,005

20 178 169 1 Ø    57 x 20  mm 0,014

20 185 25 1 Ø    80 x 280  mm 0,260

20 192 167 1 Ø    400 x 70  mm 1,900

20 193 167 1 Ø    350 x 180  mm 0,140

20 194 167 1 Ø    280 x 160  mm 0,145

20 218 23 1 (LxBxH) 155 x 125 x 80 mm 0,727

20 218 950 24 1 (LxBxH) 155 x 125 x 80 mm 0,844

20 233 162 1 (LxBxH) 165 x 90 x 18 mm 0,253

20 235 162 1 (LxBxH) 280 x 100 x 20 mm 0,110

20 235 950 162 1 (LxBxH) 235 x 100 x 27 mm 0,090

20 240 162 1 (LxBxH) 380 x 190 x 110 mm 0,571

20 250 163 1 (LxBxH) 185 x 90 x 90 mm 0,951

20 251 175 1 Ø    21 x 43  mm 0,078

20 913 164 1 Ø    300 x 55  mm 1,300

20 914 164 1 Ø    370 x 65  mm 1,521

20 915 164 1 Ø    450 x 60  mm 3,500

20 917 164 1 Ø    500 x 80  mm 5,400

23 000 250 58 1 (LxBxH) 1250 x 700 x 1470mm 102,000

23 000 251 58 1 (LxBxH) 1250 x 700 x 1470mm 113,000

23 000 255 59 1 (LxBxH) 1250 x 700 x 1470mm 102,000

23 000 256 59 1 (LxBxH) 1250 x 700 x 1470mm 113,500

23 000 350 56 1 (LxBxH) 1250 x 700 x 1890mm 123,000

23 000 351 56 1 (LxBxH) 1250 x 700 x 1890mm 134,000

23 000 355 57 1 (LxBxH) 1250 x 700 x 1890mm 123,500

23 000 356 57 1 (LxBxH) 1250 x 700 x 1890mm 135,000

23 000 960 44 1 (LxBxH) 840 x 750 x 1030 mm 53,000

23 000 961 45 1 (LxBxH) 840 x 750 x 1030 mm 61,000

23 003 250 53 1 (LxBxH) 1370 x 800 x 1660mm 296,000

23 003 251 53 1 (LxBxH) 1370 x 800 x 1730mm 310,000

23 003 255 54 1 (LxBxH) 1370 x 800 x 1660mm 297,000

23 003 256 54 1 (LxBxH) 1370 x 800 x 1730mm 316,000

23 003 350 51 1 (LxBxH) 1370 x 800 x 1850mm 345,000

23 003 351 51 1 (LxBxH) 1370 x 800 x 2000mm 359,000

23 003 355 52 1 (LxBxH) 1370 x 800 x 1900mm 346,000

23 003 356 52 1 (LxBxH) 1370 x 800 x 2000mm 360,000

23 137 177 1 (LxBxH) 970 x 590 x 180 mm 20,000
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23 139 177 1 (LxBxH) 680 x 650 x 1085 mm 43,000

23 285 81 1 (LxBxH) 230 x 100 x 100 mm 0,475

23 321 93 1 (LxBxH) 370 x 370 x 250 mm 16,200

23 321 030 94 1 (LxBxH) 370 x 370 x 250 mm 16,500

23 322 93 1 (LxBxH) 370 x 370 x 250 mm 15,100

23 322 030 94 1 (LxBxH) 370 x 370 x 250 mm 15,300

23 322 950 40 1 - -

23 322 955 40 1 - -

23 337 92 1 (LxBxH) 380 x 230 x 265 mm 13,400

23 337 390 45 1 (LxBxH) 510 x 410 x 330 mm 18,700

27 030 121 1 (LxBxH) 780 x 580 x 630 mm 31,200

27 030 890 121 1 (LxBxH) 630 x 580 x 1000 mm 34,700

27 035 122 1 (LxBxH) 780 x 580 x 630 mm 31,300

27 035 890 122 1 (LxBxH) 630 x 580 x 1000 mm 34,825

27 040 123 1 (LxBxH) 780 x 580 x 630 mm 40,000

27 040 890 123 1 (LxBxH) 630 x 580 x 1000 mm 43,000

27 070 124 1 (LxBxH) 780 x 580 x 630 mm 31,800

27 070 890 124 1 (LxBxH) 630 x 580 x 1000 mm 34,800

27 410 130 1 (LxBxH) 780 x 580 x 630 mm 43,000

27 410 890 130 1 (LxBxH) 630 x 580 x 1000 mm 46,000

27 622 127 1 (LxBxH) 780 x 580 x 630 mm 35,700

27 622 680 131 1 (LxBxH) 780 x 580 x 630 mm 43,320

27 622 890 127 1 (LxBxH) 630 x 580 x 1000 mm 39,250

27 622 891 131 1 (LxBxH) 780 x 580 x 630 mm 38,380

27 632 127 1 (LxBxH) 780 x 580 x 630 mm 44,100

27 632 680 131 1 (LxBxH) 780 x 580 x 630 mm 45,000

27 632 890 127 1 (LxBxH) 630 x 580 x 1000 mm 47,680

27 632 891 131 1 (LxBxH) 780 x 580 x 630 mm 45,255

27 832 46 1 (LxBxH) 780 x 580 x 630 mm 30,900

27 846 18 1 (LxBxH) 680 x 630 x 1090 mm 39,700

27 846 056 18 1 (LxBxH) 680 x 630 x 1090 mm 40,000

27 859 46 1 (LxBxH) 580 x 800 x 1300 mm 40,600

27 859 951 46 1 (LxBxH) 580 x 800 x 1300 mm 40,900

27 905 133 1 Ø    20 x 745  mm 0,062

27 906 133 1 Ø    20 x 745  mm 0,064

27 908 133 1 Ø    20 x 745  mm 0,068

27 915 133 1 Ø    20 x 745  mm 0,098

27 916 133 1 Ø    20 x 745  mm 0,112

27 918 133 1 Ø    20 x 745  mm 0,123

27 926 133 1 Ø    20 x 1045  mm 0,075

27 928 133 1 Ø    20 x 1045  mm 0,079

27 948 133 1 Ø    20 x 1545  mm 0,108

27 958 133 1 Ø    20 x 1545  mm 0,207

27 963 133 1 Ø    18 x 57  mm 0,033

27 964 133 1 Ø    18 x 54  mm 0,053

27 965 133 1 Ø    20 x 40  mm 0,034

27 966 126 1 Ø    45  mm 0,520

27 967 126 1 (LxBxH) 170 x 80 x 100 mm 0,900

27 985 125 1 (LxBxH) 230 x 150 x 40 mm 0,802

27 987 149 1 (LxBxH) 510 x 300 x 490 mm 9,427

27 988 125 1 (LxBxH) 1110 x 510 x 260 mm 5,950

27 989 125 1 (LxBxH) 500 x 275 x 220 mm 3,074

Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

27 991 139 1 (LxBxH) 2000 bis 

3000 x 475 x 140 mm lfm 30,000

27 992 140 1 (LxBxH) 900 x 1050 x 263 mm 25,000

27 993 140 1 (LxBxH) 600 x 800 x 250 mm 15,000

27 994 141 1 (LxBxH) 600 x 800 x 250 mm 16,000

27 995 139 1 (LxBxH) 2000 bis 

3000 x 20 x 100 mm lfm 1,000

29 036 161 1 (LxBxH) 390 x 370 x 240 mm 8,200

29 051 162 1 (LxBxH) 310 x 300 x 160 mm 4,397

29 142 101 1 (LxBxH) 540 x 580 x 160 mm 18,100

29 142 600 103 1 (LxBxH) 570 x 530 x 230 mm 18,687

29 142 601 103 1 (LxBxH) 570 x 530 x 300 mm 19,656

29 142 602 103 1 (LxBxH) 570 x 530 x 260 mm 20,160

29 142 603 103 1 (LxBxH) 570 x 530 x 260 mm 20,025

29 142 604 103 1 (LxBxH) 570 x 530 x 300 mm 20,160

29 143 101 1 (LxBxH) 540 x 580 x 160 mm 19,450

29 143 600 103 1 (LxBxH) 570 x 530 x 230 mm 20,290

29 143 601 103 1 (LxBxH) 570 x 530 x 300 mm 21,250

29 143 602 103 1 (LxBxH) 570 x 530 x 260 mm 21,520

29 143 603 103 1 (LxBxH) 570 x 530 x 260 mm 21,630

29 143 604 103 1 (LxBxH) 570 x 530 x 300 mm 21,760

29 152 101 1 (LxBxH) 540 x 580 x 160 mm 22,200

29 153 101 1 (LxBxH) 540 x 580 x 160 mm 24,200

29 162 102 1 (LxBxH) 540 x 580 x 195 mm 25,400

29 163 102 1 (LxBxH) 540 x 580 x 195 mm 27,800

29 172 102 1 (LxBxH) 540 x 580 x 160 mm 25,100

29 172 600 104 1 (LxBxH) 570 x 530 x 230 mm 27,300

29 172 601 104 1 (LxBxH) 570 x 530 x 300 mm 27,800

29 172 602 104 1 (LxBxH) 570 x 530 x 260 mm 27,900

29 172 603 104 1 (LxBxH) 570 x 530 x 260 mm 27,900

29 172 604 104 1 (LxBxH) 570 x 530 x 300 mm 27,900

29 173 102 1 (LxBxH) 540 x 580 x 160 mm 26,900

29 173 600 104 1 (LxBxH) 570 x 530 x 230 mm 28,500

29 173 601 104 1 (LxBxH) 570 x 530 x 300 mm 28,700

29 173 602 104 1 (LxBxH) 570 x 530 x 260 mm 28,600

29 173 603 104 1 (LxBxH) 570 x 530 x 260 mm 28,700

29 173 604 104 1 (LxBxH) 570 x 530 x 300 mm 28,700

29 182 102 1 (LxBxH) 540 x 580 x 195 mm 25,800

29 183 102 1 (LxBxH) 540 x 580 x 195 mm 27,600

29 192 102 1 (LxBxH) 540 x 580 x 160 mm 25,300

29 193 102 1 (LxBxH) 540 x 580 x 160 mm 27,400

29 242 30 1 (LxBxH) 540 x 580 x 160 mm 17,900

29 243 30 1 (LxBxH) 540 x 580 x 160 mm 19,900

29 252 30 1 (LxBxH) 540 x 580 x 160 mm 21,500

29 253 30 1 (LxBxH) 540 x 580 x 160 mm 23,500

29 262 31 1 (LxBxH) 540 x 580 x 190 mm 25,300

29 263 31 1 (LxBxH) 540 x 580 x 190 mm 27,100

29 272 31 1 (LxBxH) 540 x 580 x 160 mm 24,400

29 273 31 1 (LxBxH) 540 x 580 x 160 mm 26,200

29 282 31 1 (LxBxH) 540 x 580 x 190 mm 25,100

29 283 31 1 (LxBxH) 540 x 580 x 190 mm 26,900

29 292 31 1 (LxBxH) 540 x 580 x 160 mm 24,600

Artikelnummern – Abmessungen – Gewichte

190



Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

29 293 31 1 (LxBxH) 540 x 580 x 160 mm 26,700

29 341 78 1 (LxBxH) 540 x 580 x 160 mm 19,350

29 351 78 1 (LxBxH) 540 x 580 x 195 mm 23,450

29 361 79 1 (LxBxH) 540 x 580 x 195 mm 26,650

29 371 79 1 (LxBxH) 540 x 580 x 160 mm 26,350

29 381 79 1 (LxBxH) 540 x 580 x 195 mm 27,100

29 391 79 1 (LxBxH) 540 x 580 x 160 mm 28,650

29 442 156 1 (LxBxH) 540 x 580 x 160 mm 17,100

29 443 156 1 (LxBxH) 540 x 580 x 160 mm 18,450

29 452 156 1 (LxBxH) 540 x 580 x 160 mm 21,100

29 453 156 1 (LxBxH) 540 x 580 x 160 mm 23,200

29 462 157 1 (LxBxH) 540 x 580 x 190 mm 24,400

29 463 157 1 (LxBxH) 540 x 580 x 190 mm 26,800

29 472 157 1 (LxBxH) 540 x 580 x 160 mm 24,100

29 473 157 1 (LxBxH) 540 x 580 x 160 mm 25,900

29 482 157 1 (LxBxH) 540 x 580 x 190 mm 24,800

29 483 157 1 (LxBxH) 540 x 580 x 190 mm 26,600

29 492 157 1 (LxBxH) 540 x 580 x 160 mm 24,300

29 493 157 1 (LxBxH) 540 x 580 x 160 mm 26,400

29 542 158 1 (LxBxH) 540 x 580 x 160 mm 18,100

29 543 158 1 (LxBxH) 540 x 580 x 160 mm 19,450

29 552 158 1 (LxBxH) 540 x 580 x 160 mm 22,200

29 553 158 1 (LxBxH) 540 x 580 x 160 mm 24,200

29 562 158 1 (LxBxH) 540 x 580 x 195 mm 25,400

29 563 158 1 (LxBxH) 540 x 580 x 195 mm 27,800

29 572 158 1 (LxBxH) 540 x 580 x 160 mm 25,100

29 573 158 1 (LxBxH) 540 x 580 x 160 mm 26,900

29 582 159 1 (LxBxH) 540 x 580 x 195 mm 25,800

29 583 159 1 (LxBxH) 540 x 580 x 195 mm 27,600

29 592 159 1 (LxBxH) 540 x 580 x 160 mm 25,300

29 593 159 1 (LxBxH) 540 x 580 x 160 mm 27,400

29 742 159 1 (LxBxH) 540 x 580 x 160 mm 17,100

29 743 159 1 (LxBxH) 540 x 580 x 160 mm 18,450

29 752 159 1 (LxBxH) 540 x 580 x 160 mm 21,100

29 753 159 1 (LxBxH) 540 x 580 x 160 mm 23,200

29 762 160 1 (LxBxH) 540 x 580 x 190 mm 24,400

29 763 160 1 (LxBxH) 540 x 580 x 190 mm 26,800

29 772 160 1 (LxBxH) 540 x 580 x 160 mm 24,100

29 773 160 1 (LxBxH) 540 x 580 x 160 mm 25,900

29 782 160 1 (LxBxH) 540 x 580 x 190 mm 24,800

29 783 160 1 (LxBxH) 540 x 580 x 190 mm 26,600

29 792 160 1 (LxBxH) 540 x 580 x 160 mm 24,300

29 793 160 1 (LxBxH) 540 x 580 x 160 mm 26,400

29 930 32 1 (LxBxH) 170 x 220 x 105 mm 1,800

29 940 32 1 (LxBxH) 300 x 250 x 540 mm 7,800

29 976 32 1 Ø    55 x 55  mm 0,060

29 977 161 1 Ø    55 x 55  mm 0,055

29 978 105 1 Ø    55 x 55  mm 0,050

29 979 80 1 Ø    55 x 55  mm 0,050

29 980 32 1 (LxBxH) 650 x 170 x 170 mm 2,240

29 981 32 1 (LxBxH) 650 x 340 x 170 mm 4,100

36 100 114 1 (LxBxH) 360 x 250 x 80 mm 3,100

Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

36 110 114 1 (LxBxH) 200 x 150 x 60 mm 1,200

36 120 114 1 (LxBxH) 250 x 140 x 130 mm 5,800

36 130 114 1 (LxBxH) 230 x 155 x 50 mm 1,300

36 140 114 1 (LxBxH) 150 x 120 x 60 mm 0,150

36 150 114 1 (LxBxH) 100 x 70 x 70 mm 0,608

36 160 115 1 (LxBxH) 120 x 120 x 75 mm 0,642

36 170 116 1 (LxBxH) 440 x 230 x 380 mm 5,378

36 200 115 1 (LxBxH) 410 x 310 x 135 mm 7,100

36 210 115 1 (LxBxH) 200 x 150 x 60 mm 1,200

36 220 115 1 (LxBxH) 250 x 140 x 130 mm 5,800

36 230 116 1 (LxBxH) 230 x 155 x 50 mm 1,300

36 240 116 1 (LxBxH) 150 x 120 x 60 mm 0,150

36 250 116 1 (LxBxH) 135 x 95 x 185 mm 3,940

36 260 116 1 (LxBxH) 120 x 120 x 75 mm 0,739

36 402 117 1 (LxBxH) 445 x 300 x 255 mm 6,300

43 001 152 1 (LxBxH) 900 x 406 x 2100 mm

ca. 112,000

43 002 152 1 (LxBxH) 900 x 406 x 2100 mm

ca. 110,000

43 003 151 1 (LxBxH) 900 x 406 x 2100 mm

ca. 105,000

43 004 153 1 (LxBxH) 450 x 390 x 110 mm 4,900

43 005 153 1 (LxBxH) 810 x 110 x 160 mm 1,700

43 006 153 1 (LxBxH) 450 x 390 x 110 mm 4,600

45 010 63 1 (LxBxH) 1200 x 800 x 1570mm

ca. 328,000

45 014 63 1 (LxBxH) 1200 x 800 x 1230mm

ca. 279,000

45 018 63 1 (LxBxH) 1200 x 800 x 2070 mm

ca. 415,000

45 100 63 1 (LxBxH) 1097 x 698 x 1595mm 88,000

45 101 63 1 (LxBxH) 1097 x 698 x 1200mm 55,000

87 178 68 1 (LxBxH) 660 x 320 x 100 mm 7,100

87 563 67 1 Ø    56 x 530  mm 2,184

87 626 77 1 (LxBxH) 182 x 198 x 208 mm 1,810

90 710 180 1 (LxBxH) 100 x 50 x 2 mm 0,009

90 711 180 1 (LxBxH) 210 x 150 x 2 mm 0,009

90 712 180 1 (LxBxH) 210 x 150 x 2 mm 0,009

90 713 180 1 (LxBxH) 150 x 115 x 1 mm 0,005

90 714 180 1 (LxBxH) 210 x 150 x 2 mm 0,009

90 730 181 1 (LxBxH) 105 x 56 x 41 mm 0,068

90 731 181 1 Ø    110 x 16  mm 0,265

90 732 181 1 (LxBxH) 105 x 56 x 11 mm 0,017

90 745 181 1 (LxBxH) 100 x 50 x 4 mm 0,025

90 746 181 1 (LxBxH) 100 x 9 x 1 mm 0,001

90 760 181 1 (LxBxH) 100 x 9 x 1 mm 0,001

90 761 181 1 (LxBxH) 100 x 9 x 1 mm 0,001

90 762 181 1 (LxBxH) 100 x 9 x 1 mm 0,001

90 763 181 1 (LxBxH) 100 x 9 x 1 mm 0,001

90 764 181 1 (LxBxH) 100 x 9 x 1 mm 0,001

90 765 181 1 (LxBxH) 100 x 9 x 1 mm 0,001

90 980 183 1 - -
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Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

90 984 183 1 - -

90 986 183 1 - -

90 998 183 1 - -

90 995 183 1 - -

Artikel-Nr. Seite VE Abmessungen (Verpackung) Gewicht 

Artikelnummern – Abmessungen – Gewichte
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PRESSOL TEAM
Werkstattbedarf, Anlagenbau

Hamburg, Schleswig-Holstein:
Gerhard Maaß
Hamelskamp 16B
21465 Reinbek
Tel: 04104 902005
Fax: 04104 902100
gerhard.maass@superkabel.de

Mecklenburg-Vorpommern:
Appelhagen & Kolberg
Handelsvertretungen
Unterbaustraße 5
17087 Altentreptow
Tel: 03961 2125-71
Fax: 03961 2125-72
appelhagen-kolberg@t-online.de

Niedersachsen, Bremen,
nördliches Sachsen-Anhalt:
Karl Fedden
Auf dem Esch 22
28832 Achim
Tel.: 04202 629-50
Fax.: 04202 629-66
fedden-tools@t-online.de

Berlin und Brandenburg:
Wolfgang Kumpf
Thurbrucher Steig 47
13503 Berlin-Heiligensee
Tel.: 030 46125-25
Fax: 030 46125-24
w.kumpf@t-online.de

Thüringen,
südliches Sachsen-Anhalt:
Udo Wendelmuth
Erfurter Straße 61
99195 Schwansee
Tel.: 036204 50409
Fax: 036204 51589
info@wendelmuth.de

Sachsen:
Manfred Papperitz
Dresdner Straße 14 a 
01728 Hänichen
Tel: 0351 4720610
Fax: 0351 4014576
PapperitzTools@aol.com

Nordrhein-Westfalen:
Fa. Hast GmbH
Schallbruch 1
42781 Haan
Tel: 02129 2017
Fax: 02129 2018
hastgmbh@hastgmbh.de

Hessen, Rheinland-Pfalz,
Saarland:
Walter Hermes Werksvertretungen KG
Pfingstbornstraße 5
61352 Bad Homburg/ Ober-Eschbach
Tel.: 06172 13889-60
Fax: 06172 13889-69
walter-hermes-kg@t-online.de

Baden-Württemberg:
Frank Hagen
Industrievertretung
Fehrbellinerstraße 25
70499 Stuttgart
Tel.: 0711 13869-77
Fax: 0711 13869-78
vertrieb@vertretunghagen.de

Nord-Bayern:
Obermayer & Dietz
Neulandstraße 56
90469 Nürnberg
Tel.: 0911 425005/06
Fax: 0911 421206
info@dietz-ohg.de

Süd-Bayern:
Karl-Ludwig Petersen
Oberer Leitenweg 22
82418 Murnau
Tel.: 08841 90349
Fax: 08841 49723
petersenmurnau@aol.com

Bayern
Finkenzeller Werkstattausrüstungs GmbH
Hauptstraße 35
86666 Illdorf
Tel.: 08432 1633
Fax: 08432 8584
info@finkenzellerwa-gmbh.de
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Vertretungen Übersee

AFRICA

Ägypten  *D
Union Engineering for Industrial
Instruments
6, Sheikh Mohamed Shalaby street
P.O. Box 1915
Alexandria - Egypt
Tel. +203 47000-30
Fax +203 47000-31
hedo@hedogroup.com

Äthiopien  *A
Ethiopian Scandinavien Trading A.S.
Bärnstensgatan 48 b
S - 25361 Helsingborg
Tel. +46 4 22921-24
Fax +46 4 22921-24

Marokko  *A
Pierre et Denis Jacques Bineau
Boite Postale 154
F - 47005 Agen
Tel. +33 553 669283
Fax +33 553 663037
binfr@infonie.fr

Südafrika  *A
Hansa Agencies (Pty) Ltd.
417/19 Norvic House
93 De Korte Street, Braamfontein
ZA - 2000 Johannesburg
Tel. +27 11 4033297
Fax +27 11 3392669

Tunesien  *A
Pierre et Denis Jacques Bineau
Boite Postale 154
F - 47005 Agen
Tel. +33 553 669283
Fax +33 553 663037
e-mail: binfr@infonie.fr

AMERICA

Brasilien  *D
Bremen Importadora de Equip. Para
Lubrificacao Ltda.
Rua Padre M. Kolbe, no.177 Pav.3
CEP 90250 07
Bairro Humaita - Porto Alegre/RS
Tel. +55 51 33742211
Fax +55 51 33375524
compras@bremenimportadora.com.br

Chile  *A
B.F.B. Representaciones Ferreteras S.A.
La Concepcion 81, Of. 808
Providencia - Santiago
Tel. +56 2 2356693
Fax +56 2 2359596
bfb@entelchile.net

Chile  *D
Ferreteria Amunategui S.A.
Av. Libertador Bernardo 
O'Higgins 1395
Santiago - Chile
Tel. +56 2 6968244
Fax +56 2 6721492
feram@feram.cl

Guatemala  *D
Ferreteria Lewonski S.A.
Boulevard Liberacion 2-29
Zona 9, 01009
Guatemala Ciudad
Tel. +502 2 3343521
Fax +502 2 3326379
import@lewonski.com

Mexiko  *A/D
Gimbel Mexicana S.A. de C.V.
Prol. Moliere #46, esq. Andromaco,
Col Ampliacion Granada
Delg. Miguel Hidalgo, C.P. 11529
C.P. 11201 Mexico D.F.
Tel. +52 55 11012-300
Fax +52 55 11012-323
gimbel@gimbel.com.mx

Peru  *A/D
Heuma S.A.
Calle 31 No. 162-164
Urb. Corpac San Isidro
Lima - PERU
Tel. +51 1 4769290
Fax +51 1 4764083
heuma@infonegocio.net.pe

Belize, Bolivien, Costa Rica,
Ecuador, El Salvador, 
Guyana, Honduras, Karibik, 
Kolumbien, Kuba, Nicaragua, Panama, 
Paraguay, Surinam, Uruguay,
Venezuela
various distributors

Cocaco Trading GmbH
Lempstraße 24
42859 Remscheid
Tel. +49 2191 911-5
Fax +49 2191 911-666
office@cocacotrade.de

Louis Delius GmbH & Co.
Parkallee 32
28209 Bremen
Tel. +49 421 3462032
Fax +49 421 3499368
ventas@louis-delius.com

Eweco-Export KG
L. Wienandt & Co.
Bendemannstraße 9
40210 Düsseldorf
Tel. +49 211 169763-0
Fax +49 211 169763-11
anne.cohaupt@eweco.de

Korff & Honsberg
Daniel-Schürmann-Straße 41
42853 Remscheid
Tel. +49 2191 9252-0
Fax +49 2191 9252-33
korberg@angelito.de

Albert Meissner Sohn GmbH
Industriestraße 33
42287 Wuppertal
Tel. +49 202 26567-0
Fax +49 202 26567-29
meissner@wtal.de

ASIA

Bahrain, Jemen, Katar, Kuwait,
Oman, Saudi Arabien, Vereinigte
Arabische Emirate / V.A.E.   *A
Kistenmacher E.G. & Co.
Sachsenfeld 3/5
20097 Hamburg
Tel. +49 40 236985-0
Fax +49 40 236985-10
info@kistenmacher.de

China, Hong Kong, Indonesien,
Malaysia, Philippinen,
Singapur, Südkorea, Taiwan  *A
Hermann Jaeger GmbH
Bugdahnstraße 5
22767 Hamburg
Tel. +49 40 3069270
Fax +49 40 387523
tools@hunter-hamburg.de

Iran  *A
Spannkraft Artur Rinke & Söhne
GmbH & Co. KG
Klausener Straße 159-163
42899 Remscheid
Tel. +49 2191 9555-0
Fax +49 2191 9555-55
SpannkraftKlausRinke@t-online.de

Israel  *A
Heinr. Sahm u. Söhne GmbH & Co.KG
Burger Straße 26a
42859 Remscheid
Tel. +49 2191 38225
Fax +49 2191 32799
Sahm-Tools@t-online.de

Japan  *A
Kiichi Tools Co., Ltd.
8-14, 3-chome, Itachibori
Nishi-ku
Osaka - Japan
Tel. +81 6 65433932
Fax +81 6 65328611
hirotee@ibm.net

Libanon  *A/D
Edward Sabbagh
Asfar Building
Al-Arz Street
Beirut - Libanon
Tel. +961 1 563300
Fax +961 1 563717
edsabbag@dm.net.lb

Pakistan  *A/D
M.S. Mansoor
14 Musa Market, Shahrah-E-Liaquat
P.O. Box 6726
Karachi - Pakistan
Tel. +92 21 2425060
Fax +92 21 2425060
shoaib-5@cyber.net.pk

Syrien  *A
Joseph & Elie Sanossian
Bustan Gul Ab Street
P.O. Box 6385
Aleppo - Syria
Tel. +963 21 2215313
Fax +963 21 2210765
Jesan@net.sy

Thailand  *A
Behn Meyer Europe GmbH
Ballindamm 1-3
20030 Hamburg
Tel. +49 40 30299-246
Fax +49 40 30299-315
mutke@behnmeyer.de

AUSTRALIA AND 
NEW ZEALAND

Australien  *A/D
Hordern & Company Pty. Ltd.
P.O. Box 350
Artarmon NSW 15700 - Australia
Tel. +61 2 94186-399
Fax +61 2 94186-176
shordern@hordernandco.com.au

Neuseeland  *D
Enterprise Tools
P.O. Box 51734
Pakuranga
Auckland - New Zealand
Tel. +64 9 6360378
Fax +64 9 6360162
johnh,enterprisetools@xtra.co.nz

*A - Agencies     *D - Main Distributors     
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Belgien  *A/D
Raoul Toussaint S.A.N.V.
Dooren, 105
B - 1785 Merchtem
Tel. +32 52 381950
Fax +32 52 374510
info@toussaint.be

Belgien  *GE
Metalced n.v.
Mechelsesteenweg 307
B - 2550 Kontich
Tel. +32 34 577878
Fax +32 34 570968
info@metalced.be

Bosnien-Herzegowina  *D/GE
Unitrade d.o.o.
Put Za Metkovic bb
BIH - 88320 Ljubuski
Tel. +387 39 833815
Fax +387 39 832388
unitrade@unitrade.ba

Bulgarien  *A/D
Euromarket Industrial
Euromarket Business Center
51 Andrei Liaptchev blvd. Mlad
BG - 1797 Sofia
Tel. +359 29 814005
Fax +359 29 815924
emigroup@embrd.nt

Dänemark  *A
Rathlau Berg & Co.
Skyttestraede 34
DK – 2750 Ballerup
Tel. +45 56 6333-96
Fax +45 56 6333-94
info@rathlauberg.dk

Griechenland  *A
Costas I. Kessissoglou
119, Gounari str.
GR - 16561 Athens (Glifada)
Tel. +30 210 96375-20
Fax +30 210 96375-22
kessi@hol.gr

Kroatien  *A/D/GE
Crom d.o.o.
CMP Savica Sanci
Obrtnicka 2
HR - 10000 Zagreb
Tel. +385 12 406246
Fax +385 12 406000
info@crom.hr

Malta  *D
Hardware Merchants Ltd.
Cannon Road
Quormi QRM 05
Malta
Tel. +356 21 485215
Fax +356 21 446532
jospit@hardwaremerchantsltd.com

Moldawien  *D/GE
OLMOSDON
31 August-Str. 105
MD-2012 Kishinev
Tel. +373 2 244319
Fax +373 2 535360
olmosdon@mdl.net

Niederlande  *A
Paul Beumer
Molenstraat 21
NL-6961 DS Eerbeek
Tel.: +31 313650095
Fax: +31 313650975
p.beumer@pressol.com

Norwegen  *A
Ragnar Sten Nessem A/S
Postboks 226
N - 1319 Bekkestua
Tel. +47 67 1088-84
Fax +47 67 1088-85
erik@nessem.no

Österreich  *GE
ATP Kastner Ges.m.b.H.
Trientlgasse 24
A - 6020 Innsbruck
Tel. +43 51 23312-0
Fax +43 51 23312-32
office@atp-kastner.at

Polen  *D
P.TOPOLEWICZ A.GACKOWSKI
TOPEX sp.j.
ul. Pograniczna 2/4
PL - 02285 Warzawa
Tel. +48 225 730-300
Fax +48 225 730-400
office@topex.com.pl

Portugal  *A/D
Kristeller & Lichtenstein, Lda.
Avenida Almirante
Reis, 30-5
P - 1150 018 Lisboa
Tel. +351 21 81241-41/2
Fax +351 21 81241-43
krili@netcabo.pt

Portugal  *GE
Euroaro-Equip. Ofic., Lda.
Rua Fernando Palha, 29-E
P - 1900 692 Lisboa
Tel. +351 218 620700
Fax +351 218 688329
euroaro@civipartes.pt

Rumänien  *A/D/GE
Novatech S.R.L.
Drumul Odaii str. No. 26A
RO - 075100 Otopeni Ilfov
Tel. +40 21 3504301
Fax +40 21 3504304
office@novatech.ro

Schweden  *A/D
LUNA AB
S - 44180 Alingsas
Tel. +46 322 606000
Fax +46 322 606532
luna@luna.se

Schweiz  *A/D
e+h Services AG
Industriestrasse 14
CH - 4658 Daeniken
Tel. +41 622 886-111
Fax +41 622 886-106
info@eh-services.ch

Schweiz  *GE
KSU/A-Technik AG
Lägernstrasse 11
CH - 5610 Wohlen
Tel. +41 566 1977-22
Fax +41 566 1977-33
info@ksu.ch

Slovakei  *D/GE
Homola s.r.o.
Autoservisna technika
Dlhe diely I/18
SK - 84104 Bratislava
Tel. +421 243 4154-50
Fax +421 243 4154-61
homola@homola.sk

Slowenien  *D
Merkur, d.d.
C. na Okroglo 7
SLO - 4202 Naklo
Tel. +386 42 588557
Fax +386 42 588423
jglic.franc@merkur.si

Spanien  *GE
Techno Nydegger SL
C/. Impressors, no 38 parcela 17-3
43800 Valls / Tarragona
Tel. +34 66 6536520

Tschechische Republik  *D
Somax Plus spol. s.r.o.
Nad Hradistem 21
CZ - 31702 Plzen
tel. +420 377 828482
fax +420 377 828482
somax@iol.cz

Tschechische Republik  *GE
Robert Bosch odbytová sro
Pod Visnovkou 25/1661
CZ - 142 01 Praha 4 - Krc
tel. +420 261 300417
fax +420 261 300518
automobilova.diagnostica@cz.bosch.com

Türkei  *A
Universal Trading Co., Ltd.
P.O. Box 297
TR - Istanbul (Sirkeci)
Tel. +90 212 5220991
Fax +90 212 5139718
henrirusso@turk.net

Türkei  *GE
Ekol Endüstri Ekipmanlari
Eski Üsküdar Yolu Cad.
G 37 Sok. No. 2/1, Icerenköy
TR - 81120 Istanbul
Tel. +90 216 5742685
Fax +90 216 5765313
yasartuna@superonline.com

Ukraine  *GE
Robert Bosch Ltd. 
4, Glybochytska Str.
UA - 04050 Kiew 50
Tel. +380 44 4902-402
Fax +380 44 4902-483
vkhpr@ua.bosch.com

Ungarn  *D
Hondimpex Kft.
Kossuth L.u. 48-50
H - 8060 Mór
Tel. +36 22 407852
Fax +36 22 407852
honda@mail.alba.hu

Ungarn  *GE
FTS Szervítechnika Bt.
Küszhegyi út 11/1 sz.
H - 8600 SIÒFOK
Tel. +36 84 313401
Fax +36 84 510523
fts@t-online.hu

Zypern  *A
Andreas M. Miltiades & Co. Ltd.
P.O. Box 215 26
CY - 1510 Nicosia
Tel. +357 2 26608-21
Fax +357 2 26608-27
azouco@cytanet.com.cy

*A - Agencies     *D - Main Distributors     *GE - PRESSOL TEAM Garage Equipment
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BESTELLADRESSE:

PRESSOL Schmiergeräte GmbH
Bartholomäusstraße 26 c • D - 90489 Nürnberg
Tel. +49 911 32441-0 • Fax +49 911 32441-53 
info@pressol.com • www.pressol.com
ILN 41 03810 00000 3 • USt.-IdNr.: DE 133533558

VERSAND-, ANLIEFER- UND SERVICEADRESSE:

PRESSOL Schmiergeräte GmbH 
Parkstraße 7 • D - 93167 Falkenstein
Tel. +49 9462 17-0 • Fax +49 9462 17-208 
info@pressol.com • www.pressol.com
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For detailled product information see

www.fmtag.ch

“There is scarcely 

anything in the world… 

...that some man cannot 

make a little worse,

and sell a little more cheaply.

The person who buys

on price alone is this

man's lawful prey.“

John Ruskin (1819-1900)

essayist and reformer
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LIST OF ABBREVIATIONS

Abbr. Description

Ø diameter

1~AC 1-phase alternate current

3~AC 3-phase alternate current

a male / outer

ABH dispensing tap

ABK battery terminal clips

ABM dimensions

AC alternate current

AD outside diameter, in millimetres

B size of product

BD operating pressure

BM Designed for floor mounting

BSF British Standard Fine/Whitworth 

thread, quality: fine

°C degree Celsius

dB (A) Dezibel, A-weighted noise level 

(referring to silent condition)

D mounting on ceilings

DC direct current

DIN German Institute for Industrial 

Standards

DK sealing cone 

DL air pressure

DN inside diameter, in millimetres

DM Designed for mounting 

on ceilings

EAN-Code European Item Numering 

System (barcode)

EBZM in-line meter

ED operating time

EF calibratable for public sales

EN European Standard

EUS EU-plug

EZP electric gear pump

F filter

FZP Vane pumps

G Whitworth Pipe Thread, 

cylindrical ISO 228 (DIN 259)

GPM For wall mounting

GS tested security

HD high pressure

i female / inside

ILN international location number

IP Protection type

ISO VG International Organization for 

Standardization

kg kilogram

kW kilowatt

Abbr. Description

LBH length x width x height, 

in millimetres

LW width

M metric thread, cylindrical DIN 13

m meter

mm millimeter

mPas millipascalsecond

my 10-6 meter

ND nominal pressure

NEF not calibratable

NW nominal width = inside diameter, 

in millimetres

O Open, not encased

PN nominal pressure or operating 

pressure

PTB Phyiscal Technical Institute of 

Germany

Q heat transfer oil

R Whitworth thread, tapered, 

similar to DIN 3858

SK Quick release adapter

1 SN high pressure hose, 

DIN 20 022 (EN 853)

Part 3 comp. to SAE 100 R1T with 

one braid enforcement

2 SN high pressure hose, 

DIN 20 022 (EN 853)

Part 4 comp. to SAE 100 R2T with 

two braid enforcement

SRL suction pipe length, in millimetres

SW wrench width

TRBF Technical Guideline for 

inflammable fluids

V volt

VA volt-ampere

WHG Water/Enviromental Protecting 

Law (German)

WML left hand wall mounting

WMR Designed for right hand wall 

mounting

ZVA Automatic nozzle valve for Diesel

ZVAB Automatic nozzle valve for Diesel 

with German design approval

ZVABD Automatic nozzle valve for Diesel 

with German design approval 

and swivel

ZVAD Automatic nozzle valve for Diesel 

with swivel

Pumps and systems
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A
Abbr. Description

Alu Aluminium

CSM Hypalon®

E-CTFE Ethylen – Chlortrifluortyhlen 

(Halar®)

EPDM Ethylen – Propylen

FEP Tetrafluorethylen – 

Perfluorpropylen (Teflon®)

FCKW Fluorcarbon

FKM Viton®

FPM Fluor-Polymer (Viton®)

GG Grey cast iron

HDPE High Density Polyethylene

Hyrtel® Hyrtel® is a registered trademark 

of the company Du Pont

LDPE Low Density Polyethylene

Me Brass

MoS2 Molybdenum Disulfide

NBR Perbunan®

NEOP Neoprene

Abbr. Description

PA Polyamid

PC Polycarbonate

PE Polyethylene

PFA Perfluoralkoxy Copolymer 

(Teflon® PFA)

PMP Polymethylpentene (TPX®)

POM Acetalhomopolymer

PP Polypropylene

PS Polystyrol

PSF Polysulfone

PTFE Polytetrafluorethylene (Teflon®)

PVC Polyvinylchloride

PVDF Polyvinylidenfluoride

SAN Styrol-Acrylnitril

SI Silicone rubber

St Steel

VA Stainless steel

VSTB Galvanized sheet steel

ZDG Zinc die-casting

Material



Materials used enable low weight and 

extreme durability.

Pump Housing cast from AlSi 12:

• This material is known for its resistance to seawater, the housing is therefore 

extremely corrosion resistant.

Stator (runner ring) made from grey cast iron: High resistance to wear

Vanes made from PEI: this material has the following benefits:

• High strength and rigidity

• High toughness also in cold conditions

• High form stability

• Self extinguishing

Extremely small tolerances between the vanes and the pump 

chamber enable high suction and delivery performance at 

maximum efficiency.

Powerful Motors

Housings of the DIESELFIxx and DIESELMAxx dispensing stations

are Duracryl coated.

This hard and scratch resistant surface coating is also light-, 

heat-, weather- and solvent proof and has anti-graffiti properties.

6

PUMPS AND SYSTEMS
Vane Pumps
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B

All connections sealed 

with O-rings, no compound 

sealed joints, therefore 

simple dismantling and 

absolute leak security

ensured!

Sea water resistant

Tolerances in pump 

chamber ± 2,50/100 mm, 

achieved through material 

matching and manufacturing 

technique (after assembly 

motor is faced between 

centres!). Thus very high 

efficiency and maximum 

pumping performance is 

possible.

PEI – a thermally stable polymer

Constant operating temperature 200 °C (POM: 100°C)

Self-extinguishing

High temperature resistant

Wear resistant 10 mg/1000 cycles according to ASTM

D1044 (POM: 1000 mg/1000 cycles)

Manufactured to a tolerance of 4/100

Rockwell hardness: R125 (POM: 56 % less)

Running surfaces made 

from grey cast iron with 

flake graphite, providing 

extremely good sliding 

properties.
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PUMPS AND SYSTEMS
Pumps - Vane pumps for diesel

Technical data

connecting cable 

length (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

suction height (m): 4

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

thermal protection: selfresetting

duty cycle (min): continuous operation

type of construction: IMB 3

safety type: IP 54

Materials of parts in 

contact with liquid

seals: NBR 70

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - pump 

housing (mm): ± 0,025

Specification

• Vane pump, with integral bypass

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Mounting of in-line meter NUMERIxx
3, three digits is possible 

(23 193)

Special notes

• Small tolerances provide a high suction-  and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

Hydraulic data

delivery rate at free 

outflow (l/min): 56

discharge pressure (bar): 1,8

Motor data

power consumption (A): 2,4

power (kW): 0,37

torque (Nm): 1,27

speed (rpm): 2800

dimensions LWH (mm): 250 x 115 x 170

weight (kg): 6,3

Package

dimensions LxWxH (mm): 350 x 170 x 225

weight (kg): 6,8

Technical data

Hydraulic data

delivery rate at free 

outflow (l/min): 100

discharge pressure (bar): 2,5

Motor data

power consumption (A): 3,2

power (kW): 0,5

torque (Nm): 4,1

speed (rpm): 1400

dimensions LWH (mm): 320 x 180 x 195

weight (kg): 10,7

Package

dimensions LxWxH (mm): 360 x 175 x 225

weight (kg): 11,3

Item number

23 034

23 036

Diesel pump 60 l/min

230 V-1~AC-50 Hz-EUS

Diesel pump 100 l/min

230 V-1~AC-50 Hz-EUS

Fig. 23 034

Fig. 23 036

B
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PUMPS AND SYSTEMS
Pumps - Vane pumps for diesel

Technical data

dimensions of pump 

LWH (mm): 200 x 150 x 150

weight (kg): 3,5

suction height (m): 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

delivery rate at free 

outflow (l/min): 35

suction height (m): 3

discharge pressure (bar): 1,6

flow media: fuel oil and diesel

Motor data

locking device: 25 A plug-in fuse

duty cycle (min): continuous operation

type of construction: IMB 5

safety type: IP 54

Materials of parts in 

contact with liquid

seals: NBR 70

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

tolerance vane -

pump housing (mm): ± 0,025

Package

dimensions LxWxH (mm): 220 x 170 x 170

weight (kg): 4,0

Specification

• Vane pump, with integral bypass

• On/Off switch

• Locking device

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Mounting of in-line meter NUMERIxx
3, three digits is possible 

(23 193)

Special notes

• Small tolerances provide a high suction-  and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

Motor data

voltage (V): 12 V DC

power consumption (A): 18

power (kW): 0,22

torque (Nm): 0,38

speed (rpm): 3300

Technical data

Motor data

voltage (V): 24 V DC

power consumption (A): 13

power (kW): 0,32

torque (Nm): 0,6

speed (rpm): 3500

Item number

23 012

23 012 824

MOBIFIxx 35 l/min

12 V-DC-ABK

MOBIFIxx 35 l/min

24 V-DC-ABK
Fig. 23 012

Fig. 23 012 824

B
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PUMPS AND SYSTEMS
Pumps - Vane pumps for diesel

Technical data

dimensions of pump 

LWH (mm): 200 x 150 x 150

weight (kg): 4,0

connecting cable with

battery terminal clips: 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

delivery rate at free 

outflow (l/min): 60

suction height (m): 3

discharge pressure (bar): 1,8

flow media: fuel oil and diesel

Motor data

locking device: 40 A plug-in fuse

duty cycle (min): 30

type of construction: IMB 5

safety type: IP 54

Materials of parts in 

contact with liquid

seals: NBR 70

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

tolerance vane - 

pump housing (mm): ± 0,025

Package

dimensions LxWxH (mm): 220 x 170 x 170

Gewicht (kg): 4,5

Specification

• Vane pump, with integral bypass

• On/Off switch

• Locking device

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Mounting of in-line meter NUMERIxx
3, three digits is possible 

(23 193)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

Motor data

voltage (V): 12 V DC

power consumption (A): 32

power (kW): 0,38

torque (Nm): 0,66

speed (rpm): 2500

Technical data

Motor data

voltage (V): 24 V DC

power consumption (A): 28

power (kW): 0,67

torque (Nm): 0,8

speed (rpm): 3500

Item number

23 008

23 008 824

MOBIMAxx 60 l/min

12 V-DC-ABK

MOBIMAxx 60 l/min

24 V-DC-ABK
Fig. 23 008

Fig. 23 008 824

B
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PUMPS AND SYSTEMS
Pumps - Vane pumps for biodiesel

Technical data

dimensions of pump 

LWH (mm): 250 x 115 x 170

weight (kg): 6,3

connecting cable length (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

delivery rate at free 

outflow (l/min): 56

suction height (m): 4

discharge pressure (bar): 1,8

flow media: fuel oil, diesel, BIO-diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

Materials of parts in 

contact with liquid

seals: FKM (Viton®)

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): ± 0,025

Packaging

dimensions LWH (mm): 350 x 170 x 225

weight (kg): 6,8

Specification

• Vane pump, with integral bypass

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Mounting of in-line meter NUMERIxx
3, three digits, FKM is 

possible (23 193 860)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Item number

23 034 860Diesel pump 60 l/min 

230 V-1~AC-50 Hz-EUS-FKM

Fig. 23 034 860

B
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PUMPS AND SYSTEMS
Pumps - Vane pumps for biodiesel

Technical data

dimensions of 

pump LWH (mm): 200 x 150 x 150

weight (kg): 3,5

connecting cable with

battery terminal clips: 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

delivery rate at 

free outflow (l/min): 35

suction height (m): 3

discharge pressure (bar): 1,6

flow media: fuel oil, diesel, BIO-diesel

Motor data

locking device: 25 A plug-in fuse

duty cycle (min): continuous operation

type of construction: IMB 5

safety type: IP 54

Materials of parts in 

contact with liquid

seals: FKM (Viton®)

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

tolerance vane - 

pump housing (mm): ± 0,025

Packaging

dimensions LxWxH (mm): 220 x 170 x 170

weight (kg): 4,0

Specification

• Vane pump, with integral bypass

• On/Off switch

• Locking device

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Mounting of in-line meter NUMERIxx
3, three digits, FKM is 

possible (23 193 860)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

voltage (V): 12 V DC

power consumption (A): 18

power (kW): 0,22

torque (Nm): 0,38

speed (rpm): 3300

Technical data

voltage (V): 24 V DC

power consumption (A): 13

power (kW): 0,32

torque (Nm): 0,6

speed (rpm): 3500

Item number

23 012 860

23 012 862

MOBIFIxx 35 l/min

12 V-DC-ABK-FKM

MOBIFIxx 35 l/min

24 V-DC-ABK-FKM Fig. 23 012 860 

Fig. 23 012 862

B
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PUMPS AND SYSTEMS
Impeller pumps

Functional Principles of Impeller Pump

The eccentrically mounted impeller rotates in the pump chamber.

Due to the eccentricity, as the impeller rotates the volume 

between two flexible blades varies.

On the suction side the impeller is relaxed and the volume 

therefore increased. Fluid is drawn into the resulting vacuum

(Fig. 1).

The fluid is gently transported between blades whose 

separation distance doesn’t change

(Fig. 2).

On the discharge side the impeller is compressed and the 

volume reduced. The resulting over pressure forces the fluid 

into the discharge-line 

(Fig. 3).
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B
Impeller

Pressure sideSuction side

Fig. 1

Fig. 2

Fig. 3
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PUMPS AND SYSTEMS
Pumps - Impeller pumps

Technical data

connecting cable 

length (m): 3

connection, suction side: G 3/4" male

connection, discharge side: G 3/4" male

Hydraulic data

pump design: Impellerpump, selfpriming

delivery rate at free 

outflow (l/min): 30

suction height (m): dry up to 3 m, with liquids 

up to 8 m

discharge pressure (bar): 4

flow media: diesel, mineral oils, greases

Motor data

frequency (Hz): 50

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 2,2

speed (rpm): 2900

type of construction: IMB 3

safety type: IP 54

Materials of parts in 

contact with liquid

material of impeller: NBR (buna N)

pump housing: NIRO 1.4571

axle: NIRO 1.4104

Specification

Mounting of other impellers possible:

• EPDM for liquids with high temperatures, acids and bases

• CR for use with food, tearproof and durable

• FKM for high temperatures, good resistancy angainst 

chemicals

Special notes

• Impeller pumps can almost completely empty container.

• The materials of impeller and gasket can be adjusted to the 

mode of operation.

• The flexible impeller wheel transports liquids and solids 

mixed in the liquid without damage through the pump 

body.

• Impeller pumps can also operate with highly viscous

liquids such as oils and honey as well.

• Impeller pumps reduce maintenance time and costs

by being easy to disassemble.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

Motor data

voltage (V): 230

power consumption (A): 2,6

dimensions of 

pump LWH (mm): 260 x 120 x 180

weight (kg): 7,0

Technical data

Motor data

voltage (V): 400

power consumption (A): 4

dimensions of 

pump LWH (mm): 260 x 120 x 180

weight (kg): 7,2

Item number

23 502

23 504

Impeller pump 30 l/min-Niro 

230 V-1~AC-50 Hz-EUS

Impeller pump 30 l/min-Niro 

400 V-3~AC

Fig. 23 502

Fig. 23 504

B
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PUMPS AND SYSTEMS
Pumps - Impeller pumps

Technical data

connecting cable 

length (m): 3

connection, suction side: Adapter, G 3/4'' male, 60° sealing 

cone, G 1/2'' female (87 965)

connection, discharge side: Adapter, G 3/4'' male, 60° sealing 

cone, G 1/2'' female (87 965)

Hydraulic data

pump design: Impellerpump, selfpriming

delivery rate at free 

outflow (l/min): 30

suction height (m): dry up to 3 m, with liquids

up to 8 m

discharge pressure (bar): 4

flow media: Diesel, mineral oils, greases

Motor data

frequency (Hz): 50

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 2,3

speed (rpm): 2900

type of construction: IMB 3

safety type: IP 54

Materials of parts in 

contact with liquid

material of impeller: NBR (buna N)

pump housing: AlMgSi 1, NIRO 1.4571

axle: NIRO 1.4104

Specification

Mounting of other impellers possible:

• EPDM for liquids with high temperatures, acids and bases

• CR for use with food, tearproof and durable

• FKM for high temperatures, good resistancy angainst 

chemicals

Special notes

• Impeller pumps can almost completely empty container.

• The materials of impeller and gasket can be adjusted to the 

mode of operation.

• The flexible impeller wheel transports liquids and solids 

mixed in the liquid without damage through the pump 

body.

• Impeller pumps can also operate with highly viscous

liquids such as oils and honey as well.

• Impeller pumps reduce maintenance time and costs

by being easy to disassemble.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

Motor data

voltage (V): 230

power consumption (A): 2,6

dimensions of 

pump LWH (mm): 260 x 120 x 180

weight (kg): 7,1

Technical data

Motor data

voltage (V): 400

power consumption (A): 4

dimensions of 

pump LWH (mm): 260 x 120 x 180

weight (kg): 7,3

Item number

23 512

23 514

Impeller pump 30 l/min-Al-X 

230 V-1~AC-50 Hz-EUS

Impeller pump 30 l/min-Al-X 

400 V-3~AC

Fig. 23 512

Fig. 23 514

B
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PUMPS AND SYSTEMS
Pumps - Impeller pumps

Technical data

connecting cable 

length (m): 3

connection, suction side: Adapter, G 3/4'' male, 60° sealing 

cone, G 1/2'' female (87 965)

connection, discharge side: Adapter, G 3/4'' male, 60° sealing 

cone, G 1/2'' female (87 965)

Hydraulic data

pump design: Impellerpump, selfpriming

delivery rate at 

free outflow (l/min): 30

suction height (m): dry up to 3 m, with liquids

up to 8 m

discharge pressure (bar): 4

flow media: Diesel, mineral oils, greases

Motor data

frequency (Hz): 50

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 2,3

speed (rpm): 2900

type of construction: IMB 3

safety type: IP 54

Materials of parts in 

contact with liquid

material of impeller: NBR (buna N)

pump housing: AlMgSi 1

axle: NIRO 1.4104

Specification

Mounting of other impellers possible:

• EPDM for liquids with high temperatures, acids and bases

• CR for use with food, tearproof and durable

• FKM for high temperatures, good resistancy angainst 

chemicals

Special notes

• Impeller pumps can almost completely empty container.

• The materials of impeller and gasket can be adjusted to the 

mode of operation.

• The flexible impeller wheel transports liquids and solids 

mixed in the liquid without damage through the pump 

body.

• Impeller pumps can also operate with highly viscous

liquids such as oils and honey as well.

• Impeller pumps reduce maintenance time and costs

by being easy to disassemble.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

Motor data

voltage (V): 230

power consumption (A): 2,6

dimensions of 

pump LWH (mm): 260 x 120 x 180

weight (kg): 7,1

Technical data

Motor data

voltage (V): 400

power consumption (A): 4

dimensions of 

pump LWH (mm): 260 x 120 x 180

weight (kg): 7,3

Item number

23 522

23 524

Impeller pump 30 l/min-Alu

230 V-1~AC-50 Hz-EUS

Impeller pump 30 l/min-Alu

400 V-3~AC

Fig. 23 522

Fig. 23 524

B



26

PUMPS AND SYSTEMS
Pumps - Impeller pumps

Technical data

connecting cable with 

battery terminal clips: 3

connection, suction side: G 1'' male

connection, discharge side: G 1'' male

Hydraulic data

pump design: Impellerpump, selfpriming

delivery rate at free 

outflow (l/min): 60

suction height (m): dry up to 3 m, with liquids 

up to 8 m

discharge pressure (bar): 4

flow media: Diesel, mineral oils, greases

Motor data

frequency (Hz): 50

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 2,8

speed (rpm): 2900

type of construction: IMB 3

safety type: IP 54

Materials of parts in 

contact with liquid

material of impeller: NBR (buna N)

pump housing: NIRO 1.4571

axle: NIRO 1.4104

Specification

Mounting of other impellers possible:

• EPDM for liquids with high temperatures, acids and bases

• CR for use with food, tearproof and durable

• FKM for high temperatures, good resistancy angainst 

chemicals

Special notes

• Impeller pumps can almost completely empty container.

• The materials of impeller and gasket can be adjusted to the 

mode of operation.

• The flexible impeller wheel transports liquids and solids 

mixed in the liquid without damage through the pump 

body.

• The impellerpumps operate with high viscous liquids such as 

oils and honey, too.

• Impeller pumps reduce maintenance time and costs

by being easy to disassemble.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

Motor data

voltage (V): 230

power consumption (A): 2,4

dimensions of 

pump LWH (mm): 290 x 120 x 180

weight (kg): 7,5

Technical data

Motor data

voltage (V): 400

power consumption (A): 4,2

dimensions of 

pump LWH (mm): 290 x 120 x 180

weight (kg): 7,7

Item number

23 532

23 534

Impeller pump 60 l/min-Niro

230 V-1~AC-50 Hz-EUS

Impeller pump 60 l/min-Niro

400 V-3~AC

Fig. 23 532

Fig. 23 534

B
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PUMPS AND SYSTEMS
Pumps - Impeller pumps

Technical data

connecting cable 

length (m): 3

connection, suction side: G 1'' male

connection, discharge side: G 1'' male

Hydraulic data

pump design: Impellerpump, selfpriming

delivery rate at free 

outflow (l/min): 60

suction height (m): dry up to 3 m, with liquids

up to 8 m

discharge pressure (bar): 4

flow media: Diesel, mineral oils, greases

Motor data

frequency (Hz): 50

power (kW): 0,55

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 2,8

speed (rpm): 2900

type of construction: IMB 3

safety type: IP 54

Materials of parts in 

contact with liquid

material of impeller: NBR (buna N)

pump housing: AlMgSi 1, NIRO 1.4571

axle: NIRO 1.4104

Specification

Mounting of other impellers possible:

• EPDM for liquids with high temperatures, acids and bases

• CR for use with food, tearproof and durable

• FKM for high temperatures, good resistancy angainst 

chemicals

Special notes

• Impeller pumps can almost completely empty container.

• The materials of impeller and gasket can be adjusted to the 

mode of operation.

• The flexible impeller wheel transports liquids and solids 

mixed in the liquid without damage through the pump 

body.

• Impeller pumps can also operate with highly viscous

liquids such as oils and honey as well.

• Impeller pumps reduce maintenance time and costs

by being easy to disassemble.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

Motor data

voltage (V): 230

power consumption (A): 2,4

dimensions of 

pump LWH (mm): 290 x 120 x 180

weight (kg): 7,5

Technical data

Motor data

voltage (V): 400

power consumption (A): 4,2

dimensions of 

pump LWH (mm): 290 x 120 x 180

weight (kg): 7,7

Item number

23 542

23 544

Impeller pump 60 l/min-Al-X

230 V-1~AC-50 Hz-EUS

Impeller pump 60 l/min-Al-X

400 V-3~AC

Fig. 23 542

Fig. 23 544

B
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PUMPS AND SYSTEMS
Pumps - Impeller pumps

Technical data

connecting cable 

length (m): 3

connection, suction side: G 1'' male

connection, discharge side: G 1'' male

Hydraulic data

pump design: Impellerpump, selfpriming

delivery rate at free 

outflow (l/min): 60

suction height (m): dry up to 3 m, with liquids 

up to 8 m

discharge pressure (bar): 4

flow media: Diesel, mineral oils, greases

Motor data

frequency (Hz): 50

power (kW): 0,55

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 2,8

speed (rpm): 2900

type of construction: IMB 3

safety type: IP 54

Materials of parts in 

contact with liquid

material of impeller: NBR (buna N)

pump housing: AlMgSi 1

axle: NIRO 1.4104

Specification

Mounting of other impellers possible:

• EPDM for liquids with high temperatures, acids and bases

• CR for use with food, tearproof and durable

• FKM for high temperatures, good resistancy angainst 

chemicals

Special notes

• The materials of impeller and gasket can be adjusted to the 

mode of operation.

• Impeller pumps can also operate with highly viscous

liquids such as oils and honey as well.

• The flexible impeller wheel transports liquids and solids 

mixed in the liquid without damage through the pump 

body.

• Impeller pumps can almost completely empty container.

• Impeller pumps reduce maintenance time and costs

by being easy to disassemble.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

Motor data

voltage (V): 230

power consumption (A): 2,4

dimensions of 

pump LWH (mm): 290 x 120 x 180

weight (kg): 7,5

Technical data

Motor data

voltage (V): 400

power consumption (A): 4,2

dimensions of 

pump LWH (mm): 290 x 120 x 180

weight (kg): 7,7

Item number

23 552

23 554

Impeller pump 60 l/min-Alu

230 V-1~AC-50 Hz-EUS

Impeller pump 60 l/min-Alu

400 V-3~AC

Fig. 23 552

Fig. 23 554

B
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PUMPS AND SYSTEMS
Pumps - Impeller pumps without motor

Technical data

Hydraulic data

pump design: Impellerpump, selfpriming

suction height (m): dry up to 3 m, with liquids 

up to 8 m

discharge pressure (bar): 4

flow media: Diesel, mineral oils, greases

Materials of parts in 

contact with liquid

material of impeller: NBR (buna N)

pump housing: AlMgSi 1, NIRO 1.4571

axle: NIRO 1.4104

Specification

• Impellerpump to operate drilling machines, fan-belt drives, 

gear engines, hydraulic engines

Mounting of other impellers possible:

• EPDM for liquids with high temperatures, acids and bases

• CR for use with food, tearproof and durable

• FKM for high temperatures, good resistancy angainst 

chemicals

Special notes

• Impeller pumps can almost completely empty container.

• The materials of impeller and gasket can be adjusted to the 

mode of operation.

• The flexible impeller wheel transports liquids and solids 

mixed in the liquid without damage through the pump 

body.

• Impeller pumps can also operate with highly viscous

liquids such as oils and honey as well.

• Impeller pumps reduce maintenance time and costs

by being easy to disassemble.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

connection suction side: G 3/4" male

connection discharge side: G 3/4" male

Hydraulic data

delivery rate at free 

outflow (l/min): 30

dimensions of 

pump LWH (mm): 105 x 105 x 95

weight (kg): 1,3

Technical data

connection, suction side: G 1'' male

connection, discharge side: G 1'' male

Hydraulic data

delivery rate at free 

outflow (l/min): 60

dimensions of 

pump LWH (mm): 105 x 105 x 95

weight (kg): 1,5

Item number

23 500

23 530

Impeller pump unit 30 l/min 

Alu-Niro-Alu-without motor

Impeller pump unit 60 l/min 

Alu-Niro-Alu-without motor

Fig. 23 500

Fig. 23 530

B
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PUMPS AND SYSTEMS
Pumps - Impeller

Technical data

outside diameter (mm): 56

inner diameter (mm): 14

height (mm): 22

quantity of vanes: 9

material of nut: brass

Packaging

dimensions LxWxH (mm): 90 x 70 x 45

weight (kg): 0,067

Specification

• The impeller is a wearing part

• Increasing abrasion effects the features of the pump 

negatively. Delivery output and max. delivery pressure will 

decrease.

• The discharge of abrasive liquids will reduce the life time of 

the impeller. We recommend to reduce the rotation speed.

Following points influence the lifetime of the impeller:

• Working pressure of pump

• Rotational speed

• Lubricating properties of the pumped fluid
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Technical data

material of impeller: Nitrilbutylrubber 

(NBR), Shore 65 A

application: for Diesel, mineral 

oils and greases

Specification

• NBR is shock-resistant and provides good 

mechanical strength. Therefore it is 

recommended for applications with high 

pressure.

Technical data

material of impeller: Ethylen-Propylen-

Dien-Kautschuk 

(EPDM), Shore 68 A

application: acids, bases, 

applications at high 

temperature

Specification

• EPDM provides an enormous flexibility and 

a good mechanical durability

Technical data

material of impeller: Chloropren-

Kautschuk (CR), 

Shore 70 A

application: food, +3° C up to 

+80° C

Specification

• CR is hardly inflammable, tearproof and 

durable

• Best lifetime will be offered at a temperature 

not exeeding +55°C

Technical data

material of impeller: Fluorkautschuk 

(FKM), Shore 70 A

application: acids, bases, 

applications at high 

temperature

Specification

• FKM (Viton®) provides very good resistancy 

against chemicals, low mechanical strength

Item number

89 029

89 030

89 031

89 032

Impeller-type A-brass-NBR

Impeller-type A-brass-EPDM 

Impeller-type A-brass-CR

Impeller-type A-brass-FKM

Fig. 89 029

Fig. 89 030

Fig. 89 031

Fig. 89 032

B
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PUMPS AND SYSTEMS
Pumps - Impeller

Technical data

outside diameter (mm): 56

inner diameter (mm): 14

height (mm): 22

quantity of vanes: 9

material of nut: NIRO 1.4571

Packaging

dimensions LxWxH (mm): 90 x 70 x 45

weight (kg): 0,067

Specification

• The impeller is a wearing part

• Increasing abrasion effects the features of the pump 

negatively. Delivery output and max. delivery pressure will 

decrease.

• The discharge of abrasive liquids will reduce the life time of 

the impeller. We recommend to reduce the rotation speed.

Following points influence the lifetime of the impeller:

• Working pressure of pump

• Rotational speed

• Lubricating properties of the pumped fluid
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Technical data

material of impeller: Nitrilbutylrubber 

(NBR), Shore 65 A

application: for Diesel, mineral 

oils and greases

Specification

• NBR is shock-resistant and provides good 

mechanical strength. Therefore it is 

recommended for applications with high 

pressure.

Technical data

material of impeller: Ethylen-Propylen-

Dien-Kautschuk 

(EPDM), Shore 68 A

application: acids, bases, 

applications at high 

temperature

Specification

• EPDM provides an enormous flexibility and 

a good mechanical durability

Technical data

material of impeller: Chloropren-

Kautschuk (CR), 

Shore 70 A

application: food, +3° C up to 

+80° C

Specification

• CR is hardly inflammable, tearproof and 

durable

• Best lifetime will be offered at a temperature 

not exeeding +55°C

Technical data

material of impeller: Fluorkautschuk 

(FKM), Shore 70 A

application: acids, bases, 

applications at high 

temperature

Specification

• FKM (Viton®) provides very good resistancy 

against chemicals, low mechanical strength

Item number

89 033

89 034

89 035

89 036

Impeller-type A-Niro-NBR

Impeller-type A-Niro-EPDM 

Impeller-type A-Niro-CR

Impeller-type A-Niro-FKM

B

Fig. 89 033

Fig. 89 034

Fig. 89 035

Fig. 89 036
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PUMPS AND SYSTEMS
Pumps - Impeller

Technical data

outside diameter (mm): 56

inner diameter (mm): 14

height (mm): 44

quantity of vanes: 9

material of nut: brass

Packaging

dimensions LxWxH (mm): 90 x 70 x 45

weight (kg): 0,150

Specification

• The impeller is a wearing part

• Increasing abrasion effects the features of the pump 

negatively. Delivery output and max. delivery pressure will 

decrease.

• The discharge of abrasive liquids will reduce the life time of 

the impeller. We recommend to reduce the rotation speed.

Following points influence the lifetime of the impeller:

• Working pressure of pump

• Rotational speed

• Lubricating properties of the pumped fluid
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Technical data

material of impeller: Nitrilbutylrubber 

(NBR), Shore 65 A

application: for Diesel, mineral 

oils and greases

Specification

• NBR is shock-resistant and provides good 

mechanical strength. Therefore it is 

recommended for applications with high 

pressure.

Technical data

material of impeller: Ethylen-Propylen-

Dien-Kautschuk 

(EPDM), Shore 68 A

application: acids, bases, 

applications at high 

temperature

Specification

• EPDM provides an enormous flexibility and 

a good mechanical durability

Technical data

material of impeller: Chloropren-

Kautschuk (CR), 

Shore 70 A

application: food, +3° C up to 

+80° C

Specification

• CR is hardly inflammable, tearproof and 

durable

• Best lifetime will be offered at a temperature 

not exeeding +55°C

Technical data

material of impeller: Fluorkautschuk 

(FKM), Shore 70 A

application: acids, bases, 

applications at high 

temperature

Specification

• FKM (Viton®) provides very good resistancy 

against chemicals, low mechanical strength

Item number

89 037

89 038

89 039

89 040

Impeller-type B-brass-NBR

Impeller-type B-brass-EPDM 

Impeller-type B-brass-CR

Impeller-type B-brass-FKM

Fig. 89 037

Fig. 89 038

Fig. 89 039

Fig. 89 040
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PUMPS AND SYSTEMS
Pumps - Impeller

Technical data

outside diameter (mm): 56

inner diameter (mm): 14

height (mm): 44

quantity of vanes: 9

material of nut: NIRO 1.4571

Packaging

dimensions LxWxH (mm): 90 x 70 x 45

weight (kg): 0,150

Specification

• The impeller is a wearing part

• Increasing abrasion effects the features of the pump 

negatively. Delivery output and max. delivery pressure will 

decrease.

• The discharge of abrasive liquids will reduce the life time of 

the impeller. We recommend to reduce the rotation speed.

Following points influence the lifetime of the impeller:

• Working pressure of pump

• Rotational speed

• Lubricating properties of the pumped fluid
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Technical data

material of impeller: Nitrilbutylrubber 

(NBR), Shore 65 A

application: for Diesel, mineral 

oils and greases

Specification

• NBR is shock-resistant and provides good 

mechanical strength. Therefore it is 

recommended for applications with high 

pressure.

Technical data

material of impeller: Ethylen-Propylen-

Dien-Kautschuk 

(EPDM), Shore 68 A

application: acids, bases, 

applications at high 

temperature

Specification

• EPDM provides an enormous flexibility and 

a good mechanical durability

Technical data

material of impeller: Chloropren-

Kautschuk (CR), 

Shore 70 A

application: food, +3° C up to 

+80° C

Specification

• CR is hardly inflammable, tearproof and 

durable

• Best lifetime will be offered at a temperature 

not exeeding +55°C

Technical data

material of impeller: Fluorkautschuk 

(FKM), Shore 70 A

application: acids, bases, 

applications at high 

temperature

Specification

• FKM (Viton®) provides very good resistancy 

against chemicals, low mechanical strength

Item number

89 041

89 042

89 043

89 044

Impeller-type B-Niro-NBR

Impeller-type B-Niro-EPDM 

Impeller-type B-Niro-CR

Impeller-type B-Niro-FKM

Fig. 89 041

Fig. 89 042

Fig. 89 043

Fig. 89 044
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PUMPS AND SYSTEMS
Peripheral pumps

Functional Principles of the FLUIDAxx

Before operating the pump it must be filled with fluid, 

after filling it is self-priming. 

When the pump is switched on the paddle wheel transports 

the fluid from the suction side to the discharge side. The pump 

chamber increases in size internally, which results in a pressure drop, 

and the fluid is drawn in

(Fig. 1 and Fig. 2).

On the discharge side the pump chamber reduces in size, 

the over pressure forces the fluid into the discharge-line

(Fig. 3).
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B
Pressure side

Paddle wheelSuction side

Fig. 1

Fig. 2

Fig. 3
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PUMPS AND SYSTEMS
Pumps - Peripheral pumps

Technical data

dimensions of 

pump LWH (mm): 345 x 130 x 175

weight (kg): 7,7

connection, suction side: quick connecting coupler

connection, discharge side: quick connecting coupler

Hydraulic data

pump design: axial gear, selfpriming

delivery rate at free 

outflow (l/min): 45

suction height (m): 4

discharge pressure (bar): 0,8

flow media: Fuel oil, diesel, water

Motor data

voltage (V): 12

power consumption (A): 25

power (kW): 0,3

duty cycle (min): 15

torque (Nm): 0,62

speed (rpm): 2750

safety type: IP 44

Materials of parts in 

contact with liquid

pump housing: brass

Axialrad: brass

Packaging

dimensions LWH (mm): 360 x 170 x 210

weight (kg): 8,5

Specification

• Sea-water resistant

• Integral back-flow valve

• Hose insert with sealing cone DN 25

• Sleeve nuts G 1" female, DN 25

• 2 hose inserts with quick connecting coupler

• 3 hose clips DIN 3017, adjustable from 25-40 mm

• Suction filter (23 180)

• For mounting use mounting set (23 690)

Special notes

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• For any situation in which a battery is not available, such 

as construction sites, in agriculture, on boats etc.



45

Specification

• Designed for floor mounting (BM)

Specification

• Designed for mounting on ceilings (DM)

Specification

• Designed for left hand wall mounting (WML)

Specification

• Designed for right hand wall mounting (WMR)

Item number

23 631

23 632

23 633

23 634

FLUIDAxx 45 l/min 

12 V-DC-SK-SK-BM

FLUIDAxx 45 l/min 

12 V-DC-SK-SK-DM

FLUIDAxx 45 l/min 

12 V-DC-SK-SK-WML

FLUIDAxx 45 l/min 

12 V-DC-SK-SK-WMR

Fig. 23 631

B

Fig. 23 632

Fig. 23 633

Fig. 23 634



46

PUMPS AND SYSTEMS
Pumps - Peripheral pumps

Technical data

dimensions of 

pump LWH (mm): 345 x 130 x 175

weight (kg): 7,7

connection, suction side: G 1" a

connection, discharge side: quick connecting coupler

Hydraulic data

pump design: axial gear, selfpriming

delivery rate at free 

outflow (l/min): 45

suction height (m): 4

discharge pressure (bar): 0,8

flow media: Fuel oil, diesel, water

Motor data

voltage (V): 12

power consumption (A): 25

power (kW): 0,3

duty cycle (min): 15

torque (Nm): 0,62

speed (rpm): 2750

safety type: IP 44

Materials of parts in 

contact with liquid

pump housing: brass

Axialrad: brass

Specification

• Sea-water resistant

• Integral back-flow valve

• Hose insert with sealing cone DN 25

• Sleeve nuts G 1" female, DN 25

• 1 hose insert with quick connection coupler

• 3 hose clips DIN 3017, adjustable from 25-40 mm

• Suction filter (23 180)

• For mounting use mounting set (23 690)

Special notes

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• For any situation in which a battery is not available, such 

as construction sites, in agriculture, on boats etc.
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Specification

• Designed for floor mounting (BM)

Specification

• Designed for mounting on ceilings (DM)

Specification

• Designed for left hand wall mounting (WML)

Specification

• Designed for right hand wall mounting (WMR)

Item number

23 635

23 636

23 637

23 638

FLUIDAxx 45 l/min 

12 V-DC-G 1" male-SK-BM

FLUIDAxx 45 l/min 

12 V-DC-G 1" male-SK-DM

FLUIDAxx 45 l/min 

12 V-DC-G 1" male-SK-WML

FLUIDAxx 45 l/min 

12 V-DC-G 1" male-SK-WMR

Fig. 23 636

Fig. 23 635

Fig. 23 637

Fig. 23 638
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PUMPS AND SYSTEMS
Pumps - Peripheral pumps

Technical data

dimensions of 

pump LWH (mm): 345 x 130 x 175

weight (kg): 7,7

connection, suction side: quick connecting coupler

connection, discharge side: G 1" male

Hydraulic data

pump design: axial gear, selfpriming

delivery rate at free 

outflow (l/min): 45

suction height (m): 4

discharge pressure (bar): 0,8

flow media: fuel oil, diesel, water

Motor data

voltage (V): 12

power consumption (A): 25

power (kW): 0,3

duty cycle (min): 15

torque (Nm): 0,62

speed (rpm): 2750

safety type: IP 44

Materials of parts in 

contact with liquid

pump housing: brass

Axialrad: brass

Specification

• Sea-water resistant

• Integral back-flow valve

• 2 hose inserts with sealing cone DN 25

• 2 sleeve nuts G 1" female, DN 25

• 1 hose insert with quick connection coupler

• 3 hose clips DIN 3017, adjustable from 25-40 mm

• Suction filter (23 180)

• For mounting use mounting set (23 690)

Special notes

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• For any situation in which a battery is not available, such 

as construction sites, in agriculture, on boats etc.
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Specification

• Designed for floor mounting (BM)

Specification

• Designed for mounting on ceilings (DM)

Specification

• Designed for left hand wall mounting (WML)

Specification

• Designed for right hand wall mounting (WMR)

Item number

23 639

23 640

23 641

23 642

FLUIDAxx 45 l/min 

12 V-DC-SK-G 1" male-BM

FLUIDAxx 45 l/min 

12 V-DC-SK-G 1" male-DM

FLUIDAxx 45 l/min 

12 V-DC-SK-G 1" male-WML

FLUIDAxx 45 l/min 

12 V-DC-SK-G 1" male-WMR

Fig. 23 640

Fig. 23 641

Fig. 23 642

Fig. 23 639
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PUMPS AND SYSTEMS
Pumps - Peripheral pumps

Technical data

dimensions of 

pump LWH (mm): 345 x 130 x 175

weight (kg): 7,7

connection, suction side: G 1'' male

connection, discharge side: G 1'' male

Hydraulic data

pump design: axial gear, selfpriming

delivery rate at free 

outflow (l/min): 45

suction height (m): 4

discharge pressure (bar): 0,8

flow media: Fuel oil, diesel, water

Motor data

voltage (V): 12

power consumption (A): 25

power (kW): 0,3

duty cycle (min): 15

torque (Nm): 0,62

speed (rpm): 2750

safety type: IP 44

Materials of parts in 

contact with liquid

pump housing: brass

Axialrad: brass

Specification

• Sea-water resistant

• Integral back-flow valve

• 3 hose inserts with sealing cone DN 25

• 3 sleeve nuts G 1" female, DN 25

• 3 hose clips DIN 3017, adjustable from 25-40 mm

• Suction filter (23 180)

• For mounting use mounting set (23 690)

Special notes

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• For any situation in which a battery is not available, such 

as construction sites, in agriculture, on boats etc.
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Specification

• Designed for floor mounting (BM)

Specification

• Designed for mounting on ceilings (DM)

Specification

• Designed for left hand wall mounting (WML)

Specification

• Designed for right hand wall mounting (WMR)

Item number

23 643

23 644

23 645

23 646

FLUIDAxx 45 l/min 

12 V-DC-G 1" male-G 1" 

male BM

FLUIDAxx 45 l/min 

12 V-DC-G 1" male-G 1" 

male-DM

FLUIDAxx 45 l/min 

12 VDC-G 1" male-G 1" 

male-WML

FLUIDAxx 45 l/min 

12 VDC-G 1" male-G 1" 

male-WMR

Fig. 23 644

Fig. 23 645

Fig. 23 646

Fig. 23 643
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PUMPS AND SYSTEMS
Pumps - Axial rotation pumps

Technical data

dimensions of 

pump LWH (mm): 90 x 120 x 300

weight (kg): 2,5

connecting cable 

length (m): 2

connection container: G 2" male, drum adapter 

and M 64 x 4 male

connection, suction side: G 1'' male

connection, discharge side: G 1'' male

Hydraulic data

pump design: axial gear, not selfpriming

delivery rate at free 

outflow (l/min): 52

suction height (m): 2,5

Discharge height max. (m): 15

flow media: Fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 1,8

power (kW): 0,32

thermal protection: selfresetting

duty cycle (min): continuous operation

Rotations at 0,5 bar 

counterpressure (r.p.m.): 7500

type of construction: IMB 5

safety type: IP 44

material pump housing 

and pump: PA

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 4,5

Specification

• For 200 up to 1000 l container

• Barrel screw coupling , G 2'' male and M 64 x 4 male

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Motor with thermal protection switch, self-resetting

• Illuminated on/off switch

• Valuable sales package
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Specification

• Euro two-pin plug, 2 m cable

Specification

• CH-plug, 2 m cable

Specification

• GB-plug, 2 m cable

Item number

23 730

23 730 939

23 730 932

PREMAxx 52 l/min

230 V-1~AC-50 Hz-EUS

PREMAxx 52 l/min

230 V-1~AC-50 Hz-CHS

PREMAxx 52 l/min

230 V-1~AC-50 Hz-GBS

Fig. 23 730 939

Fig. 23 730 939

B

Fig. 23 730 932
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PUMPS AND SYSTEMS
Pumps - Axial rotation pumps

Technical data

connecting cable with 

battery terminal clips: 2

connection container: G 2" male, drum adapter 

and M 64 x 4 male

connection, suction side: G 1'' male

connection, discharge side: G 1'' male

Hydraulic data

pump design: axial gear, not selfpriming

suction height (m): 2,5

Discharge height max. (m): 15

flow media: Fuel oil and diesel

Motor data

thermal protection: selfresetting

duty cycle (min): continuous operation

Rotations at 0,5 bar 

counterpressure (r.p.m.): 7500

type of construction: IMB 5

safety type: IP 44

material pump 

housing and pump: PA

Specification

• For 200 up to 1000 l container

• Barrel screw coupling , G 2'' male and M 64 x 4 male

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Motor with thermal protection switch, self-resetting

• Battery terminal clips, 2 m cable

• Illuminated on/off switch

• Valuable sales package
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Technical data

Hydraulic data

delivery rate at free 

outflow (l/min): 38

Motor data

voltage (V): 12 V DC

power consumption (A): 14

power (kW): 0,18

dimensions of 

pump LWH (mm): 90 x 120 x 300

weight (kg): 2,5

Packaging

dimensions LWH (mm): 400 x 400 x 220

weight (kg): 4,5

Technical data

Hydraulic data

delivery rate at free 

outflow (l/min): 43

Motor data

voltage (V): 24 V DC

power consumption (A): 10

power (kW): 0,24

dimensions of 

pump LWH (mm): 90 x 120 x 300

weight (kg): 2,4

Packaging

dimensions LWH (mm): 400 x 400 x 220

weight (kg): 4,4

Item number

23 710

23 720

PREMAxx 38 l/min

12 V-DC-ABK

PREMAxx 38 l/min

24 V-DC-ABK

Fig. 23 710

Fig. 23 720

B
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PUMPS AND SYSTEMS
Gear type pumps

Functional Principles of Gear type Pump

In the so-called Internal Gear Pump the motor drive shaft 

drives the pinion, also known as the runner wheel.

Its teeth mesh with the outer gear wheel, causing it 

to rotate. 

During rotation space becomes free between teeth, 

the displacement volume increases and results in 

fluid being drawn in

(Fig. 1).

The fluid is transported to the discharge side. 

The sickle provides a seal between the suction- and 

compression space

(Fig. 2).

As teeth move into teeth spaces the displacement volume 

is reduced and the fluid is forced into the pump outlet 

(Fig. 3).
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Gear

(Gear wheel)

Outside gear wheel

Suction side

Distance hook

Pressure side

Fig. 1

Fig. 2

Fig. 3
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PUMPS AND SYSTEMS
Pumps - Gear type pumps with sickle

Technical data

dimensions of 

pump LWH (mm): 310 x 195 x 205

weight motor 

and pump (kg): 13

connecting cable 

length (m): 1,8

connection, suction side: Adapter, G 3/4'' male, 60° sealing 

cone, G 1/2'' female (87 965)

connection, discharge side: G 1/2'' male

Hydraulic data

pump design: gearwheel pump, selfpriming

delivery rate at free 

outflow (l/min): 10

suction height (m): 3,5

discharge pressure (bar): 10

flow media: oils up to SAE 90

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 5,5

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 2

speed (rpm): 1450

type of construction: IMB 3

safety type: IP 54

Packaging

dimensions LxWxH (mm): 380 x 230 x 265

weight (kg): 13,5

Specification

• On/Off switch

• Adjustable by-pass (pre-set at 7 bar)

• With ventilating valve

• Acc. to TRBF

• Not calibratable

Special notes

Internal gear pump with corrugated filling part. 

This construction effects:

• Marginal inhomogeneous grade of volume flow rate

• Low noise level

• Compact construction

• The longer tooth engagement provides an improved seal 

effect and a better suction and discharge angle

• Optimal suction characteristics
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Item number

23 337Oil pump 10 l/min

230 V-1~AC-50 Hz-EUS

Fig. 23 337

B

Not calibratable
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PUMPS AND SYSTEMS
Pumps - Gear type pumps with sickle

Technical data

dimensions of 

pump LWH (mm): 310 x 320 x 205

weight motor 

and pump (kg): 13

connecting cable 

length (m): 1,8

connection, suction side: Adapter, G 3/4'' male, 60° sealing 

cone, G 1/2'' female (87 965)

connection, 

discharge side: G 1/2'' male

Hydraulic data

pump design: gearwheel pump, selfpriming

delivery rate at free 

outflow (l/min): 10

suction height (m): 3,5

flow media: oils up to SAE 90

Motor data

frequency (Hz): 50

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

speed (rpm): 1450

type of construction: IMB 3

safety type: IP 54

Packaging

dimensions LxWxH (mm): 380 x 360 x 250

weight (kg): 15

Specification

• On/Off switch

• Adjustable by-pass

• With ventilating valve

• Acc. to TRBF

• Not calibratable

Special notes

• Pump for tank and wall mounting

• Pump is designed for use in conjunction with pipe lines up 

to 70 meters, depending on cross section of pipe line

• Recommended accessories for wall mounting:

(19 512) und (19 522), (19 523), (19 523 001)
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Technical data

Hydraulic data

discharge pressure (bar): 10

Motor data

voltage (V): 230

power consumption (A): 5,5

torque (Nm): 2

Technical data

Hydraulic data

discharge pressure (bar): 16

Motor data

voltage (V): 400

power consumption (A): 1,7

torque (Nm): 3,5

Item number

23 321

23 322

Oil pump 10 l/min-set

230 V-1~AC-50 Hz-EUS

Oil pump 10 l/min-set

400 V-3~AC

Fig. 23 321

Fig. 23 322

B

Not calibratable, with diaphragm switch
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PUMPS AND SYSTEMS
Pumps - Gear type pumps with sickle

Technical data

dimensions of 

pump LWH (mm): 310 x 320 x 205

weight motor and 

pump (kg): 13

connecting cable 

length (m): 1,8

connection, suction side: Adapter, G 3/4'' male, 60° sealing 

cone, G 1/2'' female (87 965)

connection, 

discharge side: G 1/2'' male

Hydraulic data

pump design: gearwheel pump, selfpriming

delivery rate at free 

outflow (l/min): 10

suction height (m): 3,5

flow media: oils up to SAE 90

Motor data

frequency (Hz): 50

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

speed (rpm): 1450

type of construction: IMB 3

safety type: IP 54

Packaging

dimensions LxWxH (mm): 380 x 360 x 250

weight (kg): 16,5

Specification

• Calibratable

• Air eliminator

• Adjustable by-pass, overflow valve with external back-flow 

tube 2 m

• With ventilating valve

• Acc. to TRBF

• On-off switch, diaphragm switch, 1,8 m cable

Special notes

• Pump for tank and wall mounting

• Pump is designed for use in conjunction with pipe lines up 

to 70 meters, depending on cross section of pipe line

• Recommended accessories for wall mounting:

(19 512) und (19 522), (19 523), (19 523 001)
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Technical data

Hydraulic data

discharge pressure (bar): 10

Motor data

voltage (V): 230

power consumption (A): 5,5

torque (Nm): 2

Technical data

Hydraulic data

discharge pressure (bar): 16

Motor data

voltage (V): 400

power consumption (A): 1,7

torque (Nm): 3,5

Item number

23 321 030

23 322 030

Oil pump 10 l/min-calibr-set

230 V-1~AC-50 Hz-EUS

Oil pump 10 l/min-calibr-set

400 V-3~AC

Fig. 23 321 030

Fig. 23 322 030

B

Calibratable, with diaphragm switch
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PUMPS AND SYSTEMS
Meters - Oval gear meters, digital

Technical data

connection: G 1/2'' female

nominal width: DN 12

metering principle: oval gears

typical liquids to 

be measured: Engine oils SAE 5 - 50, 

gear oils SAE 80 -240

flow rate (l/min): 0 - 30

Viscosity (mPa s): 8 - 5000

nominal pressure (bar): 70

Operating pressure (bar): min. 0,30

temperature range: -10°C up to +50°C

measuring tolerance: ± 0,5

repetition tolerance: ± 0,3

solution (l): 0,002

Pulses (pulses/l): 216

design: Not calibratable

casing material: Aluminium die casting

display: digital, three digits and two 

decimal digits

Heigth of digits (mm): 8

type of battery: LR1 1,5 V

lifetime of battery: 2200 hours, equivalent to a 

counted quantity of approximately 

3.960.000 litres of oil

Specification

• Swivel (19 616)

• Valve

Special notes

• Housing including the chamber for electronics are made 

of aluminium, cast-rinde will not be finished

• Impact-safe electronics

• Easy to read 5-digits display

• Resettable display

• Rubber buffer provides shock prevention in case of 

rough use.

• The metering precision can be adjusted to the viscosity 

utilizing the calibration scale.

• The user can adjust following indicating units: 

Litres, gallons, pints, quarts
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Specification

• Discharge hose with 90° elbow pipe (19 746)

• Anti-drip nozzle, manual shut-off (19 748)

Specification

• Angled spout (19 741)

• Anti-drip nozzle, automatic shut-off

Technical data

Pre-tested flow 

rate (l/min): 0 - 15

design: calibratable

Specification

• Angled spout (19 741)

Item number

19 698

19 698 950

19 699

Hose end meter 0-30 l/min

Discharge hose

Hose end meter 0-30 l/min

Discharge hose

Hose end meter 0-30 l/min-EF

Discharge spout

Fig. 19 698

Fig. 19 698 950

Fig. 19 699

C

Hose end meters
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PUMPS AND SYSTEMS
Meters - Oval gear meters, digital

Technical data

connection 1: G 1/2'' female

connection 2: G 1/2" female

nominal width: DN 12

metering principle: oval gears

typical liquids to 

be measured: engine oils SAE 5 - 50, 

gear oils SAE 80 -240

flow rate (l/min): 0 - 30

viscosity (mPa s): 8 - 5000

nominal pressure (bar): 70

operating pressure (bar): min. 0,30

temperature range: -10°C up to +50°C

measuring tolerance: ± 0,5

repetition tolerance: ± 0,3

solution (l): 0,002

pulses (pulses/l): 216

design: not calibratable

casing material: aluminium die casting

display: digital, three digits and two 

decimal digits

heigth of digits (mm): 8

type of battery: LR1 1,5 V

lifetime of battery: 2200 hours, equivalent to a 

counted quantity of approximately 

3.960.000 litres of oil

Specification

• The meter can optionally be operated with an external power 

supply 6 - 24 V DC.

• The pulse transmitter provides pulses utilizing a potential-free 

Reed-switch with 5x10 high 8 operating cycles, depending on 

load. Switch load 10 W, 120 VAC

Special notes

• Housing including the chamber for electronics are made of 

aluminium, cast-rinde will not be finished

• Impact-safe electronics

• Easy to read 5-digits display

• Resettable display

• The metering precision can be adjusted to the viscosity 

utilizing the calibration scale.

• The user can adjust following indicating units: 

Litres, gallons, pints, quarts
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Item number

19 698 956Oval gear meter 0-30 l/min

with display-NEF

Fig. 19 698 956

C

In-line installation meters
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PUMPS AND SYSTEMS
Meters - Oval gear meters, digital

Technical data

connection 1: G 1'' female

connection 2: G 1'' female

nominal width: DN 25

metering principle: oval gears

typical liquids to 

be measured: Engine oils, diesel, petrol

Viscosity (mPa s): 2 - 2000

Operating pressure (bar): min. 0,30

Store house 

temperature (°C): -20 bis +70

Store house humidity (%): 95

operating temperature: -10 bis +50

measuring tolerance: ± 0,5

repetition tolerance: ± 0,3

design: Not calibratable

casing material: Aluminium die casting

display: digital, three digits and two 

decimal digits

Heigth of digits (mm): 13

type of battery: 2 x 1,5 V

Specification

• Totalisator for daily operation 5-digits with floating decimal, 

resettable to zero, partition 0,000 up to 99999

• Totalisator 6 digits with floating decimal, partition 0,0 up 

to 999999

• Due to big differences in the viscosity of low temperature 

rapseed oil suffcient flow viscosity of liquid is recommended 

for a trouble-free operation.

Special notes

• Housing including the chamber for electronics are made of 

aluminium, cast-rinde will not be finished

• Impact-safe electronics

• Easy to read 5-digits display

• Resettable display

• The metering precision can be adjusted to the viscosity 

utilizing the calibration scale.

• The user can adjust following indicating units: 

Litres, gallons, pints, quarts
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Technical data

flow rate (l/min): 5 - 60

nominal pressure (bar): 70

burst pressure (bar): 140

solution (l): 0,01

Pulses (pulses/l): 100

decrease of pressure: 0,30 bar/DTE 25

Technical data

flow rate (l/min): 10 - 100

nominal pressure (bar): 30

burst pressure (bar): 60

solution (l): 0,015

Pulses (pulses/l): 66,66

decrease of pressure: 0,50 bar/DTE 25

Technical data

flow rate (l/min): 15 - 150

nominal pressure (bar): 20

burst pressure (bar): 40

solution (l): 0,02

Pulses (pulses/l): 50

decrease of pressure: 0,50 bar/DTE 25

Item number

19 692

19 693

19 694

Oval gear meter 5-60 l/min

with display-NEF

Oval gear meter 10-100 l/min

with display-NEF

Oval gear meter 15-150 l/min

with display-NEF

Fig. 19 692

Fig. 19 693

Fig. 19 694

C

D

E

F

G

H

I

J

K

In-line installation meters
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PUMPS AND SYSTEMS
Meters - In-line meters

Technical data

dimensions LWH (mm): 145 x 110 x 55

weight (kg): 0,29

connection 1: G 1" male

connection 2: G 1" female

liquids to be measured: Diesel, BIO diesel, AdBlue

flow rate (l/min): 10 - 55

temperature range: -10 +60

max. pressure (bar): 2

burst pressure (bar): 4

casing material: POM

display: 4-digits, with 2 decimal digits

partial summation: 9 different part sums individually 

callable, each part sum can be reset

to zero.

total summation: is counted in litres and at 99 999 l 

start at zero, with 1 decimal digit

measuring tolerance: ± 1

metering unit: can be easily calibrated 

(set to PREMAxx at factory)

installation position: horizontal

batteries: Lithium SeZe AA, 3,6 V

Packaging

dimensions LxWxH (mm): 230 x 150 x 65

weight (kg): 0,5

Specification

• Not calibratable

• Suitable for PREMAxx - Diesel pumps or electric Diesel pumps

• Packed in carton box

• With bar code
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Item number

23 287In-line meter 10-55 l/min

with display-NEF

Fig. 23 287

C

Digital for biodiesel and urea
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PUMPS AND SYSTEMS
Meters - Vibrating disk meters

Technical data

exeternal dimensions 

LxBxH (mm): 195 x 155 x 135

weight (kg): 1,9

distance in-/out flange: 175

connection on both ends: G 1'' female

flow rate min. (l/min): 20

flow rate max. (l/min): 120

permitted liquid 

temperature: max. 40

permitted ambient 

temperature: +10 up to +50

measuring tolerance: ± 1

nominal pressure (bar): 3,5

burst pressure (bar): 28

Materials of parts in 

contact with liquid

meter housing: AlSi 12 (sea-water resistant)

measuring chamber 

of flywheel: POM

vane and gear: POM

axle for the flywheel: 1.4305

Packaging

dimensions LxWxH (mm): 185 x 165 x 160

weight (kg): 2

Specification

• Meter: daily meter with 3 digits, resettable, partition 100 ml

• Totalisator 6 digits, accounts in litres

• Totalisator re-starts after 999 999 l with zero
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Technical data

liquids to be measured: diesel, fuel oil, 

selflubricating low 

viscosity liquids

Materials of parts in 

contact with liquid

seals: NBR 70

Special notes

• Meter for various in-line installation

Technical data

liquids to be measured: diesel, fuel oil, 

selflubricating low 

viscosity liquids 

and biodiesel

Materials of parts in 

contact with liquid

seals: FKM (Viton®)

Special notes

• Meter for various in-line installation, 

for biodiesel

Item number

23 193

23 193 860

NUMERIxx
3-G 1" fem/fem

In-line meter

NUMERIxx
3-G 1" fem/fem-FKM

In-line meter-Biodiesel

Fig. 23 193

Fig. 23 193 860

C

In-line meters

In-line meters, for biodiesel
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PUMPS AND SYSTEMS
Nozzle valves and swivels

Technical data

connection: G 1'' female

flow capacity 

max. (l/min): 80

outside diameter 

discharge tube (mm): 34,0

Materials of parts in 

contact with liquid

casing: Polypropylene

seals: NBR (buna N)

switch-off: manually

Working pressure (bar): 0,5 - 4

operating pressure 

max. (bar): 4

weight (kg): 0,3

Technical data

connection: G 1'' female, 

swivel joint

flow capacity 

max. (l/min): 100

outside diameter 

discharge tube (mm): 25,3

Materials of parts in 

contact with liquid

casing: Aluminium

seals: NBR (buna N)

discharge pipe: Steel, galvanized

switch-off: manually

weight (kg): 0,8

Technical data

connection: G 1'' female, 

swivel joint

Materials of parts in

contact with liquid

casing: Aluminium

seals: NBR (buna N)

discharge pipe: Steel, galvanized

switch-off: automatic

Item number

23 161

23 171

23 176

23 178

ZVPP-G 1" fem-80 l/min

Polypropylene

ZVD-G 1" fem-100 l/min

Aluminium

ZVAD-G 1" fem-60 l/min

Aluminium

flow capacity max. (l/min):  60

outside diameter 

discharge tube (mm):  24,0

weight (kg):  1,1

ZVAD-G 1" fem-100 l/min

Aluminium

flow capacity max. (l/min):  100

outside diameter 

discharge tube (mm):  28,2

weight (kg):  1,5

Nozzle valves for diesel

Fig. 23 161

Fig. 23 171

Fig. 23 176



75

Technical data

connection: G 1'' female, 

swivel joint

Materials of parts in 

contact with liquid

casing: Aluminium

seals: NBR (buna N)

discharge pipe: Steel, galvanized

switch-off: automatic

Specification

• With German design approval

Technical data

connection: G 1'' female

flow capacity 

max. (l/min): 60

outside diameter 

discharge tube (mm): 24,0

materials of parts in 

contact with liquid

casing: Aluminium

seals: FKM (Viton®)

discharge pipe: steel, galvanized

switch-off: automatic

weight (kg): 1,1

Specification

• Suitable for BIO-diesel

Technical data

connection: G 1" female, swivel

Materials of parts in 

contact with liquid

casing: Aluminium

seals: FKM (Viton®)

discharge pipe: Steel, galvanized

Specification

• Suitable for BIO-diesel

Item number

23 168

23 160

23 176 861

23 176 860

23 171 860

ZVABD-G 1" fem-60 l/min

Aluminium

flow capacity max. (l/min):  60

outside diameter 

discharge tube (mm):  23,7

weight (kg):  1,2

ZVABD-G 1" fem-100 l/min

Aluminium

flow capacity max. (l/min):  100

outside diameter 

discharge tube (mm):  30,2

weight (kg):  1,6

ZVA-G 1" i - 60 l/min-FKM

Aluminium

ZVAD-G 1" fem-60 l/min-FKM

Aluminium

flow capacity max. (l/min):  60

outside diameter 

discharge tube (mm):  24,0

weight (kg):  1,37

switch-off:  automatic

ZVD-G 1" fem-100 l/min-FKM

Aluminium

flow capacity max. (l/min):  100

outside diameter 

discharge tube (mm):  25,3

weight (kg):  1,7

switch-off:  manually

Nozzle valves for diesel, according to

German calibration law

Fig. 23 168

D

Nozzle valves for biodiesel

Fig. 23 176 861

Fig. 23 176 860

Fig. 23 171 860
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PUMPS AND SYSTEMS
Nozzle valves and swivels

Technical data

flow capacity 

max. (l/min): 60

outside diameter 

discharge tube (mm): 23,7

Materials of parts in 

contact with liquid

casing: Aluminium

seals: FKM (Viton®)

discharge pipe: Steel, galvanized

switch-off: automatic

Specification

• With German design approval

• Suitable for BIO-diesel

Technical data

connection: G 1/2'' female, swivel

flow capacity 

max. (l/min): 30

operating pressure 

max. (bar): 70

Materials of parts in 

contact with liquid

casing: Aluminium

seals: FKM (Viton®)

discharge pipe: stainless steel

switch-off: manually

Specification

• Anti-drip nozzle, automatic shut-off

Item number

23 168 861

23 168 860

19 718

19 718 954

ZVAB-G 1" fem-60 l/min-FKM

Aluminium

connection:  G 1'' female

weight (kg):  0,94

ZVABD-G 1" fem-60 l/min-FKM

Aluminium

connection:  G 1'' female, swivel

weight (kg):  1,2

Filling valve-swivel joint

G 1/2" fem-dispensing spout,

discharge pipe

weight (kg):  0,740

Filling valve-swivel joint

G 1/2" fem-dispensing spout

hose length (mm):  270

outside diameter 

of hose (mm):  10

discharge hose with 90° elbow 

pipe (19 746)

weight (kg):  0,863

Nozzle valves for oil

Fig. 23 168 860

Fig. 19 718

Fig. 19 718 954

Nozzle valves for biodiesel, according to

German calibration 
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Technical data

materials of gaskets in 

contact with liquid

O-ring: NBR 70

Flat sealing: FKM (Viton®)

nominal pressure (bar): 5

material: steel, galvanised

Specification

• To suit automatic control guns for diesel

Technical data

materials of gaskets in 

contact with liquid: FKM (Viton®)

nominal pressure (bar): 5

material: steel, galvanised

Specification

• To suit automatic control guns for diesel

Technical data

material: steel

colour: red, RAL 3011

Specification

• Suitable for ZVD (23 171), ZVAD (23 176), 

(23 178) und ZVABD (23 168), (23 160)

Special notes

• Shapely control valve bracket for mounting 

on container or tank with mounting mterial

Item number

19 623

19 624

19 623 860

19 624 860

23 174

Swivel DN 19

G 3/4" male-G 1" fem

connection 1: G 1'' female

connection 2: G 3/4" male

length:  62,2

weight (kg):  0,26

Swivel DN 19

G 1" male-G 1" female

connection 1:  G 1'' female

connection 2: G 1" male

length:   59

weight (kg):  0,303

Swivel DN 19

G 3/4" male-G 1" fem-FKM

connection 1: G 1'' female

connection 2: G 3/4" male

length:  62,2

weight (kg):  0,26

Swivel DN 19

G 1" male-G 1" fem FKM

connection 1: G 1'' female

connection 2: G 1" male

length:   59

weight (kg):  0,303

Nozzle valve storage bracket

for barrells or tanks

dimensions LWH (mm):

405 x 50 x 120

weight (kg):  1

Swivels

Fig. 19 623

Fig. 19 624

Fig. 19 623 860

Fig. 23 174

Fig. 19 624 860

Swivels for biodiesel

Storage brackets for nozzle valves

D



78

PUMPS AND SYSTEMS
Hoses and hose fittings

Technical data

measuring tolerance 

inside diameter (mm): ± 0,5

measuring tolerance 

outside diameter (mm): ± 0,5

material of inside 

hose and casing: Perbunan (NBR)

casing: Oil and weather 

resistant, 

abrasion-proof

colour of casing: black

reinforcement: Stretch resistant 

textile reinforcement

resistancy: Diesel, gasoline and 

oil resistant

temperature stability: -30 bis +60

working pressure (bar): 3

test pressure (bar): 5

burst pressure (bar): 5 - 7

bend radius (mm): 150

Specification

• Low increase of volume under pressure

• Ideal as hose for reels

Item number

80 371

80 372

Hose for diesel DN 19

nominal diameter (mm):  19

inner diameter (mm):  19

outside diameter (mm): 27

weight (kg/m):  0,46

Hose for diesel DN 25

nominal diameter (mm):  25

inner diameter (mm):  25

outside diameter (mm):  35

weight (kg/m):  0,8

Hoses for diesel

Fig. 80 371



Hose for biodiesel DN 19

nominal diameter (mm):  19

inner diameter (mm):  19

outside diameter (mm):  27

working pressure (bar):  45

burst pressure (bar):  180

bend radius (mm):  110

weight (kg/m):  0,44

Hose for biodiesel DN 25

nominal diameter (mm):  25

inner diameter (mm): 25,4

outside diameter (mm):  34,4

working pressure (bar):  40

burst pressure (bar):  160

bend radius (mm):  130

weight (kg/m):  0,62

79

Technical data

measuring tolerance 

inside diameter (mm): ± 0,5

measuring tolerance 

outside diameter (mm): ± 0,5

material of inside 

hose and casing: Synthetic oil resistant 

rubber

casing: Oil, ozone and 

weather resistant, 

flame-retardant and 

abrasion-proof

colour of casing: black

reinforcement: High guaranteeing 

tensile strength 

textile reinforcement

resistancy: Diesel, gasoline and 

oil resistant, suitable 

for BIO diesel, 

rapseed oil and 

water

temperature stability: -40 up to +100

Specification

• Low increase of volume under pressure

• Ideal as hose for reels

Item number

80 414

80 415

Fig. 80 414

E

Hoses for biodiesel
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PUMPS AND SYSTEMS
Hoses and hose fittings

Technical data

connection 1: G 1" male

connection 2: G 1" female with 

sleeve nut

Wrench size nozzle: 36

Wrench size cap nut: 36

material of 

connection parts: AlSi 12 

(sea-water resistant)

material of seals: NBR (buna N)

design of sealing: O-ring

Specification

• 1 threaded nozzle G 1" male, DN 19 (85 359)

• 1 nozzle with sealing cone G 1" female, 

DN 19 (86 360)

• 1 cap nut DN 19 / DN 25 (85 365)

• 2 tread clips, width 9 mm , 25 - 40 mm, 

acc. to DIN 3017 (23 182)

Special notes

• With the mounting set any hose can be 

equiped with all kind of fittings

• Any length of hose available

• Hose connection by cap-nut screw 

connection

Technical data

connection 1: G 1" male

connection 2: G 1" female with 

sleeve nut

Wrench size nozzle: 36

Wrench size cap nut: 36

material of 

connection parts: AlSi 12 

(sea-water resistant)

material of seals: NBR (buna N)

design of sealing: O-ring

Specification

• 1 threaded nozzle G 1" male, DN 25 (85 363)

• 1 nozzle with sealing cone G 1" female, 

DN 25 (85 364)

• 1 cap nut DN 19 / DN 25 (85 365)

• 2 tread clips, width 9 mm , 25 - 40 mm, 

acc. to DIN 3017 (23 182)

Special notes

• With the mounting set any hose can be 

equiped with all kind of fittings

• Any length of hose available

• Hose connection by cap-nut screw 

connection

Item number

23 140

23 141

Hose fittings-set-DN 19

G 1" male-G 1" fem-60° DK

Hose fittings-set-DN 1259

G 1" male-G 1" fem-60° DK

Hose fittings, sets

Fig. 23 140

Fig. 23 141
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Special notes

• The Ligarex®-Universal-System offers 

universal applications and reduces the need 

for storing large quantities of hose chlips.

• The Ligarex®-Universal-System can be 

utilised in following fields: Sanitary, heating 

and air condition construction, car repair 

service, cable and machine construction, 

electric installation, workshops and

everywhere, where hoses are needed.

• Vibration- and pressure resistant up to 

75 bar, EMPA approved

• Made in Switzerland

• www.ligatech.ch

Item number

23 213

23 214

23 215

Ligarex® strip

galvanized 10 x 0,5 mm

width (mm):  10

roll (m):  25

thickness (mm):  0,5

Specification

• Galvanised

• Rims galvanised

Ligarex® ear

galvanized 10 mm

width (mm):  10

Specification

• Galvanised

Ligarex® gripper

for Ligarex® strip and eyes

Material:  alloyed steel, 

galvanised

Specification

• With pretention spring

Fig. 23 213

Fig. 23 214

Fig. 23 215

Ligarex-Universal-System

E
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PUMPS AND SYSTEMS
Hoses and hose fittings

Technical data

connection 1: G 1" male

connection 2: G 1" female with 

sleeve nut

total length (m): Acc. to customer's 

demands

material outer 

side of hose: SBR is abrasion-

resistant and 

weatherproof

material inner 

side of hose: NBR swelling-

resistant, lixiviation-

resistant and freeze-

resistant, not 

hardening, 

corresponds to 

materia NBR 1 of 

EN 12115

carcase: two stretch 

resistant textile 

reinforcements

colour of inner and 

outside material: black

low-pressure max. (bar): 0,6

operating 

pressure max. (bar): 10

material of 

connection parts: AlSi 12 (sea-water 

resistant)

material of seal: NBR 70

design of sealing: O-ring

Specification

• Marking: Acc. to DIN

• Low increase of volume under pressure

• Ideal as hose for reels

Special notes

• Hose connection by cap-nut screw 

connection

Item number

23 142

23 143

Discharge hose diesel-DN 19

G 1" male-G 1" fem

inner diameter (inch):  3/4"

inner diameter (mm):  19

outside diameter (mm):  27

weight (kg/m):  0,75

Discharge hose diesel-DN 25

G 1" male-G 1" fem

inner diameter (inch):  1"

inner diameter (mm):  25

outside diameter (mm):  37

weight (kg/m):  1

Variable length, press-fitted

Fig. 23 143
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Technical data

connection 1: G 1" male

connection 2: G 1" female with 

sleeve nut

total length (m): Acc. to customer's 

demands

material outer 

side of hose: SBR is abrasion-

resistant and 

weatherproof

material inner 

side of hose: NBR swelling-

resistant, lixiviation-

resistant and freeze-

resistant, not 

hardening, 

corresponds to 

materia NBR 1 of 

EN 12115

carcase: two stretch 

resistant textile 

reinforcements

colour of inner and 

outside material: black

low-pressure max. (bar): 0,6

operating 

pressure max. (bar): 10

material of 

connection parts: AlSi 12 (sea-water 

resistant)

material of seal: FKM (Viton®)

design of sealing: O-ring

Specification

• Marking: Acc. to DIN

• Low increase of volume under pressure

• Ideal as hose for reels

Special notes

• Hose connection by cap-nut screw 

connection

• Sealings suitable for operation with BIO diesel

Item number

23 142 860

23 143 860

Discharge hose diesel-DN 19

G 1" male-G 1" fem-FKM

inner diameter (inch):  3/4"

inner diameter (mm):  19

outside diameter (mm):  27

weight (kg/m):  0,75

Discharge hose diesel-DN 25

G 1" male-G 1" fem-FKM

inner diameter (inch):  1"

inner diameter (mm):  25

outside diameter (mm):  37

weight (kg/m):  1

Fig. 23 143 860

E

Variable length, press-fitted, gaskets 

adapted for biodiesel
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PUMPS AND SYSTEMS
Hoses and hose fittings

Technical data

connection 1: G 1" male

connection 2: G 1" female with 

sleeve nut

inner diameter (inch): 3/4"

inner diameter (mm): 19

outside diameter (mm): 27

material outer 

side of hose: SBR is abrasion-

resistant and 

weatherproof

material inner 

side of hose: NBR swelling-

resistant, lixiviation-

resistant and 

freezeresistant, not 

hardening, 

corresponds to 

materia NBR 1 of 

EN 12115

carcase: two stretch resistant 

textile reinforcements

colour of inner and 

outside material: black

low-pressure max. (bar): 0,6

operating pressure 

max. (bar): 10

material of 

connection parts: AlSi 12 (sea-water 

resistant)

material of seal: NBR 70

design of sealing: O-ring

Specification

• Marking: Acc. to DIN

• Low increase of volume under pressure

• Ideal as hose for reels

Special notes

• Hose connection by cap-nut screw 

connection

Item number

23 155 957

23 155 958

23 157 957

Discharge hose diesel-DN 19

4 m-G 1" male-G 1" fem

total length (m):  4

weight (kg):  2,6

Discharge hose diesel-DN 19

6 m-G 1" male-G 1" fem

total length (m):  6

weight (kg):  3,8

Discharge hose diesel-DN 19

10 m-G 1" male-G 1" fem

total length (m):  10

weight (kg):  6,2

Suction and discharge hoses for diesel,

approximate length

Fig. 23 155 957

Fig. 23 155 958

Fig. 23 157 957



85

Technical data

connection 1: G 1" male

connection 2: G 1" female with 

sleeve nut

inner diameter (inch): 1"

inner diameter (mm): 25

outside diameter (mm): 37

material outer 

side of hose: SBR is abrasion-

resistant and 

weatherproof

material inner 

side of hose: NBR swelling-

resistant, lixiviation-

resistant and 

freeze-resistant, not 

hardening, 

corresponds to 

material NBR 1 of 

EN 12115

carcase: two stretch resistant 

textile reinforcements

colour of inner and 

outside material: black

low-pressure max. (bar): 0,5

operating pressure 

max. (bar): 10

material of 

connection parts: AlSi 12 (sea-water 

resistant)

material of seal: NBR 70

design of sealing: O-ring

Specification

• Marking: Acc. to DIN

• Low increase of volume under pressure

• Ideal as hose for reels

Special notes

• Hose connection by cap-nut screw 

connection

Item number

23 154

23 156

23 158 959

23 155 950

23 155 956

23 157 950

Discharge hose diesel-DN 25

0,5 m-G 1" male-G 1" fem

total length (m):  0,5

weight (kg):  0,6

Discharge hose diesel-DN 25

1,6 m-G 1" male-G 1" fem

total length (m):  1,6

weight (kg):  1,5

Discharge hose diesel-DN 25

2 m-G 1" male-G 1" fem

total length (m):  2

weight (kg):  1,8

Discharge hose diesel-DN 25

4 m-G 1" male-G 1" fem

total length (m):  4

weight (kg):  3,4

Discharge hose diesel-DN 25

6 m-G 1" male-G 1" fem

total length (m):  6

weight (kg):  5

Discharge hose diesel-DN 25

10 m-G 1" male-G 1" fem

total length (m):  10

weight (kg):  8,2

Fig. 23 154

Fig. 23 156

Fig. 23 158 959

Fig. 23 155 950

Fig. 23 155 956

Fig. 23 157 950

E
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PUMPS AND SYSTEMS
Hoses and hose fittings

Technical data

connection 1: G 1" male

connection 2: G 1" female with 

sleeve nut

inner diameter (inch): 3/4"

inner diameter (mm): 19

outside diameter (mm): 27

material outer 

side of hose: SBR is abrasion-

resistant and 

weatherproof

material inner 

side of hose: NBR swelling-

resistant, lixiviation-

resistant and 

freeze-resistant, not 

hardening, 

corresponds to 

materia NBR 1 of 

EN 12115

carcase: two stretch resistant 

textile reinforcements

colour of inner and 

outside material: black

low-pressure max. (bar): 0,6

operating pressure 

max. (bar): 10

material of 

connection parts: AlSi 12 (sea-water 

resistant)

material of seal: FKM (Viton®)

design of sealing: O-ring

Specification

• Marking: Acc. to DIN

• Low increase of volume under pressure

• Ideal as hose for reels

Special notes

• Hose connection by cap-nut screw 

connection

• Sealings suitable for operation with 

BIO diesel

Item number

23 155 857

23 155 858

Discharge hose diesel-DN 19

4 m-G 1" male-G 1" fem-FKM

total length (m):  4

weight (kg):  2,6

Discharge hose diesel-DN 19

6 m-G 1" male-G 1" fem-FKM

total length (m):  6

weight (kg):  3,8
Fig. 23 155 857

Fig. 23 155 858

Suction and discharge hoses for diesel, 

approximate length, gaskets adapted for

biodiesel



Fig. 23 158 859

Fig. 23 155 850

Fig. 23 155 856
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Technical data

connection 1: G 1" male

connection 2: G 1" female with 

sleeve nut

inner diameter (inch): 1"

inner diameter (mm): 25

outside diameter (mm): 37

material outer 

side of hose: SBR is abrasion-

resistant and 

weatherproof

material inner 

side of hose: NBR swelling-

resistant, lixiviation-

resistant and 

freeze-resistant, not 

hardening, 

corresponds to 

material NBR 1 of 

EN 12115

carcase: two stretch resistant 

textile reinforcements

colour of inner and 

outside material: black

low-pressure max. (bar): 0,5

operating pressure 

max. (bar): 10

material of 

connection parts: AlSi 12 (sea-water 

resistant)

material of seal: FKM (Viton®)

design of sealing: O-ring

Specification

• Marking: Acc. to DIN

• Low increase of volume under pressure

• Ideal as hose for reels

Special notes

• Hose connection by cap-nut screw 

connection

• Sealings suitable for operation with 

BIO diesel

Item number

23 156 860

23 158 859

23 155 850

23 155 856

Discharge hose diesel-DN 25

1,6 m-G 1" male-G 1" fem-FKM

total length (m):  1,6

weight (kg):  1,5

Discharge hose diesel-DN 25

2 m-G 1" male-G 1" fem-FKM

total length (m):  2

weight (kg):  1,8

Discharge hose diesel-DN 25

4 m-G 1" male-G 1" fem-FKM

total length (m):  4

weight (kg):  3,4

Discharge hose diesel-DN 25

6 m-G 1" male-G 1" fem-FKM

total length (m):  6

weight (kg):  5,0

Fig. 23 156 860

A

B

C

D

E

F

G

H

I

J

K
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PUMPS AND SYSTEMS
Filters and adapters

Technical data

connection: G 1 1/2" female

flow rate max. (l/min): 100

working pressure (bar): 3,4

mesh width (µm): 30

total absobed water: 130

dimensions LWH (mm): 98 x 98 x 140

weight (kg): 0,6

Specification

• Filters particles >30 µm

• Absorbs water up to 130 ml.

• Sealings with grease pre-lubricated

Technical data

material: PA and brass

weight (kg): 0,181

Specification

• For assembly of suction lines, with connecting 

thread male 

Technical data

Connection filter, UNF 16: 1"

connection on both ends: G 1'' female

Quantity of fastening 

screw threads: 2

Fastening screw thread: 2 x M 6

design of thread: Brass sockets

material adpter: AlSi 12

Installation length (mm): 100

dimensions: 98 x 76 x 71,5

weight (kg): 0,4

Item number

23 209

23 198

23 206

Diesel in-line filter

30 µm-100 l/min-G 1 1/2" fem

Plastic in-line filter

G 1" fem-G 1" fem

Adapter Al-filter-2 x M6

G 1" fem-G 1" fem-G 1" male

Diesel filter, water absorbing

Fig. 23 209

Fig. 23 198

Fig. 23 206

Particle filter

Adapters for filter
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Technical data

connection filter, UNF 16: 1 1/2"

connection on both ends G 1'' female

material adpter: AlSi 12

installation length (mm): 100

weight (kg): 0,346

dimensions: 100 x 89 x 80

Item number

23 207Adapter Al-filter

G 1" fem-G 1" fem-G 3/2" male

Fig. 23 207

F
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PUMPS AND SYSTEMS
Accessories

Technical data

length (mm):  960

connection 1: G 1'' female

connection 2: G 2" male, 

drum adapter

Specification

• Galvanized connection angle spout 1", 

annealed cast iron (89 883)

• Drum adapter 2" male (19 526)

• Suction tube 1" with double-ended threads 

(03 346)

• Footvalve with filter (19 890)

Technical data

length (mm):  1600

connection 1: G 1'' female

connection 2: G 2" male, 

drum adapter

Specification

• Galvanized connection angle spout 1", 

annealed cast iron (89 883)

• Drum adapter 2" male (19 526)

• Suction tube 1" with double-ended threads 

(03 346)

• Socket 1" annealed cast iron

• Suction tube 1" with double-ended threads 

(03 348)

• Footvalve with filter (19 890)

Technical data

length (mm):  2100

connection 1: G 1'' female

connection 2: G 2" male, 

drum adapter

Specification

• Galvanized connection angle spout 1", 

annealed cast iron (89 883)

• Drum adapter 2" male (19 526)

• Suction tube 1" with double-ended threads 

(03 346)

• Socket 1" annealed cast iron

• Suction tube 1" with double-ended threads 

(03 348)

• Footvalve with filter (19 890)

Item number

23 177

23 177 950

23 177 952

Suction tube-

G1" fem-G2" male

SRL 860-200/220 l container

Suction tube-

G1" fem-G2" male

SRL 1600 for tanks

Suction tube-

G1" fem-G2" male

SRL 2100 for tanks

length (mm):  2100

Suction tubes

Fig. 23 177

Fig. 23 177 950

Fig. 23 177 952
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Technical data

length (mm): 1600

connection 1: G 1'' female

connection 2: G 2" male, 

drum adapter

Specification

• Suction tube for diesel-2 m-G 1" male-G 1" 

female-DN 25 (23158 959)

• Galvanized connection angle spout 1", 

annealed cast iron (89 883)

• Drum adapter 2" male (19 526)

• Suction tube 1" with double-ended threads 

(03 346)

• Socket 1" annealed cast iron

• Suction tube 1" with double-ended threads 

(03 348)

• Footvalve with filter (19 890)

Technical data

connection: G 1'' female

material of vlve sealing: brass

Materials of parts in 

contact with liquid: PA 6, 1.7102, 1.4021, 

HDPE, galvanized 

sheet steel

Mesh width (mm): 0,81

dimensions LWH (mm): 48 x 48 x 115

weight (kg): 0,3

Specification

• With long thread

• Back-flow valve (19 892)

• Suction filter (23 180)

Technical data

connection on both ends: G 1" i

overall length (mm): 58,5

operating pressure 

max. (bar): 16

material: brass

media: oils, water

dimensions øxL (mm): 44 x 59

weight (kg): 0,218

Item number

23 177 954

19 890

19 892

Suction set-G1" fem-G2" male

SRL 1600 for tanks

Foot valve with strainer

G 1" fem

Foot valve

G 1" fem-G 1" fem

Foot valves and suction filters

Fig. 23 177 954

Fig. 19 890

Fig. 19 892

Suction tubes, with coupling hose

G
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PUMPS AND SYSTEMS
Accessories

Technical data

connection: G 1" a

material of strainer: steel, galvanised

mesh width (mm): 0,81

dimensions LWH (mm): 40 x 40 x 63

weight (kg): 0,06

Technical data

connection 1: G 1'' female

connection 2: G 3/4" male

length (mm): 62,2

materials of gaskets in 

contact with liquid

O-ring: NBR 70

flat sealing: FKM (Viton®)

nominal pressure (bar): 5

material: steel, galvanised

weight (kg): 0,26

Specification

• To suit automatic control guns for diesel 

Technical data

connection 1: G 1'' female

connection 2: G 1" male

length (mm): 59

materials of gaskets in 

contact with liquid

O-ring: NBR 70

flat sealing: FKM (Viton®)

nominal pressure (bar): 5

material: steel, galvanised

weight (kg): 0,303

Specification

• To suit automatic control guns for diesel

Item number

23 180

19 623

19 624

Suction strainer

G 1" male

Swivel DN 19

G 3/4" male-G 1" fem

Swivel DN 19

G 1" male-G 1" fem

Foot valves and suction filters

Fig. 23 180

Fig. 19 623

Fig. 19 624

Swivels
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Technical data

connection 1: G 1'' female

connection 2: G 3/4" male

length (mm): 62,2

materials of gaskets in 

contact with liquid: FKM (Viton®)

nominal pressure (bar): 5

material: steel, galvanised

weight (kg): 0,26

Specification

• Suitable for BIO-diesel

Technical data

connection 1: G 1'' female

connection 2: G 1" a

length (mm): 59

materials of gaskets in 

contact with liquid: FKM (Viton®)

nominal pressure (bar): 5

material: steel, galvanised

weight (kg): 0,303

Specification

• Suitable for BIO-diesel

Technical data

connection 1: G 2" male

connection 2: G 1" male with 

sealing ring

connection 3: G 1" i

material: steel/aluminium

weight (kg): 0,56

Specification

• For container with G 2" inside threads

• For pumps (23 082), (23 083), (23 084), 

(23 085), (23 088), (23 089), (23 092), (23 093)

• Packed in polybag

Item number

19 623 860

19 624 860

19 514

Swivel DN 19

G 3/4" male-G 1" fem-FKM

Swivel DN 19

G 1" male-G 1" fem FKM

Drum adapter

G 2" male-G 1" male

Fig. 19 623 860

Fig. 19 624 860 

Fig. 19 514

Swivels for biodiesel

Drum adapters

G
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PUMPS AND SYSTEMS
Accessories

Technical data

material: steel

colour: red, RAL 3011

dimensions LWH (mm): 405 x 50 x 120

weight (kg): 1

Specification

• Suitable for ZVD (23 171), ZVAD (23 176), 

(23 178) und ZVABD (23 168), (23 160)

Special notes

• Shapely control valve bracket for mounting 

on container or tank with mounting mterial

Technical data

dimensions (mm): 100 x 30 x 45

weight (kg): 0,091

Specification

• Crimp nipple-GD AlSi 12-DN 15,2-60° sealing 

head (85 360)

• Crimp sleeve DN 19 - steel - galvanized, 

GVZ (85 362)

• Cap nut G 1" female - SW 36-GD AlSi 12 

(85 365)

Technical data

dimensions (mm): 73 x 38 x 56

weight (kg): 0,073

Specification

• Crimp nipple-GD AlSi 12-DN 15,2 - 60° sealing 

cone-G 1"-SW 36 (85 359)

• Crimp sleeve DN 19 - steel - galvanized, 

GVZ (85 362)

• O-ring 29 x 2,5 mm - NBR 70 (89 111)

Item number

23 174

23 140 950

23 140 952

Nozzle valve storage bracket

for barrells or tanks

Hose fittings-set-DN 19

60° cone-G 1" fem-SW 36

Hose fittings-set-DN 19

60° cone-G 1" male-SW 36

Storage brackets for nozzle valves

Fig. 23 174 

Fig. 23 140 950

Fig. 23 140 952

Fittings for diesel hoses - O-ring sealed

Fittings sets - O-ring sealed
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Technical data

dimensions (mm): 92 x 41,5 x 49

weight (kg): 0,106

Specification

• Crimp nipple-GD AlSi 12-DN 20,2 - 60° sealing 

cone (85 364)

• Crimp sleeve DN 25 - steel - galvanized, 

GVZ (85 366)

• Sleeve nut G 1" female - SW 36 - GD AlSi 12 

(85 365)

Technical data

dimensions LWH (mm): 77 x 41,5 x 56

weight (kg): 0,093

Specification

• Crimp nipple-GD AlSi 12-DN 20 - 60° sealing 

cone-G 1"-SW 36 (85 363)

• Crimp sleeve DN 25 - steel - galvanized, 

GVZ (85 366)

• O-ring 29 x 2,5 mm - NBR 70 (89 111)

Technical data

dimensions Ø x L (mm): 29,5 x 45

weight (kg): 0,023

Technical data

dimensions Ø x L (mm): 41,6 x 52

weight (kg): 0,043

Item number

23 141 950

23 141 952

85 360 

85 359

Hose fittings-set-DN 25

60° cone-G 1" fem-SW 36

Hose fittings-set-DN 25

60° cone-G 1" male-SW 36

Nipple-GD AlSi 12-DN 15,2

60° cone

Nipple-GD AlSi 12-DN 15,2

60° cone - G 1" - SW 36

Fig. 23 141 950

Fig. 23 141 952

Fig. 85 360

Fig. 85 359

G

Fittings for diesel hoses - O-ring sealed

Parts for fittings for DN 19
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PUMPS AND SYSTEMS
Accessories

Technical data

dimensions Ø x L (mm): 31,5 x 32

weight (kg): 0,03

Technical data

dimensions (mm): 41,6 x 41,6 x 23

weight (kg): 0,038

Specification

• Mineraloil, grease and diesel resistant

Technical data

dimensions Ø x L (mm): 29,5 x 49

weight (kg): 0,023

Technical data

dimensions Ø x L (mm): 41,6 x 56

weight (kg): 0,048

Technical data

dimensions Ø x L (mm): 37 x 39

weight (kg): 0,045

Item number

85 362 

85 365

89 111 

85 364 

85 363 

85 366 

Crimp sleeve DN 19 - steel

galvanized

Cap nut-G 1" fem-SW 36

GD AlSi 12

O-Ring 29 x 2,5 mm

NBR 70

Nipple-GD AlSi 12-DN 20,2

60° cone

Nipple-GD AlSi 12-DN 20,2

60° cone - G 1" - SW 36

Crimp sleeve DN 25 - steel

galvanized

Fig. 85 362 

Fig. 85 365

Fig. 89 111

Fig. 85 364

Fig. 85 363

Fig. 85 366

Fittings for diesel hoses - O-ring sealed

Parts for fittings for DN 19

Fittings for diesel hoses - O-ring sealed

Parts for fittings for DN 25
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Technical data

dimensions (mm): 41,6 x 41,6 x 23

weight (kg): 0,038

Specification

• Mineraloil, grease and diesel resistant

Technical data

Dimensions Ø x L (mm): 37 x 37,5

weight (kg): 0,039

Technical data

Dimensions Ø x L (mm): 37 x 37,5

weight (kg): 38

Technical data

Dimensions Ø x L (mm): 40,5 x 33,8

weight (kg): 0,046

Item number

85 365

89 111

00 928

00 926

85 358

23 218

Cap nut-G 1" fem-SW 36

GD AlSi 12

O-Ring 29 x 2,5 mm

NBR 70

Adapter 

G 3/4" male-G 1/2" male

60° cone i-SW 32

Adapter 

G 3/4" male-G 3/4" male

60° cone i-SW 32

Adapter 

G 1" male - G 1" male

60° cone BES-SW 37

Press fitting

G 1" a-G 1" i-NW 25

A

B

C

D

E

F

G

Fig. 85 365

Fig. 89 111

Fig. 00 928

Fig. 00 926

Fig. 85 358

Fig. 23 218

Adapter with sealing cone - 

O-ring sealed
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PUMPS AND SYSTEMS
Accessories

Technical data

dimensions LWH (mm): 62 x 62 x 41,5

weight (kg): 0,092

Technical data

dimensions (mm): 142,9 x 85 x 82

weight (kg): 0,325

Technical data

dimensions (mm): 82 x 58,8 x 64,5

weight (kg): 0,2

Technical data

dimensions (mm): 45 x 81,8 x 84,4

weight (kg): 0,25

Technical data

dimensions (mm): 82 x 82 x 126,4

weight (kg): 0,38

Item number

85 370 777

89 019

89 014 

89 015

89 016 777 

Adapter 90° - Al - DN 19

G 1" male-G 1" male-DK 60° BES

Tube-GD AlSi 12-DN 30-

L 142,9

SPF 2 x 8,8- SPF 2 x M 8-10°

Angle Al-90°-GD AlSi 12-

DN 25

SPF 2 x 8,8-G 1" fem

Angle Al-90°-GD AlSi 12-

DN 25

SPF 2 x 8,8-G 1" fem-10°

Angle Al-90°-GD AlSi 12-

DN 25

SPF 2 x 8,8-SPF 2 x 8,8-10°

Fig. 85 370 777

Fig. 89 019

Fig. 89 014 

Fig. 89 015

Fig. 89 016 777

Adapter 90° with sealing cone - 

O-ring sealed

Fittings, O-ring sealed - 

Special connecting parts - straight

Fittings, O-ring sealed - 

Special connecting parts - 90°-angled
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Technical data

dimensions (mm): 95 x 130 x 140

weight (kg): 0,414

Technical data

dimensions (mm): 142,9 x 90 x 94

weight (kg): 0,52

Technical data

connection filter, UNF 16: 1"

connection on both ends: G 1'' female

quantity of fastening 

screw threads: 2

fastening screw thread: 2 x M 6

design of thread: Brass sockets

material adpter: AlSi 12

installation length (mm): 100

dimensions (mm): 98 x 76 x 71,5

weight (kg): 0,4

Technical data

connection filter, UNF 16: 1 1/2"

connection on both ends: G 1'' female

material adpter: AlSi 12

installation length (mm): 100

weight (kg): 0,346

dimensions (mm): 100 x 89 x 80

Item number

89 712 777

89 018 

23 206

23 207

Angle Al-90°-GD AlSi 12-

DN 23,5

SPF 2 x 8,8-SPFR Ø 31,5

Adapter Al-filter-SPF 2 x M8

SPF 2 x 8,5-G 1 1/2" -L 142,9

Adapter Al-filter-2 x M6

G 1" fem-G 1" fem-G 1" male

Adapter Al-filter

G 1" fem-G 1" fem-G 3/2" male

Fig. 89 712 777

Fig. 89 018

Fig. 23 206

Fig. 23 207

G

Fittings, O-ring sealed - 

Special connecting parts - for filters
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PUMPS AND SYSTEMS
Accessories

Technical data

dimensions LWH (mm): 81,5 x 43,3 x 27

weight (kg): 0,085

Technical data

Dimensions Ø x L (mm): 46 x 33

weight (kg): 0,044

Technical data

Dimensions Ø x L (mm): 46,2 x 32,8

weight (kg): 0,043

Technical data

connection 1: G 1/2'' male

connection 2: M 16 x 1 female

outside diameter (mm): 21

dimensions LWH (mm): 126 x 21 x 35

weight (kg): 0,150

Specification

• Angled 30°

Item number

89 301

85 071 

01 105 

19 741

Flange-GD AlSi 12-DN 30

SPF 2 x 8,8 - G 1"

Adapter AlSi 12 - DN 24,4

G 1" male-Ø 31,8 mm fem

Adapter AlSi 12 - DN 20,5

G 1" male-Ø 31,8 mm male

Discharge pipe-30°-angled

G 1/2" male-M 16 x 1 female

Fig. 85 071

Fig. 01 105 

Fittings, O-ring sealed - 

Special connecting parts - Flanges

Fittings, O-ring sealed - 

Special connecting parts - for filters

Accessories for in-line meters

Fig. 19 741 

Fig. 89 301 
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Technical data

length (mm): 280

connection: G 1/2'' male

material hose: NBR (buna N)

dimensions LWH (mm): 280 x 110 x 25

weight (kg): 0,273

Specification

• Acc. to DIN 20 021 (EN 854)

• Anti-drip nozzle, manual shut-off

• 90° angled discharge spout

Technical data

connection: G 1/4 '' female

outside diameter (mm): 12

material: Messing

dimensions (mm): Ø 20 x L 55

weight (kg): 0,044

Technical data

connection 1: G 1/2'' female

connection 2: G 1/2'' male

length (mm): 51,8 mm

nominal pressure (bar): 70

material: steel, galvanised

dimensions øxL (mm): 29 x 52

weight (kg): 0,126

Specification

• For hose end meters and filling valves

Item number

19 746

19 748

19 616

Discharge hose-Ø 10 mm

G 1/2" male-anti-drip nozzle

Anti-drip nozzle

G 1/4" female

Swivel joint

G 1/2" fem-G 1/2" male

Fig. 19 746

G

Fig. 19 748

Fig. 19 616
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PUMPS AND SYSTEMS
Sets - Filling stations for diesel

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, at a free flow

discharge pressure (bar): 1,8

suction height (m): 4

flow media: Fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 034)

• On/Off switch through control valve

• In-line meter NUMERIxx
3, three digits (23 193)

• Discharge hose 4 m, DN 25, G 1" male, G 1" female 

(23 155 950)

• ZVABD-G 1" female-60 l/min (23 168)

• Foot valve with filter (19 890)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Suction hose for mounting recommened:

1,6 m (23 156)

2,0 m (23 158 959)

4,0 m (23 155 950)

6,0 m (23 155 956)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• Suface protected with Duracryl (good resistancy against light-, 

heat- and weatherconditions, durable and scratchresistant 

surface, very good slovent resistancy, grafiti-resistant)

• Shapely housing

• Can be directly wall mounted or completed with column 

(23 070) used as filling station.
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Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 18,0

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 22,0

Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 19,0

Specification

• Diesel-exchange filter, 30 µm (23 202)

Special notes

• The diesel exchange-filter filters out particles 

exeeding 30 µm and absorbs water up to a 

total volume of 130 ml.

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 23,0

Item number

23 072

23 073

DIESELFIxx 60 l/min-230 V

1~AC-50 Hz-EUS-ZVABD-4 m

DIESELFIxx 60 l/min-230 V

1~AC-50 Hz-EUS-ZVABD-4 m
Fig. 23 072

H

I

J

K
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PUMPS AND SYSTEMS
Sets - Filling stations for diesel

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, at a free flow

discharge pressure (bar): 1,8

suction height (m): 4

flow media: Fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 22,5

Specification

• Vane pump, with integral bypass (23 034)

• On/Off switch through control valve

• In-line meter NUMERIxx
3, three digits (23 193)

• Discharge hose 6 m, DN 19, G 1" male, G 1" female 

(23 155 958)

• ZVAD-G 1" female-60 l/min (23 176)

• Foot valve with filter (19 890)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Suction hose for mounting recommened:

1,6 m (23 156)

2,0 m (23 158 959)

4,0 m (23 155 950)

6,0 m (23 155 956)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• Suface protected with Duracryl (good resistancy against light-, 

heat- and weatherconditions, durable and scratchresistant 

• Surface, very good slovent resistancy, grafiti-resistant)

• Shapely housing

• Can be directly wall mounted or completed with column 

(23 070) used as filling station.
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Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 18,0

Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 19,0

Specification

• Diesel-exchange filter, 30 µm (23 202)

Special notes

• The diesel exchange-filter filters out particles 

exeeding 30 µm and absorbs water up to a 

total volume of 130 ml.

Item number

23 076

23 077

DIESELFIxx 60 l/min-230 V

1~AC-50 Hz-EUS-ZVAD-6 m

DIESELFIxx 60 l/min-230 V

1~AC-50 Hz-EUS-ZVAD-6 m

Fig. 23 076

H
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PUMPS AND SYSTEMS
Sets - Filling stations for diesel

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 100 l/min, free discharge

discharge pressure (bar): 2

suction height (m): 4

flow media: Fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 3,2

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 4,1

speed (rpm): 1400

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 036)

• On/Off switch through control valve

• In-line meter NUMERIxx
3, three digits (23 193)

• Discharge hose 4 m, DN 25, G 1" male, 

G 1" female (23 155 950)

• ZVABD-G 1" female-100 l/min (23 160)

• Foot valve with filter (19 890)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Suction hose for mounting recommened:

1,6 m (23 156)

2,0 m (23 158 959)

4,0 m (23 155 950)

6,0 m (23 155 956)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• Suface protected with Duracryl (good resistancy against light-,

heat- and weatherconditions, durable and scratchresistant 

surface, very good slovent resistancy, grafiti-resistant)

• Shapely housing

• Can be directly wall mounted or completed with column 

(23 070) used as filling station.



DIESELMAxx 100 l/min-230 V

1~AC-50 Hz-EUS-ZVABD-4 m

DIESELMAxx 100 l/min-230 V

1~AC-50 Hz-EUS-ZVABD-4 m
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Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 21,5

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 28,0

Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 22,5

Specification

• Diesel-exchange filter, 30 µm (23 202)

Special notes

• The diesel exchange-filter filters out 

particles exeeding 30 µm and absorbs 

water up to a total volume of 130 ml.

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 29,0

Item number

23 074

23 075

Fig. 23 075 

H

Fig. 23 074
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PUMPS AND SYSTEMS
Sets - Filling stations for diesel

Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 21,5

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 100 l/min, free discharge

discharge pressure (bar): 2,5

suction height (m): 4

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 3,2

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 4,1

speed (rpm): 1400

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 036)

• On/Off switch through control valve

• In-line meter NUMERIxx
3, three digits (23 193)

• ZVAD-G 1" female-100 l/min (23 178)

• Discharge hose 6 m, DN 25, G 1" male, 

G 1" female (23 155 956)

• Foot valve with filter (19 890)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Suction hose for mounting recommened:

1,6 m (23 156)

2,0 m (23 158 959)

4,0 m (23 155 950)

6,0 m (23 155 956)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• Suface protected with Duracryl (good resistancy against light-,

heat- and weatherconditions, durable and scratchresistant 

surface, very good slovent resistancy, grafiti-resistant)

• Shapely housing

• Can be directly wall mounted or completed with column 

(23 070) used as filling station.
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Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 21,5

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 29,0

Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 22,5

Specification

• Diesel-exchange filter, 30 µm (23 202)

Special notes

• The diesel exchange-filter filters out 

particles exeeding 30 µm and absorbs 

water up to a total volume of 130 ml.

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 30,0

Item number

23 078

23 079

DIESELMAxx 100 l/min-230 V

1~AC-50 Hz-EUS-ZVAD-6 m

DIESELMAxx 100 l/min-230 V

1~AC-50 Hz-EUS-ZVAD-6 m

Fig. 23 078

H

Fig. 23 079
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PUMPS AND SYSTEMS
Sets - Filling stations for biodiesel

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, at a free flow

discharge pressure (bar): 1,8

suction height (m): 4

flow media: Fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 034 860)

• On/Off switch through control valve

• In-line meter NUMERIxx
3, three digits, FKM (23 193 860)

• Discharge hose 4 m, DN 25, G 1" male, G 1" female 

(23 155 950)

• ZVABD-G 1" female-60 l/min (23 176 860)

• Foot valve with filter (19 890)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Suction hose for mounting recommened:

1,6 m (23 156)

2,0 m (23 158 959)

4,0 m (23 155 950)

6,0 m (23 155 956)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• Suface protected with Duracryl (good resistancy against light-,

heat- and weatherconditions, durable and scratchresistant 

surface, very good slovent resistancy, grafiti-resistant)

• Shapely housing

• Can be directly wall mounted or completed with column 

(23 070) used as filling station.
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Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 18

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 22

Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 19

Specification

• Diesel-BIO-exchange filter, 10 µm (23 202 860)

Special notes

• The diesel BIO exchange-filter filters out 

particles exeeding 10 µm. Water cannot be 

absorbed.

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 23

Item number

23 072 860

23 073 860

DIESELFIxx 60 l/min-230 V

1~AC-50 Hz-EUS-ZVABD-FKM-4 m

DIESELFIxx 60 l/min-230 V

1~AC-50 Hz-EUS-ZVABD-FKM-4 m
Fig. 23 073 860

H
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PUMPS AND SYSTEMS
Sets - Filling stations for biodiesel

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, at a free flow

discharge pressure (bar): 1,8

suction height (m): 4

flow media: Fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 034 860)

• On/Off switch through control valve

• In-line meter NUMERIxx
3, three digits, FKM (23 193 860)

• Discharge hose 6 m, DN 19, G 1" male, G 1" female 

(23 155 958)

• ZVAD-G 1" female-60 l/min (23 176 860)

• Foot valve with filter (19 890)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Suction hose for mounting recommened:

1,6 m (23 156)

2,0 m (23 158 959)

4,0 m (23 155 950)

6,0 m (23 155 956)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• Suface protected with Duracryl (good resistancy against light-,

heat- and weatherconditions, durable and scratchresistant 

surface, very good slovent resistancy, grafiti-resistant)

• Shapely housing

• Can be directly wall mounted or completed with column 

(23 070) used as filling station.
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Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 18,0

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 22,5

Technical data

dimensions LWH (mm): 410 x 595 x 365

weight (kg): 19

Specification

• Diesel-BIO-exchange filter, 10 µm (23 202 860)

Special notes

• The diesel BIO exchange-filter filters out 

particles exeeding 10 µm. Water cannot be 

absorbed.

Packaging

dimensions LxWxH (mm): 590 x 380 x 480

weight (kg): 23

Item number

23 076 860

23 077 860 

DIESELFIxx 60 l/min-230 V

1~AC-50 Hz-EUS-ZVAD-FKM-6 m

DIESELFIxx 60 l/min-230 V

1~AC-50 Hz-EUS-F-ZVAD-FKM-6 m
Fig. 23 076 860

A

B

C

D

E

F

G

H



114

PUMPS AND SYSTEMS
Sets - Filling stations - Pedestal

Technical data

dimensions LWH (mm): 480 x 260 x 1040

weight (kg): 22

colour: agate grey, RAL 7038

Specification

• Shapely housing, suitable for (23 07)2 up to 

(23 079)

• Suface protected with Duracryl (good 

resistancy against light-, heat- and 

weatherconditions, durable and 

scratchresistant surface, very good 

slovent resistancy, grafiti-resistant)

Packaging

dimensions LxWxH (mm): 490 x 280 x 1062

weight (kg): 23,0

Item number

23 070 Pedestal 

DIESELFIxx/DIESELMAxx

Fig. 23 070
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Item number

H
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 2, EUS

connection container: G 2" male, drum adapter and 

M 64 x 4 male

connection discharge side: G 1'' male

Hydraulic data

pump design: rotary vane, self-priming

flow rate: 50 l/min, free discharge

discharge pressure (bar): 1,7

suction height (m): 2,5

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,1

power (kW): 0,4

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 0,7

speed (rpm): 2850

type of construction: MEC 63 standard

safety type: IP 54

material pump 

housing and pump: GG

Specification

• For 200 up to 1000 l container

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 25, G 1" male, G 1" female 

(23 155 950)

• Polypropylene nozzle valve, ZV (23 161)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Valuable sales package
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Technical data

dimensions LxWxH (mm): 126 x 180 x 255

weight (kg): 6,2

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 13

Technical data

dimensions LxWxH (mm): 320 x 180 x 255

weight (kg): 8,1

Specification

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 14,9

Item number

23 931

23 932

ROTAxx 50 l/min-230 V-1~AC

50 Hz-EUS-ZVPP-4m

ROTAxx 50 l/min-230 V-1~AC

50 Hz-EUS-ZV-EBZM-4 m
Fig. 23 931 

Fig. 23 932 

H

With drum adapter, 50 l/min, 230 V
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 2, EUS

connection container: G 2" male, drum adapter and 

M 64 x 4 male

connection discharge side: G 1'' male

Hydraulic data

pump design: rotary vane, self-priming

flow rate: 50 l/min, free discharge

discharge pressure (bar): 1,7

suction height (m): 2,5

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,1

power (kW): 0,4

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 0,7

speed (rpm): 2850

type of construction: MEC 63 standard

safety type: IP 54

material pump 

housing and pump: GG

Specification

• For 200 up to 1000 l container

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 25, G 1" male, G 1" female 

(23 155 950)

• Automatic nozzle valve, with German design approval 

ZVAB (23 168 155)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Valuable sales package
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Technical data

dimensions LxWxH (mm): 126 x 180 x 255

weight (kg): 7,2

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 14

Technical data

dimensions LxWxH (mm): 320 x 180 x 255

weight (kg): 9,1

Specification

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

Gewicht (kg): 15,9

Item number

23 934

23 935

ROTAxx 50 l/min-230 V-1~AC

50 Hz-EUS-ZVAB-4 m

ROTAxx 50 l/min-230 V-1~AC

50 Hz-EUS-ZVAB-EBZM-4 m
Fig. 23 934

Fig. 23 935

H

With drum adapter, 50 l/min, 230 V
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 2, EUS

connection container: G 2" male, drum adapter and 

M 64 x 4 male

connection discharge side: G 1'' male

Hydraulic data

pump design: rotary vane, self-priming

flow rate: 50 l/min, free discharge

discharge pressure (bar): 1,7

suction height (m): 2,5

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,1

power (kW): 0,4

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 0,7

speed (rpm): 2850

type of construction: MEC 63 standard

safety type: IP 54

material pump 

housing and pump: GG

Specification

• For 200 up to 1000 l container

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 25, G 1" male, G 1" female 

(23 155 950)

• Automatic nozzle valve, ZVA (23 176 777)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Valuable sales package
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Technical data

dimensions LxWxH (mm): 126 x 180 x 255

weight (kg): 6,8

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 13,7

Technical data

dimensions LxWxH (mm): 320 x 180 x 255

weight (kg): 8,7

Specification

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 15,6

Item number

23 937

23 938

ROTAxx 50 l/min-230 V-1~AC

50 Hz-EUS-ZVA-4 m

ROTAxx 50 l/min-230 V-1~AC

50 Hz-EUS-ZVA-EBZM-4 m

H

Fig. 23 937

Fig. 23 938

With drum adapter, 50 l/min, 230 V
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8, EUS

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, free discharge

discharge pressure (bar): 1,8

suction height (m): 4

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

Materials of parts in 

contact with liquid

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• For 200 up to 1000 l container

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass (23 034)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Automatic nozzle valve ZVADB with German design approval 

and swivel (23 168)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

dimensions LWH (mm): 250 x 115 x 170

weight (kg): 6,3

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 13,0

Technical data

dimensions LWH (mm): 250 x 115 x 470

weight (kg): 8,3

Specification

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 15,3

Item number

23 082

23 083

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-ZVABD-4 m

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-ZVABD-EBZM-4 m

Fig. 23 082

Fig. 23 083

A

B

C

D
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H
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K

With drum adapter, 60 l/min, 230 V
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8, EUS

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, free discharge

discharge pressure (bar): 1,8

suction height (m): 4

flow media: fuel oil, diesel, BIO-diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

Materials of parts in 

contact with liquid

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

seals: Viton®, FKM

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass (23 034 860)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female FKM 

(23 155 857)

• Automatic nozzle valve ZVABD, FKM (23 168 860) with 

German disign approval and swivel

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25, FKM 

(23 156 860)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

dimensions LWH (mm): 250 x 115 x 170

weight (kg): 6,3

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 13,0

Technical data

dimensions LWH (mm): 250 x 115 x 470

weight (kg): 8,3

Specification

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 15,3

Item number

23 082 860

23 083 860

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-ZVABD-FKM-4 m

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-EBZM-ZVABD-FKM-4 m Fig. 23 082 860 

Fig. 23 083 860 

H

With drum adapter, 60 l/min,

230 V, for biodiesel
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8, EUS

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 100 l/min, free discharge

discharge pressure (bar): 2,5

suction height (m): 4

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 3,2

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 4,1

speed (rpm): 1400

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass (23 036)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 25, G 1" male, G 1" female 

(23 155 950)

• Automatic nozzle valve, with German design approval and 

swivel ZVABD (23 160)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.
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Technical data

dimensions LWH (mm): 320 x 180 x 195

weight (kg): 10,7

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 19,5

Technical data

dimensions LWH (mm): 420 x 420 x 520

weight (kg): 12,7

Specification

• In-line meter NUMERIxx
3, three digits 

(23 193)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 21,5

Item number

23 084

23 085

FZP 100 l/min-230 V-1~AC-50 Hz

EUS-ZVABD-4 m

FZP 100 l/min-230 V-1~AC-50 Hz

EUS-EBZM-ZVABD-4 m

Fig. 23 084

Fig. 23 085

H

With drum adapter, 100 l min/ 230 V
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection suction side: G 1'' female

connection discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 80 l/min 20° C, free discharge

66 l/min 20° C, with 4 m hose and 

control nozzle

45 l/min 10° C, with 4 m hose and 

control nozzle

25 l/min 5° C, with 4 m hose and 

control nozzle

discharge pressure (bar): 2,5

suction height (m): 1,6

flow media: rapeseed oil, fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 3,2

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 4,1

speed (rpm): 1400

type of construction: IMB 3

protection class: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 036)

• On/Off switch

• Discharge hose 4 m, DN 25, G 1" male, G 1" female 

(23 155 950)

• Standard control nozzle ZVD (23 171) with swivel joint

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Connecting hose to pump 0,5 m, G 1" male, G1 " female, 

DN 25 (23 154)

• Universal control nozzle storage bracket (23 174)

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Mounting of oval-gear meter (19 728 396) is possible
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Technical data

dimensions of 

pump LWH (mm): 320 x 180 x 195

weight (kg): 10,7 kg

Packaging

dimensions LWH (mm): 420 x 420 x 320

weight (kg): 19,0

Item number

23 084 880Rape oil pump-set

230 V-1~AC-50 Hz-EUS

Fig. 23 084 880

H

With drum adapter, 100 l/min, 230 V, 

for rape oil



130

PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 80 l/min 20° C, free discharge

55 l/min 20° C, with 4 m hose and 

control nozzle

37 l/min10° C, with 4 m hose and 

control nozzle

20 l/min 5° C, with 4 m hose and 

control nozzle

discharge pressure (bar): 2,5

suction height (m): 1,6

flow media: rapeseed oil, fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50 

power consumption (A): 3,2

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 4,1

speed (rpm): 1400

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 036)

• On/Off switch

• discharge hose 4 m, DN 25, G 1" male, G 1" female (23 155 950)

• Standard control nozzle ZVD (23 171) with swivel joint

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Connecting hose to pump 0,5 m, G 1" male, G1 " female, 

DN 25 (23 154)

• Universal control nozzle storage bracket (23 174)

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Digital gear wheel meter (19 728 396)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active
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Technical data

dimensions of 

pump LWH (mm): 320 x 180 x 195

weight (kg): 10,7 kg

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 19,0

Item number

23 085 881Rape oil pump-set-meter

230 V-1~AC-50 Hz-EUS

Fig. 23 085 881

H

With drum adapter, 230 V, 100 l/min,

for rape oil
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 35 l/min, free discharge

discharge pressure (bar): 1,6

suction height (m): 3

flow media: fuel oil and diesel

Motor data

voltage (V): 24

power consumption (A): 13

power (kW): 0,32

locking device: 40 A plug-in fuse

duty cycle (min): 30

torque (Nm): 0,6

speed (rpm): 3500

type of construction: IMB 5

safety type: IP 54

Materials of parts in 

contact with liquid

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass (23 012 824)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Automatic nozzle valve with swivel joint, ZVAD (23 176), 

G 1" female

• Foot valve with filter (19 890)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

dimensions of 

pump LWH (mm): 200 x 150 x 150

weight (kg): 4,0

Packaging

dimensions LxWxH (mm): 520x410x330

weight (kg): 12,5

Technical data

dimensions of 

pump LWH (mm): 200 x 150 x 350

weight (kg): 6

Specification

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 520x410x330

weight (kg): 14,5

Item number

23 086

23 087

MOBIFIxx 35 l/min-24 V-DC

DC-ABK

MOBIFIxx 35 l/min-24 V-DC

DC-ABK-EBZM

Fig. 23 086

Fig. 23 087

H

With drum adapter, 35 l/min, 24 V
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 2

connection container: G 2" male, drum adapter

connection, discharge side: G 1'' male

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 40 l/min, free discharge

discharge pressure (bar): 1,2

suction height (m): 2

flow media: fuel oil and diesel

Motor data

voltage (V): 24

locking device: 15 A plug in fuse

power consumption (A): 11 

power (kW): 0,3 

duty cycle (min): 30

torque (Nm): 0,4

speed (rpm): 2900

type of construction: IMB 5

safety type: IP 54

material pump 

housing and pump: GG / stainless steel

Specification

• For 200 up to 1000 l container

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Valuable sales package
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Technical data

dimensions LxWxH (mm): 202 x 126 x 138

weight (kg): 4

Specification

• Polypropylene nozzle valve, ZVPP (23 161)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 9

Technical data

dimensions LxWxH (mm): 202 x 326 x 138

weight (kg): 6

Specification

• Polypropylene nozzle valve, ZVPP (23 161)

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 11

Technical data

dimensions LxWxH (mm): 202 x 126 x 138

weight (kg): 6

Specification

• Automatic nozzle valve with German design 

approval ZVAB (23 168 155)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 11

Technical data

dimensions LxWxH (mm): 202 x 326 x 138

weight (kg): 8

Specification

• Automatic nozzle valve with German design 

approval ZVAB (23 168 155)

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 13

Item number

23 921

23 922

23 924

23 925

ROTAxx 40 l/min-24 V-DC

ZVPP-ABK

ROTAxx 40 l/min-24 V-DC

ZVPP-ABK-EBZM

ROTAxx 40 l/min-24 V-DC

ZVAB-ABK

ROTAxx 40 l/min-24 V-DC

ZVAB-ABK-EBZM

Fig. 23 921

Fig. 23 922

Fig. 23 924

Fig. 23 925

H

With drum adapter, 40 l/min, 24 V
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 2

connection container: G 2" male, drum adapter

connection, discharge side: G 1'' male

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 40 l/min, free discharge

discharge pressure (bar): 1,2

suction height (m): 2

flow media: fuel oil and diesel

Motor data

voltage (V): 24

locking device: 15 A plug in fuse

power consumption (A): 11

power (kW): 0,3

duty cycle (min): 30

torque (Nm): 0,4

speed (rpm): 2900

type of construction: IMB 5

safety type: IP 54

material pump 

housing and pump: GG / stainless steel

Specification

• For 200 up to 1000 l container

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Valuable sales package
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Technical data

dimensions LxWxH (mm): 202 x 126 x 138

weight (kg): 4,8

Specification

• Automatic nozzle valve, ZVA (23 176 777)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 10

Technical data

dimensions LxWxH (mm): 202 x 326 x 138

weight (kg): 6,8

Specification

• Automatic nozzle valve, ZVA (23 176 777)

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 11

Item number

23 927

23 928

ROTAxx 40 l/min-24 V-DC

ZVA-ABK

ROTAxx 40 l/min-24 V-DC

DC-ZVA-ABK-EBZM

Fig. 23 927 

Fig. 23 928 

H

With drum adapter, 40 l/min, 24 V
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 60 l/min, free discharge

discharge pressure (bar): 1,8

suction height (m): 3

flow media: fuel oil and diesel

Motor data

voltage (V): 24

power consumption (A): 28

power (kW): 0,67

locking device: 40 A plug-in fuse

duty cycle (min): 30

torque (Nm): 0,8

speed (rpm): 3500

type of construction: IMB 5

safety type: IP 54

materials of parts 

in contact with liquid

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane -

pump housing (mm): +/- 0,025

Specification

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass (23 012 824)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Automatic nozzle valve with swivel joint, ZVAD (23 176)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

dimensions of 

pump LWH (mm): 200 x 150 x 150

weight (kg): 4,8

Packaging

dimensions LxWxH (mm): 520 x 410 x 330

weight (kg): 9,8

Technical data

dimensions of 

pump LWH (mm): 200 x 350 x 150

weight (kg): 6,8

Specification

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 520 x 410 x 330

weight (kg): 11,8

Item number

23 088

23 089

MOBIMAxx-60 l/min-24 V

DC-ABK-4 m

MOBIMAxx-60 l/min-24 V

DC-ABK-EBZM-ZVABD-4 m
Fig. 23 088

Fig. 23 089

H

With drum adapter, 60 l/min, 24 V
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 4

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 60 l/min, free discharge

discharge pressure (bar): 2,5

suction height (m): 3

flow media: fuel oil, diesel, BIO-diesel

Motor data

voltage (V): 24

power consumption (A): 28

power (kW): 0,67

locking device: 40 A plug-in fuse

duty cycle (min): 30

torque (Nm): 0,8

speed (rpm): 3500

type of construction: IMB 5

safety type: IP 54

Materials of parts in 

contact with liquid

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

seals: Viton®, FKM

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass (23 008 860)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• In-line meter NUMERIxx
3, three digits, FKM (23 193 860)

• Discharge hose 4 m, DN 19, G 1" male, G 1" female FKM 

(23 155 857)

• Automatic nozzle valve AZVD, FKM (23 176 860) with swivel

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25, FKM 

(23 156 860)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

dimensions of 

pump LWH (mm): 200 x 150 x 150

weight (kg): 4

Packaging

dimensions (mm): 520 x 410 x 330

weight (kg): 11,8

Item number

23 089 860 

MOBIMAxx 60 l/min-24 V-DC

DC-ABK-EBZM-ZVABD-FKM-4 m

Fig. 23 089 860 

H

With drum adapter, 24 V, 60 l/min,

for biodiesel
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 4

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 35 l/min, free discharge

discharge pressure (bar): 1,6

suction height (m): 3

flow media: fuel oil and diesel

Motor data

voltage (V): 12

power consumption (A): 18

power (kW): 0,22

locking device: 25 A plug-in fuse

duty cycle (min): continuous operation

torque (Nm): 0,38

speed (rpm): 3300

type of construction: IMB 5

safety type: IP 54

Materials of parts in 

contact with liquid

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass (23 012)

• On/Off switch

• Siphon protection acc. to WHG (German government regulati-

on for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Automatic nozzle valve with swivel joint, G 1" female, ZVAD

(23 176)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

dimensions of 

pump LWH (mm): 200 x 150 x 150

weight (kg): 3,5

Packaging

dimensions LxWxH (mm): 520 x 410 x 330

weight (kg): 11,8

Technical data

dimensions of 

pump LWH (mm): 200 x 350 x 150

weight (kg): 5,5

Specification

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 520 x 410 x 330

weight (kg): 13,8

Item number

23 090

23 091

MOBIFIxx 35 l/min-12 V-DC

ABK-EBZM-ZVAD-4 m

MOBIFIxx 35 l/min-12 V-DC

DC-ABK-EBZM-4 m

H

With drum adapter, 35 l min, 12 V

Fig. 23 090

Fig. 23 091
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 4

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 35 l/min, free discharge

discharge pressure (bar): 1,6

suction height (m): 3

flow media: fuel oil, diesel, BIO-diesel

Motor data

voltage (V): 12

power consumption (A): 18

power (kW): 0,22

locking device: 25 A plug-in fuse

duty cycle (min): continuous operation

torque (Nm): 0,38

speed (rpm): 3300

type of construction: IMB 5

safety type: IP 54

Materials of parts in 

contact with liquid

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

seals: Viton®, FKM

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass (23 012 860)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female FKM 

(23 155 857)

• Automatic nozzle valve AZVD, FKM (23 176 860) with swivel

• Foot valve with filter (19 890)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25, FKM 

(23 156 860)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.



145

Technical data

dimensions of 

pump LWH (mm): 200 x 350 x 150

weight (kg): 5,5

Packaging

dimensions LxWxH (mm): 520 x 410 x 330

weight (kg): 13,8

Item number

23 090 860 

MOBIFIxx 35 l/min-12 V-DC

ABK-EBZM-ZVAD-FKM-4 m

Fig. 23 090 860 

H

With drum adapter, 12 V, 35 l min, 

for biodiesel
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 2

connection container: G 2" male, drum adapter

connection, discharge side: G 1'' male

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 38 l/min, free discharge

discharge pressure (bar): 1,1

suction height (m): 2

flow media: fuel oil and diesel

Motor data

voltage (V): 12

locking device: 25 A plug-in fuse

power consumption (A): 22

power (kW): 0,26

duty cycle (min): 30

torque (Nm): 0,4

speed (rpm): 2900

type of construction: IMB 5

safety type: IP 54

material pump 

housing and pump: GG / stainless steel

Specification

• For 200 up to 1000 l container

• Barrel screw coupling, G 2'' male

• Vane pump, with integral bypass

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Polypropylene nozzle valve, ZVPP (23161)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Valuable sales package
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Technical data

dimensions LxWxH (mm): 200 x 125 x 140

weight (kg): 4

Specification

• Polypropylene nozzle valve, ZVPP (23 161)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 12

Technical data

dimensions LxWxH (mm): 202 x 325 x 138

weight (kg): 7

Specification

• Polypropylene nozzle valve, ZVPP (23 161)

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 14

Technical data

dimensions LxWxH (mm): 202 x 125 x 138

weight (kg): 6

Specification

• Automatic nozzle valve with German design 

approval ZVAB (23 168 155)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 13

Technical data

dimensions LxWxH (mm): 200 x 350 x 140

weight (kg): 7

Specification

• Automatic nozzle valve with German design 

approval ZVAB (23 168 155)

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 13

Item number

23 911

23 912

23 914

23 915

ROTAxx 38 l/min-12 V-DC

ZVPP-ABK

ROTAxx 38 l/min-12 V-DC

ZVPP-ABK-EBZM

ROTAxx 38 l/min-12 V-DC

ABK-ZVAB-4 m

ROTAxx 38 l/min-12 V-DC

ABK-ZVAB-EBZM-4 m

H

With drum adapter, 38 l min, 12 V

Fig. 23 911

Fig. 23 912

Fig. 23 914

Fig. 23 915
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 2

connection container: G 2" male, drum adapter

connection, discharge side: G 1'' male

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 38 l/min, free discharge

discharge pressure (bar): 1,1

suction height (m): 2

flow media: fuel oil and diesel

Motor data

voltage (V): 12

locking device: 25 A plug-in fuse

power consumption (A): 22

power (kW): 0,26

duty cycle (min): 30

torque (Nm): 0,4

speed (rpm): 2900

type of construction: IMB 5

safety type: IP 54

material pump 

housing and pump: GG / stainless steel

Specification

• For 200 up to 1000 l container

• Barrel screw coupling, G 2'' male

• Vane pump, with integral bypass

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Automatic nozzle valve, ZVA (23 176 777)

• Polypropylene nozzle valve, ZVPP (23 161)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Valuable sales package
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Technical data

dimensions LxWxH (mm): 200 x 130 x 140

weight (kg): 5

Specification

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 13

Technical data

dimensions LxWxH (mm): 200 x 350 x 140

weight (kg): 7

Specification

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 13

Item number

23 917

23 918

ROTAxx 38 l/min-12 V-DC

ABK-ZVA-4 m

ROTAxx 38 l/min-12 V-DC

ZVA-ABK-EBZM-4 m

H

With drum adapter, 38 l/min, 12 V

Fig. 23 917 

Fig. 23 918
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 2

connection container: G 2" male, drum adapter

connection, discharge side: G 1'' male

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 38 l/min,free discharge

discharge pressure (bar): 1,1

suction height (m): 2

flow media: fuel oil, diesel, BIO-diesel

Motor data

voltage (V): 12

locking device: 25 A plug-in fuse

power consumption (A): 22

power (kW): 0,26

duty cycle (min): 30

torque (Nm): 0,4

speed (rpm): 2900

type of construction: IMB 5

safety type: IP 54

material pump 

housing and pump: GG / stainless steel

materials of gaskets in 

contact with liquid: Viton®, FKM

Specification

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• For 200 up to 1000 l container

•Vane pump, with integral bypass

• On/Off switch

• Siphon protection acc. to WHG (German government regulati-

on for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female FKM 

(23 155 857)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25, FKM 

(23 156 860)

• Foot valve with filter (19 890)

• Valuable sales package
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Technical data

dimensions of 

pump LWH (mm): 200 x 150 x 140

weight (kg): 5

Specification

• Automatic control gun ZVA, FKM (23 176 861)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 11

Technical data

dimensions of 

pump LWH (mm): 200 x 350 x 140

weight (kg): 7

Specification

• Automatic control gun ZVA, FKM (23 176 861)

• In-line meter NUMERIxx
3, three digits (23 193

860)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 13

Technical data

dimensions of 

pump LWH (mm): 200 x 150 x 140

weight (kg): 5,1

Specification

• Automatic control gun with approval ZVAB, 

FKM (23 168 861)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 11,1

Technical data

dimensions of 

pump LWH (mm): 200 x 250 x 140

weight (kg): 7,1

Specification

• Automatic control gun with approval ZVAB, 

FKM (23 168 861)

• In-line meter NUMERIxx
3, three digits (23 193

860)

Packaging

dimensions LxWxH (mm): 350 x 350 x 300

weight (kg): 13,1

Item number

23 917 860

23 918 860

23 914 860

23 915 860

ROTAxx 38 l/min-12 V-DC

ZVA-ABK-FKM-4 m

ROTAxx 38 l/min-12 V-DC

ZVA-ABK-EBZM-FKM-4 m

ROTAxx 38 l/min-12 V-DC

ABK-ZVAB-FKM-4 m

ROTAxx 38 l/min-12 V-DC

ABK-ZVAB-EBZM-FKM-4 m

H

With drum adapter, 12 V, 38 l/min, for biodiesel

Fig. 23 917 860

Fig. 23 918 860

Fig. 23 914 860

Fig. 23 915 860
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 4

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

delivery rate at free 

outflow (l/min): 60

suction height (m): 3

discharge pressure (bar): 1,8

flow media: fuel oil and diesel

Motor data

voltage (V): 12

power consumption (A): 32

power (kW): 0,38

locking device: 40 A plug-in fuse

duty cycle (min): 30

torque (Nm): 0,66

speed (rpm): 2500

type of construction: IMB 5

safety type: IP 54

Materials of parts in 

contact with liquid

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass (23 008)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Automatic nozzle valve with swivel joint, G 1" female, 

ZVAD (23 176)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

dimensions of 

pump LWH (mm): 200 x 150 x 150

weight (kg): 4,0

Packaging

dimensions LxWxH (mm): 520 x 410 x 330

weight (kg): 12,5

Technical data

dimensions of 

pump LWH (mm): 200 x 350 x 150

weight (kg): 6

Specification

• In-line meter NUMERIxx
3, three digits (23 193)

Packaging

dimensions LxWxH (mm): 520 x 410 x 330

weight (kg): 14,5

Item number

23 092

23 093

MOBIMAxx 60 l/min-12 V-DC

ZVAD-ABK-4 m

MOBIMAxx 60 l/min-12 V-DC

ZVAD-ABK-EBZM-4 m

H

With drum adapter, 60 l/min, 12 V

Fig. 23 092 

Fig. 23 093
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 4

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

delivery rate at free 

outflow (l/min): 60

discharge pressure (bar): 1,8

suction height (m): 3

flow media: fuel oil, diesel, BIO-diesel

Motor data

voltage (V): 12

power consumption (A): 32

power (kW): 0,38

locking device: 40 A plug-in fuse

duty cycle (min): 30

torque (Nm): 0,66

speed (rpm): 2500

type of construction: IMB 5

safety type: IP 54

Materials of parts in 

contact with liquid

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

seals: Viton®, FKM

tolerance vane -

pump housing (mm): +/- 0,025

Specification

• Barrel screw coupling, G 2'' male, G 1" male (19 514)

• Vane pump, with integral bypass (23 008 860)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female FKM 

(23 155 857)

• Automatic control gun with rotating swivel ZVAD, 

FKM (23 176 860)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25, 

FKM (23 156 860)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

dimensions of 

pump LWH (mm): 200 x 150 x 150

weight (kg): 4,0

Packaging

dimensions LxWxH (mm): 520 x 410 x 330

weight (kg): 12,5

Technical data

dimensions of 

pump LWH (mm): 200 x 350 x 150

weight (kg): 6

Specification

• In-line meter NUMERIxx
3, three digits 

(23 193 860)

Packaging

dimensions LxWxH (mm): 520 x 410 x 330

weight (kg): 14,5

Item number

23 092 860

23 093 860 

MOBIMAxx 60 l/min-12 V-DC

ZVAD-ABK-FKM-4 m

MOBIMAxx 60 l/min-12 V-DC

ZVAD-ABK-EBZM-FKM-4 m Fig. 23 092 860 

Fig. 23 093 860 

H

With drum adapter, 12 V, 60 l/min,

for biodiesel
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, free discharge

discharge pressure (bar): 2,5

suction height (m): 2,5

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Vane pump, with integral bypass (23 034)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• On/Off switch

• In-line meter NUMERIxx
3, three digits (23 193)

• ZVD (23 171) with swivel joint

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.
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Technical data

dimensions LWH (mm): 405 x 460 x 205 mm

weight (kg): 13,7

Specification

• Discharge hose 4 m, DN 19, G 1" male, 

G 1" female (23 155 957)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 18,3

Technical data

dimensions LWH (mm): 405 x 460 x 205 mm

weight (kg): 14,7

Specification

• Discharge hose 6 m, DN 19, G 1" male, 

G 1" female (23 155 958)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 19,3

Item number

23 014 

23 014 398

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVD-4 m

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVD-6 m

Fig. 23 014 

H

K

Sets for wall mounting, 60 l/min, 230 V,

without filter
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, free discharge

discharge pressure (bar): 2,5

suction height (m): 2,5

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Vane pump, with integral bypass (23 034)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• On/Off switch

• In-line meter NUMERIxx
3, three digits (23 193)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 168)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.
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Technical data

dimensions LWH (mm): 405 x 460 x 205

weight (kg): 13,7

Specification

• Discharge hose 4 m, DN 19, G 1" male, 

G 1" female (23 155 957)

• Automatic nozzle valve ZVADB with German 

design approval and swivel (23 168)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 18,3

Technical data

dimensions LWH (mm): 405 x 460 x 205 mm

weight (kg): 14,7

Specification

• Discharge hose 6 m, DN 19, G 1" male, 

G 1" female (23 155 958)

• Automatic control gun with rotating 

swivel ZVAD, (23 176)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 19,8

Item number

23 014 951

23 014 390

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVABD-4 m

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVAD-6 m

H

Sets for wall mounting, 60 l/min, 230 V,

without filter

Fig. 23 014 951

Fig. 23 014 390
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, free discharge

discharge pressure (bar): 2,5

suction height (m): 2,5

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

Material of liquid-

contacting sealings: Viton®, FKM

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Rotary vane pump with integral by-pass, FKM (23 034 860)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• On/Off switch

• In-line meter NUMERIxx
3, three digits, FKM (23 193 860)

• Control gun for diesel with rotating swivel, ZVD, 

FKM (23 171 860)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.
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Technical data

dimensions LWH (mm): 405 x 460 x 205 mm

weight (kg): 13,7

Specification

• Discharge hose 4 m, DN 19, G 1" male, 

G 1" female FKM (23 155 857)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 18,3

Technical data

dimensions LWH (mm): 405 x 460 x 205 mm

weight (kg): 14,7

Specification

• Discharge hose 6 m, DN 19, G 1" male, 

G 1" female (23 155 858)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 19,3

Item number

23 014 860

23 014 330

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVD-FKM-4 m

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVD-FKM-6 m

Fig. 23 014 860 

H

Sets for wall mounting, 60 l/min, 230 V, 

without filter, for biodiesel
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, at a free flow

discharge pressure (bar): 2,5

suction height (m): 2,5

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

Material of liquid-

contacting sealings: Viton®, FKM

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Rotary vane pump with integral by-pass, FKM (23 034 860)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• On/Off switch

• In-line meter NUMERIxx
3, three digits, FKM (23 193 860)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.
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Technical data

dimensions LWH (mm): 405 x 460 x 205 mm

weight (kg): 13,7

Specification

• Discharge hose 4 m, DN 19, G 1" male, 

G 1" female FKM (23 155 857)

• Automatic nozzle valve ZVABD, FKM 

(23 168 860) with German design approval 

and swivel

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 18,3

Technical data

dimensions LWH (mm): 405 x 460 x 205 mm

weight (kg): 14,7

Specification

• Discharge hose 6 m, DN 19, G 1" male, 

G 1" female (23 155 858)

• Automatic control gun with rotating 

swivel ZVAD, FKM (23 176 860)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 19,3

Item number

23 014 851

23 014 331

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVABD-FKM-4 m

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVAD-FKM-6 m

H

Fig. 23 014 851

Sets for wall mounting, 60 l/min, 230 V, 

without filter, for biodiesel
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, free discharge

discharge pressure (bar): 1,8

suction height (m): 4

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Vane pump, with integral bypass (23 034)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• In-line meter NUMERIxx
3, three digits (23 193)

• Diesel-exchange filter, 30 µm (23 202)

• ZVD (23 171) with swivel joint

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.

• The diesel exchange-filter filters out particles exeeding 30 µm 

and absorbs water up to a total volume of 130 ml.
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Technical data

dimensions LWH (mm): 555 x 405 x 205

weight (kg): 16,0

Specification

• Discharge hose 4 m, DN 19, G 1" male, 

G 1" female (23 155 957)

Packaging

dimensions LxWxH (mm): 510 x 410 x 300

weight (kg): 20,8

Technical data

dimensions LWH (mm): 555 x 405 x 205

weight (kg): 17

Specification

• Discharge hose 6 m, DN 19, G 1" male, 

G 1" female (23 155 958)

Packaging

dimensions LxWxH (mm): 510 x 410 x 300

weight (kg): 21,8

Item number

23 014 955 

23 014 396

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-F-ZVD-4 m

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-F-ZVD-6 m

Fig. 23 014 955 

H

Sets for wall mounting, 60 l/min, 230 V,

with filter
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, free discharge

discharge pressure (bar): 1,8

suction height (m): 4

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Vane pump, with integral bypass (23 034)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• In-line meter NUMERIxx
3, three digits (23 193)

• Diesel-exchange filter, 30 µm (23 202)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.

• The diesel exchange-filter filters out particles exeeding 30 µm 

and absorbs water up to a total volume of 130 ml.
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Technical data

dimensions LWH (mm): 555 x 405 x 205

weight (kg): 16

Specification

• Discharge hose 4 m, DN 19, G 1" male, 

G 1" female (23 155 957)

• Automatic nozzle valve, with German design 

approval and swivel ZVABD (23 160)

Packaging

dimensions LxWxH (mm): 510 x 410 x 300

weight (kg): 20,8

Technical data

dimensions LWH (mm): 555 x 405 x 205

weight (kg): 16,0

Specification

• Discharge hose 6 m, DN 19, G 1" male, 

G 1" female (23 155 958)

• Automatic control gun with rotating swivel 

ZVAD, (23 176)

Packaging

dimensions LxWxH (mm): 510 x 410 x 300

weight (kg): 20,8

Item number

23 014 957

23 014 397

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVABD-4 m

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-F-ZVAD-6 m

H

Sets for wall mounting, 60 l/min, 230 V,

with filter

Fig. 23 014 397

Fig. 23 014 957
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 56 l/min, free discharge

discharge pressure (bar): 2,5

suction height (m): 2,5

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 2,4

power (kW): 0,37

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 1,27

speed (rpm): 2800

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Rotary vane pump with integral by-pass, FKM (23 034 860)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• On/Off switch

• In-line meter NUMERIxx
3, three digits, FKM (23 193 860)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.



169

Technical data

dimensions LWH (mm): 405 x 460 x 205

weight (kg): 13,7

Specification

• Discharge hose 4 m, DN 19, G 1" male, 

G 1" female FKM (23 155 857)

• Automatic nozzle valve ZVABD, FKM 

(23 168 860) with German disign approval 

and swivel

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 18,8

Technical data

dimensions LWH (mm): 405 x 460 x 205

weight (kg): 13,7

Specification

• Discharge hose 6 m, DN 19, G 1" male, 

G 1" female (23 155 858)

• Automatic control gun with rotating swivel 

ZVAD, FKM (23 176 860)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 18,3

Item number

23 014 857

23 014 333

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-F-ZVABD-FKM-4 m

FZP 60 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-F-ZVAD-FKM-6 m

Fig. 23 014 333

Fig. 23 014 857

H

Sets for wall mounting, 60 l/min, 230 V,

with filter, for biodiesel
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

delivery rate at free 

outflow (l/min): 100

discharge pressure (bar): 2,5

suction height (m): 4,0

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 3,2

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 4,1

speed (rpm): 1400

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 036)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• In-line meter NUMERIxx
3, three digits (23 193)

• ZVD (23 171) with swivel joint

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.
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Technical data

dimensions LWH (mm): 405 x 460 x 230

weight (kg): 18,7

Specification

• Discharge hose 4 m, DN 25, G 1" male, 

G 1" female (23 155 950)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 24,3

Technical data

dimensions LWH (mm): 405 x 460 x 205

weight (kg): 13,7

Specification

• Discharge hose 6 m, DN 19, G 1" male, 

G 1" female (23 155 958)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 25,3

Item number

23 017

23 017 398

FZP 100 l/min-230 V-1~AC-50 Hz 

EUS-GPM-EBZM-ZVD-4 m

FZP 100 l/min-230 V-1~AC-50 Hz 

EUS-GPM-EBZM-ZVD-6 m

H

Sets for wall mounting, 100 l/min, 230 V,

without filter

Fig. 23 017 
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

delivery rate at free 

outflow (l/min): 100

discharge pressure (bar): 2,5

suction height (m): 4,0

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 3,2

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 4,1

speed (rpm): 1400

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane -

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 036)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• In-line meter NUMERIxx
3, three digits (23 193)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.
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Technical data

dimensions LWH (mm): 405 x 460 x 230

weight (kg): 19

Specification

• Discharge hose 4 m, DN 25, G 1" male, 

G 1" female (23 155 950)

• Automatic nozzle valve ZVABD with German 

design approval and swivel (23 160)

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 24,6

Technical data

dimensions LWH (mm): 405 x 460 x 230

weight (kg): 19,7

Specification

• Discharge hose 6 m, DN 25, G 1" male, 

G 1" female (23 155 956)

• Automatic nozzle valve ZVAD (23 178) 

with swivel

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 25,8

Item number

23 017 953

23 017 390

FZP 100 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVABD-4 m

FZP 100 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-ZVAD-6 m

Fig. 23 017 390 

Fig. 23 017 953

H

Sets for wall mounting, 100 l/min, 230 V,

without filter
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 100 l/min, free discharge

discharge pressure (bar): 2,5

suction height (m): 4

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 3,2

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 4,1

speed (rpm): 1400

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 036)

• On/Off switch

• Siphon protection acc. to WHG (German government regulati-

on for environmental care), continuously active

• Diesel-exchange filter, 30 µm (23 202)

• ZVD (23 171) with swivel joint

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.

• The diesel exchange-filter filters out particles exeeding 30 µm 

and absorbs water up to a total volume of 130 ml.
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Technical data

dimensions LWH (mm): 555 x 405 x 230

weight (kg): 21

Specification

• Discharge hose 4 m, DN 25, G 1" male, 

G 1" female (23 155 950)

Packaging

dimensions LxWxH (mm): 510 x 410 x 300

weight (kg): 26,8

Technical data

dimensions LWH (mm): 555 x 405 x 230

weight (kg): 22

Specification

• Discharge hose 6 m, DN 25, G 1" male, 

G 1" female (23 155 956)

Packaging

dimensions LxWxH (mm): 510 x 410 x 300

weight (kg): 27,8

Item number

23 017 955

23 017 392

FZP 100 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-F-ZVD-4 m

FZP 100 l/min-230 V-1~AC-50 Hz

EUS-GPM-EBZM-F-ZVD-6 m

Fig. 23 017 955

H

I

J

K

Sets for wall mounting, 100 l/min, 230 V,

with filter
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 1,8

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 100 l/min, free discharge

discharge pressure (bar): 2,5

suction height (m): 4

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 3,2

power (kW): 0,5

thermal protection: selfresetting

duty cycle (min): continuous operation

torque (Nm): 4,1

speed (rpm): 1400

type of construction: IMB 3

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 036)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Diesel-exchange filter, 30 µm (23 202)

• Foot valve with filter (19 890)

• Universal control nozzle storage bracket (23 174)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The set for wall mounting connects all fittings with flanges. 

With this we guarantee a high grade of tightness and an easy 

disassembly.

• The diesel exchange-filter filters out particles exeeding 30 µm 

and absorbs water up to a total volume of 130 ml.
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Technical data

dimensions LWH (mm): 555 x 405 x 230

weight (kg): 21

Specification

• Discharge hose 4 m, DN 25, G 1" male, 

G 1" female (23 155 950)

• Automatic nozzle valve ZVABD with German 

design approval and swivel (23 160)

Packaging

dimensions LxWxH (mm): 510 x 410 x 300

weight (kg): 26,8

Technical data

dimensions LWH (mm): 555 x 405 x 230

weight (kg): 22

Specification

• Discharge hose 6 m, DN 25, G 1" male, 

G 1" female (23 155 956)

• Automatic nozzle valve ZVAD (23 178) 

with swivel

Packaging

dimensions LxWxH (mm): 510 x 410 x 300

weight (kg): 27,8

Item number

23 017 959

23 017 393

FZP 100 l/min-230 V-1~AC-50 Hz 

EUS-GPM-EBZM-F-ZVABD-4 m

FZP 100 l/min-230 V-1~AC-50 Hz 

EUS-GPM-EBZM-F-ZVAD-6 m

H

Sets for wall mounting, 100 l/min, 230 V,

with filter

Fig. 23 017 393
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 35 l/min, free discharge

discharge pressure (bar): 1,6

suction height (m): 3

flow media: fuel oil and diesel

Motor data

voltage (V): 24

power consumption (A): 13

power (kW): 0,32

locking device: 25

duty cycle (min): continuous operation

torque (Nm): 0,6

speed (rpm): 3500

type of construction: IMB 5

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

materials of gaskets in 

contact with liquid: NBR (buna N)

vane: PEI 30

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Vane pump, with integral bypass (23 012 824)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Mounting of in-line meter NUMERIxx
3, three digits is possible 

(23 193)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• Screwed connections sealed with O-rings

• Easy to mount and disassemble pipe connections

• No damage when disassembling, as occurs when using 

glued connections

• No auxiliary material, such as teflon tape, requested
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Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 3,5

Specification

• ZVD (23 171) with swivel joint

Packaging

dimensions LxWxH (mm): 400 x 400 x 180

weight (kg): 8,5

Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 3,8

Specification

• ZVABD-G 1" female-60 l/min (23 168)

Packaging

dimensions LxWxH (mm): 400 x 400 x 180

weight (kg): 8,8

Item number

23 015 824

23 006 824 

MOBIFIxx 35 l/min-24 V-DC

ABK-ZVD-4 m

MOBIFIxx 35 l/min-24 V-DC

ABK-ZVABD-4 m

Fig. 23 015 824 

Fig. 23 006 824 

H

Mobile sets, 35 l/min, 24 V



180

PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 35 l/min, free discharge

discharge pressure (bar): 1,6

suction height (m): 3

flow media: fuel oil and diesel

Motor data

voltage (V): 24

power consumption (A): 13

power (kW): 0,32

locking device: 25

duty cycle (min): continuous operation

torque (Nm): 0,6

speed (rpm): 3500

type of construction: IMB 5

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

materials of gaskets in 

contact with liquid: NBR (buna N)

vane: PEI 30

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Vane pump, with integral bypass (23 012 824)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• discharge hose 4 m, DN 19, G 1" male, G 1" female FKM 

(23 155 857)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25, 

FKM (23 156 860)

• Foot valve with filter (19 890)

• Mounting of in-line meter NUMERIxx
3, three digits, FKM is 

possible (23 193 860)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• Screwed connections sealed with O-rings

• Easy to mount and disassemble pipe connections

• No damage when disassembling, as occurs when using 

glued connections

• No auxiliary material, such as teflon tape, requested
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Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 3,5

Specification

• Control gun for diesel with rotating swivel, 

ZVD, FKM (23 171 860)

Packaging

dimensions LxWxH (mm): 400 x 400 x 180

weight (kg): 8,5

Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 3,8

Specification

• Automatic nozzle valve ZVABD, FKM 

(23 168 860) with German disign approval 

and swivel

Packaging

dimensions LxWxH (mm): 400 x 400 x 180

weight (kg): 8,8

Item number

23 015 861

23 006 861

MOBIFIxx 35 l/min-24 V-DC

ABK-ZVD-FKM-4 m

MOBIFIxx 35 l/min-24 V-DC

ABK-ZVABD-FKM-4 m

Fig. 23 015 861

Fig. 23 006 861

H

Mobile sets, 35 l/min, 24 V, for biodiesel
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 60 l/min, free discharge

discharge pressure (bar): 1,8

suction height (m): 3

flow media: fuel oil and diesel

Motor data

voltage (V): 24

power consumption (A): 28

power (kW): 0,67

locking device: 40

duty cycle (min): 30

torque (Nm): 0,8

speed (rpm): 3500

type of construction: IMB 5

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Vane pump, with integral bypass (23 008 860)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Mounting of in-line meter NUMERIxx
3, three digits is possible 

(23 193)

Special notes

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.
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Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 4,0

Specification

• ZVD (23 171) with swivel joint

Packaging

dimensions LxWxH (mm): 400 x 400 x 180

weight (kg): 8,5

Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 4,3

Specification

• Automatic nozzle valve ZVADB with German 

design approval and swivel (23 168)

Packaging

dimensions LxWxH (mm): 400 x 400 x 180

weight (kg): 8,8

Item number

23 009 824

23 007 824

MOBIMAxx 60 l/min-24 V-DC

ABK-ZVD-4 m

MOBIMAxx 60 l/min-24 V-DC

ABK-ZVABD-4 m

Fig. 23 009 824

Fig. 23 007 824

H

Mobile sets, 60 l/min, 24 V
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 35 l/min, free discharge

discharge pressure (bar): 1,6

suction height (m): 3

flow media: fuel oil and diesel

Motor data

voltage (V): 12

power consumption (A): 18

power (kW): 0,22

locking device: 25

duty cycle (min): continuous operation

torque (Nm): 0,38

speed (rpm): 3300

type of construction: IMB5

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Vane pump, with integral bypass (23 012)

• On/Off switch

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Mounting of in-line meter NUMERIxx
3, three digits is possible 

(23 193)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• Screwed connections sealed with O-rings

• Easy to mount and disassemble pipe connections

• No damage when disassembling, as occurs when using 

glued connections

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 3,5

Specification

• ZVD (23 171) with swivel joint

Packaging

dimensions LxWxH (mm): 400 x 400 x 180

weight (kg): 8,0

Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 4,3

Specification

• Automatic nozzle valve ZVADB with German 

design approval and swivel (23 168)

Packaging

dimensions LxWxH (mm): 400 x 400 x 180

weight (kg): 8,8

Item number

23 015

23 006

MOBIFIxx 35 l/min-12 V

ABK-ZVD-4 m

MOBIFIxx 35 l/min-12 V

ABK-ZVABD-4 m

H

Mobile sets, 35 l/min, 12 V

Fig. 23 015 

Fig. 23 006
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable (m): 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

flow rate: 25 l/min 5° C, free discharge

20 l/min 10° C, with 4 m hose and 

control nozzle

18 l/min 5° C, with 4 m hose and 

control nozzle

discharge pressure (bar): 1,6

suction height (m): 1,6

flow media: rapeseed oil, fuel oil and diesel

Motor data

voltage (V): 12

power consumption (A): 18

power (kW): 0,22

locking device: 25 A plug-in fuse

duty cycle (min): continuous operation

torque (Nm): 0,38

speed (rpm): 3300

type of construction IMB 5

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI 30

tolerance vane - 

pump housing (mm): +/- 0,025

Specification

• Vane pump, with integral bypass (23 012)

• On/Off switch

• Discharge hose 4 m, DN 25, G 1" male, G 1" female 

(23 155 950)

• Standard control nozzle ZVD (23 171) with swivel joint

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active
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Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 3,5

Specification

• Mounting of oval-gear meter (19 728 395) is

possible.

Packaging

dimensions LxWxH (mm): 420 x 420 x 320

weight (kg): 11,5

Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 3,8

Specification

• Digital gear wheel meter (19 728 396)

Packaging

dimensions LWH (mm): 500 x 420 x 320

weight (kg): 13,0

Item number

23 015 880

23 015 881

Rape oil pump-set

12 V-DC-ABK

Rape oil pump-set-meter

12 V-DC-ABK

H

Mobile sets, 35 l/min, 12 V, for rape oil

Fig. 23 015 880 

Fig. 23 015 881
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PUMPS AND SYSTEMS
Sets - Vane pumps, sets

Technical data

connecting cable with 

battery terminal clips (m): 3

connection, suction side: G 1'' female

connection, discharge side: G 1'' female

Hydraulic data

pump design: vane pump, selfpriming

pump volume (l/min): 60

discharge pressure (bar): 1,8

suction height (m): 3

flow media: fuel oil and diesel

Motor data

voltage (V): 12

power consumption (A): 32

power (kW): 0,38

locking device: 40

duty cycle (min): 30

torque (Nm): 0,66

speed (rpm): 2500

type of construction: IMB 5

safety type: IP 54

pump housing: AlSi 12 (sea-water resistant)

stator: GG 25

vane: PEI

tolerance vane - 

pump housing (mm): ± 0,025

Specification

• Vane pump, with integral bypass (23 008)

• On/Off switch

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose 4 m, DN 19, G 1" male, G 1" female 

(23 155 957)

• Suction hose, 1,6 m, G 1" male, G 1" female, DN 25 (23 156)

• Foot valve with filter (19 890)

• Mounting of in-line meter NUMERIxx
3, three digits is possible 

(23 193)

Special notes

• Small tolerances provide a high suction- and pressure 

performance

• The material composition vane-stator (runner ring) guarantee 

form-stability of the vanes up to 200°C.

• Materials guarantee a low weight and an exceptional 

lifetime with optimized efficiency.

• The pump can be operated mobile or stationary.

• Screwed connections sealed with O-rings

• Easy to mount and disassemble pipe connections

• No damage when disassembling, as occurs when using 

glued connections

• For any situation in which a battery is not available, such as 

construction sites, in agriculture, on boats etc.
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Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 4,0

Specification

• ZVD (23 171) with swivel joint

Packaging

dimensions LxWxH (mm): 400 x 400 x 180

weight (kg): 8,5

Technical data

dimensions LWH (mm): 200 x 150 x 150

weight (kg): 4,3

Specification

• Automatic nozzle valve ZVADB with German 

design approval and swivel (23 168)

Packaging

dimensions LxWxH (mm): 400 x 400 x 180

weight (kg): 8,8

Item number

23 009 

23 007 

MOBIMAxx 60 l/min-12 V-DC

ABK-ZVD-4 m

MOBIMAxx 60 l/min-12 V-DC

ABK-ZVABD-4 m

Fig. 23 009 

Fig. 23 007 

H

Mobile sets, 60 l/min, 12 V
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PUMPS AND SYSTEMS
Sets - Axial rotation pumps, with drum adapter

Technical data

dimensions of 

pump LWH (mm): 90 x 120 x 300

weight of motor 

and pump (kg): 2,5

connecting cable with Euro 

two-pin plug (m): 2

connection container: G 2'' male

connection, discharge side: G 1'' male

Hydraulic data

pump design: axial gear, not selfpriming

delivery rate at free 

outflow (l/min): 52

suction height (m): 2

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 1,8

power (kW): 0,32

thermal protection: self-resetting

duty cycle (min): continuous operation

Rotations at 0,5 bar 

counterpressure (r.p.m.): 7500

type of construction: IMB 5

safety type: IP 44

material pump 

housing and pump: PA

Specification

• For 200 up to 1000 l container

• Axial wheel pump with manual pump assembly (23 730)

• Illuminated on/off switch

• Motor with thermal protection switch, self-resetting

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose, 4 m, DN 19, G1" male, G1" female (23 144)

• Suction hose, 1,6 m, with brass strainer (87 842)

• Drum adapter, PA, G 2'' male und M 64 x 4 male (87 912)

• Valuable sales package

Special notes

• The pump is lightweight and very quiet in operation.

• Resistant against small dirt particles in the liquid to be 

discharged

• The liquid level can be lifted to operation level by manual 

pumping

• Can be manually operated in case of electric power blackout.
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Specification

• Polypropylene nozzle valve, ZVPP (23 161)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 4,5

Specification

• Automatic nozzle valve ZVADB with German 

design approval and swivel (23 168)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 5,4

Specification

• Automatic control gun with rotating swivel 

ZVAD, (23 176)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 4,5

Item number

23 731

23 734

23 737

PREMAxx-52 l/min

230 V-1~AC-50 Hz-EUS-ZVPP-4 m

PREMAxx 52 l/min 

230 V-1~AC-50 Hz-EUS-ZVABD-4 m

PREMAxx-52 l/min

230 V 1~AC-50 Hz-EUS-ZVAD-4 m

H

PREMAxx, 52 l/min, 230 V, EU-plug

Fig. 23 731

Fig. 23 737

Fig. 23 734
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PUMPS AND SYSTEMS
Sets - Axial rotation pumps, with drum adapter

Technical data

dimensions of 

pump LWH (mm): 90 x 120 x 300

weight of motor 

and pump (kg): 2,5

Connecting cable with 

Swiss plugs (m): 2

connection container: G 2'' male

connection, discharge side: G 1'' male

Hydraulic data

pump design: axial gear, not selfpriming

delivery rate at free 

outflow (l/min): 52

suction height (m): 2

flow media: fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 1,8

power (kW): 0,32

thermal protection: selfresetting

duty cycle (min): continuous operation

Rotations at 0,5 bar 

counterpressure (r.p.m.): 7500

type of construction: IMB 5

safety type: IP 44

material pump 

housing and pump: PA

Specification

• For 200 up to 1000 l container

• Axial wheel pump with manual pump assembly (23 730 939)

• Illuminated on/off switch

• Motor with thermal protection switch, self-resetting

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose, 4 m, DN 19, G1" male, G1" female (23 144)

• Suction hose, 1,6 m, with brass strainer (87 842)

• Drum adapter, PA, G 2'' male und M 64 x 4 male (87 912)

• Valuable sales package

Special notes

• The pump is lightweight and very quiet in operation.

• Resistant against small dirt particles in the liquid to be 

discharged

• The liquid level can be lifted to operation level by manual 

pumping

• Can be manually operated in case of electric power blackout.
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Technical data

dimensions of 

pump LWH (mm): 90 x 120 x 300

weight motor and 

pump (kg): 2,5

Specification

• Polypropylene nozzle valve, ZVPP (23 161)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 4,5

Technical data

dimensions of 

pump LWH (mm): 90 x 120 x 300

weight motor and 

pump (kg): 2,5

Specification

• Automatic control gun with rotating swivel 

ZVAD, (23 176)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 5,4

Item number

23 731 939

23 737 939 

PREMAxx 52 l/min-230 V-1~AC

50 Hz-CHS-ZVPP-4 m

PREMAxx 52 l/min-230 V-1~AC

50 Hz-CHS-ZVAD-4 m

Fig. 23 731 939

Fig. 23 737 939 

H

PREMAxx, 52 l/min, 230 V, CH-plug
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PUMPS AND SYSTEMS
Vane pumps

Technical data

dimensions of 

pump LWH (mm): 90 x 120 x 300

weight of motor 

and pump (kg): 2,5

connection container: G 2" male, drum adapter 

and M 64 x 4 male

connection 

discharge side: G 1'' male

Hydraulic data

pump design: axial gear

flow rate: 52 l/min, at a free flow

suction height (m): 2

flow media: Fuel oil and diesel

Motor data

voltage (V): 230

frequency (Hz): 50

power consumption (A): 1,8

power (kW): 0,32

thermal protection: selfresetting

duty cycle (min): continuous operation

speed (rpm): 7500 rpm/min at 0,5 bar 

antipressure

type of construction: IMB 5

protection class: IP 44

material of pump 

housing and pump: PA

Specification

• For 200 up to 1000 l container

• Polypropylene nozzle valve, ZVPP (23 161)

• GB-plug, 2 m cable

• Suction hose, 1,6 m, with filter

• Discharge hose 4 m, DN 19, G 1" male, G 1" female

• Barrel screw coupling, G 2'' male and M 64 x 4 male

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Motor with thermal protection switch, self-resetting

• Illuminated on/off switch

• Valuable sales package
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H

Specification

• Polypropylene nozzle valve, ZVPP (23 161)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 5,040

Specification

• Automatic control gun with rotating swivel 

ZVAD, (23 176)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 5,675

Item number

23 731 932

23 737 932 

PREMAxx 56 l/min, Set, NEF

230 V, 1~AC, Plug GB

PREMAxx 56 l/min, Set, NEF

230 V, 1~AC, Plug GB

PREMAxx, 52 l/min, 230 V, GB-plug

Fig. 23 731 932

Fig. 23 737 932 
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PUMPS AND SYSTEMS
Sets - Axial rotation pumps, with drum adapter

Technical data

dimensions of 

pump LWH (mm): 90 x 120 x 300

weight of motor 

and pump (kg): 2,5

connecting cable with 

battery terminal clips (m): 3

connection container: G 2'' male

connection, discharge side: G 1'' male

Hydraulic data

pump design: axial gear, not selfpriming

delivery rate at free 

outflow (l/min): 43

discharge height max. (m): 15

suction height (m): 2,5

flow media: fuel oil and diesel

Motor data

voltage (V): 24

power consumption (A): 10

power (kW): 0,24

thermal protection: selfresetting

duty cycle (min): continuous operation

rotations at 0,5 bar 

counterpressure (r.p.m.): 7800

type of construction: IMB 5

safety type: IP 44

material pump 

housing and pump: PA

Specification

• For 200 up to 1000 l container

• Axial wheel pump with manual pump assembly (23 730)

• Illuminated on/off switch

• Motor with thermal protection switch, self-resetting

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• discharge hose, 4 m, DN 19, G1" male, G1" female (23 144)

• Suction hose, 1,6 m, with brass strainer (87 842)

• Drum adapter, PA, G 2'' male und M 64 x 4 male (87 912)

• Valuable sales package

Special notes

• The pump is lightweight and very quiet in operation.

• Resistant against small dirt particles in the liquid to be 

discharged

• The liquid level can be lifted to operation level by manual 

pumping

• Can be manually operated in case of electric power blackout.
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Specification

• Polypropylene nozzle valve, ZVPP (23 161)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 4,5

Specification

• Automatic control gun with rotating swivel 

ZVAD, (23 176)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 5,4

Specification

• ZVAB-G 1" female-60 l/min (23 168 155)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 5,4

Item number

23 721

23 727

23 724 

PREMAxx 43 l/min-24 V-DC

ABK-ZVPP-4 m

PREMAxx 43 l/min-24 V-DC

ABK-ZVAD-4 m

PREMAxx 43 l/min-24 V-DC

ABK-ZVAB-4 m

Fig. 23 721

Fig. 23 727

Fig. 23 724

H

PREMAxx, 43 l/min, 24 V
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PUMPS AND SYSTEMS
Sets - Axial rotation pumps, with drum adapter

Technical data

dimensions of 

pump LWH (mm): 90 x 120 x 300

weight of motor 

and pump (kg): 2,5

connecting cable with 

battery terminal clips (m): 3

connection container: G 2'' male

connection, discharge side: G 1'' male

Hydraulic data

pump design: axial gear, not selfpriming

delivery rate at free 

outflow (l/min): 38

discharge height max. (m): 15

suction height (m): 2,5

flow media: fuel oil and diesel

Motor data

voltage (V): 12

power consumption (A): 14

power (kW): 0,18

thermal protection: selfresetting

duty cycle (min): continuous operation

rotations at 0,5 bar 

counterpressure (r.p.m.): 6950

type of construction: IMB5

safety type: IP 44

material pump 

housing and pump: PA

Specification

• For 200 up to 1000 l container

• Axial wheel pump with manual pump assembly (23 730)

• Illuminated on/off switch

• Motor with thermal protection switch, self-resetting

• Siphon protection acc. to WHG (German government 

regulation for environmental care), continuously active

• Discharge hose, 4 m, DN 19, G1" male, G1" female (23 144)

• Suction hose, 1,6 m, with brass strainer (87 842)

• Drum adapter, PA, G 2'' male und M 64 x 4 male (87 912)

• Valuable sales package

Special notes

• The pump is lightweight and very quiet in operation.

• Resistant against small dirt particles in the liquid to be 

discharged

• The liquid level can be lifted to operation level by manual 

pumping

• Can be manually operated in case of electric power blackout.
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Specification

• Polypropylene nozzle valve, ZVPP (23 161)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 4,5

Specification

• Automatic control gun with rotating swivel 

ZVAD, (23 176)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 5,4

Specification

• Automatic nozzle valve ZVABD with German 

design approval and swivel (23 168)

Packaging

dimensions LxWxH (mm): 400 x 400 x 220

weight (kg): 5,4

Item number

23 711

23 717

23 714

PREMAxx 38 l/min-12 V-DC

ABK-ZVPP-4 m

PREMAxx 38 l/min-12 V-DC

ABK-ZVAD-4 m

PREMAxx 38 l/min-12 V-DC

ABK-ZVABD-4 m

Fig. 23 711

Fig. 23 717

Fig. 23 714 

H

PREMAxx, 38 l/min, 24 V
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RESISTANCE CHART
Materials

A

Acetic acid C2H4O2 50 % 1 1 4 1 3 1 2 1 0 0 1 1 1 4 4 4 1 1 1

Acetic acid C2H4O2 100 % 0 0 4 4 4 1 0 0 0 0 0 1 1 4 4 4 1 1 1

Acetic acid C2H4O2 90% 1 1 4 4 4 1 4 1 4 4 1 1 1 4 4 4 1 1 1

Acetic acid C2H4O2 10 % 1 1 4 1 1 1 1 1 1 1 1 1 1 (2) (3) 3 1 1 1

Acetic acid C2H4O2 5 % 1 1 4 1 1 1 1 1 3 1 1 1 1 1 3 3 1 1 1

Acetic anhydride C4H6O3 technically clean 4 3 3 4 (2) 1 4 4 4 0 0 1 4 3 4 4 (2) 1 1

Acetone C3H6O 1 3 1 4 1 1 4 4 0 4 2 1 3 1 4 4 1 1 1

Acetophenone C8H8O 0 1 1 (4) 1 1 0 4 4 0 1 1 1 1 4 4 1 (1) (1)

Acidity of wine C4H6O6 aqueous 1 1 3 1 (3) 1 0 0 0 0 0 1 1 3 1 1 (4) 1 1

Acidity of wine C4H6O6 1 1 4 1 (3) 1 2 1 1 1 1 1 1 3 1 1 (4) 1 1

Aether -> see Ethylether

Alcohol -> see Ethyl alcohol

Alumina Al2O3 solid 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Aluminium chloride AlCl3 10 % 1 1 1 1 3 1 1 1 0 1 2 1 1 1 1 1 4 4 3

Aluminium chloride AlCl3 solid 1 1 3 (3) 4 1 0 0 0 0 0 (1) (2) (3) (3) (3) 4 4 3

Aluminium chloride AlCl3 saturated 1 1 3 (2) 4 1 0 1 0 1 0 (1) 1 (2) 1 1 4 4 3

Aluminium hydroxide Al(HO)3 1 1 1 1 1 1 2 1 1 1 1 1 1 1 1 1 1 1 1

Aluminium sulphate Al2(SO4)3 10 % 1 1 1 1 3 1 1 1 1 0 0 1 1 1 1 1 1 1 1

Aluminium sulphate Al2(SO4)3 saturated 1 1 3 1 3 1 0 1 0 1 0 1 1 1 1 1 1 2 1

Ammonia -> see Ammonium hydroxide

Ammonium carbonate (NH4)2CO3 50 % 1 1 1 3 (2) 1 1 1 1 1 0 1 1 1 3 4 1 1 1

Ammonium carbonate (NH4)2CO3 aqueous 1 1 1 (3) (2) 1 0 0 0 0 0 1 1 1 3 4 1 1 1

Ammonium chloride (NH4)Cl solid 1 1 1 1 2 1 0 1 0 0 0 1 1 1 1 1 3 1 1

Ammonium chloride (NH4)Cl aqueous 1 1 1 1 2 1 1 1 1 1 1 1 1 1 1 1 3 1 1

Ammonium hydroxide NH3 + H2O 30 % 1 1 (3) 4 1 1 2 1 0 0 1 1 (2) 1 (3) 2 1 1 1

Ammonium hydroxide NH3 + H2O 5 % 1 1 (2) 3 1 1 1 1 0 0 1 1 (2) 1 (2) 2 1 1 1

Ammonium hydroxide NH3 + H2O 1 1 (3) 4 1 1 2 1 1 2 1 1 1 1 (3) 4 1 1 1

Ammonium nitrate (NH4)NO3 10 % 1 0 1 (1) 2 1 1 1 0 0 1 1 1 1 2 1 1 1 1

Ammonium nitrate (NH4)NO3 saturated 1 1 1 1 2 1 1 1 1 1 1 1 1 1 2 1 (2) 1 1

Ammonium nitrate -> see Ammonium nitrate

Ammonium persulphate -> see Ammonium persulphate

Ammonium sulphate (NH4)2SO4 10 % 1 1 1 1 1 1 1 1 0 0 1 1 1 1 2 1 1 1 1

Ammonium sulphate (NH4)2SO4 saturated 1 1 1 1 2 1 1 1 1 1 1 1 1 1 2 1 1 1 1

Ammonium sulphide (NH4)2S any 1 1 1 4 (2) 1 0 1 1 0 0 1 1 1 (3) 1 1 (1) (1)

Ammonium sulphide (NH4)2S aqueous 1 1 1 (3) (2) 1 0 0 0 0 0 1 1 1 (3) 3 1 (1) (1)

Ammonium thiocyanate CH4N2S 1 1 (3) 1 1 1 1 1 0 1 1 1 (1) 1 (3) 1 (2) (1) (1)

Aniline C6H7N 1 1 3 4 1 2 4 4 4 0 2 1 1 4 2 4 1 1 1

Antifreeze — 1 1 3 (1) 1 1 1 0 0 0 0 1 1 1 1 1 (1) 1 1

Apple juice — 1 1 (1) 1 (2) 1 1 0 0 1 1 1 (1) (1) (1) (1) (2) (1) (1)
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A

Azote N2 0 0 1 1 1 1 0 0 0 0 1 1 1 1 1 1 1 1 1

B

Barium carbonate BaCO3 saturated 1 1 1 (1) (1) 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Barium chloride BaCl2 saturated 1 1 1 1 (2) 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Barium hydroxide Ba(HO)2 saturated 1 1 1 (3) (2) 1 0 1 1 0 0 1 1 1 1 1 (3) 1 1

Barium hydroxide Ba(HO)2 aqueous 1 1 1 (3) (2) 1 0 0 0 0 0 1 1 1 1 1 (3) 1 1

Barm — any 1 1 1 (1) 1 1 0 1 1 0 1 1 1 1 1 1 1 (1) (1)

Battery acid H2SO4 38 % 1 1 4 1 4 4 1 1 3 0 (1) 1 1 1 1 4 3 2 2

Beer — 1 1 1 1 1 1 1 1 1 0 1 1 1 1 1 1 1 1 1

Beeswax — 1 1 1 (1) 1 1 0 0 0 0 1 1 (1) (3) (1) (2) 1 (1) (1)

Benzaldehyde C7H6O 1 3 3 4 1 1 4 4 4 1 1 1 1 3 4 4 1 1 1

Benzaldehyde C7H6O 1 3 3 4 1 1 4 4 4 1 1 1 1 3 4 4 1 1 1

Benzene C6H6 3 3 2 4 1 3 4 4 0 0 1 1 1 4 3 4 1 1 1

Benzoic acid C7H6O2 saturated 1 1 3 4 2 1 2 1 1 1 1 1 1 3 1 3 1 1 1

Benzoic acid C7H6O2 aqueous 1 1 3 4 2 1 0 0 0 0 1 1 1 3 1 3 1 1 1

Benzyl alcohol C7H8O 3 4 4 4 1 4 4 2 0 4 1 1 1 3 1 4 1 1 1

Benzyl chloride C7H7Cl 100 % 0 4 1 4 (2) 4 4 4 4 0 0 1 (3) 4 1 4 4 1 1

Blast — oil containing 1 0 (2) (2) (1) 3 0 3 0 0 0 1 1 (3) (1) (2) 1 1 1

Borax -> see Sodium borate

Boric acid H3BO3 10 % 1 1 1 1 2 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Boric acid H3BO3 aqueous 1 1 3 1 2 1 0 0 0 0 1 1 1 1 1 1 1 1 1

Brake fluid — 1 1 1 4 (3) 1 3 1 3 4 0 1 (3) 1 4 4 (1) (1) (1)

Brandy -> see Hooch

Bromine Br2 4 4 4 4 4 4 4 2 4 4 1 1 1 4 (2-3) 4 (4) 4 4

Butane C4H10 technically clean 1 1 1 1 2 1 4 1 3 1 0 1 1 4 1 1 1 (1) (1)

Butanol C4H10O technically clean 1 1 1 2 1 1 1 2 4 1 1 1 1 2 3 1 1 (1) (1)

Butter — 1 1 1 1 1 1 1 0 0 1 0 1 (1) 3 1 1 (1) (1) (1)

C

Carbon acid -> see Carbon dioxide

Carbon dioxide CO2 saturated 1 1 1 1 1 1 1 1 1 0 0 1 1 1 1 1 3 1 1

Carbon dioxide, dry CO2 technically clean 1 1 1 (1) 1 1 0 1 0 1 0 1 1 2 1 1 3 1 1

Carbon dioxide, humid CO2 technically clean 1 1 1 (1) 1 1 0 1 0 1 0 1 1 2 1 1 3 1 1

Carbon tetrachloride CCl4 4 4 4 4 2 4 4 4 4 4 1 1 1 4 1 4 1 1 1

Chlorine Cl2 10 % wet 3 3 4 2 4 4 4 1 0 4 1 1 (2) 2 3 4 4 4 4

Chlorine Cl2 97 % 4 4 4 4 4 4 4 4 4 4 0 1 1 4 1 4 (3) 1 1

Chlorobenzene C6H5Cl 3 3 4 4 1 3 4 4 4 4 1 1 1 4 3 4 1 1 1

Chlorofluorocarbon — 0 0 (2) (3) 1 (3) 4 0 0 0 0 (1) (3) (3) 0 (3) (3) 0 0

Chloroform CHCl3 100 % 3 4 3 4 4 3 4 4 4 4 2 1 1 4 3 4 (3) 1 1

Chromate CrO3 10 % 1 1 4 2 4 1 1 1 0 0 1 1 1 4 1 4 1 1 1
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C

Chromate CrO3 20 % 0 1 4 3 4 3 1 1 1 0 0 1 1 4 1 4 1 (2) (2)

Chromate CrO3 50 % 3 3 4 3 4 3 3 1 1 3 1 1 1 4 1 4 (3) 2 2

Cocoa — 1 1 (2) (1) 1 (2) 1 0 0 0 1 (1) (1) (2) (1) (2) (1) (1) (1)

Cocoa butter — 0 0 1 (1) 1 (2) 0 0 0 0 0 1 (1) 4 1 4 (1) 1 1

Coconut oil — 0 0 1 (2) (2) (2) 1 0 0 1 0 1 1 4 1 1 (1) 1 1

Coconut oil alcohol — technically clean 1 0 (1) (2) (2) 1 0 1 0 0 0 1 1 3 1 1 (1) 1 1

Common salt -> see Sodium chloride

Copper-(I)-chloride CuCl aqueous 0 0 (3) (2) (2) 1 0 0 0 0 0 1 1 1 1 1 4 4 4

Copper-(I)-cyanide -> see Copper -I-cyanide

Copper-(II)-chloride CuCl2 saturated 1 1 (3) 1 (2) 1 0 1 1 0 0 1 1 1 1 1 4 4 4

Copper-(II)-nitrate Cu(NO3)2 saturated 1 1 1 (2) 1 1 1 1 1 0 0 1 1 1 1 4 4 1 1

Copper-(II)-nitrate Cu(NO3)2 aqueous 0 0 (3) (2) 1 1 0 0 0 0 0 1 1 1 1 1 4 1 1

Coppercyanide CCuN saturated 1 1 (2) (2) (1) 1 0 1 1 0 0 1 1 1 1 1 (3) 1 1

Crude oil — 100 % 0 1 1 (3) 1 1 3 1 3 0 0 1 1 4 1 3 (2) (1) (1)

Cyclohexane C6H12 3 3 1 3 1 3 4 2 1 1 1 1 1 4 1 1 1 1 1

Cyclohexanole C6H12O technically clean 1 1 1 3 1 1 3 1 4 1 0 1 1 4 4 3 1 (1) (1)

Cyclohexanone C6H10O technically clean 1 3 1 4 1 2 4 4 4 4 0 1 1 4 4 4 1 (1) (1)

D

Dextrose -> see Glucose

Diesel fuel — 1 0 1 3 1 1 0 1 0 0 0 1 1 4 1 1 1 (1) (1)

Diesel oil — 100 % 1 1 1 3 1 1 3 1 3 1 0 1 1 4 1 1 1 (1) (1)

Distilled water H2O 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Disulphide CS2 4 4 3 4 2 4 4 4 4 4 1 1 1 4 1 4 1 1 1

E

Essential oils — 0 0 0 (2) (2) 1 0 0 0 0 0 1 1 4 1 1 (1) 1 1

Ethyl alcohol C2H6O 40 % 1 1 1 1 1 1 2 1 0 1 1 1 1 1 1 1 1 1 1

Ethyl alcohol C2H6O 50 % 1 1 1 1 1 1 1 1 3 0 0 1 1 1 (2) 1 1 1 1

Ethyl alcohol C2H6O 96 % 1 1 1 1 1 1 3 1 3 1 1 1 1 1 3 3 1 1 1

Ethylene C2H4 0 0 1 (2) 1 (2) 0 0 0 0 0 (1) (2) (3) 3 3 (1) (1) (1)

F

Ferric-(II)-chloride FeCl2 saturated 1 1 3 1 (3) 1 1 1 1 1 1 1 1 (1) 1 (1) 4 (2) 1

Ferric-(II)-sulphate FeSO4 saturated 1 1 (2) 1 (3) 1 1 1 1 0 1 1 1 (1) (1) (1) 4 1 1

Ferric-(II)-sulphate FeSO4 aqueous 1 1 (2) (2) (3) 1 0 0 0 0 1 1 1 (1) (1) 1 4 1 1

Ferric-(II)-sulphate FeSO4 1 1 (2) 1 (3) 1 1 0 0 1 1 1 1 (1) 1 (1) 4 1 1

Ferric-(III)-chloride FeCl3 saturated 1 1 3 1 4 1 1 1 1 1 1 1 1 (1) 1 1 4 4 4

Ferric-(III)-sulphate Fe2(SO4)3 saturated 1 1 (2) (2) (3) 1 0 0 0 0 1 1 1 (1) (1) (1) 4 1 1

Formic acid CH2O2 50 % 1 1 4 3 4 1 3 2 0 1 1 1 1 3 4 4 (3) 1 1

Formic acid CH2O2 98-100 % 1 1 4 3 4 1 3 3 1 3 1 1 1 3 4 4 1 1 1

Formic acid CH2O2 3 % 1 1 3 1 2 1 1 2 0 0 1 1 1 3 (3) 4 (3) 1 1
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F

Fructose -> see Fructose

Fructose C6H12O6 any 1 1 1 1 1 1 1 0 0 0 0 1 1 1 1 1 1 1 1

Fruit juice — 1 1 1 1 1 1 1 1 1 0 0 1 1 1 1 1 (2) 1 1

Fuel + 20% ethyl alcohol — 0 0 (1) 4 2 (3) 0 0 0 0 0 (1) (2) 4 3 3 (1) 1 1

Fuel + 20% methanol — 0 0 (1) 4 2 (3) 0 0 0 0 0 (1) (2) 4 (3) 4 (1) 1 1

Fuel oil — 3 3 1 3 1 1 3 1 3 1 1 1 1 4 1 1 1 1 1

Fuel, normal — 0 0 1 3 2 3 4 0 0 0 0 (1) (2) 4 1 3 1 1 1

Fuel, super — 0 0 1 4 2 3 4 0 0 0 0 (1) (2) 4 1 3 1 1 1

G

Gasoil — 0 0 (1) (2) (2) 1 0 0 0 0 0 1 1 4 1 1 1 (1) (1)

Gear oil — 0 0 1 1 4 (3) 0 0 0 0 0 (2) 0 4 0 4 (1) 1 1

Gelatin — any 1 1 1 1 1 1 1 1 1 0 1 1 1 1 1 1 1 1 1

Glauber's salt -> see Sodium sulphate

Glucose C6H12O6 any 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Glycerol C3H8O3 any 1 1 1 3 1 1 1 1 2 1 1 1 1 1 1 1 1 1 1

Glycolic acid C2H4O3 37 % 1 0 4 (2) (3) 1 0 1 0 0 0 1 1 1 2 1 1 1 1

Glycolic acid C2H4O3 70 % 1 1 4 (2) (3) 1 0 0 0 0 0 1 (2) 1 3 (2) (2) 1 1

Grape sugar -> see Glucose

Grease, animal — 0 0 1 (2) 1 1 0 0 0 0 0 1 1 4 1 1 (1) 1 1

Grease, edible oil — 0 1 1 1 1 3 0 1 3 0 0 1 1 4 1 1 (1) 1 1

Grease, herbal — 0 0 1 (2) 1 1 0 0 0 0 0 1 1 4 1 1 (1) 1 1

Grease, minerally — 0 0 1 (2) 1 1 0 0 0 0 0 1 1 (4) (1) 1 (1) 1 1

Ground-nut oil — 0 0 0 (2) (2) 1 1 0 0 1 0 1 (1) 4 1 1 (1) (1) (1)

H

Helium He 0 0 1 (1) 1 1 0 0 0 0 1 1 (1) 1 1 1 1 1 1

Hexane C6H14 2 4 1 (2) 1 2 4 2 4 1 1 1 1 4 1 1 1 1 1

Honey — 1 1 1 1 1 1 0 0 0 0 1 1 1 1 (1) 1 (1) (1) (1)

Hooch C2H6O 1 1 1 1 1 1 0 1 0 0 1 1 1 1 1 1 1 1 1

Hydraulic oil — 0 0 0 0 1 1 0 0 0 0 0 (1) 0 4 (1) 1 1 1 1

Hydrauliy fluids — 50°C 0 0 0 0 0 (3) 0 0 0 0 0 (1) 0 4 0 1 (2) 0 0

Hydrauliy fluids — 50°C 0 0 0 0 0 (3) 0 0 0 0 0 (1) 0 4 0 1 (2) 0 0

Hydrauliy fluids — 60°C 0 0 0 0 0 (3) 0 0 0 0 0 (1) 0 0 0 1 (2) 0 0

Hydrauliy fluids — 100°C 0 0 0 0 0 (3) 0 0 0 0 0 0 0 0 0 4 (2) 0 0

Hydrauliy fluids — 100°C 0 0 0 0 0 (3) 0 0 0 0 0 0 0 0 0 4 (2) 0 0

Hydrobromic acid HBr 40 % 1 1 4 4 4 1 4 1 3 0 0 1 1 3 1 4 (4) (4) (4)

Hydrobromic acid HBr 50 % 1 1 4 4 4 1 4 1 3 0 1 1 1 3 1 4 (4) (4) (4)

Hydrobromic acid HBr diluted 1 1 4 4 4 1 4 1 3 0 0 1 1 3 1 4 (4) (4) (4)
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H

Hydrobromic acid Br2+H2O saturated 4 4 4 (4) 4 4 4 3 0 0 0 1 1 4 (2-3) 4 (4) 4 4

Hydrochloric acid HCl 1-5 % 1 1 4 1 4 1 1 1 0 1 1 1 1 1 1 3 4 4 4

Hydrochloric acid HCl 35 % 1 1 4 4 4 1 3 2 3 1 1 1 1 3 1 4 4 4 4

Hydrochloric acid HCl concentrated 1 1 4 4 4 1 3 2 3 1 1 1 1 3 1 4 4 4 4

Hydrochloric acid HCl 20 % 1 1 4 2 4 1 1 1 0 0 1 1 1 1 1 4 4 4 4

Hydrochloric acid, seawater — 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 3 1 1

Hydrofluoric acid HF 4 % 1 1 4 2 4 1 2 2 0 0 1 1 1 (3) 1 (2) 4 0 0

Hydrofluoric acid HF 50 % 1 1 4 4 4 1 4 2 2 3 1 1 1 3 1 3 4 4 4

Hydrofluoric acid HF 70 % 0 1 4 4 4 1 4 1 3 0 0 1 1 3 (3) 4 4 4 4

Hydrofluoric acid HF 100 % 0 0 4 4 4 (2) 0 0 0 0 0 1 0 3 (3) 4 4 (3) (3)

Hydrogen peroxide H2O2 30 % 1 1 4 1 4 1 1 1 0 1 1 1 1 3 1 4 (3) 1 1

Hydrogen peroxide H2O2 100 % 1 1 4 0 4 4 4 0 0 0 0 (1) (2) (3) (2) 4 (3) (1) (1)

Hydrogen peroxide H2O2 90 % 1 1 4 1 4 1 1 1 0 0 1 1 1 3 1 4 (3) 1 1

Hydrogen peroxide H2O2 3 % 1 1 (3) 1 1 1 1 1 0 1 1 1 1 1 1 3 (3) 1 1

Hydrosulphide H2S saturated 1 1 1 1 1 1 3 1 3 1 0 1 1 1 (3) 4 1 1 1

J

Jam — 1 1 (1) 1 (2) 1 1 1 0 1 1 1 1 (2) (1) (1) (2) 1 1

K

Kerosene — 0 0 (1) (3) 1 1 0 0 0 0 0 (1) (2) 4 1 1 (1) (1) (1)

Kerosene — 2 3 (1) 4 1 3 4 1 0 0 2 1 1 4 1 1 1 1 1

L

Lactic acid C3H6O3 3 % 1 1 (3) 1 2 1 2 2 0 1 1 1 1 3 1 (2) (1) 1 1

Lactic acid C3H6O3 80 % 1 1 3 1 3 1 1 2 2 1 1 1 1 3 1 1 1 1 1

Lactic acid C3H6O3 85 % 1 1 3 1 3 1 2 2 2 1 1 1 1 3 1 1 1 1 1

Lactose C12H22O11 aqueous 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 (1) 1 1

Lanolin — technically clean 3 3 1 1 (2) 3 1 3 3 1 0 1 1 4 1 1 (1) 1 1

Lead acetate C4H6PbO4 aqueous 1 1 3 1 1 1 1 1 1 1 1 1 1 1 2 3 4 1 1

Lead acetate C4H6PbO4 1 1 3 1 1 1 0 0 0 0 1 1 1 1 2 2 4 1 1

Lemon acid — saturated 1 1 (3) (2) (2) 1 0 0 0 0 0 1 (1) 1 (1) (1) (3) 0 0

Lemon-juice — 1 1 1 1 1 1 1 0 0 0 0 1 (1) (1) 1 1 (1) 1 1

Linseed oil — technically clean 1 1 1 1 1 1 1 1 1 1 0 1 1 4 1 1 (1) 1 1

Liqueur — 1 0 (2) 1 (2) 1 0 1 0 0 0 1 1 1 1 1 (1) 1 1

Liquid soap — 1 1 1 (2) 1 1 0 0 0 0 0 1 1 (2) (2) (2) (3) 0 0

Lubricating oil — 1 2 (2-3) (1) (2) 3 0 1 1 0 0 1 1 4 1 1 1 1 1

M

Magnesite -> see Magnesium carbonate

Magnesium carbonate MgCO3 saturated 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Magnesium chloride MgCl2 aqueous 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
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M

Magnesium hydroxide Mg(HO)2 saturated 1 1 1 (2) 1 1 1 1 1 1 1 1 1 1 1 2 1 1 1

Magnesium nitrate Mg(NO3)2 saturated 1 1 1 (2) 1 1 1 1 1 0 1 1 1 1 (1) (2) 1 1 1

Magnesium sulphate MgSO4 any 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 2 1 1 1

Margarine — 0 0 (2) 1 (2) 1 1 0 0 1 0 1 1 4 1 1 (1) 1 1

Mercury Hg clean 1 1 1 1 1 1 1 1 3 1 1 1 1 1 1 1 (3) 1 1

Mercury-(II)-chlorite HgCl2 aqueous 1 1 4 1 3 1 1 1 1 1 1 1 1 1 1 1 4 (4) (4)

Mercury-(II)-cyanid C2HgN2 saturated 1 1 (3) (2) (3) 1 0 1 0 0 (1) 1 1 (1) 1 (2) 4 1 1

Mercury-(II)-nitrate -> see Mercury-(II)-nitrate

Methane CH4 technically clean 1 0 1 1 1 1 0 1 0 0 0 1 1 4 1 1 1 1 1

Methanol CH4O 1 1 2 4 1 1 3 1 3 3 1 1 1 1 3 3 1 1 1

Methyl methacrylate C5H8O2 100 % 0 0 (2) 4 (2) (2) 4 4 4 0 0 1 (3) 4 4 4 1 (1) (1)

Milk and milk products — 1 1 1 1 1 1 1 1 1 1 1 1 1 3 1 1 (1) 1 1

Mineral water — 1 1 (1) 1 1 1 0 1 0 0 1 1 1 1 1 1 (1) (1) (1)

Molasse — 1 1 1 (1) 2 1 0 1 0 0 1 1 1 1 1 1 1 1 1

Motor oil — 0 0 1 (2) 1 1 0 0 0 0 0 (1) 1 4 1 1 1 1 1

Mustard — 0 0 (2) 1 1 1 1 0 0 1 0 (1) (1) (2) 1 1 (2) 1 1

N

Natural gasoline — 0 0 1 1 1 (2) 0 0 0 0 0 (1) (1) 4 1 1 1 (1) (1)

Nephthalene C10H8 100 % 0 1 1 (3) 1 1 3 4 4 1 0 1 1 4 1 4 1 1 1

Nephthalene in alcohol — 1 1 (2) (3) 1 1 3 0 0 3 0 1 (2) 4 (3) (3) (1) (1) (1)

Nickel – (II)-chlorite NiCl2 saturated 1 1 1 (2) 2 1 0 1 1 0 0 1 1 1 1 1 4 2 2

Nickel – (II)-chlorite NiCl2 aqueous 1 1 (3) (2) 2 1 0 0 0 0 0 1 1 1 1 1 4 2 2

Nitic acid HNO3 1-10 % 1 1 4 1 4 1 2 1 0 1 1 1 1 2 1 4 3 1 1

Nitic acid HNO3 50 % 2 3 4 4 4 3 4 2 0 0 1 1 1 4 1 4 4 1 1

Nitic acid HNO3 66 % 2 3 4 4 4 4 4 3 0 0 1 1 1 4 1 4 4 1 1

Nitic acid HNO3 100 % 4 4 4 4 4 4 0 4 0 4 0 1 4 4 4 4 1 2 3

Nitic acid HNO3 70 % 2 3 4 4 4 4 4 3 0 0 1 1 1 4 2 4 4 1 1

Nitrobenzene C6H5NO2 3 4 4 4 3 2 4 4 4 4 1 1 1 4 4 4 (1) 1 1

Nitrous oxide N2O 0 0 (2) (2) (2) (2) 0 0 0 0 0 (1) (1) 2 1 1 1 (1) (1)

O

Oils and fats, herbal — 1 1 (2) (2) (2) 1 3 1 3 0 0 1 1 4 1 (2) (1) 1 1

Oils, essential — 4 3 (2) (3) (2) 3 0 0 0 0 0 (1) (3) 4 (1-3) (3) 1 (1) (1)

Oleic acid C18H34O2 technically clean 1 1 1 1 2 1 1 1 0 1 0 1 1 4 2 3 1 1 1

Olive oil — 1 0 (2) (2) 1 1 1 1 0 1 0 1 1 4 1 1 1 1 1

Orange juice — 1 1 1 1 (2) 1 1 0 0 1 1 1 (1) 1 (1) (2) (2) 1 1

Oxalic acid C2H2O4 x 2H2O aqueous 1 1 4 (2) 4 1 0 0 0 0 1 1 (2) 1 1 3 1 2 1

Oxalic acid C2H2O4 x 2H2O 1 1 3 1 4 1 1 1 1 1 1 1 1 1 1 3 1 2 1
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O

Ozone O3 3 3 4 1 4 3 2 1 0 1 1 (1) 1 1 1 4 (2) 0 0

Ozone-air-alloy — 0 0 4 (2) 4 3 0 0 0 0 1 (1) (2) 1 1 4 (2) 0 0

P

Paraffis CnH2n+2 100 % 1 1 1 1 1 1 1 1 1 0 0 1 (1) 4 1 1 1 1 1

Perchloroethylene C2Cl4 4 4 4 4 1 4 4 4 4 3 1 1 1 4 2 4 (3) 0 0

Perfumes — 3 3 1 (3) (2) 1 4 1 3 0 0 (1) (1) (3) (2) (3) (1) (1) (1)

Petrol C5H12 - C12H26 2 3 1 3 1 3 4 2 0 0 1 1 1 4 (1-3) 3 1 1 1

Petroleum — 0 0 1 (3) 1 1 0 0 0 0 0 1 1 4 1 3 (1) (1) (1)

Petroleum — 1 2 (1) 1 1 1 1 1 0 0 1 1 1 4 1 2 1 1 1

Phenol C6H6O 10 % 1 1 4 4 4 1 4 1 3 3 0 1 1 4 2 4 1 1 1

Phenol C6H6O 100 % 2 3 4 4 4 1 4 4 3 4 1 1 1 4 3 4 1 1 1

Phosphoric acid H3PO4 30 % 1 1 4 1 4 1 1 0 0 1 0 1 1 1 1 3 4 1 1

Phosphoric acid H3PO4 85 % 1 1 4 1 4 1 1 1 1 1 1 1 1 3 1 4 4 2 1

Phosphoric acid H3PO4 1-5 % 1 1 (3) 1 3 1 2 1 0 1 1 1 1 1 1 2 (4) 1 1

Phosphoric acid H3PO4 20% 1 1 4 (2) 4 1 0 0 0 0 0 1 1 1 1 3 4 1 1

Photo emulsion — 1 0 1 (2) 1 1 0 1 0 0 0 1 1 (2) (2) (1) (2) 0 0

Pineapple juice — 1 1 1 (2) (2) 1 1 0 0 0 1 1 (1) (1) (2) (1) (2) (1) (1)

Potassium acetate C2H3KO2 aqueous 1 1 1 (1) 1 1 0 1 1 0 1 1 1 1 3 3 1 1 1

Potassium bromide KBr any 1 1 3 1 1 1 1 1 1 1 0 1 1 1 1 1 1 1 1

Potassium chlorate KClO3 saturated 1 0 1 (2) 2 1 1 1 0 0 0 1 1 1 1 4 1 1 1

Potassium chlorate KClO3 aqueous 1 0 1 (2) 2 1 1 1 0 0 0 1 1 1 1 4 1 1 1

Potassium chloride KCl aqueous 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Potassium chromate K2CrO4 saturated 1 1 2 (2) (2) 1 1 1 1 1 0 1 1 1 1 3 1 (1) (1)

Potassium chromate K2CrO4 aqueous 0 0 (2) (2) (2) 1 0 0 0 0 0 1 1 1 1 3 1 (1) (1)

Potassium nitrate KNO3 50 % 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Potassium nitrate KNO3 aqueous 1 1 1 1 1 1 0 0 0 0 1 1 1 1 1 1 1 1 1

Potassium permanganate KMnO4 aqueous 0 0 4 1 1 1 0 0 0 0 0 1 1 1 1 4 1 1 1

Potassium permanganate KMnO4 1 1 4 1 1 1 1 1 0 1 1 1 1 1 1 4 1 1 1

Potassium sulphate K2SO4 1 1 1 (1) 1 1 0 0 0 0 1 1 1 1 1 1 1 1 1

Potessium carbonate K2CO3 saturated 1 1 1 3 1 1 1 1 1 1 0 1 1 1 1 1 4 1 1

Potessium carbonate K2CO3 aqueous 1 1 1 (2) 1 1 0 0 0 0 0 1 1 1 1 1 4 1 1

Propane C3H8 liquid 1 1 1 1 1 1 0 1 3 1 0 1 1 4 1 (2) 1 1 1

Propane C3H8 gaseous 3 4 1 3 1 2 4 1 0 0 1 1 1 4 1 1 1 1 1

Propanol C3H8O 1 1 1 1 1 1 3 2 3 1 0 1 1 1 1 3 1 (1) (1)

Propylene glycol C3H8O2 1 1 4 2 1 1 1 3 0 1 1 1 1 1 1 1 1 (1) (1)

Pyridine C5H5N 1 0 1 4 1 3 4 4 4 4 1 1 1 4 4 4 1 1 1

R

Ricinus oil — 100 % 1 1 1 1 (2) 1 1 1 3 1 0 1 1 3 1 1 (1) 1 1
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S

Sea water -> see Hydrochloric acid, seawater

Seawater -> see Hydrochloric acid, seawater

Silicid acid SiO2 any 1 1 (1) 1 1 1 1 1 1 1 1 1 1 1 1 1 (1) 1 1

Sodium acetate C2H3NaO2 any 1 1 1 1 1 1 2 2 3 1 1 1 1 1 (3) 3 1 1 1

Sodium bicarbonate NaHCO3 aqueous 1 1 1 1 1 1 0 0 0 0 1 1 1 1 1 1 1 1 1

Sodium borate Na2B4O7 x 10 H2O saturated 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 3 1 1 1

Sodium borate Na2B4O7 x 10 H2O aqueous 1 1 1 (2) 1 1 0 0 0 0 1 1 1 1 1 1 1 1 1

Sodium bromide NaBr any 1 1 1 (2) 1 1 1 1 0 1 1 1 1 (1) (1) 1 4 0 0

Sodium carbonate Na2CO3 saturated 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 3 1 1

Sodium carbonate Na2CO3 aqueous 1 1 1 1 1 1 0 0 0 0 1 1 1 1 1 1 3 1 1

Sodium carbonate Na2CO3 1 1 1 1 1 1 2 1 0 1 1 1 1 1 1 1 3 1 1

Sodium chlorate NaClO3 any 1 1 1 1 2 1 1 1 0 0 0 1 1 1 1 2 1 1 1

Sodium chlorate NaClO3 aqueous 0 0 3 1 2 1 0 0 0 0 0 1 1 1 1 3 1 1 1

Sodium chloride NaCl any 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 3 1 1

Sodium chloride NaCl aqueous 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 3 1 1

Sodium chlorite NaClO2 diluted 1 1 1 (2) (2) 1 0 3 4 0 0 1 1 1 1 4 3 3 3

Sodium cyanide CNNa saturated 1 1 1 (3) 3 1 0 0 0 0 0 1 1 1 1 3 4 (2) (2)

Sodium cyanide CNNa aqueous 1 1 1 (3) 3 1 0 0 0 0 0 1 1 1 1 1 4 (2) (2)

Sodium fluoride NaF saturated 1 1 1 (2) 1 1 1 1 1 1 0 1 1 1 1 1 1 0 0

Sodium hydroxide NaHO concentrated 1 1 1 4 (3) 1 0 0 0 0 0 1 (2) 1 4 3 4 (2) (2)

Sodium hydroxide NaHO 30 % 1 1 1 4 1 1 1 1 1 0 0 1 (2) 1 (3) 2 4 1 1

Sodium hydroxide NaHO 45 % 1 1 1 4 1 1 1 1 1 1 0 1 (2) 1 2 2 4 1 1

Sodium hydroxide NaHO 50 % 1 1 1 4 1 1 2 1 0 0 1 1 3 1 3 3 4 1 1

Sodium hydroxide NaHO 60 % 1 1 1 4 (3) 1 1 0 0 0 0 1 (2) 1 3 2 4 1 1

Sodium hydroxide NaHO 1 % 1 1 1 3 1 1 2 1 0 0 1 1 1 1 1 1 (4) 1 1

Sodium hypochlorite NaClO diluted 2 2 4 (3) 4 2 1 1 1 1 0 1 1 3 1 4 4 3 2

Sodium hypochlorite NaClO 15 % 2 2 4 2 4 2 1 1 0 1 1 1 3 3 1 4 4 3 2

Sodium hypochlorite NaClO saturated 2 2 4 2 4 2 1 1 0 1 0 1 (3) 3 1 4 4 3 2

Sodium hypochlorite NaClO 12,5 % Cl 2 2 4 2 4 2 1 1 1 1 1 1 1 3 1 4 4 3 2

Sodium nitrate NaNO3 saturated 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 2 1 1 1

Sodium nitrate NaNO3 aqueous 1 1 1 1 1 1 0 0 0 0 1 1 1 1 1 1 1 1 1

Sodium nitrite NaNO2 saturated 1 1 1 (2) 1 1 1 1 1 1 0 1 1 1 1 2 1 1 1

Sodium nitrite NaNO2 aqueous 1 1 1 (2) 1 1 0 0 0 0 0 1 1 1 1 1 1 1 1

Sodium silicate Na2Si3O7 any 1 1 1 1 (2) 1 1 1 1 1 0 1 1 1 1 1 1 1 1

Sodium sulphate NaHSO4 10 % 1 1 4 1 2 1 0 1 0 0 1 1 1 1 1 1 1 1 1

Sodium sulphate NaHSO4 any 1 1 1 1 (3) 1 1 1 0 1 1 1 1 1 1 1 1 (2) 1

Sodium sulphate Na2SO4 saturated 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 2 1 1 1

Sodium sulphate Na2SO4 aqueous 1 1 1 1 1 1 0 1 1 0 1 1 1 1 1 1 1 1 1

Sodium sulphate Na2SO4 1 1 1 1 1 1 0 0 0 0 1 1 1 1 1 (1) 1 1 1
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RESISTANCE CHART
Materials

S

Sodium sulphite Na2S saturated 1 1 1 3 1 1 1 1 1 1 0 1 3 1 1 2 3 (1) (1)

Sodium sulphite Na2S aqueous 1 1 1 3 1 1 0 0 0 0 0 1 1 1 1 1 3 1 1

Sodium sulphite Na2SO3 saturated 1 1 1 (2) 1 1 1 1 1 1 0 1 1 1 1 2 1 1 1

Sodium thiosulphate Na2S2O3 x 5H2O any 1 1 1 (2) 1 1 0 0 0 0 1 1 1 1 1 3 1 1 1

Sodium thiosulphate Na2S2O3 x 5H2O saturated 1 1 1 (1) 1 1 1 1 1 1 0 1 1 1 1 2 1 1 1

Sodium thiosulphate Na2S2O3 x 5H2O aqueous 1 1 1 (1) 1 1 0 0 0 0 0 1 1 1 1 1 1 1 1

Spirit C2H6O 1 1 1 1 1 1 3 1 3 1 1 1 1 1 3 3 1 1 1

Stannous-(II)-chloride SnCl2 aqueous 1 1 (4) (2) (2) 1 0 0 0 0 0 1 1 1 1 1 4 4 3

Stannous-(II)-chloride SnCl2 saturated 1 1 4 1 (2) 1 1 1 1 1 0 1 1 1 1 1 4 4 3

Stannous-(IV)-chloride SnCl4 aqueous 1 1 4 (3) (4) 1 4 0 0 0 0 1 1 1 1 1 4 4 3

Steam H2O up to 150°C 4 4 4 0 (3) (3) 0 0 0 0 0 1 0 1 3 4 (1) 1 1

Sulphur S8 technically clean 1 1 1 1 1 1 1 3 3 1 0 1 1 3 1 4 (1) 1 1

Sulphuric acid H2SO4 40 % 1 1 4 2 4 1 2 1 1 1 1 1 1 (3) 1 4 3 2 2

Sulphuric acid H2SO4 60 % 1 1 4 3 4 1 2 1 0 0 1 1 1 4 1 4 4 4 3

Sulphuric acid H2SO4 80 % 1 1 4 3 4 1 3 1 1 0 1 1 1 4 1 4 4 2 2

Sulphuric acid H2SO4 95 % 3 3 4 4 4 3 4 2 0 4 1 1 1 4 1 4 4 1 1

Sulphuric acid H2SO4 fumaceous 4 4 4 4 4 4 4 4 4 0 0 1 4 4 1 4 (3) 1 1

Sulphuric acid H2SO4 1-6 % 1 1 4 1 4 1 1 1 0 1 1 1 1 1 1 3 (3) 2 1

Sulphuric acid H2SO4 20 % 1 1 4 1 4 1 1 1 0 0 1 1 1 2 1 4 (3) 2 2

Sweet almond oil — 0 0 (2) (1) (2) (2) 3 0 0 1 0 1 1 4 (1) (2) (1) 1 1

T

Tannic acid -> see Tannin

Tannin C76H52O46 10 % 1 1 1 3 4 1 3 1 0 0 0 1 1 3 1 3 1 1 1

Tannin C76H52O46 1 1 1 4 4 1 1 0 0 1 0 1 1 3 1 3 1 1 1

Tetrahydrofuran C4H8O 3 4 1 4 1 3 4 4 4 4 2 1 3 4 4 4 1 (1) (1)

Tincture of iodine I2 1 1 4 3 1 1 3 4 4 3 1 1 1 2 1 3 1 2 1

Trichloroethylene C2HCl3 100 % 3 4 3 4 4 4 4 4 4 0 1 1 1 4 1 4 1 1 1

U

Urea CH4N2O aqueous 1 1 1 1 1 1 0 0 0 0 1 1 1 1 1 1 1 1 1

Urea CH4N2O 1 1 1 1 1 1 1 2 3 1 1 1 1 1 1 1 1 1 1

Uric acid C5H4N4O3 1 1 (2) 1 1 1 0 1 1 0 1 1 1 1 (1) (1) 4 1 1

Urine — 1 1 1 1 1 1 3 1 1 0 1 1 1 1 1 1 (2) 1 1

V

Vaseline — technically clean 3 2 1 1 1 1 3 0 1 0 1 1 3 1 1 1 1 1

Vinegar C2H4O2 1 1 4 1 1 1 1 1 3 1 1 1 1 1 3 3 1 1 1

Vitamine C C6H8O6 liquid 1 1 (2) (2) (2) 1 0 0 0 0 1 1 1 (1) (1) (1) 1 (1) (1)
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W

Washing-up liquid — aqueous 1 1 (2) (2) 1 1 0 0 0 0 0 1 (1) (2) (2) (2) (3) (1) (1)

Water H2O 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Whey — 1 0 (2) (1) (2) 1 0 0 0 0 1 1 (1) (3) (1) (2) (2) 1 1

Whiskey — 0 0 1 1 1 1 0 0 0 0 0 1 1 1 1 1 1 1 1

Wines — 1 1 1 1 (2) 1 1 1 1 0 0 1 1 1 1 1 (4) 1 1

X

Xylol C8H10 3 3 1 4 1 4 4 4 4 4 1 1 1 4 1 4 1 1 1

Z

Zinc chloride ZnCl2 aqueous 1 1 3 (2) 2 1 0 0 0 0 0 1 1 1 1 1 3 1 1

Zinc chloride ZnCl2 10 % 1 1 3 1 2 1 1 1 1 1 1 1 1 1 1 1 3 1 1

Zinc oxide ZnO solid 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 (2) 1 1

Zinc suphate ZnSO4 10 % 1 1 (3) 1 2 1 1 1 1 1 1 1 1 1 1 1 3 1 1

lH
D

P
E

L
D

P
E

PA P
C

P
O

M

P
P

P
S

P
V

C
 H

A
R

T

P
V

C
 W

E
IC

H

S
A

N

E
C

T
F

E
 /

 E
T

F
E

P
T

F
E

P
V

D
F

E
P

D
M

F
P

M

N
B

R

A
L

V
2

A

V
4

AChemical Chemical Consitency

description formula (%)

I



210

RESISTANCE CHART
Materials

Resistancy

Specified data are subject to an ambient temperature of +20 °C.

0 no information avaible

1 very good resistancy / suitable

2 good resistancy / suitable

3 limited resistancy

4 not recommended

( ) estimated classification

Designation of materials

Thermoplaste

HDPE high density polyethylene

LDPE low density polyethylene

PA Polyamide (Nylon)

PC Polycarbonate

POM Polyoxymethylene

PP Polypropylene

PVC Polyvinyle chloride

SAN Styrol-Acrylnitrile

Fluoric plastics

E-CTFE Ethylene-Chlortrifluorethylene (Halar® )

ETFE Ethylene-Tetrafluorethylene

PTFE Polytetrafluorethylene (Teflon®)

PVDF Polyvinylidenfluoride

Elastomere

EPDM Ethylene-Propylene-Terpolymer-caoutchouc

FPM Fluoric-polymere (Viton®)

NBR Nitrile-caoutchouc

Metals

Al Aluminium

V2A Stainless steel 1.4301 (AISI 304)

V4A Stainless steel 1.4401 (AISI 316)
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Information / Connection methods

Threaded connections Hose fitting

Rigid connections / flange Rotating connections

FMT V-TEC

ROTATABLE CONNECTION

1. Alu elbow

2. Pin

3. Adapter

4. O-ring

5. Rotating swivel adapter

Two pins connect the Alu elbow
irrespective of the position of
the screwed-in rotatable swivel
adaptor. O-ring sealed.

FMT V-TEC

THREADED CONNECTIONS

1. Rotating swivel

2. O-ring

3. Threaded nozzle

4. Crimp sleeve

5. Hose

All connections are o-ring
sealed.

FMT V-TEC

HOSE FITTING

1. Hose fitting

2. Crimp sleeve

3. Connector with sealing cone

4. Cap nut

5. Threaded adapter with
sealing cone

The connector with sealing cone
is press-fitted into the end of the
hose.
The cap nut enables direct 
connectionto other connectors.
No Eskimo-roll. No tedious hose
winding required.

FMT V-TEC

RIGID CONNECTIONS / FLANGE

1. Fitting with sealing surface

2. O-ring

3. Fitting with slot for an o-ring

Rigid connections are flanged
and o-ring sealed. Easy to
assemble and to disassemble
by means of easy to detach
connections

©2008 FMT Swiss AG | 6312 Steinhausen/Schweiz | www.fmtag.ch
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GENERAL TERMS OF BUSINESS

FMT Fluid Management Technologies Swiss AG

General Conditions of Contract

Acceptance of Order

The order is accepted by the supplier by the delivery of the goods or upon receipt of 

supplier's written acknowledgement. The general conditions of contract are subject to 

change without notice.

Prices

All prices are noncommittal. The company reserves the right to adjust the prices without 

prior notice. Prices quoted are binding for the goods at the quantity offered only, and for 

immediate ordering only.

Terms of Payment

30 days net.

Package

Package material will be charged at cost price and cannot be taken back.

Transportation

In any circumstance, transportation will be executed at buyer's risk.

Delivery Time

The delivery time agreed upon will be met if ever possible, however the shipment date 

declared not binding. Any delay of the supplies or services does not entitle the customer 

to any rights and claims.

Contracts

Fixed contracts shall be agreed only for a limited period. If the ordered goods have not 

been called within the agreed period, FMT Swiss AG has the right to ship and charge 

the remaining goods, after the delivery period has elapsed.

Special Products

For special products manufactured according to customer's drawings or samples or machines or

devices the customer will be held liable in all respects. Specially produced goods cannot be taken

back. Delivery of quantities of 10% over or under the ordered quantity of goods is reserved.

Tools

Tools and devices remain in possession of FMT Swiss AG even if the customer has paid for 

them partly or wholly.
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Cancellation

Fixed orders or back-logs cannot be cancelled.

Complaints

Complaints concerning weight, quantity or quality of the delivered goods have to be reported

to FMT Swiss AG within 8 days after receipt of the delivery. Our service in case of justifiable 

claims is strictly limited to replacement or complement of rejected goods only.

Guarantee

For claims of guarantee the General Conditions of the Swiss Association of Machinery 

Manufacturers (VSM) shall apply.

Replacement of Goods

Compensation delivery caused through wrong order instructions will be reimbursed with 

a compensation of 10%.

Technical Data

All technical data, specified weight and pictures are for information only and without 

responsibility. All design is subject to change without notice.

Place of fulfilment and legal venue

Place of fulfilment for delivery and payment is Steinhausen, the legal venue is Zug, Switzerland. 

All legal matters are subject to Swiss Law.

FMT Swiss AG

January 2009
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CROSS REFERENCE
Numbers

00 926 97

00 928 97

01 105 100

19 514 93

19 616 101

19 623 77 + 92

19 623 860 77 + 93

19 624 77 + 92

19 624 860 77 + 93

19 692 69

19 693 69

19 694 69

19 698 65

19 698 950 65

19 698 956 67

19 699 65

19 718 76

19 718 954 76

19 741 100

19 746 101

19 748 101

19 890 91

19 892 91

23 006 185

23 006 824 179

23 006 861 181

23 007 189

23 007 824 183

23 008 13

23 008 824 13

23 009 189

23 009 824 183

23 012 11

23 012 824 11

23 012 860 17

23 012 862 17

23 014 157

23 014 330 161

23 014 331 163

23 014 333 169

23 014 390 159

23 014 396 165

23 014 397 167

23 014 398 157

23 014 851 163

23 014 857 169

23 014 860 161

23 014 951 159

23 014 955 165

23 014 957 167

23 015 185

23 015 824 179

23 015 861 181

23 015 880 187

23 015 881 187

23 017 171

23 017 390 173

23 017 392 175

23 017 393 177

23 017 398 171

23 017 953 173

23 017 955 175

23 017 959 177

23 034 9

23 034 860 15

23 036 9

23 070 114

23 072 103

23 072 860 111

23 073 103

23 073 860 111

23 074 107

23 075 107

23 076 105

23 076 860 113

23 077 105

23 077 860 113

23 078 109

23 079 109

23 082 123

23 082 860 125

23 083 123

23 083 860 125

23 084 127

23 084 880 129

23 085 127

23 085 881 131

23 086 133

23 087 133

23 088 139

23 089 139

23 089 860 141

23 090 143

23 090 860 145

23 091 143

23 092 153

23 092 860 155

23 093 153

23 093 860 155

23 140 80

23 140 950 94

23 140 952 94

23 141 80

23 141 950 95

23 141 952 95

23 142 82

23 142 860 83

23 143 82

23 143 860 83

23 154 85

23 155 850 87

23 155 856 87

23 155 857 86

23 155 858 86

23 155 950 85

23 155 956 85

23 155 957 84

23 155 958 84

23 156 85

23 156 860 87

23 157 950 85

23 157 957 84

23 158 859 87

23 158 959 85

23 160 75

23 161 74

23 168 75

23 168 860 76

23 168 861 76

23 171 74

23 171 860 75

23 174 77 + 94

23 176 74

23 176 860 75

23 176 861 75

23 177 90

23 177 950 90

23 177 952 90

23 177 954 91

23 178 74

23 180 92

23 193 73

23 193 860 73

23 198 88

23 206 88 + 99

23 207 89 + 99

23 209 88

23 213 81

23 214 81

23 215 81

23 218 97

23 287 71

23 321 61

23 321 030 63

23 322 61

23 322 030 63

Item number Page Item number Page Item number Page Item number Page
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23 337 59

23 500 33

23 502 21

23 504 21

23 512 23

23 514 23

23 522 25

23 524 25

23 530 33

23 532 27

23 534 27

23 542 29

23 544 29

23 552 31

23 554 31

23 631 45

23 632 45

23 633 45

23 634 45

23 635 47

23 636 47

23 637 47

23 638 47

23 639 49

23 640 49

23 641 49

23 642 49

23 643 51

23 644 51

23 645 51

23 646 51

23 710 55

23 711 199

23 714 199

23 717 199

23 720 55

23 721 197

23 724 197

23 727 197

23 730 53

23 730 932 53

23 730 939 53

23 731 191

23 731 939 193

23 734 191

23 737 191

23 737 939 193

23 911 147

23 912 147

23 914 147

23 914 860 151

23 915 147

23 915 860 151

23 917 149

23 917 860 151

23 918 149

23 918 860 151

23 921 135

23 922 135

23 924 135

23 925 135

23 927 137

23 928 137

23 931 117

23 932 117

23 934 119

23 935 119

23 937 121

23 938 121

80 371 78

80 372 78

80 414 79

80 415 79

85 071 100

85 358 97

85 359 95

85 360 95

85 362 96

85 363 96

85 364 96 + 97

85 365 96

85 366 96

85 370 777 98

89 014 98

89 015 98

89 016 777 98

89 018 99

89 019 98

89 029 35

89 030 35

89 031 35

89 032 35

89 033 37

89 034 37

89 035 37

89 036 37

89 037 39

89 038 39

89 039 39

89 040 39

89 041 41

89 042 41

89 043 41

89 044 41

89 111 96 + 97

89 301 100

89 712 777 99

Item number Page Item number Page Item number Page Item number Page
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Eschfeldstr. 2

6312 Steinhausen

Schweiz

Tel +41 (0)41 712 05 37

Fax +41 (0)41 720 26 21

1. CUSTOMER

Company

Street

Postcode / District / Country

Name

Tel.

Fax.

Email

Date

2. PUMPED MEDIUM (FLUID)

2.1 Name/Chemical formula

2.2 Concentration (%)

2.3 Specific weight  (kg/m3)

2.4 Viscosity  (mPas/Cp at °C)

2.5 Temperature  (°C) (Min./Max.)

2.6 Solid matter content  (g/l)

2.7 Crystallisation

2.8 Desired pump material

2.9 Pipe work material 

Comments

3. DESIGN DATA

3.1 Discharge  (m3/h oder l/min)

3.2 Discharge, total (in meter head of liquid)

or Discharge Pressure, total (bar)

3.3 Suction height  (m)

4. INSTALLATION DATA

4.1 System pressure (bar)

4.2 Operational area/position

4.3 Operational mode

4.4 Nominal diameter (pipe work)

4.5 Previous experience

4.6 Type of pump used

4.7 Evaluation based on experience

4.8 Basis of the evaluation

Comments

5. DRIVE

5.1 Electric motor

5.2 Compressed air 

5.3 Other 

Comments

Bid/Tender Questionnaire 

Voltage:           (V) Single- 3-phase Frequency (Hz)

Available compressed air supply    (mn
3/h)

Mobile Stationary Vertical Horizontal

Continuous Intermittent (hrs/day)

Suction side Discharge side

Yes No

Manufacturer/Supplier

Good Acceptable Unsatisfactory

Technology Price Service

Yes No Particle size mm

Yes No at: °C



ANSWER Bid/Tender Questionnaire 

FMT Swiss AG

Eschfeldstr. 2

CH-6312 Steinhausen 

Schweiz

NOTES





Fluid Management Technologies Swiss AG • Eschfeldstr. 2 • 6312 Steinhausen • Schweiz
Tel +41 (0)41 712 05 37 • Fax +41 (0)41 720 26 21 • www.fmtag.ch • info@fmtag.ch

90 967 932 A802
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GENERAL INFORMATION

WWW.PRESSOL.COM

FolIwing always the requirements of our customers and 

improving quality permanentely our products are subject 

to a continuous technical modification. So our catalogue 

cannot pinpoint the most up-to-date technical product data 

in any case. For these data please refer to our homepage 

www.pressol.com. Here you can find any brand-new information

about products, i.e. pictures, special product data, operating

instructions and performance curves. Beeing a customer you can

place your order utilizing our direkt purchasing basket. Your

identity will be protected by a password system.

DELIVERY OF YOUR ORDER

Please note when ordering: Almost 95 % of our deliveries will

be effected between 1 and 12 hours after receipt of your order.

Supplementary orders or changes of an order can be hardly

realized. We will have to supply this kind of additions or changes

as a separate order (with the exception of high volume orders or

of orders manufactured for customers separately).

PHILOSOPHY OF QUALITY

lt is our philosophy to offer in short time intervals increasingly

powerful products offering the global market best quality standards

for competitive prices. This challenges a permanent improvement of

our company`s proceedings in connetion with our high-leveled quality

objections documented by our DIN ISO 9001 certification.

SERVICE

In case of a problem occuring against our expectations please refer

to our local representations or to your PRESSOL sales team directly.

Telefon +49 9462 17-210

Telefax +49 9462 1063

e.kaiser@pressol.com

6
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COMPREHENSIVE PRODUCT LINE:

List of abbreviations 8 - 10

Oilers 11 - 26

Dispensing bottle and Sprayers 27 - 36

Funnels 37 - 46

Measures and Measuring cans 47 - 56

Storage cans and Cans 57 - 62

Do it yourself 63 - 84

Synopsis grease guns 85 - 89

Grease guns and Accessories 90 - 158

Push type guns / Suction guns 159 - 164

Lubrication systems, Grease filling system, Trolleys 165 - 187

Classification Grease nipples 189 

Grease nipples 188 - 210

Manual pumps 211 - 236

Resistance table of manual pumps 228 - 231

Lubricators 237 - 256

Oil level sight glasses 257 - 258

PRESSOL-Information 259 - 261

General Terms of Business 262 - 264

DIN-Norms / Consistency classes 265

Article Numbers/Dimensions/Weights 266 - 282

Agencies Overseeas/Main distributors 284 - 287
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List of abbreviations

8

LIST OF ABBREVIATIONS-LUBRICATION EQUIPMENT

a ....................outer
ABM...............dimensions
AD..................outside diameter, in millimetres
ALH................barrel tap
BA..................jaws
BHHP .............lever operated gun for concrete works
BS ..................container fixing bracket
BSF.................British Standard Fine/Whitworth thread, quality: fine
D1 ..................funnel type grease nipple, 180°, straight
D1 a ..............funnel grease nipple, 180° straight, blow-in nipple
DIN ................German Standards Institute
DLFP...............Air operated grease guns
DN .................inner diameter, in millimetres
DW ................double-acting
DWMP ...........double-acting brass pump
EAN-Code......European Item Numering System (barcode)
EF ...................calibratable
EHFP ..............one hand grease gun
EP...................extreme-pressure lubricants
ESN ................blow-in nipple
EWKP ............single-acting plastic pump
EWMP............single-acting brass pump
EWZP.............single-acting zinc die casted
FA ..................flat design
FLA.................flexible outlet
FLMA .............flexible metal outlet
FS...................female drum adapter
G....................Whitworth Pipe Thread, cylindrical ISO 228 (DIN 259)
GDE................container
GS..................tested security
H1..................hydraulic grease nipple, 180°, straight
H1a ...............tapered lubricating equipment 180°, straight, (blow-in nipple)
H2..................hydraulic grease nipple, 45°
H2 a ..............tapered lubricating nipple, 45°, (blow-in nipple)
H3..................hydraulic grease nipple, 90°
H3a ...............tapered lubricating nipple, 90°, (blow-in nipple)
HD .................high pressure
HHFP .............manual lever grease gun
HHFP-DG .......manual level grease gun with closed cover, not removable
HHÖP ............oil press designed as manual lever gun
i......................inside
ILN .................international location number
ISO VG ..........International Organization for Standardization
K1 ..................ball grease nipple, 180°, straight
KK..................plastic canister
KØ .................diameter of head
LBH ................length x width x height, in millimetres
LGA................Bavarian Trade Supervision, Nuremberg
M ...................metric thread, cylindrical DIN 13
M1 .................flat lubrication nipple, 16 mm, round head
M22 ...............flat lubrication nipple, 22 mm, round head
M4 .................flat lubrication nipple, 10 mm, round head
MU.................spout
NEF ...............not capable of calibration
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NLGI ..............viscosity class 000 to 6, as defined
by National Lubricating Grease Institute, USA

NPS................National Straight Pipe, non-sealing 
pressure-resistant cylindrical pipe thread

NPSF..............National Straight Pipe, sealing
pressure-resistant cylindrical pipe thread

NPT................National Taper Pipe, non-sealing
pressure-resistant tapered pipe thread

NPTF ..............National Taper Pipe Fuel and Oil, sealing
pressure-resistant tapered pipe thread

ÖDT ...............oil can funnel
PTF .................Pipe Taper Fuel and Oil / sealing

pressure-resistant tapered pipe thread
R ....................Whitworth thread, tapered, similar to DIN 3858
RST.................special description for high steel quality
S.....................thickness
SAE ................division of viscosity classes for automotive

lubricants by Society of Automotive Engineers
SB ..................self service
SF...................mounting area for wrenches
SFG ................key width
SK ..................hexagon
SKK................hexagonal head
SRL.................suction pipe length, following figures always in mm
STAK ..............steel outlet bend
SW .................key width
T1/B ..............flat lubrification nipple, 16 mm, hexagonal head
TÜV................Technical Supervision Authority
UN .................United Nations
UNF ...............Unified Fine Thread
Ust.-IdNr. ......Turnover tax identification number
UV..................ultra-violet
VE ..................packing unit
VK..................square
VZ..................galvanised
WAL ...............angle metal spout
WHIT ............Whitworth thread
ZBH ...............accessories
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Alu .................Alu Aluminium
CSM ...............Hypalon®
E-CTFE ............Ethylen – Chlortrifluortyhlen (Halar®)
EPDM .............Ethylen – Propylen
FEP .................Tetrafluorethyle – Perfluorpropylen (Teflon® FEP) 
FCKW.............Fluorcarbon
FKM ...............Viton®
FPM ...............Fluor-Polymer (Viton®)
GG .................Gray cast iron casting
HDPE..............Hidh Density Polyethylene
Hyrtel®..........Hyrtel® is a registered trademark of the company Du Pont
LDPE...............Low Density Polyethylene
Me .................Brass
MoS2 .............Molybdenum Disulfide
NBR ...............Perbunan®
NEOP .............Neoprene
PA ..................Polyamide
PC ..................Polycarbonate
PE...................Polyethylene
PFA ................Perfluoraloxy Copolymer (Teflon® PFA)
PMP ...............Polymethylpentene (TPX®)
POM ..............Acetal Homopolymer
PP ..................Polypropylene
PS ..................Polystyrol
PSF.................Polysulfone
PTFE ...............Polytetrafluorethylene (Teflon®)
PVC................Polyvinylchloride
PVDF..............Polyvinylidenefluoride
SAN ...............Styrol Acrylnitril
SI ...................Silicone rubber
St ...................Steel
VA ..................Stainless steel
VSTB ..............Galvanized sheet steel
ZDG ...............Zinc die-casting

10

LIST OF ABBREVIATIONS FOR MATERIALS
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SPEZIAL pump-oiler, 150 ml

Height: 270 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

SPEZIAL pump-oiler, 250 ml

Height: 295 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Industrial oiler, 200 ml, ZDG,

EWMP, spout, aluminium, 135 mm

Height: 270 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Industrial oiler, 300 ml, ZDG,

EWMP, spout, aluminium, 165 mm

Height: 320 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Industrial oiler, 500 ml, ZDG,

EWMP, spout, aluminium, 165 mm

Height: 350 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

12

Article no.

SPEZIAL PUMP-OILERS 

Oilers 

Technical data

Material of container: tin plate

Material of pump: Polyethylene

Length of spout: 165 mm

Material of spout: Aluminium

Specification

• Large filling spout, with captive

screw cap

• Since the oil pump remains in the

container during refilling, it will not

be contaminated

• Lubricates in any position

• Robust aluminium discharge spout

• Measurement units enables drip feed

• Pump, with 2 ball valves

• With Bar code

Technical data

Material of container: zinc die casting,

Z 410, DIN 1743

Lacquering container: metallic-grey

Volume per stroke 

pump: 1 ml/stroke

Material of spout: Aluminium

Specification

• Impact-proof and robust

• Ergonomic design

• Single-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• High surface quality 

• With Bar code

01 111

01 112

03 802

03 803

03 805

INDUSTRIAL OILERS, ZINC DIE CAST

SINGLE-ACTING BRASS PUMP WITH GRAVITY CONTROLLED 
SUCTION TUBE

01 112

03 802
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Article no.

Technical data

Material of container: zinc die casting,

Z 410, DIN 1743

Lacquering container: metallic-grey

Volume per stroke

pump: 1 ml/stroke

Material of spout: Aluminium

Specification

• Impact-proof and robust

• Ergonomic design

• Double-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp 

collector pan 

• High surface quality 

• With Bar code

Technical data

Material of container: zinc die casting,

Z 410, DIN 1743

Lacquering container: metallic-grey

Volume per stroke

pump: 1 ml/stroke

Material of spout: Aluminium

Specification

• The alternative to aerosol spray cans

• Microfine atomisation of low

viscosity oils and self-lubricating

non aggressive media

• Impact-proof and robust

• Ergonomic design

• Double-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• Spout with micro sprayer 05 069

• High surface quality 

• With Bar code

Industrial oiler, 200 ml, ZDG

DWMP, nozzle aluminium, 135 mm 

Height: 270 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Industrial oiler, 300 ml, ZDG

DWMP, nozzle aluminium, 165 mm 

Height: 320 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Industrial oiler, 500 ml, ZDG

DWMP, nozzle aluminium, 165 mm 

Height: 350 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

Industrial oiler, 200 ml, ZDG

DWMP, with micro sprayer 

Length spout, 

with micro sprayer: 115 mm

Height: 250 mm

Display storage dimensions

Length: 120 mm / Width:60 mm

Industrial oiler, 300 ml, ZDG

DWMP, with micro sprayer 

Length spout, 

with micro sprayer: 115 mm

Height: 270 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Industrial oiler, 500 ml, ZDG

DWMP, with micro sprayer 

Length spout,

with micro sprayer: 115 mm

Height: 300 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

03 902

03 903

03 905

03 902 867

03 903 867

03 905 867

03 902

03 902 867

DOUBLE-ACTING BRASS PUMP AND ROTATING
PUMP SWIVEL
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Industrial oiler, 200 ml, ZDG

DWMP, with applicator brush 

Length spout, 

with applicator brush: 135 mm

Height: 270 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Industrial oiler, 300 ml, ZDG

DWMP, with applicator brush 

Length spout, 

with applicator brush: 135 mm

Height: 280 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Industrial oiler, 500 ml, ZDG

DWMP, with applicator brush 

Length spout, 

with applicator brush: 135 mm

Height: 320 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

Industrial oiler, 200 ml, ZDG

DWMP, superflex tube, transparent

Length superflex spout: 150 mm

Height: 270 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Industrial oiler, 300 ml, ZDG

DWMP, superflex tube, transparent

Length superflex spout: 150 mm

Height: 320 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Industrial oiler, 500 ml, ZDG

DWMP, superflex tube, transparent

Length superflex spout: 150 mm

Height: 350 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

Technical data

Material of container: zinc die casting,

Z 410, DIN 1743

Lacquering container: metallic-grey

Volume per stroke

pump: 1 ml/stroke

Material of spout: Aluminium

Quality of brush: natural bristles

Specification

• To apply a consistent lubricant film

over a large area 

• Impact-proof and robust

• Ergonomic design

• Double-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables 

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• Spout with applicator brush 05 070

• High surface quality 

• With Bar code

Technical data

Material of container: zinc die casting,

Z 410, DIN 1743

Lacquering container: metallic-grey

Volume per stroke

pump: 1 ml/stroke

Specification

• Ergonomic design

• Double-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables 

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• Superflex spout, transparent 01 136

• High surface quality 

• With Bar code

03 902 868

03 903 868

03 905 868

03 902 869

03 903 869

03 905 869

Article no.

DOUBLE-ACTING BRASS PUMP AND ROTATING
PUMP SWIVEL

03 902 869

03 902 868
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Technical data

Material of container: Polyethylene

Colour of container: white, transparent

Volume per stroke

pump: 1 ml/stroke

Material of spout: Aluminium

Specification

• Impact-proof and robust

• Ergonomic design

• Single-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• High surface quality 

• With Bar code

Technical data

Material of container: Polyethylene

Colour of container: blue,

Pantone 294 c

Volume per stroke

pump: 1 ml/stroke

Material of spout: Aluminium

Specification

• Impact-proof and robust

• Ergonomic design

• Single-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• High surface quality 

• With Bar code

Workshop oiler, 200 ml, PE

white, EWMP, spout, 135 mm

Height: 270 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Workshop oiler, 300 ml, PE

white, EWMP, spout, 165 mm

Height: 320 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Workshop oiler, 500 ml, PE

white, EWMP, spout, 165 mm

Height: 350 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

Industrial oiler, 200 ml, PE

blue, EWMP, spout, 135 mm

Height: 270 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Industrial oiler, 300 ml, PE

blue, EWMP, spout, 165 mm

Height: 320 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Industrial oiler, 500 ml, PE

blue, EWMP, spout, 165 mm

Height: 350 mm

Display storage dimensions

Length:135 mm / Width: 80 mm

04 802 

04 803

04 805

04 802 430

04 803 430

04 805 430

Article no.

INDUSTRIAL OILERS, POLYETHYLENE

SINGLE-ACTING BRASS PUMP WITH GRAVITY
CONTROLLED SUCTION TUBE

04 802

04 802 430
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Workshop oiler, 200 ml, PE

white, DWMP, spout, 135 mm

Height: 270 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Workshop oiler, 300 ml, PE

white, DWMP, spout, 165 mm

Height: 320 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Workshop oiler, 500 ml, PE

white, DWMP, spout, 165 mm

Height: 350 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

Industrial oiler, 200 ml, PE

blue, DWMP, spout, 135 mm

Height: 270 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Industrial oiler, 300 ml, PE

blue, DWMP, spout, 165 mm

Height: 320 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Industrial oiler, 500 ml, PE

blue, DWMP, spout, 165 mm

Height: 350 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

Technical data

Material of container: Polyethylene

Colour of container: white, transparent

Volume per stroke

pump: 1 ml/stroke

Material of spout: Aluminium

Specification

• Impact-proof and robust

• Ergonomic design

• Double-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• High surface quality 

• With Bar code

Technical data

Material of container: Polyethylene

Colour of container: blue,

Pantone 294 c

Volume per stroke

pump: 1 ml/stroke

Material of spout: Aluminium

Specification

• Impact-proof and robust

• Ergonomic design

• Double-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• High surface quality

• With Bar code

04 902

04 903

04 905 

04 902 430

04 903 430

04 905 430 

Article no.
DOUBLE-ACTING BRASS PUMP AND ROTATING
PUMP SWIVEL

04 902

04 902 430



b

17

Technical data

Material of container: Polyethylene

Colour of container: white, transparent

Volume per 

stroke pump: 1 ml/stroke

Material of spout: Aluminium

Specification

• The alternative to aerosol spray cans

• Microfine atomisation of low viscosity

oils and self-lubricating non

aggressive media

• Impact-proof and robust

• Ergonomic design

• Double-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• Spout with micro sprayer 05 069

• High surface quality 

• With Bar code

Technical data

Material of container: Polyethylene

Colour of container: white, transparent

Volume per 

stroke pump: 1 ml/stroke

Material of spout: Aluminium

Quality of brush: natural bristles

Specification

• To apply a consistent lubricant film

over a large area 

• Impact-proof and robust

• Ergonomic design

• Double-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• Spout with applicator brush 05 070

• High surface quality 

• With Bar code

Workshop oiler, 200 ml, PE, white

DWMP, with micro sprayer 

Length spout,

with micro sprayer: 115 mm

Height: 250 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Workshop oiler, 300 ml, PE, white

DWMP, with micro sprayer 

Length spout,

with micro sprayer: 115 mm

Height: 270 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Workshop oiler, 500 ml, PE, white

DWMP, with micro sprayer 

Length spout,

with micro sprayer: 115 mm

Height: 300 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

Workshop oiler, 200 ml, PE, white

DWMP, with applicator brush 

Length spout,

with applicator brush: 135 mm

Height: 270 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Workshop oiler, 300 ml, PE, white

DWMP, with applicator brush 

Length spout,

with applicator brush: 135 mm

Height: 280 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Workshop oiler, 500 ml, PE, white

DWMP, with applicator brush 

Length spout,

with applicator brush: 135 mm

Height: 320 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

04 902 867

04 903 867

04 905 867

04 902 868

04 903 868

04 905 868

Article no.

04 902 867

04 902 868
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Workshop oiler, 200 ml, PE, white

DWMP, superflex tube, transparent 

Length superflex spout: 150 mm

Height: 300 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Workshop oiler, 300 ml, PE, white

DWMP, superflex tube, transparent 

Length superflex spout: 150 mm

Height: 320 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Workshop oiler, 500 ml, PE, white

DWMP, superflex tube, transparent 

Length superflex spout: 150 mm

Height: 350 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

DIY oiler, 150 ml, PE, white

EWKP, spout, 105 mm

Height: 215 mm

Display storage dimensions

Length: 90 mm / Width: 50 mm

Technical data

Material of container: Polyethylene

Colour of container: white, transparent

Volume per

stroke pump: 1 ml/stroke

Specification

• Impact-proof and robust

• Ergonomic design

• Double-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• Superflex spout, transparent 01 136

• High surface quality 

• With Bar code

Technical data

Container capacity: 150 ml

Material of container: Polyethylene

Colour of container: white, transparent

Material of spout: Aluminium

Specification

• Ergonomic design

• Single-acting plastic pump

• Pump enables drip feed 

• All valves are ball valve type 

• High surface quality 

• With Bar code

04 902 869

04 903 869

04 905 869

04 111

Article no.
DOUBLE-ACTING BRASS PUMP AND ROTATING 
PUMP SWIVEL 

04 902 869

04 111

DIY OILER, POLYETHYLENE, 

SINGLE-ACTING PLASTIC PUMP
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Technical data

Material of container: Polyethylene

Colour of container: white, transparent

Specification

• Ergonomic design

• Single-acting plastic pump

• Pump enables drip feed 

• All valves are ball valve type 

• High surface quality 

• With Bar code

Technical data

Material of container: steel

Colour of container: red, RAL 3000

Material of pump: Polyethylene

Material of spout: Aluminium

Specification

• Ergonomic design

• Angled spout enables lubricating in

difficult to access locations 

• Single-acting plastic pump

• Robust pump provides trickle feed

supply 

• All valves are ball valve type 

• High surface quality, lacquered with

environment-friendly water based

paint 

• With Bar code

Standard oiler, 350 ml, PE, white

EWKP, spout, 135 mm

Height: 135 mm

Display storage dimensions

Length: 130 mm / Width: 75 mm

Standard oiler, 500 ml, PE, white

EWKP, spout, 135 mm

Height: 150 mm

Display storage dimensions

Length: 140 mm / Width: 80 mm

Standard oiler, 350 ml, PE, white

EWKP, superflex spout, transparent

Length superflex spout: 210 mm

Height: 135 mm

Display storage dimensions

Length: 130 mm / Width: 75 mm

Standard oiler, 500 ml, PE, white

EWKP, superflex spout, transparent

Length superflex spout: 210 mm

Height: 150 mm

Display storage dimensions

Length: 140 mm / Width: 80 mm

Standard oiler, 125 ml, St, red

EWKP, spout, 105 mm

Height: 110 mm

Display storage dimensions

Length: 90 mm / Width: 50 mm

Standard oiler, 175 ml, St, red

EWKP, spout, 105 mm

Height: 130 mm

Display storage dimensions

Length: 90 mm / Width: 50 mm

Standard oiler, 250 ml, St, red

EWKP, spout, 135 mm

Height: 110 mm

Display storage dimensions

Length: 135 mm / Width: 70 mm

05 118

05 119

05 138

05 139

05 111

05 112

05 113

Article no.
STANDARD OILERS, POLYETHYLENE,

SINGLE-ACTING PLASTIC PUMP 

05 118

05 138

05 111

STANDARD OILERS, METAL

SINGLE-ACTING PLASTIC PUMP AND RIGID SPOUT
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Standard oiler, 350 ml, St, red

EWKP, spout,135 mm

Height: 120 mm

Display storage dimensions

Length: 145 mm / Width: 85 mm

Standard oiler, 500 ml, St, red

EWKP, spout, 135 mm

Height: 150 mm

Display storage dimensions

Length: 145 mm / Width: 85 mm

Standard oiler, 125 ml, St, red

EWKP, superflex spout, transparent

Length superflex spout: 150 mm

Height: 110 mm

Display storage dimensions

Length: 90 mm / Width: 50 mm

Standard oiler, 175 ml, St, red

EWKP, superflex spout, transparent

Length superflex spout: 150 mm

Height: 130 mm

Display storage dimensions

Length: 90 mm / Width: 50 mm

Standard oiler, 250 ml, St, red

EWKP, superflex spout, transparent

Length superflex spout: 210 mm

Height: 110 mm

Display storage dimensions

Length: 135 mm / Width: 70 mm

Technical data

Material of container: steel

Colour of container: red, RAL 3000

Material of pump: Polyethylene

Material of spout: Aluminium

Specification

• Ergonomic design

• Angled spout enables lubricating in

difficult to access locations 

• Single-acting plastic pump

• Robust pump provides trickle feed

supply 

• All valves are ball valve type 

• High surface quality, lacquered with

environment-friendly water based

paint 

• With Bar code

Technical data

Material of container: steel

Colour of container: red, RAL 3000

Material of pump: Polyethylene

Specification

• Ergonomic design

• Single-acting plastic pump

• Robust pump provides trickle feed

supply 

• All valves are ball valve type 

• High surface quality, lacquered with

environment-friendly water based

paint 

• Superflex spout, transparent 01 136

• With Bar code

05 114

05 115

05 121

05 122

05 133

Article no.

05 114

05 121

SINGLE-ACTING PLASTIC PUMP AND RIGID SPOUT

SINGLE-ACTING PLASTIC PUMP AND SUPERFLEX SPOUT
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Technical data

Material of container: steel

Colour of container: red, RAL 3000

Material of pump: Polyethylene

Specification

• Ergonomic design

• Single-acting plastic pump

• Robust pump provides trickle feed

supply 

• All valves are ball valve type 

• High surface quality, lacquered with

environment-friendly water based

paint 

• Superflex spout, transparent 01 130

• With Bar code

Technical data

Material of container: steel

Colour of container: red, RAL 3000

Material of pump: Polyethylene

Material of spout: Aluminium

Specification

• Ergonomic design

• Single-acting plastic pump

• Robust pump provides trickle feed

supply 

• All valves are ball valve type 

• High surface quality, lacquered with

environment-friendly water based

paint 

• Angled spout enables lubricating in

difficult to access locations 

• Superflex spout, transparent 01 136

• With Bar code

Standard oiler, 350 ml, St, red

EWKP, superflex spout, transparent

Length superflex spout: 210 mm

Height: 120 mm

Display storage dimensions

Length: 145 mm / Width: 85 mm

Standard oiler, 500 ml, St, red

EWKP, superflex spout, transparent

Length superflex spout: 210 mm

Height: 150 mm

Display storage dimensions

Length: 145 mm / Width: 85 mm

Standard oiler, 125 ml, St, red

EWKP, superflex spout and rigid spout

Length superflex spout: 150 mm

Length of spout: 105 mm

Height: 110 mm

Display storage dimensions

Length: 90 mm / Width: 50 mm

Standard oiler, 175 ml, St, red

EWKP, superflex spout and rigid spout

Length superflex spout: 150 mm

Length of spout: 105 mm

Height: 130 mm

Display storage dimensions

Length: 90 mm / Width: 50 mm

Standard oiler, 250 ml, St, red

EWKP, superflex spout and rigid spout

Length superflex spout: 210 mm

Length of spout: 135 mm

Height: 110 mm

Display storage dimensions

Length: 135 mm / Width: 70 mm

Standard oiler, 500 ml, St, red

EWKP, superflex spout and rigid spout

Length superflex spout: 210 mm

Length of spout: 135 mm

Height: 150 mm

Display storage dimensions

Length: 145 mm / Width: 85 mm

05 134

05 135

05 111 950

05 112 950

05 133 950

05 135 950

Article no.

05 134

05 111 950

SINGLE-ACTING PLASTIC PUMP, RIGID SPOUT AND SUPERFLEX SPOUT
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Standard oiler, 250 ml, St, blue,

EWMP, superflex spout and rigid spout

Height: 110 mm

Display storage dimensions

Length: 135 mm / Width: 70 mm

Standard oiler, 350 ml, St, blue,

EWMP, superflex spout and rigid spout

Height: 120 mm

Display storage dimensions

Length: 145 mm / Width: 85 mm

Standard oiler, 500 ml, St, blue,

EWMP, superflex spout and rigid spout

Height: 150 mm

Display storage dimensions

Length: 145 mm / Width: 85 mm

Standard oiler, 750 ml, St, blue,

EWMP, superflex spout and rigid spout

Height: 200 mm

Display storage dimensions

Length: 150 mm / Width: 100 mm

Standard oiler, 350 ml, St, blue

EWMP, with applicator brush 

Length spout, 

with applicator brush:135 mm

Height: 120 mm

Display storage dimensions

Length: 145 mm / Width: 85 mm

Technical data

Material of container: steel

Colour of container: blue, RAL 5010

Material of pump: brass

Length of spout: 135 mm

Material of spout: Aluminium

Length 

superflex spout: 210 mm

Specification

• Ergonomic design

• Single-acting brass pump

• Robust pump provides trickle feed

supply 

• All valves are ball valve type 

• High surface quality, lacquered with

environment-friendly water based

paint 

• Angled spout enables lubricating in

difficult to access locations 

• Superflex spout, transparent 01 130

• With Bar code

Technical data

Material of container: steel

Colour of container: blue, RAL 5010

Material of pump: brass

Quality of brush: natural bristles

Material of spout: Aluminium

Specification

• Ergonomic design

• To apply a consistent lubricant film

over a large area 

• Single-acting brass pump

• Robust pump provides trickle feed

supply 

• All valves are ball valve type 

• High surface quality, lacquered with

environment-friendly water based

paint 

• Angled spout with applicator brush

permits lubricating in difficult to

access locations 

• Spout with applicator brush 05 070

• With Bar code

05 223

05 224

05 225

05 226

05 224 001

Article no.

SINGLE-ACTING BRASS PUMP, RIGID SPOUT AND SUPERFLEX SPOUT

05 223

05 226

05 224 001

SINGLE-ACTING BRASS PUMP AND SPOUT 
WITH BRUSH ATTACHMENT
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Technical data

Material of container: steel

Colour of container: blue, RAL 5010

Material of pump: zinc die casting,

Z 410, DIN 1743

Length of spout: 165 mm

Material of spout: Aluminium

Specification

• Robust industrial design

• Ergonomic design

• Single-acting zinc die casted pump

• All valves are ball valve type 

• High surface quality, lacquered with

environment-friendly water based

paint 

• Angled spout enables lubricating in

difficult to access locations 

• With Bar code

Pressure - pump oiler, 300 ml, blue

St, EWZP, spout, 165 mm

Height: 265 mm

Display storage dimensions

Length: 110 mm / Width: 60 mm

Spout, aluminium, angled

105 mm

Spout, aluminium, angled

135 mm

Spout, aluminium, angled

165 mm

Superflex spout, transparent

210 mm

Superflex spout, transparent

150 mm

Spout with micro sprayer

115 mm,

to spray low viscosity liquids

Spout with applicator brush

135 mm

03 912

01 070

01 071

00 220

01 130

01 136

05 069

05 070

Article no.
PRESSURE PUMP OILER,

SINGLE-ACTING ZINC DIE CASTED PUMP 

03 912

01 070

05 069 05 070

01 130

SPOUTS AND ACCESSORIES
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Oiler, 20 ml, PE, transparent

Height: 115 mm

Display storage dimensions

Length: 50 mm / Width: 18 mm

Oiler, 50 ml, PE, transparent

Height: 120 mm

Display storage dimensions

Length: 50 mm / Width: 24 mm

Oiler, 125 ml, PE, transparent

Height: 175 mm

Display storage dimensions

Diameter: 45 mm

with Bar code

Oiler, 250 ml, PE, transparent

Height: 200 mm

Display storage dimensions

Diameter: 60 mm

with Bar code

Oiler, 500 ml, PE, transparent

Height: 245 mm

Display storage dimensions

Diameter: 70 mm

with Bar code

Oiler, 60 ml, PE, transparent

Height: 120 mm

Display storage dimensions

Length: 50 mm / Width: 27 mm

with Bar code

Oiler, 100 ml, PE, transparent

Height: 160 mm

Display storage dimensions

Length: 65 mm / Width: 27 mm

Technical data

Material of container: Polyethylene

Colour of container: white, transparent

Specification

• Oil, petrol and acid-resistant

• Plastic spout, with sealing cap

• Stable

• High surface quality 

06 061

06 062

06 064

06 065

06 066

06 068

06 122

Article no.

OILERS, POLYETHYLENE

06 061

06 064

06 068

06 122

06 062
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Technical data

Material of container: Polyethylene

Colour of container: white, transparent

Material of spout: brass

Specification

• Oil, petrol and acid-resistant

• Brass spout, with turn lock at the tip 

• Stable

• High surface quality 

• With Bar code

Technical data

Material of container: Polyethylene

Colour of container: white, transparent

Material wide 

nozzle: Polyethylene

Specification

• Oil, petrol and acid-resistant

• Wide nozzle

(4 glue dispensing nozzles)

• Stable

• High surface quality 

• With Bar code

Tool-box oiler, 50 ml, PE

transparent, brass spout

Length of spout: 48 mm

Height: 130 mm

Display storage dimensions

Length: 40 mm / Breite: 20 mm

Oiler, 125 ml, PE, transparent,

brass spout

Length of spout: up to 36 mm - 115 mm

Height: 160 mm

Display storage dimensions

Diameter: 45 mm

Oiler, 250 ml, PE, transparent,

brass spout

Length of spout: up to 36 mm - 145 mm

Height: 185 mm

Display storage dimensions

Diameter: 60 mm

Oiler, 500 ml, PE, transparent,

brass spout

Length of spout: up to 36 mm - 180 mm

Height: 230 mm

Display storage dimensions

Diameter: 70 mm

Glue dispenser, 125 ml, PE,

transparent, with wide nozzle

Height: 140 mm

Display storage dimensions

Diameter: 45 mm

Glue dispenser, 250 ml, PE,

transparent, with wide nozzle

Height: 165 mm

Display storage dimensions

Diameter: 60 mm

Glue dispenser, 500 ml, PE,

transparent, with wide nozzle

Height: 210 mm

Display storage dimensions

Diameter: 70 mm

06 863

06 864

06 865

06 866

06 964

06 965

06 966

Article no.

06 863

06 864

06 964

GLUE DISPENSERS, POLYETHYLENE
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WORKSHOP SPRAYERS 29

ACCESSORIES AND SPARE PARTS FOR HOUSEHOLD 30
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SPRAY UNIT 30

INDUSTRIAL SPRAYERS 31

POMPAxx INDUSTRIAL SPRAYERS 32 - 33

POMPAxx STANDARD SPRAYERS 34 - 35
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Dispensing bottle, 500 ml, PE,

transparent, dispensing spout, PE

Length of spout: 115 up to 260 mm

telescopic

Height: 310 mm

Display storage dimensions

Diameter: 70 mm

Sprayer for use in household, 750 ml

orange, PE

For water-based, non aggressive liquids

Colour of container: orange

Height: 280 mm

Display storage dimensions

Diameter: 100 mm

Sprayer for use in household, 750 ml

white, transparent, PE

For household, water and 

distilled water

Colour of container: white, transparent

Height: 280 mm

Display storage dimensions

Diameter: 100 mm

Technical data

Material of container: Polyethylene

Colour of container: white, transparent

Material of spout: Polyethylene

Specification

• Dispensing bottle

• Suitable for filling of car batteries

• Oil, petrol and acid-resistant

• Angled Polyethylene dispensing 

spout, with fine dispensing nozzle

• Stable

• High surface quality 

• With Bar code

Technical data

Material of container: Polyethylene

Specification

• Screwed-on pump sprayer

• Sprayer head with adjustable and

closeable plastic nozzle

• Stable conical bottle design

• With Bar code

06 766

06 266

06 266 820

Article no.

DISPENSING BOTTLE, POLYETHYLENE

06 766

06 266

06 266 820

SPRAYERS FOR USE IN HOUSEHOLD



c

29

Technical data

Volume per 

stroke pump: 1 ml/stroke

Length spout, 

with micro sprayer: 115 mm

Material of spout: Aluminium

Specification

• The alternative to aerosol spray cans

• Microfine atomisation of low viscosity

oils and self-lubricating non aggressive

media

• Impact-proof and robust

• Ergonomic design

• Double-acting brass pump

• Ball bearing mounted and gravity

controlled suction tub, enables

containers to be almost completely

emptied 

• Pump enables drip feed 

• All valves are ball valve type 

• Sealing mechanism, with drIp

collector pan 

• Spout with micro sprayer (05 069)

• High surface quality 

• With Bar code

Industrial oiler, 200 ml, ZDG,

DWMP, spout with micro sprayer

Material of container: zinc die casting,

Z 410, DIN 1743

Lacquering container: metallic-grey

Height: 250 mm

Display storage dimensions

Length: 120 mm / Width: 60 mm

Industrial oiler, 300 ml, ZDG,

DWMP, spout with micro sprayer

Material of container: zinc die casting,

Z 410, DIN 1743

Lacquering container: metallic-grey

Height: 270 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Industrial oiler, 500 ml, ZDG,

DWMP, spout with micro sprayer

Material of container: zinc die casting,

Z 410, DIN 1743

Lacquering container: metallic-grey

Height: 300 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

Industrial oiler, 200 ml, PE, white

DWMP, spout with micro sprayer

Material of container: Polyethylene

Colour of container: white, transparent

Height: 250 mm

Display storage dimensions

Length:120 mm / Width: 60 mm

Industrial oiler, 300 ml, PE, white

DWMP, spout with micro sprayer

Material of container: Polyethylene

Colour of container: white, transparent

Height: 270 mm

Display storage dimensions

Length: 125 mm / Width: 70 mm

Industrial oiler, 500 ml, PE, white

DWMP, spout with micro sprayer

Material of container: Polyethylene

Colour of container: white, transparent

Height: 300 mm

Display storage dimensions

Length: 135 mm / Width: 80 mm

03 902 867

03 903 867

03 905 867

04 902 867

04 903 867

04 905 867

Article no.

WORKSHOP SPRAYERS

03 902 867

04 902 867
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Spout with micro sprayer

115 mm

Sprayer head

suitable for (06 267), (06 267 820), 

(09 901), (09 907)

Sprayer head

suitable for (06 266)

Sprayer head

suitable for (06 267 956)

Sprayer head

suitable for (06 266 820)

Sprayer head

suitable for (06 142), (06 154)

Spray unit mobile

24 l, pneumatic delivery

Dimensions LWH (mm):

350 x 350 x 900

Dimensions package LWH (mm):

950 x 400 x 400

Specification

• To spray low viscosity liquids

Technical data

Compressed air

connection: to suit male Rectus 

quick release 

airline connector,

type 26

NW: 7,2 mm

Filling: G 1'' female,

with funnel

attachment

Oil delivery: by compressed air

buffer, max. 7 bar 

Dispensing: manual valve

Lacquering: RAL 7040, 

window grey satin

Media: low viscosity oils,

self-lubricating

liquids, e.g.

forming oils

Specification

• Pressure gauge

• Coiled air hose

• Spray lance with microfine 

spray head 

• Drip tray

• 2 fixed rear wheels

• Lacquering, oil-resistant

05 069

00 258

00 291

06 100

06 101

00 956

19 768

Article no.
ACCESSORIES AND SPARE PARTS FOR HOUSEHOLD AND

WORKSHOP SPRAYERS

19 768

05 069

06 101 00 956

00 258

SPRAY UNIT
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Technical data

Material of container: Polyethylene

Specification

• Especially recommended for rust 

removers and self-lubricating low 

viscosity liquids

• Screwed-on pump sprayer

Technical data

Material of container: Polyethylene

Specification

• Suitable for various chemicals, e.g.

detergents, solvents and cleaning

agents

• Not suitable for acetone, glykol,

ammonia, break cleaners and acids

like formic acid and acetic acid

• Screwed-on pump sprayer

• Sprayer head with adjustable and 

closeable plastic nozzle

• Stable conical bottle design

• With Bar code

Pump sprayer, 100 ml, PE 

Colour of container: white, transparent

Height: 145 mm

Display storage dimensions

Length: 65 mm / Width: 27 mm

Pump sprayer, 200 ml, PE 

Material of container: Polyethylene

Colour of container: orange

Height: 163 mm

Display storage dimensions

Length: 80 mm / Width: 32 mm

Industrial sprayer, 750 ml, PE 

orange, plastic nozzle

Colour of container: orange

Height: 290 mm

Display storage dimensions

Diameter: 100 mm

Industrial sprayer, 750 ml, PE 

white, plastic nozzle

Colour of container: white, transparent

Height: 290 mm

Display storage dimensions 

Diameter: 100 mm

Industrial sprayer, 750 ml, PE 

orange, brass nozzle

Colour of container: orange

Height: 290 mm

Display storage dimensions: 

Diameter: 100 mm

06 142

06 154

06 267

06 267 820

06 267 956

Article no.

INDUSTRIAL SPRAYERS

06 142

06 154

06 267

06 267 820
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POMPAxx industrial spray dispenser

1000 ml, PE, white, transparent

Height: 285 mm

Display storage dimensions

Length: 220 mm / Width: 125 mm

POMPAxx industrial spray dispenser,

2 l, PE, with spout,

Height: 300 mm

Display storage dimensions:

Length: 260 mm / Width: 125 mm

POMPAxx industrial spray dispenser

5 l, PE, with spray lance,

Connecting hose: 1,2 m,

sales promoting display carton

Height: 520 mm

Display storage dimensions

Length: 200 mm / Width: 200 mm

POMPAxx industrial spray dispenser

10 l, PE, with spray lance,

Connecting hose: 1,2 m,

sales promoting display carton

Height: 570 mm

Display storage dimensions:

Length: 220 mm / Width: 220 mm

Technical data

Material of

container: Polyethylene

Specification

• Suitable for various chemicals, e.g.

detergents, solvents and cleaning

agents

• Not suitable for acetone, glykol,

ammonia, break cleaners and acids

like formic acid and acetic acid

• Manually air pressurized

• Sprayer head with adjustable and 

closeable plastik nozzle

• Stable conical bottle design

• With Bar code

Technical data

Material of 

container: Polyethylene

Colour of 

container: white, transparent

Specification

• Recommended for cleaning and 

disinfecting machines and vehicles,

and spraying of concrete formwork 

oil as long as the seals are suitable

for the liquids being sprayed.

• not suitable for acetone, glykol,

ammonia, break cleaners and acids

like formic acid and acetic acid

• Sealings, Viton®

• Manually air pressurized

• Safety valve

• Sprayer head with adjustable and

closeable plastik nozzle

• Dimensionally stable up to 10 bar,

UV-resistant

• Stable conical bottle design

• With Bar code

06 178

06 902

06 905

06 910

Article no.

POMPAXX INDUSTRIAL SPRAYERS

06 178

06 902

06 905
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Gasket set

spare part for (06 902)

Sealings, Viton®

Spout

spare part for (06 902)

Pump

spare part for (06 902)

Gasket set

spare part for (06 905), (06 910)

Gasket set, of Viton®

Carrying belt

spare part for (06 905), (06 906),

(06 910)

Pump

spare part for (06 905), (06 910)

Nozzle 60°, flat stream

spare part for (06 905), (06 910)

Triple nozzle

spare part for (06 905), (06 910)

Spray lance

spare part for (06 905), (06 910)

06 931

06 932

06 933

06 934

06 935

06 936

06 937

06 938

06 939

Article no.

ACCESSORIES AND SPARE PARTS FOR POMPAXX INDUSTRIAL SPRAYERS

06 931

06 932

06 933

06 934

06 935

06 936

06 939

06 938

06 937
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POMPAxx standard spray dispenser, 2 l

PE, with spout

Height: 300 mm

Display storage dimensions:

Length: 260 mm / Width: 125 mm

POMPAxx standard spray dispenser, 5 l

PE, with spray lance,

Connecting hose: 1,2 m

Sales promoting display carton

Height: 520 mm

Display storage dimensions:

Length: 200 mm / Width: 200 mm

Gasket set, NBR

spare part for (06 903)

Gasket set, of Perbunan

Spout

spare part for (06 903)

pump

spare part for (06 903)

Gasket set, NBR

spare part for (06 906)

Gasket set, of Perbunan

Technische Daten

Material of 

container: Polyethylene

Colour of 

container: white, transparent

Spezifikation

• Recommended for water-based 

plant protection liquids, fertilizers

and pesticides, as long as the seals

are resistant against the liquids used

• Seals, Perbunan 

• Manually air pressurized

• Safety valve

• Sprayer head with adjustable and

closeable plastic nozzle

• Dimensionally stable up to 10 bar,

UV-resistant

• Stable bottle design 

• With Bar code

06 903

06 906

06 951

06 952

06 953

06 954

Article no.

POMPAXX STANDARD SPRAYERS

06 903

06 906

06 951

06 952

06 954

06 953

ACCESSORIES AND SPARE PARTS FOR POMPAXX STANDARD SPRAYERS 



c

35

Carrying belt

spare part for 06 905, 06 906, 

06 910

Pump

spare part for 06 906

Nozzle 60°, flat stream

spare part for 06 906

Triple nozzle

spare part for 06 906

Spray lance

spare part for 06 906

06 935

06 956

06 957

06 958

06 959

Article no.

06 959

06 958

06 957

06 956

06 935
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Funnels

FUNNELS, TIN PLATE, STRAIGHT SPOUT 38

FUNNELS, GALVANIZED, STRAIGHT SPOUT 38

FUNNELS, POLYETHYLENE, STRAIGHT SPOUT 39 - 40

FUNNELS, POLYPROPYLENE, STRAIGHT SPOUT 41

TRACTOR FUNNEL, POLYETHYLENE, AND SPARE PART 41

OIL BOTTLE FUNNEL, POLYETHYLENE 42

FUNNEL SETS, POLYETHYLENE 42

FUNNELS FOR WASTE OIL OR CHEMICAL DISPOSAL, POLYETHYLENE 43

FUNNELS, POLYETHYLENE, WITH FLEXIBLE SPOUT 43 - 44

FUNNELS WITH SPOUT OR FLEXIBLE SPOUT, POLYETHYLENE OR TIN PLATE 45

ACCESSORIES AND SPARE PARTS FOR FUNNELS 46
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Funnel, tin plate

Ø 160 mm, capacity 1,3 l
Height: 220 mm
Display storage dimensions:
Length: 205 mm / Width: 160 mm

Funnel, tin plate

Ø 200 mm, capacity 3,2 l
Height: 280 mm
Display storage dimensions:
Length: 240 mm / Width: 210 mm

Funnels, galvanized

Ø 160 mm, capacity 1,3 l
Height: 220 mm
Display storage dimensions:
Length: 205 mm / Width: 160 mm

Funnels, galvanized

Ø 200 mm, capacity 3,2 l
Height: 280 mm
Display storage dimensions:
Length: 240 mm / Width: 210 mm

Technical data

Material: tin plate
Diameter discharge
spout outside: 22 mm

Specification

• For special use in industry and
workshops 

• High overflow rim functions as
splash guard 

• Ergonomic and safe handle
• Removable strainer, brass
• Air venting ducts
• High flow rate
• Safety discharge spout, Polyethylene
• Preserved surface
• With Bar code

Technical data

Material: sheet-steel, 
galvanized

Diameter discharge
spout outside: 22 mm

Specification

• For special use in industry and 
workshops 

• High overflow rim functions as 
splash guard 

• Ergonomic and safe handle
• Removable strainer, brass
• Air venting ducts
• High flow rate
• Safety discharge spout, Polyethylene
• With Bar code

02 342

02 344

02 352

02 354

Article no.

FUNNELS, TIN PLATE, STRAIGHT SPOUT

FUNNELS, GALVANIZED, STRAIGHT SPOUT

02 342

02 344

02 352

02 354
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Technical data

Colour : orange
Material: Polyethylen

Specification

• Oil, petrol and acid-resistant
• Straight spout, with ventilation tube 
• With grip tab and integral

suspension eye
• With Bar code

Funnel, Polyethylene

Ø 50 mm, capacity 0,05 l
Diameter discharge 
spout outside: 8,5 mm
Height: 80 mm
Display storage dimensions:
Length: 65 mm / Width: 55 mm

Funnel, Polyethylene

Ø 75 mm, capacity 0,09 l
Diameter discharge 
spout outside: 9 mm
Height: 110 mm
Display storage dimensions:
Length: 85 mm / Width: 75 mm

Funnel, Polyethylene

Ø 100 mm, capacity 0,25 l
Diameter discharge 
spout outside: 10 mm
Height: 130 mm
Display storage dimensions:
Length: 110 mm / Width: 100 mm

Funnel, Polyethylene

Ø 120 mm, capacity 0,27 l
Diameter discharge 
spout outside: 15 mm
Height: 160 mm
Display storage dimensions:
Length: 135 mm / Width: 120 mm

Funnel, Polyethylene

Ø 150 mm, capacity 0,7 l
Diameter discharge 
spout outside: 15 mm
Height: 180 mm
Display storage dimensions:
Length: 190 mm / Width: 150 mm

02 361

02 362

02 363

02 364

02 365

Article no.

FUNNELS, POLYETHYLENE, STRAIGHT SPOUT

02 361

02 362

02 364

02 365
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Funnel, Polyethylene

Ø 200 mm, capacity 2,9 l
Height: 220 mm
Display storage dimensions:
Length: 240 mm / Width: 210 mm

Funnel, Polyethylene

Ø 200 mm, capacity 2,9 l,
removable strainer, brass
Height: 220 mm
Display storage dimensions:
Length: 240 mm / Width: 210 mm

Funnel, Polyethylene

Ø 250 mm, capacity 3,2 l
Height: 255 mm
Display storage dimensions:
Length: 285 mm / Width: 255 mm

Funnel, Polyethylene

Ø 250 mm, capacity 3,2 l,
removable strainer, brass
Height: 255 mm
Display storage dimensions:
Length: 285 mm / Width: 255 mm

Funnel, Polyethylene

Ø 160 mm, capacity 1,2 l
Height: 205 mm
Display storage dimensions:
Length: 200 mm / Width: 160 mm

Technical data

Colour: orange
Diameter discharge 
spout outside: 24,5 mm

Specification

• Oil, petrol and acid-resistant
• High overflow rim functions as 

splash guard 
• Straight spout, with ventilation tube 
• With grip tab and integral

suspension eye
• High flow rate
• With Bar code

Technical data

Colour: orange
Diameter discharge 
spout outside:  27 mm

Specification

• Oil, petrol and acid-resistant
• High overflow rim functions as 

splash guard 
• Straight spout, with ventilation tube 
• With grip tab and integral

suspension eye
• High flow rate
• With Bar code

Technical data

Colour: orange
Diameter discharge 
spout outside: 21,5 mm

Specification

• For special use in industry and
workshops 

• Oil, petrol and acid-resistant
• High overflow rim functions as

splash guard 
• Ergonomic and safe handle
• Removable strainer, brass
• Air venting ducts
• High flow rate
• Safety discharge spout, Polyethylene
• With Bar code

02 366

02 366 017

02 367

02 367 020

02 372

Article no.

FUNNELS, POLYETHYLENE, STRAIGHT SPOUT

02 366

02 367 020

02 372
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Technical data

Colour: white, transparent
Diameter discharge
spout outside: 31 mm

Specification

• Oil, petrol and acid-resistant
• High overflow rim functions as

splash guard 
• Straight spout
• High flow rate
• With Bar code

Technical data

Colour: grey
Material: Polyethylen
Diameter discharge
spout outside: 30 mm

Specification

• Oil, petrol and acid-resistant
• High overflow rim functions as

splash guard 
• Removable strainer, brass
• Straight spout
• High flow rate
• With Bar code

Funnel, Polypropylene

Ø 350 mm, capacity 10 l
Height: 435 mm
Display storage dimensions
Diameter: 355 mm

Tractor funnel, Polyethylene, grey

280 x 190 (rectangular), 4 l
Height: 300 mm
Display storage dimensions
Length: 280 mm / Width: 190 mm

Fine strainer, brass

spare part for 02 370

02 369

02 370

02 371

Article no.

FUNNELS, POLYPROPYLENE, STRAIGHT SPOUT

02 369

02 370

02 371

TRACTOR FUNNEL, POLYETHYLENE,

AND SPARE PART
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Oil can - funnel, Polyethylene 

Ø 120 mm, capacity 1 l
Height: 160 mm
Display storage dimensions:
Length: 150 mm / Breite: 120 mm

Funnel set, Polyethylene

Ø 50, 75, 100, 120 mm
Height: 160 mm
Display storage dimensions:
Length: 135 mm / Width: 120 mm

Funnel set, Polyethylene

Ø 50, 75, 100, 120, 150 mm
Height: 180 mm
Display storage dimensions:
Length: 190 mm / Width: 150 mm

Funnel set, Polyethylene

Ø 50, 75, 100, 120, 150, 160 mm
Funnel, Ø 160 mm, with replacement
strainer, brass
Height: 205 mm
Display storage dimensions:
Length: 200 mm / Width: 160 mm

Funnel set, Polyethylene

Ø 50, 75, 100, 120, 150 and ÖDT
Oil can - funnel 02 671, with grip tab,
with tip for opening sealing foil of oil
cans 
Height: 200 mm
Display storage dimensions:
Length: 185 mm / Width: 155 mm

Technical data

Colour: orange
Material: Polyethylen
Diameter discharge
spout outside: 27 mm

Specification

• Oil, petrol and acid-resistant
• Filling spout fits into the filler neck

of an engine
• Grip tab, with tip for opening

sealing foil of oil cans 
• With Bar code

Technical data

Colour: orange
Material: Polyethylen

Specification

• Oil, petrol and acid-resistant
• Grip tab, for comfortable use
• Multiple application possibilities 
• With Bar code

02 671

02 360

02 360 954

02 372 043

02 671 010

Article no.

OIL BOTTLE FUNNEL, POLYETHYLENE 

02 671

d

02 360

02 372 043

02 671 010

FUNNEL SETS, POLYETHYLENE
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Technical data

Connection: G 2'' male, barrel
screw coupling

Colour of funnel: red
Colour of cover: black

Specification

• For waste oil or chemical disposal
• To suit standard 60 l or 200 l

containers
• Lockable cover
• High flow rate

Technical data

Connection: Ø 60 mm, 
female thread

Colour of funnel: red
Colour of cover: black

Specification

• For waste oil or chemical disposal
• For plastic containers 
• Lockable cover
• High flow rate

Technical data

Length 
discharge spout: 330 mm
Colour: orange
Diameter discharge
spout outside,
two-step: 13 or 19 mm

Specification

• For special use in industry and
workshops 

• Oil, petrol and acid-resistant
• Ideal for fuel filler pipes of cars 

with catalysators and other small
diameter filling necks 

• With two-step flex spout (removable)
• High overflow rim functions as 

splash guard 
• With safe handle
• With Bar code

Funnel, Polyethylene

Ø 250 mm, capacity 3,2 l
Height: 210 mm
Display storage dimensions:
Length: 320 mm / Width: 265 mm

Funnel, Polyethylene

Ø 250 mm, capacity 3,2 l
Height: 210 mm
Display storage dimensions:
Length: 320 mm / Width: 265 mm

Funnel, Polyethylene

Ø 160, capacity 1,2 l
Height: 470 mm
Display storage dimensions:
Length: 195 mm / Width: 160 mm

02 568

02 569

02 662

Article no.
FUNNELS FOR WASTE OIL OR

CHEMICAL DISPOSAL, POLYETHYLENE

02 568

02 569

02 662

FUNNELS, POLYETHYLENE, WITH FLEXIBLE SPOUT 
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Funnel, Polyethylene, with FLA

Ø 150 mm, capacity 0,7 l
Height: 490 mm
Display storage dimensions:
Length: 185 mm / Width: 160 mm

Catalysator funnel, Polyethylene

Ø 160 mm, capacity 1,2 l
Height: 470 mm
Display storage dimensions:
Length: 195 mm / Width: 160 mm

Technical data

Material: Polyethylen
Colour: orange
Diameter discharge
spout outside: 17 mm
Length discharge
spout: 330 mm

Specification

• For special use in industry and
workshops 

• Oil, petrol and acid-resistant
• With flexible removable discharge

spout 
• With grip tab and integral

suspension eye
• With Bar code

Technical data

Material: Polyethylen
Colour: orange
Diameter discharge
spout outside,
two-step: 13 or 19 mm
Length discharge
spout: 330 mm

Specification

• For special use in industry and
workshops 

• Oil, petrol and acid-resistant
• Ideal for fuel filler pipes of cars

with catalysators and other small
diameter filling necks 

• With two-step flex spout (removable)
• With removable strainer, brass
• High overflow rim functions as

splash guard 
• With safe handle
• With Bar code

02 665

02 674

Article no.

FUNNELS, POLYETHYLENE, WITH FLEXIBLE SPOUT

02 665

02 674
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Technical data

Material: Polyethylen
Colour: orange

Specification

• For special use in industry and
workshops 

• Oil, petrol and acid-resistant
• With removable strainer, brass
• High overflow rim functions as

splash guard 
• With Bar code

Technical data

Material: tin plate
Diameter discharge
spout outside: 18 mm
Length discharge 
tube: 300 mm

Specification

• For special use in industry and
workshops 

• Oil, petrol and acid-resistant
• Flexible metal discharge spout

(detachable), safety discharge
spout, PE

• With removable strainer, brass
• High overflow rim functions as

splash guard 
• Preserved surface
• Packed in polybag
• With Bar code

Funnel with flexible spout, PE, 

with WAL

Ø 160 mm, capacity 1,2 l
Angled tube, safety discharge spout, PE
Diameter discharge
spout outside: 20 mm
Length angled tube: 200 mm
Height: 260 mm
Display storage dimensions
Length: 195 mm / Width: 160 mm

Funnel with flexible spout, PE, 

with FLMA

Ø 160 mm, capacity 1,2 l
Flexible metal discharge spout 
(detachable), safety discharge spout, PE
Diameter discharge
spout outside: 18 mm
Length metal 
discharge spout: 300 mm
Packed in polybag
Height: 160 mm
Display storage dimensions
Length: 250 mm / Width: 230 mm

Funnel with flexible spout, tin plate

FLMA, Ø 160 mm, capacity 1,3 l
Height: 165 mm
Display storage dimensions
Length: 225 mm / Width: 200 mm

Funnel with flexible spout, tin plate

FLMA, Ø 200 mm, capacity 3,2 l
Height: 200 mm
Display storage dimensions
Length: 285 mm / Width: 250 mm

02 562

02 675

02 645

02 344 950

Article no.
FUNNELS WITH SPOUT OR FLEXIBLE SPOUT,

POLYETHYLENE OR TIN PLATE

02 562

d

02 675

02 645

02 344 950
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Flexible discharge spout, PE

for funnels, Polyethylene

Fine strainer, brass

Fine strainer, brass

spare part for (02 370)

Flexible discharge spout

Metal

Technical data

Diameter discharge 
spout outside,
two-step: 13 or 19 mm
Length discharge
tube: 330 mm
Colour: orange
Diameter: 45 mm

Specification

• For special use in industry and
workshops 

• Oil, petrol and acid-resistant
• Two-step
• For: (06 372), (06 662), (06 674)

Technical data

Material: brass
Diameter: 58 mm

Specification

• For funnels, Metal and Polyethylene
(06 342), (06 344), (06 352), 
(06 354), (06 366), (06 367), 
(06 372), (06 562), (06 645), 
(06 662), (06 674), (06 675)
and variations of these articles

Technical data

Material: Metal
Diameter discharge
spout outside: 18 mm
Length discharge 
tube: 300 mm
Diameter: 40 mm

Specification

• For special use in industry and
workshops 

• Oil, petrol and acid-resistant
• For funnels, Metal and Polyethylene

(06 342), (06 344), (06 344 950),
(06 352), (06 354), (06 372), 
(06 645), (02 675)

00 238

01 172

02 371

02 640

Article no.

ACCESSORIES AND SPARE PARTS FOR FUNNELS

00 238

d

01 172

02 640

02 371
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Measures and Measuring cans 

MEASURES, POLYPROPYLENE, CALIBRATED, TRANSPARENT 48

MEASURING CYLINDERS, POLYPROPYLENE, CALIBRATED, TRANSPARENT 49

MEASURES, POLYETHYLENE, CALIBRATED, TRANSPARENT 50 -52

MEASURES, TIN PLATE 52 -53

MEASURING CANS 54 - 55
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Measure, Polypropylene

0,25 l, transparent

Scale graduations: 5 ml

Height: 120 mm

Display storage dimensions: 

Length: 111 mm / Width: 75 mm

Measure, Polypropylene

0,5 l, transparent

Scale graduations: 10 ml

Height: 135 mm

Display storage dimensions: 

Length: 145 mm / Breite: 100 mm

Measure, Polypropylene

0,5 l, transparent, scale ml/%

Scale graduations 1: 10 ml

Scale graduations 2: 2%, 3%, 5%, 8%

Height: 135 mm

Display storage dimensions: 

Length: 145 mm / Breite: 100 mm

Measure, Polypropylene

1 l, transparent

Scale graduations: 10 ml

Height: 170 mm

Display storage dimensions: 

Length: 180 mm / Breite: 125 mm

Measure, Polypropylene

2 l, transparent

Scale graduations: 20 ml

Height: 215 mm

Display storage dimensions: 

Length: 210 mm / Breite: 150 mm

Technical data

Material: Polypropylene

Colour of container: transparent

Application range: -10 °C up to max.

+120 °C

Specification

• Oil and acid-resistant

• Foodstuff-compatible

• Scale painted and raised

• Break-proof and stable

• Ergonomic handle

• Stackable

• Safe dispensing

• With Bar code

07 060

07 061

07 061 390

07 062

07 063

Article no.
MEASURES, POLYPROPYLENE, CALIBRATED, 

TRANSPARENT

07 061

07 062
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Technical data

Material: Polypropylene

Colour of container: transparent

Application range: -10 °C up to max.

+120 °C

Specification

• Oil and acid-resistant

• Foodstuff-compatible

• Scale painted and raised

• Break-proof and stable

• Ergonomic handle

• Stackable

• Safe dispensing

• With Bar code

Technical data

Material: Polypropylene

Colour of container: transparent

Application range: -10 °C up to max.

+120 °C

Specification

• Measure, 0,5 l (07 061)

• Measure, 1 l (07 062)

• Measure, 2 l (07 063)

• Completely packed in polybag

• With Bar code

Measure, Polypropylene

3 l, transparent

Scale graduations: 50 ml

Height: 240 mm

Display storage dimensions: 

Length: 235 mm / Breite: 170 mm

Measure, Polypropylene

5 l, transparent

Scale graduations: 100 ml

Height: 270 mm

Display storage dimensions: 

Length: 290 mm / Breite: 215 mm

Measure set, Polypropylene

set of 0,5 l, 1 l, 2 l

Height: 245 mm

Display storage dimensions: 

Length: 210 mm / Breite: 150 mm

07 064

07 065

07 071

Article no.

e
07 064

07 071
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Measuring cylinder, Polypropylene

0,025 l, transparent

Scale graduations: 0,5 ml

Measuring tolerance: ± 0,5 ml

Height: 170 mm

Diameter: 50 mm

Measuring cylinder, Polypropylene

0,05 l, transparent

Scale graduations: 1 ml

Measuring tolerance: ± 1 ml

Height: 200 mm

Diameter: 60 mm

Measuring cylinder, Polypropylene

0,1 l, transparent

Scale graduations: 1 ml

Measuring tolerance: ± 1 ml

Height: 255 mm

Diameter: 70 mm

Measuring cylinder, Polypropylene

0,25 l, transparent

Scale graduations: 2 ml

Measuring tolerance: ± 2 ml

Height: 310 mm

Diameter: 90 mm

Measuring cylinder, Polypropylene

0,5 l, transparent

Scale graduations: 5 ml

Measuring tolerance: ± 5 ml

Height: 345 mm

Diameter: 100 mm

Measuring cylinder, Polypropylene

1 l, transparent

Scale graduations: 10 ml

Measuring tolerance: ± 10 ml

Height: 415 mm

Diameter: 120 mm

Technical data

Material: Polypropylene

Colour of container: transparent

Application range: -10 °C up to max.

+120 °C

Specification

• Oil and acid-resistant

• Foodstuff-compatible

• Break-proof and with wide pedestal

• Safe dispensing

• For mixing and measuring of fluids

• With Bar code

07 160

07 161

07 162

07 163

07 164

07 165

Article no.
MEASURING CYLINDERS, POLYPROPYLENE, 

CALIBRATED, TRANSPARENT

07 162

07 163

07 165

07 164

07 160

07 161
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Technical data

Material: Polyethylene

Colour of container: white, transparent

Application range: -10 °C up to max.

+110 °C

Specification

• Oil, acid and fuel-resistant

• Ergonomic design

• Discharge - funnel-shaped 

• Break-proof and stable

• German, English and American

scale division

• Optional mounting of a flexible spout

• With Bar code

Measure, Polyethylene

0,5 l, white, transparent

Scale graduations: 0,25 l

Height: 190 mm

Display storage dimensions

Length: 160 mm / Width: 70 mm

Measure, Polyethylene

1 l, white, transparent

Scale graduations: 0,25 l

Height: 230 mm

Display storage dimensions

Length: 190 mm / Width: 85 mm

Measure, Polyethylene

2 l, white, transparent

Scale graduations: 0,5 l

Height: 290 mm

Display storage dimensions

Length: 230 mm / Width: 105 mm

Measure, Polyethylene

3 l, white, transparent

Scale graduations: 0,5 l

Height: 335 mm

Display storage dimensions

Length: 265 mm / Width: 130 mm

Measure, Polyethylene

5 l, white, transparent

Scale graduations:

0,5 l, at 1 l starting

Height: 380 mm

Display storage dimensions

Length: 300 mm / Width: 135 mm

07 500

07 501

07 502

07 503

07 505

Article no.
MEASURES, POLYETHYLENE, CALIBRATED,

TRANSPARENT

07 505

07 500
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Measure, Polyethylene with FLA

0,5 l, white, transparent

Scale graduations: 0,25 l

Length flexible spout: 160 mm

Height: 190 mm

Display storage dimensions

Length:160 mm / Width: 70 mm

Measure, Polyethylene with FLA

1 l, white, transparent

Scale graduations: 0,25 ml

Length flexible spout: 160 mm

Height: 230 mm

Display storage dimensions

Length: 190 mm / Width: 85 mm

Measure, Polyethylene with FLA

2 l, white, transparent

Scale graduations: 0,5 l

Length flexible spout: 160 mm

Height: 290 mm

Display storage dimensions

Length: 230 mm / Width: 105 mm

Measure, Polyethylene with FLA

3 l, white, transparent

Scale graduations: 0,5 l

Length flexible spout: 330 mm

Height: 335 mm

Display storage dimensions

Length: 265 mm / Width: 130 mm

Measure, Polyethylene with FLA

5 l, white, transparent

Scale division: 

0,5 l, at 1 l starting

Length flexible spout: 330 mm

Height: 380 mm

Display storage dimensions

Length: 300 mm / Width: 135 mm

Technical data

Material: Polyethylene

Colour of container: white, transparent

Application range: -10 °C up to max.

+110 °C

Specification

• Oil, acid and fuel-resistant

• Ergonomic design

• Discharge - funnel-shaped 

• Flexible spout

• Break-proof and stable

• German, English and American

scale division

• With Bar code

07 600

07 601

07 602

07 603

07 605

Article no.
MEASURES, POLYETHYLENE, CALIBRATED,

TRANSPARENT

07 600

07 602
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Technical data

Material: Polyethylene

Application range: -10 °C up to max.

+110 °C

Specification

• Oil, acid and fuel-resistant

Technical data

Material of 

container: tin plate

Material 

discharge spout: Polyethylene

Specification

• Safety discharge spout

• Ergonomic handle

• Preserved surface

• Stable

• With Bar code

Flexible discharge spout, PE

160 mm, transparent, 

for 07 500, 07 501

with sealing ring

Length flexible spout: 160 mm

Height: 160 mm

Diameter: 30 mm

Flexible discharge spout, PE

160 mm, transparent, 

for 07 502

Length flexible spout: 160 mm

Height: 160 mm

Diameter: 30 mm

Flexible discharge spout, PE

330 mm, white, transparent,

for 07 503, 07 505

Length flexible spout: 330 mm

Height: 330 mm

Diameter: 45 mm

Measure, tin plate

0,5 l, calibratable

Height: 230 mm

Display storage dimensions

Length: 170 mm / Width: 70 mm

Measure, tin plate

1 l, calibratable

Height: 270 mm

Display storage dimensions

Length: 190 mm / Width: 90 mm

Measure, tin plate

2 l, calibratable

Height: 320 mm

Display storage dimensions

Length: 210 mm / Width: 115 mm

00 328

00 328 950

00 238 820

07 341

07 342

07 343

Article no.

ACCESSORIES AND SPARE PARTS FOR MEASURES OF POLYETHYLENE 

00 328

00 238 820

07 341

07 343

MEASURES, TIN PLATE
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Measure, tin plate

0,5 l, calibrated

Height: 230 mm

Display storage dimensions

Length: 170 mm / Width: 70 mm

Measure, tin plate

1 l, calibrated

Height: 270 mm

Display storage dimensions

Length: 190 mm / Width: 90 mm

Measure, tin plate

2 l, calibrated

Height: 320 mm

Display storage dimensions

Length: 210 mm / Width: 115 mm

Measure, tin plate

1 l, with metal flex spout

Height: 370 mm

Display storage dimensions

Length: 320 mm / Width: 90 mm

Measure, tin plate

2 l, with metal flex spout

Height: 410 mm

Display storage dimensions

Length: 330 mm / Width: 115 mm

Technical data

Material of 

container: tin plate

Material 

discharge spout: Polyethylene

Specification

• Safety discharge spout

• Ergonomic handle

• Preserved surface

• Stable

• With Bar code

Technical data

Material of 

container: tin plate

Material 

discharge spout: metal

Specification

• Flexible metal discharge spout

• Ergonomic handle

• Stable

• With Bar code

07 341 831

07 342 831

07 343 831

07 642

07 643

Article no.

MEASURES, TIN PLATE

07 643

07 343 831

07 341 831
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Technical data

Material of 

container: tin plate

Material 

discharge spout: metal

Specification

• Metal funnel discharge spout

• Handle

• Swivelling carrying handle

Technical data

Material of 

container: galvanized steel

Material 

discharge spout: metal

Measuring scale: internal

Length 

discharge spout: 100 mm

Specification

• Metal funnel discharge spout

• Handle

• Swivelling carrying handle 

• For use in workshops, industry,

and garage working environments

Measuring can, tin plate

5 l

Height: 400 mm

Length 

discharge spout: 100 mm

Display storage dimensions

Length: 300 mm / Width: 170 mm

Measuring can, tin plate

10 l

Height: 475 mm

Length 

discharge spout: 130 mm

Display storage dimensions

Length: 390 mm / Width: 220 mm

Measuring can, galvanized

steel sheet, 5 l, calibratable

Scale division: 0,5 l at 3 l starting

Height: 435 mm

Display storage dimensions

Length: 330 mm / Width: 190 mm

Measuring can, galvanized

steel sheet, 10 l, calibratable

Scale division: 1 l at 5 l starting

Height: 520 mm

Display storage dimensions

Length: 360 mm / Width: 240 mm

Measuring can, galvanized

steel sheet, 20 l, calibratable

Scale division: 5 l at 10 l starting

Height: 630 mm

Display storage dimensions

Length: 470 mm / Width: 300 mm

07 805

07 810

08 062

08 063

08 069

Article no.

07 805

08 062

08 069
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Measuring can, galvanized

steel sheet, 5 l, calibrated

Scale division: 0,5 l at 3 l starting

Height: 435 mm

Display storage dimensions

Length: 330 mm / Width: 190 mm

Measuring can, galvanized

steel sheet, 10 l, calibrated 

Scale division: 1 l at 5 l starting

Height: 520 mm

Display storage dimensions

Length: 360 mm / Width: 240 mm

Measuring can, galvanized

steel sheet, 20 l, calibrated 

Scale division: 5 l at 10 l starting

Height: 630 mm

Display storage dimensions

Length: 470 mm / Width: 300 mm

Technical data

Material of 

container: galvanized steel

Material 

discharge spout: metal

Measuring scale: internal

Length 

discharge spout: 100 mm

Specification

• Metal funnel discharge spout

• Handle

• Swivelling carrying handle 

• For use in workshops, industry,

and garage working environments

08 062 831

08 063 831

08 069 831

Article no.

MEASURING CANS

e 08 062 831

08 069 831
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Storage cans and canisters 

STORAGE CANS, TIN PLATE 58

STORAGE CANS, GALVANIZED 58

JERRYCANS, METAL 59

FUEL CANS, POLYETHYLENE 60

CANS, POLYETHYLENE, FOR WATER 62

CANS, POLYETHYLENE, UNIVERSAL 62

CAN FOR ANTI-FREEZE 62
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Storage can, tin plate, 3 l

Height: 225 mm
Display storage dimensions
Length: 300 mm / Width: 170 mm

Storage can, tin plate, 5 l

Height: 310 mm
Display storage dimensions
Length: 300 mm / Width: 170 mm

Storage can, tin plate, 10 l

Height: 350 mm
Display storage dimensions
Length: 350 mm / Width: 230 mm

Storage can, 5 l 

made of galvanized steel 
Height: 310 mm
Display storage dimensions
Length: 300 mm / Width: 170 mm

Storage can, 10 l

made of galvanized steel 
Height: 350 mm
Display storage dimensions
Length: 350 mm / Width: 230 mm

Storage can, 15 l

made of galvanized steel 
Height: 500 mm
Display storage dimensions
Length: 350 mm / Width: 230 mm

Technical data

Material: tin plate

Specification

• For use in industry and workshops 
• Double-flanged container base, 

welded seam and stable design 
• Hinge cover, angled discharge 

spout and captive dispensing
spout cap

• Sturdy carrying grip and handle 
• With Bar code

Technical data

Material: galvanized steel

Specification

• For use in industry and workshops 
• Double-flanged container base,

welded seam and stable design 
• Hinge cover, angled discharge

spout and captive dispensing
spout cap

• Sturdy carrying grip and handle 
• With Bar code

08 041

08 042

08 043

08 052

08 053

08 054

Article no.

STORAGE CANS, TIN PLATE

08 042

STORAGE CANS, GALVANIZED

08 052
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Technical data

Material: steel sheet
Colour: olive-green

Specification

• For all types of vehicles
• Internally painted
• Suitable for liquid fuels
• Welded design
• Safe lock
• TÜV / UN - approved

Technical data

Material: steel sheet
Colour: olive-green
Length 
discharge tube: 170 mm
Diameter: 30 mm

Specification

• With Bar code

Technical data

Material: sheet-steel,
galvanized

Length
discharge tube: 285 mm
Diameter: 16 mm

Specification

• With Bar code

Specification

• For (21 050), (21 055), 
(21 060 950)

Specification

• For (21 070), (21 080)

Fuel can, 5 l 

made of metal 
Height: 280 mm
Display storage dimensions
Length: 220 mm / Width: 125 mm

Fuel can, 5 l 

made of metal 
Height: 400 mm
Display storage dimensions
Length: 280 mm / Width: 125 mm

Fuel can, 5 l 

made of metal 
Height: 480 mm
Display storage dimensions
Length: 360 mm / Width: 160 mm

Rigid discharge spout, metal

metal, lacquered
Height: 290 mm
Display storage dimensions
Length: 120 mm
Width: 65 mm

Flexible discharge spout, metal

metal, galvanized
Height: 380 mm
Display storage dimensions
Length: 120 mm
Width: 65 mm

Rubber gasket, for can

Height: 5 mm
Display storage dimensions
Length: 60 mm
Width: 50 mm

Rubber gasket

Height: 5 mm
Display storage dimensions
Length: 55 mm
Width: 50 mm

21 050

21 055

21 060 950

21 070

21 080

99 826 450

99 826 451

Article no.

JERRYCANS, METAL

21 050

21 060 950

ACCESSORIES AND SPARE PARTS FOR METAL CANS

21 070

21 080

99 826 450

99 826 451
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Petrol jerry can, 5 l

Polyethylene, with FLA
Height: 237 mm
Display storage dimensions
Length: 331 mm
Width: 185 mm

Petrol jerry can, 10 l

Polyethylene, with FLA
Height: 319 mm
Display storage dimensions
Length: 329 mm
Width: 195 mm

Petrol jerry can, 20 l

Polyethylene, with FLA
Height: 410 mm
Display storage dimensions
Length: 385 mm
Width: 229 mm

Double fuel can

5 l/2, 5 l, Polyethylene
Volume of chamber 1: 5 l
Volume of chamber 2: 2,5 l
Height: 320 mm
Display storage dimensions
Length: 310 mm / Width: 140 mm

Technical data

Material jerry can: HDPE
Colour: red
Material cover
cap and spout: PP
Colour: Window grey,

silk matt
RAL 7040

Length spout: 195 mm
Diameter: 20 mm

Specification

• Spout is stored inside jerry can
• With flexible spout
• Spout with integrated ventilation
• Cover cap is secured against loss

with flexible band
• Robust and resistant against impact
• TUV approved, UN/BAM-approved
• Suitable for liquid fuels
• With Bar code

Technische Daten

Colour: red
Length 
discharge tube: 90 mm

Spezifikation

• With rigid spout
• TÜV and GS - approved and tested

acc. to German Government 
Specifications

• Suitable for liquid fuels
• Robust and resistant against impact
• With Bar code

21 131

21 133

21 137

21 030

Article no.

CANS, POLYETHYLENE

21 030

21 137

21 131
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Technical data

Colour: black
Length 
discharge tube: 250 mm

Specification

• With flexible spout
• TÜV and GS - approved and tested

acc. to German Government
Specifications

• Suitable for liquid fuels
• Robust and resistant against impact
• With Bar code

Technical data

Material can: HDPE
Colour: white
Material cover 
cap and tap: PP
Colour: Window grey,

satin RAL 7040

Specification

• Foodstuff-compatible
• With detachable tap, easy to clean
• Robust and resistant against impact
• Cover cap is secured against loss

with flexible band
• With Bar code

Fuel can, 5 l

made of Polyethylene, with FLA
Height: 240 mm
Display storage dimensions
Length: 260 mm / Width: 140 mm

Fuel can, 10 l

made of Polyethylene, with FLA
Height: 340 mm
Display storage dimensions
Length: 320 mm / Width: 140 mm

Fuel can, 10 l

made of Polyethylene, with FLA
UN-approved
Height: 340 mm
Display storage dimensions
Length:: 320 mm / Width: 140 mm

Water can, 10 l

Polyethylen with ABH
Height: 319 mm
Display storage dimensions
Length: 348 mm
Width: 174 mm

Water can, 15 l

Polyethylen with ABH
Height: 418 mm
Display storage dimensions
Length: 352 mm
Width: 175 mm

Water can, 20 l

Polyethylen with ABH
Height: 408 mm
Display storage dimensions
Length: 416 mm
Width: 203 mm

Water can, 35 l

Polyethylen with ABH
Height: 537 mm
Display storage dimensions
Length: 415 mm
Width: 248 mm

21 305

21 310

21 310 944

21 163

21 165

21 167

21 169

Article no.

CANS, POLYETHYLENE

21 305

21 310 944

21 163

21 165

CANS, POLYETHYLENE, FOR WATER
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Water can, 5 l

Polyethylen with FLA
Height: 251 mm
Display storage dimensions
Length: 330 mm
Width: 150 mm

Water can, 10 l

Polyethylen with FLA
Height: 342 mm
Display storage dimensions
Length: 330 mm 
Width: 171 mm

Water can, 20 l

Polyethylen with FLA
Height: 431 mm
Display storage dimensions
Length: 383 mm
Width: 203 mm

Can, 5 l, Eco blue  

Polyethylen with FLA
Height: 251 mm
Display storage dimensions
Length: 329 mm
Width: 152 mm

Can, 10 l, Eco blue

Polyethylen with FLA
Height: 341 mm
Display storage dimensions
Length: 329 mm
Width: 172 mm

Can, 20 l, Eco blue

Polyethylen with FLA
Height: 433 mm
Display storage dimensions
Length: 381 mm
Width: 201 mm

Can for anti-freeze, 11 l

made of Polyethylene 
Height: 320 mm
Display storage dimensions
Length: 650 mm 
Width: 200 mm

Technical data

Material can: HDPE
Colour: white
Material cover 
cap and spout: PP
Colour: Window grey,

silk matt RAL 7040
Length spout: 195 mm
Diameter: 20 mm

Specification

• Foodstuff-compatible
• Spout is stored inside jerry can
• With flexible spout
• Spout with integrated ventilation
• Cover cap is secured against loss

with flexible band
• Robust and resistant against impact
• With Bar code

Technical data

Material can: HDPE
Colour: blue
Material cover
cap and spout PP
Colour: Window grey,

silk matt RAL 7040
Length spout: 195 mm
Diameter: 20 mm

Specification

• Spout is stored inside jerry can
• With flexible spout
• Spout with integrated ventilation
• Cover cap is secured against loss

with flexible band
• Robust and resistant against impact
• Foodstuff-compatible
• Not for petrol
• With Bar code

Technical data

Colour: black

Specification

• With sealing cap and filter
• Suitable for water
• Foodstuff-compatible
• With Bar code

21 151

21 153

21 157

21 141

21 143

21 147

21 090

Article no.

CANS, POLYETHYLENE, FOR WATER 

21 090

CAN FOR ANTI-FREEZE

CANS, POLYETHYLENE, UNIVERSAL

21 151

21 153

21 141

21 143
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Rust remover

pump sprayer, 200 ml
Lock with protecting cap
Height: 165 mm
Display storage dimensions
Length: 80 mm / Width: 34 mm

Rust remover

refill bottle, 750 ml
With sprayer head upgradable
Height: 215 mm
Diameter: 100 mm

Rust remover

storage can, 2,5 l
Height: 200 mm
Display storage dimensions
Length: 150 mm / Width: 120 mm

Rust remover

storage can, 5 l
Height: 240 mm
Display storage dimensions
Length: 180 mm / Width: 150 mm

Multipurpose oil 

aerosol spray can, 200 ml
Languages: 
German, French, Dutch
Height: 170 mm
Diameter: 50 mm

Multipurpose oil 

aerosol spray can, 200 ml
Languages:
English, Italian, Polish
Height: 170 mm
Diameter: 50 mm

Multipurpose oil 

aerosol spray can, 200 ml
Languages:
Spanish, Portuguese, Greek
Height: 170 mm
Diameter: 50 mm

Technical data

Material: Polyethylene
Colour of bottle: orange

Specification

• Disperses rust and dirt by
undercreeping 

• Protects reliably against corrosion
and door locks against freezing

• Maintains, lubricates and oils
• With Bar code

Technical data

Material: Polyethylene
Colour of can: white, transparent

Specification

• Disperses rust and dirt by
undercreeping 

• Protects reliably against corrosion
and door locks against freezing

• Maintains, lubricates and oils
• With Bar code

Specification

• For multipurpose use in house,
garden and garage

• Lubricates door hinges and door
locks, bicycles, motor bikes, roller
shutters, drawers, etc. 

• Protects door locks, gardening and
sports equipment against freezing

• Maintains rubber seals, plastics in
cars, bicycles, motor bikes, metals 

• Disperses rust by undercreeping
and prevents corrosion

• With Bar code

09 080

09 901

09 004

09 005

09 096

09 096 924

09 096 936

Article no.

RUST REMOVER

09 080

09 901

09 004

MULTIPURPOSE OIL

09 096 



65

Technical data

Material: Polyethylene
Colour of bottle: orange

Specification

• Disperses dirt, oil, grease,
wax and tar

• With Bar code

Technical data

Material: Polyethylene
Colour of can: white, transparent

Specification

• Disperses dirt, oil, grease, wax
and tar

• With Bar code

Technical data

Material: Polyethylene
Colour of bottle: orange

Specification

• For two wheeled vehicles and all
drive chains 

• Disperses dirt and old oil residues
• Lubricates, maintains and ensures

trouble-free operation
• Increases the life range of the chain

considerably 
• With Bar code

Technical data

Material: Polyethylene
Colour of can: white, transparent

Specification

• For two wheeled vehicles and all
drive chains 

• Disperses dirt and old oil residues
• Lubricates, maintains and ensures

trouble-free operation
• Increases the life range of the chain

considerably 
• With Bar code

Special Cleaner

pump sprayer, 200 ml
Lock with protecting cap
Height: 165 mm
Display storage dimensions
Length: 80 mm / Width: 34 mm

Special Cleaner

refill bottle, 750 ml
With sprayer head upgradable
Height: 215 mm
Diameter: 100 mm

Special Cleaner

storage can, 2,5 l
Height: 200 mm
Display storage dimensions
Length: 150 mm / Width: 120 mm

Special Chain Cleaner 

pump sprayer, 200 ml
Lock with protecting cap
Height: 165 mm
Display storage dimensions
Length: 80 mm / Width: 34 mm

Special Chain Cleaner 

refill bottle, 750 ml
With sprayer head upgradable
Height: 215 mm
Diameter: 100 mm

Special Chain Cleaner 

storage can, 2,5 l
Height: 200 mm
Display storage dimensions
Length: 150 mm / Width: 120 mm

09 081

09 903

09 002

09 082

09 905

09 003

Article no.

SPECIAL CLEANER

09 081

g

09 002

09 903

09 082

09 003

SPECIAL CHAIN CLEANER

09 905



Do it yourself

66

Machine Oil

refill bottle, 750 ml
With sprayer head upgradable
Height: 215 mm
Diameter: 100 mm

Oil for compressed air tools

refill bottle, 750 ml
Height: 215 mm
Diameter: 100 mm

Rust remover

aerosol spray can, 400 ml
Height: 200 mm
Diameter: 65 mm

Motor cleanser

aerosol spray can, 400 ml
Height: 200 mm
Diameter: 65 mm

Technical data

Material: Polyethylene
Colour of bottle: orange

Specification

• Free of resins and acids
• Multi-purpose, e.g. as lubricating and

cooling oil for bearings, gearboxes,
guide ways, hydraulics, transmissions, 
pumps in domestic, workshop/garage
and maintenance environments 

• With Bar code

Technical data

Material: Polyethylene
Colour of bottle: orange

Specification

• Free of resins and acids
• For maintenance of air operated 

tools (pumps, impact screw drivers,
etc.) and pneumatic control systems
(cylinders, valves, etc.)

• With Bar code

Specification

• Disperses rust and dirt by
undercreeping 

• Protects reliably against corrosion
and door locks against freezing

• Maintains, lubricates and oils
• Languages: German, English, French 
• With Bar code

Specification

• Eliminates reliably and quickly,
grease, asphalt and tar spots on
motors, chassis and gearboxes of
cars, campers, motor cycles and
bicycles 

• Removes wet paint
• Languages: German, English, French
• With Bar code

09 907

09 909

09 102

09 104

Article no.

VARIOUS OILS

09 907

g

09 909

09 102

09 104

AEROSOL SPRAY CANS, WITH ECO-FRIENDLY 

PROPELLANT GAS
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Specification

• Improves the flow rate in all electric
equipment, e.g. of car ignition
systems

• Removes creep currents and
voltage loss 

• Prevents rust by infiltrating and
dispelling moisture in contacts,
fuses, relays, etc

• Languages: German, English, French
• With Bar code

Technical data

Length of spout: 145 mm

Specification

• With spout
• Increases the power transmission of

the drive belt by up to 300% 
• Due to the increased flexibility, 

contact to the drive pulley is 
significantly improved. 

• Lengthens life range, protects, 
preserves and impregnates 

• Languages: German, English, French 
• With Bar code

Technical data

Length of spout: 145 mm

Specification

• The universal lubricant for almost
every kind of material

• Recommended for use in household,
where contamination by grease
is non-desirable: hinges, locks,
electric switches

• Professional application: textile and
woodworking industry, ball bearings,
slide rails, chains and threads

• Languages: German, English, French 
• With Bar code

Electro contact spray

aerosol spray can, 200 ml
Height: 170 mm
Diameter: 50 mm

Drive belt spray 

aerosol spray can, with spout, 400 ml
Height: 200 mm
Diameter: 65 mm

PTFE Dry-Film Lubricant

aerosol spray can, with spout, 400 ml
Height: 200 mm
Diameter: 65 mm

09 106

09 108

09 110

Article no.

09 106

09 108

09 110
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Universal oil spray

aerosol spray can, 200 ml
Height: 170 mm
Diameter: 50 mm

Adhesive grease spray

aerosol spray can, with spout, 400 ml
Height: 200 mm
Diameter: 65 mm

Lubricating grease (white)

aerosol spray can, with spout, 400 ml
Height: 200 mm
Diameter: 65 mm

Specification

• Lubricates and loosens down 
to -30 °C all tight parts

• Perfect for hinges, screws, bolts, 
valves, gearwheels and car locks 

• Impregnates and protects against rust 
• Languages: German, English, French 
• With Bar code

Technical data

Length of spout: 145 mm

Specification

• Gets all kinds of chains, wire ropes,
rollers, ball bearings, gearwheels,
joints and couplings running again

• Equally suitable for door hinges
and locks as well as in cars, e.g.
on the brake linkage 

• Disperses moisture, protects against
rust and is extremely adhesive

• Languages: German, English, French 
• With Bar code

Technical data

Length of spout: 145 mm

Specification

• Lubricates everything on cars,
motor cycles and gardening
equipment (chains, cables, gears
and couplings, up to leaf springs
and cable guides 

• Especially designed for long-term
lubrication, adheres extremely well

• Disperses moisture, protects
against rust

• Languages: German, English, French 
• With Bar code

09 112

09 114

09 116

Article no.
AEROSOL SPRAY CANS, WITH ECO-FRIENDLY 

PROPELLANT GAS

09 112

09 114

09 116
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Specification

• Lubricates and maintains steering
gear, rudders, engine blocks and
cable connections

• Improves the sliding properties of
drawers and hinges

• Excellent sliding quality on nearly
all surfaces

• High electrical resistance properties,
for example, switches and wiring

• Languages: German, English, French 
• With Bar code

Specification

• The ideal protective undercoat
against rust for all metal surfaces
such as car body parts, gutters,
garage doors, etc. 

• High weather-resistant
• Languages: German, English, French 
• With Bar code

Specification

• Best possible protective undercoat
against rust for all purely metalic
surfaces which have to stand up
to extremely high thermic and
weathering stress, e.g. exhaust
pipes

• Particulary suitable for final treatment
of welded and spot welded joints 

• Languages: German, English, French 
• With Bar code

Silicone grease spray

aerosol spray can, 200 ml
Height: 170 mm
Diameter: 50 mm

Zinc spray (pale)

aerosol spray can, 400 ml
Height: 200 mm
Diameter: 65 mm

Zinc spray (grey)

aerosol spray can, 400 ml
Height: 200 mm
Diameter: 65 mm

09 118

09 120

09 122

Article no.

09 118

09 120

09 122
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Silicone spray

aerosol spray can, 
with spout, 400 ml
Height: 200 mm
Diameter: 65 mm

Brake cleaner

aerosol spray can, 500 ml
Height: 335 mm
Diameter: 65 mm

1-Component Primer

aerosol spray can, 400 ml
Height: 200 mm
Diameter: 65 mm

Technical data

Length of spout: 145 mm

Specification

• Impregnates and cares for all
plastic and rubber parts e.g., in
and on cars: bumpers, folding tops,
tyres, radiator hoses 

• Protects against brittleness and
freezing

• Antistatic, protects electric contacts
against moisture

• Eliminates annoying squeaking noises
• Lubricates sliding sunroof rails 
• Languages: German, English, French 
• With Bar code

Specification

• Removes quickly, reliably and
residue free, oil, dirt and brake
lining dust from disc brakes, brake
shoes, brake pressure plates and
liners 

• Highly recommended for cleaning
and degreasing of glass, ceramics
and all metals, it also removes
silicon residues 

• Languages: German, English, French 
• With Bar code

Specification

• Special bonding primer and base
filler for repairs to paintwork 

• Quick drying, adheres excellently,
protects against rust, even on critical
areas at the edges of ground or
filled places 

• Languages: German, English, French 
• With Bar code

09 124

09 126

09 128

Article no.
AEROSOL SPRAY CANS, WITH ECO-FRIENDLY 

PROPELLANT GASLANT GAS

09 124

09 126

09 128
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Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• For multipurpose use in house, 
garden and garage

• Lubricates door hinges and door
locks, bicycles, motor bikes, roller
shutters, drawers, etc. 

• Protects door locks, gardening and
sports equipment against freezing

• Maintains rubber seals, plastics in
cars, bicycles, motor bikes, metals 

• Disperses rust by undercreeping and
prevents corrosion

• With hanging tag 
• Sealed with a leak proof sealing cap 
• Packing unit in sales promotion

display carton box 
• With Bar code

Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• Free of resins and acids
• For multipurpose use in house,

garden and garage
• Prevents freezing of car doors
• Protects rubber against frost damage

and embrittlement
• Preserves bicycle and moped

components 
• Providing an exact metering
• Perfect for lubrication of guide rails,

hinges, roof top windows or for
maintenance of sports equipment

• With hanging tag 
• Sealed with a leak proof sealing cap 
• Packing unit in sales promotion

display carton box 
• With Bar code

Multipurpose oil

100 ml
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Technical Vaseline

80 g
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

09 540

10 560

Article no.
LUBRICANTS FOR DO-IT-YOURSELF PURPOSES, 

WITH MARCHANDISING TAG

10 560

09 540
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Oil for compressed air tools 

100 ml
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

All purpose grease

80 g
Free of resin and acids, lubricates
threads, hinges and locks, protects
metal against corrosion, adheres
reliably without drips
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Accumulator terminal grease

80 g
Protects electric connections against
corrosion, improves conductivity
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Ball bearing lubricating grease

80 g
High performance multipurpose grease
for all slide and roller bearings,
acid-free and water resistant,
application from -30 °C to +120 °C,
for permanently lubricated bearings
from -30 °C to +80 °C
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• Free of resins and acids
• For maintenance of air operated

tools (pumps, impact screw drivers,
etc.) and pneumatic control systems
(cylinders, valves, etc.)

• With hanging tag 
• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Packing unit in sales promotion

display carton box 
• With Bar code

Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• With hanging tag 
• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Packing unit in sales promotion

display carton box 
• With Bar code

10 562

10 564

10 565

10 566

Article no.
LUBRICANTS FOR DO-IT-YOURSELF PURPOSES, 

WITH MARCHANDISING TAG

10 562

10 564

10 566

10 565
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Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• For drilling, turning, milling and
cutting of all metall materials

• Permits high cutting speed at low
tool wear and tear

• Sealed with a leak proof sealing cap 
• With hanging tag 
• Providing an exact metering
• Packing unit in sales promotion

display carton box 
• With Bar code

Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• Free of resins and acids
• Cleans all kinds of weapons
• Disperses resin and all kinds of dirt
• Creeps even into hairline cracks
• Protects against corrosion
• Water-repellent
• Sealed with a leak proof sealing cap 
• Packing unit in sales promotion

display carton box 
• With Bar code

Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• Disperses dirt and old lubricant films
• Protects chains against corrosion

and increases their life range 
• With hanging tag 
• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Packing unit in sales promotion

display carton box 
• With Bar code

Cutting and drilling oil

100 ml
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Gun oil

100 ml
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Special Chain Oil

100 ml
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

10 571

10 573

10 574

Article no.

10 571

10 573

10 574
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Talcum

50 g
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Graphite

50 g
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• The perfect protection for rubber 
• Protects rubber against frost damage

and prevents door locks from freezing
• Lubricates drawers and sliding

windows
• Odourless and non-greasy
• With hanging tag 
• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Packing unit in sales promotion

display carton box 
• With Bar code

Technical data

Material: Polyethylene
Colour of bottle: black

Specification

• Finely ground natural graphite,
grease free and odourless 

• Lubricates car and cylinder locks,
hinges, latches etc.

• Provides long time protection against
squeaking and creaking 

• Prevents locks from freezing up
• With hanging tag 
• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Packing unit in sales promotion

display carton box 
• With Bar code

10 588

10 589

Article no.
LUBRICANTS FOR DO-IT-YOURSELF PURPOSES, 

WITH MARCHANDISING TAG

10 588

10 589
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Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• With hanging tag 
• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Packing unit in sales promotion

display carton box 
• With Bar code

Adhesive oil

100 ml
Lubricates lawnmowers, choppers,
cutters and bicycles, adheres well
and remains in place
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Special oil for sewing machines

100 ml
Precision instrument oil, free of resin
and acids, for sewing machines and
typewriters, ball bearings, bicycles and
skates etc.
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Mineral oil for precision equipment

100 ml
High quality oil for all precision
instruments, good aging statbility
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

DIY Oil

100 ml
Free of resins and acids, lubricates
long term, threads, hinges and locks,
protects metal against corrosion
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

10 593

10 595

10 596

10 597

Article no.

10 593

10 595

10 596

10 597
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Bicycle oil 1 - lubrication

100 ml
Multipurpose oil for all bicycle 
lubrication needs, brakes are easier 
to operate again, gear changing 
smoother and without snatching, foot 
pedal bearings operate more smoothly,
steering is easier and safer to control 
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Bicycle oil 2 - chain protector

100 ml
Oil with outstanding adhesive
properties, maintains and protects
bicycle chains, anti-static, thereby dust 
and dirt-repellent, prevents excessive 
wear and reduces noise, protects 
against weather and environmental 
influence like rain, sludge and ice
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Bicycle oil 3 - cleaner

100 ml
Cleans and preserves all metal 
components in one step, removes rust
and effectively prevents new rusting,
anti-static, thereby dust and 
dirt-repellent
Height
(with merchandising tag): 190 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• Also suitable for motor cycles 
• With hanging tag 
• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Packing unit in sales promotion

display carton box 
• With Bar code

10 550

10 551

10 552

Article no.
LUBRICANTS FOR CYCLISTS, 

WITH MERCHANDISING TAG

10 550

10 551

10 552
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Technical data

Material: Polyethylene

Specification

• Free of resins and acids
• Multi-purpose, e.g. as lubricating

and cooling oil for bearings,
gearboxes, guide ways, hydraulics,
transmissions, pumps in domestic,
workshop/garage and maintenance
environments 

• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Refillable
• With Bar code

Technical data

Material: Polyethylene

Specification

• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Refillable
• With Bar code

Machine Oil

200 ml
Colour: orange
Height: 175 mm
Display storage dimensions
Length: 80 mm / Width: 34 mm

Oil for pneumatic tools

50 ml
Colour: transparent
Height: 120 mm
Display storage dimensions
Length: 50 mm / Width: 25 mm

Oil

100 ml
High quality universal oil, free of resins
and acids, for all domestic, garden 
and hobby purposes, cleans, lubricates
and protects
Colour: transparent
Height: 160 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

Talcum

50 g
Protects rubber against frost damage 
and prevents door locks from freezing,
lubricates drawers and sliding
windows, odourless and non-greasy
Colour: white
Height: 155 mm
Display storage dimensions
Length: 60 mm / Width: 25 mm

Graphite

50 g
Finely ground natural graphite, grease
free and odourless, lubricates car and
cylinder locks, hinges, latches etc.,
provides long time protection against
squeaking and creaking, prevents
locks from freezing up
Colour: black
Height: 160 mm
Display storage dimensions
Length: 70 mm / Width: 25 mm

10 070

10 062

10 097

10 098

10 099

Article no.

LUBRICANTS FOR DO-IT-YOURSELF PURPOSES

10 070

10 062

10 097

10 098

10 099
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DIY Grease 

40 g, in display carton box, 25 pcs.
Height: 130 mm
Base area of display carton:
Length: 290 mm / Width: 150 mm

DIY Oil

60 ml, in display carton box, 25 pcs.
Height: 130 mm
Base area of display carton:
Length: 290 mm / Width: 150 mm

Graphite

18 g, in display carton box, 25 pcs.
Height: 130 mm
Base area of display carton:
Length: 290 mm / Width: 150 mm

Technical data

Material: Polyethylene
Colour of bottle: white

Specification

• Free of resins and acids
• Lubricates long term, threads,

hinges and locks 
• Protects metal against corrosion
• Sealed with a leak proof sealing cap 
• Providing an exact metering
• In convenient Polyethylene

squeeze-bottle
• Packing unit in sales promotion 

display carton box

Technical data

Material: Polyethylene
Colour of bottle: black

Specification

• Finely ground natural graphite,
grease free and odourless 

• Lubricates car and cylinder locks,
hinges, latches etc.

• Provides long time protection against
squeaking and creaking 

• Prevents locks from freezing up
• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Refillable
• In convenient Polyethylene

squeeze-bottle
• Packing unit in sales promotion

display carton box

10 164

10 167

10 189

Article no.

LUBRICANTS IN DISPLAY CARTON OF 25 PIECES

10 164

10 167

10 189
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Technical data

Volume : graphite 50 g,
talcum 50 g,
Do it yourself Oil
100 ml

Material: Polyethylene

Specification

• Consisting of: (10 588), (10 589),
(10 597)

• Sealed with a leak proof sealing cap 
• Providing an exact metering
• Sales promoting display package 
• Polybag, with headcard, for

hanging display 
• With Bar code

Technical data

Material: Polyethylene
Colour: black

Specification

• Break-proof
• With robust carrying handles
• For oil changing and cleaning of

parts
• Safe empting, due to all round

overflow rim and empting
• With platform for parts cleaning
• The oil filter can drain off.
• The drainage containers are

stackable.
• With Bar code

Lubricant set

graphite, talcum, Do it yourself Oil
Height
(with merchandising tag): 250 mm
Display storage dimensions
Length: 230 mm / Width: 25 mm

Multi-purpose drain pan

6 l, Polyethylene
Height: 100 mm
Display storage dimensions
Length: 360 mm / Width: 360 mm

10 830

24 110

Article no.

LUBRICANT SET

10 830

MULTI-PURPOSE DRAIN PANS

24 110
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Multi-purpose drain pan

14 l, LDPE, with cover
Height: 150 mm
Display storage dimensions
Length: 450 mm / Width: 400 mm

DIY set

four parts
Height: 150 mm
Display storage dimensions
Length: 360 mm / Width: 360 mm

Oil changing set

triple-piece
Height: 100 mm
Display storage dimensions
Length: 360 mm / Width: 360 mm

Technical data

Material: LDPE
Colour of drain pan: black
Colour of cover: red

Specification

• Break-proof
• With robust carrying handles
• For cleaning
• Combination of multi-purpose 

drain pan and collecting- and 
transport container

• For oil changing and cleaning 
of parts

• Lock-up discharge spout
• Wide mesh drain grill 
• Lock-up cover, 200 mm
• With platform for parts cleaning
• The oil filter can drain off.
• 2 wheels easy to adjust, mobile
• With Bar code

Specification

• Catalysator funnel (02 674)
• DIY oiler, 150 ml (04 111)
• Liquid measure, 1 l (07 501)
• Multi-purpose drain pan (24 110)
• Completely packed in polybag
• With Bar code

Specification 

• Liquid measure, 1 l (07 501)
• Flexible spout 00 328 for (07 501)
• Multi-purpose drain pan (24 110)
• Completely packed in polybag
• With Bar code

24 114

30 027

30 029

Article no.

MULTI-PURPOSE DRAIN PANS

g

24 114

30 027

30 029

IDEAL PRESENTS
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Specification

• Sorts and protects in the areas: 
electrical trade, carpenters, garages,
graphic designers, architects' offices,
as well as for home and do-it-yourself
purposes, e.g. fishing equipment,
haberdashery, painting and drawing
equipment, modelling and tools 

• Stackable
• Impact-resistant 
• Optimized interior compartmentation,

partially movable partitions
• With Bar code

Specification

• Sorts and protects in the areas:
electrical trade, carpenters, garages,
graphic designers, architects' offices,
as well as for home and do-it-yourself
purposes, e.g. fishing equipment,
haberdashery, painting and drawing
equipment, modelling and tools 

• Integrated small parts storage in lid 
• Stackable
• Impact-resistant 
• Optimized interior compartmentation
• Convenient safety clip cap
• Suitable for padlock mounting
• With Bar code

MULTIBOxx, 5 l

Dimension LWH (mm):
375 x 320 x 60

MULTIBOxx, 7 l

Dimension LWH (mm):
380 x 195 x 150

MULTIBOxx, 14 l

Dimension LWH (mm):
380 x 260 x 220

MULTIBOxx, 20 l

Dimension LWH (mm):
480 x 260 x 240

MULTIBOxx, 27 l

Dimension LWH (mm):
575 x 260 x 260
Separately removable inside
compartment

30 801

30 803

30 805

30 807

30 809

Article no.
MULTIBOXX - THE STURDY MULTI-PURPOSE 

TOOLBOX

30 801

30 803

30 805

30 809
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Assortment of copper gaskets,

540 parts

30 dimensions, Ø 4 - 33 mm female
Dimension LWH (mm):
255 x 185 x 50 

Perbunan O-ring set, 210 parts

18 ABM, 7, 65 x 1, 78 up to 31,
34 x 3,53 mm
Dimension LWH (mm):
220 x 135 x 40 

Rubber gasket set, 278 parts

10 dimensions, Ø 4 - 33 mm female
Dimension LWH (mm):
220 x 135 x 40 

Technical data

Inside diameter: 4 up to 33 mm
Temperature 
range: -150 °C up to- +300 °C
Pressure: up to 160 bar

Specification

• For screw connections in mechanical
equipment, for engines, pumps,
compressors, etc. 

• With Bar code

Technical data

Dimensions: 7,65 x 1,78 up to
31,34 x 3,53 mm

Temperature
range: -40 °C up to +135 °C
Shore hardness 
static: up to 70 bar
Shore hardness
dynamic: up to 200 bar

Specification

• For the fields of hydraulics,
pneumatics and mechanical
engineering 

• For hydraulic oils and mineral
greases, petroleum, water (warm
and cold)

• With Bar code

Technical data

Inside diameter: 4-33 mm
Temperature
range: -10 °C up to +100 °C
Pressure: bis 10 bar

Specification

• For water (warm and cold) and gas
• For screw connections in mechanical

equipment, for engines, pumps,
compressors, etc. 

• With Bar code

73 005

73 077

73 080

Article no.

ASSORTMENT OF GASKETS

73 005

73 077

73 080



g

83

Technical data

Dimensions, 
metric: 3 x 1,5 up to 30,

3 x 3 mm
Temperature
range: -40 °C up to +135 °C
Shore hardness
static: up to 70 bar
Shore hardness
dynamic: up to 200 bar

Specification

• For the fields of hydraulics,
pneumatics and mechanical
engineering 

• For hydraulic oils and mineral
greases, petroleum, water
(warm and cold)

• With Bar code

Perbunan O-ring set, 425 parts

30 ABM, 3 x 1,5 - 30, 3 x 3 mm
Dimension LWH (mm):
270 x 215 x 40 

73 089

Article no.

ASSORTMENT OF GASKETS 

73 089
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PNEUMAxx, PERMANENT MANUALLY AIR PRESSURIZED GREASE 90 -95

SUPPLY INTO THE GREASE GUN HEAD 

ACCESSORIES FOR PNEUMAxx GREASE GUNS 95

INDUSTRIAL GREASE GUN „ELITE K9“, 96 - 97

SPRING OPERATED GREASE SUPPLY INTO THE GREASE GUN HEAD 

INDUSTRIAL GREASE GUN 1, 98 - 103

SPRING OPERATED GREASE SUPPLY INTO THE GREASE GUN HEAD 

INDUSTRIAL GREASE GUN 2, 104 - 107

SPRING OPERATED GREASE SUPPLY INTO THE GREASE GUN HEAD

STANDARD GREASE GUN, 108 - 119

SPRING OPERATED GREASE SUPPLY INTO THE GREASE GUN HEAD

ONE HAND OPERATED GREASE GUN, SPRING OPERATED GREASE  120 - 123

SUPPLY INTO THE GREASE GUN HEAD

OIL GUN 124 - 125

MANUAL LEVER GUN FOR CONCRETE WORKS 126 - 127

AIR OPERATED GREASE GUN, AIR PRESSURIZED GREASE 128 - 133

SUPPLY TO THE POINT OF LUBRICATION 

COUPLERS AND QUICK RELEASE ADAPTERS 134 - 137

COUPLERS 137 - 140

SPOUTS 140 - 142

HIGH PRESSURE GREASE HOSES ACC. TO DIN 1283 142 - 148
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RETENTION ADAPTERS / CONNECTING SLEEVES

VARIOUS ACCESSORIES AND ACCESSORY SETS FOR GREASE GUNS 151 - 155

LUBRICANTS AND CARTRIDGES 156 - 157
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VARIO SYSTEM
Wall thickness of grease gun tube1,0 mm oder 1,5 mm

German patent no. 0 004 663

European patent no. 2 815 699

VARIABLE STROKE SYSTEM 123
The “Variable Stroke System” permits lubrication even when working with stiff grease
of if extreme backpressure is encountered i.e. by resinated grease nipples.
Allows lubrication in confined areas because grease will be permanently spring 

operated injected into the delivery chamber and pressed to the point of lubrication.

Hardly accessible points of lubrication can be lubricated with low effort.

Illustrating position when extreme

backpressure is encoutered due to 

a dirty of damaged grease nipple.

Lever position to obtain maximum

delivery. (approx. 1,4 cm3 per stroke)

The check valve ensures positive 

lubrication even when using cold or 

stiff grease.

Absolute no Dummy lubrication.

Gasket system: O-ring (3.1) and ball

valve (3.2) prevent grease from backing

up in the grease gun head.

POSI LOK
THE FIVE KEY DESIGN FEATURES OF OUR CONSTRUCTION

1. Easy to clean due to completely removable plunger rod assemble.

2. The patented PRESSOL construction of a removable plunger rod assemble is designed for manual support

of the spring in any position to compress bulk grease or to operate even with damaged cartridges.

3. Thre way loading: bulk grease, 400-g cartridges or grease gun filler pump.

4. High-speed ventilation of the grease gun, by half rotation of the grease gun tube.

5. Easy removal of damaged cartridges.

1 2 3
3.1 3.2 B

E
S

C
H

N
IT

T

h

Variable Stroke
System

»Posi Lok«
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PNEUMAXX HHFP, EHFP, DLFP
Manually air pressurized grease supply into the grease gun head

MANUAL LEVER GUN FOR 
CONCRETE WORKS

OIL GUN, HHÖP

INDUSTRIAL GREASE GUN „ELITE K9“
Spring operated grease supply into the grease gun head

Grease gun connection,
pressure side
G 1/8" or M 10 x 1
utilizing a steel connector

Filling nipple M 10 x 1

Diameter of piston for 
grease supply: 8 mm

Grease supply lever
operated

Wall thickness of grease
gun tube: 1,5 mm

Lacquered grey-blue

Manually operated 
air pump

Capacity:
500 cm3

1

2

3

5

6

7

8

9

4

Grease gun connection,
pressure side M 10 x 1
utilizing a steel connector

Diameter of piston for 
grease supply: 8 mm

Grease supply lever
operated

Wall thickness of grease
gun tube: 1,0 mm

All steel components are
galvanized

Sealing cap

Vacuum air valve

Capacity:
1000 cm3

1

2

3

5

6

7

8

9

4

Grease gun connection,
pressure side
G 1/8" or M 10 x 1
utilizing a steel connector

Filling nipple M 10 x 1

Diameter of piston for 
grease supply: 9 mm

Grease supply lever
operated

Wall thickness of grease
gun tube: 1,5 mm

All steel components are
galvanized

Loose plunger end cap

T-grip

Capacity: 
500 cm3 or 750 cm3

1

2

3

5

6

7

8

9

4

Oil gun connection,
pressure side M 10 x 1

Diameter of piston for 
oil supply: 9 mm

Oil supply lever
operated

Wall thickness of oil
gun tube: 1,0 mm

Lacquered silver

Screewed-on sealing cap

Capacity:
500 cm3

1

2

3

5

6

7

8

9

4

1
2
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INDUSTRIAL GREASE GUN 1
Spring operated grease supply into the grease gun head

INDUSTRIAL GREASE GUN 2
Spring operated grease supply into the grease gun head

ONE HAND OPERATED GREASE GUN
Spring operated grease supply into the grease gun head

Grease gun connection,
pressure side
G 1/8" or M 10 x 1
utilizing a steel connector

Filling nipple M 10 x 1

Diameter of piston for 
grease supply: 9 mm

Grease supply lever
operated

Wall thickness of grease
gun tube: 1,0 mm

Lacquered black or
galvanized

Loose plunger end cap

L-grip

Capacity:
500 cm3

1

2

3

5

6

7

8

9

4

Grease gun connection,
pressure side
G 1/8" or M 10 x 1
utilizing a steel connector

Filling nipple M 10 x 1

Diameter of piston for 
grease supply: 9 mm

Grease supply lever
operated

Wall thickness of grease
gun tube: 1,5 mm

Lacquered grafite grey

Loose or fixed plunger
end cap

T-grip

Capacity:
300 cm3, 500 cm3,
750 cm3 or 1000 cm3

1

2

3

5

6

7

8

9

4

Grease gun connection,
pressure side
G 1/8" or M 10 x 1

Filling nipple M 10 x 1

Diameter of piston for 
grease supply: 8 mm

Grease supply manually
one hand operated

Wall thickness of grease
gun tube: 1,0 mm

Lacquered grafite grey
or silver

Loose plunger end cap

L-grip

Capacity:
500 cm3

1

2

3

5

6

7

8

9

4

12

4

5

6

8

7

9

3

1

2

4

5

6

8

9

7

3

1
2

4

5

6

8

7

9
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Grease Gun Programme
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STANDARD GREASE GUN 
Spring operated grease supply into the grease gun head

AIR OPERATED GREASE GUN, DLFP
Spring operated grease supply into the grease gun head

Grease gun connection,
pressure side M 10 x 1

With or without filling
nipple M 10 x 1

Diameter of piston for 
grease supply: 6 mm

Grease supply air operated
with single stroke or
continuous grease flow

Wall thickness of grease
gun tube: 1,0 mm

Lacquered grafite grey
or silver

Loose plunger end cap 

L-grip

Capacity: 500 cm3 

Airline connection: female
quick release connector,
Rectus type 26, or hose 
nozzle 6 mm for hose DN 6

1

2

3

5

6

7

8

9

10

4

Grease gun connection,
pressure side
G 1/8" or M 10 x 1

With or without filling
nipple M 10 x 1

Diameter of piston for 
grease supply: 8 mm

Grease supply lever
operated

Wall thickness of grease 
gun tube: 1,5 mm or 1.0 mm

Lacquered grafite grey
or silver

Loose or fixed plunger
end cap

T-grip or L-grip

Capacity: 
300 cm3, 500 cm3,
750 cm3 or 1000 cm3

1

2

3

5

6

7

8

9

4

1
2

4

5

6

8

9

7
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Technical data

Application: to suit high viscosity greases

up to NLGI 3, at a grease

temperature until -10 °C

Grease supply into the

grease gun head: manually air pressurized

Supply pressure (load pressure

into grease gun head): 4 bar

Grease supply 

(load pressure): manually air pressurized

Pressure relief 

(load pressure): overpressure and pressure

relieve valve

Diameter of piston: 8 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: 1,2 cm3

Discharge pressure: up to 400 bar

Grease gun connection, pressure-

side through a steel adapto: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure

(grease gun head): 1200 bar

Capacity: 500 cm3

Filling nipple and 

ventilating valve: M 10 x 1

Loading: 400 g grease cartridge,

DIN 1284, grease gun filling

system or bulk grease

Wall thickness of

grease gun tube: 1,5 mm

Lacquering: grease gun body RAL 7040,

window grey satin, manual pump

Pantone 294c, blue satin

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 530 x 170 x 75

Note

• Suitable for any high performance lubricants for industrial

use and stiffest BIO greases up to NLGI 3, at a grease

temperature until -10 °C 

• Pneumatic delivery of grease to the gun head using

4 bar air pressure 

• Traditional compression spring based operation is 

replaced by a pneumatic (manually air pressurized)

system, operating problems are reduced to a minimum,

no grease can get behind the plunger 

• Due to overpressure- and pressure relief valves the

grease gun can be stored pressure-free 

• Low effort required for lubrication due to optimum

lever operational efficiency

• Performance unchanged after 5000 actuating cycles

• Precision accuracy of fit of pump piston and cylinder

(no false lubrication) 

• Separate filling and ventilation valve in grease gun head 

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Slip resistant handle on grease gun lever

PNEUMAXX, PERMANENT MANUALLY AIR PRESSURIZED GREASE SUPPLY 
INTO THE GREASE GUN HEAD 

PNEUMAXX, HHFP (LEVER OPERATED GREASE GUNS) 
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Specification
• With 1 high pressure hose,

M 10 x 1, 11 x 300 mm

• With 1 spout, angled,

M 10 x 1, 150 mm

• With 2 precision machined

hydraulic couplers, 4 jaws,

M 10 x 1

Specification
• With 1 high pressure hose,

G 1/8'', 11 x 300mm

• With 1 spout, straight,

G 1/8'', 150 mm

• With 2 precision machined

hydraulic couplers, 4 jaws,

G 1/8''

PNEUMAxx HHFP
connection, ZBH, M 10 x 1

PNEUMAxx HHFP
connection, ZBH, G 1/8''

PNEUMAxx HHFP, with accessories
connection, ZBH, M 10 x 1

PNEUMAxx HHFP, with accessories
connection, ZBH, G 1/8''

12 824

12 824 125

12 826

12 826 125

Article no.

12 824

12 826
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Technical data

Application: for processing of lubricant 

greases, up to NLGI 3, grease

temperature up to -10 °C

Grease supply into the

grease gun head: manually air pressurized

Supply pressure (load pressure 

into grease gun head): 4 bar

Grease supply 

(load pressure): manually air pressurized

Pressure relief 

(load pressure): overpressure and pressure

relieve valve

Diameter of piston: 8 mm

Actuation grease piston: manual, by means of

pressure grip

Delivery rate / stroke: 0,8 cm3

Discharge pressure: up to 260 bar

Grease gun connection, pressure-

side through a steel adaptor: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Capacity: 500 cm3

Filling nipple and 

ventilating valve: M 10 x 1

Loading: 400 g grease cartridge, 

DIN 1284, grease gun filling

system or bulk grease

Wall thickness of

grease gun tube: 1,5 mm

Lacquering: grease gun body RAL 7040,

window grey satin, manual pump

Pantone 294c, blue satin

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 530 x 170 x 75

Note

• Suitable for any high performance lubricants for industrial 

use and stiffest BIO greases up to NLGI 3, at a grease 

temperature until -10 °C 

• Pneumatic delivery of grease to the gun head using 

4 bar air pressure 

• Traditional compression spring based operation is 

replaced by a pneumatic (manually air pressurized) 

system, operating problems are reduced to a minimum, 

no grease can get behind the plunger 

• Due to overpressure- and pressure relief valves the 

grease gun can be stored pressure-free 

• Low effort required for lubrication due to optimum 

lever operational efficiency

• Performance unchanged after 5000 actuating cycles

• Precision accuracy of fit of pump piston and cylinder 

(no false lubrication) 

• Separate filling and ventilation valve in grease gun head 

• High-speed ventilation, by half a rotation of the 

grease gun tube

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

PNEUMAXX, EHFP (ONE HAND OPERATED GREASE GUNS)

Grease guns and Accessories

92
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Specification
• With 1 high pressure hose,

M 10 x 1, 11 x 300 mm

• With 1 spout, straight,

M 10 x 1, 150 mm

• With 2 precision machined

hydraulic couplers, 4 jaws,

M 10 x 1

Specification
• With 1 high pressure hose,

G 1/8'', 11 x 300 mm

• With 1 spout, straight,

G 1/8'', 150 mm

• With 2 precision machined

hydraulic couplers, 4 jaws,

G 1/8''

PNEUMAxx EHFP, with accessories
connection, ZBH, M 10 x 1

PNEUMAxx EHFP, with accessories
connection, ZBH, G 1/8''

12 282

12 282 125

Article no.

12 282 125

12 282
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Technical data

Application: to suit high viscosity greases

up to NLGI 3, at a grease 

temperature to -10 °C 

Grease supply into the 

grease gun head: manually air pressurized

Supply pressure (load pressure 

into grease gun head): 4 bar

Grease supply 

(load pressure): manually air pressurized

Pressure relief 

(load pressure): overpressure and pressure

relieve valve

Diameter of piston: 6 mm

Actuation grease piston: air operated providing a

continuous grease flow

Delivery rate / stroke: 0,8 cm3

Operating air pressure 

(recommended): 6 bar

Pressure ratio: 50:1

Minimum pressure 

(compressed air operation): 2 bar

Maximum air pressure 

(compressed air operation): 8 bar

Compressed air connection: female Rectus quick release 

airline connector, type 26

Capacity: 500 cm3

Filling nipple and 

ventilating valve: M 10 x 1

Operating pressure: 100 up to 400 bar

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Grease gun connection, pressure-

side through a steel adaptor: M 10 x 1

Loading: 400 g grease cartridge, 

DIN 1284, grease gun filling

system or bulk grease

Wall thickness of 

grease gun tube: 1,5 mm

Lacquering: grease gun body RAL 7040,

window grey satin, manual pump

Pantone 294c, blue satin

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 530 x 170 x 75

Note

• Suitable for any high performance lubricants for 

industrial use and stiffest BIO greases up to NLGI 3, 

at a grease temperature until -10 °C 

• Pneumatic delivery of grease to the gun head using 

4 bar air pressure 

• Traditional compression spring based operation is 

replaced by a pneumatic (manually air pressurized) 

system, operating problems are reduced to a minimum, 

no grease can get behind the plunger 

• Due to overpressure- and pressure relief valves the 

grease gun can be stored pressure-free 

• Performance unchanged after 5000 actuating cycles

• Precision accuracy of fit of pump piston and cylinder 

(no false lubrication) 

• Separate filling and ventilation valve in grease gun head 

• High-speed ventilation, by half a rotation of the

grease gun tube

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

PNEUMAXX, DLFP (AIR OPERATED GREASE GUNS) 
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Specification
• With 1 high pressure hose,

M 10 x 1, 11 x 300 mm

• With 1 spout, straight, M 10 x 1

• With 2 precision machined

hydraulic couplers, 4 jaws,

M 10 x 1

• With suspension eye

Specification
• With 1 high pressure hose,

G 1/8'', 11 x 300 mm

• With 1 spout, straight, G 1/8'',

150 mm

• With 2 precision machined

hydraulic couplers, 4 jaws,

G 1/8''

• With suspension eye

Technical data
Material: Aluminium

Diameter: 53,6 mm

Length: 31,5 mm

Specification
• For all PNEUMAxx and industry 

grease guns

• The adapter has to be mounted 

between PNEUMAxx grease gun tube 

and PNEUMAxx grease gun head to 

screw in 400 g screw-in cartridges 

(length incl. threads 250 mm - Ø 53 mm)

• Using industry grease guns the adapter 

shall be mounted between grease gun

tube and grease gun head. In this case 

the plunger will not be in use and 

400 g screw-in cartridges (length incl. 

connexting threads 250 mm-Ø 53 mm) 

can be screwed in. The grease gun 

tube is needed for protection only

• Using an industry grease gun mounting 

of filling nippel (12 672) is requested

• When operating the grease gun lever 

of an industry gun grease gun grease 

will be sucked into the grease gun 

head by a vacuum created by 

operation.

Technical data
Material: PVC

Diameter: 52,5 mm

Length: 13,4 mm

PNEUMAxx DLFP, with accessories
connection, ZBH, M 10 x 1

PNEUMAxx DLFP, with accessories
connection, ZBH, G 1/8''

Adapter for PNEUMAxx

and industry grease guns

Follower piston
for cartridges acc. to DIN 1284

Specification
• For all PNEUMAxx grease guns

18 066

18 066 125

12 091

12 094

Article no.

18 066

12 091

12 094

ACCESSORIES FOR PNEUMAXX GREASE GUNS
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Technical data

Diameter of piston: 9 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: proportional to the manual lever 

operating distance, max. 1,4 cm3

Discharge pressure: up to 400 bar

Grease gun connection, pressure-

side through a steel adaptor: M 10 x 1, G 1/8''

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Filling nipple and 

ventilating valve: M 10 x 1

Loading: 400 g grease cartridge, 

DIN 1284, grease gun filling

system or bulk grease

Operation of plunger rod: with T-grip

Sealing cover: loose

Wall thickness of 

grease gun tube: 1,5 mm

Surface treatment: all steel components are 

galvanized

Package: Sales package, with Bar code

Note

• Suitable for greases up to NLGI 2

• Designed to be utilised under rough conditions, 

wall thickness grease gun tube: 1,5 mm

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Acc. to DIN 1283

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• No dummy (apparent) lubrication. Sealing system: 

O-ring and ball valve prevent grease compressed in 

the grease gun head from feeding back

• Performance unchanged after 5000 actuating cycles

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• The ergonomic handle of the plunger rod assists in 

overcoming the spring load

• Slip resistant handle on grease gun lever

• Enables even under extreme backpressure, a variable 

lubrication pressure with steady effort applied

• Allows lubrication in difficult to reach locations because 

the smallest lever operation results in grease being pumped 

reliably to the lubrication point

• Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to 

force in the plunger in damaged cartridges

• Separate filling and ventilation valve in grease gun head 

• High-speed ventilation, by half a rotation of the grease 

gun tube

INDUSTRIAL GREASE GUN „ELITE K9“,
SPRING OPERATED GREASE SUPPLY INTO THE GREASE GUN HEAD 

INDUSTRIAL GREASE GUN „ELITE K9“, HHFP (LEVER OPERATED GREASE GUN)
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Specification
• With retention adapter,

M 10 x 1 male on G 1/8'' female

Specification
• With 1 high pressure hose,

G 1/8'', 11 x 300 mm

• With 1 spout, angled,

G 1/8'', 150 mm

• With 2 precision machined

hydraulic couplers, 4 jaws,

G 1/8''

Specification
• With retention adapter,

M 10 x 1 male on G 1/8'' female

Industrial grease gun "Elite", HHFP
connection M 10 x 1, G 1/8''

Capacity: 500 cm3

Dimensions of package LWH (mm):

400 x 170 x 75

Industrial grease gun "Elite", HHFP
with ZBH, connection G 1/8''

Capacity: 500 cm3

Dimensions of package LWH (mm):

400 x 170 x 75

Industrial grease gun "Elite", HHFP
connection M 10 x 1, G 1/8''

Capacity: 750 cm3

Dimensions of package LWH (mm):

530 x 170 x 75

12 676

12 676 040

12 678

Article no.

12 676

12 678

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

12 676 040
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Technical data

Diameter of piston: 9 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: proportional to the manual lever

operating distance, max. 1,4 cm3

Discharge pressure: up to 400 bar

Grease gun connection, pressure-

side through a steel adaptor: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Capacity: 500 cm3

Filling nipple and 

ventilating valve: M 10 x 1

Loading: 400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Operation of plunger rod: with L-design handle

Sealing cover: loose

Wall thickness of 

grease gun tube: 1,0 mm

Surface treatment: all steel components are 

galvanized

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 400 x 140 x 75

Note

• Suitable for greases up to NLGI 2

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Acc. to DIN 1283

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• No dummy (apparent) lubrication. Sealing system: 

O-ring and ball valve prevent grease compressed in 

the grease gun head from feeding back

• Performance unchanged after 5000 actuating cycles

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Safe handle on the plunger rod

• Slip resistant handle on grease gun lever

• Enables even under extreme backpressure, a variable 

lubrication pressure with steady effort applied

• Allows lubrication in difficult to reach locations because 

the smallest lever operation results in grease being pumped 

reliably to the lubrication point

• Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to 

force in the plunger in damaged cartridges

• Separate filling and ventilation valve in grease gun head 

• High-speed ventilation, by half a rotation of the grease 

gun tube

INDUSTRIAL GREASE GUN 1,
SPRING OPERATED GREASE SUPPLY INTO THE GREASE GUN HEAD 

INDUSTRIAL GREASE GUN 1, HHFP (LEVER OPERATED GREASE GUN), GALVANIZED
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Specification
• With 1 high pressure hose, 

M 10 x 1, 11 x 300 mm

• With 1 coupler, 4 jaws, M 10 x 1

Industrial grease gun 1, HHFP
connection M 10 x 1

Industrial grease gun 1, HHFP
connection, G 1/8''

Industrial grease gun 1, HHFP
connection M 10 x 1

12 637

12 637 125

12 637 101

Article no.

12 637

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

12 637 101
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Technical data

Diameter of piston: 9 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: proportional to the manual lever 

operating distance, max. 1,4 cm3

Discharge pressure: up to 400 bar

Grease gun connection, pressure-

side through a steel adaptor: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Capacity: 500 cm3

Filling nipple and 

ventilating valve: M 10 x 1

Operation of plunger rod: with L-design handle

Sealing cover: loose

Wall thickness of 

grease gun tube: 1,0 mm

Lacquering: black

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 400 x 140 x 75

Note

• Suitable for greases up to NLGI 2

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Acc. to DIN 1283

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• No dummy (apparent) lubrication. Sealing system: 

O-ring and ball valve prevent grease compressed in 

the grease gun head from feeding back

• Performance unchanged after 5000 actuating cycles

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Safe handle on the plunger rod

• Slip resistant handle on grease gun lever

• Enables even under extreme backpressure, a variable 

lubrication pressure with steady effort applied

• Allows lubrication in difficult to reach locations because 

the smallest lever operation results in grease being pumped 

reliably to the lubrication point

• Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to 

force in the plunger in damaged cartridges

• Separate filling and ventilation valve in grease gun head 

• High-speed ventilation, by half a rotation of the grease 

gun tube

INDUSTRIAL GREASE GUN 1, HHFP (LEVER OPERATED GREASE GUN), BLACK PAINTED 



12 614 

12 616

12 636

12 636 125

12 836

12 836 125

i

4-Way load grease gun 1, 
HHFP M 10 x 1
for 400 g standard- and 400 g 

screw-in cartridges

Grease gun
400 g Standard and 500 g 

screw-in cartridges

Industrial grease gun 1, HHFP
connection M 10 x 1

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Industrial grease gun 1, HHFP
connection, G 1/8''

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Industrial grease gun 1, HHFP
connection M 10 x 1

Loading:

grease gun filling system 

or bulk grease

Industrial grease gun 1, HHFP
connection, G 1/8''

Loading:

grease gun filling system 

or bulk grease

Specification
• With adapter for screw-in cartridges 

(length incl. threads 250 mm – 

Ø 53 mm)

Technical data
Plunger: special plunger,

for bulk grease

101

Article no.

12 636

12 614

12 616

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

Variable Stroke
System

»Posi Lok« Variable Stroke
System
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12 636 102

12 636 101

Grease guns and Accessories

102

Industrial grease gun 1, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Industrial grease gun 1, HHFP
with ZBH, connection G 1/8''

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Industrial grease gun 1, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Industrial grease gun 1, HHFP
with ZBH, connection G 1/8''

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Specification
• With 1 spout, angled, M 10 x 1,

150 mm

• With 1 coupler, 4 jaws, M 10 x 1

Specification
• With 1 spout, angled, G 1/8'',

150 mm

• With 1 coupler, 4 jaws, G 1/8''

Specification
• With 1 high pressure hose,

M 10 x 1, 11 x 300 mm

• With 1 coupler, 4 jaws, M 10 x 1

Specification
• With 1 high pressure hose,

G 1/8'', 11 x 300 mm

• With 1 coupler, 4 jaws, G 1/8''

12 636 100

12 636 102

12 636 101

12 636 103

Article no.
INDUSTRIAL GREASE GUN 1, HHFP (LEVER OPERATED GREASE GUN), 
BLACK PAINTED 

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System
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Specification
• With 1 high pressure hose,

G 1/8'', 11 x 300 mm

• With 1 spout, angled,

G 1/8'', 150 mm

• With 2 hydraulic couplers,

4 jaws, G 1/8''

Industrial grease gun 1, HHFP
with ZBH, connection G 1/8''

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

12 736 128

Article no.

12 736 128

»Posi Lok« Variable Stroke
System
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Technical data

Diameter of piston: 9 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: proportional to the manual lever 

operating distance, max. 1,4 cm3

Discharge pressure: up to 400 bar

Grease gun connection, pressure-

side through a steel adaptor: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Capacity: 500 cm3

Filling nipple and 

ventilating valve: M 10 x 1

Loading: 400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Operation of plunger rod: with T-grip

Sealing cover: loose

Wall thickness of 

grease gun tube: 1,5 mm

Lacquering: graphite-grey

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 400 x 140 x 75

Note

• Suitable for greases up to NLGI 2

• Designed to be utilised under rough conditions, 

wall thickness grease gun tube: 1,5 mm

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Acc. to DIN 1283

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• No dummy (apparent) lubrication. Sealing system: 

O-ring and ball valve prevent grease compressed in 

the grease gun head from feeding back

• Performance unchanged after 5000 actuating cycles

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Slip resistant handle on grease gun lever

• The ergonomic handle of the plunger rod assists in 

overcoming the spring load

• Enables even under extreme backpressure, a variable 

lubrication pressure with steady effort applied

• Allows lubrication in difficult to reach locations because 

the smallest lever operation results in grease being pumped 

reliably to the lubrication point.

• Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to 

force in the plunger in damaged cartridges.

• Separate filling and ventilation valve in grease gun head 

• High-speed ventilation, by half a rotation of the grease 

gun tube

INDUSTRIAL GREASE GUN 2,
SPRING OPERATED GREASE SUPPLY INTO THE GREASE GUN HEAD

INDUSTRIAL GREASE GUN 2, HHFP (LEVER OPERATED GREASE GUN), SEALING COVER WITHOUT PACKAGE
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Technical data
Plunger: special plunger,

for bulk grease

Specification
• With 1 spout, angled, 

M 10 x 1, 150 mm

• With 1 precision machined coupler,

4 jaws, M 10 x 1

Specification
• With 1 spout, angled, 

G 1/8'', 150 mm

• With 1 precision machined coupler,

4BA G 1/8''

Specification
• With 1 high pressure hose, 

M 10 x 1, 11 x 300 mm

• With 1 precision machined coupler,

4 jaws, M 10 x 1

Specification
• With 1 high pressure hose,

M 10 x 1, 11 x 300 mm

• With 1 spout, angled,

M 10 x 1, 150 mm

• With 2 precision machined 

hydraulic couplers, 4 jaws,

M 10 x 1

Specification
• With 1 high pressure hose, G 1/8'',

11 x 300 mm

• With 1 nozzle, angled G 1/8'', 150 mm

• With 2 precision machined couplers,

4 BA, G 1/8"

Industrial grease gun 2, HHFP
connection M 10 x 1

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Industrial grease gun 2, HHFP
connection M 10 x 1

Loading:

grease gun filling system or 

bulk grease

Industrial grease gun 2, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Industrial grease gun 2, HHFP
ZBH connector G 1/8''

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Industrial grease gun 2, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Industrial grease gun 2, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Industrial grease gun 2, HHFP
with ZBH, connection G 1/8''

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

12 695

12 839

12 675

12 675 125

12 679

12 698

12 698 125

Article no.

12 695

12 675

12 679

12 698

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System

»Posi Lok« Variable Stroke
System
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Technical data

Diameter of piston: 9 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: proportional to the manual lever 

operating distance, max. 1,4 cm3

Discharge pressure: up to 400 bar

Grease gun connection, pressure-

side through a steel adaptor: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

ventilating valve: M 10 x 1

Operation of plunger rod: with T-grip

Sealing cover: fixed

Wall thickness of 

grease gun tube: 1,5 mm

Lacquering: graphite-grey

Package: polybag, blank

Note

• Suitable for greases up to NLGI 2

• Designed to be utilised under rough conditions, 

wall thickness grease gun tube: 1,5 mm

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Acc. to DIN 1283

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• No dummy (apparent) lubrication. Sealing system: 

O-ring and ball valve prevent grease compressed in 

the grease gun head from feeding back.

• Performance unchanged after 5000 actuating cycles

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Slip resistant handle on grease gun lever

• The ergonomic handle of the plunger rod assists in 

overcoming the spring load

• Enables even under extreme backpressure, a variable 

lubrication pressure with steady effort applied

• Allows lubrication in difficult to reach locations because 

the smallest lever operation results in grease being pumped

reliably to the lubrication point.

• Fixed cap, with clamp

• Separate filling and ventilation valve in grease gun head 

• High-speed ventilation, by half a rotation of the grease 

gun tube

INDUSTRIAL GREASE GUN 2, HHFP (LEVER OPERATED GREASE GUN), SEALING COVER FIXED

106
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Industrial grease gun 2, HHFP
connection M 10 x 1

Capacity: 300 cm3

Loading:

grease gun filling system 

or bulk grease

Dimensions of package LWH (mm):

310 x 125 x 70

Industrial grease gun 2, HHFP
connection M 10 x 1

Capacity: 500 cm3

Loading:

400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Dimensions of package LWH (mm):

380 x 125 x 70

12 684 780

12 638 780

Article no.

12 684 780

12 638 780

Variable Stroke
System
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Industrial grease gun 2, HHFP
connection M 10 x 1

Capacity: 750 cm3

Loading:

400 g and 500 g grease cartridges,

DIN 1284, grease gun filling 

system or bulk grease

Dimensions of package LWH (mm):

510 x 125 x 70

Industrial grease gun 2, HHFP
connection, G 1/8''

Capacity: 750 cm3

Loading:

400 g and 500 g grease cartridges, 

DIN 1284, grease gun filling 

system or bulk grease

Dimensions of package LWH (mm):

510 x 125 x 70

Industrial grease gun 2, HHFP
with ZBH, connection M 10 x 1

Capacity: 750 cm3

Loading:

400 g and 500 g grease cartridges, 

DIN 1284, grease gun filling 

system or bulk grease

Dimensions of package LWH (mm):

510 x 125 x 70

Specification
• With 1 high pressure hose, 

M 10 x 1, 11 x 300 mm

• With 1 precision machined coupler, 

4 jaws, M 10 x 1

12 685 780

12 685 790

12 685 783 

Article no.

i

12 685 783

12 685 780

INDUSTRIAL GREASE GUN 2, HHFP (LEVER OPERATED GREASE GUN), 
SEALING COVER FIXED

Variable Stroke
System
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Industrial grease gun 2, HHFP
connection M 10 x 1

Capacity: 1000 cm3

Loading:

400 g and 500 g grease cartridges,

DIN 1284, grease gun filling 

system or bulk grease

Dimensions of package LWH (mm):

600 x 125 x 70

Industrial grease gun 2, HHFP
connection G 1/8''

Capacity: 1000 cm3

Loading:

400 g and 500 g grease cartridges,

DIN 1284, grease gun filling 

system or bulk grease

Dimensions of package LWH (mm):

600 x 125 x 70

12 686 780

12 686 790

Article no.

i

12 686 780

Variable Stroke
System
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Technical data

Diameter of piston: 9 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: proportional to the manual lever 

operating distance, max. 1,4 cm3

Discharge pressure: up to 400 bar

Grease gun connection, 

pressure-side through a 

steel adaptor: G 1/8"

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Filling nipple and 

ventilating valve: M 10 x 1

Operation of plunger rod: with T-grip

Sealing cover: fixed

Wall thickness of 

grease gun tube: 1,5 mm

Lacquering: graphite-grey

Note

• Suitable for greases up to NLGI 2

• Designed to be utilised under rough conditions, 

wall thickness grease gun tube: 1,5 mm

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Acc. to DIN 1283

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• No dummy (apparent) lubrication. Sealing system: 

O-ring and ball valve prevent grease compressed in 

the grease gun head from feeding back.

• Performance unchanged after 5000 actuating cycles

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Slip resistant handle on grease gun lever

• The ergonomic handle of the plunger rod assists in 

overcoming the spring load

• Enables even under extreme backpressure, a variable 

lubrication pressure with steady effort applied

• Allows lubrication in difficult to reach locations because 

the smallest lever operation results in grease being pumped 

reliably to the lubrication point

• Fixed cap, with clamp

• Separate filling and ventilation valve in grease gun head

• High-speed ventilation, by half a rotation of the 

grease gun tube

INDUSTRIAL GREASE GUN 2,
SPRING OPERATED GREASE SUPPLY INTO THE GREASE GUN HEAD

INDUSTRIEFETTPRESSE 2, HHFP (HANDHEBELFETTPRESSE), VERSCHLUSSDECKEL FEST, 
IN VERKAUFSVERPACKUNG

110
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Specification
• With 1 spout, angled, M 10 x 1,

150 mm

• With 1 coupler, 4 jaws, M 10 x 1

Specification
• With 1 spout, angled, G 1/8'', 

150 mm

• With 1 precision machined coupler, 

4 BA G1/8"

Specification
• With 1 high pressure hose, 

G 1/8", 11 x 300 mm

• With 1precision machined coupler, 

4 jaws, G 1/8"

Industrial grease gun 2, HHFP
connection, G 1/8''

Capacity: 300 cm3

Loading:

grease gun filling system 

or bulk grease

Dimensions of package LWH (mm):

400 x 140 x 75

Industrial grease gun 2, HHFP
connection, G 1/8''

Capacity: 500 cm3

Loading:

400 g grease cartridge, DIN 1284, 

grease gun filling system or bulk grease

Dimensions of package LWH (mm):

400 x 140 x 75

Industrial grease gun 2, HHFP
connection M 10 x 1

Capacity: 500 cm3

Loading:

400 g grease cartridge, DIN 1284, 

grease gun filling system or bulk grease

Dimensions of package LWH (mm):

400 x 140 x 75

Industrial grease gun 2, HHFP
with ZBH, connection G 1/8''

Capacity: 500 cm3

Loading:

400 g grease cartridge, DIN 1284, 

grease gun filling system or bulk grease

Dimensions of package LWH (mm):

400 x 140 x 75

Industrial grease gun 2, HHFP
with ZBH, connection G 1/8''

Capacity: 500 cm3

Loading:

400 g grease cartridge, DIN 1284, 

grease gun filling system or bulk grease

Dimensions of package LWH (mm):

400 x 140 x 75

12 684 790

12 638 790

12 638 778

12 638 793

12 638 794

12 684 790

12 638 793
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Technical data

Diameter of piston: 8 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: 1,2 cm3, at a counter-pressure 

of 400 bar

Discharge pressure: up to 400 bar

Grease gun connection, 

pressure-side: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Capacity: 500 cm3

Loading: 400 g grease cartridge, 

DIN 1284, or bulk grease

Operation of plunger rod: with L-design handle

Sealing cover: loose

Wall thickness of 

grease gun tube: 1,5 mm

Lacquering: silver

Package: polybag, printed, with Bar code

Dimensions of 

package LWH (mm): 380 x 125 x 70

Note

• Suitable for greases up to NLGI 2

Designed to be utilised under rough conditions, 

wall thickness grease gun tube: 1,5 mm

Contoured plunger, tight fitting, with bulk grease 

or cartridges

Acc. to DIN 1283

Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

Performance unchanged after 5000 actuating cycles

Grease gun head, zinc die casting Z 410

Sure grip handling due to deep band knurls

Safe handle on the plunger rod

Slip resistant handle on grease gun lever

Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to 

force in the plunger in damaged cartridges.

Low effort required for lubrication due to optimum 

lever operational efficiency

High-speed ventilation, by half a rotation of the 

grease gun tube

STANDARD GREASE GUN,
SPRING OPERATED GREASE SUPPLY INTO THE GREASE GUN HEAD

STANDARD GREASE GUN, HHFP (LEVER OPERATED GREASE GUN), SEALING COVER WITHOUT PACKAGE,
1,5 MM WALL THICKNESS
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Standard grease gun, HHFP
connection M 10 x 1

Standard grease gun, HHFP
connection G 1/8''

12 538

12 538 125

Article no.

12 538
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Technical data

Diameter of piston: 8 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: 1,2 cm3, at a counter-pressure 

of 400 bar

Discharge pressure: up to 400 bar

Grease gun connection, 

pressure-side: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Capacity: 500 cm3

Operation of plunger rod: with L-design handle

Sealing cover: loose

Wall thickness of 

grease gun tube: 1,0 mm

Lacquering: silver

Package: polybag, printed, with Bar code

Dimensions of 

package LWH (mm): 380 x 125 x 70

Note

• Suitable for greases up to NLGI 2

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Acc. to DIN 1283

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• Performance unchanged after 5000 actuating cycles

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Safe handle on the plunger rod

• Slip resistant handle on grease gun lever

• Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to 

force in the plunger in damaged cartridges

• Low effort required for lubrication due to optimum 

lever operational efficiency

• High-speed ventilation, by half a rotation of the 

grease gun tube

STANDARD GREASE GUN, HHFP (LEVER OPERATED GREASE GUN), IN POLYBAG,
SEALING COVER WITHOUT PACKAGE, 1,0 MM WALL THICKNESS
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Technical data
Grease gun connection, 

pressure-side: M 10 x 1

Plunger: special plunger,

for bulk grease

Note
• Separate filling and ventilation 

valve in grease gun head

Standard grease gun, HHFP
connection M 10 x 1

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Standard grease gun, HHFP
connection G 1/8"

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Standard grease gun, HHFP
connection M 10 x 1

Loading:

grease gun filling system 

or bulk grease

Standard grease gun, HHFP
connection G 1/8"

Loading:

grease gun filling system 

or bulk grease

12 638

12 638 125

12 838

12 838 125

Article no.

12 638

12 838
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Standard grease gun, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Standard grease gun, HHFP
with ZBH, connection G 1/8''

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Standard grease gun, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Standard grease gun, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Standard grease gun, HHFP
with ZBH, connection G 1/8''

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Specification
• With 1 high pressure hose,

M 10 x 1, 8 x 300 mm

• With 1 coupler, 4 jaws,

M 10 x 1

Specification
• With 1 high pressure hose,

G 1/8'', 8 x 300 mm

• With 1 coupler, 4 jaws, 

G 1/8''

Specification
• with 1 high pressure hose, 

M 10 x 1, 8 x 500 mm

• With 1 coupler, 4 jaws, M 10 x 1

Specification
• With 1 spout, angled,

M 10 x 1, 150 mm

• With 1 coupler, 4 jaws,

M 10 x 1

Specification
• With 1 spout, angled,

G 1/8'', 150 mm

• With 1 coupler, 4 jaws,

G 1/8''

12 630

12 630 125

12 630 950

12 632

12 632 125

Article no.

12 630

12 632

STANDARD GREASE GUN, HHFP (LEVER OPERATED GREASE GUN), IN POLYBAG,
SEALING COVER WITHOUT PACKAGE, 1,0 MM WALL THICKNESS



i

117

Technical data
Filling nipple and 

ventilating valve: M 10 x 1

Note
• Separate filling and ventilation 

valve in grease gun head 

Specification
• With 1 spout, angled, 

M 10 x 1, 150 mm

• With 1 coupler, 4 jaws, M 10 x 1

Standard grease gun, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, DIN 1284,

grease filling system

or bulk grease

12 632 950

Article no.

12 632 950
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Technical data

Diameter of piston: 8 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: 1,2 cm3, at a counter-pressure 

of 400 bar

Discharge pressure: up to 400 bar

Grease gun connection, 

pressure-side: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Capacity: 500 cm3

Operation of plunger rod: with L-design handle

Sealing cover: loose

Wall thickness of 

grease gun tube: 1,0 mm

Lacquering: silver

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 400 x 140 x 75

Note

• Suitable for greases up to NLGI 2

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Acc. to DIN 1283

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• Performance unchanged after 5000 actuating cycles

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Safe handle on the plunger rod

• Slip resistant handle on grease gun lever

• Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to 

force in the plunger in damaged cartridges.

• Low effort required for lubrication due to optimum 

lever operational efficiency

• High-speed ventilation, by half a rotation of the grease 

gun tube

STANDARD GREASE GUN, HHFP (LEVER OPERATED GREASE GUN), IN SALES PACKAGE, 
SEALING COVER WITHOUT PACKAGE, 1,0 MM WALL THICKNESS 
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Specification
• With 1 high pressure hose, 

M 10 x 1, 8 x 300 mm

• With 1 coupler, 4 jaws,

M 10 x 1

Specification
• With 1 high pressure hose,

G 1/8'', 8 x 300 mm

• With 1 coupler, 4 jaws,

G 1/8''

Technical data
Filling nipple and 

ventilating valve: M 10 x 1

Note
• Separate filling and ventilation 

valve in grease gun head

Specification
• With 1 high pressure hose,

M 10 x 1, 8 x 300 mm

• With 1 coupler, 4 jaws, M 10 x 1

Technical data
Filling nipple and 

ventilating valve: M 10 x 1

Note
• Separate filling and ventilation 

valve in grease gun head

Specification
• With 1 high pressure hose,

G 1/8'', 8 x 300 mm

• With 1 coupler, 4 jaws, 

G 1/8''

Standard grease gun, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Standard grease gun, HHFP
with ZBH, connection G 1/8''

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Standard grease gun, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, DIN 1284,

grease filling system

or bulk grease

Standard grease gun, HHFP
with ZBH, connection G 1/8''

Loading:

400 g grease cartridge, DIN 1284,

grease filling system

or bulk grease

12 633

12 633 125

12 633 950

12 733 804

Article no.

12 633 950

12 733 804

»Posi Lok«

»Posi Lok«
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Standard grease gun, HHFP
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Standard grease gun, HHFP
with ZBH, connection G 1/8''

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Standard grease gun, HHFP
with ZBH, connection M 10 x 1

400 g, grease cartridge, DIN 1284,

grease filling tool or bulk grease

Specification
• With 1 spout, angled,

M 10 x 1, 150 mm

• With 1 coupler, 4 jaws,

M 10 x 1

Specification
• With 1 coupler, 4 jaws,

G 1/8''

• With 1 spout, angled,

G 1/8'', 150 mm

Specification
• With 1 spout, angled, M 10 x 1, 

150 mm

• With 1 coupler, 4 jaws, M 10 x 1

• with 1 filling and ventilation nipple

12 634 

12 634 125

12 634 950

Article no.
STANDARD GREASE GUN, HHFP (LEVER OPERATED GREASE GUN), IN SALES 
PACKAGE, SEALING COVER WITHOUT PACKAGE, 1,0 MM WALL THICKNESS 

12 634 
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Technical data
Filling nipple and 

ventilating valve: M 10 x 1

Note
• Separate filling and ventilation

valve in grease gun head 

Specification
• With 1 spout, angled, G 1/8'', 

150 mm

• With 1 coupler, 4 jaws G 1/8'' 

Standard grease gun, HHFP
with ZBH, connection G 1/8"

Loading:

400 g grease cartridge, DIN 1284, 

grease gun filling system or bulk grease

12 734 804

Article no.

12 734 804

»Posi Lok«
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Technical data

Diameter of piston: 8 mm

Actuation grease piston: manually lever operated

Delivery rate / stroke: 1,2 cm3 at a counter-pressure 

of 400 bar

Discharge pressure: up to 400 bar

Grease gun connection, 

pressure-side: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Filling nipple and 

ventilating valve: M 10 x 1

Operation of plunger rod: with T-grip

Sealing cover: fixed

Wall thickness of 

grease gun tube: 1,0 mm

Lacquering: graphite-grey

Package: polybag, blank

Note

• Suitable for greases up to NLGI 2

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Acc. to DIN 1283

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• Performance unchanged after 5000 actuating cycles

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Slip resistant handle on grease gun lever

• Fixed cap, with clamp

• Low effort required for lubrication due to optimum 

lever operational efficiency

• Ergonomic handle assists in overcoming the spring load

• Separate filling and ventilation valve in grease gun head 

• High-speed ventilation, by half a rotation of the 

grease gun tube

STANDARD GREASE GUN, HHFP (LEVER OPERATED GREASE GUN), IN POLYBAG, SEALING COVER FIXED, 
1,0 MM WALL THICKNESS 



i

123

Technical data
Loading: grease gun filling system 

or bulk grease

Technical data
Loading: 400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Technical data
Loading: 400 g and 500 g grease 

cartridges, DIN 1284,

grease gun filling system or 

bulk grease

Standard grease gun, HHFP-DG
connection M 10 x 1

Capacity: 300 cm3

Dimensions of package LWH (mm):

310 x 125 x 70

Standard grease gun, HHFP-DG
connection M 10 x 1

Capacity: 500 cm3

Dimensions of package LWH (mm):

380 x 125 x 70

Standard grease gun, HHFP-DG
connection M 10 x 1

Capacity: 750 cm3

Dimensions of package LWH (mm):

510 x 125 x 70

Standard grease gun, HHFP-DG
connection G 1/8''

Capacity: 750 cm3

Dimensions of package LWH (mm):

510 x 125 x 70

Standard grease gun, HHFP-DG
connection M 10 x 1

Capacity: 1000 cm3

Dimensions of package LWH (mm):

600 x 125 x 70

Standard grease gun, HHFP-DG
connection G 1/8''

Capacity: 1000 cm3

Dimensions of package LWH (mm):

600 x 125 x 70

12 684 782

12 638 782

12 685 782

12 685 792

12 686 782

12 686 792

Article no.

12 684 782

12 638 782

12 685 782
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Technical data

Diameter of piston: 8 mm

Actuation grease piston: manual, by means of 

pressure grip

Delivery rate / stroke: 0,8 cm3

Discharge pressure: up to 260 bar

Grease gun connection, 

pressure-side: M 10 x 1 female

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Capacity: 500 cm3

Filling nipple and 

ventilating valve: M 10 x 1

Loading: 400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Operation of plunger rod: with L-design handle

Sealing cover: loose

Wall thickness of 

grease gun tube: 1,0 mm

Lacquering: silver

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 400 x 140 x 75

Note

• Suitable for greases up to NLGI 2

Contoured plunger, tight fitting, with bulk grease 

or cartridges

Acc. to DIN 1283

Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

Performance unchanged after 5000 actuating cycles

Grease gun head, zinc die casting Z 410

Sure grip handling due to deep band knurls

Safe handle on the plunger rod

Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to 

force in the plunger in damaged cartridges

Separate filling and ventilation valve in grease gun head 

High-speed ventilation, by half a rotation of the 

grease gun tube

ONE HAND OPERATED GREASE GUN, SPRING OPERATED GREASE 
SUPPLY INTO THE GREASE GUN HEAD 

ONE HAND OPERATED GREASE GUN, EHFP, SEALING COVER WITHOUT PACKAGE, 
1,0 MM WALL THICKNESS 
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Specification
• With 1 spout, straight, 

M 10 x 1, 150 mm

• With 1 coupler, 4 jaws, M 10 x 1

Specification
• With 1 high pressure hose, 

M 10 x 1, 8 x 300 mm

• With 1 spout, straight, 

M 10 x 1, 150 mm

• With 1 coupler, 4 jaws, M 10 x 1

Specification
• With 1 high pressure hose,

M 10 x 1, 11 x 300 mm

• With 1 spout, straight, 

M 10 x 1, 150 mm

• With 2 hydraulic couplers, 4 jaws,

M 10 x 1

Specification
• With 1 spout, straight, 

G 1/8'', 150 mm

• With 1 coupler, 4 jaws, G 1/8''

Specification
• With 1 high pressure hose,

G 1/8'', 11 x 300 mm

• With 1 spout, straight,

G 1/8'', 150 mm

• With 2 hydraulic couplers, 4 jaws,

G 1/8''

One hand operated grease gun, EHFP
with ZBH, connection M 10 x 1

One hand operated grease gun, EHFP
with ZBH, connection M 10 x 1

One hand operated grease gun, EHFP
with ZBH, connection M 10 x 1

One hand operated grease gun, EHFP
with ZBH, connection G 1/8''

One hand operated grease gun, EHFP
with ZBH, connection G 1/8''

12 250

12 250 950

12 254

12 270

12 274

Article no.

12 250

12 254

»Posi Lok«

»Posi Lok«

»Posi Lok«

»Posi Lok«

»Posi Lok«
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Technical data

Diameter of piston: 8 mm

Actuation grease piston: manual, by means of 

pressure grip

Delivery rate / stroke: 0,4 cm3

Discharge pressure: up to 550 bar

Grease gun connection, 

pressure-side: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Capacity: 125 cm3

Filling nipple and 

ventilating valve: M 10 x 1

Loading: grease gun filling system 

or bulk grease

Operation of plunger rod: with L-design handle

Sealing cover: loose

Wall thickness of 

grease gun tube: 1,0 mm

Lacquering: silver

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 285 x 120 x 55

Note

• Suitable for greases up to NLGI 2

• Contoured plunger, tight fitting, with bulk grease 

• Acc. to DIN 1283

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• Performance unchanged after 5000 actuating cycles

• Grease gun head, zinc die casting Z 410

• Safe handle on the plunger rod

• Plunger rod clamp on end cap enables manual 

pressure to be applied to spring to compress bulk grease 

• Separate filling and ventilation valve in grease gun head 

• High-speed ventilation, by half a rotation of the 

grease gun tube

ONE HAND OPERATED GREASE GUN, EHFP, SEALING COVER WITHOUT PACKAGE, 
1,0 MM WALL THICKNESS 
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Specification
• With 1 spout, straight, 

M 10 x 1, 150 mm

• With 1 coupler, 4 jaws,

M 10 x 1

Specification
• With 1 spout, straight,

G 1/8'', 150 mm

• With 1 coupler, 4 jaws,

G 1/8''

One hand grease gun, EHFP
with ZBH, connection M 10 x 1

One hand grease gun, EHFP
with ZBH, connection G 1/8''

12 226

12 276

Article no.

12 276
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Technical data

Diameter oil piston: 9 mm

Actuation oil plunger: manually lever operated

Delivery rate / stroke: proportional to the manual lever 

operating distance, max. 1,4 cm3

Discharge pressure: up to 400 bar

Oil gun connection - 

delivery side: utilizing a metal adapter, 

M 10 x 1

Burst pressure (system): 850 bar

Burst pressure (oil gun head): 1200 bar

Capacity: 500 cm3

Loading: utilising a sealing cap

Wall thickness pipe: 1,0 mm

Lacquering: silver

Package: polybag, blank

Dimensions of 

package LWH (mm): 340 x 125 x 70

Note

• Two-way plunger, tight fitting, for oils and viscous oils

• Chain retrieval of two-way plunger

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• No dummy (apparent) lubrication. Sealing system: 

O-ring and ball valve prevent oil compressed in the 

oil gun head from feeding back.

• Performance unchanged after 5000 actuating cycles

• Oil gun head and sealing cap, zinc die casting Z 410

• Slip resistant handle on grease gun lever

• Allows lubrication in difficult to reach locations because 

the smallest lever operation results in oil being pumped 

reliably to the lubrication point

• Enables even under extreme backpressure, a variable 

lubrication pressure with steady effort applied

OIL GUN

OIL GUN HHÖP (LEVER OPERATED GUN FOR OIL) 
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Specification
• With 1 spout, angled,

M 10 x 1, 150 mm

• With 1 coupler, 4 jaws, 

M 10 x 1, with ball valve

Specification
• With 1 spout, angled, G 1/8'', 

150 mm

• With 1 coupler, 4 jaws, G 1/8'', 

with ballvalve

Oil gun, HHÖP
with ZBH, connection M 10 x 1

Oil gun, HHÖP
with ZBH, connection G 1/8''

12 602

12 602 125

Article no.

12 602
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Technical data

Application: for repair of cracks in concrete 

with fluid resins

Diameter pump piston: 8 mm

Actuation piston: manually lever operated

Delivery rate / stroke: 1,2 cm3, at a counter-pressure 

of 400 bar

Discharge pressure: up to 400 bar

Grease gun connector on 

the delivery side utilising 

a metal adapter: M 10 x 1

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Capacity: 1000 cm3

Loading: utilising a sealing cap

Wall thickness 

grease gun tube: 1,0 mm

Surface treatment: all steel components 

are galvanized

Package: polybag, blank

Dimensions of

package LWH (mm): 540 x 125 x 70

Note

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• Performance unchanged after 5000 actuating cycles

• Manual lever gun head, zinc die casting Z 410

• Low effort required for lubrication due to optimum 

lever operational efficiency

• Sealing cap, plastic, with vacuum air valve 

• Slip resistant handle on manual lever gun grip

MANUAL LEVER GUN FOR CONCRETE WORKS

MANUAL LEVER GUN FOR CONCRETE WORKS, BHHP (MANUAL OPERATED LEVER GUN FOR CONCRETE WORKS) 
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Manual lever gun 2, 
for concrete work BHHP
connection M 10 x 1

12 688

Article no.

12 688
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Technical data

Grease supply into the 

pressure head: spring operated

Operation of plunger rod: with L-design handle

Sealing cover: loose

Diameter of piston: 6 mm

Actuation grease piston: single-stroke grease supply

Delivery rate / stroke: 0,8 cm3

Operating air pressure 

(recommended): 6 bar

Pressure ratio: 50:1

Minimum pressure 

(compressed air operation): 2 bar

Maximum air pressure 

(compressed air operation): 8 bar

Capacity: 500 cm3

Operating pressure: 100 up to 400 bar

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Grease gun connection, 

pressure-side: M 10 x 1

Wall thickness of 

grease gun tube: 1,0 mm

Lacquering: silver

Note

• Suitable for greases up to NLGI 2

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• Performance unchanged after 5000 actuating cycles

• Safe handle on the plunger rod

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to 

force in the plunger in damaged cartridges.

• High-speed ventilation, by half a rotation of the 

grease gun tube

AIR OPERATED GREASE GUN, AIR PRESSURIZED GREASE 
SUPPLY TO THE POINT OF LUBRICATION 

AIR OPERATED GREASE GUN, DLFP, AIR PRESSURIZED GREASE SUPPLY TO THE POINT OF LUBRICATION
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Technical data
Compressed air 

connection: hose nozzle, 

6 mm, for hose,

DN 6 (20 132)

Specification
• With 1 spout, angled,

M 10 x 1, 150 mm

• With 1 coupler, 4 jaws, M 10 x 1

• Polybag, blank

• With Bar code

Technical data
Compressed air 

connection: female Rectus 

quick release 

airline connector,

type 26

Filling nipple and 

ventilating valve: M 10 x 1

Specification
• With 1 high pressure hose,

M 10 x 1, 11 x 300 mm

• With 1 precision machined coupler,

4 jaws, M 10 x 1

• Sales package

• With Bar code

Compressed air grease gun, DLFP 
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, DIN 1284,

bulk grease 

Dimensions of package LWH (mm):

380 x 190 x 70

Compressed air grease gun, DLFP 
with ZBH, connection M 10 x 1

Loading:

400 g grease cartridge, DIN 1284, 

grease gun filling system or bulk 

Dimensions of package LWH (mm):

400 x 170 x 75

18 071

18 072

Article no.

18 071

18 072

»Posi Lok«
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Technical data

Grease supply into the 

pressure head: spring operated

Operation of plunger rod: with L-design handle

Sealing cover: loose

Diameter of piston: 6 mm

Actuation grease piston DLFP: single-stroke grease supply

Delivery rate / stroke: 0,8 cm3

Operating air pressure 

(recommended): 6 bar

Pressure ratio: 50:1

Minimum pressure 

(compressed air operation): 2 bar

Maximum air pressure 

(compressed air operation): 8 bar

Compressed air connection: hose nozzle, 6 mm, for hose, 

DN 6 (20 132)

Diameter of piston HHFP: 8 mm

Actuation grease piston HHFP: manually lever operated

Delivery rate / stroke HHFP: 1,2 cm3, at a counter-pressure 

of 400 bar

Operating pressure HHFP: up to 400 bar

Filling nipple and 

ventilating valve DLFP: M 10 x 1

Operating pressure to 

lubrication point DLFP: 100 up to 400 bar

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Grease gun connection, 

pressure-side: M 10 x 1

Capacity: 500 cm3

Filling possibilities 

HHFP and DLFP: 400 g grease cartridge, 

DIN 1284, grease gun filling 

system (DLFP only) or bulk grease

Wall thickness of 

grease gun tube: 1,0 mm

Lacquering: silver

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 400 x 170 x 75

Note

• Suitable for greases up to NLGI 2

Contoured plunger, tight fitting, with bulk grease 

or cartridges

Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

Performance unchanged after 5000 actuating cycles

Safe handle on the plunger rod

Grease gun head, zinc die casting Z 410

Sure grip handling due to deep band knurls

Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to

force in the plunger in damaged cartridges

With additional grease gun head and lever assembly 

for conversion to lever operation 

Low effort required for lubrication due to optimum lever 

operational efficiency

Slip resistant handle on manual lever gun grip

Separate filling and ventilation valve in grease gun head 

High-speed ventilation, by half a rotation of the 

grease gun tube

AIR OPERATED GREASE GUN, DLFP, AIR PRESSURIZED GREASE SUPPLY TO THE POINT OF LUBRICATION, 
COMBINATION 
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Specification
• With 1 high pressure hose,

M 10 x 1, 8 x 300 mm

• With 1 spout, angled,

M 10 x 1, 150 mm

• With 2 hydraulic couplers, 4 jaws,

M 10 x 1

Compressed air grease gun, DLFP
with ZBH, connection M 10 x 1

18 074

Article no.

18 074

»Posi Lok«
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Technical data

Grease supply into the 

pressure head: spring operated

Operation of plunger rod: with L-design handle

Sealing cover: loose

Diameter of piston: 6 mm

Actuation grease piston: air operated providing a 

continuous grease flow

Delivery rate / stroke: 0,8 cm3

Operating air pressure 

(recommended): 6 bar

Pressure ratio: 50:1

Minimum pressure 

(compressed air operation): 2 bar

Maximum air pressure 

(compressed air operation): 8 bar

Compressed air connection: female Rectus quick release 

airline connector, type 26

Capacity: 500 cm3

Filling nipple and 

ventilating valve: M 10 x 1

Operating pressure: 100 up to 400 bar

Burst pressure (system): 850 bar

Burst pressure 

(grease gun head): 1200 bar

Grease gun connection, 

pressure-side: M 10 x 1

Loading: 400 g grease cartridge, 

DIN 1284, grease gun filling 

system or bulk grease

Wall thickness of 

grease gun tube: 1,0 mm

Lacquering: graphite-grey

Package: Sales package, with Bar code

Dimensions of 

package LWH (mm): 400 x 170 x 75

Note

• Suitable for greases up to NLGI 2

• Contoured plunger, tight fitting, with bulk grease 

or cartridges

• Pump piston with high accuracy of fit to the cylinder 

(no dummy apparent lubrication)

• Performance unchanged after 5000 actuating cycles

• Safe handle on the plunger rod

• Grease gun head, zinc die casting Z 410

• Sure grip handling due to deep band knurls

• Plunger rod clamp on end cap enables manual pressure 

to be applied to spring to compress bulk grease, or to 

force in the plunger in damaged cartridges

• Separate filling and ventilation valve in grease gun head

• High-speed ventilation, by half a rotation of the 

grease gun tube

AUTOMATIC AIR OPERATED GREASE GUN 
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Specification
• With 1 spout, straight,

M 10 x 1, 150 mm

• With 1 precision machined coupler,

4 jaws, M 10 x 1

Specification
• With 1 high pressure hose,

M 10 x 1, 11 x 500 mm

• With 1 spout, straight,

M 10 x 1, 150 mm

• With 1 precision machined coupler,

4 jaws, M 10 x 1

Technical data
Grease supply into 

the pressure head: spring operated

Operation of 

plunger rod: with L-design handle

Sealing cover: screwed

Diameter of piston: 6 mm

Actuation 

grease piston: 10 V electric 

engine providing a 

continuous grease 

flow

Delivery 

rate / stroke: 0,8 cm3

Delivery: approx. 65 g/min. 

(~ 76 cm3) at 

acounterpressure 

of 69 bar

Delivery per 

accu load: two 400 g cartridges 

(depending on 

counterpressure)

Operating pressure: 414 bar

Maximum pressure: 517 bar

Quick recharching 

time accu: 1 hour

High performance 

battery: 1300 mAh

Grease supply hose:11 x 610 mm

Wall thickness of 

grease gun tube: 1,6 mm

Package: sturdy display case

Automatic air operated grease gun
DLFP, with ZBH, connection, M 10 x 1

Automatic compressed air grease gun 
DLFP, with ZBH, connection, M 10 x 1

Accu grease gun
Koffer und Ladegerät

Loading:

400 g grease cartridge, DIN 1284, 

or bulk grease

Dimensions of package LWH (mm):

600 x 510 x 105

Specification
• With 1 high pressure hose with anti 

kink spring, 610 mm

• With 1 coupler 4 jaws

• With 1 battery recharger (230 V)

• With 1 accu 12 V

• With 1 sturdy display case with

space 

for two 400 g cartridges, DIN 1284

Note
• Suitable for greases up to NLGI 2

• Contoured plunger, tight fitting, 

with bulk grease or cartridges

• Safe handle on the plunger rod

• Sure grip handling due to deep 

band knurls

• Separate ventilating valve

• Stable construction

18 073

18 077

18 070 

Article no.

18 073

18 077

18 070

»Posi Lok«

»Posi Lok«

GREASE GUN ACCESSORY SET, BLISTER PACKED
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Button head coupler, slide-on type
M 10 x 1 female, M- and T-nipples,

16 mm

Dimension LWH (mm):

29 x 21 x 16

Button head coupler, slide-on type
G 1/8'' female, M- and T-nipples, 

16 mm

SW: 13 mm

Dimension LWH (mm):

44 x 21 x 16

Coupling, for M1- and T1-nipples
G 1/8'' female

Dimension LWH (mm):

35 x 25 x 17

Button head coupler, M 10 x 1 female
for button head grease nipple, 16 mm

Dimension LWH (mm):

32 x 20 x 23

Coupling, for M1- and T1-nipples
G 1/8'' female

Dimension LWH (mm):

32 x 20 x 23

Button head coupler, M 10 x 1 female
for button head grease nipple, 16 mm

Dimension LWH (mm):

30 x 22 x 20

Technical data
Connection 1: button head

coupler, for button

head grease

nipples, 16 mm /

0,62'', DIN 3404,

M1 + T1

Location of coupling: opposite to

screw-in direction

Material: steel, galvanized

Technical data
Connection 1: button head

coupler, for button

head grease

nipples, 16 mm /

0,62'', DIN 3404, 

M1 + T1

SW: 12 mm

Material: steel, galvanized

Technical data
Connection 1: button head

coupler, for button

head grease

nipples, flat 

design, 16 mm /

0,62'', DIN 3404, 

M1 + T1

Material: steel, galvanized

12 001

12 001 125

12 074 950

12 004

12 074

12 004 950

Article no.

COUPLERS AND QUICK RELEASE ADAPTERS 

BUTTON HEAD COUPLERS

12 001

12 001 125

12 004

12 004 950
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Technical data
Connection 1: button head

coupler, for button

head grease

nipples, 22 mm /

0,86'', DIN 3404

Material: steel, galvanized

SW: 30 mm

Technical data
Connection 1: button head

coupler, for button

head grease

nipples, 10 mm /

0,39'', DIN 3404,

M4

Material: steel, galvanized

Technical data
Connection 1: for all bayonet

type grease

nipples, diameter

of head: 9,9 mm

Material: steel, galvanized

SW: 14 mm

Technical data
Connection 1: for hydraulic

coupler

Material: steel, galvanized

SW: 12 mm

Button head coupler, M 10 x 1 female
for button head grease nipple, 22 mm

Dimension LWH (mm):

30 x 30 x 35

Button head coupler, G 1/8'' female
for button head grease nipple, 22 mm

Dimension LWH (mm):

45 x 30 x 35

Coupling, for M4-nipples
M 10 x 1 female

SW: 12 mm

Dimension LWH (mm):

32 x 20 x 26

Coupling, for M4-nipples
G 1/8'' female

SW: 13 mm

Dimension LWH (mm):

46 x 20 x 26

Bayonet coupler, M 10 x 1 female
Diameter: 20 mm

Length: 41 mm

Bayonet coupler, G 1/8'' female
Diameter: 20 mm

Length: 41 mm

Quick release adapter
M 10 x 1 female

Diameter: 18 mm

Length: 31 mm

Quick release adapter
G 1/8'' female 

Diameter: 18 mm

Length: 41 mm

12 011

12 011 125

12 052

12 053

12 013

12 023

12 006

12 006 125

Article no.

12 052

12 053

12 013

12 006 125

12 006

12 011 125

BAYONET COUPLERS

QUICK RELEASE ADAPTERS 
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Quick release adapter 
coupler for K-nipples

universal coupler, for ball type 

grease nipples, DIN 3402

Diameter: 18 mm

Length: 184 mm

Quick release adapter 
coupler for funnel type grease nipples

pointed coupler, for funnel type 

grease nipples, DIN 3405

Diameter: 18 mm

Length: 184 mm

Quick release adapter 
coupling for M1- and T1-nipples

for button head grease nipple, 

16 mm / 0,63", DIN 3404, M1 + T1

Dimension LWH (mm):

202 x 23 x 20

Quick release adapter 
coupling for M22-nipples

for button head grease nipples, 

22 mm / 0,86'', DIN 3404 M22

Dimension LWH (mm):

203 x 35 x 30

Quick release adapter 
coupling for M4-nipples

button head coupler, for button head

grease nipples, 10 mm / 0,39'',

DIN 3404, M4

Dimension LWH (mm):

205 x 20 x 26

Quick release adapter 
coupling for M22-nipples

for button head grease nipples, 

22 mm / 0,86'', DIN 3404 M22

angled spout, 150 mm

Dimension LWH (mm):

210 x 30 x 60

Technical data
Connection 1: quick release 

adapter, M 10 x 1

female 

Material: steel, galvanized

Specification
• Quick connecting coupler, with 

captive coupler 12 006, to connect 

to a four jaw hydraulic coupler

12 643 

• Straight spout, 150 mm

12 042

12 043

12 044

12 054

12 055

12 057

Article no.

QUICK RELEASE ADAPTERS WITH MOUNTED ACCESSORIES 

12 042

12 043

12 055

12 044

12 054

12 057
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Technical data
Connection 1: quick release 

adapter, 

M 10 x 1 female

Connection 2: coupler,

for H-nipples

Specification
• Quick connecting coupler, with 

captive coupler 12 006, to connect 

to a four jaw hydraulic coupler

12 643 

• 4-jaw coupler, M 10 x 1 female, 

precision design, machined and 

slotted 

Technical data
Connection 1: for H- and

K-nipples

Material: steel, galvanized

Technical data
Connection 1: for funnel type

grease nipples

Material: steel, galvanized

Quick release adapter
coupler for H-nipples

High pressure hose, 11 x 300 mm,

M 10 x 1 male

Diameter: 18 mm

Length: 360 mm

Quick release adapter
coupler for H-nipples

High pressure hose, 11 x 500 mm, 

M 10 x 1 male

Diameter: 18 mm

Length: 560 mm

Quick release adapter
coupler for H-nipples

Angled spout, 150 mm, 

M 10 x 1 male

Diameter: 18 mm

Length: 210 mm

Universal coupler
M 10 x 1 female, for H- and K-nipples

Diameter: 12mm

Length: 8 mm

Universal coupler
G 1/8'' female, for H- and K-nipples

Diameter: 12 mm

Length: 8 mm

Pointed coupler, M 10 x 1 female
for funnel type grease nipples

Diameter: 12 mm

Length: 14 mm

Pointed coupler, G 1/8'' female
for funnel type grease nipples

Diameter: 12 mm

Length: 14 mm

12 048

12 049

12 056

12 002

12 072

12 003

12 073

Article no.

12 049

12 056

12 003

12 048

UNIVERSAL COUPLERS 

POINTED COUPLERS

COUPLERS

12 072
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Precision machined coupler,
M 10 x 1 female
with SF, Ø 13 mm

Diameter: 13 mm

Length: 42 mm

Precision machined coupler,
G 1/8'' female
with SF, Ø 13 mm

Diameter: 13 mm

Length: 42 mm

Precision machined coupler,
M 10 x 1 female
with SF, Ø 13 mm, SB packing

Diameter: 13 mm

Length: 42 mm

Dimensions of package LWH (mm):

150 x 70 x 13

Precision machined coupler,
G 1/8'' female
with SF, Ø 13 mm, SB packing

Diameter: 13 mm

Length: 42 mm

Dimensions of package LWH (mm):

150 x 70 x 13

Precision machined coupler,
M 10 x 1 female
with SF, Ø 15 mm

Diameter: 15 mm

Length: 36 mm

Precision machined coupler,
G 1/8'' female
with SF, Ø 15 mm

Diameter: 15 mm

Length: 36 mm

Technical data
Application: for very difficult 

to access locations 

Connection 1: for H-nipples

Design: 4 jaws, turned

SW: 13 mm

Material: steel, galvanized

Technical data
Application: for very difficult

to access locations 

Connection 1: for H-nipples

Design: 4 jaws, turned

SW: 13 mm

Material: steel, galvanized

Package: SB sales packing,

with head card

and Bar code

Technical data
Connection 1: for H-nipples

Design: 4 jaws, turned

SW: 13 mm

Material: steel, galvanized

12 626

12 726

12 150

12 151

12 643

12 743

Article no.

PRECISION MACHINED COUPLERS

12 626

12 150

12 643

12 743
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Technical data
Connection 1: for H-nipples

Design: 4 jaws, turned

SW: 13 mm

Material: steel, galvanized

Diameter: 15 mm

Length: 36 mm

Package: SB sales packing,

with headcard

and Bar code

Technical data
Connection 1: for H-nipples

Design: 4 jaws, punched

SW: 13 mm

Material: steel, galvanized

Technical data
Connection 1: for H-nipples

Design: 4 jaws, punched

SW: 13 mm

Material: steel, galvanized

Diameter: 15 mm

Length: 36 mm

Package: SB sales packing,

with headcard

and Bar code

Precision machined coupler,
M 10 x 1 female
with SF, Ø 15 mm, SB packing

Dimensions of package LWH (mm):

150 x 70 x 15

Precision machined coupler,
G 1/8'' female
with SF, Ø 15 mm, SB packing

Dimensions of package LWH (mm):

150 x 70 x 15

Hydraulic coupler, M 10 x 1 female
with SF, Ø 15 mm

Diameter: 15 mm

Length: 36 mm

Hydraulic coupler, G 1/8'' female
with SF, Ø 15 mm

Diameter: 15 mm

Length: 36 mm

Hydraulic coupler, M 10 x 1 female
with SF, Ø 15mm, SB packing

Dimensions of package LWH (mm):

150 x 70 x 15

Hydraulic coupler, G 1/8'' female
with SF, Ø 15mm, SB packing

Dimensions of package LWH (mm):

150 x 70 x 15

12 156

12 157

12 631

12 731

12 152

12 153

Article no.

12 156

12 631

12 152

HYDRAULIC COUPLERS
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Hydraulic coupler, M 10 x 1 female
with SF, Ø 15 mm, with valve

Diameter: 15 mm

Length: 40 mm

Hydraulic coupler, M 10 x 1 female
with SF, Ø 15 mm, SB packing

Dimensions of package LWH (mm):

15 x 70 x 15

Universal coupler, M 10 x 1
for push type grease guns 

Diameter: 12 mm

Length: 14 mm

Spout, straight, M 10 x 1 male
Diameter: 10 mm

Length: 150 mm

Spout, straight, G 1/8'' male
Diameter: 10 mm

Length: 150 mm

Technical data
Connection 1: for H-nipples

Design: 4 jaws, punched, 

with valve 

SW: 13 mm

Material: steel, galvanized

Technical data
Connection 1: for H-nipples

Design: 4 jaws, punched, 

with valve 

SW: 13 mm

Material: steel, galvanized

Diameter: 15 mm

Length: 40 mm

Package: SB sales packing,

with headcard

and Bar code

Technical data
Connection 1: for H-nipple 

Material: steel, galvanized

Technical data
Material: steel, galvanized

12 642

12 154

12 071

12 435

12 475

Article no.

HYDRAULIC COUPLERS

12 642

i

12 154

12 071

12 435

UNIVERSAL COUPLERS

STRAIGHT SPOUTS

SPOUTS 
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Technical data
Material: steel, galvanized

Technical data
Connection spout

(12 635): M 10 x 1 male

Connection 

hydraulic coupler

(12 631): for H-nipples

Material: steel, galvanized

Technical data
Connection spout

(12 735): G 1/8'' male 

Connection

hydraulic coupler

(12 731: for H-nipples

Material: steel, galvanized

Technical data
Connection spout

(12 635): M 10 x 1 male

Connection

universal coupler

(12 002): for H- and K-nipples

Material: steel, galvanized

Spout, angled, M 10 x 1 male, 150 mm
Diameter: 10 mm

Length: 150 mm

Spout, angled, G 1/8'' male, 150 mm
Diameter: 10 mm

Length: 150 mm

Spout, angled, M 10 x 1 male
with 4 jaw hydraulic coupler 

Diameter: 15 mm

Length: 180 mm

Spout, angled, G 1/8'' male
with 4 jaw hydraulic coupler 

Diameter: 15 mm

Length: 180 mm

Spout, angled, M 10 x 1 male
with universal coupler

Diameter: 12 mm

Length: 155 mm

12 635

12 735

12 635 810

12 735 810

12 635 814

Article no.

ANGLED SPOUTS 

12 635

12 635 810

12 735 810

12 635 814

ANGLED SPOUTS, WITH ACCESSORIES
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Spout, angled, G 1/8'' male
with universal coupler

Diameter: 12 mm

Length: 155 mm

Spout, angled, M 10 x 1 male
with pointed coupler

Diameter: 12 mm

Length: 155 mm

Spout, angled, G 1/8'' male
with pointed coupler

Diameter: 12 mm

Length: 155 mm

High pressure hose, M 10 x 1 male
8 x 230 mm

Diameter: 11 mm

Length: 230 mm

High pressure hose, G 1/8'' male
8 x 230 mm

Diameter: 11 mm

Length: 230 mm

High pressure hose, M 10 x 1 male
8 x 300 mm

Diameter: 11 mm

Length: 300 mm

High pressure hose, G 1/8'' male
8 x 300 mm

Diameter: 11 mm

Length: 300 mm

Technical data
Connection spout

(12 735): G 1/8'' male 

Connection

universal coupler

(12 072): for H- and

K-nipples

Material: steel, galvanized

Technical data
Connection spout

(12 635): M 10 x 1 male

Connection

pointed coupler

(12 003): for funnel type

grease nipples

Technical data
Connection spout

(12 735): G 1/8'' male 

Connection

pointed coupler

(12 073): for funnel type

grease nipples

Technical data
Burst pressure: 900 bar

Outside diameter: 8 mm

Design: Acc. to DIN 1283

12 735 814

12 635 816

12 735 816

12 753 123

12 753

12 656

12 756

Article no.

ANGLED SPOUTS, WITH ACCESSORIES

12 735 814

12 635 816

12 735 816

12 753

12 656

HIGH PRESSURE GREASE HOSES ACC. TO DIN 1283
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Technical data
Burst pressure: 900 bar

Outside diameter: 8 mm

Design: Acc. to DIN 1283

Technical data
Burst pressure: 900 bar

Outside diameter: 11 mm

Storage area for

wrenches: 15 mm

Design: Acc. to DIN 1283

High pressure hose, M 10 x 1 male
8 x 500 mm

Diameter: 11 mm

Length: 500 mm

High pressure hose, G 1/8'' male
8 x 500 mm

Diameter: 11 mm

Length: 500 mm

High pressure hose, M 10 x 1 male
11 x 230 mm

Diameter: 15 mm

Length: 230 mm

High pressure hose, G 1/8'' male
11 x 230 mm

Diameter: 15 mm

Length: 230 mm

High pressure hose, M 10 x 1 male
11 x 300 mm

Diameter: 15 mm

Length: 300 mm

High pressure hose, G 1/8'' male
11 x 300 mm

Diameter: 15 mm

Length: 300 mm

High pressure hose, M 10 x 1 male
11 x 500 mm

Diameter: 15 mm

Length: 500 mm

High pressure hose, G 1/8'' male
11 x 500 mm

Diameter: 15 mm

Length: 500 mm

12 666

12 766

12 751 123

12 751

12 655

12 755

12 665

12 765

Article no.

12 666

12 751 123

12 655

12 665
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High pressure hose, M 10 x 1 male
8 x 300 mm, with 4-jaw coupler 

Diameter: 15 mm

Length: 330 mm

High pressure hose, M 10 x 1 male
8 x 300 mm, with 4-jaw coupler 

Diameter: 15 mm

Length: 330 mm

High pressure hose, G 1/8'' male
8 x 300 mm, with 4-jaw coupler 

Diameter: 15 mm

Length: 330 mm

High pressure hose, M 10 x 1 male
8 x 500 mm, with 4-jaw coupler 

Diameter: 11 mm

Length: 530 mm

High pressure hose, G 1/8'' male
8 x 500 mm, with 4-jaw coupler 

Diameter: 11 mm

Length: 530 mm

Technical data
Connection high

pressure hose

(12 656): M 10 x 1 male

Connection

hydraulic coupler

(12 631): for H-nipples

Burst pressure: 900 bar

Technical data
Connection high 

pressure hose 

(12 656): M 10 x 1 male

Connection precision 

machined coupler 

(12 643): for H-nipples

Burst pressure: 900 bar

Technical data
Connection high

pressure hose

(12 756): G 1/8'' male 

Connection 

hydraulic coupler

(12 731): for H-nipples

Burst pressure: 900 bar

Technical data
Connection high

pressure hose

(12 666): M 10 x 1 male

Connection

hydraulic coupler

(12 631): for H-nipples

Burst pressure: 900 bar

Technical data
Connection high

pressure hose

(12 666): G 1/8'' male 

Connection

hydraulic coupler

(12 731): for H-nipples

Burst pressure: 900 bar

12 656 810

12 656 809

12 756 810

12 666 810

12 766 810

Article no.
HIGH PRESSURE GREASE HOSES ACC. TO DIN 1283,
WITH ACCESSORIES

12 656 810

12 666 810
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Technical data
Connection high

pressure hose

(12 655): M 10 x 1 male

Connection

hydraulic coupler

(12 631): for H-nipples

Burst pressure: 900 bar

Technical data
Connection high 

pressure hose 

(12 655): M 10 x 1 male

Connection precision

machined coupler

(12 643): for H-nipple 

Burst pressure: 900 bar 

Technical data
Connection high 

pressure hose

(12 755): G 1/8'' male 

Connection precision 

machined coupler 

(12 743): for H-nipple 

Burst pressure: 900 bar 

Technical data
Connection high

pressure hose

(12 755): G 1/8'' male 

Connection

hydraulic coupler

(12 731): for H-nipples

Burst pressure: 900 bar

Technical data
Connection high

pressure hose

(12 655): M 10 x 1 male

Connection button

head coupler

(12 004): for button head

grease nipple,

16 mm / 0,63'',

DIN 3404,

M1 + T1

Burst pressure: 900 bar

High pressure hose, M 10 x 1 male
11 x 300 mm, with spout 

Diameter: 15 mm

Length: 330 mm

High pressure hose, M 10 x 1 male
11 x 300 mm, with spout 

Diameter: 15 mm

Length: 330 mm

High pressure hose, G 1/8'' male
11 x 300 mm, with spout 

Diameter: 15 mm

Length: 300 mm

High pressure hose, G 1/8'' male
11 x 300 mm, with spou

Diameter: 15 mm

Length: 330 mm

High pressure hose, M 10 x 1 male
11 x 300 mm, with 16 mm 

hook-on coupler

Dimension LWH (mm):

325 x 20 x 23

12 655 810

12 655 809

12 755 809

12 755 810

12 655 818

Article no.

12 655 818

12 655 810
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High pressure hose, G 1/8'' male
11 x 300 mm, with 16 mm 

hook-on coupler

Dimension LWH (mm):

325 x 20 x 23

High pressure hose, M 10 x 1 male
11 x 300 mm, with 16 mm 

hook-on coupler

Dimension LWH (mm):

325 x 30 x 35

High pressure hose, G 1/8'' male
11 x 300 mm, with 16 mm 

hook-on coupler

Dimension LWH (mm):

335 x 30 x 35

High pressure hose, M 10 x 1 male
11 x 500 mm, with spout 

Diameter: 15 mm

Length: 530 mm

Technical data
Connection high

pressure hose

12 755: G 1/8'' male 

Connection button

head coupler

12 074: for button head 

grease nipple,

16 mm / 0,63'',

DIN 3404,

M1 + T1

Burst pressure: 900 bar

Technical data
Connection high

pressure hose

12 655: M 10 x 1 male

Connection button

head coupler

12 011: for button head

grease nipple,

22 mm / 0,86'',

DIN 3404

Burst pressure: 900 bar

Technical data
Connection high

pressure hose

(12 755): G 1/8'' male 

Connection button

head coupler

(12 011 125): for button head

grease nipple,

22 mm / 0,86'',

DIN 3404

Burst pressure: 900 bar

Technical data
Connection high

pressure hose

(12 665): M 10 x 1 male

Connection

hydraulic coupler

(12 631): for H-nipples

Burst pressure: 900 bar

12 755 818

12 655 819

12 755 819

12 665 810

Article no.
HIGH PRESSURE GREASE HOSES ACC. TO DIN 1283,
WITH ACCESSORIES

i
12 655 819

12 665 810
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Technical data
Connection high 

pressure hose 

(12 665): M 10 x 1 male

Connection precision 

machined coupler 

(12 643): for H-nipple 

Burst pressure: 900 bar

Technical data
Connection high 

pressure hose 

(12 765): G 1/8'' male 

Connection precision 

machined coupler 

(12 743): for H-nipple 

Burst pressure: 900 bar 

Technical data
Connection high

pressure hose

(12 765): G 1/8'' male 

Connection

hydraulic coupler

(12 731): for H-nipples

Burst pressure: 900 bar

Technical data
Connection high

pressure hose

(12 665): M 10 x 1 male

Connection button

head coupler

(12 004): for button head

grease nipple,

16 mm / 0,63'',

DIN 3404,

M1 + T1

Burst pressure: 900 bar

High pressure hose, M 10 x 1 male
11 x 500 mm, with spout

Diameter: 15 mm

Length: 530 mm

High pressure hose, G 1/8'' male
11 x 500 mm, with spout

Diameter: 15 mm

Length: 530 mm

High pressure hose, G 1/8'' male
11 x 500 mm, with spout 

Diameter: 15 mm

Length: 530 mm

High pressure hose, M 10 x 1 male
11 x 500 mm, with SK 

Dimension LWH (mm):

520 x 20 x 23

12 665 809

12 765 809

12 765 810

12 665 818

Article no.

i

12 765 810

12 665 809
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High pressure hose, G 1/8'' male
11 x 500 mm, with SK 

Dimension LWH (mm):

520 x 20 x 23

High pressure hose, M 10 x 1 male
11 x 500 mm, with SK

Dimension LWH (mm):

520 x 30 x 35

High pressure hose, G 1/8'' male
11 x 500 mm, with SK 

Dimension LWH (mm):

530 x 30 x 35

Technical data
Connection high

pressure hose

(12 765): G 1/8'' male 

Connection button

head coupler

(12 074): for button head

grease nipple,

16 mm / 0,63'',

DIN 3404,

M1 + T1

Burst pressure: 900 bar

Technical data
Connection high

pressure hose

(12 665): M 10 x 1 male

Connection button

head coupler

(12 011): for button head

grease nipple,

22 mm / 0,86'',

DIN 3404

Burst pressure: 900 bar

Technical data
Connection high

pressure hose

(12 765): G 1/8'' male 

Connection button

head coupler

(12 011 125): for button head

grease nipple,

22 mm / 0,86'',

DIN 3404

Burst pressure: 900 bar

12 765 818

12 665 819

12 765 819

Article no.
HIGH PRESSURE GREASE HOSES ACC. TO DIN 1283,
WITH ACCESSORIES

12 765 818

12 665 819
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Technical data
Burst pressure: 900 bar

Outside diameter: 8 mm

Design: Acc. to DIN 1283

Package: SB sales packing,

with Bar code

Technical data
Burst pressure: 900 bar

Outside diameter: 11mm

SW: 15 mm

Design: Acc. to DIN 1283

Package: SB sales packing,

with Bar code

High pressure hose, G 1/8'' male
8 x 230 mm, SB packing

Connection on both ends (12 753): 

G 1/8'' male

Dimensions of package LWH (mm):

380 x 50 x 9

High pressure hose, M 10 x 1 male
8 x 300 mm, SB packing

Connection on both ends (12 656):

M 10 x 1 male

Dimensions of package LWH (mm):

380 x 50 x 9

High pressure hose, G 1/8'' male
8 x 300 mm, SB packing

Connection on both ends (12 756):

G 1/8'' male 

Dimensions of package LWH (mm):

380 x 50 x 9

High pressure hose, M 10 x 1 male
8 x 500 mm, SB packing

Connection on both ends (12 666):

M 10 x 1 male

Dimensions of package LWH (mm):

570 x 50 x 9

High pressure hose, G 1/8'' male
8 x 500 mm, SB packing

Connection on both ends (12 766):

G 1/8'' male 

Dimensions of package LWH (mm):

570 x 50 x 9

High pressure hose, G 1/8'' male
11 x 230 mm, SB packing

Connection on both ends 

(12 751 123): G 1/8'' male

Dimensions of package LWH (mm):

380 x 50 x 16

High pressure hose, M 10 x 1 male
11 x 300 mm, SB packing

Connection on both ends (12 655):

M 10 x 1 male

Dimensions of package LWH (mm):

380 x 50 x 16

12 852

12 857

12 757

12 859

12 759

12 752

12 855

Article no.
HIGH PRESSURE GREASE HOSES ACC. TO DIN 1283,
BLISTER PACKED

12 852

12 857

12 752

12 859

12 855
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High pressure hose, G 1/8'' male
11 x 300 mm, SB packing

Connection on both ends (12 755):

G 1/8'' male

Dimensions of package LWH (mm):

380 x 50 x 16

High pressure hose, M 10 x 1 male
11 x 500 mm, SB packing

Connection on both ends (12 665):

M 10 x 1 male

Dimensions of package LWH (mm):

570 x 50 x 16

High pressure hose, G 1/8'' male
11 x 500 mm, SB packing

Connection on both ends (12 765):

G 1/8'' male 

Dimensions of package LWH (mm):

570 x 50 x 16

High pressure hose, M 10 x 1 male
8 x 300 mm, with 4-jaw coupler, 

SB packing 

Dimensions of package LWH (mm):

380 x 50 x 9

High pressure hose, G 1/8'' male
8 x 300 mm, with 4-jaw coupler, 

SB packing 

Dimensions of package LWH (mm):

380 x 50 x 9

Technical data
Burst pressure: 900 bar

Outside diameter: 11 mm

SW: 15 mm

Design: Acc. to DIN 1283

Package: SB sales packing,

with Bar code

Technical data
Connection high

pressure hose

(12 656): M 10 x 1 male

Connection

hydraulic coupler

(12 631): for H-nipples

Burst pressure: 900 bar

Package: SB sales packing,

with Bar code

Technical data
Connection high

pressure hose

(12 756): G 1/8'' male 

Connection

hydraulic coupler

(12 731): for H-nipples

Burst pressure: 900 bar

Package: SB sales packing,

with Bar code

12 875

12 861

12 761

12 858

12 758

Article no.
HIGH PRESSURE GREASE HOSES ACC. TO DIN 1283,
BLISTER PACKED

12 875

12 861

12 858

HIGH PRESSURE GREASE HOSES ACC. TO DIN 1283,
WITH ACCESSORIES, BLISTER PACKED
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Technical data
Connection high

pressure hose

(12 655): M 10 x 1 male

Connection

hydraulic coupler

(12 631): for H-nipples

Burst pressure: 900 bar

Package: SB sales packing,

with bar code

Technical data
Connection high

pressure hose

(12 755): G 1/8'' male 

Connection

hydraulic coupler

(12 731): for H-nipples

Burst pressure: 900 bar

Package: SB sales packing,

with bar code

Technical data
Package: SB sales packing,

with Bar code

Specification
• 1 high pressure hose, DIN 1283, 

M 10 x 1 male 12 656

• 1 spout, angled, M 10 x 1 male, 

150 mm 12 635

• 1 coupler, 4 claws, M 10 x 1 female 

12 631

• 1 universal coupler, for H- and 

K-nipples, M 10 x 1 female 12 002

• 1 pointed coupler, M 10 x 1 female, 

12 003, for funnel type grease 

nipples

Technical data
Package: SB sales packing,

with Bar code

High pressure hose, M 10 x 1 male
11 x 300 mm, with spout, 

SB packing 

Dimensions of package LWH (mm):

380 x 50 x 16

High pressure hose, G 1/8'' male
11 x 300 mm, with spout, 

SB packing 

Dimensions of package LWH (mm):

380 x 50 x 16

Accessory set, M 10 x 1
in sales package

Dimensions of package LWH (mm):

410 x 70 x 16

Accessory set, G 1/8''
in sales package

Dimensions of package LWH (mm):

410 x 70 x 16

12 860

12 760

12 110

12 111

Article no.

12 860

12 110

GREASE GUN ACCESSORY SET, BLISTER PACKED
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Angle 90°, M 10 x 1 female,
M 10 x 1 male 
Dimension LWH (mm):

29 x 15 x 15

Angle 90°, G 1/8'' female, 
G 1/8'' male
Dimension LWH (mm):

29 x 15 x 15

Swivel joint, 1 x 360°
M 10 x 1 male, M 10 x 1 female

Diameter: 13 mm

Length: 65 mm

Swivel joint, 1 x 360°
G 1/8'' male, G 1/8'' female

Diameter: 13 mm

Length: 33 mm

Retention adapter
G 1/8'' female, M 10 x 1 male

Inside diameter: 5 mm

Length: 23 mm

Retention adapter
R 1/8'' male, M 10 x 1 female

Inside diameter: 5 mm

Length: 23 mm

Sleeve
M 10 x 1 female, M 10 x 1 female

Length: 24 mm

Sleeve
G 1/8'' female, G 1/8'' female

Length: 24 mm

Technical data
Material: steel, galvanized

SW: 15 mm

Technical data
Material: steel, galvanized

SW: 13 mm

Technical data
Material: steel, galvanized

SW: 13 mm

Technical data
Material: steel, galvanized

SW: 15 mm

12 035

12 035 805

18 080 950

18 080

12 016

12 086

18 016

18 017

Article no.

ANGLES

12 035 12 035 805

18 080 950 18 080

12 016 12 086

18 016 18 017

ROTARY SWIVEL CONNECTORS

RETENTION ADAPTERS

CONNECTING SLEEVES
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Technical data
Outside diameter: 60,2 mm

Inside diameter: 48 mm

Thickness: 2 mm

Material: rubber

Technical data
Leakproofing material: Aluminium/steel

Diameter: 65,3 mm

Length: 230 mm

Technical data
• For all industry grease guns

• The grease gun tube and the plunger

have to be removed completely from

the industry grease gun. The adapter

wieth tube has to be connected for 

operating with 500 g screw-in 

cartridges (The tube avoids damages 

of the cartidge.)

Technical data
Connection 1: M 10 x 1 male

Connection 2: outside diameter

12,3 mm

SW: 13 mm

Specification
• To be used as spare parts or 

accessories 

Technical data
Connection 1: M 10 x 1 male

Connection 2: outside diameter

9 mm

SW: 11 mm

Specification
• For PRESSOL grease filling systems

Technical data
Connection 1: M 10 x 1 male

SW: 11 mm

Specification
• For PRESSOL grease filling systems

Seal
for grease gun heads

Adapter for 500 g screw-in cartridges
for industry grease guns

• Using an industry grease gun 

mounting of filling nippel 12 672 

is requested.

• When operating the grease gun 

lever of an industry gun grease gun 

grease will be sucked into the grease 

gun head by a vacuum created by 

operation

Filling nipple, for grease gun head
M 10 x 1 male, Ø = 12,3 mm

Diameter: 13 mm

Length: 27 mm

Filling nipple, for grease gun head
M 10 x 1 male, Ø = 9 mm 

Diameter: 11 mm

Length: 20 mm

Filling nipple for grease gun head
M 10 x 1a, Ø = 9 mm ball valve

Diameter: 11 mm

Length: 20 mm

00 442

12 090

12 669

12 670

12 672

Article no.
VARIOUS ACCESSORIES AND ACCESSORY SETS 
FOR GREASE GUNS

00 442

12 090

12 669

12 670

12 672
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Wall mounting bracket, 
for grease guns
Dimension LWH (mm):

66 x 40 x 50

Standard accessory set, M 10 x 1
Dimension LWH (mm):

320 x 130 x 57

Package:

robust sheet box, with Bar code

Technical data
Material: steel, galvanized

Specification
• For all PNEUMAxx grease guns,

lever operated grease guns, air

operated grease guns and to suit

the oil gun and the gun for concrete

works

• For one hand grease guns (12 250),

(12 254), (12 270), (12 274)

• For suction guns (12 902) up to

(12 910) with outside pipe diameter

Ø 57 mm

Specification
• 1 robust steel box (00 126)

• 2 hydraulic couplers, 4 jaws, 

M 10 x 1 female (12 631)

• 1 universal coupler, for H- and 

K-nipples, M 10 x 1 female (12 002)

• 1 cone shaped nozzle, 

M 10 x 1 female, for funnel type 

grease nipples (12 003)

• 1 button head coupler for flat grease 

nipple, 16 mm / 0,62'', DIN 3404, 

M1 + T1, M 10 x 1 female (12 004)

• 1 high pressure hose, 

M 10 x 1 male, 11 x 300 mm

(12 655)

• 3 spouts, angled, M 10 x 1 male, 

150 mm (12 635)

• 1 spout, straight, M 10 x 1 male, 

150 mm (12 435)

• 1 angle 90°, M 10 x 1 female, 

M 10 x 1 male (12 035)

• 1 quick release adapter, 

M 10 x 1 female (12 006)

• 1 reducing socket, R 1/8'' male, 

M 10 x 1 female (12 086)

• 3 hydraulic grease nipples each: H1: 

M 6 x 1 (15 007), 

M 8 x 1 (15 009), 

M 10 x 1 (15 013), 

G 1/8'' male (15 037)

• 3 hydraulic grease nipples each: H2: 

M 6 x 1 (15 107 140), 

M 8 x 1 (15 109 140)

12 699

17 020

Article no.
VARIOUS ACCESSORIES AND ACCESSORY SETS 
FOR GREASE GUNS

17 020

12 699



i

159

Specification
• 1 robust steel box (00 126)

• 2 hydraulic couplers, 4 jaws, 

G 1/8'' female (12 731)

• 1 universal coupler, for H- and 

K-nipples, R 1/8'' female, (12 072)

• 1 cone shaped nozzle, 

G 1/8'' female, for funnel type 

grease nipples (12 073)

• 1 button head coupler, for button 

head grease nipple, 16 mm / 0,62'', 

DIN 3404, M1 + T1, 

M 10 x 1 female (12 074)

• 1 high pressure hose, G 1/8'' male, 

11 x 300 mm (12 755)

• 3 spouts, angled, G 1/8'' male, 

150 mm (12 735)

• 1 spout, straight, G 1/8'' male, 

150 mm (12 475)

• 1 angle 90°, G 1/8'' female, 

G 1/8'' male (12 035 805)

• 1 quick release adapter, G 1/8'' 

female (12 006 125)

• 1 reducing socket, G 1/8'' female, 

M 10 x 1 male (12 016)

• 3 hydraulic grease nipples each: H1: 

M 6 x 1 (15 007), 

M 8 x 1 (15 009), 

M 10 x 1 (15 013), 

G 1/8'' male (15 037)

• 3 hydraulic grease nipples each: H2: 

M 6 x 1 (15 107 140), 

M 8 x 1 (15 109 140)

Standard accessory set, G 1/8''
Dimension LWH (mm):

320 x 130 x 57

Package:

robust sheet box, with Bar code

17 020 125

Article no.

17 020 125
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Industrial accessory set, M 10 x 1
Dimension LWH (mm):

375 x 320 x 65

Package:

MULTIBOxx 050, with Bar code

Specification
• 1 MULTIBOxx 050 (30 801) 

• 1 button head coupler, for button 

head grease nipple, 22 mm / 0,86'', 

DIN 3404, M 10 x 1 female

(12 011)

• 1 button head coupler, for button 

head grease nipple, slide-on type, 

16 mm / 0,62'', DIN 3404, 

M1 + T1, M 10 x 1 female (12 001)

• 5 hydraulic couplers, 4 jaws, 

M 10 x 1 female (12 631)

• 5 precision machined couplers, 

4 jaws, M 10 x 1 female (12 643)

• 5 universal couplers, 

M 10 x 1 female, for H- and 

K-nipples (12 002)

• 5 pointed couplers, M 10 x 1 female,

for funnel type grease nipples 

(12 003)

• 5 filling nipples, for grease gun head, 

M 10 x 1 male, Ø = 9 mm (12 670)

• 3 angles 90°, M 10 x 1 female, 

M 10 x 1 male (12 035)

• 5 universal couplers, for push type 

guns, M 10 x 1 female (12 071)

• 5 reducing sockets, G 1/8'' female, 

M 10 x 1 male (12 016)

• 5 reducing sockets, R 1/8'' male, 

M 10 x 1 female (12 086)

• 5 spouts, straight, M 10 x 1 male, 

150 mm (12 435)

• 5 spouts, angled, M 10 x 1 male, 

150 mm (12 635)

• 1 wall-mounting bracket, for grease 

guns (12 699)

• 1 push type gun, 80 ml, steel, set, 

to suit H, K and D-nipples (12 362)

• 5 seals, for grease gun head, 

Ø1 = 60,2 mm, Ø2 = 48 mm, 

S = 2 mm (00 442)

• 5 high pressure hoses, 

M 10 x 1 male, 11 x 230 mm 

(12 751 123)

• 5 quick release adapters, 

M 10 x 1 female (12 006)

• 5 sleeves, M 10 x 1 female, 

M 10 x 1 female (18 016)

• 3 swivel joints, 1 x 360° , 

M 10 x 1 male, M 10 x 1 female 

(18 080 950)

17 023

Article no.

VARIOUS ACCESSORIES FOR GREASE GUNS

17 023
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Specification
• 1 MULTIBOxx 050 (30 801) 

• 1 button head coupler, for button 

head grease nipple, 22 mm / 0,86'', 

DIN 3404, G 1/8'' female 

(12 011 125)

• 3 Button head couplers, for button 

head grease nipple, slide-on type, 

16 mm / 0,62'', DIN 3404, 

M1 + T1, G 1/8'' female 

(12 001 125)

• 3 Button head couplers, for button 

head grease nipple, 10 mm / 0,39'', 

DIN 3404, M4, G 1/8'' female

(12 053)

• 5 hydraulic couplers, 4 jaws, 

G 1/8'' female (12 731)

• 5 precision machined couplers, 

4 jaws, G 1/8'' female (12 743)

• 5 universal couplers, R 1/8'' a, 

for H- and K-nipples (12 072)

• 5 pointed couplers, R 1/8'' female, 

for funnel type grease nipples

(12 073)

• 5 filling nipples, for grease gun head,

M 10 x 1 male, Ø = 9 mm (12 670)

• 3 angles 90°, G 1/8'' female, 

G 1/8'' male (12 035 805)

• 5 universal couplers, for push type 

guns, M 10 x 1 female (12 071)

• 5 reducing sockets, G 1/8'' female, 

M 10 x 1 male (12 016)

• 5 reducing sockets, R 1/8'' male, 

M 10 x 1 female (12 086)

• 5 spouts, straight, G 1/8'' male, 

150 mm (12 475)

• 5 spouts, angled, G 1/8'' male, 

150 mm (12 735)

• 1 wall-mounting bracket, for grease 

guns (12 699)

• 1 push type gun, 80 ml, steel, set, 

to suit H, K and D-nipples (12 362)

• 5 seals, for grease gun head, 

Ø1 = 60,2 mm, Ø2 = 48 mm, 

S = 2 mm (00 442)

• 5 high pressure hoses, G 1/8'' male, 

11 x 230 mm (12 751)

• 5 quick release adapters, 

M 10 x 1 female (12 006)

• 5 sleeves, G 1/8'' female, 

G 1/8'' female (18 017)

• 3 swivel joints, 1 x 360°, G 1/8'' a, 

G 1/8'' female (18 080)

Industrial accessory set, G 1/8''
Dimension LWH (mm):

375 x 320 x 65

Package:

MULTIBOxx 050,with Bar code

17 023 125

Article no.

17 023 125
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Grease tub, 1 kg, NLGI 2
Diameter: 100 mm

Length: 185 mm

Package: metal tub, with Bar code

Grease cartridge, 400 g, NLGI 2
acc. to DIN 1284

Diameter: 52 mm

Length: 240 mm

Package: cartridge, with Bar code

Grease cartridge, 500 g, NLGI 2
for 750 cm3 grease guns

Diameter: 52 mm

Length: 290 mm

Package: cartridge

Grease cartridge, 400 g, NLGI 2
with graphite, acc. to DIN 1284

Diameter: 52 mm

Length: 240 mm

Package: cartridge, with Bar code

Grease cartridge, 400 g, NLGI 2
high-temperature grease, DIN 1284

Diameter: 52 mm

Length: 240 mm

Package: cartridge, with Bar code

Technical data
NLGI-Class: 2

Temperature range: from -30 °C up to

+120 °C (for

permanently

lubricated

baerings from

-30 °C up to

+80 °C)

Specification
• Multi-purpose grease, for sliding 

and roller bearing lubrication, under 

high load: water-resistant, acid-free 

Technical data
NLGI-Class: 2

Temperature range: from -30 °C up to

+120 °C (for

permanently

lubricated

baerings from

-30 °C up to

+80 °C)

Specification 
• Multi-purpose grease, G 20, with 

graphite, for lubrication of large 

sliding and roller bearings or gear 

drives incl. for heavily loaded sliding 

surfaces 

Technical data
NLGI-Class: 2

Temperature range: from -35 °C up to

+150 °C

Drop point: >220 °C

Specification 
• Lubrication of anti-friction and friction 

bearings on generators and electric 

motors, fans, etc., also applicable in 

wheel hubs and clutch release 

bearings

12 501

12 511

12 505 785

12 507

12 516

Article no.

LUBRICANTS AND CARTRIDGES

12 501

12 511

12 507

12 516
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Technical data
NLGI-Class: 3

Temperature range: from -25 °C up to

+150 °C

Drop point: >220 °C

Specification
• For lubrication of anti-friction and 

friction bearings under high 

mechanical load, such as wheel 

hubs and clutch release bearings

• Especially designed for the use in 

subtropical, tropical and very warm 

regions 

Technical data
NLGI-Class: 2

Temperature range: from -35 °C up to

+130 °C

Drop point: 190 °C

Specification
• Long-term heat and water resistant 

multipurpose silicon grease

• A solid lubricant additive improves 

the pressure absorption capacity and 

imparts emergency operation 

properties, therefore applicable also

to pulsating loads, vibrations and 

oscillating motions. 

• For lubrication of mechanical 

anti-friction and friction bearings, 

even with extreme sliding friction 

component 

• Suitable for lubrication of vehicles, 

construction, industrial and 

agricultural machines

Grease cartridge, 400 g, NLGI 3
high-temperature grease, DIN 1284

Diameter: 52 mm

Length: 240 mm

Package: cartridge, with Bar code

Grease cartridge, 400 g, NLGI 2
friction bearing grease, with MoS2,

DIN 1284

Diameter: 52 mm

Length: 240 mm

Package: cartridge, with Bar code

12 517

12 518

Article no.

12 517

12 518
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Push type guns / Suction guns 

PUSH TYPE GUNS FOR GREASE 160

PUSH TYPE GUNS FOR GREASE AND OIL 160 - 161

SUCTION GUNS - SINGLE-ACTING, INDUSTRIAL VERSION

SUCTION GUNS - SINGLE-ACTING 161 - 162

SUCTION GUN - DOUBLE-ACTING 163

ACCESSORIES FOR 12 902, 12 907, 12 908, 163 - 164

12 910, 12 931, 12 932 
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Push type gun, 65 ml, plastic

for funnel type grease nipples

Diameter: 40 mm

Length: 210 mm

Push type gun, 150 ml, plastic

for funnel type grease nipples

Diameter: 50 mm

Length: 210 mm

Push type gun, 65 ml, plastic

for H- and K-nipples

Diameter: 40 mm

Length: 210 mm

Push type gun, 150 ml, plastic

for H- and K-nipples

Diameter: 50 mm

Length: 210 mm

Push type gun, 65 ml, plastic, set

for H-, K- and D-nipples

Dimensions of package LWH (mm):

300 x 40 x 90 

Technical data

Media: grease

Casing material: plastic

Coupler: pointed coupler

Connection: for funnel type

grease nipples,

DIN 3405

Pressure: 20 bar

Technical data

Media: grease

Casing material: plastic

Coupler: universal coupler

Connection: for hydraulic and

ball type grease

nipples,

DIN 71412,

DIN 3402

Pressure: 20 bar

Technical data

Media: grease

Casing material: plastic

Coupler: pointed and

H and K type

universal coupler

Connection: for hydraulic and

ball type grease

nipples,

DIN 71412,

DIN 3402, for

funnel type grease

nipples, DIN 3405

Pressure: 20 bar

Volume of grease

paste tube: 50 g

Specification

• Push type gun, with grease paste 

sachet, 50 g 

• Packed in polybag, with hanger

• With Bar code

12 321

12 322 

12 331

12 332

12 112

Article no.

PUSH TYPE GUNS FOR GREASE

PUSH TYPE GUNS WITH POINTED COUPLER

12 321 12 322

12 331
12 332

12 112

PUSH TYPE GUNS WITH POINTED AND UNIVERSAL COUPLER

PUSH TYPE GUNS FOR GREASE AND OIL 

PUSH TYPE GUNS WITH POINTED AND UNIVERSAL COUPLER
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Technical data

Media: grease and oil

Casing material: steel, galvanized

Coupler: pointed and

H and K type

universal coupler

Connection: for hydraulic and

ball type grease

nipples,

DIN 71412,

DIN 3402, for

funnel type grease

nipples, DIN 3405

Pressure: 60 up to 80 bar

Specification

• Packed in single carton box

• With Bar code

Push type gun, 80 ml, steel, set

for H-, K- and D-nipples

Dimensions of package LWH (mm):

155 x 45 x 45

Push type gun, 150 ml, steel, set

for H-, K- and D-nipples

Dimensions of package LWH (mm):

220 x 45 x 45

Push type gun, 300 ml, steel, set

for H-, K- and D-nipples

Dimensions of package LWH (mm):

265 x 55 x 55

12 362

12 363

12 365

12 902

Article no.

12 362 12 363
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Technical data

Suction volume: 100%

Casing material: nickel plated steel

Wall thickness: 1 mm

Diameter tubing outside: 56 mm

Surface treatment: All steel and zinc parts are 

high quality nickel plated

Material of end caps: zinc nickel plated

Length flexible hose: 470 mm

Diameter flexible hose outside: 13 mm

Material flexible hose: PVC

Suction pipe length: 270 mm

Diameter of suction 

pipe outside: 13 mm

Material of suction pipe: nickel plated steel

Material of suction cylinder: LDPE (Polyethylene of low density)

Material of support plate: PAGF 30 

(PP glass-fibre reinforced)

Media: oils up to SAE 150, windscreen 

fluid, engine coolant, petrol, 

brake fluid, water up to 80 °C, 

Diesel, fresh water 

Note

• After 30.000 strokes still 100% suction performance 

• The two-way plunger ensures a reliable suction of 

the liquid 

• Ergonomic T grip handle 

• Deep knurling ensures safe grip 

• All metal parts coming in contact with media are 

high quality nickel plated

SUCTION GUNS - SINGLE-ACTING, INDUSTRIAL VERSION

168
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Spezifikation

• Transparent flexible hose (12 954)

• Suction pipe (12 944)

• Suction piston (12 955)

• Packed in single carton box

• Sales package, with Bar code

Suction gun, 1000 ml

industrial version, nickel-plated

Capacity: 1000 ml

Dimensions of package LWH (mm):

590 x 90 x 100

Suction gun, 1000 ml

industrial version, nickel-plated

Capacity: 1000 ml

Dimensions of package LWH (mm):

590 x 90 x 100

12 931 

12 932 

Article no.

12 931

12 932

j
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Suction gun, 500 ml

with plastic cover

Dimensions of package LWH (mm):

365 x 80 x 80 

Suction gun, 500 ml

galvanized, with zinc caps

Packed in single carton box

Dimensions of package LWH (mm):

365 x 80 x 80

Suction gun, 1000 ml

galvanized, with zinc caps

Packed in polybag

Dimensions of package

Length: 480 mm

Diameter: 60 mm

Suction gun, 500 ml

silver painted, zinc cap

Packed in single carton box

Dimensions of package LWH (mm):

365 x 80 x 80

Technical data

Flexible hose: 350 mm

Casing material: steel, RST 1203

Colour: blue

Specification

• Transparent flexible hose

• Packed in single carton box

• With Bar code

Technical data

Flexible hose: 350 mm

Casing material: steel, galvanized,

RST 1203

Material of

end caps: zinc

Specification

• Transparent flexible hose

• With Bar code

Technical data

Flexible hose: 350 mm

Casing material: steel, RST 1203

Material of

end caps: zinc

Specification

• Transparent flexible hose

• With Bar code

12 902

12 907

12 908

12 910

Article no.

SUCTION GUNS - SINGLE-ACTING 

12 907

12 908

12 910

12 902
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Technical data

Length suction tube: 130 mm

Media: fuels, oils, screen

cleaners, cooling

agents

Casing material: brass, polished

Material of

end caps: zinc

Specification

• With angled spout

• Packed in polybag

• With Bar code

Technical data

Flexible hose: 660 mm

Scale graduation: 50 ml, inclining

and declining

Media: oils, lubricants

Casing material: POM

Material of

end caps: zinc

Specification

• With flexible hose, with angled spout

• For direct filling of gearboxes and 

difficult to access locations 

• Packed in polybag

• With Bar code

Technical data

Length flexible hose: 500 mm

Quantity 

flexible hoses: 2

Media: fuels, oils,

screen cleaners,

cooling agents

Casing material: Aluminium,

polished

Specification

• Transparent superflex spouts

• With 2 flexible hoses

• Packed in single carton box

• With Bar code

Suction gun, 500 ml

brass polished, zinc caps

Dimensions of package LWH (mm):

Length: 340 mm

Diameter: 55 mm

Suction gun, 1000 ml

brass polished, zinc caps

Dimensions of package LWH (mm):

460 x 60 x 95

Suction gun, 500 ml

container, transparent, POM 

Dimensions of package LWH (mm):

330 x 120 x 70

Suction gun, 1000 ml

container, transparent, POM

Dimensions of package LWH (mm):

540 x 120 x 70

Suction gun, 500 ml

double-acting, aluminium

Dimensions of package LWH (mm):

390 x 100 x 65

12 935

12 936

12 937

12 938

12 940

Article no.

12 940

SUCTION GUN - DOUBLE-ACTING

12 936

12 935

12 938

12 937
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Spout, straight, M 10 x 1 male

Diameter: 10 mm

Length: 150 mm

Spout, angled, M 10 x 1 male

Diameter: 10 mm

Length: 150 mm

Spout, straight, 220 mm

Diameter: 10 mm

Length: 220 mm

Spout, straight, M 13 x 1 male

270 mm for 12 931 and 12 932

Diameter: 13 mm

Length: 270 mm

Flexible hose, transparent

Length: 350 mm

Diameter: 10 mm

Flexible hose, transparent

Length: 470 mm

Diameter: 13 mm

Spare part for two-way plunger

Diameter outside: 56 mm

Dimensions of package LWH (mm):

90 x 70 x 40

Technical data

Material: steel, galvanized

Specification

• For: (12 902), (12 907), (12 908), 

(12 910)

Technical data

Material: steel, galvanized

Specification

• For: (12 902), (12 907), (12 908), 

(12 910)

Technical data

Material 

flexible hose: PVC

Specification

• For: (12 931), (12 932)

Technical data

Material of 

suction cylinder: LDPE (Polyethylene 

of low density)

Material of 

support plate: PAGF 30 

(PP glass-fibre 

reinforced)

Specification

• For: (12 931), (12 932)

12 435

12 635

12 942

12 944 

12 951

12 954 

12 955 

Article no.
ACCESSORIES FOR 12 902, 12 907, 12 908, 

12 910, 12 931, 12 932

12 955 

j
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12 951

12 942

12 435

12 635

12 944 

12 954 



k

173

Lubrication systems, 
Grease filling systems, Trolleys 

MANUALLY OPERATED LUBRICATION SYSTEMS 166 - 169

MANUALLY OPERATED HIGH PRESSURE GREASE PUMPS 170 - 171

MANUALLY OPERATED OIL AND GREASE DISPENSER UNITS, MOBILE 172 - 174

MANUALLY OPERATED OIL DISPENSER UNITS, PORTABLE 175 - 176

GREASE SUPPLY UNIT, MOBILE 177

GREASE GUN FILLING SYSTEMS 178 - 181

FILLING SYSTEMS, FOR CENTRALIZED LUBRICATION SYSTEMS 182 - 185

WITH CONNECTING COUPLER 

TROLLEYS AND ACCESSORIES 185

ACCESSORIES FOR MANUALLY AND AIR OPERATED 186 - 187

LUBRICATION SYSTEMS, GREASE GUN FILLING SYSTEMS 

LUBRICATION SYSTEM 187
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Technical data

Flow media: lubricating greases, up to NLGI 2

Delivery rate to refill 

grease gun / stroke: 30 cm3

Length of discharge hose: 1500 mm

Grease supply into the hand 

operated grease gun: manually lever operated

Lacquering dust cover: Pantone 294c, blue satin

Connection hose/one hand 

grease gun: quick release adapter Rectus, 

type 26 (17 601), with 

nonreturn valve 

Pump body: steel

Delivery rate EHFP / stroke: 0,4 cm3

Discharge pressure: up to 550 bar

Burst pressure EHFP: 850 bar

Burst pressure grease 

gun head: 1200 bar

Capacity EHFP: 125 cm3

Grease gun connection, 

pressure-side: M 10 x 1

Actuation grease piston: manual, by means of 

pressure grip

Surface treatment: all steel components are 

galvanized

Material pump head: impact-resistant zinc die casting

Note

Advantage 1: The level of the lubricant can be inspected 

at any time by simply lifting the dust cover (no screws have 

to be loosened); cover protects against dust and dirt.

Advantage 2: Large handle of the follower plate ensures 

that it can be easily removed.

Advantage 3: Our unique stabilising-fixing bracket system 

enables the grease supply pump to be easily attached to 

containers of different diameters without affecting benefit 1. 

Advantage 4: The advantages 1, 2 and 3 guarantee a 

clean and efficient operation of all manual and air operated 

grease lubrication systems.

The distance between the manual lever and the dust cover 

ensures safe operation

Specification
• Manual pump to refill one hand operated grease gun 

• Pump

• Suction tube

• One hand operated grease gun (EHFP), connection 

M 10 x 1 (17 600)

• Spout, straight, M 10 x 1, 150 mm (12 435)

• Coupler, 4 jaws, M 10 x 1 (12 631)

• Discharge hose (17 003)

• Packed in single carton box

MANUALLY OPERATED LUBRICATION SYSTEMS

Manually operated lubrication system

5 kg container, Ø 180 - 210 mm

Follower plate: for 5 kg container

Ø follower plate: 180 up to 210 mm

Length suction tube: 510 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Manually operated lubrication system

10 kg container, Ø 210 - 240 mm

Follower plate: for 10 kg container

Ø follower plate: 210 up to 240 mm

Length suction tube: 510 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Specification

• Dust cover (17 171), 

stabilising-fixing bracket (17 197)

and follower plate (17 195)

Specification

• Dust cover (17 171),

stabilising-fixing bracket (17 197)

and follower plate (17 230)

17 605

17 610

17 605
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Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 265)

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 285)

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 275)

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 300)

Specification

• Dust cover (17 194),

stabilising-fixing bracket (17 199)

and follower plate (17 320)

Specification

• Dust cover (17 194),

stabilising-fixing bracket (17 199)

and follower plate (17 325)

Manually operated lubrication system

15 kg container, Ø 240 - 270 mm

Follower plate: for 15 kg container

Ø follower plate: 240 up to 270 mm

Length suction tube: 510 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Manually operated lubrication system

15 kg container, Ø 270 - 290 mm

Follower plate: for 15 kg container

Ø follower plate: 270 up to 290 mm

Length suction tube: 510 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Manually operated lubrication system

18 kg container, Ø 266 - 291 mm

Follower plate: for 18 kg container

Ø follower plate: 266 up to 291 mm

Length suction tube: 510 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Manually operated lubrication system

20 kg container, Ø 270 - 310 mm

Follower plate: for 20 kg container

Ø follower plate: 270 up to 310 mm

Length suction tube: 510 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Manually operated lubrication system

25 kg container, Ø 310 - 335 mm

Follower plate: for 25 kg container

Ø follower plate: 310 up to 335 mm

Length suction tube: 680 mm

Dimensions of package LWH (mm):

800 x 480 x 100

Manually operated lubrication system

25 kg container, Ø 300 - 350 mm

Follower plate:

for conical plastic containers, 25 kg

Ø follower plate: 300 up to 350 mm

Length suction tube: 680 mm

Dimensions of package LWH (mm):

800 x 480 x 100

17 615

17 617

17 618

17 620

17 625

17 632

Article no.

17 615
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Manually operated lubrication system

50 kg container, Ø 335 - 385 mm

Follower plate: for 50 kg container

Ø follower plate: 335 up to 385 mm

Length suction tube: 680 mm

Dimensions of package LWH (mm):

800 x 480 x 100

Quick connecting coupler Rectus

type 26, connection 13 mm male

Diameter: 26 mm

Length: 60 mm

Discharge hose, DN 13, 20 mm male

NBR, 1500 mm, 10 bar

Diameter: 20 mm

Length: 1500 mm

Discharge hose, DN 13, 20 mm male

NBR, 2000 mm, 10 bar

Diameter: 20 mm

Length: 2000 mm

Discharge hose, DN 13, 20 mm male

NBR, 3000 mm, 10 bar

Diameter: 20 mm

Length: 3000 mm

Specification

• Dust cover (17 198),

stabilising-fixing bracket (17 199)

and follower plate (17 380)

Technical data

Connection 1: Rectus coupling,

type 26

Connection 2: for hoses, DN 13

Function: one-way shut-off

Sealing: Perbunan

Nominal width: 7,2 mm

SW: 21 mm

Temperature range: -20 °C up to 

+100 °C

Pressure range: 0 up to 35 bar,

and rough 

vacuum

Material: brass

Technical data

Material: NBR,

with textile insert,

13 x 3,5 mm

Operating pressure: 10 bar

Burst pressure: 40 bar

Temperature

stability: -10 °C up to

+50 °C

17 660

17 601

17 003

17 003 001

17 003 002

Article no.

MANUALLY OPERATED LUBRICATION SYSTEMS

ACCESSORIES FOR MANUALLY OPERATED LUBRICATION SYSTEMS

17 003

17 601

17 660
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Technical data

Diameter of piston: 8 mm

Actuation 

grease piston: manual, by means 

of pressure grip

Delivery 

rate / stroke: 0,4 cm3

Discharge pressure: up to 550 bar

Grease gun 

connection, 

pressure-side: M 10 x 1

Burst pressure 

system: 850 bar

Burst pressure 

grease gun head: 1200 bar

Connection 

filling-side: Male quick 

release adapter,

for Rectus

coupling, type 26 

Capacity: 125 cm3

Wall thickness of 

grease gun tube: 1 mm

Surface: galvanized

Note

• Suitable for greases up to NLGI 2

• Acc. to DIN 1283

• Pump piston with high accuracy 

of fit to the cylinder (no dummy 

apparent lubrication)

• Performance unchanged after 

5000 actuating cycles

• Grease gun head, zinc die casting 

Z 410

• High-speed ventilation, by half a 

rotation of the grease gun tube

Specification

• For: (17 605), (17 610), (17 615), 

(17 617), (17 618), (17 620),

(17 625), (17 632), (17 660)

• Spout, straight, M 10 x 1,

150 mm (12 435)

• Coupler, 4 jaws, M 10 x 1 (12 631)

• Packed in single carton box

One hand operated grease gun, EHFP

with Rectus male quick 

connecting adapter, type 26

Dimensions of package LWH (mm):

320 x 150 x 40

17 600

Article no.

17 600
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Technical data

Flow media: lubricating greases, up to NLGI 2

Delivery rate / stroke: 3,8 cm3

Discharge hose: high pressure hose, 

11 x 1500 mm

Grease supply: manually lever operated

Discharge pressure: 200 bar

Surface treatment: all steel components are 

galvanized

Pump body: steel

Pump head: impact-resistant zinc die casting

Lacquering dust cover: Pantone 294c, blue satin

Note

Advantage 1: The level of the lubricant can be inspected 

at any time by simply lifting the dust cover (no screws have 

to be loosened); cover protects against dust and dirt.

Advantage 2: Large handle of the follower plate ensures 

that it can be easily removed.

Advantage 3: Our unique stabilising-fixing bracket system 

enables the grease supply pump to be easily attached to 

containers of different diameters without affecting benefit 1. 

Advantage 4: The advantages 1, 2 and 3 guarantee a 

clean and efficient operation of all manual and air operated 

grease lubrication systems.

The distance between the manual lever and the dust 

cover ensures safe operation.

Specification
• Manual pump for grease supply

• Pump

• Suction tube

• High pressure grease hose, 11 x 1500 mm

• Spout, angled, G 1/8'', 150 mm (12 735)

• Coupler, 4 jaws, G 1/8'' (12 731)

• Robust carrying handle

• Packed in single carton box

MANUALLY OPERATED HIGH PRESSURE GREASE PUMPS

Manually operated high pressure

grease pump

15 kg container, Ø 240 - 270 mm

Length suction tube: 475 mm

Follower plate: for 15 kg container

Ø follower plate: 240 up to 270 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Manually operated high pressure

grease pump

20 kg container, Ø 270 - 310 mm

Length suction tube: 475 mm

Follower plate: for 20 kg container

Ø follower plate: 270 up to 310 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Specification

• Dust cover (17 172),

stabilising-fixing bracket (17 197)

and follower plate (17 265)

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 300)

17 693

17 694

17 693
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Specification

• Dust cover, with integral pump fixing

bracket, fixing screws (17 181) and

follower plate (17 265)

• High pressure grease hose, 

11 x 1200 mm

Specification

• Dust cover (17 176), stabilising-fixing

bracket (17 197) and follower plate

(17 275)

• High pressure grease hose, 

11 x 1500 mm

Manually operated high pressure

grease pump

15 kg container, Ø 240 - 270 mm

Follower plate: for 15 kg container

Ø follower plate: 240 up to 270 mm

Length suction tube: 370 mm

Manually operated high pressure

grease pump

18 kg container, Ø 266 - 291 mm

Container: JOKEY type

Follower plate: for 18 kg container

Ø follower plate: 266 up to 291 mm

Length suction tube: 475 mm

17 693 698

17 694 950

Technical data

Flow media: lubricating greases, 

up to NLGI 2

Delivery rate / stroke: 3,8 cm3

Grease supply: manually lever operated

Discharge pressure: 200 bar

Surface treatment: all steel components are 

galvanized

Pump body: steel

Pump head: impact-resistant zinc die casting

Lacquering dust cover: Pantone 294c, blue satin

Dimensions of 

package LWH (mm): 670 x 420 x 100

Note

• Cover protects against dust and dirt

• Large handle ensures easy removal of the grease 

follow up plate 

• The distance between the manual lever and the dust 

cover ensures safe operation.

Specification
• Manual pump for grease supply

• Pump

• Suction tube

• Spout, angled, G 1/8'', 150 mm (12 735)

• Coupler, 4 jaws, G 1/8'' (12 731)

• Robust carrying handle

• Packed in single carton box

17 693 698
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Oil dispensing unit, mobile 

16 l container, manually operated

Dimension LWH (mm):

500 x 260 x 600

Technical data

Flow media: oils, up to SAE 40

Delivery 

rate / stroke: 85 cm3

Oil delivery: utilizing a 

hand pump 

Container capacity: 16 l

Container diameter: 220 mm

Container height: 380 mm

Filling: manual, utilizing 

a removable pump

Discharge: through discharge 

hose and steel 

discharge spout

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant 

zinc die casting

Lacquering container 

and cover: RAL 7040, 

window grey satin

Specification

• For oils, up to SAE 40, 

self-lubricating, non-aggressive 

media

• Discharge hose, 2000 mm, 

with steel discharge spout

• Two fixed wheels and foot rest

• Lacquering, oil-resistant

• Portable, with robust handle

• Suction tube, with pump

• Container cover, with drip opening

17 790

Article no.
MANUALLY OPERATED OIL AND

GREASE DISPENSER UNITS, MOBILE

17 790
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Technical data

Flow media: lubricating 

greases, 

up to NLGI 2

Delivery 

rate / stroke: 10 cm3

Discharge pressure: 25 bar

Grease supply: utilizing a 

hand pump 

Container capacity: 16 kg

Container diameter: 220 mm

Container height: 380 mm

Filling: manual, utilizing 

a removable pump

Discharge hose: high pressure hose,

11 x 1500 mm

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant 

zinc die casting

Lacquering container 

and cover: RAL 7040, 

window grey satin

Specification

• High pressure grease hose, 

11 x 1500 mm

• Spout, angled, M 10 x 1, 150 mm

• Coupler, 4 jaws, M 10 x 1 (12 631)

• Shut-off valve

• 2 fixed wheels and foot rest

• Lacquering, oil-resistant

• Portable, with robust handle

• Pump

• Suction tube, with follow-up plate 

Grease dispenser unit, mobile

16 kg container, manually operated

Dimension LWH (mm):

500 x 260 x 600

17 792

Article no.

17 792
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Oil dispensing unit, mobile

24 l container, manually operated

Dimension LWH (mm):

350 x 350 x 850

Dimensions of package LWH (mm):

960 x 400 x 400

Oil dispensing unit, mobile 

24 l, pneumatic delivery

Dimension LWH (mm):

350 x 350 x 750

Dimensions of package LWH (mm):

850 x 400 x 400

Specification 

• Discharge hose, 2 m

• Control valve, with steel

discharge spout

• Control valve storage bracket,

with drip tray (19 402)

• Safety valve

• 2 fixed rear wheels

• Lacquering, oil-resistant

Technical data

Flow media: oils, up to SAE 90

Delivery 

rate / stroke: 250 cm3

Container capacity: 24 l

Oil delivery: utilizing a 

hand pump 

Discharge: through discharge 

hose and steel 

discharge spout

Filling: with a 1 1/2'' 

sealing cap 

Surface treatment: all steel 

components are 

galvanized

Pump housing: steel

Lacquering container: RAL 7040, 

window grey satin

Specification

• For oils, up to SAE 90, 

self-lubricating, non-aggressive media

• Discharge hose, transparent, 

2000 mm

• Steel discharge spout, 105° angled

• Nozzle valve mounting, with drip 

tray, integrated in the protection cap 

• Robust moving handle

• 2 fixed rear wheels

• Lacquering, oil-resistant

• Packed in single carton box

Technical data

Container capacity: 24 l

Compressed air 

connection: to suit male Rectus 

quick release 

airline connector, 

type 26

NW: 7,2 mm

Oil delivery: by compressed 

air buffer, 

max. 7 bar 

Filling: G 1 1/2'', 

sealing cap

Dispensing: manual valve

Lacquering: RAL 7040, 

window grey satin

Media: engine oils and 

lubricants, gear oil

17 794

17 796

Article no.
MANUALLY OPERATED OIL AND

GREASE DISPENSER UNITS, MOBILE

17 794

17 796
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Technical data

Flow media: oils, up to SAE 40

Delivery 

rate / stroke: 85 cm3

Oil delivery: utilizing a 

hand pump 

Filling: manual, utilizing 

a removable pump

Discharge: through discharge 

hose and steel 

discharge spout

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant 

zinc die casting

Lacquering container 

and cover: RAL 7040, 

window grey satin

Specification

• Oils, up to SAE 40, self-lubricating, 

non-aggressive media

• Discharge hose, 2000 mm, with 

steel discharge spout

• With foot rest

• Lacquering, oil-resistant

• Portable, with robust handle

• Suction tube, with pump

• Container cover, with drip opening

Oil dispensing unit, portable 

8 l container, manually operated

Container diameter: 145 mm

Container height: 380 mm

Dimension LWH (mm):

480 x 160 x 600

Oil dispensing unit, portable 

12 l container, manually operated

Container diameter: 185 mm

Container height: 380 mm

Dimension LWH (mm):

480 x 200 x 600

Oil dispensing unit, portable 

16 l container, manually operated

Container diameter: 220 mm

Container height: 380 mm

Dimension LWH (mm):

500 x 260 x 600

17 781

17 783

17 785

Article no.
MANUALLY OPERATED OIL DISPENSER UNITS, 

PORTABLE

17 781
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Grease dispenser unit, portable

8 kg container, manually operated

Container diameter: 145 mm

Container height: 380 mm

Dimension LWH (mm):

480 x 160 x 600

Grease dispenser unit, portable

12 kg container, manually operated

Container diameter: 185 mm

Container height: 380 mm

Dimension LWH (mm):

480 x 200 x 600

Grease dispenser unit, portable

16 kg container, manually operated

Container diameter: 220 mm

Container height: 380 mm

Dimension LWH (mm):

500 x 260 x 600

Technical data

Flow media: lubricating 

greases, up to 

NLGI 2

Delivery 

rate / stroke: 10 cm3

Discharge pressure: 25 bar

Grease supply: utilizing a 

hand pump 

Filling: manual, utilizing 

a removable pump

Discharge hose: high pressure hose,

11 x 1500 mm

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant 

zinc die casting

Lacquering container 

and cover: RAL 7040, 

window grey satin

Specification

• High pressure grease hose, 

11 x 1500 mm

• Spout, angled, M 10 x 1, 150 mm

• Coupler, 4 jaws, M 10 x 1 12 631 

• Shut-off valve

• With foot rest

• Lacquering, oil-resistant

• Portable, with robust handle

• Pump

• Suction tube, with follow-up plate 

17 786

17 788

17 791

Article no.
MANUALLY OPERATED GREASE DISPENSER UNITS,

PORTABLE

17 786
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Technical data

Flow media: lubricating 

greases, up to 

NLGI 2

Discharge hose: high pressure hose,

11 x 1500 mm

Grease supply: utilizing a 

foot pump 

Delivery 

rate / stroke: 8 cm3

Discharge pressure: 150 bar

Filling: manual, utilizing 

a removable filling

cap

Container diameter: 220 mm

Container height: 380 mm

Container capacity: 15 kg

Pump head: steel

Pump body: Aluminium

Lacquering container: RAL 7040, 

window grey satin

Specification

• High pressure grease hose, 

11 x 1500 mm

• Spout, angled, M 10 x 1, 150 mm

• Coupler, 4 jaws, M 10 x 1 (12 631)

• Manual shut-off valve

• 2 fixed wheels and robust 

adjustable foot 

• Lacquering, oil-resistant

• Pump, grease follow-up piston, 

with spring 

• Robust moving handle

• Packed in single carton box

Grease supply unit, mobile

15 kg container, foot-operated pump

Dimensions of package LWH (mm):

380 x 360 x 700

17 793

Article no.

GREASE SUPPLY UNIT, MOBILE

17 793
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Grease gun filling system, 

manually operated

5 kg container, Ø 180 - 210 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Technical data

Length suction tube: 510 mm

Follower plate: for 5 kg

container

Ø follower plate: 180 up to

210 mm

Specification

• Dust cover (17 171),

stabilising-fixing bracket (17 197)

and follower plate (17 195)

17 805

Technical data

Flow media: lubricating greases, up to NLGI 2

Connection, discharge side: for grease guns, with filling nipple

Grease supply: manually air pressurized

Delivery rate / stroke: 30 cm3

Discharge pressure: 8 bar

Application: for filling lever, one hand and 

air operated grease guns 

Surface treatment: all steel components are 

galvanized

Pump head: impact-resistant zinc die casting

Pump body: steel

Lacquering dust cover: Pantone 294c, blue satin

Specification
• Pump

• Suction tube

• Filling nipple, M 10 x 1 (12 670), enclosed without package, 

for upgrading grease guns from other manufacturers 

• Dust cap on filling coupler secured by chain 

• Packed in single carton box

Note

Advantage 1: The level of the lubricant can be inspected 

at any time by simply lifting the dust cover (no screws have 

to be loosened); cover protects against dust and dirt.

Advantage 2: Due to angular mounted recharging valve, 

even grease guns with angular mounted filling nipple can 

be filled. The recharging valve is provided with an automatic 

shut-off valve. 

Advantage 3: Large handle of the follower plate ensures 

that it can be easily removed.

Advantage 4: Our unique stabilising-fixing bracket system 

enables the grease supply pump to be easily attached to 

containers of different diameters without affecting benefit 1. 

Advantage 5: The advantages 1, 3 and 4 guarantee a 

clean and efficient operation of all manual and air operated 

grease lubrication systems. 

The distance between the manual lever and the dust cover 

ensures safe operation.

GREASE GUN FILLING SYSTEMS

17 805
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Technical data

Length suction tube: 510 mm

Follower plate: for 10 kg

container

Ø follower plate: 210 up to

240 mm

Specification

• Dust cover (17 171),

stabilising-fixing bracket (17 197)

and follower plate (17 230)

Technical data

Length suction tube: 510 mm

Follower plate: for 15 kg

container

Ø follower plate: 240 up to

270 mm

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 265)

Technical data

Length suction tube: 510 mm

Follower plate: for 15 kg

container

Ø follower plate: 270 up to

290 mm

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 285)

Technical data

Length suction tube: 510 mm

Follower plate: for 20 kg

container

Ø follower plate: 270 up to

310 mm

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 300)

Grease gun filling system, 

manually operated

10 kg container, Ø 210 - 240 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Grease gun filling system, 

manually operated

15 kg container, Ø 240 - 270 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Grease gun filling system, 

manually operated

15 kg container, Ø 240 - 270 mm,

with accessories, with grease gun

(12 734 804)

Dimensions of package LWH (mm):

670 x 420 x 100

Grease gun filling system, 

manually operated

15 kg container, Ø 270 - 290 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Grease gun filling system, 

manually operated

20 kg container, Ø 270 - 310 mm

Dimensions of package LWH (mm):

670 x 420 x 100

17 810

17 815

17 815 653

17 817

17 820

Article no.

17 810

17 815 653

17 820
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Grease gun filling system, 

manually operated

25 kg container, Ø 310 - 335 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Grease gun filling system, 

manually operated

50 kg container, Ø 335 - 385 mm

Dimensions of package LWH (mm):

800 x 420 x 100

Recharging valve

for grease gun filling systems

Diameter: 24 mm

Length: 90 mm

Technical data

Length suction tube: 680 mm

Follower plate: for 25 kg

container

Ø follower plate: 310 up to

335 mm

Specification

• Dust cover (17 194),

stabilising-fixing bracket (17 199)

and follower plate (17 320)

Technical data

Length suction tube: 680 mm

Follower plate: for 50 kg

container

Ø follower plate: 335 up to

385 mm

Specification

• Dust cover (17 198),

stabilising-fixing bracket (17 199)

and follower plate (17 380)

Technical data

Connection 1: M 20 x 1 male

Connection 2: for filling nipple

(12 670)

Surface treatment: steel, galvanized

Specification

• For grease filling systems

(17 618), (17 805), (17 810),

(17 815), (17 815 653), (17 817),

(17 818), (17 820), (17 825),

(17 825 950), (17 850)

17 825

17 850

00 816

Article no.

GREASE FILLING SYSTEMS 

17 825

ACCESSORIES FOR GREASE GUN FILLING SYSTEMS

00 816
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Specification

• Dust cover (17 176), stabilising-fixing

bracket (17 197) and follower plate

(17 275)

Specification

• Dust cover, with integral pump fixing 

bracket, fixing screws (17 184) and

follower plates (17 325)

Grease gun filling system, 

manually operated

18 kg container, Ø 266 - 291 mm

Container: JOKEY type

Follower plate: for 18 kg container

Ø follower plate: 266 up to 291 mm

Length suction tube: 510 mm

Grease gun filling system, 

manually operated

25 kg container, Ø 300 - 350 mm

Follower plate: 

for conical plastic containers, 25 kg

Ø follower plate: 300 up to 350 mm

Length suction tube: 680 mm

17 818

17 825 950

Article no.

17 825 950

Technical data

Flow media: lubricating greases, up to NLGI 2

Connection, discharge side: for grease guns, with filling nipple

Grease supply: manually air pressurized

Delivery rate / stroke: 30 cm3

Discharge pressure: 8 bar

Application: for filling lever, one hand and 

air operated grease guns 

Surface treatment: all steel components are 

galvanized

Pump head: impact-resistant zinc die casting

Pump body: steel

Lacquering dust cover: Pantone 294c, blue satin

Dimensions of 

package LWH (mm): 670 x 420 x 100

Specification
• Pump

• Suction tube

• Filling nipple, M 10 x 1 12 670, enclosed without 

package, for upgrading grease guns from other 

manufacturers 

• Dust cap on filling coupler secured by chain 

• Packed in single carton box

Note

Advantage 1: The level of the lubricant can be inspected at 

any time by simply lifting the dust cover (no screws have to 

be loosened); cover protects against dust and dirt.

Advantage 2: Due to angular mounted recharging valve, 

even grease guns with angular mounted filling nipple can 

be filled. The recharging valve is provided with an automatic 

shut-off valve. 

Advantage 3: Large handle of the follower plate ensures 

that it can be easily removed.

Advantage 4: Our unique stabilising-fixing bracket system 

enables the grease supply pump to be easily attached to 

containers of different diameters without affecting benefit 1. 

Advantage 5: The advantages 1, 3 and 4 guarantee a 

clean and efficient operation of all manual and air operated 

grease lubrication systems. 

The distance between the manual lever and the dust 

cover ensures safe operation.
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Filling system, for ZSA

5 kg container, Ø 180 - 210 mm

Dimensions of package LWH (mm)

670 x 420 x 100

Filling system, for ZSA

10 kg container, Ø 210 - 240 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Technical data

Length suction tube: 510 mm

Follower plate: for 5 kg container

Ø follower plate: 180 up to

210 mm

Specification

• Dust cover (17 171),

stabilising-fixing bracket (17 197)

and follower plate (17 195)

Technical data

Length suction tube: 510 mm

Follower plate: for 10 kg

container

Ø follower plate: 210 up to

240 mm

Specification

• Dust cover (17 171),

stabilising-fixing bracket (17 197)

and follower plate (17 230)

17 034

17 036

Technical data

Pumping media: lubricating greases, up to NLGI 2

Connection, discharge side: Rectus coupling, type 72, for male 

quick connecting adapter (17 044)

Hose length: 1500 mm

Grease supply: manually lever operated

Delivery rate / stroke: 30 cm3

Discharge pressure: 8 bar

Application: for filling centralized 

lubrication systems 

Surface treatment: all steel components are 

galvanized

Pump head: impact-resistant zinc die casting

Pump body: steel

Lacquering dust cover: Pantone 294c, blue satin

Note

Advantage 1: The level of the lubricant can be inspected at 

any time by simply lifting the dust cover (no screws have to 

be loosened); cover protects against dust and dirt.

Advantage 2: Large handle of the follower plate ensures 

that it can be easily removed.

Advantage 3: Our unique stabilising-fixing bracket system

enables the grease supply pump to be easily attached to 

containers of different diameters without affecting benefit 1. 

Advantage 4: The advantages 1, 2 and 3 guarantee a 

clean and efficient operation of all manual and air operated 

grease lubrication systems.

The distance between the manual lever and the dust 

cover ensures safe operation.

Specification
• Pump

• Suction tube

• Grease supply hose (17 003) with female quick release 

• adapter (01 297)

• Packed in single carton box

FILLING SYSTEMS, FOR CENTRALIZED LUBRICATION SYSTEMS

WITH CONNECTING COUPLER 

17 034
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Technical data

Length suction tube: 510 mm

Follower plate: for 15 kg

container

Ø follower plate: 240 up to

270 mm

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 265)

Technical data

Length suction tube: 510 mm

Follower plate: for 15 kg

container

Ø follower plate: 240 up to

270 mm

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 265)

Technical data

Length suction tube: 510 mm

Follower plate: for 18 kg

container

Ø follower plate: 266 up to

291 mm

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 275)

Technical data

Length suction tube: 510 mm

Follower plate: for 20 kg 

container

Ø follower plate: 270 up to

310 mm

Specification

• Dust cover (17 176),

stabilising-fixing bracket (17 197)

and follower plate (17 300)

Technical data

Length suction tube: 680 mm

Follower plate: for 25 kg

container

Ø follower plate: 310 up to

335 mm

Specification

• Dust cover (17 194),

stabilising-fixing bracket (17 199)

and follower plate (17 320)

Filling system, for ZSA

15 kg container, Ø 240 - 270 mm 

Dimensions of package LWH (mm):

670 x 420 x 100

Filling system, for ZSA

15 kg container, Ø 240 - 270 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Filling system, for ZSA

18 kg container, Ø 266 - 291 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Filling system, for ZSA

20 kg container, Ø 270 - 310 mm

Dimensions of package LWH (mm):

670 x 420 x 100

Filling system, for ZSA

25 kg container, Ø 310 - 335 mm

Dimensions of package LWH (mm):

800 x 420 x 100

17 012

17 012 952

17 012 950

17 037

17 014

Article no.

17 037
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Filling system, for ZSA

25 kg container, Ø 300 - 350 mm

Dimensions of package LWH (mm):

800 x 420 x 100

Filling system, for ZSA

25 kg container, Ø 300 - 350 mm

Dimensions of package LWH (mm):

800 x 420 x 100

Filling system, for ZSA

50 kg container, Ø 335 - 385 mm

Dimensions of package LWH (mm):

800 x 420 x 100

Male quick release adapter

G 1/4'' female, type 72

Diameter: 22 mm

Length: 39 mm

Female quick release adapter

type 72, G 1/4'' female

Diameter: 29 mm

Length: 58 mm

Technical data

Length suction tube: 680 mm

Follower plate: for conical plastic

containers, 25 kg

Ø follower plate: 300 up to

350 mm

Specification

• Dust cover, with integral pump 

fixing bracket, fixing screws

(17 184) and follower plates

(17 325)

Technical data

Length suction tube: 680 mm

Follower plate: for conical plastic

containers, 25 kg

Ø follower plate: 300 up to

350 mm

Specification

• Dust cover (17 194), stabilising-fixing

bracket (17 199) and follower plate

(17 325)

• Spout, straight, G 1/8'' a, 

150 mm (12 475)

• 16 mm, button head coupler 

(12 074)

• Male quick release adapter (17 044)

• Reducer (18 093)

• Spout, button head coupler, plug 

and reducer mounted 

Technical data

Length suction tube: 680 mm

Follower plate: for 50 kg

container

Ø follower plate: 335 up to

385 mm

Specification

• Dust cover (17 198),

stabilising-fixing bracket (17 199)

and follower plate (17 380)

Technical data

Material: brass

Specification

• To connect to a centralized

lubrication system

17 014 950

17 014 954

17 038

17 044

01 297

Article no.
FILLING SYSTEMS, FOR CENTRALIZED LUBRICATION

SYSTEMS WITH CONNECTING COUPLER 

17 014 954

17 038

17 044 01 297

ACCESSORIES FOR CENTRALIZED LUBRICATION SYSTEMS WITH
CONNECTING COUPLER
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Technical data

Connection: for Rectus

connector, 

type 72

Specification

• Male quick release adapter (17 044)

• To connect to female quick release 

adapter (01 297)

• For centralized lubrication system, 

without standard filling connector

Technical data

Material: NBR,

with textile insert,

13 x 3,5 mm

Operating pressure: 10 bar

Burst pressure: 40 bar

Temperature

resistance: -10 °C up to

+50 °C

Specification

• Four castor wheels

Specification

• Two wheels

Specification

• Robust, high quality trolley, easy 

to handle and quiet running

• Two wheels

• Rubber retaining strap (17 000)

• Hose storage rack

Steel discharge spout

male quick release adaptor, 

Rectus type 72 

Dimension LWH (mm):

215 x 80 x 20

Discharge hose, DN 13, 20 mm male

NBR, 1500 mm, 10 bar

Diameter: 20 mm

Length: 1500 mm

Discharge hose, DN 13, 20 mm male

NBR, 2000 mm, 10 bar

Diameter: 20 mm

Length: 2000 mm

Discharge hose, DN 13, 20 mm male

NBR, 3000 mm, 10 bar

Diameter: 20 mm

Length: 3000 mm

Rubber retaining strap

for trolley (17 008)

Dimension LWH (mm):

800 x 35 x 35

Container mount, cross shaped 

for containers, max. Ø 560 mm

Dimension LWH (mm):

560 x 560 x 175

Trolley, for containers 

for container 5, 10, 15 kg

Dimension LWH (mm):

200 x 350 x 1000

Trolley, for containers 

for container 5, 10, 15, 25, 50 kg

Dimension LWH (mm):

550 x 500 x 1000

17 045

17 003

17 003 001

17 003 002

17 000

17 021

17 004

17 008

Article no.

17 004

17 008

TROLLEYS AND ACCESSORIES

17 021

17 045

17 000

17 003
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Follower plate

5 kg container, Ø 180-210 mm

Follower plate

10 kg container, Ø 210-240 mm

Follower plate

15 kg container, Ø 240 - 270 mm

Follower plate

18 kg container, Ø 240 - 290 mm

Follower plate

20 kg container, Ø 270 - 290 mm

Follower plate

20 kg container, Ø 270 - 310 mm

Follower plate

25 kg container, Ø 310 - 335 mm

Follower plate, conical

25 kg container, Ø 300 - 350 mm

Follower plate

30 kg container, Ø 335 - 360 mm

Follower plate

50 kg container, Ø 335 - 385 mm

Follower plate

60 kg container, Ø 385 - 405 mm

Stabilising-fixing bracket

for 5 up to 20 kg, Ø 180 - 310 mm

Dimension LWH (mm):

250 x 210 x 55

Stabilising-fixing bracket

for 25 up to 60 kg, Ø 310 - 405 mm

Dimension LWH (mm):

350 x 300 x 55

Technical data

Material: metal

Inside diameter: 35,5 mm

Specification

• Wrap-around rubber sealing lip

Technical data

Material: metal

Inside diameter: 35,5 mm

Specification

• Adjustable to suit different 

container sizes

• Clamp with butterfly screws, 

for fastening the pump pipes 

17 195

17 230

17 265

17 275

17 285

17 300

17 320

17 325

17 350

17 380

17 400

17 197

17 199

Article no.

17 195

ACCESSORIES FOR MANUALLY AND AIR OPERATED

LUBRICATION SYSTEMS, GREASE GUN FILLING SYSTEMS 

FOLLOWER PLATES, INNER DIAMETER APPROX. 35,5 MM

17 325

17 197

STABILISING-FIXING BRACKETS
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Technical data

Material: metal

Inside diameter: 35,5 mm

Lacquering: Pantone 294c,

blue satin

Specification

• Integral grease gun holder

Technical data

Flow media: lubricating 

greases, up to 

NLGI 2

Delivery volume/

stroke high volume: 1,35 cm3

Discharge pressure 

high volume: max: 170 bar

Delivery volume/

stroke low volume: 0,5 cm3

Discharge pressure 

low volume: max: 690 bar

Specification

• Discharge hose 1500 mm / 

Perbunan with textile insert

• Carrying handle 

• Foot/spring pedal pump, follower 

plate, dust cover and fixing screws 

• Pre-adjustable high pressure one 

hand grease gun with double delivery 

system, high volume 1,35 cm3, 

max. 170 bar, lower volume 

0,5 cm3, max. 690 bar 

• Swivel connector

• Angled spout with coupler

• Packed in single carton box

Dust cover

5 up to 10 kg container, Ø 252 mm

Dust cover

5 up to 10 kg container, Ø 282 mm

Dust cover

15 up to 20 kg container, Ø 342 mm 

Dust cover

25 up to 60 kg container, Ø 385 mm 

Dust cover

50 up to 60 kg container, Ø 450 mm 

Dust cover, conical

25 kg container, Ø 385 mm

G 2'' male, barrel screw coupling 

and fixing bolt

Lubrication system, foot/spring pedal 

5 kg GDE, empty, Ø 180 - 205 mm

Grease supply: footpump operated

Container capacity: 5 kg

Material of container: polypropylene 

Suction pipe length: 195 mm

Container diameter: 195 mm

Container height: 210 mm

Filling:

manual, utilizing a removable pump

Surface treatment:

all steel components are galvanized

Lubrication system, foot/spring pedal 

5 kg GDE, Ø 180 - 205 mm

Suction pipe length: 250 mm

Filling:

manual, utilizing a removable pump

Surface treatment:

all steel components are galvanized

17 171

17 172

17 176

17 194

17 198

17 184

17 505

17 505 390

Article no.

DUST COVERS 

LUBRICATION SYSTEM

17 171

17 184

17 505

17 505 390
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HYDRAULIC GREASE NIPPLES H1, STRAIGHT, 180°, 190 - 192

ACC. TO DIN 71412, HARDENED, GALVANIZED, HEXAGON VERSION

HYDRAULIC GREASE NIPPLES H1 A, STRAIGHT, 180°, ROUND, 193

ACC. TO DIN 71412, HARDENED, GALVANIZED, DRIVE FIT VERSION 

HYDRAULIC GREASE NIPPLES H2, 45°, ACC. TO DIN 71412, 193 - 195

HARDENED, GALVANIZED, HEXAGON VERSION

HYDRAULIC GREASE NIPPLES H2, 45°, ACC. TO DIN 71412, 195 - 196

HARDENED, GALVANIZED, SQUARE VERSION

HYDRAULIC GREASE NIPPLES H2, 45°, STAINLESS STEEL, 196

HEXAGON VERSION

HYDRAULIC GREASE NIPPLES H2 A, 45°, ROUND, 197

HARDENED, GALVANIZED, DRIVE FIT VERSION

HYDRAULIC GREASE NIPPLES H3, 90°, ACC. TO DIN 71412, 197 - 198

HARDENED, GALVANIZED, HEXAGON VERSION

HYDRAULIC GREASE NIPPLES H3, 90°, ACC. TO DIN 71412, 198 - 199

HARDENED, GALVANIZED, SQUARE VERSION

HYDRAULIC GREASE NIPPLES H3, 90°, STAINLESS STEEL, 199 - 200

HEXAGON VERSION

HYDRAULIC GREASE NIPPLES H3 A, 90°, ROUND, 200

HARDENED, GALVANIZED, DRIVE FIT VERSION

PROTECTING CAPS FOR HYDRAULIC GREASE NIPPLES 200

BALL TYPE GREASE NIPPLES K1, STRAIGHT, DIN 71412 200 - 201

(FORMER DIN 3402), HARDENED, GALVANIZED, HEXAGON VERSION

FUNNEL TYPE GREASE NIPPLES D1, STRAIGHT, DIN 3405, 201

HARDENED, GALVANIZED, HEXAGON VERSION

FUNNEL TYPE GREASE NIPPLES D1 A, STRAIGHT, ROUND, DIN 3405, 202

HARDENED, GALVANIZED, DRIVE FIT VERSION

BUTTON HEAD GREASE NIPPLES M1, DIAMETER OF HEAD  202 - 203

Ø 16 MM, DIN 3404, HARDENED, GALVANIZED, 
HEXAGON VERSION, ROUND HEAD 

BUTTON HEAD GREASE NIPPLES T1/B, DIAMETER OF HEAD 203

Ø 16 MM, DIN 3404, HARDENED, GALVANIZED,  
HEXAGON VERSION, HEXAGONAL HEAD

BUTTON HEAD GREASE NIPPLES M22, DIAMETER OF HEAD Ø 22 MM, 204

DIN 3404, HARDENED, GALVANIZED, HEXAGON VERSION, ROUND HEAD 

GREASE NIPPLE ASSORTMENTS 204 - 206

TOOLS FOR GREASE NIPPLES 207

GREASE NIPPLES, BLISTER PACKED 207 - 209



l

CLASSIFICATION GREASE NIPPLES

H1 H1 LONG H2 VK

H2 SK H3 VK H3 SK

H1 ESN H2 ESN H3 ESN

K D D ESN

M T1/B D: Funnel type grease nipple
ESN: Drive fit version
H1: Hydraulic grease nipple, 180°
H2: Hydraulic grease nipple, 45°
H3: Hydraulic grease nipple, 90°
K: Ball type grease nipple
M: Button head grease nipple,

round-head type
SK: Hexagon
T1/B: Button head grease nipple,

hexagon-head type
V: Square

197

Grease nipples 
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Hydraulic grease nipple, H1, straight

1/4'' BSF, VZ, SK, SW 7 mm

Hydraulic grease nipple, H1, straight

M 6 x 1, VZ, SK, SW 7 mm

Hydraulic grease nipple, H1, straight

M 6 x 1, VZ, SK, SW 7 mm

Hydraulic grease nipple, H1, straight

M 8 x 1, VZ, SK, SW 9 mm

Hydraulic grease nipple, H1, straight

M 8 x 1, 25, VZ, SK, SW 9 mm

Hydraulic grease nipple, H1, straight

M 10 x 1, VZ, SK, SW 11 mm 

Hydraulic grease nipple, H1, straight

M 10 x 1, 25, VZ, SK, SW 11 mm

Hydraulic grease nipple, H1, straight

M 10 x 1, 5, VZ, SK, SW 11 mm 

Hydraulic grease nipple, H1, straight

M 12 x 1, 5, VZ, SK, SW 14 mm 

Hydraulic grease nipple, H1, straight

M 12 x 1, 75, VZ, SK, SW 14 mm 

Hydraulic grease nipple, H1, straight

M 14 x 1, 5, VZ, SK, SW 14 mm 

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Technical data

Dimension A: 29,5 mm

Dimension B: 6 mm

Dimension C: Ø 7 mm

Dimension D: 19 mm

Technical data

Dimension A: 15 mm

Dimension B: 5,5 mm

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Technical data

Dimension A: 17,5 mm

Dimension B: 5,5 mm

Technical data

Dimension A: 17 mm

Dimension B: 6 mm

15 000

15 007

15 007 001

15 009

15 010

15 013

15 014

15 015

15 017 004

15 018 098

15 021 003

Article no.
HYDRAULIC GREASE NIPPLES H1, STRAIGHT, 180°,
ACC. TO DIN 71412, HARDENED, GALVANIZED,
HEXAGON VERSION 

15 000

15 009

15 007 001
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Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Technical data

Dimension A: 17 mm

Dimension B: 6 mm

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Technical data

Dimension A: 16 mm

Dimension B: 5 mm

Technical data

Dimension A: 19 mm

Dimension B:: 6,5 mm

Technical data

Dimension A: 15,5 mm

Dimension B: 5 mm

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Hydraulic grease nipple, H1, straight

1/4'' WHIT, VZ, SK, SW 7 mm 

Hydraulic grease nipple, H1, straight

1/8'' NPT, VZ, SK, SW 11 mm

Hydraulic grease nipple, H1, straight

1/8'' PTF, VZ, SK, SW 11 mm

Hydraulic grease nipple, H1, straight

G 1/4'', VZ, SK, SW 14 mm

Hydraulic grease nipple, H1, straight

G 1/8'', VZ, SK, SW 11 mm 

Hydraulic grease nipple, H1, straight

G 1/4'', VZ, SK, SW 14 mm 

Hydraulic grease nipple, H1, straight

G 3/8'', VZ, SK, SW 17 mm 

Hydraulic grease nipple, H1, straight

1/4'' NF (SAE), VZ, SK, SW 7 mm

Hydraulic grease nipple, H1, straight

3/8'' WHIT, VZ, SK, SW 11 mm 

Hydraulic grease nipple, H1, straight

G 5/16'', BSF, VZ, SK, SW 9 mm

15 025

15 026

15 026 007

15 027 005

15 037

15 038

15 039 004

15 062

15 067

15 069

Article no.

15 025
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Hydraulic grease nipple, H1, straight

F 6 x 1, SFG, VZ, SK, SW 7 mm 

Hydraulic grease nipple, H1, straight

F 8 x 1, SFG, VZ, SK, SW 9 mm

Hydraulic grease nipple, H1, straight

F 10 x 1, SFG, VZ, SK, SW 11 mm

Hydraulic grease nipple, H1, straight

M 6 x 1, VA, SK, SW 7 mm 

Hydraulic grease nipple, H1, straight

M 8 x 1, VA, SK, SW 9 mm

Hydraulic grease nipple, H1, straight

M 10 x 1, VA, SK, SW 11 mm

Hydraulic grease nipple, H1, straight

1/8'' NPT, VA, SK, SW 11 mm

Hydraulic grease nipple, H1, straight

G 1/8'', VA, SK, SW 11 mm 

Hydraulic grease nipple, H1, straight

G 1/4'', VA, SK, SW 14 mm 

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Technical data

Dimension A: 16 mm

Dimension B: 5 mm

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Technical data

Dimension A: 15,5 mm

Dimension B: 5 mm

Technical data

Dimension A: 17 mm

Dimension B: 5,5 mm

Technical data

Dimension A: 17 mm

Dimension B: 5,5 mm

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Technical data

Dimension A: 17,5 mm

Dimension B: 6 mm

15 071

15 072

15 073

15 907

15 909

15 913

15 926

15 937

15 938

Article no.
HYDRAULIC GREASE NIPPLES H1, STRAIGHT, 180°,
ACC. TO DIN 71412, HARDENED, GALVANIZED,
HEXAGON VERSION 

HYDRAULIC GREASE NIPPLES H1, STRAIGHT, 180°,
ACC. TO DIN 71412, HARDENED, STAINLESS STEEL,
HEXAGON VERSION

15 071
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Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Dimension C: Ø 8 mm

Technical data

Dimension A: 15 mm

Dimension B: 4,5 mm

Dimension C: Ø 10 mm

Technical data

Dimension A: 15 mm

Dimension B: 5 mm

Dimension C: Ø 11 mm

Technical data

Dimension A: 24 mm

Dimension B: 5 mm

Dimension C: 11 mm

Technical data

Dimension A: 24 mm

Dimension B: 5 mm

Dimension C: 10,5 mm

Technical data

Dimension A: 24 mm

Dimension B: 5 mm

Dimension C: 10 mm

Technical data

Dimension A: 24 mm

Dimension B: 5 mm

Dimension C: 10 mm

Hydraulic grease nipple, H1 a,

round

straight, Ø 6 mm, VZ, ESN

Hydraulic grease nipple, H1 a,

round

straight, Ø 8 mm, VZ, ESN

Hydraulic grease nipple, H1 a,

round

straight, Ø 10 mm, VZ, ESN

Hydraulic grease nipple, H2, 45°

1/4'' BSF, VZ, SK, SW 9 mm

Hydraulic grease nipple, H2, 45°

M 6 x 1, VZ, SK, SW 9 mm 

Hydraulic grease nipple, H2, 45°

M 7 x 1, VZ, SK, SW 10 mm 

Hydraulic grease nipple, H2, 45°

M 8 x 1, VZ, SK, SW 9 mm 

15 003

15 004

15 005

15 100 140

15 107 140

15 108 004

15 109 140

Article no.

15 003

15 100 140

HYDRAULIC GREASE NIPPLES H1 A, STRAIGHT,
180°, ROUND, ACC. TO DIN 71412, HARDENED,
GALVANIZED, DRIVE FIT VERSION 

HYDRAULIC GREASE NIPPLES H2, 45°, ACC. TO
DIN 71412, HARDENED, GALVANIZED,
HEXAGON VERSION
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Hydraulic grease nipple, H2, 45°

M 8 x 1, 25, VZ, SK, SW 9 mm 

Hydraulic grease nipple, H2, 45°

M 10 x 1, VZ, SK, SW 11 mm 

Hydraulic grease nipple, H2, 45°

M 10 x 1, 5, VZ, SK, SW 11 mm 

Hydraulic grease nipple, H2, 45°

M 12 x 1, 5, VZ, SK, SW 14 mm

Hydraulic grease nipple, H2, 45°

M 12 x 1, 75, VZ, SK, SW 14 mm 

Hydraulic grease nipple, H2, 45°

G 1/8'', VZ, SK, SW 11 mm 

Hydraulic grease nipple, H2, 45°

G 1/4'', VZ, SK, SW 14 mm 

Hydraulic grease nipple, H2, 45°

G 3/8'', VZ, SK, SW 17 mm 

Technical data

Dimension A: 24,5 mm

Dimension B: 5 mm

Dimension C: 10 mm

Technical data

Dimension A: 26 mm

Dimension B: 5 mm

Dimension C: 10,5 mm

Technical data

Dimension A: 25,5 mm

Dimension B: 5 mm

Dimension C: 11 mm

Technical data

Dimension A: 29 mm

Dimension B: 6,5 mm

Dimension C: 12 mm

Technical data

Dimension A: 29,5 mm

Dimension B: 6,5 mm

Dimension C: 12 mm

Technical data

Dimension A: 26 mm

Dimension B: 5,5 mm

Dimension C: 11 mm

Technical data

Dimension A: 23 mm

Dimension B: 6 mm

Dimension C: 12 mm

Technical data

Dimension A: 25 mm

Dimension B: 6 mm

Dimension C: 13 mm

15 110 140

15 113 140

15 115 140

15 117 004

15 118

15 137 140

15 138

15 139 004

Article no.
HYDRAULIC GREASE NIPPLES H2, 45°, ACC. TO
DIN 71412, HARDENED, GALVANIZED,
HEXAGON VERSION

15 110 140
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Technical data

Dimension A: 24 mm

Dimension B: 5 mm

Dimension C: 11 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 14 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 14 mm

Technical data

Dimension A: 20 mm

Dimension B: 5 mm

Dimension C: 11 mm

Technical data

Dimension A: 20 mm

Dimension B: 5 mm

Dimension C: 10 mm

Technical data

Dimension A: 20,5 mm

Dimension B: 5 mm

Dimension C: 9 mm

Technical data

Dimension A: 20,5 mm

Dimension B: 5 mm

Dimension C: 10 mm

Hydraulic grease nipple, H2, 45°

1/4'' NF (SAE), VZ, SK, SW 9 mm

Hydraulic grease nipple, H2, 45°

F 6 x 1, SFG, VZ, VK, SW 9 mm

Hydraulic grease nipple, H2, 45°

F 8 x 1, SFG, VZ, VK, SW 9 mm 

Hydraulic grease nipple, H2, 45°

F 10 x 1, SFG, VZ, VK, SW 11 mm 

Hydraulic grease nipple, H2, 45°

1/4'' BSF, VZ, VK, SW 9 mm

Hydraulic grease nipple, H2, 45°

M 6 x 1, VZ, VK, SW 9 mm 

Hydraulic grease nipple, H2, 45°

M 8 x 1, VZ, VK, SW 9 mm 

Hydraulic grease nipple, H2, 45°

M 8 x 1, 25, VZ, VK, SW 9 mm 

15 162 140

15 171 003

15 172

15 173

15 100

15 107

15 109

15 110

Article no.

15 162 140

15 171 003

HYDRAULIC GREASE NIPPLES H2, 45°,
ACC. TO DIN 71412, HARDENED, GALVANIZED,
SQUARE VERSION
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Hydraulic grease nipple, H2, 45°

M 10 x 1, VZ, VK, SW 11 mm 

Hydraulic grease nipple, H2, 45°

M 10 x 1, 5, VZ, VK, SW 11 mm 

Hydraulic grease nipple, H2, 45°

G 1/8'', VZ, VK, SW 11 mm 

Hydraulic grease nipple, H2, 45°

G 1/4'', NF (SAE), VZ, VK, SW 9 mm

Hydraulic grease nipple, H2, 45°

M 6 x 1, VA, SK, SW 9 mm

Hydraulic grease nipple, H2, 45°

M 8 x 1, VA, SK, SW 9 mm

Hydraulic grease nipple, H2, 45°

M 10 x 1, VA, SK, SW 11 mm 

Hydraulic grease nipple, H2, 45°

G 1/8'', VA, SK, SW 11 mm

Hydraulic grease nipple, H2, 45°

G 1/4'', VA, SK, SW 14 mm

Technical data

Dimension A: 20,5 mm

Dimension B: 5 mm

Dimension C: 11 mm

Technical data

Dimension A: 20,5 mm

Dimension B: 5 mm

Dimension C: 11 mm

Technical data

Dimension A: 24 mm

Dimension B: 5 mm

Dimension C: 10,5 mm

Technical data

Dimension A: 24 mm

Dimension B: 5 mm

Dimension C: 10 mm

Technical data

Dimension A: 26 mm

Dimension B: 5 mm

Dimension C: 10,5 mm

Technical data

Dimension A: 26 mm

Dimension B: 5 mm

Dimension C: 11 mm

Technical data

Dimension A: 23 mm

Dimension B: 5 mm

Dimension C: 12 mm

15 113

15 115

15 137

15 162

15 940

15 941

15 943

15 947

15 949

Article no.
HYDRAULIC GREASE NIPPLES H2, 45°,
ACC. TO DIN 71412, HARDENED, GALVANIZED,
SQUARE VERSION

15 113

HYDRAULIC GREASE NIPPLES H2, 45°, STAINLESS STEEL,
HEXAGON VERSION

15 940
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Technical data

Dimension A: 20,5 mm

Dimension B: 5 mm

Dimension C: 9 mm

Dimension D: 10 mm

Technical data

Dimension A: 20 mm

Dimension B: 5 mm

Dimension C: 11 mm

Dimension D: 10 mm

Technical data

Dimension A: 18,5 mm

Dimension B: 5 mm

Dimension C: 13 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 12 mm

Technical data

Dimension A: 20 mm

Dimension B: 5 mm

Dimension C: 14 mm

Technical data

Dimension A: 24 mm

Dimension B: 6,5 mm

Dimension C: 14 mm

Hydraulic grease nipple, H2 a,

round

Ø 6 mm, VZ, ESN 45°

Hydraulic grease nipple, H2 a,

round

Ø 8 mm, VZ, ESN 45°

Hydraulic grease nipple, H2 a,

round

Ø 10 mm, VZ, ESN 45°

Hydraulic grease nipple, H3, 90°

1/4'' BSF, VZ, SK, SW 9 mm

Hydraulic grease nipple, H3, 90°

M 6 x 1, VZ, SK, SW 9 mm

Hydraulic grease nipple, H3, 90°

M 8 x 1, VZ, SK, SW 9 mm

Hydraulic grease nipple, H3, 90°

M 8 x 1, 25, VZ, SK, SW 9 mm 

Hydraulic grease nipple, H3, 90°

M 10 x 1, VZ, SK, SW 11 mm

Hydraulic grease nipple, H3, 90°

M 10 x 1, 5, VZ, SK, SW 11 mm 

Hydraulic grease nipple, H3, 90°

M 12 x 1, 5, VZ, SK, SW 14 mm 

15 103

15 104

15 105

15 200 140

15 207 140

15 209 140

15 210 140

15 213 140

15 215 140

15 217

Article no.

15 103

HYDRAULIC GREASE NIPPLES H3, 90°, 
ACC. TO DIN 71412, HARDENED, GALVANIZED, 
HEXAGON VERSION

HYDRAULIC GREASE NIPPLES H2 A, 45°, ROUND, 
HARDENED, GALVANIZED, DRIVE FIT VERSION

15 200 140
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Hydraulic grease nipple, H3, 90°

M 12 x 1, 75, VZ, SK, SW 14 mm

Hydraulic grease nipple, H3, 90°

G 1/8'', VZ, SK, SW 11 mm

Hydraulic grease nipple, H3, 90°

G 1/4'', VZ, SK, SW 14 mm 

Hydraulic grease nipple, H3, 90°

1/4'' NF (SAE), VZ, SK, SW 9 mm 

Hydraulic grease nipple, H3, 90°

F 6 x 1, SFG, VZ, VK, SW 9 mm 

Hydraulic grease nipple, H3, 90°

F 8 x 1, SFG, VZ, VK, SW 9 mm 

Hydraulic grease nipple, H3, 90°

F 10 x 1, SFG, VZ, VK, SW 11 mm

Hydraulic grease nipple, H3, 90°

1/4'' BSF, VZ, VK, SW 9 mm 

Hydraulic grease nipple, H3, 90°

M 6 x 1, VZ, VK, SW 9 mm

Technical data

Dimension A: 19,5 mm

Dimension B: 6 mm

Dimension C: 17,5 mm

Technical data

Dimension A: 20,5 mm

Dimension B: 5 mm

Dimension C: 14 mm

Technical data

Dimension A: 21,5 mm

Dimension B: 6 mm

Dimension C: 16 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 12,5 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 14 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 15 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 13 mm

15 218

15 237 140

15 238

15 262 140

15 271 003

15 272

15 273

15 200

15 207

Article no.
HYDRAULIC GREASE NIPPLES H3, 90°, 
ACC. TO DIN 71412, HARDENED, GALVANIZED, 
HEXAGON VERSION

15 218

HYDRAULIC GREASE NIPPLES H3, 90°, ACC. TO DIN
71412, HARDENED, GALVANIZED, SQUARE VERSION

15 271 003



m

207

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 13 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 13,5 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 15 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 9 mm

Dimension D: 13 mm

Technical data

Dimension A: 18 mm

Dimension B: 5 mm

Dimension C: 12 mm

Technical data

Dimension A: 20 mm

Dimension B: 5 mm

Dimension C: 14 mm

Hydraulic grease nipple, H3, 90°

M 8 x 1, VZ, VK, SW 9 mm

Hydraulic grease nipple, H3, 90°

M 8 x 1, 25, VZ, VK, SW 9 mm 

Hydraulic grease nipple, H3, 90°

M 10 x 1, VZ, VK, SW 11 mm

Hydraulic grease nipple, H3, 90°

M 10 x 1, 5, VZ, VK, SW 11 mm

Hydraulic grease nipple, H3, 90°

G 1/8'', VZ, VK, SW 11 mm

Hydraulic grease nipple, H3, 90°

1/4'' NF (SAE), VZ, VK, SW 9 mm

Hydraulic grease nipple, H3, 90°

M 6 x 1, VA, SK, SW 9 mm

Hydraulic grease nipple, H3, 90°

M 8 x 1, VA, SK, SW 9 mm

Hydraulic grease nipple, H3, 90°

M 10 x 1, VA, SK, SW 11 mm

15 209

15 210

15 213

15 215

15 237

15 262

15 967

15 968

15 973

Article no.

15 209

HYDRAULIC GREASE NIPPLES H3, 90°, 
STAINLESS STEEL, HEXAGON VERSION

15 967



m

Grease nipples 

208

Hydraulic grease nipple, H3, 90°

G 1/8'', VA, SK, SW 14 mm

Hydraulic grease nipple, H3, 90°

G 1/4'', VA, SK, SW 9 mm

Hydraulic grease nipple, H3 a,

round

90°, Ø 8 mm, VZ, ESN

Protecting cap, with fixing tab

for hydraulic grease nipples

Diameter: 13 mm

Length: 40 mm

Protecting cap

for hydraulic grease nipples

Diameter: 13 mm

Length: 9 mm

Ball type grease nipple K1, straight

M 6 x 1, VZ, SK, SW 7 mm

Ball type grease nipple K1, straight

M 8 x 1, VZ, SK, SW 9 mm 

Ball type grease nipple K1, straight

M 8 x 1, 25, VZ, SK, SW 9 mm

Technical data

Dimension A: 22,5 mm

Dimension B: 5 mm

Dimension C: 14 mm

Technical data

Dimension A: 21,5 mm

Dimension B: 6 mm

Dimension C: 16 mm

Technical data

Dimension A: 18 mm

Dimension B: 5,5 mm

Dimension C: 9 mm

Dimension D: 14 mm

Technical data

Colour: red

Technical data

Dimension A: 14 mm

Dimension B: 5 mm

Technical data

Dimension A: 14 mm

Dimension B: 4,5 mm

15 976

15 977

15 204

63 905

63 906

15 307

15 309

15 310

Article no.
HYDRAULIC GREASE NIPPLES H3, 90°, 
STAINLESS STEEL, HEXAGON VERSION

15 976

BALL TYPE GREASE NIPPLES K1, STRAIGHT, DIN 71412
(FORMER DIN 3402), HARDENED, GALVANIZED,
HEXAGON VERSION

HYDRAULIC GREASE NIPPLES H3 A, 90°, ROUND,
HARDENED, GALVANIZED, DRIVE FIT VERSION

PROTECTING CAPS FOR HYDRAULIC GREASE NIPPLES

63 905

63 906

15 204

15 307
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Technical data

Dimension A: 14 mm

Dimension B: 5 mm

Technical data

Dimension A: 9 mm

Dimension B: 5,5 mm

Technical data

Dimension A: 9,5 mm

Dimension B: 6 mm

Technical data

Dimension A: 10 mm

Dimension B: 6 mm

Technical data

Dimension A: 10 mm

Dimension  B: 6 mm

Technical data

Dimension A: 10 mm

Dimension B: 5,5 mm

Technical data

Dimension A: 9,5 mm

Dimension B: 6 mm

Technical data

Dimension A: 11,5 mm

Dimension B: 7 mm

Ball type grease nipple K1, straight

M 10 x 1, VZ, SK, SW 11

Funnel type grease nipple D1

straight, M 6 x 1, VZ, SK, SW 7 mm

Funnel type grease nipple D1

straight, M 8 x 1, VZ, SK, SW 9 mm

Funnel type grease nipple D1

straight, M 8 x 1, 25, VZ, SK, 

SW 9 mm 

Funnel type grease nipple D1

straight, M 10 x 1, VZ, SK,

SW 11 mm 

Funnel type grease nipple D1

straight, M 10 x 1, 5, VZ, SK, 

SW 11 mm 

Funnel type grease nipple D1

straight, G 1/8'', VZ, SK, SW 11 mm

Funnel type grease nipple D1

straight, G 1/4'', VZ, SK, SW 14 mm

15 313

15 607

15 609

15 610

15 613

15 615

15 637

15 638

Article no.

15 313FUNNEL TYPE GREASE NIPPLES D1, STRAIGHT, 
DIN 3405, HARDENED, GALVANIZED, 
HEXAGON VERSION

15 607
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Funnel type grease nipple D1 A

straight, Ø 6 mm, VZ, ESN

Funnel type grease nipple D1 A

straight, Ø 8mm, VZ, ESN 

Button head grease nipple M1, 

KØ 16 mm

M 6 x 1, VZ, SK, SW 17 mm

Button head grease nipple M1, 

KØ 16 mm

M 8 x 1, VZ, SK, SW 17 mm 

Button head grease nipple M1, 

KØ 16 mm

M 8 x 1, 25, VZ, SK, SW 17 mm 

Button head grease nipple M1, 

KØ 16 mm

M 10 x 1, VZ, SK, SW 17 mm

Button head grease nipple M1, 

KØ 16 mm

M 10 x 1, 5, VZ, SK, SW 17 mm 

Button head grease nipple M1, 

KØ 16 mm

M 12 x 1, 5, VZ, SK, SW 17 mm 

Technical data

Dimension A: 7,5 mm

Dimension B: 5 mm

Dimension C Ø: 8 mm

Technical data

Dimension A: 9 mm

Dimension B: 9 mm

Dimension C Ø: 10 mm

Technical data

Dimension A: 18 mm

Dimension B: 6,5 mm

Dimension C: 16 mm

Technical data

Dimension A: 17 mm

Dimension B: 5,5 mm

Dimension C: 16 mm

Technical data

Dimension A: 17,5 mm

Dimension B: 6,5 mm

Dimension C: 16 mm

Technical data

Dimension A: 17 mm

Dimension B: 5 mm

Dimension C: 16 mm

Technical data

Dimension A: 17 mm

Dimension B: 5,5 mm

Dimension C: 16 mm

15 603

15 604

57 807

57 809

57 810

57 813

57 815

57 817

Article no.
FUNNEL TYPE GREASE NIPPLES D1 A, STRAIGHT, ROUND,
DIN 3405, HARDENED, GALVANIZED, DRIVE FIT VERSION

BUTTON HEAD GREASE NIPPLES M1, DIAMETER OF 
HEAD Ø 16 MM, DIN 3404, HARDENED, GALVANIZED,
HEXAGON VERSION, ROUND HEAD

57 807

15 603
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Technical data

Dimension A: 17 mm

Dimension B: 5 mm

Dimension C: 16 mm

Technical data

Dimension A: 17 mm

Dimension B: 5,5 mm

Dimension C: 16 mm

Technical data

Dimension A: 16 mm

Dimension B: 5,5 mm

Dimension C: 16,5 mm

Technical data

Dimension A: 16 mm

Dimension B: 6 mm

Dimension C: 16,5 mm

Technical data

Dimension A: 16 mm

Dimension B: 6 mm

Dimension C: 16,5 mm

Button head grease nipple M1, 

KØ 16 mm

G 1/8'', VZ, SK, SW 17 mm

Button head grease nipple M1, 

KØ 16 mm

G 1/4'', VZ, SK, SW 17 mm 

Button head grease nipple, T1/B,

KØ 16 mm

M 6 x 1, VZ, SW 15 mm, SKK

Button head grease nipple, T1/B,

KØ 16 mm

M 8 x 1, VZ, SW 15 mm, SKK 

Button head grease nipple, T1/B,

KØ 16 mm

M 8 x 1,25, SK, VZ, SW 15 mm, SKK

Button head grease nipple, T1/B,

KØ 16 mm

M 10 x 1, SK, SW 15 mm, SKK 

Button head grease nipple, T1/B,

KØ 16 mm

M 10 x 1, 5, SK, SW 15 mm, SKK

Button head grease nipple, T1/B,

KØ 16 mm

G 1/8'', SK, SW 15 mm, SKK 

Button head grease nipple, T1/B, 

KØ 16 mm

G 1/4'', SK, SW 15 mm, SKK 

57 837

57 838

55 807

55 809

55 810

55 813

55 815

55 837

55 838

Article no.

BUTTON HEAD GREASE NIPPLES T1/B, DIAMETER 
OF HEAD Ø 16 MM, DIN 3404, HARDENED,
GALVANIZED, HEXAGON VERSION,
HEXAGONAL HEAD 

57 837

55 807
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Button head grease nipple M22,

KØ 22 mm

M 16 x 1, 5, VZ, SK, SW 22 mm

Button head grease nipple M22,

KØ 22 mm

G 1/4'', VZ, SK, SW 22 mm 

Button head grease nipple M22,

KØ 22 mm

G 3/8'', VZ, SK, SW 22 mm

Grease nipple assortment

140 pcs.

Dimension LWH (mm):

215 x 135 x 40

Technical data

Dimension A: 32 mm

Dimension B: 12 mm

Dimension C: 22 mm

Technical data

Dimension A: 22 mm

Dimension B: 7,5 mm

Dimension C: 22 mm

Technical data

Dimension A: 21 mm

Dimension B: 7,5 mm

Dimension C: 22 mm

Technical data

Package: sales package,

with Bar code

Specification

• 25 pcs., H1, M 6 x 1 (15 007)

• 25 pcs., H1, M 8 x 1 (15 009)

• 15 pcs., H1, M 10 x 1 (15 013)

• 15 pcs., H1, G 1/8'' (15 037)

• 10 pcs., H2, M 6 x 1 (15 107 140)

• 10 pcs., H2, M 8 x 1 (15 109 140)

• 5 pcs., H2, M 10 x 1 (15 113 140)

• 5 pcs., H2, G 1/8'' (15 137 140)

• 10 pcs., H3, M 6 x 1 (15 207 140)

• 10 pcs., H3, M 8 x 1 (15 209 140)

• 5 pcs., H3, M 10 x 1 (15 213 140)

• 5 pcs., H3, G 1/8'' (15 237 140)

57 523

57 538

57 539

16 090

Article no.
BUTTON HEAD GREASE NIPPLES M22, DIAMETER OF
HEAD Ø 22 MM, DIN 3404, HARDENED, GALVANIZED,
HEXAGON VERSION, ROUND HEAD

GREASE NIPPLE ASSORTMENTS

16 090

57 523
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Technical data

Package: sales package,

with Bar code

Specification

• 10 pcs., H1, M 6 x 1 (15 007)

• 10 pcs., H1, M 8 x 1 (15 009)

• 10 pcs., H1, M 10 x 1 (15 013)

• 10 pcs., H1, G 1/8'' (15 037)

• 5 pcs., H2, M 6 x 1 (15 107 140)

• 5 pcs., H2, M 6 x 1 (15 109 140)

• 5 pcs., H2, M 10 x 1 (15 113 140)

• 5 pcs., H3, M 6 x 1 (15 207 140)

• 5 pcs., H3, M 8 x 1 (15 209 140)

• 5 pcs., H3, M 10 x 1 (15 213 140)

Grease nipple assortment

70 pcs.

Dimensions LxWxH (mm):

175 x 120 x 35

16 092

Article no.

16 092
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Grease nipple assortment

387 pcs.

Dimension LWH (mm):

300 x 245 x 55

Technical data

Package: sales package,

with Bar code

Specification

• 25 pcs., H1, G 1/8'' (15 037)

• 15 pcs., H2, G 1/8'' (15 137 140)

• 15 pcs., H3, G 1/8'' (15 237 140)

• 15 pcs., H1, G 1/4'' (15 038)

• 5 pcs., H3, G 1/4'' (15 238)

• 5 pcs., H1 A, 6 mm (15 003)

• 10 pcs., H1 A, 8 mm (15 004)

• 25 pcs., H1, PTF 1/8'' (15 026 007)

• 10 pcs., H3, PTF, 1/8'' (15 226 007)

• 35 pcs., H1, NF, (SAE) 1/4'' 

(15 062)

• 10 pcs., H2,NF, (SAE) 1/4'' (15 162)

• 10 pcs., H3, NF, (SAE) 1/4''

(15 262)

• 25 pcs., H1, M 6 x 1 (15 007)

• 10 pcs., H1, M 6 x 1 (15 007 001)

• 15 pcs., H3, M 6 x 1 (15 207 140)

• 15 pcs., H1, WHIT 1/4'' (15 025)

• 5 pcs., H1, WHIT 3/8'', (15 067)

• 15 pcs., H1, M 8 x 1 (15 009)

• 10 pcs., H2, M 8 x 1 (15 109 140)

• 10 pcs., H3, M 8 x 1 (15 209 140)

• 15 pcs., H1, M 8 x 1,25 (15 010)

• 10 pcs., H1, 1/4'' - 28 SAE (54 062)

• 10 pcs., H2, M 8 x 1,25

(15 110 140)

• 10 pcs., H3, M 8 x 1,25

(15 210 140)

• 20 pcs., H1, M 10 x 1 (15 013)

• 10 pcs., H2, M 10 x 1 (15 113 140)

• 10 pcs., H3, M 10 x 1 (15 213 140)

• 5 pcs., couplers, 4 claws, G 1/8''

(12 731)

• 10 pcs., 4 claws, precision

machined coupler, G 1/8'' (12 743)

• 1 pcs., tool for grease nipples

(16 102)

16 099

Article no.

GREASE NIPPLE ASSORTMENTS

16 099



m

215

Technical data

Package: SB sales packing,

with headcard

and Bar code

Tool for grease nipples

threading, 1/8'' PTF, to remove 

broken grease nipples, to remove grease

nipples H1, H2, H3, K1, K2, K3 in 

general

SW: 8 and 9 mm

Dimension LWH (mm):

68 x 45 x 15

Tool for grease nipples

threading, 1/4'' NF (SAE), to remove

broken grease nipples, to remove grease 

nipples H1, H2, H3,K1, K2, K3 in 

general

SW: 10 and 11 mm

Dimension LWH (mm):

85 x 51 x 18

Hydraulic grease nipples, H1, straight

10 pcs., M 6 x 1, VZ, SK, SW 7 mm

Dimensions of package LWH (mm):

135 x 70 x 7

Hydraulic grease nipples, H1, straight

10 pcs., M 8 x 1, VZ, SK, SW 9 mm

Dimensions of package LWH (mm):

135 x 70 x 10

Hydraulic grease nipples, H1, straight

10 pcs., M 8 x 1, 25, VZ, SK, 

SW 9 mm 

Dimensions of package LWH (mm):

135 x 70 x 10

Hydraulic grease nipples, H1, straight

10 pcs., M 10 x 1, VZ, SK, SW 11 mm

Dimensions of package LWH (mm):

135 x 70 x 12

16 100

16 102

16 400

16 402

16 403

16 404

Article no.

TOOLS FOR GREASE NIPPLES

16 100

16 400

16 404

GREASE NIPPLES, BLISTER PACKED 

H1, STRAIGHT, 10 PCS. IN POLYBAG WITH HEADCARD



m

Grease nipples 

216

Hydraulic grease nipples, H1, straight

10 pcs., M 10 x 1, 5, VZ, SK, SW 11 mm

Dimensions of package LWH (mm):

135 x 70 x 12

Hydraulic grease nipples, H1, straight

10 pcs., G 1/8'', VZ, SK, SW 11 mm 

Dimensions of package LWH (mm):

135 x 70 x 12

Hydraulic grease nipples, H2, 45°

5 pcs., M 6 x 1, VZ, SK, SW 9 mm

Dimensions of package LWH (mm):

135 x 70 x 10

Hydraulic grease nipples, H2, 45°

5 pcs., M 8 x 1, VZ, SK, SW 9 mm

Dimensions of package LWH (mm):

135 x 70 x 10

Hydraulic grease nipples, H2, 45°

5 pcs., M 8 x 1, 25, VZ, SK, SW 9 mm

Dimensions of package LWH (mm):

135 x 70 x 10

Hydraulic grease nipples, H2, 45°

5 pcs., M 10 x 1, VZ, SK, SW 11 mm

Dimensions of package LWH (mm):

135 x 70 x 12

Hydraulic grease nipples, H2, 45°

5 pcs., M 10 x 1, 5, VZ, SK, SW 11 mm

Dimensions of package LWH (mm):

135 x 70 x 12

Hydraulic grease nipples, H2, 45°

5 pcs., G 1/8'', VZ, SK, SW 11 mm 

Dimensions of package LWH (mm):

135 x 70 x 12

Technical data

Package: SB sales packing,

with headcard

and Bar code

Technical data

Package: SB sales packing,

with headcard

and Bar code

16 405

16 409

16 430

16 432

16 433

16 434

16 435

16 439

Article no.

H1, STRAIGHT, 10 PCS. IN POLYBAG WITH HEADCARD

H2, 45°, 5 PCS. IN POLYBAG WITH HEADCARD
16 409

16 430

16 435
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Technical data

Package: SB sales packing,

with headcard

and Bar code

Hydraulic grease nipples, H3, 90°

5 pcs., M 6 x 1, VZ, SK, SW 9 mm

Dimensions of package LWH (mm):

135 x 70 x 10

Hydraulic grease nipples, H3, 90°

5 pcs., M 8 x 1, VZ, SK, SW 9 mm 

Dimensions of package LWH (mm):

135 x 70 x 10

Hydraulic grease nipples, H3, 90°

5 pcs., M 8 x 1, 25, VZ, SK, SW 9 mm

Dimensions of package LWH (mm):

135 x 70 x 10

Hydraulic grease nipples, H3, 90°

5 pcs., M 10 x 1, VZ, SK, SW 11 mm

Dimensions of package LWH (mm):

135 x 70 x 12

Hydraulic grease nipples, H3, 90°

5 pcs., M 10 x 1, 5, VZ, SK, SW 11 mm

Dimensions of package LWH (mm):

135 x 70 x 12

Hydraulic grease nipples, H3, 90°

5 pcs., G 1/8'', VZ, SK, SW 11 mm 

Dimensions of package LWH (mm):

135 x 70 x 12

16 460

16 462

16 463

16 464

16 465

16 469

Article no.

16 460

16 464

16 469

H3, 90°, 5 PCS. IN POLYBAG WITH HEADCARD 
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Chemical pump, INOX / FKM

SRL 600, 0,4 l/stroke

for filling measuring vessels, storage 

cans and canisters

Dimensions of package LWH (mm):

820 x 155 x 115

Chemical pump, PP / FKM

SRL 940, 0,2 l/stroke

for filling measuring vessels, storage 

cans and canisters

Anti-freeze, screen cleaners, mild 

acids, solvents, cleaners and oils 

Material of seals:

Viton®, FKM

Dimensions of package LWH (mm):

625 x 100 x 75

Chemical pump, PP / EPDM

SRL 940, 0,2 l/stroke

for filling measuring vessels, storage 

cans and canisters

Material of seals:

Ethylene - Propylene, EPDM

Dimensions of package LWH (mm):

625 x 100 x 75

Chemical pump, PP / NEOP

SRL 940, 0,2 l/stroke

for filling measuring vessels, storage 

cans and canisters

Material of seals:

Neoprene, NEOP

Dimensions of package LWH (mm):

625 x 100 x 75

Technical data

Material components 

moistened by the 

liquid used: stainless steel 

(1.4571 and 

1.4305)

Material of seals: Viton®, FKM

Pump volume 

(l/stroke): 0,4 (approx. 

20 l/min)

Media resistance: see stability list 

Capacity range: for max. 60 l 

one-way container

Discharge: turnable and 

unscrewable

Length suction tube: 600 mm

Barrel screw 

coupling: G 2'' male 

Specification

• Packed in single carton box

Technical data

Material components 

moistened by the liquid 

used: Polypropylene

Pump volume 

(l/stroke): 0,2 (approx.

20 l/min)

Media resistance: see stability list 

Capacity range: container, for 

60 / 200 / 220 l

Discharge: turnable and 

unscrewable

Length suction tube: 940 mm

Barrel screw 

coupling: G 2'' male and 

2'' male buttress 

thread 

Adapter: 2'' female on 

70 x 6 male

Specification 

• Two-part suction tube

• Through barrel screw coupling 

height adjustable 

• Packed in single carton box

• With Bar code

13 005

13 009

13 009 954

13 009 956

Article no.

CHEMICAL PUMPS

13 005

13 009

13 009 954

13 009 956



n

221

Technical data

Material components 

moistened by the 

liquid used: Polypropylene

Material of seals: Neoprene, NEOP

Pump volume 

(l/stroke): 0,2 (approx. 

20 l/min)

Media resistance: see stability list 

Capacity range: container, for 

60 / 200 / 220 l

Length 

discharge hose: 1500 mm

Length suction tube: 885 mm

Barrel screw 

coupling: G 2'' male 

Specification

• Anti-freeze, screen cleaners, mild 

acids, alkaline solutions, soaps, 

thinners (pure or diluted in water) 

• Two-part suction tube

• Through barrel screw coupling 

height adjustable 

• Packed in single carton box

• With Bar code

Technical data

Pumping media: oils, up to SAE 90

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,72 (approx. 

20 l/min)

Capacity range: container, for 

60 / 200 / 220 l

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant 

zinc die casting

Pump body: steel

Length 

suction tube: 840 mm

Barrel screw 

coupling: G 2'' male and 

M 64 x 4 male

Chemical pump, PP

SRL 885, 0, 2 l/stroke

for filling measuring vessels, storage 

cans and canisters

Discharge:

transparent discharge hose

Dimensions of package LWH (mm):

760 x 135 x 90

Steelpipe - barrel pump

SRL 840, 20 l/min

Discharge:

plastic discharge spout, 

fastened by cap nut

Dimensions of package LWH (mm):

1100 x 85 x 85

Specification

• For oils, up to SAE 90, 

self-lubricating, non-aggressive 

media, undiluted anti-freeze, 

fuel oil, diesel, petroleum

• Through barrel screw coupling

(19 526) height adjustable

• Packed in single carton box

• With Bar code

13 009 950

13 010

Article no.

13 009 950

13 010

STEEL BARREL PUMPS



n

Manual pumps

222

Steelpipe - barrel pump 

SRL 480 - 900 mm, approx. 16 l/min

Discharge: steel discharge spout, 

secured by cap screw 

Dimensions of package LWH (mm):

800 x 90 x 90

Steelpipe - barrel pump, with ZBH 

SRL 480 - 900 mm, approx. 16 l/min

for direct filling of gearboxes and 

difficult to access locations, with 

installation set (13 070), for gearbox 

oil filling 

Discharge: through discharge hose, 

steel discharge spout and lever ball 

valve

Dimensions of package LWH (mm):

800 x 90 x 90

Steelpipe - barrel pump, with ZBH 

SRL 480 - 900 mm, approx. 16 l/min

Discharge: steel discharge spout, with 

anti-drip nozzle, secured by cap screw 

Dimensions of package LWH (mm):

800 x 90 x 90

Technical data

Pumping media: oils, up to SAE 90

Material of seals: PVC / NBR

Pump volume 

(l/stroke): 0,3 (approx. 

16 l/min)

Capacity range: container, for 

60 / 200 / 220 l

Surface treatment: all steel 

components 

are galvanized

Pump head: impact-resistant 

zinc die casting

Pump body: steel

Suction pipe: telescopic tube

Length suction tube: 480 up to 900 mm

Barrel screw 

coupling: G 2'' male and 2''

male buttress 

thread 

Package: Sales package, 

with Bar code

Specification

• For oils, up to SAE 90, 

self-lubricating, non-aggressive 

media, undiluted anti-freeze, 

fuel oil, diesel, petroleum

• Packed in single carton box

13 012

13 012 952

13 012 954

Article no.

STEEL BARREL PUMPS

13 012

13 012 952

13 012 954
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Technical data

Pumping media: oils, up to 

SAE 140

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,1 (approx. 

10 l/min)

Capacity range: container, for 

60 / 200 / 220 l

Discharge: Steel discharge 

spout

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant 

zinc die casting

Pump body: steel

Suction pipe: telescopic tube

Length suction tube: 480 up to 900 mm

Barrel screw 

coupling: G 2'' male and 

M 64 x 4 male

Technical data

Pumping media: oils, up to 

SAE 140

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,1 (approx. 

10 l/min)

Capacity range: container, for 

60 / 200 / 220 l

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant 

zinc die casting

Pump body: steel

Length suction tube: 840 mm

Barrel screw 

coupling: G 2'' male and 

M 64 x 4 male

Specification

• For oils, up to SAE 140, 

self-lubricating, non-aggressive 

media

• Through barrel screw coupling

(19 526) height adjustable 

• Packed in single carton box

• With Bar code

Steelpipe - barrel pump 

SRL 480 - 900 mm, 10 l/min

Discharge: steel discharge spout

Dimensions of package LWH (mm):

590 x 100 x 100

Specification

• For oils, up to SAE 140, 

self-lubricating, non-aggressive 

media

• Through barrel screw coupling

(19 526) height adjustable 

• Packed in single carton box

Steelpipe - barrel pump 

SRL 840, 10 l/min

Discharge: plastic discharge spout,

fastened by cap nut

Dimensions of package LWH (mm):

1100 x 85 x 85

Steelpipe - barrel pump 

SRL 840, 10 l/min, STAK

Discharge: steel discharge spout

Dimensions of package LWH (mm):

1100 x 85 x 80

Steelpipe - barrel pump 

SRL 840 mm, 10 l/min, STAK

Discharge: PVC discharge hose, 

1000 mm, with plastic discharge spout,

with hose assembly (13 099)

Dimensions of package LWH (mm):

1100 x 85 x 80

13 013

13 015

13 016

13 017

Article no.

13 013

13 015

13 016

13 017
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Lever action pump, with ZBH

SRL 1200, approx. 12 l/min

Discharge: PVC discharge hose, 

1000 mm, with plastic discharge spout

two-part suction tube, can be cut  

to length

Dimensions of package LWH (mm):

590 x 100 x 90

Lever action pump, with ZBH

SRL 1500, approx. 12 l/min

Discharge: through PVC discharge 

hose, 1000 mm, with plastic outlet 

triple-part suction pipe, can be cut 

to length

Dimensions of package LWH (mm):

590 x 100 x 90

Lever action pump, with ZBH

SRL 1200, approx. 18 l/min

Discharge: through PVC discharge 

hose, 1000 mm, with plastic outlet 

Dimensions of package LWH (mm):

590 x 100 x 90

Technical data

Pumping media: oils, up to SAE 50

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,12 (approx. 

12 l/min)

Capacity range: container, for 

60 / 200 / 220 l

Pump housing: impact-resistant 

zinc die casting

Length suction tube: 1200 mm

Barrel screw 

coupling: G 2'' male and 

M 64 x 4 male

Package: Sales package, 

with Bar code

Specification

• For oils, up to SAE 50, 

self-lubricating, non-aggressive 

media, undiluted anti-freeze, fuel oil, 

diesel, petroleum

• Packed in single carton box

Technical data

Pumping media: oils, up to SAE 50

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,14 (approx.

18 l/min)

Capacity range: container, for 

60 / 200 / 220 l

Pump housing: impact-resistant 

zinc die casting

Lacquering: silver

Length suction tube: 1200 mm

Barrel screw 

coupling: G 2'' male and 

M 64 x 4 male

Package: Sales package, 

with Bar code

Specification

• For oils, up to SAE 50, 

self-lubricating, non-aggressive 

media, undiluted anti-freeze, fuel oil, 

diesel, petroleum

• Two-part suction tube, can be cut 

to length

• Packed in single carton box

13 020

13 028

13 030 

Article no.

LEVER ACTION PUMPS

13 020

13 030

13 028
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Technical data

Pumping media: oils, up to SAE 50

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,36 (approx. 

35 l/min)

Capacity range: container,

for 200 / 220 l 

Pump housing: impact-resistant 

aluminium 

pressure die 

casting

Lacquering: silver

Length 

suction tube: 840 mm

Barrel screw 

coupling: G 2'' male and 

M 64 x 4 male

Specification

• For oils, up to SAE 50, 

self-lubricating, non-aggressive 

media, undiluted anti-freeze, 

fuel oil, diesel, petroleum

• Packed in single carton box

Technical data

Pumping media: oils, up to SAE 50

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,36 (approx. 

35 l/min)

Capacity range: container, for 

60 / 200 / 220 l

Pump housing: impact-resistant 

aluminium 

pressure die 

casting

Suction pipe: telescopic tube

Length 

suction tube: 480 up to 930 mm

Barrel screw 

coupling: G 2'' male and 

M 64 x 4 male

Specification 

• For oils, up to SAE 50, 

self-lubricating, non-aggressive 

media, undiluted anti-freeze, 

fuel oil, diesel, petroleum

• Anti-kink spring and two hose clips

• Packed in single carton box

Lever action pump, with ZBH

SRL 840, approx. 35 l/min

Discharge:through Perbunan 

discharge hose, 1000 mm, 

with steel outlet 

Dimensions of package LWH (mm):

820 x 155 x 115

Lever action pump, with ZBH

SRL 840 mm, ca. 35 l/min

Discharge: through Perbunan 

discharge hose, 1000 mm, 

with steel outlet, anti-kink 

spring and two hose clips

Dimensions of package LWH (mm):

820 x 155 x 115

Lever action pump, with ZBH

SRL 480 - 930 mm, approx. 35 l/min

Discharge spout: through Perbunan

discharge hose, 1000 mm, with steel

discharge spout

Dimensions of package LWH (mm):

820 x 155 x 115

13 040

13 042

13 041

Article no.

13 040

13 042

13 041
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Lever action pump, with ZBH

SRL 508 - 980 mm, approx. 25 l/min

Application: for filling measuring 

vessels, storage cans and canisters

Discharge: angled, with anti-drip 

nozzle

Dimensions of package LWH (mm):

820 x 155 x 115

Specification

• For oils, up to SAE 90, 

self-lubricating, non-aggressive 

media

• With cap nut for fixing 

• Packed in single carton box

Gear oil pump

SRL 650, approx. 25 l/min, DW

for direct filling of gearboxes and 

difficult to access locations, for max. 

60 l one-way container

Discharge: through discharge hose, 

steel discharge spout and lever 

ball valve 

Dimensions of package LWH (mm):

820 x 155 x 115

Gear oil pump, with trolley

SRL 650, approx. 25 l/min, DW

for direct filling of gearboxes and 

difficult to access locations, for all 

one-way containers from 5 l to 

max. 60 l

Discharge: through discharge hose, 

steel discharge spout and lever ball

valve

Trolley, with 2 wheels and support foot,

drip tray, suspension and pump moun-

ting (17 008 950)

Lacquering trolley:

Pantone 294c, blue satin

Dimensions of package LWH (mm):

820 x 480 x 300

Technical data

Pumping media: oils, up to SAE 90

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,25 (approx. 

25 l/min)

Capacity range: container, for 

60 / 200 / 220 l

Pump housing: impact-resistant 

zinc die casting

Lacquering: silver

Max. height for 

measurement vessel: 300 mm

Distance pump body 

- centre / outlet: 120 mm

Suction pipe: telescopic tube

Length suction tube: 508 up to 980 mm

Barrel screw 

coupling: G 2'' male and 

M 64 x 4 male

Technical data

Pumping media: oils, up to 

SAE 140

Material of seals: NBR (buna N)

Pump volume 

(l/double stroke): 0,25 (approx. 

25 l/min)

Surface treatment: all steel 

components are 

galvanized

Pump head: made of solid 

material

Pump body: steel

Length suction tube: 650 mm

Barrel screw 

coupling: G 2'' male and 

M 64 x 4 male

Specification

• Oils, up to SAE 140, self-lubricating, 

non-aggressive media

• Discharge hose, 1500 mm, NBR, 

with textile insert 17 003

• Steel discharge spout, with lever 

ball valve (13 096)

• Through barrel screw coupling 

(19 526) height adjustable 

• Packed in single carton box

13 049

17 026

17 028

Article no.

LEVER ACTION PUMPS

13 049

17 026

GEAR OIL PUMPS

17 028
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Technical data

Pumping media: oils, up to 

SAE 140

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,05 (approx. 

6 l/min)

Capacity range: max. 60 l 

one-way container

Surface treatment: all steel 

components are

galvanized

Pump head: impact-resistant 

zinc die casting

Pump body: steel

Specification

• Oils, up to SAE 140, 

self-lubricating, non-aggressive 

media

• Discharge hose, 1500 mm, NBR, 

with textile insert (17 003)

• Steel discharge spout, with lever 

ball valve (13 096)

• Through fixing star (17 196) height 

adjustable 

• Packed in single carton box

Gear oil pump

SRL 650, approx. 6 l/min

For direct filling of gearboxes and 

difficult to access locations 

Discharge: through discharge hose, 

steel discharge spout and lever ball

valve 

Dimensions of package LWH (mm):

800 x 480 x 100

17 024

Article no.

17 024
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Gear oil pump, with trolley

SRL 650, approx. 6 l/min

for direct filling of gearboxes and 

difficult to access locations 

Discharge: through discharge hose, 

steel discharge spout and lever ball 

valve 

Dimensions of package LWH (mm):

800 x 480 x 300

Technical data

Pumping media: oils, up to 

SAE 140

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,05 (approx. 

6 l/min)

Capacity range: all containers from 

5 l up to max. 60 l

one-way containers

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant 

zinc die casting

Pump body: steel

Length suction tube: 650 mm

Barrel screw 

coupling: G 2'' male and 

M 64 x 4 male

Lacquering trolley: Pantone 294c, 

blue satin

Specification

• Oils, up to SAE 140, self-lubricating, 

non-aggressive media

• Discharge hose, 1500 mm, NBR, 

with textile insert (17 003)

• Steel discharge spout, with lever 

ball valve (13 096)

• Barrel screw coupling, height 

adjustable (19 526)

• Trolley, with 2 wheels and support 

foot, drip tray, suspension and pump 

mounting (19 708 950)

• Packed in single carton box

17 024 950

Article no.

GEAR OIL PUMPS

17 024 950
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Technical data

Pumping media: oils, up to 

SAE 140

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,05 (approx. 

6 l/min)

Capacity range: 20 l bucket

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant 

zinc die casting

Pump body: steel

Length suction tube: 500 mm

Diameter 

dust covers: 342 mm

Lacquering 

dust cover: Pantone 294c, 

blue satin

Specification

• Oils, up to SAE 140, 

self-lubricating, non-aggressive 

media

• Perbunan discharge hose, 1500 mm

• Steel discharge spout

• Fixing star (17 197)

• Dust cover, with drip opening 

(17 190)

• Packed in single carton box

Gear oil pump

SRL 500, approx. 6 l/min

for direct filling of gearboxes and 

difficult to access locations 

Discharge: through discharge hose 

and steel discharge spout

Dimensions of package LWH (mm):

670 x 420 x 100

Gear oil pump, with lever ball valve

SRL 500, approx. 6 l/min

for direct filling of gearboxes and 

difficult to access locations 

Discharge: through discharge hose, 

steel discharge spout, with lever ball 

valve (13 096)

Dimensions of package LWH (mm):

670 x 420 x 100

17 018

17 018 010

Article no.

17 018

17 018 010
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Gear oil pump, for KK

SRL 500, approx. 25 l/min

for direct filling of gearboxes and 

difficult to access locations 

Discharge: through discharge hose 

and steel discharge spout

Dimensions of package LWH (mm):

600 x 100 x 90

Specification

• Oils, up to SAE 140, 

self-lubricating, non-aggressive 

media

• Transparent discharge hose, 

1500 mm, with steel discharge spout

• Barrel screw coupling, for plastic 

container, height adjustable

(19 529)

• Packed in single carton box

Rotary pump

SRL 980, approx. 30 l/min

for filling measuring vessels, storage 

cans and canisters

Discharge: Steel discharge spout

Dimensions of package LWH (mm):

350 x 170 x 125

Technical data

Pumping media: oils, up to 

SAE 140

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,05 (approx. 

6 l/min)

Capacity range: 20 l plastic 

canister

Surface treatment: all steel 

components are

galvanized

Pump head: impact-resistant 

zinc die casting

Pump body: steel

Length suction tube: 500 mm

Barrel screw coupling, 

female thread: M 60 x 5 female

Technical data

Pumping media: oils, up to SAE 90

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,25 (approx. 

30 l/min)

Capacity range: container, for 

60 / 200 / 220 l

Pump housing: steel die casting

Lacquering: Pantone 294c, 

blue satin

Length suction tube: 980 mm

Barrel screw 

coupling: G 2'' male 

Specification

• For oils, up to SAE 90, 

self-lubricating, non-aggressive 

media, fuel oil, diesel, petroleum

• Easy to operate manual rotation with 

high transmission ratio, for simple use

• Through barrel screw coupling 

height adjustable 

• Packed in carton box

• With Bar code

17 016

13 055

Article no.

GEAR OIL PUMPS

ROTARY PUMPS

17 016

13 055
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Technical data

Pumping media: oils, up to SAE 90

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,25 (approx. 

30 l/min)

Capacity range: container, for 

60 / 200 / 220 l

Pump housing: steel die casting

Lacquering: Pantone 294c, 

blue satin

Length suction tube: 980 mm

Barrel screw

coupling: G 2'' male 

Specification

• For oils, up to SAE 90, 

self-lubricating, non-aggressive 

media, fuel oil, diesel, petroleum

• Easy to operate manual rotation 

with high transmission ratio, for 

simple use

• Through barrel screw coupling 

height adjustable 

• Discharge hose, PVC, Ø 32 mm,

length 2000 mm, 2 hose clips, 

anti-kink spring and steel discharge 

spout (13 075)

• Packed in carton box

• With Bar code

Rotary pump, with ZBH

SRL 980, approx. 30 l/min

for filling measuring vessels, storage

cans, and canisters and for tank filling

Discharge: steel discharge spout or

over discharge hose with steel outlet 

Dimensions of package LWH (mm):

400 x 330 x 145

13 056

Article no.

13 056
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Can pump, with BS/FS

SRL 500, approx. 6 l/min

for direct filling of gearboxes and diffi-

cult to access locations 

Discharge: through discharge hose, 

steel discharge spout and lever ball 

valve 

Dimensions of package LWH (mm):

675 x 420 x 100

Specification

• Oils, up to SAE 140, self-lubricating, 

non-aggressive media

• Discharge hose, 1500 mm, NBR, 

with textile insert (17 003)

• Through fixing star (17 196) height

adjustable 

• Steel discharge spout, with lever 

ball valve (13 096)

• Packed in single carton box

• Barrel screw coupling for plastic 

container, height adjustable 

(19 519)

Can pump, with FS

SRL 500, approx. 6 l/min

for direct filling of gearboxes and 

difficult to access locations 

Discharge: through discharge hose, 

steel discharge spout and lever ball 

valve 

Dimensions of package LWH (mm):

675 x 420 x 100

Specification

• Oils, up to SAE 140, self-lubricating, 

non-aggressive media

• Discharge hose, 1500 mm, NBR, 

with textile insert (17 003)

• Steel discharge spout, with lever 

ball valve 13 096

• Barrel screw coupling, for plastic 

container, height adjustable

(19 519 )

• Packed in single carton box

Technical data

Pumping media: oils, up to 

SAE 140

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,05 (approx. 

6 l/min)

Capacity range: rectangular 20 l 

original containers 

or right angled 

plastic barrels with 

external thread 

(M62,2 x 4mm) 

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant 

zinc die casting

Pump body: steel

Length suction tube: 500 mm

Technical data

Pumping media: oils, up to 

SAE 140

Material of seals: NBR (buna N)

Pump volume 

(l/stroke): 0,05 (approx. 

6 l/min)

Capacity range: rectangular 20 l 

plastic canisters

Surface treatment: all steel 

components are 

galvanized

Pump head: impact-resistant

zinc die casting

Pump body: steel

Length suction tube: 500 mm

Barrel screw coupling, 

female thread: M 62,5 x 4 

female

17 019

17 019 950

Article no.

CAN PUMPS

17 019

17 019 950
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Technical data

Pumping media: fuel oil, diesel, 

petroleum

Material of seals: NBR (buna N)

Capacity range: container and 

storage tanks, 

for 200 / 220 l

Connection, 

suction side: 1/2'' female

Pump body: steel die casting

Lacquering: Pantone 294c, 

blue satin

Specification

• Handle, made of wood

• Accessories required

Manual pump, DW, 15 l/min

Connection, suction side: 1/2'' female

for filling measuring- buckets and 

beakers, storage cans, canisters, 

and for refuelling 

Dimension LWH (mm):

310 x 150 x 170

Manual pump, DW, 25 l/min

Connection, suction side: 3/4'' female

for filling measuring- buckets and 

beakers, storage cans, canisters, 

and for refuelling 

Dimension LWH (mm):

310 x 190 x 190

Manual pump, DW, 35 l/min

Connection, suction side: 1'' female

for filling measuring- buckets and 

beakers, storage cans, canisters, 

and for refuelling 

Dimension LWH (mm):

380 x 200 x 200

Manual pump, DW,45 l/min

Connection, suction side:

1 1/4'' female

for filling measuring- buckets and 

beakers, storage cans, canisters, 

and for refuelling 

Dimension LWH (mm):

380 x 240 x 240

Manual pump, DW, 85 l/min

Connection, suction side:

1 1/2'' female

for filling measuring- buckets and 

beakers, storage cans, canisters, 

and for refuelling 

Dimension LWH (mm):

600 x 300 x 300

13 253

13 256

13 259

13 262

13 268

Article no.

MANUAL PUMPS - DOUBLE-ACTING

13 253

13 259

13 268
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Manual pump, DW, 15 l/min

SRL 920, with accessories

for filling measuring- buckets and 

beakers, storage cans, canisters, and 

for refuelling 

Suction tube Ø: 3/4'' male

Discharge: steel discharge spout or 

over discharge hose with steel outlet 

Dimension LWH (mm):

1600 x 150 x 170

Manual pump, DW, 25 l/min

SRL 920, with accessories

for filling measuring- buckets and 

beakers, storage cans, canisters, and 

for refuelling 

Suction tube Ø: 3/4'' male

Discharge: steel discharge spout or 

over discharge hose with steel outlet 

Dimension LWH (mm):

1600 x 190 x 190

Manual pump, DW, 35 l/min

SRL 920, with accessories

for filling measuring- buckets and 

beakers, storage cans, canisters, and 

for refuelling 

Suction tube Ø: 1'' male

Discharge: steel discharge spout or 

over discharge hose with steel outlet 

Dimension LWH (mm):

1600 x 200 x 200

Manual pump, DW, 45 l/min

SRL 920, with accessories

for filling measuring- buckets and 

beakers, storage cans, canisters, and 

for refuelling 

Suction tube Ø: 1'' male

Discharge: steel discharge spout or 

over discharge hose with steel outlet

Dimension LWH (mm):

1700 x 240 x 240

Specification

• Handle, made of wood

• Suction tube, steel discharge spout, 

barrel screw coupling, discharge 

hose, NBR, Ø 39 mm male, 

length = 2000 mm 

Technical data

Pumping media: fuel oil, diesel, 

petroleum

Material of seals: NBR (buna N)

Capacity range: container, for 

200 / 220 l 

Barrel screw 

coupling: G 2'' male 

Pump body: steel die casting

Lacquering: Pantone 294c, 

blue satin

Specification

• Handle, made of wood

• Suction tube, steel discharge spout, 

barrel screw coupling, discharge 

hose, NBR, Ø 32,5 mm male, 

length = 2000 mm 

Technical data

Pumping media: fuel oil, diesel, 

petroleum

Material of seals: NBR (buna N)

Capacity range: container, 

for 200 / 220 l 

Barrel screw 

coupling: G 2'' male 

Suction tube Ø: 1'' a

Pump body: steel die casting

Lacquering: Pantone 294c, 

blue satin

13 253 950

13 256 950

13 259 950

13 262 950

Article no.

MANUAL PUMPS - DOUBLE-ACTING, WITH ACCESSORIES

13 262 950

13 259 950

13 253 950
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Technical data

Pumping media: fuel oil, diesel, 

petroleum

Material of seals: NBR (buna N)

Capacity range: container, 

for 200 / 220 l 

Barrel screw 

coupling: G 2'' male 

Pump body: steel die casting

Lacquering: Pantone 294c, 

blue satin

Specification

• Handle, made of wood

• Suction tube, steel discharge spout, 

barrel screw coupling, discharge 

hose, NBR, Ø 39 mm male, 

length = 2000 mm 

Manual pump, DW, 85 l/min

SRL 920, with accessories

for filling measuring- buckets and 

beakers, storage cans, canisters, 

and for refuelling 

Discharge: steel discharge spout or 

over discharge hose with steel outlet 

Suction tube Ø: 1'' male

Dimension LWH (mm):

1700 x 300 x 300

13 268 950

Article no.

13 268 950
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Anti-freeze Fuel oil/ Petroleum    Engine oil Gear oil Gear oil Lubricating Cutting oil ml / stroke*
undiluted Diesel SAE 5W - SAE 75 W - SAE 75W - oil 360°

SAE 50 SAE 90 SAE 140 rotation

• • • • • • 720

• • • • • • • 300

• • • • • • • 300

• • • • • • • 300

• • • • • • 100

• • • • • • • 100

• • • • • • • 100

• • • • • • • 100

• • • • • • 120

• • • • • • 120

• • • • • • 140

• • • • • • 360

• • • • • • 360

• • • • • • 360

• • • • • • 250

• • • • • • 250

• • • • • • 250

• • • • • 50

• • • • • 50

• • • • • 50

• • • • • 50

• • • • • 50

• • • • • 50

• • • • • 50

• • • • • 250

• • • • • 250

Article no.

13 010

13 012

13 012 952

13 012 954

13 013

13 015

13 016

13 017

13 020

13 028

13 030

13 040

13 041

13 042

13 049

13 055

13 056

17 016

17 018

17 018 010

17 019

17 019 950

17 024

17 024 950

17 026

17 028

RESISTANCE TABLE OF MANUAL PUMPS

at an ambient temperature of 20 °C 

*Delivered quantity in millilitres per stroke or 360° rotation (depending on media) approx. accuracy
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Accumulator Acid B
Acetic Acid, aqueous A
Adipic Acid B
Adipic Acid, aqueous B
Aluminium Chloride, aqueous B
Ammonium Chloride A
Ammonium Sulphate, aqueous B
Benzene B
Bleaching Lye B
Borax A
Boric Acid A
Calcium Oxide A
Chloramine, aqueous A
Chlorine, aqueous A
Cider A
Common Salt Solution A
Cupric Salt Solution, aqueous A
Dichloroacetic Acid B
Diesel A
Ethene A
Ethyl Alcohol, pure A
Ethyl Alcohol, aqueous A
Ethylene Glycol A

Fatty Acid A
Formic Acid, aqueous B
Fuel Oil A
Gear Oil A
Glucose, aqueous A
Glycerine, aqueous B
Glycol B
Hydrogen Peroxide B
Lactic Acid, aqueous B
Malic Acid, aqueous A
Mineral Oil A
Oleic Acid B
Olive Oil A
Paraffin A
Pentanol B
Petrol A
Petroleum A
Photo Emulsion A
Photo Fixer A
Potassium Borate B
Potassium Chloride A
Rapseed Oil A
Sea Water (salt water) A

Silicone Oil A
Soap Solution A
Sodium Carbonate A
Sodium Hydroxide, aqueous B
Spirit B
Sulphur Chloride A
Tartaric Acid A
Trichlor Acetic Acid B
Turpentine A
Transformer Oil A
Vegetable Oil A
Vinegar A
Water (distilled) up to 60 °C A

CHEMICAL RESISTANCE CHART (13 009 950)
A = no effect/excellent / B = minor effect/good

Media                                  Resistance Media                                   Resistance Media                                   Resistance

CHEMICAL RESISTANCE CHART (13 005)
A = no effect/excellent / B = minor effect/good

Media                                   Resistance Media                                   Resistance Media                                   Resistance

Aero Shell a AC A
Ammonium Chloride A
ASTM Test Petrol A
ATF Oil (Additiv) A
Benzene B
Bleaching Lye A
Boric Acid B
Calcium Oxide A
Citric Acid A
Chlorine, aqueous A
Diesel A
Ethene A
Fatty Acid A
Fuel 0il A
Gear Oil A
Glycerine, aqueous B
Glycol B

Hydrochloric acid, diluted A
lP 3 Petrol A
Kerosene A
Linseed Oil A
Mineral Oil A
Oleic Acid B
Olive Oil A
Paraffin A
Pentanol B
Petroleum A
Potassium Chloride A
Rapseed Oil A
Silicone Oil A
Sodium Carbonate A
Spirit B
Sulphur Chloride A
Turpentine A

Tripen A
Vegetable Oil A
Water up to 80 °C B
Xylamon A
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Acid Benzoic Solution

Acid Carbolc (Phenol)

Acid Hydrochloric or Muriatic 50% conc.

Acid Nahtenic

Acid Nitric – 10%. Conc

Acid Oleic

Aldehyde Acetaldehyde

Amyl Chloride

Benzol Acid

Benzvl Chloride

Butadeine

Chromic Acid 80’/.Conc.

DDT Solutions (Toluene, Solvent)

Diethyl Benzene

Diethyl Carbonate

Diphenyl Chlorinated

Divinyl Benzene

Dinitrochlorobenzene

Dowtherm A/E

Ethylene Bromide

Ethylene Dibromide

Gallic Acid

Glaubers Salts

Hydrogen Flouride

Hydrogen Peroxide 80%

Methvl Bromide

Methyl Chlopentane

Methylen Dichloride

Monochloro Benzene

Monowitro

ChloroBenzene Muriatic Acid

Nitric Acid 10% conc.

Nitrobenzene

Pentachloro Phenol

Perchlorethylene

Propylene Dichloride

Silver Cyanide Solution

Sulphuric Acid – 60%

Tetrachloroethane

Toluene (Toluel)

Trichloro Benzene

Acetal Hyde

Actate Solvents

Aectic Acid

Acetic Acid Glacial

Acetylene Tetrabromide

Acid Copper Solution

Acid Fluosilicic

Acid Fomic

Acid Hydmbromic

Acid Hydrocyanic

Acid Hydrofluosilicic

Acid Hydroxy Acetic

Acid Maleic

Acid Nitric – 10%.conc.

Acid Oxalic

Acid Phosphoric

Acid Sulphuric 50% conc.

Acrolein

Alcohol Octyl

Aldehyde

Acetaldiehyde

Alkyl Arylsulphoric Acid

Allyl Ketone

Ammonia Anhydrous

Ammonia Aqueous Sol.

Ammonia Carbonate Sol.

Ammonia Hydroxide Sol.

Aniline Liquid

Aniline Hydrochloride

Bichloride of Mercury Sol.

Black Sulphate Liquor

Bleaching Powder Sol.

Borax Solutions

Butlylene

Caustic Soda

Cellubes

Chloratic Acid

Chloroacetalhyde

Copper Ammonium Acet.

Copper Plating Solution

Cresois Crestic Acid

Crontonaidehyde

Cyclohexylamine

Cuprous Ammonia Acet.

Cyanic Acid Solution

Cyanic Compounds

Cyanogen

Diacetone Alcohol

Diamylamine

Dibutyl Phthalate

Diethanolamine

Diethyl Aniline

Diethyl Fomaldehyde

Diethyl Hydrazine

Diethyl Maleate

Diethyl Sulphate

Diethylene Triamine

DI-Isobuthylene Ketone

Dimethyl Aniline

Dioctyl Amine

Dioctyl Phthalate

Dioxane

Dimethyl Terephthlate

Dowanois

Ethanolamine

Ethyl Bromide

Ethyl Mercaptan

Ethyl Pyridine

Ethyl Sulphate

Ethylene Diamine

Film Dope

Glaecal Acetic Acid

Hexamine

Hexachloro Acetone

Hexone

Hydrazine Anhydrous

Hydrobromic Acid

Hydrocyanic Acid

Hydrogen Bromide Anhydrous

Hydroxy Acetic Acid

lodine

lodoform

Iron Pyritic Acid

Iso-Butyl Methyl Ketone

Iso-Butyraidehyde

Iso Cyanate

Iso Propyl Acetate

Iso Propyl Alcohot

Lacquer With Ketone Sol.

Magnesiurn Acetate Sol.

Maleic Acid

Melamine Resins

Mercaptans

Methyl Acetate

Methyl Acrelate

Methyl Cellosolve

Methyl Ethyl Ketone

Methyl Fomate

Monochloracetic Acid

Monoethanolamine

Nitrating Salts

Nitro Methane

Nitrous Oxide

Phthalic Anhydride

Picoline Alpha

Polyvinyl Acetates

Propion Aldehyde

Pyridine

Sodium Acetate Sol.

Sodiumn Hypochlorite Sol.

Sulphur Dioxide Liquid

Tricresyl Phosphate

Triethanolamine

Triethylanine

Tri-Nomal-Butyl

Phosphate

CHEMICAL RESISTANCE CHART (13 009)

CHEMICAL RESISTANCE CHART (13 009 954)
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Acid Arsenic Solution

Acid Boric Solution

Acid Citric Solution

Acid Lactic

Acid Oleic

Acid Palmitic

Acid Picric Solution

Acid Propionic

Acid Tannic

Alcohol Methyl

Alcohol Isopropyl

Alkyate Light

Aluminium Solution

Aluminium Chloride Sol.

Aluminium Sulphate Sol.

Aluminium Nitrate Sol.

Ammonium Sulphate Sol.

Aniline Liquid

Antimony Salts

Aromatic Fuels 50%

Arsenic Acid

Autom. Transm. Fluids

Barium Chloride

Solufion Barium

Hydroxide Sol.

Barium Nitrate Solution

Barium Sulphide Sol.

Beer

Beer Wort

Beer Sugar Liquors

Bordeaux Mixtures

Boric Acid

Buttermilk

Butyl Alcohol

Cabinol

Calcium Carbonate Slurry

Calciurn Chloride 50% conc

Calcium Hydroxide Sol.

Calcium Nitrate

Solution Calcium

Phosphate Slurry

Calishe Liquors

Cane Sugar Liquors

Carbonic Acid

Castor Oil

Casean

China Wood Oils

Citric Acid Solution 10%

Clay Slurry

Coconut Oil

Cod Liver Oil

Coffee Extract

Copper Chloride

Solution Copper

Cyanide

Copper Sulphate Sol.

Com Oil

Cottonseed Oil

Creosote Creosote

Cutting Oil

Detergent Water

Developing Fluid

Dextron

Diesel Synthetic Lubric.

Diesel Fuel

Diethylene Glycoi

Disobutylene

Dipentene

Embalming Fluid

Epoxy Resin

Ethane Ethy Alcohol

Ethychloride

Ethylene

Ethylene Glycot

Fatty Acids

Ferric Chloride

Ferric Nitrate

Fish Oil

Flourobic Acid

Flourosilic

Fumatic Acid

Gas oil

Gallic Acid

Gelatin

Glucose

Glue

Glycerine

Glycerol

Glycol’s

Grain Mash

Heptane

Hexy Alcohol

Hydro Carbons Light

Hydrosulfite

Hydrcholros Acid 30%

lon Sulphate Solution

lso Butane

lso Butylene

Iso Pentane

Iso Propyl Alcohot

Kerosene

Ketchup

Lactic Acid

Lard

Latex

Lead Nitrate Solution

Linseed Oil

Lime Bleach

Lithiurn Chloride

Magnesiurn Chloride Sol.

Magnenese Chloride

Magnesium Sulphate

Malt Beverage

Mayonnaise

Nickel Sulphate Saturat.

Oil Diesel

Oil Fuel

Oil Mineral

Oil Nut

Oil Olive

Oil Palm

Oil Paraffin

Oil Peanut

Oil Silicone

Oil Soya Bean

Oil Tall

Oil Vegetable

Palmic Acid

Palm Oil

Paraffin Oil

Pectin Oil

Pectin Liquor

Pentane

Polyglycols

Potassiurn

Bicarbonate

Potassium Cyanidic

Potassium Silicate

Potassiurn Sulphate

Propanol

Propionic Acid

Rapeseed Oil Sol.

Ammoniac

Silver Nitrate Solution

Sodium Bicarbonate Sol.

Sodium Hydrosulfite Sol.

Sodiurn Metaphosphate

Stannic Chloride Sol.

Sugar Solutions

Tannic Acid

Trisodium Phosphate Sol.

Turpentine

Ucon Hydrolubes

Vegetable Oils

Water with Soluble Oil

Wine

Zinc Chloride Solutions

The PRESSOL Chemical Pumps are resistant against Iiquids indicated and similar Iiquids. Due to the operation which is beyond our influence we cannot take any
warranty - especially when working with different Iiquids not indicated, when utilizing the pump with Iiquids inextreme temperatures or when using Iiquids
indicated in a not standardised mixture. We recommend in any case to test the compatibility of the pump with the liquid to be used prior to general usage. Our
indications concerning the compatibility are recommendations without any responsability for the correctness of this information. A legal claim cannot be
deducted from this information given. Any information about compatibility is based on a liquid temperature of 20°C.

CHEMICAL RESISTANCE CHART (13 009 956)
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Rubber retaining strap

for trolley (17 008)

Dimension LWH (mm):

800 x 35 x 35

Handleless trolley

for containers, max. Ø 560 mm

Dimension LWH (mm):

560 x 560 x 175

Trolley

for container 5, 10, 15, 25, 50 kg

Dimension LWH (mm):

550 x 500 x 1000

Trolley

for container 5 bis 60 kg

Dimension LWH (mm):

500 x 500 x 750

Trolley

for container 200 kg

Dimension LWH (mm):

870 x 610 x 1000

Specification

• Four castor wheels

Specification

• Robust high quality trolley, easy to

handle and quiet running

• Two wheels

• Rubber retaining strap (17 000)

• Hose storage rack

Technical data

Load: max. 60 kg

Lacquering: Pantone 294c,

blue satin

Specification

• Two wheels, with adjustable foot, 

handle 

• Base for 2'' barrel screw coupling 

• Drip tray

• Dust protection cap

• For 5 - 60 kg plastic and metal 

containers 

• Packed in carton box

Specification

• Robust, high quality trolley, easy 

to handle and quiet running

• Three wheels

• Lockable steering wheel 

• Hose storage rack

• Designed for mounting of hose reels, 

electric oil pumps and pneumatic 

pumps 

• Drip-tray integrated on the handle, 

with a drain screw and removable 

strainer

17 000

17 021

17 008

17 008 950

17 009

Article no.

ACCESSORIES

TROLLEYS AND ACCESSORIES

17 000

17 021

17 008

17 008 950

17 009
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Specification

• Three wheels

Specification

• Three wheels

• Lockable steering wheel 

• Designed for mounting of hose reels

• Nozzle gun holder, with drip tray 

Technical data

Material: impact-resistant

zinc die casting

Inner diameter of

stabilising-fixing 

bracket: 35,5 mm

Specification

• Adjustable to suit different 

container sizes

• Clamp with butterfly screws, for 

fastening the pump pipes 

• Clamp, with butterfly screws, for 

mounting on a container

Technical data

Connection 1: G 2'' female

Connection 2: for pipe,

Ø 35,5 mm

Material: steel, galvanized

Specification

• For plastic canister, 20 l up to 30 l, 

with integral carrying handle

• Clamping plates, with butterfly 

screws, for mounting on a containe

• For PRESSOL hand pumps (13 005),

(13 009), (13 009 950),

(13 009 954), (13 009 956),

(17 016), (17 019), (17 024) and

(17 026)

• Through barrel screw coupling

(19 626) height adjustable 

Trolley

for container 200 kg

Dimension LWH (mm):

700 x 800 x 1113

Trolley

for container 200 kg

Dimension LWH (mm):

760 x 750 x 1070

Stabilising-fixing bracket

for 55 l, 60 l metal oil containers

Dimension LWH (mm):

340 x 210 x 55

Stabilising-fixing bracket

rectangular 20 l original container 

Dimension LWH (mm):

340 x 210 x 55

Pump fixation

for 20 l up to 30 l plastic canister

Dimensions of package LWH (mm):

320 x 125 x 70

17 009 390

17 009 950

17 196

17 191

17 095

Article no.

17 009 390

17 009 950

17 196

17 095

STABILISING-FIXING BRACKETS / PUMP FIXATION
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Steel discharge spout

M 20 x 1 male, Ø 20 mm male

Dimension LWH (mm):

280 x 110 x 20

Steel discharge spout

Ø 18 mm male 

Dimension LWH (mm):

160 x 65 x 18

Plastic discharge spout

Ø 18 mm male, PE 

Dimension LWH (mm):

165 x 45 x 18

Plastic discharge spout

Ø 15 mm male, PE

Dimension LWH (mm):

200 x 55 x 23

PVC hose, 1000 mm

Ø 15 mm female

Diameter: 19 mm male 

Length: 1000 mm

Perbunan hose, 1000 mm

Ø 15 mm female

Diameter: 20 mm male 

Length: 1000 mm

Retention adapter

for pipe, Ø 32 mm 

Diameter: 66 mm

Length: 36 mm

Retention adapter

for pipe, Ø 35,5 mm 

Diameter: 66 mm

Length: 36 mm

Specification

• For: (13 012), (13 013), (13 016

Specification

• For: (13 017), (13 020), (13 028), 

13 030), (13 040

Specification

• For: (13 020), (13 028), (13 030)

Specification

• For: (13 010), (13 015)

Specification

• For: (13 020), (13 028), (13 030)

Specification

• For: (13 020), (13 028), (13 030), 

(13 040), (13 041), (13 042)

Technical data

Connection: G 2'' and

M 64 x 4 male

SW: 50 mm

Specification

• Two-step thread

• Locking screw

• For metal containers,

with thread G 2'' female

00 239

00 844

01 018

01 051

01 017

01 052

13 080

19 526

Article no.

DISCHARGE SPOUTS

HOSES 

RETENTION ADAPTERS

00 239

01 018 01 051

01 017

01 052

13 080

19 526

00 844
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Technical data

Connection: M 60 x 5 female

Specification

• Locking screws

• For plastic containers with male 

thread

Technical data

Connection: M 62,5 x 4 female

Specification

• Locking screw

• For plastic containers, with male

thread

Specification

• For: (13 020), (13 028), (13 030)

• Two-part suction tube

Technical data

Material: steel, galvanized

Specification

• For: (13 040), (13 041), (13 042)

Technical data

Material: steel

Specification

• For: (13 020), (13 030)

Specification 

• For: (01 051)

Technical data

Connection: M 20 x 1 male

Specification

• For: (13 012)

• Gear oil installation kit, 1,5 m hose,

steel discharge spout, with lever ball

valve

Retention adapter

for pipe, Ø 35,5 mm 

Dimension LWH (mm):

105 x 85 x 45

Retention adapter

for pipe, Ø 35,5 mm 

Plastic suction tube, G 3/8'' male

Dimension LWH (mm):

540 x 35 x 20

Telescopic tube, 480 up to 930 mm

G 1/2" male

Diameter: 30 mm

Length: 480 mm

Telescopic tube, 480 up to 930 mm

G 3/8" male

Diameter: 23 mm

Length: 550 mm

Plastic cap nut, PE

Diameter: 32 mm

Length: 14 mm

Gear oil installation kit, 

with 1500 mm hose

Dimension LWH (mm):

500 x 430 x 30

19 529

19 519

01 019

13 091

13 092

01 057

13 070

Article no.

01 019

19 529

19 519

13 091

13 092

01 057

13 070

VARIOUS ACCESSORIES

SUCTION TUBES, TELESCOPIC TUBES
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Anti-kink spring

with 2 hose clips, Ø 12 - 20 mm

Dimension LWH (mm):

200 x 50 x 30

Steel discharge spout

with lever ball valve

Dimension LWH (mm):

260 x 120 x 25

Plastic hose, 1000 mm

Ø 15 mm i

with plastic discharge spout, 

Ø 15 mm male

Dimension LWH (mm):

55 x 40 x 20

Hose accessory set

Dimension LWH (mm):

390 x 360 x 150

Barrel tap, G 3/4'' male

brass

Dimension LWH (mm):

70 x 38 x 80

Barrel tap, G 3/4'' male, PE

Dimension LWH (mm):

80 x 35 x 60

Barrel tap, G 3/4'' male, PE

with adapter, G 2'' male,

G 3/4'' female

Dimension LWH (mm):

80 x 60 x 60

Specification

• For hoses, with 20 mm outside

diameter

Technical data

Diameter discharge

spout outside: 10 mm

Discharge: 105° angled

Connection: for hoses, up to

15 mm female

Specification

• For: (17 019), (17 019 950)

Specification

• For: (13 010), (13 013)

Technical data

Connection hose female: 27 mm

Specification

• For: (13 055)

• Discharge hose, PVC, 32 mm male,

length 2000 mm, 2 hose clips, anti-

kink spring and steel discharge spout

• With Bar code

• Packed in polybag

Technical data

Connecting thread: G 3/4'' male

Material: brass

Valve type: pipe-break valve

Technical data

Connecting thread: G 3/4'' male

Material: PE

Valve type: rotary control 

knob 

13 089

13 096

13 099

13 075

13 090

13 088

13 088 950

Article no.

VARIOUS ACCESSORIES

13 089

13 096

13 099

13 075

13 090

13 088

13 088 950

BARREL TAPS
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Lubricators 

AUTOMATIC LUBRICATORS 240 - 249

RETENTION ADAPTERS FOR LUBRIFIXX 250 - 251

ACCESSORIES FOR LUBRIFIXX 251 - 254

STAUFFER LUBRICATORS, STEEL 254 - 255
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RUNNING TIME AND CHANGING INTERVALS

LUBRIFIxx is applicable at many points of lubrication, at which a different need of lubrication can exist. For this reason LUBRIFIxx 

is available in four different versions. The four versions are to differentiate by various colors of the starter covers and activation 

screws. Running time and dispensing quantity of LUBRIFIxx are depending on the respective average ambient temperature. After 

specification of the required quantity of the lubricant needed and of the ambient temperature a special list will show simply, 

which version will supply the respective point of lubrication with the lubricant optimally. 

Versions 01W (1 month) 03B (3 months) 06R (6 months) 12G (12 months)

Ambient Running Dispensing Running Dispensing Running Dispensing Running Dispensing

temperature time in of lubricant time in of lubricant time in of lubricant time in of lubricant

months in g/day months in g/day months in g/day months in g/day

65 °C 0,5 8 1 3,6 2 1,8

55 °C 0,3 12 1,0 3,6 2 1,8 4 0,9

45 °C 0,5 7,3 1,5 2,3 3 1,7 6 0,6

35 °C 0,7 5,2 2,5 1,5 4,5 0,8 9 0,4

25 °C 1 3,6 3 1,2 6 0,6 12 0,3

15 °C 1,5 2,3 4,5 0,8 9 0,4 18 0,2

5 °C 2 1,8 6 0,6 14 0,26 28 0,13

-5 °C 4 0,9 12 0,3 24 0,15 48 0,08

-15 °C 6 0,6 18 0,2 36 0,1

-25 °C 9 0,4 27 0,13

SUCCESSFUL APPLICATION

• Food and beverage industry 

• Transport-, shipping and traffic

engineering

• Fresh and waste water engineering

• Mining industry and powery industry

• Elevation and elevator industry

• Machine and tool industry

• Print industry and others

LUBRICANT WITH BEST PERFORMANCE

LUBRIFIxx is a fully automatic and very durable lubricant dispenser, that supplies different points of lubrication in a pre-defined 

timeperiod independently and reliably with a lubricant. Time-intensive controlling and manual after-lubrication are not necessary

any longer. 

The lubrication utilising LUBRIFIxx will be initialised by a chemical reaction, which can be started by screwing in of the activation

screw.
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For LUBRIFIxx we selected exclusively high-quality lubricants with large power reserves. See the following list of our standard lubricants

selected. With these lubricants you will be able to cover most applications. We will advise you of course with the correct selection of

the lubricant and will assist you at any time for information concerning special fillings with lubricants of your choice.

Detailed information about lubricants are available on request.

Code of Designation Lubricant Range of Drop point Description

lubricants material basis temperature °C of lubricant °C

F 001 Multi-purpose Li, Ca -30° up to +120° 155° Universal-DIN KP2K-30

grease EP NLGI 2

F 002 High temperature Polycarba- -30° up to +120° 215° Long-term lubrication,

grease mide short time +170° use at high temperature -

NLGI 1/2 DIN KP2P-30

F 003 Multi purpose Li, Ca -30° up to +120° 150° Use at very high-power drive and

grease +MoS2 at high temperatures, with emergencies

NLGI 2 operation properties - DIN KPF2-30

F 004 High temperature Polycarba- -30° up to +150° 220° Long-term lubrication, at very 

grease mide short time +170° high-power drive and at high

+MoS2 temperatures, with emergencies 

operation properties - DIN KP2P-30

F 006 Viscous oil EP Na -20° up to +120° 175° Gearing, Chaingear

NLGI 0 DIN GPOM-20

F 100 High performance Al- -20° up to +120° >250° Machines in food industry, filling 

grease for foodstuffs Complex and packing systems -

industry NLGI 2 DIN KF2K-20, USDA-H1

O 001 spindle oil CL/HL Mineral- ISO VG 10 Spindle bearing on heavy-duty

oil textile and precision machines

O 004 Machine oil CLP Mineral- ISO VG 68 High load bearings excellent

oil protection against abrasion

and corrosion

O 015 Adhesive oil Mineral- ISO VG 320 Adhesive Oil, for lubrification of

oil chains, bolts, rams, joints and

bearings

O 100 High performance Synthetic ISO VG 220 Extremely pressure-resistant

oil oil and penetrating adhesive lubricant,

hot-water resistant
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LUBRIFIxx lubricator

M1, F 001

Operating time: 1 month

Discharge capacity at 25 °C 

ambient temperature: 3,6 g/day

Discharge capacity at 35 °C 

ambient temperature: 5,2 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M3, F 001

Operating time: 3 months

Discharge capacity at 25 °C 

ambient temperature: 1,2 g/day

Discharge capacity at 35 °C 

ambient temperature: 1,5 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M6, F 001

Operating time: 6 months

Discharge capacity at 25 °C 

ambient temperature: 0,6 g/day

Discharge capacity at 35 °C 

ambient temperature: 0,8 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M12, F 001

Operating time: 12 months

Discharge capacity at 25 °C 

ambient temperature: 0,3 g/day

Discharge capacity at 35 °C 

ambient temperature: 0,4 g/day

Diameter: 70 mm

Length: 110 mm

Technical data

Lubricant capacity: 120 cm3

Type of lubricant

(F 001): multi purpose

grease EP,

NLGI 2

Basic lubricant 

component: Li, Ca

Temperature -

operational range: -30 °C up to 

+120 °C

Drop point

of lubricant: 155 °C

Description of

lubricant: Universal - 

DIN KP2K-30

Delivery of lubricant: automatic, without

external power

supply

Connecting thread: G 1/4“ male

33 101

33 121

33 141

33 161

Article no.

LUBRIFIXX LUBRICATORS, F 001

AUTOMATIC LUBRICATORS 

33 101

33 121

33 141

33 161
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Technical data

Lubricant capacity: 120 cm3

Type of lubricant 

(F 002): high temperature

grease, NLGI 1/2

Basic lubricant

component: Polyurea

Temperature -

operational range: -30 °C up to

+150 °C, short-

term +170 °C

Drop point

of lubricant: 215 °C

Description

of lubricant: long-term

lubrication, use at

high temperatures,

DIN KP2P - 30,

DIN KP2P - 30

Delivery

of lubricant: automatic, without

external power

supply

Connecting thread: G 1/4“ male

LUBRIFIxx lubricator

M1, F 002

Operating time: 1 month

Discharge capacity at 25 °C 

ambient temperature: 3,6 g/day

Discharge capacity at 35 °C 

ambient temperature: 5,2 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M3, F 002

Operating time: 3 months

Discharge capacity at 25 °C 

ambient temperature: 1,2 g/day

Discharge capacity at 35 °C 

ambient temperature: 1,5 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M6, F 002

Operating time: 6 months

Discharge capacity at 25 °C 

ambient temperature: 0,6 g/day

Discharge capacity at 35 °C 

ambient temperature: 0,8 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M12, F 002

Operating time: 12 months

Discharge capacity at 25 °C 

ambient temperature: 0,3 g/day

Discharge capacity at 35 °C 

ambient temperature: 0,4 g/day

Diameter: 70 mm

Length: 110 mm

33 102

33 122

33 142

33 162

Article no.

LUBRIFIXX  LUBRICATORS, F 002 

33 102

33 122

33 142

33 162
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LUBRIFIxx lubricator

M1, F 003

Operating time: 1 month

Discharge capacity at 25 °C 

ambient temperature: 3,6 g/day

Discharge capacity at 35 °C 

ambient temperature: 5,2 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M3, F 003

Operating time: 3 months

Discharge capacity at 25 °C 

ambient temperature: 1,2 g/day

Discharge capacity at 35 °C 

ambient temperature: 1,5 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M6, F 003

Operating time: 6 months

Discharge capacity at 25 °C 

ambient temperature: 0,6 g/day

Discharge capacity at 35 °C 

ambient temperature: 0,8 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M12, F 003

Operating time: 12 months

Discharge capacity at 25 °C 

ambient temperature: 0,3 g/day

Discharge capacity at 35 °C 

ambient temperature: 0,4 g/day

Diameter: 70 mm

Length: 110 mm

Technical data

Lubricant capacity: 120 cm3

Type of lubricant

(F 003): multi purpose

grease + MoS2,

NLGI 2

Basic lubricant

component: Li, Ca

Temperature -

operational range: -30 °C up to

+120 °C

Drop point

of lubricant: 150 °C

Description

of lubricant: use under high

loads, with

emergency

operation

properties

DIN KPF2K-30

Delivery

of lubricant: automatic, without 

external power

supply

Connecting thread: G 1/4“ male

33 103

33 123

33 143

33 163

Article no.

LUBRIFIXX LUBRICATORS, F 003 

33 103

33 123

33 143

33 163
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Technical data

Lubricant capacity: 120 cm3

Type of lubricant

(F 004): high temperature

grease + MoS2,

NLGI 1/2

Basic lubricant

component: Polyurea

Temperature -

operational range: -30 °C up to 

+150 °C, short-

term +170 °C

Drop point

of lubricant: 220 °C

Description

of lubricant: long-term 

lubrication, at very 

high power drive

and at high

temperatures,

emergencies

operation

properties,

DIN KPF2P-30

Delivery

of lubricant: automatic, without

external power

supply

Connecting thread: G 1/4“ male

LUBRIFIxx lubricator

M1, F 004

Operating time: 1 month

Discharge capacity at 25 °C 

Ambient temperature: 3,6 g

Discharge capacity at 35 °C 

Ambient temperature: 5,2 g

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M3, F 004

Operating time: 3 months

Discharge capacity at 25 °C 

Ambient temperature: 1,2 g

Discharge capacity at 35 °C 

Ambient temperature: 1,5 g

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M6, F 004

Operating time: 6 months

Discharge capacity at 25 °C 

Ambient temperature: 0,6 g

Discharge capacity at 35 °C 

Ambient temperature: 0,8 g

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M12, F 004

Operating time: 12 months

Discharge capacity at 25 °C 

Ambient temperature: 0,3 g

Discharge capacity at 35 °C 

Ambient temperature: 0,4 g

Diameter: 70 mm

Length: 110 mm

33 104

33 124

33 144

33 164

Article no.

LUBRIFIXX LUBRICATORS, F 004

33 104

33 124

33 144

33 164
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LUBRIFIxx lubricator

M1, F 006

Operating time: 1 month

Discharge capacity at 25 °C 

Ambient temperature: 3,6 g/day

Discharge capacity at 35 °C 

Ambient temperature: 5,2 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M3, F 006

Operating time: 3 months

Discharge capacity at 25 °C 

Ambient temperature: 1,2 g/day

Discharge capacity at 35 °C 

Ambient temperature: 1,5 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M6, F 006

Operating time: 6 months

Discharge capacity at 25 °C 

Ambient temperature: 0,6 g/day

Discharge capacity at 35 °C 

Ambient temperature: 0,8 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M12, F 006

Operating time: 12 months

Discharge capacity at 25 °C 

Ambient temperature: 0,3 g/day

Discharge capacity at 35 °C 

Ambient temperature: 0,4 g/day

Diameter: 70 mm

Length: 110 mm

Technical data

Lubricant capacity: 120 cm3

Type of lubricant

(F 006): viscous

transmission oil,

EP NLGI 0

Basic lubricant

component: Na

Temperature -

operational range: -20 °C up to

+120 °C

Drop point

of lubricant: 175 °C

Description

of lubricant: gearing, chain

gear, 

DIN GPOM-20

Delivery

of lubricant: automatic, without

external power

supply

Connecting thread: G 1/4“ male

33 106

33 126

33 146

33 166

Article no.

LUBRIFIXX LUBRICATORS, F 006 

33 106

33 126

33 146

33 166
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Technical data

Lubricant capacity: 120 cm3

Type of lubricant

(F 100): heavy-duty grease, 

for food industry,

NLGI 2

Basic lubricant

component: Al complex

Temperature -

operational range: -20 °C up to

+120 °C

Drop point

of lubricant: >250 °C

Description

of lubricant: machines in food

industry, filling

and packing

systems,

DIN KF2K-20,

USDA-H1

Delivery

of lubricant: automatic, without

external power

supply

Connecting thread: G 1/4“ male

LUBRIFIxx lubricator

M1, F 100

Operating time: 1 month

Discharge capacity at 25 °C 

Ambient temperature: 3,6 g/day

Discharge capacity at 35 °C 

Ambient temperature: 5,2 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M3, F 100

Operating time: 3 months

Discharge capacity at 25 °C 

Ambient temperature: 1,2 g/day

Discharge capacity at 35 °C 

Ambient temperature: 1,5 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M6, F 100

Operating time: 6 months

Discharge capacity at 25 °C 

Ambient temperature: 0,6 g/day

Discharge capacity at 35 °C 

Ambient temperature: 0,8 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M12, F 100

Operating time: 12 months

Discharge capacity at 25 °C 

Ambient temperature: 0,3 g/day

Discharge capacity at 35 °C 

Ambient temperature: 0,4 g/day

Diameter: 70 mm

Length: 110 mm

33 109

33 129

33 149

33 169

Article no.

LUBRIFIXX LUBRICATORS, F 100

33 109

33 129

33 149

33 169
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LUBRIFIxx lubricator

M1, O 001

Operating time: 1 month

Discharge capacity at 25 °C 

Ambient temperature: 3,6 g/day

Discharge capacity at 35 °C 

Ambient temperature: 5,2 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M3, O 001

Operating time: 3 months

Discharge capacity at 25 °C 

Ambient temperature: 1,2 g/day

Discharge capacity at 35 °C 

Ambient temperature: 1,5 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M6, O 001

Operating time: 6 months

Discharge capacity at 25 °C 

Ambient temperature: 0,6 g/day

Discharge capacity at 35 °C 

Ambient temperature: 0,8 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M12, O 001

Operating time: 12 months

Discharge capacity at 25 °C 

Ambient temperature: 0,3 g/day

Discharge capacity at 35 °C 

Ambient temperature: 0,4 g/day

Diameter: 70 mm

Length: 110 mm

Technical data

Lubricant capacity: 120 cm3

Type of lubricant

(O 001): spindle oil CL/HL

Basic lubricant

component: mineral oil

Temperature -

operational range/

drop point: ISO VG 10

Description

of lubricant: spindle bearing on 

heavy-duty textile

and precision

machines

Delivery

of lubricant: automatic, without

external power

supply

Connecting thread: G 1/4“ male

33 111

33 131

33 151

33 171

Article no.

LUBRIFIXX LUBRICATORS, O 001

33 111

33 131

33 151

33 171
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Technical data

Lubricant capacity: 120 cm3

Type of lubricant

(O 004): machine oil CLP

Basic lubricant

component: mineral oil

Temperature -

operational range/

drop point: ISO VG 68

Description

of lubricant: high load

bearings, excellent 

protection against

abrasion and

corrosion

Delivery

of lubricant: automatic, without

external power

supply

Connecting thread: G 1/4“ male

LUBRIFIxx lubricator

M1, O 004

Operating time: 1 month

Discharge capacity at 25 °C 

Ambient temperature: 3,6 g/day

Discharge capacity at 35 °C 

Ambient temperature: 5,2 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M3, O 004

Operating time: 3 months

Discharge capacity at 25 °C 

Ambient temperature: 1,2 g/day

Discharge capacity at 35 °C 

Ambient temperature: 1,5 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M6, O 004

Operating time: 6 months

Discharge capacity at 25 °C 

Ambient temperature: 0,6 g/day

Discharge capacity at 35 °C 

Ambient temperature: 0,8 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M12, O 004

Operating time: 12 months

Discharge capacity at 25 °C 

Ambient temperature: 0,3 g/day

Discharge capacity at 35 °C 

Ambient temperature: 0,4 g/day

Diameter: 70 mm

Length: 110 mm

33 114

33 134

33 154

33 174

Article no.

LUBRIFIXX LUBRICATORS, O 004

33 114

33 134

33 154

33 174
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LUBRIFIxx lubricator

M1, O 015

Operating time: 1 month

Discharge capacity at 25 °C 

Ambient temperature: 3,6 g/day

Discharge capacity at 35 °C 

Ambient temperature: 5,2 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M3, O 015

Operating time: 3 months

Discharge capacity at 25 °C 

Ambient temperature: 1,2 g/day

Discharge capacity at 35 °C 

Ambient temperature: 1,5 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M6, O 015

Operating time: 6 months

Discharge capacity at 25 °C 

Ambient temperature: 0,6 g/day

Discharge capacity at 35 °C 

Ambient temperature: 0,8 g/day

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M12, O 015

Operating time: 12 months

Discharge capacity at 25 °C 

Ambient temperature: 0,3 g/day

Discharge capacity at 35 °C 

Ambient temperature: 0,4 g/day

Diameter: 70 mm

Length: 110 mm

Technical data

Lubricant capacity: 120 cm3

Type of lubricant

(O 015): adhesive oil

Basic lubricant

component: mineral oil

Temperature -

operational range/

drop point: ISO VG 320

Description

of lubricant: adhesive oil, for

lubrication of

chains, bolts,

rams, joints and

bearings

Delivery

of lubricant: automatic, without

external power

supply

Connecting thread: G 1/4“ male

33 118

33 138

33 158

33 178

Article no.

LUBRIFIXX LUBRICATORS, O 015

33 118

33 138

33 158

33 178
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Technical data

Lubricant capacity: 120 cm3

Type of lubricant

(O 100): heavy-duty oil

Basic lubricant

component: synthetic oil

Temperature -

operational range/

drop point: ISO VG 220

Description

of lubricant: extremely pressure

resistant and

penetrating

adhesive lubricant,

hot water resistant

Delivery

of lubricant: automatic, without

external power

supply

Connecting thread: G 1/4“ male

LUBRIFIxx lubricator

M1, O 100

Operating time: 1 month

Discharge capacity at 25 °C 

Ambient temperature: 3,6 g

Discharge capacity at 35 °C

Ambient temperature: 5,2 g

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M3, O 100

Operating time: 3 months

Discharge capacity at 25 °C 

Ambient temperature: 1,2 g

Discharge capacity at 35 °C 

Ambient temperature: 1,5 g

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M6, O 100

Operating time: 6 months

Discharge capacity at 25 °C 

Ambient temperature: 0,6 g

Discharge capacity at 35 °C 

Ambient temperature: 0,8 g

Diameter: 70 mm

Length: 110 mm

LUBRIFIxx lubricator

M12, O 100

Operating time: 12 months

Discharge capacity at 25 °C 

Ambient temperature: 0,3 g

Discharge capacity at 35 °C 

Ambient temperature: 0,4 g

Diameter: 70 mm

Length: 110 mm

33 119

33 139

33 159

33 179

Article no.

LUBRIFIXX LUBRICATORS, O 100

33 119

33 139

33 159

33 179
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Retention adapter

G 1/4'' female, M 6 x 1 male

Diameter: 17 mm

Length: 20 mm

Retention adapter

G 1/4'' female, M 8 x 1 male

Diameter: 17 mm

Length: 20 mm

Retention adapter

G 1/4'' female, M 8 x 1, 25 male 

Diameter: 17 mm

Length: 22 mm

Retention adapter

G 1/4'' female, M 10 x 1 male

Diameter: 18 mm

Length: 18 mm

Retention adapter

G 1/4'' female, M 10 x 1,5 male 

Diameter: 17 mm

Length: 22 mm

Retention adapter

G 1/4'' female, M 12 x 1,75 male 

Diameter: 17 mm

Length: 22 mm

Retention adapter

G 1/4'' female, M 14 x 2 male 

Diameter: 17 mm

Length: 25 mm

Retention adapter

G 1/4'' female, M 12 x 1,5 male

Diameter: 19 mm

Length: 22 mm

Technical data

SW: 17 mm

Material: steel, galvanized

Technical data

SW: 17 mm

Material: brass

Technical data

Material: steel, galvanized

Technical data

SW: 17 mm

Material: brass

Technical data

SW: 19 mm

Material: brass

63 736

63 737

63 738

63 739

63 740

63 741

63 745

63 743

Article no.

RETENTION ADAPTERS FOR LUBRIFIXX

63 736

p

63 737

63 738 63 739

63 740 63 741

63 745

63 743
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Technical data

SW: 19 mm

Material: brass

Technical data

SW: 17 mm

Material: brass

Technical data

SW: 19 mm

Material: brass

Technical data

SW: 22 mm

Material: brass

Technical data

Casing material: brass,

nickel-plated

Material of seals: PTFE®

Inside diameter: 7 mm

Technical data

Material components

in contact with the

liquid used: brass

Frequency: 50 Hz

Safety type: IP 64

Retention adapter

G 1/4'' female, M 16 x 1,5 male

Diameter: 19 mm

Length: 22 mm

Retention adapter

G 1/4'' female, G 1/8'' male

Diameter: 17 mm

Length: 26 mm

Retention adapter

G 1/4'' female, G 3/8'' male

Diameter: 19 mm

Length: 30 mm

Retention adapter

G 1/4'' female, G 1/2'' male 

Diameter: 22 mm

Length: 16 mm

Lever ball valve, with turning handle

G 1/4'' female, G 1/4'' male

Dimension LWH (mm):

40 x 24 x 40

Solenoid valve, 220 V

G 1/8'' female, G 1/8'' female

Dimensions of package LWH (mm):

110 x 60 x 80

Solenoid valve, 24 V

G 3/8'' female, G 3/8'' female

Dimensions of package LWH (mm):

110 x 60 x 80

63 747

63 732

63 735

63 731

63 950

63 951

63 952

Article no.

63 747 63 732

63 735 63 731

63 950

63 951

ACCESSORIES FOR LUBRIFIXX 
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Adapter

G 1/4'' female, G 1/4“ male

Diameter: 17 mm

Length: 25 mm

Adapter

G 1/4'' male, R 1/4'' male

Length: 35 mm

Tee-piece connector

G 1/4'' female, G 1/4“ female,

R 1/4'' male

Dimension LWH (mm):

51 x 17 x 31

Back flow valve

G 1/4'' female, R 1/4'' male

for LUBRIFIxx , with oil

Diameter: 17 mm

Length: 31 mm

Brush for lubricating, plastic

50 x 30 mm, G 1/4'' female

Dimension LWH (mm):

55 x 30 x 50

Angle 45°, G 1/4'' female, 

G 1/4'' male

Dimension LWH (mm):

47 x 21 x 21

Angle 90°, G 1/4'' female, 

G 1/4'' male

Dimension LWH (mm):

32 x 17 x 32

Technical data

SW 17 mm

Material: brass

Technical data

Connection 1: G 1/4'' male,

60° sealing cone

Connection 2: R 1/4'' male,

DIN 2999

Inside diameter: 5,5 mm

SW: 18 mm

Material: steel, galvanized

Technical data

Material: brass

Technical data

SW: 17 mm

Material: steel, galvanized

Technical data

Material: steel

Technical data

Material: steel

63 789

18 085

02 791

63 954

63 955

63 750

87 055

Article no.

ACCESSORIES FOR LUBRIFIXX 

63 789

18 085

02 791

63 954

63 955

63 750

87 055
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Technical data

Material: PA

Technical data

Material: PA

Technical data

Material: PE, transparent

Diameter (outside): 8 mm

Diameter (inside): 6 mm

Technical data

Connection: screw connection,

for hose, NW 6x1

Material: steel, galvanized

Technical data

Connection: screw connection,

for hose, NW 6x1

Material: steel, galvanized

Technical data

Material: steel

Fixing clamp, for LUBRIFIxx

Dimension LWH (mm):

70 x 23 x 87

Fixing clamp, for back flow valve

Dimension LWH (mm):

70 x 30 x 70

Plastic hose, NW 6 x 1

Length: 1000 mm

Hose connection, G 1/4'' female

NW 6 x 1, for LUBRIFIxx

SW: 17 mm

Diameter: 17 mm

Length: 32 mm

Hose connection, G 1/4'' male

NW 6 x 1, for LUBRIFIxx

SW: 18 mm

Diameter: 18 mm

Length: 27 mm

Hose connection, G 1/8'' male

NW 6 x 1, for LUBRIFIxx

SW: 15 mm

Diameter: 15 mm

Length: 25 mm

Metal extension pipe, 30 mm

R 1/4'' male, R 1/4'' male

Diameter: 14 mm

Length: 30 mm

Metal extension pipe, 80 mm

R 1/4'' male, R 1/4'' male

Diameter: 14 mm

Length: 80 mm

63 956

63 957

80 203

63 763

87 430

03 497

63 773

63 958

Article no.

63 956

80 203

63 763

03 497

63 773

87 430

63 957

63 958
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Technical data

Material: steel

Technical data

Material: steel, galvanized

SW: 17 mm

Technical data

SW: 12 mm

Lubricant contents: 4 g

Technical data

SW: 17 mm

Lubricant contents: 6 g

Technical data

SW: 17 mm

Lubricant contents: 10 g

Technical data

SW: 17 mm

Lubricant contents: 23 g

Technical data

SW: 17 mm

Lubricant contents: 40 g

63 959

63 772

60 137

60 238

60 338

60 438

60 538

Article no.

63 959 63 772

60 137

60 238

60 338

STAUFFER LUBRICATORS, STEEL

60 438

60 538

Metal extension pipe, 120 mm

R 1/4'' male, R 1/4'' male

Diameter: 14 mm

Length: 120 mm

Sleeve, G 1/4'' female, G 1/4'' female

Diameter: 17 mm

Length: 22 mm

Stauffer lubricator

size 1, Ø 17 mm, 4 g, G 1/8'' male

Diameter: 17 mm

Length: 33 mm

Stauffer lubricator

size 2, Ø 23 mm, 6 g, G 1/4'' male

Diameter: 23 mm

Length: 43 mm

Stauffer lubricator

size 3, Ø 31 mm, 10 g, G 1/4'' male 

Diameter: 31 mm

Length: 45 mm

Stauffer lubricator

size 4, Ø 37 mm, 23 g, G 1/4'' male 

Diameter: 37 mm

Length: 47 mm

Stauffer lubricator

size 5, Ø 49 mm, 40 g, G 1/4'' male

Diameter: 49 mm

Length: 53 mm
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Technical data

SW: 17 mm

Lubricant contents: 65 g

Technical data

SW: 17 mm

Lubricant contents: 90 g

Stauffer lubricator

size 6, Ø 57 mm, 65 g, G 1/4'' male

Diameter: 57 mm

Length: 55 mm

Stauffer lubricator

size 7, Ø 66 mm, 90 g, G 3/8'' male

Diameter: 66 mm

Length: 62 mm

60 638

60 739

Article no.

60 638

60 739



264



265

Oil level sight glasses

q

OIL LEVEL SIGHT GLASSES 258
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Oil level sight glass, Dural, 

G 1/4'' male

SW: 17 mm

Diameter: 19 mm

Length: 15 mm

Oil level sight glass, Dural, 

G 3/8" male

SW: 22 mm

Diameter: 24 mm

Length: 16 mm

Oil level sight glass, Dural, 

G 1/2" male

SW: 27 mm

Diameter: 29 mm

Length: 16 mm

Oil level sight glass, Dural,

G 3/4" male

SW: 32 mm

Diameter: 34 mm

Length: 20 mm

Oil level sight glass, Dural,

G 1" male

SW: 41 mm

Diameter: 44 mm

Length: 23 mm

Oil level sight glass, Dural,

G 1 1/4" male

SW: 50 mm

Diameter: 54 mm

Length: 23 mm

Oil level sight glass, Dural,

G 1 1/2" male

SW: 55 mm

Diameter: 59 mm

Length: 24 mm

Oil level sight glass, Dural,

G 2" male

Tool for mounting: 

pin type face wrench 40-80 mm, 

dispense 3,9 mm

Diameter: 70 mm

Length: 20 mm

Technical data

Temperature range: max. 100 °C

Pressure: 10 bar

Material 

inspection glass: glass

Casing material: Aluminium

75 038

75 039

75 040

75 041

75 042

75 043

75 044

75 045

Article no.

OIL LEVEL SIGHT GLASSES

75 038

q

75 039

75 040

75 045

75 044

75 043

75 042

75 041
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90 966 932 A425: Catalogue

90 990 932 A403: Leaflet

90 997 932 A403: Leaflet

90 985 932 A402: Leaflet

90 982 932 A402: Leaflet

Garage Equipment 2002/2003

Oilers

POMPAxx Sprayer

Lubricants 

MULTIBOxx

90 966

90 990

90 997

90 985

90 982

INFORMATION ABOUT PRESSOL-PRODUCTS

Article no.
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90 991 A402: Leaflet

90 992 A401: Leaflet

90 996 A402: Leaflet

90 923 932 A402: Leaflet

Automatic lubricator

(German version)

Automatic lubricator

Technical manual

(German version)

IDÈES FIX for quick repairs

(German version)

PNEUMAxx Grease guns

90 991

90 992

90 996

90 923

Article no.
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1. Our General Terms of Business shall apply to all present and future business relationships with our
customers, in particular for our deliveries and services. Differing, opposing or supplementary
general terms of business of our customers, even if we are aware of them, shall not form part of
the business relationship unless we have expressly approved their validity. 

2. Customers within the meaning of our terms of business are exclusively entrepreneurs, i.e. indivi-
duals or legal entities or  partnerships with legal capacity for whom the establishment of a busin-
ess relationship with us represents part of their commercial or free-lance activity. 

1. Our quotes are not binding. We reserve the right to make technical changes and changes to the
shape, colour and/or weight of our products within reasonable limits. 

2. By ordering the products the customer makes a binding declaration that he intends to purchase the
products ordered. We are entitled to accept the offer contained in the order within two weeks of
receiving it. Acceptance may be in writing or through delivery of the products to the customer. 

1. We are entitled to make partial deliveries or perform partial services at any time unless a partial
delivery or partial performance of service is not of interest to the customer. 

2. Delivery dates are binding only if they have expressly been confirmed by us as binding. A deli-
very date shall be deemed to have been kept if the products have left our factory/warehouse by
the delivery date. If dispatch or collection is delayed for reasons for which we are not responsible
then the delivery date shall be deemed to have been kept if we have informed the customer wit-
hin the agreed period that the products were ready for dispatch. 

3. If a delivery date cannot be kept because of a strike or a lock-out - which may be at one of our
suppliers - or because of incorrect or delayed delivery by our suppliers or because of mobilizati-
on, war, civil unrest or other unforeseen obstacles beyond our control the delivery period shall be
extended by the duration of the obstacle. 

4. Our obligation to deliver shall be suspended as long as the customer is in default with a due pay-
ment. If delivery of products is to be taken gradually over a certain period of time then delivery
shall be spread equally over the entire period of time. 

1. Terms of payment and the treatment of packaging and freight charges are laid down in the cur-
rent version of our price lists and terms sheets which to this extent form part of these General Terms
of Business. Unless agreed otherwise the cost of packaging and freight shall be borne by the custo-
mer. 

2. Value added tax at the rate applicable on the day of delivery shall be added to the agreed price. 

3. The customer undertakes to pay the purchase price within 10 days of receiving the products.
When this period has expired the customer is in default of payment. While he is in default the
customer shall pay interest on his debt at a rate of 8% above the base interest rate. We reserve
the right, however, to prove and claim higher damages caused by the default. 

4. Payment dates shall be deemed to have been kept if the amount due is made available to us wit-
hin the time period. Discount agreements can be honoured only on condition that all due paym-
ents have been made. We accept bills of exchange only by agreement and only as fulfilment of
our receivable on condition that the full amount due has been paid into our account. The customer
shall bear any expenses incurred. 

5. The customer may only set off counterclaims against our claims if his counterclaim is uncontested
or has been upheld in a court of law. A customer may exercise his right of retention only if his
counterclaim is based on the same contractual relationship. 

6. If the customer stops making payments, if he is in debt or if insolvency proceedings have been
applied for against him or if he is in default in honouring a bill of exchange or a cheque then all
claims which we have against the customer shall become due immediately. This also applies in the
case of any other serious deterioration in the customer's economic position. In such cases we are
entitled to demand adequate security or to withdraw from the contract. 

2. CONCLUSION OF 

CONTRACT

1. SCOPE OF APPLICATION

3. DELIVERY

4. PAYMENT
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1. Risks (risks of transport and remuneration) shall pass to the customer at the latest when the pro-
ducts have been handed over to the person carrying out the transport or have left the
factory/warehouse to be dispatched. If dispatch is delayed at the customer's request or due to cir-
cumstances for which the customer is responsible the risk shall pass to the customer when he is
informed that the products are ready for dispatch. 

2. The choice of the transport route and means of transport is made at our discretion, with no gua-
rantee that they are the cheapest. 

3. At the customer's request, an insurance of the customer's choice shall be taken out for a delivery,
the costs of which shall be borne by the customer.

1. We shall retain the ownership of the products until all claims arising from the business relations-
hip have been fully met. 

2. The customer must treat the products as intended and with care. Where maintenance and servi-
cing are required the customer must have these carried out regularly at his own cost. 

3. The customer must inform us immediately if third parties have access to the products or if they are
damaged or destroyed. The customer must inform us immediately of any change of ownership of
the products or if he himself changes his address. 

4. Should the customer breach the terms of this contract, in particular through default of payment or
by breaching an obligation as set out in 2. and/or 3. above, we are entitled to withdraw from
the contract and demand the return of the products. 

5. If the customer re-designs or processes the products this shall always be done in our name and on
our behalf. If the processing or re-designing is done using other objects which do not belong to us
we shall acquire ownership of the new object in proportion to the objective value of our produc-
ts in relation to the other objects used at the time the processing or re-designing was done. This
also applies if the products are mixed with other objects which do not belong to us. 

6. The customer is entitled to sell or hire out the products to others in the ordinary course of business.
He shall immediately assign to us all claims amounting to the final invoice sum agreed with us
(including VAT) which have accrued to him through the sale or hiring out of the products to others.
This shall apply regardless of whether the customer sells or hires out the products with or without
processing, mixing or re-designing. We accept the assignment. After the assignment the customer
remains entitled to collect the payment due. This does not affect our right to collect the payment
ourselves. We undertake however not to collect the payment due as long as the customer meets
his financial obligations to us in the proper manner and is not in default of payment. Further, we
undertake, at the customer's request, to release securities due to us where the actual value of our
securities exceeds the amount of the claims to be secured by more than 20%; the choice of the
securities to be released lies with us. 

1. In the case of defects in the products, the defect shall, at the customer's option, be rectified by us
either through repair or replacement. We are however entitled to refuse the option chosen if it
would involve disproportionately high costs and the other option would not bring the customer
serious disadvantages. 

2. If the repair or replacement is not successful the customer may choose between a reduction in price
("Diminution") or the cancellation of the contract ("Withdrawal"). The customer has no right of
Withdrawal in the case of a minor breach of contract, in particular in the case of minor defects. 

3. The customer must report obvious defects to us in writing within two weeks of receipt of the pro-
ducts. If this is not done then he has no right of redress, in particular of Diminution or Withdrawal.
The deadline has been kept if the report is sent in good time. The customer shall take full respon-
sibility for providing proof of all claims, in particular of the defect itself, the point in time when the
defect was determined and for lodging the complaint in good time.

4. If the customer elects to withdraw from the contract because of defects in the products after
attempts to rectify the defect have failed he shall have no further claim to compensation because
of the defect. If the customer chooses compensation after attempts to rectify the defect have failed
then the products shall remain with the customer if this is reasonable. Compensation shall be limi-
ted to the difference between the purchase price and the value of the defective object. This shall
not apply if we have fraudulently breached the contract. 
as set out in 3. above - is one year following delivery of the products. 

5. PASSING OF RISK

6. RESERVATION OF TITLE

7. DEFECTS
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5. Where the customer uses the products himself or sells them exclusively to entrepreneurs the period
of limitation for a claim based on a defect - provided that they were reported to us in good time
as set out in 3. above - is one year following delivery of the products. 

6. In the case of default of payment and the customer's loss of credit-worthiness we may refuse to
remedy a claim based on a defect until the customer has met his financial obligations to an extent
equivalent to the invoice value of our products supplied minus Diminution appropriate to the faults. 

7. The above paragraphs 1 to 6 of this provision do not constitute a guarantee on our part. Claims
by customers based on separate guarantees shall remain unaffected. 

1. In cases of minor negligence our liability, depending on the type of products, is limited to fore-
seeable, direct, typical for the contract, average damage. This also applies to cases of minor neg-
ligence by our legal representatives or persons acting on our behalf. 

2. The restrictions on liability mentioned above do not apply to customer claims based on product
liability. Nor do the limitations on liability apply to damage to the person or health of the custo-
mer or to loss of life attributable to us. 

3. The customer's claims to compensation because of a defect shall lapse one year after delivery of
the products. This shall not apply in the case of fraudulent intent on our part. 

The customer shall not assign or pledge claims arising to him from our business relationship without
our express prior written approval. 

The exclusive place of jurisdiction for all disputes arising from this business relationship is Nuremberg.
This also applies if the customer has no general place of jurisdiction in Germany or if his place of resi-
dent or usual place of residence is not known at the time the suit is filed. We are however entitled to
appeal to any legally responsible court. 

The law of the Federal Republic of Germany shall apply exclusively. The Hague Convention relating
to a Uniform Law on the Formation of Contracts for the International Sale of Goods dated July 1, 1964
and the United Nations Convention on Contracts for the I nternational Sale of Goods dated April 11,
1980 shall be excluded. 

Version: 18.08.2002

7. DEFECTS

8. LIMITATIONS ON

LIABILITY

9. PROHIBITION OF ASSIGN

MENT AND PLEDGING

10.PLACE OF JURISDICTION 

11. APPLICABLE LAW
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DIN-Norms / Consistency classes 

CONSISTENCY CLASSES 

DIN-NORMS

Consistency class Walkpenetration Structure
DIN 51818 DIN ISO 2137
(NLGI) (0,1 mm)

000 445 up to 475 flowing

00 400 up to 430 almost flowing

0 355 up to 385 extremely soft

1 310 up to 340 very soft

2 265 up to 295 soft

3 220 up to 250 middle

4 175 up to 205 hard

5 130 up to 160 very hard

6 85 up to 115 extremely hard

DIN 1283 Grease guns; Grease guns and accessories,

version 1990-11

DIN 1284 Grease guns; Grease cartridges for grease guns;

main dimensions, version 1990-11 

DIN 3404 Button head grease nipples, version 1988-01

DIN 3405 Funnel type grease nipples, version 1986-05

DIN 71412 Hydraulic grease nipples, version 1987-11
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Article no. EAN- Page PU Dimensionen PU Weight PU Dimensionen Weight
Code Packing kgm Article Article

kgm

00 220 - 23 - - - Ø 6 x 165 0,008

00 238 4103810002380 46 - - - Ø 45 x 340 0,035

00 238 820 - 52 - - - Ø 40 x 330 0,035

00 239 - 234 - - - 280 x 110 x 20 0,23

00 258 - 30 - - - 300 x 110 x 35 0,044

00 291 - 30 - - - 300 x 100 x 35 0,037

00 328 - 52 - - - Ø 30 x 160 0,014

00 328 950 - 52 - - - Ø 30 x 160 0,013

00 442 - 151 - - - Ø 60,2 x 48 0,003

00 816 - 180 - - - Ø 24 x 90 0,11

00 844 - 234 - - - 160 x 65 x 18 0,09

00 956 - 30 - - Ø 32 x 163 0,006

01 017 - 234 - - - Ø 19 x 1000 0,14

01 018 - 234 - - - 165 x 45 x 18 0,012

01 019 - 235 - - - 540 x 35 x 20 0,14

01 051 - 234 - - - 200 x 55 x 23 0,017

01 052 - 234 - - - Ø 20 x 1000 0,2

01 057 - 235 - - - Ø 32 x 4 0,04

01 070 - 23 - - Ø 6 x 105 0,005

01 071 - 23 - - Ø 6 x 135 0,007

01 111 4103810011115 12 12 330 x 245 x 180 2,18 125 x 70 x 270 0,158

01 112 4103810011122 12 12 330 x 245 x 180 2,3 125 x 70 x 295 0,165

01 130 - 23 - - - Ø 11 x 210 0,013

01 136 - 23 - - - Ø 11 x 150 0,011

01 172 - 46 - - - Ø 58 x 4 0,006

01 297 - 184 - - - Ø 29 x 58 0,149

02 342 4103810023422 38 6 355 x 355 x 260 1,75 205 x 160 x 220 0,25

02 344 4103810023446 38 6 500 x 330 x 300 2,75 240 x 210 x 280 0,45

02 344 950 4103810023446 45 4 500 x 355 x 300 3,1 285 x 250 x 200 0,62

02 352 4103810023521 38 6 355 x 355 x 260 2,5 205 x 160 x 220 0,35

02 354 4103810023545 38 6 500 x 330 x 300 3,7 240 x 210 x 280 0,53

02 360 4103810023606 42 10 330 x 245 x 180 0,92 135 x 120 x 160 0,07

02 360 954 4103810023651 42 10 330 x 245 x 180 1,4 190 x 150 x 180 0,12

02 361 4103810023613 39 10 190 x 100 x 55 0,06 65 x 55 x 80 0,005

02 362 4103810023620 39 10 250 x 170 x 75 0,12 85 x 75 x 110 0,011

02 363 4103810023637 39 10 280 x 200 x 100 0,22 110 x 100 x 130 0,02

02 364 4103810023644 39 10 330 x 270 x 120 0,325 135 x 120 x 160 0,03

02 365 4103810023651 39 - - - 190 x 150 x 180 0,05

02 366 4103810023668 40 - - - 240 x 210 x 220 0,165

02 366 017 4103810420405 40 - - - 240 x 210 x 220 0,17

02 367 4103810023675 40 - - - 285 x 255 x 255 0,21

02 367 020 4103810420412 40 - - - 285 x 255 x 255 0,215

02 369 - 41 - - - Ø 355 x 435 0,485

02 370 4103810023705 41 - - - 280 x 190 x 300 0,355

02 371 - 41 - - - - -

02 372 4103810023729 40 5 330 x 245 x 180 0,83 200 x 160 x 205 0,12

02 372 043 4103810023736 42 5 330 x 275 x 215 1,45 200 x 160 x 205 0,245

02 562 4103810025624 45 10 500 x 330 x 300 1,9 195 x 160 x 260 0,14

02 568 4103810025686 43 1 330 x 275 x 215 0,57 320 x 265 x 210 0,47

02 569 4103810025693 43 1 330 x 275 x 215 0,66 320 x 265 x 210 0,56

02 640 4103810026409 46 - - - Ø 40 x 300 0,17

02 645 4103810026454 45 10 500 x 330 x 300 4,6 225 x 200 x 165 0,4

02 662 4103810026621 43 12 500 x 330 x 300 1,98 195 x 160 x 470 0,13

02 665 4103810026652 44 - - - 185 x 160 x 490 0,11

Article Numbers/Dimensions/Weights

274
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Article no. EAN- Page PU Dimensionen PU Weight PU Dimensionen Weight
Code Packing kgm Article Article

kgm

02 671 4103810026713 42 10 300 x 240 x 160 0,82 150 x 120 x 160 0,064

02 671 010 4103810026713 42 10 335 x 270 x 215 1,2 185 x 155 x 200 0,109

02 674 4103810026744 44 12 500 x 330 x 300 2 195 x 160 x 470 0,13

02 675 4103810026751 45 10 500 x 330 x 300 3,5 250 x 230 x 160 0,31

02 791 - 252 - - - 51 x 17 x 31 0,051

03 497 - 253 - - - Ø 15 x 25 0,02

03 802 4103810038020 12 12 330 x 245 x 180 5,5 120 x 60 x 270 0,445

03 803 4103810038037 12 12 330 x 245 x 180 6,15 125 x 70 x 320 0,503

03 805 4103810038051 12 6 430 x 260 x 120 3,9 135 x 80 x 350 0,62

03 902 4103810039027 13 12 330 x 245 x 180 5,5 120 x 60 x 270 0,445

03 902 867 4103810421358 13 12 330 x 245 x 180 5,5 120 x 60 x 250 0,445

03 902 868 4103810421365 14 12 330 x 245 x 180 5,5 120 x 60 x 270 0,445

03 902 869 4103810427008 14 12 330 x 245 x 180 5,5 120 x 60 x 270 0,445

03 903 4103810039034 13 12 330 x 245 x 180 6,15 125 x 70 x 320 0,503

03 903 867 4103810421372 13 12 330 x 245 x 180 6,15 125 x 70 x 270 0,503

03 903 868 4103810421389 14 12 330 x 245 x 180 6,15 125 x 70 x 280 0,503

03 903 869 4103810427015 14 12 330 x 245 x 180 6,15 125 x 70 x 320 0,503

03 905 4103810039058 13 6 430 x 260 x 120 3,9 135 x 80 x 350 0,62

03 905 867 4103810421396 13 6 430 x 260 x 120 3,9 135 x 80 x 300 0,62

03 905 868 4103810421402 14 6 430 x 260 x 120 3,9 125 x 80 x 320 0,62

03 905 869 4103810427022 14 6 430 x 260 x 120 3,9 135 x 80 x 350 0,62

03 912 4103810039126 23 12 330 x 220 x 170 4 110 x 60 x 265 0,32

04 111 4103810041112 18 12 280 x 220 x 135 1,6 90 x 50 x 215 0,12

04 802 4103810048029 15 12 330 x 245 x 180 3,3 120 x 60 x 270 0,26

04 802 430 4103810428005 15 12 330 x 245 x 180 3,3 120 x 60 x 270 0,26

04 803 4103810048036 15 12 330 x 245 x 180 3,5 125 x 70 x 320 0,275

04 803 430 4103810428012 15 12 330 x 245 x 180 3,5 125 x 70 x 320 0,275

04 805 4103810048050 15 6 430 x 260 x 120 2 135 x 80 x 350 0,3

04 805 430 4103810428029 15 6 430 x 260 x 120 2 135 x 80 x 350 0,3

04 902 4103810049026 16 12 330 x 245 x 180 3,3 120 x 60 x 270 0,26

04 902 430 4103810428036 16 12 330 x 245 x 180 3,3 120 x 60 x 270 0,26

04 902 867 4103810421419 17 12 330 x 245 x 180 3,3 120 x 60 x 250 0,26

04 902 868 4103810421426 17 12 330 x 245 x 180 3,3 120 x 60 x 270 0,26

04 902 869 4103810427039 18 12 330 x 245 x 180 3,3 120 x 60 x 300 0,26

04 903 4103810049033 16 12 330 x 245 x 180 3,5 125 x 70 x 320 0,275

04 903 430 4103810428043 16 12 330 x 245 x 180 3,5 125 x 70 x 320 0,275

04 903 867 4103810421433 17 12 330 x 245 x 180 3,5 125 x 70 x 270 0,275

04 903 868 4103810421440 17 12 330 x 245 x 180 3,5 125 x 70 x 280 0,275

04 903 869 4103810427046 18 12 330 x 245 x 180 3,5 125 x 70 x 320 0,275

04 905 4103810049057 16 6 430 x 260 x 120 2 135 x 80 x 350 0,3

04 905 430 4103810428050 16 6 430 x 260 x 120 2 135 x 80 x 350 0,3

04 905 867 4103810421457 17 6 430 x 260 x 120 2 135 x 80 x 300 0,3

04 905 868 4103810421464 17 6 430 x 260 x 120 2 135 x 80 x 320 0,3

04 905 869 4103810427053 18 6 430 x 260 x 120 2 125 x 80 x 350 0,3

05 069 - 23 - - - Ø 11 x 115 0,014

05 070 - 23 - - - Ø 15 x 135 0,012

05 111 4103810051111 19 24 330 x 220 x 170 3,1 90 x 50 x 110 0,12

05 111 950 4103810051111 21 24 330 x 220 x 170 3,4 90 x 50 x 110 0,13

05 112 4103810051128 19 24 330 x 270 x 210 3,6 90 x 50 x 130 0,14

05 112 950 4103810051128 21 24 330 x 270 x 210 3,7 90 x 50 x 130 0,15

05 113 4103810051135 19 12 330 x 245 x 180 2,64 135 x 70 x 110 0,21

05 114 4103810051142 20 12 330 x 270 x 210 2,95 145 x 85 x 120 0,225

05 115 4103810051159 20 12 330 x 270 x 210 3,17 145 x 85 x 150 0,25

05 118 4103810051180 19 12 330 x 270 x 210 1,9 130 x 75 x 135 0,14

275
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05 119 4103810051197 19 12 330 x 270 x 210 2,2 140 x 80 x 150 0,16

05 121 4103810051210 20 24 330 x 220 x 170 3,3 90 x 50 x 110 0,12

05 122 4103810051227 20 24 330 x 270 x 210 3,9 90 x 50 x 130 0,14

05 133 4103810051333 20 12 330 x 245 x 180 2,62 135 x 70 x 110 0,21

05 133 950 4103810051333 21 12 330 x 245 x 180 2,77 135 x 70 x 110 0,22

05 134 4103810051340 21 12 330 x 270 x 210 3,01 145 x 85 x 120 0,225

05 135 4103810051357 21 12 330 x 270 x 210 3,3 145 x 85 x 150 0,25

05 135 950 4103810051357 21 12 330 x 270 x 210 3,36 145 x 85 x 150 0,26

05 138 4103810051388 19 12 330 x 270 x 210 1,95 130 x 75 x 135 0,14

05 139 4103810051395 19 12 330 x 270 x 210 2,2 140 x 80 x 150 0,16

05 223 4103810052231 22 12 330 x 245 x 180 3,02 135 x 70 x 110 0,24

05 224 4103810052248 22 12 330 x 270 x 210 3,32 145 x 85 x 120 0,26

05 224 001 4103810052200 22 12 330 x 270 x 210 3,2 145 x 85 x 120 0,25

05 225 4103810052255 22 12 330 x 270 x 210 3,7 145 x 85 x 150 0,26

05 226 4103810052262 22 6 330 x 270 x 210 2,17 150 x 100 x 200 0,33

06 061 4103810060618 24 10 150 x 100 x 60 0,11 50 x 18 x 115 0,01

06 062 - 24 10 130 x 130 x 50 0,13 50 x 24 x 120 0,012

06 064 4103810060649 24 20 280 x 210 x 140 0,63 Ø 45 x 175 0,02

06 065 4103810060656 24 20 330 x 220 x 170 0,9 Ø 60 x 200 0,035

06 066 4103810060663 24 10 330 x 220 x 170 0,7 Ø 70 x 245 0,045

06 068 4103810060687 24 10 150 x 150 x 50 0,132 50 x 27 x 120 0,012

06 100 - 30 - - - 300 x 120 x 35 0,047

06 101 - 30 - - - 300 x 120 x 35 0,047

06 122 - 24 - - - 65 x 27 x 160 0,022

06 142 - 31 - - - 65 x 27 x 145 0,025

06 154 - 31 - - - 80 x 32 x 163 0,037

06 178 4103810061783 32 12 480 x 350 x 310 5,4 220 x 125 x 285 0,34

06 266 4103810062667 28 12 340 x 310 x 210 1,56 Ø 100 x 280 0,11

06 266 820 4103810428067 28 12 340 x 310 x 210 1,56 Ø 100 x 280 0,11

06 267 4103810062674 31 12 340 x 310 x 210 1,6 Ø 100 x 290 0,12

06 267 820 4103810428074 31 12 340 x 310 x 210 1,6 Ø 100 x 290 0,12

06 267 956 4103810427503 31 12 340 x 310 x 210 1,6 Ø 100 x 290 0,12

06 766 4103810067662 28 10 320 x 220 x 170 0,7 Ø 70 x 310 0,05

06 863 4103810068638 24 20 165 x 155 x 90 0,56 40 x 20 x 130 0,022

06 864 4103810068645 24 20 280 x 210 x 140 0,96 Ø 45 x 160 0,04

06 865 4103810068652 24 20 330 x 220 x 170 1,23 Ø 60 x 185 0,05

06 866 4103810068669 24 10 320 x 220 x 170 0,83 Ø 70 x 230 0,065

06 902 4103810069024 32 - - - 260 x 125 x 300 0,42

06 903 4103810069031 34 - - - 260 x 125 x 300 0,42

06 905 4103810069055 32 1 200 x 200 x 520 2,12 - -

06 906 4103810069062 34 1 200 x 200 x 520 2,12 - -

06 910 4103810069109 32 1 220 x 220 x 570 2,5 - -

06 931 4103810069314 33 - - - 100 x 70 x 5 0,008

06 932 - 33 - - - 110 x 26 x 26 0,014

06 933 - 33 - - - 300 x 255 x 65 0,207

06 934 - 33 - - - 145 x 93 x 30 0,027

06 935 - 33 - - - 195 x 120 x 15 0,048

06 936 - 33 - - - 390 x 130 x 70 0,361

06 937 - 33 - - - 48 x 32 x 32 0,019

06 938 - 33 - - - 87 x 105 x 30,5 0,019

06 939 - 33 - - - 615 x 60 x 29 0,140

06 951 - 34 - - - 115 x 95 x 6 0,008

06 952 - 34 - - - 110 x 26 x 26 0,014

06 953 - 34 - - - 300 x 255 x 65 0,207
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06 954 - 34 - - - 145 x 93 x 30 0,027

06 956 - 35 - - - 390 x 130 x 70 0,361

06 957 - 35 - - - 48 x 32 x 32 0,019

06 958 - 35 - - - 87 x 105 x 30,5 0,019

06 959 - 35 - - - 615 x 60 x 29 0,140

06 964 4103810069642 25 20 280 x 220 x 140 0,65 Ø 45 x 140 0,02

06 965 4103810069659 25 20 330 x 220 x 170 0,75 Ø 60 x 165 0,035

06 966 4103810069666 25 10 330 x 220 x 170 0,95 Ø 70 x 210 0,045

07 060 4103810070600 48 12 320 x 110 x 90 0,48 111 x 75 x 120 0,03

07 061 4103810070617 48 12 400 x 120 x 140 0,93 145 x 100 x 135 0,06

07 061 390 4183014420160 48 12 400 x 120 x 110 0,93 145 x 100 x 135 0,06

07 062 4103810070624 48 6 300 x 160 x 140 0,9 180 x 125 x 170 0,11

07 063 4103810070631 48 6 370 x 180 x 160 1,5 210 x 150 x 215 0,187

07 064 4103810070648 48 6 400 x 210 x 180 1,9 235 x 170 x 240 0,25

07 065 4103810070655 48 6 440 x 220 x 250 2,8 290 x 215 x 270 0,4

07 160 - 49 12 220 x 155 x 130 0,36 Ø 50 x 170 0,022

07 161 - 49 12 270 x 200 x 110 0,58 Ø 60 x 200 0,037

07 162 - 49 12 370 x 180 x 170 0,89 Ø 70 x 255 0,06

07 163 - 49 6 370 x 180 x 170 0,81 Ø 90 x 310 0,106

07 164 - 49 6 360 x 320 x 18 1,5 Ø 100 x 345 0,2

07 165 - 49 6 460 x 300 x 200 2,2 Ø 120 x 415 0,31

07 341 4103810073410 52 10 438 x 240 x 200 2 170 x 70 x 230 0,18

07 341 831 4103810073410 53 10 435 x 240 x 200 2 170 x 70 x 230 0,18

07 342 4103810073427 52 10 500 x 280 x 240 2,8 190 x 90 x 270 0,24

07 342 831 4103810073427 53 10 500 x 280 x 240 2,8 190 x 90 x 270 0,24

07 343 4103810073434 52 5 350 x 350 x 260 2,14 210 x 115 x 320 0,35

07 343 831 4103810073434 53 5 350 x 350 x 260 2,14 210 x 115 x 320 0,35

07 500       4103810075001 50 - - - 160 x 70 x 190 0,063

07 501       4103810075018 50 - - - 190 x 85 x 230 0,1

07 502       4103810075025 50 - - - 230 x 105 x 290 0,18

07 503      4103810075032 50 - - - 265 x 130 x 335 0,22

07 505     4103810075056 50 - - - 300 x 135 x 380 0,36

07 600 4103810076008 51 - - - 160 x 70 x 190 0,078

07 601 4103810076015 51 - - - 190 x 85 x 230 0,117

07 602 4103810076022 51 - - - 230 x 105 x 290 0,19

07 603 4103810076039 51 - - - 265 x 130 x 335 0,26

07 605 4103810076053 51 - - - 300 x 135 x 380 0,4

07 642 4103810076428 53 6 350 x 350 x 260 2,4 320 x 90 x 370 0,33

07 643 4103810076435 53 6 500 x 280 x 240 3,2 330 x 115 x 410 0,46

07 805 - 54 - - - 300 x 170 x 400 0,65

07 810 - 54 - - - 390 x 220 x 475 1

08 041 4103810080418 58 5 500 x 300 x 340 3,4 300 x 170 x 225 0,58

08 042 4103810080425 58 2 350 x 350 x 260 1,8 300 x 170 x 310 0,7

08 043 4103810080432 58 2 500 x 370 x 260 2,6 350 x 230 x 350 1,1

08 052 4103810080524 59 2 350 x 350 x 260 1,95 300 x 170 x 310 0,76

08 053 4103810080531 59 2 500 x 370 x 260 2,75 350 x 230 x 350 1,13

08 054 4103810080548 59 - - - 350 x 230 x 500 1,4

08 062 - 54 - - - 390 x 190 x 435 1,8

08 062 831 - 55 - - - 330 x 190 x 435 1,8

08 063 - 54 - - - 360 x 240 x 520 2,55

08 063 831 - 55 - - - 360 x 240 x 520 2,55

08 069 - 54 - - - 470 x 300 x 630 3,85

08 069 831 - 55 - - - 470 x 300 x 630 3,85

09 002        4103810090028 65 - - - 150 x 120 x 200 2,2
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09 003        4103810090035 65 - - - 150 x 120 x 200 2,2

09 004        4103810090042 64 - - - 150 x 120 x 200 2,2

09 005       4103810090059 64 - - - 180 x 150 x 240 4,45

09 080 4103810090806 64 10 170 x 170 x 170 2,05 80 x 34 x 165 0,2

09 081        4103810090813 65 10 170 x 170 x 170 2,05 80 x 34 x 165 0,2

09 082       4103810090820 65 10 170 x 170 x 170 2,02 80 x 34 x 120 0,2

09 096 4103810090967 64 12 235 x 180 x 180 3,07 Ø 50 x 170 0,24

09 096 924 4103810420962 64 12 235 x 180 x 180 3,07 Ø 50 x 170 0,24

09 096 936 4103810420979 64 12 235 x 180 x 180 3,07 Ø 50 x 120 0,24

09 102       4103810091025 66 12 285 x 220 x 215 5,55 Ø 65 x 200 0,43

09 104        4103810091049 66 12 285 x 220 x 215 4,72 Ø 65 x 200 0,38

09 106        4103810091063 67 12 235 x 180 x 180 3,08 Ø 50 x 170 0,23

09 108        4103810091087 67 12 285 x 220 x 215 4,85 Ø 65 x 200 0,39

09 110        4103810091100 67 12 285 x 220 x 215 4,45 Ø 65 x 200 0,35

09 112        4103810091124 68 12 235 x 180 x 180 2,62 Ø 50 x 170 0,2

09 114        4103810091148 68 12 285 x 220 x 215 4,75 Ø 65 x 200 0,38

09 116        4103810091162 68 12 285 x 220 x 215 4,75 Ø 65 x 200 0,38

09 118        4103810091186 69 12 235 x 180 x 180 2,75 Ø 50 x 170 0,21

09 120        4103810091209 69 12 285 x 220 x 215 5,5 Ø 65 x 200 0,45

09 122        4103810091223 69 12 285 x 220 x 215 6,05 Ø 65 x 200 0,48

09 124 4103810091247 70 12 285 x 220 x 215 4,75 Ø 65 x 200 0,38

09 126 4103810091261 70 12 285 x 220 x 350 5,6 Ø 65 x 335 0,48

09 128 4103810091285 70 12 285 x 220 x 215 5,4 Ø 65 x 200 0,42

09 540 4103810095405 71 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

09 901 4103810099014 64 - - - Ø 100 x 125 0,7

09 903 4103810099038 65 - - - Ø 100 x 215 0,7

09 905 4103810099052 65 - - - Ø 100 x 215 0,7

09 907 4103810099076 66 - - - Ø 100 x 215 0,7

09 909 4103810099090 66 - - - Ø 100 x 215 0,7

10 062 4103810100628 77 25 290 x 150 x 130 1,7 50 x 25 x 120 0,05

10 070 4103810100703 77 10 170 x 170 x 170 2,05 80  x 34 x 175 0,2

10 097 4103810100970 77 10 150 x 150 x 200 1,18 70 x 25 x 160 0,1

10 098 4103810100987 77 10 165 x 150 x 90 0,82 60 x 25 x 155 0,075

10 099 4103810100994 77 10 165 x 150 x 90 0,82 70 x 25 x 160 0,075

10 164 - 78 1 290 x 150 x 130 1,46 - -

10 167 - 78 1 290 x 150 x 130 1,7 - -

10 189 - 78 1 290 x 150 x 130 0,9 - -

10 550 4103810105500 76 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 551 4103810105517 76 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 552 4103810105524 76 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 560 4103810105609 71 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 562 4103810105623 72 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 564 4103810105647 72 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 565        4103810105654 72 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 566 4103810105661 72 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 571 4103810105715 73 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 573 4103810105739 73 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 574 4103810105746 73 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 588 4103810105883 74 10 150 x 150 x 200 0,9 70 x 25 x 190 0,08

10 589 4103810105890 74 10 150 x 150 x 200 0,9 70 x 25 x 190 0,08

10 593 4103810105937 75 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 595 4103810105951 75 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 596 4103810105968 75 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1

10 597 4103810105975 75 10 150 x 150 x 200 1,18 70 x 25 x 190 0,1
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10 830 4103810108303 79 10 330 x 215 x 170 2,95 230 x 25 x 250 0,275

11 600 4103810116001 79 - - - 180 x 145 x 30 0,072

11 601 4103810116018 79 - - - 180 x 145 x 30 0,072

11 602 4103810116025 79 - - - 180 x 145 x 30 0,072

11 603 4103810116032 80 - - - 180 x 145 x 30 0,072

11 604 4103810116049 80 - - - 180 x 145 x 30 0,072

11 605 4103810116056 80 - - - 180 x 145 x 30 0,072

11 606 4103810116063 80 - - - 180 x 145 x 30 0,072

11 607 4103810116070 80 1 200 x 180 x 70 1,8 Ø 30 X 180 0,13

12 001 - 134 - - - 29 x21 x 16 0,028

12 001 125 - 134 - - - 44 x 21 x 16 0,071

12 002 - 137 - - - Ø 12 x 8 0,003

12 003 - 137 - - - Ø 12 x 14 0,003

12 004 - 134 - - - 32 x 20 x 23 0,04

12 004 950 - 134 - - - 30 x 22 x 20 0,032

12 006 - 135 - - - Ø 18 x 31 0,034

12 006 125 - 135 - - - Ø 18 x 31 0,034

12 011 - 135 - - - 30 x 30 x 35 0,16

12 011 125 - 135 - - - 45 x 30 x 35 0,17

12 013 - 135 - - - Ø 20 x 41 0,05

12 016 - 150 - - - Ø 15x23 0,012

12 023 - 135 - - - Ø 20x41 0,05

12 035 - 150 - - - 29 x 15x 15 0,032

12 035 805 - 150 - - - 29 x 15 x 15 0,032

12 042 - 136 - - - Ø 18 x 184 0,072

12 043 - 136 - - - Ø 18 x 188 0,16

12 044 - 136 - - - 202 x 23 x 20 0,16

12 048 - 137 - - - Ø 18 x 360 0,132

12 049 - 137 - - - Ø 18 x 560 0,128

12 052 - 135 - - - 32 x 20 x 26 0,05

12 053 - 135 - - - 46 x 20 x 26 0,06

12 054 - 136 - - - 203 x 35 x 30 0,226

12 055 - 136 - - - 205 x 20 x 26 0,117

12 056 - 137 - - - Ø 18 x 210 0,095

12 057 - 136 - - - 210 x 30 x 60 0,226

12 071 - 140 - - - Ø 12 x 14 0,06

12 072 - 137 - - - Ø 12 x 8 0,003

12 073 - 137 - - - Ø 12 x 14 0,003

12 074 - 134 - - - 32 x 20 x 23 0,04

12 074 950 - 134 - - - 35 x 25 x 17 0,032

12 086 - 150 - - - Ø 15 x 23 0,012

12 091 - 95 - - - Ø 53,6 x 31,5 0,14

12 094 - 95 - - - Ø 52,2 x 13,4 0,03

12 110 4103810121104 149 10 400 x 140 x 75 1,24 410 x 70 x 16 0,11

12 112 4103810121128 160 10 270 x 170 x 120 1,5 300 x 40 x 90 0,14

12 150 4103810121500 138 5 160 x 100 x 65 0,16 150 x 70 x 13 0,03

12 151 4103810121517 138 5 160 x 100 x 65 0,16 150 x 70 x 13 0,03

12 152 4103810121524 139 5 160 x 100 x 65 0,17 150 x 70 x 15 0,036

12 153 4103810121531 139 5 160 x 100 x 65 0,17 150 x 70 x 15 0,036

12 154 4103810121548 140 5 160 x 100 x 65 0,17 150 x 70 x 15 0,036

12 156 4103810121562 139 5 160 x 100 x 65 0,17 150 x 70 x 15 0,036

12 157 4103810121579 139 5 160 x 100 x 65 0,17 150 x 70 x 15 0,036

12 226 - 123 1 285 x 120 x 55 0,65 - -

12 250 4103810122507 121 1 400 x 140 x 75 1,3 - -
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12 254 4103810122545 121 1 400 x 140 x 75 1,4 - -

12 270 - 121 1 400 x 140 x 75 1,3 - -

12 274 - 121 1 400 x 140 x 75 1,4 - -

12 276 4103810122767 123 1 285 x 120 x 55 0,65 - -

12 282 4103810122828 93 1 530 x 170 x 75 1,7 - -

12 282 125 4103810429033 93 1 530 x 170 x 75 1,7 - -

12 321 - 160 - - - Ø 40 x 210 0,07

12 322 - 160 - - - Ø 50 x 210 0,09

12 331 - 160 - - - Ø 40 x 210 0,07

12 332 - 160 - - - Ø 50 x 210 0,09

12 362 4103810123627 161 1 155 x 45 x 45 0,32 - -

12 363 4103810123634 161 1 220 x 45 x 45 0,47 - -

12 365 4103810123658 161 1 265 x 55 x 55 0,67 - -

12 435 - 140 - - - Ø 10 x 150 0,032

12 475 - 140 - - - Ø 10 x 150 0,032

12 501 4103810125010 156 - - - Ø 100 x 185 1,16

12 505 785 - 156 25 340 x 230 x 300 13,6 Ø 52 x 290 0,53

12 507 4103810125072 156 20 285 x 250 x 230 9,2 Ø 52 x 240 0,43

12 511 4103810125065 156 20 285 x 250 x 230 9,2 Ø 52 x 240 0,43

12 516 4103810125164 156 20 285 x 250 x 230 9,2 Ø 52 x 240 0,43

12 517 4103810125171 157 20 285 x 250 x 230 9,2 Ø 52 x 240 0,43

12 518 4103810125188 157 20 285 x 250 x 230 9,2 Ø 52 x 240 0,43

12 538 4103810125386 109 10 400 x 360 x 145 14,7 380 x 125 x 70 1,4

12 538 125 4103810420368 109 10 400 x 360 x 145 14,7 380 x 125 x 70 1,4

12 602 4103810126024 125 10 400 x 360 x 145 12,7 340 x 125 x 70 1,2

12 626 - 138 100 160 x 100 x 65 3,16 Ø 13 x 42 0,025

12 630 4103810126307 112 10 400 x 360 x 145 13,2 380 x 125 x 70 1,25

12 630 125 4103810127304 112 10 400 x 360 x 145 13,2 380 x 125 x 70 1,25

12 631 - 139 100 160 x 100 x 65 3,16 Ø 15 x 36 0,03

12 632 4103810126321 112 10 400 x 360 x 145 13,2 380 x 125 x 70 1,25

12 632 125 4103810127328 112 10 400 x 360 x 145 13,2 380 x 125 x 70 1,25

12 632 950 4103810427077 113 10 400 x 360 x 145 13,2 380 x 125 x 70 1,25

12 633 4103810126338 115 1 400 x 140 x 75 1,35 - -

12 633 125 4103810126338 115 1 400 x 140 x 75 1,35 - -

12 633 950 4103810126338 115 1 400 x 140 x 75 1,35 - -

12 634 4103810126345 116 1 400 x 140 x 75 1,35 - -

12 634 125 4103810126345 116 1 400 x 140 x 75 1,35 - -

12 635 - 141 - - - Ø 10 x 150 0,032

12 635 810 - 141 - - - Ø 15 x 180 0,063

12 635 814 - 141 - - - Ø 12 x 155 0,036

12 635 816 - 142 - - - Ø 12 x 166 0,037

12 636 4103810126369 101 1 400 x 140 x 75 1,34 - -

12 636 100 4103810129803 101 1 400 x 140 x 75 1,4 - -

12 636 101 4103810129810 102 1 400 x 140 x 75 1,45 - -

12 636 102 4103810129827 102 1 400 x 140 x 75 1,4 - -

12 636 103 4103810129834 103 1 400 x 140 x 75 1,45 - -

12 636 125 4103810126369 101 1 400 x 140 x 75 1,34 - -

12 637 4103810126376 99 1 400 x 140 x 75 1,34 - -

12 637 125 4103810126376 99 1 400 x 140 x 75 1,34 - -

12 638 4103810126383 111 10 400 x 360 x 145 12,6 380 x 125 x 70 1,2

12 638 125 4103810427091 111 10 400 x 360 x 145 12,6 380 x 125 x 70 1,2

12 638 780 - 107 - - - 380 x 125 x 70 1,45

12 638 782 - 119 - - - 380 x 125 x 70 1,2

12 642 - 140 100 160 x 100 x 65 3,7 Ø 15 x 36 0,038
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12 643 - 138 100 160 x 100 x 65 3,16 Ø 15 x 36 0,03

12 655 - 143 - - - Ø 15 x 300 0,066

12 655 810 - 144 - - - Ø 15 x 330 0,1

12 655 818 - 145 - - - 325 x 20 x 23 0,11

12 655 819 - 145 - - - 325 x 30 x 35 0,23

12 656 - 142 - - - Ø 11 x 300 0,033

12 656 810 - 144 - - - Ø 15 x 330 0,064

12 665 - 143 - - - Ø 15 x 500 0,082

12 665 810 - 145 - - - Ø 15 x 530 0,15

12 665 818 - 146 - - - 520 x 20 x 23 0,13

12 665 819 - 146 - - - 520 x 20 x 35 0,24

12 666 - 143 - - - Ø 11 x 500 0,042

12 666 810 - 144 - - - Ø 11 x 530 0,073

12 669 - 151 - - - Ø 13 x 27 0,017

12 670 - 151 - - - Ø 11 x 20 0,006

12 675 4103810126758 105 1 400 x 140 x 75 1,64 - -

12 676 4103810126765 97 1 400 x 170 x 75 1,67 - -

12 676 040 4103810427749 97 1 400 x 170 x 75 18 - -

12 678 4103810126789 97 1 530 x 170 x 75 2,05 - -

12 679 4103810126796 105 1 400 x 140 x 75 1,68 - -

12 684 780 - 107 1 - - 310 x 125 x 70 1,3

12 684 782 - 119 1 - - 310 x 125 x 70 1,1

12 685 780 - 107 1 - - 510 x 125 x 70 1,84

12 685 782 - 119 1 - - 510 x 125 x 70 1,5

12 686 780 - 107 1 - - 600 x 125 x 70 2,1

12 686 782 - 119 1 - - 600 x 125 x 70 1,65

12 688 - 127 1 - - 540 x 125 x 70 1,2

12 695 4103810126956 105 1 400 x 140 x 75 1,6 - -

12 698 4103810126987 105 1 400 x 140 x 75 1,73 - -

12 699 - 151 - - - 66 x 40 x 50 0,114

12 726 - 138 100 160 x 100 x 65 3,16 Ø 13 x 42 0,025

12 731 - 139 100 160 x 100 x 65 3,16 Ø 15 x 36 0,03

12 733 804 4103810427206 115 1 400 x 140 x 75 1,35 - -

12 734 804 4103810427213 117 1 400 x 140 x 75 1,35 - -

12 735 - 141 - - - Ø 10 x 150 0,032

12 735 810 - 141 - - - Ø 15 x 180 0,063

12 735 814 - 142 - - - Ø 12 x 155 0,036

12 735 816 - 142 - - - Ø 12 x 155 0,037

12 736 128 4103810126369 103 1 400 x 140 x 75 1,55 - -

12 743 - 138 100 160 x 100 x 65 3,16 Ø 15 x 36 0,03

12 751 - 143 - - - Ø 15 x 230 0,06

12 751 123 - 143 - - - Ø 15 x 230 0,06

12 752 4103810127526 147 10 400 x 140 x 75 0,8 380 x 50 x 16 0,07

12 753 - 142 - - - Ø 11 x 230 0,023

12 753 123 - 142 - - - Ø 11 x 230 0,023

12 755 - 143 - - - Ø 15 x 300 0,066

12 755 810 - 144 - - - Ø 15 x 330 0,1

12 755 818 - 145 - - - 325 x 20 x 23 0,11

12 755 819 - 145 - - - 335 x 30 x 35 0,24

12 756 - 142 - - - Ø 11 x 300 0,033

12 756 810 - 144 - - - Ø 15 x 330 0,064

12 757 4103810127571 147 10 400 x 140 x 75 0,52 380 x 50 x 9 0,04

12 758 4103810127588 148 10 400 x 140 x 75 0,8 380 x 50 x 9 0,07

12 759 4103810127595 147 10 580 x 85 x 100 0,61 570 x 50 x 9 0,05
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12 760 4103810127601 149 10 400 x 140 x 75 1,2 380 x 50 x 16 0,105

12 761 4103810127618 148 10 580 x 85 x 100 1,08 570 x 50 x 16 0,09

12 765 - 143 - - - Ø 15 x 500 0,082

12 765 810 - 146 - - - Ø 15 x 530 0,15

12 765 818 - 146 - - - 520 x 20 x 23 0,13

12 765 819 - 146 - - - 530 x 20 x 35 0,25

12 766 - 143 - - - Ø 11 x 500 0,042

12 766 810 - 144 - - - Ø 11 x 530 0,073

12 824 4103810128240 91 1 530 x 170 x 75 1,6 - -

12 824 125 4103810429040 91 1 530 x 120 x 75 1,6 - -

12 826 4103810128264 91 1 530 x 120 x 75 1,8 - -

12 826 125 4103810429057 91 1 530 x 120 x 75 1,8 - -

12 836 4103810128363 101 1 400 x 140 x 75 1,34 - -

12 836 125 4103810429132 101 1 400 x 140 x 75 1,34 - -

12 838 4103810128387 111 1 380 x 125 x 70 1,2 - -

12 838 125 4103810429149 111 1 380 x 125 x 70 1,2 - -

12 839 4103810128394 105 1 400 x 140 x 75 1,6 - -

12 852 4103810128523 147 10 400 x 140 x 75 0,48 380 x 50 x 9 0,036

12 855 4103810128554 147 10 400 x 140 x 75 0,84 380 x 50 x 16 0,075

12 857 4103810128578 147 10 400 x 140 x 75 0,52 380 x 50 x 9 0,04

12 858 4103810128585 148 10 400 x 140 x 75 0,8 380 x 50 x 9 0,07

12 859 4103810128592 147 10 580 x 85 x 100 0,61 570 x 50 x 9 0,05

12 860 4103810128608 149 10 400 x 140 x 75 1,2 380 x 50 x 16 0,105

12 861 4103810128615 148 10 580 x 85 x 100 1,08 570 x 50 x 16 0,09

12 875 4103810128752 148 10 400 x 140 x 75 0,84 380 x 50 x 16 0,075

12 902 4103810129025 161 1 365 x 80 x 80 0,75 - -

12 907 4103810129070 161 1 365 x 80 x 80 0,9 - -

12 908 4103810129087 161 1 Ø 60 x 480 1,09 - -

12 910 4103810129100 162 1 365 x 80 x 80 0,9 - -

12 935 4103810129353 162 1 Ø 55 x 340 0,61 - -

12 936 4103810129360 162 1 460 x 60 x 95 1,1 - -

12 937 4103810129377 162 1 330 x 120 x 70 0,7 - -

12 938 4103810129384 162 1 540 x 120 x 70 0,9 - -

12 940 4103810129407 163 1 390 x 100 x 65 0,826 - -

12 942 - 163 - - - Ø 10 x 220 0,046

12 944 - 163 - - - Ø 13 x 270 0,118

12 951 - 164 - - - Ø 10 x 350 0,036

12 954 - 164 - - - Ø 13 x 470 0,053

12 955 - 164 1 90 x 70 x 40 0,09 - -

13 005 4103810130052 212 1 820 x 155 x 115 2,1 - -

13 009 4103810130090 212 1 625 x 100 x 75 0,8 - -

13 009 950 4103810420573 213 1 760 x 135 x 90 0,58 - -

13 009 954 4103810429156 212 1 625 x 100 x 75 0,8 - -

13 009 956 4103810429163 212 1 625 x 100 x 75 0,8 - -

13 010 4103810130106 213 1 1100 x 85 x 85 1,6 - -

13 012 4103810130120 214 1 800 x 90 x 90 1,9 - -

13 012 952 4103810459170 214 1 800 x 90 x 90 2,6 - -

13 012 954 4103810421020 214 1 800 x 90 x 90 1,8 - -

13 013 - 215 1 590 x 100 x 100 2,3 - -

13 015 4103810130151 215 1 1100 x 85 x 85 1,8 - -

13 016 4103810130168 215 1 1100 x 85 x 85 2,2 - -

13 017 4103810130175 215 1 1100 x 85 x 85 2,1 - -

13 020 4103810130205 216 1 590 x 100 x 90 1,1 - -

13 028 4103810130281 216 1 590 x 100 x 90 1,15 - -
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13 030 4103810130304 216 1 590 x 100 x 90 1,4 - -

13 040 4103810130403 217 1 820 x 155 x 115 2,7 - -

13 041 4103810130410 217 1 820 x 155 x 115 3,1 - -

13 042 4103810130427 217 1 820 x 155 x 115 2,8 - -

13 049 4103810130496 218 1 820 x 155 x 115 3,4 - -

13 055 4103810130557 222 5 1100 x 170 x 170 26,7 980 x 200 x 130 5,2

13 056 4103810130564 223 1 980 x 380 x 240 6,6 - -

13 070 - 235 1 - - 500 x 400 x 30 0,7

13 075 4103810130755 236 1 390 x 360 x 150 1,6 - -

13 080 - 234 - - - Ø 66 x 36 0,16

13 088 - 236 1 - - 80 x 35 x 60 0,02

13 088 950 - 236 1 - - 80 x 60 x 60 0,05

13 089 - 236 - - - 200 x 50 x 30 0,07

13 090 - 236 1 - - 70 x 38 x 80 0,2

13 091 - 235 - - - Ø 30 x 480 1,02

13 092 - 235 - - - Ø 23 x 550 1,01

13 096 - 236 - - - 260 x 120 x 25 0,23

13 099 - 236 - - - 55 x 40 x 20 0,14

13 253 - 235 1 - - 310 x 150 x 170 5

13 253 950 - 226 1 - - 1600 x 150 x 170 8

13 256 - 225 1 - - 310 x 190 x 190 6

13 256 950 - 226 1 - - 1600 x 190 x 190 10

13 259 - 225 1 - - 380 x 200 x 200 8

13 259 950 - 226 1 - - 1600 x 200 x 200 12,5

13 262 - 225 1 - - 380 x 240 x 240 11,2

13 262 950 - 226 1 - - 1700 x 240 x 240 12,5

13 268 - 225 1 - - 600 x 300 x 300 15,5

13 268 950 - 227 1 - - 1700 x 300 x 300 22,5

15 000 - 190 100 90 x 70 x 40 0,284 Ø 7 x 15 0,003

15 003 - 193 100 90 x 70 x 40 0,4 Ø 9 x 15 0,004

15 004 - 193 100 90 x 70 x 40 0,5 Ø 10 x 15 0,005

15 005 - 193 100 90 x 70 x 40 0,575 Ø 12 x 15 0,007

15 007 - 190 100 90 x 70 x 40 0,315 Ø 7 x 15 0,003

15 007 001 - 190 100 90 x 70 x 40 0,41 Ø 7 x 29 0,004

15 009 - 190 100 90 x 70 x 40 0,41 Ø 9 x 15 0,004

15 010 - 190 100 90 x 70 x 40 0,405 Ø 9 x 15 0,004

15 013 - 190 100 90 x 70 x 40 0,61 Ø 11 x 15 0,006

15 014 - 190 100 90 x 70 x 40 0,61 Ø 11 x 15 0,006

15 015 - 190 100 90 x 70 x 40 0,61 Ø 11 x 15 0,006

15 017 004 - 190 100 90 x 70 x 85 1,13 Ø 14 x 18 0,011

15 018 098 - 190 100 90 x 70 x 85 1,13 Ø 14 x 18 0,011

15 021 003 - 190 100 90 x 70 x 85 1,13 Ø 14 x 18 0,011

15 025 - 191 100 90 x 70 x 40 0,315 Ø 7 x 15 0,003

15 026 - 191 100 90 x 70 x 40 0,61 Ø 11 x 15 0,006

15 026 007 - 191 100 90 x 70 x 40 0,61 Ø 11 x 15 0,006

15 027 005 - 191 100 90 x 70 x 85 1,015 Ø 14 x 18 0,01

15 037 - 191 100 90 x 70 x 40 0,61 Ø 11 x 15 0,006

15 038 - 191 100 90 x 70 x 85 1,015 Ø 14 x 15 0,01

15 039 004 - 191 100 160 x 100 x 65 1,92 Ø 17 x 19 0,019

15 062 - 191 100 90 x 70 x 40 0,315 Ø 7 x 15 0,003

15 067 - 191 100 90 x 70 x 40 0,61 Ø 11 x 15 0,006

15 069 - 191 100 90 x 70 x 40 0,61 Ø 9 x 15 0,006

15 071 - 192 100 90 x 70 x 40 0,315 Ø 7 x 15 0,003

15 072 - 192 100 90 x 70 x 40 0,41 Ø 9 x 15 0,004
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15 073 - 192 100 90 x 70 x 40 0,61 Ø 11 x 15 0,006

15 100 - 195 100 90 x 70 x 85 0,95 20 x 15 x 9 0,01

15 100 140 - 193 100 90 x 70 x 40 0,65 23 x 17 x 9 0,007

15 103 - 197 100 90 x 70 x 40 0,68 20 x 15 x 9 0,007

15 104 - 197 100 90 x 70 x 85 0,98 20 x 15 x 9 0,01

15 105 - 197 100 90 x 70 x 85 1,15 20 x 15 x 9 0,012

15 107 - 195 100 90 x 70 x 40 0,95 20 x 15 x 9 0,01

15 107 140 - 193 100 90 x 70 x 40 0,65 23 x 17 x 9 0,007

15 108 004 - 193 100 90 x 70 x 85 0,82 25 x 17 x 10 0,009

15 109 - 195 100 90 x 70 x 40 0,95 20 x 15 x 9 0,01

15 109 140 - 193 100 90 x 70 x 40 0,82 25 x 17 x 9 0,009

15 110 - 195 100 90 x 70 x 85 0,95 20 x 15 x 9 0,01

15 110 140 - 194 100 90 x 70 x 40 0,82 23 x 17 x 9 0,008

15 113 - 196 100 90 x 70 x 85 0,95 20 x 15 x 11 0,012

15 113 140 - 194 100 90 x 70 x 85 1,26 25 x 17 x 11 0,012

15 115 - 196 100 90 x 70 x 85 1,15 20 x 15 x 11 0,012

15 115 140 - 194 100 90 x 70 x 85 1,26 25 x 17 x 11 0,012

15 117 004 - 194 100 160 x 100 x 65 1,9 29 x 20 x 14 0,019

15 118 - 194 100 160 x 100 x 65 1,9 29 x 20 x 14 0,019

15 137 - 196 100 90 x 70 x 85 1,25 20 x 15 x 11 0,013

15 137 140 - 194 100 90 x 70 x 85 1,26 25 x 17 x 11 0,012

15 138 - 194 50 90 x 70 x 40 0,81 25 x 20 x 14 0,016

15 139 004 - 194 100 160 x 100 x 65 2,8 25 x 23 x 17 0,028

15 162 - 196 100 90 x 70 x 40 0,75 20 x 15 x 9 0,008

15 162 140 - 195 100 90 x 70 x 40 0,68 23 x 17 x 9 0,007

15 171 003 - 195 100 90 x 70 x 40 0,68 20 x 15 x 9 0,007

15 172 - 195 100 90 x 70 x 85 0,98 18 x 19 x 9 0,01

15 173 - 195 100 90 x 70 x 85 0,95 20 x 15 x 11 0,01

15 200 - 198 50 90 x 70 x 40 0,48 18 x 18 x 9 0,01

15 200 140 - 197 50 90 x 70 x 40 0,68 19 x 17 x 9 0,007

15 204 - 200 50 90 x 70 x 40 0,48 18 x 19 x 9 0,01

15 207 - 198 100 90 x 70 x 85 0,96 18 x 18 x 9 0,01

15 207 140 - 197 100 90 x 70 x 40 0,68 19 x 17 x 9 0,007

15 209 - 199 100 90 x 70 x 85 1,12 18 x 18 x 9 0,012

15 209 140 - 197 100 90 x 70 x 40 0,68 19 x 17 x 9 0,007

15 210 - 199 100 90 x 70 x 85 1,12 18 x 18 x 9 0,012

15 210 140 - 197 100 90 x 70 x 40 0,68 19 x 17 x 9 0,007

15 213 - 199 100 90 x 70 x 85 1,45 18 x 21 x 11 0,015

15 213 140 - 197 100 90 x 70 x 85 1,25 20 x 19 x 11 0,013

15 215 - 199 100 90 x 70 x 85 1,45 18 x 21 x 11 0,015

15 215 140 - 197 100 160 x 100 x 65 1,9 20 x 19 x 11 0,019

15 217 - 197 100 160 x 100 x 65 1,85 24 x 21 x 14 0,019

15 218 - 198 100 160 x 100 x 65 2,15 20 x 16 x 14 0,022

15 237 - 199 100 90 x 70 x 85 1,45 18 x 21 x 11 0,015

15 237 140 - 198 100 90 x 70 x 85 1,15 20 x 19 x 11 0,012

15 238 - 198 50 90 x 70 x 85 1,1 21 x 24 x 14 0,022

15 262 - 196 100 90 x 70 x 85 0,96 18 x 21 x 9 0,01

15 262 140 - 198 100 90 x 70 x 40 0,68 19 x 17 x 9 0,007

15 271 003 - 198 100 90 x 70 x 85 0,98 18 x 19 x 9 0,01

15 272 - 198 100 90 x 70 x 85 0,98 18 x 19 x 9 0,01

15 273 - 198 100 160 x 100 x 65 1,45 18 x 21 x 11 0,015

15 307 - 200 100 90 x 70 x 40 0,28 Ø 7 x 14 0,003

15 309 - 200 100 90 x 70 x 40 0,45 Ø 9 x 14 0,005

15 310 - 200 100 90 x 70 x 40 0,45 Ø 9 x 14 0,005
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15 313 - 201 100 90 x 70 x 40 0,45 Ø 11 x 14 0,005

15 603 - 202 100 90 x 70 x 40 0,18 Ø 8 x 8 0,002

15 604 - 202 100 90 x 70 x 40 0,25 Ø 10 x 9 0,003

15 607 - 201 100 90 x 70 x 40 0,18 Ø 7 x 9 0,002

15 609 - 201 100 90 x 70 x 40 0,32 Ø 9 x 9 0,003

15 610 - 201 100 90 x 70 x 40 0,25 Ø 9 x 9 0,003

15 613 - 201 100 90 x 70 x 40 0,45 Ø 11 x 9 0,005

15 615 - 201 100 90 x 70 x 40 0,45 Ø 11 x 9 0,005

15 637 - 201 100 90 x 70 x 40 0,45 Ø 10 x10 0,005

15 638 - 201 100 90 x 70 x 40 1,15 Ø 14 x 11 0,01

15 907 - 192 100 90 x 70 x 40 0,28 Ø 7 x 15 0,003

15 909 - 192 100 90 x 70 x 40 0,5 Ø 9 x 15 0,005

15 913 - 192 100 90 x 70 x 40 0,62 Ø 11 x 15 0,006

15 926 - 192 100 90 x 70 x 40 0,62 Ø 11 x 15 0,006

15 937 - 192 100 90 x 70 x 40 0,62 Ø 11 x 15 0,006

15 938 - 192 100 90 x 70 x 85 1 Ø 14 x 15 0,01

15 940 - 196 - - - 20 x 15 x 9 0,01

15 941 - 196 - - - 20 x 15 x 9 0,01

15 943 - 196 - - - 20 x 15 x 11 0,012

15 947 - 196 - - - 20 x 15 x 11 0,013

15 949 - 196 - - - 20 x 15 x 9 0,008

15 967 - 199 - - - 18 x 18 x 9 0,01

15 968 - 199 - - - 18 x 18 x 9 0,012

15 973 - 199 - - - 18 x 21 x 11 0,015

15 976 - 200 - - - 18 x 21 x 11 0,015

15 977 - 200 - - - 18 x 21 x 9 0,01

16 090 4103810160905 204 1 215 x 135 x 40 1,038 - -

16 092 4103810160929 205 1 175 x 120 x 35 0,56 - -

16 099 4103810160998 205 1 300 x 245 x 55 2,95 - -

16 100 - 207 1 - - 68 x 45 x 15 0,043

16 102 - 207 1 - - 85 x 51 x 18 0,072

16 400 4103810164002 207 10 160 x 100 x 65 0,35 135 x 70 x 7 0,031

16 402 4103810164026 207 10 160 x 100 x 65 0,51 135 x 70 x 10 0,043

16 403 4103810164033 207 10 160 x 100 x 65 0,45 135 x 70 x 10 0,042

16 404 4103810164040 207 10 160 x 100 x 65 0,45 135 x 70 x 10 0,042

16 405 4103810164057 208 10 160 x 100 x 65 0,59 135 x 70 x 12 0,057

16 409 4103810164095 208 10 160 x 100 x 65 0,59 135 x 70 x 12 0,057

16 430 4103810164309 208 10 160 x 100 x 65 0,37 135 x 70 x 10 0,035

16 432 4103810164323 208 10 160 x 100 x 65 0,39 135 x 70 x 10 0,037

16 433 4103810164330 208 10 160 x 100 x 65 0,39 135 x 70 x 10 0,037

16 434 4103810164347 208 10 160 x 100 x 65 0,62 135 x 70 x 12 0,06

16 435 4103810164354 208 10 160 x 100 x 65 0,62 135 x 70 x 12 0,06

16 439 4103810164392 209 10 160 x 100 x 65 0,62 135 x 70 x 12 0,06

16 460 4103810164606 209 10 160 x 100 x 65 0,37 135 x 70 x 10 0,035

16 462 4103810164620 209 10 160 x 100 x 65 0,37 135 x 70 x 10 0,037

16 463 4103810164637 209 10 160 x 100 x 65 0,37 135 x 70 x 10 0,037

16 464 4103810164644 209 10 160 x 100 x 65 0,62 135 x 70 x 12 0,06

16 465 4103810164651 209 10 160 x 100 x 65 0,62 135 x 70 x 12 0,06

16 469 4103810164699 209 10 160 x 100 x 65 0,62 135 x 70 x 12 0,06

17 000 - 185 - - - 800 x 35 x 35 0,16

17 003 - 168 - - - Ø 20 x 1500 0,37

17 003 001 - 169 - - - Ø 20 x 2000 0,49

17 003 002 - 169 - - - Ø 20 x 3000 0,735

17 004 - 185 - - - 200 x 350 x 1000 3,94

u



Article no. EAN- Page PU Dimensionen PU Weight PU Dimensionen Weight
Code Packing kgm Article Article

kgm

Article Numbers/Dimensions/Weights

286

17 008         - 185 - - - 550 x 500 x 1000 9,3

17 008 950 - 232 - - - 570 x 530 x 200 7,8

17 009 - 232 - - - 870 x 610 x 1000 35

17 009 390   - 233 - - - 700 x 800 x 1113 15,1

17 009 950   - 233 - - - 760 x 750 x 1070 13,2

17 012 - 183 1 670 x 420 x 100 4,8 - -

17 012 950 - 183 1 670 x 420 x 100 4,8 - -

17 014 - 183 1 800 x 420 x 100 6,3 - -

17 014 950 - 184 1 800 x 420 x 100 6,4 - -

17 014 954 - 184 1 800 x 420 x 100 6,4 - -

17 016 - 222 1 600 x 100 x 90 2 - -

17 018 - 221 1 670 x 420 x 100 4,3 - -

17 018 010 - 221 1 670 x 420 x 100 4,4 - -

17 019 - 224 1 675 x 420 x 100 3,2 - -

17 019 950 - 224 1 675 x 420 x 100 3,1 - -

17 020 4103810170201 152 1 320 x 130 x 57 1,3 - -

17 020 125 4103810429118 153 1 320 x 130 x 57 1,3 - -

17 021 - 185 - - - 560 x 515 x 175 6,2

17 023 4103810170232 154 1 375 x 320 x 65 2,95 - -

17 023 125 4103810429125 155 1 375 x 320 x 65 2,95 - -

17 024 - 219 1 800 x 480 x 100 3,6 - -

17 024 950 - 220 1 800 x 480 x 300 10,1 - -

17 026 - 218 1 820 x 155 x 115 2,1 - -

17 028 - 218 1 820 x 480 x 300 8,6 - -

17 034 - 182 1 670 x 420 x 100 4,3 - -

17 036 - 182 1 670 x 420 x 100 4,4 - -

17 037 - 183 1 670 x 420 x 100 4,9 - -

17 038 - 184 1 800 x 420 x 100 7,3 - -

17 044 - 184 - - - Ø 22 x 39 0,039

17 045 - 185 - - - 215 x 80 x 22 0,12

17 095 - 233 - 380 x 125 x 70 2,7 - -

17 171 - 187 - - - Ø 280 x 55 0,85

17 172 - 187 - - - Ø 310 x 55 1,25

17 176 - 187 - - - Ø 365 x 65 1,38

17 184 - 187 - - - Ø 430 x 88 1,43

17 194 - 187 - - - Ø 415 x 80 1,37

17 195 - 186 - - - Ø 220 x 30 0,65

17 196 - 233 - - - 340 x 210 x 55 0,56

17 197 - 186 - - - 250 x 210 x 55 0,55

17 198 - 187 - - - Ø 480 x 80 1,663

17 199 - 186 - - - 350 x 300 x 55 0,6

17 230 - 186 - - - Ø 245 x 30 0,8

17 265 - 186 - - - Ø 275 x 30 1,07

17 275 - 186 - - - Ø 295 x 30 1,08

17 285 - 186 - - - Ø 290 x 30 1,34

17 300 - 186 - - - Ø 315 x 30 1,27

17 320 - 186 - - - Ø 340 x 30 1,64

17 325 - 186 - - - Ø 365 x 30 1,36

17 350 - 186 - - - Ø 360 x 30 1,82

17 380 - 186 - - - Ø 390 x 30 2

17 400 - 186 - - - Ø 410 x 30 2,03

17 505 - 187 1 480 x 240 x 270 4,3 - -

17 505 390 - 187 1 480 x 240 x 270 4,3 - -

17 600 - 169 1 320 x 150 x 40 0,6 - -
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17 601 - 168 - - - Ø 26 x 60 0,092

17 605 - 166 1 670 x 420 x 100 4,1 - -

17 610 - 166 1 670 x 420 x 100 4,9 - -

17 615 - 167 1 670 x 420 x 100 5,3 - -

17 617 - 167 1 670 x 420 x 100 5,5 - -

17 618 - 167 1 670 x 420 x 100 5,5 - -

17 620 - 167 1 670 x 420 x 100 5,5 - -

17 625 - 167 1 800 x 480 x 100 6,7 - -

17 632 - 167 1 800 x 480 x 100 6,8 - -

17 660 - 168 1 800 x 480 x 100 7,8 - -

17 693 - 170 1 670 x 420 x 100 5,4 - -

17 693 698 - 171 1 670 x 420 x 100 4,9 - -

17 694 170 1 670 x 420 x 100 5,8 - -

17 694 950 - 171 1 670 x 420 x 100 5,8 - -

17 781 - 175 2 500 x 190 x 560 10,3 480 x 160 x 600 4,8

17 783 - 175 2 530 x 230 x 560 11,2 480 x 200 x 600 5,2

17 785 - 175 2 570 x 250 x 560 15,3 500 x 260 x 600 6,9

17 786 - 176 2 500 x 190 x 560 10,3 480 x 160 x 600 4,8

17 788 - 176 2 530 x 230 x 560 12,1 480 x 200 x 600 5,5

17 790 - 172 2 600 x 500 x 270 15,5 500 x 260 x 600 7,1

17 791 - 176 2 570 x 250 x 560 14,2 500 x 260 x 600 6,5

17 792 - 173 2 600 x 500 x 270 15 500 x 260 x 600 7,1

17 793 - 177 1 380 x 360 x 700 11,9 - -

17 794 - 174 1 900 x 400 x 400 11,2 - -

17 796 - 174 1 850 x 400 x 400 9,8 - -

17 805 - 178 1 670 x 420 x 100 3,8 - -

17 810 - 179 1 670 x 420 x 100 3,9 - -

17 815 - 179 1 670 x 420 x 100 4,3 - -

17 815 653 - 179 1 670 x 420 x 100 5,6 - -

17 817 - 179 1 670 x 420 x 100 4,5 - -

17 818 - 181 1 670 x 420 x 100 4,8 - -

17 820 - 179 1 670 x 420 x 100 4,8 - -

17 825 - 180 1 670 x 420 x 100 5,4 - -

17 825 950 - 181 1 670 x 420 x 100 5,2 - -

17 850 - 180 1 670 x 420 x 100 6,5 - -

18 016 - 150 - - - Ø 17 x 24 0,023

18 017 - 150 - - - Ø 17 x 24 0,022

18 066 4103810180668 95 1 530 x 170 x 75 2,45 - -

18 066 125 4103810429064 95 1 530 x 170 x 75 2,45 - -

18 071 4103810180712 129 1 380 x 190 x 70 1,85 - -

18 072 4103810180729 129 1 400 x 170 x 75 2,1 - -

18 073 4103810180736 133 1 400 x 170 x 75 2,1 - -

18 074 4103810180743 131 1 400x 170 x 75 2,55 - -

18 077 4103810180774 133 1 400 x 170 x 75 2,2 - -

18 080 - 150 - - - Ø 13 x 33 0,021

18 080 950 - 150 - - - Ø 13 x 65 0,044

18 085 - 252 - - - Ø 18 x 35 0,033

19 519 - 235 - - - Ø 85 x 45 0,171

19 526 - 234 - - - 80 x 65 x 37 0,162

19 529 - 235 - - - 105 x 85 x 45 0,26

19 768 - 30 1 400 x 400 x 900 15,6 - -

21 030 4007228825008 61 4 420 x 320 x 480 3,8 310 x 140 x 320 0,82

21 035 - 62 - - - 360 x 160 x 400 0,52

21 036 - 62 - - - 320 x 130 x 340 0,46
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21 037 - 62 - - - 390 x 160 x 440 0,815

21 038 - 62 - - - 410 x 230 x 480 1,25

21 039 - 62 - - - 220 x 100 x 320 0,3

21 040 - 62 - - - 280 x 130 x 360 0,5

21 041 - 62 - - - 350 x 160 x 440 0,62

21 050 - 59 6 750 x 230 x 280 10,8 220 x 125 x 280 1,7

21 055 - 59 4 670 x 290 x 400 15 280 x 125 x 400 2,9

21 057 - 61 - - - 320 x 170 x 190 0,5

21 059 - 61 - - - 320 x 170 x 300 0,7

21 060 950 - 59 4 670 x 360 x 480 18,3 360 x 160 x 480 4,4

21 061 - 61 - - - 350 x 240 x 370 1,2

21 070 4103810210709 60 - 120 x 65 x 290 0,45 120 x 65 x 290 0,45

21 080 4103810210808 60 1 70 x 60 x 300 0,26 70 x 60 x 300 0,26

21 090 - 62 - - - 650 x 200 x 320 0,6

21 305 4007228702293 61 12 800 x 600 x 270 8,7 260 x 140 x 240 0,66

21 310 4007228700701 61 5 780 x 330 x 350 5,5 320 x 140 x 340 1,05

21 310 944 4007228704792 61 5 780 x 330 x 350 4,2 320 x 140 x 340 0,75

24 110 4103810241109 81 - - - 360 x 360 x 100 0,26

24 114 4103810241147 81 - - - 450 x 400 x 150 1,09

30 027 4103810300271 82 1 360 x 360 x 150 0,66 - -

30 029 4103810300295 82 1 360 x 360 x 100 0,41 - -

30 801 4103810308017 82 - - - 375 x 320 x 60 0,67

30 803 4103810308031 82 - - - 380 x 195 x 150 0,08

30 805 4103810308055 82 - - - 380 x 260 x 220 1,3

30 807 4103810308079 82 - - - 480 x 260 x 240 1,55

30 809 4103810308093 82 - - - 575 x 260 x 260 3

33 101 - 240 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 102 - 241 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 103 - 242 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 104 - 243 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 106 - 244 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 109 - 245 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 111 - 246 20 360 x 300 x105 6,7 Ø 70 x 110 0,32

33 114 - 247 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 118 - 248 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 119 - 249 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 121 - 240 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 122 - 241 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 123 - 242 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 124 - 243 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 126 - 244 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 129 - 245 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 131 - 246 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 134 - 247 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 138 - 248 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 139 - 249 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 141 - 240 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 142 - 241 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 143 - 242 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 144 - 243 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 146 - 244 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 149 - 245 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 151 - 246 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 154 - 247 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32
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33 158 - 248 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 159 - 249 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 161 - 240 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 162 - 241 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 163 - 242 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 164 - 243 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 166 - 244 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 169 - 245 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 171 - 246 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 174 - 247 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 178 - 248 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

33 179 - 249 20 360 x 300 x 105 6,7 Ø 70 x 110 0,32

55 807 - 203 100 90 x 70 x 85 1,34 Ø 15 x 16 0,013

55 809 - 203 100 90 x 70 x 85 1,34 Ø 15 x 16 0,013

55 810 - 203 100 90 x 70 x 85 1,34 Ø 15 x 16 0,013

55 813 - 203 50 90 x 70 x 85 0,68 Ø 15 x 16 0,013

55 815 - 203 50 90 x 70 x 85 0,76 Ø 15 x 16 0,015

55 837 - 203 50 90 x 70 x 85 0,76 Ø 15 x 16 0,015

55 838 - 203 50 90 x 70 x 85 0,92 Ø 15 x 16 0,018

57 523 - 204 50 160 x 100 x 65 3,1 Ø 22 x 32 0,062

57 538 - 204 50 160 x 100 x 65 1,75 Ø 22 x 22 0,034

57 539 - 204 50 160 x 100 x 65 1,42 Ø 22 x 22 0,028

57 807 - 202 100 160 x 100 x 65 1,5 Ø 17 x 18 0,016

57 809 - 202 100 160 x 100 x 65 1,5 Ø 17 x 18 0,016

57 810 - 202 100 160 x 100 x 65 1,5 Ø 17 x 18 0,016

57 813 - 202 50 90 x 70 x 85 0,8 Ø 17 x 18 0,016

57 815 - 202 50 90 x 70 x 85 0,8 Ø 17 x 18 0,016

57 817 - 202 50 90 x 70 x 85 0,8 Ø 17 x 18 0,016

57 837 - 203 50 90 x 70 x 85 0,8 Ø 17 x 18 0,016

57 838 - 203 50 90 x 70 x 85 0,91 Ø 17 x 18 0,019

60 137 - 254 - - - Ø 17 x 33 0,016

60 238 - 254 - - - Ø 23 x 43 0,03

60 338 - 254 - - - Ø 31 x 45 0,041

60 438 - 254 - - - Ø 37 x 47 0,055

60 538 - 254 - - - Ø 49 x 53 0,084

60 638 - 255 - - - Ø 57 x 55 0,115

60 739 - 255 - - - Ø 66 x 62 0,17

63 731 - 251 - - - Ø 22 x 16 0,029

63 732 - 251 - - - Ø 17 x 26 0,024

63 735 - 251 - - - Ø 19 x 30 0,04

63 736 - 250 - - - Ø 17 x 20 0,017

63 737 - 250 - - - Ø 17 x 20 0,017

63 738 - 250 - - - Ø 17 x 22 0,018

63 739 - 250 - - - Ø 18 x 18 0,016

63 740 - 250 - - - Ø 17 x 22 0,02

63 741 - 250 - - - Ø 17 x 22 0,022

63 743 - 250 - - - Ø 19 x 22 0,03

63 745 - 250 - - - Ø 17 x 25 0,027

63 747 - 251 - - - Ø 19 x 22 0,035

63 750 - 252 - - - 47 x 21 x 21 0,035

63 763 - 253 - - - Ø 17 x 32 0,032

63 772 - 254 - - - Ø 17 x 22 0,021

63 773 - 253 - - - Ø 14 x 30 0,016

63 789 - 252 - - - Ø 17 x 25 0,021

u



Article no. EAN- Page PU Dimensionen PU Weight PU Dimensionen Weight
Code Packing kgm Article Article

kgm

Article Numbers/Dimensions/Weights

290

63 905 - 200 100 160 x 100 x 65 0,095 Ø 13 x 40 0,001

63 906 - 200 100 160 x 100 x 65 0,095 Ø 13 x 9 0,001

63 950 - 251 - - - 40 x 24 x 40 0,09

63 951 - 251 1 110 x 60 x 80 0,38 - -

63 952 - 251 1 110 x 60 x 80 0,39 - -

63 954 - 252 - - - Ø 17 x 31 0,036

63 955 - 252 - - - 55 x 30 x 50 0,046

63 956 - 253 - - - 70 x 23 x 87 0,033

63 957 - 253 - - - 70 x 30 x 70 0,017

63 958 - 253 - - - Ø 14 x 80 0,05

63 959 - 254 - - - Ø 14 x 120 0,075

73 005 4103810730054 83 - - - 255 x 185 x 50 1,27

73 077 4103810730771 83 - - - 220 x 135 x 40 0,325

73 080 4103810730801 83 - - - 220 x 135 x 40 0,38

73 089 4103810730894 84 - - - 270 x 215 x 40 0,57

75 038 - 258 - - - Ø 19 x 15 0,006

75 039 - 258 - - - Ø 24 x 16 0,008

75 040 - 258 - - - Ø 29 x 16 0,011

75 041 - 258 - - - Ø 34 x 20 0,019

75 042 - 258 - - - Ø 44 x 23 0,035

75 043 - 258 - - - Ø 54 x 33 0,047

75 044 - 258 - - - Ø 59 x 24 0,057

75 045 - 258 - - - Ø 70 x 20 0,088

80 203 - 253 - - - Ø 8 x 1000 0,022

87 055 - 252 - - - 32 x 17 x 32 0,035

87 430 - 253 - - - Ø 18 x 27 0,025

99 826 450 - 60 - - - 60 x 50 x 5 0,007

99 826 451 - 60 - - - 50 x 55 x 5 0,01

u
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AFRICA

Egypt
Union Engineering for Industrial
Instruments
6, Sheikh Mohamed Shalaby street
P.O. Box 1915
Alexandria - Egypt
tel. +203 47000-30
fax +203 47000-31
hdkoalex@link.net

Ethiopia
Ethiopian Scandinavien Trading A.S.
Bärnstensgatan 48 b
S - 25361 Helsingborg
tel. +46 4 2292124
fax +46 4 2292124

Morocco
Pierre et Denis Jacques Bineau
Boite Postale 154
F - 47005 Agen
tel. +33 553 669283
fax +33 553 663037
binfr@infonie.fr

South Africa
Hansa Agencies (Pty) Ltd.
417/19 Norvic House
93 De Korte Street, Braamfontein
ZA - 2000 Johannesburg
tel. +27 11 4033297
fax +27 11 3392669

Tunisia
Pierre et Denis Jacques Bineau
Boite Postale 154
F - 47005 Agen
tel. +33 553 669283
fax +33 553 663037
binfr@infonie.fr

AMERICA

Brazil
Malutelli Imp.Exp. & Handel GmbH
Ihmeplatz 1/53
30449 Hannover
tel. +49 511 45001193
fax +49 511 45001195
LydiaCarter@t-online.de

Chile
B.F.B. Representaciones Ferreteras S.A.
La Concepcion 81, Of. 808
Providencia - Santiago
tel. +56 2 2356693
fax +56 2 2359596
bfb@entelchile.net

Guatemala
Ferreteria Lewonski S.A.
Boulevard Liberacion 2-29
Zona 9, 01009
Guatemala Ciudad
tel. +502 3343521
fax +502 3326379
import@lewonski.com

Mexico
Gimbel Mexicana S.A. de C.V.
Prol. Moliere #46, esq. Andromaco, Col
Ampliacion Granada
Delg. Miguel Hidalgo, C.P. 11529
C.P. 11201 Mexico D.F.
tel. +52 5 5313100
fax +52 5 5313333
gimbel@gimbel.com.mx

Peru
Heuma S.A.
Calle 31 No. 162-164
Urb. Corpac San Isidro
Lima - PERU
tel. +51 1 4769290
fax +51 1 4764083
heuma@infonegocio.net.pe

Belize, Bolivia, Costa Rica,
Ecuador, El Salvador, 
Guyana, Honduras, Caribbean, 
Columbia, Cuba, Nicaragua, Panama, 
Paraguay, Surinam, Uruguay, Venezuela
various distributors

Cocaco Trading GmbH
Lempstraße 24
42859 Remscheid
tel. +49 2191 9115
fax +49 2191 911666
office@cocacotrade.de

Louis Delius GmbH & Co.
Parkallee 32
28209 Bremen
tel. +49 421 3462032
fax +49 421 3499368
ventas@louis-delius.com

Eweco-Export KG
L. Wienandt & Co.
Bendemannstraße 9
40210 Düsseldorf
tel. +49 211 169763-0
fax +49 211 169763-11
anne.cohaupt@eweco.de

Korff & Honsberg
Daniel-Schürmann-Str. 41
42853 Remscheid
tel. +49 2191 92520
fax +49 2191 925233
korberg@angelito.de

Albert Meissner Sohn GmbH
Friedrich-Engels-Allee 290
42285 Wuppertal
tel. +49 202 850012
fax +49 202 899196
meissner@wtal.de

ASIA

Bahrain, Jemen, Qatar, Kuwait,
Oman, Saudi Arabia
Vereinigte Arabische Emirate / V.A.E.
Kistenmacher E.G.& Co.
Sachsenfeld 3/5
20097 Hamburg
tel. +49 40 2369850
fax +49 40 23698510
info@kistenmacher.de

Hong Kong, Indonesia, China,
Malaysia, Philippines,
Singapore, South Korea, Taiwan
Hermann Jaeger GmbH
Bugdahnstr. 5
22767 Hamburg
tel. +49 40 3069270
fax +49 40 387523
tools@hunter-hamburg.de

Iran
Spannkraft Artur Rinke & Söhne
GmbH&Co.KG
Klausener Str. 159-163
42899 Remscheid
tel. +49 2191 95550
fax +49 2191 955555
SpannkraftKlausRinke@t-online.de

Israel
Heinr. Sahm u. Söhne GmbH & Co.KG
Burger Str. 26a
42859 Remscheid
tel. +49 2191 38225
fax +49 2191 32799
Sahm-Tools@t-online.de

Japan
Kiichi Tools Co., Ltd.
8-14, 3-chome, Itachibori
Nishi-ku
Osaka - Japan
tel. +81 6 65433932
fax +81 6 65328611
hirotee@ibm.net

Lebanon
Edward Sabbagh
Asfar Building
Al-Arz Street
Beirut - Libanon
tel. +961 1 563300
fax +961 1 563717
edsabbag@dm.net.lb

Pakistan
M.S. Mansoor
14 Musa Market, Shahrah-E-Liaquat
P.O. Box 6726
Karachi - Pakistan
tel. +92 21 2425060
fax +92 21 2425060
shoaib-5@cyber.net.pk

Syria
Joseph & Elie Sanossian
Bustan Gul Ab Street
P.O. Box 6385
Aleppo - Syria
tel. +963 21 2215313
fax +963 21 2210765
Jesan@net.sy

Thailand
Behn Meyer Europe GmbH
Ballindamm 1-3
20030 Hamburg
tel. +49 40 30299246
fax +49 40 30299315
mutke@behnmeyer.de

AUSTRALIA AND 
NEW ZEALAND

Australia
Hordern & Company Pty. Ltd.
P.O. Box 350
Artarmon NSW 15700 - Australia
tel. +61 2 94186399
fax +61 2 94186176
shordern@hordernandco.com.au

New Zealand
Enterprise Tools
P.O. Box 51734
Pakuranga
Auckland - New Zealand
tel. +64 9 6360378
fax +64 9 6360162
john, enterprisetools@xtra.co.nz







Austria  *GE
ATP Kastner Ges.m.b.H.
Trientlgasse 24
A - 6020 Innsbruck
tel. +43 51 233120
fax +43 51 2331232
office@atp-kastner.at

Belgium  *A/D
Raoul Toussaint S.A.N.V.
Dooren, 105
B - 1785 Merchtem
tel. +32 52 381950
fax +32 52 374510
info@toussaint.be

Belgium  *GE
Metalced
Mechelsesteenweg 307
B - 2550 Kontich
tel. +32 34 577878
fax +32 34 570968
info@metalced.be

Bosnia-Herzegovina  *D/GE
Unitrade d.o.o.
Put za Metkovic bb
BIH - 88320 Ljubuski
tel. +387 39 833815
fax +387 39 832388
unitrade@unitrade.ba

Bulgaria  *A/D
Euromarket Industrial
Euromarket Buiness Center
51 Andrei Liaptchev blvd. Mlad
BG - 1797 Sofia
tel. +359 29 814005
fax +359 29 815924
euro_market@yahoo.com

Croatia  *A/D/GE
Crom d.o.o.
CMP Savica Sanci
Obrtnicka 2
HR - 10000 Zagreb
tel. +385 12 406246
fax +385 12 406000
info@crom.hr

Cyprus  *A
Andreas M. Miltiades & Co. Ltd.
P.O. Box 215 26
CY - 1510 Nicosia
tel. +357 2 2660821
fax +357 2 2660827
azouco@cytanet.com.cy

Czech Republic  *D
Somax Plus spol. s.r.o.
Nad Hradis tem 21
CZ - 30148 Plzen
tel. +420 377 828482
fax +420 377 828482
somax@iol.cz

Czech Republic  *GE
Robert Bosch odbytová sro
Pod Visnovkou 25/1661
CZ - 142 01 Praha 4 - Krc
tel. +420 261 300417
fax +420 261 300518
automobilova.diagnostica@cz.bosch.com

Danmark  *A
Rathlau Berg & Co.
Skyttestraede 34
DK - 2750 Ballerup
tel. +45 56 6333-96
fax +45 56 6333-94
info@rathlauberg.dk

Hungary  *D
Hondimpex Kft.
Kossuth l.u. 48-50
H - 8060 Mór
tel. +36 22 407852
fax +36 22 407852
honda@mail.alba.hu

Hungary  *GE
Siems & Klein Kft.
Gyöngyösi u. 89/a
H - 1131 Budapest
tel. +36 12 395242
fax +36 12 395860
office@siems-klein.hu

Greece  *A
Costas I. Kessissoglou
119, Gounari str.
GR - 16561 Glifada
tel. +30 210 96375-20
fax +30 210 96375-22
kessi@hol.gr

Malta  *D
Hardware Mechants Ltd.
Cannon Road
Quormi QRM 05
Malta
tel. +356 485215
fax +356 446532
jospit@hardwaremerchantsltd.com

Moldavia  *D/GE
OLMOSDON
31 August-Str. 105
MD-2012 Kishinev
tel. +373 2 244319
fax +373 2 535360
olmosdon@mdl.net

Netherlands  *A
Gert Hertgers
Boedelhofweg 28
NL - 7211 BS Eefde
tel. +31 575 516611
fax +31 575 547215
pressol@planet.nl

Norway  *A
Erik Ragnar Nessem Agenturer
Postbokx 33/Röa
N - 0701 Oslo 7
tel. +47 67 1088-84
fax +47 67 1088-85
erik@nessem.no

Poland  *D
P.TOPOLEWICZ A.GACKOWSKI
TOPEX sp.j.
ul. Pograniczna 2/4
PL - 02285 Warzawa
tel. +48 225 730300
fax +48 225 730400
office@topex.com.pl

Portugal  *A/D
Kristeller & Lichtenstein, Lda.
Avenida Almirante
Reis, 30-5, e6
P - 1105 018 Lisboa
tel. +351 21 8124141/2
fax +351 21 8124143
krili@netcabo.pt

Portugal  *GE
EUROARO-Equip. Ofc. Lda.
Rua Fernando Palha, 29-E
Poco Bispo
P - 1900 Lisboa
tel. +351 218 620700
fax +351 218 688329
euroaro@civipartes.pt

Romania  *A/D/GE
Novatech S.R.L.
Bd.Lascar Catargiu 24-26
Sc.A Ap.9, Sector 1
RO - Bucuresti
tel. +40 214 112690
fax +40 214 103568
office@novatech.ro

Slovakia  *D/GE
Homola s.r.o.
Autoservisna technika
Dlhe diely I/18
SK - 84104 Bratislava
tel. +421 243 4154-50
fax +421 243 4154-61
homola@homola.sk

Slovenia  *D
Merkur, d.d.
C. na Okroglo 7
SLO - 4202 Naklo
tel. +386 42 588-557
fax +386 42 588-423
jglic.franc@merkur.si

Spain  *D
BGM Tecnoelevacion, S.A.
Balmes 193
E - 08006 Barcelona 6 - Espana
tel. +34 93 2170990
fax +34 93 4154794
dpto.comercial@bgm.es

Spain  *D/GE
Power Press, s.l.
C./Teixidors, no. 6
E - 08788 Vilanova del Cami
tel. +34 93 8070-541
fax +34 93 8070-542
powerpress@filnet.es

Spain  *GE
Lomak, S.A.
Prolongacion C./San Roque, s/n
E - 46470 Albal (Valencia)
tel. +34 96 1260-100
fax +34 96 1260-581
lomak@lomak.es

Sweden  *A/D/GE
HAVAB Hans Ahlquist Verktyg AB
Box 88
S - 43900 Onsala
tel. +46 300 60550
fax +46 300 63405
info@havab.se

Sweden  *A/D
LUNA AB
S - 44180 Alingsas
tel. +46 322 606000
fax +46 322 606532
luna@luna.se

Switzerland  *A/D
e+h Services AG
Industriestrasse 14
CH - 4658 Daeniken
tel. +41 622 886-111
fax +41 622 886-106
info@eh-services.ch

Switzerland  *GE
KSU/A-Technik AG
Längernstrasse 11
CH - 5610 Wohlen
tel. +41 566 197722
fax +41 566 197733
info@ksu.ch

Turkey  *A
Universal Trading Export and 
Agencies Co., Ltd.
P.O. Box 297
TR - Istanbul (Sirkeci)
tel. +90 212 5220991
fax +90 212 5139718
henrirusso@turk.net

Turkey  *GE
Ekol Endüstri Ekipmanlari
Eski Üsküdar Yolu Cad.
G 37 Sok. No. 2/1, Icerenköy
TR - 81120 Istanbul
tel. +90 216 5742685
fax +90 216 5765313
yasartuna@ixir.com

Ukraine  *GE
Robert Bosch Ltd.
4, Glybochytska Str.
UA - 04050 Kiew 50
tel. +380 44 4902402
fax +380 44 4902483
vkhpr@ua.bosch.com

*A - Agencies
*D - Main Distributors
*GE - PRESSOL TEAM

Garage Equipment

Agencies/Main distributors in Europe *A / *D / *GE



90 965 A426

ADDRESS FOR ORDERS:

PRESSOL Schmiergeräte GmbH
Knebelstraße 1 - 3 • D - 90427 Nürnberg
Tel. +49 911 32441-0 • Fax +49 911 32441-53 
Info@de.pressol.com • www.pressol.com
ILN 41 03810 00000 3 • USt.-IdNr.: DE 133533558 

ADDRESS FOR FORWARDING, DELIVERIES AND SERVICE:

PRESSOL Schmiergeräte GmbH 
Parkstraße 7 • D - 93167 Falkenstein
Tel. +49 9462 17-0 • Fax +49 9462 17-208 
Info@de.pressol.com • www.pressol.com
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In the rowing-sport there is Passion, Team Spirit, Readiness to Perform and fun at
the competition an important characteristics for success – such characteristics, are
also of great importance within the enterprise for the common reaching of a goal.

The promotion of young talents is important to us, both within our enterprise and
outside. Only so continuity and success can become secured also in the future.

Therefore the PRESSOL Schmiergeräte GmbH supports the juniors of the rowing-
club Bodan e.V. in Überlingen at the Bodensee.

powered
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...that some man cannot 

make a little worse,

and sell a little more cheaply.

The person who buys

on price alone is this

man's lawful prey.“

John Ruskin (1819-1900)
essayist and reformer

“There is scarcely 
anything in the world… 

PLEASE FIND CONSTANTLY UPDATED PRODUCT DETAILS ON

www.pressol.com



PRESSOL CUSTOMER INFORMATION
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„…is one thing. 

The elimination of costs and risks to

be expected in the future, is some-

thing different. 

PRESSOL supplies components and

complete systems for your garage

offering competitive prices and 

highest technological performances.

PRESSOL supplies perspectives more

valuable than simple money.“

Cost consciousness and   
Cost reduction…
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In 1910 Mr. Jakob Preßl invented the very first

pump oiler. Little later he received a patent for

his invention issued by the Austro-Hungarian

Empire. In the year 2006 PRESSOL 

manufactured almost 85 million parts and 

pieces for more than 2300 original products.

It is the basis of our quality management to

find out the requirements of our customers and

their needs even if not precisely announced.

Optimized and claim-free products, this is

what we work for.

We invest the biggest part of our profits to

develop new products and to optimize as well

already existing product groups. The technical

know-how of our employees is our biggest

potential. Opposite to the general internatio-

nal trends we do manufacture 80 % of our

programme in our own plants.

We ship any standard order in between 48

hours after receipt of order. For big orders we

ask for some additional delivery time.

EXPERIENCE

QUALITY

INNOVATION

DELIVERY



PRESSOL CUSTOMER INFORMATION
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LIST OF GENERAL ABBREVIATIONS

Ø Diameter
1~AC 1 Phase alternate currency
3~AC 3 phase alternate currency
AC Alternate currency
B Size
bar measurement graduation for i.e. air or liquid pressures
BD Operating pressure
D Ceiling mounting
°C Degrees Celsius
dB (A) Decibel, A-loudness level

(based on absolutely noiseless situation)
DC Direct currency
DIN German Industy Norm
DH Double strokes
DL Compressed air
DN inner diameter of hoses or pipes
DW Double acting
ED Cyclic duration
EF Calibratable
EN European Norm
EZP Electrical gear pump
G Whitworth threads, cylindric ISO 228 (DIN 259)
GDA Encased, swivel joint situated outside
GDI Encased, swivel joint situated inside
H Coupler is designed to suit hydraulic grease nipples
IP Electric safety protection
kg Kilogram
KW Kilowatt hour
l Liter
LW Clearance
LxWxH Length x width x heigth in millimeters
M Metric thread, cylindric DIN 13
m Meter
mm Millimeter
mPa s Millipascal per second
my(µ) 10-6 Meter
ND Nominal pressure
NEF Not calibratable
NLGI Viscosity of greases class 000 - 3,

defined by the National Lubrificating Grease Institute, USA
NW Nominal width
O Open
PN Nominal pressure and/or working pressure
PNP Pneumatic pump
PTB Physical technical Federal Institution
Q Heat distribution medium oil
R Withworth tread, tapered, similar to DIN 3858, the connection is self-sealing
SAR Hose reel
1 SN High pressure hose, DIN 20 022 (EN 853), 

paragraph 3 meeting SAE 100 R 1 T with single wire braid reenforcement
2 SN High pressure hose, DIN 20 022 (EN 853), 

paragraph 4 meeting SAE 100 R 2 T with double wire braid reenforcement
SRL suction pipe length, following figures always in mm
SW Size on wrench
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TRBF German gouvernment regulation for inflammable liquids
TÜV German organisation for technical certification
TW Tank car
V Voltage
VA Voltampere
VbF German gouvernment regulation for inflammable liquids
WB Wall- and ceiling mounting
WHG German gouvernment regulation for environmental care
ZSA Central lubrication plant

LIST OF ABBREVIATIONS FOR MATERIALS

CSM Hypalon®
E–CTF Ethylene – Chlorine trifluorideethylene (Halar®)
EPDM Ethylene – Propylene
FEP Tetrafluoroethylene - Perfluoropropylene (Teflon®)
FKM Viton®
FPM Fluoro – Polymer (Viton®)
GG Gray cast iron casting
HDPE High Density Polyethylene
Hytrel® Hytrel® is a registered Trade Mark of the company DuPont
LDPE Low Density Polyethylene
NBR Perbunan®
PA Polyamide
PC Polycarbonate
PFA Perfluoralkoxy (Teflon® PFA)
PMP Polymethylenepentene (TPX®)
POM Acetal homopolymer
PP Polypropylene
PS Polystyrol
PSF Polysulfone
PTFE Polytetrafluorethylene (Teflon®)
PVC Polyvinyl Chloride
PVDF Polyvinylidenefluoride
SAN Styrol Acrylnitril
SI Silicone rubber

INTERNATIONAL WEIGHTS AND MEASURES

1 Inch (in.) ................................................................2,54 cm
1 foot (ft)    - 12 in. ................................................30,48 cm
1 yard (yd) -    3 in. ................................................91,44 cm
1 mile ..............................................................1,609344 km

1 square inch (sq.in.) ................................................6,45 cm2

1 square foot (sq.ft)   - 144 sq.in ............................9,280 dm2

1 square yard (sq.yd -     9 sq.ft. ..............................0,836  m2

1 acre ..................................................................0,4047 ha
1 square mile (sq.mile) ......................................2,589978 km2

U. K.                     U.S.A
1 pint ..........................................0,588 l..................0,473 l
1 quart (qt)   - 2 pints ..................1,136 l..................0,946 l
1 gallon (gal) - 4 qt ......................4,546 l..................3,785 l
1 barrel (bbl) - 31 1/2 gal ......................................119,200 l
1 barrel Erdöl -  42 gal............................................158,800 l

1 dram (dr) ..............................................................1,772 g
1 ounce (oz) - 16 dr ..............................................28,350 g
1 pound (lb) - 16 oz ............................................453,590 g
1 quarter (qr) ........................................................12,700 kg
1 hundredweight (cwt) - 4 gr ..................................50,802 kg
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Synopsis Pneumatic Pumps

We don’t guarantee 5 years of 
best performance for fun…



PNEUMATIC OIL AND DIESEL PUMP 1:1

Total length of pump

Maximum Diameter

Motor weight/total weight

Transmission ratio

Maximum air pressure

Minimum air pressure

Recommended air pressure

Stroke volume, motor

Stroke volume, pump

Stroke number at 8 bar (free outlet)

Pump performance at 8 bar (free outlet) 

Pump pressure at 8 bar compressed air

Air consumption at 8 bar compressed air

Feeding pipeline length

Maximum suction height

Airline connection

Connection,suction side

Connection,pressure side

Noise level on no load, acc. ISO 9614-2

Noise level under load, acc. ISO 9614-2

General application areas

Classical application areas

Viscosity of the fed medium

Classical fed medium

Test curve

Discharge time for 1 barrel

Painting/special features

Remarks

375 mm / 1215 mm
130 mm

4,3 kg / 6,8 kg
1 : 1

10 bar
2 bar
8 bar

220 cm3

220 cm3

240 /min

66 l/min

8 bar

450 l/min

Depends on each single machine
6 m, G 1" suction pipe

G 1/4" i
G 1" i
G 3/4" a
78db (A)   (2 m distance)
77db (A)   (2 m distance)

For feeding liquid, non-viscous, self-lubrication
media (Diesel, fuel oil, engine oil, from
original barrels or tanks)
As barrel pump (200 l barrel) wirth 900 mm
suction pipe, 4 m supply hose and tap gun

From oil to ISO VG 15 SAE 5
diesel and oil

Air pressure: 8 bar
Test medium: Diesel
Test medium temperature: 15 °C
Suction pipework: 1 m / G 1"
Pressure pipework: 0,2 m / G 3/4"

200 l diesel barrel in 3 minutes

Pantone 294c, blue satin

We recommend the use of an air maintenance

unit (20 218 950)

TECHNICAL DATA, PNEUMATIC OIL AND DIESEL PUMP 1:1
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Pump performance: l/min

Air consumption: l/min



Total length of pump

Maximum Diameter

Motor weight/total weight

Transmission ratio

Maximum air pressure

Minimum air pressure

Recommended air pressure

Stroke volume, motor

Stroke volume, pump

Stroke number at 8 bar (free outlet)

Pump performance at 8 bar (free outlet) 

Pump pressure at 8 bar compressed air

Air consumption at 8 bar compressed air

Feeding pipeline length

Maximum suction height

Airline connection

Connection, suction side

Connection, pressure side

Noise level on no load, acc. ISO 9614-2

Noise level under load, acc. ISO 9614-2

General application areas

Classical application areas

Viscosity of the fed medium

Classical fed medium

Test curve

Discharge time for 1 barrel

Painting/special features

Remarks

360 mm / 1200 mm
130 mm

3,8 kg / 5,2 kg
3 : 1

10 bar
2 bar
8 bar

220 cm3

70 cm3

260 /min

22 l/min

24 bar

470 l/min

Depends on each single machine
6 m, G 3/4" suction pipe

G 1/4" i
G 3/4" i
G 1/2" a

78 db (A) (2 m distance)
77 db (A) (2 m distance)

For feeding motor and hydraulic oil, from 
original barrels or tanks.

As pump for mounting on walls, with suction 
set, suction pipe for 200 l barrel, hose 
rewinder and manual flow counter

From oil to SAE 90
Motor and gear oil

Air pressure: 8 bar
Test medium: SAE 15 W 40
Test medium temperature: 15 °C
Suction pipework: 1 m / G 3/4"
Pressure pipework: 0,2 m / G 1/2" 

200 l oil barrel in 9 minutes

Pantone 294c, blue satin

We recommend the use of an air maintenance

unit (20 218 950)

TECHNICAL DATA, PNEUMATIC OIL AND DIESEL PUMP 3:1

PNEUMATIC OIL AND DIESEL PUMP 3:1

Synopsis Pneumatic Pumps

12

Pump performance: l/min

Air consumption: l/min
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Total length of pump

Maximum Diameter

Motor weight/total weight

Transmission ratio

Maximum air pressure

Minimum air pressure

Recommended air pressure

Stroke volume, motor

Stroke volume, pump

Stroke number at 8 bar (free outlet)

Pump performance at 8 bar (free outlet) 

Pump pressure at 8 bar compressed air

Air consumption at 8 bar compressed air

Feeding pipeline length

Maximum suction height

Airline connection

Connection, suction side

Connection, pressure side

Noise level on no load, acc. ISO 9614-2

Noise level under load, acc. ISO 9614-2

General application areas

Classical application areas

Viscosity of the fed medium

Classical fed medium

Test curve

Discharge time for 1 barrel

Painting/special features

Remarks

360 mm / 1200 mm
130 mm
4 kg / 5,4 kg

5 : 1
10 bar
2 bar
8 bar

220 cm3

70 cm3

270 /min

20 l/min

40 bar

470 l/min

Depends on each single machine
6 m, G 3/4" suction pipe

G 1/4" i
G 3/4" i
G 1/2" a

78 db (A) (2 m distance)
77 db (A) (2 m distance)

Double-acting pump for feeding motor, gear
and hydraulic oil, from original barrels or
tanks, specially for remote oil-supply

As pump for mounting on 1000 l tank with
lubricant, with connecting hose, hose rewinder
and manual flow counter

From oil to SAE 140
Motor and gear oil

Air pressure: 8 bar
Test medium: SAE 15  W 40
Test medium temperature: 15 °C
Suction pipework: 1 m / G 3/4"
Pressure pipework: 0,2 m / G 1/2"

200 l oil barrel in 14 minutes

Pantone 294c, blue satin

We recommend the use of an air maintenance

unit (20 218 950)

PNEUMATIC OIL PUMP 5:1 - DOUBLE ACTIVATING

TECHNICAL DATA, PNEUMATIC OIL PUMP 5:1 - DOUBLE ACTIVATING

Pump performance: l/min

Air consumption: l/min



Total length of pump

Maximum Diameter

Motor weight/total weight

Transmission ratio

Maximum air pressure

Minimum air pressure

Recommended air pressure

Stroke volume, motor

Stroke volume, pump

Stroke number at 8 bar (free outlet)

Pump performance at 8 bar (free outlet) 

Pump pressure at 8 bar compressed air

Air consumption at 8 bar compressed air

Feeding pipeline length

Maximum suction height

Airline connection

Connection, suction side

Connection, pressure side

Noise level on no load, acc. ISO 9614-2

Noise level under load, acc. ISO 9614-2

General application areas

Classical application areas

Viscosity of the fed medium

Classical fed medium

Test curve

Discharge time for 1 barrel

Special features

Painting/special features

Remarks

225 mm / 820 mm
130 mm

3,4 kg / 6,7 kg
50 : 1
10 bar
2 bar
8 bar

220 cm3

8 cm3

220 /min

1100 g/min

400 bar

400 l/min

Depends on each single machine
Pump unit on suction point

G 1/4" i
dia. 35 mm
G 1/4" a
78 db (A) (2 m distance)
77 db (A) (2 m distance)

For feeding lubrication greases and multo-
function greases from NLGI O to NLGI 2 from
original barrels, i.e. greases for central
lubrication devices
As pump for 50-kg barrel, with 4 m discharge
hose, Z-joint and grease gun, for mounting
on carrier wagon

Grease having consistency 2 acc. to NLGI
Lubrication greases

Air pressure: 8 bar
Test medium: Rinolit LZR2
Test medium temperature: 15 °C
Pressure pipework: 0,2 m /G 1/4"

50 l grease barrel in 50 minutes
Pump unit can be disassembled for cleaning

Pantone 294c, blue satin

We recommend the use of an air maintenance

unit (20 218 950)

TECHNICAL DATA, PNEUMATIC GREASE PUMP 50:1

PNEUMATIC GREASE PUMP 50:1

14

Synopsis Pneumatic Pumps

Pump performance: l/min

Air consumption: l/min
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Grease Supply Systems

Standard requirements
or individual solution - we lubricate 

in any case ...



Grease supply system, stationary

high-pressure grease hose, 2 m
(18 022)
to suit   5 kg container,

Ø 180 - 210 mm
to suit 20 kg container, 

Ø 270 - 310 mm
to suit 25 kg container, 

Ø 310 - 335 mm

high-pressure grease hose, 4 m
(18 024)
to suit   50 kg container, 

Ø 335 - 385 mm
to suit 200 kg container, 

Ø 540 -- 590 mm

high-pressure grease hose, 6 m
(18 026)
to suit   25 kg container, 

Ø 310 - 335 mm
to suit   50 kg container, 

Ø 335 - 385 mm
to suit 200 kg container, 

Ø 540 - 590 mm

Grease supply system, mobile

high-pressure grease hose, 2 m
(18 022) and trolley (17 004)
to suit 10 kg container, 

Ø 210 - 240 mm
to suit 15 kg container, 

Ø 240 - 270 mm
to suit 20 kg container, 

Ø 270 - 310 mm

high-pressure grease hose, 2 m
(18 022) and trolley (17 008)
to suit 25 kg container, 

Ø 310 - 335 mm

high-pressure grease hose, 4 m
(18 024) and trolley (17 008)
to suit 25 kg container, 

Ø 310 - 335 mm
to suit 50 kg container,

Ø 335 - 385 mm

16

Article no.

GREASE SUPPLY SYSTEMS, STATIONARY

Grease Supply Systems

Technical data

airline connector: to suit Rectus airline 
connector, type 26

NW: 7,2 mm
hydraulic coupler: to suit hydraulic 

grease nipples, 
DIN 71 412

Specification

• 50:1 pneumatic grease pump 
• high performance 
• dust cover, follower plate and 

adjustable stabilising-fixing bracket 
• high-pressure grease control gun

(18 104)
• 360 degree Z-swivel connector

(18 082)
• high-pressure grease hose
• pressure reduction valve 

(8 bar pre-set) 
• male quick release airline connector

(20 062)

Technical data

Airline connector: to suit Rectus airline 
connector, type 26

NW: 7,2 mm
hydraulic coupler: to suit hydraulic 

grease nipples, 
DIN 71 412 

Specification

• 50:1 pneumatic grease pump 
• high performance 
• dust cover, follower plate and 

adjustable stabilising-fixing bracket 
• high-pressure grease control gun

(18 104)
• 360 degree Z-swivel connector

(18 082)
• high-pressure grease hose
• pressure reduction valve 

(8 bar pre-set) 
• male quick release airline connector

(20 062)
• trolley

18 405 051

18 419 051

18 421 051

18 764 051

18 785 051

18 421 056

18 764 056

18 785 056

18 410 051

18 415 051

18 417 051

18 425 051

19 000 530

18 766 051

GREASE SUPPLY SYSTEMS, MOBILE

18 419 051

18 415 051

18 766 051
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Article no.

Technical data

airline connector: to suit Rectus airline
connector, type 26

NW: 7,2 mm
hydraulic coupler: to suit hydraulic 

grease nipples,
DIN 71 412 

Specification

• 50:1 pneumatic grease pump 
• high performance 
• dust cover, follower plate and 

adjustable stabilising-fixing bracket 
• high-pressure grease control gun

(18 104)
• 360 degree Z-swivel connector

(18 082)
• high-pressure grease hose or hose

reel (as article no. 18 788 051)
• pressure reduction valve 

(8 bar pre-set) 
• male quick release airline connector

(20 062)
• trolley

Technical data

airline connector: to suit Rectus airline 
connector, type 26

NW: 7,2 mm
hydraulic coupler: to suit Rectus 

connector, type 72

Specification

• 50:1 pneumatic grease pump 
• high performance 
• dust cover, follower plate and 

adjustable stabilising-fixing bracket 
• high-pressure grease control gun with

an universal female quick release 
connector (18 105)

• 360 degree Z-swivel connector
(18 082)

• high-pressure grease hose

Technical data

connection 1: G 1/4" female 
connection 2: to suit Rectus

connector, type 72
material: brass 

Grease supply system, mobile

high-pressure grease hose, 4 m (18 024)
and trolley (17 009)
to suit 200 kg container,

Ø 540 - 590 mm

high-pressure grease hose, 6 m (18 026)
and trolley (17 008)
to suit 25 kg container,

Ø 310 - 335 mm

high-pressure grease hose, 6 m (18 026)
and trolley (17 008)
to suit 50 kg container,

Ø 335 - 385 mm

high-pressure grease hose, 6 m (18 026)
and trolley (17 009)
to suit 200 kg container,

Ø 540 - 590 mm

hose reel, open, wall and floor mounting,
10 m (29 242) and trolley (17 009)
to suit 200 kg container, 

Ø 540 - 590 mm

Grease supply system, mobile, ZSA

high-pressure grease hose, 4 m (18 024)
and trolley (17 008)
to suit 50 kg container,

Ø 335 - 385 mm

high-pressure grease hose, 6 m (18 026)
and trolley (17 008)
to suit 50 kg container,

Ø 335 - 385 mm

• pressure reduction valve
(8 bar pre-set) 

• male quick release airline connector
(20 062)

• trolley (17 008)

Male quick release adapter,

G 1/4" female, type 72

Specification

• to connect to a centralized lubricating
system 

18 786 051

19 000 533

18 766 950

18 786 056

18 788 051

19 000 532

19 000 535

17 044

18 786 051

GREASE SUPPLY SYSTEMS, MOBILE, TO RECHARGE CENTRALIZED 
LUBRICATION SYSTEMS

19 000 532

ACCESSORY TO SUIT 19 000 532

17 044



Article no.

Grease Supply Systems
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Female quick release adapter,

type 72, G 1/4" female 

Male quick release adapter with 

angled discharge spout 

Rectus type 72

Grease supply system, mobile

high-pressure grease hose, 4 m
(18 024)
to suit 50/60 kg container, 

Ø 335 - 385 mm

high-pressure grease hose, 6 m
(18 026)
to suit 50/60 kg container,

Ø 335 - 385 mm

high-pressure grease hose, 2 m
(18 022)
to suit 20 kg container,

Ø 270 - 310 mm

• for use with smaller container please 
order follower plates according to 
the diameter of used container by 
separate 

• hose storage rack 
• oil drip tray 

Technical data

connection 1: female Rectus connector,
type 72 

connection 2: G 1/4" female 
material: brass 

Specification

• to connect to a centralized lubricating 
system 

Technical data

connection: to suit Rectus connector, 
type 72 

Specification

• male quick release adapter,
Rectus type 72 (17 044)

• to suit Rectus coupling (01 297)
• to suit centralized lubricating systems 

without standard filling connectors 

Technical data

metal cover height: 700 mm
diameter: 400 mm
airline connector: to suit Rectus airline

connector, type 26 
NW: 7,2 mm
hydraulic coupler: to suit hydraulic 

grease nipples, 
DIN 71 412 

lacquering: tank, RAL 7040 window 
grey satin 

Specification

• 50:1 pneumatic grease pump 
• high performance 
• follower plate 
• barrel cover, designed to be utilized 

with manufacturers grease container
and for protection of grease container

• high-pressure grease control gun
(18 104)

• 360 degree Z-swivel connector 
(18 082)

• high-pressure grease hose
• pressure reduction valve (8 bar pre-set)
• male quick release airline connector

(20 062)

01 297

17 045 

27 846

27 846 056

27 846 950

ACCESSORIES TO SUIT 19 000 532

GREASE SUPPLY SYSTEMS, MOBILE

01 297

17 045

27 846



Volume of                  Inner Ø            Length of Stabilising-
Container of Container        Suction Tube Follower Plate       fixing bracket Dust Cover          Pump Set

5 - 15 kg – 400 mm –     –    –    18 710 950

10 - 20 kg – 468 mm –     –    –    18 710 051

20 - 30 kg – 600 mm –     –    –    18 711 051

25 - 60 kg – 700 mm    –    –    –    18 713 051

200 kg – 1000 mm    –     –    –   18 716 051

5 kg 180 - 210 mm 400 mm 17 195  17 197  17 171  18 700 051

10 kg 210 - 240 mm 468 mm 17 230  17 197  17 171  18 720 051

15 kg 240 - 270 mm 468 mm 17 265  17 197  17 172  18 730 051

20/30 kg 270 - 310 mm 600 mm 17 300  17 197  17 176 18 740 051

25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194  18 750 051

50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198  18 760 051

200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 780 051

10 kg 210 - 240 mm 468 mm 17 230  17 197  17 171  18 410 051

15 kg 240 - 270 mm 468 mm 17 265  17 197  17 172  18 415 051

20 kg 270 - 310 mm 600 mm 17 300  17 197  17 176  18 417 051

25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194  18 425 051

25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194 19 000 530

25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194  19 000 533

50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198 18 766 051

50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198  18 766 950

200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 786 051

200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 786 056

200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 788 051

5 kg 180 - 210 mm 400 mm 17 195  17 197  17 171  18 405 051

20 kg 270 - 310 mm 600 mm 17 300  17 197  17 176  18 419 051

25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194  18 421 051

25 kg 310 - 335 mm 600 mm 17 320  17 199  17 194  18 421 056

50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198  18 764 051

50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198  18 764 056

200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 785 051

200 kg 540 - 590 mm 1000 mm 17 401  17 201  17 200  18 785 056 

50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198    19 000 532

50 kg 335 - 385 mm 700 mm 17 380  17 199  17 198    19 000 535

50/60 kg 335 - 385 mm 700 mm 17 380  –      –        27 846

50/60 kg 335 - 385 mm 700 mm 17 380  –      –        27 846 056

20 kg 270 - 360 mm 468 mm 17 300 –      –        27 846 950

Unit

Pneumatic Grease Pumps

50:1

Grease Supply Systems

Grease Supply Systems,

Mobile

Grease Supply Systems,

Stationary

Grease Supply Systems, 

Mobile, to Recharge Centrali-

zed Lubrication Systems

Grease Supply Systems,

Mobile

SYNOPSIS FOLLOWER PLATES, ADJUSTABLE STABILISING-FIXING BRACKETS, DUST COVERS

19
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Construction Kit For Grease Supply
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Air maintenance unit 20 218

Article no.

AIR MAINTENANCE UNIT

Technical data

connection 1: G 1/4" female
connection 2: G 1/4" female
max. operating 
pressure: 10 bar
regulating air 
pressure: 0,5 - 10 bar
normal flow rate:* 6.3 l/sec 
filter: 40 my
condensate volume: 0,017 l
operating temperature: 0 °C to +50 °C
casing material: zinc die casting 

* at a 10 bar airline pressure, 6 bar
operating pressure and Δp=1bar 

Specification

• pressure regulator with gauge, 
moisture separating filter and 
lubricator 

1

20 218



Construction Kit For Grease Supply
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Air maintenance unit, complete set

Male quick release adapter, G 1/4"
to suit Rectus connector, type 26

Adapter, G 1/4" male, G 1/4" male

Technical data

connection 1: G 1/4" male 
connection 2: to suit Rectus airline

connector, type 26
NW: 7,2 mm
max. operating
pressure: 10 bar
regulating air
pressure: 0,5 - 10 bar
normal flow rate:* 6.3 l/sec 
filter: 40 my
condensate volume: 0,017 l
operating temperature: 0 °C to +50 °C 
casing material: zinc die casting 

* at a 10 bar airline pressure, 6 bar 
operating pressure and Δp = 1 bar

Specification

• pressure regulator with gauge, moi-
sture separating filter and lubricator 

• male quick release coupler 
• G 1/4" male/male adapter 

Technical data

connection 1: G 1/4" male 
connection 2: to suit Rectus airline

connector, type 26
NW: 7,2 mm
opening of the spanner: 12 mm
material: brass 

Specification

• to be used for mounting of an air 
maintenance unit (20 218)

Technical data

connections: G 1/4" male, 60°
inside cone 

NW: 7,5 mm
opening of the 
spanner: 17 mm
operating pressure: - 0.95 to 15 bar
operating temperature: -10 °C to 70 °C
material: brass 

Specification

• to be used for mounting of an air 
maintenance unit (20 218)

• with an inside cone, acc. to 
DIN EN 560 

20 218 950

20 062

20 112

Article no.

20 218 950

ACCESSORIES FOR AIR SUPPLY

20 062

20 112

AIR MAINTENANCE UNIT
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Technical data

length of hose: 5 m
connection 1: female Rectus

quick release airline
connector, type 26 

connection 2: to suit male Rectus 
quick release 
airline connector,
type 26 

NW: 7,2 mm
dynamic operating 
pressure: 17 bar

Technical data

airline connection: G 1/4" female

Specification

• 50:1 pneumatic grease pump
• high performance
• suction tube
• dust cover, follower plate and 

adjustable stabilising-fixing bracket
• pressure reduction valve (8 bar

pre-set)

Specification

• two wheels 

Specification

• robust high quality trolley, easy to 
handle and quiet running 

• two wheels 
• rubber retaining strap (17 000)
• hose storage rack 

Coiled air hose, 5 m

Specification

• to connect the compressed airline to 
a compressed air tool 

Grease supply system

SRL 400
to suit 5 kg container,

Ø 180 - 210 mm

SRL 468
to suit 10 kg container, Ø 210 - 240 mm
to suit 15 kg container, Ø 240 - 270 mm

SRL 600
to suit 20/30 kg container, 

Ø 270 - 310 mm
to suit 25 kg container, Ø 310 - 335 mm

SRL 700
to suit 50 kg container, Ø 335 - 385 mm

SRL 1000
to suit 200 kg container, Ø 540 - 590 mm

Trolley to suit 5, 10, 15 kg container

Trolley to suit 5, 10, 15, 25, 50 kg 
container

20 185

18 700 051

18 720 051
18 730 051

18 740 051

18 750 051

18 760 051

18 780 051

17 004

17 008

Article no.

20 185

GREASE SUPPLY SYSTEMS2

TROLLEYS AND ACCESSORIES

18 750 051

2a

17 004

17 008
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Trolley to suit 200 kg container

Trolley to suit 200 kg container

Trolley to suit 200 kg container

Rubber retaining strap 

to suit trolley (17 008)

Handleless trolley

to suit container, max. Ø 560 mm

Pneumatic grease pump 50:1

SRL 400
to suit 5 - 15 kg container

SRL 460
to suit 10 - 20 kg container

Specification

• robust highest quality trolley, easy to
handle and quiet running 

• three wheels 
• single wheel locking mechanism 
• hose storage rack 
• suitable for mounting of hose reels, 

electric oil pumps or pneumatic 
pumps

• drip-tray integrated on the handle, 
with a drain screw and removable 
strainer 

Specification

• three wheels 
• single wheel locking mechanism 
• control gun storage bracket with

drip-tray 

Specification

• three wheels 
• single wheel locking mechanism 
• suitable for mounting of hose reels 
• control gun storage bracket with

drip-tray 

Technical data

length: 770 mm 

Specification

• four castor wheels 

Technical data

airline connection: G 1/4"
female 

Specification

• high performance 
• suction tube
• pressure reduction valve

(8 bar pre-set) 

17 009

17 009 390

17 009 950

17 000

17 021

18 710 950

18 710 051

Article no.

TROLLEYS AND ACCESSORIES2a

17 009

17 009 950

17 000

17 021

PNEUMATIC GREASE PUMPS 50:13

18 710 950

17 009 390
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Technical data

airline connection: G 1/4" female 

Specification

• high performance 
• suction tube
• pressure reduction valve

(8 bar pre-set) 

Technical data

material: metal
inside diameter: 35,5 mm
lacquering: Pantone 294c,

blue satin

Specification

• grease gun holder

Technical data

retention adapter: G 2" male 
material: metal 
inside diameter: 35,5 mm
lacquering: Pantone 294c,

blue satin 

Specification

• integral stabilising-fixing mechanism 
• grease gun holder 

Technical data

material: metal 
inside diameter: 35,5 mm

Specification

• adjustable to suit different container 
sizes 

• clamp with a butterfly screw to 
fix the suction tube of a pump 

Pneumatic grease pump 50:1

SRL 600
to suit 20 - 30 kg container

SRL 700 mm
to suit 25 - 60 kg container

SRL1000 mm
to suit 200 kg container

Dust cover

to suit 5 - 10 kg container,

Ø 252 mm
to suit 5 - 10 kg container,

Ø 282 mm
to suit 15 - 20 kg container,

Ø 342 mm
to suit 25 - 60 kg container,

Ø 385 mm
to suit 50 - 60 kg container,

Ø 450 mm
to suit 200 kg container,

Ø 600 mm

Dust cover, conical

to suit 25 kg container,

Ø 385 mm

Stabilising-fixing bracket 

to suit 5-20 kg container,

Ø 180 – 310 mm
to suit 25-60 kg container,

Ø 310 – 405 mm
to suit 200 kg container,

Ø 500 – 600 mm

18 711 051

18 713 051

18 716 051

17 171

17 172

17 176

17 194

17 198

17 200

17 184

17 197

17 199

17 201

Article no.

18 713 051

DUST COVERS3a

STABILISING-FIXING BRACKETS3b

17 194

17 199

17 184
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to suit 5 kg container,

Ø 180 – 210 mm
to suit 10 kg container,

Ø 210 – 240 mm
to suit 15 kg container,

Ø 240 – 270 mm
to suit 18 kg container,

Ø 240 – 290 mm
to suit 20 kg container,

Ø 270 – 290 mm
to suit 20 kg container,

Ø 270 – 310 mm
to suit 25 kg container,

Ø 310 – 335 mm
to suit conical 25 kg container,

Ø 300 – 350 mm,
to suit 30 kg container,

Ø 335 – 360 mm
to suit 50 kg container,

Ø 335 – 385 mm  
to suit 60 kg container,

Ø 385 – 405 mm
to suit 200 kg container,

Ø 540 – 590 mm

Specification

• wrap-around rubber sealing lip 
• In case of an empty grease container

follower plate can be released by 
compressed air discharge.

Flexible grease hose

1,5 m, G 1/4" female, G 1/4" female

Specification

• to connect pneumatic grease pump
with pipework 

Safety valve

Specification

• for installation into stationary pipe-
work, directly to be installed on the 
pneumatic grease pump 

• female self-tapping connecting threads

Technical data

material: metal 
inside diameter: 35,5 mm

Specification

• wrap-around rubber sealing lip 

Technical data

material: metal 
inside diameter: 35,5 mm
compressed-air
adapter: commercial

tyre-filling valve 

Technical data

connection 1 : G 1/4" female with 60°
sealing cone, straight 

connection 2 : G 1/4" female with 60°
sealing cone,  90° angled

hose diameter 
inside: 6 mm
operating 
pressure: 400 bar 

Technical data

operating pressure: 400 bar
inside diameter: 20 mm

17 195

17 230

17 265

17 275

17 285

17 300

17 320

17 325

17 350

17 380

17 400

17 401

18 050

18 103

Article no.

FOLLOWER PLATES3c

SUPPLY HOSE / LEVER BALL VALVES4

SAFETY VALVE

17 320

18 050

18 103

SUPPLY HOSE

17 401
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Technical data

operating pressure: 400 bar
connections: G 1/4" 
NW: 6 mm
material: steel 
medium: grease 

Technical data

operating pressure: 400 bar
inside diameter: 13 mm
connection 1: self-tapping ring 

for pipe, 20 x 3 
connection 2: G 1/4" male 
materials:
ball seal: polyamide 
shaft sealing: NBR (buna N)
casing: steel 
medium: grease

Technical data

connection 1 : G 1/4" female
with 60° sealing
cone 

connection 2: G 1/4" male
with 60° sealing
cone 

inside diameter of hose: 6 mm
operating pressure: 400 bar 

Technical data

dimension LWH: 348 x 144 x 257
weight: 1,3 kg 
material: aluminium die 

casting 

Specification

• for wall-mounting 

Lever ball valve, 

G 1/4" female, G 1/4" female

Lever ball valve with a connecting set

Flexible grease hose

1 m, G 1/4" female, G 1/4" male
2 m, G 1/4" female, G 1/4" male
3 m, G 1/4" female, G 1/4" male
4 m, G 1/4" female, G 1/4" male
5 m, G 1/4" female, G 1/4" male
6 m, G 1/4" female, G 1/4" male
8 m, G 1/4" female, G 1/4" male

10 m, G 1/4" female, G 1/4" male
15 m, G 1/4" female, G 1/4" male

Hose storage rack

large size

18 095

18 099

18 021
18 022
18 023
18 024
18 025
18 026
18 028
18 030
18 035

19 669

Article no.

LEVER BALL VALVES

FLEXIBLE GREASE HOSES5

18 099

18 022

19 669

18 095
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Hose reel, for grease

O, WB, 400 bar, DN 6, 10 m,

(16,8 kg)

O, WB, 400 bar, DN 6, 15 m,

(18,8 kg)

Hose reel, for grease

O, D, 400 bar, DN 6, 10 m,

(20,4 kg)

O, D, 400 bar, DN 6, 15 m,

(22,4 kg)

Technical data

dimension LWH: 472 x 152 x 498
connecting threads 
of discharge hose: G 1/4" male 
length of connecting 
hose: 1000 mm
connecting threads 
of connecting hose: G 1/4" female 
inside diameter of hose: 6 mm
operating pressure: 400 bar 

Technical data

dimension LWH: 472 x 158 x 520
connecting threads 
of discharge hose: G 1/4" male 
length of connecting 
hose: 1000 mm
connecting threads 
of connecting hose: G 1/4" female 
inside diameter of hose: 6 mm
operating pressure: 400 bar 

29 242

29 243

29 252

29 253

Article no.

HOSE REELS, FOR GREASE

Product features

• Complete with 1 m connecting
hose G 1/4“ female.

• Outstanding robustness and 
compact design.

• All steel parts are washed, 
phosphatised, coated and lacquered
(Guide arm: RAL 7040 window grey
satin, Drum: Pantone 294c blue 
satin, Cover: RAL 7040 window 
grey satin, Wall-mounting bracket: 
Pantone 294c blue satin).

• High-quality surface-treatment of all
steel parts ensures high corrosion
resistance.

• The axis diameter of die casting parts
is 40 mm. If loads to be absorbed
are predefined, dimensions selected
by our engineers ensure almost un-
limited lifecycle.

• Selected pairs of axis and bearing 
materials are maintenance-free.

• Suitable for wall, floor and mounting
on ceilings.

• Easy assembly: It is not necessary to
hold the weight of the hose reel 
while mounting.

• Ball bearings on any hinge joints.

• High pressures in the supply system 
do not influence the power needed
for joint rotation.

• With hose stop.
• By 90° turning the hose can be

engaged.

Abbreviations

D Ceiling mounting
GDA Encased, swivel joint situated outside
GDI Encased, swivel joint situated inside
O Open
WB Wall- and ceiling mounting

HOSE REELS6

OPEN, FOR WALL-/FLOOR-MOUNTING

OPEN, FOR MOUNTING ON CEILINGS
29 242

29 252
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Technical data

dimension LWH: 495 x 158 x 508
connecting threads 
of discharge hose: G 1/4" male 
length of connecting 
hose: 1000 mm
connecting threads 
of connecting hose: G 1/4" female 
inside diameter of hose: 6 mm
operating pressure: 400 bar 

Technical data

dimension LWH: 495 x 170 x 508
connecting threads 
of discharge hose: G 1/4" male 
length of connecting 
hose: 1000 mm
connecting threads 
of connecting hose: G 1/4" female 
inside diameter of hose: 6 mm
operating pressure: 400 bar 

Technical data

dimension LWH: 495 x 158 x 520
connecting threads 
of discharge hose: G 1/4" male 
length of connecting 
hose: 1000 mm
connecting threads 
of connecting hose: G 1/4" female 
inside diameter of hose: 6 mm
operating pressure: 400 bar 

Technical data

dimension LWH: 495 x 170 x 520
connecting threads 
of discharge hose: G 1/4" male 
length of connecting 
hose: 1000 mm
connecting threads 
of connecting hose: G 1/4" female 
inside diameter of hose: 6 mm
operating pressure: 400 bar 

Hose reel, for grease

GDA, WB, 400 bar, DN 6, 10 m,

(23,4 kg)

GDA, WB, 400 bar, DN 6, 15 m,

(25,4 kg)

Hose reel, for grease

GDI, WB, 400 bar, DN 6, 10 m,

(23,8 kg)

GDI, WB, 400 bar, DN 6, 15 m,

(25,8 kg)

Hose reel, for grease

GDA, D, 400 bar, DN 6, 10 m,

(23,6 kg)

GDA, D, 400 bar, DN 6, 15 m,

(25,6 kg)

Hose reel, for grease

GDI, D, 400 bar, DN 6, 10 m,

(23,2 kg)

GDI, D, 400 bar, DN 6, 15 m,

(25,2 kg)

29 272

29 273

29 262

29 263

29 292

29 293

29 282

29 283

Article no.

ENCASED, FOR WALL-/FLOOR-MOUNTING, OUTSIDE SWIVEL

ENCASED, FOR WALL-/FLOOR-MOUNTING, INSIDE SWIVEL

ENCASED, FOR MOUNTING ON CEILINGS, OUTSIDE SWIVEL

ENCASED, FOR MOUNTING ON CEILINGS, INSIDE SWIVEL

29 262

29 282

29 272

29 292
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Wall-mounting 

90° swivel bracket

Hose stop 1/4"

Control gun and meter storage

bracket, for one gun only
(170 x 170 x 650 mm), 2,3 kg

Control gun and meter storage

bracket, for two guns
(340 x 170 x 650 mm), 4,1 kg

Angle bracket for installation

Rotary Z-swivel connector,

3 x 360°,

G 1/8" male, G 1/4" female
Rotary swivel connector,

2 x 360°, 

G 1/8" male, G 1/4" female
Rotary swivel connector,

1 x 360°, 

G 1/8" male, G 1/4" female
Rotary swivel connector,

1 x 360°, 

G 1/8" male, G 1/8" female
Rotary swivel connector,

1 x 360°, 

G 1/4" male, G 1/4" female

Technical data

dimension LWH: 170 x 105 x 220
swivel range: 2 x 45°
material: steel 
weight: 1,8 kg
lacquering: Pantone 294c, blue satin 

Specification

• wall-mounted swivel bracket to suit all types 
of hose reels 

Technical data

material: Polyamide 
colour of stop: RAL 8001, brown 

Specification

• for hoses of 13.5 mm outside diameter 
• suitable for grease hoses 

Technical data

material: steel 
lacquering: RAL 7040, window grey satin

Specification

• oil drip tray with a drain screw and 
removable strainer 

• for wall-mounting 

Technical data

material: steel 
lacquering: RAL 7040, window grey satin

Specification

• suits for lateral installation of a hose reel
(e.g. in garage service pits)

Technical data

material: steel 
material: yellow galvanized steel 
operating pressure: 400 bar

Specification

• joints with ball bearings can be moved easy 
at high pressures 

• O-ring sealing 
• to suit high-pressure grease guns

(18 104 / 18 105)

29 930

29 976

29 980

29 981

29 940

18 082

18 083

18 081

18 080

18 084

Article no.

ACCESSORIES TO SUIT HOSE REELS

ROTARY SWIVEL CONNECTORS7

29 930

29 976

29 980

18 082

18  083

18 081

29 940
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Technical data

max. operating pressure: 550 bar
operating temperature: +60 °C
connection 1: G 1/8" female
connection 2: hydraulic coupler to

suit hydraulic 
grease nipples
DIN 71412 

area of application: NLGI greases of 
class 2 

Specification

• angled spout 
• 4 claws hydraulic coupler, G 1/8" 

female (12 743) precision
design, machined 

• ergonomic contoured safety handgrip

Technical data

max. operating pressure: 550 bar
operating temperature: +60 °C
connection 1: G 1/8" female 
connection 2: Rectus female quick

release adapter,
type 72 

area of application: NLGI greases of 
class 2 

Specification

• to recharge central lubrication systems 
• straight spout 
• Rectus female quick release adapter,

type 72 (01 297)
• ergonomic contoured safety handgrip

Technical data

max. operating pressure: 550 bar
operating temperature: +60 °C
connection 1: G 1/8" female
connection 2: hydraulic coupler 

to suit hydraulic 
grease nipples
DIN 71412 

area of application: NLGI greases of
class 2 

measuring tolerance: + /- 1%
unit of measurement: gramm 

Specification

• 4 claws hydraulic coupler, G 1/8"
female (12 743) precision design, 
machined 

Grease gun, 

G 1/8" female, hydraulic coupler H,
integral 100 bar pressure boosting
mechanism

Grease gun, 

G 1/8" female, type 72 adapter,
integral 100 bar pressure 
boosting mechanism

Grease gun, 

G 1/8" female, hydraulic coupler H,
digital meter

• high pressure hose, 11 x 300 mm 
item No. 12 755 

• ergonomic contoured safety 
handgrip

• meter, four digits, can be reset 
• totalisator with four digits, cannot

be reset 

18 104

18 105

18 108

Article no.

HIGH PRESSURE GREASE CONTROL GUNS8

18 104

18 105

18 108
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Grease gun,

G 1/8" female - G 1/8" female,
digital meter

Quick release adapter with 

universal coupler to suit ball type 
grease nipples DIN 3402

Quick release adapter with pointed

coupler to suit funnel type 
grease nipples DIN 3405

Quick release adapter with 16 mm 

hock-on coupler

to suit 16 mm/0,63" button head
nipples DIN 3404

Quick release adapter with 22 mm 

hock-on coupler

to suit 22 mm/0,86" button head
nipples DIN 3404

Quick release adapter with flexible 

hose 11 x 300 mm

M 10 x 1 male

Quick release adapter with flexible

hose 11 x 500 mm 

M 10 x 1 male

Quick release adapter with angled

spout 150 mm

M 10 x 1 male

Technical data

max. operating pressure: 550 bar
operating temperature: +60 °C
connections: G 1/8" female
area of application: NLGI greases 

of class 2
measuring tolerance: + /- 1%
unit of measurement: gramm 

Specification

• ergonomic contoured safety handgrip
• meter, four digits, can be reset 
• totalisator with four digits, cannot 

be reset 

Technical data

connection: quick-release adapter
M 10 x 1 female 

Specification

• to suit high-pressure grease guns
(18 104 / 18 108)

• quick release adapter with a sleeve 
nut (12 006) to suit a four claws 
hydraulic coupler (12 643)

• straight spout, 150 mm 

Technical data

connection 1: quick-release adapter
M 10 x 1 female 

connection 2: four claws hydraulic
coupler 

Specification

• to suit high-pressure grease guns
(18 104 / 18 108)

• quick release adapter with a sleeve
nut (12 006) to suit a four
claws hydraulic coupler (12 643)

• four claws hydraulic coupler,
M 10 x 1 female (12 643),
precision design, machined 

18 108 155

12 042

12 043

12 044

12 054

12 048

12 049

12 056

Article no.

HIGH PRESSURE GREASE CONTROL GUNS

18 108 155

QUICK RELEASE ADAPTERS9

12 044

12 043
12 042

12 048

12 056



Technical data

connection 1: quick-release adapter
M 10 x 1 female 

connection 2: 22 mm/0,86" slide-on 
coupler, DIN 3404 

Specification

• to suit high-pressure grease guns
(18 104 / 18 108)

• quick release adapter with a sleeve nut
(12 006) to suit a four claws hydraulic coupler
(12 643)

• angled spout, 150 mm 
• 22 mm hock-on coupler to suit 22 mm/0,86"

button head grease nipples 

Quick release adapter with

22 mm hock-on coupler 

to suit 22 mm/0,86" button 
head nipples DIN 3404

12 057

Article no.

12 057

35
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Mobile Or Stationary Fresh Oil Supply ?
We Offer The Solution !
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Technical data

suction pipe length: 570 mm
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm
connection: G 2" male retention

adapter 

Specification

• 3:1 pneumatic oil pump 
• suction pipe, G 3/4" male 
• 4 m oil discharge hose, G 1/2" 

female/male 

It is recommended to operate the pneumatic 
pump with an air maintenance unit
(20 218 950)

Technical data

suction pipe length: 860 mm
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm
connection: G 2" male retention 

adapter 

Specification

• 3:1 pneumatic oil pump 
• suction pipe, G 3/4" male 
• 4 m oil discharge hose, G 1/2" 

female/male 

It is recommended to operate the pneumatic 
pump with an air maintenance unit
(20 218 950)

Oil system, stationary,

SRL 570,
to suit 60 l container

with standard oil control gun

(19 718)

with digital flow meter

(19 707 950)

with digital flow meter

(19 707)

Oil system, stationary,

SRL 860 mm,
to suit 200/220 l container

with standard oil control gun

(19 718)

with digital flow meter

(19 707 950)

with digital flow meter

(19 707)

19 211

19 212

19 212 551

19 241

19 242

19 242 551

Article no.

OIL SUPPLY SYSTEMS, STATIONARY

19 211

19 242 551
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Oil system, for wall-mounting

SRL 860/1600 

with digital flow meter 

(19 707 950), rotary swivel 
connector, anti-drip nozzle 

with digital flow meter 

(19 707), rotary swivel 
connector, anti-drip nozzle 

Technical data

airline connection: to suit Rectus coupling,
type 26 

NW: 7,2 mm
connection: G 2" male retention adapter 
suction pipe length: 860 mm and 1600 mm 

Specification

• 3:1 pneumatic oil pump 
• wall-mounting bracket 
• suction pipe, to suit 200/220 l container 

and tanks 
• connection hose, 2 m, pneumatic pump / 

suction pipe 
• connection hose, 1 m, pneumatic pump/ 

hose reel 
• hose reel 10 m, open, wall- and floor-mounting

(29 142)

It is recommended to operate the pneumatic 
pump with an air maintenance unit (20 218 950).

19 000 330

19 000 955

Article no.

OIL SUPPLY SYSTEMS, FOR WALL-MOUNTING

19 000 330
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Technical data

airline connection: to suit Rectus coupling,
type 26 

NW: 7,2 mm
connection: G 2" male retention 

adapter 
suction pipe length: 860 mm and 1600 mm 

Specification

• 3:1 pneumatic oil pump 
• wall mounting bracket 
• suction pipe, to suit 200/220 l container

and tanks 
• connection hose, 2 m, pneumatic pump /

suction pipe 
• connection hose, 1 m, pneumatic pump/

hose reel 
• hose reel, 10 m, encased, outside swivel, 

wall- and floor-mounting (29 172)

It is recommended to operate the pneumatic 
pump with an air maintenance unit
(20 218 951).

Technical data

airline connection: to suit Rectus coupling,
type 26 

NW: 7,2 mm
connection: G 2" male retention

adapter 
suction pipe length: 860 mm and 1600 mm 

Specification

• design acc. to German calibration law
• 3:1 pneumatic oil pump
• wall-mounting bracket 
• suction pipe, to suit 200/220 l container 

and tanks 
• connection hose, 2 m, pneumatic pump / 

suction pipe 
• connection hose, 1 m, pneumatic pump/

hose reel 
• digital flow meter (19 709), rotary

swivel connector, anti-drip nozzle 

It is recommended to operate the pneumatic 
pump with an air maintenance unit
(20 218 950).

Oil system, for wall-mounting

SRL 860/1600

with digital flow meter

(19 707 950), rotary swivel
connector, anti-drip nozzle 

with digital flow meter

(19 707), rotary swivel
connector, anti-drip nozzle 

Oil system, for wall-mounting

design acc. to 
German calibration law
SRL 860/1600

with an air eliminator 

(19 285 030) and hose reel 
10 m, open, for wall-
and floor-mounting (29 142)
Design acc. to Austrian 
calibration law (19 012 135)

with an air eliminator 

(19 285 030) and hose reel,
10 m, encased, outside swivel, 
for wall- and floor-mounting
(29 172)
Design acc. to Austrian 
calibration law (19 012 135)

with an air eliminating foot valve,

hose reel, 10 m open, for wall-
and floor-mounting (29 142)

19 000 332

19 000 957

19 000 331

19 000 333

19 000 959

Article no.

19 000 331

19 000 332
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Oil system, for wall-mounting 

SRL 860/1600

with electric oil pump (23 322)
and digital flow meter
(19 707 950), not calibratable

with electric oil pump with an air

eliminator (23 322 030) and
digital flow meter
(19 709), calibratable

Flexible connecting oil hose

0,5 m, G 1/2" female, G 1/2"
female

Technical data

suction pipe length: 860 mm and 1600 mm
connection: G 2" male retention

adapter
pump design: gear wheel pump, 

selfpriming
delivery rate in 
case of free outlet 10 l
max. operating
pressure: 16 bar
voltage: 400 V
power: 0,5 KW
power connection: Cekon-plug with a

phase inverter

Specification

• wall-mounting bracket
• on/off- switch, diaphragm switch,

1,8 m calbe
• suction pipe, to suit 200/220 l container

and tanks
• connection hose, 2 m electric pump /

suction pipe
• connection hose, 1 m, electric pump /

hose reel
• hose reel, 10 m, open (29 142)
• digital flow meter, rotary swivel connector,

anti-drip nozzle

Technical data

length: 0,5 m 
connection 1: G 1/2" female with 60°

sealing cone, quadrantpipe 
connection 2: G 1/2" female with 60°

sealing cone 
hose inside 
diameter: 12 mm
operating 
pressure: 100 bar 

Specification

• to connect  pneumatic oil pumps with 
pipework 

• swivel nuts on both hose ends 

23 322 950

23 322 955

19 580 001

Article no.

OIL SUPPLY SYSTEMS, FOR WALL-MOUNTING

ACCESSORIES

19 580 001

23 322 950
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Specification

• to connect oil pumps with pipework in 
non-visible areas 

• acc. to German govt. specifications 
(TRBF 231 T1) 

• retention adapter, G 1" female, 
G 3/4" male (19 627)

• lever ball valve, G 3/4" female, 
G 3/4" female (19 763)

• connecting nipple, G 3/4" male, 
G 3/4" male (19 637) 

• flexible metal pipework connection,
G 3/4" female, 0.5 m (19 666) 

• adapter, G 3/4" male, with 60° sealing cone,
G 1/2" female (87 965)

Specification

• to connect oil pumps with pipework in 
non-visible areas 

• acc. to German govt. specifications
(TRBF 231 T1) 

• retention adapter, G 1 1/4" female, 
G 3/4" male (19 629)

• lever ball valve, G 3/4" female, 
G 3/4" female (19 763)

• connecting nipple, G 3/4" male, 
G 3/4" male (19 637)

• flexible metal pipework connection, 
G 3/4" female, 0.5 m (19 666)

• adapter, G 3/4" male, with 60° sealing cone,
G 1/2" female (87 965)

Specification

• to connect pipework with a hose reel or a 
flexible oil discharge hose 

• retention adapter, G 1" female, 
G 3/4" male (19 627)

• lever ball valve, G 3/4" female, 
G 3/4" male (19 778)

• inline oil filter G 3/4" female, 
G 3/4" female (19 761)

• connecting nipple, G 1/2" male, 
G 3/4" male (19 636)

Specification

• to connect pipework with a hose reel or a 
flexible oil discharge hose 

• retention adapter, G 1 1/4" female, 
G 3/4" male (19 629)

• lever ball valve, G 3/4" female, 
G 3/4" male (19 778)

• inline oil filter G 3/4" female, 
G 3/4" female (19 761)

• connecting nipple, G 1/2" male, 
G 3/4" male (19 636)

Pipe work connecting set

G 1" male

Pipe work connecting set

G 1 1/4" male

Pipe work connecting set

G 1" male

Pipe work connecting set

G 1 1/4" male

19 640

19 641

19 642

19 643

Article no.

19 640

19 642
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Oil system, mobile

SRL 570 mm,
to suit 60 l container

with oil control valve

(19 718)

with digital hose end meter

(19 707 950)

with digital hose end meter

(19 707)

It is recommended to operate
the pneumatic pump with an
air maintenance unit
(20 218 950).

Oil system, mobile

SRL 860 mm,
to suit 200/220 l container 

with oil control valve

(19 718)

with digital hose end meter

(19 707 950)

with digital hose end meter

(19 707)

It is recommended to operate
the pneumatic pump with an
air maintenance unit
(20 218 950).

Oil systems, mobile

SRL 860,
to suit 200/220 l container

with oil control valve

(19 718)

with digital hose end meter 

(19 707 950)

with digital hose end meter

(19 707)

It is recommended to operate
the pneumatic pump with an
air maintenance unit
(20 218 950).

Technical data

dimension LWH: 500 x 500 x 1000 
suction pipe length: 570 mm
airline connection: to suit Rectus coupling, 

type 26
NW: 7,2 mm
connection: G 2" male retention adapter
trolley load: 60 kg

Specification

• 3:1 pneumatic oil pump 
• suction pipe, G 3/4" male 
• 4 m oil discharge hose, G 1/2" female/male 
• robust high quality trolley, easy to handle 

and quiet running (17 008)

Technical data

dimension, LWH: 1000 x 730 x 1370 
suction pipe length: 870 mm
airline connection: to suit Rectus coupling, 

type 26
NW: 7,2 mm
connection: G 2" male retention adapter
trolley load: 200 kg

Specification

• 3:1 pneumatic oil pump 
• suction pipe, G 3/4" male 
• 4 m oil discharge hose, G 1/2" female/male 
• robust high quality trolley, easy to handle 

and quiet running (17 009)

Technical data

dimension LWH: 1000 x 730 x 1370 
suction pipe length: 860 mm
airline connection: to suit Rectus coupling, 

type 26
NW: 7,2 mm
connection: G 2" male retention adapter
trolley load: 200 kg

Specification

• 3:1 pneumatic oil pump 
• suction pipe, G 3/4" male 
• hose reel, 10 m, encased, outside swivel,

wall- and floor-mounting (29 172)
• robust high quality trolley, easy to handle

and quiet running (17 009)

19 213

19 214

19 214 551

19 243

19 244

19 244 551

19 246

19 248

19 248 551

Article no.

OIL SUPPLY SYSTEMS, MOBILE

19 213

19 246

19 244 551
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Technical data

dimension LWH: 1000 x 730 x 1370 
suction pipe length: 860 mm
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm
connection: G 2" male retention adapter
trolley load: 200 kg

Specification

• 3:1 pneumatic oil pump 
• suction pipe, G 3/4" male 
• hose reel 10 m, open, wall- and floor-

mounting (29 142)
• robust high quality trolley, easy to handle

and quiet running (17 009)

Technical data

dimension LWH: 1000 x 730 x 1370 
suction pipe length: 860 mm
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm
connection: G 2" male retention adapter
trolley load: 200 kg

Specification

• 3:1 pneumatic oil pump 
• air maintenance unit (20 218 950)
• suction pipe, G 3/4" female (quadrant pipe)

with foot valve 
• suction hose, 2 m, G 3/4" female/male 
• oil discharge hose, 5 m, G 1/2" female/male
• digital flow meter (19 707)
• robust high quality trolley, easy to handle

and quiet running (17 009)

Technical data

dimension LWH: 1000 x 730 x 1370 
suction pipe length: 860 mm
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm
connection: G 2" male retention adapter
trolley load: 200 kg

Specification

• design acc. to German calibration law
• 3:1 pneumatic oil pump 
• air eliminating foot valve 
• suction pipe, G 3/4" male 
• hose reel 10 m, open, wall- and floor-

mounting (29 142)
• digital flow meter (19 709)
• robust high quality trolley, easy to handle 

and quiet running (17 009)

Oil system, mobile

SRL 860,
to suit 200/220 l container

with digital hose end meter

(19 707 950)

with digital hose end meter

(19 707)

It is recommended to operate 
the pneumatic pump with an
air maintenance unit
(20 218 950).

Oil system, mobile

SRL 860,
to suit 200/220 l container

Oil system, mobile, design acc. 

to German calibration law

SRL 860,
to suit 200/220 l container

It is recommended to operate 
the pneumatic pump with an
air maintenance unit
(20 218 950).

19 257

19 257 551

19 000 960

19 000 950

Article no.

19 257

19 000 960

19 000 950
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Oil system, mobile, design acc.

to German calibration law

SRL 860 mm,
to suit 200/220 l container

Design acc. to Austrian calibration
law (19 000 135)

Oil system, mobile

SRL 860,
to suit 200/220 l container

Technical data

dimension LWH: 1000 x 730 x 1370 
suction pipe length: 860 mm
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm
connection: G 2" male retention adapter
trolley load: 200 kg

Specification

• design acc. to German calibration law
• air eliminator 
• 3:1 pneumatic oil pump 
• air maintenance unit (20 218 950)
• suction pipe, G 3/4" female (quadrant pipe) 

with foot valve 
• suction hose, 2 m, G 3/4" female/male 
• discharge hose, 5 m, G 1/2" female/male
• digital flow meter (19 709)
• robust high quality trolley, easy to handle

and quiet running (17 009)

Technical data

dimension LWH: 1000 x 730 x 1370 
suction pipe length: 860 mm
connection: G 2" male retention adapter
voltage: 400 V - 3 phase 
power: 0,5 KW
power connection: Cekon-plug with a phase

inverter, 2 m cable 
delivery rate in 
case of free outlet: 10 l/min
Max. operating
pressure: 16 bar
trolley load: 200 kg

Specification

• electric oil pump (23 322), 2 m cable 
• suction pipe, G 3/4" female (quadrant pipe) 

with foot valve 
• suction hose, 2 m, G 3/4" female/male 
• discharge hose, 5 m, G 1/2" female/male
• digital flow meter (19 707 950)
• robust high quality trolley, easy to handle

and quiet running (17 009)

19 000 961

23 000 960

Article no.

OIL SUPPLY SYSTEMS, MOBILE

19 000 961

23 000 960
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Technical data

dimension LWH: 1000 x 730 x 1370 
suction pipe length: 860 mm
connection: G 2" male retention adapter
voltage: 400 V - 3 phase 
power: 0,5 KW
power connection: Cekon-plug with a phase

inverter, 2 m cable 
delivery rate in 
case of free outlet: 10 l/min
Max. operating
pressure: 16 bar

Specification

• design acc. to German calibration law
• electric oil pump with an air eliminator

(23 322 030), 2 m cable 
• suction pipe,G 3/4" male (quadrant pipe)

with foot valve 
• suction hose, 2 m, G 3/4" female/male 
• discharge hose, 5 m, G 1/2" female/male
• digital flow meter (19 709)
• robust high quality trolley, easy to handle

and quiet running (17 009)

Technical data

suction pipe length: 860 und 1600 mm
connection: G 2" male retention adapter
voltage: 230 V
power: 0,5 KW
power connection: euro plug 
bypass: adjustable 
pump capacity: 10 l/min
max. delivery 
pressure: 10 bar

Specification

• electric oil pump (23 337)
• euro plug, 1,8 m cable 
• suction pipe, G 3/4" female (quadrant pipe) 

with foot valve 
• suction hose, 2 m, G 3/4" female/male 
• discharge hose, 2 m, G 1/2" female/male
• rotary swivel connector 
• oil control valve (19 718)
• anti-drip nozzle, with automatic non drip 

nozzle

Oil system, mobile

SRL 860,
to suit 200/220 l container, 
calibratable

Design acc. to Austrian calibration
law (23 001 135)

Oil system, stationary

SRL 1600/860 mm, 
to suit 200/220 l container
or tanks

23 000 961

23 337 390

Article no.

OIL SUPPLY SYSTEM, STATIONARY

23 000 961

23 337 390
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Oil dispensing unit, mobile

75 l, manually operated

Oil dispensing unit, mobile

75 l, pneumatically operated

with digital flow meter

(19 709 950)

with air eliminating foot valve and 

with digital flow meter

(19 709)

Technical data

dimension, LWH: 560 x 600 x 1200 
tank volume: 75 l
oil supply: manually operated pump
connection: G 2" male retention

adapter 
dispensing: manual valve 
lacquering: tank, RAL 7040 window

grey satin 
liquids to be used: engine- and lubrica-

ting oils, gear oils

Specification

• manually operated oil pump 
• discharge hose, 1.5 m 
• steel discharge spout with lever operated

shut-off-valve 
• storage bracket for discharge spout with

integral oil drip tray 
• visual level indicator 
• 2 fixed and 2 castor wheels 
• lacquering with water-based paint, 

oil-resistant

Technical data

dimension LWH: 560 x 600 x 1200 
tank volume: 75 l
oil delivery: pneumatic 
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm
dispensing: digital meter with control

nozzle
lacquering: tank, RAL 7040 window

grey satin 
liquids to be used: engine- and lubricating

oils, gear oils 

Specification

• 3:1 pneumatic oil pump 
• discharge hose, 2 m, 

G 1/2" female/male
• digital flow meter
• storage bracket for discharge spout 

with integral oil drip tray 
• visual level indicator 
• 2 fixed and 2 castor wheels 
• lacquering with water-based paint,

oil-resistant 

It is recommended to operate the pneumatic 
pump with an air maintenance unit
(20 218 950).

27 832

27 859

27 859 951

Article no.

MOBILE OIL DISPENSERS

27 832

27 859
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Technical data

dimension LWH: 350 x 350 x 750
tank volume: 24 l
airline connection: to suit Rectus

coupling, type 26 
NW: 7,2 mm
oil supply: low pressurized oil

discharge, max. 7 bar
filling: G 1 1/2", sealing cap
dispensing: manual oil control gun
lacquering: RAL 7040 window

grey satin 
liquids to
be used: engine- and lubricating

oils, gear oils 

Specification

• discharge hose, 2 m 
• oil control gun with angled spout and

non drip nozzle 
• storage bracket for discharge spout

with integral oil drip tray 
• safety valve 
• 2 fixed wheels 
• lacquering, oil-resistant 

Technical data

dimension LWH: 350 x 350 x 750
tank volume: 24 l
airline connection: to suit Rectus

coupling, type 26 
NW: 7,2 mm
filling: G 1" female, with

top hopper 
oil supply: low pressurized oil

discharge, max. 7 bar
dispensing: manual valve 
lacquering: RAL 7040 window

grey satin 
liquids to 
be used: low viscosity oils, 

self-lubricating liquids,
e.g. forming oils 

Specification

• pressure gauge 
• coiled hose 
• spray lance with a microfine 

spray head 
• oil drip tray 
• 2 fixed wheels 
• lacquering, oil-resistant 

Oil dispensing unit, mobile

24 l, low air pressurized

Spray unit, mobile

24 l, low air pressurized

17 796

19 768

Article no.

19 768

17 796
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CONTAINER STORAGE UNITS TO

SUIT 60/200 L CONTAINER

OIL CONTAINER STORAGE RACK

19 815
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Container storage unit

to suit two 200 l container

(LWH: 1340 x 850 x 340), 76 kg

to suit four 200 l container

(LWH: 2680 x 850 x 236), 122,2 kg

to suit four 200 l container

(LWH: 1200 x 1200 x 340), 90 kg

Oil container storage rack 

to suit 3 x 60 l or 2 x 200 l container

Technical data

material: 3.5 mm sheet steel 
lacquering: Pantone 294c, blue satin 

Specification

• galvanized platform grid 
• stable and sturdy construction 
• can be moved from four sides

(100 mm clearance) 
• to suit 200 l container 
• for storage of diesel, fresh and waste

oils of known origin (hazard class AIII) 
in container of max. 200/220 l
volume, overground 

• design approval, conforms to
§ 19 WHG (German Environmental
Government Specifications), water
protection regulations 

• For storage in preservations of 
ground water, please ask your local
authorities. 

Technical data

dimension LWH: 1370 x 650 x 850
material: steel 
lacquering: Pantone 294c,

blue satin 

Specification

• for self-assembly 
• stand-alone 
• recommended to be used in 

conjunction with oil container
storage units only (19 808 / 19 802)

• Two oil container storage units can
be stacked together to create systems
with two storage levels (700 mm and
1500 mm above ground level).

19 802

19 804

19 808

19 815

Article no.



Technical data

dimension LWH: 850 x  800 x 1400
lift: 450 mm
material: steel 
weight: 65 kg
lacquering: Pantone 294c,

blue satin 

Specification

• to transport max. 200 / 220 l
container 

• hydraulic lifting mechanism 
• steerable 4 wheels-trolley 
• The lift of container can easily be

effected by means of special clamps
and holders. 

Barrel lift

BARREL LIFT

19 816

19 816
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Article no.
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19 003 351
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Oil supply station, 1000 l,

3:1 pneumatic pump

with discharge hose, 8 m, 

hose storage rack 
(LWH: 1370 x 800 x 1950),
342 kg

with hose reel, 10 m, 

open, wall- and floor-
mounting (29 142)
(LWH: 1370 x 800 x 2070),
356 kg

Technical data

tank volume: 1000 l
airline connection: to suit Rectus coupling, type 26 
NW: 7,2 mm
oil supply: 3:1 pneumatic pump 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils (hazard

class A III) overground 
connections: G 1/2" 

Specification

• 3:1 pneumatic oil pump (19 266)
• tank, 1000 l, with a filling level indicator and a

visual leakage indicator (45 010)
• air maintenance unit (20 218 950)
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral oil

drip tray 

• Lacquering RAL 7040 window
grey satin.

• Storage tank and protection tank:
Welded steel.

• With 5 fixed connecting adapters, G 2“
female, to fit any accessories for
refilling, dispensing, ventilation and
over-flow and leakage protection.

• With mechanical float-level indicator.
• With visual leakage indicator.
• With sturdy integral steel pallet,

welded. Can be lifted and moved 
from four sides even under load.

• Dimensions 750 l tank
(L x W x H: 1200 x 800 x 1230 mm)

• Dimensions 1000 l tank
(L x W x H: 1200 x 800 x 1570 mm)

• Designed for indoor storage of oils
hazard class III.

• According to German Government
Specifications.

• With European certificate.
• German TÜV approval.
• Connections G 1/2“ female.
• Variations of storage tanks on request.

OIL SUPPLY TANK STATIONS

OIL SUPPLY STATIONS, 1000 L

19 003 351
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Technical data

tank volume: 1000 l
oil supply: electric oil pump 
voltage: 400 V - 3 phase 
power 
consumption: 5 A
power: 0,55 KW
adapter: Cekon-plug with phase inverter,

2 m cable 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils (hazard

class A III) overground 
connections: G 1/2" 

Specification

• electric oil pump (23 319)
• tank, 1000 l, with a filling level indicator and a

visual leakage indicator (45 010)
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral oil

drip tray 

Technical data

dimension LWH: 1000 l
airline connection: to suit Rectus coupling, type 26 
NW: 7,2 mm
oil supply: 3:1 pneumatic pump 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils (hazard

class A III) overground 
connections: G 1/2" 

Specification

• design acc. to German calibration law
• 3:1 pneumatic oil pump with an air eliminating

foot valve 
• tank, 1000 l, with a filling level indicator and a

visual leakage indicator (45 010)
• air maintenance unit (20 218 950)
• suction tube set 
• digital flow meter (19 709)
• storage bracket for oil meter with integral

oil drip tray 

Oil supply station, 1000 l

oil pump, 400 V

with discharge hose, 8 m, 

hose storage rack 
(LWH: 1370 x 800 x 1950),
345 kg

with hose reel, 10 m,

open, wall- and floor-
mounting (29 142)
(LWH: 1370 x 800 x 2070),
359 kg

Oil supply station, 1000 l,

design acc. to German 
calibration law
3:1 pneumatic pump

with discharge hose, 8 m, 

hose storage rack 
(LWH: 1370 x 800 x 1950),
343 kg

with hose reel, 10 m,

open, wall- and floor-
mounting (29 142)
(LWH: 1370 x 800 x 2070),
357 kg

23 003 350

23 003 351 

19 003 355

19 003 356

Article no.

23 003 351

OIL SUPPLY STATIONS, 1000 L

OIL SUPPLY STATIONS, 1000 L, 
DESIGN ACC. TO GERMAN CALIBRATION LAW

19 003 355



Fresh Oil Supply Systems

52

Oil supply station, 1000 l,

design acc. to German 
calibration law oil pump, 
400 V

with discharge hose, 8 m,

hose storage rack 
(LWH: 1370 x 800 x 1950),
346 kg

with hose reel, 10 m, 

open, wall- and floor-
mounting (29 142)
(LWH: 1370 x 800 x 2070),
360 kg

Oil supply station, 750 l,

3:1 pneumatic pump

with discharge hose, 8 m,

hose storage rack 
(LWH: 1370 x 800 x 1660),
301 kg

with hose reel, 10 m,

open, wall- and floor-
mounting (29 142)
(LWH: 1370 x 800 x 1730),
314 kg

Technical data

tank volume: 1000 l
oil supply: electric oil pump 
voltage: 400 V - 3 phase 
power
consumption: 5 A
power: 0,55 KW
adapter: Cekon-plug with phase

inverter, 2 m cable 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oil (hazard

class A III) overground 
connections: G 1/2" 

Specification

• design acc. to German calibration law
• electric oil pump, with an air eliminating

foot valve (23 319 951)
• tank, 1000 l, with a filling level indicator

and a visual leakage indicator (45 010)
• suction tube set 
• digital flow meter (19 709)
• storage bracket for oil meter with integral

oil drip tray 

Technical data

tank volume: 750 l
airline connection: to suit Rectus coupling, 

type 26 
NW: 7,2 mm
oil supply: 3:1 pneumatic pump 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils

(hazard class A III) 
overground 

connections: G 1/2" 

Specification

• 3:1 pneumatic oil pump (19 265)
• air maintenance unit (20 218 950)
• tank, 750 l, with a filling level indicator and

a visual leakage indicator (45 014)
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral

oil drip tray 

23 003 355

23 003 356

19 003 250

19 003 251

Article no.
OIL SUPPLY STATIONS, 1000 L,
DESIGN ACC. TO GERMAN CALIBRATION LAW

OIL SUPPLY STATION, 750 L

23 003 356

19 003 251
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Technical data

tank volume: 750 l
oil supply: electric oil pump 
voltage: 400 V - 3 phase 
power
consumption: 5 A
power: 0,55 KW
adapter: Cekon-plug with phase 

inverter, 2 m cable 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils

(hazard class A III)
overground 

connections: G 1/2" 

Specification

• electric oil pump (23 319)
• tank, 750 l, with a filling level indicator 

and a visual leakage indicator (45 014)
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral

oil drip tray 

Technical data

tank volume: 750 l
airline
connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm
oil supply: 3:1 pneumatic pump 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils

(hazard class A III)
overground

connections: G 1/2" 

Specification

• design acc. to German calibration law
• 3:1 pneumatic oil pump with an air elimi-

nating foot valve (19 265 951)
• air maintenance unit (20 218 950)
• tank, 750 l, with a filling level indicator 

and a visual leakage indicator (45 014)
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral

oil drip tray 

Oil supply station, 750 l,

oil pump, 400 V

with discharge hose, 8 m,  

hose storage rack 
(LWH: 1370 x 800 x 1660),
296 kg

with hose reel, 10 m,

open, wall- and floor-mounting
(29 142)
(LWH: 1370 x 800 x 1730),
310 kg

Oil supply station, 750 l, 

design acc. to German 
calibration law
3:1 pneumatic pump

with discharge hose, 8 m, 

hose storage rack 
(LWH: 1370 x 800 x 1660),
302 kg

with hose reel, 10 m, 

open, wall- and floor-mounting,
(29 142)
(LWH: 1370 x 800 x 1730),
315 kg

23 003 250

23 003 251

19 003 255

19 003 256

Article no.

23 003 251

19 003 255

OIL SUPPLY STATIONS, 750 L,
DESIGN ACC. TO GERMAN CALIBRATION LAW
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Oil supply station, 750 l,

design acc. to German 
calibration law oil pump, 400 V

with discharge hose, 8 m,

hose storage rack 
(LWH: 1370 x 800 x 1660),
297 kg

with hose reel, 10 m,

open, wall- and floor-mounting
(29 142)
(LWH: 1370 x 800 x 1730),
316 kg

Operating time limiter to suit
pneumatic fresh-oil systems

Operating time limiter to suit
electric fresh-oil systems

Technical data

tank volume: 750 l
oil supply: electric oil pump 
voltage: 400 V - 3 phase 
power
consumption: 5 A
power: 0,55 KW
adapter: Cekon-plug with phase

inverter, 2 m cable 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils

(hazard class A III)
overground 

connections: G 1/2" 

Specification

• design acc. to German calibration law
• electric oil pump, with an air eliminating

foot valve (23 319 951)
• tank, 750 l, with a filling level indicator

and a visual leakage indicator (45 014)
• suction tube set 
• digital flow meter
• storage bracket for oil meter with

integral oil drip tray 

Technical data

dimension LWH: 200 x 180 x 200 

Specification

• completely assembled 
• safety shut-off switch for use in conjunction

with permanent operating oil supply 
stations, with manual starter and electric 
contactor valve 

• magnetic shut-off  valve for automatic
stop of air supply 

Technical data

dimension LWH: 200 x 200 x 200 

Specification

• completely assembled 
• safety shut-off switch for use in conjunction

with permanent operating oil supply
stations, with manual starter and electric
contactor valve 

23 003 255

23 003 256

19 413 472

19 413 473

Article no.
OIL SUPPLY STATIONS, 750 L,
DESIGN ACC. TO GERMAN CALIBRATION LAW

23 003 256

ACCESSORIES

19 413 472

19 413 473



Oil supply station, 1000 l,

3:1 pneumatic pump

with discharge hose, 8 m,  

hose storage rack 
(LWH: 1450 x 760 x 1720),
125 kg

with hose reel, 10 m,

open, wall- and floor-
mounting (29 142)
(LWH: 1450 x 760 x 1920),
136,5 kg

19 000 350

19 000 351

Article no.

OIL SUPPLY STATIONS, 1000 L

OIL SUPPLY TANK STATIONS

• Double walled oil storage tank.
• With 4 fixed connecting adapters,

G2“ female, to fit accessories for
refilling, dispensing, ventilation and
over-flow and leakage protection.

• With sturdy integral steel pallet and 
mechanic float-level indicator.
(can be disassembled)

• Integral grips for manual transport.
• With suction tube.
• With storage bracket for oil meter

and integral oil drip tray.
• With digital hose end meter.

• Dimensions 1000 l tank
(L x W x H: 1280 x 760 x 1420 mm).

• Dimensions 750 l tank
(L x W x H: 980 x 760 x 1420 mm)

• Completely assembled on a steel 
mounting plate.

• Designed for indoor storage of oils
hazard class A III.

• According to German Government
Specifications.

• With German certificate Z-38.11-117.
• German TÜV approval.
• Connections G1/2“ female.

19 000 351
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Technical data

tank volume: 1000 l
airline connection: to suit Rectus coupling, type 26 
NW: 7,2 mm
oil supply: 3:1 pneumatic pump 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils (hazard

class A III) overground 
connections: G 1/2" 

Specification

• 3:1 pneumatic oil pump (19 266)
• tank, 1000 l, with a filling level indicator and

a visual leakage indicator (45 100)
• mounting plate
• air maintenance unit (20 218 950)
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral

oil drip tray 



Fresh Oil Supply Systems

56

Oil supply station, 1000 l,

oil pump, 400 V

with discharge hose, 8 m 

hose storage rack 
(LWH: 1450 x 760 x 1720),
137,5 kg

with hose reel, 10 m,

open, wall- and floor-
mounting (29 142)
(LWH: 1450 x 760 x 1720),
148,5 kg

Oil supply station, 1000 l, 

design acc. to German 
calibration law
3:1 pneumatic pump

with discharge hose, 8 m, 

hose storage rack 
(LWH: 1450 x 760 x 1720),
125 kg

Design acc. to Austrian
calibration law
(19 014 135)

with hose reel, 10 m,

open, wall- and floor-
mounting (29 142)
(LWH: 1450 x 760 x 1920),
136,5 kg

Design acc. to Austrian
calibration law
(19 014 135)

Technical data

tank volume: 1000 l
oil supply: electric oil pump
voltage: 400 V - 3 phase 
power consumption: 5 A
power: 0,55 KW
adapter: Cekon-plug with phase inverter,

2 m cable 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils (hazard

class A III) overground 
connections: G 1/2"

Specification

• electric oil pump (23 319)
• tank, 1000 l, with a filling level indicator and

a visual leakage indicator (45 100)
• mounting plate
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral

oil drip tray 

Technical data

tank volume: 1000 l
airline connection: to suit Rectus coupling, type 26 
NW: 7,2 mm
oil supply: 3:1 pneumatic pump 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils (hazard

class A III) overground 
connections: G 1/2" 

Specification

• design acc. to German calibration law
• 3:1 pneumatic oil pump with an air eliminating

foot valve (19 265 951)
• tank, 1000 l, with a filling level indicator and

a visual leakage indicator (45 100)
• mounting plate
• air maintenance unit (20 218 950)
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral

oil drip tray 

23 000 350

23 000 351 

19 000 355

19 000 356

Article no.

OIL SUPPLY STATIONS, 1000 L

OIL SUPPLY STATIONS, 1000 L, 
DESIGN ACC. TO GERMAN CALIBRATION LAW

23 000 350

19 000 356
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Technical data

tank volume: 1000 l
oil supply: electric oil pump 
voltage: 400 V - 3 phase 
power 
consumption: 5 A
power: 0,55 KW
adapter: Cekon-plug with phase

inverter, 2 m cable 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils (hazard 

class A III) overground 
connections: G 1/2" 

Specification

• design acc. to German calibration law
• electric oil pump, with an air eliminating foot

valve (23 319 951)
• tank, 1000 l, with a filling level indicator and 

a visual leakage indicator (45 100)
• mounting plate
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral

oil drip tray 

Technical data

tank volume: 750 l
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm
oil supply: 3:1 pneumatic pump 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils

(hazard class A III)
overground 

connections: G 1/2" 

Specification

• 3:1 pneumatic oil pump (19 265)
• air maintenance unit (20 218 950)
• tank, 750 l, with a filling level indicator and

a visual leakage indicator (45 101)
• mounting plate
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral

oil drip tray 

Oil supply station, 1000 l,

design acc. to German 
calibration law oil pump, 400 V

with discharge hose, 8 m,

hose storage rack 
(LWH: 1450 x 760 x 1720),
137,5 kg

Design acc. to Austrian
calibration law (23 000 135)

with hose reel, 10 m,

open, wall- and floor-
mounting (29 142)
(LWH: 1450 x 760 x 1920),
148,5 kg

Design acc. to Austrian
calibration law (23 000 135)

Oil supply station, 750 l,

3:1 pneumatic pump

with discharge hose, 8 m, 

hose storage rack 
(LWH: 1130 x 760 x 1720),
90 kg

with hose reel, 10 m,

open, wall- and floor-
mounting (29 142)
(LWH: 1150 x 760 x 1920),
100 kg

23 000 355

23 000 356

19 000 250

19 000 251

Article no.

OIL SUPPLY STATIONS, 750 L

23 000 356

19 000 250
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Oil supply station, 750 l,

oil pump, 400 V

with discharge hose, 8 m, 

hose storage rack 
(LWH: 1130 x 760 x 1720),
104 kg

with hose reel, 10 m,

open, wall- and floor-
mounting (29 142)
(LWH: 1150 x 760 x 1920),
113 kg

Oil supply station, 750 l,

design acc. to German 
calibration law
3:1 pneumatic pump

with discharge hose, 8 m,

hose storage rack 
(LWH: 1130 x 760 x 1720),
90 kg

Design acc. to Austrian 
calibration law
(19 016 135)

with hose reel, 10 m,

open, wall- and floor-
mounting (29 142)
(LWH: 1150 x 760 x 1920),
100 kg

Design acc. to Austrian 
calibration law
(19 016 135)

Technical data

tank volume: 750 l
oil supply:  electric oil pump 
voltage: 400 V - 3 phase 
power 
consumption: 5 A
power: 0,55 KW
adapter: Cekon-plug with phase inverter,

2 m cable 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils (hazard

class A III) overground 
connections: G 1/2" 

Specification

• electric oil pump (23 319)
• tank, 750 l, with a filling level indicator and

a visual leakage indicator (45 101)
• mounting plate
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral

oil drip tray 

Technical data

tank volume: 750 l
airline 
connection: to suit Rectus coupling, type 26 
NW: 7,2 mm
oil supply: 3:1 pneumatic pump 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils (hazard

class A III) overground 
connections: G 1/2" 

Specification

• design acc. to German calibration law
• 3:1 pneumatic oil pump with an air eliminating

foot valve (19 265 951)
• air maintenance unit (20 218 950)
• tank, 750 l, with a filling level indicator and

a visual leakage indicator (45 101)
• mounting plate
• suction tube set 
• digital flow meter
• storage bracket for oil meter with integral

oil drip tray 

23 000 250

23 000 251

19 000 255

19 000 256

Article no.

OIL SUPPLY STATIONS, 750 L

OIL SUPPLY STATIONS, 750 L,
DESIGN ACC. TO GERMAN CALIBRATION LAW

23 000 251

19 000 256
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Technical data

tank volume: 750 l
oil supply: electric oil pump 
voltage: 400 V - 3 phase 
power 
consumption: 5 A
power: 0,55 KW
adapter: Cekon-plug with phase

inverter, 2 m cable 
filling: G 2" tank filling coupler 
dispensing: digital flow meter 
application: for storage of fresh oils

(hazard class A III)
overground 

connections: G 1/2" 

Specification

• design acc. to German calibration law
• electric oil pump, with an air eliminating

foot valve (23 319 951)
• tank, 750 l, with a filling level indicator

and a visual leakage indicator (45 101)
• mounting plate
• suction tube set 
• digital flow meter
• storage bracket for oil meter with 

integral oil drip tray 

Oil supply station, 750 l, 

design acc. to German 
calibration law 
oil pump, 400 V

with discharge hose, 8 m, 

hose storage rack
(LWH: 1130 x 760 x 1720),
104 kg

Design acc. to Austrian calibration
law (23 006 135)

with hose reel, 10 m,

open, wall- and floor-mounting
(29 142)
(LWH: 1150 x 760 x 1920),
115 kg

Design acc. to Austrian calibration
law (23 006 135)

23 000 255

23 000 256

Article no.

23 000 255
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Technical data

outside container 
material: welded steel 
inside container
material: welded steel 
surface 
treatment: degreased, phos-

phatized, primed
and lacquered 

lacquering: RAL 7040, window
grey satin 

connections: 5 x G 2" female 

Specification

• European certificate 
• mechanic float level indicator 
• visual leakage indicator 
• can be lifted and moved from

four sides even under load 
• designed for 3-side mounting of 

hose reels, electric and 
pneumatic pumps 

• designed for indoor storage 

Technical data

outside container 
material: steel, hot-dip 

galvanized 
inside container
material: Polyethylene (HDPE)
connections: 4 x G 2" female 

Specification

• European certificate Z-38.11-117
• mechanic float level indicator 
• visual leakage indicator 
• integral pallet 

(can be disassembled)
• integral grips for manual

transport
• designed for indoor storage

Suitable for: 
• fuel oil and diesel 
• used engine and gear oils (waste oils) of

known origin, hazard class A III 
• lubricating oils, L-AN, acc. to DIN 51 501

(the lubricating oils AN 5 and AN 7 are
inflammable liquids, hazard class A III, 
acc.to VbF) 

• engine- and lubricating oils, 
acc. to DIN 51 511

• vehicle gear oils, acc. to DIN 51 512
• hydraulic oils, 

acc. to DIN 51 524 / 51 525
• heat transfer oils, acc. to DIN 51 522
• synthetic oils 
• rapseed oil-methyl-ester (RME) 

tank 750 l

(LWH: 1200 x 800 x 1123)
total weight: 279 kg

tank 1000 l

(LWH: 1200 x 800 x 1570)
total weight: 328 kg

tank 1420 l

(LWH: 1200 x 800 x 2070)
total weight: 415 kg

Suitable for: 
• fuel oil and diesel 
• used engine and gear oils (waste oils) of

known origin, hazard class A III 
• lubricating oils, L-AN, acc. to DIN 51 501

(the lubricating oils AN 5 and AN 7 are
inflammable liquids, hazard class A III, 
acc.to VbF) 

• engine- and lubricating oils, 
acc. to DIN 51 511

• vehicle gear oils, acc. to DIN 51 512
• hydraulic oils, 

acc. to DIN 51 524 / 51 525
• heat transfer oils, acc. to DIN 51 522
• synthetic oils 
• rapseed oil-methyl-ester (RME) 

tank 750 l

(LWH: 980 x 760 x 1420), 66 kg

tank 1000 l

(LWH: 1280 x 760 x 1420), 89 kg

45 014

45 010

45 018

45 101

45 100

Article no.

STORAGE TANKS1

45 014

45 100
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Storage bracket for oil meters

with integral drip tray

Fixing bracket

to suit a hose storage rack

Hose storage rack

large size

Continuously operating signal horn

for indoor use

Technical data

dimension LWH: 703 x 90 x 150
material: steel 
lacquering: RAL 7040 window

grey satin 
weight: 1,57 kg

Specification

• drip tray 
• fastening screws set 
• for use in conjunction with storage 

tanks (45 100 / 45 101) only 

Technical data

dimension LWH: 350 x 330 x 2
material: steel 
lacquering: RAL 7040 window

grey satin 
weight: 1,4 kg

Specification

• fastening screws set 
• use in conjuncton with storage tanks,

(45 100 / 45 101) only 
• to suit hose storage rack (19 669)

Technical data

dimension LWH: 348 x 144 x 257
weight: 1,3 kg
material: aluminium die casting

Specification

• for wall-mounting 

Technical data

loudness level: 90 dB (A),
1m distance 

power supply: 230 V 
power input: 6 VA
safety type: IP 20
weight: 0,18 kg

Specification

• for acoustic remote monitoring of
tanks 

• adapter to connect to an overflow
protection valve (19 412)

19 402

19 403

19 669

19 407

Article no.
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Technical data

loudness level: 90 dB (A), 1m distance 
power supply: 230 V 
power input: 10 VA
safety type: IP 33
weight: 0,19 kg

Specification

• for visual and acoustic remote
monitoring of tanks 

• adapter to connect to an overflow
protection valve (19 412)

Technical data

dimension LWH: 163 x 97 x 62
weight: 0,4 kg
power supply: 230 V AC, 50/60 HZ 
nominal power: 5 VA
fuse: M 32 mA
connecting 
cable: 1.2 m, 2 x 0.75 mm2

operate lag: none 
additional 
connections: 1 output relay (variator) 
output relay
switch capacity: max. 250 V, 2 A,

resistive load 
permitted 
ambient
temperature: -10° to + 60 °C 
safety class: II DIN 57 700

Specification

• for installation between the inside and
outside wall of a double storage tank 

• warning signal at min. 50 mm liquid
height 

Specification

• operating time limiter,1 - 30 min 
• for electric and pneumatic oil supply

stations 
• for use in conjunction with pneumatic oil

supply stations the use of a solenoid 
valve (19 897) is recommended 

• can be installed in conjunction with a key
operated switch (19 423)

Warning light and buzzer

with separate control mechanism
for each unit

Optical and acoustic

oil/water leakage indicator system

Electric contactor valve

with operating time limiter

19 408

19 406

19 421

Aricle no.

19 408

19406

19 421
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Key operated switch

with an indication lamp

Solenoid valve, G 1/4" female,

G 1/4" female

2/2 way air valve

Overflow protection valve

A III, acc. to German WHG
regulation

Retention adapter

G 3/4" female, G 2" male

Specification

• control lamp 
• for use in conjunction with an electric 

contactor valve (19 421)

Technical data

dimension LWH: 55 x 70 x 22
medium: air
connections: G 1/4" female 
NW: 7,2 mm
pressure range: 0,3 – 10 bar
ambient 
temperature: 0 °C to +60 °C 
nominal voltage: 230 V / 50 Hz
safety type: IP 65
duty cycle, ED: 100 %
sealing material: NBR
material: brass 

Specification

• currentless circled 
• epoxy-resin-pressed coil parts

Technical data

power supply: AC 24 V, 110 V, 
230 V or DC 24 V 

power input: max. 3 VA or 5 W 
dimension LWH: 163 x 97 x 62 
safety type: IP 30
level indicator length: 300 mm
connections: G 3/4" male 
visual level gauge 
material: brass 

Specification

• visual and acoustic warning with
acknowledgement option 

Area of application: 
Inflammable liquids and oil of hazard class
A III; diesel acc. to DIN 51 601, fuel oil
acc. to DIN 51 603, used gear and motor
oils.

Technical data

connection 1: G 3/4" female 
connection 2: G 2" male 
material: galvanized cast steel 

Specification

• for mounting of level indicators of the 
overflow protection valve (19 412) 
on storage tanks 

19 423

19 897

19 412

19 418

Article no.
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Technical data

connection: G 2" female 

Specification

• can be mounted as a protection cap at
the end of a storage ventilation pipe 
of tanks 

Technical data

connections: G 2" male 
material: galvanized steel 

Technical data

connection 1: G 2" male 
connection 2: to suit filling systems of

tank trucks 

Specification

• metal cover 
• tanker coupling 

Technical data

connection: R 2" female 
material: brass 
sealing: Vulkollan 

Specification

• without cover 

Technical data

material: metal
sealing: Perbunan 

Specification

• steel chain, nickelized, 25 cm 
• to suit tank filling coupler (19 416)

Technical data

connection: G 2" male 

Specification

• storage tank refilling system
(19 414 950)

• tank ventilation cap (19 410)
• tank ventilation tube (87 563)

Technical data

connection: G 2" male 
length: 500 mm 

Specification

• to be mounted on storage tank in 
conjunction with tank ventilation cap
(19 410)

Tank ventilation cap, G 2" female, 

with a strainer, Polyamide 

Tank ventilation cap, G 2" female,

without strainer, Brass 

Tank filling spout, angled 90°

G 2" male, G 2" male

Storage tank refilling system,

G 2" male, 45° angled

Tank filling coupler

Cap to suit tank filling coupler

Storage tank refilling system and

tank ventilation tube

G 2" male

Tank ventilation tube 

G 2" male, 500 mm

19 410

19 411

19 414

19 414 950

19 416

19 417

19 424

87 563

Article no.
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Installation set

tank attachment

Container storage unit

to suit two 200 l container

(LWH: 1340 x 850 x 340), 76 kg

to suit four 200 l container

(LWH: 2680 x 850 x 236), 122,2 kg

to suit four 200 l container

(LWH: 1200 x 1200 x 340), 90 kg

Specification

• for installation of an overflow 
protection valve and of a tank
ventilation tube 

• adapter, G 3/4" female, G 2" male
• T-type adapter, G 2" female,

G 2" male 
• tank filling spout, angled 90°,

G 2" male 
• adapter G 2" female 

Technical data

material: 3.5 mm sheet steel 
lacquering: Pantone 294c,

blue satin 

Specification

• galvanized platform grid 
• stable and sturdy construction 
• can be moved from four sides

(100 mm clearance) 
• to suit 200 l container 
• for storage of diesel, fresh and waste

oils of known origin (hazard class AIII)
in container of max. 200/220 l
volume, overground 

• design approval, conforms to § 19 
WHG (German Environmental 
Government Specifications), water
protection regulations 

• for storage in preservations of 
ground water, please ask your 
local authorities. 

19 426

19 802

19 804

19 808

Article no.
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Technical data

dimension LWH: 1370 x 650 x 850
material: steel 
lacquering: Pantone 294c, 

blue satin 

Specification

• for self-assembly 
• stand-alone 
• recommended to be used in conjunction

with oil container storage units only
(19 808 / 19 802)

• two oil container storage units can be 
stacked together to create systems with 
two storage levels (700 mm and 
1500 mm above ground level)

Technical data

dimension LWH: 850 x  800 x 1400
lift: 450 mm
material: steel 
weight: 65 kg
lacquering: Pantone 294c,

blue satin 

Specification

• to transport max. 200 / 220 l 
container 

• hydraulic lifting mechanism 
• steerable 4 wheels-trolley
• The lift of container can easily be 

effected by means of special clamps
and holders. 

Technical data

length of suction tube: 860 mm
connection of 
suction pipe: G 3/4" male 
adapter: G 2" male 

Specification

• two suction pipes each with an integral
foot valve 

• two suction hoses, 2 m, G  3/4 "
female/male 

• 3-way lever ball valve, G 3/4 " female
• wall-mounting bracket
• all adapters for assembly 
• to suit two 200/220 l container 

Oil container storage rack

to suit 3 x 60 l or 2 x 200 l container

Barrel lift

Dual suction tube assembly, 2 m

19 815

19 816

19 511

69
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Flexible suction hose for oil

2 m, G 3/4" female, G 3/4" male

Wall-mounting bracket 

to suit pneumatic pumps

Suction tube, G 3/4" female, G 2" male,
860 mm, to suit 200/220 l container

Suction tube, G 3/4" female, G 2" male,
860 mm, to suit 200/220 l container
with foot valve with an overpressure
ventile

Suction tube, G 3/4" female, G 2" male,
1600 mm, to suit oil storage tanks
with foot valve with an overpressure
ventile

Conversion kit

860 mm suction tube, 
to suit 200/220 l container

Conversion kit

1600 mm suction tube, 
to suit oil storage tanks

Conversion kit

1600 mm suction tube, 
to suit oil storage tanks,
90° connecting angle for connection
with a pneumatic pump 
For wall-mounting a suction hose, 
(19 512) and a wall-mounting
bracket (19 521) is required.

Technical data

length: 2 m
connection 1: G 3/4" female 60°

sealing cone 
connection 2: G 3/4" male 60°

sealing cone 
hose inside 
diameter: 20 mm
operating pressure: 105 bar

Specification

• high volume 
• Acc. to EN 857 

Technical data

dimension LWH: 155 x 48 x 127
weight: 1,1 kg
material: galvanized steel 

Specification

• to suit pneumatic pumps 

Technical data

connection 1: G 3/4" female 
connection 2: G 2" male,

retention adapter

Specification

• To connect the suction pipe with a 
pneumatic pump a suction hose, 
item No.19 512, is required.

Technical data

connection: G 3/4" male 

Specification

• complete, with an air eliminating foot
valve to convert a standard 3:1 
pneumatic pump (19 285)
into a pneumatic pump designed 
acc. to German calibration law 

19 512

19 521

19 522

19 523

19 523 001

19 513 950

19 513 952

19 513 954

Article no.
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Technical data

connetion 1: G 1/4" male 
connetion 2: to suit Rectus 

connector, type 26 
NW: 7,2 mm
opening of the 
spanner: 12 mm
material: brass 

Specification

• to be used for mounting of an air 
maintenance unit (20 218)

Technical data

connections: G 1/4" male,
60° inside cone 

NW: 7,5 mm 
opening of the 
spanner: 17 mm 
operating pressure: - 0.95 to 15 bar 
operating temperature: - 10 °C to 70 °C 
material: brass 

Specification

• to be used for mounting of an air 
maintenance unit (20 218)

• with an inside cone, acc. to 
DIN EN 560 

Technical data

length of hose: 5 m
connetion 1: female Rectus quick 

release airline
connector, type 26 

connetion 2: to suit male Rectus 
quick release 
airline connector, 
type 26 

NW: 7,2 mm
dynamic operating 
pressure: 17 bar

Specification

• to connect the compressed airline to a
compressed air tool 

Male quick release adapter,

G 1/4" male
to suit Rectus connector, type 26

Adapter

G 1/4" male, G 1/4" male

Coiled air hose, 5 m

20 062

20 112

20 185

Article no.
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Air maintenance unit

Air maintenance unit, complete set

Technical data

connection 1: G 1/4" female 
connection 2: G 1/4" female 
max. operating 
pressure: 10 bar
regulating air
pressure: 0,5 - 10 bar
normal flow rate:*: 6,3 l/sec
filter: 40 my
condensate volume: 0,017 l
operating
temperature: 0 °C to +50 °C 
casing material: zinc die casting 

* at a 10 bar airline pressure, 6 bar 
operating pressure and Δp=1bar 

Specification

• pressure regulator with gauge, 
moisture separating filter and 
lubricator 

Technical data

connection 1: G 1/4" male 
connection 2: to suit Rectus 

airline connector,
type 26 

NW: 7,2 mm 
max. operating
pressure: 10 bar
regulating air
pressure: 0,5 - 10 bar
normal flow rate:*: 6,3 l/sec
filter: 40 my
condensate volume: 0,017 l
operating
temperature: 0 °C to +50 °C 
casing material: zinc die casting 

* at a 10 bar airline pressure, 6 bar
operating pressure and Δp = 1 bar

Specification

• pressure regulator with gauge, 
moisture separating filter and 
lubricator 

• male quick release coupler 
• G 1/4" male/male adapter 

20 218

20 218 950

Article no.

AIR MANTENACE UNITS5

20 218

20 218 950

Construction Kit 
For Fresh Oil Supply



73

Technical data

connection,
pressure side: G 3/4" male 
connection: G 2" male, to suit

metal container 
max. length of 
discharge hose: 10 m
airline connection: G 1/4" female 

Specification

• suction tube, G 1" male 
• thanks to high delivery rates, pump can be 

used as transfer pump 
• designed to operate in conjunction with 

short distribution lines 

Technical data

connection,
suction side: G 3/4" male 
connection
pressure side: G 3/4" male 
max. length of 
discharge hose: 10 m
airline connection: G 1/4" female 

Specification

• thanks to high delivery rates, pump can be 
used as transfer pump 

• designed to operate in conjunction with 
short distribution lines 

• recommended accessories: suction hose
(19 512), wall-mounting bracket (19 521), 
suction tube (19 522 / 19 523 / 19 523 001)

Technical data

connection,
pressure side: G 3/4“ male
connection: G 2“ male, to suit 

metal container
sealings: FKM (Viton®)
media: pure screen water, 

anti-freeze
max. length of 
discharge hose: 10 m
air line connection: G 1/4“ female
materials: All components which

contact with flow
media are made of 
steel, brass or Viton®

Specification

• suction tube, G 1“ male

Pneumatic oil and diesel 

pump 1:1

SRL 860,

to suit 200/220 l container

SRL 1200, 

for mounting on tanks

Pneumatic oil and diesel 

pump 1:1

for wall-mounting

Pneumatic pump 1:1, brass

SRL 860, 

to suit 200/220 l container

SRL 1200, 

for mounting on tanks

19 135

19 165

19 185

19 135 843

19 165 843

Article no.
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Technical data

connection,
suction side: G 3/4“ male
connection,
pressure side: G 3/4“ male
sealings: FKM (Viton®)
media: pure screen water,

anti-freeze
max. length of
discharge hose: 10 m
air line connection: G 1/4“ female
materials: All components 

which contact with
flow media are made
of steel, brass or 
Viton®.

Specifikation

• recommended accessories:
suction hose (19 512), wall-mounting 
bracket (19 521), suction tube
(19 522 / 19 523 / 19 523 001)

Technical data

connection,
pressure side: G 3/4" male
connection: G 2" male, to suit

metal container 
max. length of 
discharge hose: 10 m
airline connection: to suit Rectus 

coupling, type 26 
NW 7,2 mm

Specification

• suction tube, G 1" male 
• air maintenance unit (20 218 950)
• compressed-air hose, 2 m, DN 9, with male

adapter to suit Rectus coupling, type 26 
• oil discharge hose 2 m, 

DN 20, G 3/4" male/ female and lever 
ball valve, G 3/4" female, with all adapters 
required for assembly 

• to connect directly to fixed oil/diesel 
discharge installations 

Pneumatic pump 1:1, brass

for wall-mounting

Pneumatic Installation

pump set 1:1

SRL 860,

to suit 200/220 l container

SRL 1200,

to suit tanks

19 185 843

19 135 600

19 165 600

Article no.
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Pneumatic Installation 

pump set 1:1

SRL 860,

for wall-mounting

Pneumatic diaphragm pump

60 l/min

Suitable for: 
• waste oils, water 
• water-based liquids, oils 

or slurries providing 
outstanding abrasion 
resistance (e. g. screen 
water, anti-freeze, various 
chemicals, light acids etc.)

Technical data

connection,
pressure side: G 3/4" male 
connection: G 2" male, to suit 

metal container 
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm

Specification

• wall-mounting bracket 
• suction tube, with angle  G 3/4" female 
• suction hose, DN 20, to connect suction 

tube/pneumatic pump 
• air maintenance unit (20 218 950)
• compressed-air hose, 2 m, DN 9, with male 

adapter to suit Rectus coupling, type 26 
• oil discharge hose 2 m, DN 20, G 3/4" 

male/female and lever ball valve, G 3/4" 
female, with all adapters required for 
assembly 

• to connect directly to fixed oil/diesel 
discharge installations 

Technical data

dimension, LWH: 191 x 222 x 273
pump capacity (free flow): 60 l/min
max. air pressure: 7 bar
min. air pressure: 1,8 bar
max. particle size: 2,5 mm
max. suction height (wet): 7 m
max. suction height (dry): 4,9 m 
max. operating temperature: 65 °C
loudness level at 
3.5 bar, 50 DH/min: 75 dB (A)
airline connector: to suit Rectus 

coupling, type 26 
suction and 
discharge adapter: G 1/2" male 60°

with sealing cone 
max. air consumption: 560 l/min
material of pump: Aluminium 
material of diaphragms: Buna-N
material of ball valve: Buna-N
material of ball valve seat: Acetal
weight: 5 kg

Specification

• designed for wall-mounting 
• recommended accessory (87 626)

19 185 600

19 060

PNEUMATIC DIAPHRAGM PUMPS

19 060

Article no.

19 185 600



Technical data

dimension LWH: 235 x 305 x 356
pump capacity (free flow): 159 l/min
max. air pressure: 8,4 bar
min. air pressure: 1,4 bar
max. particle size: 3,2 mm
max. suction
height (wet or dry): 5,8 m
max. operating 
temperature: 65 °C
loudness at 4.8 bar,
50 DH/min: 78 dB (A)
airline connector: to suit Rectus 

coupling, type 26 
NW: 7,2 mm
suctin and discharge 
adapter: G 3/4" male 60°

with sealing cone 
max. air consumption: 1700 l/min
material of pump: Aluminium 
material of diaphragms: Hytrel®
material of ball valve: Acetal
material of ball valve seat: Hytrel®
weight: 8,2 kg

Specification

• designed for wall-mounting 
• recommended accessory (87 626)

Technical data

length: 0,5 m
connection 1: G 3/4" female, 60° sealing cone
connection 2: G 3/4" female, 60° sealing cone
inside diameter 
of hose: 20 mm
operating pressure: 45 bar 

Specification

• high volume 
• Acc. to DIN 20 021 (EN 854) 

Technical data

length: 2 m
connection 1: G 3/4" female 60° sealing cone 
connection 2: G 3/4" male 60° sealing cone 
inside diameter 
of hose: 20 mm
operating pressure: 105 bar

Specification

• high volume 
• Acc. to EN 857 

Pneumatic diaphragm pump

159 l/min

Suitable for: 
• waste oils, water 
• water-based liquids, oils or 

slurries providing outstanding
abrasion resistance (e. g. 
screen water, anti-freeze, 
various chemicals, light 
acids etc.) 

Discharge hose for oil

0,5 m, G 3/4" female, 
G 3/4" female

Discharge hose for oil

2 m, G 3/4" female, 
G 3/4" male

19 062

19 530

19 512

Article no.
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Discharge hoses for oil

1 m, G 3/4" female, 
G 3/4" male
3 m, G 3/4" female, 
G 3/4" male
4 m, G 3/4" female, 
G 3/4" male
5 m, G 3/4" female, 
G 3/4" male
8 m, G 3/4" female, 
G 3/4" male

Discharge hose for oil

1,5 m, G 3/4" female, 
G 3/4" female

Flexible metal hose

0,5 m, G 3/4" female, 
G 3/4" female

Hose storage rack

large size

Specification

• for wall-mounting 

Wall-mounting rack

for diaphragm pumps

Technical data

connection 1: G 3/4" female 
connection 2: G 3/4" male, 60° sealing cone
inside diameter 
of hose: 20 mm
operating pressure: 105 bar 

Specification

• high delivery rate
• acc. to DIN 20 022 (EN 853)

Technical data

length: 1,5 m
connection 1: G 3/4" female 
connection 2: G 3/4" female, with 90° angle 
inside diameter 
of hose: 20 mm
operating pressure: 105 bar 

Specification

• to connect  pneumatic oil pumps with pipework 
• swivel nuts on both hose ends 
• acc. to DIN 20 022 (EN 853) 

Technical data

length: 0,5 m
connections: G 3/4" female 
inside diameter 
of hose: 20 mm
material of metal 
flexible hose: high-alloyed steel 

(X6 CrNiTi 1810) with 
high-alloyed steel braid 

weight: 0,4 kg

Specification

• acc. to TRBF 231 T1 (German norm)
• to connect oil pumps with pipework in 

non-visible areas
• swivel nuts on both hose ends 

Technical data

dimension, LWH: 348 x 144 x 257
weight: 1,3 kg
material: aluminium die casting 

Technical data

dimension, LWH: 182 x 198 x 208
weight: 1,8 kg
material: galvanized steel 

Specification

• to suit diaphragm pumps (19 060 / 19 062)

19 531

19 533

19 534

19 535

19 538

19 550

19 666

19 669

87 626

Article no.

19 533

19 666

19 550

87 626

19 669



Technical data

dimension, LWH: 472 x 152 x 498
hose length: 8 m
connection, 
discharge hose: G 3/4" male
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/4" female 
inside diameter of hose: DN 16
operating pressure: 60 bar 
weight: 18,7 kg

Technical data

dimension, LWH: 475 x 158 x 520
hose length: 8 m
connection, 
discharge hose: G 3/4" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/4" female 
inside diameter of hose: DN 16
operating pressure: 60 bar 
weight: 22,3 kg

Hose reel

O, WB, 60 bar, DN 16, 8 m

Hose reel

O, D, 60 bar, DN 16, 8 m

29 341

29 351

Article no.
HOSE REELS FOR OIL

Construction Kit 
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Product features

• Complete with 1 m connecting hose 
G 3/4“ female.

• Outstanding robustness and compact 
design.

• All steel parts are washed, phos-
phatised, coated and lacquered
(Guide arm: RAL 7040 window grey
satin, Drum: Pantone 294c blue satin,
Cover: RAL 7040 window grey satin,
Wall-mounting bracket: Pantone 294c
blue satin).

• High-quality surface-treatment of all
steel parts ensures high corrosion
resistance.

• The axis diameter of die casting parts
is 40 mm. lf loads to be absorbed 
are predefined, dimensions selected
by our engineers ensure almost
unlimited lifecycle.

• Selected pairs of axis and bearing 
materials are maintenance-free.

• Suitable for wall, floor and mounting
on ceilings.

• Easy assembly: It is not necessary to
hold the weight of the hose reel 
while mounting.

• Ball bearings on any hinge joints.

• High pressures in the supply system
do not influence the power needed
for hinge joint rotation.

• With hose stop.
• By 90° turning the hose can be

engaged.

Abbreviations

D Ceiling mounting
GDA Encased, swivel joint situated outside
GDI Encased, swivel joint situated inside
O Open
WB Wall- and ceiling mounting

HOSE REELS8

OPEN, FOR WALL-/FLOOR-MOUNTING

OPEN, FOR MOUNTING ON CEILINGS

29 351

29 341



79

Hose reel

GDA, WB, 60 bar, DN 16, 8 m

Hose reel

GDI, WB, 60 bar, DN 16, 8 m

Hose reel

GDA, D, 60 bar, DN 16, 8 m

Hose reel

GDI, D, 60 bar, DN 16, 8 m

Technical data

dimension, LWH: 495 x 158 x 508
hose length: 8 m
connection,
discharge hose: G 3/4" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/4" female 
operating pressure: 60 bar 
weight: 25,3 kg

Technical data

dimension, LWH: 495 x 170 x 508
hose length: 8 m
connection,
discharge hose: G 3/4" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/4" female 
operating pressure: 60 bar 
weight: 25,7 kg

Technical data

dimension, LWH: 495 x 158 x 520
hose length: 8 m
connection,
discharge hose: G 3/4" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/4" female 
operating pressure: 60 bar 
weight: 25,5 kg

Technical data

dimension, LWH: 495 x 170 x 520
hose length: 8 m
connection,
discharge hose: G 3/4" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/4" female 
operating pressure: 60 bar 
weight: 25,1 kg

29 371

29 361

29 391

29 381

Article no.

ENCASED, FOR WALL-/FLOOR-MOUNTING, OUTSIDE SWIVEL

29 371

ENCASED, FOR WALL-/FLOOR MOUNTING, INSIDE SWIVEL

29 361

ENCASED, FOR MOUNTING ON CEILINGS, OUTSIDE SWIVEL

29 391

ENCASED, FOR MOUNTING ON CEILINGS, INSIDE SWIVEL

29 381



Technical data

dimension, LWH: 170 x 105 x 220
swivel range: 2 x 45°
weight: 1,8 kg
material: steel 
lacquering: Pantone 294c, 

blue satin 

Specification

• wall-mounted swivel bracket to suit all
types of hose reels 

Technical data

material: Polyamide 
colour of stop : RAL 8001, brown 

Specification

• for hoses of 23.5 mm outside 
diameter 

• suitable for oil hoses 

Technical data

material: steel 
lacquering: RAL 7040, window 

grey satin 

Specification

• drip tray with a drain screw and 
removable strainer 

• for wall-mounting 

Technical data

material: steel 
lacquering: Pantone 294c, 

blue satin 

Specification

• suits for lateral installation of a hose 
reel (e.g. in garage service pits) 

Wall-mounting

90° swivel bracket

Hose stop 5/8"

Control gun and meter storage bracket,

for one gun
(170 x 170 x 650 mm), 2,3 kg

Control gun and meter storage bracket,

for two guns
(340 x 170 x 650 mm), 4,1 kg

Angle bracket for installation

29 930

29 979

29 980

29 981

29 940

Article no.

ACCESSORIES TO SUIT HOSE REELS
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29 930

29 979

29 980

29 940
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Inline meter, digital

turbine wheel, G 1" 
female, G 1" female

Cylindrical piston 

flowmeter, mechanical 

for in-line installation,

Siemens

Control valve, 

for diesel / oil

G 1" female

Technical data

dimension, LWH: 102 x 50 x 60 
connections: G 1" female 
liquids to be measured: for liquid oils only, e. g. 

hydraulics oils, diesel 
flow rate: 10 - 100 l/min 
temperature range: -10 °C to 50 °C
max. pressure: 10 bar
material of casing: Aluminium 
display: four digits, without decimals 
partial summation: can be reset to zero 
total summation: counted in litres and will be

reset to zero at a quantity 
of 999 999 l 

measuring tolerance: +/- 2,5 %
batteries: AAA, size E92, 1.5 V 

Specification

• to suit 1:1 pneumatic pumps and pneumatic 
diaphragm pumps 

• for direct mounting on a diesel control valve 

Technical data

dimension, LWH: 102 x 50 x 60 
connections: G 3/4" female 
liquids to be measured: lubricating oils and others

within the viscosity range 
from 8 to 2000 mPa s 

flow rate: 1 – 50 l/min
operating temperature: max. 40 °C
Ambient temperature: 10 °C to 50 °C
nominal pressure: 10 bar
material of casing: zinc die casting 
display: 1-100 l, can be reset to zero 
total summation: counted in litres and will be 

reset to zero at a quantity 
of 999 999 l 

measuring tolerance: +/- 2 %
position of installation: according to your demands 

Technical data

connection: G 1" female 
flow rate: 60 l/min
max. pressure: 8 bar
material: Aluminium and Polyethylene 

Specification

• manual shut-off valve 
• swivel 
• to suit 1:1 oil and diesel pumps and pneumatic 

diaphragm pumps 
• recommended accessory (03 419)

23 285

19 728

19 701

Article no.

FLOW METERS9

CONTROL VALVE10

23 285

19 701

19 728
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Pneumatic oil pump, 3:1

SRL 570, to suit 60 l container

SRL 860, to suit 200/220 l container

SRL 1200, for mounting on tanks

SRL 1500, for mounting on tanks

Pneumatic oil pump, 3:1

for wall-mounting

Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit 

metal container
airline connection: G 1/4" female 

Specification

• suction tube, G 3/4" male 
• Especially designed to dispense 

engine or gear oils (max. viscosity 
90 SAE).

• Designed for use in conjunction with 
distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648,16 bar or 
19 506, 20 bar)

• can be easily combined with several 
hose reels 

Technical data

connection,
suction side : G 3/4" male 
connection,
pressure side: G1/2" male 
airline connection: G 1/4" female 

Specification

• especially designed to dispense 
engine or gear oils (max. viscosity 
90 SAE) 

• designed for use in conjunction with 
distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648, 16 bar or 
19 506, 20 bar)

• can be easily combined with several 
hose reels 

• recommended accessories: suction 
hose (19 512), wall-mounting bracket
(19 521), suction tube (19 522 / 
19 523 / 19 523 001)

19 205

19 235

19 265

19 266

19 285

Article no.

PNEUMATIC OIL PUMPS

PNEUMATIC OIL PUMPS 3:1

19 205

19 285

11



Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit 

metal container 
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm

Specification

• acc. to German calibration law 
• integral air eliminator 
• suction tube, G 3/4" male 
• overflow tube (copper) to prevent overpressures, 

recommended as well for use in non visible aereas 
• PTB approval / German Govt. specification 
• especially designed to dispense engine or gear oils 

(max. viscosity 90 SAE) 
• Designed for use in conjunction with distribution lines

up to 70 m. We recommend the installation of an
overflow valve (19 648, 16 bar or 19 506, 20 bar)

• can be easily combined with several hose reels 

Technical data

connection,
suction side: G 1/2" male 
connection,
pressure side: G1/2" male 
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm

Specification

• acc. to German calibration law 
• integral air eliminator 
• overflow tube (copper) to prevent overpressures,

recommended as well for use in non visible aereas 
• PTB approval / German Govt. Specification
• especially designed to dispense engine or gear oils 

(max. viscosity 90 SAE) 
• Designed for use in conjunction with distribution lines

up to 70 m. We recommend the installation of an
overflow valve (19 648 ,16 bar or 19 506, 20 bar)

• can be easily combined with several hose reels 
• completely assembled and mounted on a steel plate

for wall-mounting 
• recommended accessories: suction hose (19 512),

suction tube (19 522 / 19 523 / 19 523 001)
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Pneumatic oil pump, 3:1,

SRL 860, 

to suit 200/220 l container

SRL 1200, for mounting on tanks

SRL 1500, for mounting on tanks

Pneumatic oil pump, 3:1, 

Design acc. to German 
calibration law
for wall-mounting

Design acc. to Austrian 
calibration law
(19 285 135)

19 235 030

19 265 030

19 266 030

19 285 030

Article no.

PNEUMATIC OIL PUMPS, ACC. TO GERMAN CALIBRATION LAW

19 235 030

19 285 030
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Pneumatic oil pump, 3:1, 

SRL 860, to suit 200/220 l container

SRL 1200 mm, for mounting on tanks

SRL 1500 mm, for mounting on tanks

Pneumatic oil pump, 3:1, 

set, 860 mm suction tube, 

for wall-mounting

Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit

metal container
airline connection: G 1/4" female 

Specification

• acc. to German calibration law 
• integral air eliminating foot valve 
• suction tube, G 3/4" male 
• PTB approval / 

German Govt. Specification
• especially designed to dispense 

engine or gear oils (max. viscosity 
90 SAE) 

• Designed for use in conjunction with 
distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648, 16 bar or 
19 506, 20 bar)

• can be easily combined with several 
hose reels 

Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit 

metal container 
airline connection: G 1/4" female 

Specification

• acc. to German calibration law 
• integral air eliminating foot valve 
• suction tube, 90° connecting angle, 

G 3/4" male 
• suction hose, 2 m, G 3/4" female/ 

male 
• wall-mounting bracket 
• PTB approval / German Govt. 

Specification
• especially designed to dispense 

engine or gear oils (max. viscosity 
90 SAE)

• Designed for use in conjunction with 
distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648, 16 bar or 
19 506, 20 bar)

• can be easily combined with several 
hose reels 

19 235 951

19 265 951

19 266 951

19 285 951

Article no.

PNEUMATIC OIL PUMPS, ACC. TO GERMAN CALIBRATION LAW

19 285  951

19 235 951
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Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit 

metal container 
airline connection: to suit Rectus 

coupling, type 26 
NW: 7,2 mm

Specification

• suction tube, G 3/4" male 
• air maintenance unit (20 218 950)
• compressed-air hose, 2 m, with male 

adapter to suit female Rectus quick 
release airline connector type 26 

• oil discharge hose, 2 m, G 1/2" male/ 
female and lever ball valve, G 1/2" 
female to connect directly to a fixed oil
discharge installation

• Designed for use in conjunction with 
distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648, 16 bar or 
19 506, 20 bar)

• with all adapters required for assembly 

Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit 

metal container 
airline connection: to suit Rectus 

coupling, type 26 
NW: 7,2 mm

Specification

• suction tube, 90° connecting angle, 
G 3/4" male 

• wall-mounting bracket 
• suction hose, 2 m, G 3/4" female/male, 

to connect suction tube/pneumatic pump 
• oil discharge hose, 2 m, G 1/2" male/female

and lever ball valve, G 1/2" female to connect
directly to a fixed oil discharge installation

• air maintenance unit (20 218 950) and compressed-air 
hose, 2 m, with male adapter to suit female Rectus quick 
release airline connector type 26 

• Designed for use in conjunction with distribution lines
up to 70 m. We recommend the installation of an 
overflow valve (19 648, 16 bar or 19 506, 20 bar).

• with all adapters required for assembly 

Pneumatic oil installation 

pump set, 3:1

SRL 860, to suit 200/220 l container

SRL 860 to suit 200/220 l container,

with integral air eliminating foot valve 

acc. to German calibration law 

SRL 1200, for mounting on tanks

SRL 1200, for mounting on tanks,

with integral air eliminating foot valve 

acc. to German calibration law 

Pneumatic oil installation 

pump set, 3:1

SRL 1200, for wall-mounting

SRL 1200, for wall-mounting,

with integral air eliminating 

foot valve

acc. to German calibration law 

19 235 600

19 235 601

19 265 600

19 265 601

19 285 600

19 285 601

Article no.

PNEUMATIC OIL PUMPS, COMPLETE INSTALLATION SETS

19 235 600

19 285 600
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Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit 

metal container 
airline connection: G 1/4"  female 

Specification

• double-acting pump, providing a 
continuous oil flow 

• suction tube, G 3/4" male 
• especially designed to dispense 

engine-, hydraulic- or gear oils 
(max. viscosity 140 SAE)

• Designed for use in conjunction with 
distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648, 16 bar or 
19 506, 20 bar).

• can be easily combined with several 
hose reels 

Technical data

connection,
suction side: G 3/4" male 
connection,
pressure side: G1/2" male 
airline connection: G 1/4" female 

Specification

• double-acting pump, providing a 
continuous oil flow 

• fluid outlet with integral back-flow valve 
• especially designed to dispense engine 

or gear oils (max. viscosity 90 SAE) 
• Designed for use in conjunction with 

distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648, 16 bar or 
19 506, 20 bar).

• can be easily combined with several 
hose reels 

• recommended accessories: suction 
hose (19 512), wall-mounting 
bracket (19 521), suction tube
(19 522 / 19 523 / 19 523 001)

Pneumatic oil pump, 5:1, 

double-acting

SRL 570, to suit 60 l container

SRL 860, to suit 200/220 l container

SRL 1200, for mounting on tanks

SRL 1500, for mounting on tanks

Pneumatic oil pump, 5:1, 

double-acting, for wall-mounting

19 305

19 335

19 365

19 366

19 385

Article no.

PNEUMATIK OIL PUMPS

PNEUMATIC OIL PUMPS 5:1 - DOUBLE ACTING

19 305

19 385

Construction Kit 
For Fresh Oil Supply

12
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Pneumatic oil pump, 5:1, 

double-acting,

SRL 860 mm, 

to suit 200/220 l container

SRL 1200, for mounting on tanks

SRL 1500, for mounting on tanks

Pneumatic oil pump, 5:1, 

double-acting, for wall-mounting
SRL 860

Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit 

metal container 
airline connection: G 1/4" female 

Specification

• double-acting pump, providing a 
continuous oil flow 

• acc. to German calibration law 
• integral air eliminating foot valve 
• suction tube, G 3/4" male 
• especially designed to dispense 

engine-, hydraulic- or gear oils (max. 
viscosity 140 SAE) 

• Designed for use in conjunction with 
distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648, 16 bar or 
19 506, 20 bar).

• can be easily combined with several 
hose reels 

Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit 

metal container 
airline connection: G 1/4" female 

Specification

• double-acting pump, providing a 
continuous oil flow 

• acc. to German calibration law 
• integral air eliminating foot valve 
• suction tube, G 3/4" male 
• 2 m suction hose, G 3/4" female/male 
• fluid outlet with integral back-flow valve 
• wall-mounting bracket 
• especially designed to dispense 

engine-, hydraulic- or gear oils 
(max. viscosity 140 SAE) 

• Designed for use in conjunction with 
distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648, 16 bar or 
19 506, 20 bar).

• can be easily combined with several 
hose reels 

19 335 951

19 365 951

19 366 951

19 385 951

Article no.

PNEUMATIC OIL PUMPS, ACC. TO GERMAN CALIBRATION LAW

19 335 951

19 385 951



Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit 

metal container  
airline connection: to suit Rectus 

coupling, type 26
NW: 7,2 mm

Specification

• double-acting pump, providing a 
continuous oil flow 

• suction tube, G 3/4" male 
• air maintenance unit (20 218 950)
• compressed-air hose, 2 m, with male 

adapter to suit female Rectus quick 
release airline connector type 26 

• oil discharge hose, 2 m, G 1/2" 
male/female and lever ball valve, 
G 1/2" female, to connect directly to 
a fixed oil discharge installation 

• Designed for use in conjunction with 
distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648, 16 bar or 
19 506, 20 bar). 

• with all adapters required for assembly 

Pneumatic oil installation 

pump set, 5:1, 

double-acting

SRL 860, to suit 200/220 l container

SRL 860, to suit 200/220 l container,

with integral air eliminating foot valve 

acc. to German calibration law

SRL 1200, for mounting on tanks

SRL 1200, for mounting on tanks

with integral air eliminating foot valve 

acc. to German calibration law

19 335 600

19 335 601

19 365 600

19 365 601

Article no.

PNEUMATIC OIL PUMPS, COMPLETE INSTALLATION SETS
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19 335 601

19 335 600
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Pneumatic oil installation 

pump set, 5:1,

double-acting

SRL 860, for wall-mounting

SRL 860, for wall-mounting, 

with integral air eliminating foot valve 

acc. to German calibration law

Technical data

connection,
pressure side: G 1/2" male 
retention adapter: G 2" male, to suit 

metal container 
airline connection: to suit Rectus 

coupling, type 26
NW: 7,2 mm

Specification

• double-acting pump, providing a 
continuous oil flow 

• suction tube, 90° connecting angle, 
G 3/4" male 

• suction hose, 2 m, G 3/4" female/ 
male, to connect suction tube/
pneumatic pump 

• oil discharge hose, 2 m, G 1/2" 
male/female and lever ball valve, 
G 1/2" female to connect directly 
to a fixed oil discharge installation

• air maintenance unit (20 218 950)
• compressed-air hose, 2 m, with male 

adapter to suit female Rectus quick 
release airline connector type 26 

• wall-mounting bracket 
• Designed for use in conjunction with 

distribution lines up to 70 m. We 
recommend the installation of an 
overflow valve (19 648, 16 bar or 
19 506, 20 bar).

• with all adapters required for assembly

19 385 600

19 385 601

Article no.

19 385 600
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Technical data

connections: G 1/2" 
female/female 

Specification

• recommended for installation in 
conjunction with long distribution 
lines and to prevent damages caused 
by overpressures based on high
differences of ambient temperatures

• provides a continuous flow of oil 
• protects oil flow meters 

Pressure equalising pulsator

G 1/2" female, G 1/2" female
19 518

Article no.

19 518

ACCESSORIES TO SUIT PNEUMATIC OIL PUMPS 3:1 AND 5:1
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Our electric oil pumps are especially 
desinged to dispense engine- or gear oil 
(max. viscosity 90 SAE). You can choose
between standard versions and versions
desingned acc. to German calibration laws.

The use in conjunction with several hose
reels is not restricted.

ELECTRIC OIL PUMPS13

10

0

8

6

4

2

5 8 10 14

12

Article no. 23 337 23 321 23 321 030 23 322 23 322 030

calibratable • •
not calibratable • • •
Voltage 230 V • • •
Voltage 400 V • •
Power consumption 1,7 A • •
Power consumption 5,5 A • • •
Torque 2 Nm • • •
Torque 3,5 Nm • •
Delivery pressure 10 bar • • •
Delivery pressure 16 bar • •
Conncetion, suction side 3/4" • • • • •
Connection, pressure side 1/2" • • • • •
General application Pump for dispensing of engine- and hydraulic oils from

original barrels or tanks.

Classical application Pump for Pump for mounting on container or tanks.
mounting on Pump is designed to be used in conjunction with 
container distribution lines up to 70 m,
or tanks depending on diameter of the tube used.

Viscosity of medium Oils up to SAE 90

Classical medium Engine- and gearoil

Testing data Testing medium: SAE 15 W40
Temperature of 
the testmedium: 20 °C
Suction line: 1 m, G 3/4"
Discharge line: 1 m, G 1/2"

Discharge time for a 

200 l container 20 min.

230 V
400 V

bar

l/min



Construction Kit 
For Fresh Oil Supply

92

Technical data

dimensions pump
LWH (mm): 310 x 195 x 205
weight of motor
and pump unit (kg): 13
connecting cable: 1,8 m
connection,
suction side: G 3/4'' male
connection, 
pressure side: G 1/2'' male

hydraulic data
pump design: gear wheel pump, 

selfpriming
delivery rate: 10 l/min
delivery pressure: 10 bar
suction height: 3,5 m
Flow media: oils up to SAE 90

motor data
voltage: 230 V
frequency: 50 Hz
power consumption: 5,5 A
power: 0,5 KW
thermoprotection: Self-resetting
duty cycle: Permanent

operation
torque: 2 Nm
speed: 1450 U/min
construction version: IMB3
protection: IP 54

Specification

• not calibratable
• adjustable by-pass (pre-set at 7 bar)
• with ventilation valve
• according to TRBF
• on/off- switch, 1,8 m cable with

EU-plug

Remarks

• pump for montage on tank or barrel

ELECTRIC OIL PUMPS

Oil pump 10 l/min

230 V, 1~AC, 50 Hz, EU-plug
23 337

Article no.

23 337
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23 321

23 322

Oil pump 10 l/min, set, NEF

230 V, 1~AC, 50 Hz, EU-plug
Power consumption: 5,5 A
Torque: 2 Nm
Delivery pressure: 10 bar

Oil pump 10 l/min, set, NEF

400 V, 3~AC
Power consumption: 1,7 A
Torque: 3,5 Nm
Delivery pressure: 16 bar

Technical data

dimensions pump
LWH (mm): 310 x 320 x 205
weight of motor
and pump unit (kg): 13
connecting cable: 1,8 m
connection,
suction side: G 3/4'' male
connection,
pressure side: G 1/2'' male

hydraulic data
pump design: Gear wheel pump,

selfpriming
suction height: 3,5 m
flow media: Oils up to SAE 90

motor data
frequency: 50 Hz
thermoprotection: Self-resetting
duty cycle: Permanent

operation
construction version: IMB3
protection: IP 54

Specification

• not calibratable
• adjustable by-pass (pre-set at 7 bar)
• with ventilation valve
• according to TRBF
• on/off- switch, 1,8 m cable with

EU-plug

Remarks

• pump for montage on tank or barrel
• pump can be used for tube installations

up to 70 m, depending on dimension of 
discharge tube

• recommended accessories for wall 
mounting:
(19 512 and 19 522, 19 523,
19 523 001)

Article no.

23 321

23 322
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23 321 030

23 322 030

Article no.

Technical data

dimensions pump
LWH (mm): 310 x 320 x 205
weight of motor
and pump unit (kg): 13
connecting cable: 1,8 m
connection, 
suction side: G 3/4" male
connection, 
pressure side: G 1/2" male

hydraulic data
pump design: Gear wheel pump,

selfpriming
delivery rate: 10 l/min
suction height: 3,5 m
flow media: Oils up to SAE 90

motor data
power: 0,5 KW
frequency: 50 Hz
thermoprotection: Self-resetting
duty cycle: Permanent

operation
construction version: IMB3
protection: IP 54

Spezifikation

• calibratable acc. to German 
govt. specification

• air eliminating valve
• adjustable by-pass, overflow valve 

with external back-flow hose 2 m
• with ventialting valve
• according to TRBF acc. to 

German norm
• on/off- switch, diaphragm switch, 

1,8 m calbe

Remarks

• pump for montage on tank or wall
• pump can be used for tube 

installations up to 70 m, depending
on dimension of discharge tube

• recommended accessories for wall 
mounting: 
(19 512 and 19 522, 19 523,
19 523 001)

Oil pump 10 l/min, set, EF

230 V, 1~AC, 50 Hz, EU-plug
Power consumption: 5,5 A
Torque: 2 Nm
Delivery pressure: 10 bar
calibratable

Oil pump 10 l/min, set, EF

400 V, 3~AC
Power consumption: 1,7 A
Torque: 3,5 Nm
Delivery pressure: 16 bar
calibratable

ELECTRIC OIL PUMPS

23 321 030

23 322 030
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Trolley to suit 5, 10, 15, 25, 50 kg 
container

Rubber retaining strap

to suit trolley (17 008)

Trolley to suit 200 kg container

Trolley to suit 200 kg container

Trolley to suit 200 kg container

Trolley to suit 5 - 60 kg 
metal and plastic container

Specification

• robust high quality trolley, easy to 
handle and quiet running 

• two wheels 
• rubber retaining strap (17 000)
• hose storage rack 

Technical data

length: 770 mm

Specification

• robust highest quality trolley, easy to 
handle and quiet running 

• three wheels 
• single wheel locking mechanism 
• hose storage rack 
• suitable for mounting of hose reels, 

electric oil pumps or pneumatic 
pumps 

• drip-tray integrated on the handle, 
with a drain screw and removable 
strainer 

Specification

• three wheels 
• single wheel locking mechanism 
• control gun storage bracket with

drip-tray 

Specification

• three wheels 
• single wheel locking mechanism 
• suitable for mounting of hose reels 
• control gun storage bracket with

drip-tray 

Technical data

dimension, LWH: 500 x  500 x 750
load: maximum 60 kg 
lacquering: Pantone 294c, 

blue satin 

Specification

• two wheels with stabilising post and 
hand grip to move 

• stabilising bracket with 2" drum 
adapter

• drip-tray 
• dust cap

17 008

17 000

17 009

17 009 390

17 009 950

17 008 950

Article no.

TROLLEYS TO SUIT OIL BARRELS 

AND ACCESSORIES

17 000

14

17 008

17 009

17 009 390

17 009 950

17 008 950



Technical data

length: 0,5 m
inside diameter 
of hose: 20 mm
material of metal
flexible hose: high-alloyed steel 

(X6 CrNiTi 1810) with
high-alloyed steel braid 

Specification

• acc. to TRBF 231 T1 (German norm)
• to connect oil pumps with pipework in 

non-visible areas 
• swivel nuts on both hose ends 

Technical data

connection 1: G 1/2" female with 60°
sealing cone, 
quadrantpipe

connection 2: G 1/2" female with 60°
sealing cone 

hose inside diameter: 12 mm
operating pressure: 100 bar 

Specification

• to connect  pneumatic oil pumps with
pipework

• swivel nuts on both hose ends 

Technical data

length: 1,5 m
connection 1: G 3/4" female 
connection 2: G 3/4" female, with 

90° angle 
hose inside diameter: 20 mm
operating pressure: 105 bar 

Technical data

connections: G 1/2" female
inside diameter: 12 mm
body lenght: 63 mm
operating pressure: 60 bar 
material: nickelized brass 
medium: oils, air 

Flexible metal hose

0,5 m, G 3/4" female, 

G 3/4" female, 0,4 kg

0,5 m, G 1/2" female, 

G 1/2" female, 0,25 kg

Flexible connecting oil hose

0,5 m, G 1/2" female, 

G 1/2" female

1,5 m, G 1/2" female, 

G 1/2" female

Discharge hose for oil

1,5 m, G 3/4" female, 

G 3/4" female

Specification

• to connect  pneumatic oil pumps
with pipework 

• swivel nuts on both hose ends 
• acc. to DIN 20 022 (EN 853) 

Lever ball valve

G 1/2" female, G  1/2" female

19 666

19 668

19 580 001

19 580 

19 550

19 762

Article no.

ACCESSORIES FOR INSTALLATION OF 

FIXED OIL PIPE WORK

FLEXIBLE METAL HOSES

LEVER BALL VALVES

Construction Kit 
For Fresh Oil Supply
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19 580 001

19 762

19 550

19 666
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Lever ball valve

G 3/4" female, G 3/4" female

Adapter

R 1/2" male, G 1/2 " male

Adapter

G 1/2" male, G 3/4" male

Adapter

R 3/4" male, G 3/4 " male

Retention nipple

G 1" female, G 3/4" male

Retention nipple

G 1 1/4" female, G 3/4" male

Technical data

connections: G 3/4" female 
inside diameter: 20 mm
body lenght: 57 mm
operating pressure: 30 bar 
material: nickelized brass 
medium: oils, air 

Technical data

connection 1: R 1/2" male, DIN 2999 
connection 2: G 1/2" male, inside cone 
inside diameter: 12 mm
opening of 
the spanner: 26 mm
material: galvanized steel 

Technical data

connection 1: G 1/2" male, 60° inside 
cone 

connection 2: G 3/4" male, inside cone 
inside diameter: 12 mm
opening of 
the spanner: 32 mm
material: brass 

Technical data

connection 1: R 3/4" male, DIN 2999 
connection 2: G 3/4" male, inside cone 
inside diameter: 16 mm
opening of 
the spanner: 30 mm 
material: galvanized steel 

Technical data

connection 1: G 1" female 
connection 2: G 3/4" male 
inside diameter: 18 mm
length: 56,3 mm 
material: galvanized cast steel 

Technical data

connection 1: G 1 1/4" female 
connection 2: G 3/4" male 
inside diameter: 18 mm
length: 60,4 mm 
material: galvanized cast steel 

19 763

19 619

19 636

19 637

19 627

19 629

Article no.

RETENTION ADAPTERS

19 619

19 636

19 637

19 627

19 629

19 763



Technical data

sieve mesh size: 0,5 mm
operating pressure: 16 bar
material: brass 
medium: oil 

Specification

• to connect oil pumps with pipework in 
non-visible areas 

• acc. to German govt. specifications 
(TRBF 231 T1) 

• retention adapter, G 1" female, G  3/4" male 
(19 627)

• lever ball valve, G 3/4" female, G 3/4" female 
(19 763)

• connecting nipple, G 3/4" male, G 3/4" male 
(19 637)

• flexible metal pipework connection, G 3/4" 
female, 0.5 m (19 666)

• adapter, G  3/4" male, with 60° sealing cone, 
G 1/2" female (87 965)

Specification

• to connect oil pumps with pipework in 
non-visible areas 

• acc. to German govt. specifications 
(TRBF 231 T1) 

• retention adapter, G 1 1/4" female, G 3/4" 
male (19 629)

• lever ball valve, G 3/4" female, G 3/4" female 
(19 763)

• connecting nipple, G 3/4" male, G 3/4" male 
(19 637)

• flexible metal pipework connection, G 3/4" 
female, 0.5 m (19 666)

• adapter, G  3/4" male, with 60° sealing cone, 
G 1/2" female (87 965)

In-line filter

G 1/2" female, 

G 1/2" female,

inside diameter: 12 mm

G 3/4" female, 

G 3/4" female,

inside diameter: 20 mm

G 1" female, G 1" female,

inside diameter: 25 mm

Pipe work connecting set

G 1" male

Pipe work connecting set

G 1 1/4" male

19 760

19 761

19 769

19 640

19 641

Article no.
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IN-LINE FILTERS

CONNECTING SETS

19 760

19 640
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Pipe work connecting set

G 1" male

Pipe work connecting set

G 1 1/4" male

Overflow valve

16 bar

20 bar

Specification

• to connect pipework with a hose reel or a 
flexible oil discharge hose 

• retention adapter, G 1" female, G 3/4" male
(19 627)

• lever ball valve, G 3/4" female, G 3/4" male
(19 778)

• inline oil filter G 3/4" female, G  3/4" female
(19 761)

• connecting nipple, G 1/2" male, G 3/4" 
male (19 636)

Specification

• to connect pipework with a hose reel or a 
flexible oil discharge hose 

• retention adapter, G 1 1/4" female, 
G 3/4" male (19 629)

• lever ball valve, G 3/4" female, G 3/4" male
(19 778)

• inline oil filter G 3/4" female, G  3/4" female
(19 761)

• connecting nipple, G 1/2" male, G 3/4" male
(19 636)

Technical data

connection: G 1/2" female 

Specification

• for installation in conjunction with pipe work, 
G 1/2" female, on the delivery side of a pump 

• prevents pressure built-up 
• copper pipe, 2 m, for flow back of 

overpressurized liquid into the container 

19 642

19 643

19 506
19 648

Article no.

OVERFLOW VALVES

19 648

19 643

19 642
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Technical data

connection 1: G 1/2" female 60° with cone 
connection 2: G 1/2" male 60° with cone 
hose inside 
diameter: 12 mm
operating 
pressure: 100 bar 

Specification

• acc. to DIN 20 022 

Technical data

connection 1: G 1/2" female with 60° sealing 
cone, quadrantpipe 

connection 2: G 1/2" female with 60° sealing 
cone 

hose inside 
diameter: 12 mm
operating 
pressure: 100 bar 

Specification

• to connect  pneumatic oil pumps with pipework 
• swivel nuts on both hose ends 

Technical data

dimension, LWH: 348 x 144 x 257
weight: 1,3 kg
material: aluminium die casting 

Specification

• for wall-mounting 

Discharge hoses for oil

1 m, G 1/2" female, 

G 1/2" male 

2 m, G 1/2" female, 

G 1/2" male 

3 m, G 1/2" female, 

G 1/2" male

4 m, G 1/2" female, 

G 1/2" male

5 m, G 1/2" female, 

G 1/2" male

8 m, G 1/2" female, 

G 1/2" male

10 m, G 1/2" female, 

G 1/2" male

15 m, G 1/2" female, 

G 1/2" male

Flexible connecting oil hose

0,5 m, G 1/2" female, 

G 1/2" female

1,5 m, G 1/2" female, 

G 1/2" female

Hose storage rack

large size

19 561

19 562

19 563

19 564

19 565

19 568

19 570

19 575

19 580 001

19 580 

19 669

Article no.
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19 561

19 580 001

19 669
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Technical data

dimension, LWH: 472 x 152 x 498
connection,
discharge hose: G 1/2" male 
length of 
connection, hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter 
of hose: DN 12
operating pressure: 120 bar 

Technical data

dimension, LWH: 475 x 158 x 520
connection,
discharge hose: G 1/2" male 
length of 
connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter 
of hose: DN 12
operating pressure: 120 bar 

Hose reel, oil, set

O, WB, 120 bar, DN 12, 10 m,

(17,5 kg)

O, WB, 120 bar, DN 12, 15 m,

(19,5 kg)

Hose reel, oil, set

O, D, 120 bar, DN 12, 10 m,

(21,1 kg)

O, D, 120 bar, DN 12, 15 m,

(23,1 kg)

29 142

29 143

29 152

29 153

Article no.

Product features

• Complete with 1 m connecting hose 
G 1/2" female.

• Outstanding robustness and 
compact design.

• All steel parts are washed, phos-
phatised, coated and lacquered
(Guide arm: RAL 7040 window grey
satin, Drum: Pantone 294c blue 
satin, Cover: RAL 7040 window
grey satin, Wall-mounting bracket:
Pantone 294c blue satin).

• High-quality surface-treatment of all
steel parts ensures high corrosion
resistance.

• The axis diameter of die casting parts
is 40 mm. lf loads to be absorbed 
are predefined, dimensions selected 
by our engineers ensure almost 
unlimited lifecycle.

• Selected pairs of axis and bearing 
materials are maintenance-free.

• Suitable for wall, floor and mounting
on ceilings.

• Easy assembly: It is not necessary to
hold the weight of the hose reel 
while mounting.

• Ball bearings on any hinge joints.

• High pressures in the supply system 
do not influence the power needed
for hinge joint rotation.

• With hose stop.
• By 90° turning the hose can be

engaged.

Abbreviations

D Ceiling mounting
GDA Encased, swivel joint situated outside
GDI Encased, swivel joint situated inside
O Open
WB Wall- and ceiling mounting

HOSE REELS17

HOSE REELS FOR OIL

OPEN, FOR WALL-/FLOOR-MOUNTING

OPEN, FOR MOUNTING ON CEILINGS

29 142

29 152
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Hose reel, oil, set

GDA, WB, 120 bar, 10 m,

(24,1 kg)

GDA, WB, 120 bar, 15 m,

(26,1 kg)

Hose reel, oil, set

GDI, WB, 120 bar, DN 12, 10 m,

(24,5 kg)

GDI, WB, 120 bar, DN 12, 15 m,

(26,5 kg)

Hose reel, oil, set

GDA, D, 120 bar, DN 12, 10 m,

(24,3 kg)

GDA, D, 120 bar, DN 12, 15 m,

(26,3 kg)

Hose reel, oil, set

GDI, D, 120 bar, DN 12, 10 m,

(23,9 kg)

GDI, D, 120 bar, DN 12, 15 m,

(25,9 kg)

Technical data

dimension, LWH: 495 x 158 x 508
connection,
discharge hose: G 1/2" male 
length of 
connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter 
of hose: DN 12
operating pressure: 120 bar 

Technical data

dimension, LWH: 495 x 170 x 508
connection,
discharge hose: G 1/2" male 
length of 
connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter 
of hose: DN 12
operating pressure: 120 bar 

Technical data

dimension, LWH: 495 x 158 x 520
connection,
discharge hose: G 1/2" male 
length of 
connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter 
of hose: DN 12
operating pressure: 120 bar 

Technical data

dimension, LWH: 495 x 170 x 520
connection,
discharge hose: G 1/2" male 
length of 
connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter 
of hose: DN 12
operating pressure: 120 bar 

29 172

29 173

29 162

29 163

29 192

29 193

29 182

29 183

Article no.

ENCASED, FOR WALL-/FLOOR-MOUNTING, OUTSIDE SWIVEL

ENCASED, FOR WALL-/FLOOR-MOUNTING, INSIDE SWIVEL

ENCASED, FOR MOUNTING ON CEILINGS, OUTSIDE SWIVEL

ENCASED, FOR MOUNTING ON CEILINGS, INSIDE SWIVEL

29 162

29 192

29 182

29 172

HOSE REELS



103

Technical data

dimension, LWH: 472 x 152 x 498
hose length: 10 m
connection,
discharge hose: G 1/2" male 
length of 
connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter 
of hose: DN 12
operating pressure: 120 bar 

Specification

• hose reel (29 142)
• for installation in conjunction with oil 

discharge pipework (connection 
threads, reduced to G 1/2" male) 

• hose stop 
• connecting hose, 1 m 
• in-line filter, G 1/2" female 
• lever ball valve, G  1/2" female 
• all adapters required for assembly 

Technical data

dimension, LWH: 472 x 152 x 498
hose length: 15 m
connection,
discharge hose: G 1/2" male 
length of 
connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter 
of hose: DN 12
operating pressure: 120 bar 

Specification

• hose reel (29 143)
• for installation in conjunction with oil 

discharge pipework (connection 
threads, reduced to G 1/2" male) 

• hose stop 
• connecting hose, 1 m 
• in-line filter, G 1/2" female 
• lever ball valve, G  1/2" female 
• all adapters required for assembly 

Hose reel, oil, set

O, WB, 120 bar, DN 12, 10 m

with oil control valve

(19 718)

with digital hose end meter

(19 707 950)

with mechanical hose end meter

(19 723)

with mechanical pre-set hose end meter

(19 724)

with digital hose end meter, oval gears,

acc. to German calibration law

(19 709)

Hose reel, oil, set

O, WB, 120 bar, DN 12, 15 m

with standard oil control valve

(19 718)

with digital hose end meter

(19 707 950)

with mechanical hose end meter

(19 723)

with mechanical pre-set hose end meter

(19 724)

with digital hose end meter, oval gears,

acc. to German calibration law

(19 709)

29 142 600

29 142 601

29 142 602

29 142 603

29 142 604

29 143 600

29 143 601

29 143 602

29 143 603

29 143 604

Article no.

HOSE REELS - COMPLETE INSTALLATION SETS

29 142 601

29 143 602
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Hose reel, oil, set

GDA, WB, 120 bar, DN 12, 10 m

with oil control valve

(19 718)

with digital hose end meter

item No.19 707 950)

with mechanical hose end meter

(19 723)

with mechanical pre-set hose end meter

(19 724)

with digital hose end meter, oval gears,

acc. to German calibration law

(19 709)

Hose reel, oil, set

GDA, WB, 120 bar, DN 12, 15 m

with  oil control valve

(19 718)

with digital hose end meter

item No.19 707 950)

with mechanical hose end meter

(19 723)

with mechanical pre-set hose end meter

(19 724)

with digital hose end meter, oval gears,

acc. to German calibration law

(19 709)

Technical data

dimension, LWH: 495 x 158 x 508
hose length: 10 m
connection,
discharge hose: G 1/2" male 
length of 
connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter 
of hose: DN 12
operating pressure: 120 bar 

Specification

• hose reel (29 172)
• for installation in conjunction with oil 

discharge pipework (connection 
threads, reduced to G 1/2" male) 

• hose stop 
• connecting hose, 1 m 
• in-line filter, G 1/2" female 
• lever ball valve, G  1/2" female 
• all adapters required for assembly 

Technical data

dimension, LWH: 495 x 158 x 508
hose length: 15 m
connection,
discharge hose: G 1/2" male 
length of 
connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter 
of hose: DN 12
operating pressure: 120 bar 

Specification

• hose reel (29 173)
• for installation in conjunction with oil 

discharge pipework (connection 
threads, reduced to G 1/2" male) 

• hose stop 
• connecting hose, 1 m 
• in-line filter, G 1/2" female 
• lever ball valve, G  1/2" female 
• all adapters required for assembly 

29 172 600

29 172 601

29 172 602

29 172 603

29 172 604

29 173 600

29 173 601

29 173 602

29 173 603

29 173 604

Article no.

HOSE REELS - COMPLETE INSTALLATION SETS

29 172 601

29 173 602
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Technical data

dimension, LWH: 170 x 105 x 220
swivel range: 2 x 45°
weight: 1,8 kg
material: steel 
lacquering: Pantone 294c, 

blue satin 

Specification

• wall-mounted swivel bracket to suit
all types of hose reels 

Technical data

colour : RAL 8001 brown 
material: Polyamide 

Specification

• for hoses of 18.5 mm outside 
diameter 

• suitable for oil hoses 

Technical data

material: steel 
lacquering: RAL 7040 window 

grey satin 

Specification

• drip tray with a drain screw and 
removable strainer 

• for wall-mounting 

Technical data

lacquering: Pantone 294c, 
blue satin 

material: steel 

Specification

• suits for lateral installation of a hose 
reel (e.g. in garage service pits) 

Wall-mounting,

90° swivel bracket

Hose stop 1/2"

Control gun and meter storage bracket,

for one gun only
(170 x 170 x 650 mm), 2,3 kg

Control gun and meter storage bracket,

for two guns
(340 x 170 x 650 mm), 4,1 kg

Angle bracket for installation

29 930

29 978

29 980

29 981

29 940

Article no.

ACCESSORIES TO SUIT HOSE REELS

29 930

29 978

29 940

29 980
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Oil control valve, 

with swivel

G 1/2" female

Pre-set digital hose 

end meter

oval gears

Technical data

connection: G 1/2" female 
operating pressure: 60 bar 
material: metal 

Specification

• angled dispensing spout 
• automatic anti-drip nozzle 
• manual switch-off 

Technical data

dimension, LWH: 486 x 112 x 87 
connection: G 1/2" female 
medium: lubricating oils 
flow rate: 1 –  30 l/min
nominal pressure: 60 bar
temperature range: 0 °C to +50 °C 
casing material: aluminium die casting 
measuring tolerance: ± 0,5 %
repetition tolerance: ± 0,2 %
display 1: LCD partial value display, 

4 digits
display 2: LCD total value display, 

6 digits, can be reset to zero 
weight: 1,5 kg
dispensing: by means of manual 

operation or with pre-set rate 
batteries: 4 pieces, 1.5 VAA 

Specification

• automatic shut-off 
• can be pre-set within the range of  0.1 - 99.9 l 
• different units of measurement are selectable 
• rigid discharge spout 
• angled automatic anti-drip nozzle 
• swivel, G 1/2" female 

19 718

19 706

Article no.

CONTROL VALVES AND METERS18

19 718

19 706
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Technical data

connection: G 1/2" female 
medium: lubricating oils 
flow rate: 0 –  28 l/min
viscosity: 8 - 2000 mPa s 
nominal pressure: 70 bar
temperature range: - 10 °C to +50 °C 
casing material: aluminium die casting 
tolerance: ± 0,5 %
repetition tolerance: ± 0,3 %
weight: 1,58 kg
display: digital, with three digits 

and two decimal digits
batteries: lithium 1/2 AA 
battery lifecycle: 7 years / 400,000 l 

flow rate 
Specification

• manual shut-off 
• manual anti-drip nozzle 
• rubber protection guard ring 
• swivel, G 1/2" female 

Remarks
Other measurable media, as e.g. antifreeze or 
liquids for windscreen cleaning, upon request.

Technical data

connection: G 1/2" female 
medium: lubricating oils 
flow rate, calibrated: 0 - 10 l/min
flow rate, without 
calibration: 0 – 30 l/min
viscosity: 8 - 2000 mPa s 
nominal pressure: 70 bar
temperature range: - 10 °C to +50 °C 
casing material: aluminium die casting 
tolerance: ± 0,3 %
repetition tolerance: ± 0,3 %
weight: 1,65 kg
display: digital, with three digits 

and two decimal digits
batteries: lithium 1/2 AA 
battery lifecycle: 7 years / 400,000 l 

flow rate 

Specification

• acc. to German calibration law 
• precalibration certificate 
• angled discharge nozzle 
• automatic shut-off valve 

Remarks
Other measurable media, as e.g. antifreeze or 
liquids for windscreen cleaning, upon request.

Digital hose end meters

oval gears

with oil discharge hose,

with 90° angled metal spout

manual anti-drip nozzle

with angled dispensing spout 

automatic anti-drip nozzle

Digital hose end meter

oval gears, BADGER, acc. 
to German calibration law

Design acc. to Austrian 
calibration law
(19 709 135)

19 707

19 707 950

19 709

Article no.

19 709

19 707

19 707 950
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Mechanical hose end

meters, oszillating
piston, BADGER

with discharge hose 

manual anti-drip nozzle 

with straight discharge 

nozzle 

automatic anti-drip 
nozzle 

mechanical pre-set, 

0 - 60 l 

rigid discharge nozzle,
automatic anti-drip 
nozzle 

Mechanical hose end 

meter

oscillating piston, 
Siemens, acc. to 
German calibration law

Technical data

connection: G 1/2" female 
media: mineral oils and free-flow greases,

SAE 5-50 motor oil, gear oil, 
SAE 80-240 

viscosity: 50 – 5000 mPa s
flow rate: 1,5 – 15 l/min
pressure loss at 
max. flow rate: 2 bar
temperature range: - 10 °C to +50 °C 
max. pressure: 70 bar
casing material: aluminium die casting 
measuring tolerance: ± 0,5 %
display 1: 1/10 l, can be reset to zero 
display 2: 1 l, can be reset to zero 
total sum: counted in litres and resets 

automatically to zero at 999 999 l
weight: 1,6 kg

Specification

• swivel, G 1/2" female 
• anti-drip nozzle 

Technical data

connection: G 1/2" female, DIN ISO 228/1
media: lubricating oils and other 

measured substances within 
the viscosity range 

viscosity: 8 bis 2000 mPa s
flow rate: 1 – 15 l/min
flow rate in case 
of calibration: 10 l/min
limit of error: ± 0,3 % des Istwerts
temperature limit of 
measured substances: max. 40 °C
permitted ambient 
temperature: 10 - 50 °C 
nominal pressure: 40 bar
nominal pressure 
during calibration: 16 bar
casing material: zinc die casting 
display 1: 1/100 l, can be reset to zero 
display 2: 1/10 l, can be reset to zero 
total sum: counted in litres and resets auto

matically to zero at 999 999 l 
weight: 1,8 kg

Specification

• acc. to German calibration law 
• swivel, 1/2" female 
• automatic anti-drip nozzle 
• precalibration certificate 

19 714

19 723

19 724

19 735

Article no.

CONTROL VALVES AND METERS

19 714

19 724

19 735

19 723
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Technical data

connection: G 1/2" female 
medium: lubricating oils 
flow rate, calibrated: 0 - 10 l / min 
flow rate, 
without calibration: 0 - 30 l / min 
viscosity: 8 – 2000 m Pa s
nominal pressure: 70 bar
temperature range: - 10 °C to +50 °C 
casing material: aluminium die casting 
tolerance: ± 0,3 %
repetition tolerance: ± 0,3 %
weight: 0,65 kg
display: digital, with three digits and 

two decimal digits 
batteries: lithium 1/2 AA 
battery lifecycle: 7 years / 400,000 l 

flow rate 

Specification

• acc. to German calibration law 
• precalibration certificate 

Remarks
Other measurable media, as e.g. antifreeze or
liquids for windscreen cleaning, upon request.

Technical data

connection: G 1/2" female 
medium: lubricating oils 
flow rate: 0 - 35 l / min 
viscosity: 8 – 2000 mPa s
nominal pressure: 70 bar
temperature range: - 10 °C to +50 °C 
casing material: aluminium die casting 
tolerance: ± 0,5 %
repetition tolerance: ± 0,3 %
weight: 0,65 kg
display: digital, with three digits and

two decimal digits 
batteries: lithium 1/2 AA 
battery lifecycle: 7 years / 400,000 l 

flow rate 

Remarks
Other measurable media, as e.g. antifreeze or 
liquids for windscreen cleaning, upon request.

Digital in-line installation 

meter

oval gears, BADGER, 
acc. to German 
calibration law

Design acc. to Austrian 
calibration law
(19 710 135)

Digital in-line installation 

meter

oval gears

19 709 952

19 702

Article no.

IN-LINE INSTALLATION METERS FOR OIL

19 709 952

19 702
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Mechanical in-line

installation meter

oscillating piston, BADGER

Rotating swivel

G 1/2" female, 
G 1/2" male

Wall-mounted drip tray

steel

Rubber protection 

guard ring

Dispensing spout, 

G 1/2" male, 
M 16 x 1 female
straight

30° angled

90° angled

Technical data

connection: G 1/2" female 
media: mineral oils and free-flow 

greases, SAE 5-50 motor oil, 
SAE 80-240 gear oil 

viscosity: 50 – 5000 mPa s
flow rate: 0 – 15 l/min
pressure loss at 
max. flow rate: 2 bar
temperature range: - 10 °C to +70 °C 
max. pressure: 70  bar
casing material: aluminium die casting 
measuring tolerance: ± 0,5 %
display 1: 1/10 l, can be reset to zero 
display 2: 1 l, can be reset to zero
total sum: counted in litres and resets auto-

matically to zero at 999 999 l
weight: 1,0 kg

Technical data

connection 1: G 1/2" female 
connection 2: G 1/2" male 
length: 51,8 mm
nominal pressure: 70  bar
material: galvanized steel 

Specification

• to suit hose end meters and control valves

Technical data

dimension, LWH: 270 x 130 x 50
material: galvanized sheet steel 

Specification

• discharge tap 

Specification

• to suit hose end meters (19 714, 19 723 and 
19 724)

Technical data

connection 1: G 1/2" male 
connection 2: M 16 x 1 female 
outside diameter: 21 mm

19 729

19 616

19 715

19 721

19 740
19 741
19 742

Article no.

CONTROL VALVES AND METERS

IN-LINE INSTALLATION METER FOR OIL

ACCESSORIES TO SUIT CONTROL VALVES AND METERS

19 729

19 616

19 715

19 721

19 740 19 741
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Technical data

connection: G 1/2" male 

Specification

• automatic anti-drip nozzle 
• for gear oils 

Technical data

length: 270 mm
connection 1: G 1/2" male 
connection 2: G 1/4" male 

Specification

• to suit anti-drip nozzle (19 748)
• acc. to DIN 20 021 (EN 854) 

Technical data

length of hose: 270 mm
connection: G 1/2" male 
hose material: PVC 

Specification

• manual anti-drip nozzle 
• 90° angled discharge spout 

Technical data

connection: M 16 x 1 male 
outside diameter: 20 mm

Specification

• automatic shut-off 

Technical data

connection: G 1/4 " female 
outside diameter: 12 mm

Specification

• manual shut-off 
• to suit discharge hoses (19 745)

Technical data

connection: G 1/2" female 

Specification

• to suit hose end meter acc. to German 
calibration law (19 735)

Technical data

connection 1: G 1/2" female 
connection 2: G 1/2" a 

Specification

• for suit hose end meter (19 709) and 
in-line installation meter acc. to German 
calibration law (19 709 952)

• not pressure resistant 

Dispensing spout, 90° curved

G 1/2" male, with anti-drip 
nozzle

Discharge hose, 270 mm

G 1/2" male, G 1/4" male

Discharge hose, Ø 10 mm

G 1/2" male, anti-drip 
nozzle

Anti-drip nozzle

M 16 x 1 male, Ø 20 mm

Anti-drip nozzle

G 1/4" female

Visual inspection glass

G 1/2" female

Visual inspection glass

G 1/2" female, G 1/2" male

19 743

19 745

19 746

19 747

19 748

19 711

19 709 954

Article no.

19 743

19 745

19 746

19 747

19 748

19 711

19 709 954
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Our Oil Monitoring System designed to suit any size of garage and to follow any individual 
requirement of our customers offers an ideal solution to secure controlled access and to achieve
product accountability and profit centre protection. The investment will certainly - depending on 
your annual consumption - be payed back in a short time.

The PRESSOL Oil Monitoring System is as well available in versions acc. to German or 
Austrian calibration laws.

The PRESSOL Oil Monitoring System is a versatile fluid management system. Its modular design
allows the product to be used to cover applications from a small single access keypad controlled
system incorporating the minimum amount of system hardware, through to a multi-dispense point,
multi access, P.C. linked system. The system can be operated by use of the oil supply control unit
only. (For Version 36 402 see separate information.)
Datas can be achieved, restored an exported into the main workshop computer.
For printing we recommend any standard printer.

We recommend our Oil Monitoring System to be utilized especially in medium and large size 
garages. The level entry consists of one alphanumerical access keypad, network linked to one
control unit, controlling up to 8 (4) dispensing points each of which could be a different product/
grade or the same product/grade. The system upgrades easily to control up to 64 (32) dispensing
points working simultaneously with multi-access keypads. Up to 8 (4) control units can be utilized
a large size garage.

The PRESSOL Oil Monitoring System 36 402 is designed especially to suit small size garages and
to suit installations not beeing linked to a work shop computer.
A transaction printer, the power supply unit, the data-entry keypad and a LED display are 
opposite to the standard Oil Monitoring Systems incorporated.
The system controlles up to 4 dispensing points each of which could be a different product/grade 
or the same product/grade.

(Figures in brackets relate to systems designed acc. to German or Austrian calibration law.)

Servicing a car any garage meets two main 
problems when changing oils or liquids:

1. The high losses of media: Acc. to statistical
investigations any garage does not invoice
between 10 and 30 % of purchased liquids
every year.

2. Problems of an effective stock-control and
stock-administration of the liquids dispensed.

Especially the first fact can cause financial,
mostly underestimated losses, which are
mainly based on not authorised or not
invoiced dispenses of liquids.

OIL MONITORING SYSTEMS19
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• 100 % control of any, even of non invoiced consumption. A consumtion without registration
is impossible. Simultaneous operation on different dispensing points.

• Effective daily, monthly and annually administration and statistics for any transaction
– Hose report (usage and totals)
– Product report (usage and totals) 
– User report (usage and totals)
– All transactions (usage and totals)

• Print of transaction tickets of any usage showing the date and the time of transaction,
the quantity of product dispensed and the stock level remaining.

• Effective stock-control, stock adminstration and statistics of any liquid dispensed
• Report review by job number for different grades against the same job number and from one date

to another (PC level only).
• Historic report by licence plate number (PC level only)
• System configuration details for records and amendments and after sales service.

• Highly efficient and easy to handle.
• Especially when utilized in large garages with long distances to go an installation of a data-entry

keypad operated by the responsible mechanic at each service place will be profitable.

• Only responsible people authorised by a PIN No. or by a magnetic stripe card (optional) can
dispense liquids.

• All data are stored even in case of power failiure.
• Stock level of each product tank with minimum stock level. When especially configurated and

automatic warning will be provided in case a low level.

Network: Two wires can bus network communication

Power Supply: 24 VDC voltage, power supply units included in the system

(210 – 240 VAC, 50/60 Hz single phase)

System Storage: Battery based RAM storage with max. capacity of 

1900 transactions

Print of Reports: Utilising an external standard printer with max. 80 characters/line

Utilising an integral printer with max. 40 charakters/line

(36 402 only)

System Data of Standard max. 8 ( 4 ) control units per system

Oil Monitoring System: max. 64 ( 32 ) data entry keypads per system

max. 64 ( 32 ) solenoid valves and pulstransmitters per system

max. 8 ( 4 ) liquids to be dispensed per system

max. 99 user PIN No. per system

System Data of 36 402: max. 4 ( 2 ) control units per system

max. 4 ( 2 ) solenoid valves and pulstransmitters per system

max. 4 ( 2 ) liquids to be dispensed per system

max. 99 user PIN No. per system

ADVANTAGES OF THE PRESSOL OIL MONITORING SYSTEM

TECHNICAL DATA
(Figures in brackets relate to systems designed acc. to German or Austrian calibration law.)

1. EFFECTIVITY

2. ACCOUNTABILTY

3. FASTNESS

4. SECURITY
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Control unit, MDS 2000

Data entry keyboard, MDS 2000

Power supply unit

MDS 2000

LCD large character remote display, 

MDS 2000

PC interface card, MDS 2000

Solenoid valve, MDS 2000

G 1/2" female, G 1/2" female

Specification

• connections for: 
8 pulse transmitters (different oils), 
8 solenoid valves, 
8 data entry keyboards 

Technical data

power supply: 24 VDC

Specification

• membrane keyboard 
• serial printer connection 
• alphanumeric data entry system 

Technical data

input: 230 VAC
output: 24 VDC

Technical data

LCD-display: 56 mm,
5 digits, 
1 decimal digits 

Specification

• for wall-mounting

Specification

• incl. master management software 
to suit Windows 

• not suitable for Windows NT 

Technical data

pressure range: 0 - 40 bar
power supply: 24 VDC, 8 Watt
connections: G 1/2" female 
inside diameter: 10 mm

36 100

36 110

36 120

36 130

36 140

36 150

Article no.

OIL MONITORING SYSTEMS

MDS 2000

36 100

36 110

36 130

36 120

36 140

36 150
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Technical data

pulses / liter: 100
max. pressure: 70 bar
connections: G 1/2" female 
flow rate: 0 - 30 l / min 
power supply: 6 -24 V
media: lubricating oils 

Specification

• reed switch 

Remarks
Other measurable media, as e.g. 
antifreeze or liquids for  windscreen 
cleaning, upon request.

Specification

• serial interface 
• Epson emulation 
• to suit any MDS 2000 system 

Specification

• acc. to German calibration law 
• connections for: 

1 - 4 pulse transmitters (different oils), 
4 double solenoid valves, 
4 data entry keyboards 

Technical data

power supply: 24 V

Specification

• acc. to German calibration law 
• membrane keyboard 
• serial printer connection 
• alphanumeric data entry system 

Technical data

input: 230 VAC
output: 24 VDC

Pulse transmitter, MDS 2000

G 1/2" female, G 1/2" female

Printer, Epson LX 300

Control unit, MDS 2000

Design acc. to Austrian calibration law
(36 200 135)

Data entry keyboard, MDS 2000

Design acc. to Austrian calibration law
(36 210 135)

Power supply unit

MDS 2000

36 160

36 170

36 200

36 210

36 220

Article no.

MDS 2000, ACC. TO GERMAN CALIBRATION LAW

36 160

36 170

36 200

36 210

36 220
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LCD large character remote 

display, MDS 2000

Design acc. to Austrian 
calibration law (36 230 135)

PC interface card, MDS 2000

Design acc. to Austrian 
calibration law (36 240 135)

Double block solenoid valve, 

acc. to German calibration law
MDS 2000, G 3/4" female,
G 3/4" female

Design acc. to Austrian 
calibration law (36 250 135)

Control unit, MDS 2000

acc. to German calibration law, 
G 1/2" female, G 1/2" female

Design acc. to Austrian 
calibration law (36 260 135)

Printer, Epson LX 300

MDS 2000

Technical data

LCD-display: 56 mm, 
5 digits, 
2 decimal digits

Specification

• acc. to German calibration law 
• for wall-mounting

Specification

• acc. to German calibration law 
• incl. master management software 

to suit Windows 
• not  suitable for Windows NT 

Technical data

pressure range: 0 - 50 bar
power supply: 24 VDC 
connections: G 3/4" female 
inside diameter: 10 mm

Specification

• acc. to German calibration law 
• flow control valve 
• directly controlled 

Technical data

pulses / liter: 200
max. pressure: 70 bar
connections: G 1/2" female 
flow rate: 0 – 10 l/min
power supply: 6 – 24 V
media: lubricating oils 

Specification

• acc. to German calibration law 

Remarks
Other measurable media, as e.g. antifreeze or 
liquids for windscreen cleaning, upon request.

Specification

• serial interface 
• Epson emulation 
• to suit any MDS 2000 systems

36 230

36 240

36 250

36 260

36 170

Article no.

OIL MONITORING SYSTEMS

36 170

36 230

36 240

36 250

36 260
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Specification

• stand alone unit 
• for 1-4 fluid dispense points 
• integral printer, 40 column 
• RS 232 port for a serial A4 printer 
• processing via graphic display 
• large character display 
• configuration via PC 
• alphanumeric data entry keyboard 

Technical data

dimension, LWH: 497 x 470 x 650
connection: G 1/2" male 
NW: 12 mm
lacquering: RAL 7040, window grey satin 

Specification

• suitable for use with a 5:1 pneumatic pump or 
an electric pump with a pressure reduction valve

• to be operated in conjunction with fixed 
pipework installation 

• for installation of max. 3 fluid dispense points 
• drip tray with removable grid 
• to refill oil measures 
• dispensing tap (19 812)

Technical data

adapter: G 1/2" male 
NW: 12 mm

Specification

• for use in conjunction with oil bar
(19 810)

Technical data

length: 1,5 m
connection 1: G 1/2" female with 60°

sealing cone, quadrantpipe 
connection 2: G 1/2" female with 60°

sealing cone 
hose inside diameter: 12 mm
operating pressure: 100 bar 

Specification

• to connect pneumatic oil pumps with pipework 
• swivel nuts on both hose ends 

Oil monitoring system,

1-4 fluid dispense points, 
with a printer

Oil bar, fluid dispense point
for wall-mounting

Dispensing tap for oil bar

Flexible connecting oil hose

1,5 m, G 1/2" female, 
G 1/2" female

36 402

19 810

19 812

19 580

Article no.

OIL BAR20

OIL MONITORING SYSTEMS

ACCESSORIES

36 402

19 810

19 812

19 580 
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Waste Oil Disposal

Your Disposal Will Be 
Quick, Clean
And Reliable ...
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Technical data

diameter of 
drain bowl: 420 mm
volume of
drain bowl: 18 l
discharge : gravity discharge tap 
lacquering: container RAL 7040,

window grey satin, 
drain bowl Pantone 
294c, blue satin 

Media:
For waste oils of hazard class A III of known 
origin, with  flash points higher than 55 °C; 
not applicable for liquids of hazard class A I,
A II, B; 

Specification

• visual level indicator 
• gravity discharge tap 
• 2 fixed rear wheels, 2 castor front wheels 
• waste oil drain bowl with drain grill 
• sturdy handle 

Remarks
It is recommended to use an overflow 
protection valve if the waste oil drainers shall 
be discharged into a waste oil collecting tank
by using a fixed pipe-work installation. Please
adhere to regional regulations and guidelines 
of your country.

Mobile waste oil drainer,

with a gravity discharge tap

75 l

(LWH: 600 x 580 x 1150)
telescopic tube of drain bowl:
1180 mm – 1750 mm

95 l

(LWH: 600 x 580 x 1310)
telescopic tube of drain bowl:
1340 mm – 1910 mm

27 030

27 030 890

Article no.

• The units are manufactured according
to the German government specifi-
cations for pressurzied containers 
(max. pressure 0,5 bar  to drain a 
waste oil unit).

• Designed for the use with waste oils
of known origin hazard class A III
not exeeding the flashpoint tempera-
ture of 55 °C.

• The units are not designed to be
utilized with liquids hazard class
A I, A II or B (explosives).

• Container: 1,5 mm sheet steel.
• With metal protecting cover to avoid

damages on container.
• Lacquered with oil restistant environ-

mental safe paint.
• With two heavy duty fixed rear

wheels and two castor wheels at the
front.

• With sturdy hand grip.
• With adjustable drain bowl or

drain tray.
• With detachable metal strainer and

a fixed strainer.

WASTE OIL DRAINERS AND SUCTION UNITS

• Attention:
Please observe your local regulation
if a waste oil drainer or a waste oil
suction unit will be drained by using
a fixed installation pipe work.

WASTE OIL DRAINERS1

27 030
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Mobile waste oil drainer,

with oil discharge connector

75 l

(LWH: 600 x 580 x 1150)
telescopic tube of drain bowl:
1180 mm – 1750 mm

95 l

(LWH: 600 x 580 x 1310)
telescopic tube of drain bowl:
1340 mm – 1910 mm

Technical data

diameter of 
drain bowl: 420 mm
volume of 
drain bowl: 18 l
adapter, discharge: female quick release 

connector, size 4,
G 3/4" to connect 
with waste oil suction 
system (19 800)

lacquering: container RAL 7040,
window grey satin, 
drain bowl Pantone 294c,
blue satin 

Media:
For waste oils of hazard class A III of known 
origin, with  flash points higher than 55 °C; 
not applicable for liquids of hazard class A I,
A II, B.

Specification

• female quick release connector, size 4, G 3/4" 
(19 774)

• visual level indicator 
• 2 fixed rear wheels, 2 castor front wheels 
• drain bowl with drain grill 
• sturdy handle 

Remarks
It is recommended to use an overflow 
protection valve if the waste oil drainers shall 
be discharged into a waste oil collecting tank
by using a fixed pipe-work installation. Please
adhere to regional regulations and guidelines 
of your country.

27 035

27 035 890

Article no.

WASTE OIL DRAINERS

27 035
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Technical data

diameter of drain bowl: 420 mm
volume of drain bowl: 18 l
airline connection : to suit Rectus coupling, 

type 26 
NW: 7,2 mm
discharge: via 1:1 pneumatic oil 

pump 
connection, discharge: female quick release 

connector, size 4, 
G 3/4"

lacquering: container RAL 7040,
window grey satin,
drain bowl
Pantone 294c,
blue satin

Media:
For waste oils of hazard class A III of known 
origin, with  flash points higher than 55 °C; 
not applicable for liquids of hazard class A I,
A II, B.

Specification

• visual level indicator 
• 1:1 pneumatic oil pump for waste oil discharge,

male quick release adapter G1/4", NW 7,2,
(20 062)

• lever ball valve 
• dispensing hose, 2 m, with a female 

quick release connector, type 4, G 3/4" 
(19 770); an independent female quick release 
connector, size 4, G 3/4" (19 774), is included 
enabeling the unit to be connected to a fixed 
pipe-work installation leading to a waste oil tank 

• 2 fixed rear wheels, 2 castor front wheels 
• drain bowl with drain grill 
• sturdy handle 

Remarks
It is recommended to use an overflow 
protection valve if the waste oil drainers shall 
be discharged into a waste oil collecting tank
by using a fixed pipe-work installation. Please
adhere to regional regulations and guidelines 
of your country.

Mobile waste oil drainer,

with 1:1 pneumatic oil pump

75 l

(LWH: 600 x 580 x 1150)
telescopic tube of drain bowl:
1180 mm – 1750 mm

95 l

(LWH: 600 x 580 x 1310)
telescopic tube of drain bowl:
1340 mm – 1910 mm

27 040

27 040 890

Article no.

27 040
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Mobile waste oil drainer,

with air pressurised oil 
evacuation

75 l

(LWH: 600 x 580 x 1150)
telescopic tube of drain bowl:
1180 mm – 1750 mm

95 l

(LWH: 600 x 580 x 1310)
telescopic tube of drain bowl:
1340 mm – 1910 mm

Female quick release 

connector

size 4, G 3/4" female

Technical data

diameter of 
drain bowl: 420 mm
volume of drain bowl:18 l
discharge : using compressed air 
airline connection: to suit Rectus coupling, 

type 26  
NW: 7,2 mm
lacquering: container RAL 7040 

window grey satin, 
drain bowl Pantone 294c,
blue satin 

Media:
For waste oils of hazard class A III of known 
origin, with  flash points higher than 55 °C; not
applicable for liquids of hazard class A I, A II, B.

Specification

• pre-set (0.5 bar) pressure regulator with 
safety valve 

• male quick release adapter G1/4", NW 7,2,
(20 062)

• lever ball valve, transparent dispensing hose 
with a metal dispensing spout, 2 m 

• 2 fixed rear wheels, 2 castor front wheels 
• drain bowl with drain grill 
• lever ball valve to shut-off manually the 

telescopic tube when discharging 
• sturdy handle 
• air pressurised oil evacuation 

Remarks
It is recommended to use an overflow protection
valve if the waste oil drainers shall be discharged
into a waste oil collecting tank by using a fixed
pipe-work installation. Please adhere to regional
regulations and guidelines of your country.

Technical data

connection 1: size 4 
connection 2: G 3/4" female 
inside diameter: 20 mm
wrench width: 34 mm
temperature range: - 25 °C to +125 °C 
sealing material: NBR
max. pressure: 250 bar
material: galvanized high-tensile steel 

Specification

• to suit female quick release connector, size 4
(19 774)

27 070

27 070 890

19 770

Article no.

WASTE OIL DRAINERS

ACCESSORIES

27 070

19 770
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Technical data

connection 1: size 4 
connection 2: G 3/4" female 
inside diameter: 20 mm
wrench width: 34 mm
temperature range: - 25 °C to +125 °C 
Maximum pressure: 250 bar
material: galvanized high-tensile steel 

Specification

• to suit female quick release connector, size 4
(19 770)

Technical data

connection 1: G 1" male 
connection 2: G 1" female 

Specification

• to suit any waste oil drainers with drain bowl 
• to convert a fixed drain bowl into a swiveling one

Technical data

max. height: 700 mm
diameter of drain bowl: 420 mm
volume of drain bowl: 18 l
connection: retention adapter G 2" male 
lacquering: Pantone 294c, blue satin 

Specification

• level indicator with G 3/4" male screw 
connection 

• length of tube 790 mm 
• drain bowl with drain grill 
• to suit containers with G 2" female connection 

Remarks
When using a 200 /220 l container: 
telescoping height of drain bowl is 1150 to 1850 mm. 

Technical data

dimension LWH: 463 x 263 x 100
volume: 15 l
connection: G 1" male 
lacquering: Pantone 294c, blue satin 

Specification

• to suit any waste oil drainers of article group 27
• with drain grill 

Female quick release 

connector

size 4, G 3/4" female 

Angled tube with 

rotating swivel

G 1" male, 
G 1" female

Drain bowl with 

fixed tube

retention adapter 
G 2" male 

Rectangular drain tray

G 1" male 

19 774

27 985

27 988

27 989

Article no.

19 774

27 985

27 988

27 989
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Level oil drainer

mobile, 95 l

Installation set to suit 

waste oil collecting

tank

female quick release 
connector, G 3/4"

Installation set to suit 

waste oil drainers

to be mounted on 
dispensing hose

Technical data

dimension LWH: 1500 x 750 x 260 
volume: 95 l
connection, 
discharge 1: female quick release connector, 

size 4, G 3/4"
discharge 2: gravity discharge tap 
lacquering: Pantone 294c, blue satin 

Specification

• mobile 
• gravity discharge tap 
• rolls under lorries, busses, etc. 
• to suit a female quick release connector, 

size 4, G 3/4" female (19 770)
• For discharge we recommend the use of waste oil 

suction system (19 800)

Technical data

connection 1: G 2" male retention adapter 
connection 2: female quick release connector, size 4,

G 3/4" female 

Specification

• for use in conjunction with waste oil drainers and 
suction units with air pressurised evacuation or 
discharge by means of a pneumatic oil pump 

• compatible with 27 967 
• female quick release connector, size 4 (19 774)
• retention adapter (19 418)

Technical data

connection 1: female quick release connector, size 4 
connection 2: dispensing hose

inside diameter 19 mm 

Specification

• for mounting on dispensing hose
• for use in conjunction with waste oil drainers and 

suction units by means of pressure or a pneumatic 
oil pump 

• compatible with 27 966 
• female quick release connector, size 4

(19 770)
• hose nozzle, G 3/4" male (02 803)
• hose clip (20 156)

19 857

27 966

27 967

Article no.

CONNECTING SETS FOR DIRECT DRAINAGE1a

27 967

27 966

LEVEL OIL DRAINER

19 857
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Technical data

2 airline connections: to suit Rectus 
coupling, type 26 

recommended air pressure: 6 bar
suction volume, based 
on a complete vacuum: 45 - 50 l
vacuum generation: 3 - 4 min
Ø 5 mm suction 
probe performance: 1,0 – 1,5 l/min
Ø 6 mm suction 
probe performance: 2,0 – 2,5 l/min
Ø 8 mm suction 
probe performance: 3,5 – 4,0 l/min
oil temperature, min. 70 °C
container lacquering: RAL 7040, window 

grey satin 
Media:
For waste oils of hazard class A III of known origin, 
with  flash points higher than 55 °C; not applicable
for liquids of hazard class A I, A II, B; 

Specification

• Vacuum is generated in the container by means 
of compressed air Venturi system

• pressure/vacuum gauge, for indication of 
pressure and vacuum level 

• oil extraction directly through the dipstick tube 
• level indicator 
• overpressure safety valve, set at 0.5 bar, with 

a pressure reduction valve 
• male quick release adapter G 1/4", NW 7.2, 

(20 062), lever ball valve 
• overflow protection valve (vacuum interruption) 
• suction hose, 2 m, with a spiral spring 
• suction probes, Ø 5/6/8 mm 
• with adapters to suit  BMW, Mercedes, VW and 

Audi 
• suction probe storage tube 
• sturdy handle 
• transparent discharge hose, 2 m, with a metal 

discharge spout, lever ball valve 
• 2 fixed rear wheels, 2 castor front wheels 
• air pressurized oil evacuation 

Remarks
It is recommended to use an overflow protection
valve if the waste oil drainers shall be discharged
into a waste oil collecting tank by using a fixed
pipe-work installation. Please adhere to regional
regulations and guidelines of your country.

Venturi waste oil suction unit,

mobile

75 l

(LWH: 600 x 580 x 930)

75 l, with visual 

inspection reservoir, 7 l
(LWH: 600 x 580 x 1360)

95 l

(LWH: 600 x 580 x 1090)

95 l, with visual 

inspection reservoir, 7 l
(LWH: 600 x 580 x 1520)

27 622

27 632

27 622 890

27 632 890

Article no.

WASTE OIL SUCTION UNITS2

27 622

27 632
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Venturi oil suction probe 

extraction unit, 24 l

mobile

Media:
For waste oils of hazard 
class A III of known origin, 
with  flash points higher 
than 55 °C; not applicable 
for liquids of hazard class 
A I, A II, B; 

Electric waste oil suction

unit, 12 l

mobile

Media:
For waste oils of hazard 
class A III of known origin,
with flash points highter 
than 55 °C, not applicable
for liquids of hazard class
A I, A II, B.

Technical data

dimension LWH: 380 x 380 x 950
container volume: 24 l
airline connection: to suit Rectus 

coupling, type 26 
recommended air pressure: 6 bar
suction volume, based on 
a complete vacuum: 8 - 12 l
vacuum generation: 1 – 2  min
performance
Ø 5 mm suction probe: 1,0 – 1,5 l/min
Ø 6 mm suction probe: 2,0 – 2,5 l/min
Ø 8 mm suction probe: 3,5 – 4,0 l/min
oil temperature, min: 70 °C
container lacquering: RAL 7040, window

grey satin 
Specification

• Vacuum is generated in the container by means 
of compressed air Venturi system. 

• gauge for pressure display 
• oil extraction directly through the dipstick tube 
• male quick connecting coupler, Rectus,

type 26, NW 7.2 
• suction probes, Ø 5/6/8 mm 
• with adapter to suit BMW, Mercedes, VW, Audi
• sturdy handle 
• 2 fixed rear wheels 
• discharge via screw cap, 

G 1 1/2"

Technical data

dimension, LWH: 316 x 322 x 900
container volume: 12 l
voltage: 230 V
power consumption: 3,5 A
power: 0,75 KW
connection: euro plug, 1,5 m cable
performance
Ø 5 mm suction probe: 1 – 1,5 l/min
Ø 8 mm suction probe: 3,5 – 4 l/min
oil temperature, min.: 70 °C
lacquering: RAL 7040, window

grey satin

Specification

• gauge for indication of vacuum level
• oil extraction directly through the dipstick tube
• suction probe storage tube
• 4 suction probes, 2 pieces, Ø 5/8 mm each,

rigid and flexible, 10 and 16 mm adapters
• 2 fixed rear wheels
• manual drain of the waste oil container

19 782

19 783

Article no.

WASTE OIL SUCTION UNITS

ELECTRIC WASTE OIL SUCTION UNIT

19 782

19 783
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Technical data

connection 1: G 2" male retention adapter
connection 2: female quick release 

connector, size 4, G 3/4"

Specification

• for use in conjunction with waste oil 
drainers and suction units with air 
pressurised evacuation or discharge by 
means of a pneumatic oil pump 

• compatible with 27 967
• female quick release connector, size 4

(19 774)
• retention adapter (19 418)

Technical data

connection 1: female quick release 
connector, size 4 

connection 2: dispensing hose,
inside diameter 19 mm 

Specification

• for mounting on dispensing hose
• for use in conjunction with oil drainers 

and suction units by means of pressure 
or a pneumatic oil pump 

• compatible with 27 966
• female quick release connector, size 4

(19 770)
• hose nozzle, G 3/4" male

(02 803)
• hose clip (20 156)

Installation set to suit waste 

oil tanks

female quick release connector, 
G 3/4" 

Installation set to suit waste

oil drainers

to be mounted on dispensing hose

27 966

27 967

Article no.

CONNECTING SETS FOR DIRECT DRAINAGE2a

27 967

27 966
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Waste oil drainer and 

suction unit, mobile, with
1:1 pneumatic pump

75 l

(LWH: 600 x 580 x 1150)
telescopic tube of drain bowl:
1180 mm – 1750 mm

95 l

(LWH: 600 x 580 x 1310)
telescopic tube of drain bowl:
1340 mm – 1910 mm

Technical data

diameter of drain bowl: 420 mm
volume of drain bowl: 18 l
airline connection: to suit Rectus coupling, 

type 26 
NW: 7,2 mm
discharge : utilizing a 

1:1 pneumatic pump 
adapter, discharge: female hydraulic 

coupler, size 4, G 3/4"
performance
Ø 5 mm suction probe: 1,0 – 1,5 l/min
Ø 6 mm suction probe: 2,0 – 2,5 l/min
Ø 8 mm suction probe: 3,5 – 4,0 l/min
container lacquering: RAL 7040, window 

grey satin 

Media:
For waste oils of hazard class A III of known origin, 
with flash points higher than 55 °C; not applicable
for liquids of hazard class A I, A II, B.

Specification

• visual level indicator 
• 1:1 pneumatic pump, with an inline filter on 

suction side, male quick release adapter G 1/4"
(20 062)

• 3 way lever ball valve 
• suction hose, 2 m, with a spiral spring 
• suction probe storage tube 
• suction probes, Ø 5/6/8 mm 
• with adapters to suit BMW, Mercedes, VW, Audi
• dispensing hose, 2 m, with female quick release 

connector, size 4 (19 770) and female quick 
release connector, size 4 (19 774) mounted to 
suit as a connection on container 

• female quick release connector, size 4
(19 774), enclosed as an accessory to suit 
pipe-work or waste oil collection tanks 

• drain bowl with a removable drain grill 
• sturdy handle 
• 2 fixed rear wheels, 2 castor front wheels 

Remarks
It is recommended to use an overflow protection valve 
if the waste oil drainers shall be discharged into a 
waste oil collecting tank by using a fixed pipe-work 
installation. Please adhere to regional regulations and 
guidelines of your country. 

27 410

27 410 890

Article no.

WASTE OIL DRAINERS AND SUCTION UNITS3

27 410
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Technical data

diameter of drain bowl: 420 mm
volume of drain bowl: 18 l
2 airline connections: to suit Rectus coupling, 

type 26 
recommended air pressure: 6 bar
suction volume, based on
a complete vacuum: 45 - 50 l
vacuum generation: 3 - 4 min
performance
Ø 5 mm suction probe: 1,0 – 1,5 l/min
Ø 6 mm suction probe: 2,0 – 2,5 l/min
Ø 8 mm suction probe: 3,5 – 4,0 l/min
oil temperature, min.: 70 °C
container lacquering: RAL 7040, window 

grey satin 
Media:
For waste oils of hazard class A III of known origin,
with flash points higher than 55 °C; not applicable
for liquids of hazard class A I, A II, B.

Specification

• Vacuum is generated in the container by means 
of compressed air Venturi system. 

• pressure/vacuum gauge, for indication of 
pressure and vacuum level 

• oil extraction directly through the dipstick tube 
• level indicator 
• overpressure safety valve, set at 0.5 bar, with 

a pressure reduction valve 
• male quick release adapter G 1/4", NW 7.2, 

(20 062), lever ball valve 
• overflow protection valve (vacuum interruption) 
• suction hose, 2 m, with a spiral spring 
• suction probes, Ø 5/6/8 mm 
• with adapters to suit  BMW, Mercedes, VW 

and Audi 
• suction probe storage tube 
• sturdy handle 
• transparent discharge hose, 2 m, with a metal 

discharge spout, lever ball valve 
• drain bowl with removable drain grill 
• 2 fixed rear wheels, 2 castor front wheels 
• air pressurized oil evacuation 

Remarks
It is recommended to use an overflow protection
valve if the waste oil drainers shall be discharged 
into a waste oil collecting tank by using a fixed 
pipe-work installation. Please adhere to regional 
regulations and guidelines of your country.

Venturi waste oil drainer and

suction unit, mobile

75 l

(LWH: 600 x 580 x 930)
telescopic tube of drain bowl:
1180 mm – 1750 mm

75 l, with visual inspection 

reservoir, 7 l
(LWH: 600 x 580 x 1360)
telescopic tube of drain bowl:
1180 mm – 1800 mm

95 l

(LWH: 600 x 580 x 1150)
telescopic tube of drain bowl:
1550 mm – 2120 mm

95 l, with visual inspection 

reservoir, 7 l
(LWH: 600 x 580 x 1520)
telescopic tube of drain bowl:
1550 mm – 2120 mm

27 622 680

27 632 680

27 622 891

27 632 891

Article no.

27 632 680

27 622 680
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Angled tube with 

rotating swivel

G 1" male, G 1" female

Rectangular drain tray

G 1" male 

Venturi waste oil drainer

and suction unit, mobile

80 l

80 l, 

with visual inspection 

reservoir, 10 l

Media:
For waste oils of hazard 
class A III of known ori-
gin, with flash points 
higher than 55 °C; not 
applicable for liquids of 
hazard class A I, A II, B.

Remarks
It is recommended to use 
an overflow protection
valve if the waste oil 
drainers shall be
discharged into a waste 
oil collecting tank by 
using a fixed pipe-work 
installation. Please adhere 
to regional regulations 
and guidelines of your 
country.

Technical data

connection 1: G 1" male 
connection 2: G 1" female 
Specification

• to suit any waste oil drainers with drain bowl 
• to convert a fixed drain bowl into a swiveling

Technical data

dimension LWH: 463 x 263 x 100 
volume: 15 l
connection: G 1" male 
lacquering: Pantone 294c, blue satin 

Specification

• to suit any waste oil drainers of article group 27
• with drain grill 

Technical data

dimension LWH: 500 x 500 x 1700 
container volume: 80 l
drain tray volume: 22 l
2 airline connections: to suit Rectus coupling, type 26 
recommended 
air pressure: 6 bar
oil temperature, min.: 70 °C
container lacquering: RAL 7040, window grey satin 

Specification

• Vacuum is generated in the containers by means
of compressed air Venturi system. 

• gauge for pressure indication 
• oil extraction directly through the dipstick tube 
• suction hose, 2 m, with a spiral spring 
• 4 suction probes, 2 Ø 5/8 mm 
• with adapters to suit  BMW, Mercedes, VW, Audi
• transparent dispensing hose, 2 m, with a metal 

discharge spout 
• rectangular cantilever drain tray with drain 

grill, can be lowered to the floor level, can be 
drained via Venturi technique 

• air pressurized oil evacuation 
• safety overpressure valve, set at 0.5 bar 
• quick connection coupler, Rectus, type 26, NW 7.2
• overflow protection valve and suction probe 

storage tube 
• sturdy handle 
• 2 fixed rear wheels, 2 castor front wheels 

27 985

27 989

19 793 301

19 793 391

Article no.

ACCESSORIES

27 985

27 989

19 793 301

WASTE OIL DRAINERS AND SUCTION UNITS3

19 793 391
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Specification

• to extract waste oils 
• to lead in directly into the dipstick tube of 

vehicles 
• adapter, suitable for all waste oil suction 

units of article group 27 

Specification

• to extract waste oils 
• to lead in directly into the dipstick tube of vehicles
• adapter, suitable for all waste oil suction 

units of article group 27 

Technical data

connection 1: G 2" male retention adapter 
connection 2: female quick release connector, 

size 4, G  3/4"

Specification

• for use in conjunction with waste oil drainers 
and suction units with air pressurised evacuation
or discharge by means of a pneumatic oil pump

• compatible with 27 967 
• female quick release connector, size 4 (19 774)
• retention adapter (19 418)

Technical data

connection 1: female quick release connector, 
size 4 

connection 2: dispensing hose,
inside diameter 19 mm 

Specification

• for mounting on dispensing hose
• for use in conjunction with oil drainers and 

suction units by means of pressure or a 
pneumatic oil pump 

• compatible with 27 966
• female quick release connector, size 4 (19 770)
• hose nozzle, G 3/4" male (02 803)
• hose clip (20 156)

Suction probes, 700 mm

Ø 5 mm, plastic

Ø 6 mm, plastic

Ø 8 mm, plastic

Ø 5 mm, copper

Ø 6 mm, copper

Ø 8 mm, copper

Suction probes, 1000 mmm

Ø 6 mm, plastic

Ø 8 mm, plastic

Suction probes, 1500 mm

Ø 8 mm, copper

Ø 8 mm, plastic

Adapters to suit the dipstick 

tube of 

VW/Audi, Ø 8 mm
Mercedes, Ø 16 mm
BMW, Ø 14 mm

Installation set to suit 

waste oil collecting tank

female quick release 
connector, G 3/4"

Installation set to suit 

waste oil drainers

to be mounted on dispensing
hose

27 905
27 906
27 908
27 915
27 916
27 918

27 926
27 928

27 958
27 948

27 963
27 964
27 965

27 966

27 967

Article no.

ACCESSORIES

CONNECTING SETS FOR DIRECT DRAINAGE3a

27 967

27 966

27 905

27 918

27 963 27 964 27 965 

27 926

27 958
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Pneumatic diaphragm pump

60 l/min

5 kg

Suitable for: 
• waste oils, water 
• water-based liquids, oils or 

slurries providing outstanding
abrasion resistance (e. g. 
screen water, anti-freeze, 
various chemicals, light 
acids etc.) 

Pneumatic diaphragm pump

159 l / min

8,2 kg

Suitable for: 
• waste oils, water 
• water-based liquids, oils or 

slurries providing outstanding
abrasion resistance (e. g. 
screen water, anti-freeze, 
various chemicals, light 
acids etc.) 

Technical data

dimension, LWH: 191 x 222 x 273
pump capacity (free flow): 60 l/min
max. air pressure: 7 bar
min. air pressure: 1,8 bar
max. particle size: 2,5 mm
max. suction height (wet): 7 m
max. suction height (dry): 4,9 m 
max. operating 
temperature: 65 °C
loudness level at 
3.5 bar, 50 DH/min: 75 dB (A)
airline connection: to suit Rectus coupling,

type 26 
suction and 
discharge adapter: G 1/2" male 60° with

sealing cone 
max. air consumption: 560 l/min
material of pump: Aluminium 
material of diaphragms: Buna-N
material of ball valve: Buna-N
material of ball valve seat: Acetal

Specification

• designed for wall-mounting 
• recommended accessory (87 626)

Technical data

dimension, LWH: 235 x 305 x 356 
pump capacity (free flow): 159 l/min
max. air pressure: 8,4 bar
min. air pressure: 1,4 bar
max. particle size: 3,2 mm
max. suction height 
(wet or dry): 5,8 m
max. operating 
temperature: 65 °C
loudness at 4.8 bar, 
50 DH/min: 78 dB (A)
airline connection: to suit Rectus coupling,

type 26 
NW: 7,2 mm
suction and 
discharge adapter: G 3/4" male 60° with 

sealing cone 
max. air consumption: 1700 l/min
material of pump: Aluminium 
material of diaphragms: Hytrel®
material of ball valve: Acetal
material of ball valve seat: Hytrel®

Specification

• designed for wall-mounting 
• recommended accessory (87 626)

19 060

19 062

Article no.

PNEUMATIC DIAPHRAGM PUMPS4

19 060

19 062
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Technical data

airline connector: to suit Rectus 
coupling, type 26

NW: 7,2 mm
discharge : via 5:1 pneumatic 

pump
performance
Ø 5 mm suction probe: 1,0 – 1,5 l/min
performance
Ø 6 mm suction probe: 2,0 – 2,5 l/min
performance
Ø 8 mm suction 3,5 – 4,0 l/min
connection, 
pressure side: G 3/4" male 

Media:
For waste oils of hazard class A III of known 
origin, with  flash points higher than 55 °C;
not applicable for liquids of hazard class A I,
A II, B

Specification

• stationary, for direct discharge via 
pipe-work to a waste oil collection tank 

• for direct waste oil extraction from vehicles 
• 5:1 pneumatic oil pump with a wall-

mounting bracket 
• inline filter and lever ball valve 
• complete accessories set for assembly 
• discharge hose, 4 m, retention adapter, 

G 2" male
• suction probes, Ø 5/6/8 mm 
• with adapters for BMW, Mercedes, VW 

and Audi 
• suction probe storage tube 
• can be installed in conjunction with a 

vacuum switch-off unit (19 422)

Remarks
Waste oil must not be stored in working area. 
It is recommended to use an overflow 
protection valve if the waste oil drainers shall 
be discharged into a waste oil collecting tank
by using a fixed pipe-work installation. Please
adhere to regional regulations and guidelines
of your country.

Waste oil suction system,

stationary,

5:1 pneumatic pump

with suction hose, 5 m, 

2 m as visible transparent line 
segment, hose storage rack 
(19 669)

with hose reel, 8 m ,
open, wall- and floor-mounting
(29 341)
A lever ball is mounted on hose
reel (suction side)

19 900

19 901

Article no.

WASTE OIL SUCTION SYSTEMS5

19 900

19 901
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Waste oil suction system, 

stationary

5:1 pneumatic pump

Media:
For waste oils of hazard class 
A III of known origin, with 
flash points higher than 
55 °C; not applicable for 
liquids of hazard class A I, 
A II, B

Installation set for waste oil

discharge pipe-work

G 3/4" male

Collecting tray for oil drops

with discharge tap

Technical data

airline connection: to suit Rectus coupling, 
type 26 

NW: 7,2 mm
discharge : via 5:1 pneumatic pump 
connection, 
suction hose: female quick connecting 

coupler, size 4, G 3/4"
connection, 
pressure side: G 3/4" male 

Specification

• stationary, for discharge of waste oil drainers
(27 035 / 27 035 890 / 19 857)

• for direct discharge to a waste oil collecting
tank via pipe-work 

• 5:1 pneumatic oil pump with a wall-mounting 
bracket 

• complete accessories set for assembly 
• suction hose, 2 m with an inline filter and female

quick release connector, size 4, G 3/4" 
female (19 770) and female quick release 
connector, size 4, G 3/4" (19 774), enclosed 
unassembled

• suitable for garage service pit waste oil drainers 

Remarks
Waste oil must not be stored in working area. It is 
recommended to use an overflow protection valve if 
the waste oil drainers shall be discharged into a
waste oil collecting tank by using a fixed pipe-work
installation.Please adhere to regional regulations
and guidelinesof your country.

Technical data

connection 1: G 3/4" female 
connection 2: quick release connector, 

size 4

Specification

• completely assembled 
• female quick release connector,  size 4, 

G 3/4" (19 774)
• lever ball valve 
• back flow valve 

Specification

• to suit waste oil pipe-works
• for wall-mounting 
• discharge tap 

19 800

19 902

19 903

Article no.

WASTE OIL SUCTION SYSTEM

ACCESSORIES

19 800

19 902

19 903
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Technical data

to fit service pits: 850 – 1200 mm
connection: G 3/4" male 
material: sheet steel 
lacquering: RAL 7040, window 

grey satin 

Specification

• suitable for all standard garage service 
pit profiles 

• strainer
• 4 integral wheels 

Technical data

dimension, LWH: 750 x 465 x 290
volume: 100 l
to fit service pits: 850 – 1200 mm
connection: G 1" male 
material: sheet steel 
lacquering: RAL 7040, window 

grey satin 

Specification

• suitable for all standard garage service 
pit profiles 

• strainer 
• 4 integral wheels 

Technical data

dimension, LWH: 570 x 150 x 100
connection: G 2" male 
bowl volume: 3,6 l
weight: 3 kg
lacquering: Pantone 294c, blue satin 

Specification

• fixed strainer 
• for mounting in garage service pits directly 

connected to a G 2" waste oil discharge 
pipe-work for drainage of drainage trays

Drainage tray

40 l

H = 155 mm, G 3/4" male 
(LWH: 750 x 465 x 155)

60 l

H = 200 mm, G 3/4" male 
(LWH: 750 x 465 x 200)

Drainage tray

100 l

H = 290 mm, G 1" male

Drain bowl,

rotating swivel, 3,6 l

19 850

19 788

19 852

19 858

Article no.

DRAINAGE TRAYS6

19 788

19 858
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Waste oil disposal system

to suit garage service pit

with a 5:1 pneumatic pump (19 385)

20 l/min, with wall-mounting bracket,
suitable for pipe-work up to 70 m 
distance 
suction performance: 
20 l/min in case of free outlet 

with pneumatic diaphragm pump

(19 060)

60 l/min, suitable for pipe-work up 
to 20 m distance 
suction performance: 
60 l/min in case of free outlet 

Technical data

airline connection: to suit Rectus 
coupling, type 26 

NW: 7,2 mm
connection, 
pressure hose: G 1/2" female, 

60° sealing cone,
90° angle 

drainage tray:
dimension, LWH: 750 x 465 x 200
volume: 60 l
to fit service pits: 850 – 1200 mm
connection: G 3/4" male 
lacquering: RAL 7040, window 

grey satin 
Media:
For waste oils of hazard class A III of know 
norigin, with flash points higher than 55 °C; 
not applicable for liquids of hazard class 
A I, A II, B

Specification

• to suit any garage service pits 
• all accessories required for mounting 
• suction hose, 2 m, G 3/4" female/male 
• discharge hose, 1.5 m, 

G 1/2" female/male 
• including all necessary couplers, 

adapters etc. 
• drainage tray (19 788)

suitable for all standard service pit 
profiles 

Remarks
If the pipework is mounted in non-visible 
areas, please use the pipe connection of 
item No. 19 666 and install it acc. to 
local regulation. It is recommended to use 
an overflow protection valve if the waste 
oil drainers shall be discharged into a 
waste oil collecting tank by using a fixed 
pipe-work installation. Please adhere to 
regional regulations and guidelines of your 
country. 

19 000 335

19 000 435

Article no.

WASTE OIL DISPOSAL SYSTEMS TO SUIT GARAGE SERVICE PITS

19 000 335

19 000 435



Waste oil launder

Brush protection cap

to suit waste oil launder
(27 991)

Technical data

height: 475 mm
width: 140 mm
weight: 30 kg/m
connection: G 2" male 
material: galvanized sheet steel 

Media:
For waste oils of hazard class A III of known origin, 
with flash points higher than 55 °C; not applicable 
for liquids of hazard class A I, A II, B

Specification

• 2 end parts, connection G 2" 
• launder is adjustable in height, even after 

complete mounting 
• to suit several drain trays, in order to provide 

oil collection at different places of discharge 

Remarks
Launders are supplied in single pieces of 2 - 3 m 
and will have to be welded on site. It is 
recommended to use an overflow protection valve 
if the waste oil launder shall be discharged into a 
waste oil collecting tank by using a fixed pipe-work
installation. Please adhere to regional regulations 
and guidelines of your country. 

Specification

• consisting of an upper and a lower brush part 

Remarks
Brush protection cap is supplied in single pieces 
of 2 - 3 m. 

27 991

27 995

Article no.

STATIONARY WASTE OIL COLLECTING AND DISPOSING

SYSTEM TO SUIT GARAGE SERVICE PITS
7

• Designed for the use in garage 
service pits of big garages serving
cars and trucks.

• Big quantities of waste oils can be 
collected without any spillage and 
drained quickly without any slurries 
remaining into a waste oil collecting 
tank.

• For your convenience several drain 
trays can be installed.

• The head of the waste oil discharge 
gutter is adjustable.

• Designed for the use with waste oils 
of known origin hazard class A III 
not exeeding the flashpoint 
temperature of 55 °C.

27 991

27 995

139
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Mobile waste oil drain tray

with a strainer

Waste oil intermediate 

container, 20 l

with a 3:1 pneumatic pump, 
22 l/min

Technical data

tray LWH: 463 x 263 x 100 
tray volume: 15 l
complete weight: 25 kg

Media:
For waste oils of hazard class A III of known 
origin, with flash points higher than 55 °C; not
applicable for liquids of hazard class A I, A II, B

Specification

• drain tray, rotating swivel (radius=900 mm), 
movable along all the length of the waste oil 
launder, double telescoping 

• adjustable height approx. 1050 mm 

Technical data

airline connection: to suit Rectus coupling, 
type 26 

NM: 7,2 mm
discharge: via 3:1 pneumatic pump 
suction performance: 22 l/min in case of 

free outlet 

waste oil intermediate container:
dimension, LWH: 750 x 465 x 200 
volume: 20 l
connection: G 2"
material: galvanized steel 

Media:
For waste oils of hazard class A III of known 
origin, with flash points higher than 55 °C; not
applicable for liquids of hazard class A I, A II, B

Specification

• 3:1 pneumatic pump (19 285)
• 2 chamber system 
• 3 float switch for control of pneumatic pumps
• warning light buzzer 
• inline filters and back flow valves, completely 

assembled 

Remarks
Pneumatic pump shall be operated by using an
air maintenance unit (20 218 950) only. It is 
recommended to use an overflow protection 
valve if the waste oil intermediate container
shall be discharged into a waste oil collecting 
tank by using a fixed pipe-work installation. 
Please adhere to regional regulations and guide-
lines of your country. 

27 992

27 993

STATIONARY WASTE OIL COLLECTING AND DISPOSING
SYSTEM TO SUIT GARAGE SERVICE PITS
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Waste oil intermediate 

container, 20 l

with 1:1 pneumatic pump, 
61 l/min

Technical data

airline connection: to suit Rectus coupling, 
type 26 

NM: 7,2 mm
discharge : via 1:1 pneumatic pump 
suction performance: 61 l/min in case of 

free outlet 

waste oil intermediate container:
dimension, LWH: 750 x 465 x 200 
volume: 20 l
connection: G 2"
material: galvanized steel 

Media:
For waste oils of hazard class A III of known 
origin, with flash points higher than 55 °C; 
not applicable for liquids of hazard class A I, 
A II, B

Specification

• 1:1 pneumatic pump (19 185)
• 2 chamber system 
• 3 float switch for control of pneumatic pumps
• warning light buzzer 
• inline filters and back flow valves, completely 

assembled 

Remarks
Pneumatic pump shall be operated by using an
air maintenance unit (20 218 950) only. It is 
recommended to use an overflow protection 
valve if the waste oil intermediate container
shall be discharged into a waste oil collecting 
tank by using a fixed pipe-work installation. 
Please adhere to regional regulations and guide-
lines of your country. 

27 994



Waste Oil Disposal

Vacuum switch-off unit

automatic, activate button

Hose storage rack

large size

Wall-mounting rack

for diaphragm pumps

Discharge hose for oil

1,5 m, G 3/4" female, 
G 3/4" female

Technical data

connection 1: to suit Rectus coupler, type 26
connection 2: to suit Rectus quick 

connecting nipple, type 26 

Specification

• vacuum hose, 2 m, DN 5 
• cable, 2 m, with a euro plug 
• pre- and follower control regulation unit 
• suction relief valve 
• designed for automatic switch-off when 

drainage of a vehicle is finished 
• to suit waste oil suction 

system (19 900 / 19 901)
• pressure gauge for installation on a 

pneumatic pump (suction side) 

Technical data

dimension, LWH: 348 x 144 x 257 
weight: 1,3 kg 
material: aluminium die casting 

Specification

• for wall-mounting 

Technical data

dimension, LWH: 182x198x208 
weight: 1,3 kg
material: galvanized steel 

Specification

• to suit diaphragm pumps (19 060 / 19 062)

Technical data

length: 1,5 m
connection 1: G 3/4" female 
connection 2: G 3/4" female, with 90° angle
inside diameter 
of hose: 20 mm
operating 
pressure: 105 bar 

Specification

• to connect  pneumatic oil pumps with pipe-work 
• swivel nuts on both hose ends 
• acc. to DIN 20 022 (EN 853) 

19 422

19 669

87 626

19 550

Article no.
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ACCESSORIES TO SUIT PNEUMATIC PUMPS8

19 422

19 669

87 626

19 550



143

Technical data

length: 0,5 m
connections: G 3/4" female 
inside diameter 
of hose: 20 mm
material of hose: high-alloyed steel 

(X6 CrNiTi 1810) with 
high-alloyed steel braid 

weight: 0,4 kg

Specification

• acc. to TRBF 231 T1 (German norm)
• to connect oil pumps with pipe-work in 

non-visible areas 
• swivel nuts on both hose ends 

Technical data

connection 1: R 3/4" male, DIN 2999
connection 2: G 3/4" male, inside
cone 
inside diameter: 16 mm
opening of the spanner: 30 mm
material: galvanized steel 

Technical data

connections: G 3/4" female 
inside diameter: 20 mm
body lenght: 57 mm
operating pressure: 30 bar 
material: nickelized brass 
medium: oils, air 

Flexible metal hose

0.5 m, G 3/4" female, 
G 3/4" female

Adapter

R 3/4" male, G 3/4" male

Lever ball valve

G 3/4" female, 
G 3/4" female

19 666

19 637

19 763

Article no.

19 763

19 637

19 666
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Male quick release adapter, 

G 1/4" to suit Rectus 
connector, type 26

Adapter, 

G 1/4" male, G 1/4" male

Coiled air hose, 5 m

Technical data

connection 1: G 1/4" male 
connection 2: to suit Rectus airline

connector, type 26 
NW: 7,2 mm
opening of 
the spanner: 12 mm
material: brass 

Specification

• to be used for mounting of an air maintenance 
unit (20 218)

Technical data

connections: G 1/4" male, 
60° inside cone 

NW: 7,5 mm
opening of 
the spanner: 17 mm
operating pressure: - 0.95 to 15 bar 
operating temperature: - 10 °C to +70 °C 
material: brass 

Specification

• to be used for mounting of an air maintenance 
unit (20 218)

• with an inside cone, acc. to DIN EN 560 

Technical data

length of hose: 5 m
connection 1: female Rectus quick 

release airline connector, 
type 26 

connection 2: to suit male Rectus quick 
release airline connector,
type 26 

NW: 7,2 mm
dynamic operating 
pressure: 17 bar

Specification

• to connect the compressed airline to a 
compressed air tool 

20 062

20 112

20 185

Article no.

ACCESSORIES AND AIR MAINTENANCE UNITS9

20 062

20 112

20 185
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Technical data

connection 1: G 1/4" female 
connection 2: G 1/4" female 
max. operating 
pressure: 10 bar
regulating air 
pressure: 0,5 - 10 bar
normal flow rate*: 6,3 l/sec
filter: 40 my
condensate volume: 0,017 l
operating temperature: 0 °C to +50 °C 
casing material: zinc die casting 

* at a 10 bar airline pressure, 6 bar 
operating pressure and Δp=1bar 

Specification

• pressure regulator with gauge, moisture 
separating filter and lubricator 

Technical data

connection 1: G 1/4" male 
connection 2: to suit Rectus airline 

connector, type 26 
NW: 7,2 mm
max. operating 
pressure: 10 bar
regulating air 
pressure: 0,5 - 10 bar
normal flow rate*: 6,3 l/sec
filter: 40 my
condensate volume: 0,017 l
operating temperature: 0 °C to +50 °C 
casing material: zinc die casting 

* at a 10 bar airline pressure, 6 bar 
operating pressure and Δp = 1 bar

Specification

• pressure regulator with gauge, moisture 
separating filter and lubricator 

• male quick release coupler 
• G 1/4" male/male adapter 

Air maintenance unit

Air maintenance unit,

complete set

Article no.

20 218

20 218 950
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Suitable for: 
• fuel oil and diesel 
• used engine and gear oils (waste oils) of 

known origin, hazard class A III 
• lubricating oils, L-AN, acc. to DIN 51 501 

(the lubricating oils AN 5 and AN 7 are 
inflammable liquids, hazard class III, acc. 
to VbF) 

• engine- and lubricating oils, acc. to DIN 51 511
• vehicle gear oils, acc. to DIN 51 512
• hydraulic oils, acc.to DIN 51 524 / 51 525
• heat transfer oils, acc to DIN 51 522
• synthetic oils 
• rapseed oil-methyl-ester (RME) 

tank 750 l 

(LWH: 1200 x 800 x 1123)
total weight: 279 kg

tank 1000 l 

(LWH: 1200 x 800 x 1570)
total weight: 328 kg

tank 1420 l 

(LWH: 1200 x 800 x 2070)
total weight: 415 kg

Suitable for: 
• fuel oil and diesel 
• used engine and gear oils (waste oils) of 

known origin, hazard class A III lubricating 
oils, L-AN, acc. to DIN 51 501 (the 
lubricating oils AN 5 and AN 7 are 
inflammable liquids, hazard class III, 
acc. to VbF) 

• engine- and lubricating oils, acc. to DIN 51 511
• vehicle gear oils, acc. to DIN 51 512
• hydraulic oils, acc.to DIN 51 524 / 51 525
• heat transfer oils, acc to DIN 51 522
• synthetic oils 
• rapseed oil-methyl-ester (RME) 

tank 750 l 

(LWH: 980 x 760 x 1420), 66 kg

tank 1000 l 

(LWH: 1280 x 760 x 1420), 89 kg

Technical data

outside container
material: welded steel 
inside container 
material: welded steel 
surface 
treatment: degreased, 

phosphatized, 
primed and 
lacquered 

lacquering: RAL 7040, window 
grey satin 

connections: 5 x G 2" female 

Specification

• European certificate 
• mechanic float level indicator 
• visual leakage indicator 
• can be lifted and moved from 

four sides even under load 
• designed for 3-side mounting of 

hose reels, electric and pneumatic
pumps 

• designed for indoor storage 

Technical data

outside container 
material: steel, hot-dip 

galvanized 
inside container 
material: Polyethylene (HDPE)
connections: 4 x G 2" female 

Specification

• European certificate Z-38.11-117
• mechanic float level indicator 
• visual leakage indicator 
• integral pallet 

(can be disassembled)
• integral grips for manual

transport
• designed for indoor storage

45 014

45 010

45 018

45 101

45 100

Article no.

STORAGE TANKS10

45 014

45 100

45 010



147

Technical data

dimension, LWH: 163 x 97 x 62 
weight: 0,4 kg
power supply: 230 V AC, 50/60 Hz
nominal power: 5 VA
fuse: M 32mA
connecting cable: 1.2 m long, 2x0.75 mm2

operate lag: none 
additional connections: 1 output relay (variator) 
output relay switch
capacity: max. 250 V, 2 A, 

resistive load 
permitted ambient 
temperature: -10° to + 60 °C 
safety class: II DIN 57 700

Specification

• for installation between the inside and outside 
wall of a double storage tank 

• warning signal at min. 50 mm liquid height 

Technical data

loudness level: 90 dB (A), 1m distance 
power supply: 230 V 
power input: 6 VA
safety type: IP 20
weight: 0,18 kg

Specification

• for acoustic remote monitoring of tanks 
• adapter to connect to an overflow protection 

valve (19 412)

Technical data

loudness level: 90 dB (A), 1m distance 
power supply: 230 V 
power input: 10 VA
safety type: IP 33
weight: 0,19 kg

Specification

• for visual and acoustic remote monitoring 
of tanks 

• adapter to connect to an overflow protection 
valve (19 412 )

Technical data

connection: G 2" female 

Specification

• can be mounted as a protection cap at the 
end of storage ventilation pipe of tanks 

Optical and acoustic

oil/water leakage indicator 

system

Continuously operating 

signal horn

for indoor use

Warning light and buzzer

with separate control 
mechanism for each unit

Tank ventilation cap, 

G 2" female 

with a strainer, Polyamide 

Tank ventilation cap, 

G 2" female

Brass 

19 406

19 407

19 408

19 410

19 411

Article no.

ACCESSORIES TO SUIT STORAGE TANKS

19 407

19 406

19 410

19 408
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Overflow protection valve

A III, acc. to German 
WHG regulation

Retention adapter

G 3/4" female, 
G 2" male

Tank filling spout, 

angled 90°

G 2" male, G 2" male

Waste oil suction probe,

G 2" male, 45° angle
to suit tank 
truck-connectors

Installation set

tank attachment

Technical data

power supply: AC 24 V, 110 V, 
230 V or DC 24 V 

power input: max. 3 VA or 5 W 
dimension, LWH: 163 x 97 x 62 
safety type: IP 30
level indicator length: 300 mm
connection: G 3/4" male 
visual level gauge material: brass 

Specification

• visual and acoustic warning with 
acknowledgement option 

Area of application:
Inflammable liquids and oil of hazard class A III;
diesel acc. to DIN 51 601, EL fuel oil acc. to 
DIN 51 603, used gear and engine oils.

Technical data

connection 1: G 3/4" female 
connection 2: G 2" male 
material: galvanized cast steel 

Specification

• for mounting of level indicators of the overflow 
protection valve (19 412) on storage tanks 

Technical data

connections: G 2" male 
material: galvanized steel 

Technical data

connection 1: G 2" male 
connection 2: tank truck connector 
length: 1,60 m

Specification

• metal cover 
• tank truck connector 
• to extract oils from waste oil collecting tanks 

Specification

• for installation of an overflow protection valve 
and of a tank ventilation tube 

• adapter, G 3/4" female, G 2" male 
• T-type adapter, G 2" female, G 2" male 
• tank filling spout, angled 90°, G 2" male 
• adapter G 2" female 

19 412

19 418

19 414

19 419

19 426

Article no.

ACCESSORIES TO SUIT STORAGE TANKS

19 412

19 426

19 419

19 414

19 418
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Technical data

dimension, LWH: 650 x 350 x 100 
connection: G 2" male, retention

adapter 
material: galvanized sheet 

steel 

Specification

• lockable cover 
• removable strainer 
• fixing brackets with screws 
• for mounting on tanks 

(45 100 / 45 101)

Technical data

volume: 3,2 l
connection: G 2" male, 

retention adapter
funnel diameter: 250 mm
funnel material: PE
cover material: PE
funnel colour: red 
cover colour: black 

Specification

• lockable cover 

Rectangular collecting tray, 

with a cover

(LWH 650 x 350 x 100)

Funnel, 3,2 l, 

Ø 250 mm

27 987

02 568

Article no.

27 987

02 568



Modular Liquid Suction Probe Extraction
System For Vehicles
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Components 
Saving your space -

in a perfect design.



Petrol

• Drilling unit,
• Flexible and electro

conductive suction 
probes
diam. 6/8 mm, 
length 1200 mm

• hollow mandrel

20 l/min

In A I Version
Electro conductive
6 m

406 x 900 x 2100 mm
406 x 900 x 50 mm

Diesel, oil, anti-freeze, windscreen
cleaners
Diesel:

Drilling unit, flexible and electro con-
ductive suction probes (diam. 6/8 mm, 
length 1200 mm), hollow mandrel
Oil:

Oil collecting unit, drilling unit,
pneumatic chiseling hammer
Anti-freeze, windscreen cleaners:

hollow mandrel
Diesel/oil: approx. 18 l/min
Anti-freeze and

windscreen cleaners: approx. 20 l/min
In A III Version
Electro conductive
6 m

406 x 900 x 2100 mm
406 x 900 x 50 mm

• The modules for car drainage are
based on two basic units.

• The modules are made of steel
(whelded).

• With an integral oil collecting floor-
platform with a galvanized platform
grid.

• Various modules to be utilized with
petrol, diesel, anti-freeze, windscreen
cleaners or waste oil.

• The modules can be installed in a row or
separately.

• The modules provide more flexibility when 
planning the installation.

• The modules are desingned acc. to German 
government specifications.

• With German TÜV certificate.

Module 1 Module 2

Media

Recommended Tools

Capacity

Overflow Protection Valve

Suction Line

Hose Reel

Dimensions of the

Module (W x D x H)

Oil Collecting Platform 

(W x D x H)

MODULES

43 003
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Technical data

dimension, LWH: 406 x 900 x 2100
airline connection: to suit Rectus coupling, type 26 
NW: 7,2 mm

Specification

• module base with a collecting tray made of 
sheet steel 

• air maintenance unit (20 218 950)
• hose reel 10 m, coloured identification for media 

Construction: 
The modules for the car drainage are based on two 
basic units. The modules can be installed in a row or 
separately. Thanks to that, more flexibility is possible 
when planning the installation. 

Motor vehicle 

drain dry system

Modul air pressure

43 003

Article no.
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System For Vehicles
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Motor vehicle 

drain dry system

Module 1, petrol version

overflow protection, 
A I design 
Media: 
carburettor fuels, petrol 

Module 2, A III

overflow protection, 
A III design 
Media: 
diesel, cooling liquid, 
anti-freeze, screen 
water and waste oil 

43 001

43 002

Article no.

Technical data

dimension, LWH: 406 x 900 x 2100
airline connection: to suit Rectus coupler, type 26 
NW: 7,2 mm
discharge: via 1:1 pneumatic pump 
pump capacity: 20 l/min in case of free outlet 

Specification

• module base with a collecting tray made of 
sheet steel 

• 1:1 pneumatic oil pump 
• air maintenance unit (20 218 950)
• hose reel 6 m, with a  electro conductive hose 

and coloured identification for media 
• overflow protection, A III design 
• transparent in line segment, electro conductive, 

remains transparent 
• suction line, electro conductive 
• necessary special tools: spot-drill, flexible and 

electro conductive suction probes Ø 6 / 8 mm, 
L= 1200 mm, hollow, mandrel 

Construction: 
The modules for modular liquid suction probe 
extraction system for vehicles are based on 
two basic units. The modules can be installed in 
a row or separately. Thanks to that, more flexibility
is possible when planning the installation. 

43 001

43 002

MODULES
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Technical data

airline connection: to suit Rectus coupler, type 26 
NW: 7,2 mm

Specification

• to extract petrol, diesel and oil 
• pneumatic compressed air drill 
• drill unit 
• drill head with an emission preventing plunger
• accessories box 
• adapter 

Specification

• suction probes, electro conductive, for diesel 
and oil, Ø 6 / 8 mm 

• hollow mandrel for extracting of petrol and 
diesel out of vehicles pipework 

• cooling water tapping probe 
• suction probes, for cooling liquid and 

screen water, Ø  5/ 6/ 8 mm, L=1200 mm

Technical data

airline connection: to suit Rectus coupler, type 26 
NW: 7,2 mm

Specification

• to extract oils from shock absorbers 
• pneumatic compressed air drill 
• drill head with an emission preventing plunger 
• discharge hose, 2 m 
• compressed-air connecting hose, 2 m 
• control unit (three-way-control) 
• air maintenance unit

Motor vehicle 

drain dry system

drilling unit

Motor vehicle 

drain dry system

accessories set

Motor vehicle 

drain dry system

spotting drill

43 004

43 005

43 006

Article no.

ACCESSORIES

43 004

43 005

43 006
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Air/Water Supply

The elementary basis
of daily work ...



Air/Water Supply
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Hose reels for water/air

O, WB, 20 bar, DN 10, 10 m,

(17,2 kg)

O, WB, 20 bar, DN 10, 15 m,

(19,2 kg)

Hose reels for water/air

O, D, 20 bar, DN 10, 10 m,

(20,8 kg)

O, D, 20 bar, DN 10, 15 m,

(22,8 kg)

Technical data

dimension, LWH: 472 x 152 x 498
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 20 bar 

Technical data

dimension, LWH: 472 x 158 x 520
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 20 bar 

29 442

29 443

29 452

29 453

Article no.
HOSE REELS FOR AIR/WATER

Product features

• Complete with 1 m connecting
hose G 1/4“ female.

• Outstanding robustness and 
compact design.

• All steel parts are washed, 
phosphatised, coated and lacquered
(Guide arm: RAL 7040 window grey
satin, Drum: Pantone 294c blue 
satin, Cover: RAL 7040 window 
grey satin, Wall-monting bracket:
Pantone 294c blue satin).

• High-quality surface-treatment of all
steel parts ensures high corrosion
resistance.

• The axis diameter of die casting parts
is 40 mm. If loads to be absorbed
are predefined, dimensions selected
by our engineers ensure almost un-
limited lifecycle.

• Selected pairs of axis and bearing 
materials are maintenance-free.

• Suitable for wall, floor and mounting
on ceilings.

• Easy assembly: It ist not necessary to
hold the weight of the hose reel 
while mounting.

• Ball bearings on any hinge joints.

• High pressures in the supply system 
do not influence the power needed
for joint rotation.

• With hose stop
• By 90° turning the hose can be

engaged.

Abbreviations

D Ceiling mounting
GDA Encased, swivel joint situated outside
GDI Encased, swivel joint situated inside
O Open
WB Wall- and ceiling mounting

HOSE REELS

OPEN, FOR WALL-/FLOOR-MOUNTING

OPEN, FOR MOUNTING ON CEILINGS

29 452

29 442
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Technical data

dimension, LWH: 495 x 158 x 508
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 20 bar 

Technical data

dimension, LWH: 495 x 170 x 508
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 20 bar 

Technical data

dimension, LWH: 495 x 158 x 520
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 20 bar 

Technical data

dimension, LWH: 495 x 170 x 520
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 20 bar 

Hose reels for water/air

GDA, WB, 20 bar, 10 m,

(23,8 kg)

GDA, WB, 20 bar, 15 m,

(25,8 kg)

Hose reels for water/air

GDI, WB, 20 bar, 10 m,

(24,2 kg)

GDI, WB, 20 bar, 15 m,

(26,2 kg)

Hose reels for water/air

GDA, D, 20 bar, DN 10, 10 m,

(24 kg)

GDA, D, 20 bar, DN 10, 15 m,

(26 kg)

Hose reels for water/air

GDI, D, 20 bar, DN 10, 10 m,

(23,8 kg)

GDI, D, 20 bar, DN 10, 15 m,

(25,6 kg)

29 472

29 473

29 462

29 463

29 492

29 493

29 482

29 483

Article no.

ENCASED, FOR WALL-/FLOOR-MOUNTING, INSIDE SWIVEL

ENCASED, FOR WALL-/FLOOR-MOUNTING, OUTSIDE SWIVEL

ENCASED, FOR MOUNTING ON CEILINGS, OUTSIDE SWIVEL

ENCASED, FOR MOUNTING ON CEILINGS, INSIDE SWIVEL

29 472

29 462

29 482

29 492
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Hose reels for anti-freeze

O, WB, 120 bar, DN 12, 10 m,

(17,5 kg)

O, WB, 120 bar, DN 12, 15 m,

(19,5 kg)

Hose reels for anti-freeze

O, D, 120 bar, DN 12, 10 m,

(21,1 kg)

O, D, 120 bar, DN 12, 15 m,

(23,1 kg)

Hose reels for anti-freeze

GDA, WB, 120 bar, DN 12, 10 m,

(24,1 kg)

GDA, WB, 120 bar, DN 12, 15 m,

(26,1 kg)

Hose reels for anti-freeze

GDI, WB, 120 bar, DN 12, 10 m,

(24,5 kg)

GDI, WB, 120 bar, DN 12, 15 m, 

(26,5 kg)

Technical data

dimension, LWH: 472 x 152 x 498
connection,
discharge hose: G 1/2" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter of hose: 12 mm
operating pressure: 120 bar 

Technical data

dimension, LWH: 475 x 158 x 520
connection,
discharge hose: G 1/2" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter of hose: 12 mm
operating pressure: 120 bar 

Technical data

dimension, LWH: 495 x 158 x 508
connection,
discharge hose: G 1/2" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter of hose: 12 mm
operating pressure: 120 bar 

Technical data

dimension, LWH: 495 x 170 x 508
connection,
discharge hose: G 1/2" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter of hose: 12 mm
operating pressure: 120 bar 

29 542

29 543

29 552

29 553

29 572

29 573

29 562

29 563

Article no.

HOSE REELS FOR ANTI-FREEZE

OPEN, FOR WALL-/FLOOR-MOUNTING

OPEN, FOR MOUNTING ON CEILINGS

ENCASED, FOR WALL-/FLOOR-MOUNTING, INSIDE SWIVEL

ENCASED, FOR WALL-/FLOOR-MOUNTING, OUTSIDE SWIVEL

29 542

29 552

29 562

29 572
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Technical data

dimension, LWH: 495 x 158 x 520
connection,
discharge hose: G 1/2" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter of hose: 12 mm
operating pressure: 120 bar 

Technical data

dimension, LWH: 495 x 158 x 520
connection,
discharge hose: G 1/2" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 1/2" female 
inside diameter of hose: 12 mm
operating pressure: 120 bar 

Technical data

dimension, LWH: 472 x 152 x 498
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 200 bar 
water temperature: up to 130 °C 

Technical data

dimension, LWH: 475 x 158 x 520
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 200 bar 
water temperature: up to 130 °C 

Hose reels for anti-freeze

GDA, D, 120 bar, DN 12, 10 m,

(24,3 kg)

GDA, D, 120 bar, DN 12, 15 m,

(26,3 kg)

Hose reels for anti-freeze

GDI, D, 120 bar, DN 12, 10 m,

(23,9 kg)

GDI, D, 120 bar, DN 12, 15 m,

(25,9 kg)

Hose reels for anti-freeze

O, WB, 200 bar, DN 10, 10 m,

(17,2 kg)

O, WB, 200 bar, DN 10, 15 m,

(19,2 kg)

Hose reels for anti-freeze

O, D, 200 bar, DN 10, 10 m,

(20,8 kg)

O, D, 200 bar, DN 10, 15 m,

(22,8 kg)

29 592

29 593

29 582

29 583

29 742

29 743

29 752

29 753

Article no.

ENCASED, FOR MOUNTING ON CEILINGS, OUTSIDE SWIVEL

ENCASED, FOR MOUNTING ON CEILINGS, INSIDE SWIVEL

OPEN, FOR MOUNTING ON CEILINGS

HOSE REELS FOR WATER/HOT WATER

OPEN, FOR WALL-/FLOOR-MOUNTING

29 592

29 582

29 752

29 742
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Hose reels for hot water

GDA, WB, 200 bar, DN 10, 10 m, 

(23,8 kg)

GDA, WB, 200 bar, DN 10, 15 m,

(25,5 kg)

Hose reels for hot water

GDI, WB, 200 bar, DN 10, 10 m, 

(24,2 kg)

GDI, WB, 200 bar, DN 10, 15 m,

(26,2 kg)

Hose reels for hot water

GDA, D, 200 bar, DN 10, 10 m,

(24 kg)

GDA, D, 200 bar, DN 10, 15 m,

(26 kg)

Hose reels for hot water

GDI, D, 200 bar, DN 10, 10 m,

(23,6 kg)

GDI, D, 200 bar, DN 10, 15 m,

(25,6 kg)

Technical data

dimension, LWH: 495 x 158 x 508
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 200 bar 
water temperature: up to 130 °C 

Technical data

dimension, LWH: 495 x 170 x 508
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 200 bar 
water temperature: up to 130 °C 

Technical data

dimension, LWH: 495 x 158 x 520
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 200 bar 
water temperature: up to 130 °C 

Technical data

dimension, LWH: 495 x 170 x 520
connection,
discharge hose: G 3/8" male 
length of connecting hose: 1000 mm
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 10 mm
operating pressure: 200 bar water
temperature: up to 130 °C 

29 772

29 773

29 762

29 763

29 792

29 793

29 782

29 783

Article no.

HOSE REELS FOR WATER/HOT WATER

ENCASED, FOR WALL-/FLOOR-MOUNTING, INSIDE SWIVEL

ENCASED, FOR WALL-/FLOOR-MOUNTING, OUTSIDE SWIVEL

ENCASED, FOR MOUNTING ON CEILINGS, OUTSIDE SWIVEL

ENCASED, FOR MOUNTING ON CEILINGS, INSIDE SWIVEL

29 762

29 772

29 792

29 782
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Technical data

dimension, LWH: 170 x 105 x 220 
swivel range: 2 x 45°
material: steel 
weight: 1,8 kg
lacquering: Pantone 294c, blue satin 

Specification

• wall-mounted swivel bracket to suit all types of 
hose reels 

Technical data

material: steel 
lacquering: Pantone 294c, blue satin 

Specification

• suits for lateral installation of a hose reel 
(e.g. in garage service pits) 

Technical data

material: Polyamide 
colour: RAL 6018, green (water use) 

RAL 7001, grey (air use) 

Specification

• for hoses of 17.5 mm outside diameter 
• suitable for air and water hoses 

Technical data

dimension, LWH: 400 x 350 x 230 
hose length: 16 m
connection,
discharge hose: G 1/4" male 
connection,
connecting hose: G 3/8" female 
inside diameter of hose: 8 mm
operating pressure: 15 bar
casing material: PA
weight: 7,8 kg

Specification

• hose stop 

Remarks
The use of a quick connecting coupler (20 022)
is recommended. 

Wall-mounting 

90° swivel bracket

Angle bracket for 

installation

Hose stop 3/8"

Hose reel, compressed air

outside swivel, for 
mounting on wall and 
ceilings, DN 8, 16 m

29 930

29 940

29 977

29 036

Article no.

ACCESSORIES TO SUIT HOSE REELS

29 930

29 940

29 977

HOSE REELS - SPECIAL VERSIONS

29 036

ENCASED, FOR WALL-MOUNTING AND MOUNTING ON CEILINGS
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Electric cable reel

for mounting on walls and 
ceilings, 11,5 m, swivel 
bracket

Air blow gun, Aluminum body

short nozzle

Air blow gun, plastic body

105 mm pipe

Air blow gun, plastic body

105 mm pipe, G 1/4" female

Compressed air spray nozzle

1 l container

Technical data

dimension, LWH: 300 x 300 x 150 
voltage: 230 V
connection, power rolled up: 3 KW
connection, power unrolled: 3 KW
length of connecting cable: 1,5 m
electric adapters: euro plugs 
length of cable: 11,5 m
fuse: thermal safety 

overload switch 
casing material: Polyamide 
weight: 4,1 kg
mark of conformity: German Technical 

Supervision Board 
and GS-sign 
(Safety Examined)

Specification

• hose stop 

Specification

• male quick connecting coupler to suit Rectus 
coupler, type 26, NW 7.2 mm 

• removable short nozzle (concentrated air flow) 
• designed to blow out blind holes 

Specification

• male quick connecting coupler to suit Rectus 
coupler, type 26, NW 7.2 mm 

• aluminium pipe 
• to blow out deep holes and not easy 

accessible locations 

Specification

• Aluminium pipe 
• to blow out deep holes and not easy 

accessible locations 

Technical data

medium: liquid oils 

Specification

• male quick connecting coupler to suit Rectus 
coupler, type 26, NW 7.2 mm 

• 1 l container 

29 051

20 233

20 235

20 235 950

20 240

Article no.

HOSE REELS - SPECIAL VERSIONS

ENCASED, FOR WALL-MOUNTING AND MOUNTING ON CEILINGS

AIR BLOW GUNS

COMPRESSED AIR SPRAY NOZZLE

29 051

20 233

20 235

20 240
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Technical data

operating pressure: max. 40 bar
operating temperature: 0 °C to 90 °C
connection: G 3/8" female
medium: water

Specification

• spray jet manually controlled by using of a
regulating wheel

• rubber handgrip
• suitable for hose reels

Technical data

connection 1: G 1/4" female 
connection 2: G 1/4" female 
max. operating pressure: 10 bar
regulating air pressure: 0,5 - 10 bar
normal flow rate*: 6,3 l/sec
filter: 40 my
condensate volume: 0,017 l
operating temperature: 0 °C to +50 °C 
casing material: zinc die casting 

* at a 10 bar airline pressure, 6 bar 
operating pressure and Δp=1bar 

Specification

• pressure regulator with gauge, moisture 
separating filter and lubricator 

Technical data

connection 1: G 1/4" male 
connection 2: to suit Rectus airline 

connector, type 26 
NW: 7,2 mm
max. operating pressure: 10 bar
regulating air pressure: 0,5 - 10 bar
normal flow rate*: 6,3 l/sec
filter: 40 my
condensate volume: 0,017 l
operating temperature: 0 °C to +50 °C 
casing material: zinc die casting 

* at a 10 bar airline pressure, 6 bar 
operating pressure and Δp=1bar 

Specification

• pressure regulator with gauge, moisture 
separating filter and lubricator 

• male quick release coupler 
• G 1/4" male/male adapter 

Water gun with

regulating wheel

G 3/8" female

Air maintenance unit

Air maintenance unit,

complete set

20 250

20 218

20 218 950

Article no.

WATER GUN

20 250

ACCESSORIES

AIR MAINTENANCE UNITS

20 218 950

20 218
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Compressed air discharge

hoses, acc. to DIN 20 021 
(EN 854) 
operating pressure: 20 bar 
5 m, G 3/8" female, 
G 3/8" male
8 m, G 3/8" female, 
G 3/8" male

Compressed air discharge

hoses, acc. to DIN 20 022 
(EN 853) 
operating pressure: 180 bar 
10 m, G 3/8" female, 
G 3/8" male
15 m, G 3/8" female, 
G 3/8" male

Quick connecting couplers, 

Rectus

Typ 26, G 1/4 female, 

wrench width 22
Typ 26, G 3/8" female, 

wrench width 22
Typ 26, G 1/2" female, 

wrench width 24
Typ 26, G 1/4" male 

wrench width 22
Typ 26, G 3/8" male, 

wrench width 22
Typ 26, G 1/2" male, 

wrench width 24

Quick connecting couplers, 

Rectus Typ 26, 

connection 6 mm, male,

for hoses of DN 6, wrench
width 24 mm

connection 9 mm, male,

for hoses of DN 9, wrench
width 21 mm

Quick release coupler

to suit Rectus couplers, 
type 26

G 1/4" female

wrench width: 17 mm
G 3/8" female

wrench width: 19 mm

Technical data

connection 1: G 3/8" female, 
60 ° sealing cone 

connection 2: G 3/8" male, 
60 ° sealing cone 

hose inside diameter: 10 mm

Technical data

connection : quick release connector, 
Rectus, type 26 

function: one-sided locking 
sealing: Perbunan 
NW: 7,2 mm
temperature range: - 20 °C to +100 °C 
pressure range: 0 - 35 bar, as well as with 

low vacuum 
material: brass 

Technical data

connection: quick release connector, 
Rectus, type 26 

function: one-sided locking 
sealing: Perbunan 
NW: 7,2 mm
temperature range: - 20 °C to +100 °C 
pressure range: 0 - 35 bar, as well as with 

low vacuum 
material: brass 

Technical data

connection: to suit Rectus coupler, 
type 26 

NW: 7,2 mm
material: brass 

20 913

20 914

20 915

20 917

20 022

20 024

20 026

20 032

20 034

20 036

20 043

20 045

20 052

20 054

Article no.

COMPRESSED AIR DISCHARGE HOSES

QUICK CONNECTING COUPLERS

20 913

20 022

20 043

20 052

20 032
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Technical data

connection: to suit Rectus coupler, 
type 26 

NW: 7,2 mm
material: brass 

Technical data

length of hose: 5 m
connection 1: female Rectus quick 

release airline 
connector, type 26 

connection 2: to suit male Rectus 
quick release airline 
connector, type 26 

NW: 7,2 mm
dynamic 
operating pressure: 17 bar

Specification

• to connect the compressed 
airline to a compressed air tool 

Technical data

connection: to suit Rectus coupler,
type 26 

NW: 7,2 mm
material: brass 

Quick release adapter

to suit Rectus coupler, type 26

G 1/4" male 

wrench width: 12 mm 
to be used for mounting of an air 
maintenance unit (20 218)

G 3/8" male

wrench width: 19 mm

G 1/2" male

wrench width: 22 mm

Coiled air hose, 5 m

Airline connectors,

to suit Rectus coupler, 
type 26

6 mm male, for hoses of DN 6

9 mm male, for hoses of DN 9 

13 mm male, for hoses of DN 13

20 062

20 064

20 066

20 185

20 073

20 075

20 077

Article no.

20 062

COILED AIR HOSE

20 185

AIRLINE CONNECTORS

20 075
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Adapter,

60° sealing cone

G 1/4" male, G 1/4" male

NW: 7,2 mm, 
wrench width: 17 mm 
to be used for mounting of an air 
maintenance unit (20 218)

G 3/8" male, G 3/8" male

NW: 10 mm, wrench width: 19 mm 

G 1/2" male, G 1/2" male

NW: 12 mm, wrench width: 24 mm 

G 1" male, G 1" male

NW: 25 mm, wrench width: 34 mm 
For connecting of a mechanical meter
with a control valve, G 1" male

Male hose nozzle

wrench width 17 mm
6 mm, G 1/4" male, for hoses of DN 6

wrench width 17 mm
9 mm, G 1/4" male, for hoses of DN 9

wrench width 19 mm
6 mm, G 3/8" male, for hoses of DN 6

wrench width 19 mm
9 mm, G 3/8" male, for hoses of DN 9

wrench width 24 mm
12 mm, G 1/2" male, for hoses of DN 12

wrench width 32 mm
19 mm, G 3/4" male, for hoses of DN 19

Technical data

pressure: - 0.95 to 15 bar 
temperature range: - 10 °C to +70 °C 
material: brass 

Specification

• with an inside cone, 
acc. to DIN EN 560 

Technical data

material: brass 

20 112

20 114

20 116

20 118

20 132

20 133

20 134

20 135

20 136

02 803

Article no.

ADAPTERS

20 112

HOSE NOZZLES

20 133
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Technical data

bandwidth: 9 mm
tape and casing 
material: 1.4016 

(high-alloyed steel) 

Technical data

material: steel, bright 
chromium-galvanized 

Technical data

material: brass 

Technical data

pressure: 17 bar

Specification

• transparent

Hose O-clips

adjustable from 10 to 16 mm

adjustable from 12 to 20 mm

adjustable from 16 to 25 mm

Two-ear clips

adjustable from 11 to 13 mm

adjustable from 13 to 15 mm

adjustable from 15 to 18 mm

Sleeve

G 1/2" female, G 1/2" female

G 3/4" female, G 3/4" female

PVC reinforced air hose

I.D. 6 mm
12 mm male, 20 m

I.D. 9 mm
15 mm male, 20 m

I.D. 9 mm
15 mm male, piece goods

20 152
20 154
20 156

20 162
20 164
20 166

20 120
20 121

20 192

20 194

20 193 

Article no.

20 154

HOSE CLIPS

20 164

SLEEVES

20 120

PVC REINFORCED AIR HOSES

20 193
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... there are no more connecting problems.
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Technical data

material: brass 

Technical data

bandwidth: 9 mm 
tape and casing
material: 1.4016 

(high-alloyed steel) 

Technical data

material: steel, bright, 
chromium-galvanized

Technical data

colour: white 

Male hose nozzle

wrench width 17 mm
6 mm, G 1/4" male, for hoses of DN 6 

wrench width 17 mm
9 mm, G 1/4" male, for hoses of DN 9

wrench width 19 mm
6 mm, G 3/8" male, for hoses of DN 6

wrench width 19 mm
9 mm, G 3/8" male, for hoses of DN 9

wrench width 24 mm
12 mm, G 1/2" a, for hoses of DN 12

wrench width 32 mm
19 mm, G 3/4" a, for hoses of DN 19

Hose O-clips

adjustable from 10 to 16 mm

adjustable from 12 to 20 mm

adjustable from 16 to 25 mm

Two-ear clips

adjustable from 11 to 13 mm

adjustable from 13 to 15 mm

adjustable from 15 to 18 mm

Tape, PTFE

L=12 m, 12 mm  x 0,1 mm

20 132

20 133

20 134

20 135

20 136

02 803

20 152
20 154
20 156

20 162
20 164
20 166

20 178

Article no.

HOSE NOZZLES

HOSE CLIPS

TAPE

20 133

20 154

20 164

20 178



Lever Ball Valves/Inline Filters/Adapters

Inline filters

G 1/2" female, G 1/2" female,

inside diameter: 12 mm

G 3/4" female, G 3/4" female,

inside diameter: 20 mm

G 1" female, G 1" female,

inside diameter: 25 mm

Lever ball valves

G 1/4" female, G 1/4" female,

NW: 6 mm
G 3/8" female, G 3/8" female,

NW: 9 mm

Lever ball valve

G 1/2" female, G 1/2" female,

NW: 13 mm

Lever ball valve

G 3/4" female, G 3/4" male

Lever ball valves

G 1/4" female, G 1/4" female

operating pressure: 50 bar 
G 3/8" female, G 3/8" female

operating pressure: 60 bar 

Lever ball valve

G 1/2" female, G  1/2" female

Technical data

sieve mesh size: 0,5 mm
operating pressure: 16 bar
material: brass 
medium: oil 

Technical data

operating pressure: 400 bar
material: steel 
medium: grease 

Technical data

connections: G 1/2" female 
NW: 13 mm
operating pressure: 500 bar
material: steel 
medium: grease 

Technical data

connection 1: G 3/4" female 
connection 2: G 3/4" male 
inside diameter: 20 mm
design lenght: 80 mm
operating pressure: 55 bar
material: nickelized brass 
medium: oils, air 

Specification

• with a long thread 

Technical data

design lenght: 54 mm
inside diameter: 10 mm
material: nickelized brass 
medium: oils, air 

Technical data

connections: G 1/2" female
inside diameter: 12 mm
body lenght: 63 mm
operating pressure: 60 bar 
material: nickelized brass 
medium: oils, air

19 760

19 761

19 769

18 095

18 096

18 097

19 778

19 764

19 765

19 762

Article no.

INLINE FILTERS

170

LEVER BALL VALVES

18 096

19 762

19 778

19 760



Technical data

connections: G 3/4" female 
body lenght: 57 mm
inside diameter: 20 mm
operating pressure: 30 bar
material: nickelized brass
medium: oils, air

Technical data

connections: G 1" female
body lenght: 85 mm
inside diameter: 25 mm
operating pressure: 50 bar 
material: nickelized brass 
medium: oils, air

Technical data

connections: G 1 1/4" female 
design length: 100 mm
inside diameter: 32 mm
operating pressure: 45 bar 
material: nickelized brass 
medium: oils, air 

Technical data

operating pressure: 40 bar 
ball/casing material: nickelized brass 
sealing: 2 Viton O rings 
temperature range: - 20 °C to +170 °C 
medium: oils, air 

Specification

• with a long thread 

Technical data

working pressure: 16 bar
material: brass 
medium: oils, water 

Specification

• with long threads 

Technical data

working pressure: 18 bar
material: brass 
medium: oils, water 

Lever ball valve

G 3/4" female, G 3/4" female

Lever ball valve

G 1" female, G1" female

Lever ball valves

G 1 1/4" female, 

G 1 1/4" female

Lever ball valves

G 1 1/2" female, 

G 1 1/2" female

inside diameter: 40 mm
design lenght: 120 mm

G 2" female, G 2" female

inside diameter: 50 mm
design lenght: 140 mm

Back flow valves

G 3/4" female, G 3/4" female

design lenght: 53 mm

G 1" female, G 1" female

design length: 58,5 mm

Back flow valves

G 1 1/4" female, 

G 1 1/4" female

design length: 80 mm
G 1 1/2" female, 

G 1 1/2" female

design length: 85,5 mm
G 2" female, G 2" female

design length: 94 mm

19 763

19 767

19 771

19 772

19 773

19 891

19 892

19 893

19 894

19 895

Article no.

171

BACK FLOW VALVES

19 773

19 892

19 895

19 763

19 767

19 771



Lever Ball Valves/Inline Filters/Adapters

Solenoid valve, 

G 1/4" female, G 1/4" female

2/2 way air valve

Sleeves

M 10 x 1 female, M 10 x 1 female

G 1/8" female, G 1/8" female

Retention adapters

G 1/8" female, M 10 x 1 male

R 1/8" male, M 10 x 1 female

Retention adapter

G 1/4"male, G 1/8" female

Retention adapter

G 3/4" female, G 2" male

acc. to DIN EN 10242-N4 

Technical data

dimension, LWH: 55 x 70 x 22
medium: air 
connections: G 1/4" female 
NW: 7,2 mm
pressure range: 0,3 – 10 bar
ambient temperature: 0 °C to +60 °C 
nominal voltage: 230V / 50Hz 
safety type: IP 65
duty cycle, ED: 100 %
sealing material: NBR
material: brass 

Specification

• currentless circled 
• epoxy-resin-pressed coil parts 

Technical data

length: 24 mm
wrench width: 15 mm
material: galvanized steel 

Technical data

inside diameter: 5 mm
length: 23 mm
wrench width: 13 mm
material: galvanized steel 

Technical data

connection 1: G 1/4" male 
connection 2: G 1/8" female 
inside diameter: 5 mm
length: 28 mm
wrench width: 19 mm
material: galvanized steel 

Technical data

connection 1: G 3/4" female 
connection 2: G 2" male 
length: 48,5 mm
wrench width: 65 mm
material: galvanized cast steel 

Specification

• For mounting of level indicators of the overflow 
protection valve (19 412) on storage 
tanks 

19 897

18 016
18 017

12 016
12 086

18 093

19 418

Article no.

BACK FLOW VALVES

172

RETENTION ADAPTERS/ADAPTERS

18 093

19 418

19 897

18 016

12 016



Technical data

connection 1: G 1/2" male 
connection 2: G 3/4" female 
inside diameter: 15 mm
length: 30 mm
material: brass 

Technical data

material: galvanized cast steel 
inside diameter: 17,5 mm

Technical data

material: galvanized cast steel 

Technical data

material: brass 

Technical data

connection 1: G 1" male 
connection 2: G 3/4" female 
length: 21 mm
wrench width: 36 mm
material: brass 

Technical data

connection 1: G 1/4" male, 
60° sealing cone 

connection 2: R 1/4" male, DIN 2999 
inside diameter: 5,5 mm
length: 35 mm
wrench width: 18 mm
material: galvanized steel

Retention adapter

G 1/2" male, G 3/4" female

Retention sleeves

DIN EN 10242-M 4

G 1" female, G 3/4" male

design length: 56,3 mm

G 1 1/4" female, G 3/4" male

design length: 60,4 mm

Retention sleeves

DIN EN 10242-M2

G 1" female, G 3/4" female

design length: 56,3 mm

G 1 1/4" female, G 3/4" female

design length: 60,4 mm

Retention adapters

G 1/4" female, G 3/8" male

design length: 14 mm, 
wrench width 19 mm

G 3/8" female, G 1/2" male

design length: 18 mm,
wrench width 24 mm

G 1/2" female, G 3/4" male

design length: 24,3 mm, 
wrench width 32 mm

Adapter, short version

G 1" male, G 3/4" female

Adapter

G 1/2" male, R 3/4 " male

19 626

19 627

19 629

19 628

19 630

20 122

20 124

20 126

03 419

18 085

Article no.

173

18 085

19 626

19 627

19 628

20 122

03 419
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Adapter

G 1/2" male, R 3/4 " male

Adapter

G 3/8" male, R 1/2 " male

Adapter

G 3/8" male, G 3/8" male

Adapter

R 1/2” male, G 1/2” male

Adapter

G 1/2" male, G 3/4" male

Adapter

R 3/4" male, G 3/4 " male

Retention adapter, 

R 1" male, G 3/4" male 

Specification

• for connecting of a mechanical
meter with a control valve,
G 1" male

Technical data

connection 1: G 1/4" male, 60° sealing cone
connection 2: R 1/2" male, DIN 2999 
inside diameter: 5,5 mm
length: 42,9 mm
wrench width: 24 mm
material: galvanized steel 

Technical data

connection 1: G 3/8" male, 60° sealing cone 
connection 2: R 1/2" male, DIN 2999 
inside diameter: 9,5 mm
length: 43,6 mm
wrench width: 24 mm
material: galvanized steel 

Technical data

connections: G 3/8" male, 60° sealing cone 
inside diameter: 9,5 mm
length: 32 mm
wrench width: 22 mm
material: galvanized steel 

Technical data

connection 1: R 1/2" male, DIN 2999
connection 2: G 1/2" male, 

60° sealing cone
inside diameter: 12 mm
opening of the spanner: 26 mm
material: steel, galvanized

Technical data

connection 1: G 1/2" male, 60° sealing cone
connection 2: G 3/4" male, 60° sealing cone
inside diameter: 12 mm
opening of 
the spanner: 32 mm
material: brass 

Technical data

connection 1: R 3/4" male, DIN 2999 
connection 2: G 3/4" male, 

60° sealing cone
inside diameter: 16 mm
opening of the spanner: 30 mm
material: galvanized steel 

Technical data

connection 1: R 1" male, DIN 2999 
connection 2: G 3/4" male, 

60° sealing cone 
inside diameter: 16,6 mm
wrench width: 33 mm
material: galvanized steel

18 086

18 087

18 088

19 619

19 636

19 637

19 638

Article no.

18 087

18 086

19 619

18 088

19 636

19 637

19 638

RETENTION ADAPTERS/ADAPTERS
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Technical data

connection 1: G 1/4" male, 60° sealing cone 
connection 2: G 1/8" male, 60° sealing cone 
inside diameter: 4,5 mm
wrench width: 18 mm
material: galvanized steel 

Technical data

connection 1: R 3/8" male, DIN 2999 
connection 2: G 1/2" a, 60° sealing cone 
inside diameter: 9 mm
wrench width: 24 mm
material: galvanized steel 

Technical data

connections: G 2" male and M 64 x 4 male 
wrench width: 50 mm

Specification

• two-step threads 
• locking screw 
• to suit metal containers with G 2" female 

connecting thread

Technical data

connection: M 60 x 5 female 

Specification

• locking screws
• to suit plastic containers with male 

connecting thread

Technical data

connection: M 62.5 x 4 female 

Specification

• locking screw 
• to suit plastic containers with male 

connecting thread

Adapter

G 1/4" male, 

G 1/8" male

Adapter

R 3/8" male, G 1/2" male 

Retention adapter

to suit Ø 32 mm pipes

to suit Ø 35,5 mm pipes

to suit Ø 40 mm pipes

to suit Ø 27,5 mm pipes

Retention adapter

to suit Ø 35,5 mm pipes

Retention adapter

to suit Ø 35,5 mm pipes

20 111

20 251

13 080
19 526
19 527
19 528

19 529

19 519

Article no.

RETENTION ADAPTERS

19 526

19 529

19 519

20 251

20 111
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We thought even
about the „small parts“
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23 137

23 139

DEGREASING UNITS

Article no.

23 139

23 137

Technical data

working surface: 780 mm x 530 mm
height: 300 mm 
weight: 20 kg
voltage: 230 V
adapter: euro plug 
Media:
For cleaning liquids with a flash point higher 
than 55 °C (65 °C - 70 °C), hazard class A III, 
acc. to Vbf (German regulation) 

Specification

• safety foot switch, cleaning brush, self-priming electric pump with
a thermal safety overload switch 

• plug connection as a top unit for 200 l standard container 
• collecting trag (for screwing onto a tank) 
• galvanized strainer 
• anti-splash guards, with edge protection on three sides 
• connecting cable with an euro plug 
• suitable for 200 l containers 
• For use in conjunction with liquids, which may cause water 

pollution, a separate container storage unit (19 802/19 804) 
is recommended.

Remarks
For recycling, please adhere to national and 
regional regulations. 

Technical data

working surface: 650 mm x 550 mm
working height: 1060 mm 
operating pressure: 0,5 bar
weight: 35 kg
lacquering: RAL 7040, window 

grey satin 
Media:
For cleaning liquids with a flash point higher 
than 55 °C (65 °C - 70 °C), hazard class A III,
acc. to Vbf (German regulation) 

Specification

• 65 l container with a level indicator and 54 l collecting tray 
with integral stainless steel strainer 

• cleaning brush 
• 2 rigid wheels, 2 castor wheels 
• discharge nozzle, pressure reduction valve 

and blow-out gun 

Remarks
For recycling, please adhere to national and 
regional regulations. 

Degreasing unit

electric pump

Degreasing unit

pneumatically operated
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Brake bleeder Technical data

dimension, LWH: 240 x 310 x 620
air chamber volume: 5 l
operating pressure of 
the air chamber: 10,5 bar
operating pressure of the 
brake-fluid reservoir: 2,5 bar
brake fluid tank volume: 5l

Specification

• to vent brake units and clutches of vehicles 
• inside rubber diaphragm separates air and 

brake fluid reliably from each other 
• automatic switch-off at 0.5 l 
• universal adapter 

Remarks
Not applicable for liquids of hazard class A I, 
A II or B. Please use brake fluid, which is 
recommended by the car manufacturer. 

19 776

Article no.

BREAK BLEEDER

19 776
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Technical data

capacity: 1 x 200 l container
dimensions (LWH): 785 x 900 x 2370 mm
material: welded steel
surface treatment: degreased, 

phosphatized, 
primed, lacquered

lacquering: RAL 7040,
window grey satin

working bench: with container
storage and 
protecting unit with
4 integral wheels

oil discharge: pneumatic 3:1 oil
pump, 10 m open
hose reel, digital 
hose end meter 
(19 707 950)

weigth: 115 kg
connections: G 1/2"

Specification

• working bench with rubber 
protected surface 600 x 785 mm

• heigth of working bench 1050 mm
• integral oil container storage unit
• easy change of oil containers
• oil meter storage bracket with oil

drip tray
• modular assembly - pneumatic pump

and hose reel can be mounted on
right or left side of the working bench

• tools can be easily stored on the
integral tool storage grid

Working bench with integral 

covered container storage 

unit to suit 200 l container

19 040

WORKING BENCHES

Article no.

19 040
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Working bench with two separate

integral 1250 l welded steel tanks 

Specification

• working bench with rubber 
protected surface 3250 x 570 mm

• heigth of working bench 900 mm
• integral level indicator for each tank
• Tools can be easily stored on the

integral tool storage grid

Double working bench with integral

covered container storage unit to

suit two 200 l container

Specification

• working bench with rubber 
protected surface 600 x 1570 mm

• heigth of working bench 1050 mm
• integral oil container storage unit
• easy change of oil containers
• oil meter storage bracket with oil

drip tray
• modular assembly - pneumatic pump

and hose reel can be mounted on
right or left side of the working
bench

Technical data

capacity: 1 x 1250 l container
dimensions (LWH): 3250 x 900 x 2340 mm
material: welded steel
surface treatment: degreased, 

phosphatized, 
primed, lacquered

lacquering: RAL 7040,
window grey satin

connections: 5 x G 2“ female, 
each tank

oil discharge: two sets consisting
of a pneumatic 3:1
oil pump with an air
maintenance unit,
a 10 m open hose
reel and a digital hose
end meter (19 707 950)

weigth: 720 kg
connections
(oil discharge): G 1/2" female

Technical data

capacity: 1 x 200 l container
dimensions (LWH): 1570 x 900 x 2370 mm
material: welded steel
surface treatment: degreased, 

phosphatized, 
primed, lacquered

lacquering: RAL 7040,
window grey satin

working bench: with two oil container
storage and
protecting units each
with 4 integral
wheels

oil discharge
per unit: pneumatic 3:1 oil

pump, 10 m open
hose reel, digital hose
end meter (19 707 950)

weigth: 230 kg
connections: G 1/2"

19 034

19 044

Article no.

19 034

19 044

WORKING BENCHES
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Indicating Labels

„An indication
saves
a lot of explanations ...“
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Plate, level switch error

LW 100 x 50

Plate, oil storage room, WGK II

LW 210 x 150

Plate, full waste oil tank

LW 210 x 150

Plate, waste oil collecting tank

LW 210 x 150

Plate, tank filling

LW 210 x 150

Technical data

material: 2-layer plastic, self-adhesive
colour: white
inscription: red

Specification

• for fixed chute for waste disposal

Technical data

material: 2-layer plastic, self-adhesive
colour: white
inscription: blue

Technical data

material: 2-layer plastic, self-adhesive
colour: red
inscription: white

Technical data

material: 2-layer plastic, self-adhesive
colour: red
inscription: white

Technical data

material: 2-layer plastic, self-adhesive
colour: white
inscription: red

90 710

90 711

90 712

90 713

90 714

INDICATING LABELS AND ACCESSORIES

Article no.
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Specification

• universal holder with plastic covering, 
without planish wall, galvanized

• for pipe-work

Specification

• to suit universal holder for pipe-work 
fastening

Specification

• to suit universal holder
(90 730)

Technical data

colour: white
material: plastic

Specification

• blank plate without inscription ledge

Specification

• to suit a blank plate
(90 745)

Technical data

colour: white
inscription: black
character height: 7 mm

Specification

• to suit a blank plate
(90 745)

Universal holder

LW 105 x 56 mm

Tight tape

5 m reel

Plastic covering

LW 105 x 56 mm

Blank plate

LW 100 x 50 mm

Blank ledge

Lettering ledge

partially synthetic oil

full-synthetic oil

motor oil

gear oil

hydraulics oil

A III waste oil, of known origin

90 730

90 731

90 732

90 745

90 746

90 760

90 761

90 762

90 763

90 764

90 765

Article no.
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„There is some more
information about
various articles...“
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Brochure No. 90 980 932 A402

Brochure No. 90 998 932 A401

Brochure No. 90995 932 A402

Hose Reels

Pneumatic Pumps 

PREMAxx / ROTAxx

90 980 932

90 998 932

90 995 932

SPECIAL LEAFLETS

Article no.
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General Terms of Business

1. Our General Terms of Business shall apply to all present and future business relations-
hips with our customers, in particular for our deliveries and services. Differing, opposing
or supplementary general terms of business of our customers, even if we are aware of
them, shall not form part of the business relationship unless we have expressly appro-
ved their validity. 

2. Customers within the meaning of our terms of business are exclusively entrepreneurs, i.e.
individuals or legal entities or  partnerships with legal capacity for whom the establish-
ment of a business relationship with us represents part of their commercial or free-lance
activity. 

1. Our quotes are not binding. We reserve the right to make technical changes and chan-
ges to the shape, colour and/or weight of our products within reasonable limits. 

2. By ordering the products the customer makes a binding declaration that he intends to
purchase the products ordered. We are entitled to accept the offer contained in the
order within two weeks of receiving it. Acceptance may be in writing or through deli-
very of the products to the customer. 

1. We are entitled to make partial deliveries or perform partial services at any time unless
a partial delivery or partial performance of service is not of interest to the customer. 

2. Delivery dates are binding only if they have expressly been confirmed by us as binding.
A delivery date shall be deemed to have been kept if the products have left our fac-
tory/warehouse by the delivery date. If dispatch or collection is delayed for reasons for
which we are not responsible then the delivery date shall be deemed to have been kept
if we have informed the customer within the agreed period that the products were ready
for dispatch. 

3. If a delivery date cannot be kept because of a strike or a lock-out - which may be at one
of our suppliers - or because of incorrect or delayed delivery by our suppliers or becau-
se of mobilization, war, civil unrest or other unforeseen obstacles beyond our control the
delivery period shall be extended by the duration of the obstacle. 

4. Our obligation to deliver shall be suspended as long as the customer is in default with
a due payment. If delivery of products is to be taken gradually over a certain period of
time then delivery shall be spread equally over the entire period of time. 

1. Terms of payment and the treatment of packaging and freight charges are laid down in
the current version of our price lists and terms sheets which to this extent form part of
these General Terms of Business. Unless agreed otherwise the cost of packaging and
freight shall be borne by the customer. 

2. Value added tax at the rate applicable on the day of delivery shall be added to the agre-
ed price. 

3. The customer undertakes to pay the purchase price within 10 days of receiving the pro-
ducts. When this period has expired the customer is in default of payment. While he is
in default the customer shall pay interest on his debt at a rate of 8% above the base inte-
rest rate. We reserve the right, however, to prove and claim higher damages caused by
the default. 

4. Payment dates shall be deemed to have been kept if the amount due is made available
to us within the time period. Discount agreements can be honoured only on condition
that all due payments have been made. We accept bills of exchange only by agreement
and only as fulfilment of our receivable on condition that the full amount due has been
paid into our account. The customer shall bear any expenses incurred. 

5. The customer may only set off counterclaims against our claims if his counterclaim is
uncontested or has been upheld in a court of law. A customer may exercise his right of
retention only if his counterclaim is based on the same contractual relationship. 

2. CONCLUSION OF 
CONTRACT

1. SCOPE OF APPLICATION

3. DELIVERY

4. PAYMENT
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6. If the customer stops making payments, if he is in debt or if insolvency proceedings have
been applied for against him or if he is in default in honouring a bill of exchange or a
cheque then all claims which we have against the customer shall become due imme-
diately. This also applies in the case of any other serious deterioration in the customer's
economic position. In such cases we are entitled to demand adequate security or to with-
draw from the contract. 

1. Risks (risks of transport and remuneration) shall pass to the customer at the latest when
the products have been handed over to the person carrying out the transport or have
left the factory/warehouse to be dispatched. If dispatch is delayed at the customer's
request or due to circumstances for which the customer is responsible the risk shall pass
to the customer when he is informed that the products are ready for dispatch. 

2. The choice of the transport route and means of transport is made at our discretion, with
no guarantee that they are the cheapest. 

3. At the customer's request, an insurance of the customer's choice shall be taken out for
a delivery, the costs of which shall be borne by the customer.

1. We shall retain the ownership of the products until all claims arising from the business
relationship have been fully met. 

2. The customer must treat the products as intended and with care. Where maintenance
and servicing are required the customer must have these carried out regularly at his own
cost. 

3. The customer must inform us immediately if third parties have access to the products or
if they are damaged or destroyed. The customer must inform us immediately of any
change of ownership of the products or if he himself changes his address. 

4. Should the customer breach the terms of this contract, in particular through default of
payment or by breaching an obligation as set out in 2. and/or 3. above, we are entit-
led to withdraw from the contract and demand the return of the products. 

5. If the customer re-designs or processes the products this shall always be done in our
name and on our behalf. If the processing or re-designing is done using other objects
which do not belong to us we shall acquire ownership of the new object in proportion
to the objective value of our products in relation to the other objects used at the time the
processing or re-designing was done. This also applies if the products are mixed with
other objects which do not belong to us. 

6. The customer is entitled to sell or hire out the products to others in the ordinary course
of business. He shall immediately assign to us all claims amounting to the final invoice
sum agreed with us (including VAT) which have accrued to him through the sale or hiring
out of the products to others. This shall apply regardless of whether the customer sells or
hires out the products with or without processing, mixing or re-designing. We accept the
assignment. After the assignment the customer remains entitled to collect the payment
due. This does not affect our right to collect the payment ourselves. We undertake howe-
ver not to collect the payment due as long as the customer meets his financial obligati-
ons to us in the proper manner and is not in default of payment. Further, we undertake,
at the customer's request, to release securities due to us where the actual value of our
securities exceeds the amount of the claims to be secured by more than 20%; the choi-
ce of the securities to be released lies with us. 

1. In the case of defects in the products, the defect shall, at the customer's option, be rec-
tified by us either through repair or replacement. We are however entitled to refuse the
option chosen if it would involve disproportionately high costs and the other option
would not bring the customer serious disadvantages. 

2. If the repair or replacement is not successful the customer may choose between a reduc-
tion in price ("Diminution") or the cancellation of the contract ("Withdrawal"). The custo-
mer has no right of Withdrawal in the case of a minor breach of contract, in particular
in the case of minor defects. 

4. PAYMENT

5. PASSING OF RISK

6. RESERVATION OF TITLE

7. DEFECTS
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General Terms of Business

3. The customer must report obvious defects to us in writing within two weeks of receipt of
the products. If this is not done then he has no right of redress, in particular of Diminution
or Withdrawal. The deadline has been kept if the report is sent in good time. The custo-
mer shall take full responsibility for providing proof of all claims, in particular of the
defect itself, the point in time when the defect was determined and for lodging the com-
plaint in good time.

4. If the customer elects to withdraw from the contract because of defects in the products
after attempts to rectify the defect have failed he shall have no further claim to com-
pensation because of the defect. If the customer chooses compensation after attempts to
rectify the defect have failed then the products shall remain with the customer if this is
reasonable. Compensation shall be limited to the difference between the purchase price
and the value of the defective object. This shall not apply if we have fraudulently brea-
ched the contract. 

5. Where the customer uses the products himself or sells them exclusively to entrepreneurs
the period of limitation for a claim based on a defect - provided that they were repor-
ted to us in good time as set out in 3. above - is one year following delivery of the pro-
ducts. 

6. In the case of default of payment and the customer's loss of credit-worthiness we may
refuse to remedy a claim based on a defect until the customer has met his financial obli-
gations to an extent equivalent to the invoice value of our products supplied minus
Diminution appropriate to the faults. 

7. The above paragraphs 1 to 6 of this provision do not constitute a guarantee on our part.
Claims by customers based on separate guarantees shall remain unaffected. 

1. In cases of minor negligence our liability, depending on the type of products, is limited
to foreseeable, direct, typical for the contract, average damage. This also applies to
cases of minor negligence by our legal representatives or persons acting on our behalf. 

2. The restrictions on liability mentioned above do not apply to customer claims based on
product liability. Nor do the limitations on liability apply to damage to the person or
health of the customer or to loss of life attributable to us. 

3. The customer's claims to compensation because of a defect shall lapse one year after
delivery of the products. This shall not apply in the case of fraudulent intent on our part. 

The customer shall not assign or pledge claims arising to him from our business relationship
without our express prior written approval. 

The exclusive place of jurisdiction for all disputes arising from this business relationship is
Nuremberg. This also applies if the customer has no general place of jurisdiction in
Germany or if his place of resident or usual place of residence is not known at the time the
suit is filed. We are however entitled to appeal to any legally responsible court. 

The law of the Federal Republic of Germany shall apply exclusively. The Hague Convention
relating to a Uniform Law on the Formation of Contracts for the International Sale of Goods
dated July 1, 1964 and the United Nations Convention on Contracts for the International
Sale of Goods dated April 11, 1980 shall be excluded. 

8. LIMITATIONS ON
LIABILITY

10.PLACE OF JURISDICTION 

7. DEFECTS

9. PROHIBITION OF 
ASSIGNMENT AND
PLEDGING

11. APPLICABLE LAW



189



Article no. Page PU Dimension/Packing Weight
kg

01 297 18 1 Ø    29 x 58  mm 0,149

02 568 149 1 (LxWxH) 330 x 275 x 215 mm 0,816

02 803 166 1 Ø    27 x 48  mm 0,055

03 419 173 1 Ø    42 x 21  mm 0,060

12 016 172 1 Ø    15 x 23  mm 0,012

12 042 34 1 Ø    18 x 184  mm 0,072

12 043 34 1 Ø    18 x 188  mm 0,071

12 044 34 1 (LxWxH) 202 x 23 x 20 mm 0,160

12 048 34 1 Ø    18 x 360  mm 0,132

12 049 34 1 Ø    18 x 560  mm 0,128

12 054 34 1 (LxWxH) 203 x 35 x 30 mm 0,226

12 056 34 1 Ø    18 x 210  mm 0,095

12 057 35 1 (LxWxH) 210 x 30 x 60 mm 0,226

12 086 172 1 Ø    15 x 23  mm 0,012

13 080 175 1 Ø    66 x 36  mm 0,165

17 000 26 1 (LxWxH) 800 x 35 x 35 mm 0,160

17 004 25 1 (LxWxH) 200 x 350 x 1004 mm 3,940

17 008 25 1 (LxWxH) 550 x 500 x 1000 mm 9,300

17 008 950 95 1 (LxWxH) 570 x 530 x 200 mm 7,800

17 009 26 1 (LxWxH) 870 x 610 x 1000 mm 35,100

17 009 390 26 1 (LxWxH) 700 x 800 x 1113 mm 15,100

17 009 950 26 1 (LxWxH) 760 x 750 x 1070 mm 13,200

17 021 26 1 (LxWxH) 560 x 515 x 175 mm 6,200

17 044 17 1 Ø    22 x 39  mm 0,039

17 045 18 1 (LxWxH) 215 x 80 x 22 mm 0,012

17 171 27 1 Ø    280 x 55  mm 0,850

17 172 27 1 Ø    310 x 55  mm 1,250

17 176 27 1 Ø    365 x 65  mm 1,430

17 184 27 1 Ø    430 x 88  mm 1,380

17 194 27 1 Ø    415 x 80  mm 1,370

17 195 28 1 Ø    220 x 30  mm 0,650

17 197 27 1 (LxWxH) 250 x 210 x 55 mm 0,550

17 198 27 1 Ø    480 x 80  mm 1,663

17 199 27 1 (LxWxH) 350 x 300 x 55 mm 0,600

17 200 27 1 Ø    630 x 30  mm 2,500

17 201 27 1 (LxWxH) 380 x 200 x 40 mm 0,680

17 230 28 1 Ø    245 x 30  mm 0,800

17 265 28 1 Ø    275 x 30  mm 1,080

17 275 28 1 Ø    295 x 30  mm 1,070

17 285 28 1 Ø    295 x 30  mm 1,340

17 300 28 1 Ø    315 x 30  mm 1,270

17 320 28 1 Ø    340 x 30  mm 1,640

17 325 28 1 Ø    365 x 30  mm 1,360

17 350 28 1 Ø    310 x 30  mm 1,820

17 380 28 1 Ø    390 x 30  mm 2,000

17 400 28 1 Ø    410 x 30  mm 2,030

17 401 28 1 Ø    600 x 30  mm 5,560

17 796 47 1 (LxWxH) 850 x 400 x 400 mm 9,800

18 016 172 1 Ø    17 x 24  mm 0,023

18 017 172 1 Ø    17 x 24  mm 0,022

18 021 29 1 (LxWxH) 300 x 300 x 22 mm 0,490

18 022 29 1 (LxWxH) 300 x 300 x 35 mm 0,815

Article no. Page PU Dimension/Packing Weight
kgm

18 023 29 1 (LxWxH) 300 x 300 x 50 mm 1,160

18 024 29 1 (LxWxH) 300 x 300 x 50 mm 1,554

18 025 29 1 (LxWxH) 300 x 300 x 60 mm 1,844

18 026 29 1 (LxWxH) 300 x 300 x 60 mm 3,500

18 028 29 1 (LxWxH) 300 x 300 x 70 mm 3,230

18 030 29 1 (LxWxH) 350 x 350 x 70 mm 3,800

18 035 29 1 (LxWxH) 400 x 400 x 70 mm 5,800

18 050 28 1 (LxWxH) 300 x 300 x 35 mm 0,656

18 080 32 1 Ø    15 x 33  mm 0,021

18 081 32 1 (LxWxH) 150 x 60 x 20 mm 0,088

18 082 32 1 (LxWxH) 150 x 60 x 23 mm 0,244

18 083 32 1 (LxWxH) 150 x 60 x 23 mm 0,157

18 084 32 1 Ø    19 x 38  mm 0,050

18 085 173 1 Ø    21 x 34  mm 0,033

18 086 174 1 Ø    27 x 43  mm 0,063

18 087 174 1 Ø    27 x 44  mm 0,140

18 088 174 1 Ø    25 x 32  mm 0,052

18 093 172 1 Ø    22 x 28  mm 0,039

18 095 29 1 (LxWxH) 140 x 65 x 26 mm 0,360

18 096 170 (LxWxH) 145 x 80 x 32 mm 0,550

18 097 170 (LxWxH) 120 x 70 x 32 mm 0,650

18 099 29 1 (LxWxH) 165 x 35 x 68 mm 0,860

18 103 28 1 (LxWxH) 1044 x 36 x 102 mm 0,690

18 104 33 1 (LxWxH) 220 x 220 x 35 mm 0,897

18 105 33 1 (LxWxH) 220 x 210 x 35 mm 1,050

18 108 33 1 (LxWxH) 310 x 170 x 55 mm 1,278

18 108 155 34 1 (LxWxH) 310 x 170 x 55 mm 1,168

18 405 051 16 1 (LxWxH) 790 x 480 x 105 mm 10,850

18 410 051 16 1 (LxWxH) 1010 x 480 x 270 mm 14,640

18 415 051 16 1 (LxWxH) 1010 x 480 x 270 mm 13,450

18 417 051 16 1 (LxWxH) 1010 x 480 x 270 mm 11,300

18 419 051 16 1 (LxWxH) 1010 x 480 x 105 mm 10,980

18 421 051 16 1 (LxWxH) 1010 x 480 x 105 mm 10,200

18 421 056 16 1 (LxWxH) 1010 x 480 x 105 mm 10,800

18 425 051 16 1 (LxWxH) 1060 x 480 x 500 mm 23,900

18 700 051 25 1 (LxWxH) 770 x 190 x 180 mm 5,900

18 710 051 26 1 (LxWxH) 770 x 190 x 180 mm 7,900

18 710 950 26 1 (LxWxH) 770 x 190 x 180 mm 7,700

18 711 051 27 1 (LxWxH) 1000 x 180 x 180 mm 9,100

18 713 051 27 1 (LxWxH) 1000 x 180 x 180 mm 9,400

18 716 051 27 1 (LxWxH) 190 x 180 x 1310 mm 11,300

18 720 051 25 1 (LxWxH) 790 x 480 x 105 mm 8,500

18 730 051 25 1 (LxWxH) 790 x 480 x 105 mm 9,000

18 740 051 25 1 (LxWxH) 790 x 480 x 105 mm 9,500

18 750 051 25 1 (LxWxH) 1010 x 480 x 105 mm 12,100

18 760 051 25 1 (LxWxH) 1010 x 480 x 105 mm 13,000

18 764 051 16 1 (LxWxH) 1010 x 480 x 105 mm 16,000

18 764 056 16 1 (LxWxH) 1010 x 480 x 105 mm 16,600

18 766 051 16 1 (LxWxH) 1010 x 480 x 105 mm 22,700

18 766 950 17 1 (LxWxH) 1060 x 480 x 500 mm 25,000

18 780 051 25 1 (LxWxH) 650 x 130 x 1260 mm 21,300

18 785 051 16 1 (LxWxH) 650 x 130 x 1260 mm 24,300

Article Numbers/Dimensions/Weights
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Article no. Page PU Dimension/Packing Weight
kgm

18 785 056 16 1 (LxWxH) 650 x 130 x 1310 mm 24,900

18 786 051 17 1 (LxWxH) 870 x 760 x 1420 mm 52,500

18 786 056 17 1 (LxWxH) 870 x 760 x 1420 mm 53,100

18 788 051 17 1 (LxWxH) 870 x 760 x 1420 mm 65,900

19 000 250 57 1 (LxWxH) 1130 x 760 x 1720mm 90,000

19 000 251 57 1 (LxWxH) 1150 x 760 x 1920mm 100,000

19 000 255 58 1 (LxWxH) 1130 x 760 x 1720mm 90,000

19 000 256 58 1 (LxWxH) 1150 x 760 x 1920mm 100,000

19 000 330 38 1 (LxWxH) 615 x 510 x 420 mm 35,000

19 000 331 39 1 (LxWxH) 615 x 510 x 420 mm 44,500

19 000 332 39 1 (LxWxH) 615 x 510 x 420 mm 34,000

19 000 333 39 1 (LxWxH) 615 x 510 x 420 mm 45,500

19 000 335 138 1 (LxWxH) 835 x 485 x 230 mm 35,000

19 000 350 55 1 (LxWxH) 1450 x 760 x 1720 mm125,000

19 000 351 55 1 (LxWxH) 1450 x 760 x 1920 mm136,500

19 000 355 56 1 (LxWxH) 1450 x 760 x 1720 mm125,000

19 000 356 56 1 (LxWxH) 1450 x 760 x 1920 mm136,500

19 000 435 138 1 (LxWxH) 835 x 485 x 300 mm 35,200

19 000 530 16 1 (LxWxH) 1060 x 480 x 500 mm 23,700

19 000 532 17 1 (LxWxH) 1060 x 480 x 500 mm 24,900

19 000 533 17 1 (LxWxH) 1060 x 480 x 500 mm 24,400

19 000 535 17 1 (LxWxH) 1060 x 480 x 500 mm 24,500

19 000 950 43 1 (LxWxH) 1040 x 760 x 870 mm 69,200

19 000 955 38 1 (LxWxH) 615 x 510 x 420 mm 35,200

19 000 957 39 1 (LxWxH) 615 x 510 x 420 mm 38,200

19 000 959 39 1 (LxWxH) 615 x 510 x 420 mm 27,800

19 000 960 43 1 (LxWxH) 1040 x 760 x 870 mm 49,323

19 000 961 44 1 (LxWxH) 1040 x 760 x 870 mm 57,000

19 003 250 52 1 (LxWxH) 1370 x 800 x 1660mm301,000

19 003 251 52 1 (LxWxH) 1370 x 800 x 1730mm314,000

19 003 255 53 1 (LxWxH) 1370 x 800 x 1660mm302,000

19 003 256 53 1 (LxWxH) 1370 x 800 x 1730mm315,000

19 003 350 50 1 (LxWxH) 1370 x 800 x 1950mm342,000

19 003 351 50 1 (LxWxH) 1370 x 800 x 2070mm356,000

19 003 355 51 1 (LxWxH) 1370 x 800 x 1950mm343,000

19 003 356 51 1 (LxWxH) 1370 x 800 x 2070mm357,000

19 034 180 1 (LxWxH) 3250 x 900 x 2340 mm720,000

19 040 179 1 (LxWxH) 785 x 900 x 2370 mm 115,000

19 044 180 1 (LxWxH) 1570 x 900 x 2370 mm230,000

19 060 75 1 (LxWxH) 300 x 275 x 205 mm 4,391

19 062 76 1 (LxWxH) 365 x 210 x 470 mm 10,183

19 135 73 1 (LxWxH) 190 x 195 x 1310 mm 6,850

19 135 600 74 1 (LxWxH) 195 x 190 x 1310 mm 11,000

19 135 843 73 1 (LxWxH) 190 x 195 x 1310 mm 9,200

19 165 73 1 (LxWxH) 190 x 195 x 1635 mm 7,610

19 165 600 74 1 (LxWxH) 190 x 195 x 1635 mm 12,300

19 165 843 73 1 (LxWxH) 190 x 195 x 1635 mm 7,600

19 185 73 1 (LxWxH) 400 x 360 x 150 mm 6,010

19 185 600 75 1 (LxWxH) 190 x 195 x 1000 mm 10,400

19 185 843 74 1 (LxWxH) 40 x 36 x 15 mm 6,364

19 205 82 1 (LxWxH) 1000 x 190 x 195 mm 6,680

19 211 37 1 (LxWxH) 1000 x 190 x 195 mm 9,600

Article no. Page PU Dimension/Packing Weight
kgm

19 212 37 1 (LxWxH) 1000 x 190 x 195 mm 10,800

19 212 551 37 1 (LxWxH) 1000 x 190 x 195 mm 10,800

19 213 42 1 (LxWxH) 1000 x 190 x 195 mm 19,000

19 214 42 1 (LxWxH) 1000 x 190 x 195 mm 20,100

19 214 551 42 1 (LxWxH) 1000 x 190 x 195 mm 10,000

19 235 82 1 (LxWxH) 190 x 195 x 1310 mm 8,200

19 235 030 83 1 (LxWxH) 190 x 195 x 1310 mm 14,000

19 235 600 85 1 (LxWxH) 190 x 195 x 1310 mm 9,400

19 235 601 85 1 (LxWxH) 190 x 195 x 1310 mm 9,600

19 235 951 84 1 (LxWxH) 190 x 195 x 1310 mm 7,500

19 241 37 1 (LxWxH) 190 x 195 x 1310 mm 10,300

19 242 37 1 (LxWxH) 190 x 195 x 1310 mm 12,500

19 242 551 37 1 (LxWxH) 190 x 195 x 1310 mm 12,500

19 243 42 1 (LxWxH) 870 x 760 x 1400 mm 36,200

19 244 42 1 (LxWxH) 870 x 760 x 1400 mm 36,900

19 244 551 42 1 (LxWxH) 870 x 760 x 1400 mm 40,200

19 246 42 1 (LxWxH) 870 x 760 x 1400 mm 53,500

19 248 42 1 (LxWxH) 870 x 760 x 1400 mm 53,700

19 248 551 42 1 (LxWxH) 870 x 760 x 1400 mm 53,400

19 257 43 1 (LxWxH) 870 x 760 x 1400 mm 51,400

19 257 551 43 1 (LxWxH) 870 x 760 x 1400 mm 51,400

19 265 82 1 (LxWxH) 190 x 195 x 1635 mm 8,400

19 265 030 83 1 (LxWxH) 190 x 195 x 1635 mm 15,600

19 265 600 85 1 (LxWxH) 190 x 195 x 1635 mm 11,000

19 265 601 85 1 (LxWxH) 190 x 195 x 1635 mm 11,000

19 265 951 84 1 (LxWxH) 190 x 195 x 1635 mm 8,000

19 266 82 1 (LxWxH) 1000 x 190 x 195 mm 8,000

19 266 030 83 1 (LxWxH) 190 x 195 x 1310 mm 15,800

19 266 951 84 1 (LxWxH) 190 x 195 x 1310 mm 9,200

19 285 82 1 (LxWxH) 400 x 360 x 150 mm 5,500

19 285 030 83 1 (LxWxH) 610 x 415 x 415 mm 13,000

19 285 600 85 1 (LxWxH) 190 x 195 x 1310 mm 10,000

19 285 601 85 1 (LxWxH) 190 x 195 x 1310 mm 10,300

19 285 951 84 1 (LxWxH) 1100 x 315 x 400 mm 9,500

19 305 86 1 (LxWxH) 1100 x 190 x 195 mm 7,200

19 335 86 1 (LxWxH) 190 x 195 x 1310 mm 8,500

19 335 600 88 1 (LxWxH) 190 x 195 x 1310 mm 10,500

19 335 601 88 1 (LxWxH) 190 x 195 x 1310 mm 10,500

19 335 951 87 1 (LxWxH) 190 x 195 x 1310 mm 8,500

19 365 86 1 (LxWxH) 190 x 195 x 1310 mm 8,600

19 365 600 88 1 (LxWxH) 190 x 195 x 1635 mm 11,000

19 365 601 88 1 (LxWxH) 190 x 195 x 1635 mm 11,000

19 365 951 87 1 (LxWxH) 190 x 195 x 1635 mm 11,200

19 366 86 1 (LxWxH) 190 x 195 x 1310 mm 8,600

19 366 951 87 1 (LxWxH) 190 x 195 x 1310 mm 10,100

19 385 86 1 (LxWxH) 400 x 300 x 150 mm 5,760

19 385 600 89 1 (LxWxH) 190 x 195 x 1310 mm 10,000

19 385 601 89 1 (LxWxH) 190 x 195 x 1310 mm 10,100

19 385 951 87 1 (LxWxH) 1100 x 315 x 400 mm 9,700

19 402 64 1 (LxWxH) 760 x 120 x 100 mm 1,420

19 403 64 1 Ø    350 x 330  mm 1,608

19 406 65 1 (LxWxH) 235 x 225 x 80 mm 0,870
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19 407 64 1 (LxWxH) 310 x 180 x 75 mm 0,218

19 408 65 1 (LxWxH) 195 x 145 x 90 mm 0,648

19 410 67 1 Ø    90 x 40  mm 0,568

19 411 67 1 Ø    102 x 45  mm 0,561

19 412 66 1 (LxWxH) 625 x 135 x 80 mm 1,267

19 413 472 54 1 (LxWxH) 200 x 260 x 200 mm 2,300

19 413 473 54 1 (LxWxH) 200 x 260 x 200 mm 2,500

19 414 67 1 (LxWxH) 160 x 160 x 60 mm 1,335

19 414 950 67 1 (LxWxH) 140 x 220 x 100 mm 1,871

19 416 67 1 Ø    80 x 40  mm 0,334

19 417 67 1 Ø    110 x 45  mm 0,162

19 418 66 1 Ø    80 x 60  mm 0,373

19 419 148 1 (LxWxH) 150 x 90 x 1650 mm 7,000

19 421 65 1 (LxWxH) 250 x 220 x 130 mm 1,306

19 422 142 1 (LxWxH) 200 x 260 x 200 mm 2,800

19 423 66 1 (LxWxH) 120 x 70 x 95 mm 0,310

19 424 67 1 (LxWxH) 520 x 150 x 90 mm 3,853

19 426 68 1 (LxWxH) 250 x 230 x 70 mm 3,122

19 506 99 1 Ø    300 x 32  mm 0,700

19 511 69 1 (LxWxH) 190 x 195 x 1310 mm 11,000

19 512 70 1 Ø    450 x 80  mm 1,660

19 513 950 70 1 (LxWxH) 950 x 80 x 80 mm 1,770

19 513 952 70 1 (LxWxH) 950 x 80 x 80 mm 2,890

19 513 954 70 1 (LxWxH) 950 x 80 x 80 mm 3,710

19 518 90 1 (LxWxH) 270 x 50 x 61 mm 2,383

19 519 175 1 Ø    85 x 45  mm 0,171

19 521 70 1 (LxWxH) 145 x 105 x 50 mm 1,115

19 522 70 1 (LxWxH) 950 x 90 x 65 mm 1,990

19 523 70 1 (LxWxH) 1020 x 80 x 65 mm 1,930

19 523 001 70 1 (LxWxH) 950 x 80 x 80 mm 3,300

19 526 175 1 (LxWxH) 80 x 65 x 37 mm 0,162

19 527 175 1 (LxWxH) 80 x 65 x 35 mm 0,147

19 528 175 1 (LxWxH) 80 x 65 x 36 mm 0,175

19 529 175 1 (LxWxH) 105 x 85 x 45 mm 0,260

19 530 76 1 Ø    37 x 510  mm 0,596

19 531 77 1 Ø    370 x 70  mm 0,900

19 533 77 1 Ø    400 x 70  mm 1,780

19 534 77 1 Ø    450 x 80  mm 2,000

19 535 77 1 Ø    550 x 65  mm 2,360

19 538 77 1 Ø    450 x 110  mm 5,600

19 550 77 1 Ø    350 x 65  mm 1,560

19 561 100 1 Ø    250 x 50  mm 0,650

19 562 100 1 Ø    300 x 60  mm 1,082

19 563 100 1 Ø    300 x 70  mm 1,500

19 564 100 1 Ø    330 x 70  mm 1,978

19 565 100 1 Ø    350 x 60  mm 2,405

19 568 100 1 Ø    550 x 60  mm 3,520

19 570 100 1 Ø    400 x 85  mm 4,500

19 575 100 1 Ø    420 x 125  mm 6,500

19 580 96 1 Ø    300 x 55  mm 0,884

19 580 001 40 1 Ø    250 x 30  mm 0,900

19 616 110 1 Ø    29 x 52  mm 0,126

Article no. Page PU Dimension/Packing Weight
kg

19 619 97 1 Ø    30 x 46  mm 0,090

19 626 173 1 Ø    32 x 29  mm 0,032

19 627 97 1 Ø    46 x 56  mm 0,136

19 628 173 1 Ø    46 x 57  mm 0,180

19 629 97 1 Ø    54 x 60  mm 0,219

19 630 173 1 Ø    54 x 55  mm 0,210

19 636 97 1 Ø    37 x 36  mm 0,110

19 637 97 1 Ø    35 x 53  mm 0,123

19 640 41 1 (LxWxH) 810 x 110 x 160 mm 1,900

19 638 174 1 Ø    40 x 58  mm 0,240

19 641 41 1 (LxWxH) 810 x 110 x 160 mm 1,700

19 642 41 1 (LxWxH) 400 x 75 x 137 mm 1,300

19 643 41 1 (LxWxH) 400 x 75 x 137 mm 1,400

19 648 99 Ø    300 x 32  mm 0,700

19 666 77 1 Ø    37 x 515  mm 0,498

19 668 96 1 Ø    31 x 515  mm 0,297

19 669 29 1 (LxWxH) 348 x 144 x 257 mm 1,345

19 701 81 1 (LxWxH) 430 x 175 x 45 mm 0,870

19 702 109 1 (LxWxH) 280 x 210 x 140 mm 0,796

19 706 106 1 (LxWxH) 280 x 160 x 145 mm 1,786

19 707 107 1 (LxWxH) 550 x 120 x 165 mm 1,874

19 707 950 107 1 (LxWxH) 390 x 140 x 165 mm 1,556

19 709 107 1 (LxWxH) 385 x 145 x 165 mm 2,051

19 709 952 109 1 (LxWxH) 250 x 190 x 190 mm 0,897

19 709 954 111 1 (LxWxH) 250 x 190 x 110 mm 0,134

19 711 111 1 Ø    55 x 100  mm 0,080

19 714 108 1 (LxWxH) 270 x 170 x 100 mm 1,930

19 715 110 1 (LxWxH) 255 x 100 x 65 mm 1,036

19 718 106 1 (LxWxH) 300 x 120 x 30 mm 0,587

19 721 110 1 Ø    125 x 55  mm 0,222

19 723 108 1 (LxWxH) 270 x 170 x 100 mm 1,816

19 724 108 1 (LxWxH) 270 x 170 x 100 mm 1,925

19 728 81 1 (LxWxH) 120 x 120 x 170 mm 1,653

19 729 110 1 (LxWxH) 250 x 190 x 120 mm 1,500

19 735 108 1 (LxWxH) 350 x 110 x 215 mm 3,024

19 740 110 1 Ø    21 x 120  mm 0,176

19 741 110 1 (LxWxH) 126 x 21 x 35 mm 0,150

19 742 110 1 (LxWxH) 120 x 120 x 21 mm 0,240

19 743 111 1 (LxWxH) 220 x 100 x 21 mm 0,205

19 745 111 1 Ø    25 x 310  mm 0,250

19 746 111 1 (LxWxH) 25 x 120 x 25 mm 0,215

19 747 111 1 Ø    18 x 28  mm 0,025

19 748 111 1 Ø    20 x 58  mm 0,062

19 760 98 1 (LxWxH) 58 x 53 x 31 mm 0,152

19 761 98 1 (LxWxH) 70 x 66 x 38 mm 0,208

19 762 96 1 (LxWxH) 132 x 65 x 34 mm 1,001

19 763 97 1 (LxWxH) 135 x 75 x 42 mm 0,353

19 764 170 1 (LxWxH) 105 x 50 x 26 mm 0,142

19 765 170 1 (LxWxH) 105 x 50 x 26 mm 0,145

19 767 171 1 (LxWxH) 170 x 85 x 50 mm 0,584

19 768 47 1 (LxWxH) 950 x 400 x 400 mm 15,600

19 769 98 1 (LxWxH) 87 x 78 x 44 mm 0,399
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19 770 124 1 Ø    45 x 85  mm 0,707

19 771 171 1 (LxWxH) 215 x 100 x 61 mm 0,986

19 772 171 1 (LxWxH) 220 x 100 x 70 mm 1,480

19 773 171 1 (LxWxH) 235 x 125 x 86 mm 1,779

19 774 125 1 Ø    38 x 64  mm 0,492

19 776 178 1 (LxWxH) 710 x 350 x 270 mm 10,500

19 778 170 1 (LxWxH) 105 x 50 x 26 mm 0,156

19 782 128 1 (LxWxH) 380 x 360 x 950 mm 11,800

19 783 128 1 (LxWxH) 630 x 300 x 325 mm 22,100

19 788 137 1 (LxWxH) 830 x 480 x 230 mm 20,000

19 793 301 132 1 (LxWxH) 500 x 500 x 1700 mm 56,500

19 793 391 132 1 (LxWxH) 500 x 500 x 1700 mm 61,000

19 800 136 1 (LxWxH) 400 x 360 x 150 mm 10,500

19 802 48 1 (LxWxH) 1340 x 850 x 340 mm 77,000

19 804 48 1 (LxWxH) 2680 x 850 x 236 mm 124,000

19 808 48 1 (LxWxH) 1200 x 1200 x 340mm 86,800

19 810 117 1 (LxWxH) 700 x 560 x 300 mm 16,600

19 812 117 1 (LxWxH) 165 x 165 x 41 mm 1,000

19 815 48 1 (LxWxH) 650 x 900 x 1470 mm 60,400

19 816 49 1 (LxWxH) 450 x 200 x 1470 mm 58,000

19 850 137 1 (LxWxH) 750 x 465 x 155 mm 20,000

19 852 137 1 (LxWxH) 750 x 465 x 290 mm 25,000

19 857 126 1 (LxWxH) 1250 x 610 x 260 mm 45,000

19 858 137 1 (LxWxH) 570 x 150 x 200 mm 3,000

19 891 171 1 Ø    37 x 53  mm 0,200

19 892 171 1 Ø    44 x 59  mm 0,218

19 893 171 1 Ø    53 x 65  mm 0,320

19 894 171 1 Ø    63 x 71  mm 0,456

19 895 171 1 Ø    78 x 80  mm 0,715

19 897 66 1 (LxWxH) 122 x 67 x 33 mm 0,356

19 900 135 1 (LxWxH) 610 x 400 x 205 mm 12,700

19 901 135 1 (LxWxH) 610 x 580 x 365 mm 32,050

19 902 136 1 Ø    300 x 70  mm 0,862

19 903 136 1 (LxWxH) 200 x 200 x 240 mm 1,500

20 022 164 1 Ø    20 x 41  mm 0,099

20 024 164 1 Ø    25 x 41  mm 0,094

20 026 164 1 Ø    28 x 44  mm 0,100

20 032 164 1 Ø    25 x 41  mm 0,073

20 034 164 1 Ø    41 x 28  mm 0,090

20 036 164 1 Ø    25 x 44  mm 0,097

20 043 164 1 Ø    25 x 58  mm 0,084

20 045 164 1 Ø    27 x 60  mm 0,086

20 052 164 1 Ø    20 x 34  mm 0,024

20 054 164 1 Ø    20 x 34  mm 0,030

20 062 24 1 Ø    19 x 33  mm 0,020

20 064 165 1 Ø    19 x 33  mm 0,022

20 066 165 1 Ø    28 x 38  mm 0,051

20 073 165 1 Ø    12 x 48  mm 0,014

20 075 165 1 Ø    12 x 48  mm 0,018

20 077 165 1 Ø    15 x 48  mm 0,024

20 111 175 1 Ø    19 x 20  mm 0,016

20 112 24 1 Ø    19 x 25  mm 0,019

Article no. Page PU Dimension/Packing Weight
kg

20 114 166 1 Ø    22 x 23  mm 0,023

20 116 166 1 Ø    28 x 30  mm 0,051

20 120 167 1 Ø    28 x 31  mm 0,066

20 121 167 1 Ø    32 x 34  mm 0,080

20 122 173 1 Ø    22 x 14  mm 0,010

20 124 173 1 Ø    28 x 18  mm 0,025

20 126 173 1 Ø    37 x 25  mm 0,063

20 132 166 1 Ø    19 x 35  mm 0,018

20 133 166 1 Ø    19 x 35  mm 0,018

20 134 166 1 Ø    22 x 36  mm 0,024

20 135 166 1 Ø    22 x 36  mm 0,025

20 136 166 1 Ø    27 x 46  mm 0,049

20 152 167 1 Ø    29 x 12  mm 0,010

20 154 167 1 Ø    32 x 13  mm 0,010

20 156 167 1 Ø    40 x 12  mm 0,010

20 162 167 1 Ø    19 x 7  mm 0,002

20 164 167 1 Ø    22 x 7  mm 0,003

20 166 167 1 Ø    26 x 7  mm 0,005

20 178 169 1 Ø    57 x 20  mm 0,014

20 185 25 1 Ø    80 x 280  mm 0,260

20 192 167 1 Ø    400 x 70  mm 1,900

20 193 167 1 Ø    350 x 180  mm 0,140

20 194 167 1 Ø    280 x 160  mm 0,145

20 218 23 1 (LxWxH) 155 x 125 x 80 mm 0,727

20 218 950 24 1 (LxWxH) 155 x 125 x 80 mm 0,844

20 233 162 1 (LxWxH) 165 x 90 x 18 mm 0,253

20 235 162 1 (LxWxH) 280 x 100 x 20 mm 0,110

20 235 950 162 1 (LxWxH) 235 x 100 x 27 mm 0,090

20 240 162 1 (LxWxH) 380 x 190 x 110 mm 0,571

20 250 163 1 (LxWxH) 185 x 90 x 90 mm 0,951

20 251 175 1 Ø    21 x 43  mm 0,078

20 913 164 1 Ø    300 x 55  mm 1,300

20 914 164 1 Ø    370 x 65  mm 1,521

20 915 164 1 Ø    450 x 60  mm 3,500

20 917 164 1 Ø    500 x 80  mm 5,400

23 000 250 58 1 (LxWxH) 1130 x 760 x 1720mm104,000

23 000 251 58 1 (LxWxH) 1150 x 760 x 1920mm113,000

23 000 255 59 1 (LxWxH) 1130 x 760 x 1720mm104,000

23 000 256 59 1 (LxWxH) 1150 x 760 x 1920mm115,000

23 000 350 56 1 (LxWxH) 1450 x 760 x 1720mm137,500

23 000 351 56 1 (LxWxH) 1450 x 760 x 1720mm148,500

23 000 355 57 1 (LxWxH) 1450 x 760 x 1720mm137,500

23 000 356 57 1 (LxWxH) 1450 x 760 x 1920mm148,500

23 000 960 44 1 (LxWxH) 840 x 750 x 1030 mm 53,000

23 000 961 45 1 (LxWxH) 840 x 750 x 1030 mm 61,000

23 003 250 53 1 (LxWxH) 1370 x 800 x 1660mm296,000

23 003 251 53 1 (LxWxH) 1370 x 800 x 1730mm310,000

23 003 255 54 1 (LxWxH) 1370 x 800 x 1660mm297,000

23 003 256 54 1 (LxWxH) 1370 x 800 x 1730mm316,000

23 003 350 51 1 (LxWxH) 1370 x 800 x 1950mm345,000

23 003 351 51 1 (LxWxH) 1370 x 800 x 2070mm359,000

23 003 355 52 1 (LxWxH) 1370 x 800 x 1950mm346,000
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23 003 356 52 1 (LxWxH) 1370 x 800 x 2070mm360,000

23 137 177 1 (LxWxH) 970 x 590 x 180 mm 20,000

23 139 177 1 (LxWxH) 680 x 650 x 1085 mm 43,000

23 285 81 1 (LxWxH) 230 x 100 x 100 mm 0,475

23 287 210 1 (LxWxH) 145 x 110 x 55 mm 0,250

23 321 93 1 (LxBxH) 370 x 370 x 250 mm 16,200

23 321 030 94 1 (LxBxH) 370 x 370 x 250 mm 16,500

23 322 93 1 (LxBxH) 370 x 370 x 250 mm 15,100

23 322 030 94 1 (LxBxH) 370 x 370 x 250 mm 15,300

23 322 950 40 1 - -

23 322 955 40 1 - -

23 337 92 1 (LxBxH) 380 x 230 x 265 mm 13,400

23 337 390 45 1 (LxBxH) 510 x 410 x 330 mm 18,700

27 030 121 1 (LxWxH) 780 x 580 x 630 mm 31,200

27 030 890 121 1 (LxWxH) 630 x 580 x 1000 mm 34,700

27 035 122 1 (LxWxH) 780 x 580 x 630 mm 31,300

27 035 890 122 1 (LxWxH) 630 x 580 x 1000 mm 34,825

27 040 123 1 (LxWxH) 780 x 580 x 630 mm 40,000

27 040 890 123 1 (LxWxH) 630 x 580 x 1000 mm 43,000

27 070 124 1 (LxWxH) 780 x 580 x 630 mm 31,800

27 070 890 124 1 (LxWxH) 630 x 580 x 1000 mm 34,800

27 410 130 1 (LxWxH) 780 x 580 x 630 mm 43,000

27 410 890 130 1 (LxWxH) 630 x 580 x 1000 mm 46,000

27 622 127 1 (LxWxH) 780 x 580 x 630 mm 35,700

27 622 680 131 1 (LxWxH) 780 x 580 x 630 mm 43,320

27 622 890 127 1 (LxWxH) 630 x 580 x 1000 mm 39,250

27 622 891 131 1 (LxWxH) 780 x 580 x 630 mm 38,380

27 632 127 1 (LxWxH) 780 x 580 x 630 mm 44,100

27 632 680 131 1 (LxWxH) 780 x 580 x 630 mm 45,000

27 632 890 127 1 (LxWxH) 630 x 580 x 1000 mm 47,680

27 632 891 131 1 (LxWxH) 780 x 580 x 630 mm 45,255

27 832 46 1 (LxWxH) 780 x 580 x 630 mm 30,900

27 846 18 1 (LxWxH) 680 x 630 x 1090 mm 39,700

27 846 056 18 1 (LxWxH) 680 x 630 x 1090 mm 40,000

27 846 950 18 1 (LxWxH) ??? x ??? x ??? ???

27 859 46 1 (LxWxH) 580 x 800 x 1300 mm 40,600

27 859 951 46 1 (LxWxH) 580 x 800 x 1300 mm 40,900

27 905 133 1 Ø    20 x 745  mm 0,062

27 906 133 1 Ø    20 x 745  mm 0,064

27 908 133 1 Ø    20 x 745  mm 0,068

27 915 133 1 Ø    20 x 745  mm 0,098

27 916 133 1 Ø    20 x 745  mm 0,112

27 918 133 1 Ø    20 x 745  mm 0,123

27 926 133 1 Ø    20 x 1045  mm 0,075

27 928 133 1 Ø    20 x 1045  mm 0,079

27 948 133 1 Ø    20 x 1545  mm 0,108

27 958 133 1 Ø    20 x 1545  mm 0,207

27 963 133 1 Ø    18 x 57  mm 0,033

27 964 133 1 Ø    18 x 54  mm 0,053

27 965 133 1 Ø    20 x 40  mm 0,034

27 966 126 1 Ø    45  mm 0,520

27 967 126 1 (LxWxH) 170 x 80 x 100 mm 0,900

Article no. Page PU Dimension/Packing Weight
kg

27 985 125 1 (LxWxH) 230 x 150 x 40 mm 0,802

27 987 149 1 (LxWxH) 510 x 300 x 490 mm 9,427

27 988 125 1 (LxWxH) 1110 x 510 x 260 mm 5,950

27 989 125 1 (LxWxH) 500 x 275 x 220 mm 3,074

27 991 139 1 (LxWxH) 2000 bis 

3000 x 475 x 140 mm lfm 30,000

27 992 140 1 (LxWxH) 900 x 1050 x 263 mm 25,000

27 993 140 1 (LxWxH) 600 x 800 x 250 mm 15,000

27 994 141 1 (LxWxH) 600 x 800 x 250 mm 16,000

27 995 139 1 (LxWxH) 2000 bis 

3000 x 20 x 100 mm lfm 1,000

29 036 161 1 (LxWxH) 390 x 370 x 240 mm 8,200

29 051 162 1 (LxWxH) 310 x 300 x 160 mm 4,397

29 142 101 1 (LxWxH) 540 x 580 x 160 mm 18,100

29 142 600 103 1 (LxWxH) 570 x 530 x 230 mm 18,687

29 142 601 103 1 (LxWxH) 570 x 530 x 300 mm 19,656

29 142 602 103 1 (LxWxH) 570 x 530 x 260 mm 20,160

29 142 603 103 1 (LxWxH) 570 x 530 x 260 mm 20,025

29 142 604 103 1 (LxWxH) 570 x 530 x 300 mm 20,160

29 143 101 1 (LxWxH) 540 x 580 x 160 mm 19,450

29 143 600 103 1 (LxWxH) 570 x 530 x 230 mm 20,290

29 143 601 103 1 (LxWxH) 570 x 530 x 300 mm 21,250

29 143 602 103 1 (LxWxH) 570 x 530 x 260 mm 21,520

29 143 603 103 1 (LxWxH) 570 x 530 x 260 mm 21,630

29 143 604 103 1 (LxWxH) 570 x 530 x 300 mm 21,760

29 152 101 1 (LxWxH) 540 x 580 x 160 mm 22,200

29 153 101 1 (LxWxH) 540 x 580 x 160 mm 24,200

29 162 102 1 (LxWxH) 540 x 580 x 195 mm 25,400

29 163 102 1 (LxWxH) 540 x 580 x 195 mm 27,800

29 172 102 1 (LxWxH) 540 x 580 x 160 mm 25,100

29 172 600 104 1 (LxWxH) 570 x 530 x 230 mm 27,300

29 172 601 104 1 (LxWxH) 570 x 530 x 300 mm 27,800

29 172 602 104 1 (LxWxH) 570 x 530 x 260 mm 27,900

29 172 603 104 1 (LxWxH) 570 x 530 x 260 mm 27,900

29 172 604 104 1 (LxWxH) 570 x 530 x 300 mm 27,900

29 173 102 1 (LxWxH) 540 x 580 x 160 mm 26,900

29 173 600 104 1 (LxWxH) 570 x 530 x 230 mm 28,500

29 173 601 104 1 (LxWxH) 570 x 530 x 300 mm 28,700

29 173 602 104 1 (LxWxH) 570 x 530 x 260 mm 28,600

29 173 603 104 1 (LxWxH) 570 x 530 x 260 mm 28,700

29 173 604 104 1 (LxWxH) 570 x 530 x 300 mm 28,700

29 182 102 1 (LxWxH) 540 x 580 x 195 mm 25,800

29 183 102 1 (LxWxH) 540 x 580 x 195 mm 27,600

29 192 102 1 (LxWxH) 540 x 580 x 160 mm 25,300

29 193 102 1 (LxWxH) 540 x 580 x 160 mm 27,400

29 242 30 1 (LxWxH) 540 x 580 x 160 mm 17,900

29 243 30 1 (LxWxH) 540 x 580 x 160 mm 19,900

29 252 30 1 (LxWxH) 540 x 580 x 160 mm 21,500

29 253 30 1 (LxWxH) 540 x 580 x 160 mm 23,500

29 262 31 1 (LxWxH) 540 x 580 x 190 mm 25,300

29 263 31 1 (LxWxH) 540 x 580 x 190 mm 27,100

29 272 31 1 (LxWxH) 540 x 580 x 160 mm 24,400

Article Numbers/Dimensions/Weights
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Article no. Page PU Dimension/Packing Weight
kg

29 273 31 1 (LxWxH) 540 x 580 x 160 mm 26,200

29 282 31 1 (LxWxH) 540 x 580 x 190 mm 25,100

29 283 31 1 (LxWxH) 540 x 580 x 190 mm 26,900

29 292 31 1 (LxWxH) 540 x 580 x 160 mm 24,600

29 293 31 1 (LxWxH) 540 x 580 x 160 mm 26,700

29 341 78 1 (LxWxH) 540 x 580 x 160 mm 19,350

29 351 78 1 (LxWxH) 540 x 580 x 195 mm 23,450

29 361 79 1 (LxWxH) 540 x 580 x 195 mm 26,650

29 371 79 1 (LxWxH) 540 x 580 x 160 mm 26,350

29 381 79 1 (LxWxH) 540 x 580 x 195 mm 27,100

29 391 79 1 (LxWxH) 540 x 580 x 160 mm 28,650

29 442 156 1 (LxWxH) 540 x 580 x 160 mm 17,100

29 443 156 1 (LxWxH) 540 x 580 x 160 mm 18,450

29 452 156 1 (LxWxH) 540 x 580 x 160 mm 21,100

29 453 156 1 (LxWxH) 540 x 580 x 160 mm 23,200

29 462 157 1 (LxWxH) 540 x 580 x 190 mm 24,400

29 463 157 1 (LxWxH) 540 x 580 x 190 mm 26,800

29 472 157 1 (LxWxH) 540 x 580 x 160 mm 24,100

29 473 157 1 (LxWxH) 540 x 580 x 160 mm 25,900

29 482 157 1 (LxWxH) 540 x 580 x 190 mm 24,800

29 483 157 1 (LxWxH) 540 x 580 x 190 mm 26,600

29 492 157 1 (LxWxH) 540 x 580 x 160 mm 24,300

29 493 157 1 (LxWxH) 540 x 580 x 160 mm 26,400

29 542 158 1 (LxWxH) 540 x 580 x 160 mm 18,100

29 543 158 1 (LxWxH) 540 x 580 x 160 mm 19,450

29 552 158 1 (LxWxH) 540 x 580 x 160 mm 22,200

29 553 158 1 (LxWxH) 540 x 580 x 160 mm 24,200

29 562 158 1 (LxWxH) 540 x 580 x 195 mm 25,400

29 563 158 1 (LxWxH) 540 x 580 x 195 mm 27,800

29 572 158 1 (LxWxH) 540 x 580 x 160 mm 25,100

29 573 158 1 (LxWxH) 540 x 580 x 160 mm 26,900

29 582 159 1 (LxWxH) 540 x 580 x 195 mm 25,800

29 583 159 1 (LxWxH) 540 x 580 x 195 mm 27,600

29 592 159 1 (LxWxH) 540 x 580 x 160 mm 25,300

29 593 159 1 (LxWxH) 540 x 580 x 160 mm 27,400

29 742 159 1 (LxWxH) 540 x 580 x 160 mm 17,100

29 743 159 1 1(LxWxH) 540 x 580 x 160 mm 18,450

29 752 159 1 (LxWxH) 540 x 580 x 160 mm 21,100

29 753 159 1 (LxWxH) 540 x 580 x 160 mm 23,200

29 762 160 1 (LxWxH) 540 x 580 x 190 mm 24,400

29 763 160 1 (LxWxH) 540 x 580 x 190 mm 26,800

29 772 160 1 (LxWxH) 540 x 580 x 160 mm 24,100

29 773 160 1 (LxWxH) 540 x 580 x 160 mm 25,900

29 782 160 1 (LxWxH) 540 x 580 x 190 mm 24,800

29 783 160 1 (LxWxH) 540 x 580 x 190 mm 26,600

29 792 160 1 (LxWxH) 540 x 580 x 160 mm 24,300

29 793 160 1 (LxWxH) 540 x 580 x 160 mm 26,400

29 930 32 1 (LxWxH) 170 x 220 x 105 mm 1,800

29 940 32 1 (LxWxH) 300 x 250 x 540 mm 7,800

29 976 32 1 Ø    55 x 55  mm 0,060

29 977 161 1 Ø    55 x 55  mm 0,055

29 978 105 1 Ø    55 x 55  mm 0,050

Article no. Page PU Dimension/Packing Weight
kg

29 979 80 1 Ø    55 x 55  mm 0,050

29 980 32 1 (LxWxH) 650 x 170 x 170 mm 2,240

29 981 32 1 (LxWxH) 650 x 340 x 170 mm 4,100

36 100 114 1 (LxWxH) 360 x 250 x 80 mm 3,100

36 110 114 1 (LxWxH) 200 x 150 x 60 mm 1,200

36 120 114 1 (LxWxH) 250 x 140 x 130 mm 5,800

36 130 114 1 (LxWxH) 230 x 155 x 50 mm 1,300

36 140 114 1 (LxWxH) 150 x 120 x 60 mm 0,150

36 150 114 1 (LxWxH) 100 x 70 x 70 mm 0,608

36 160 115 1 (LxWxH) 120 x 120 x 75 mm 0,642

36 170 115 1 (LxWxH) 440 x 230 x 380 mm 5,378

36 200 115 1 (LxWxH) 410 x 310 x 135 mm 7,100

36 210 115 1 (LxWxH) 200 x 150 x 60 mm 1,200

36 220 115 1 (LxWxH) 250 x 140 x 130 mm 5,800

36 230 116 1 (LxWxH) 230 x 155 x 50 mm 1,300

36 240 116 1 (LxWxH) 150 x 120 x 60 mm 0,150

36 250 116 1 (LxWxH) 135 x 95 x 185 mm 3,940

36 260 116 1 (LxWxH) 120 x 120 x 75 mm 0,739

36 402 117 1 (LxWxH) 445 x 300 x 255 mm 6,300

43 001 152 1 (LxWxH) 900 x 406 x 2100 mm

ca. 112,000

43 002 152 1 (LxWxH) 900 x 406 x 2100 mm

ca. 110,000

43 003 151 1 (LxWxH) 900 x 406 x 2100 mm

ca. 105,000

43 004 153 1 (LxWxH) 450 x 390 x 110 mm 4,900

43 005 153 1 (LxWxH) 810 x 110 x 160 mm 1,700

43 006 153 1 (LxWxH) 450 x 390 x 110 mm 4,600

45 010 63 1 (LxWxH) 1200 x 800 x 1570mm328,000

45 014 63 1 (LxWxH) 1200 x 800 x 1123mm279,000

45 018 63 1 (LxWxH) 1200 x 800 x 2070 mm415,000

45 100 63 1 (LxWxH) 1280 x 760 x 1420mm 89,000

45 101 63 1 (LxWxH)   980 x 760 x 1420mm 66,000

87 563 67 1 Ø    56 x 530  mm 2,184

87 626 77 1 (LxWxH) 182 x 198 x 208 mm 1,810

90 710 182 1 (LxWxH) 100 x 50 x 2 mm 0,009

90 711 182 1 (LxWxH) 210 x 150 x 2 mm 0,009

90 712 182 1 (LxWxH) 210 x 150 x 2 mm 0,009

90 713 182 1 (LxWxH) 150 x 115 x 1 mm 0,005

90 714 182 1 (LxWxH) 210 x 150 x 2 mm 0,009

90 730 183 1 (LxWxH) 105 x 56 x 41 mm 0,068

90 731 183 1 Ø    110 x 16  mm 0,265

90 732 183 1 (LxWxH) 105 x 56 x 11 mm 0,017

90 745 183 1 (LxWxH) 100 x 50 x 4 mm 0,025

90 746 183 1 (LxWxH) 100 x 9 x 1 mm 0,001

90 760 183 1 (LxWxH) 100 x 9 x 1 mm 0,001

90 761 183 1 (LxWxH) 100 x 9 x 1 mm 0,001

90 762 183 1 (LxWxH) 100 x 9 x 1 mm 0,001

90 763 183 1 (LxWxH) 100 x 9 x 1 mm 0,001

90 764 183 1 (LxWxH) 100 x 9 x 1 mm 0,001

90 765 183 1 (LxWxH) 100 x 9 x 1 mm 0,001

90 980 932 185 1 - -
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90 998 932 185 1 - -

90 995 932 185 1 - -

Article no. Page PU Dimension/Packing Weight
kg

Article Numbers/Dimensions/Weights
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AFRICA

Egypt
Union Engineering for Industrial
Instruments
6, Sheikh Mohamed Shalaby street
P.O. Box 1915
Alexandria - Egypt
tel. +20 34 839093
fax +20 34 834975
hdkoalex@link.net

Ethiopia
Ethiopian Scandinavien Trading A.S.
Bärnstensgatan 48 b
S - 25361 Helsingborg
fax +46 4 2292124

Morocco
Pierre et Denis Jacques Bineau
Boite Postale 154
F - 47005 Agen
tel. +33 553 669283
fax +33 553 663037

South Africa
Hansa Agencies (Pty) Ltd.
417/19 Norvic House
93 De Korte Street, Braamfontein
ZA - 2000 Johannesburg
tel. +27 11 4033297
fax +27 11 3392669

Tunisia
Pierre et Denis Jacques Bineau
Boite Postale 154
F - 47005 Agen
tel. +33 553 669283
fax +33 553 663037

AMERICA

Brazil
Malutelli Imp.Exp. & Handel GmbH
Ihmeplatz 1/53
30449 Hannover
tel. +49 511 45001193
fax +49 511 45001195
LydiaCarter@t-online.de

Chile
B.F.B. Representaciones Ferreteras S.A.
La Concepcion 81, Of. 808
Providencia - Santiago
tel. +56 2 2356693
fax +56 2 2359596
bfb@entelchile.net

Guatemala
Ferreteria Lewonski S.A.
Boulevard Liberacion 2-29
Zona 9, 01009
Guatemala Ciudad
fax +502 3326379

Mexico
Gimbel Mexicana S.A. de C.V.
Prol. Moliere #46, esq. Andromaco, Col
Ampliacion Granada
Delg. Miguel Hidalgo, C.P. 11529
C.P. 11201 Mexico D.F.
tel. +52 5 5313100
fax +52 5 5313333
gimbel@gimbel.com.mx

Peru
Heuma S.A.
Calle 31 No. 162-164
Urb. Corpac San Isidro
Lima - PERU
tel. +51 1 4769290
fax +51 1 4764083
heuma@ddm.com.pe

Belize, Bolivia, Costa Rica,
Ecuador, El Salvador, 
Guyana, Honduras, Caribbean, 
Columbia, Cuba, Nicaragua, Panama, 
Paraguay, Surinam, Uruguay, Venezuela
various distributors

Cocaco Trading GmbH
Tenter Weg 10
42897 Remscheid
tel. +49 2191 9115
fax +49 2191 911666
office@cocacotrade.de

Louis Delius GmbH & Co.
Parkallee 32
28209 Bremen
tel. +49 421 3462032
fax +49 421 3499368

Eweco-Export KG
L. Wienandt & Co.
Flurstr. 61
42781 Haan
tel. +49 2129 94540
fax +49 2129 945411
anne.cohaupt@eweco.de

Korff & Honsberg
Daniel-Schürmann-Str. 41
42853 Remscheid
tel. +49 2191 92520
fax +49 2191 925233
korberg@angelito.de

Albert Meissner Sohn GmbH
Friedrich-Engels-Allee 290
42285 Wuppertal
tel. +49 202 850012
fax +49 202 899196

ASIA

Bahrain, Jemen, Qatar, Kuwait,
Oman, Saudi Arabia
Kistenmacher E.G.& Co.
Sachsenfeld 3/5
20097 Hamburg
tel. +49 40 2369850
fax +49 40 23698510
info@kistenmacher.de

Hong Kong, Indonesia,
Malaysia, Philippines,
Singapore, South Korea, Taiwan
Hermann Jaeger GmbH
Bugdahnstr. 5
22767 Hamburg
tel. +49 40 3069270
fax +49 40 387523

Iran
Spannkraft Artur Rinke & Söhne
GmbH&Co.KG
Klausener Str. 159-163
42899 Remscheid
tel. +49 2191 95550
fax +49 2191 955555
SpannkraftKlausRinke@t-online.de

Israel
Heinr. Sahm u. Söhne GmbH & Co.KG
Burger Str. 26a
42859 Remscheid
tel. +49 2191 38225
fax +49 2191 32799
Sahm-Tools@t-online.de

Japan
Kiichi Tools Co., Ltd.
8-14, 3-chome, Itachibori
Nishi-ku
Osaka - Japan
tel. +81 6 65433932
fax +81 6 65328611
hirotee@ibm.net

Lebanon
Edward Sabbagh
Asfar Building
Al-Arz Street
Beirut - Libanon
tel. +961 1 563300
fax +961 1 563717
edsabbag@dm.net.lb

Pakistan
M.S. Mansoor
14 Musa Market, Shahrah-E-Liaquat
P.O. Box 6726
Karachi - Pakistan
fax +92 21 2425060
shoaib-5@cyber.net.pk

Syria
Joseph & Elie Sanossian
Bustan Gul Ab Street
P.O. Box 6385
Aleppo - Syria
tel. +963 21 2215313
fax +963 21 2210765
Jesan@net.sy

Thailand
Arnold Otto Meyer Hamburg GmbH
Ballindamm 1-3
20030 Hamburg
tel. +49 40 30299246
fax +49 40 30299315
mutke@aom.de

AUSTRALIA AND 
NEW ZEALAND

Australia
Hordern & Company Pty. Ltd.
P.O. Box 350
Artarmon NSW 15700 - Australia
tel. +61 2 94186399
fax +61 2 94186176
shordern@hordernandco.com.au

New Zealand
Enterprise Tools
P.O. Box 51734
Pakuranga
Auckland - New Zealand
tel. +64 9 6360378
fax +64 9 6360162
johnhoyte@xtra.co.nz

Agencies Overseas
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BESTELLADRESSE:

PRESSOL Schmiergeräte GmbH
Bartholomäusstraße 26 c • D - 90489 Nürnberg
Tel. +49 911 32441-0 • Fax +49 911 32441-53 
info@pressol.com • www.pressol.com
ILN 41 03810 00000 3 • USt.-IdNr.: DE 133533558

VERSAND-, ANLIEFER- UND SERVICEADRESSE:

PRESSOL Schmiergeräte GmbH 
Parkstraße 7 • D - 93167 Falkenstein
Tel. +49 9462 17-0 • Fax +49 9462 17-208 
info@pressol.com • www.pressol.com
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